(EFFECT OF MOLD-STEEL INTERFACE REACTIONS ON CASTING SURFACE AND PROPERTIES)

FINAL REPORT
July 1, 1963-January 31, 1968

by
Charles E. Bates
Rodney L. Naro
John F. Wallace

January, 1968

Department of Metallurgy
Case Western Reserve University
University Circle
Cleveland, Ohio 44106

Contract No. DA-33-019-AMC-270 (Z)
Distribution of this Document is Unlimited

U.S. ARMY MATERIALS RESEARCH AGENCY
WATERTOWN, MASSACHUSETTS 02172

2006/10/8001
Mention of any trade names or manufacturers in this report shall not be construed as advertising nor as an official indorsement or approval of such products or companies by the United States Government.

The findings in this report are not to be construed as an official Department of the Army position, unless so designated by other authorized documents.

DISPOSITION INSTRUCTIONS

Destroy this report when it is no longer needed. Do not return it to the originator.
EFFECT OF MOLD-STEEL INTERFACE REACTIONS
ON CASTING SURFACE AND PROPERTIES

AMRA CR 64-03/3

FINAL REPORT
July 1, 1963-January 31, 1968

by
Charles E. Bates
Rodney L. Naro
John F. Wallace

January, 1968

Department of Metallurgy
Case Western Reserve University
University Circle
Cleveland, Ohio 44106

Contract DA-33-019-AMC-270 (Z)
D/A Project No. 1C024401A328
AMCMS Code No. 5025.11.294

Metals Research for Army Material

Distribution of this Document is Unlimited

U.S. ARMY MATERIALS RESEARCH AGENCY
WATERTOWN, MASSACHUSETTS 02172

i
This project investigated the problem of thermal and mechanical stability of mold materials for high strength steel castings of the 4330 type. The ability of various combinations of rammed refractory aggregates and binders to provide close dimensional control in steel castings was investigated. The aggregates studied included mullite, zircon, silica sand, fused silica, olivine and calcined alumina. These were bonded with western bentonite and sodium silicate. Close dimensional control was obtained with all aggregates bonded with sodium silicate and with the zircon and mullite aggregate bonded with western bentonite. A means of measuring the tensile strength of molding materials at elevated temperatures was developed and the results of this test permit qualitative evaluation of the ability of a mold material to maintain casting dimensions.

The effect of various refractories and different mold coatings on the surface roughness on cast steel and on the impact resistance as measured in reverse bending was also studied. The effects of rammed aggregate of silica, chromite and zircon sands on the surface quality and fatigue behavior were studied. The green silica sand molds were coated with a variety of washes to determine the effect of these coatings of both surface roughness and fatigue behavior. All fatigue specimens were heat treated to approximately 185,000 psi tensile strength.

Test specimens made in both hexachlorobenzene coated silica sand molds and zircon sand produced equivalent results in improving the surface finish of experimental test castings. Bending fatigue test results showed that hexachlorobenzene coated and uncoated zircon provided the greatest overall improvement in fatigue life and endurance limit. Completely machined bending fatigue specimens result in only slight improvements in fatigue compared to sand blasted hexachlorobenzene and zircon specimens with the original cast surfaces. Shot peening these specimens also produced substantial gains in fatigue strength, compared to machined specimens. The fatigue failures were initiated at cope surfaces with greater frequency than drag surfaces.
# TABLE OF CONTENTS

<table>
<thead>
<tr>
<th>Section</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>Abstract</td>
<td>ii</td>
</tr>
<tr>
<td>Table of Contents</td>
<td>iii</td>
</tr>
<tr>
<td>Introduction</td>
<td>1</td>
</tr>
<tr>
<td>Procedure and Materials</td>
<td>4</td>
</tr>
<tr>
<td>Results and Discussion</td>
<td>7</td>
</tr>
<tr>
<td>General Summary</td>
<td>8</td>
</tr>
<tr>
<td>Distribution</td>
<td>10</td>
</tr>
</tbody>
</table>
INTRODUCTION

Since molding materials are of primary importance in determining the surface quality and dimensional accuracy of steel castings, these require careful consideration by steel founders. A molding material should have the following characteristics to produce high quality castings:

1) capability of receiving molten steel without eroding;
2) freedom from chemical reaction with the molten or solidifying steel;
3) sufficient high temperature strength and a low coefficient of thermal expansion in order to control the dimensions of the castings to close limits.

Molds are composed of an aggregate or inert refractory material and a binder for this aggregate. Both of these components serve an important role in the production of high quality castings. Several criteria must be considered for an aggregate including: melting point, availability in the proper grain fineness range and satisfactory thermal expansion characteristics. This latter factor requires both a low coefficient of thermal expansion and a smooth thermal expansion curve that is free from crystal inversions. The inversions that occur when heating ordinary silica molding materials coupled with its large coefficient of thermal expansion have led to many of the problems associated with the use of this aggregate.

The binder employed in the aggregate-binder mixture is also a very important consideration. Many casting defects can be traced to deficiencies of the binder rather than the aggregate. The binder must be capable of holding the aggregate in position during pattern removal, pouring and solidification of the casting. Maintenance of sufficient high temperature strength, prevention of erosion, mold cracking and spalling are all requirements of a good binder.

In order to develop and test aggregate-binder mixtures that will produce high quality dimensionally stable castings, tests that predict the performance of the molding materials are needed. The results of standard tests producing quantitative results are better for the evaluation of mold materials than those obtained by examination of miscellaneous castings. Unfortunately, standard tests that predict the thermal stability of mold materials as the molten metal enters the mold cavity and solidifies are not available.
The reaction of mold refractories with molten steel at the mold-metal interface has also been a serious problem. This interface reaction is the cause of dimensional inaccuracies, surface roughness, sand penetration, and fused sand on steel castings. It has been studied qualitatively by numerous investigators. Consequences of casting surface defects include a general reduction in mechanical properties, particularly fatigue life. Although steel castings are widely employed in fatigue applications, information on their fatigue properties has indicated that the endurance limit in bending fatigue is sharply reduced by the existence of surface roughness and discontinuities. Surface defects also result in an impairment of the machinability of the casting, since portions of the casting are usually machined to adjust their dimensions for service or other applications.

The underlying causes of poor cast surfaces can be separated into two phenomena: 1) mechanical penetration of the molten steel into the molding aggregate, and 2) chemical reactions occurring between the molten steel and the mold wall interface.

Mechanical penetration occurs when the pressure of the molten metal is high enough to force this metal into the interstices of the mold interface. Many investigators have shown that mechanical penetration is enhanced by the following conditions: 1) high pouring temperatures, 2) high ferrostatic pressure, 3) coarse sand grain distributions, and 4) low density molds. Sand grain size and ferrostatic pressure are usually the controlling factors governing mechanical penetration.

The influence of sand grain size on penetrating is well known. The penetrating pressure is inversely proportional to the sand grain size. Molten metals do not wet silica sand; accordingly, calculations of the ferrostatic pressure head to force metal into the sand capillaries show that pouring heads of 30 to 50 inches are required. The majority of all steel castings are poured without excessive ferrostatic pressure, but considerable burn-on still occurs. Clearly, mechanical penetration concepts cannot account for many cases of sand adherence and the subsequent deterioration of surface quality and casting properties.

The nature of the chemical reactions occurring at the mold-metal interface are less clearly understood. The reaction results in the formation of a fused sand layer adjacent to the casting. Burn-on, as this layer is often called, and the resulting surface roughness of the casting has been studied qualitatively by many investigators. Early investigators conducted superficial tests to determine the characteristics of mold-metal interface reactions. Although the tests did not simulate actual foundry
conditions, the reaction produced appeared to be the result of oxidation of the steel and subsequent reactions between the iron oxide so formed and the silica sand to produce iron silicate or fayalite. When reducing atmospheres were used, no interface reactions resulted.

Modifications have been made to the original proposed mechanism to account for the fused sand layer and the resulting poor casting surface finish. When molten steel is poured into a green silica sand mold, iron oxide is formed at the interface due to the oxidizing nature of the mold. This oxide layer can wet the sand and penetrate into it. More recent developments have shown that aside from wetting the sand, the oxide further dissolves SiO₂ and enlarges the voids between the packed sand grains, allowing molten metal to enter these enlarged voids.

By controlling and eliminating the chemical reaction occurring at the mold-metal interface, improvements in cast surface finish can be obtained. Methods by which this may be accomplished are:

1) replacement of SiO₂ with another molding aggregate;
2) providing a reducing mold atmosphere with a suitable mold coating;
3) providing a viscous fluxing liquid film between the solidifying metal and the mold interface.
Several aspects of the behavior of moldable refractories for steel casting were investigated. These included: the development and conduct of high temperature sand tests; the casting of steel into molds and evaluation of resulting casting quality and the measurement of mold deformation. Numerous aggregate-binder combinations rammed to different densities were studied.

A modified dog-bone type of tensile test was adapted for the elevated temperature test. Specimens of this type were compacted in a standard type fixture and tested in a furnace constructed around the specimen positioned in a tensile testing machine. The furnace utilized tungsten heating elements encased in fused silica with an insulating brick exterior. Specially designed jaws were employed to grip the specimen and thermocouples were employed to record the temperature. Adjustments in the power supplied to the heating elements permitted obtaining the desired temperature.

The materials selected for testing as molding aggregates included silica sand, fused silica, mullite, zircon, olivine and calcined alumina. Castings were produced in molds rammed from each of these materials and examined for dimensional stability, chemical reaction with the molding material, sand expansion defects and general surface finish. Each of the refractory materials listed above was bonded green with western bentonite, cereal and water. Sodium silicate, set with both $\text{CO}_2$ and silicon metal fines, was also employed as the binder for some of the aggregate materials. All castings produced were in the shape of a scab block developed by the Steel Founders' Society of America with a slight modification of the gating system. Molds were rammed according to a standard procedure that consisted of both jolting and hand ramming the drag and hand ramming the cope.

Molds were poured with a low alloy, aluminum deoxidized steel directly from a basic-lined high frequency induction melting furnace. A standard pouring temperature of 2900°F (1593°C), as determined by an immersion pyrometer, was employed in all cases. Molds were poured on the same day in which they were rammed. Castings were allowed to cool overnight, shaken out, examined, sand blasted and subjected to a final examination for surface condition and dimensions.

Mold deformation caused by the pressure of the molten steel was measured on a series of green and sodium silicate bonded mold at various distances from the mold-metal interface. A fused silica probe extended from this disc to the outside of the mold where it was attached to a linear transducer. Movements of the disc with the mold wall were transmitted by
the probe to the transducer, converted to an electrical signal, and continuously recorded on a calibrated high speed strip chart recorder. The fused silica disc was maintained at the proper distance from the pattern during mold preparation with an accurately machined spacer. This spacer was removed after sufficient molding material had been packed around the disc to support it.

To permit insertion of the silica probe, a 1/4 inch diameter steel rod was positioned inside the mold during mold preparation with one of its ends touching the quartz disc and the other extending to the inside edge of the molding flask. The steel rod was maintained in the proper position during ramming by two supports resting on the pattern board. After the mold had been prepared and the molding flask stripped, the steel rod was removed. The mold was then jacketed, weighted, and the 6mm-diameter fused silica probe inserted through the jacketed mold into the hole. Using a technique that employed a fused silica disc inserted in the mold and held in place with a silica rod, mold deformation was continuously measured at various locations within green sand molds rammed to densities of 90 and 100 lb/cu ft and in sodium silicate bonded molds rammed to a density of 100 lb/cu ft.

The materials selected for testing as refractory mold aggregates of the surface roughness included fused silica, silica sand, calcined kyanite, mullite, olivine, chromite and zircon sands. All molds were poured with a nominal AISI 8630, aluminum deoxidized steel directly from a 100 pound basic lined high frequency induction furnace. A pouring temperature of 3000°F, measured with an immersion pyrometer, was used for all test castings. Castings produced in molds with various aggregates and coatings were examined for chemical reactions, shakeout behavior and general surface appearance. Individual test bars were cut from the gates and sand blasted lightly. The surface condition of each bar was measured with a profilometer after sand blasting.

The metal used for the fatigue studies of the investigation was AISI 4330 steel. The material was melted and deoxidized in a similar manner as the bars used for surface condition evaluation. The steel from each heat was used to cast plate bending fatigue specimens and standard test coupons from which tensile and R. R. Moore fatigue specimens were machined. Coatings and refractories which produced the superior cast finishes were utilized for the production of bending fatigue specimens. The cast bending fatigue specimens were shaken out and lightly sand blasted to facilitate their removal from the gating system. Fatigue specimens were randomly selected for a visual inspection of the cast surface and measurements of surface roughness made using a profilometer. A tensile strength level of approximately 185,000 psi for all material was obtained by quenching and
tempering. Three lots of plate bending fatigue specimens were shot peened with cut and pre-rounded steel wire shot. A CW-28 shot size with a Rockwell C hardness of 46 was blasted onto each of the four surfaces of the plates for approximately 2 minutes.

For control purposes, bending fatigue specimens from Heat No. 4 were cast oversize and machined. Specimens to be machined on cope and drag surfaces only and those to be completely machined were cast as one-half inch and five-eighths inch plates respectively. All plates were ground on a rotary surface grinder using a selective grinding procedure to assure equal removal of stock from opposity surfaces and minimize metal damage. Following machining, the specimens were subjected to tensile, fatigue and hardness tests utilizing standard procedures. The fatigue testing was conducted on two types of fatigue machines. R. R. Moore specimens were tested in four point reversed bending on standard R. R. Moore rotating beam machines operating at 10,000 cycles per minute. The bending specimens were tested on a constant load amplitude Sonnatag SF-1-U fatigue machine operating at 1800 cycles per minute. All plate bending specimens were tested in reverse bending under four point loading. The dimensions of the unmachined bending specimens were measured and machine loading correspondingly adjusted to account for dimensional inaccuracies of the cast plates. All specimens were considered to have failed when completely fractured. The plate bending fatigue tests were carried out at various stress levels to obtain curves of stress versus cycles to failure. The number of specimens used for a S-N curve ranges from fifteen to twenty. R. R. Moore specimens were also tested at different stress levels and six specimens were used per curve. The endurance limit for all specimens was based on ten million cycles.
RESULTS AND DISCUSSION

The detailed results and a discussion of these results are presented in the three interim technical reports that have been submitted on this contract. These reports are concerned with the thermal and mechanical behavior of molding materials and steel castings. They include a study of the dimensional stability of the molding materials and the effect of the molding materials on the surface roughness and fatigue behavior of the castings. The reports are dated September, 1964; November, 1965; and May, 1967. In addition to the interim technical reports submitted, two publications in the technical literature have resulted from this contract. These are the following:


The first paper was granted the Award of the Sand Division of the American Foundrymen's Society for 1966 as an outstanding contribution to the advancement of the foundry industry.
GENERAL SUMMARY

This work is summarized by presenting the abstracts from each of the interim technical reports submitted on this material.

A. Report of September, 1964

Test apparatus and technique were developed to measure the tensile strength of molding materials at elevated temperatures. The measurements of tensile strength obtained from this equipment permits a qualitative evaluation of the mechanical stability of the mold as molten steel enters and solidifies in the mold. The mold stability obtained with various refractory aggregate-binder combinations is a significant factor in controlling dimensional tolerances in the steel casting.

Several rammed mold materials consisting of various combinations of refractory aggregates and binders were investigated for use in producing high quality steel castings. Aggregates of mullite, molochite, silica sand, fused silica, calcined kyanite and calcined alumina were bonded with western bentonite and sodium silicate. Close dimensional control of the castings was obtained with fused silica, calcined alumina and silica sand bonded with sodium silicate and green, western bentonite bonded mullite. Better casting surfaces were obtained with the fused silica aggregate. A modified sodium silicate binder utilizing silicon metal fines to promote setting was investigated. The bond developed was stronger in tension and compression at both room and high temperatures than that produced by western bentonite or by gassing identical sodium silicate bonded aggregates. This sodium silicate-silicon fines binder combined with either fused silica or silica sand refractories provided a mold for casting steel to close dimensions with a good cast surface.

B. Report of November, 1965

A test apparatus was developed to measure the tensile strength of molding materials at elevated temperatures. The measurements of tensile strength obtained from this equipment permits a qualitative evaluation of the ability of a mold to maintain casting dimensions.

Several rammed mold materials consisting of various combinations of refractory aggregates and binders were investigated for use in producing high quality steel castings. The aggregates selected for study included mullite, zircon, silica sand, fused silica, olivine, and calcined alumina. These were bonded with western bentonite and sodium silicate. Close dimensional control was obtained with all aggregates bonded with sodium silicate and with the zircon and mullite aggregates bonded with western bentonite. The casting surfaces obtained
with the fused silica and zircon were generally superior to those produced in other aggregates.

A technique was developed for measuring and recording mold wall deformation continuously during pouring and solidification of steel castings. Using this technique, mold deformations were measured at various distances from the mold-metal interface in molds rammed to different densities when western bentonite and sodium silicate binders were utilized. Mold deformation was found to be limited to a thin layer of the mold adjacent to the casting in all cases. This result indicates the importance of this thin layer in determining the dimensions of the final casting.

Z. Report of May, 1967

This research investigated the effect of mold coatings and refractories on the surface quality of cast steel. The influence of surface roughness in reversed bending fatigue was also examined using as-cast specimens of AISI 4330 steel produced in green sand molds coated with hexachlorobenzene, aluminum powder, sodium floroaluminate, and a proprietary mold wash. Plate bending specimens were also produced in uncoated silica, chromite and zircon sand molds and subsequently tested. All specimens were heat treated to approximately 185,000 psi tensile strength levels as determined from tensile specimens from keel block legs. Control and comparison tests were made with R. R. Moore, tensile, and machined plate specimens.

Test specimens made in both hexachlorobenzene coated silica sand molds and zircon sand produced equivalent results in improving the surface finish of experimental test castings. Bending fatigue test results showed that hexachlorobenzene coated and uncoated zircon provided the greatest overall improvement in fatigue life and endurance limit. Completely machined bending fatigue specimens result in only slight improvements in fatigue compared to sand blasted hexachlorobenzene and zircon specimens with the original cast surfaces. Shot peening these specimens also produced substantial gains in fatigue strength, compared to machined specimens. The fatigue failures were initiated at cope surfaces with greater frequency than drag surfaces.
### DISTRIBUTION

<table>
<thead>
<tr>
<th>No. of Copies</th>
<th>To</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>ATTN: Mr. J. C. Barrett</td>
</tr>
<tr>
<td>1</td>
<td>Mr. Donald MacArthur</td>
</tr>
<tr>
<td>20</td>
<td>Commander, Defense Documentation Center, Cameron Station, Bldg. 5, 5010 Duke Station, Alexandria, Virginia, 22314</td>
</tr>
<tr>
<td>2</td>
<td>Defense Metals Information Center, Battelle Memorial Institute, Columbus, Ohio 43201</td>
</tr>
<tr>
<td>1</td>
<td>National Aeronautics and Space Administration, Washington, D.C. 20546</td>
</tr>
<tr>
<td>1</td>
<td>ATTN: Mr. B. G. Aghhammer</td>
</tr>
<tr>
<td>1</td>
<td>Mr. G. C. Deutsch</td>
</tr>
<tr>
<td>1</td>
<td>Mr. R. V. Rhode</td>
</tr>
<tr>
<td>1</td>
<td>National Aeronautics and Space Administration, Marshall Space Flight Center, Huntsville, Alabama 35812</td>
</tr>
<tr>
<td>1</td>
<td>ATTN: R-P&amp;VE-M, Dr. W. Lucas</td>
</tr>
<tr>
<td>1</td>
<td>M-F&amp;AE-M, Mr. W. A. Wilson, Bldg. 4720</td>
</tr>
<tr>
<td>1</td>
<td>U.S. Atomic Energy Commission, Office of Technical Information Extension, P.O. Box 62, Oak Ridge, Tennessee 37830</td>
</tr>
<tr>
<td>2</td>
<td>Chief of Research and Development, Department of the Army, Washington, D.C. 20310</td>
</tr>
<tr>
<td>2</td>
<td>ATTN: Physical and Engineering Science Division</td>
</tr>
<tr>
<td>5</td>
<td>Headquarters, Aeronautical Systems Division, Wright-Patterson Air Force Base, Wright-Patterson Air Force Base, Ohio 45433</td>
</tr>
<tr>
<td>5</td>
<td>ATTN: ASRCEE</td>
</tr>
<tr>
<td>1</td>
<td>Chief, Office of Naval Research, Department of the Navy, Washington, D.C. 20360</td>
</tr>
<tr>
<td>1</td>
<td>ATTN: Code 423</td>
</tr>
<tr>
<td>1</td>
<td>Commander, U.S. Naval Research Laboratory, Anacostia Station, Washington, D.C. 20390</td>
</tr>
<tr>
<td>1</td>
<td>ATTN: Technical Information Officer</td>
</tr>
</tbody>
</table>
Commanding General, U.S. Army Material Command,
Washington, D.C. 20315
1 ATTN: AMCRD-RC-M

Commanding General, U.S. Army Electronics Command,
Fort Monmouth, New Jersey 07703
2 ATTN: AMSEL-RD-MAT

Commanding General, U.S. Army Tank-Automotive Center,
Warren, Michigan 48090
2 ATTN: Tech Data Coord Br., SMOTA-RTS
1 SMOTA-RCM.1

Commanding General, U.S. Army Weapons Command, Rock
Island, Illinois 61201
1 ATTN: Research and Development Directorate, AMSWE-RDR

Commanding General, Desert Test Center, Fort Douglas,
Utah 84113
1 ATTN: Technical Information Office

Commanding General, U.S. Army Satellite Communications
Agency, Fort Monmouth, New Jersey 07703
1 ATTN: Technical Document Center

Commanding General, White Sands Missile Range, White
Sands, New Mexico 88002
1 ATTN: STEWS-WS-VT

Commanding Officer, Aberdeen Proving Ground, Maryland
21005
1 ATTN: Technical Library, Bldg. 313

Commanding Officer, U.S. Army Research Office (Durham),
Box CM, Duke Station, Durham, North Carolina 27706
1

Commanding Officer, Frankford Arsenal, Bridge and
Tacony Streets, Philadelphia, Pennsylvania 19137
1 ATTN: Library Branch, C-2500
1 Mr. H. Markus, SMUFA-1320

Commanding Officer, Picatinny Arsenal, Dover, New
Jersey, 07801
1 ATTN: SMUPA-VA6

Commanding Officer, Watervliet Arsenal, Watervliet,
New York, 12189
1 ATTN: SWEWV-RDT, Tech Information Services Office
1

Commanding Officer, U.S. Army Aviation Material
Laboratories, Fort Eustis, Virginia 23604
Commanding Officer, USACDC Ordnance Agency, Aberdeen Proving Ground, Maryland 21005
2 ATTN: Library Bldg. 305

Commanding Officer, U.S. Army Edgewood Arsenal, Edgewood Arsenal, Maryland 21010
1 ATTN: Dir. of Eng. & Ind. Serv., Chem-Mun Br. (Mr. F. E. Thompson)

Redstone Scientific Information Center, U.S. Army Missile Command, Redstone Arsenal, Alabama 35809
4 ATTN: Chief, Documents Section

1 U.S. Army Aviation School Library, USAAVNS-P&NRI, Fort Rucker, Alabama 36360

Department of the Army, Ohio River Division Laboratories, Corps of Engineers, 5851 Mariemont Avenue, Cincinnati, Ohio 45227
1 ATTN: ORDLB-TR

Commanding Officer, U.S. Army Materials Research Agency, Watertown, Massachusetts 02172
5 ATTN: AMXMR-AT
1 AMXMR-AA
1 AMXMR-MX, Mr. N. Reed
1 AMXMR-RX, Dr. R. Beeuwkes, Jr.
1 AMXMR-RP, Mr. G. A. Darcy, Jr.
1 AMXMR-TP, Mr. P. A. G. Carbonaro
5 AMXMR-TP, Casting & Cermet Branch

American Foundrymen's Society, Golf and Wolf Roads, Des Plaines, Illinois 60016
1 ATTN: Mr. S. C. Massari

Dartmouth College, Hanover, New Hampshire 03755
1 ATTN: Professor G. A. Colligan

Harvard University, Cambridge, Massachusetts 02139
1 ATTN: Professor Bruce Chalmers

Investment Casting Institute, 3525 West Peterson Road, Chicago, Illinois 60645
1 ATTN: Mr. R. E. Pritchard

Massachusetts Institute of Technology, Cambridge, Massachusetts 02139
1 ATTN: Professor M. C. Flemings
Northeastern University, 360 Huntington Avenue, Boston, Massachusetts 02115
ATTN: Professor John Zotos

Northrop Corporation, Norair Division, Hawthorne California 90250
ATTN: Mr. A. J. Iller

Steel Founders' Society, Westview Towers, 21010 Center Ridge Road, Rocky River, Ohio 44116
ATTN: Mr. C. W. Briggs

Tufts University, Medford, Massachusetts 02155
ATTN: Professor K. Van Wormer, Jr.

University of Michigan, Ann Arbor, Michigan 48104
ATTN: Professor R. A. Flinn
### REPORT TITLE

EFFECT OF MOLD-STEEL INTERFACE REACTIONS ON CASTING SURFACE AND PROPERTIES

### DESCRIPTIVE NOTES (Type of report and inclusive dates)


### AUTHOR(S) (Last name, first name, initial)

Bates, Charles E.
Naro, Rodney L.
Wallace, John F.

### REPORT DATE

January, 1968

### CONTRACT OR GRANT NO.

DA-33-019-AMC-270 (Z)

### PROJECT NO.

D/A 1C024401A328

### AMCMS Code No.

5025.11.294

### ABSTRACT

The effect of mold materials and binders and mold washes on the dimensional behavior, surface finish and fatigue strength of high strength steel castings was determined. Close dimensional control was obtained with all aggregates bonded with sodium silicate and with the zircon and mullite aggregate bonded with western bentonite. A means of measuring the tensile strength of molding materials at elevated temperatures was developed and the results of this test permit qualitative evaluation of the ability of a mold material to maintain casting dimensions. Test specimens made in both hexachlorobenzene coated silica sand molds and zircon sand produced equivalent results in improving the surface finish of experimental test castings. Bending fatigue test results showed that hexachlorobenzene coated and uncoated zircon provided the greatest overall improvement in fatigue life and endurance limit. Completely machined bending fatigue specimens result in only slight improvements in fatigue compared to sand blasted hexachlorobenzene and zircon specimens with the original cast surfaces.
14. KEY WORDS

Steel Castings
Dimensional Accuracy
Cast Surface Finish
Mechanical Properties

INSTRUCTIONS

1. ORIGINATING ACTIVITY: Enter the name and address of the contractor, subcontractor, grantee, Department of Defense activity or other organization (corporate author) issuing the report.

2a. REPORT SECURITY CLASSIFICATION: Enter the overall security classification of the report. Indicate whether "Restricted Data" is included. Marking is to be in accordance with appropriate security regulations.

2b. GROUP: Automatic downgrading is specified in DoD Directive 5200.10 and Armed Forces Industrial Manual. Enter the group number. Also, when applicable, show that optional markings have been used for Group 3 and Group 4 as authorized.

3. REPORT TITLE: Enter the complete report title in all capital letters. Titles in all cases should be unclassified. If a meaningful title cannot be selected without classification, show title classification in all capitals immediately following the title.

4. DESCRIPTIVE NOTES: If appropriate, enter the type of report, e.g., interim, progress, summary, annual, or final. Give the inclusive dates when a specific reporting period is covered.

5. AUTHOR(S): Enter the name(s) of author(s) as shown on or in the report. Enter last name, first name, middle initial. If military, show rank and branch of service. The name of the principal author is an absolute minimum requirement.

6. REPORT DATE: Enter the date of the report as day, month, year; or month, year. If more than one date appears on the report, use date of publication.

7a. TOTAL NUMBER OF PAGES: The total page count should follow normal pagination procedures. I.e., enter the number of pages containing information.

7b. NUMBER OF REFERENCES: Enter the total number of references cited in the report.

8a. CONTRACT OR GRANT NUMBER: If appropriate, enter the applicable number of the contract or grant under which the report was written.

8b, 8c, & 8d. PROJECT NUMBER: Enter the appropriate military department identification, such as project number, subproject number, system numbers, task number, etc.

9a. ORIGINATOR'S REPORT NUMBER(S): Enter the official report number by which the document will be identified and controlled by the originating activity. This number must be unique to this report.

9b. OTHER REPORT NUMBER(S): If the report has been assigned any other report numbers (either by the originator or by the sponsor), also enter this number(s).

10. AVAILABILITY/LIMITATION NOTICES: Enter any limitations on further dissemination of the report, other than those imposed by security classification, using standard statements such as:

   (1) "Qualified requesters may obtain copies of this report from DDC."

   (2) "Foreign announcement and dissemination of this report by DDC is not authorized."

   (3) "U. S. Government agencies may obtain copies of this report directly from DDC. Other qualified DDC users shall request through"

   (4) "U. S. military agencies may obtain copies of this report directly from DDC. Other qualified users shall request through"

   (5) "All distribution of this report is controlled. Qualified DDC users shall request through"

If the report has been furnished to the Office of Technical Services, Department of Commerce, for sale to the public, indicate this fact and enter the price, if known.

11. SUPPLEMENTARY NOTES: Use for additional explanatory notes.

12. SPONSORING MILITARY ACTIVITY: Enter the name of the departmental project office or laboratory sponsoring (paying for) the research and development. Include address.

13. ABSTRACT: Enter an abstract giving a brief and factual summary of the document indicative of the report, even though it may also appear elsewhere in the body of the technical report. If additional space is required, a continuation sheet shall be attached.

It is highly desirable that the abstract of classified reports be unclassified. Each paragraph of the abstract shall end with an indication of the military security classification of the information in the paragraph, represented as (TS). (S). (C). or (U).

There is no limitation on the length of the abstract. However, the suggested length is from 150 to 225 words.

14. KEY WORDS: Key words are technically meaningful terms or short phrases that characterize a report and may be used as index entries for cataloging the report. Key words must be selected so that no security classification is required. Identifiers, such as equipment model designation, trade name, military project code name, geographic location, may be used as key words but will be followed by an indication of technical context. The assignment of links, roles, and weights is optional.
The effect of mold materials and binders and mold washes on the dimensional behavior, surface finish and fatigue strength of high strength steel castings was determined. Close dimensional control was obtained with all aggregates bonded with sodium silicate and with the zircon and mullite aggregate bonded with western bentonite. A means of measuring the tensile strength of molding materials at elevated temperatures was developed and the results of this test permit qualitative evaluation of the ability of a mold material to maintain casting dimensions. Test specimens made in both hexachlorobenzene coated silica sand molds and zircon sand produced equivalent results in improving the surface finish of experimental test castings. Bending fatigue test results showed that hexachlorobenzene coated and uncoated zircon provided the greatest overall improvement in fatigue life and endurance limit. Completely machined bending fatigue specimens result in only slight improvements in fatigue compared to sand blasted hexachlorobenzene and zircon specimens with the original cast surface.