MILITARY POTENTIAL TEST
OF
SG-100 SLAVED GYRO COMPASS SYSTEM

Final Report of Test
9 Jun - 15 Aug 66
by
Captain Mark H. Crowell
Mr. Earl B. Smith

10 October 1966

DEPARTMENT OF THE ARMY
UNITED STATES ARMY AVIATION TEST BOARD
Fort Rucker, Alabama 36360
Availability Notice

This document may be further distributed by any holder only with specific prior approval of Headquarters, US Army Materiel Command, Washington, D.C.

Disposition Instructions

Destroy this report when it is no longer needed. Do not return it to the originator.

Disclaimer

The findings in this report are not to be construed as an official Department of the Army position, unless so designated by other authorized documents issued and approved by the Department of the Army. The use of trade names in this report does not constitute an official endorsement or approval of the use of such commercial hardware or software. This report may not be cited for purposes of advertisement.
DEPARTMENT OF THE ARMY
UNITED STATES ARMY AVIATION TEST BOARD
Fort Rucker, Alabama 36360

STEBG-TD

SUBJECT: Final Report of Test, "Military Potential Test of SG-100 Slaved Gyro Compass System," RDT&E Project No. Project No. 4-6-3262-01

TO: See Distribution

Subject document is forwarded for information and retention.

[Signature]

RAYMOND E. JOHNSON
Colonel, Artillery
President

Distribution: Appendix III

Approved for public release; distribution unlimited
RDT&E PROJECT NO. 

USATECOM PROJECT NO. 4-6-3262-01

"MILITARY POTENTIAL TEST
OF
SG-100 SLAVEDGYRO COMPASS SYSTEM"

Final Report of Test

by

Captain Mark H. Crowell
Mr. Earl B. Smith

10 October 1966

DEPARTMENT OF THE ARMY
UNITED STATES ARMY AVIATION TEST BOARD
Fort Rucker, Alabama 36360
Availability Notice

This document may be further distributed by any holder only with specific prior approval of Headquarters, US Army Materiel Command, Washington, D.C.
ABSTRACT

The US Army Aviation Test Board tested the SG-100 Slaved Gyro Compass System to determine its military potential for use in O-1( ), U-1( ), and U-6( ) airplanes as a replacement for the Gyro Directional Indicator, AN5735 series. The test was conducted at Fort Rucker, Alabama, during the period 9 June 1966 through 15 August 1966. The test items were installed in a U-1A and a U-6A Airplane and were operated 50 and 250 flight hours, respectively. An O-1( ) airplane was not available for the test. The SG-100 was operationally superior to the AN5735-1 during en route and terminal area flights, but was subject to the same gyro limitations as the AN5735-1 during tactical missions where a high degree of maneuverability was required. No deficiencies were found during the test. Two shortcomings were found. It was concluded that the SG-100 has military potential as a replacement for the AN5735-1, and that correction of the shortcomings would enhance the military potential. It was recommended that the shortcomings be corrected as technically and economically feasible, and that the SG-100 be service tested.
FOREWORD


The US Army Aviation Test Board (USAAVNTBD) was responsible for planning and conducting the test and for reporting the test results.
# TABLE OF CONTENTS

<table>
<thead>
<tr>
<th>SECTION</th>
<th>CONTENT</th>
<th>PAGE NO.</th>
</tr>
</thead>
<tbody>
<tr>
<td>SECTION 1 - INTRODUCTION</td>
<td>1-1</td>
<td></td>
</tr>
<tr>
<td>1.1. Background</td>
<td>1-3</td>
<td></td>
</tr>
<tr>
<td>1.2. Description of Materiel</td>
<td>1-3</td>
<td></td>
</tr>
<tr>
<td>1.3. Objectives</td>
<td>1-4</td>
<td></td>
</tr>
<tr>
<td>1.4. Summary of Results</td>
<td>1-4</td>
<td></td>
</tr>
<tr>
<td>1.5. Conclusions</td>
<td>1-5</td>
<td></td>
</tr>
<tr>
<td>1.6. Recommendations</td>
<td>1-5</td>
<td></td>
</tr>
<tr>
<td>SECTION 2 - DETAILS OF TEST</td>
<td>2-1</td>
<td></td>
</tr>
<tr>
<td>2.1. Introduction</td>
<td>2-3</td>
<td></td>
</tr>
<tr>
<td>2.2. Physical Characteristics</td>
<td>2-3</td>
<td></td>
</tr>
<tr>
<td>2.3. Installation and Calibration</td>
<td>2-6</td>
<td></td>
</tr>
<tr>
<td>2.4. Operational Suitability</td>
<td>2-7</td>
<td></td>
</tr>
<tr>
<td>2.5. Maintenance and Support Requirements</td>
<td>2-9</td>
<td></td>
</tr>
<tr>
<td>2.6. Safety Characteristics</td>
<td>2-10</td>
<td></td>
</tr>
<tr>
<td>SECTION 3 - APPENDICES</td>
<td>3-1</td>
<td></td>
</tr>
<tr>
<td>I. Deficiencies and Shortcomings</td>
<td>3-I-1</td>
<td></td>
</tr>
<tr>
<td>II. References</td>
<td>3-II-1</td>
<td></td>
</tr>
<tr>
<td>III. Distribution</td>
<td>3-III-1</td>
<td></td>
</tr>
</tbody>
</table>
SECTION 1 - INTRODUCTION
Figure 1. SG-100 Slaved Gyro Compass System
Arrow A: Gyro Indicator    Arrow C: Cabling
Arrow B: Flux Detector    Arrow D: Slaving Indicator
Arrow E: Circuit Breaker
1.1. BACKGROUND.

1.1.1. Army airplanes of the O-1 and U-6 series are equipped with a vacuum-driven gyro as a stabilized heading reference. Commonly designated the AN5735-1 Gyro Directional Indicator, these units, as produced by different manufacturers, have varied somewhat in physical characteristics; weight, for example, has ranged from 2.5 to 4.5 pounds. The operational procedure for this heading reference, which consists of a horizontal gyro operating in a free mode, requires that prior to takeoff, the pilot manually align the gyro-driven indicator card with the liquid-filled magnetic compass, and subsequently realign the indicator card manually as often as required during flight. The nominal frequency of in-flight verification of agreement between the gyro directional indicator and the magnetic compass is once each 15 minutes. This period depends upon the drift rate (precession) which is inherent in the gyro design, and which is increased as a result of wear.

1.1.2. The aviator uses primary information from an instrument which is dependent upon his accuracy in initial and subsequent adjustments and his continuous visual monitoring to insure agreement with the liquid-filled magnetic compass. The undesirable aspects of this procedure are compensated by the less demanding requirements of a heading reference system as a function of the tactical mission of these particular airplanes.

1.1.3. The U-1A includes in its standard configuration a slaved-type gyro compass system, the AN/ASN-13, which weighs approximately 8.5 pounds.

1.2. DESCRIPTION OF MATERIEL.

The SG-100 Slaved Gyro Compass System is designed to provide accurate drift-free compass headings for light aircraft. The system consists of an air-driven gyro indicator, a slaving indicator, and a remotely mounted magnetic flux detector. The slaving indicator provides positive indication of system operation and also provides a means for the pilot to establish a precise heading before takeoff. The indicator provides a rotating vertical-card presentation of heading. The magnetic flux detector can be mounted in the aircraft in any location free of aircraft-induced magnetic effects. The system will operate in free DG or slaved mode. A lightweight electronic package is mounted in the gyro housing to provide the slaving function. System weight is 4.85 pounds.
The electrical power requirement is 0.25 amperes at 28-volts direct current (v.d.c.).

1.3. OBJECTIVES.

1.3.1. Purpose.

To determine the military potential of the SG-100 for use in O-1(), U-1(), and U-6() airplanes as a replacement for the Gyro Directional Indicator, AN5735 series.

1.3.2. Test Objectives.

To determine:

a. Physical characteristics.

b. Installation and calibration requirements.

c. Operational suitability.

d. Maintenance and support requirements.

e. Safety characteristics.

1.4. SUMMARY OF RESULTS.

The test items were installed in a U-1A and a U-6A Airplane and were operated 50 and 250 flight hours, respectively. An O-1() airplane was not available for the test (reference 8, appendix II, section 3).

1.4.1. The SG-100 weighed 4.85 pounds, less cabling, and measured 175.33 cubic inches. The maximum electrical power required was 0.25 amperes at 28 v.d.c.

1.4.2. Twenty-three man-hours were required for installation and calibration of the system. Minor modifications were required for each installation. Common tools, equipment, materiel, personnel, and skills normally available at the general-support category were adequate. No special procedures were required for installation and calibration.
1.4.3. The SG-100 was operationally superior to the AN5735-1 during en route and terminal area flights. The SG-100 was subject to the same gyro limitations as the AN5735-1 during tactical missions where a high degree of maneuverability was required.

1.4.4. No unscheduled maintenance was required for the test item during the test period. The electronic package was mounted in the hermetically sealed gyro case, therefore requiring depot-category maintenance.

1.4.5. No safety hazards were found in the test item or the test-bed installations.

1.4.6. No deficiencies were found during the test. Two shortcomings were found.

1.5. CONCLUSIONS.

1.5.1. The SG-100 has military potential as a replacement for the AN5735-1.

1.5.2. The correction of the shortcomings listed in appendix I, section 3, would enhance the military potential of the system.

1.6. RECOMMENDATIONS.

It is recommended that:

1.6.1. The shortcomings listed in appendix I, section 3, be corrected as technically and economically feasible.

1.6.2. The SG-100 be service tested.
SECTION 2 - DETAILS OF TEST
2.1. INTRODUCTION.

The USAAVNTBD conducted the military potential test of the SG-100 Slaved Gyro Compass System at Fort Rucker, Alabama, during the period 9 June 1966 through 15 August 1966. The test items were installed in a U-1A and a U-6A Airplane and were operated 50 and 250 flight hours, respectively. An O-1( ) airplane was not available for the test (reference 8, appendix II, section 3). The SG-100 systems were operated during local and cross-country flights, during daylight and darkness, and during actual instrument flights and simulated tactical missions.

2.2. PHYSICAL CHARACTERISTICS.

2.2.1. Objective.

To determine the physical characteristics of the SG-100 Slaved Gyro Compass System.

2.2.2. Method.

The weight, size, and electrical power requirements of the test item were measured and compared with those of the AN5735-1.

2.2.3. Results.

2.2.3.1. The size and weight of the systems were as follows:

a. **SG-100.**

<table>
<thead>
<tr>
<th></th>
<th>Length (in.)</th>
<th>Width (in.)</th>
<th>Height (in.)</th>
<th>Volume (cu. in.)</th>
<th>Weight (lb.)</th>
</tr>
</thead>
<tbody>
<tr>
<td>Gyro indicator</td>
<td>7.00</td>
<td>4.50</td>
<td>5.00</td>
<td>157.50</td>
<td>4.50</td>
</tr>
<tr>
<td>(figure 2)</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Magnetic flux detector</td>
<td>2.25</td>
<td>3.25</td>
<td>2.25</td>
<td>16.43</td>
<td>0.30</td>
</tr>
<tr>
<td>(figure 3)</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Slaving indicator</td>
<td>1.25</td>
<td>1.50</td>
<td>0.75</td>
<td>1.40</td>
<td>0.05</td>
</tr>
<tr>
<td>(figure 4)</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>TOTAL</td>
<td></td>
<td></td>
<td></td>
<td>175.33</td>
<td>4.85*</td>
</tr>
</tbody>
</table>

*Less cabling*
Figure 2. Gyro Indicator

Figure 3. Magnetic Flux Detector
Figure 4. Slaving Indicator

b. AN5735-1.

<table>
<thead>
<tr>
<th></th>
<th>Length (in.)</th>
<th>Width (in.)</th>
<th>Height (in.)</th>
<th>Volume (cu. in.)</th>
<th>Weight (lb.)</th>
</tr>
</thead>
<tbody>
<tr>
<td>Gyro indicator</td>
<td>7.00</td>
<td>4.75</td>
<td>5.00</td>
<td>166.25</td>
<td>4.00</td>
</tr>
</tbody>
</table>
2.2.3.2. The electrical power requirements of the systems were:

a. SG-100.
   0.25 ampere at 28 v.d.c.

b. AN5735-1.
   None.

2.2.4. Analysis.
   Not applicable.

2.3. INSTALLATION AND CALIBRATION.

2.3.1. Objective.
   To determine the installation and calibration requirements of the SG-100 Slaved Gyro Compass System.

2.3.2. Method.
   The SG-100 systems were installed in U-1A and U-6A Airplanes and calibrated after each installation. Tools, equipment, materials, aircraft modifications, procedures, personnel skills, and time required for installation and calibration were recorded.

2.3.3. Results.

2.3.3.1. Common tools and equipment authorized at general-support category of maintenance were adequate; no special tools were required.

2.3.3.2. Approximately 20 man-hours were required by sheet metal and electrical personnel to install the test item in each airplane. Three man-hours were required for calibration of the test item in each airplane. No special procedures were required.

2.3.3.3. Minor modifications to the airplanes were required for mounting indicators and the magnetic flux detectors. No installation incompatibilities were found.
2.3.4. **Analysis.**

Common tools, equipment, materials, personnel skills, and procedures normally available at the general-support category were adequate for installation and calibration of the test item.

2.4. **OPERATIONAL SUITABILITY.**

2.4.1. **Objective.**

To determine the operational suitability of the SG-100 as installed in U-1A and U-6A Airplanes.

2.4.2. **Method.**

The SG-100 was flight tested in each airplane during hours of daylight and darkness, on and off the civil airways, in actual instrument flights and approaches, and in simulated tactical missions. For determining the accuracy and the drift rate of the test items, the AN/ASN-13 Gyromagnetic Compass in the U-1A Airplane and the liquid-filled magnetic compass in the U-6A Airplane were used as reference systems.

2.4.2.1. The normal operating procedures of the SG-100 were evaluated and compared with those of the AN5735-1.

2.4.2.2. Flight testing with the system operating in the free directional gyro (DG) mode included straight and level flights at various headings for periods of one hour. Left and right turns of 90, 180, 270, and 360 degrees were made utilizing bank angles of 15 and 45 degrees. Cardinal headings were maintained for 10 minutes, then alternate left and right turns were performed for five minutes. Manuevers of 60 degrees in pitch and roll were performed.

2.4.2.3. The system operating in the slaved mode was used as the primary heading reference for en route and terminal navigational flights.

2.4.2.4. The controls and display of the system were inspected, operated, and evaluated.

2.4.2.5. The operational compatibility of the SG-100 installed in each airplane was evaluated.
2.4.3. Results.

2.4.3.1. Normal operating procedures utilized for the AN5735-1, plus the inherent errors existing in the liquid-filled magnetic compass, resulted in an approximate six-degree error between the actual and indicated heading of the aircraft. The SG-100 constantly indicated headings that were within two degrees of the actual heading.

2.4.3.2. The drift rates of both the SG-100, operating in the free DG mode, and the AN5735-1 varied from 6.0 to 10.6 degrees per hour in level flight. The drift rates of both the SG-100, operating in the free DG mode, and the AN5735-1 varied from 10 to 22 degrees per hour in maneuvering flight.

2.4.3.3. The SG-100 operating in the slaved mode did not exceed two degrees' error over a one-hour period in level flight. The amount of error introduced to the SG-100 while operating in the slaved mode in maneuvering flight could not be accurately determined. The system became synchronized within one minute after the maneuvers were completed, indicating a maximum error of less than three degrees. (The average slaving rate was determined to be 2.8 degrees per minute.)

2.4.3.4. When exceeding the operating limits of both systems (55 degrees), the gyros tumbled, requiring realignment. When maneuvers were to be performed exceeding limits, the AN5735-1 was caged. The SG-100 had no control to provide caging of the gyro.

2.4.3.5. The SG-100 was easier to use for en route and terminal navigation because the rotating card display enabled the pilot to orient himself properly with respect to other navigational aids. The cardinal and inter-cardinal markings of the SG-100 facilitated terminal navigation.

2.4.3.6. The SG-100 was compatible with the aircraft and installed equipment.

2.4.4. Analysis.

2.4.4.1. Since neither the SG-100 nor the AN5735-1 were latitude corrected, both systems should drift at a rate of approximately 7.5 degrees an hour in the Fort Rucker area. On the basis of the latitude of Fort Rucker, the drift rates of both systems were within tolerance.
2.4.4.2. The inability to cage the SG-100 prior to exceeding the limitations was an undesirable feature.

2.4.4.3. The SG-100 was operationally superior to the AN5735-1.

2.5. MAINTENANCE AND SUPPORT REQUIREMENTS.

2.5.1. Objective.

To determine the maintenance and support requirements of the SG-100.

2.5.2. Method.

The SG-100 systems were maintained as necessary during the test period. Operating time, failures, active maintenance downtime, mean time to repair, and replacement parts required were recorded. The SG-100 was evaluated with respect to the ease of maintenance and suitability of calibration procedures. Requirements for any special tools or facilities for support of the SG-100 were recorded.

2.5.3. Results.

2.5.3.1. The test items, installed in a U-1A and a U-6A, were operated 50 and 250 hours, respectively. No failures occurred.

2.5.3.2. Scheduled maintenance was performed and was limited to organizational category. No unscheduled maintenance was performed. Any repair of the SG-100 would require depot-category maintenance because of the hermetically sealed unit.

2.5.3.3. Calibration of the system consisted of a manual-type swing in the airplane, utilizing the compass rose. There was no requirement for special tools.

2.5.4. Analysis.

The requirement to send the test item to depot maintenance in event of failure of the electronic package was undesirable.
2.6. SAFETY CHARACTERISTICS.

2.6.1. Objective.

To determine the safety characteristics of the SG-100.

2.6.2. Method.

The SG-100 systems and the aircraft installations were examined prior to the test and observed during operation and maintenance. Any safety hazards discovered were recorded.

2.6.3. Results.

No safety hazards were noted.

2.6.4. Analysis.

Not applicable.
SECTION 3 - APPENDICES
APPENDIX I - DEFICIENCIES AND SHORTCOMINGS
A. **Deficiencies.** No deficiencies were discovered during the conduct of this test.

B. **Shortcomings.** The following shortcomings were discovered during the conduct of this test:

<table>
<thead>
<tr>
<th>Shortcoming</th>
<th>Suggested Corrective Action</th>
<th>Remarks</th>
</tr>
</thead>
<tbody>
<tr>
<td>1. No capability was provided for locking the gyro in the caged position.</td>
<td>Provide a capability for locking the gyro in the caged position.</td>
<td>While performing maneuvers of roll and pitch at $55^\circ$, the gyro would spill and tumble.</td>
</tr>
<tr>
<td>2. The electronic package was not accessible for maintenance other than at depot category.</td>
<td>Provide a capability for access to the electronic package at lower than depot category maintenance while still maintaining gyro integrity.</td>
<td></td>
</tr>
</tbody>
</table>
APPENDIX II - REFERENCES


APPENDIX III - DISTRIBUTION
<table>
<thead>
<tr>
<th>Agency</th>
<th>Final Report</th>
</tr>
</thead>
</table>
| Commanding General 
US Army Test and Evaluation Command 
ATTN: AMSTE-BG 
Aberdeen Proving Ground, Maryland 21005 | 2            |
| Commanding General 
US Army Aviation Materiel Command 
ATTN: SMOSM-EGCG 
12th and Spruce Streets 
St. Louis, Missouri 63166 | 15           |
### MILITARY POTENTIAL TEST OF SC-100 SLAVED GYRO COMPASS SYSTEM (U)

#### ABSTRACT

The US Army Aviation Test Board tested the SC-100 Slaved Gyro Compass System to determine its military potential for use in O-1, U-1, and U-6 airplanes as a replacement for the Gyro Directional Indicator, AN5735 series. The test was conducted at Fort Rucker, Alabama, during the period 9 June 1966 through 15 August 1966. The test items were installed in a U-1A and a U-6A Airplane and were operated 50 and 250 flight hours, respectively. An O-1 aircraft was not available for the test. The SC-100 was operationally superior to the AN5735-1 during en route and terminal area flights, but was subject to the same gyro limitations as the AN5735-1 during tactical missions where a high degree of maneuverability was required. No deficiencies were found during the test. Two shortcomings were found. It was concluded that the SC-100 has military potential as a replacement for the AN5735-1, and that correction of the shortcomings would enhance the military potential. It was recommended that the shortcomings be corrected as technically and economically feasible, and that the SC-100 be service tested. (U)
UNCLASSIFIED

Security Classification

### KEY WORDS

<table>
<thead>
<tr>
<th>LINK A</th>
<th>ROLE</th>
<th>WT</th>
</tr>
</thead>
<tbody>
<tr>
<td>LINK B</td>
<td>ROLE</td>
<td>WT</td>
</tr>
<tr>
<td>LINK C</td>
<td>ROLE</td>
<td>WT</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>USA VNTD</th>
<th>Safety characteristics</th>
</tr>
</thead>
<tbody>
<tr>
<td>Fort Rucker, Alabama</td>
<td>Deficiencies</td>
</tr>
<tr>
<td>Military potential test</td>
<td>Shortcomings</td>
</tr>
<tr>
<td>SG-100 Slaved Gyro Compass System</td>
<td></td>
</tr>
<tr>
<td>ANS735-1 Gyro Directional Indicator</td>
<td></td>
</tr>
<tr>
<td>U-1A and U-6A Airplanes</td>
<td></td>
</tr>
<tr>
<td>Gyro indicator</td>
<td></td>
</tr>
<tr>
<td>Magnetic flux detector</td>
<td></td>
</tr>
<tr>
<td>Slaving indicator</td>
<td></td>
</tr>
<tr>
<td>Physical characteristics</td>
<td></td>
</tr>
<tr>
<td>Installation and calibration</td>
<td></td>
</tr>
<tr>
<td>Operational suitability</td>
<td></td>
</tr>
<tr>
<td>Maintenance and support requirements</td>
<td></td>
</tr>
</tbody>
</table>

### INSTRUCTIONS

1. ORIGINATING ACTIVITY: Enter the name and address of the contractor, subcontractor, grantee, Department of Defense activity or other organization (corporate author) issuing the report.

2a. REPORT SECURITY CLASSIFICATION: Enter the overall security classification of the report. Indicate whether "Restricted Data" is included. Marking is to be in accordance with appropriate security regulations.

2b. GROUP: Automatic downgrading is specified in DoD Directive 5200.10 and Armed Forces Industrial Manual. Enter the group number. Also, when applicable, show that optional markings have been used for Group 3 and Group 4 as authorized.

3. REPORT TITLE: Enter the complete report title in all capital letters. Titles in all cases should be unclassified. If a meaningful title cannot be selected without classification, show title classification in all capitals in parenthesis immediately following the title.

4. DESCRIPTIVE NOTES: If appropriate, enter the type of report, e.g., interim, progress, summary, annual, or final. Give the inclusive dates when a specific reporting period is covered.

5. AUTHOR(S): Enter the name(s) of author(s) as shown on or in the report. Enter last name, first name, middle initial. If military, show rank and branch of service. The name of the principal author is an absolute minimum requirement.

6. REPORT DATE: Enter the date of the report as month, day, year, or month, year. If more than one date appears on the report, use date of publication.

7a. TOTAL NUMBER OF PAGES: The total page count should follow normal pagination procedures, i.e., enter the number of pages containing information.

7b. NUMBER OF REFERENCES: Enter the total number of references cited in the report.

8a. CONTRACT OR GRANT NUMBER: If appropriate, enter the applicable number of the contract or grant under which the report was written.

8b, 8c, & 8d. PROJECT NUMBER: Enter the appropriate military department identification, such as project number, subproject number, system number, task number, etc.

9a. ORIGINATOR'S REPORT NUMBER(S): Enter the official report number by which the document will be identified and controlled by the originating activity. This number must be unique to this report.

9b. OTHER REPORT NUMBER(S): If the report has been assigned any other report numbers (either by the originator or by the sponsor), also enter this number(s).

10. AVAILABILITY/LIMITATION NOTICES: Enter any limitations on further dissemination of the report, other than those imposed by security classification, using standard statements such as:

   (1) "Qualified requesters may obtain copies of this report from DDC."

   (2) "Foreign announcement and dissemination of this report by DDC is not authorized."

   (3) "U. S. Government agencies may obtain copies of this report directly from DDC. Other qualified DDC users shall request through "

   (4) "U. S. military agencies may obtain copies of this report directly from DDC. Other qualified users shall request through "

   (5) "All distribution of this report is controlled. Qualified DDC users shall request through "

If the report has been furnished to the Office of Technical Services, Department of Commerce, for sale to the public, indicate this fact and enter the price, if known.

11. SUPPLEMENTARY NOTES: Use for additional explanatory notes.

12. SPONSORING MILITARY ACTIVITY: Enter the name of the departmental project office or laboratory sponsoring (paying for) the research and development. Include address.

13. ABSTRACT: Enter an abstract giving a brief and factual summary of the document indicative of the report, even though it may also appear elsewhere in the body of the technical report. If additional space is required, a continuation sheet shall be attached.

It is highly desirable that the abstract of classified reports be unclassified. Each paragraph of the abstract shall end with an indication of the military security classification of the information in the paragraph, represented as (TS), (S), (C), or (U).

There is no limitation on the length of the abstract. However, the suggested length is from 150 to 225 words.

14. KEY WORDS: Key words are technically meaningful terms or short phrases that characterize a report and may be used as index entries for cataloging the report. Key words must be selected so that no security classification is required. Identifiers, such as equipment model designation, trade name, military project code name, geographic location, may be used as key words but will be followed by an indication of technical context. The assignment of links, rules, and weights is optional.

UNCLASSIFIED

Security Classification