Deterioration of Synthetic Fiber Rope During Marine Usage. Appendix A

Document Identification
1 Jan. - 31 Dec '81
Progress Rpt., Project R/T - 11
31 Dec '81

Distribution Statement A
Approved for public release
Distribution Unlimited

Accession for
NTIS GRA&I
DTIC TAB
UNANNOUNCED
JUSTIFICATION

By

Availability Codes
DIST AVAIL AND/OR SPECIAL
A

Distribution Stamp

Date Accessioned
Aug 2 4 1983

Date Received in DTIC

82 11 15 108

Date Received in DTIC

Photograph This Sheet and Return to DTIC-DDA-2
DETERIORATION OF SYNTHETIC FIBER ROPE 
DURING MARINE USAGE —APPENDIX A 

PROGRESS REPORT PROJECT R/T-11 
PERIOD JANUARY 1 - DECEMBER 31, 1981 

PREPARED FOR 
SEA GRANT OFFICE 
MASSACHUSETTS INSTITUTE OF TECHNOLOGY 
CAMBRIDGE, MASSACHUSETTS 02139 

Funded by 
NAVAL SEA SYSTEMS COMMAND 
U. S. NAVY 

Document was not prepared under a contract 
number but was prepared under a sea grant 
per Mr. George Prentice, NAVSEA 

PRINCIPAL INVESTIGATORS 
STANLEY BACKER 
FREDERICK J. McGARRY 
JAMES H. WILLIAMS, JR.
APPENDIX A

Log of Documents on Rope and Related Topics
LOG OF ROPE DOCUMENTS

Name of Author and Title

R1 Military Specification, MIL-R-24050B (1973), Rope, Fibrous, Double-Braided (Nylon)
R2 Mil. Spec., MIL-R-24337 (Ships) (1968), Rope, Nylon, Plaited
R3 Mil. Spec., MIL-R-17343D (1971), Rope, Nylon
R4 Mil. Spec., MIL-R-3050B (1975), Rope, Polyester
R5 Mil. Spec., MIL-R-24536 (SH) (1978), Rope, Fibrous, Double-Braided, Continuous PET Filament with a Staple Wrap
R6 Federal Specification, FED-SPEC. T-R-006056 (1963), Rope, Manila and Sisal
R7 Fed. Spec., T-R-571C (1970), Rope, Cotton
R8 Mil. Spec., MIL-R-43952 (1976), Rope, Fibrous, Plaited, PET/P.P. Dual Fiber
R10 Mil. Spec., MIL-R-24335 (Ships) (1968), Rope, polyester, Film
R11 Mil. Spec., MIL-R-2413B (1965), Rope and Yarn, Plied, Synthetic Fiber
R12 Mil. Spec., MIL-R-24049A (1967), Rope, P.P.
R13 Mil. Spec., MIL-L-15016B (1966), Lubricating Oil, General Purpose
R14 Mil. Spec., MIL-C-3131E (1979), Cordage: Packaging of
R16 Ken Bitting: Synthetic Line Workshop Presentation Summaries (1980), 28-29 October, U. S. Coast Guard
R17 Cordage Institute, Standard Test Methods for Fiber Rope, June 1980.

A-1


R21 Brunnschweiler, D., Braids and Braiding, JT1 Proceedings, 666-686 (19)

R22 Halsey, Nixson and Mordfin, Leonard, Fatigue and Weatherability, Studies of Aramid-Fiber Rope Slings, NBSIR 76-1159 (1976)

R23 Bitting, K.R., European Trip Report, June 1980

R24 Cumberbirch, R.J.E., Dlugosz, J. and Ford, J.Z., Stress-Induced Fissures in Regenerated Cellulose and Other Polymeric Fiber, JT1 Transaction, Vol. 52, No. 11, T513-T529 (1961)


R26 Humphrey, Fred, Synthetic Lines, Trouble on the Loose, Fathom, Spring 1980

R27 UIAA, Norms, Rules and Regulations Concerning the UIAA Label, 11-20


R31 Liu, Francis C., Quasi-Static Elongations for 6-inch and 10-inch Nylon Ropes, Technical Memorandum, Civil Engineering Laboratory, October 1980


R34 Dunn, B.J., Ropes Made from Man-Made Fibers, 5th Section of Bridon Fibres and Plastics

R35 Backer, S. and Hsu, P., Literature Search, August 7, 1980


R36-2 Costello, George A., Mechanics of Wire Rope, 107-112

R36-3 Petrie, George L., Monitoring and Prediction of Cable Loadings in Offshore Operations, 113-127

R36-4 McKeena, Henry A., Polyurethane Coated Fiber Ropes for Mooring Systems, 127-132

R36-5 Riewald, P.G., Ropes and Cables from Aramid Fibers for Ocean Systems, 132-147

R37 Paul, Walter, Review of Synthetic Fiber Ropes, U.S. Coast Guard Report, August 1970


R40 Ford, J.E., A Microscopical Study of Strain-Induced Effects in Man-Made Fibres, JTI Transaction, Vol. 54, No. 12, T484-T500 (1963)

R42 U.S. Coast Guard R & D Center, Synthetic Line Workshop, List of Attendees, October 28-29, 1980.


R70 Prevorsek, D.C., Lyons, W.J. and Whitwell, J.C., Statistical Treatment of Data and Extreme-Value Theory in Relation to Fatigue in Textiles.


A-9


R126 Cooper, S.L., McKinnon, A.J. and Prevorsec, D.C., Structure of Twisted Nylon 6 and PET Fibers, TRJ 38, 803-810 (1968).


R152 Phoenix, S.L., Mechanical Response of a Tubular Braided Cable with an Elastic Core, TRJ 48, 81-91 (1978).


The Distribution of Transverse Pressure in a Twisted Yarn Allowing for the Fiber Migration and Variation of Fiber Packing Density, TRJ 42, 726-733 (1972).


R213 Hearle, J.W.S. and Wong, B.S., A Comparative Study of the Fatigue Failure of Yarn and Fibre,


R231 Sust, A., and Barella, A., Twist, Diameter, and Unevenness...


R248 Mitrowitz, J., The Initiation and Propagation of the Plastic Zone Along a Tension Specimen of Nylon.


R254 Parsey, Mike, "Fatigue resistance of man-made fibre ropes", 4th International Offshore Craft Conference.


R261 Anon., "Four Year Limit on Ropes?", SUMMIT magazine, Aug-Sept. 1979, p. 16.


R264 Wire, Fiber Rope and Rigging, Sections 2 and 3, Fiber and Rigging from the Naval Ships' Technical Manual (NSTM), Chapter 613.


R266 International Standard (ISO) 1344, Three-Strand (hawser-laid) and eight-strand (plaited) polypropylene monofilament or film ropes--Required characteristics, First Edition--1975-10-15.
R267 Kausch, H.H., Molecular Mechanisms in Fracture and Rehealing of Thermoplastics, Ecole Polytechnique Federale de Lausanne, Polymer Laboratory, May 18-21, 1981


R287 Moskowitz, V., Correlation of Makeup Wire Fracture Mode and Mechanical Properties with Fatigue Life of Large Diameter Cable, Oceans 1977 (24B-1-24B-6).
R288 Stange, W.F., Green, W.E., Development of Field Installable Terminations for Cables with Aramid Strength Members, Oceans 1977 (29B-1-29B-9).
R293 Information Regarding SI Unit, TRJ 47, 568-574, August 1977.


<table>
<thead>
<tr>
<th>Reference</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>R305</td>
<td>Hawkins and Tipson Ropemakers Ltd., Data for Environmental Exposed Rope, June 5, 1981</td>
</tr>
<tr>
<td>R309</td>
<td>Smith, E.G., Pulsed N.M.R. Studies of Molecular Motion in Wet Nylon-6.6 Fibres, Polymer 17, 761-767 (1976).</td>
</tr>
</tbody>
</table>


Schick, M.J., Surface Characteristics of Fibers and Textiles, Part 1, Marcel Dekker Inc. (1975), Chapter 9, 365-388.


Figucia, F., Jr., The Effect of Strain Rate and Ply Geometry on the Stress-Strain Properties of Nylon Yarns: Army Natick Lab., AD 697747.


McBrides, H.F., Climbing Ropes, American Alpine J.

Fales, D., Rope Test Startling Facts about Strength, Motor Boarding and Sailing, 79-82 (1980).


Leeuwen, J.H.V., Dynamic Behavior of Synthetic Ropes, OTC 4003.


March, B., Two Ropes, The Alpine J.


Yeardley, J.K., Dunn, B.J., Rope for the Oil Industry, Textiles in the Oil Industry (Shirley Institute), 87-107 (1978).


R393 Meredith, R., Rigidity, Moisture and Fibre Structure, JTI 48(6), T163-T174 (1957).


Moskowitz, L., Correlation of Make up Wire Fracture Modes and Mechanical Properties with Fatigue Life of Large Diameter Cable, Oceans 1977 (24B-1)-24B-6.


R433 Mangos, J.A., Kovcegob, L.P., Gernjacskij, E.V., Summary of the Article "Synthetic and Natural Ropes".


British Standard Institution, Revision of BS 4928, Combining Parts 1 and 2. Technical Committee RCM/1 Fibre Ropes, British Standards Institution (7 Jan. 1982).


Carstarphen, F.C., Effects of Bending Wire Rope, ASCE Transactions, 563-621 (1931).


R472 Feyrer, K., Break Tests Carried out on Various Ropes in Order to Determine the Energy of Lash-Back at Break, Report Institut fur Forderotechnik Getriebe- und Baumaschinen der Universitat Stuttgart (December 1978).


R478 Pistell, J., Synthetic Based Lubricants for Drawing copper and Copper Alloy Wire—What are the Operating Advantages?, Wire and Wire Products, 74-77 (June 1970).


Lees, R.W., Commercial Deep Sea Towing Along the U.S. Pacific Coast, Canada and Alaska, Organized by Ship

Starshore, N., Halliday, M.G. and Ewers, W.A., Barge Motions and Towline Tensions Measured during North Sea Tow,


Johnson, A.L., A Note on Filament Stresses in Ropes and Possible Reasons for Unexpected Failure in Service.

Catalogue Video Logic; INSTAR Operator Manual

Data from ICI UV Exposure Trials of Various Ropes
R500 Flory, J.F., The Importance of Balancing the Core and Cover in Double-Braid Rope, MTS Journal 15 No. 3, 18-23 (1981).


R502 Dunn, B.J., The Tensile Strength of Wet Cordage, Bridon Fibers and Plastics, PL800664.


END

FILMED

9-83

DTIC