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transfozmation in space that is necessary to bring the viewed object
into alignment with possible object-models. This stage can proceed
on the basis of minimal information, such as the object's dominant
orientation, or a small number of corresponding feature points in the
object and model. The second stage determines the model that best
matches the viewed object. At this stage, the search is over all the
possible object-models, but not over their possible views, since the
transformation has already been determined uniquely in the alignment
stage.

The proposed alignment method also uses abstract description, but
unlike structural description methods, it uses them pictorially, rather
than in symbolic structural descriptions.
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* AN APPROACH TO OBJECT RECOGNITION:
ALIGNING PICTORIAL DESCRIPTIONS

1. THE PROBLEM OF SHAPE-BASED RECOGNITION

Object recognition is one of the most important, yet least understood,
aspects of visual perception. In computational vision, the problem of rec-
ognizing objects from visual input has met so far with only limited success.
Most of the work in computational vision in recent years has concentrated on
the so called "lower level" parts of the visual process. These early process-
ing stages are involved primarily in the extraction of physical properties of
the visible environment, such as depth to different points in the visual field,
surface orientation, contours of discontinuities, color, material properties, and

motion.
The processes that are involved in the extraction of these properties, such

as edge detection, stereo, and motion analysis, have been investigated exten-
sively, and many algorithms have been developed to deal with these problems.

Although the performance of current algorithms often cannot match that of
the human visual system, it appears that the computation of a reasonably

accurate low-level representation of the visible environment is becoming fea-

sible.

In contrast, the recognition of common objects is still way beyond the
capabilities of any computer vision scheme. The objects such as the ones
depicted in Fig. 1 can be recognized immediately and effortlessly by young
children, but not by any recognition scheme proposed so far. The difficul-

ties involved in this problem do not seem to result from the lack of sufficient
progress in our understanding of the early processing stages. That is, it does
not seem that further improvements in edge detection or stereo computation J
would be of fundamental importance for making progress in the area of vi-
sual object recognition. What is required, instead, is a better understanding

of the underlying issues: Why is object recognition difficult? Are there dif-

ferent types of object recognition processes? Can the overall task be broken
down into more manageable problems? Different possible approaches to visual
object recognition will then have to be identified, developed, and evaluated. Q

0
Goals of the Paper

This paper has two goals. The first is to examine critically the main
classes of approaches that have been proposed for object recognition. The goal

is not to give a comprehensive survey of the large number of different methods ' odes
proposed in the literature (for recent reviews, see Binford 1982, Pinker 1984, !777'l dt
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Figure 1. Objects that can be recognized readily on the bas Is of the shape
of their contours. (Courtesy of Barron's Educational Serles. In(.
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Besl & Jain 1985), but to classify the approaches into a smaller number of I
major classes. The different approaches are classified into three main classes:

recognition by invariant properties, recognition by part decomposition, and

alignment methods. Various combinations of the first two have been used

extensively in the past, while the third, with a few exceptions, has not been

used for object recognition.

The second goal of the paper is to present an approach that appears to

offer a promising general strategy for a variety of object recognition problems.

This approach belongs primarily to the class of alignment methods (although

it uses some of the ideas of the other classes), and is termed the alignme't of

pictorial descriptions.

Scope of the Problem: Shape-Based Recognition

Visual object recognition is not a single problem. One reason for the

diversity of approaches to the problem is that there are several different paths

leading to visual object recognition.

We often recognize an object (a car, a familiar face, a printed character)
visually on the basis of its characteristic shape. We may also use visual, but,

non-shape cues, such as color and texture. The recognition of a tree of a given

type is based more on texture properties, branching pattern, and color, than

on precise shape. Similarly, various material types, and different scene types

such as "mountainous terrain" can be recognized visually, without relying on

precise shape. Certain animals such as a tiger or a giraffe can sometimes be

recognized on the basis of texture and color pattern rather than shape.

Objects can also be recognized visually solely on the basis of their location

relative to other objects. For example, a door knob may have a non-standard

shape, and still be recognized immediately as a door knob purely on the basis

of its location relative to the door. Yet another possibility is to recognize

objects visually on the basis of their characteristic motion, rather than specific

shape. For example, a fly in the room may be perceived as a small dark blob,

and still be recognized as a fly, on the basis of its characteristic erratic motion

(Johansson 1973, Cutting 1977).

In all of the above examples, recognition can be said to be primarily

visual, i.e., the recognition process proceeds primarily on the basis of the visual

data. There are also situations in which the recognition process uses sources

that are better classified as not primarily visual in nature. One example

has to do with the use of prior knowledge and expectations (Potter 1975).

For example, one may recognize a white object on one's desk as being a

telephone even when the visual image does not contain enough detail for clear

object recognition (because the viewing was too brief, or the iimuinnation level

~ '. ~ ~ ~ U
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too low, etc.). Finally, in some cases, visual recognition employs processes

that. may be described as reasoning. For example. the recognition of a fence O
surrounding a house may be based primarily not on the similarity of its shape
to some typical fence, but. derived f om the fact that its size and location with

respect, to the house are appropriate for serving a certain function.

These examples of different "paths" leading to visual object recognition
are summarized in Table 1. The table is not intended to be complete, but to

illustrate the point, that visual object recognition includes a number of distinct
processes that may be best addressed separately.

PATHS TO RECOGNITION

VISUAL SUPPVISUTAED
PRI!,IRILY VISUALBY OTHER SOURCES

SHAPE EXPECTAT ION

PRIOR KNWLEDGE

TEXTURE AND COLOR

LOCATION REASONING

CHARACTERISTIC

ltYr ION

Table 1. Different paths leading to visual recognition.

This paper is concerned with the problem of shape-based recognition. Most
common objects, such as the ones in Fig. 1, can be recognized in isolation.
without the use of context or expectations. For many objects color, texture.
and motion play only a secondary role. In these cases, the objects are rec-
ognized by their shape properties. This is probably the most common and
important aspect of visual recognition and tleref)re "ohbject reco,nitioii" is V'
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often taken to mean the visual recognition of objects based on their shape
properties. There are some difficulties in defining the term "shape" unequiv-=
ocally, but such a precise definition will not be required in the ensuing discus-
sion. The main point is that certain types of visual object recognition, e.g.
on the basis of color or motion alone, will not be considered here.

Difficulties with the Definition of "Object Recognition"

Although we are constantly engaged in the process of object recognition,
it is not easy to define the term "object recognition" in a simple, precise and
uncontroversial manner. A first approximation may be something like: "given
an image of an object, name the object." A closer scrutiny reveals, however,
many problems with such a definition.

First, naming an object is not a necessary requirement for its recognition.
Animals can recognize objects without naming them. One can recognize a
particular face without naming it. While this objection is valid, it does not
appear to be a particularly important one. We may replace "naming K" by
"producing a response specific to x," and naming can be taken as a simple

example of such a specific response.

More serious difficulties are associated with the term "object". Some-

times, we want to recognize an individual object, or a specific "token" (such
as: "my car"), while in other cases recognition means identifying the object as
a member of a certain class ("a truck"). Furthermore, an object may belong
to a number of classes or categories simultaneously (e.g. my cat, a Siamese
cat, a cat, an animal). Recognition would require in such cases a classification
at the appropriate level, and what is considered appropriate may depend on
the circumstances.

An image often contains multiple objects, and each object may contain a
number of recognizable parts. Again, the problem of appropriateness arises.
In a cat-image, one may also recognize an eye, a whisker, or a tail. If the
question is, "what's in the image", different answers may be appropriate under
different circumstances.

These and related issues pose important problems for the general theory
of object recognition, but they will not be considered in this paper. For the
purpose of the present discussion we will focus on the recognition of in'livid-
ual objects (although the methods discussed are often applicable to classes of
objects as well). We will assume first that we are given an image of a .ingle
object, or that a region containing an object has been identified in the image.
That is, we will not confront directly the segmentation problem. (The recog-
nition scheme must take into account, however, the possibility that parts of
the object may be occluded.) Given such a region (that will be called the

M K U , %-NV
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"image of the object", or a "viewed object"), the problem is to identify (e.g.,
to name) the object that gave rise to the image in question.

Why Object Recognition is Difficult: The Regularity Problem

The process of object recognition requires the inversion of a complicated
one-to-many mapping. The image cast by a single object will change when the
object translates or rotates in space. It will also change with the illumination
conditions: the level of illumination, the positions and distribution of the
light sources, their spectral composition, etc. Formally, one can think of a
mapping M that maps a given object O to one of a large set of possible views
(VI... IV). Given a single view of the object, the problem is in a sense to
invert M and recover the original object O,. This problem is not limited to
recognition based on visual sensory information. Objects can be recognized,
for example, from their radar or infra-red images. In these cases, the mapping
M depends on such properties as the object's density and temperature. As
in vision, object recognition from such images involves the inversion of a one-
to-many mapping.

The recognition problem is difficult because the set of possible views of
a given object is large, and because different views of the same object can be
widely dissimilar.

The problem of dissimilarity between different views of the same object
is important in evaluating the main sources of difficulties in object recognition

and it merits, therefore, a brief discussion.

One may argue that the notion of similarity between views depends on
the particular similarity measure used. The dissimilarity problem may go
away if we can define an appropriate similarity measure between object views.
We may, therefore, try to define a similarity measure that would render all
different views of the same object as closely similar to one another, and will
assign a large measure of dissimilarity to views belonging to different objects.
In fact, the entire process of object recognition can be thought of as providing
such a similarity measure: two images of the same object that are taken,
for instance, from widely different viewing positions, are judged ultimately
to be closely related. The point is, however, that from the po;nt of view of
providing an explanation, assuming the existence of such a similarity measure
would just bypass the problem, since the problem would then be to explain

how such a similarity measure is defined and computed.

Certain similarity measures that can in fact be implemented directly by
known mechanisms have been proposed in the past for the purpose of object
recognition. In particular, mechanisms known as associative memories can
store a large set of patterns (P 1 ,P 2 ... P,), and then, given an input pattern
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Q, they can retrieve the pattern P, which is most similar to Q (Kohonen 1978,

Hopfield 1982, Huberman & Hogg 194).

Have associative memories of this type solved the problem of object recog-
nition? Discussions of associative memories sometimes suggest that they have.

When the system has stored a representative view, or a few views, of each ob-
ject, a new view would automatically retrieve the stored representation which
most, closely resembles it.

The problem is that the notion of similarity used in associative memories
is a restricted one. The typical similarity measure used is the so-called "Ham-

ming distance." This measure is defined for two binary vectors. Suppose that
u and v are two binary vectors (i.e., two strings composed of l's and O's o:ily),
of length n. The Hamming distance between u and v is simply the nurnber

of coordinates in which they disagree. Suppose that we now wish to use 3uch

an associative memory to recognize objects, e.g. the letters in the alphabet.

We first have to translate each image into a binary string in such a manner
that all the A's will map onto vectors separated by a small Hamming distance,
and at the same time the Hamming distance between a vector representirg an

A and a vector representing any other letter must be sufficently large. This
coding problem, mapping views onto the appropriate vectors is, however, the
crucial part that makes the recognition problem difficult.

The situation, then, is that certain similarity measures between input
images, such as the Hamming distance and some variations of it, can be

implemented directly by known mechanisms. In terms of these similarity
measures, however, different views of the same object can be widely dissimilar.
The problem remains, therefore, to find the processes by which the disparate
views can be identified as representing the same object.

The Direct Approach

One extreme view to the problem of object recognition would be to store
a sufficiently large number of different views associated with each object. and
still use one of the simple similarity measures discussed above. This may be a
feasible approach in some special applications where the total number of pos-

sible views is restricted. For the general problem of visual object recognition
this direct approach is implausible for two reasons. First, the space of all pos-

sible views of all the objects to be recognized is likely to be prohibitively large.
Second, objects can be recognized from novel views, whereas in the extreme

direct approach, generalization to new views would be severely limited.

It will be possible to outperform the direct approach significantly when
the set of views belonging to a given object is not arbitrary, but contain:; cer-
tain regularities. To recognize, for instance, triangles of any shape, pos'tion,

-6
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and size, it is clearly not necessary to store in memory a large number of
-representative shapes. All of the shapes in this set have certain properties in
common, and these regularities can be used to overcome the two limitations
of the direct approach mentioned above. That is, it will become possible to
limit the number of stored representations, and it will be possible to recognize
novel shapes that are not similar in any simple direct measure to triangles seen
before.

The conclusion is that finding regularities in the set of views that belong

to a single object (or class or objects) is the key to visual object recogni-
tion. I will refer to this problem below as the "regularity problem" in object
recognition. As we shall see, different approaches to object recognition can
be classified into a small number of major classes according to their proposed
solution to the regularity problem.

The problem of defining these regularities becomes difficult when we

consiider natural objects under various possible viewing conditions. For sim-
-ple geometrical shapes, such as- triangles, the set of transformations that a

member in the family of views may undergo is well-defined and straightfor-
ward to characterize. For the family of views representing a 3-D object, the set

of "allowable transformations" that the views may undergo cannot be defined
easily, especially when the object can undergo non-rigid transformations. For
example, what would be, the regularities in the transformations linking the
different possible views of a rabbit?

Different approaches to visual object recognition differ in the type of
regularities they propose to exploit. The proposal is not always made explicit,
but any theory of object recognition that goes beyond the direct approach

must make some assumptions regarding the expected regularities within a
family of views that belong to the same object.

In the following sections, prevailing theories of object recognition are
classified on the basis of their approach to the regularity problem. Three

main classes of theories are distinguished: (i) invariant properties methods,
(ii) parts decomposition methods, and (iii) alignment methods. Theories in
the first class assume that certain simple properties remain invariant under
the transformations that an object is allowed to make. This approach leads

to the notion of invariances, feature spaces, clustering, and separation tech-
niques. The second class relies on the decomposition of objects into parts.

This leads into the notions of symbolic structural decriptions, feature hierar-
chies and syntactic pattern recognition. By and large, the first of these general

approaches was the dominant one in the earlier days of pattern recognition
and the second approach has become more popular in recent years. It will be

argued that both of these approaches are insufficient for the general problem V'
2. - ".0
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of shape-based visual recognition. A third approach, called the alignment

method, will be presented and compared to the previous two.

The classification into invariant properties, part decomposition, and align-

ment methods, is a taxonomy of the underlying ideas, not of existing schemes.
That is, a given scheme is not required to belong strictly to one of these classes,

but may employ one or more of these ideas. The point is that the variety of

methods used seem to rely on a small number of basic ideas for dealing with
the regularity problem, and these ideas fall under the three mentioned cate-

gories.

The plan of the remainder of the paper is as follows. Sections 2, 3, and 4,

describe the invariant properties, decomposition, and alignment approaches.

The second part of the paper, Sections 5-7 discuss the recognition of objects

using the alignment of pictorial descriptions.

2. INVARIANT PROPERTIES AND FEATURE SPACES

A common approach to object recognition has been to assume that ob-

jects have certain invariant properties that are common to all of their views.

For example, in identifying different types of biological cells a "compactness

measure", defined as the ratio between the cell's apparent area and its perime- -

ter length, has been used as a useful characteristic. Cells that tend to be round
and compact will have a high score on this measure, whereas long-and-narrow

cells will have a low score.

Formally, a property of this type can be defined as a function from the

set of object-views to the real numbers. It is also important that these proper-
ties be relatively simple to compute. Otherwise, in recognizing, for example,

different instances of the letter "A", one may define a function whose value

is 1 if the viewed object is the letter "A", and 0 otherwise. This function

would be an invariant of the letter A, but the problem of computing this in-

variance would be, of course, equivalent to the original problem of recognizing
the letter. The invariant properties approach must therefore prescribe, to-

gether with the set of invariant properties proposed, effective procedures for
extracting these properties.

In an invariant properties scheme the overall recognition process is thus

broken down into the extraction of a number of different properties followed

by a final decision based on these properties, where each of these stages is

relatively simple to compute.

The Domain of Binary Vectors

The invariant properties approach is illustrated schematically in Table 2
for the simplified domain of binary vectors. This domain does not incorporate

U'
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1n;a I': ,f the comnple:.ltes of real ,bec!s. )11!. NS slsi,.-Cki a,),,VeC ;he 111 0,,neC.xt
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Schenat ic mian ter somue underlying principle.

Suppose that the set of "images" consists simply of binary vectors. i.e..

strings of 0's and l's. all six-elements loing. As ili visual object recognition,
we assume that a given object ma give rise to difleieit sequences. Ii lack

of any regularity in the set of "views" belonging I., a given object there will
not be a more efficient "object recognition" scheme in this domain than the
direct approach. The set of 64 possible sequences may include, for example.
eight different "objects", each one giving rise to eight different sequences. If
no regularities can be found. recognition would reqiire essentially storing all
of the sequences in memory.

Object-1 Object-2

010010 1 1011

001010 0 1 1110

000000 101111

1 10100 110101

Table "2. Recogniti,i by iInvariait pripe-llies in lie- ,lliait, ()f bitiary

%-e (tI w . All thle \-ectoi, ieJlreeiiiing ohy-(ct-l 11;1%.. it most three is.

those repiesenilig ,Lhjecl-2 have fniir ,I ni re.

Table 2 shows a simpleIr case. iII which ,flY eigh sc'qIf ies are (cOilsidered.

FoIl of Item (,)n te left ) are ('hssiliell as F,b ect-lI" lie renailing four as
"oh ect-2". Ii this case. a siiml)le 1,perly V w,,1l sifflice t'() distinguishing
between the twt' objects: all tle lisl'mcs f obiect -I iichilide at most three

I's in theta. and tle sequellfes rcj i.se.Jig , ect -2 ]iiv, ftt I, mre. This
sim llitfiell eyanliple illustrates Ili a selitunlat ic tuatulet I him ('-sieef (It ttw~llitiOti
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by invariant properties. Rather than storing a large number of representative

shapes, recognition proceeds by computing a small number of simple func-

tions (properties) of the viewed objects. These properties are supposed to be

common to all of the views representing a given object (or class of objects),

and to distinguish this class of views from other classes. The properties are

also often global, as in the above example: they are not associated with any

restricted part of the object, but depend for their computation on the object

as a whole.

Feature Spaces and Separating Functions %

In some approaches, a property defined for a given object (or class of

objects) is not expected to remain entirely invariant, but to lie within ,ome

range. Properties of different objects may have partially overlapping ranges,

but the hope is that by defining a number of different properties, it will be-

come possible to define each object (or class) uniquely. This leads naturally to

the concept of "feature spaces" which have been used extensively in pattern

recognition. If n different properties are measured, each viewed object is char-

acterized by a vector of n real numbers. It then becomes possible to represent

a given view by a point in an n-dimensional space, R'. The set of all the

views induced by a given object define in this manner a subspace of Rn (e.g.,

Tou & Gonzalez 1974). This representation could become useful for identify-
ing and classifying objects, provided that the subspaces have simple shapes. S.

For example, suppose that each class to be recognized is contained within a

sphere in R ' , and the spheres for the different classes are non-overlapping.

Each class can then be represented simply by the center point and the radius

of its sphere. A viewed object, including a novel view, would then be classified
by determining the sphere in which the point lies in R".

Another common method of carving up the space R" is by a set of linear

separating functions. In the case of n = 3, for example, the three dimensional

feature space is divided into subspaces using a set of 2-D planes. The -nain

reason for using planar separating functions is to keep the computations in-

volved manageable. When the shape of the subspaces does not permit the use

of simple separation functions, the space can sometimes be "corrected", e.g.

by re-scaling different axes.

Another approach that belongs to the general category of invariant-

properties theories is Gibson's theory of high-order invariances (Gibson 1950,

1979). Gibson suggested that invariant properties of objects may be reflected

in so-called "higher order" invariances in the optic array. Such invariLnces 4

may be based, for example, on spatial and temporal gradients of texture den-
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sity. A set of invariances may be "picked up", according to this view, by the
visual system, and may be used to characterize objects and object classes.

How useful have invariant-properties methods been for approaching the
problem of visual object recognition? The invariant properties approach, in-
cluding the construction of feature spaces and their separation into sub-spaces,
have probably been studied more extensively than any other method for ob-
ject recognition. It has met with some success within certain limited domains:

a number of industrial vision systems perform simple recognition of industrial
parts based on the measurement of global properties such as area, elongation,
perimeter length, and different moments (see a review in Bolles & Cain 1982).
For the general problem of visual object recognition, however, this general ap-
proach does not seem to be very promising. In limited domains, such as the
recognition of flat unoccluded parts lying parallel to the image plane, prop-
erties of this type may be sufficient to reliably characterize different objects.
In more general visual recognition problems the usefulness of simple invariant
properties appears doubtful. What simple invariances would distinguish, for
example, a fox from a dog? It appears that a more precise description of
shape, rather than a restricted set of basic invariances, would be necessary to
recognize such objects. Even with simpler, man-made objects, it is not clear
how a set of invariances would suffice to capture the regularities in the differ-
ent views of an object or a class of objects. For example, it would be difficult
to recognize the set of all motorcycles using primarily global properties such
as apparent area, perimeter length, different moments, and the like.

In summary, the invariant properties approach offers one possible solu-
tion to the regularity problem of object recognition: performing the required
many-to-one mapping in an efficient manner (compared with the direct ap-
proach). The use of invariant properties makes, however, certain assumptions
about the regularities in the set of views that belong to the same object (or
class of objects). When these assumptions are violated, the invariant prop-
erties approach is in trouble. In some cases, such as the artificial example in

Table 2, simple invariant properties are indeed common to all the members
of a given class. In other cases such invariances may not exist. The weakness
of this approach is that in visual object recognition there is no particular rea-
son to assume the existence of relatively simple properties that are preserved
across the transformations that an object may undergo. It is not surpris-
ing, therefore, that, despite cnnsiderable effort, invariant properties of general
applicability for visual object recognition proved difficult to find.

3. RECOGNITION USING OBJECT DECOMPOSrION

A second general approach to object recognition relies oil the decomposition

-M.



kif Objects in1to constitunt parts. This appr- ach clearly has some ilil nit iVC
AaR6appeal. Mliy objects seem to contain natural parts: a face, for example. con-

ai ns the eves, ii' Se., and mouth ats cljs i nct parts I ia call oft cii be cc' ig:ilized

oni theli own. These parts could be found first . and then thle recogniit ion of
the entire object could use the identified parts.

The approach assumes that each object caii be -lecomip( sed into a small
set of generic components. The components at(- 'genieric* inI the ts'nse that

all objects can be described as different comnihat is of thlese comipomnrts.

The dlecomiposit ion must also be stable, that is. pr)eservedl acro)ss views. '[lie

recogniit ion process locates the pails, classifies them into thle (lifferelit types
of generic components and then describes the J).ects iii terms of Ia',! c')l
stituent parts.

The crucial point inI this approach is that 02f mani- to- onf mapp~! ri-

p/red by obytct r'ecoqnion begins at the part If uf /. This canl result in II s n

ial savings compam ed withI the direct approach. The basic Idea is illu~ilrate(,

schiemat ically In Table 3 for thle simplified case ,of binary vect ors.

The Domiaini of Binary Vectors

The domain In tis example consists again o)f binlary vectors SIX Coll]-

ponents long. There are 64 different vectors III is (lnairi. It is assumled.
however, that thle first three components of each vector (define a "part", and

he last three another part. Each part canl be 'd' tyvpe P, ()I P,. Ta ble 3a,

shows how parts (vectors three-componients 1(lg; are classified as eit hi(r P1 o)r

P,. It call be seen that a miany-to-one reduct i ~i is achieved at thle part level,

since many different sub-sequences are all classitied as different Instances of
thle same part type (P1 or P, ).

Table 3b gives the final classification of ohbject- siii termns of their parts. An
object composed of eit her ( P 1 ) )2 or ( P2. P2 ) i s iisdered .hject - I.whvtrt'as

1 1 P, 1 1 2 . P1 ) are Inst ances of object -2. These rules are sufficient to clas-
sify ii ianibigmiiosly each o)f the possible si xt v-fiiv vect ,rs. leca' ise .)t th e

decom post ion into( parts. it was possible to a'.-,'~ itc st ' tage o)f all sx i

six-1 lg Vect ors; t w( red vICed tatbles Were suLlfiic'i t to ' ver all (of the ~~s
hilit ics. Substantial saving is obtained because aii obhjct whose first part is,

e.g., P1l. and the Second~ P2 . is classified as object - 1 regiardless o)f thec det ails

4f te ienternial st ructunre 4 each of til- parts.

It should be noted t hat thle par-t deconlip(sit ])i ins'hit'ic anld Ilie, iuiviaiit

pro)perties approach are not mu tual ly exclusive. but can lhe ci mnbm ed . In

lie example given iii Table 3. each of thle t wo) pit s has been deti ne i i 1ii1 1

an exhaustive list of its different Instances. It is als ip isi ii nide:

a situnation III wich-1 a part is definled, for 1iistaricc, lI)% hiavii ig at iiil v:'i
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Ell P 2

0 0 0 0 0 1

1 0 0 0 1 1

0 1 0 0 1 1

1 1 0 1 1 1

a

Object-1 Object-2

P1 P2 P1  PI

P2 P2 P 2  P 1

b

Table 3. Recognition by part decnp(siI(m in tihe (hmiain I of binary
vectors. Table u gives the classification of parts ', and !U. h classifies two

objects in terms of these parts.

I's in its sequence. An exailple along this lit- lt less abstract is to use a

description such as "a bus tv ail in tlhe tye eciIII, it, a squirrel. The idea
behind such descriptions is t,, c(,,(biti the advIlltajc, )!" part -decotlip,,sit ion

with tile use of invariant l ,roperti es f,, classifyini , Ili, c(lstitilelt partls.

F,,llowing tile initial classificatin II (If t II. 1il, 1 Vif I i C- ,,1p),IVI Ith. there

reniains the prohleii oif re,',,gh1iizilg ili' <,h)jCti it.lf I'll IOe basis (If the con-

StitUeIIt c(llipoleints. Ill Ilie lalig ia.,' of tle hite i. s e.e)llx ple. tie

part classificatioll stage resullts ili a shr'1 -tseqlnc,, If tpr I types, ald a tfilial

classification niust tlen b, p etf,tl ed -ii ill ,, -f l, e l)titis sl iil . Ii the

or~
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example above this final stage was achieved by an exhaustive listing (given in
Table 3b). In more realistic object recognition problems other methods are

usually employed.

Feature Hierarchies and Syntactic Pattern Recognition

There have been two main approaches to this second classification stage. One
approach is to try to repeat the decomposition process: certain part sub-
groups, containing two or more parts, can be identified as new substructures,

or higher-order parts. As in the process of parts identification, the assumption

is that certain configurations can be classified independent of other parts and
configurations, and that the internal structure of a configuration is imma erial

as far as the recognition process is concerned.

An example of a simple part-hierarchy is to detect straight line segments
as the most basic parts and then detect higher-level parts such as corners and
vertices, based on the already-detected line segments. These parts can be com-

bined in turn into higher-level structures. For example, certain configurations

of lines and vertices can be combined to define triangles. Such approaches
are known as "feature hierarchies". The simple basic level parts are termed
"features" (a term also used in many other contexts) and higher level struc-
tures are constructed hierarchically (Selfridge 1959. Sutherland 1959, Barlow

1972, Milner 1974). This approach has been motivated in part by physiologi-
cal findings (Hubel & Wiesel 1962, 1968) in the cat and monkey, that can be
interpreted as the extraction by the visual cortex of elementary features such

as oriented edge fragments and line segments.

A close relative of the feature-hierarchy approach is the syntactic pattern

recognition method (Fu 1974). Here, too, the first stage consists of identifying
simple parts in the input image, followed by the grouping of elementary parts

into higher-order ones. The emphasis in the syntactic approach is on the
construction of higher order parts using methods borrowed from the syntactic

analysis of formal languages.

Structural Descriptions

A second approach to the transition from parts to objects can be viewed
as a mixture of part-decomposition with the invariant-properties approach.
where the invariant properties are defined using relations among parts. Fhe

underlying assumption is that it would be easier to capture object invariances
at the level where parts have been identified. For example, the total number
of parts of a given type may be an invariant of the object. A triangle, for
instance, always has three lines, three vertices, and no free line terminators.
This is in fact how perceptrons. which are simple parallel pattern recogni ion

I *
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devices, have been used to recognize triangles independent of shape, location
and size (Minsky & Papert 1969).

In other instances, simple relations between constituent parts would re-
main invariant under all object views. In the capital letter "A", for example,
two of the line-segment parts meet at a vertex, and this property holds for
most variations of the letter. Here, again, part decomposition is obtained first,
and in the next stage simple invariances are defined in terms of the constituent
parts. The invariances are expressed in terms of relations between two or more4
parts, such as "above", "to the left of", "longer then", "containing", etc. For
2-D applications, in which objects are restricted to move parallel to the image
plane, simple relations such as distances and angles measured in the image
would remain invariant (Bolles & Cain 1982, Crimson & Lozano.-Perez 1984,
Faugeras 1984). In the more general 3-D case, part decomposition schemes
often try to employ relations that would remain invariant over a wide range
of different viewing positions (Marr & Nishibara 1978, Biederman 1985, Lowe
1985).

Some of the experimental results concerning pattern recognition in an-
imals may be interpreted in this context as indicating a certain deficiency,
compared to humans, in this second stage of identifying invariant properties
and relations among parts. It has been reported, for instance, that pigeons
can recognize Charlie Brown pictures in a variety of positions, orientations
and scales (Hernstein 1984). They do not distinguish, however, between a
correct Charlie Brown figure, and a "jumbled up" version where the figure
has been cut in half, and the two halves re-arranged. These facts are more
consistent with recognition on the basis of a collection of local parts and fea-
tures, rather than, for example, a direct comparison (e.g. by correlation) of
complete figures. They also suggest a lack of sensitivity to the relations among
different parts.

When augmented with descriptions of relations among parts, the object
decompostion approach leads to the notion of structural description. Recog-
nition using such structural decriptions has become in recent years a popular
approach to visual object recognition.

An early example of a theory of this type applied to human vision is
Milner's (1974) model of visual shape recognition. The main basic-level parts
used in this theory are edges and line segments. This choice was motivated to
a large degree by the classical physiological findings suggesting the detection
of such elements in the image by the primary visual cortex. In a second level,
invariant properties and relations are defined using primarily the total number
of parts (e.g., the number of line segments of a given orientation) arnd length
ratios of line pairs.
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A recent example of a structural description recognition scheme is Bie-

derman's (1985) theory of recognition by components (RBC). According to

this scheme, objects are described in terms of a small set of primitive parts
called "geons". These primitives are similar to the generalized cylinders used
by Binford (1971), Marr & Nishihara (1978), Brooks (1981), and others. They
include simple 3-D shapes such as boxes, cylinders, and wedges. More com-
plex objects are described by decomposing them into their constituent geons,
together with a description of the spatial relations between components. The
number of primitive geons is assumed to be small (less than 50), and objects
are typically composed of a small number of parts (less than 10).

In any scheme that relies on decomposition into parts it is crucial to devise
a reliable and stable procedure for identifying part boundaries. Otherwise, the
same object may give, under slightly different viewing conditions, different
descriptions in terms of its constituent parts. In Biederman's scheme certain
"non accidental" relationships between contours in the image are used to
determine the part decomposition. These relations include, for example, the
colinearity of points or lines, symmetry and skew symmetry, and parallelism
of curve segments.

Another recent scheme employing part-decomposition is the "codon"
scheme proposed by Hoffman and Richards (1986) for the descri-,ion and
recognition of contours. Contours are segmented at curvature rraniL,"
"transversality rule"). The resulting parts are then described in terms

small "vocabulary" of shape primitives termed "codons".

The RBC and the codon schemes are complementary in that they emp,.
size different aspects of the problem. The codon scheme concentrates on the

initial stages of analyzing image contours. Biederman's RBC scheme assumes
that certain analysis of image contours has already been performed and then
goes on to consider the description of complete objects.

Attempts have been made recently at combining these two levels of tnaly-
sis into working systems that would actually recognize 3-D objects from their
projections. An example is a recent scheme developed by Connell (3985).
This scheme starts at the level of analyzing image contours. It first describes
the contours in terms of constituent parts and their properties, using a rep-
resentation scheme developed by Brady and his co-workers (Asada & Brady

1986). It then proceeds to generate higher-level constructs that eventually
correspond to entire objects. The resulting description can become quite
elaborate. Formally, it has a graph structure in which the nodes represent
components and labelled arcs represent relations between parts. Recognition
can proceed later by matching such graphs generated from the image with

similar graph structures stored in memory.

% '%'A ,, - Z,,(Z.00 No



Figure 2a shows an example of a contour image of an airplane, 2b shows
the description generated by the system for a part of this figure (the right

elevator).

The schemes mentioned above use primarily 1-D contour segments and
3-D volumes as their primitive shape parts. Other schemes use 2-d surface
patches as their primitives (Dane & Bajcsy 1982, Potmesil 1983, Faugeras
1984, Brady et al 1985). There are significant differences between the various

structural description schemes that have been proposed, but they all share a
basic underlying idea: regularities in the families of views corresponding to an
object (or class of objects) can be best captured by part-decomposition. Dif-
ferent schemes differ in the type of parts they use (contours, surface patches,

primitive volumes, etc.), but they all attempt to employ simple parts, so that
the identification of a part would be significantly simpler than the recognition

of a complex object. The entire object is then recognized in a second stage in
terms of the already classified parts.

For a variety of objects, the notion of part decomposition appears to be

natural. A table, for instance, is often composed of a flat surface supported
from below by four legs. Such a description appears much more natural than
trying to characterize table-images in terms of simple properties such as total
area, perimeter length, etc., as used in the invariant properties approach.

It is also true that, as argued by Hoffman (1983) and by Biederman
(1985), human observers sometimes find it easy to identify the parts of an
object even when the object is unfamiliar.

At the same time, it appears that for the purpose of visual object recog-
nition the use of structural descriptions has at least two severe limitations.

The first problem is that t he decomposition into generic parts often falls con-
siderably short of characterizing the object in question. For example, a dog,
a fox, and a cat, (as well as several other animals) can probably have similar

and perhaps identical decompositions into main parts. These animals are dis-
tinguishable not because each one has a different arrangement of parts, but

because of differences in the detailed shape at particular locations (such as the
snout). It may be argued. perhaps, that these animals are indistinguishable
at the "basic level category" (IBiederman 1985): they are first recognized per-

haps as four-legged animals, and only a second recognition stage distinguishes
among them. This possibility cannot be dismissed on the basis of current ev-
idence, but at the same trijn. it is not clear that two such separate stages
actually operate in this example. Moreover, the separation into two stages

does not, by iteself, solve th. prblem. an explanation of how the objects are -.

eventually recognized is -t il! ,vqiiied-

A second limitation of the struictural description approach is that many
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objects do not decompose naturally into the union of clearly distinct parts.
What, for example, are the decomposition of the shoe, loaf of bread, or rabbit
shown in Fig. 1? It would be difficult to decompose these objects into parts
that are sufficient to characterize the objects, and at the same time generic
i.e., common to many other objects as well. A possible approach, illustrated
by the aircraft example in Fig. 2, is to include in the description very simple
generic parts, such as edges and line segments. The use of such parts causes,
however, the resulting structural descriptions to be highly complex.

It seems, in conclusion, that for many objects the attempt to construct
a structural description results in making strong commitments too early in
the recognition process. The approach forces a categorization of shapes and

relations into a small set of classes, and assumes that, as far as recognition is
concerned, the internal structure (i.e., the details of the shapes and relations
not captured by the structural descriptions) are immaterial.

The approach presented next (the alignment method) attempts to avoid
these limitations. It preserves details of the viewed shape without enforcing
a classification into predetermined categories of parts and spatial relations.

The alignment approach is not incompatible with the notion of part de-
composition. Aspects of both approaches can, in fact, be incorporated in a
single scheme. However, to keep the distinction between the approaches clear, .4,
the alignment approach will be presented first in a simple and "pure" form.

Combinations with other schemes will be considered in a subsequent section.

4. THE ALIGNMENT APPROACH TO OBJECT RECOGNI-
TION

To introduce the alignment approach, it is convenient to view visual
recognition as a problem involving search in a large space: given a viewed
object, a best match is sought in the space of all stored object-models and all
of their possible views. If V denotes the viewed object, (M,) are the different
object-models stored in memory, and (T,, ) is the set of allowed transforma-
tions that can be applied to object-model M,, then the goal of the search is
to find a particular model and a particular transformation that will maximize

some measure of fit F between the object and a model. That is, the search
is for a maximum in F( T I,. )) over all possihle ,,b'ect-models .Al, and

their transformations T,,,

The basic idea of the alignment approach is to decompose this search into

two stages. First, determine the transformation between the viewed object

and the object model. This is the abonncnt stage. Second. determine the
object-model that best iatcieb the viewed objec. At this! stage. the search
is over all the possible objec' -mncels, but not over !heir possible views, since

Zt
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the transformation has already been determined uniquely in the alignment
stage.

In terms of the maximization problem stated above, the idea is to de-
termine for each potential object-model M, a unique transformation T,, that
aligns Mi and V optimally. (It is also possible to transform the viewed object
V rather than the model M,; see section 6.) The search for a best match is
now reduced to finding the maximum in F(V, M,) only; i.e., a search over the
set of objects, but not over their different views.

A simple example may help to clarify the approach. The example is
taken from the domain of character recognition. This is one of the only
domains in which a rudimentary version of an alignment method has been
attempted (Neisser 1966, Ch. 3), and it can be used to illustrate the differences
between the alignment method and alternative approaches. It is, however, a
somewhat special domain. Learning to recognize the letters in an alphabet
is a difficult task that requires considerable training. It may require the use
of some specialized skills that are not necessarily representative of object
recognition in general. In sections 5 and 6 the application of a more general
alignment approach to other objects will be considered.

Suppose that a character recognition system is required to recognize char-
acters in the alphabet regardless of position, size, and orientation. A simple
alignment scheme would proceed in the following manner. For each charac-
ter, a single instance of the character would be stored in memory. Given an
input character, the system will first go through an alignment phase. The
goal of this stage is to "undo" the shift, scale, and rotation transformations.
This may be accomplished by applying compensating transformations to the
character. For example, to "undo" a possible shift, the center of mass of the
input can be computed, and the character is then shifted, so that its center of
mass always coincides with a fixed pre-determined location. In this manner,
characters that differ in their position in the input image are "transformed
back" to a canonical location. Similarly, scale can be compensated for by
computing, for instance, the area of the character's convex hull. (The convex
hull is the smallest convex envelope surrounding the character; see Preparata

& Shamos 1985).

Orientation changes are more complicated to compensate for. (They
are often more problematic in human perception as well (Neisser 1966, Rock
1973. Orientation can be determined for some letters on the basis of bilateral
symmetry as in the case of (A, H, I, M, T, U, V, W, X, Y). Many characters
have a line segment that, in the proper orientation, is oriented either vertically
(B, D, E, F, H, I, K, L, N, P, R, T) or horizontally (A, E, F. F, H, 1, 3, L. T,
Z), and these can be used to determine a small number of likely orientations.

rv..
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The detection of bilateral symmetry and the orientation of the component line
segments, together with the computation of center of mass and the convex
hull area, would be performed during the alignment stage. After the shift,
scale, and orientation have been compensated for, the "normalized" input
is matched (possibly in parallel) against the stored representations of the
different characters. Since the transformations have already been removed,
the matching stage itself is expected to be relatively straightforward. At
this stage, an associative memory-like mechanism may suffice to compare the
tranformed input in parallel with the stored models. It should be noted,
however, that even following the alignment the final matching cannot be as
simple as, e.g., 2-D correlation between the contours. The difference between
different characters, such as 0 and Q, may be a small but crucial contour
element. Some parts of the model may therefore contribute more to the
overall quality of the match than other parts.

The process of compensating for the transformations prior to comparing
the viewed object with potential models is often referred to as a normalization
stage. The use of such a normalization stage has been limited in the past to
restricted applications, such as the domain of character recogaition mentioned
above. A ."

The use of a normalization stage for more general object recognition suf-
fers from two main shortcomings. First, normalization as used in the past
has been usually restricted to changes in position, orientation, and scale, in
the 2-D image plane. In contrast, the set of transformations that must be
compensated for in 3-D object recognition is not limited to these transforma-
tions. When an object moves and rotates in 3-D space the transformations
induced in the image are considerably more complicated. The second reason
is that the methods used for normalization usually relied on global properties
such as the object's apparent area, perimeter length, or center of mass. Such
measures do not perform well in the face of occlusion, when only a part of the
object is visible.

The alignment approach described in the next sections can be viewed as
an extension to the simple notion of normalization. It has the same main goal,
namely, compensating for the transformations separating the viewed object
and potential object models prior to the matching stage. The main differences,
detailed in Sections 5 and 6 below, are that: (1) the alignment process can
compensate for a larger set of transformations, including rigid rotation in
space as well as non-rigid transformations, (2) the proposed alignment method
includes the use of abstract descriptions that are not usually incorporated in
normalization schemes, and (3) the alignment process does not rely on global
measures such as area or center of mass



23

In the domain of character recognition, the normalization scheme outlined
above would perform well provided that the set of allowable transfoimations
is indeed limited to changes in position, scale, and orientation. If the input
characters are allowed to change in a less restricted manner, so that add;-
tional distortions, changes in style, etc., are also permitted, these additional
transformations should also be compensated for, as much as possible, during
the alignment stage. Examples of a more extended set of transformations are
illustrated in section 6.

The alignment approach can be contrasted with the two alternative ap-
proaches discussed above, the invariance properties and the part decomposi-
tion methods.

In the invariant properties approach characters are identified using prop-
erties that are supposed to be invariant with respect to position, size, orienta-
tion, style, etc. (Alt, 1962). The capital letter "A" may be identified, e.g., on
the basis of relative width, height, and perimeter length, different moments.
the fact that it contains a closed loop, etc.

A part decomposition approach may icsult in a structural description
similar to the structure diagrammed in Figure 3. The character is decomposed
into its main parts, and these parts and their relations are described in terms
of a fixed "vocabulary" of part and relation types.

Variations and mixtures of these methods are, of course, possible. For
example, if the orientation of the character can be determined in a prelimi-
nary stage, as in the alignment approach, then a structural description scheme
would be able to utilize descriptions such as a "horizontal line segment" (for
part-2 in Fig. 3). The invariant properties approach could also benefit from
an alignment stage: measures such as overall line lengths, or orientation dis-
tribution of line segments could be utilized provided that the character has
been aligned to a canonical size and orientation. The invariant properties

method can be combined with part decomposition techniques and use, e.g..
the number of line segments, vertices, and line terminators as invariants.

Although the domain of printed characters is a somewhat special one,
the examples are nevertheless useful to illustrate in a schematic manner how
the different approaches may be applied. Each of the above schemes has, in
fact, been implemented in experimental character recognition schemes.

The Domain of Binary Vectors

The alignment approach can also be illustrated schematically using the
domain of one-dimensional vectors used to illustrate the previous two ap-
proaches. For the current discussion, we shall assume that each vector can
contain, in addition to O's and l's, also a single occurence of the letter S. '.

V %.
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Object-I Object-2

S100110 S010111
0510011 1SO1011
1081001 1 150101
1 10S1 0 1 1 150 10

0110510 0111SO1
00110s1 10111so
1001 10S 01011 1S

qTable 4. Recognition by alignment in the domain of binary vectors.

Comparing this example to the examples iM Tables 2 and 3, it can be

concluded that there is no single best scheme that is appropriate for all cases.

As the tables indicate, a given approach may be clearly superior fur one set

of conditions, but not for others. The different approaches represented by
these tables should therefore not be classified as "correct" ,or "'incorrect.

but, rather. should be evaluated according to their usefulness in dealing with
different types of object transformations.

This should not be surprising in view of the general discussion in Section
1. It was noted there that in the most general case, where different views of
lhe same object (or class of objects) are distributIed randomly in the space

of views, a truly effective method that out pert''i iis significantly the direct
method would not be possible. To be effective. a recognition scheme must
therefore exploit well the regularities inherent iM a given domain. As shown 1)
the schematic examples, different types of regularity would give rise naturally
to different recognition schemes. The relevant lut-st ion is, therefore, not which
,f the approaches discussed above is the c(or'rect (,ile. but whicli would be lS'efIll

fr the puirpose ,,f shape-based visual ob)ject r.c,,,g it ion.
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In sections 2 and 3 it has been argued that the two most popular ap-
proaches, the invariant properties approach and the structural description
approach, are insufficient for dealing with shape-based recognition. It seems
to me that the alignment approach can provide an important, perhaps the

main, missing ingredient.
The discussion above has introduced the general motivation behind the

alignment approach. The next two sections illustrate the application of the
method to the shape-based recognition of simple rigid objects (Section 5) as
well as to more general non-rigid objects (Section 6).

5. THE ALIGNMENT APPROACH APPLIED TO SIMPLE
OBJECTS

This section illustrates the application of the alignment approach to the
recognition of simple objects. It discusses the problem of aligning objects in 3-
D space using examples from a computer implementation by D. Huttenlocher
that uses an alignment approach to recognize of objects of the type shown in
Fig. 4.

The objects are flat machine parts that are allowed to translate, rotate
in space, and change scale (as their distance from the camera changes).

Goal and restrictions

The goal of the recognition system is to demonstrate in a restricted and
simplified application, how the alignment approach described above in general
terms may be used for the recognition of objects. The domain of application of
the current example is simplified in three respects. First, the objects consid-
ered are flat. It should be noted, however, that this is not a 2-D problem, since
the objects are not restricted to move in the plane, but are allowed to move
and rotate in 3-D space. The second restriction is that, the transformations
applied to the objects are limited to the class of rigid transformations, com-
bined with changes of scale. Many real objects can undergo more complicated
transformations, such as bending, stretching and other types of distortions.
The class of allowable transformations is, however, less restrictive than many
examples considered in the past. In various discussions of object recognition
(Milner 1972, Baird 1984) the transformations that the recognition system
is required to cope with are limited to changes in position, orientation, and
scale. These are relatively simple transformations, that preserve the similarity
of shapes. The transformations considered here are not similarity-preserving,
because the objects are allowed to rotate in 3-D space.

The third simplification in these examples is that only a "pure align-
ment" approach is used. This means that the recognilion scheine will not

V*



Figure 4. Machine parts that were used in the recognition example.

be combined withI invariant properties orI part (lecomp1( sit (i in et limls. 1h it

will be used onl its own. Thle alignment met hod dlecribed in this sectil inust".

the bouncdary and] internal contours of objects as object models, without Lt-

scribing themn further, or extracting invariant prt)perjes o)f b11ject s or objlects'

parts. Such a simple description would be insuficient In mor01e COIplicat Cd

situations, for example. when the objects cont aiii parts that can move with

respect t~o one another in a const rainedl manner. Useful combinations of li('
4.pure' alignment schemet with certain aspects of ot her miet lit(l5 are possible.

and will be discussed in section 6.

The Information Needed for Alignment: Three Points Suffice

In sect ion 1 we have examined the "'key prob~lem" of visual recognitil)I'

defining regularities in thle set of views that belong to tilhe same oh Ject. That

is, given two views. V1 and 1 2, that at the input level may be quite (11isslilai

(using simple dlist ance met rics), the problem is to findI metlhodIs for decidinK

whetiher or not thle two views belonmg t o thle same bjeect w.ithli 't necessalti

soigboth ViI aid I V separat ely InI linenmory%. Tlhe alligumit imet o ;p
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proaches this problem by noting that objects do not change in an arbitrary

manner: the set of transformations applied to them is often restricted. The
key point about these restrictions is that the transformation can be deter-
mined uniquely on the basis of very limited information.

Three-Point Alignment

To illustrate this concept, assume for the present that three dots, a red
one, a green one, and a blue one, have been painted on every object in the
collection the system is required to recognize. The exact location of the points

on the object's surface is immaterial. They must only be visible, and must

not be colinear. We will call these points, which are used in the alignment

stage, the "anchor points" of the object.

For each object 0, in the collection, the system stores an internal model,

M, which is simply a picture of the object in a frontal view. This picture
is an orthographic projection of the object on the image plane. It includes
the projection of the object's boundary, as well as the position of the three
anchor points (see Fig. 5). The real projection of objects on the retina or a

camera's image plane is, of course, perspective rather than orthographic, but
an orthographic projection combined with an admissible scale change provides
a good approximation unless the projection center is very close to the viewed
object.

We are now given a view of an unknown object, and the problem is to
decide, for a given model M,, whether or not V matches M, (i.e. whether V
is a possible view of M,). To reach a decision, we can at first ignore the entire
image of the object, and examine only the position of the three anchor points.
Let (P 1,P 2 ,P3 ) be the (3-D) coordinates of the three points in the model, and

(P1,P2,P3) their 2-D image coordinates.

The crucial point is that the model M, and the view V can be aligned in
a unique manner given only the coordinates (P 1 .P2.P 3 ) (known in the model)
and P1,P2,P3 (recovered from the image). In other words, the displacement
D, the rotation in space R, and the scaling S, possibly relating .M, to V, are
uniquely determined on the basis of the three corresponding points. These
transformations are now applied to M,. Following the transformations, M,
and V should be in complete registration (Figure 5). Unlike the original
situation, M, and V following the transformations are very similar in the

Hamming or similar distance metrics. If V is not an instance of Af,, then
M and V following the compensating transformations would still be out of
register (Figure 6). The recognition process is decomposed in this mannter "-

into two stages: an initial alignment followed by a matching stage.
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The fact that three corresponding points are sfl~icent to "undo' th, ro, a-
tion, translation and scale is shown in Appen-dix 1. These transformations can
be specified by six parameters: three for the rotation, two for the translation

(under orthographic projection, absolute depth remains undetermined), and
one for the scaling. Three points supply six equations (two for each point) and
therefore the number of constraints matches the number of unknowns. This
counting argument by itself is insufficient (a more complete proof is thcrefore
given in the appendix), but it suggests why such a small number of points
may be sufficient for recovering the transformation uniquely.

It is worth noting that, as shown in Appendix 1. the alignment stage
does not require the extraction of 3-D informatio) fron the image t, e 2-D
coordinates of the points are sufficient. Three-dimensional information, could
be used, when available, to simplify the alignment stage somewhat, b it the
process can proceed in the absence of precise 3-D data.

The recognition system illustrated in this section did not in fact use col-
ored points painted on the object. Instead, it identified a small number of
salient points defined by the object's boundary. Such points included deep
concavities, strong maxima in curvature, and the centers of closed or almost
closed blobs. The anchor points identified and used by the recognition pro-
gram are marked in Fig. 5 and 6. For more discussion on the extraction of
alignment anchor points see (Huttenlocher & Ullman 1987).

Instead of the color of the points, the scheme uses simple labels to de-
termine uniquely the correspondence between image-points and points in the
model. A label of a point includes a point-type, such as blob-center, concavity,
or curvature maximum. and may include a rough description of location. It is
desirable, although not strictly necessary, to obtain a unique correspondence
between object and model anchor points based on their associated lables. If
this correspondence is not unique, a number of transformat ions will have to
be evaluated, for the different possible transformations.

Following the alignment, a simple matching measure (similar to the Ham-
ming distance) was sufficient in this application domain to unambiguously
select the appropriate model. For more general recognition problems such a
matching criterion may not be sufficient. More general considerations regard-
ing the final matching and model selection are discused in Section 7

An alignment scheme somewhat similar to the three-point method has
been used recently in Lowe's SCERPO system (Lowe 195. 19,6). SCERPO
is one of the only systems in existence that attempts to use all alignment
method for recognizing objects in 3-i) space. The alinmielit pr,,ceillle ulsed
in the system relies on perspective rather than orthlogiaphic project i 'I The
alignment is not performed in a separate stage, it is inteitwined w"iit the
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recognition process. This is implemented as an iterative scheme. based on
Newton's method. Another difference between the two alignment procedures
is that SCERPO does not attempt to "label" the alignment features in a man-
ner that will eliminate or reduce the required search between corresponding
image and model features.

Alignment Using Simple lmag( Transformations

For the flat objects considered in this section, the alignment phase can be
decomposed into a sequence of simple operations acting on the image. These
operations include translation and rotation of the image, scaling along one
axis, and a "shear" transformation: scaling along one axis by an amount that
varies linearly with the distance from an orthogonal axis. The order of these
operations and how they are used to bring the viewed object and model into
correspondence is described in Appendix 2.

Orientation Alignment

Unique object-to-model alignmtnt can be performed (for rigid transfor-
mations accompanied by scale changes) using three identifiable anchor points.
The three-point scheme is only an example, other types of alignment schemes
are also possible. In particular, if the object has a well-defined orientation.
then this orientation can be used for alignment instead of the anchor points.

A number of properties can be used to define an overall orientation for

an object, including overall elongation, bilateral symmetry or skew symmetry,
oriented texture on the object surface, the existence of a flat or nearly flat
side, the distribution of mass, and the existence of salient protrusions or nicks.
The process of alignment by orientation is illustrated schematically in Fig. 7,
and described in iore detail in Appendix 3. The viewed object (or the model)
is first rotated to align their orientations. Let this common orientation denote
the y-direction. The object is next scaled along the x-direction so that the
viewed object and the model match. A final scaling and shear (in the y
direction) completes the alignment. lii Fig 7 the finial y-transformation is
pure scaling, no shear was necessary.) TIe amnt , scalig and shear can
be deduced from any three locations al,,ng the ,,bject "s h(ulldary (for details.

see Appendix 3).
Orientation alignment is simpler ha!: it'1e-" itr - since rien-

tat ion is often easier to extract inI a teliable alPci usi e' in a, n ei, compared
to the extraction of discrete identifiable p,,Ints i'le mali ,disadvantage of
the orientatin schenie is in tihe case that , b ( r Os 1171age cl(,es not
have a ch.arly detined KI ch:0i lei, a- e,,ta' .T h 'a s,, I. . ca, "
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its use. In particular, complicated figures such as faces, are difficult to recog-
nize when their orientation differs substantially from the familiar one. This
appears to be a general limitation, not specific to faces alone.

Regardless of the exact form of the alignment scheme, the important point
is that alignment can be performed using only very limited information. I shall

refer to the information extracted from the image to align the viewed object
with a candidate model as its "alignment key". We have seen above examples
of two such alignment keys. One consists of a small set of identifiable anchor
points (three, for the case of rigid motion and scale changes). The second

consists of a dominant orientation, together with fragments of the object's

boundary (Appendix 3).

The kind of information required for the alignment keys can, in principle,
be extracted from the image in a bottom-up manner. The reason is that the
alignment keys are defined by the object's bounding contour, a small number
of salient points, dominant orientation, etc. This kind of information can usu-

ally be extracted by processes that do not require object-specific knowledge.

Using such processes the alignment key can be extracted first, and the object
can be aligned with a potential model, before the object's identity has been

determined. After alignment has been performed, the viewed object and the
model should be in close agreement (under ideal conditions they should match S

exactly) and therefore the task of determining the closest match becomes rel-
atively straightforward. At this stage, a comparison (potentially in parallel)
of the aligned object with all of the models using a simple comparison method

(analogous to the Hamming distance) becomes feasible.

6. THE ALIGNMENT OF FLEXIBLE OBJECTS

In this section, the alignment scheme described above for flat objects
transforming rigidly is extended to deal with non-flat objects that are allowed

to transform in a non-rigid manner. The goal is not to discuss the problem

of recognizing such objects in detail, but mainly to support the claim that
alignment schemes can play a useful role in the recognition of large classes of
objects.

Dealing with flexible objects is important for the purpose of object recog-
nition for two reasons. First. many objects such as animals and faces can

change in a non-rigid manner. Second. the differences between individual
members of the same class of objects, such as two apples, can often be viewed

as small non-rigid distortions. Dealing with flexible distortions may therefore
provide a tool for handling (lasses of similar objects

It also appears that f,,r recognition by the hunia vis,ial hystem strict
rigidity is not crucial. Objects can be recognized easily ii, a di,)itmg t mir-
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ror provided that the distortions are not too extreme. Object models can be
constructed (e.g. from playdough) and distorted without affecting recognit ion
severely. For animals such as the pigeon, rigid transformations play an even
lesser role in recognition. Pigeons can learn to recognize a large variety of
objects (including people, particular individuals, fish, and characters in the
alphabet) from different views and in different contexts. In recognizing ob-
jects, they apparently do not distinguish, however, small non-rigid distort ions
from rigid transformations of simple 3-D objects (tHernstein 1984).

Treating flexible objects as locally rigid and planar

A straightforward generalization of the simple alignment scheme is "U
treat regions of the object as locally planar and rigid. This generalizatin
requires two extensions of the simple scheme:

- Use more than the minimum set of three anchor points.

- Treat local regions of the object as semi-rigid.

The seoncd of these extensions can be implemented by a simple exterision
of the three-point alignment scheme outlined above (Huttenlocher &- Ullman
1987). The extension is obtained by imposing a triangulation on the set of an-
chor points. Suppose, for example, that five anchor points have been selected
for alignment. As in Section 5, these points may be curvature extrema, the
extreme points of elongated parts, etc. The spatial arrangement of the points
themselves (without the contours to which they belkng) is shown in Figu-e Sa.
In Figure 8b, a triangulation has been applied to the points. (A triangulation
of a set of points means that the points are connected by non-intersecting
lines in such a way that every region internal to the convex hull of the points
is a triangle, see, e.g., Preparata & Shamos 1985."

Each triangle is now aligned exactly as before, using its three veitices.
This alignment induces a transformation to all the contours internal tD the
triangle. In this manner, the alignment of the anchor points defines a trans-
formation for the entire object. (If the anchor points are all internal t, the
object. some pieces of its bounding contour will fall outside the triangu-lated
area. These pieces can be treated separately, but this issue will not b, dis-
cus:ied here.)

As before, the final stage consists of comparing the frarsforn:e,i , ?oct

with each candidate model. Two examples of this ligi iment pr(Cedu' e are

shown in Figure 9 and 10.

Figure 9 a and b showstwo rabbits that areinitially'1'edifferent 'igure
c shows the first rabbit with the anchor points thii hiave been sclectde, and
the r t i aiglation. The (,rrespondling anchor poiilt' in the se(ond ra}i, , %i,

sh, ,n in d Figme e shows the siiperposit ioll of hle Iwo Iaabl s fo! :', ' hr
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Figure S. Triangulating a set Of Point, a. The original set. h. The set
triangulated.

alignment. Figure j shows I lie superposil jon of t lie t wo rabbits withbout any

alignment. It can be seen that lie alignmitent Is sufficliti to bring thle t wo

figures lilto Close agreenlienitl

Figure 10 shows a si indIar sequence applied t1 two dlifferent objects, thle

cai and~ thle rocking- hot se (a .1) A nchorI p mits weve select ed 1 imnal iv on thle

two figures in anl attempt tobring t hem to lie closest possible mat ch. Figure

e sho ws the rocking hiorse following flie alignient- it has been transformied

to~ approximate t he car figure a!- inicli as po ssilhde. Fig. f shows thle alignied

figures siiperinip. sed. Clcarly. lie agreemtent betx'een thle two figures is still

poor.

The exapinles iHi Secti i~ .- used Hlat ob le t s Eirigi tiatisformat ions. In

tisl- sectionl the o)bjects wecre nlot nlecessarily Hfat, alid thle traIlstoIlnations were

no it assi ie(I t he ent irely r-1igid. TlIenIt alr0 Zil-; I iu11miber I f' it triMiediate cases
that deserve special atteti('ii.

A coniniom tcaste is otle .'lere thle -1lject s art gelt ia] 3-D) s1ects. (rather
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are two possible approaches to this problem within the general alignment
framework. One is to maintain a single 3-D model for each object, and use the

3-D transformations recovered in the alignment stage to transform the model
into alignment with the viewed object, The required transformation will be
complicated from a computational standpoint. The computation will require,

for instance, a process of "hidden line elimination", i.e., the computation of
which object features are visible from a given viewing position (Lowe p985,

1986).

An alternative possibility is to store a number of models correspondi ng to
different viewing positions, and to use, for instance, an alignment procd ,ure
similar to the one outlined above for non-rigid objects. The reqrired c-1-
putations may be simplified, but at the expense of accuracy: it will be'ome
more difficult to ascertain whether two different views correspond to exactly
the same 3-D object, or to slightly different shapes.

In the first of these alternatives the model is truly object centere and
view independent (Marr & Nishihara 1978). In the second. the represent ation
is view dependent, since a number of different models of the same object
from different viewing positions will be used. (Perrett et al 1985). It is
expected, however, to be view insensitive, since the differences between views
are partially compensated by the alignment process.

As far as the human visual system is concerned, there are indications that
observers can identify under certain situations views that correspond to the
same 3-D object from widely disparate viewing positions (Shepard & Metzler
1971, Shepard & Cooper 1982). The process involved in these judgements
appears to be slow, and may be restricted to relatively simple shapes. It is
still unclear, therefore, whether this process is an integral part of ordinary
object recognition, or a special process that is used for special purposes only.

A second intermediate case of interest concerns articulated objects,. con-
taining parts that can move with respect to one another in a constrained
manner. Examples include objects with hinges and joints, such as a pair of
scissors, a hand, a limb. etc. An object of this ivpe has associated witn it a
set of allowable transformations that are less restricted thati the rigid trans-
formations discussed in Section 5, but more c()nst rained than the non-rigid
transformations discussed above. The problem of rpresenting and matching

such objects is a difficult one, and it will not be examined here. It appears,
however, that the notion of an alignment schenio will be apphlcable to such
objects as well. The transformations separating a model of an artict lated
object of this type and a particular view of it can still be determined cii the
basis of partial information. This information can he used, as before, to com-
pensate for the transformations, and bring the viewed ohject and the rnodel

$
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into alignment.

The discussion in Sections 5 and 6 suggests that if the alignment stage
is performed properly, then, for both rigid and non-rigid objects, the match
with the correct model would stand out as significantly better than with
all other models. The alignment stage itself raises, however, a number of
difficulties. For example, the anchor points, or other alignment keys, such as
the orientation of the object, or of its parts, must be extracted reliably from
the viewed object and these points must be matched against the corresponding
locations in the model.

These and related difficulties are examined in the next section.

Two Main Requirements from the Alignment Approach

Each of the approaches to visual object recognition makes a number of
critical assumptions that give rise to certain difficulties when the approach is
applied to large classes of natural objects.

The invariant properties approach assumes that simple invariant prop-
erties would be sufficient to characterize the different objects. But finding
properties that are feasible to compute and at the same time powerful enough ..

to characterize uniquely a large variety of objects did not prove successful, -_
and the approach has been applied to limited domains only.

The structural description approach assumes the existence of categories
for both parts and spatial relations that are sufficiently sensitive and stable
(Marr & Nishihara 1978). They should be sufficiently sensitive to be able to
make the required distinctions between objects, and at the same time stable
enough to produce the same description for different instances of the same
object (or class of objects). This proved to be difficult, especially for the
categories of spatial relations. The structural description approach also faces
some difficult computational problems - such as the reliable segmentation into
parts and the computation of their spatial relations.

The use of alignment in the course of object recognition raises two main
problems. The first is performing consistent alignment in a bottom-up man-
ner. The second is a computational problem of transforming a large number
of models.

Consistent Bottom- Up Alignment

For alignment to be successful, the information required for alignment
(the alignment key) must be extracted reliably from the image. This stage
is performed early in the recognition process. and therefore it niust depend
only on general image properties such as the saliency of some special points

VVN
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rather than on properties associated with specific objects. If alignment is -
performed, for example, on the basis of three points, then a small number of
points, ideally always including the same three, must be extracted from the
image in a reliable and consistent manner.

At least two factors can help this alignment process. The first is the use
of object orientation. As mentioned in Section 5, when a dominant orient ation
for the object can be computed, it can substantially facilitate the alignment
process. The alignment process can also be facilitated by using a numller of
different models for the same object. If the views become too disparate so
that the use of the same alignment key becomes difficult, a new model can be
added to the library of models.

It remains to be seen to what extent alignment keys can be extracted
reliably from object images. The task appears, however, less demanding than
the problem of decomposing an object in a consistent and reliable manner into
all of its constituent parts. Alignment requires less information, and relatively
stahle.prominent properties can be used for the task, such as the most salient
points associated with a given object, or its dominant orientation.

It is also possible that in the recognition of a specific object alignment
may sometimes be obtained in more than a single stage. A matching may
first be obtained with a general category, such as a face. This match may
trigger routines for extracting features that can serve as useful additional
anchor points, such as the eyes, even in cases where these features were not
particularly salient in the image.

Transforming the Models

In matching a viewed object to a potential model using the alignment
method, one of them (at least) must be transformed to compensate for the
transformations between the two. It is possible to transform either the viewed
object, or the stored model, (or both).

Applying the alignment transformations to the viewed object only has
one important advantage: the transformation is applied only once. All the
models remain unchanged. This can be accomplished provided that the vari-
ous models are stored in memory in a common "canonical" form. Consider, for
example, the case in which the viewed object is aligned to the model on the ba-
sis of three anchor points. For simplicity assume that each model has exactly
three anchor points. An alignment transformation applied to the viewed ob-
ject must bring the three points into alignment with the corresponding points
in all of the potentially relevant models simultaneously. This implies that all
of these models must be stored in a canonical form, in which the three anchor

points are already in register.
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A canonical form may be defined in an analogous manner also for align- "''.

ment based on dominant orientation rather than anchor points. In either

case, however, the use of canonical forms for the models also has its draw-
backs. One complication arises if it is desired to recognize the same object

using different alignment keys. Such a redundancy is useful. e.g., for deal-
ing with occlusion. In a canonical form scheme, each model will have to be
represented by multiple copies, one for each different alignment key.

An alternative would be to apply an alignment transformation separately
to each of the potentially relevant models. In this case, the models need not

be stored in any canonical form, since each one is transformed individually
to align it with the viewed object. This also has the advantage that differ-
ent transformations may be applied to different models. For example, the
model of an object may include 3-D information that is not available from
a particular single view of the object. This 3-D information could be used
in transforming the model and predicting how it will appear from a different

viewpoint. The model may also specify, for instance, that a certain point in
the object can serve as a joint, where parts can change their relative orienta-
tion. For this model, but not for other ones, an attempt to align the model

with the object may include bending around this known point. Such individ-
ual transformations add flexibility to the matching process, but at the cost of

increased computational effort.

It is not clear at this stage which approach (transforming the viewed
object or transforming the models) should be preferred. Two additional con-

siderations are relevant in this regard. First, it is not necessary to adopt
an extreme approach, a combination of the two is also possible. For exam-
ple, oriented objects may be stored in a canonical orientation. The viewed
object is then rotated once to bring its own orientation into alignment with
the canonical orientation of the models. Following this common stage, an

additional transformation, such as change of scale, may be applied to each
model individually. More generally, the mixed approach is to apply to the
viewed object all the alignment transformations that are common to all of

the relevant models, yet allow the application of additional transformations
to the different models. The second comment is that it may be possible to

keep the transformations applied individually to the different models simple
in nature, e.g. some scaling or stretching along one direction (as discussed in
Appendix 2). When the discrepancy between a particular view of an object

and its models already stored in memory becomes too large to be overcome
using these restricted transformations, an additional model of the object can
be added to the model library. The transformations that are applied indi-

vidually to the different models may therefore be kept sufficiently restricted,
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so that the computational load required for applyin)g the transformatioIs to
many objects in parallel may be kept within reasonable bounds.

Aligning Pictorial Descriptions

The last few sections have discussed the alignment approach in its "'pure"
form. The example used the unarticulated object boundaries, without defining
parts in the object, and without using abstract descriptions for object i arts.
as done in the object decomposition approach.

It is also possible, however, to combine the main advantages of the part-
decomposition approach with an alignment approach. The resulting sc:etne
appears to be more suitable for dealing with the recogniti)ii of various (o '.7r's
that cannot be handled easily by either method alone.

Consider for instance the rooster sketch in figure 1 1. An internal model ,
for this figure in a structural description method will contain a number of F
parts with their associated shape descriptions, and a description of the spatial
relations among the various parts. A pure alignment method would keep a
replica of the figure as an internal model. In evaluating the match between
this model and a new viewed object., which is another possible instance of a
rooster figure, the method will first try to align the model and the viewed
object as precisely as possible. Clearly, however, the details of the rooster's
crown have no particular importance in the normal process of recognizing such
a figure. The part decomposition method seems to offer a more appropriate
approach in this case. As mentioned in Section 3. the main step in this
method is to start the many-to-one reduction at the part level. The details of
the part depicting the crown will be ignored and replaced by a more abstract
description, perhaps a "wiggly contour" of a certain type. The same kind of
abstraction can be used in the alignment approach as well. One can imagine
a "label" stating "wiggly line" being overlaid over the crown contour. This
more abstract label is associated with a given location in the figure and it
is shifted along with it in the coarse of the alignment process. When the
aligned figure is then matched against the rooster model, the detailed internal
contours of the crown in the aligned object and the model ma) not be in good

agreement, but they will both have the same label in corresponding locaions.
There are two differences in the manner that abstract descriptionis are

used in the alignment scheme compared with the structural descriptioii ap-
proach. First, in the alignment method abstract descriptions do not replace
lower-level descriptions - they are added to them. A match may eventually
occur at a low level (the actual contours may be in close agreement), or i' may
occur at, a higher level (the corresponding abstract descriptions may mqatch
without a good match at the lower level). In lhe pure st mwdual descript ionl
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different configurations in the input would fit a given cat'gry such as "above"
or "left of'. In the alignment approach, in contrast, spatial relations art not
categorized. Instead, the actual position of parts and labels is preserved. The
resulting description consequently has an image-like structure in which labels
are associated with particular locations. Unlike part-decomposition schemes.
descriptive labels are associated with specific locations, without requiring a
precise delineation of part boundaries. In such a scheme it is natural to
associate descriptions with locations such as the cheeks or forehead in a face
image. These are well-defined locations, but not precisely delineated parts in
the sense used in part-decomposition schemes.

The combined scheme, using alignment as well as abstract descriptions.
can be described as the "alignment of pzctorial descriptions ". This name irn-
plies three components. First, it is an alignment method. Second, it also uses
(unlike the examples in Sections 5 and 6) abstract descriptions. Third, these
descriptions are used pictorially: they are associated with specific locations,
rather than being described by spatial relation categories. Such descriptions
can be rotated, scaled, stretched, etc. prior to the matching stage.

The entire object recognition process is, in the alignment approach, less
symbolic, more pictorial, and closer to the lower-level visual processes, than
the structural description approach.

7. STEPS IN THE RECOGNITION PROCESS

The last section has advanced the notion of aligning pictorial descriptions
as a general approach to the regularity problem in object recognition. This
approach does not specify directly the processing stages that must take place
in extracting the information from the image prior to the alignment stage,
or the matching that takes place following it. These processing stages are
required not only in the alignment scheme, but also in most other recogni, ion
schemes that have been proposed.

To put the alignment scheme in perspective, this final section will list
briefly some of the major steps that are involved in the recognition process,

and describe the problems that they raise.

Selection. By "Selection" I mean identifying in the image a region that is
likely to contain an object of interest. A human observer rarely scans the entire
scene in a systematic manner. Very often, objects of interest somehow attract
our attention, and subsequent processing seems to be concentrated at these
locations. Lowe (1986) has proposed a scheme in which feature configurations
that have the least probability of arising by coincidence are examined first. (A
similar notion has been suggested by Witkin & Tenenbaum 1983.) In tuman
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vision the initial selection appears to be based on siiplei critetia The human

visual system seems unable to extract relational properties among features in
the early, pre-attentive, parallel stage (Treisman & Gelade 194?s. Selection
may be based instead on some measure of saliency defined by local differences
in contrast, color, size, orientation, etc. (Mahoney 1986).

Segmentation. By "segmentation" in this context I mean the delineation
of a sub-part of the image to which subsequent recognition processes will be
applied. Segmentation schemes have been investigated extensively in the field
of image processing, but their goals are usually more ambitious than what
is required for recognition by alignment. For example, they often attempt
to segment the entire image, as opposed to just the region of in1Terest Seg-
mentation for recognition, applied to the region of interest only. can therefore
be obtained by universal routines (Ullman 1984) that are spa'ially focused.
rather than as a part of the base representations, where the computation is
spatially uniform. For recognition by alignment, the main requirement from
the segmentation stage is that the alignment key will be selected from a region
that is likely to correspond to a single object. The exact delineation of the 1'

entire object is not of major importance at this stage.

Descrzptzon. The next stage involves the extraction from the region of
interest the information that will be used for matching the viewed object
with stored object-models. Most recognition schemes propose that the viewed
object is described for this purpose in some fashion, using 1-D contours (Baker
1977), 2-D surface patches (Dane & Bajcsy 19e 2. Potniesil 19?3, Faugeras
1984, Brady et al 1985), or 3-D volunietric descriptions \larr &" Nishihara
1978, Biederman 1985). %

An important decision at this stage is to what extent the description of
the viewed object should rely on detailed 3-D information. Some recognition
schemes (see BesI & Jain 1985) assume the availability of a detailed and
precise depth map of the visible surfaces. Such iiiforination is no! always We,

available in the image, and from human vision it appears that recognition
can often proceed in the absence of detailed 3-1) infrmIatPion. It is desirable, -e
therefore, for the recognition process not to depend critically (n detailed 3-D

information, although such information may be used when available.

If detailed 3-D information is not required, it appears that descriptions
based on object contours are better suited for the recognition task than sur-

face based, and to some extent volumetric, descriptions. At the same time.
it is important not to identify object contours with intensity edges. Many
intensity edges in the image are irrelevant for the puiplse ,,f recgnition, and -
recognition can proceed in the lack of intensity edges altogether For exam-

.\.. --~ - ,.--
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pie, objects can be recognized in random dot steTe( ,grans In this case IhjtCt

contours are defined, e.g., by discontinuities in depth and surface orientation,
but not by intensity changes.

Algnment key eztraction. The alignment key is used to bring the viewed
object and internal models into alignment. As discussed in section 5. a number

of different alignment procedures may be used. depending on some properties
of Ihe viewed object. For example, if it has a clearly defined orient at ion. hen
this orientation may be used for alignment. If the object is unoriented. the
alignment key may be composed of salient points

.4lignrnent. This stage brings the object into register with po-eilia.v

matching objects. As suggested in Section 6, it may be possible to break down
the alignment st age into two successive steps. In the first. which may be called
"common alignment", the viewed object is brought into correspondence with a
large number of models stored in memory in some canonical form. The second
stage is composed of individual alignments: different models align themselves P
individually to the viewed object. A number of problems remain regarding
the parallel execution of this stage. Can a large number of models be aligned
simultaneously? If not, how can the load required by individual alignments
be reduced?

Model filte rmg. Following alignment, the degree of match between the
viewed object and different models must be assessed. and the best match
selected. A number of different recognition scheries precede the final match
with a process of model filtering. The goal of this stage is to use some simple
criteria to "filter out" unlikely models, and obtain a smaller set of likely.
candidates. In other schemes this stage also includes rank-ordering of the
models, so that matching with the more likely ones is attempted first.

It is not clear, however, that model filtering of this type can lead to
significant savings in the required computations. If we start with a large

number of models, it is probably unreasonable to expect that a simple filt ering
scheme would be sufficient to select a small numnheli of candidates, since this
will place the burden oft he recognition process on the filtering slage. It seems.
therefore, that the viewed object will have to be :iratcl,ed. perhaps in parallel,
against a large number of object models.

Similarly, rank-ordering the models is not likely to result in substantial
savings. In many instances the matching process will not result in a perfect
match. We still wish to retrieve in these cases the hest matching niodel. This
means that the matching process will have to he fairly exhaustive, unless
a perfect match is encountered It seems, in c',n clusion t, I ;at filte iiig,, al iI

.
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rank-ordering may help to limit the search in some specific sequential imple-
mentations, but in the more general case matching against a large number of
object models is probably unavoidable.

Matchin9. Following the alignment stage, the correct model and the viewed
object are expected to be in better agreement, but usually differences between
them will still exist. A measure of the degree of match is therefore required to
decide which of the models resembles the viewed object most closely. I will not
attempt to define such a measure, but only define three general requirements
for this measure.

First, as mentioned in Section 4, the contributions of different parts of
the object to the match quality may carry different weights. Some parts may
be small in size, but still be crucial for defining the object. In some cases
it is also expected that the distinction between highly similar objects may
require an additional separate stage. Two objects that differ only in small
details would not be distingushed immediately, but would trigger a specialized
routine (Ullman 1984) to distinguish between them.

Second, in aligning pictorial descriptions a match may be obtained at
different levels, such as the underlying object contours, or the level of more
abstract descriptors. The contributions of the different levels will have to be

combined in an appropriate manner.
Finally, the decision regarding the best matching model will be affected

by factors other than similarity of shape. T he degree of match may have to
take into account, for instance, the amount of distortion that was required to
bring the viewed object and model into registration. As discussed in Section
1, the selection of the appropirate model may also be biased, for example, by
prior expectation and by proximity to other objects in the scene.

A -. "
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APPENDIX 1

Three-Point Alignment: Uniqueness

We will consider a flat object-model F, which is simply a collection of
points in the image plane z = 0. F then undergoes a transformation T in
space, composed of a translation D, rotation R, and a scaling by a factor
S (S > 0). The new image of F is its orthographic projection F' on the
image plane. The transformation T also induces a transformation T' in the
image plane T' : F -, F' that matches each point in F with its new location
in the image. We will call T' the "image transformation" of F.

The algnment proposiizon:

Given the coordinates of three non-colinear points in the model a:id in
the image, the image transformation is uniquely determined.

The proposition means that if we can identify three corresponding 'non-
colinear) points in the model and in the image of a flat object, then "- can
predict how the entire object will appear in the image following the transfor-

mat ion.

The transformation in space T is also determined uniquely, except for the
residual ambiguities that are unavoidable in orthographic projection. That is.
S is determined uniquely, D is determined up to translation in depth, and R

is determined up to a possible reflection about the image plane.

Proof:

In an orthographic projection, the translation in (x, y) can be determined
immediately from the image translation of one of the points. We can therefore
assume without loss of generality that the object is fixed at one point, and
undergoes a transformation T composed of a scaling S and a rotation R around
that point. Let the coordinates of the three points before the transformation
be (O, P 1 ,P 2 ), and following the transformation (0, Q1-.Q2). Without loss of
generality (P, P2 ) are assumed to be in the image plane z = 0. The coordinate

(Q1,Q2) in space are not known, we only observe the projection of Qi. Q-)
on the image plane.

We will assume that the transformation is not unique. That is, there
is another transformation T, composed of a scaling S and rotatin R. that

transforms (0, P1 , P2 ) into (0, 01.Q2) in such a manner that the prOj,'ction
of (0. Qi, Q2) and (0, Q1, Q2) coincide. We wish to show that. excepl for the
unavoidable reflection ambiguity, T - T.

The transformation T can be represented bv the matrix SR the r,,a'ivn
matrix R multiplied at every coordinate by the scalar S), and T b Le t
B represent the difference matrix B SR - SR.
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BPI has the form (0, 0. z,) since SRP and MRP 1 coincide in their x and

y components. Similarly, BP 2 = (0, 0, z 2 ), and z 1 , z2, are not both 0. Assume

z, 3 0, and define a new point a: a - fl-P, - P2 . Since P1 , P2 , are non-
colinear, a 54 0, but Ba = 0 (where 0 here is the zero vector). It follows that

SRa = Ska, and since IlRal! = JlRail = I") it follows that = S.

The scale factor is therefore uniquely determined. To examine the rota-

tion, let U denote R - R?. U maps P, P2. and therefore the entire x, y plane
onto the z axis. In particular, U maps (0,0, 1) and (0, 1, 0) onto the z axis.
This implies that U has the form:

(0 0 tU13

IT= 0 0 U 23 "-
U31 U32 U33 %

This implies that in the rotation matrices R, R, ril = i, r 1 2 r 1 2 , r2 =

f 21 ,r 2 2 = r 2 2 . Since in a rotation matrix r3 3 = rir 22 - r 1 2 r 2 1 , it follows that
= r.3 3 From this it follows that either R = R, or that R has the form:

(ril r12  -rl 3

R r2l '22 -r.13

-r 31  -r 3 2  .33..4

In this latter case TF is the mirror reflection of TF about the image
plane (but the projection of TF and TF on the image plane coincide).

4'

4'

APPENDIX 2
Three-Point Alignment: Computation

The uniqueness proof in Appendix 1 is not a constructive one. In this

appendix two methods are given for actually performing the alignment based
on three corresponding points in the model and the object. The first method
recovers the transformation in space (translation, rotation, and scale change)

that brings the model into alignment with the viewed object. The sec-
ond method specifies a sequence of simple image transformations (rotation,
stretch, shear) that accomplish the same task.

The problem to solve is the following. We are given the 3-D coordinates of
three non-colinear points. Without loss of generality we can assume that the
three points lie initially in the plane z = 0 (the "image plane"). We are next

given the image of the same points following a transformation T. This image

is an orthographic projection on the image plane, and the transformation
is composed of an unknown rotation R and scaling S. The objective is to
determine R and S (subject to the limitation of R discussed in Appendix *

'CxV
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1). As discussed above, the translation component of the transformation can
be ignored, and we assume that the object is fixed at one point. It is also

assumed that a correspondence between the points has been established.

Let the coordinates of the three model points be (0, 0, 0), (X1, 0, 0), (x 2 , Y2, 0).
(This means that the first point was chosen as the origin, and the second point
was defined as lying on the x axis.) Let the position of the same points follow-

ing the transformation (the "object points") be (0. 0. 0), ( , 0, ; (; , y2 z2 ).

This means that the image of the object has been rotated so that the second

point lies on the x axis. The z coordinates fl, ff.- are, of course, unknown, as

is the transformation relating the two sets of points. Let us assume first that
no scaling has been involved. Since the necessary rotation about the z axis

has already been performed, the model can be brought into alignment with

the object points using two successive rotations: a rotation around the x axis
by an angle 0, followed by a rotation about the y axis by an angle 6. The full

rotation matrix composed of these two rotations is:

( cos€ -sinesinO sin Ocos0
R = 0 coso sinO

-sino -cosesinO cosocosO)

If scaling is allowed as well then the relations between model and object

points should satisfy:

S.- R(xl,0,0) = (±i, 0, )(1)

S R(X 2,Y2 , 0) = (T2, 92, -:;2)

These equations simply relate the positions of the points before and after
the transformation. Expanding (1) explicitly using the matrix R yields:

',

(z) SXAcosO = (2)

(1i) Sy2cosO = 2

(tIi) Sx 2cos¢ - Sy2sznrsznO = 2

From (i) and (ii) we can obtain expressions for sn, and szn9 respectively,

and substitute in (iii). This yields a quadratic equaion in S' of the form:

,4S4 - BS' + C = 0 (3)

The coefficients A, B, C are all expressed in terms of observable quanti-

ties:

%... 2 2A. %"-- ,r1(/ '

B -(x12 X ( - ±2)2)
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C 2-1 g2

There will be at most two solution for S 2 and since S > 0 at most two

solutions for S itself. However, because of the uniqueness result for S, only

one of the two will in fact solve the three equations in (2) above. Equations

(i) and (ii) will determine coso and cosO respectively. A freedom in the choice

of the sign for sine will yield the two solutions for the rotation (R and R in

Appendix 1).

Alignment by image transformations
We have obtained above formulas for solving for the transformation pa-

rameters in space. When the model is entirely flat, it is possible to align the
model with the viewed object using a sequence of simple image transforma-

tions: image rotation, stretch, and shear. In the terminology of Appendix 1,
this method recovers the image transformation T' rather than the transfor-

mation T itself.
Assume first that the transformation is composed of rotation only. As

before, the rotation of the model is broken down into a rotation in the image

plane (about the z axis), followed by rotations about the x and y axes. The
rotation about the x axis simply induces a stretch in the y direction ("y-
scaling") by a factor S= (Y). The subsequent rotation about the y axis

induces a transformation that can be expressed as x-scaling by a factor S=
(-), followed by a shear transformation of the form: x -, x + Ay. The value
of A is given by: A = -Z2

If scaling is added to the rotation, its effect can be subsumed by the
y-scaling and x-scaling stages, and exactly the same sequence of image trans-
formations would align the model with the viewed object. Given three model
points and the three corresponding image poiits it is possible to apply in this

manner a sequence of image transformations to the model to align it with
the viewed object. In summary, the model can be aligned with the viewed

object using the following sequence of operations: rotation in the image plane,

y-scaling, x-scaling, and shear.
Unlike the first method, the image alignment will match any three model

points with any three image points, even if the image set is not a possible pro-
jection of the model. At least one additional point will therefore be required
to reject a model. Another difference between the two methods is that image
alignment is applicable to planar models only. The first method is applicable

to non-planar models as wel.. Based on three points the transformation (in
space) is determined, and this transformation can then be applied to any 3-D
model to determine its new position in space,

APPENDIX 3 "-
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Orientation Alignment

Appendix 1 and 2 have shown how a viewed object can be aligned with
a potential model using three corresponding points. This is only one example
of an alignment procedure; alternative procedures are also possible. In partic-
ular, if the viewed object has a prominent orientation, this orientation can be
used for alignment. For a planar region, the orientation together with small
pieces of the region's bounding contour are sufficient for alignment, without
using any identifiable points in the object and model. This procedure also
assumes that the occlusion is not too severe, as specified below.

The use of orientation means that it is possible to identify an orientation
u in the image, which, following the alignment, should be parallel to a known
direction v in the model. This information is more restricted than the use
of an axis: an axis is a line whose position as well as orientation are known.
Oriented texture on the object, for example, may specify an orientation in the
image without specifying an axis location.

Given the orientation u in the image, the first step in the alignment is
to rotate the model (or the image) until the direction of u is parallel to the
desired direction v. The alignment can be completed by applying to the model

the following sequence of operations:
x-scaling, i.e. (x, y) -, y,)

y-scaling, i.e. (x,y) - (x,/Oy)

y-shear, i.e. (x, y) -* (x, y + ax)

translation, i.e. (x, y) - (x + Ax, y + Ay)

The amount of x-scaling can be determined directly. Scaling the model
by Ir in the x-direction should make the overall width of the model and the
viewed object identical. (This assumes limited occlusion: the extrema of the
viewed object in the x direction should be in view. If they are not in view,
internal contours can be used instead.) The translation in the x direction is
also immediately recoverable following this step.

The remaining parameters (a,,3,Ay) can now be recovered from any
three points along the object boundary. For each point on the viewed object's
boundary, the corresponding point in the model is already known: it is a
point with the same x-coordinate (since all of the transformations involving
the x dimension have already been performed). Three boundary points will
supply three simple linear equations in (a,/3, Ay). The process can be further
simplified by the appropriate selection of points. For example, from two points
with the same x but different y coordinates the value of A3 can be recoveredc

directly.

- ; %
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This orientation alignment uses no identifiable "anchor" points that are

used in the-three-point alignment. It is also possible to use various intermedi-

ate approaches. For example, if an axis, rather than a dominant orientation,

can be identified in the image, the alignment process can be facilitated, and
can become more tolerant to occlusions.
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