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step) and maximizing the likelihood of the complete data, using
the estimated sufficient statistics (the M step). When this
algorithm is applied to signal processing problems, it yields,
in many cases, an intuitively appealing processing scheme.,_-

In the first part of the report we investigate and extend the EM
framework. By changing the "complete data" in each step of the
algorithm, we achieve algorithms with better convergence properties.
We suggest EM type algorithms to optimize other (non ML) criteria.
We also develop sequential and adaptive version of the EM algorithm.

In the second part of the report we discuss some applications of
this extended framework of algorithms. We consider,

-Parameter estimation of composite signals, i.e. signals that
can be represented as a decomposition of simpler signals.
This problem appears in e.g.

- Multiple source location (or bearing) estimation
- Multipath or multi-echo time delay estimation

-Noise canceling in multiple microphone environment, for a
speech enhancement problem.
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Abstract

Many Signal Processing problems may be posed as statistical parameter estimation
problems. A desired solution for the statistical problem is obtained by maximizing the
Likelihood (ML), the A - Posteriori probability (MAP) or by optimizing other criterion.
depending on the a - priori knowledge. However, in many practical situations, the original
signal processing problem may generate a complicated optimization problem e.g when the
observed signals are noisy and "incomplete".

A framework of iterative procedures for maximizing the likelihood, the EM algorithm, is
widely used in statistics. In the EM algorithm, the observations are considered "incomplete"
and the algorithm iterates between estimating the sufficient statistics of the "complete data"
given the observations and a current estimate of the parameters (the E step) and maximizing
the likelihood of the complete data, using the estimated sufficient statistics (the M step).
When this algorithm is applied to signal processing problems it yield, in many cases, an
intuitively appealing processing scheme.

In the first part of the thesis we investigate and extend the EM framework. By changing
the "complete data" in each step of the algorithm we achieve algorithms with better con-
vergence properties. We suggest EIM type algorithms to optimize other (non ML) criteria.

We also develop sequential and adaptive version of the EM algorithm.
In the second part of the thesis we discuss some applications of this extended framework

of algorithms. We consider,

" Parameter estimation of composite signals, i.e signals that can be represented as a
decomposition of simpler signals. This problem appear in e.g.

- Multiple source location (or bearing) estimation

- Multipath or multi-echo time delay estimation

* Noise canceling in multiple microphone environment, for a speech enhancement prob-
lem.
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Chapter 1

Introduction

1.1 Introductory remarks

Many signal processing problems may be posed as statistical estimation problems. A

celebrated example is the work of Wiener, who formulated the fundamental problem of fil-

tering a signal from an additive noise as a statistical problem. whose solution is known now

as the "Wiener filter". Other common examples involve parameter estimation; e.g finding

the localization and the velocity of targets in radar/sonar environments, or synchronization

(i.e timing estimation) problems in communications systems. Many examples of the statis-

tical analysis of signals processing problems may be found in '1', especially in its second

and third parts.

In order to formulate the statistical problem, a model aumption is needed. A specific

model may generate a simple statistical problem. However, it may not represent the original

signal processing problem well. On the other hand, another model that tries to consider too

many aspects of the original problem, may generate not only a difficult statistical problem,

but also a non-robust, possibly ill-posed problem. The art of good modeling, which captures

S



the important aspects of the real problem without complicating the resulting mathematical

or Statistical problem, is probably the most important factor in a successfully implemented

statistical solution to the underlying real problem.

After the statistical problem is formulated, its desired solution often requires the op-

tiniation of some criterion, depending on the a-priori knowledge, and on the (possibly

subjective) 'risk" criterion. Frequently used criteria are Maximum Likelihood (ML) and

Maximum A-Postenori (MAP). Even with good modeling, these optimization problems may

be complicated. e.g when the observed signals are noisy and incomplete. These optimiza-

tion problems are rarely solved analytically. Instead, standard iterative search methods, e.g.

gradient methods. Newton-Raphson method, are often used. The standard methods have

some well known numerical problems. Furthermore, these methods may still be complicated

since they require the calculation of the gradient and sometimes the Hessian matrix. These

standard search methods rarely generate intuitive algorithms for the original real problem.

An interesting alternative to the straightforward gradient or Newton methods has been

introduced in 2'. This technique, known as the Estimate-Maximize (EM) algorithm, sug-

gests an iterative algorithm that exploits the properties of the stochastic system under

consideration. The EM algorithm is actually a framework of iterative algorithms. To im-

plement an EM algorithm, one has to consider the observations as incomplete with respect

to more convenient choice of complete data. The algorithm then iterates between estimating

the sufficient statistics of the complete data, giventhe observations and a current estimate

of the parameters (the E step). and maximizing the likelihood of the complete data using

the estimated sufficient statistics (the M step).

As will become evident in the course of this thesis, the EM method may yield intuitive

9
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processing schemes for the original signal processing problem, by innovatively choosing the

complete data. Therefore, it is not surprising that some previously proposed algorithms

for solving various signal processing problems can be interpreted in the EM algorithm

context. One example is the iterative speech enhancement method suggested by Lim and

Oppenheim '31. We will return to this example later in the thesis. Other algorithms

that have been suggested intuitively to solve specific signal processing problems, e.g. the

iterative channel estimation algorithm of [41, the iterative reconstruction algorithm of [51,

the iterative resolution technique of i61 and more, can also be interpreted as examples of

the EM algorithm.

It is particularly important to note, at this point, the work of Musicus [71 and [aI. In

this work, a general class of iterative algorithms has been suggested to minimize a special

form of the Relative Entropy. In some special cases, the minimum relative entropy criterion

reduces to the maximum likelihood criterion, and in those cases, the suggested iterative

algorithms reduce to the EM algorithm. This work was an important inspiration for this

thesis. We will discuss this approach later in the thesis in conjunction with our work on

general information criteria and the EM algorithm.

Our exposure to a variety of estimation problems in oceanography, specifically in under-

water acoustics, also had a major impact on this thesis. We have found that many of these

problems were approached suboptimally, probably since the standard mathematical models

of these problem usually generate statistical problems whose direct solution is complicated.

We have suggested the EM iterative algorithm as a better approach to solve these statistical

problems. Later in the thesis, we will describe how modeling considerations and EM algo-

rithms have applied to array processing and time delay estimation problems in underwater

10
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acoustics, and have generated interesting solution procedures. The important experience

with oceanographic signal processing problems established and confirmed our approach for

solving statistical signal processing problems in general, and the other problems, presented

later in the thesis, in particular.

In summary, this thesis presents a class of iterative and adaptive algorithms, based

on the ideas that led to the EM algorithm, to optimize various statistical criteria. In

addition, the thesis will address several signal processing problems and show that by using

a reasonable model, an appropriate statistical criterion and an EM algorithm, an insightful

solution procedure may be achieved and implemented successfully.

1.2 Preview and organization of the thesis

The application of the EM algorithm to a real world problem first requires modeling the

problem statistically and then applying the EM algorithm to solve the resulting statistical

problem. However, the EM algorithm is not uniquely defined: it depends on the choice of

complete data. An unfortunate choice may yield a completely useless algorithm.

In this thesis we will consider the following signal processing problems:

" Parameter estimation of superimposed signals, i.e signals that can be represented as

a sum of simpler signals. We will consider specifically the problems of multiple source

location (or bearing) estimation, multipath or multi-echo time delay estimation and

spectral estimation.

" Noise canceling in a multiple microphone environment. The real world application is

a speech enhancement problem.

11



Signal reconstruction from partial information. For this problem, we will present ideas

and propose further research.

We will suggest statistical models for these signal processing problems and solve the resulting

statistical problems by the EM method. In all these problems we will use a natural choice

of complete data.

In the process of considering the applications mentioned above, we have modified and

extended the scope of the EM method and derived explicit forms for some important special

caes. Each of these results may be considered as a contribution to the EM algorithm at a

theoretical level. We have also developed and analyzed sequential and adaptive algorithms

based on the EM algorithm.

As a result of these contributions a general and flexible class of iterative and adaptive.

estimation algorithms is established. Beyond the theoretical contributions and the spe-

cific applications, we believe that this thesis suggests a way of thinking and a philosophy

which may be used in a large variety of seemingly complex statistical inference and signal

processing problems.

This thesis is organized as follows. Chapter 2 and 3 provide the theoretical background

and contributions. In Chapter 2, we start with a review of the EM algorithm as developed

in '21, and give its basic convergence properties following the considerations in '91. We then

derive the EM algorithm for the linear Gaussian case, whose, importance will be evident

later in the thesis. We also modify the basic EM algorithm and extend it, so that it may

be applied to general estimation criteria.

Any iterative algorithm implies an adaptive or sequential estimation procedure, in which

the new iteration takes into account new data points. A derivation of a clas of sequential

12
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algorithms based on the EM structure is presented in Chapter 3. This class of algorithms

may have the important tracking capabilities typical to an adaptive algorithms together

with desirable asymptotic convergence results, achieved from the EM theory.

The signal processing applications of this class of iterative and adaptive algorithms are

presented in Chapters 4 and 5. In Chapter 4 several problems that arise in radar/sonar

psignal and array processing are presented. Those problem involve multiple targets and

multipath signals. A more general problem is the estimation of parameters of superimposed

signals. We will describe an EM solution to the general superimposed signals problem, and

apply it to multiple target bearing estimation and to multipath time delay estimation.

Sequential algorithm to solve this problem will also be suggested.

The problem of multiple microphone noise cancellation is presented in Chapter 5. Using

models of the speech and the noise, a statistical problem is formulated and then solved using

the EM algorithm. This solution generates an intuitive processing scheme, that provides a

novel solution to this well-investigated problem. An adaptive scheme based on the above

algorithm, may be an alternative to Widrow's algorithm [10.

Chapter 6 is entitled "Information, Relative Entropy and the EM algorithm". It presents

several interesting results that give an alternate interpretation to the EM algorithm and to

information criteria mentioned in the EM algorithm context.

Chapter 7 will conclude and summarize the thesis. We will also suggest in this chapter

topics for further research. As one of then topics, we will preset specific ideas for solving

problems of signal reconstruction from partial information. A statistical framework for these

problems is developed and EM algorithms for solving this statittical problem, by optimizing

the likelihood, the a-posteriori probability or other appropriate criteria are derived.

13



Chapter 2

The EM method: Review and new

developments

In this Chapter we review the Estimate-Maximize (EM) algorithm for solving maximum

likelihood (ML) and maximum-a-posteriori (MAP) estimation problems, and present new

developments that extend the scope of the algorithm, and make it more accessible for solving

signal processing problems.

The chapter is organized as follows. In section 2.1, the basic EM algorithm is presented,

following the considerations in [21. In section 2.2, we analyze and discuss the convergence

properties of the EM algorithm. The results presented here clarify and simplify the conver-

gence analysis presented in 121 and [91.

In section 2.3, the EM algorithm is explicitly derived for the special but important

case where the observed (incomplete) data and complete data are jointly Gaussian, related

by a linear non-invertible transformation. In perspective, the linear-Gaussian can was an

important step towards the application of the EM algorithm to signal processing problems.

14



In sections 2.4 and 2.5, we present new ideas and results that extend the scope of the

EM method. The results in these sections generate a more general, yet more flexible, class

of iterative algorithms.

Section 2.6 concludes this chapter, by discussing the possible signal processing applica-

tions of the EM framework.

2.1 Basic theory of the EM algorithm

Let Y denote a data vector with the associated probability density fy(y; _), indexed

by the parameter vector f E 9, where @ is a subset of the k-dimensional Euclidean space.

Given an observed X, the maximum likelihood (ML) estimate, -ML, is the value of I that

maximizes the log-likelihood, that is,

-.,%rL = arg max log fy() (2.1)

Finding the ML estimator is often desirable since it is, in most caes, asymptotically con-

sistent and efficient. However, in many cases, the maximization problem of (2.1) is compli-

cated.

Suppose that the data vector Y can be viewed as being incomplete, and we can specify

some data A related to Y by

T(X) = Y(2.2)

where T(-) is a non-invertible (many to one) transformation. If an observation ; of X is

given, an observation X of Y is available too, but not vice versa. X will be referred to as

the complete data. The probability density of the complete data, denoted f,[(I; 1), is also

indexed by the parameter vector J. Assume that H is specified so that if a is available,

15



finding the maximum likelihood estimate of ! is easy, i.e. solving

= ,rgmaiogfK(z; ) (2.3)
!EO

is straightforward. The EM algorithm, presented below, will use the simple procedure for

ML estimation in the complete data model, as a part of an iterative agorithm for ML

estimation in the observations' model.

Given a sample of the incomplete data V, the complete data j must be a member of the

set X(M) where,

X0)={~T; (2.4)

Since Y_ is a many to one function of the complete data 2, the probability density

functions of the complete and incomplete data satisfy,

fy(V; C) = f (j; 1) d (2.5)

The conditional density of X, given Y_= R, is defined over the set X (M). This probability

density function is given by,

fl, (z r) /.(4; 1)I )M 26
fx,~ ~ ~f .=l )=f(I) ,AL(L; C WE = fy (V; f)'/: , ()(.6

Taking the logarithm on both sides of (2.6) and rearranging, we obtain

lg (M; f) = log fL(I;f) - logf 3 :1 'y.&; 1) , 1, = X Z(M)(.)

We can now take the conditional expectation over X, of both sides of ( 2.7), given . =

and an arbitrary parameter value f. The left hand side remains unchanged, and we get,

log f-(I; f) = E (log1f(&;~ 0 = e - E flog fj~j~(/;) y=. (2.8)

DeAne, for convenience,

L(1) = log r(; 1) (2.9)

16



= {o!&r;)K (log f&(;9 )..fx:r=,_(;;')d (2.10)Q(f,_ - E Ilog fx(&; fl), Y.. f 10;- fKZ &ytI a (.0

H(j, f') = E I log fA i Y 9) K fJ log fX,,y=_(z; 0_)..fjy=,(z; f)dj;

(2.11)

With these definitions, equation (2.8) reads

.L(g) = Q(f, f) - H(!, e) (2.12)

Equations (2.7) and (2.8) are interesting identities for L(j), the log-likelihood of the

observations. Equation (2.7) is true for any a e X(M). Equation (2.8), or equivalently

equation (2.12) is true for any pair j,9f E e.

Consider now Jensen's inequality (see e.g. equations le.5.6 and le.6.6 in [11) which

states that for any two p.d.f.'s f and g defined over the same sample space,

El{log g) < Ef{logf} (2.13)

where equality holds if and only if f = g almost everywhere. E! denotes the expectation,

using the p.d.f. f. Let f = f, y (; e) and g = fJ'x_(,; g), both defined over the sample

space X(M). Substituting in (2.13), and using the definition of H(.. .), we get,

H (j,) H( ( (2.14)

Suppo we can find I such that,

Q(R; €) _ Q('; ) (2.15)

In this case, using (2.14) and (2.12), we conclude that,

L(1) -_ L() (2.16)

17



A procedure for iteratively increasing the likelihood may be suggested based on (2.15)

and (2.16) as follows. Given a value of the parameter ON , we will find a new value 0("'")

that satisfies (2.15), and thus increases the likelihood, by maximizing Q(Q;_(n)). This

procedure is the EM algorithm, which we now formally present.

" Start, n = 0 : guess 00)

" Iterate (until some convergence criterion is achieved)

- The E step: calculate

Q(Q; fln)) = E {log WE(; 9) 1 = ; _ n (2.17)

- The M step: solve

- = Q (f; f(m))  (2.18)

The "E" stands for the conditional Expectation, or Estimation performed in the E step,

and the "M" stands for the Maximization performed in the M step.

An EM iteration may be summarized by the updating equation,

- argmax E I{log&(X;) Y; (2.19)lee

This iteration is justified intuitively as follows. We would like to choose j that maximizes

log f&(&; 1), the log-likelihood of the complete data. However, since log f&(&; t) is not avail-

able to us (because the complete data is not available), we maximize instead its expectation,

given the observed data 1, and the current value of the parameters & ).

An iterative procedure that increases the likelihood is also achieved, if instead of max-

imizing Q((; &'")), we just increase it. Thus, we may replace the M step by the following
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step:

9 - M(()) (2.20)

where M(e) is any mapping that satisfies

Q (M(_);_1) 2! Q(9;_9) Vf_ E o (2.21)

This variation of the algorithm was named the Generalized EM algorithm (GEM) by Demp-

ster et. al '2. A special case, of course, is the EM algorithm.

The motivation of the GEM algorithm, which also applies to the EM algorithm, is

summarized in the following theorem, (theorem 1 of [2). This theorem carefully states the

basic monotonicity property of the GEM algorithm. The proof of this theorem will follow

immediately from the considerations above.

Theorem 2.1 For every GEM algorithm,

L(_(n '1 ) > L(("))  (2.22)

where equality holds if and only if both

Q(_W(" 1); On' ) ) =- Q _W(); 9_" ) (2.23)

and

fl .z-gy IM 0") a.e in X( ~ (2.24)

Proof: By the definition of the GEM algorithm

Q (On" ; On)") ? Q (gI,,; g~l-))

Thus, since H( 1 1; 0(")) < H ;

L(On" 1)) ? L(On))

Now by (2.12), equality holds if and only if

Q( ,); on))= Q(',,); n)) and H(_'t); ) = H(O(); On))
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The latter holds if and only if

f9W- fy( /; (), a.e in Z(V)

This theorem leads to the following corollaries:

Corollary 2.1 If for some " e e, L(j') > L(_), VO E e, then, for every GEM algorithm

MC) = C

Corollary 2.2 Suppose for some I' r e, L(_') > L(J), VE 49. Then, for every GEM
algorithm

L(M(_*)) = L(_*)
Q (M (!_); _€ ) = Q ( _; 0 '1

f.VKy(;M(f*)) = f~jy (/; f) a. e in X (y)

In other words, if a unique global maximum of the likelihood exists, it is a fixed point

of any GEM algorithm. If we have a set of global maxima, the GEM algorithm may move

inside this set. However, each new value must satisfy the conditions of corollary 2.2.

We note that the EM algorithm is actually a clas of algorithms. There are many

complete data specifications X, that will generate the observed data Y. The choice of

complete data may critically affect the complexity and the convergence properties of the

algorithm. An unfortunate choice of complete data will yield a completely useless algorithm.

Thus, it takes creativity to apply the EM algorithm to a given problem. This will be

demonstrated later in the thesis when we solve specific saigal processing problems.

To complete the basic theory of the EM algorithm, we will present in section 2.2 the

convergence properties of the algorithm. This presentation, which clarifies and simplifies

previous results, may be used as a future reference on these topics.
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The EM algorithm for exponential families

Examining the expressions for the EM algorithm, (2.17) and (2.18), we note that, in general,

the EM algorithm may be complicated. The calculation of Q(g, &(n)) in the E step may

require multiple integration, and the maximization in the M step is, in general, a non-linear

optimization problem. However, in the case of exponential families of distributions, which

is now described, the E step has an explicit simple form and the maximization performed

in the M step is as complicated as solving a maximum likelihood problem for the complete

data, which is assumed to be easy.

Suppose that the p.d.f. of the complete data, y, belongs to the exponential family of

probabilities, i.e.

f1( 9) = b~s)(2.25)
(9) ep~

The set of statistics {t,(z)} is the suficient statistics. This set is denoted 7(;). Note that

the exponential family of distributions includes almost all common p.d.f.'s e.g. Gaussian,

binomial, exponential etc.

The log-likelihood of the complete data for exponential families has the form

logf ( ; j) -log a(l) + (_)Tt. (;) log b(j) (2.26)

independent of _

Due to this special form of the log-likelihood, we need only to calculate, in the E step,

the conditional expectation of the sufficient statistics. We then substitute the estimated

sufficient statistics in the likelihood of the complete data, amd maximize the resulting ex-

pression in the M step. The E and M of the EM algorithm steps, for exponential families,

reduce thus to
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" The E step: Calculate

7 =

or, vi, calculate
t n) = E{I,(;)/y; I(n) (2.27)

" The M step: solve

S ma o (2.28)

The sufficient statistics are usually simple functions of the data, , and therefore explicit

formulas usually exist for the E step above. The expression to be maximized in the M step

has the functional form (w.r.t 1) of the log-likelihood of the complete data. Since maximizing

the likelihood of the complete data is assumed to be easy, the implementation of the M step

above is easy too.

Gaussian distribution belongs to the exponential family of distributions. In section 2.3

we will derive a closed form analytical expression for Q(J, f), i.e. the E step, for the case

where X and Y are jointly Gaussian related by linear transformation. The maximization

problem in the M step, for this linear-Gaussian case, will be as complicated as solving a

maximum likelihood problem in the complete data model.

2.2 Convergence results

The EM (or the GEM) algorithm generates a sequence of parameters, {()}, and

an associated sequence of log-likelihoods, {L(")}, where L(") = L(O(n)). We have shown

that each iteration increases the likelihood, i.e. the likelihood sequence is a monotonic

I
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nondecreasing sequence (L ! n'I) > L,")). However, the EM theory should also answer the

following important questions:

" Do the likelihood and the parameter sequences converge?

" To where will they converge?

" How fast will they converge?

These convergence issues will be addressed as follows. The convergence of the likelihood

sequence will be considered first. The issue of its convergence to a global maximum, local

maximum or a stationary point will be discussed. Then, the convergence of the parameter

estimate sequence will be considered, noting that even if the likelihood sequence converges

(say to L"), the associated parameter sequence may not converge, i.e. it may have a set of

limit points, each of which corresponds to this likelihood value L*. For the cases in which

the sequences do converge, the rate of convergence in the neighborhood of the convergence

point will be calculated.

Our discussion in this section follows the considerations in Wu. '9!, and the original

paper of Dempster et. al. '21. Another important reference is '12 The rate of convergence

and the computation of the Fisher information matrix associated with the EM parameter

estimate sequence are also discussed in !13!, 141 and elsewhere.

The following notation and assumptions are used in this section. Let 0 be the set of

possible parameter values, which is assumed to be a subset of the k-dimensional Euclidean

space. 90 is the set

eo = (9 E OfL(1) ? L( (0 )}

and it is assumed to be compact for any L(q (° )) > -oo.
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.4 will denote the set of local maxima of L(.) while S will denote the set of stationary

points of L(.), in the interior of 9.

An EM (GEM) iteration may be denoted by

9(n) _ -
(
n 

- ) 
- M(_ "))

where M(.) is a point to set mapping such that M(!(fi )) is the set of maximizers of Q(_; O(n))

over 0 8 for an EM algorithm, and such that

Q(9; g_{n ) 2_ Q(&0i); g(n)), ro_ C M ( ( n))

for a GEM algorithm.

2.2.1 Convergence of the likelihood sequence

As shown in theorem 2.1, the likelihood sequence, (L(')), is a monotonic nondecreasing

sequence. Thus, if this sequence is also bounded, it converges to some value L. Only in

rare and singular cases can we find a non bounded likelihood sequence. Furthermore, if

the likelihood function L(.) is continuous in 9, the compactness of 90 guarantees that the

likelihood sequence, {L( n ) ) , is bounded for any starting point j(° ) E 8. Thus, the likelihood

sequence can be expected to converge in most caes to some L'.

We want to know whether L' is a global maximum, a local maximum or at least a sta-

tionary value of L(J) over e. Unfortunately, as for any general "hill climbing" optimization

algorithm, there is no guarantee that the EM algorithm will converge to a global or even

a local maximum. It has been reported, in J151 and 116) that, if the log-likelihood, L, has

several maxima and stationary points, then convergence of the EM algorithm to either type

of point depends on the choice of the starting point. Note that this phenomenon occurs

despite the fact that we may perform a global maximization (of Q) in the M step.
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In Appendix A we consider the convergence issue more precisely, where, aa in many

numerical analysis algorithms, the convergence analysis is based on the Global Convergence

Theorem which may be found in '171 page 91, and !181 page 187. This theorem provides

sufficient conditions that guarantee the convergence of a general iterative procedure
i e#(-1)' = M(&0"))

to a solution set.

For the EM algorithm, where M(_ N) is the set of maximizers of Q(t; Lf'f)), it is shown

in Appendix A, that the simple condition,

Q(- 1; -2) is continuous in both 11 and f2 (2.29)

in addition to the compactness of eo, guarantees the convergence to the solution set S,

i.e. this condition implies that the likelihood sequence of the EM algorithm converges to a

stationary value.

A stronger sufficient condition is needed to guarantee convergence to a local maxima.

Again, in Appendix A, it is shown that, if in addition to the continuity condition (2.29) Q

satisfies

sup Q(_';_) > Q(_;_) V0_ E (S - M) (2.30)
6-'E

where (S - .M) is the difference set { E S11 it M}, then the likelihood sequence converges

to a local maxima, i.e. to the solution set .

Since condition (2.30) is hard to verify, we may have to be satisfied with a proof of

convergence to a stationary point, even when the EM algorithm does converge to a local

maximum. Condition (2.30) is not met in general, and the EM algorithm converges to a

stationary value, local maximum or global maximum depending on the choice of starting

point.
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2.2.2 Convergence of the parameter estimate sequence

The convergence of the likelihood sequence does not imply the convergence of the pa-

rameter estimate sequence. Suppose that the likelihood sequence converges to L' and that

the conditions, that guarantee the convergence to a stationary point, are satisfied. Define

S(r') = ( r SIL(_) = L")

The sequence of estimates, f_') }, may not converge, i.e. it may have a (possibly infinite)

set of limit points. We may only say that all limit points of {(n)} are in S(L*).

The convergence of the parameter sequence may be guaranteed (trivially), if the solution

set, i.e. S(L') in the example above, has a single point. An important special case, in which

the solution set is a singleton, is when the likelihood function is unimodal in 0.

The requirement that the solution space has a single point may be relaxed, and it may

be shown, see Appendix A, that if the solution set is discrete and

lian- _oo -9(}! (2.31)

the parameter estimates sequence will converge.

Condition (2.31) may be easily verified in many applications. For the EM estimate

sequence, since L,) - L", and since

L(n ' ) - L (n) > Q(& I-); g l-)) _ Q(I -); ! (n)) (.32)

a sufficient condition for (2.31) is that there exist a forcing function a(.), such that

Q (I(n)) >(II (""s} _ e(")?i), Vn (2.33)

where a forcing function is a function such that for any sequence, (z.),

lim 0'(z,) = 0 :== liM zn = 0 (2.34)
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Taking a(z) - Ax2, A > 0 as the forcing function, we get the sufficient condition

Q~_( e") -Q(_9("): On()) ? ,Aill (' '" - ON"112, In (2.35)

which may be verified easily in several applications.

One may argue, that the convergence of the parameter sequence is not as important

as the convergence of the likelihood sequence to the desired location on the log-likelihood

surface. However, one should be aware of the possibility of a non-convergent estimate

sequence, e.g. if L(_) has a ridge of stationary points in which L(j) = L', then the set S(L)

is not discrete and the EM algorithm may move indefinitely on that ridge.

2.2.3 Rate of convergence

When the EM (or GEM) algorithm converges, an interesting and important problem

is the determination of its rate of convergence. In this section, after defining the rate

of convergence and other terms, that are commonly used in association with it, we will

calculate the rate of convergence of the EM algorithm.

Let us denote the differentiation operator D. A differentiation operator with respect to

two variable will be denoted DU as

D"f(a,b) '3 'f (1,82)

The following identities will be needed later when the rate of convergence of the EM algo-

rithm is explicitly developed,

DL(_) = D'°Q(_; f) (2.36)

D 2 L (1) = D' 0Q (J; ) - D 20 H( ) =D 0OQ; ) + D " H(E (2.37)

DQ(j; )= D" H(f; 1) (2.38)
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These identities have already been recognized by Fisher [191, and are redeveloped in 12!,131

and in Appendix A.

Definitions and background

Consider a sequence, (z.}, converging to a limit, z'. Each element, z,,, belongs to X,

which is a subset of some norm-space (say the k-dimensional Euclidean space). We define

the order of convergence as follows:

Definition 2.1 The order of convergence of a sequence, {z.), that converges to z", denoted
p, is the supremum of the nonnegative numbers, p', for which the foilowing ratio is finite,
i.e. for which

a= lim - zfn-oo !zn -z'IP'

Loosely speaking, the order of convergence describes the asymptotic behavior of the

error sequence, {e,}, where e, = _ z, i.e. as n - 00 we have

! !e~~C.11l = ie?

So. the larger p is, the faster the sequence, {zn}, converges.

Most iterative algorithm generate sequences, whose order of convergence is unity. In

this case. the important number is the convergence rate defined by,

Definition 2.2 The convergence rate of a sequence, {z.}, that converges to z', denoted a,
is

aC = im.-oliz. -Zl

where 0 !5 ar < 1. The sequence is said to converge linearly if 0 < a < 1, and superlineary

The convergence rate of any sequence, whose order is greater then unity, will be zero.

These sequences have superlinear convergence. We note, however, that a sequence with
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unity order of convergence may also have a superlinear convergence. Linear convergence

is sometimes referred to as geometric convergence or ezponential convergence, since in this

case the error sequence, {e,), is a geometric sequence.

In many iterative algorithms, the iteration is defined via a mapping, that successively

approximates the solution, i.e.

Z-l =- M(z,)

In this case, we may find the rate of convergence by investigating the Jacobian matrix (or

the matrix of derivatives) of this mapping, defined by,

'DM(z*)!,, = = M(z) - M(z,(2.39)aZtJ ,.-!A I, - ' (. )

where .'i, denotes the 1e" component of a vector.

Since
' - =' rn M(z.) - .Vf(z')II

a = lim lira (2.40)

the largest eigenvalue of the matrix DM(z'), will provide us with the convergence rate of

the iterative algorithm.

Rate of convergence of the EM algorithm

The rate of convergence of the EM algorithm can be calculated by deriving the Jacobian

matrix of the mapping, (-"l) = M(g(n)), associated with the EM algorithm. We recall

that this mapping is defined by

_(n*" I) = M((nl) = arg maxQ(j; 1j-) (2.41)

Using the fact that D1°Q(=Oi" ; ( (n)) 0, this Jacobian matrix can be easily calculated as

follows. Since the vector D'0 Q(&(" "; =(n)) = D1°Q(M((n)); on)) = 0, its derivative with
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respect to the vector O 'l is the zero matrix, i.e.

0 ,= D Q(M(gn 1) = DM(9 ) D20Q(M(&)); On)) D...Q(...

(2.42)

Let O" denote the lirt of the estimate sequence. Since -(L') = M(()) and " =

M('), in the limit as in) - U, equation (2.42) becomes

0 = DM(!')D0 Q(f *; f') + D1 1Q('; f) (2.43)

Using (2.38) and then (2.37) will give us the Jacobian matrix,

DM(f') = D'2 H(C'; f') [D"Q(f.; f')J -  (2.44)

This result appears in theorem 4 of f2 !, which is repeated in Appendix A.

The rate of convergence of the EM algorithm (2.44) has the following interesting in-

terpretation. The term D2H(_'; _') is the Fisher Information matrix Ix/y of X given Y

about j, i.e. for exponential families it is the variance of the sufficient statistics t(r) given

y and j". The term D20Q(g'; g_) is, for regular exponential families, the Fisher Information

matrix tx of X about 0', i.e. it is the variance of the sufficient statistics t(r) in the X

model without any measurements. From (2.37), the Fisher information ly of Y about 0,

for regular exponential families, is given by,

fy = Ix - lx/y (2.45)

Thus, in the scalar cae, the rate of convergence is given by.

IX1 Ix/y _ y
= -- = 1 -- (2.46)

If the complete data is such that it can be predicted well given the observations, i.e.

IX/y is small, then a is small and the EM algorithm converges rapidly. On the other hand,
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if we choose the complete data to be much larger than the observations, then the complete

data will carry much more (Fisher) information then the observations: y Ix will be close

to zero. a will be close to unity and the EM algorithm will converge slowly. Indeed, if the

complete data is identical to the observations, the EM algorithm converges in one step:

however this step is as complicated as solving the original ML problem in the Y model.

On the other hand, choosing a complete data that is much larger than the observations, in

order to get simple EM steps, will require performing more iterations because the algorithm

converges slower.

2.3 The Linear Gaussian case

This section has two objectives. The first objective is to provide an explicit example

of the application of the general EM theory developed above. The second and more im-

portant goal is to develop results that are referred to later in the thesis in a wide range of

applications.

Suppose that the complete data, X, and the observed (incomplete) data Y are related

by the linear transformation

- = H X (2.47)

where H is a non invertible matrix. The complete data X possesses the following multi-

variate Gasumian probability density:

=x(I 1) det( 2vA(f))]A/ exp [-(Z - M(f) t &i(9(; MMi() (2.48)

where A = I if X is real valued, A = 2 if X is complex valued, and I denotes the conjugate

transpose operation. The observations Y, also possess a Gaussian distribution, and thus
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the likelihood is given by

fy(j;= [detlA, ,()) exp [-'( - rn,(_)A;'(_)(M- m,(J)) (2.49)

where m. and Av are respectively the mean and the covariance of the observations, given

by

n(H) = H.r(_) (2.50)

A(_) = H-A(_). Ht (2.51)

We note that our parametric model is such that the parameters define the mean and the

covariance of a Gaussian density in a possibly non-linear way. Thus, maximizing the like-

lihood in this linear Gaussian case may require solving a non-linear optimization problem.

Nevertheless, we will be able to invoke results from linear estimation theory and explicitly

derive the EM algorithm for this case.

We start developing the EM algorithm for maximizing the likelihood of the observation,

Y, using the complete data, 1, by examining the log-likelihood of X. By taking the

logarithm of (2.48), we get,
A 2w

log I&(l; C) = c - A log det(T A(!)) - A- ())tA-9)( -

C- logdet(T A(f)) - A '(f)A-1(_),(f)2- 2

where C is a constant independent of f and tr(.) denotes the trace of a matrix. Maximizing

this expression with respect to 0 is assumed to be easy.

Taking the conditional expectation of (2.52), given Y = !, at a parameter value 0(n),

we get,

Q()") = E {flog fI(., 0)4~ 0") 1
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= C- A logdet(-2A()) - A M'()A-'(_)m(_) A (';'))tA-(g)n(f)

+ (_)A,9)z - ;tr(A 0_)*( ') (2.53)

where Z~n = EIY =~i -. g (t'1and If()..E{xt /Y =y;9f

Maximizing expression (2.33) with respect to must be easy, since it has the same

functional form, with respect to 9, as (2.52).

Since 2[ and r are jointly Gaussian, and related by a linear transformation, the condi-

tional expectations required for (2.53) can be computed by straight-forward modifications

of known results from linear estimation theory. We obtain,

a (n) =m(e-()) + r(n).) IDy - H.- m(&_())] (2.54)

)() = [r - r(&_()) • H] A(!_ ( )) + ( )(€ ) (2.55)

where I is the identity matrix and r(f) is the "Kalman gain" defined by

r(e) = A(_)HI [HA()H]-1 (2.56)

Note that if we set 0" ) = 9, equations (2.54) and (2.55) are the well known formulae for

the conditional expectation in the Gaussian case, e.g. !201.

The E and M steps of the EM algorithm for the linear Gaussian case may now be stated

explicitly as follows. Having a current estimate, 0("), the algorithm iterates between,

" The E step

Calculate l(n) and *(n), by (2.54) and (2.55). Note that the sufficient statistics of

Gaussian distribution are composed of linear and quadratic functions of the data.

" The M step

Update J by maximizing the expression in (2.53). The explicit solution is some func-

tional of the statistics calculated in the E step.
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2.4 The EM algorithm with varying complete data

In this section, we present a variation of the EM algorithm, where the complete data

may vary from iteration to iteration. This variation is referred to as the Extended EM

(EEM) algorithm.

As mentioned above, the choice of complete data is the critical factor in designing an

EM algorithm for a given problem. This choice determines the complexity of the algorithm

and its convergence rate; it may also affect the convergence ,point, leading to a different

stationary point for a different choice of complete data. An alternative to choosing a fixed

complete data, is to let the complete data vary from iteration to iteration. The choice of

complete data may vary according to a fixed rule or may depend on the current value of

the estimate. By allowing the complete data to vary, we can achieve the following useful.

properties:

* Additional iterative algorithms are incorporated in the EM framework.

* Simpler algorithms may emerge.

e The algorithm may converge faster.

* Varying the complete data may enable the algorithm to escape from unwanted sta-

tionary points.

We start by presenting the algorithm formally, and giving its properties. Then, we will

motivate the EEM algorithm and suggest strategies for varying the complete data.
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2.4.1 General theory

Suppose we observe y E Y. where Y denotes the sample space of the observations, and

the probability of I is fy(M; e) indexed by e E 9. The observed sequence may be viewed as

being incomplete with respect to a family of complete data X0, indexed by 3 E 8, where B

is an arbitrary index set. Each X 6 is a sample space with an associated p.d.f., fx" (10;-f),

also indexed by ! E 9. For any 3, a sample of the complete data, 10, is related to the

observations by,

=TO(O) (2.57)

where Y denote the observations and Te is a non-invertible transformation.

In complete analogy to (2.8), we may write for all 0,

log fy (M; ) = E flog fX 4 8; ) 1M Efo fX;,y_4M -) 1 Y;2'} (2.58)

or, using the notation in section 2.1,

L(_) = a(g,') - He(_, e) (2.59)

Using this relation and invoking Jensen's inequality we may prove the following lemma.

Lem na 2.1 For a given parameter value -I, if for any 3, another value 02 satisfies

then,
L(1_2) > LQJZ

Note that this lemma states that we have a procedure for strictly increasing the likeli-

hood, if we can find any complete data, for which the function Qe may be strictly increased.
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The Extended EM algorithm is now presented formally. We note that the choice of

complete data in each iteration may depend on the current and previous estimates and on

the iteration index.

" Start, n = 0 : guess (0)

" Until some convergence criterion is met,

- Choose a complete data X,,.,, where,

_q() f f(n, (OJ,..., ( )) (2.60)

- The E step: calculate

Q9,.,(!; = E {log fx,., f ) ;()} (2.61)

- The M step: solve

0(n'1) = arg maxQ.,.(9; V1)) (2.62)

-n = n--1

The proposed EEM algorithm preserves the basic monotonicity property of the EM algo-

rithm. Since the convergence properties of the EM algorithm were proved using the Global

Convergence theorem, they will follow through to the EEM algorithm, if the conditions

developed in section 2.2 holds for every 3 E 3. These properties of the EEM algorithm hold

regardless of the rule f we use for changing the complete data. A carefully designed rule

may provide an algorithm with better properties, however. Such :ules will be suggested in

the following section.
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2.4.2 Motivation and rules for changing the complete data

The following simple situation may motivate the usage of the EEM algorithm. Suppose

that, in a specific problem. two complete data definitions may be considered. Each choice

of complete data generates a different algorithm for maximizing the likelihood of the ob-

servations with different convergence properties. Following the EEM idea, we may switch

between these algorithms. If one specification of complete data generates a simpler but

slower algorithm, we will start using the simpler algorithm and then, near the convergence

point, switch to the other algorithm to converge to the solution faster. If one algorithm

converges to an unwanted stationary point of the likelihood, which is not a fixed point of

the other algorithm, we will switch to the other algorithm to avoid it.

In general, the family of complete data specifications is indexed by 0 E B, where 3

is an arbitrary index set, say, a subset of the k-dimensional Euclidean space. The choice

of complete data may depend on the current estimate of the parameters. In the general

case, the following strategies may be used to obtain algorithms with better convergence

properties.

Accelerating the convergence rate

Loosely speaking, the rate of convergence is faster. when the complete data can be better

predicted from the observations. Thus, changing the complete data in each iteration, de-

pending on the current parameter model, ON , in such a way that it may be better predicted

from the observations, will improve the rate of convergence.

More specifically, an EEM iteration is given by (-1) =,s( (1 ). It satisfies

D 10Q.(& {1); 9(N)) = 0
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Since the vector D1Q(_ 9(")) - D'0 Qs(,Af(&_); 9(n)) = 0, its derivative with re-

spect to the vector #_(n) is the zero matrix, i.e.

o- D'°QI(Mf(9(n)); =_(n)) - DMa (9(n)).D'°Q8(Me(g(n)); _( )) Q((Mo(i(" t))

(2.63)

Now, in the limit as n - ., 9 (n) - 9 (n) _ 9_ and we get

D M (In) D 11Q,9((n-4 1; (f)) [D20Q a(!(n+1); !(n)) D = Q tD'oQa(f(n); (?))}l

(2.64)

The largest eigenvalue of DM(n (' )) will define the rate of convergence. To accelerate

the convergence, we want to choose a complete data (i.e. 3), that will minimize this largest

eigenvalue.

Depending on the set 5, it may be possible to find 3 E B, in terms of 0("), that solves

the following equation

_ f(13,(('))) = 0 (2.65)

In this case, the convergence rate of the EEM algorithm will be superlinear.

Avoiding unwanted convergence points

We wish to find a global maximizer of the likelihood function. However, under the conditions

of section 2.2, an EM algorithm with a fixed complete data specification is only guaranteed

to convergence to a stationary point of the likelihood. Nevertheless, not every stationary

point of the likelihood is a fixed point of an EM algorithm. If a family of complete data

is given and a specific stationary point is not a fixed point of all the EM iterations that

correspond to the members of this family, then following lemma 2.1, we may find a complete

data specification, that will take us away from this unwanted stationary point. Once we
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have avoided a stationary point and we find a parameter value, for which the likelihood is

higher, then due to the monotonicity property, we will never return to this stationary point.

When the given set of possible complete data is indexed by 3, the following rules for

choosing 3 in each iteration, in order to avoid unwanted convergence points are suggested:

* Choose a random 3 in its domain.

* Search for 3 that give the largest increase in the likelihood. If searching the entire

domain of 3 is complicated, search in a sub-domain, which may be picked randomly

One may argue that these rules are heuristic and ad-hoc. However, the whole area of

global optimization of non-convex functions is heuristic, and depends on the specific goal

function. Our approach potentially provides an improvement, within the framework of the

EM algorithm, in the sense that, even when it fails to find the global maximizer, it finds a

better local maximizer.

2.5 The EM algorithm for general estimation criteria

The EM idea may be applied to general inference problems, other than parameter

estimation problems, and a variety of estimation methods, other than the ML method.

We will start by suggesting a formal structure of the EM algorithm for general estimation

methods. Then, using the general Minimum Information criterion, we will show that a wide

class of estimation methods reduce to optimizing a criterion composed of the log-likelihood

and an additive penalty term. An EM method for optimizing these criteria, analogous to

the EM method for ML, will be suggested.
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2.5.1 Formal structure

As before. let Y be the sample space of the observations, and X the sample space of the

complete data.

Suppose we observe x E X. We want to find a model or a structure, 7r, that will "ex-

plain" 1. Since we consider statistical inference methods, a model will define a probability

distribution or a p.d.f., fx(z; ir), over the set X. The model may be as simple as a param-

eter specification or as complicated as a full, unconstrained description of the underlying

probability measure.

The a-priori knowledge, the model complexity and a cost function for measuring goodness-

of-fit of the model to the observation, will determine the procedure for estimating this model.

There are many ways to incorporate knowledge, complexity and goodness-of-fit measures,

which explains the variety of criteria for statistical inference. However, in any inference

procedure we may find the following two characteristics:

* Eztraction of sufficient statistics: Not all the observed data is relevant to the model

estimation goal. Extracting only 7(;) from the data, where 7(.) is many to one

function, is sufficient.

" Optimization: The pousible models are compared and a model estimate * is generated

by a procedure T(7(Z)} = k, which is usually a result of solving an optimization

problem:

ar =gmin F(7 (); r)

We assume that given z E X, i.e. given the complete data, we have a satisfactory solution

for the model estimation problem. In other words, there exists a way to incorporate the
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a-priori knowledge, to measure the complexity and goodness-of-fit of a candidate model,

to calculate the required statistics and to solve any optimization problem, that is implied

from the above. A satisfactory solution consists of a set of formulas, a detailed algorithm

or a program. Thus, we may imagine the existence of a "black box", whose input is a

measurement z E X and whose output is a model estimation, fr.

Suppose now that we observe the incomplete data, y E Y, where V - T(z) and T(.)

is non-invertible (many to one) transformation. Any candidate model will define a p.d.f.,

fy (V; ir), over the set Y where

ffx(a; 7r)dx (2.66)

and the set X(y) is given by (2.4).

We assume that we do not have a satisfactory direct way to determine the model or the

structure, given the incomplete observations, either because we cannot specify the procedure

for determining the model, or, when the procedure is specified. simply because implementing

that procedure (e.g. solving the implied optimization problem) is difficult.

The EM algorithm, which we now formally present, is a possible method for determining

the model, given the incomplete observations, by making an essential use of the availability

of a satisfactory estimation procedure for complete data observations.

* Start, n = 0, initial model r(O)

o Iterate (until some convergence criterion is met)

- The E step: calculate

(-) = E {17() f Y (l I f} 7 (r,)Ix1V(j; w))d; (2.67)
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- The M step: solve

,r .7* 7 .T7(n);7r} arg min F(7 1 ;r) (2.68)

2.5.2 The EM algorithm for the Minimum Information criterion

Minimum Information (MI) is a general method for solving inference problems, suggested

originally by Solomonoff [211 and recently by Hart [22!. This method generalizes the ML

and MAP methods. This method may be applied to situations, where a general structure.

or model s should be estimated. This method also enables to incorporate a more general

a-priori information.

Given data, Y E Y, the MI method estimates the model x by,

*=arg min I(y, x-) (2.69)

where 1(.) denotes the (self) information. The joint information I(y, x) may be written as,

,.) = )1()

where I(M/r) is the conditional (self) information.

The MI criterion implies many estimation procedures, since there are many notions and

definitions of information. We will usually use the more quantitative ones:

" Combinatorial information, due to Hartley [231.

" Probabiliutic (Shannon) information, due to Shannon [241 and Wiener [251.

" Algorithmic (Kolmogorov) information, due to Solomonoff [211, Kolmogorov 1261 and

Chaitin 1271.
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These three notions of information are summarized in '261.

Shannon information is the most adequate for !(M/;r), since a given model provides a

probabilistic description of the observations. Thus, 1(y; ;r) = -log fy (V; r), and the MI

criterion reduces to the minimization of likelihood-like criterion,

C(r) = - log fy(V; Xr) - I(r) (2.71)

Shannon information may be adequate to describe the information, given by specifying

a model x, if we know that all possible models belong to a well defined set 1, and an a-priori

p.d.f., fn(;r), defined over H. is given. In this case 1(r) = - log fr (w) and the MI criterion

reduces to the MAP criterion, i.e. we estimate-the model by,

=arg max [log fy(V; ) + log fn(r)] (2.72)

r~rn

Other examples will involve the algorithmic notion of information, which measures the

information of an observed data by the number of bits needed to describe it. As shown, e.g.

'28i. the algorithmic (Kolmogorov) information cannot be computed when no constraints

on the "language" used to describe the data are specified. However, given a constrained

framework, this information may be specified quantitatively.

A special case. that uses the algorithmic information, in a constrained framework, as a

criterion to weight a given model, is known as the Minimum Description Length (MDL).

This criterion was suggested by Rissanen [29,30,311. The description length needed to

describe the model was given explicitly by Risanen for the problem of determining the

parameters 01, . . . 0, together with their number n. The conditional information of the

data, given the model, is interpreted as the code length needed to describe the observation,

given the model. This term is, as above, the log-likelihood, or the Shannon information, of
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the data, given the model. Thus, in this came the MDL criterion requires solving,

Ai.#O = ag mini - log /y (W(; _) i llogNI (2.73)

where N is the length of the observation sequence.

For all these cases, where the conditional information of the data with respect to the

model is the probabilistic (Shannon) information, the MI criterion has the form of (2.71),

and the EM algorithm of (2.67),(2.68) becomes,

* Start, n = 0, initial model r(°)

" Iterate (until some convergence criterion is met)

- The E step: calculate

Q(r: ;r(n) = E f{logx(X; )) (n) (2.74)

Note that this step corresponds to the E step of the regular EM algorithm, (2.17).

- The M step: minimize

j )= argmin [-Q(X; I(')) - i(r) (2.75)

-n n-

This algorithm was suggested in 2! for the MAP criterion.

It is easy to show that each iteration improves (decreases) the likelihood-like goal func-

tion of the observation (2.71). The goal function may be written as

C(,r) -(,,) +- 1(r) -'Q(w; r') - H(w;,x')] I1(;r) (2.76)

where Q(.; .) and H(.;.) are defined in (2.11). Thus by a simple extension of theorem 2.1,

we conclude that

(i-)! G( ) (2.77)
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where equality holds if and only if both

_ =o rn) tQ;~n, ( (,,!n) (2.78)

and

f2[.!(; 'r"+') =f& .(/Y; ,)(n)), a.e in X( ) (2.79)

Due to the monotonicity property, if the goal function is bounded, the sequence, C (n)

where Gt") = G(xr()), must converge to a limit G". Also, a global optimizer of the goal

function must be a fixed point of the algorithm.

For proving other convergence properties, such as convergence to a stationary point,

convergence of the model estimate sequence and the rate of convergence, we need that the

set of models 11 will be a subset of a metric space. Otherwise, the notions of distance,

convergence, continuity etc. are undefined. When 11 is a subset of a metric space, those

convergence properties are readily available. We will use the results developed in section 2.2,

where Q(_; 1) is is replaced by -Q(x; r') - 1(ir). Thus, convergence to a stationary point

is guaranteed if

Q(r, "') ,- I(r) is continuous in both ir and sr' (2.80)

The rate of convergence near the convergence point is the largest eigenvalue of

- D' ° ( ' ' ; ,') [ D2OQ(x-; X') - D21(j')]-1 (2.81)

where D20 Q(r'; _") in equation (2.44) is replaced by -D 20 Q(x;r ' D2 1(r).

2.6 Possible signal processing applications

The EM algorithm and its extensions developed in this chapter, will be applied later in

this thesis to solve a variety of signal processing problems. We will conclude this chapter
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by trying to characterize the problems that are naturally solved using the EM method.

In many cases, we will describe the possible applications of the EM algorithm, as having

noisy and incomplete observations. As an example, we became interested in the EM algo-

rithm, while considering the problem of power spectrum estimation from a short record of

observations. The modern spectral estimation techniques, e.g. Burg's Maximum Entropy

technique [321, achieve high resolution by artificially extending the observation period or

the autocorrelation support. This solution requires the exact knowledge of the autocorre-

lation values. However, the sample autocorrelation values are only noisy estimates of the

real correlation values. In our opinion, a better approach for high resolution spectrum esti-

mation is to consider the short observations record as noisy and incomplete and to model

the spectrum estimation problem as a statistical ML problem. Following these considers-

tions, we have presented in 133!, a parametric spectrum estimation method based on the

EM algorithm. This method, suggested originally in i33!, was later investigated by various

authors 341, 735i.

In general we can define two classes of possible signal processing applications. The

first class contains signal processing problems having partial or distorted observations. The

problems of this class are characterized as follows: We may be interested in estimating

unknown parameters or even reconstructing a whole waveform, For this task, it is desired

to measure some signals. However, we observe only a mapping of the desired signals, such

as,

" the magnitude of the signal(s) or

" the sign or the hard limited version of the signal(s) or

" the quantized signal(s) or
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* the aliased signal(s)

or any other partial information. Since the observations are distorted and incomplete the

statistical problem associated with the signal processing problem is complicated. The EM

algorithm provides a natural solution to these problems, where the complete data is defined

as the undistorted signals. The algorithm iterates between estimating these undistorted

signals and updating the desired parameters.

The second class of applications contains signal processing, problems for which the ob-

servations are described as a combination of simpler signals. We are interested in estimating

signal parameters or reconstructing a signal waveform; however, instead of observing the

desired signals, we observe a combination such as,

• sum of signals or

" multiplication of signals or

" convolution of signals

or any other combination. We use a probabilistic modeling of the various signals. With

the observations above, the signal processing problem is modeled as doubly (or multiply)

stochastic phenomena. The statistical problems generated by doubly stochastic models are

usually complicated. The EM algorithm provides a natural solution to these problems,

where the complete data is the set consisting of all the separate signal components. In the

doubly stochastic case this complete data is equivalent to the set consisting of one of the

"hidden" signal components and the combined observations.

Many applications that belong to this class may be considered, since combined signals

are common in many practical situations. In chapters 4 and 5, we will consider examples
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that belong to this class of applications and solve them via the EM algorithm.

We conclude this chapter by briefly presenting two previously suggested applications,

which fall naturally within of the EM framework. The first application is the problem of

estimating the parameters of a stationary signal in a stationary noise. The EM solution

to this problem is referred to as the iterative Wiener filter. The second application is the

estimation of the parameters of a Hidden Markov Model (HMM). The EM solution to this

problem is widely known as Baum's algorithm. We point out that both these previous

applications belong to the class presented above and are thus analogous. We believe that

an additional insight to the HMM analysis can be gained by presenting it in terms of an

iterative filtering technique.

The iterative Wiener filter

Let s(t;_f) be a stationary (discrete) random process, and suppose that this process is

observed in additive noise, i.e. we observe

y(t) = s(t; )- n(t) (2.82)

where n(t) is also a stationary process. We are interested in estimating the signal parame-

ters. and, in some cases, in filtering the signal.

This model was suggested in 13] to represent a speech enhancement problem arising

from single microphone measurements. In this case, the speech signal is modeled as a

stationary autoregressive (AR) process with unknown coefficients, referred to in the speech

context as Linear Prediction Coefficients (LPC). Speech signals are frequently modeled as

AR processes, since this model captures the important features of the speech signal, at least

for a short enough observation window. We may be interested in finding the speech LPC
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parameters, say for vocoding or for use in a speech recognition system, or in enhancing the

speech signal. If the speech signal is observed without the noise, the LPC parameters are

easily estimated by solving the appropriate normal linear equations. However, estimating

the parameters from noisy observations is complicated.

The iterative Wiener filter suggested in (31 can be interpreted as an EM algorithm as

follows. Let the complete data be defined as the speech signal, s(t; _), and the noise signal,

n(t), separately. An equivalent definition is to let the complete data be the speech signal,

s(t: 9) in addition to the observed signal. y(t). From the discussion above, if we observe the

signal without the noise, the task of estimating the parameters will be easy. In addition,

having the signal parameters, we may estimate the signal, i.e. filter it from the noise, using

a Wiener filter. This suggests an EM algorithm, that iterates between Wiener filtering,

applied to the observed signal. using the current spectral (or LPC) parameters of the signal

(the E step) and updating the spectral parameters using the filtered signal (the M step).

We note that the filtered speech signal, i(t), is achieved as a by-product, while imple-

menting the E step of the algorithm.

Hidden Markov Models and Baum's algorithm

Hidden Markov Models (HMM) are interesting and rich statistical models, that have been

used frequently to model complex real problems. The iterative Baum's algorithm, suggested

in [361, which is now recognized as an instance of the EM algorithm, was suggested for the

statistical analysis of HMM. These models are extensively used for modeling the mechanism

that generates the speech signal, and are applied in speech recognition systems. A review of

HMM may be found in j371, and a review of their application to automatic speech recognition

may be found in 381. We will now briefly present the Hidden Markov Models and Baum's
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algorithm, from a different perspective.

Suppose we observe the sequence V0, Y,'", YN -I. A hidden Markov model assumes

that the observations are probabilistic functions of a finite alphabet Markov chain. In other

words, there exists a hidden Markov sequence, so, si,''',Sv-j, such that the observed

sequence is a result of combining the Markov sequence with another stochastic contribution,

i.e. the model assumes that for each 1', there is a conditional probability distribution

p(yjI s, = ah) k = 1,...,MA (2.83)

where {a,." , cim) is the alphabet of the Marko chain.

Using this point of view, the observations, {y,}, in a hidden Markov model are the result

of a "signal" - the markov chain {si}, combined with "noise".

The unknown "signal" parameters in this case are the transition probabilities repre-

sented by the matrix *, and in a non-stationary case, the initial probability vector X.

Sometimes, the "noise' parameters, i.e. the parameters that define the conditional proba-

bilities of (2.83), are also unavailable. The ML problem for estimating these parameters is

usually too complicated to solve directly.

The complete data will be the hidden "signal" in addition to the observations, which

is equivalent to observing the "signal" and the "noise" separately. This complete data is

analogous to the complete data used in the iterative Wiener algorithm. Suppose we observe

the hidden Markov chain. If the unknown parameters are all entries of the transition

matrix, the ML estimate of say tt,* is achieved by counting the number of transitions from

the symbol aj to the symbol aj, divided by the number of occurrences of the symbol oe.

The "noise" parameters may also be estimated easily, given the "noise' realization, which is

determined, when the observations and the underlying hidden Markov chain are available.
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The specific procedure is defined depending on the specific parameterization.

In the iterative Wiener algorithm where a stationary signal in a stationary noise have

been considered, the E step was implemented in the frequency domain using a Wiener

Filter. In the HMM case. where the signal is a Markov chain, Bellman's sequential dynamic

programming algorithm .391, can be used. Bellman's algorithm is sometimes referred to as

the Viterbi algorithm. The E step, which estimates the required statistics of the hidden

Markov chain, needed for updating the parameters, is thus implemented by an efficient

sequential algorithm.

The detailed Baum's algorithm is presented explicitly in '37 , page 11 and elsewhere.

The interpretation of this algorithm as an iterative filtering algorithm gives an additional

insight, that may help suggest enhancements to this algorithm.
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Chapter 3

Sequential and Adaptive

algorithms

In this chapter, we will suggest and investigate sequential and adaptive algorithms,

that are based on the EM concept. Sequential and adaptive algorithm correspond to the

case where the data is processed sequentially and an output is expected, whenever each new

block of data is processed. We denote the n - 1" data block by Yni' and suppose that

the desired output is an estimate of a parameter vector, P. The general structure of any

sequential (or adaptive) algorithm is,

The desired output of a sequential algorithm is either identical to or at least asymptoti-

cally identical to the result achieved by processing the whole data at once. The advantage of

the sequential algorithm over the batch algorithm is not in the final result, but in computa-

tional and storage efficiency and in the fact that an output may be provided without having

to wait for all data to be processed. Adaptive algorithms correspond to the case where the
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underlying system features are time varying, and the algorithm is expected to track the

varying parameters. In this case, processing all the available data jointly is not desired,

even if we can accommodate the computational and storage load of the batch algonthm

and can afford to wait to the end of the data, since different data segments correspond to

different parameters values.

Sequential and adaptive algorithms may be suggested based on an iterative algorithm

in the following way. Given the current estimate, _(' , the next iteration takes into ac-

count the new data block, , for generating the updated value, _(,,-)* A well known

example is the stochastic gradient algorithm, which is an adaptive version of the itera-

tive gradient algorithm. As another example, the recursive least-squares (RLS) algorithm

and the (extended) Kalman algorithm are sequential algorithms based on the iterative

Newton-Raphson method. Similarly, the iterative EM algorithm may suggest sequential

and adaptive algorithms. These algorithms will be developed in this chapter.

The chapter is organized as follows. In section 3.1 we will develop sequential algorithms

based on the EM method, that may be applied only when the underlying estimation problem

has a special structure. In section 3.2 we will use approximations and develop sequential

and adaptive algorithms, based on the EM method, that may be applied in general. The

sequential algorithms, presented in this chapter, will be analyzed in section 3.3

3.1 Sequential EM algorithm. based on problem structure

In this section, we will identify the cas where the underlying estimation problem has a

special structure, and suggest sequential EM algorithms tnat exploit this special structure

The next section will demonstrate that, in general, a sequential algorithm cannot be derived
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as a direct consequence of the EM method. Only using approximations will we be able to

suggest sequential and adaptive algorithms for the general case.

3.1.1 Sequential EM with exact EM mapping

Throughout this chapter, we will consider the observed data as blocks, I,, M2,.

to be processed sequentially. The complete data is denoted lt 9 , ,..., and is chosen

so that each block of observed data M, corresponds to a block of complete data, J., by

= T,(,) (3.2)

where T.(-) is a non-invertible transformation.

In this environment the log-likelihood of the observations, after n + I data blocks have

been observed, is given by.

L, 1 (1) = logfy.., y,(ln.-i'" " " V V ) (3.3)

Using the complete data, rt,' " ", , 1, and following the identity (2.12), the log-likelihood

of the observations may be written as,

L..(t) = Q.. 1 (9; f) - H..,( ;t) (3.4)

where

Q".,(t, ) E (loglx.. , ,( .- I...... ;.. (3.5)

Hfte, I E flot/. f x .. , .(" '' ;eI, ",,¢ (3.6)

An EM algorithm for solving the maximum likelihood problem, given these n - 1 blocks

of data. using the above definition of complete data, is given by the following iteration,

a,'' =.g m_ Q..,I(C; 0") = arg mxE ( log/x. f x ,( ,.- , a X1 ,."4-4-oti) fe )) u no ,..

(3.7)
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where k denotes the iteration index and n the data index.

A sequential EM algorithm with exact EM mapping is a method that recalculates in each

iteration, as more data is processed, the exact steps of the EM algorithm for maximizing

the new likelihood function. For convenience, suppose we perform a single EM iteration for

each new observed data block, i.e. the iteration and the data indices are equivalent. This

mapping is given by (3.7) where k is replaced by n. This EM mapping is, in general, a

function of all given observed data blocks; thus, it may written abstractly as,

n-= I ''(g); Y.,"', 1 ) (3.8)

The exact EM iteration may be implemented recursively, when the effect of the past

data blocks, M,.,'", M, can be summarized into a small number of simple quantities. We

may algebraically manipulate the given expression for the EM iteration and achieve an

equivalent expression, that may be written abstractly as the mapping,

9_(n-1) - W' (el"): (3.9)

where g indicates easily stored and updated functions of the past observations.

We will assume that the structure of (3.9) may be achieved for all ni. In this case, we

suggest the following sequential EM algorithm:

" Start, n = 0 : Guess j(0). Initialize j(.,...) = 0

" For each new data block, yn.

- Exact EM mapping: Update parameters,

-_n 1) - I (!_i); Y. II ( ,. ,d)

- Update and record , t) for the next step
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-n=n-1

In each step, this algorithm implements the exact EM mapping for maximizing the new

likelihood L,1(9), and thus, L,.t((n+,)) > L.+(9(").

This algorithm has been presented abstractly so far. To fix ideas, we now present a

simple example, in which a linear least squares problem is solved recursively using this

algorithm.

Example: Sequential Least Squares EM algorithm

It is well known that the linear least-squares problem may be posed as a statistical maximum

likelihood problem, in the following way. Suppose we observe a vector, = (yl, )T,

given by,

= A.- 0n (3.11)

where 0 = (91, . ... )T is the unknown parameter vector, n = (hi,'", n,) is the noise

vector, where {n,} are i.i.d random variables distributed normally with zero mean and

variance a,2, and A is a given (n x k) matrix, which may be written by columns as A =

, , or by rows as A " = , ",,. In this case maximizing the likelihood of the

observation yield a least-squares problem as,

M - arg max log fy (j; 9) = arg min 7v:- A.01" (3.12)

We start to develop an EM algorithm to this problem by, choosing the complete data.

Suppose that the vectors are defined as,

I) = 1, * . - M1, (3.13)

where al, is (n x 1) noise vector, whose components ny, are zero mean Gaussian i.i.d random
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variables with variance 3,a. Assuming that {a} are uncorrelated and that 3;= 1,

we have

= ; , (3.14)
j=1

The complete data is defined as the set (I, I'=, . Writing the complete data as a long vector,

I= (a,., I), the relation between complete and incomplete data is given by y = H.

where H is the non-invertible (n x n k) matrix

k times

This is a (simple) Linear-Gaussian case situation; using the results of section 2.3, the E

and M steps of an EM algorithm for solving the least-squares problem of (3.12) are given

by,

" E step:

fl*-1) = N

" M step

) =argmin 1 ;(n) -a 2'  =' = 2 n1,a, k (3.16)

Combining these two steps we get the iteration,

9_ n-"" ) = 00f") + di,,g ;,.--- . AT Ak " 3.7

where diag(.,..., .) is a diagonal matrix.

A sequential algorithm, based on the iteration (3.17), according to the exact EM map-

ping method, may now be easily developed. Define a "correlation matrix", .4, and a

"cross-correlation vector", E., for the least squares problem of order n in the following way,

rAn = !A A = 2.2,n n
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1
p,=Lt = ,.,(3.18)

Given a new meaurement. , we can update . and , recursively, as,

n n. l 2nT

=n. , n (3.19)

The exact EM iteration (3.17) may be written as,

ON - diag 1  At+1 e(n) (3.20)

which can be calculated recursively, since all required quantities ate calculated recursively.

The sequential least squares EM algorithm (SLSEM) is completely specified by (3.19) and

(3.20).

As a final comment, we may compare this SLSEM algorithm to the well known LMS

and RLS algorithms, which also solve this linear least squares problem recursively. The

LMS algorithm is specified by the following recursion,

On") = (f) - , (- - r (,) (3.21)

where 9_ is the i"' component of the vector 9.

The RLS algorithm, which exactly solves in any step the n81' order least-squares problem

is specified by,
-,,= 1 _ (n i) - . (.. .r a,)

S-- ",, - ,. /(3.22)

where A,_ may be calculated recursively as,

A 1 .4 _ A a 1 Q,.A,,
- - -- (3,23)
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We notice immediately that the complexity of the LMS algorithm in each iteration is

linear in the number of unknowns k, while the complexity of the SLSEM algorithm and the

RLS algorithm is quadratic, of order k2 . The SLSEM algorithm requires less computation,

however.

A few experiments with these algorithms indicate that the convergence of the SLSEM

is faster than that of the LMS algorithm. The convergence of the SLSEM algorithm is,

of course, slower than that of the RLS algorithm since the RLS algorithm exactly solves

the least-squares problem in each step. However, the convergence rates of the RLS and

SLSEM algorithms to the true value of the parameters, as a function of the data index, are

comparable.

3.1.2 Sequential EM algorithm based on recursive E and M steps

The sequential EM gorithm presented now is applicable to the following situation.

Suppose that, given the complete data, there is a sequential (or adaptive) algorithm for

estimating the parameters. Also, suppose that the required statistics of the complete data

may be estimated recursively from the observations. In this case, as each new block is

observed, the necessary new complete data statistics are estimated recursively, given the

current value of the parameters - the E step. Then. the parameters values are updated

sequentially, given the new estimated block of complete data statistics - the M step.

To be more specific, suppose that, if the complete data, T1, 2,' . . , X",.' is observed,

there is a sequential (or adaptive) algorithm for estimating the parameters, i.e.

0(" + 1) = G ( (3.24)

where t(zj.i) are the statistics to be extracted from the new data zft,.. The statistics
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( 1) are extracted from the past data. Since (3.24) represents a sequential proce-

dure, these statistics are easily stored and updated.

Unfortunately, the complete data is not available. We only observe the incomplete data,

MI, V2, ""-YM,' ..' so we cannot estimate the parameters via (3.24). Following the EM idea.

we should estimate the complete data statistics, needed for the sequential algorithm of

(3.24), by taking their conditional expectation, given " and the current value,

9N, of the parameters. These conditional expectations may be calculated sequentially too.

Consider, for example, the case where the complete data is composed of two Gaussian

signals, say s(n) and wu(n), and the observed data is the sum of these signal, i.e. y(n) =

s(n) -4- w(n). The conditional expectation of the complete data, given the observation, in a

non-sequential EM algorithm requires a Wiener filter. However, this conditional expectation

may be achieved sequentially, using a causal Wiener filter or a Kalman filter.

A sequential procedure for estimating the required complete data statistics may be

described abstractly, e.g.,

E I } 600' (3.25)

where the functions j, summarizing the contribution of past observations, are easily stored

and calculated.

A sequential (adaptive) EM algorithm, based on recursive E and M steps is presented

formally as follows.

" Start. n = 0 : Guess gO ). Initial (.,...) = 0

" For each new data block ,'
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- Sequential E-step: calculate

= E {(_ .. ,z)i M.- )  = 9()) (3.26)

- Sequential M-step: Update parameters

9(n+, 1) = C I , i_, 9(n)) (3-27)

- Update and record t(_.,., , ) for the next step

- n = n- 1

Suppose that the recursive procedure (3.24), suggested when the complete data is given,

increases the likelihood of the complete data L,. 1 (9), i.e. it satisfies,

In this case, it is easy to show that the recursive algorithm suggested by (3.26) and (3.27)

increases the current likelihood of the observations, as follows. This is true because the

function Q. 9i (9; j('1)) has the same functional form as LnI (f), where the estimated statis-

tics, t" and i, are substituted in place of the statistics, t and r. Thus, if (3.28) is true, then

(3.27) implies

Qn I(_(n *l; _(n)) > Qn.1(_(n); j(n)) (3.29)

Using (3.4), (3.29) and Jensen's inequality we get,

L. I(I (n 1)) L...i (1(n)) (3.30)
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3.2 Sequential EM based on stochastic approximation

The sequential algorithms presented so far were suggested by assuming that the under-

lying problem had a special structure. In this section, we will address the general situation.

Unfortunately, sequential algorithms may not be derived directly from the EM algorithm in

the general case. We will therefore suggest algorithms, that approximate the EM iteration,

in order to get a recursive implementation. We will be able to show that these algorithms

belong to the class of stochastic approximation algorithms, for which a general theory is

readily available.

3.2.1 The EM algorithm: General sequential considerations

The log-likelihood of the observations, given n -- I data blocks, is given by (3.3). Define,

L,_i/,(j) = logfy.,,y, /, Yi" q; _) (3.31)

The log-likelihood of the observations may be written recursively as,

L, )= L,() - L,..,(f_) (3.32)

or as,

L =.|(j) = LI(g) .L,. 1I/,(1) (3.33)

In order to develop a recursive algorithm, we refer to the recursive formula for the

log-likelihood (3.32). Analogous to (3.4), the term L, may be written as,

L,(j) = Q.(j; E') - H.(!; ') (3.34)

where the complete data is defined to be &I, " , I. For the term L, /,, the complete

data is g;.. and following the same considerations which lead to (3.34), we may write,

L s(f)= Qa a(d; ) - H, ./f( ; ') (3.35)
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where

Q.-Ii.(g_, e) E f.log fx-_,. , r(X. / .,..... mi .. _I€ (3-36)

,= E{log fx._,,, Y(,i..,,..., ,_. (3.36)

Therefore,

(3.38)

and we have,

H', (9.; _') < e';9) and H,- 11,,(!; e) < H,. 1 1.!('; !) (3.39)

One could try to achieve a recursive algorithm by maximizing either,

Q.(_; _(n)) + Q,,.,,,.(; 2(n)) (3.40)

or,

Q I R; 2(")) - Q2/ I(R; 9e(n)) Qn- ... n.j(2; _2(n)) (3.41)

since maximizing either (3.40) or (3.41) will generate a new value 8(n"-) that increases the

likelihood L...1 (f). However, despite their seemingly recursive structure, these maximiza-

tions cannot be performed sequentially in general, because:

" Calculating Q I/n involves the past data M,,

" For each new parameter value, the conditional expectations needed for the term Qn,

or the terms Qt,Q2/I,'",Q,/ -1, should be recalculated. This requires using the

past data samples.
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An approximate sequential algorithm

From the discussion above we conclude that a general sequential algorithm, that will imple-

ment the desired maximizations of (3.40) or (3.41), cannot be specified. However, consider

the following sequential algorithm,

* Start, n = 0 : Initialize *O(f) = 0. Guess 9(°)

9 For each new data

- E-step: calculate

Q'I/(,i(n)) = Elogx(.;) . (3.42)

- M-step: solve

- ar. m, --Q:-,'-(-°'-(ft))- 3. *,(O)] (3.43)

- Record for next step

,,, (e_ q., =,,,_. - 3'. *,,(9_)

n n- I3_

This algorithm approximates the desired procedures as follows. First, the term Q. - "/n); 
(f)

is approximated by Q".1/ ,(I; &)), given by (3.42). We will use in this approximation some

past data values, In'"..., a-, as long as Qs.,/1 is calculated recursively. We note that, if

the different observation blocks are independent, Q.1/f = Q,.1 /. In general, the weaker

the successive observations blocks are correlated, the better this approximation becomes.

Second, the previous terms are not recalculated. We calculate each Q,./,, using the cor-

responding parameter value, f('), and we simply accumulate these functions and generate
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*,. () recursively. Also using this algorithm, the previous terms may be weighted, according

to the choice of 3,,. By an appropriate choice, we may reduce the contribution of the past

data and track varying parameters in the adaptive situation, or we may weight the past

data more heavily, to guarantee convergence and consistency, for a sequential algorithm.

Although it seems that this algorithm is based on ad-hoc approximations, we will be

able to show that this algorithm belongs to the class of stochastic approximation algorithms.

Later in the chapter, we will use results developed for stochastic approximation algorithms

to calculate the asymptotic distribution of the estimator and prove its consistency. However,

before that, we will briefly present the stochastic approximation idea.

3.2.2 Stochastic approximation

In a typical problem for stochastic approximation, a sequence of random variables (vectors),

{ }. is observed. We assume that the sequence is stationary. in the sense that each M, has

the same marginal distribution, and that it is ergodic. At each instance, a function of the

observed data and the desired parameters, L(9_ ,), is given. We want either to optimize

the unavailable ensemble average of L. i.e. to find

max E.i{L(; Y.)) = ma M(3.44)

or to solve an equation, that involves this unavailable expected value, e.g.

Et ( LI ; = 0 or L(t) = 0 (3.45)

The first problem is sometimes referred to as the Kiefer.Wolfowitz (K-W) problem 40!.

The second problem is referred to as the Robbins-Monro (R-.M) problem '411. By defining

L'(f a, L& , (3.46)
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a K-W problem for L may be reduced to a R-M problem for L'.

Suppose we have an iterative algorithm for optimizing L() of (3.44) or for solving the

(non-linear) equation (3.45). For example, the gradient iterative algorithm for maximizing

(3.44) will be.

00"' On -3 - Ev 2- (3.47)

We cannot implement this iterative algorithm, since the expected value of L and its

derivatives are not available. The stochastic approximation idea is to approximate the

expected value by the sample value. Since we have an ergodic sequence of realizations,

{ .}, the next iteration is performed using the next realization. This achieves time-average

that approximates the unavailable ensemble average values.

Specifically, the stochastic approximation of the gradient algorithm, referred to as the

stochastic gradient algorithm, is given by,

ON" - 3, 1- L (j(-); )(3.48)

In '42! and 431 it is shown that, if the observations sequence is ergodic and if (,') is a

sequence of positive numbers such that n- 3n = 0 and it satisfies.

E3,= oo and 34,<o (3,49)
,L=O n=0

e.g. $, = 5/n, then the stochastic gradient algorithm converges, in probability I and in

the mean-square sense, to the right solution of (3.44).

We note that, if the observed data is not stationary and we are looking for an adaptive

algorithm, then we usually choose constant gain 3 in some range, instead of (0.) as in

(3.49). This way, we reduce the weight of past observations and use the new input to track

varying parameter values.
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3.2.3 The EM stochastic approimtion algorithmn

The best statistical parameter estimation method, which we can hope to find. is a method

that solve$ the following Optimization problem:

a9su max E {lofqa~i) =argmaxl(J (350)

This is because the solution to this problem is the trw parameoter value. To prowe thi

claim, we note that using Jensen's inequality, we get

1(C) = f logfy.(L- I -) i fv. -, (L,.1 tCa )dv~ 5j(e) (351)

i.e. &. maximises J(C). We nowethat the equelity us (3.50) isachevWd. if and oaly if

fy, L.; )= fy. L_1 . almiot evetybe

The maximization of 1(C) can be accomplished mal Nowtoo-Raphms method or say

other optimization method. Insteod. we wil use asiteraivet algorithm for maxaamutalg1

based on the considerations leading to the EM algorthm. as follows.

Using z,...I as the complete data with respect to p.-. and fcilowiaig the misthod imd

for deriving (2.12). we may write J(C) so,

3(R) - Q(t C - SR Cr) (3$52)

wheore

Om(t;C)m {E oux.(.a C) CCI (353)

A~ )E.(E Wog Ix.., . _ .(r.- ILV.. C).., f 34

Considerngl the tuectice 0(t. f"), it as OWy to show WMu Jensens inequality for the

Ozeino isd the expectatam, tha.

47



.Analogous to the EM algorithm. an iterative algorithm for maxirmzing J(1) is given by,

=ArngmxQ((ff ' ) = arg max E { logfx,(1,1, - "'} (356)

where from 3 54) and (3 35). each Iteration of (3.56) increasm J(f)

Unfortunately. it is imposibie to implement (3 56). since the expected value with respect

to 1, is not available. Using the stochastic approximation idea, a stochastic realization

of (3 56) is performed as the (n - 1)" data block is observed. Thus. we get the following

stochastic approximation algorithm:

a"" , "~ E i of f-T.. 06.i, ) ,, }(3 57)

Following the notation used in the beginning of this section we will deGne

Q-I. ti" ) 11o fx.,.-A.i ) M,.-f )( 58)

In a sequential algorithm, the new data block together with the past data blocks should

provide a time-average approximation to the ensemble average of (3 56) This may require

weighting the past data more heavily Thus. we define recursively a function a.i(f) as.

*.I M = Q.-I #(I t("') - . .(f) (359)

and the general stochastc E%1 step will be

*q.-i) = *alma*.,.i -) (360)

which is the algorithm suggested in (3 43)

We note that this algorithm was also suggested in 441, dunng the investigaton of

approximation to the stochastic Newton algorithm
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3.3 Some properties of the sequential EM algorithms

Analysis of sequential and adaptive procedures, especially in a statistical or stochastic

context, has been the subject of extensive research efforts. The properties of the stochas-

tic approximation method, being the simplest, may be found in various references, e.g.

43,45,46,471 and elsewhere. This topic is probably one of the most difficult subjects in math-

ematical statistics: investigating convergence of complicated stochastic structures, proving

convergence in probability, in probability 1 or in the mean-squares sense and finding the

rate of convergence requires using advanced probabilistic tools from Martingale theory and

stochastic calculus theory. Thus, a typical assumption made in most of the references above.

in order to simplify the analysis, is that the observed data blocks are independent.

The analysis of the sequential EM algorithms for the stationary case, presented below,

is far from complete. Nevertheless, the following results were achieved:

" General asymptotic consistency: We will show that the estimator, generated by a

sequential EM algorithm, is asymptotically consistent. when the ML estimator is

consistent and the sequential EM iteration converges to a stationary point.

" Limit distribution: The limit distribution of the estimator will be given for some

sequential EM algorithms. These results are for independent observations, however.

The properties of the sequential EM algorithms should be investigated further. Detailed

analysis may require the use of more advanced mathematical tools. It is an interesting

research topic in mathematical statistics. The book by Kushner 47!, together with the

EM ideas and the preliminary analysis of the sequential EM algorithms, presented in this

chapter, should provide the starting point for this research.
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3.3.1 General asymptotic consistency

The analysis of sequential algorithms when the observations are not independent may, in

general, be quite complicated. However, some sequential EM algorithms have the property

that in the limit the convergence point is a stationary point of the corresponding likelihood

limit. Using this property we will prove the asymptotic consistency of these algorithms

as follows. The sequence of normalized log-likelihood functions at each instance, IL,,(t),

are shown to converge in probability 1 to a limit, I(!), whose unique maximum is the true

parameter value, ul,. Under regularity conditions, the derivative of the likelihood also

converges. Since the sequence of sequential EM estimates converges to a stationary point

of the likelihood, i.e. to zero derivative point, it converges to a zero derivative point of 1(f)

which is its maximum, i.e. the true parameter value.

Specifically. as discussed in Appendix B, for a class of ergodic sources, which include,

for example, all finite Markov sources, the sequence I L.(!) where L.(f) is given in (33),

converges uniformly in probability I to,

[(9) f //r.,_, (yn,y./-I"". ";f8,.) og /r., r_,, . y

(3.61)

Intuitively. the sources that belong to this class are ergodic sources, whose memory fades

fast enough. This result is also discussed in 48i.

The function 1(f) achieves its maximum at I = fa,,- Under regularity conditions and

the convexity of (3.61), &,, is the unique solution to the equation DI(f) = 0. Now, using

this fact and some well known results from analysis, the following theorem may be proved.

Theorem 3.1 Let the observations, .". -"" be generated by an evgodic source for which
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(3.61) holds. Let {0tn)} be an instance of a sequential EM algorithm such that for any
realization of the observations,

(i) the sequence of estimates {9~fl)} converges to a limit 9"

(ii) lim., 0 DioQn.('n-"i: 9')) = 0

Then. in probability 1, as n - oo, 9 -

The proof of this theorem is also given in appendix B.

The conditions of theorem 3.1 may be verified for many specific sequential EM algo-

rithms. For example the sequential EM algorithm with exact EM mapping satisfy the

condition (ii) above, for all n; thus. if the observation sequence is ergodic and satisfies

(3.61), whenever the algorithm converges, it generates a consistent estimator.

3.3.2 Limit distribution

The asymptotic distribution of several sequential EM algorithms can be calculaCed using

the following technique. The recursion defined by these algorithms will be approximated by

a recursion that resembles stochastic approximation algorithms, especially the stochastic

Newton method. Having this similarity. we will be able to invoke results developed in the

stochastic approximation context and show, in some cases, that in the limit the estimator

is distributed Normally around the true parameters value and has v n consistency. I e its

variance tends to zero as I \, u. We note that the possible connection between the sequential

E.M algorithm and the stochastic Newton method was pointed out in 44

Consider, for example, the stochastic EM algorithm defined by the recursion (3 60).

repeated here.

I arg max~qie

where #,_. is defined recursively by

*..IM = Q'., 'Ro")-
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and

E Elog fX(1..i~,, gI l = ,0" .'

Note that by the construction of the stochastic EM algorithm, _(m maxruzes *.(f)

We will assume regularity conditions. that allow certain operations, e.g. differentiation

under the integral sign.

An approximaion to the stochastic EM recursion may be achieved if, instead of solving

the maxinmzation problem of (3 60). a Newton-Raphson step. starting in &I. is performed

The resulting recurson is

.- I =,_ D2 ,,~.((.,) -i D~,..l((,) (3 62)

The gradient vector. D*,... a1ud the Hessian matrix. D2*... 1 , are alo iven recursively.

D*.-l~t~"') = D 0Q(l"E ' "..,) - 3, D*.( m))  (3 63)

= D20QI(ti'."). V.-) - 3. ,D ,,(f"') 13 64)

However. D*.,(E ") -0 since G1"' maximis *, Also. from 2 36)

DLc-Q(f%#". f"', 94-1.) = D logfy (1, 1 , f"') = S~v 1 f#ft

For exponential families, the second derivative of Q is such that - DIQ is the Fisher

information matrix of the complet, da,. Ix calculated at f"" Thus.

D2 .. i(t ") ) = -lxi 4")-3q DZ~t~If) = -/ (fifll-Jq -Iifj ') - .-, 
*q- 1 I(J

(365)

and soon If 3. a I then D'*.it') = -i- I)ix(t ) In this cm. from 1362) the

stochastic E.M teruon is approximated by.
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Recursions like (3.66) are typical in stochastic approximation algorithms. For example,

replacing Ix(_( ) by fyl._ ) = z L( _") in (3.66), yields the stochastic Newton method.

It has been shown. e.g. in 49, and 46i that the recursion (3.66) generates an estimator.

, which satisfies. under regularity conditions and provided that 2 Iy(#,,,,) > r ),

-- ( 0. I 2[y(2Iyv 1 - i) - ) (367)

in distribution, as n - The Fisher information matrices IX, Jy in (3.67) are evaluated

at - "

When 2Iy(t) ,, (g IX(a.), (3.67) above does not hold, (although the stochastic EM

algorithm may still yield a consistent estimator). However, it we choose the coefficients .3,

in such a way that the stochastic EM algorithm is approximated by

O et* " l  ( -( ) I - ( - 1 - )  (3 68)

and 0 , a < 2 ly (j,,,). ., < 1. then according to 46

," :(1'"t - - . (0. I.:1Y(21I ' - a))-' (3 69)

in distribution, as n - ~. and the asymptotic Normality and % n- consistency hold.

A iimiiar derivation using a Newton-Raphson approximation can be performed for the

sequential EM algorithm with exact EM mapping This algorithm generates estimates

accordiol to the mapping (3 7) that is

which may be approximated. using a step of Newton-Raphson algorithm by

14.1= -DZQ4 (I~ f4a vi -i Q 4 *(f~i~ y . I (3 70)
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Using the fact that DQ(("); q ,..) = 0 we may write

DQ,,- ( , = DL, , ( ) = ( )  (3.71)

For exponential families, the second derivative of Q will provide the Fisher information, i.e.

D'Q.-I (f(n), #In) -, MM " I I"...) = -X,,..jX' -x1(-
'W )) (3.72)

Thus the approximation (3.70) may be written as

9_(' X-i=x_'  I. o X (g'n)) • $(Vn 1Y.ni I ";0'  (3.73)

For the cae where the observations are coming from a finite markov source, the Fisher

information is written recursively as a sum of identical conditional informaion matrices. We

may again use the results of Sacks '491 and Fabian '46 to get Normality and -n consistency

of the estimator, an in (3.67), where the conditional information matrices Ix,, , x, and

[y, y.. replace the matrices Ix and ly.
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Chapter 4

Parameter Estimation of

Superimposed Signals

In this chapter. we will consider the problem of estimating parameters of superimposed

signals observed in noise, which occurs in a wide range of signal processing applications.

This problem will be approached in this chapter using the iterative EM method, presented

in the previous chapters. In the next chapter, we will apply the proposed iterative method

to another important signal processing problem, namely, the multiple microphone noise

cancellation problem.

A specific example of the applications, that are considered in this chapter. is the multiple

source location estimation problem, using an array of sensors. In this problem, we have K

sources radiating signals towards an array of M sensors, as illustrated in Figure 4.1. The

location of the sensors is known, and we want to use the relative time delay between the

observed signals from the different sensors to estimate the location of the sources. The

signals. received by the array sensors due to the k"A source, may be represented as the
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Figure 4.1: Array-Source Geometry

vector signal, U(t), where the m'h component of this vector is the signal received by the

Mth sensor. The vector signal, _k(t), is dependent upon a vector of unknown parameters,-

j_,, associated with the kt" source and is denoted pt(t: 9,). In our problem, fk is the vector

of unknown source location parameters. We will denote by the vector M(t) the total signals

observed by the array sensors. This observed signal vector is a result of superimposing the

various ik(t: 9_k) and an additive noise vector, i.e.

K

= 1,0; 9k) .- (t) (41)

Our problem is to estimate the location parameters, given the observations, M(t).

The general problem of interest in this chapter is characterized by the model (4.1).

The basic structure of (4.1) applies to a wide range of signal signal processing problems,

in addition to the multiple source location estimation problem. Consider, for example,

the problem of multi-echo time delay estimation. In this case each signal component is

the scalar s,(t; L), representing the V1 echo signal, and the parameters w, are the time
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delay and attenuation of the kth echo. Another example is frequency estimation of multiple

sinusoids in noise, where the unknown parameters, 9k, are the amplitude and the frequency

of the kth sinusoid.

Using the mathematical model of (4.1) together with a stochastic model for the various

signals, one can formulate a statistical maximum likelihood problem for the underlying real

problem. In many cases, the direct solution of this ML problem is complicated. Using the

EM algorithm, we will develop in this chapter computationally efficient schemes for the

joint estimation of 9_1,  _,..', 2K. The idea is to decompose the observed signal, y(t), into

its components, and then to estimate the parameters of each signal component separately.

Stating this idea in the terminology of the EM algorithm, we choose the complete data

to be the contribution of each signal component separately. Thus the algorithm iterates

between decomposing the observed data, i.e. estimating the complete data using the cur-

rent parameter estimates, (the E step), and updating the parameter estimates, having the

decomposed signals, (the M step).

So far the superimposed signals problem has been stated in its most general form.

In different applications, additional specific modeling assumptions are needed. In a large

variety of problems, we may assume that the noise signals, t(t), are sample functions

from a stationary Gaussian process with a given spectrum. However, the modeling of the

signal components in (4.1) varies according to our a-prion knowledge and the nature of the

underlying real problem. Generally, these signals may be deterministic or stochastic, and

vanrous constraints may be applied on their waveforms or on their power spectra.

The problem of parameter estimation of superimposed signals in noise and its solution

via the EM algorithm is premnted in this chapter, in a variety of situations. as follows. In
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section 4.1, we will present the statistical ML problem and its EM solution procedures in the

deterministic signals case. In section 4.2, a similar presentation is given for the stochastic

(Gaussian) signals case. These procedures are then used, in sections 4.3 and 4.4. to solve the

multipath time delay estimation problem and the passive multiple source location estimation

problem. We will conclude this chapter, in section 4.5, by presenting sequential and adaptive

algorithm, and applying these algorithms to the problem of estimating the frequencies of

multiple sinusoids in noise.

4.1 Parameter estimation of superimposed signals: The de-

terministic case

The signal components. s (t. 0,), are naturally modeled as deterministic signals in a

variety of applications. Consider for example an active radar or sonar environment, where

a known waveform pulse is transmitted. We observe the echoes of :.his pulse returning

from several targets. Assuming perfect propagation conditions, the observed signal is a

result of superimposing deterministic signals (the pulse echoes), which are known up to

some parameters (e.g. the time delay). A statistical problem for estimating the unknown

parameters of the superimposed signals is achieved in this cae. when a stochastic model

for the nome components of (4.1) is asumed.

in this section, we will present this statistical maximum likelihood problem and show

that its direct solution is complicated, even in the simplest case. when we asume that the

noie is white Thus. we will develop methods baed on the EM algorithm to solve this

problem.
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4.1.1 The ML problem

Consider the model of (4.1) under the following assumptions:

* The signal vectors. si4t: 0) k = i,.... K , are conditionally known up to a vector

of parameters, 9

" The n(t) are vector zero-mean white Gaussian processes whose covariance matrix is

E {n(t)n(')} = Q 6(t - a)

where Q is a positive definite constant matrix and 5(.) is the impulse function.

" The signals are observed over a finite duration, say T, <_ t < T1.

Under these assumptions. the log-likelihood function is given by,

logf (. C)=C- ArT j(t)- ,,(: Q- ' (- ,_(t;_,)] dt (4-2)

where * denotes the conjugate transpose operator. A = 1. if n(t) is real valued, A = 2, if

!1(t) is compiex valued C is a normalization constant independent of 6. This result is just a

straightforward multi-channel extension of the known (deterministic) signal in white noise

problem ( I .chap 4) If the observed signal is discrete i.e. we observe y(t,), I' = I,..., V

the log-likelihood is still given by (4.2), where the integral over t is replaced by the sum

over the t,*s.

Thus. the joint ML estimation of the fl's is obtained by solving

mm - y t)(t;9_) Q - K dt
0 llK fr.3

Or for discrete observations,

min - l1(t) -i(t,)_-~ (t;k) (4.4)
f, _NMI
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In either case, we have a complicated multi-parameter optimization problem. Of course.

standard techniques, such as Gauss-Newton or some other iterative gradient search algo.

rithm, can always be used to solve the problem. However, when applied to the problem at

hand, these methods tend to be computationally complex and time consuming.

We note that the more general problem, where the noise vector, _(t), has an arbitrarily

given power spectrum matrix,..V(w), may be reduced to the problem presented above,

where the noise vector is white, by using an appropriate whitening filter. Let ik(t; !k) be

the output of the whitening filter to the input Ih(t; jk). In this case the likelihood of the

observations is still given by (4.2), where we use is,(t; !) instead of 1k(t; j).

4.1.2 Solution using the EM method

Having in mind the EM algorithm and the class of iterative algorithms, developed in

the first part of the thesis, we want to simplify the optimization problem associated with

:.h direct ML approach.

In order to apply an EM algorithm to the problem at hand, we need to specify the

-omplete data. A natural choice of a complete data, Z(t), is obtained by decomposing Z(t)

nto ,ts signal components, that is

(4.5)

(t)

gait) 1A,(t:#a) - 21'() (4.6)
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and the %(t) are obtained by arbtraliv dJecompoing the toWal noise signW lit) nto K

components, so that
K

!: !1(t) ((
awl

From (4 1) (4 6) and 4 71 the relation between the rompiete data it(ti and the .ncrm-

plete data Wit) is given by
K

where
K terms

H=I I I 

We will find it most convenient to choose the nt(t) to be statistically independent zero.

mean and Gaussian with a covariance matnx

E i, ,(t i,,(a,) = Q,. (t - d,)

where Q, = .iQ and the 3&'s are arbitrary real valued scalars satisfying

K
F 3& = 1. 3. a_ 0 (4.9)

k=1

We will discuss methods for choosing specific 3k's later.

in this case the log-likelihood of the complete data T(t) is given by

L,(g) = log fx(; _) = C - - If(t) - I(t; l) 'A .- '(t) - f(t: _)Idt (4.10)

where C contains all the terms that are independent of _. The vector I(t; ) is given by,

ii(t; s_)

if2 (t; 90)

S9K)(4.11)

t £Klt; -K)
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and it 9 the mean of (t The matrix ii is the covariance matrix of 1(t).

Q2

= (4 12)

QK

The notation in (4 12) indicate that A is a block-diagonal matrix. Thus. the log-likelihood

if the complete data may be written as

L, t) = C - A - z(t) - 4(t.)tQ; t) - (t;ldt (4.13)

From this expreson, we notice that. if the complete data was available, then maximizing

its likelihood with respect to 0 is equivalent to the minimization of each of the terms in the

sum above separately. which is simpler than solving a multi-variable optimization problem

with respect to all f_,'s at once. We also notice that the sufficient statistics of the complete

data contain only linear terms, since the quadratic terms in (4.10) are independent of the

unknown parameters.

Of course. we do not observe the complete data. However. we take advantage of the

special structure of the likelihood of the complete data by using an EM algorithm with this

specification of complete data. This EM algorithm will iterate between estimating i(t) and

using the estimated value in (4.13) to updating the parameters by a separate optimization

with respect to each j_.

More specifically, from (2.19), an EM iteration is summarized by

,= (; 1())= arg maxE Nof(;),()} (4.14)
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However, in this cae

arl mx Q (f;4 ) = argmax C - ] "en(t) - )(tIi-'k n(t) - _(t; _);dt (4.15)

where

i")(t) = frL(t)/g ,i"' t = (f;9'') - AHt. 'HAH' L J H• (tt)) (4.16)

Substituting (4.11) and (4.12) in (4.15) and following straight forward matrix manip-

ulations, we see that the maximization of (4.15) is equivalent to the minimization of the

sum,

min 1f IT, ) - it, t; 9k- j~)() (;f. t (.7
. !K

where i") is the ks" component of it"). This minimization of the sum is equivalent to the

minimization of each of its components separateLy, with respect to _.

Also, substituting (4.12) in (4.15), the gain matrix becomes

AHtrHAH.-' = diag(,31,$2, .. ., 3K) (4.18)

where diag(...) indicates a diagonal matrix.

Summarizing all these relations, we may now write the E and M steps of the EM

algorithm for this problem as follows:

o TheE step: Fork = 1,2, .. ,K compute

() (t; ()) + 3 [(t) - (: t _t'))  (4.19)

where the A,'s are any real-valued positive scalars satisfying

K
1: ,= I
k=1
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Figure 4.2: The EM algorithm for Deterministic (known) signals

* The M step: For k = 1,2,.., K

= rg mn I T ['- (: !,)]'Q-' [ ' - (4.20)

We observe that 0-i is in fact the ML estimate of -1 based on . This algorithm

is illustrated schematically in Figure 4.2. We note that in the case of discrete observations,

the integral of (4.20) is replaced by the sum over the points {t, }.

The most striking feature of this algorithm is that it decouples the complicated multi-

parameter optimization into k separate ML optimizations. Htnce, the complexity of the

algorithm is essentially unaffected by the assumed number of signal components. As K

increases, we have to increase the number of ML processors in parallel; however, each ML

processor is maximized separately. Since the algorithm is based on the EM method, each

iteration cycle increases the likelihood until convergence is accomplished.
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U'nknown signal wavoforms

The algorithm developed above assumes that the signal waveforms. 11,(t). are known &.

priori. in practice. one is unlikely to have a detailed prior knowledge of thene waveforrm

in which cawe they must be estimated jointly with the parameters. fj We will consider

the samples of the unknown waveforms as additional parameters; using the same statistical

formulation as above, we will get an ML problem for estimating the waveforms. Following

the same considerations as above, we can specify the E and M steps of an EM algorithm

for estimating the waveforms and the parameters, as.

*Th. E stop: For k = 1, 2,. K compute

W it "(t; J,7)) - 3 . [lot (4 21)

* The M step: Minimize

~f ~ 4(t; k)] Qi dtI (422)

with respect to 0-i'"'- K and 11(t),' ", K(t).

The E step is identical to (4.19), where instead of using the a-priori given waveforms, we

use the current estimated waveforms, j("1 (t). The M step requires a more complicated

maximization. However, we will be able to give an explicit example for this M step later in

the chapter.

We note that the ML problem for estimating the waveform in addition to the unknown

parameters is ill-posed, since there may be too many unknowns. To make the problem well-

pased, we have to incorporate some constraints On the possible signal waveforms. However,

we have to make sure that these constraints will correspond to the real, physical Situation.
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4.1.3 The extended EM algorithm and the choice o( the J.'s

The 0N1 algorithm presented above corresponds to a family of eompieto data *fingtions

Each choice of the 30., implies a dulfereti c60o~ of Complee data. 411), the Probabfiltv

sample space and the corresponding p d f of I(() depend on the choice of the 36 a The

onvianaost featue of this fami.ly o( complete data definitions is that each meomber of the

family satiase the sum reiataoa between complete nd incomplete data given by A 8

Thi feature allowed the proeetation of the ENI algorithm for the entire family at once

This family of complete data definitions may be further extended. whale keeping the

sample structure of the algorithm Steps J4 19) and (4 20). in the following way We could

model the complete data. I~) w & Gaussian process, -hose mas is e(I. ) ae to (4.11),

but whose varice is time dependent sand given by.

= (423)

LQX(t) JK L)

where 36(t) are arbitrary real values, satisfying for all t

Any member of this extended family of complete data deiitions corresponds to decom-

posing the observation noise, 12(t), into statistically independent zero-mean Gaussian son-

stutionary components, n&t(t), whose covariance matrix is

S ah((Iu(0 1= Q5(tM) 6 (t - 0) = '1 tQ t- 0)
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The E step of the E.M algorithm for each member o this extended family , similar to

4 19). ece"t that Ji I) s replace the time invariant -6 3 The %I st'tp is similar to 14 20)

where again the time varying Q&tI) i replace the time invariant mairves Qi's

From the ,Jascussion above we see that the suggested clam of EM aljorithrns has many

degree of freedom We may look for & choice of il(t)'S that live the simplest and fastest

algorithm rurthermoret following the discussion in section 2 4. instead of fixing this choice.

Sthe J61 t I may ve, from iteration to iteration. according to some a-priori rule or depending

on the current parameiter values. l," The EM algorithm. where tae complete data defi-

nition varies from iteration to iteration, ha. been referred to as the extended EM (EEM)

algorithm. Examples for applying extended EM algorithms to our problem are now given.

Suppose that in some iteration one of the 36 *s. say 3e, is chosen to be unity; the remaiming

3, s must be zero In the next iteration, we will choose 31-1 to be unity and so on (in a

cyclic way so that after JK is unity, 3 1 will be unity) SuDstituting these 3's in (4.19)

and (4 20), we notice that the resulting algorithm is equivaient to a coordinate search or

alternate maximuzation algorithm of (4-2). In each iteration. -i 9 "- for all k's that

correspond to a zero J, and & is updated by,

=arg man f , , 1( - ' (- y- (C

- ' , 
4 - 0

(4.25)

where f corresponds to the unity 3e.

While, in the previous example, we have shown how, by varying the complete data,

the EM algorithm has been reduced to & simple (but not necessarily efficient) algorithm,

we will now show how an algorithm with a superlinear convergence rate may be achieved.

To simplify the exposition, we will discuss a degenerate scalar case, where the unknown
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parameters are given by the scalar 0

From (2.65), in order to achieve a superhnear convergence rate, we have to choose, in

each iteration, A's (or complete data) that are the solution to the equation,

a
2

DiIQ(ifi V"I) = (, ) = 0 (4.26)

Following (4. 15),(4 16) and 14.17), the expresuon for Q(0 1 ,02 ) in this cam is given by,

Q(01 :) = C - Ej ' (t:0:) - 11(t;0)01 QI(t) ["") [,(t; 0:) - "s(t; 91 )ldtJ (4.27)

where 4 (t; 02 ) is given by,

&2"(t; 01) = i,(t; 0:) -'3(t) (i) - a(t; 9:) (4.28)
(.1

Thus. a possible solution of (4.26) is to choose

3,(t) = 0sOlt l (4.29)

If this choice of 3(t) is allowed, the convergence rate of the resulting EM algorithm will be

superlinear,

Another desired feature of an EM algorithm with varying complete data is that it may

avoid convergence to unwanted stationary points. Following the discussion in section 2.4,

the simplest procedure is to randomly choose 4(t) in each iteration. These randomly chosen

3 1,(t) have to satisfy the constraints of (4.24), however. A more complicated procedure is

to search for the choice of 0&(t) in the domain, defined by the constraints of (4.24), that

will give the largest increase in the likelihood. Since searching the entire domain of possible

0(t) may be too complicated, we will search only in a sub-domain, which is randomly

chosen, in each iteration.
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4.2 Parameter estimation of superimposed signals: The stochas-

tic Gaussian case

In the previous section, the signal components, ot(t; J), were deterministic. In this

section, we will present the statistical maximum likelihood problem and its solutions using

the EM algorithm for the case where the signal components, jt(t; 9, of the observed

composite signal are modeled as sample functions from a Gaussian stochastic processes.

This modeling is natural in a variety of applications. Consider, for example, a passive

sonar environment, where the targets generate noise-like acoustic signals. The signals from

several targets are superimposed and measured by our array sensors with an additional

background noise. We may or may not know the spectral characteristics of the targets'

signals. However, we are usually interested in finding the geometrical parameters, i.e. the

location or the bearing of the targets.

By assuming that the signal components and the background noise are Gaussian pro-

cesses, we get a statistical maximum likelihood problem for estimating the unknown pa-

rameters (which are the geometrical parameters and maybe some spectral parameters of

the signals in the example above). It is difficult to solve this statistical problem directly;

indeed, in many applications, suboptimal procedures were suggested. We, however, will

present in this section procedures, based on the EM algorithm and its extensions, whose

goal is to be optimal, i.e. to solve this maximum likelihood problem.

4.2.1 The ML problem

Consider the model of (4.1) under the following assumptions:
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" The signals "(t; ) k = 1,..., K are mutually uncorrelated, wide sense station-

ary (WSS), zero-mean, vector Gaussian stochastic processes, whose power spectrum

matrices are S(..;:6), k = 1.2.... K.

" The noise, n(t), is a WSS. zero-mean, vector Gaussian processes with a given power

spectrum matrix, N(w).

" The observation interval, T = T- ",, is long compared with the correlation time

(inverse bandwidth) of the signals and the noise, i.e. WT'2x > > I .

Under the above assumptions, the observed signals, y(t), are also WSS, zero-mean and

Gaussian. WSS processes with a long observation time are conveniently analyzed in the

frequency domain. Fourier transforming M(t) we obtain

Sft (430)

= J, = T

For WTi'2w >> 1, the "(t)'s are asymptotically uncorrelated, zero-mean and Gaussian

with the covariance matrix P(ue; t), where P(w; j) is the spectral density matrix of y(t)

given by,

K
P(w; 1) S S1(w; j-) + N(w) (4.31)

k z

The log-likelihood function observing the Y(et)'s is therefore given by,

L(J) = - les detP(w,; f) + Y'(we) . P-'(w,; J)" Y(we)] (4.32)

where the summation in (4.32) is carried over all we in the signal frequency band. In the

case of discrete observations, the log-likelihood is still given by (4.32), where the Y(we)'s

are the discrete Fourier transform (DFT) of the observed signals.
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In either cas, to obtain the ML estimate of the various ,'s we must solve the followng

joint optimization problem

mm 4logdetP(e,)-L?(ii)"P-(,, )'E_(-,)j 433)

This is usually a complicated joint optiazation problem. Standard search techniques,

such as gradient or Newton-Raphson methods, tend to be complex, when applied to this

problem. Thus. we will propose using the EM method to by-pas this complicated multi-

parameter optimization.

4.2.2 Solution using the EM method

Following the same considerations as in the deterministic signal case, a natural choice

of complete data, T(t), will be obtained by decomposing the observed signal, V(t)" into its

signal components. Thus, repeating equations (4.5) and (4.6), the complete data, X(t), Is

given by,

;2(t)

(t)-- .(4.34)

where

(TO) '11.0t; ej1 ) .- U(t (4.35)

Again, the nk(t) are chosen to be mutually uncorrelated, zero-mean and Gaussian, whoe

spectral density matrices are N,(w) = 4. N(w),_where the 4's are arbitrary real-valued

constants subject to (4.9). Thus the relation between complete and incomplete data is given

again by If(t) = H ;(t) as in (4.8).
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The log-likehhood of the complete data &(0 I given by

10 _104aE ~ -~ od"tWI.tf -&e ' ~ - 4 36,

~V logdot 'A(.#, f) - AT~f ~.,,

whet m is obtaaawd tiv Fourie tr.adornmung t e any of its components .*,

is given by.
l r 2'T

I" ~ ~ i -oe 4 43

The matrin - ) is the power spectrunm nJtv matrix o" tfhe :ompW*te ata It .. a

block diagonal matrix given bv

where

=#( A Sk(-.f 36 N(- (41 39)

Exploiting the block diagonal form of A(..(). the likelihood of the compiete data may

be written as,

.() - E[lo, det j. ,(we, I,) - ,. A-.e,. Jk) •(4.)X,.) ,40)
Arm I

From this expression, we notice that, if the complete data wa- available, maximizing its

likelihood with respect to f is equivalent to minimizing each of the terms in the sum above

with respect to fl separateIy. This is much simpler than solving a multi-variable optimisa-
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tion problem with respect to all O_'s at once. The sufficient statistics of the complete data

is composed of the quadratic terms i X

In the suggested EM algonthm. we take advantage of this simple form of the likelihood

if the compiete data. The E step will estimate the required quadratic statistics and the M

step will use the estimated statistics in (4 40) and update the parameters via the simple

rmaximizaon. associated with the likelihood of the complete data.

The required statistics are the diagonal blocks of the matrix .The relation

between complete and incomplete data is linear (i.e. Y(..e) = H • X(wfi)) and the data is

Gumsn Thus, using the results developed for the linear Gaussian case (see (2.55)), the

coadtioial expectation of the matrix g(.tXt(.t), given the observations, Y(we), and an

assinment. _ to the parameters. is given by

El(e) = . 1(.e.)'

where na in is the 'Kalman gain'

r -t H HA(e )Ht'j. -

Using straight forward algebraic manipulations the (k, k) block of *(we) is given by

*b(W.,) = -j.1 .(-- ) - .(Ak,e')P-(i.; 9)A&(wt; fi) "

-Ab,(wel f 'Y~e G.,)iw;)A&,(wel ek) (4.42)

where P(.i; I) is defined by (4.31).

These estimated statistics are used instead of the unavailable statistics of the complete

daLa. The maximization in the M step will be equivalent to K separate minimizations with
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respect to each I*. The E and M steps of the EM algorithm for the Gaussian superimposed

signal problem may be summarized as follows:

" The E step: For k = 1,2,. K compute

* ")(w,) = A.(we;0_n ) - ,,(we;0fl))P-(we;9(n))Ab(we;0fl)) ' (4.43)

-A,( ; ))-" ,; ")E( ) F_.t(w,)p- (w,; &())At.(we; f_ n))

" The M step: For k = 1,2,--.,K

, argmin [log det A(we;f&) + tr A-'(we; (w}) (4.44)

We observe that j("-- is the ML estimate of t, where a,(we)Xt(we) is replaced by its

current estimate, *(n)(we). The algorithm is illustrated in Figure 4.3. The most attractive

feature of the algorithm is that it decouples the full multi-dimensional optimization of

equation (4.33) into optimizations in smaller dimensional parameter subspaces. As in the

deterministic signal case, the complexity of the algorithm is essentially unaffected by the

assumed number of signal components. As K increases, we have to increase the number

of parallel ML processors; however, each ML processor operates independently. Since the

algorithm is based on the EM method, each iteration cycle increases the likelihood until

convergence is accomplished.

As in the deterministic case, this EM algorithm corresponds to a family of complete

data definitions. A specific member of the family is associated with a specific choice of

the 3j,'s. This family of complete data definitions can be eitended by allowing a different

choice of i's in each frequency. The EM algorithm for any member of this extended family

will keep the structure of the algorithm steps (4.43) and (4.44), where #i(we) is used in the

definition of A&(.), (4.39).
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Figure 4.3: The EM algorithm for stochastic Gaussian signals

We may choose a fixed complete data definition throughout the algorithm iterations, or

we may vary the complete data definition from iteration to iteration. Varying the complete

data within this family of complete data definitions will correspond to choosing different

0&(we)'s in each iteration, but otherwise the algorithm steps remain the same. Possible

strategies for choosing the complete data and varying it from iteration to iteration were

discussed in Chapter 2 and previously in this chapter, for the deterministic signal case.

Then discussions are relevant in this cae too.

4.3 Application to multipath time-delay estimation

Time delay estimation is a common problem in underwater acoustics as well as in radar.

Geometrical parameters (such as range and location of targets) and physical parameters
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(such as velocity and temperature profiles of the ocean) are typically found via time delay

analysis. Consider, for example, the ocean tomography experiment, described in [50! and

"51J. An acoustic transducer, located at a given point in the ocean, transmits a signal which

is received time-delayed by known location sensors. The estimated delay times between the

transmitted signal and the received signals are used as an input to an inverse problem that

finds the ocean profile in the experiment area.

Multipath may occur due to reflections and propagation modes. The received signal in

this case contains several echoes of the transmitted signal having different time-delays and

attenuations, i.e. it may be written as

K
Y(t) = al - r) + n(t) (4.45)

The existence of more than one path is undesired in some cases; in the ocean tomography

experiment, the additional echoes interfere with and corrupt the interesting direct path

signal. However, in other cases, additional important information may be obtained from

finding the time delay of the other paths. A single sensor may determine the range and the

depth of a target, if we can find the delay times of the direct path and of the paths that

result from a single bottom or surface reflection.

We will be interested in this section in estimating the delay times of the multipath signal

(4.45). In a variety of applications, we may model the components of the multipath signal as

deterministic or stochastic. In applications such as ocean tomography, active sonar/radar

and many more, a deterministic known waveform signal (pulse) is transmitted. In a passive

determination of range and depth of a target by a single sensor, the target may generate a

noise-like acoustic signal, naturally modeled as a sample signal from a stochastic Gaussian

process. In both caes, we will be able to apply the results of the previous sections to obtain
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an estimate of the delay times via the EM algorithm.

We will present, in this section, the detailed algorithm and experimental results for the

deterministic signal case. In i521, we have presented the EM algorithm for multipath time

delay estimation in the Gaussian signal case.

4.3.1 The deterministic case

Suppose that the observed signal is given by (4.45), where a(t) is a known signal wave-

form, the noise n(t) is Gaussian with a flat spectrum over the receiver frequency band,

and the observation time is T, < t < Tf. The problem is to estimate the pairs (as, rk) for

k-l,2,.-.,K.

In this case, the direct ML approach given by (4.3), reduces to,

min Y(t) - a (t- r/) dt (4.46)
,_1 ~ri, r7, "

¢ 
rK

01L, (2, OK

This optimization problem is addressed in [53], where it is shown that the optimal al's

may be expressed explicitly in terms of the optimal r&'s. Thus, the 2K-dimensional search

can be reduced into a K-dimensional search. However, as pointed out in [531, for K > 3 the

required computations become too intensive. Consequently, ad-hoc approaches and sub-

optimal solutions have been proposed. The most common solution consists of correlating

y(t) with a replica of a(t) and searching for the K highest geaks of the correlation function.

If the various paths ae resolvable, i.e. the difference between ri and ri is long compared with

the temporal correlation of the signal for all combinations of k and f, this approach yields

near optimal estimates. However, in situations where the signal paths are unresolvable, this

approach is distinctly sub-optimal.
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We identify the model in (4.45) as a special case of (4.1). Therefore, in correspondence

with equations (4.19) and (4.20), we obtain the following algorithm:

e Start, n = 0, initialize o(° ) and () , k = 1,...,K.

e Iterate (until some convergence criterion is met)

- The E step: For k = L, 2,..., K compute

(n()= a~k"s(t N r") + E. - N4s(t - (.47
,k k. 5 0 = 1 C i( - 7

where the ' s are any real-valued positive scalars satisfying

K! : s = 1

- The M step: Fork= 1,2,...,K

0(n ,r+) = argrmin - (t - r)i dt (4.48)

- n= n+

Assuming that the observation interval, T, is long compared to the duration of the signal

and to the maximum expected delay, the two parameter maximization required in (4.48)

may be simplified, and can be carried out explicitly as follows:

) = argmax ig(n(r)l (4.49)

O " (4.50)

where S : /t js(t)j2dt is the signal energy, and

() f' z)(t), (t - r)d (4.51)
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Figure 4.4: The EM algorithm for multipath time delay estimation

Note that g9,")(r) can be generated by pasing zx(")(t) through a filter matched to s(t). The

algorithm is illustrated in Figure 4.4. This computationally attractive algorithm iteratively

decreases the objective function in (4.46) without ever going through the indicated multi-

parameter optimization. The complexity of the algorithm is essentially unaffected by the

assumed number of signal paths. As K increases we increase the number of matched filters

in parallel; however, each matched filter output is maximized separately.

We note that the algorithm can be extended to the case where the signal waveform, s(t),

is unknown. The general EM algorithm steps for the cam where the signal waveforms are

unknown, are given by equations (4.21) and (4.22). For our problem, the E step is similar

to (4.47) where we use the current estimated waveform, s()(t), instead of the a-priori given

s(t). The M step requires a more complicated maximization with respect to the unknown
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signal waveform values and the unknown parameters. Using an alternate maximization

procedure for the M step, the M step of (4.22) will reduce to,

n-9-1), r(n _ arg1minr , ( n ) - ,,(n)(t - r)12 dt,

a ri) Trg iZ nl 2(~i (t k= 1, *K (4.52)

,(n ')(t) = 6-*='& J11k k .kr ( -53
-L(1fll))2 (.3

We have discussed the unknown signal waveform case in 1541, following the considerations

above.

For the case in which the number of signals, K, is unknown, several criteria for its deter-

mination have been developed in i55! and elsewhere. Usually, these criteria are composed

of the likelihood function above and an additional penalty term. Thus, as discussed in sec-

tion 2.5, these criteria can be incorporated into an EM algorithm, similar to the algorithm

above.

4.3.2 Simulation results

To demonstrate the performance of the algorithm, we have considered the following

example: The observed signal, y(t), consists of three signal paths in additive noise,

3

y(t) = aha5(t - rt) n(t)
k=1

where s(t) is a trapezoidal pulse

o~t j 0!l5< t < ,5

* 15< t< 20

The observed data consists of 100 time samples, indexed -40 < t < 60. The additive noise

is spectrally fBat with a spectral level of e3 = 0.025, so that the post-integration signal to

noise ratio (SNR) is approximately 16 dB.
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Figure 4.5: The observed data

The actual delays are

r1 =0, 12 5, r 3=10

and the amplitude scales are

at , / 1,2,3.

In Figure 4.5, we have plotted the observed data. In Figure 4.6, we have plotted the

matched filter output as a function of the delay. As we can see, the conventional method

cannot resolve the various signal paths and estimate their parameters.

First, as a reference, we computed the ML estimates by a direct minimization of the

objective function (4.46), using exhaustive search. We obtained,

f, = 0.0117 f= 5.0031 r3 = 9.9884

ti = 1.1511 &a = 0.7799 &s = 0.9471

The value of the objective function at the minimum (corresponding to the value of the
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Figure 4.6: The conventional matched filter response

log-likelihood function at the maximum) is,

J = 0.45879

We also computed lower bounds on the root mean square (r. m.s) error of each parameter,

using the Cramer-Rao inequality. We obtained,

o,(f,) = 0.028 a() = 0.030 '(fs) = 0.028

(f e(&I) = 0.076 a(&2) = 0.079 u(&s) = 0.07908

k) denotes the attainable r.m.s error in the estimate of rk, and o(&,) denotes the

attainable r.m.s error in the estimate of at,

We have applied our algorithm. In Figure 4.7, we h.,ve plotted the matched filter

response to the various signal paths, as they evolve during the iterations. In addition

to this experiment, we have tried this algorithm using several arbitrarily selected starting

points; the algorithm has converge, within the Cramer-Rao lower bound, to the ML estimate

of all the unknown parameters, after 10 to 15 iterations, regardless of the initial guess.
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Figure 4.7: The matched filter response to each signal path
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Using the asymptotic efficiency and lack of bias of the ML estimates, we can claim

with some confidence that the r.m.s error performance of the algorithm is the minimum

attainable, characterized by the Cramer-Rao lower bound.

Additional simulation results, which present additional examples of the deterministic

multipath time delay estimation, may be found in [521.

4.4 Application to multiple source Direction Of Arrival (DOA)

estimation

Passive direction of arrival estimation (DOA) using an array of sensors is a common

problem in underwater acoustics, radar and geophysical seismic environments. Using an

array of M spatially distributed sensors, the bearing of a source, radiating toward the

array, can be determined by estimating the phase differences or the time delays among the

signals received in the array sensors.

The standard technique for DOA analysis is known as beamforing. For any given

direction, the array signals are delayed and added accordingly, and an output signal is

generated. The energy of the output signal is recorded as a function of the direction, and

the DOA's estimates correspond to "peaks" of this function. This is an intuitively appealing

approach, and indeed, when only a single source exists, the maximum likelihood method, in

a variety of modeling asumptions, reduces to maximizing the beamformer output. When

several sources exist, this approach is nearly optimal, if the various signal sources are widely

separated. However, if the sources are closely spaced this approach is distinctly suboptimal.

The radiating sources generate signals, that may be modeled as deterministic or stochas-

tic. In some radar environments, the targets transmit known waveform pulses which are

104



received by the antenna array of the receiver. Similarly, a seismic pulse received by a sensor

array is naturally modeled as a deterministic signal. On the other hand, the acoustic signal.

generated by a target and received by a passive sonar array, is a noise-like signal, which is

typically modeled as a WSS Gaussian stochastic process.

We will concentrate in this section on the stochastic signal case. We note, however, that

methods for multiple source DOA estimation of deterministic signals via the EM algorithm

were presented in '56!,1571. We will start by presenting the general mathematical model

of the multiple source DOA estimation problem. We will then assume that the signals are

Gaussian processes and present the resulting statistical maximum likelihood problem. The

solution of this ML problem, using the EM algorithm, will then be presented in detail, and

we will describe the simulation results of a specific example.

4.4.1 The passive multiple source DOA estimation problem

We will assume that K spatially distributed sources are radiating signals towards an

array of .M spatially distributed sensors. Assuming perfect propagation conditions in the

medium and ignoring amplitude attenuations of the signal wavefront across the array, the

actual waveform observed at the mt'' sensor output is

K

ymn(t) = E sk(t - rkn) - n,(t) m = 1. 2,. M (4.54)

where st(t) is the k"' source signal, n (t) is the additive noise at the m ' h sensor output,

and rkm is the travel time of the signal wavefront from the k' source to the m" sensor.

Information concerning the various source location parameters can be extracted by

measuring the various rki, In the passive case, one can only measure the travel time

differences. Let the M" sensor be the reference sensor, and set t m = 0, then rk. measures
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the travel time difference of the kt signal wavefront between the (m, M) sensor pair.

We assume that the various signal sources are relatively far-field, so that the observed

signal wavefronts are essentially planar across the array. In this case, the unknown source

location parameters are their bearings or directions of arrival. To simplify the exposition.

we suppose further that the array sensors are co-linear. Then,

',, "-& sin& (4.55)

where d,, is the spacing between the sensor m and the reference sensor M, c is the velocity

of propagation in the medium, and Ok is the angle of arrival of the kta signal wavefront

relative to the boresight.

Substituting (4.55) into (4.54) and concatenating the various equations, we obtain

=(0;G aet) (456)

where

sk(t - "7: sin 8k)

s -(t -12 sin 0k)

sk(t,k) = (4.57)

Ok(t - y,'W- I sin #A)

and -y,, = d,/c. We note that this is a special case of the suoerimposed signal problem of

(4.1).

A statistical ML problem for estimating the unknown directions of arrival is achieved

by a further statistical modeling of the various signals in (4.56). We will now present the
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ML problem and its solution using the EM algorithm, where we model the signals, {8,(t)},

and the noise as Gaussian processes.

4.4.2 The Gaussian case

Suppose that the various st(t) and the various n,(t) are mutually independent, WSS,

zero-mean Gaussian processes with spectral densities Sk(w) and Nm(w) respectively. We will

also assume that the observation time, T = Tt - T,, is long compared with the correlation

time (inverse bandwidth) of the signals and the noises. Under these assumptions we may

write the likelihood of the observations, M(t), in the frequency domain; the ML estimates of

#1, 021,"', O will be achieved by, (see Eq. (4.33)),

min [logdet P(w; ) ,- rt(,.,,), p- (we- ) .. (4.58)

where Y(wt) are the Fourier transform coefficients (or the DFT coefficients in the discrete

case) of M(t) and
K

P(w;: ) E S (w).(w; Ok). t.(w; 9k) - .V(w) (4.59)

where

K(w;9b) (4.60)
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and N(w) is the diagonal matrix

N1 (w)

N:(w)

.V(w;:) = (4.61)

NM(W)

Again, as in the previous examples, the resulting ML problem requires the solution of

a complicated multi-parameter optimization problem in seveial unknowns. Consequently,

numerous ad-hoc solutions and sub-optimal approaches have been proposed in the recent

literature, e.g. i58,59.60,61,621, to by-pas this ML problem. Still, the most common

approach consists of beamforming and searching for the K highest peaks. As noted above,

if the various sources are widely separated, this approach is nearly optimal. However, when

the sources are closely spaced we are likely to obtain poor estimates of the various DOA's.

Identifying the model in (4.56) as a special case of the superimposed signal in noise case,

the algorithm specified by (4.43) and (4.44) is directly applicable, where

A(w; P) = St(w) K(w; Ok)V'(w; ft) +A 3N (w) (4.62)

This special form of the matrix Ak allows the following simplifications. We may write

detA/(,;_b) = [1 + O$k (w)l/1(w;Dh)V-($aJ)_(w;,). det N(.i) (4.63)

and

= .. N (N -'(w) $a)v-_.t)(w; ) )N-t;)

(4.64)

Substituting (4.63) and (4.64) into (4.44) and ignoring the terms that are independent of

#I, the M step of the algorithm will be simplified. The resulting EM xlgorithm is:
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* Start, n = 0, initialize~ k I K.

" Iterate (until some convergence criterion is met)

-The E step: For k = 1, 2, *,K compute

=Ak(we; k~~) - Ak(e (we; e ~~A(w,9') (4.65)

- The Mstep: For kI= , 2,K

9(n+1) I__w (.6

= arg max F Fk(we) Vt(we 9)N 1 (w)*(")(we) N()(e )(.6

where Fk(w) is a shaping filter, given by,

F 3k - S (w)

- n=ni-I

We note that the objective function in (4.68) is the array beamnforrner, where the product

,Xk,(we)X(we) is substituted by its current estimate, *()w) The algorithm is illustrated

in Figure 4.8. This computationally attractive algorithm iteratively decreases the objective

function in (4.58) without ever going through the indicated multi-parameter optimization.

Again, the complexity of the algorithm is essentially unaffected by the assumed number of

signals sources. As K increases, we have to increase the number of beamnformers in parallel;

however, each beamformer output is maximized separately.

4.4.3 Simulation results

To demonstrate the performance of the algorithm, we have considered the following

example. Our array of sensors consists of five, co-linear, evenly-spaced sensors. There are
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Figure 4.8: The EM algorithm for multiple source DOA estimation

two far-field signal sources at the bearings

91 = 0* 9 2 = 1
0

relative to the boresight. The array-source geometry is shown in Figure 4.9. The signals

and the noises are spectrally flat with S(w) = S and N.m(w) = N, over the frequency

band '-W '2, Wi21. We assume that S/N = 1, and that WT,,'2x = 20 (so that the post

integration SNR per channel is approximately 23dB). The array length is taken to be L = 6A

where A is the wavelength associated with the highest frequency in the signal band.

In Figure 4.10, we have plotted the array bearnformer response as a function of the

bearing angle. As we may see, the conventional beamformer cannot resolve the signal

sources and thus cannot estimate their bearings.

The ML estimates, obtained by direct minimization using exhaustive search of the ob.
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jective function in (4.58), are

= -0.0563 02 = 10.4556

The value of the objective function at the minimum (corresponding to the value of the

log-likelihood function at the maximum) is

J = 159.0137

We have also computed the Cramer-Rao bound on the r.m.s error of each parameter

estimate. We obtain

o(9,) = 0.2680 o(I:) =0.2722

We now apply our algorithm. In Figure 4.11, we have plotted the beamformer response

to the various signalsources as they evolve with iterations. In Figure 4.12, we have tabulated

the results using several arbitrarily selected initial guesses. We see that in all cases, after 5

to 10 iterations, the algorithm essentially converges, within the Cramer-Rao lower bound, to

the ML estimates of all unknown bearing parameters simultaneously; therefore the various

signal sources are correctly resolved.

4.5 Sequential and adaptive algorithms

Sequential and adaptive algorithms for estimating the parameters of superimposed

signals in noise, based on the EM algorithm, may be suggested fovllowing the consideration of

chapter 3. As discussed in chapter 3, in general, any given iterative batch EM algorithm may

be transformed into a sequential algorithm using the stochastic approximation idea. The EM

algorithms suggested in this chapter for both the deterministic case and the stochastic case

have a structure that may support recursive E and M steps. However, we will concentrate
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Figure 4.11: The Beamformer response to each signal source
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n DOA1 DOA2 J na DOA I DOA21 J

0 2.000 8.000 269.66 0 .5.000 13.000 520.29

1 1.577 8.465 241.12 1 -2.469 11.949 294.71

2 1.122 8.974 210.30 2 -1.263 11.145 196.55

3 0.693 9.457 184.13 3 -0.674 10.716 167.77

4 1 0.372 9.859 168.36 4 -0.379 10.529 161.05

5 0.157 10.127 161.74 5 -0.245 10.429 159.61

6 0.050 10.288 159.72 6 -0.164 10.421 159.21

7 -0.003 10.368 159.19 7 -0.111 10.421 159.07

8 -0.030 10.421 159.04 8 -0.084 10.421 159.04

nIDOAI!,DOA2 J n ! DOA1 DOA21 J1
0 4.000 7.000 378.57 0 7.000 13.000 497.05j

1 3.641 7.259 351.24 1I 6.053 12.699 448.01

2 3.293 7.527 328.51 2 4.954 12.378 385.83

3 2.918 7.822 306.11 3 3.829 12.083 318.25

4 2.489 8.144 281.83 4 2.783 11.842 256.99

5 2.033 8.519 254.93 5 1.953 11.627 214.14

6 1.524 8.948 224.28 6 1.363 11.413 189.18

7 1.015 9.403 194.46 7 0.934 11.225 175.12

8 0.586 9.805 173.51 8 0.639 11.038 167.40

9 0.291 10.100 163.52 9 0.452 10.904 163.66

10 0.131 10.261 160.36 i10 0.318 10.797 161.58

11 0.050 10.368 159.36 11 0.211 10.716 160.39

12 -0.003 10.421 159.07 12 0.130 10.637 159.66

13 -0.030 10.449 159.02 13 0.077 10.582 159.33

Figure 4.12: Tables of results for multiple source DOA estimation
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in this section on the deterministic superimposed signals problem, for which we were able

to develop sequential EM algorithms based on exact EM mapping. These algorithms will

be presented explicitly, and their application to solving the problem of multiple sinusoids

in noise will be described.

4.5.1 Sequential algorithms based on exact EM mapping for the Deter-

ministic case

Sequential EM algorithms, based on exact EM mapping, are achieved by examining the

expression of the EM iteration, which depends, in general, on the entire past observations,

and recognizing the terms that depend on the current data and the terms that depend only

on past data. Hopefully, the terms that depend on past data may be summarized into a

compact form, that will be subsequently updated and recorded. Based on these recorded

quantities and the new measurements, the parameters will be updated using an exact EM

iteration.

Thus. let us consider the EM iteration for the deterministic signal case, given by equa-

tions (4.19) and (4.20). We will assume that the signals are discrete so that the integral in

(4.20) is replaced by a sum. Assume that we observe y(l),.. ., y(n) , i.e. the observation

index is t = 1, ... . n. The E and M steps of this EM algorithm are given by,

" The E step: Fork = l,...,K- K and t = 1,...,n compute

" The M step: For k'= 1, 2,... ,K

=arg min ~ a)-£(t; Ik)] Q-' [rL(n) - 1, t;e) (4.69)
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We will assume that Q, = "I. Combining the E and M steps, and ignoring the terms that

are independent of !, we may write the EM iteration as follows. For k = 1, 2, .., K

n K

9 (ft~t; 2k)* I,.~+ 'k E -2ReF gt iO;(nlhtjkt; g) -

i=1 t=1 t=1

- S (t~())ts (t;9k) - 3 2eMttkt kJ (4.70)
t=1

We notice that the term that depends on the observations, y(t), is the cross-correlation

between M(f) and the various signals, _,k(t; !,t). We will denote this term by,

0%

P,-(Rk) = Y(t)t-k(t; 9k) (4.71)

Suppose we record p,,(_). At time n -1- 1, when a new measurement, M(n -- 1), arrives, this

term may be updated recursively as,

pn-zet I p. %_) .,Y(n +- 1) t.k(n -I;0 (4.72)

The other terms depend only on the a-priori given waveforms, {,h(t; 9k)). In many cases

the expressions
Ft

R-R,'G) = t(t; 0,)tX'(t; 9k) (4.73)
t=1

may be given for each n by an a-priori analytic formula. However, even if the algorithm needs

to calculate these terms explicitly, they may be calculated recursively using the following

formula,

, = , ,b) (n l )tl.- l; &) (4.74)

The term

E.(@t,) - .11,(t; ,(4.75)
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which represent the total energy of the signals slk(t) may also be calculated recursively or

may be given by an analytic formula. In many cases this energy term takes the form of

= n -ak,2 (4.76)

i.e. it depends only on the'amplitude parameter ak, and it is independent of the other

parameters,

Thus, the sequential EM algorithm for superimposed, deterministic signals is given by:

" Start, n = 0: Guess 90), Initial po = Ro = = 0.

" While data is observed

- Update the p, i's by (4.72), the R.I's by (4.74) and the En4 1 's by (4.75).

- Update the parameters: For k = 1, 2,.., K,

r K
(n. -.) =arg min E.,I(fk)-- 2. Re (9,,o ) - ._ )

(4.77)

- Store P,,- jEn.

- n =n -1.

We note that, as in any exact mapping sequential EM algorithm, we can perform few

iterations for each observed data point. The advantage is that we have to update the

quantities p., R, and E. only once for each new measurement. Sometimes it will be more

efficient to perform few more iterations before moving to the new data. However, in other

cases, exhausting the previous data cannot improve the parameters; it is more efficient to

proceed and add the new data points.
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4.5.2 Application to sum of sinusoids in noise

The sequential EM algorithm above has been applied to the following problem. Let the

observed signal be the sum of complex exponential in noise, i.e.

K
y(t) = akeJ + n(t) (4.78)

where n(t) is a white Gaussian noise with variance ar2 . The unknown parameters are the

frequencies of the complex exponentials, {w&}, and the complex amplitudes, {ak}. We note

that this problem is essentially the problem of sinusoids in noise, and in this case, we write

a& = rkeJ° k, where the {,0}'s are the unknown phases of the sinusoids. We will assume

that the observations are given at time points t = 0, 1, n,...

The complete data for this deterministic superimposed signal example is the set of

signals, (Zk(t)}'k=, where

zk(t) = a -eJ-' -+ ,a(t) (4.79)

and { n(t)})K, are independent white noise signals whose sum is n(t). Each nk(t) has a

variance 30,a2.

In this application the sequential EM algorithm presented above is further simplified.

We first note that the M step of an EM iteration in this case requires solving the following

maximization problems, for k 1-- ,..., K

n2

=arg m"x iz7(~ew~ h 1 "1w) (4.80)=,,gmxi = (.so
t:=0

where X()"(w) is the Fourier Transform of the signal, z(')(t), estimated in the E step. The

amplitude coefficients may be found either as implied by the EM iteration,

l =a
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or by solving a linear least squares problem, noticing that, given W&}, determining {a } is

the solution to:

aj . =arg min y(t) - (4.82
i=t I k=1 I

Another simplification comes from the fact that R,(91, 92) may be written analytically

as,

&a(at,-,,a 2 ,., 2 ) = Fae- JwIta 2ej:L =a'a 2sinc"+1 (wi -w 2 ) (4.83)

where

sincT.. 1( ) = ., e-....N2  (4.84)
sin( )

Thus, a step of the sequential EM algorithm for this problem, observing a new measure-

ment, y(n), is given as follows:

" Update the Fourier Transform of the observations, i.e.

Y,-.(-) = Y,.(.) - y(n)e - >'  (4.85)

" Update the estimates of the frequencies: For k = 1,... K

K

v - = argm,.a.s, 1.,( - - 3, a:snc,(4 - e)-.(n

= arg m x !( ) 2 (4.86)

" Update the amplitudes "

- either by an EM iteration,

a x (W (. I)) 2 k= 1,. K (4.87)

n--k
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- or by a solving the least squares problem of (4.82), i.e.

- (4.88)

where q is the vector of the amplitudes, S is the matrix whose (k, t) element is

given by

.. ( - -1 W n+ )) (4.89)

and Kn,1 is a vector whose k"I component is Yn,,(w )

Numerical simulation example

This algorithm has been tested using the following example. The sequentially arriving

observed signal, 1(t), is complex and discrete; it consists of three complex exponentials in

additive white noise, i.e.

3

y(t) = a -. n(t), t = 0, 1.. .. (4.90)

The additive noise is spectrally flat with spectral level a = 0.1. The normalized fre-

quencies of the complex exponentials were chosen to be.

wl = 0.025, w2 = 0.03, .. s = 0.04

The magnitude of the complex amplitudes were chosen to be uniformly 1, and their

phases chosen as,

01 = 0, 02 = jr /6, 03 = jr/4

We have tested the algorithm given by (4.86) and (4.88), sequentially using 500 data

points. A single EM iteration has been performed for each new data point. In Figure 4.13

we have tabulated the estimates of the frequencies as a function of time. We notice that
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Time Source I Source 2 Source 3 Time Source I Source 2 Source 3

10 0.016 0.047 0.048 70 0.023 0.043 0.046

20 0.023 0.047 0.048 !80 0.024 0.042 0.045

30 0.023 0.046 0.048 90 0.024 0.042 0.045

40 0.022 0.047 0.048 I 100 0.024 0.042 0.044

50 0.022 0.046 0.048 110 0.024 0.041 0.030

,ii

60 0.023 0.043 0.048 11120 0.025 0.040 0.030

Figure 4.13: Frequency estimates as a function of time

this efficient sequential algorithm correctly estimates the various frequencies after observing

120 data points. This data record is shorter than the record needed to correctly resolve

these sinusoids, using the standard spectral estimation methods.
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Chapter 5

Maximum likelihood noise

cancellation

The problem of noise cancellation in single and multiple microphone environments has

been extensively studied '631. The performance of the various techniques in the single

microphone case seems to be limited. However, enhancement systems with two or more

microphones have been more successful due to the availability of reference signals.

In this chapter, noise cancellation, based on a two sensor scenario as indicated in Fig-

ure 5. 1, is considered. One sensor (the primary microphone) measures a signal that consists

of speech with noise. The second sensor (the reference microphone), located away from the

speaker, measures a signal that consists mainly of the noise. The signal measured in the

reference microphone is used to cancel the noise in the primar:, microphone. A reasonably

general model for this scenario is shown in Figure 5.2.

The most widely used approach to noise cancellation, based on two microphones, was

suggested by Widrow et al. :101. In this approach, it is assumed that the system B is
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Figure 5.2: The noise cancellation problem
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Figure 5.3: "Classical" noise canceling scheme

zero and that C and D are identity, so that the output of the reference microphone is

due only to the noise, and that the noise component in the primary microphone is the

output of an unknown linear system with transfer function A4(Z), whose input is the signal

measured in the reference microphone. The coefficients of the impulse response of this

system are estimated by a least-squares fitting of the reference microphone signal to the

primary microphone signal. This method will be referred to later in this chapter as the

least-squares method.

Widrow et. a] proposed an adaptive solution to this least-squares problem, based on

the LIMS algorithm. This approach, illustrated in Figure 5.3, has been applied in a speech

enhancement context, e.g. .64! and 65;. Adaptive algorithms based on the RLS algorithm

also exist, e.g. '661 and 67!

A major limitation of the least-squares method, especially when the reference signal is

correlated with the desired (speech) signal, is that a portion of the desired signal may be

canceled together with the noise. Since the desired signal may be canceled with some time
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delay, the resulting effect is to introduce a reverberant distortion in the output.

Our approach consists of formulating the problem as a statistical maximum likelihood

problem. This approach will allow us to consider a more general model, that includes the

effect of "cross talk", i.e. the coupling of the desired signal into the reference microphone.

As in many examples throughout this thesis, solving the resulting ML problem directly

is difficult, and so it is solved using the EM method. The proposed algorithm iterates

between estimating the speech and the noise source signals (E step) and solving a set of

linear equations for the coefficients of the acoustic impulse response (M step).

It is interesting to note that the proposed algorithm is similar to the iterative speech

enhancement method for single microphone suggested in '3!. As already noted, the iterative

Wiener filter used in '31 is an instance of the EM algorithm. In that respect, the procedures

developed in this chapter, may be considered as extensions of the method in 31 to two

microphones.

The methods presented in this chapter. can be used as an alternative to the least-

squares method of 10i and its derivatives, e.g. 681 and '69i. Simulation results indicate

that the proposed schemes tend to eliminate the reverberant distortion encountered in the

least-squares method. Adaptive versions of the proposed algorithms are also possible. We

finally note that the proposed scheme can easily be extended to the more general. multiple

microphone case.

This chapter is organized as follows. In section 5.1, we develop the general maximum

likelihood formulation of the noise cancellation problem. In section 5.2, we apply an EM

algorithm to solve the ML problem in a simplified scenario, that basically makes the same

assumptions as in '101. We then describe, in section 5.3, the EM algorithm for a more
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general scenario that includes "cross talk". We conclude this chapter, in section 5.4, by

presenting several simulation results including some that use a simulated realistic room

impulse response.

5.1 Maximum likelihood formulation of the two-sensor noise

cancellation problem

The mathematical ML formulation, encountered in a two-microphone noise cancellation

problem, is based on the following scenario. A desired (speech) signal source and a noise

source both exist in some acoustic environment, say a living room or an office. We have

two microphones used in such a way that one microphone is intended to measure mainly

the speech source, while the other is intended to measure mainly the noise source.

The desired signal and the noise are both coupled into each microphone by the acoustic

field in this environment. This situation is illustrated in Figure 5.2, and is represented by

the equations 1

C(t) = C{s(t)} - A{(w(t)}- ei(t) (5.1)

y(t) = B{s(t)) - D{w(t)I - e,(t) (5.2)

where s(t) denotes the desired (speech) signal and w(t) denotes the noise source signal. The

systems A, B, C and D are assumed to be linear systems, representing the acoustic transfer

functions between the sources and the microphones. We will assume that these systems

are time invariant in our analysis window. The additional noise sources el(t) and e2(t) are

included to represent modeling errors, microphone and measurements noise etc.

'The mathematics and the algorithms will be formulated in terms of discrete time signals with the

independent variable t representing normalised sample time
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Under these assumptions we may write the observed signals in the frequency domain as,

Y,(w) = C(,)S(w) - .4(w)W( ) - E,,) (5.3)

Y-(-,) = B(,)S(.,) - D(w)W(w) - E2 (.,) (5.4)

where Y1 (w) and Y2(w) are the Fourier transforms of the the observed signals yi(t) and

&,(t), i.e.
IV-

= y0 (t)e-1" (5.5)

In the more general case of .Mwf microphones and K noise sources, the observed signal

may be written (in the frequency domain) as,

Y-,)= A~WS&W - fl~i))W -) W (5.6)

where Y(w), (.) and _(w) are I x. M vectors, W(w) is I x K vector and &(w) is K x M

matrix.

To formulate a statistical maximum likelihood problem, we make the following assump-

tions. The noise source signal, w(t), is assumed to be a sample from a Gaussian random

process. The desired speech signal, s(t), is modeled in many cases as an AR Gaussian

random process. whose parameters (the LPC parameters) are slowly time varying. For our

purposes. in a short analysis window, we assume that those parameters are constant, and

thus, in the mathematical formulation, the desired signal is also assumed to be a sample

from a stationary AR Gaussian process. The error signals el(t) and e2(t), are modeled as

white Gaussian noise processes. The signals s(t),w(t),e1 (t) and e2(t) are assumed to be

uncorrelated.

The unknown parameters are the coefficients of the various systems and some spectral

parameters of the signals. We denote the power spectra of s(t) and w(t) by P,(w) and
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P.(w) respectively. a., and o. will denote the error signals variances. A(w), B( .), C(,u)

and D(w) are the frequency responses of the four linear systems in Figure 5.2.

We formulate the problem in terms of short-time processing so that the signals and the

system parameters can be slowly time varying; consequently, a sliding window is applied.

As already noted, the window length, T. must be short enough so that the parameters

are constant over its duration. However, we will also assume that it is long enough so

that the short-time DFT coefficients of s(t), w(t), el(t) and e2(t) at different frequencies are

uncorrelated. Under this assumption, the likelihood of the observations (y 1 (t) and Y(t))

with respect to the parameters above is easily expressed in the frequency domain, and is

written as, (see e.g. 1, chapter 4),

logp(y,(t), y(t):;) = - E (logdet A(we;_) -(we).-( = -. e (5.7)

where Y(w) is a vector whose components are Y(w) and Y2 (-). The matrix A(w; j) is the

power spectrum matrix, i.e.

A(w; =E

= C(w)P,(w)C(,) - A(w)P 1,(w)A*(w) a,2,. C(w)P,(w)B'(w) - A(w.)P (w)D "(w)

B(w)P,(,.)C'(w) - D(w)P.(w)A*(w) B(w)P,(w)B(w) - D(w)P,.(w)D*(w) - a4

(5.8)

For the M microphone case, the likelihood function is again (5.7) where the matrix A

is now the M x M power spectrum matrix E(Y(w)Y(w)).

The general maximum likelihood problem, represented by eqs. (5.7) and (5.8), is not

only complicated but may also be ill-posed. The likelihood function depends on the pa-

rameters only through the matrix A(w; 1), and all possible solutions that generate the same

A(w; J) have the same likelihood. If indeed all the associated systems and the power spectra

128



are unknown and their structure is allowed to be arbitrary, then we expect a non-unique

solution, since any value of (w: 0) may correspond to many different values for the param-

eters. Therefore, some constraints must be imposed on the parameters. For example, we

may assume that some of the parameters are known, or that there is a simple structure

to the systems. Of course, the more constraints there are, the more this ML problem be-

comes well-posed mathematically. However, we must limit ourselves to constraints that are

consistent with the noise cancellation problem under consideration.

We will constrain the systems that represent the room acoustics to be causal, and to

have a finite impulse response. Thus. for example, A(w) is a frequency response of an FIR

filter, i.e.
q

A(w) = akee2 ' (5.9)
h=O

As mentioned earlier, we will usually assume that s(t), the desired signal, is a sample

from an AR process of order p, so that its power spectrum, P,(a), is of the form

P = - h,e-",, (5.10)

In the next two sections, more specific situations will be considered, and additional con-

straints and assumptions, based on the additional knowledge about the underlying scenario,

will be made. In both sections, the resulting ML problem is constrained enough so that it

is not ill-posed.

We note that even with these assumptions and constraints, the required maximization

of the likelihood function (5.5) with respect to the signal and system parameters is still

complicated. Therefore the EM algorithm will be proposed for its solution. In the cases

considered in the next sections, the unavailable desired signal, s(t), will be a component

of the chosen complete data. Thus, as a by product of the use of the EM algorithm, an
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estimate of the desired signal will become explicitly available while implementing the E

step.

Relation to array processing and the previous chapter

The system model, presented above and illustrated in Figure 5.2, may also model the

array processing situation and the DOA estimation problem considered in the previous

chapter. In the array processing case. the various systems A, B, C and D are simple

delays, e.g .A(,,i) = e - J ?, The additional noise sources, e,(t), will represent in this

case the background noise. Maximizing the likelihood function (5.7) will be equivalent to

maximizing the likelihood function developed for the Gaussian DOA estimation problem,

i.e. solving (4.58).

The EM algorithms suggested in this chapter are different and do not reduce to the

algorithms presented in the previous chapter. We simply choose a different complete data

for solving the same ML problem. The choice of complete data in this chapter is adequate

for the noise cancellation problem, since the resulting EM algorithm generates an estimate

of the desired signal in the E step and since in the case where an estimate of a complete

impulse response and not just time delay is desired, updating the parameters using this

choice of complete data is easier. On the other hand, for the DOA estimation problem,

where the systems are simple delays, the choice of complete data used in the previous

chapter has generated an EM algorithm with attractive properties, such as the simple

parallel structure.
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Figure 5.4: The observations, simplified scenario

5.2 A simplified scenario

In this section, a simplified version of the problem is assumed, corresponding to the

restriction of B(z) to be zero and both C(z) and D(z) to be unity in Figure 5.2, so that

Figure 5.2 reduces to Figure 5.4. This scenario is assumed (at least implicitly) by Widrow

et al. in "101. In this scenario, one microphone measures the desired (speech) signal with

additive noise, while the second microphone measures a reference noise signal, which is

correlated with the noise component of the signal measured in the first microphone, but

has no signal component present.

We will start by presenting the ML problem for this scenario. This ML problem is a

special cane of (5.7). However, as we shall see, the availability of a reference signal, which

contains only noise, makes this likelihood function particularly simple. We will then present

an EM algorithm for maximizing this likelihood. The complete data will be composed of

the signal part and the noise part of the primary microphone signal separated in addition
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to the reference microphone signal.

5.2.1 The ML problem

As indicated in Figure 5.4, the observed signals are y1 (t) and y2(t), A(z) is an FIR filter,

e(t) is Gaussian white noise, and s(t) is the desired signal.

Specifically, then

y1(t) = s(t) + n(t) (5.11)

where the noise component in the primary microphone is

q

n(t) = j (t - k) + e(t) (5.12)

Equivalently, equations (5.11) and (5.12) may be written as,

q

YI(t) = s(t) -- ,tw(t - k) - e(t) (5.13)
t--O

Y2(t) = w( (5.14)

and the connection to the general scenario is now clear.

As before, we assume that the desired signal, s(t), can be represented as a sample func-

tion from a stationary Gaussian process, whose spectrum is known up to some parameters.

The unknown parameters, J, are the system coefficients, {at}, the spectral parameters of

s(t) (which will be denoted o), and o2, the variance of e(t).

The likelihood of the observation is again expressed in the frequency domain. This case

is simpler than the general cae, discussed in the previous section. The likelihood may be

obtained without referring to the general formula of (5.7).

Specifically, under the assumptions made in the previous chapter, the likelihood of the
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observations may be written in the frequency domain as,

L(9) = 109!fy .(yi(), Y2 ( = ) = logfy,-Y2 (Y(G(e), Y2(Wt); 9) (5.15)

Now, at each frequency at

log fy,,(Y 1 i(we), Y2(we); 2) = log fy 1 yi(Yi(Gt)/Y(we); 9) + log f 2 (Y2 (wt)) (5.16)

where log fy 2(Y,(wt)) is independent of 9. The conditional density of Y(we) given Y 2 (wt) is

given by

s,,.,,,,:(r (,.,,i, 0_ : - Yiowe) -. A(wt): Y2,(,..,) i2

log fy'Y.(Yi(Wt)1 Y2(uwe); 6) = logr (p,(we) _,_ a2) + P,~w) (w) . y0r J)1P0( ,,) + a2

(5.17)

Thus maximizing the likelihood (5.15) in this case is equivalent to minimizing,

[lo -( ,( e ! r, Y, (we) - A w ).y2 (We) 2](.8

with respect to o2 and the coefficients of P,(w) and A(w).

We will assume that A(w) is the frequency response of an FIR filter of a given order q,

i.e. it is of the form of (5.9). Also, we will assume that s(t) is an AR process of order p

with coefficients {h, P= and gain G, so that its power spectrum P,(w) is given by (5.10).

In some applications, like LPC vocoding and speech recognition of noisy data, we will

be interested mainly in the spectral parameters of the speech signal. In this case, solving

this ML problem explicitly provides these desired parameters. In other applications, we will

be interested in the speech signal itself. So, using the estimated signal parameters, (ak},

we will cancel the noise in the primary microphone and obtain an enhanced speech signal.

As mention above, this speech signal estimate will be available as a by product of the EM

algorithm suggested below, while implementing the E step.

133

ALI ninmm mmm mm =



5.2.2 Solution via the EM algorithm

Direct minimization of (5.18) is complicated; therefore we consider the use of the

EM algorithm. In this approach, the complete data is chosen to be the set of signals

(s(t), n(t), y2(t)). This choice of complete data is motivated by the simple maximum like-

lihood solution available if indeed s(t), n(t) and y2(t) are observed separately.

Loosely speaking, if this complete data is available, the maximum likelihood estimate of

{a,) and a
2 is achieved by least squares fitting of y2(t) to n(t). The spectral parameters of

s(t) are also easily estimated by solving, for example, the normal equation using the sample

correlation of s(t), for LPC parameters.

More specifically, the likelihood of the complete data, L,(J), satisfy

L,(9) = log f,,(a(t),n(t), y(t);_)

= log f,9 /,: (s(t), n(t)/Y2(t); 0) 9 log f 2 (Y2 (t)) (5.19)

where log fv,(Y2 (t)) is independent of 0. Also, given y(t), the signals s(t) and n(t) are

statistically independent, and thus

log f,.n (s(t), n(t)/y2(t); _) log f'/v2(s(t)/y 2 (t); 2) -- log fl,,2 (n(t)/Y2 (t);* ) (5.20)

Now, log Af112(n(t)/y(t); f) depends only on {ak} and o, and it is defined by the p.d.f

of e(t), i.e.

log f,, (n(t)/y 2 (t); ) 2- - log (Y2

In general, the signal y:(t) may be related to s(t). However, this relation is arbitrary

and unknown. Therefore, we will assume that the probability distribution of s(t) given

y2(t) is the a-priori distribution of s(t). This probability distribution is the distribution of a
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stationary random process with power spectrum P,(w) and it depends only on the spectral

parameters, 0, of s(t), thus,

r S5(w.)( 2 1
Iogf,IV 2(s(t)/2(t);_) = logf1 (s(t);0) = [logP,(w;_) P.P((e;_) (5.22)

where S(w) is the Fourier transform of s(t), i.e.

N-i
v N t=-o

t--0

Thus, estimating g by maximizing the likelihood of the complete data is equivalent to

estimating a2 and {ai,} by minimizing

7 (n(t) - aky2(t - k) + N -oga (5.23)
trio k=0

and estimating the spectral parameters _ by minimizing

log P,[(iwe;0.)- S(we)") (5.24)

Note that when s(t) is assumed to be an AR process, minimizing (5.24) is equivalent to

solving the Yule-Walker equation, using the sample autocorrelation of s(t).

From eqs. (5.23) and (5.24) we note that the sufficient statistics of the complete data is

n(t) and S(w1 ). The sufficient statistics is linear for the noise part and quadratic for the

signal part. Thus. the E step of the algorithm requires the following expectations:

i,(t) = E{ n(t) y(t),Yt); 0()} (5.25)

and

.s(we) = E { S(we)I/ Y,(we), Y,(wt); f } (5.26)

where f(") denotes the parameters {a*), a and 0 in the n" iteration. These conditional

expectations are immediately available using the results developed for the linear Gaussian

case.
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The E and the M steps of the EM algorithm for minimizing (5.18) may now be stated

explicitly. We will denote by 9(n) (or by {ak(7}, (o2 )(n) and P,(n)(w)) the current estimate

of the parameters.

* The E step, the n" iteration:

- Generate a signal z(t)

a(t) = yv(t)- (t - k) (5.27)
k=O

Note, that if the true coefficients (Gb) were known, then z(t) = s(t) + e(t)

- Apply a Wiener filter to z(t) to obtain the conditional expectation or the nin-

imum mean square error estimate of s(t) (or S(we)) and IS(we)12. Specifically,

for all ie, generate an estimate of S(wt), E(we) and IS(we)l as

( t)Pin (We)- ) 5.s
p"-n) 0 X(we) (5.28)

4'e) = X(we) - S(we) (5.29)

Ms(wt) = .- (We)I* P-' ( ) ( 2 )(,,) (5.30)

where X(La) is the Fourier transform of z(t) and E(w) is the Fourier transform

of the signal i(t).

- The conditional expectation (estimate) of n(t) is

q

e The M step, the ntA Iteration

Substitute the conditional expectations of (5.30) and (5.31) into equations (5.23) and

(5.24). Specifically,
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5.3 A more general scenario

The modeling of the two-microphone noise cancellation situation in the previous section

ignores the possible coupling of the desired signal, s(t), into the reference microphone. in

the classical least-squares approach, this coupling results in a reverberant quality to the

output, because the desired signal is partially canceled together with the noise. Since

the ML problem of the previous section also ignores this coupling, the resulting EM noise

canceling algorithm has a similar problem.

In the ML approach considered in this section, this coupling is taken into account.

Specifically, we now include the presence of the system B in Figure 5.2, but still assume

that C =I and D M 1, corresponding to the assumption that the first sensor is close to the

signal source and that the second sensor is close to the noise source. The resulting model

is shown in Figure 5.6. We also assume that A(z) and B(z) are both FIR systems. These

assumptions are important, because without them the problem is ill-posed. For example, if

A, B, C and D are arbitrary, intuitively one can see that there is a symmetry to the problem,

that precludes the algorithm distinguishing between the signal and the noise components

in each sensor. With the stated assumptions this symmetry is removed.

We will start by explicitly presenting the ML problem for this scenario. We will then

present an EM algorithm for maximizing this likelihood, where the compiete data will be

composed of the desired speech signal, s(t), and the noise source signal, w(t), in addition

to the observed signals y1 (t) and y2(t).
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Figure 5.6: The observations; more general scenario

5.3.1 The ML problem

The situation assumed in this section is indicated in Figure 5.6. The mathematical

model that corresponds to this situation is given by,

YI(t) = s(t) A{w(t)}.- e(t) (5.33)

y(t) = B{s(t)} - w(t) + e2 (t) (5.34)

where, as before, s(t) is the desired signal, w(t) is the noise source signal, and el(t) and

e2 (t) are the measurement and modeling error signals in the two microphones. As in the

general problem, .(t) and w(t) are assumed to be sample signals from Gaussian random

processes. The error signals el(t) and e2(t) are white Gaussian noise processes. The un-

known parameters, J, are the impulse response coefficients (a&) and {b,) of the systems A

and B, the spectral parameters of the signals s(t) and w(t) denoted _, and . respectively,

and the variances a,, and a ', of the noises el(t) and e2(t).

With these assumptions, the likelihood of the observations is given again by (5.7). How-
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ever, with C(w) a D() , the power spectrum matrix, A(w), is simplified to

A(w;_) = E{Yw)(w)t}

P - - (w) - A(w)P(w) 1
B(w)P,(w) - P,(..)A(w) B(w)P,(w)B'(w) -r P,(w) - az

We will assume again that A(w) and 8(w) are frequency responses of FIR filters, i.e.

their structure is given by (5.9). The orders of those FIR filters are assumed to be known.

and are denoted q, and qb respectively. The desired signal is assumed to be a sample

from an AR process of a given order p, so that P,(w) will have the structure of (5.10).

We further assume that w(t) is a white noise signal, i.e. P.(w) is constant. Even with

these assumptions, the underlying ML problem is complicated, so again we will use the EM

algorithm for its solution.

For applications, such as LPC vocoding, where only the spectral parameters of the

speech signals are required, solving this ML problem will explicitly provide these desired

parameters. For applications where the speech signal is required, the MMSE estimate

of the speech signal using the ML estimate of the parameters will be suggested. This

MMSE estimate will be available for each current parameter value, as a by product, while

implementing che E step of the suggested EM algorithm.

5.3.2 Solution via the EM algorithm

The complete data suggested for defining the EM algoritkm in the current context is the

set of signals {(t). w(t), y1(t), Vy(t)}. The complete data is chosen this way, since, if indeed

the signals s(t) and w(t), the input to the two channel system of Figure 5.6, are observed,

in addition to the signals yl(t) and y2(t), the output of this system, then there will be a
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simple procedure for ML estimation of the parameters of this two channel system.

Specifically, suppose that this complete data is available. To estimate the parameters

we will maximize its likelihood given by

= log fW"V 21j-,(y1(t), y:(t)/s(t), w(t);) +log,.(S(t), wv(t);) (5.36)

The signals V1(t) and y2(t) are uncorrelated, given s(t) and wv(t). The signals s(t) and w(t)

are uncorrelated by assumption, thus,

L()= logf w~(it/st,(t);!)- +log f,,2 1 1 (y)/8(t), WW)

log hf(a(t); 9) -*log f. (Wu(t); ~)(5.37)
III IV

Term I depends only on (at,) and 4r2. and is the log probability of the sequence e1(t).

Similarly, term II depends only on {bj} aad a,,, and is the log probability of the sequence

e2(t). Term III is the log probability of the stationary signal s(t) and depends only on its

spectral parameters o~ Similarly term fV is the log probability of the stationary signal w~(t)

and depends only on its spectral parameters Ow Maximizing the likelihood of the complete

data with respect to _0 is equivalent to maximizing each of the terms I - IV separately with

respect to the parameters they depend on.

Thus, given the complete data, 0. are estimated by,

- a&rgrnaxlogf,(s(t);t 5 ) =argminE rlogp.w~ (we)1 1(ol (5.38)
- . 0. 7') +. P (we

and 0 are estimated by,

=arg max loglw(w (t);& arg mnn [log p,we;o )~ ~0 (5.39)
±5!W~ WeP(we; O)j
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where S(w) and W(w) are the Fourier transforms of s(t) and w(t) respectively, i.e.

s(,) = = (t)e-
V t=O

w 1 w(t)e-J"
V V =0

The maximization in (5.38) is sometimes simpler, e.g. when s(t) is assumed to be an AR

process, in which case maximizing (5.38) is equivalent to solving the Yule-Walker equation,

using the sample autocorrelation of s(t). Similarly, solving (5.39) is sometimes simpler. If

w(t), the noise source signal, is a white noise signal, then solving (5.39) is equivalent to

finding the (constant) spectrum level, P., by,

' w ,,(t) = E W(W)1 2  (5.40)

Estimating the impulse response coefficients, (ak}, and the variance, au2, given the

complete data, requires solving a least-squares problem, since

2 ,{4,} = arg max logf,, 1 ,,.(y(t)/s(t),w(t);aO,'",aq,,o'e,) (5.41)

- arg min 1- yI(t) -_ (t) - akw(t -k) +N-,V. logr,
101,s, *1z e=0 k=

Similarly, estimating {bk} and a2 given the complete data requires solving the following

least squares problem.

(72a ., {b',k = arg max log f,, 1,,.((t)/s(,), W(t);bo, .. ,bq,, O) (5.42)

2- 2= arg m -72 (V2(t) - u()- #bk(t - k)) - .log,

The explicit solution of the least-squares problems, implied by equations (5.41) and

(5.42), is achieved by solving the following "normal" linear equations:

a = tw, - two (5.43)
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S V2 - r, (5.44)

where R. is the correlation matrix of w(t) of order q. i.e.

r. (0) r.(1) rw(2) r. (q.)

r.(1) r.(o)

where r.(k) = 4J w(t)w(t-k)

t=O

) ( r.(l) r.(O)

(5.45)

R, is the order qb correlation matrix of s(t)

r,(O) r,(I) r(2) r, (q)

t,(i) r,(O)

, = where r,(k)= s 8(t)s(t - k)
t=o

r,(qb) r'(2) .,(1) r. (0)

(5.46)

The vectors r, ,, r,r,, _1, and r,,, represent the appropriate cross correlation between the

signals, e.g.

rV.(O)

Il IV- !

_rS where r.,(k) = s *(t)w(t - k) (5.47)
9=0

'u1(q.)
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and the vectors a and _ are the unknown impulse response coefficients of the systems A and

B.

By observing the required procedures for maximizing the likelihood of the complete

data, i.e. equations (5.38),(5.39) and (5.43),(5.44), we see that the sufficient statistics

of the complete data contains quadratic terms, which are the sample autocorrelation (or

the sample spectrum) and the sample cross correlation (or cross spectrum) of the various

signals, in addition to the linear terms (i.e. the signals themselves). Thus, the E step of

the algorithm (with the above choice of complete data) requires the expectations:

i(t) = Es{st)/,I(ty 2(t);(n} (5.48)

ti(t) = E{w(t)/y1 (t),Y(,);_(')} (5.49)

and the quadratic terms:

=,(k) E {r, (k)/ y(t), y(t); ( } (5.50)

i,=(k) E {r.(k)/yi(t), y2 (t);e('} (5.51)

,. (k) = E {,S,(k)/ y(t), y2(t);_ " } = 9.,(-k) (5.52)

We will implement the E step in the frequency domain, since for stationary processes

with large observation time, the DFT coefficients at each frequency are statistically inde-

pendent and can be processed separately. In each frequency we the observation may be

written as

Y ( wt) I A(w ) (we) (5.53)

Y2(we) B(we) I W(we)

The E step requires the conditional expectation of S(wt), W(we), ;S(we)12 , W(we)j 2 and

S(we)W*(w).
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At each step of the algorithm, the current values of the parameters are used. We

will denote by A("i(w) and B("( ) the current estimate of the frequency responses of the

unknown systems A and B. and by P") (w) and P( n)(w) the current estimate of the power

spectra of s(t) and w(t). Let H(we) denote the matrix

H (we) I A(n) (we) 1554
B( ") I J.(,4)

and let O(we) and E denote the power spectra matrices

P "(n)(w) 0 o', 0

, =( ,) =E = (5.55)
0 P(,)(we) 0 0,.e

The required conditional expectations are readily available, since again this is a linear

Gaussian case. These conditional estimates may be interpreted as performing a two-channeL

Wiener filter (see i20) and calculating its error covariance matrix. Thus, the estimate of

the linear terms is given by

_Y (we))
) _ Y.,w,))1•(5.56)

W(we) Y2(.wt)

where K(wj) is the matrix

K(,,,) = ,t,).- H(w) t (H(,.,O (we)- H(,,) t - )-~(5.57)

For the quadratic terms, we have to calculate the error covariance matrix of this Wiener

filter, i.e.

e (we,,) = (* "(w )+ H(w ). - -' U(wt)

= O(we) - ,(w)H(We) t (H(we) . #(we). H(we)t + E) H(w)f(we) (5.58)
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and the quadratic terms are obtained by,

MVs (we) = E{:S (we) I/Y (wt), Y2 (we)} = (we)1 I'~ + A1 (we) (5.59)

Mw (we) = E{W (we)12/ Ya(we),Y 2 (we)} : ~e12 + (we) (5.60)

Msw(we) = E{S(we)W(,.,)1Yj(w),Y 2(we)} = .9(we)W"(wt) + 02(we) (5.61)

The E and M steps of the EM algorithm for maximizing the likelihood of the observations

(given by (5.7) and (5.35)) for this more general case may now be stated explicitly.

" The E step, the n'x" iteration:

- Calculate the conditional expectations S(we) and W(we) by (5.56).

- Calculate MS(wt), Mfw(we) and Mfsw(we) by (5.5g)-(5.61).

- The signal estimates i(t) and bi(t), and the correlation estimates ,(k), i.k) and'

,.k) are achieved by inverse Fourier transforming S(w), Wk(w), Ms(w), Mfw(wi)

and Msw(w) respectively.

" The M step. the n" iteration:

- Solve the linear equations of (5.43) and (5.44) for a and ~,using the estimates

i~k), ,,(k) and ;,.(k' from the E step, and with

,VV~k E Z ~(t) y1 (t - k)
t=o

; =V (k) F (t)y2(t - k) (5.62)
t=o

The result Is the updated coefficients !a('") and (-') of the systems A and B.

- Update the spectral parameter estimate, by solving (5.38) and (5.3g), using

Ms(we) and Mw(we) instead of S5(we)12 and IW(We)1 2 . For LPC parameters of

the-speech signal s(t), solve the Yule-Walker equations, using ;,(k).
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Figure 5.7: The EM algorithm; more general scenario

The EM algorithm above iterates, until some convergence criterion is met. This algo-

rithm is summarized in Figure 5.7.

The procedures, suggested in this section and also in the previous section, are imple-

mented in each iteration on the entire data. Adaptive and sequential prccedures, based

on the discussion in chapter 3, are also possible. These algorithms may process new data

in each new iteration. The parameters will be updated according to one of the suggested

strategies in chapter 3, and a new segment of enhanced signal will be produced.
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Examining the suggested procedure illustrated in Figure 5.7, a sequential EM algorithm

based on recursive E and M steps, comes in mind. The Wiener filter of the E step will

be replaced by the sequential Kalman filter, and the linear least-squares problems of the

M step will be solved via a sequential RLS type algorithm. The details, the analysis and

experiments with this adaptive version are now under investigation and are the subject of

further research.

5.4 Experimental results

The algorithms developed in this chapter for both the simplified scenario and the

more general scenario have been applied and tested in a simulated environment. A realistic

acoustic environment has been created by generating the impulse response coefficients of the

systems, representing the room acoustics, using a well tested acoustic simulation program

701. In this section we will discuss the results of our simulation experiments.

5.4.1 The simplified scenario

The simplified scenario of Figure 5.4 has been implemented with s(t), a speech signal,

and y2 (t), a band limited noise signal with a flat spectrum from zero to 3 KHz. The FIR

filter, A(z), was of order 10. y1(t) was generated according to Figure 5.4. The SNR in

yt(t) was approximately -20 db. The results were compared with a "batch" version of the

least-squares algorithm, corresponding to estimating the {ak}'s via the least-square problem

~~a (Yi(t - k/4))
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Figure 5.8: Correlation between the reference and desired signals. C(z) =.lz - s

and then canceling the noise and estimating the signal as

s(t) = - a Y2(t - k)
k=!

Both algorithms produced good enhancement of the speech signal, and although there

were perceptible differences, the overall quality of both was similar.

The direct least-square approach assumes that y2(t) and s(t) are uncorrelated. This

assumption is critical. Our algorithm, on the other hand, does not require this assumption.

In a second experiment, y2(t) included a delayed version of the speech signal, as illustrated

in Figure 5.8. (Note, that this scheme is different then the scheme considered in the more

general scenario, since we have a direct measurement of the input to the system A(z)).

In this experiment, the SNR in yl(t) was again -20 db. The direct least squares approach

canceled part of the signal together with the noise, resulting in poor quality. In comparison,

the performance of our algorithm was still good.
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Figure 5.9: The living room acoustic environment

5.4.2 The more general scenario

The more general scenario assumed in Figure 5.6 was simulated, where again s(t) was a

speech signal and w(t) was a white noise signal. In order to simulate a realistic scenario, we

assumed a living room environment with the signal and noise sources located as illustrated

in Figure 5.9. We used a simulation program developed by Peterson ([701), and we generated

FIR impulse responses having 2000 coefficients for each of the systems A and B. The first

500 coefficients of these impulse responses are plotted in Figure 5.10. By monitoring the

level of the noise source, we have generated examples in which the SNR of yl(t) was +20dB,

0dB and .20dB.

We implemented the EM algorithm described in Figure 5.7 and compared the results

to the least-squares method, by informal listening. Both algorithms estimated up to 500
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Figure 5.10: Simulaitd "room acous~ics" impulse responses.
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coefficients of the impulse response. In all SNR levels our algorithm performed better, and

its output, unlike the least square output, was reverberation free.

At high SNR (+20dB), the output of the least squares method output sounded worse

than the unprocessed measurement signal, due to the signal canceling effect. The output of

our method sounded better than the original measurement signal.

At 0dB, the least squares output sounded better than the measurement signal. However,

it sounded much worse than the output of our algorithm, which at this SNR level generated

an almost clean signal.

At -20dB SNR, the output of the ML method sounded better then the least-squares

method. However, the distinction between the two was not as significant as in the came of

0dB SNR. This is perhaps a result of the fact that, in order to generate a low SNR, we

increased the level of the noise source. This resulted in a high Noise to Signal Ratio in the

reference microphone, which in turn resulted in lower signal cancellation, since the situation

became closer to that assumed by the least squares method.
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Chapter 6

Information, Relative Entropy

and the EM algorithm

At this point in the thesis, we have already presented the main results and contributions.

The cla of iterative and sequential algorithms has been presented and motivated. We have

also demonstrated several applications of these algorithm to real world signal processing

problems. In the course of the thesis, several subjects, related to information and the

philosophical essence of the inference process, have been mentioned briefly. We want to

use the opportunity of this chapter to discuss these issues further. We will consider in this

chapter some interesting topics, in the context of information theory, that are related to

the EM method and to the notion of complete and incomplete data relations.

Information measures and statistical inference criteria a.'e closely related. The books by

Kullback '711 and Pinsker '72! are devoted to information theory and statistics. The Mini-

mum Description Length (MDL) and the Minimum Information (MI) criteria, mentioned in

Chapter 2, provide examples of the application of information measures to inference prob.
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lems. Another criterion, based on information theory, the Maximum Entropy (ME) or its

generalization the Minimum Relative Entropy (MRE), is the main tool used in [71! to relate

information theory to statistics. It will be interesting to show that the ME/MRE criterion

is a special case of the MDL criterion in a special complete-incomplete data context.

Another topic, discussed in this chapter, is the alternative derivation of the EM algo-

rithm using the MRE criterion, which has been suggested by Musicus in [7] and [81, and by

Csiszar et. al. 1731. This derivation is presented with our interpretation and comments. In

the context of this chapter. where general information criteria are analyzed, this derivation

may be viewed in the right perspective.

This chapter is not organized as coherent theory, rather as "yariations on the themes"

above. The common "motive" is the relation to the EM method. We start our presentation

with the ME or the MRE criterion, point out that its philosophy is distinct from the phi-

losophy of the ML and other statistical criteria and give its common justifications. We then

show that the MRE criterion sometimes reduces to the ML criterion, and, in these cases,

its minimization using the alternate minimization algorithm, reduces to the EM algorithm.

However, we will raise some doubt concerning the rationale behind using the Minimum Rel-

ative Entropy in some contexts, including the context that led to the alternative derivation

of the EM algorithm. The chapter ends with an important result; we prove that the ME or

MRE criterion can be viewed as an interesting implementation of the MI/MDL ideas in a

special complete/incomplete data situation.
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6.1 Maximum Entropy and Minimum Relative Entropy

So far in the thesis we have presented several methods and criteria for statistical in-

ference. Maximum Entropy and Minimum Relative Entropy methods flow from a different

philosophy, however. This philosophy will be presented and compared to the philosophy of

other statistical inference criteria.

6.1.1 ME and MRE in comparison to other statistical criteria

The "output" of every statistical inference method is a clioice of probability function.

which we believe, according to the specific criterion we use, represents best the behavior of

the phenomena that we observe. However, ME or MRE methods consider the observations

in a unique manner and accept only certain forms of data.

To be more specific. let us describe the common situation that leads to the application

of ME or MRE methods. As mentioned above, the goal of any inference process is to find

a p.d.f., p(z), defined over the sample space, X, of the observed phenomena. Suppose we

know that p(.) belong to a set P, where this set is usually defined by the knowledge of some

averages,

P = {p(z) Epg(z) = (6.1)

The given averages are the only information observed from the underlying phenomena in

the ME framework. The choice of probability function is then made by,

p=arg max (p)= arg max p(z)lo p(z)dzI (6.2)
Pp PEP [ . '

In the MRE framework, an a-priori probability, q(.), for the observed phenomena is also
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given, and thus the choice of probability function is made by,

=arg min.(p; q) = arg min fp(z)log E I (6.3)
PEP PEP [. X

We immediately note that the MRE criterion reduces to the ME criterion if q(.) is the

uniform prior. Therefore, in the rest of the chapter, we will discuss only the MRE method;

all the results will also apply to the ME method.

The basic limitation of the MRE method is that one cannot incorporate the information

provided by a specific observation sequence. The only information that can be incorporated

is in the form of given averages or other constraints on the probability function. Neverthe-

less, the MRE method is sometimes used when a specific observation sequence is given. In

this case, one usually calculates some sample averages and uses them as constraints on the

relative entropy minimization. This approach is certainly not an optimal one, since not all

available information about the phenomena is incorporated and since errors are introduced

in the inference process, because the sample averages differ from the statistical averages.

The other statistical inference methods consider the observed data directly. For example,

in the Maximum Likelihood framework, we have an observation z E X and we assume that

the probability distribution that describes z is characterized by some unknown parameter

vector, 9 ze. The ML criterion will choose 0 by choosing i E ( according to,

= arg max log p(z; 9) (6.4)
-;e

The basic limitation of the ML is the need for modeling assumptions. Without those re-

strictions the method will break down; for example, if we allow the any probability function,

maximizing the likelihood will lead to the trivial (but unacceptable) result p(a) = 6(a - x),

where 6(-) is the Dirac delta function. On the other hand, in the ME/MRE framework, we
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do not assume any model: the method will work even if the set P in (6.2) and (6.3) contains

all possible probability functions. The constraints on the probability functions are derived

from the data.

To summarize, the weakness of the MRE method is the unique and restricted manner

in which it can accept input. The MRE method can consider the data only in the form of

averages. Its strength, on the other hand, lies in the facts that no modeling assumptions

are needed and that a full probability function is estimated. There are situations in which

giving the input in form of averages is natural; for example, in statistical mechanics, the

observations at the macroscopic level are indeed some averages of a stochastic phenomena,

that occurs at the microscopic level. In these cases, following the rationale of the MRE

method given below, the usage of the MRE method is justified.

6.1.2 The rationale of the MRE method

The commonly used rationale for justifying the Maximum Entropy method is advocated

mainly by Jaynes 74! and 175;. Here, we briefly repeat this rationale.

Suppose that the sample space of the underlying phenomena is discrete and finite,

i.e. the random variable, X, whose instances, z, we may observe, takes its values over

the finite set {l .-. , m). This random variable has an a-priori probability assignment,

{ql,' ", q,J}- Suppose we observe an infinite i.i.d. sequence, {zr ... x, .. -}, of realizations

of X. A question we might ask is what will the sample frequencies (or histogram) of this

sequence typically be ? Naturally, by the strong law of large numbers, the answer is the

a-priori probability, (q, },m. However, suppose we have additional information in the form

of constraints on the possible histograms, maybe a knowledge of some averages, that rules

out the a-priori assignment. In this case, we will compare the probabilities of all possible
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histograms; the typical histogram will be the one with the highest probability.

Specifically, consider first the case of & finite sequence, ; = f xi z.. }, of i.i.d.

realization of X. With the given probability assignment, {q1}, , on X, the probability of

getting a specific sequence, whose sample frequencies are {p,),=, where pi = k,/N and k,

is the number of times the outcome i appeared in x, is

M

p(g) =1r q*, =1[] q;VP' (6.5)

There are, however, , sequences with these sample frequencies. Thus, the probability

of the event "the sample frequencies of z are (p}'}", denoted Prob{p/), is given by,

N! ?n IVI "t~

Prob{e/} - k1) . k. II = . 1-,i '" P (6.6)

It is easy to prove, using Stirling's formula for factorial, that

- N ! k'.! (6.7)

where t (,) = - P, logp, is the entropy associated with the frequencies pi = k,,N.

Thus, as N - equation (6.6) becomes

p ,ob{8/ }~~ ~~~ Z1 N () qVp N"-fip. iogIL

PrOb-E/• = C P (6.8)

or equivalently.

Iog Prob{E/ = =N p log p  - N - k() (6.9)
=! qi

where M (; )is the relative entropy between {p}'}!, and {q},)'

From equation (6.9) we see that the relative entropy is dire..ly proportional to - log Prob{j }.

Thus the histogram with the highest probability is the one that minimizes the relative en-

tropy. This histogram is also the typical histogram in the following sense. Consider the

histogram.e that minimizes the relative entropy and any other histogram j' with higher
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relative entropy. We claim that the probability of 2 is overwhelmingly larger than the prob-

ability of E', since, as N - o, the ratio between these probabilities goes exponentially fast

to infinity,

Prob{p'q} = e ,H(_!)_H(_,_)J = e. ,, > 0 (6.10)

Prob{ip iq}

This concludes the justification of the minimum relative entropy criterion.

(The argument above, the probability calculations and the term "typical sequence" are

frequently used in Shannon's development of information theory i241, especially for his

source coding theorem.)

6.2 MRE by alternate minimization and the EM algorithm

In this section, an interesting interpretation of the EM algorithm is provided, using the

MRE criterion. This interpretation is based on the fact that the M.RE criterion, used in

a special way, reduces to the ML or the MAP criterion. Minimizing the MRE criterion is

usually difficult; thus, the iterative alternate minimization (or coordinate search) algorithm

may be suggested. In the special case where the MRE criterion reduces to the ML criterion,

this alternate minimization algorithm reduces to the EM algorithm, where minimizing with

respect to one density is equivalent to the E step, and minimizing with respect to the other

density is equivalent to the M step.

As already mentioned, the minimization of the relative entropy by alternate minimiza-

tion and its relation to the maximum likelihood criterion were originally suggested in 71

and 81. The alternative minimization method and its properties were also developed in

731, where an explicit relation to the EM algorithm was established.
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6.2.1 MRE by alternate minimization

As discussed above, the goal of any statistical inference process is to find a probability

distribution, that explains the observed phenomenon under some a-priori knowledge and

constraints. Suppose that the observations and the a-priori knowledge may be summarized

into constraints on the desired probability density functions, i.e. that p(x) E P and q(z) E Q

where P, Q are sets of p.d.f. A version of the MRE criterion will solve our inference problem

via the following functional minimization:

=(a),4(z)=arg min .4 (p(x);q(z))=arg n fp(z) logP(dz (6.11)
p(Z)E 0, (z)E2 P(z)EP, qtz)EQ x q(z)

The minimization of the relative entropy in (6.11) is complicated in general. It is also a

functional optimization problem; thus, numerical methods cannot be easily applied either.

To solve this problem. an alternate minimization method (or coordinate search algorithm) is

suggested. In this method, we generate a sequence of solutions {p(n' (z), q("1(z)} as follows:

" Start: guess p{O}(z).q"O)(z)

" Iterate, until some convergence criterion is achieved,

p("")() - arg min k (p(z); q(")(z)) (6.12)
pP

q("')-(z) = argmin Y (p("') (z); q(z)) (6.13)
IE 2

Any alternate minimization algorithm has the desired monotonicity property. Thus,

each iteration improves (in our case decreases) the goal function. Specifically,

4, (pfl* ) (Z); qI ".I) (z)) 5 'V (p'flid)(Z); q %)(Z)) :5 M (p(n)(,); qlf)(z)) (6.14)

The monotonicity property implies that, if the goal function is bounded, then it also

converges to some value H*. A continuous function, like the minimum relative entropy, will
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be bounded when it is defined over a compact set. For our iterative algorithm, in order to

show that k(p(n}; q(")) .4 - it is sufficient to show that the set Po x o, where

-o o = {(pE q (p; q) < .(p"; qI') (6.15)

is compact.

Differentiability of the goal function will imply that H' is a stationary value. If the sets

and Q are convex, then the convergence point H' is a global minimizer. Unfortunately,

in the special case where the desired density functions are defined parameterically, these

sets are rarely convex, even when the possible set in the parameter space is convex.

A comprehensive discussion on the properties of this algorithm, especially the conver-

gence issues, may be found in i81 pp. 107-133 and in 1731.

6.2.2 IML as a special case of the MRE criterion

Let X be a sample space, referred to as the complete data sample space, and suppose

that a parametric family of probability distributions is defined over it. This parametric

family is indexed by the vector 0 E 6, where 0 is a subset of the k-dimensional Euclidean

space. Thus., the set of possible complete data densities is

01 {q(; 2) _ e} (6.16)

Suppose that we do not observe z E X, but instead we observe an incomplete data M =

T(W), where T(.) is a many-to-one mapping. The new sample space, given the incomplete

data observations, is X (M) as in (2.4). The possible p.d.f., given M, are therefore constrained

to the set

A.) ; P = V- ( p - Z 16M1), f (V p(;) -" (6.17)
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Note that a sample space, Y, for the observation also exists, and each ! defines a p.d.f. over

this space, given by

fy (Y;o) = q(j; 9)dx(~) (6.18)

The probability densities, q(') E !e and p(.) E P., are estimated via the minimum

relative entropy criterion. Thus, we have to solve

), (;) = arg min p(z) log L(z) (6.19)

Note that estimating q(.) E 2e is equivalent to estimating j e 9, i.e. we have to solve

I5 (_Z, i.Rz =ag minE~E P~l log P(f) d.1 (6.20)p(I) zY, _-E LI q z;_

where -MRr denotes the minimum relative entropy estimator of the parameters.

The ML criterion determines the estimate 9 E 9 by maximizing the likelihood of the

observation, i.e.

kWL = argmaxfy(M; ) = argmaxJ q(z; )dt (6.21)ice r ej(Y)

We will now show that estimating f by the minimum relative entropy (i.e. by 6.20) is

equivalent to estimating e by maximum likelihood (i.e. by 6.21).

For any fixed 9 we will minimize (6.20) with respect to p(z). This minimization problem

may be solved explicitly using the following lemma, which is a direct result of the convexity

of the relative entropy function.

Lemma 6.1 For any measurable set A
pl) ') da ? ()lg P(11)  (.2

q(z) Q(A)

where P(A) = fA p(_)da and Q(A) = fA q(x)dz. Equality holds if and only if

P(A) = q(A)' a.e in A (6.23)
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The proof of this lemma may be found in '81 page 373.

Let A be the set X(M). In this case, P(Z(.)) = 1 and Q(Z(y)) = fy(;_). By the

lemma above, a probability density function that, will satisfy (6.23), will minimize the

relative entropy. Thus the p(j) that minimizes (6.20) for any fixed 1 is

0_.____4_ = _ = fx/'Y(?/;_) (6.24)

which is the conditional probability of . given M. The value of the relative entropy at this

point is given again by the lemma above (6.22), i.e.

P(XW) log Q( )) - log fy (V; ) (6.25)P(X( ),oKQ( ( ))

The relations above and the equivalence of the minimum relative entropy estimator,

.RE, and the maximum likelihood estimator, iML, are summarized in the following equa-

tion:

-MRE = argmin r min p(s) log in aML (6.26)
tEO LPXVz)E (k) j E

6.2.3 The EM as an alternate minimization algorithm

Since the MRE criterion reduces *to the ML criterion in the special cae summarized

above, applying the alternate minimization algorithm of (6.12) and (6.13), will provide an

iterative algorithm for maximum likelihood. This iterative algorithm is the EM algorithm,

as shown below.

In each step of the alternate minimization algorithm, we have the current estimates,

pNl)(g) and q(f")(g) = q(z; (N), of the p.d.f.'s. Applying first (6.12), we get

p ) = ar min M (p(s); q(;; f(i))) y (1/ V; (")) (6.27)
,(z)EP1)
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where this explicit solution is based, again, on lemma 6.1. Now applying the second step,

i.e. (6.13), we get

=arg min . (p(",}(.1); 44; fl) = arg minf fXz/y / ;n)) log fX Y (r/ )"~E #-E f_ - _e (V) -01(; 1)

(6.28)

Using the notations of (2.11), we may write

0"( " ) = ag mn H(_ Q(2_; 0(()) = arg ma ( _; f ( "))  (6.29)

Equation (6.29) is exactly an iteration of the EM algorithmz

6.2.4 Remark: how not to use the MRE criterion

The relative entropy is sometimes interpreted as a distance measure between two prob-

ability distributions: the "Kullback-Leiber" measure. However, it lacks one of the desired

features of a distance measure, namely, it is not symmetric,

Y(E: 1) 0 M (1; E) (630)

Furthermore, following the common rationale of the MRE method, the relative entropy has

meaning only for comparing possible probability measures, 2, given an a-priori assignment,

1. Thus, we prefer to interpret the relative entropy as representing the conditional likelihood

of an assignment E, given the assignment 1, as summarized in equation (6.9), i.e.

1
'(e; 1) = - - log Prob{f/} (6.31)

N

Having this interpretation, it makes sense to minimize the relative entropy with respect

to the first argument, E, only. Unfortunately, the alternative derivation of the EM algorithm

is based on minimizing the relative entropy with respect to both E and 1. Thus, with

164



respect to this derivation, we agree that for any given probability assignment, fx(a), for

the complete data X, the best assignment over the set X(Y) is the conditional density,

fx1,(1/y). However, minimizing then the relative entropy with respect to fx(z), in this

case, is not justified.

This remark does not detract from the mathematical elegance and the additional insight

that may be gained by the alternative derivation of the EM algorithm, but it does suggest

that justifying the maximum likelihood criterion via this relation is a poor use of the MRE

criterion.

6.3 Minimum Description Length interpretation of the MRE

criterion

Despite the criticism, the MRE criterion is used and justified in several statistical prob-

lems. It can estimate an entire probability distribution function. It is also the basis of the

alternative derivation of the EM algorithm. Thus an additional interpretation of the MRE

method is desirable.

After a brief review of the philosophical idea of the Minimum Description Length (MDL)

and the Minimum Information (MI) criteria, we will prove the main result of this chapter,

namely, that the MRE criterion is a special case of the MDL criterion, in a certain context.

On one hand, this result clarifies the appropriate context in which the MRE should be used.

On the other hand it motivates and supports the MDL criterion by showing that, in the

appropriate special case, it reduces to another proven criteri6n.

The idea of complete and incomplete data specifications that is so important in the

development of the EM algorithm, also plays an important role in the definition and the
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proof of this relationship between the MDL and MRE criteria. For showing the relation

between the MDL and the MRE criteria, the MDL criterion is used in a mode where it

considers a set of possible observation. An immediate example for such situation is the

set X (y) of the possible complete data, given an observation M, which is used in the EM

algorithm context.

6.3.1 The Minimum Description Length idea

We have already mentioned, in Chapter 2, the Minimum Description Length criterion,

suggested by Rissanen '29,30,311 and the more general Minimum Information criterion, sug-

gested originally by Solomonoff [21) and recently by Hart [221. The philosophical foundation

of the MDL/MI methods is the claim that the most compact description of the observa-

tion provides the best explanation of the phenomena we observe. In other words, if we

have the best method to encode or compress the observation, we have actually estimated

the probability distribution that "explains" the data best. This philosophy is intuitively

reasonable and is consistent with universal philosophical principles, such as the Ockkam

Razor principle. We strongly believe in these "principles of parsimony", and, since these

principles can be made precise by the quantitative measures of information and complexity,

we strongly advocate their use.

Using these criteria, we may overcome some of the limitations of the ML method and

generate methods that can accept less restrictive modeling assumptions. For example, the

ML method fails, when the number of parameters is unknown, iince the more parameters

we choose, the larger the likelihood can be. In this case, a specific application of the MDL

criterion tries to estimate the parameters together with their number by, (see also (2.73)

166

i



and 31.)

i.= arg mini- logp(z;_) - n logN I  (6.32)

where N is the length of the observation sequence.

In the MDL method, the abstract principle of shortest description is translated into

a mathematical criterion in the following way. The description (or code) length above

is influenced by two factors. If we knew the probability distribution, the "ideal" code

length 6 that is required to represent the specific observation, is the (self) information

of the observation. i.e. - logp(z). The second factor, in log N, is the code length needed

to represent the model or the parameters, considering the precision required for encoding

continuous parameters.

To show that the ME and MRE methods are special cases of the MDL criterion, we have.

to extend the MDL method somewhat. Suppose that the information given about the un-

derlying phenomena is not a single observation sequence, but rather a set of such sequences.

This type of information is available either by having several independent observation se-

quences or by having constraints, that define a possible set of observation sequences. The

MDL criterion for this type of information will suggest that we choose the probability dis-

tribution that minimizes the weighted combination of all code lengths, by some a-priori

weight q(z), where all members of this set of possible observation sequences are encoded

using the proposed distribution.

We can now adapt the MDL criterion to the MRE framework, in which the given

information about the underlying phenomena is in terms of constraints on the probability

distribution. We claim that if we try to represent all possible observation sequences, whose

"histogram" or sample frequencies satisfy those constraints, the minimum weighted code
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length is achieved by the MRE probability distribution.

6.3.2 Minimum Relative Entropy as Minimum Description Length

In the MRE framework, the given information is the knowledge of some averages. Now

recall that the strong law of large numbers implies,

E4g(z)j = lirn g(z,) = a.s., (6.33)
t=1

where z, are i.i.d. observations, distributed as z. So, this MRE-type information is

equivalent to the information that the observations lie in the set of all infinitely long se-

quences whose sample averages equals the given averages.

Considering the above argument, we will show that minimizing the relative entropy,

subject to some constraints on the probability distribution, is asymptotically equivalent to

minimizing the weighted combined code length needed to represent all the sequences, whose

"histogram" or sample frequencies satisfy the given constraints.

To clarify our argument, let us start with a simple example. Suppose we want to estimate

the probability of "1" (success) in a simple binary (Bernoulli) trial. We denote p('I") = 9

and p("O") = 1 - 9. Suppose we do not have any observations, so we only know that for

any V trials, that we will perform, we may observe any of the 21 possible sequences of "l"s

and 40" s.

Equipped with the Minimum Description Length philosophy, and applying a uniform

weight to all code lengths, we will choose 9 so that all 2N sequehces can be represented by

the shortest possible code. Now, for each sequence ; we need about

-log p(z; 0) = - logjOk(I - P)N - (6.34)
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bits, where k in the number of "I"s in z. We will denote by X the set of all such sequences

and by L(X) the combined code length required to represent all members of the set. Now

for any k we have sequences with k "'1"s, so that
k

L(X) = ,- ~Ig9( -
Llog 0"1 [ (1 -.. 8)' -1

N N_ IV N
klogo - k)]log(1- e) (6.35)

il .k k

Noting that

k (N - k) = N2 N I

k=G k€ k=0 k

We see that

L(X) = --a log# - log(l - 0) (6.36)

which is minimized, as expected, by 0 = 1/2. Observe that this probability function is the

same as that given by the Maximum Entropy principle (or the MRE principle with uniform

prior) with no constraints, on the binary random variable.

Notice that here we have ignored the term 1/2 log X, required to represent the code

length for describing the single parameter 0, because it has no effect on the minimizing

value.

We are ready now to prove the general claim, stated as the following theorem.

Theorem 6.1 Let X be a random variable that takes its values over the finite set {1, . .. , m}.
Let zz 2 ... z be a sample of N independent trials of X. Let f,(z) = k(I)/IN be the
frequencies of each outcome in this sample. The vector L(.) = il(I), , f,.(&)I T will be
called the histogram of the sample. Let 7 be any fized set of histograms. Let ZV be the set

Z'N = {U = ZI .. I. L [(I)G7}.
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Let the weighted code length, with the weights = Lql," ", q.;, that results when the whole get
VZ.,V is encoded by a code book designed according to 2= i,'pj, be denoted L(XN,pq)
where

L(Xi,P, ) = q() [-logp(;)]

Then the probability assignment 2 = Pi, ,Pmj that minimizes L(XN,v, q) L,

P-N =  h(6.37)kIv q h q km N ,

Furthermore, as N - o

r tN = arg rnin H(E; 1) = arg min p, log C (6.38)N-c pP _ET q8

Proof. The code length required to represent a sample, T = ... ZN, in a code book

designed by E (within the term m/2 log N required to encode the. probabilities pi) is,

L = _ logp(;) = - log (n , = -Eklogp, (6.39)

where k, is the number of occurrences of the i," outcome in z. The weighted code length is

given by

L(v,, 1 qk" .. '.~ (qkklogPt (6.40)

LjE Z N

Now, there are W1 possible sequences having the same frequencies or the same

number of occurrences, _ r - i/,..., , Since the constraints are only on the frequencies

(or on &), we can write the weighted code length as,

aq"'l . q i .! ! k, = -- o k n!

(6.41)

We will denote

j = q " "" (6.42)
/ ki! ... k"O

fET
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The weighted code length is thus

L(Z.N,2.) = - A l' ogpi (6.43)
8=1

which is minimized (using Jensen's inequality) by

PN., = A (6.44)

Substituting (6.42) in (6.44) and recalling that k,/i'l Z ki = i, yields (6.37).

In general, we will get the MRE distribution only in the limit as N - oo as follows.

Following the derivation of (6.7) and (6.8), we get

k ... k ! =' •-Ni' )I(L;e-).' .(! r )J (6.45)

where M (Q; 1) = I, log L is the relative entropy between the frequencies f, = k,/N

and q,. Substituting (6.45) in (6.37) and taking the limit as N - oo yields

p=lim (6.46)
LIE7fC- eN~(!

Let us assume that the function M (; 1) has in 7 a single global minima, at n' Now

as 00 -

lim C- (I(- (q-M-..,q) = 0 i L "L,,, (6.47)

I ,if L =LM.

so, we can write (6.46)

l ifEY= Le ,li,. (6.48)
N-00:~ ZC!E - N'~(!;!) =N-(.48

i.e. & is the MRE distribution. :
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Note that in general, if (-. ) has several global minima, L" , then the result in

(6.46) will be

nt=

However, since H(.; 1) is convex, whenever the constraint set is convex, there is only a single

minimum.

We claim that the above theorem can be extended, following the same lines of proof,

to the case where the random variable takes its values over an infinite set. The relation

between the MDL and the MRE criteria is thus fully established.
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Chapter 7

Conclusions and further research

In this final chapter, we will summarize and discuss the results and the contributions of

the thesis and try to convey a general philosophy for solving signal processing problems that

may be established from this thesis. Before that, we will suggest further research directions.

A particularly interesting suggestion for further research, for which we have specific ideas, is

the application of the EM method to the the problem of signal reconstruction from partial

information.

7.1 Further research

Many research directions may be suggested to complete and extend the work presented

in this thesis. Interesting theoretical problems as well as interesting signal processing ap-

plications may be explored further. In this section, we wiA indicate a few of these research

projects. We will start by discussing an important subject, that has not been explored

enough in the thesis, namely, the analysis and the applications of the sequential and adap-

tive EM algorithms.
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We have developed specific ideas and mathematical formulations for solving problems

of signal reconstruction from partial information, in the EM context. These ideas should be

investigated further and should be applied to real reconstruction problems. We will present

these ideas and the further proposed research in the next section.

7.1.1 The sequential and adaptive algorithms

Considering the theory of the sequential EM algorithm, we suggest the following research

directions:

" Non asymptotic statistical analysis

We have considered only limit distribution and consistency. However, interesting

questions arise in the non-asymptotic case. A complete analysis of, say, the variance-

of the estimator as the iteration proceeds is desirable.

" Rate of convergence and tracking

A topic that is close, but not identical, to the previous topic, is the convergence rate of

the sequential and adaptive algorithms. For the adaptive algorithms we are interested

in the tracking capabilities, which improve if the algorithm converge faster.

" Limit distribution for non i.id. case

This research topic will complete the results presented in Chapter 3.

" Other approximations

We have suggested, in Chapter 3, sequential EM algorithms, based on a specific

approximation of the batch EM algorithm. However, there may also be other possible

approximations that should be investigated.
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The sequential and adaptive algorithms developed in the thesis have not been applied

yet, in a serious way, to signal processing problems. As a first step, we suggest that these

algorithms be applied extensively to the problems that have been solved in Chapters 4 and 5

of the thesis, via the batch EM algorithm. However, other signal processing problems also

call for adaptive solutions.

We may want to start with a simpler example. Consider the problem of a stationary

signal in a stationary noise. where the suggested batch EM algorithm is the iterative Wiener

filter algorithm. Assume that, given the signal without the noise, the parameters may be

estimated sequentially, say, by the RLS algorithm. It will be interesting to try a recursive

algorithm that uses a Kalman filter (instead of a Wiener filter) to get the signal, and then

use this signal recursively, to estimate the parameters.

Other examples, that come to mind, are parameter estimation of dynamic systems, the

problem of tracking the trajectories of multiple targets using tracking radar, analysis of

sequences of images and so on.

7.1.2 Other research directions

Here, we will briefly present other research directions that come to mind, both at the

theoretical level and the signal processing application level. We will start with the theoret-

ical research directions:

* Global Optimization:

The EM algorithm can guarantee convergence only to a stationary point of the like-

lihood. One might investigate the combination of the EM algorithm with standard

methods, summarized in the book i77;. Recently, a new technique, the simulated
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annealing 78!, has become increasingly popular. The EM algorithm ideas may be

combined with this technique to achieve an algorithm for global optimization.

• The EEM algorithm:

The idea of changing the complete data, presented in Chapter 2, should be investigated

further. The rules suggested for varying the complete data could be stated more

concisely and their properties should be analyzed. This research direction may be

combined with the previous one, since one of the motivations for varying the complete

data is to escape from unwanted stationary points.

* EM algorithms for general estimation criteria:

We have presented in the thesis the EM method for a class of estimation criteria.

Further research may extend this class. The properties of this method for general

estimation criteria, should be further explored.

o Other iterative algorithms for ML:

Recently, other iterative algorithms for IML estimation, given incomplete data, have

been suggested by statisticians, based on some ideas from the EM theory, e.g. [141.

These algorithms should be explored further; their sequential versions could be devel-

oped and applied to signal processing problems.

Applications

Many further signal processing applications of the EM method can be considered. We will

briefly present here some examples.

o Separating a narrow band signal from a wide band signal
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This problem occurs in many practical situations, such as the problem of enhancing

the periodic acoustical signal of an helicopter in a wide band noise of a jet plane. This

problem is analogous to the problem of filtering a stationary signal from a stationary

noise. solved using the iterative Wiener filter. However, in this problem, we cannot

model the narrow band signal as a stationary Gaussian signal. Modeling this problem

correctly, maybe with the EM algorithm in mind, and solving the resulting statistical

problem, is an interesting topic for further research.

Separating two speakers: The -Cocktail Party" problem:

This problem is analogous to the previous problem. However, we do not expect to

gain much by modeling the speech signal as a Gaussian stationary signal, since the

spectral distribution of both speakers is identical. We suggest that by modeling the

speech signals using their periodic nature, we may be able to distinguish the speakers

based on their different periodicities and phases. The resulting statistical problem

may be complicated. However, it might be solved using the EM method.

* Joint estimation of pitch and spectral parameters of speech:

Usually the pitch and the LPC parameters of the speech signal are estimated indepen-

dently. Furthermore the LPC parameters are estimated by modeling the speech signal

as a stationary AR process, a model that is clearly not adequate for voiced speech.

We suggest using the pulse excitation model. We will choose the complete data to

be the pulse train, modeled as a stochastic point process, in addition to the observed

speech signal. An EM algorithm for estimating the pitch and LPC parameters might

be suggested, using this complete data.
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Following the guidelines presented in section 2.6 and these examples, many more signal

processing application could be suggested.

7.2 Signal reconstruction from partial information: Ideas

and proposed research

In this section, we will present specific ideas and the mathematical formulation for

solving problems of signal reconstruction from partial information, using statistical modeling

and the EM algorithm.

7.2.1 General discussion

The problem of signal reconstruction from partial information has been investigated-

by many researchers, e.g. 79,80,81,821 to mention a few. Traditionally, a deterministic

formulation of this problem has been adopted, where the given partial information provided

(non-linear) deterministic equations and constraints for the unknown signal samples. A

major research effort was allocated to answer the questions of existence and uniqueness

of a solution, and, as a result, statements such as "Phase retrieval is impossible for one

dimensional signal however it is possible for a two dimensional signal". were declared. Other

research efforts led to algorithms which perform the reconstruction task by finding solutions

that satisfy the constraints and the equations, either directly, e.g. i831, or via iterative

procedures, e.g. r5,i841, r851.

This deterministic approach assumes, at least implicitly, noiseless measurements. The

effects of the noise, which may result from measurement and computation errors, were

considered only by investigating the robustness of the algorithms designed for the noiseless

178



case. It has been observed that some reconstruction problems, for which a solution exist,

have shown poor noise immunity, and thus are probably ill-posed and practically unsolvable

in this deterministic framework. For example, the reconstruction of a two dimensional

signal from its Fourier transform magnitude is an open problem, despite the fact that a

unique solution to this problem exists. In general, one can calculate condition numbers

for deterministic reconstruction algorithms and predict his chances of solving a specific

reconstruction problem in a real situation.

We will suggest a statistical formulation of the reconstruction problem. In this for-

mulation, we model the noise, measurement or computation noise, naturally. The signal

reconstruction problem becomes a statistical estimation problem, for which well known per-

formance bounds, like the Cramer-Rao bound, exist. These performance bounds play the

role of the condition numbers in the deterministic formulation. However, the statistical

performance bounds provide more information and insight.

The performance of a reconstruttion problem can be improved by incorporating a-priori

information about the signal. An important advantage of the statistical formulation is that

a wide class of a-priori information may be easily incorporated. We note that in the deter-

ministic formulation. regularization methods were suggested in an attempt to improve the

performance. Some of the methods to regularize ill-posed deterministic problems are equiv-

alent to assigning simple a-priori probabilities to the signal in the stochastic formulation.

The statistical problems, in the proposed formulation, require maximizing the likeli-

hood, the a-posteriori probability or other statistical criterion depending on the a-priori

information. These problems are naturally solved using the EM method. Since the obser-

vations are partial and distorted, the complete data is the undistorted signals. For some ML
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problems, where no special a-priori information is incorporated, the resulting EM algorithm

is equivalent to standard iterative algorithms such as Gerchberg.Saxton algorithm i5i, and

thus, unfortunately, has a similar poor performance in ill-posed reconstruction problems.

However, we believe that open reconstruction problems may become well behaved by us-

ing statistical models that incorporate enough realistic information. The EM method will

suggest a practical solution to the resulting statistical problems.

7.2.2 Statistical formulation of signal reconstruction problems

The first element in the suggested statistical formulation, is a definition of the quantities

that should be estimated and inferred. These quantities may be the signal samples, the

samples of some underlying "hidden" process or some unknown parameters. We will denote

these quantities by the vector 9.

The next element in the suggested framework is the definition of a stochastic process,

denoted 1, that depends on the desired quantities in a simple way, i.e.

X = 704) (7.1)

where 7 is a stochastic function, which defines a (simple) conditional probability, f/,d(I/).

If z is observed, s may be estimated easily. We admit that the statistical formulation is

defined having the EM idea in mind; this stochastic process will be used as the complete

data or as part of the complete data in the suggested EM algorithm.

Another element is the measurement procedure. In defining this element, we will model

the partial information aspect and the measurement noise aspect of the real reconstruction

problem. Denote the observation by M. We may write,

E=H(s) - L(7.2)
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where H(.) is a non-invertible transformation representing the fact that only partial infor-

mation is available. The vector. R, represents the measurements errors. With a probabilistic

description of R, we achieve a stochastic description of the observations in terms of the de-

sired quantities. via the conditional probability, fLyJ(/s('!).

Using the stochastic description of the observations and an appropriate statistical cri-

terion, determining the desired quantities reduces to solving a mathematical optimization

problem. If this problem is ill-posed, then additional information or assumptions and maybe

a different statistical criterion should be considered. In the statistical framework, the a-

priori knowledge about the desired quantities can be easily incorporated, in a quantitative

manner. The a-priori knowledge will also define the statistical criterion which will be used.

This element of the statistical formulation is important, since, by incorporating additional

information, it is possible to solve real reconstruction problems, which are ill-posed other-

wise.

We will now present three examples of different statistical models, that follow the de-

scriptions above. All three models may be used for solving reconstruction problems. In the

first example, the desired quantities, _, are the samples of the signal or the pixels of the

image to be reconstructed. Assuming a simple stochastic model, z is distributed normally

with mean F. and variance ou1, where F is an invertible linear transformation, say the

Fourier transform. Thus, we may write

1- F.I+a (7.3)

where _q is a discrete white noise signal. Suppose, for example, that we want to reconstruct

the signal from the magnitude of its Fourier transform The measurements in this case will
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be modeled as,

=' - (7.4)

where ., denotes the i" component of a vector.

The second modeling example comes from Radioactive and Positron Emission Tomogra-

phy medical imaging problems. At each point i in (the discrete) space, there is a radiating

Poisson source, with parameter A,. The desired quantities in this model, denoted A, will be

these parameters. With a perfect imaging system, we may observe the vector Z, where its

i' h component is the number of photons or particles emitted by the source in the i h point,

i.e. we may write,

f() i (

Our imaging system is not perfect, however. In tomography, for example, we measure noisy

projections of z, which may be modeled as,

i~ -=  +. (7.6)

where H, the projection operator, is a non-invertible linear transformation. We note that, in

this case, the relation between complete and incomplete data is linear. However, we cannot

use the result of the Linear Gaussian case here, since r has Poisson distribution. Statistical

models similar to the model above were suggested in medical tomography context in '861,

'35! and elsewhere.

The third example is as follows. Modeling images using MLukov Random Fields (MRF)

has recently become increasingly popular. Using interesting simulation algorithms (e.g.

[87!,l8,[89I),Oig), realisations of MRF with various parameters were generated. These

samples resembled realistic images surprisingly well. We strongly suggest reading '881 to j

see how realistic images with different characteristics can emerge by the innovative choice
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of the parameters of the MRF. Consider now the following statistical framework of the

signal reconstruction problem. Let the desired quantities be the parameters of the MRF,

denoted j. The process _ will be the image, i.e. it depends stochastically on 0, via the

Gibbs distribution, see e.g. 1891,

= 
(7.7)

where Z is the normalization factor, and U is called the "energy function", where the

neighborhood structure and the characteristic of the image is defined. The observations, y,

will be a noisy and incomplete function of r, as in (7.2). The EM algorithm suggested in

this formulation is directed at finding _. However, as a possible by-product in the E step,

an estimate of x, the image itself, will be available.

7.2.3 Solution using the EM method

Solving the mathematical problems, generated by the statistical formulation, directly

is generally complicated. However, since the statistical framework was suggested with the

EM ideas in mind, EM iterative algorithms can be naturally applied. The complete data

will be the set of signals {z, E),i.e. it will include the undistorted signal X in addition to the

observations y- For the cases where the measurement noise v does not exist, the complete

data will be the undistorted signal r.

In the E step of the suggested algorithms, the conditional expectation of the sufficient

statistics of r is calculated, given V and the current value )f 1. For example, in the first

statistical formulation above, if I is Gaussian with mean f, the sufficient statistics is linear;

thus, this conditional expectation may be easily derived. For problems such as reconstruc-

tion from Short Time Fourier Transforms, band limited extrapolation, reconstruction from
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projection and others, the observations, 1, are related to . by a non-invertible linear trans-

formation, so we may use the results developed for the Linear Gaussian case.

The M step will be simple, since the process ; depends on the unknown quantities in

a direct way. For example, in the second statistical formulation of (7.5) and (7.6), we may

estimate the desired quantities A1, having the complete data {z,}, as

a = rg max (- A + z, logA , = (7.8)

To fix ideas, we will present explicitly the EM iterative algorithm for maximum likelihood

signal reconstruction from the magnitude of its Fourier transform, in the first statistical

framework of (7.3) and (7.4). We note that a similar algorithm may be found in [81, pp 344-

346.

We assume that the signal is real and has a given finite support. This a-priori knowledge

is incorporated in the form of deterministic constraints. We will denote the signal to be

reconstructed by s(n) and its Fourier transform by S(w). The complete data is given in the

frequency domain by,

X(w) = S(w) -+ N(w) (7.9)

where N(w) is complex Gaussian random variable with variance a 2 . The observations are

Y(W) = X(W)i.

The E and M steps of the EM algorithm in the k8h iteration are given by,

* The E step: Given s(k)(n) or S(M)(w) = S(b)(w)IeJ"(w) find,

X(")(w) = E IX(w)/X(W) = (W),S01)(W)

- y(w)eA.(w) f't eJ( v( ') ISIh '(W)i/02)Cos* cos d

Y(w)e'(w)o I(Y(w)IS(h)(4)/0") (7.10)
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where lo(.) is the zero order modified Bessel function and I,(.) is the first order

modified Bessel function.

* The M step: Let zxk)(n) be the inverse Fourier transform of X(k)(W), the updated

estimates s(ki")(n) are,

(k ) (n) = Reiz(*)(n)] if n is in the signal support

0 otherwise

We note that since

li (z)ur - = 1z

as the variance a2 tends to zero, the E step becomes

X(k)(w) = Y (7.12):

i.e. the complete data is estimated by combining the given magnitude with the current

estimate of the phase. This algorithm was suggested in 791 and !82I.

From this discussion, we gain a new interpretation of previously suggested algorithms.

However, we also conclude chat reconstructing the signal from the magnitude of its Fourier

transform cannot be solved by maximizing the likelihood in this framework, since this leads

us back to previous algorithms, which perform poorly.

As we repeatedly mentioned, for ill-posed problems more information should be incorpo-

rated. In the statistical framework, the information can be easily incorporated. Depending

on this information, the adequate statistical criterion will be tsed. The resulting statistical

problem for, say the reconstruction from magnitude problem, will be similar to (7.10) and

(7.11), where the E step will be the same; however, in the M step, a different criterion will

be invoked.
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7.3 Summary and discussion

The thesis may be summarized as follows. We have solved signal processing problems

using a class of iterative estimation algorithms. This class of algorithm is based on the

EM method suggested in '2!. We, however, have extended this class and developed several

general theoretical results. We will discuss the contributions made in this thesis in these

two levels, the signal processing applications level and the theoretical contributions level.

7.3.1 The signal processing applications

When we discuss the application of the EM algorithm to a real world problem, we

first have to model the problem statistically and then apply the EM algorithm to solve

the resulting statistical problem. However, the EM algorithm is not uniquely defined; it.

depends on the choice of complete data, and, as we have seen, an unfortunate choice yields

a completely useless algorithm. The choice of complete data or equivalently the choice of a

specific EM algorithm requires creativity, in order to get a practically useful algorithm.

As a general philosophy, we will have the EM algorithm in mind, while suggesting

a statistical model to the real signal processing problem. Using this philosophy, we will

identify what the desired measurements are, model them statistically, and find their relation

to the given observations. The statistical problem, generated this way, can then be solved

using the EM algorithm; the desired measurements will be chosen, naturally, to be the

complete data.

The main contribution of this thesis is the explicit solution of the important signal

processing problems presented in Chapters 4 and 5. As we recall, thes. real problems are:

o Parameter estimation of superimposed signals. Applications of this model, that have
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been addressed. are,

- Multiple source location (or bearing) estimation

- Multipath or multi-echo time delay estimation

N Noise cancellation in a multiple microphone environment. The application considered

is a speech enhancement problem.

In both cases, we have suggested solutions that improve upon the existing state of the

art. In the superimposed signals application, the ML approach has been formulated before.

However, since its solution is complicated, others have avoided it and suggested suboptimal

or ad-hoc solutions. We have tackled this ML problem and succeeded in presenting a practi-

cal solution to it. In the noise canceling problem, our contributions include the formulation

of the statistical ML problem to model different physical situations. Using the EM method,

we were able to suggest practical solutions to the underlying real problem.

We may consider Chapters 4 and 5 as a demonstration of our suggested philosophy for

solving signal processing problems. In these chapters. we have demonstrated this philosophy

through all stages of the solution, from modeling, through the suggestion of an algorithm, to

the numerical solution. Thus, these chapters will serve as a reference for further applications.

7.3.2 The theoretical contributions

The basic EM method has been suggested in 21. However, in the process of considering

the applications mentioned above, we have extended and modified the original EM algo.

rithm. We have also derived explicit forms for some special cases. These extensions and

derivations made the method more suitable for signal procesing applications. We will now

present and discuss these contributions.

187



" The Linear Gaussian case

We derived closed form analytical expressions for the EM algorithm for the case

where the complete and incomplete data are jointly Gaussian, related by a linear

transformation. We note that, in general, a closed form analytical expression cannot

be obtained and that the EM algorithm may require complex operations like multiple

integration. In retrospect, this derivation appears to be a significant contribution,

since it covers a wide range of applications.

" EM algorithms for general estimations criteria

Originally, the EM algorithm was developed and suggested as a technique for maximiz-

ing the likelihood. However, other criteria are more appropriate for some problems.

We have developed EM algorithms for optimizing other criteria, specifically the Mini-

mum Information criterion. We note that, in Chapters 2 and 6 of the thesis, a general

discussion on the Minimum Information criterion, its properties and its relations to

other statistical methods, is presented.

" Extended EM: varying the complete data in each iteration

As mentioned above, the choice of the complete data may critically affect the complex-

ity and the rate of convergence of the algorithm. It may also affect the convergence

point, leading to a different stationary point for different choices of complete data. We

have suggested, in the thesis, an interesting alternative to a fixed choice of complete

data: we suggest varying the definition of the complete data in each step of the algo-

rithm. This way, we may get simpler schemes, we may get algorithms that converge

faster or algorithms that may escape from unwanted stationary points.
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* Sequential and Adaptive versions

Sequential and adaptive versions of the EM algorithm have been developed in Chap

ter 3 and some of their properties have been derived. We have identified sequential

algorithms, that are based on problem structures and we have used the stochastic

approximation idea to derive sequential EM algorithms in the general case. We have

applied these sequential algorithms in few examples. However, important topics for

further research are the applications of these sequential algorithms to a variety of

signal processing problems and a further theoretical analysis of these algorithms.

As a result of these contributions, a general and flexible clans of iterative estimation

algorithms has been established. Beyond the theoretical contributions and the specific ap-

plications, we believe that this thesis suggests a way of thinking and a philosophy, which may

be used in a large variety of seemingly complex statistical inference and signal processing

problems.
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Appendix A

Convergence theorems of the EM

algorithm

The convergence theorem of the EM algorithm are given in this Appendix. The theorems

will be presented in parallel to the discussion of Chapter 2. i.e. we will start with the

convergence properties of the likelihood sequence, then the -convergence properties of the

parameter estimates sequence and we will end by discussing the rate of convergence.

A.1 Convergence of the likelihood sequence

We start by quoting the Global Convergence Theorem from[ 171 and [18J. This theorem

is frequently used to prove convergence of iterative algorithms in numerical analysis. Recall

that a point to set map M(z), where z e X, is called closed at z if

zk - z, zE X and V& - y, yE M(zt) yEM(z)

For a point to point map, continuity implies closedness.

190



Theorem A.1 (Global Convergence Theorem) Let the sequence {zk} be generated by
z- z.+L E M(-), where M is a point to set map. Let a solution set r be lven, and
suppose that:

(i) ell points zr are contained in a compact set C

(ii) M is closed over the complement of F

(iii) there is a continuous function L such that

(a) if z o r, L(y) > L(z) V'y 6 M(z)
(b) if x E r, L(y) ? L(z) V E M(z)

Then, all the limit points of {zk} are in the solution set F and L(z) converges mono-
tonically to L(z) for some z e r

The proof may be found in j171 page 91 and [181 page 187.

We are interested in applying the theorem above to the case where L(.) is the log-

likelihood function defined over 8, the solution set is either the set of local maxima M

or the set of stationary points S, and M(.) is the point to set map implied by the EM

(GEM) algorithm. In this case, condition (i) is met by the assumption that 'o is compact,

condition (iii)(b) is true by theorem 2.1, see eq. (2.22); thus, we have the following corollary

of theorem A.1:

Corollary A.1 Let { (n)} be a GEM sequence generated by

and suppose that

(i) M is a closed point to set map over the complement of S (A)

(ii) L(.) is continuous and L(O(" ')) > L(f(")) for allt () 0 S (.M)

Then all limit points of ((n)} are stationary points (local mazima) of L, and (N)
converges monotonically to L' = L(#') for some 9' 6 $ (M).

For the EM algorithm, where M(CO" )) is the set of maximiiers of Q(t; On)), the following

continuity condition

Q(91;t:) is continuous in both 11 and.1 (A.1)
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implies the closedness of M, i.e. it implies condition (i) in the corollary above. Now, if

we are interested only in convergence to a stationary point, where the solution set is S,

then the continuity condition also implies condition (ii) above; thus we have the following

theorem:

Theorem A.2 Suppose Q satisfy the continuity condition (A.1). Then all the limit points
of any instance {(&)) of an EM algorithm are stationary points of L and L(t(s)) converges
monotonically to L" = L(C.) for some stationary point f'.

Proof: Suppose that for some & ) - S condition (ii) above is not met, i.e.

= Lt 4 ")) (A.2)

where _(n *) E M((n)), i.e. it is a global maximizer of Q(-; O()). Since I(n) is the global.

maximizer of H(.; On)) (by Jensen's inequality, eq. (2.14)), the equality in (A.2) implies

n)) = Q(Os); )) and (  ) ) = H (I(n); )) (A.3)

or in particular, that 9(W) is also a global maximizer of Q(.; t")). Now

L(I(,)) = Q(O(n); O(n)) - H((n); I(n)) = q(&()) - h(I(,,)) (A.4)

and 1(W) is a global maximizer of q(.) and h(.), thus, J(') must be a stationary point of L(.)

The convergence to the set of local maxima, ,A, is not guaranteed by conditions above,

since we may find I(n) outside ,M, but inside S, for which indecd condition (ii) of corollary

A.1 is not met. The following theorem imposes an additional condition, and thus provides

sufficient conditions for convergence to the set of local maxima ,.
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Theorem A.3 Suppose that in addition to the continuity condition (A.1), Q satisfies

sup Q(R; ) > Q(Q; _) ve E (S - N) (A.5)
_'EO

where (S-NM) ithe difference set f $I~ 10M)
Then all the limit points of any instance {_(n)} of an EM algorithm are local mazma of

L and L(I (N ) ) converges monotonically to L" = L(.') for some local maximum _.

Proof: Condition (A.5) excludes the poesibility that condition (ii) of corollary A.I is

not met by some S $ - M. Theorem A.2 proved that this condition is met for all

&) S S, and thus it is met for all() 0 X. Thus, using corollary A.1, this theorem follows

immediately. r7

A.2 Convergence of the parameter estimate sequence

The convergence of the likelihood sequence does not imply the convergence of the pa-

rameter estimate sequence. However, if the likelihood sequence converges to a solution

set that contains a single point, the convergence of the parameter sequence is guaranteed

(trivially), as stated in the following theorem:

• I
Theorem A.4 Let {0(i )} be an instance of a GEM algorithm, with a corresponding likeli.

I hood sequence L(' )} that converges to some L and satisfy conditions (i), (ii) of corollary
A.I. Let the solution set ($(L') or ,N(L°) ) be the singleton (f'). Then, f(,") - 1".

An important special case of this theorem is when the likelihood function is unimodal

in e. This came is stated in the following corollary of the theorem above:

Corollary A.2 Suppose tha L(t) is unimoda in e with " being the only ststooerO peint
and thee Q(r; 1) is continuous in b th f and J. Then any EM sequence (0"-) converges
to the unique mauisizer I' of L(f).
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The requirement that the solution space is singleton may be relaxed, if the sequence of

estimates is such that 11(n' ) - O_('I -. 0 as n - oo. In this case, {t(N)} will converge, if

the solution set is discrete, as shown in the following theorem. We note that a discrete set

is a set whose only connected components are singletons.

Theorem A.S Let {(On)} be an instance of 4 GEM algorithm, with a corresponding likeli.
hood sequence {L()) that converges to some L' and satifies conditions (i), (ii) of corollary
A.I. If I I(n*) -_(")II - 0 as n - oo, then all the limit points of {_(")} are in a connected
and compact subset of S(L') (or .M(L')). In particular, if S(L') (or M(L')) i discrete,
then (") converges to some I' in S(L') (or .(L')).

Proof: The sequence {()) is bounded (by our assumptions). The set of limit points

of a bounded sequence with I IOn ' ) - OHf II - 0 as n -. oo is connected and compact (see,

e.g. theorem 28.1 of [911). Since all the limit points of {_(')} are in S(L') (or ,M(L')), the

theorem follows. C

A.3 Rate of convergence

We start by presenting identities for the derivatives of the log-likelihood function, i.e.

DL(J) and DL(j), which are needed for calculating the expression for the rate of con-

vergence of the EM algorithm. To prove thonse identities, the following well known results

concerning the score function are needed.

Let C be a sample space and f((w; -0) be a p.d.f. defined over this space, parameterixed

by #. Let the score function be defined as, ,

a log f(w; 6)
Thn . S(; ) = l ogf I$

ao

Than, aw lo I W ;l ni I n)dWl 0 (A.6)
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and

Var (S (W; 0)}=fn [ 1 l ( ; ) = 0e 1 f (w; O)dw a02,{8 ~ (" )8 (A.7)

Suppose now that the sample space is Z(g) and that fx/y(&Mj;j) is defined over it.

Equations (A.6) and (A.7) become

E (-± log fx y (Zi!y; 1 /y,[ I D °HQt 1) = 0 (A-8)

Var log fx/(/;) / = D 1 H(f;) -D2H(;f.) (A.9)

DifferentisAng both sides of (2.12) and using (A.8) and (A.9) above, we get the following

identities

DL(() = DOQ(f; f) = S(I; 1) (A.10)

DL(_) = D20Q(f; ) - D20 H(_; 1) = D 0 Q(f; f) + D"H(Q; .) (A.11)

D1 1Q(I; 1) = D1 1H(t; _) (A.12)

The rate of convergence of a clas of GEM algorithms is now given in the following

theorem.

Theorem A.6 Let {(n)} be a sequence of a GEM a.gorithm such tAat

(a) f(M" - I

(ii) DOQ(I-9''; 0-)) = 0

(iii) D20Q(O"f'; 0")9') is negative defixna. with eigexueuee "auded away from sty,

i.e. lf-tl) is local mamiav . q(of )). Then, DL(') = 0, De°Q(!';I') ia mscgi.,
defimile, and DM(r) = DW=H(;f) [D2"Q(; i)] -  

(A.I1)

Proof: Differentiaing (2.12) we get

L(f*-) D,0q(t4-''O); OR)) - D'0#(R '),O)) (A.14)
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whene the first term of (A.14) is WeO by the aWMuzptieS, the uSOond term is zero in the

limit a a-o by (AA) MWd DL() = 0. Similarly, D20 QQt; I) is negative definite, since

it is the lmit of D30Q(On*l); f~f)) whose eigeavalues are bounded away from zero.

The last part of the theorem, i.e. showing (A. 13), was proved in Chapter 2 using the

identities above, we (2.42)-(2.44).:
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Appendix B

Consistency of sequential EM

algorithms

We will start by presenting the following theorem, which is also used for showing con-

sistency of the ML estimator:

Theorem B.1 Let ... be the output of a stationary Markov source with a finite
memory p, i.e.

Let L. (J) be the log-likelikood function given 11,' ", a in (S.3). The sequence of func-

tions 1.( R) = . L,() converges uniformly in probabiiity 1 to a limit I (I) where under regular-

ity conditions, the globl maximum of 1(j) and the unique sol ution to the equation DI(() = 0

ii the true parameter value ,..

Proof: The likelihood L,,(t) may be written as,

£,,(J) a log/y..,(,.,n) (B.1)

= lo

19?

-Aok-,/,...YIl~,'l~) lojr,,I,...r(l./ i',ii "



For n >> p,

1 n() = L.(e) !logfyy y( /_,...;_) (B.2)

a=[

Using the strong law of large numbers, we got

tim (t) = E{louly,,...,_,( / _, ... _;.)} =() (B.3)

in probability i.

The function 1(j) may be written explicitly as,

1(1) = flosy,. ... ,_fy ...... ,_,(, . _ ; .,)dL... dp

(B.4)

or,

,(R) = _ ._, [y._ . . (B.5)

Invoking Jensen's inequality on the inner interal, we conclude that

.. 405 1(9.1)(B.6)

where equality is achieved it and only if,

y, , .y., / " .= y,y,.,. .,; ) a.e (B.T)

Under the identifiability condition, the equality in (B.7) is achieved only if t =

i.e. &,. is the unique global maximum of 1(j). Using the differentiability condition, and

the convexity of (t) we also conclude that Lm, is the unique solution to the equation

DI(f) a 0.
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This theorem may be extended to more general ergodic sources, whose memory is fading

fast enough. The more general conditions may be found in 1481, appendix A.

Using this theorem, we may now state the main consistency result:

Theorem B.2 Let the observations ,, yn... be generated by an ergedic source for
which theorem B.1 holds. Let {0")) be an isteance of a sequential EM algorithm such that
for any realization of the observations,

(i) the sequence of estimates {_N )} converges to a limit 0"

Then, in probability 1, as n - co, _(') -

Proof: From the assumption (i), and using the identity (A.8), we may write,

lim DOH,,I,. (!("+);_(")) = ir D'°Hn.t(; ) = 0 (B.8)nt oo It,-0

From theorem (B. 1) the sequence 1. (9) = -,() converges uniformly in probability 1

to some I(f). The sequence of derivatives D,.,.t(j(n"1 ) may be written as,

= ![D1Qni(En~i; (n) -DiOH,~ji(ft+i); 9())] (B.9)

Thus, from the assumption (ii), and from (B.8) above,

lim D4t,...(R ( ')) = 0 (B.1O)

Since lnz(J) converges uniformly to I(f), and using (8.10) we conclude that

lim Dl(&"' )) = 0 (8.1)

From theorem B.I and from (B.11), our desired result follows, i.e.

lira IN' =fin,

in probability 1. 0
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