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Preface

The fourth meeting of the Materials Research Society
Symposium on Better Ceramics Through Chemistry was held in San
Francisco, California, April 16-20, 1990. This volume contains
a majority of the papers presented at that meeting. The
symposium is held biennially and the proceedings of previous
meetings appear as Volumes 32, 73, and 121 of the MRS Symposium
Proceedings Series. The Better Ceramics Through Chemistry
Symposium Series is funded by the Air Force office of Scientific
Research. This year, additional funding was provided by Gelestt Inc.

As in past years, the intention of this symposium was to
provide a forum for scientists and engineers from a diversity
of backgrounds to discuss sol-gel, solution processing and other
synthetic chemical techniques for engineering new or improved
ceramics on a molecular level. The appropriateness of this
interdisciplinary approach to research on chemically engineered
ceramics is validated by the steady and vigorous growth in
symposium participation. Each successive Better Ceramics
Through Chemistry Symposium has experienced an increase of
between 30 and 60 in the number of papers presented at the
meeting.

At this year's meeting, research into the area of reaction
mechanisms and kinetics of silicon species remained strong,
while significant advances in the area of structure and proper-
ties of modified and unmodified metal alkoxide species were
reported. The complementary area of processing in water based
systems also received considerable attention with emphasis being
placed on the hydrolysis behavior of ions in solution. The
nature of particle/aggregate growth was also a major topic of
discussion with papers being presented on the role of aggrega-
tion in particle growth and on the nature and rheology of
concentrated suspensions. Important developments in the area of
mechanical properties of aerogels, fibers and films were
presented as well as research into techniques for in situ
monitoring of films during dip coating. Continued advances in
applications which utilize solution derived ceramics were also
reported. These applications included GRIN lenses, planar
waveguides, optical filters and switches, transpiration cooled
windows, dye-polymer composites for nonlinear optics, dielec-
trics and electrooptic materials including PLZT's and the
niobates, and chemical sensors. Finally, one of the meeting
highlights was a special evening session on biomimetics: ceramic
processing in natural systems.

One hundred ninety-one papers were presented either orally
or as posters. One hundred fifty-nine of the presented papers
appear here. All papers were subjected to a peer review after
which the authors had an opportunity to respond to the
reviewer's comments. Because a primary goal of the editors was
rapid publication, the revised papers were accepted without
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further revision. Thus the papers which comprise this volume
reflect the views and standards of the authors and not neces-
sarily those of the editors.

Brian J.J. Zelinski
C. Jeffrey Brinker
David E. Clark
Donald R. Ulrich

August 21, 1990
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Reaction Mechanisms and Kinetics
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SOL-GEL CHEMISTRY OF HYDROGENOSILICONATES:THE
ROLE OF HYPERVALENT SILICON SPECIES

V.BELOT, R- CQRIIULC. GUERIN, B. HENNER, D. LECLERCQ, H. MUTIN, A.
VIOUX, Q.WANG

Unit6 Mixte CNRS, Rh6ne Poulenc, USTL n' 44 Universiti de Montpellier [1 Place E.
Bataillon 34095 Montpellier Cedex 05

The hydrolysis of organic silicates ( mainly Si(OEz) 4: [TEOSI and Si(OM)4:
[TMOSI) is the key reaction in sol gel process for preparation of silica. The mechanism of
this reaction is not well known because of the competition taking place between
hydrolysis itself and condensation reactions (homo or heterocondensations) but also
because of redistribution reactions which take place competitively. Furthermore the
competition between these steps depends also on the catalysis (acidbasic or
nucleophilic) [I. 31.

2 (RO)3 Si OH - (RO) Si (OH) 2  + Si (OR) 4

2(RO)2Si(OH)2  q (RO) SiOH 14 + ROSi(OH)3

ecc

ROH Si OR)4

~ .. ( H,20
C R0)HS S O)

(RO)3 S--Si (OR), HO Si( OR OH RO )3Si O Si ( OR )3 H2O

lIZO
RSSieo--_.SOR j OH R o s? i ( oR )3  ROH

ROO,' [SO - Ot

HO Si RO )2  0 Si (OR ) 3

(OR)z H0 CR) 2  SiO OR) 3
(RO)2Si( S0(OR)2  ROOR

0 0 '(H0)3 Si OR I I
'-sio,000'0/ (OR) 2  I I I

tc Dimemiond

The lack of kinetic studies originates from the great difficulty to have an accurate
measure of the concenuation of die species which am formed at each step.

Concerning the nature of the intermediates formed during the first step in basic or
acidic conditions, some indications can be obtained from previous studies perforned in
the field of organosilicon- chemistry in the case of mono and dialkoxysilanes [4]. Both
acid and basic catalysis involve the nucleophilic attack of water on the ee hilic
silicon. This is commonly accepted by organosilicon chemists and the experimental facts
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obtained by AELION [ 21 in the hydrolysis of silicates as well as those obtained by

GRUBB [31 concerning siloxanes are in agreement with this mechanism.

Hydrolysis

1. H* + -- Si-- OR Hut .

2. H20 + .. +H - Si--. - iOH + ROH + H

Condensation

. H * + .! Si -- OR f st + H

+ ,.-H-U yR + O2. -)S!i-OH + -,ýý- -.. H - Si-O-Siq. r O

In acid catalysis the first step is a fast and reversible protonation of the alkoxy
group which increases the capability of this group to be displaced by nucleophilic
reagent. This SN2 type reaction in acid catalysis is well illustrated by EABORN [5] who
observed a racemisadon rate two tumes faster than the exchange rate in labelling exchange
reactions of optically active alkoxysilanes.

Some authors have proposed the possibility of an SN I reaction involving
ticoordinate silicenium ions (RO)3 Si+ [6].

E Eot OEt Et
£t0%J. H* EtOt, Ii ~ . SN2I EtO41

I.oEt E OtEt SN. 1i + Et OH 2o. S-OH + H
EtOO EtOl H EIO/ NOEt EtO

This proposition cannot be eliminated strcto sensu because of the lack of
experimental studies on tetraalkoxysilanes. However it is unlikely in view of the general
literature of organosilicon chemistry [7-10]. Silicenium ions have been unambiguously
observed in the gas phase but they have been reported only in very rare and particular
cases in solution [8, 10]. Very recently triphenylsilyl perchlorate has been shown to be
covalent in the solid state [9]. However the dissociation into a closed ionic pair in solution
has been postulated (8]. Furthermore many organosilicon chemists have attempted to
isolate this species without any success [7] and even in super acidic conditions it was not
posssible to isolate and identify silicenium ions [10].

Ph 3 Si * C10 4 -

Solutko [8] 1 [10•] •4 .. 110[10] ( >'-S b Si" 010 3

Ph 3Si-O-C10 3

Sold Stne [9] N i Pe [81

122 W2 [NW

' B

L)1S... M•si•e, --r•.____________--I -''•_:"= :•.-.••.



5

From this consideration and taking into account the weak acid conditions used in
sol gel chemistry, the most probable mechanism for the hydrolysis of Si-OR bond
appears to be the SN2 type.

In basic conditions, the first step can be considered as a pure nucleophilic
displacement at silicon in which the increase of the rate due to the catalyst conesponds to
an increase of the nucleophilicity of the reagent: OH- instead of H2 0.

Hydrolysis

,. oHt + >"OR -iiO... !Si-OH - OR

2. OR- H20 1116i., ROH ÷ OH"

Condensation

L Si--OH + OR JUL*- )>Sj-0 .4

2. >S-o >-OR-AW26.-O.s--o6*.S OR-

However another possible explanaixon could be the nucleophilic activation taking
place through hypervalent silicon species[ l ].

X
R ,SiX + H 20 + N u R N. I R I

Nu

1-01 NU

Nu F. OH-. NMI- hf%,N--Me.HMPA =(0e 1N) 3 P.O. DMAP- MezN.-GN

X =Lav* Goup: C', OR. H ec

In this process the first step is the coordination of the base at silicon with
formation of a pentacoordinated anionic silicate which reacts faster with water than the
starting tetracoordinate silane [12, 13]. Experimental evidence has been supplied that
hypervalent anionic species react towards nucleophiles faster than the corresponding
tetracoordinated ones (131.

"In the case of the sol gel process nucleophilic activation has been shown to be very
efficient for the hydrolysis of silicates : anionic agents like F- ions, but also neutral
donors like N-methylimidazole(NMI), dimethylaminopyridine (DMAP) or
hexamethylphosphotnamide (HMPA) have been observed to be more efficient than the
classical bases NaOH or KOH [14]. Thus it is particularly attractive to consider that OH
could react as a nucleophile in the course of the hydrolysis of silicates.

The consideration of basic catalysis as a nucleophilic activation working through
pentacoordinated silicon species has been supported by chemical theoretical calculations
[15] which have shown that the formation of pentahydroxysilicates is a favorable process.

The same conclusions have been reached by calculations concerning the adducts
of fluoride ion to silicic acid which have been found very stable , corresponding to a

j
A
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high affinity of F - towards silicates [16] in agreement with experiments previously
reported in the activation of gelation process byF [14-17].

In order to test the hypothesis of pentacoordinated ionic species in basic catalysis
we have prepared pentacoordinated siliconates using the DAMRAUER process [18].
Potassium alcoholates can be added to tetraalkoxysilanes in presence of 18 crown -6
ether. The following compounds have been obtained:

Si (OR)4 + RO-K+ /18 - crown-6 - Si (OR)5" K+/18 crown-6
(R=Me, Et, Ph, iPr )

As an example, Si (OEt)S" K+/18 cr'wn-6 has been hydrolysed with neutral H20
and we observe a very easy hydrolysis taking place with a gelation time only 11 minutes
shorter than the time usually observed (a few hours).

The observation is in ageement with the mechanism involving extension of
coordination at silicon. However in order to discriminate one of the groups during the
hydrolysis reaction, and since the Si-H bond is a functional group, we have studied the
hydroalkoxysilanes: HSi(OR)3 . The study of these precursors is interesting for the
following aspects :

1- During the hydrolysis, the cleavage of the Si-H bond leads to the evolution of
H2. In this way the hydrolysis of one functional group at silicon can be followed.

2- The Si-H bond is easily identified in solution and in the solid state by IR and
NMR spectroscopy.

3- It is also interesting to prepare silica gels with functional groups Si-H still
present in solid state. This gel could be used for chemical transformations on the solid
itself.

In view of the possibility for pentacoordinated siliconates to be involved as
intermediates during the basic catalysis, we have prepared hydridotetraalkoxysiliconates.
The preparation of these compounds has been performed by addition of KOR on
hydrotnalkoxysilanes[21]. The following adducts have been isolated and identified:

HSi(OR)3  + ROK --- o H(Si OR"4 K÷ (R=Me. Et. Ph, iPr)

Table I
2 9 Si NMR Spectral Data (TMF as solvent)

Compound 8 ppm (d) J (H-29Si) Hz Compound 8 ppm (d) J (1 H-29Si) Hz

HSi(OMe) 3  -62,6 : 290 HSi(OPh)3 -71,3 320
[HSi(OMe) 4]" - 82, 5 223 [HSi(OPh)4] - 112,6 I 296

I I
HSi(OEt)3  - 59, 1 285 HSi(OiPr)3 - 63,4 I 285

"[HSi(OEt)4]" - 86,2 1 218 [HSi(OiPr)] - 90, 5 I 215

We have studied the hydrolysis of these hypervalent siliconates. A very fast
evolution of hyogen takes place in presence of water and without any catalyst. The main
results are listed table IL

I1I
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Table U1 THF
(H Si (OR)41- K+ + 2 H20 - Gel

R (Cl MW Temp. t Gel Product

0.25 T.
room T.

CM 0.10 * White Powder

room T.
0.05 *

0.50 room T. * White Powder

CEt 0.25 room T. v5tnM
0.10 room T. •13mn Gel

OPh 0.10 roo= T. * Gel
0.05 room T. ,3mn

Oipr 0.10 room T. - 30h1 Gel

:Reaction ccms instawly fi splcuaapy sows nm SwIN bIond in any of die pmdncts

The main observations are the following:
I- The gelation times observed for hypervalent species are always faster than the

gelation times of the tetracoordinated trialkoxysilanes H Si( OR)3.
2- The hydrolysis of [HSi(OMc)4 1-K+ is very fast even at low temperature and

whatever the concentraon of reagents A viscous sol is formed at first which precipitates
into white powder after a while.

3 - [HSi(OEt)41'K+ gives gels at low concentration : however at higher
concentration only powder can be obtained.

4 - [HSi(OPh)4]- K+ is hydrolysed faster than Si(OEt)4 leading to a gel. The high
rate is certainly due to the better aptitude of Si-OMh as leaving group.

5- The case of [HSi(OiPr)4] -K+ is more interesting since the evolution of H2
takes place at first without any formation of neither a gel nor a powder. A monolithic gel
is slowly formed after 30 hour.We can interpret this fact by a ast attack of water on thehypervalent slihoonate taking place with displacement of the Si-H bond leading to a

hydI xyteuaaikoxyslicoete. Because of the steni hindranc of the isatroyl group, thehydrolysis of the Si -0 iN bond is slower and leads to a moaAidlic gel. In the case of the
other hypervalent compounds, the competition between Si-H and Si-0 displacement by
water results in non monolithic gels since the evolution of H2 is not complete when the
gelation process occus

H Si (OR)4" K+ + 1420 - HO Si (OR)4K+ + H2f
H Si (OR)4" K÷ + H20 - H Si(OR)3(OH)-K+ + ROH

6- In all cases the infrared spectra of the gels obtained are similar : they contain
free O-H groups and the Si-H absorption in the range of 2300 cm -1 is completely
absent.Thus, the first step appears to be the nucleophilic attack of H20 at silicon leading
to an hydroxysieoase with evolution of H2 through an hemoonlinated intermediate in
which the Si-O and the H-H bonds are formed. Interestingly this hydroxysiliconate
corresponds to the possible intermediate (11-14] involved in the basic catalysis which has

AA • i ,a
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been calculated as highly probable by Davies (15-16]. This hydroxysiliconate can
undergo homo or heterocondensation or hydrolysis leading to the gel. All the anionic
compounds proposed are in equilibrium with neutral spee.

-OR

H Si (OR)4 K+ H2O - 0-,-Si-OR K +

"PeXaomdnm blFmmtediame

HO- ~ 0H Si(( 4- ýjOR)3

Hedc-ý% (HO) 2Si(OR);iK+ Hchloo t Maa

[HO~i(O~r i(OR4] K' + HOSi(OR)3  70R) r T

HOK + ROK + (RO)3Si-O-.i (OR), (RO)S.-O-6i (OR)3 + 2 ROK

In order to identify the first step, we have studied the alcoholysis of the
hydrogenosiliconates. The alcoholysis permits the stopping of the reaction after the first
step since the condensation step is no longer possible.The reactions studied are the
-following:

[H- Si (OR)4) "K+ + ROH 182 [Si(OR)5I.K+ / 18 - crown 6 + H2/
(R- Me, Et, Ph)

In all cases we have observed the substitution of the Si- H bond by alcohol
leading to pentacoordinated siliconates, Si(OR)5 - K+/18 - crown 6 from the starting
hydridoteuualkoxysiliconates. This nucleophilic displacement at pentacoordinated silicon
can also take place through a hexacoordinated intermediate. Evolution of H2 is also
observed with R = iPr. In order to study more in details this case, we have prepared
[ H2Si(OiPr)31-K+ by addition of KH to HSi(OiPr)3.

HSi(OiPr)3 + KH -- [ H2Si(OiPr)31- K+
The reaction with isopropanol leads to I HSi(OiPr)4]-K+ with evolution of H2. This
reaction proceeds slowly at -784C.

(a) Direct Substitution (b) Acid-Base Reaction

(H2Si (OiPr)i] - KI HOiPr [ /
(a) HV i• K+

(b) HOiPr xk

K+tFwa + HSi (OiPr)3 -7)W% () [HSi (Oif KV

(b ) -..



These results show that the mechanism proceeds through a direct sub.titutio. at

silicon ( path a ), involving an hexacoordinate intermediate (or transition state). Indeed the
alternative acid-base mechanism (path b) should proceed via two very fast steps: a
deprotonation (i ) and the subsequent coordination of RO" to silicon ( ii ). This step ( ii )
performed separately has been demonstrated to be very fast at - 780 C.Since the overall
reaction observed with alcohol is slow, these results show that the mechanism proceeds
through direct substitution at silicon (a).

In conclusion we have shown that hydrolysis of pentacoordinated compounds
takes place via nucleophilic attack of water (or alcohols) on pentacoordinated silicon.
This conclusion supports clearly the possible role of pentacoordinated species during the
basic catalysis of hydrolyse. of silicates.

It is also interesting to point out that the nucleophilic activation corroborates this
observation : indeed F-, formamide, NMI or DMAP which are very active catalysts in
nucleophilic processes leading to the elimination of hydrogen in the reaction with HSi(
OR)3 in presence of water [19].

Table
Time of gelation of HSi(OR)3

Solvent Methanol Ethanol AceQMe Dioxane

Nature of R CHM3  C2H5  C2H5  C' 3  C2H5

catalystsWithout 4mn 16h 12h I 24h 8h 48h

HC = 18an 40h 55mn 16h lh 1

NH-4F 2h /f

[Catayst] - 0.2 x 10- molemole HSi(OR)3 H20/ HSi(OR)3 - 4

nTe wow indicate the presence of hydrogen bubles in the solution.

The gelation of HSi(OR) 3 has been performed in different experimental
conditions. Both basic catalysis (NH4 OH) and nucleophilic catalysis (NH4 F) provide
evolution of H2 in all cases with TEOS and only with dioxan as solvent for TMOS.
The evolution of H2 is in agreement with nucleophilic attack on a pentacoordinated
intermediate, as developed previously. However neutral or acidic conditions permit the
gelation of HSi(OR)3 without breaking of the Si-H bond.

The table illustrates the good parallel between nucleophilic and basic catalysis for
displacement of the Si-H bond in the hydrolysis of HSi(OR)3 . The process corresponding
to nucleophilic activation is well etablished as a mechanism involving extension of
coordination at silicon followed by attack by nucleophiles
( water in the case of sol-gel) on the pentacoordinated intermediate.This parallel supports

the possibility of nucleophilic activation during the catalysis by bases.
In acetone or dioxane as solvent it is possible to obtain monolithic gels. The

gelation times am much faster than those observed with Si(OR)4 : for instance in neutral
conditions, HSi(OMe)3 gives a gel after 5 minutes instead of 30 days for Si(OMe),. The
fact can be explained by the higher electrophilicity and lower steric hindrance of
HSi(OMe)3. The gels obtained contain H- Si bonds as illustrated by IR spectroscopy
which exhibits absorptions at 2250 cm-1 for Si - H and at 830 cm-1 for Si- 0 (this
absorption is at 800 cm-1 for Si 02).

4I ai
I
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IR spec•num of HSiO 13

Interestingly the gels are hydrophobic illustrated by a very poor capacity to
absorb water vapour. This capacity appears to be 25 time less than the absorption
observed on silicagels: at 0.6 bar adsorption is 0,8% for HSiO3/2 instead of 20% for
silica. The proportion of Si-H was quantitavely analysed by attack of the gel with KOH
and measure of the volume of H2 formed.

> Si-H + KOH - -- Si-OK + H2

The results confirmed that the hydrolysis does not affect dhe Si-H bonds which
remain present in the gel (theoretically: 1, 88 % ; found: 1,74 - 1,8t %)

The specific surface is always high (490 to 940 m2 /g) depending on the
experimental conditions (solvent, catalysis, ratio of water) ( conf. table ). It is also
interesting to point out the narrow porosity centered around 40 AO.

Table Surfaces HSiOi. 5

HSi (OEt)3 + H20 (1.5 eq)

Solvent [HSi(OR)31 mol/I S m2 /g % SiH (a)

Et OH 2.38 490 1.78/ 1.88
4.84 640 1.65 /1.88

(CH3)2CO 2.38 870 1.3 /1.88
THF 2.38 900 1.34/1.88

a) Percentage of Sill present in the gel determined by measure of H2 obtained by
alkaline attack

The solid state NMR exhibits a 2 9 Si resonance at - 86ppm.The T8H compound
which has been pro~maed (201 as a model exhibits a 2 9 Si resonance absorption at
- 85,3 ppm .This i spectrum is completely different from the spectrum observed
for.SiO(-110 ppm.)..All the analytical and spectrocopic data illustrate the formation of a
solid having the stoichiometry HSiO32 and containing the Si-H functionality at silicon.

Some preliminary studies concening t chemical behaviour of the HSiO2. gel

have been pefo. The Si-H bond which is a nfunctonal group for chemistry
perfomed m soluton, appers also to be very reactive in de solid state. This reactivity is
displayed in the course of thermal treatment performed under argon or NH3 and also
during oxidation reactions.

iI
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1 - Thermal treatment under argon [241
During the thermal treatment under argon an evolution of Si 114 is observed

between 350 and 480*C by Mass Spectroscopy coupled with TGA.The TGA curve
exhibits two steps: one corresponds to the elimination of Sii-4,thc second one concerns
the evolution of H2 between 4000 and 7000 C (cf. figure 1) [24]

The evolution of SiH4 is an interesting phenomenon highly dependent on the
conditions of preparation of the gel(solvent, catalysis drying method, ):the weight of
Sil 4 eliminated varies from 0,5% to 6 %.The elimination of Sill4 can easily be
explained by redistribution reactions which are very common processes in organosilicon
chemistry. For instance H Si (OR)3 undergoes redisu-ibution with elimination of SiH4 and
formation of Si (OR)4 in presence of either acids or bases.

2 H Si (OR)3  H 2 Si (OR)2  + Si(OR)4
H Si (OR)3 + H2 Si (OR)2 H3SiOR + Si(OR)4

H Si (OR)3 + H3 Si(OR) Si H14 + Si(OR)4

The proof of occurence of this redistribution in the solid state is afforded by solid
state NMR which exhibits the signals of H2 SiO and SiO2 besides the signal of HSiO3/2
(Figure 2)

-, / \fig. 1 : TG-MS analysis
. of a gel HSiO1 .5 under argon

z at l0rCtmin.--:TGA trace,
-. V .. SilH.evolution, - . -

H2 evolution
' ~ I/ .!"'

* t S t - m m - -t

The redistribution is known to be a bimolecular reaction in solution, involving
pentacoordinated silicon atoms.

OR

2 H Si (OR)3 w-.- -i-.-H Si(OR)4 + H 2 Si (OR) 2

R"'•NiOR
RO

It is interesting to point out : (1) the possible formation of such intermediates in
solid state where the molecular movements are restricted; (2) the importance of the
preparation conditions, since evolution of 6% Si••corresponds toa loss of 24 % of
S -Hbnsin the gel.

] Ii I
- ' ... ' "- .. . . ... .-:-=:-: .= .. _ _ - _ .=I_.•. __ ' "- ... '-# =- " ui -
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(Figure 2)

29 Si solid state NMR spectra of gel
HSiOI.5. [23]

1: non heated
3 2: heated 20mn at 4050 C

3: heated 20ran at 6650 C

- 110 ppmn SiO2

2 - 85 ppm HSiO3/2
- 45 ppm H2SiO

20 0 -40 -00 -120

at , fig. 3: TG.MS analysis of a
," gel HSiO1.5 under air at 10C/rmn
V" " -- :TGA trace, -.- DTA

, ~,, Z trace, H20 evolution

_ _ _ __3 0 /0
,/0

0 .\: I 2"" / s

fig. 4 : TG.MS analysis of a gel fig. 5 : Variation of nitrogen
SiOt_5 under NH 3 . - TGA trace content with hydrogen

... Sil4 evolution,-. - H2 evolution content of the starting xerogel

S~I
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2 - Oxidation reactions

The reactivity towards oxygen is very high as expected because of the high affinity
of silicon towards oxygen. The thermal treatment has been carried out in air[ 191. The
TGA curve exhibits two oxidation steps at 400'C and 5000C each of them corresponds
to an exothermic reaction as shown by TDA . At the same temperatures much evolution
of water is observed by Mass Spectroscopy.( Figure 3)

The highly exothermic reaction observed at 400T corresponds to the oxidation of
SiH4 , the evolution of which was observed under inert atmosphere at the same
temperantr (cf fig I ) and which is immediately oxidizad in air

Sill4 + 202 - 2 H20 + Si02
At 500W the exothermic reaction corresponds to the oxidation of Si-H bond.

~i- H - 02 -M 06S ,3S~OSd H, 0

2 >st--.o-H -- >i--O--Si4 + H20

In fact this oxidation takes place between 3500 and 700* as observed by evolution
of H2 during the thermal treatment under inert conditions and also by the TGA curve
which exhibits an increase in weight of 8% between 3500 and 7000. The oxidation of
SiH starts even before the evolution of SiHl4, illustrating the very high reactivity of this
functional gel towards oxygen.

3 - Thermal treatment under NH3

When the gel is heated under NH3 silicon oxynitride is formed due to the high
reactivity of theSi-H bond towards NH3. The Fig 4 shows the TGA curve and the mass
spectroscopic analysis of the gases formed during the reaction.

At 400*C,the TGA curve exhibits a loss of weight of 1,5% corresponding to the
evolution of Si H4.. At the same temperature the evolution of H2 starts and continues
until 7000. In the TGA curve between 4500 and 6000, we observed an increase of weight
about 2% corresponding to the formation of Si-N bonds. From 7000C a small weight loss
(0,2%) is observed.

The increase in weight observed in spite of the evolution of H2 corresponds to the
nitruration and can be determined by chemical analysis.The percentage of nitrogen in the
gel,determined by chemical analysis following the Kjeldahl Method, depends on the
percentage of SiH bond initially included in the gel and remaining after evolution of SilH4
(fig. 5).

The amination reaction can be explained by the following reactions:
03/2 Si- H + NH3 ---- ,,. 03/2 Si- NH2 + 112 H2 /
03/2 Si- NH2 + HSiO3i2 O3/2 Si- NH- SiO3/2 + 1/2 H2/

In the last step the small loss of weight observed above 700°C can be explained by
the formation of trisilylated amine by rnsamination reactions which implies evolution of
NH3.

2 03/2 Si- NH- SiO 3/2 - (03/2 Si) 3-N + SiO3/2- NHi

03/2 Si- NH- SiO3/2 + 03/2 Si- NH2 (03/2 SI)3-N + NH37

In conclusion we have illustrated the possible occurrence of pentacoordinate
intermediates during the hydrolysis of silicates catalysed by b-. We have also found a
way to obtain silica gels containing the functional Si - H bond.This functionality allows
the reaction of the gels with oxygen and NH3, and also some rearrangements in the
solid state.
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HIGH PRESSURE RAMAN STUDY OF THE HYDROLYSIS REACTION OF

TMOS AND TEOS

G. HOANG, J. WATSON and T. W. ZERDA
Physics Department, Texas Christian University, Fort Worth, TX 76129

ABSTRACT

High pressure Raman spectroscopy is used to monitor the hydrolysis reaction of TMOS
in solutions with methanol, acetonitrile, acetone, dioxane and formamide, and of TEOS as a
function of pH and the catalyst used. The rate constants for various solvents, temperatures and
pressures are experimentally determined from the time dependence of Raman band intensities. It
is shown that the reaction is slow in dioxane and fast in methanol or formamide. The volume of
activation is found from the pressure dependence of the rate constant. The volume of activation,
the dielectric constant, dipole moments and hydrogen bonding properties and their role in the
hydrolysis reaction are discussed. It is shown that solvents which can form hydrogen bonding
v ith Si-OR groups can increase the rate of the reaction.

INTRODUCTION

The hydrolysis reaction, the first step of the sol-gel processing, has been studied both
theoretically [1,21 and experimentally. Different experimental techniques, such as NMR [3-5],
Raman [3,6,7], UV absorption [8], and chromatography [9] have been used. It is now generally
accepted that hydrolysis proceeds by bimolecular nucleophilic displacement reactions (SN 2

reactions) involving pentacoordinate intermediates [101. However, there are still unanswered
questions relating the details of the role of the solvents.

Previously, we studied the effects of pH of water, temperature, pressure, and solvent on
the hydrolysis reaction of TMOS [6,7]. Using high pressure Raman spectroscopy we determined
the volume of activation, and we provided evidence for the pentavalent intermediate. In this
report, we examine the effect of the dielectric constant, dipole moment and hydrogen bonding on
the reaction rate.

The overall hydrolysis reaction of alkoxide can be written as:
Si(OR)4 + nH20 -- Si(OR)4-n(OH)n + nROH (1)

where n varies from I to 4, and OR represents an alkoxide group. We studied the band due to
Si-OR vibrations located at about 645 cm-1 for TMOS and at about 656 cm4l for TEOS. The
intensity of the Raman band is proportional to the concentration of the molecules in the system.
The decay in time of the Si-OR vibrational band, due to the consumption of alkoxides by water
molecules, can be used to characterize the reaction rate. For a system with an excess of water,
one may assume that reaction (1) is a quasi-first order reaction and the rate, k, can be found from

In I(r) = - kt + const. (2)
where I is the intensity of the Si-OR band, and t is time elapsed.

When only a small amount of water is used, alcohol producing condensation may
decrease the the number of silicon alkoxides in the system [5]. In order to find the reaction rate,
the concentrations of water have to be known at a given time, then it can be found from the
intensity of the C-O band of alcohol. The rate is then found from the second order kinetics.

The rate constant increases with pressure, and from that dependence, one can find the
volume of activation [6,111

AV# =-lim RT(d Ink / dp) (3)
p-40

The volume of activation is defined as the difference between the volume of the reactants and the
volurre, of the intermediate state, and the data on AVO can be used to provide a mechanistic model
for tht. reaction. Typically, the reaction rates are known for a limited number of pressures; so to
improve the accuracy of the value of AV*, the dependence of In k(p) is approximated by an
empirical function. A number of empirical functions have been proposed; they all lead to similar
results. In this study we used the Asano function [11]:

ln(kp/ko) = ap + b(In(l + cp)) (4)
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where a, b, and c are constants, and k and ko are the rate constants at pressure p and at normal
pressure, respectively. The data for t? volume of activation reported i this paper were obtained
from Eq. 3, where the In k was approximated by the Asano formula.

EXPERIMENTAL

Throughout the experiment, the samples of sol-gels were prepared by adding a premixed
water/alcohol solution drop by drop to the solution of TEOS/ ethanol under vigorous stirring. In
the first set of experiments, the effects of molar ratios of TEOS: ethanol: water were examined by
comparing reaction rates for the ratios 1:7.5:10 and 1:1.4:1. Also the effect ofthe pH of water
was examined by comparing reaction rates for water of pH 2.54 versus pH 4.9. The pH of water
was adjusted by using HF or HCI and was measured using a Hach free-flowing reference
junction electrode with accuracy better than 0.01.

In another series of experiments, we compared rate constants obtained for the samples
prepared at the same pH values and adjusted by the same acid, but for different silicon alkoxides.
Termaethylorthosilicate, TMOS, was premixed with methanol and added to the water/methanol
rmixture of pH = 4.9, and the results obtained for this mixture were compared with those obtained
for TEOS mixed with ethanol and water at pH - 4.9.

In order to investigate the effects of additives on the reaction, we added acetone,
acetonitrile, dioxane or formamide to mixtures of TMOS, methanol and water. For experimental
reasons, this set of measurements was done at pH of water equal to 6.0.

After preparation, the samples were immediately placed in a scattering cell, and Raman
spectra were recorded at equal time intervals. Raman spectra were taken using an argon ion laser
operating at 488 nm at a power of 600 mW and a Spex 14018 double monochromator with a
photo-counting system. An IBM computer was used for data acquisition and instmment control.
No polarizer or analyzer was used, only non-polarized spectra were recorded by the
monochromator.

To avoid interactions with metal walls of the scattering chamber, the solutions were placed
inside glass inserts closed with a movable piston. The pressure was transmitted into the cell by an
alcohol which pushed the piston into the insert. A constant temperature was maintained inside the
cell to avoid temperature fluctuations that can affect the hydrolysis reaction. The high pressure
measurements were taken at temperatures of 298 or 280 K. All the measurements were repeated
at least four times. The details of the experimental setup are provided in Ref. 6.

The dielectric constant was measured using a stainless steel precision capacitor and a
Hewlett-Packard 4268 universal bridge. Accuracy of dielectric constant measurements was better
than 5%.
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Fig. i. Pressure dependence of rate constants for TMOS in solutions with dioxane @, methanol 0
formamide &, acetone ra Molar ratio of TMOS:water.solvent was 1:7.5:10. pH = 6.0.
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Fig. 2. Reduced rate constants for hydrolysis of TMOS (squares) and TEOS (circles and
diamonds). pH = 2.54 was adjusted using HCI (squares and diamonds) and HF (circles).

RESULTS

"The pressure dependence of the hydrolysis rate for TMOS in different solutions is
illustrated in Fig. 1. It is seen that the fastest reaction occurs in formamide, and the slowest rate is
observed in dioxane. Our finding that formamide accelerates the hydrolysis reaction is consistent
with that previously reported by Artaki et aL[3,1 1] and Orcel [121, who reported their findings on
the reduced time scale. Dioxane is miscible with TMOS and water at any concentration, and it is
possible to study the reaction rate in the solution containing only TMOS, water and dioxane. For
this mixture, we observed the lowest reaction rate of 3.89x10-6 s-1. As dioxane is replaced by
methanol, the rate of the reaction increases to 27.2x10"6 s-1.

As expected, for the same solvent and identical molar ratio of water to alkoxide, and using
water of the same pH, the speed of the hydrolysis reaction of TEOS was found to be about 50
times slower than that of TMOS. For example, the rate is 6.1x10-5 s-1 for TEOS and 1.42x 10-3
for TMOS when the alkoxide to alcohol to water molar ratio is 1:7.5: 10. As explained by Aelion
et al. [ 13], the difference in reaction rates is the results of steric hindrance effects, which are
stronger in TEOS than in TMOS. In Fig. 2 we have plotted normalized rates, k/ko, for both
TEOS and TMOS as a function of pressure. It is seen that the pressure dependence of rate
constants obtained with different acids and alkoxides are similar. The pressure dependence of the
rate constant enabled finding the volume of activation, which for TEOS was found to be
independent of catalysts used and equal -45 cn3/mol. The data on the volume of activation are
summarized in Table 1.
Table 1. Tih volume of activation for hydrolysis reaction of TMOS in different solvents

TMOS TEOS
Methanol Methanol+ Methanol+ Methanol+ Methanol+ Ethanol

Acetone Acetonitrile Dioxane Formamide

&V# -42.1±5 -39.8±2 -45.4±2 -40.8±2 -43.5±2 -45.3±4

DISCUSSION

We found that there is no correlation between the dipole moment and the reaction rate.
For dioxane, a molecule with no dipole moment, the reaction is very slow, and for formamnide, a
solvent with large dipole moment of 3.73 Debye, the reaction is relatively fast. It seems
reasonable to expect that for acetoninlle, a molecule of a large dipole moment (11=3.92 V)
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Fig. 3. Hydrolysis rate versus dielectric constant.

comparable to that of formamide, the reaction also should be fast, but in contrast, the
experimental results show that the reaction is slow, and is even slower than that observed in
acetone of smaller dipole moment, 7-- 2.88 D; moreover, it is also slower than in methanol of a
dipole moment pi= 1.70 D. Although the role of the dipole moment cannot be ignored, it does
not seem likely that dipolar forces play an important role in the hydrolysis reaction.

Rate of reactions between neutral molecules and ions may be estimated from a simple
electrostatic theory [14] as

A
lnk=-Ink,+ -

E (5)

where A is a constant that depends on electrostatic charges and radii of ions and activated
complexes, and e is the dielectric constant of the medium. For the hydrolysis of TMOS, the
radius of the intermediate complex is greater than the radius of the ion (OH- or H30+) and the
constant A is positive [15], which means that the rate should be greater in a medium of lower
dielectric constant. nFig. 3, we plot the observed reaction rates as a function of the dielectric
constant of the solvents. Clearly, there is a correlation between those two quantities, but it is
exactly opposite to that predicted by the electrostatic model. This finding suggests that specific
solvent effects and the spatial charge distribution within the TMOS molecule are important, and
both may produce larger effects than those of the dielectric constant.

Additional arguments that electrostatic effects are not dominant in the hydrolysis reaction
are provided by the analysis of the volume of activation. We found the volume of activation to
be practically independent of the solvent, catalyst, and pH, and within experimental error equal
to -42 cm3/mol (compare to Table 1). Since the volume of activation measurs the difference
between the total volume of the reactants and the volume of the intermediate complex, we
expected that AV* should reflect specific interactions between reactants and solvent molecules
Different shielding of the reacting molecules by solvent molecules, the size of the anion, the
extent of local order of the solvent, dhe strength of hydrogen bonding network, all may affect the
solvation, and thus, should change the volume of activation.

Reaction (1) does not involve the formation of new charges, and the solvational part of
the volume of activation may originate from the redistribution of charge in the activated complex.
Whalley [181 studied the effect of pressure on solvation of an intermediate state with dipole and
quadrupole moments in a cavity in a dielectric. He found that in aqueous solutions the elec-
trostriction originating from the quadnapole moment of the activated complex is greaer than that
due to the dipole moment, but both contributions are usually less than 10 cm3/nol, a value too
small to explain the observed AV#. Besides, if the elctrostiction were impontant, then when
more polar solvents were added into solutions, the volume of activation should beoome less
negative, and the reaction should proceed at a slower rate. A similar conclusion was reached by
Dack [16] who analyzed cohesive formes and internal pressu:e during the reaction and offered
the following explanation: in the absence of specific intractions, concentrmtion of polar
molecules about ions is ptater than in the proximity of the intermediate state. Consequently, the
volume of the reactants is smaller than that of the transition state, and the volume of activation
becomes more positive while the reaction is slower. Our results do not follow that trend,

__________________________
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indicating that electrostatic interactions alone cannot explain the mechanism of the hydrolysis
reaction. This conclusion is in agreement with the discussion accompanying Fig. 3.

We found that the volume of activation does not depend on the amount of water used to
hydrolyze silicon alkoxide and was the same when 10 moles or I mole of water was used per
each mole of TMOS. In addition, similar values of AVV were found for TEOS hydrolysis
prepared at pH = 2.54 %;&h different acids used to adjust the pH. This means that different
anions present in the solution had little effect on the volume of activatio• In the following
section we will examine effects other than solvation that may determine the value of aV#.

The increased pressure may also affect the volume of the intermediate complex. We
suggest, after Whalley [18], that the dominating factor in the volume of activation is due to
conction of the intermediate complex. Although we showed that the contribution due to
electrostriction is relatively small, it is impossible to evaluate, and to separate it from the
contribution due to complex contraction. Thus, at the present time, it is impossible to estimate the
pressure induced changes in the intermediat state.

Although the mechanism of the hydrolysis reaction is sinmiar for lEOS and TMOS, and is
not altered by different solvents or catalysts used, the speed of the reaction vanes substantially; in
this study, we observed changes by more than two orders of magnitude. The changes caused by
the solvent can be partially attributed to different molecular structures of the solutions. Under
acidic conditions, the reaction is H+ catalyzed, and the transport of this ion depends on the
connectivity between water molecules [6]. But even in water-dioxane mixtures, the sponge-like
structure of the solution enables rapid transfer of the ion.

In this section, we will examine the specific interactions between the solvents and silicon
alkoxides. The geometry of the transition state can be approximated by a deformed trigonal
bipyramid in which the donor site occupies an axial site. Three methoxy groups are in equatorial
sites, and the fourth group is at the site opposite to the hydroxyL Usually the axial bonds are
significantly longer than the equatorial bonds [17], and consequently they are weaker, and it is
expected that the methoxy group opposite the attacking hydroxyl group will leave the system.
When a molecule capable of forming a strong hydrogen bond, such as formamide, is coupled to
an Si-OR group, this interaction may weaken the Si-O bond by shifting the electron cloud toward
formamide, thus enabling more pronounced changes in bond lengths and angles that are
necessary to accommodate the additional bond in the transition state. Also, by protonating the
OC3 group, the hydrogen bond interaction improves the quality of the leaving group, and thus
the reaction may proceed faster. Acetone, dioxane, and acetonitrile are all aprotic and lack
protons capable of hydrogen bonding to TMOS, but sol-gels prepared with those solvents
contained water and/or methanol Because both water and methanol may interact specifically with
TMOS, it is not surprising that the reaction rates in those systems are similar, with the reaction
rate being the fastest for the sol containing pure methanoL

This hypothesis is further supported by Raman studies of pressure induced band shift and
band broadening. Oxygen atoms of TMOS are easily accessible to water or other proton donating
molecules and may form hydrogen bonds. The Si-O-C mode at 645 cm-1 is a bending vibration.
It is known that the frequency of bending vibrations, as well as the band width, increase when a
hydrogen bond is formed. The band widths and frequencies are listed in Table 2. In the mixture
of TMOS, water, and dioxane, we found a small, positive frequency shift (blue shift), which we
explain as due to hydrogen bonding between ThyOS and water. Significantly larger blue shifts
and broader bands were measured in water-methmnol and even larger ones in fornia-ide-water

Table 2. Frequency shift and band broadening of the Si-O-C mode of TMOS for differcnt
solvents as a function of pressure.

sure Fequency Bandwidth
[bar] shift [cm-] [cM-1]

Formamide IMethanol Dioxane Fiormmide; ehao Dioxane
1 4.0 1 3.6 2.0 8. 7.2 6.3

4.5 3.7 28.2 7.4 6.520 4.9 4.1 23=3 . .
500 5. 4. 2. 8. 7.6.

1000 5.5 . 26 6 6.8 1150 6.3 5.7 1 3.5 1 8.9 7.7 6.
20) 6.9 6.3 1 3.9 1 9.0 7.9 7.
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mixtures. With increased pressure, intermo~lecular distances decrease, H-bond interactions
become stronger and the changes in the band shapes are mome pronounced.

CONCLUSION

The rate of hydrolysis reacticm depends on the properties of the solvent added to the
reaction, and it is shown that solvents capable of forming strong hydrogen bonds with oxygen
atom of silicon alkoxide accelerate the reaction. Volume of activation is practically independent of
solvent properties, concentrations of water and solvent, the pH and the alkoxide used. Volume
of activation can be separated into two components, first component is due to the change in the
volume of the solvation, and the other due to the change in the volume of the solute. We estimate
that the compression of the solvent (electrostriction) is smaller than the compression of the
reactants. This conclusion does not depend on the size of the reactant, but rather on its
compressibility.
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CURRENT ISSUES IN SOL-GEL REACTION KINETICS

Roger A. Assink and Bruce D. Kay
Sandia National Laboratories
Albuquerque, NM 87185

ABSTRACT

This paper surveys a few of the current issues in sol-gel
reaction kinetics. Many times seemingly modest changes in
reactants or reaction conditions can lead to substantial
differences in the overall reaction rates and pathways. For
example, qualitative features of the reaction kinetics can depend
on catalyst concentration. At very high acid-catalyst
concentrations, reverse reactions are significant for TMOS sol-
gels, while for moderate acid-catalyst concentrations, reverse
reactions are substantially reduced. The reaction kinetics of
two similar tetraalkoxysilanes: tetramethoxysilane (TMOS) and
tetraethoxysilane (TEOS), can be markedly different under
identical reaction conditions. Under acid-catalyzed reaction
conditions, a TMOS sol-gel undergoes both water- and alcohol-
producing condensation reactions while a TEOS sol-gel undergoes
only water-producing condensation. The early time hydrolysis and
condensation reactions of a TMOS sol-gel are statistical in
nature and can be quantitatively described by a few simple
reaction rate constants while the reaction behavior of a TEOS
sol-gel is markedly nonstatistical. A comprehensive theory of
sol-gel kinetics must address these diverse experimental
findings.

INTRODUCTION

There have been many studies of the reaction kinetics of

acid-catalyzed tetraalkoxysilanes. The experimental techniques

used to study the chemical reaction kinetics include 1H and 2 9 Si

NMR spectroscopy [1,21, capillary gas chromatography [3]and

infrared and Raman spectroscopy [4]. Most of these studies have

investigated a single tetraalkoxysilane under very specific
conditions. These conditions include acid-catalyst

concentration, silane concentration, water to silane ratio and

even a specific time regime. Very often one wishes to extend the

conclusions reached for a single system under specific conditions
to sol-gel systems in general. This paper will attempt to show

that one must be careful in making such extrapolations.
We will examine three areas which have been the subject of

This work performed at Sandia National Laboratories, supported by
the U. S. Department of Energy under contract number DE-AC04-
76DP00789.
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recent study. These areas are: (1) the relative importance of

thermodynamic versus kinetic factors in governing the product
distribution of sol-gels, (2) the existence of both water- and
alcohol-producing condensation pathways, and (3) the statistical

(or nonstatistical) behavior of the hydrolysis and condensation

reactions.

RESULTS AND DISCUSSION

Thermodynamic vs Kinetinc Control

Recently Klemperer and Ramamurthi demonstrated the

importance of thermodynamic factors in determining the final
product distribution in an acid-catalyzed TMOS sol-gel (3].

Using capillary gas chromatography they were able to show that in

three days the species distribution of an acid-catalyzed 3 M TMOS
monomer with 1.5 M H2 0 sol-gel was the same, within experimental

error, as that of an acid catalyzed 1.5 M TMOS dimer sol-gel.
Thus, thermodynamic factors had driven the two systems to the

same equilibrium state. In contrast to this study, we previously

used 29Si NMR spectroscopy to study the kinetics of an acid-

catalyzed TMOS sol-gel [5]. The early time product distribution
of species could be accu_._ely modelled using only two functional
group condensation rate constants and appropriate statistical

factors. The authors of each study would like to generalize

their results and state that thermodynamic (or kinetic) factors
dominate the chemical kinetics of all sol-gels. Obviously, one of

these conclusions cannot be correct.

Our interpretation of these two seemingly disparate results
(3,5] is that the authors were investigating similar sol-gel
systems under quite different reaction conditions. The two most

obvious differences in the studies are the unequal catalyst
concentrations used and the different time domains investigated.
In order to compare the importance of thermodynamic and kinetic

factors under the same reaction conditions, Assink and Brinker

(6] used 2 9Si NMR spectroscopy to investigate the reaction

kinetics of TMOS monomer and the redistribution kinetics of TMOS
dimer for both short and long times for each of the catalyst
concentrations used in the two previous studies (3,5].

Figure 1 shows the 2 9Si NMR spectra of TMOS monomer and TMOS

dimer after 24 hours at a nominal pH of 1.3 . This pH is the
same as that used by Klempere'r and Ramamurthi [3]. The



resonances are labelled by the usual Qn nomenclature where n
refers to the number of silicon-oxygen-silicon bonds about the
observed silicon. We see that TMOS monomer and dimer have
reached the same state in this very short time. Spectra taken
after 1 week are similar, indicating that the reaction has
attained equilibrium.

QO Qi Q2

a

I ' I" I . . . **.***I****I*' I . . I . . ..11 1 I

-60 -70 -80 -90 -100 -110 -120 PPM

I ' 1 . . . I . . . . . I . . . I . . .

-60 -70 -80 -90 -100 -110 -120 PPM

Fig.l The 2 9Si NMR spectra of (a) TMOS monomer reacted
at pR=l.3 for 24 hours and (b) TMOS dimer reacted at
pH=l.3 for 24 hours.

Figure 2 shows the 2 9Si NMR spectra of TMOS monomer and TMOS
dimer after 24 hours at a nominal pH of 2.8 . This acid
concentration is the same as that used by Assink and Kay (5].
The species distributions are obviously quite different. After 1
week, the relatIve Q0 , Q1 and Q2 distributions become more

similar. Howeve., detailed investigation of the Q2 and Q3 region

show that even after 1 week there are significant differences
between the monomer and dimer derived sol-gels. In particular,
the TMOS monomer derived sol-gel contains many more cyclic

species and many more branching species (Q3,s) than does the TMOS

dimer derived sol-gel.
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E'ig.2 The 29SJ NMR spectra of (a) TMOS monomer reacted
at pH-2.8 for 24 hours and (b) THOS dimer reacted at
pH=2.8 for 24 hours.

Thus, we conclude that thermodynamic factors dominate at

pH-l.3 for both relatively short and long times. Kinetic factors

tend to dominate at pH=2.8 at short times and even appear to

exert considerable influence on the product distribution for long

times. Our findings strongly suggest that the rate constants for

the reverse reactions increase with decreasing pH.

Condensation Pathways

Earlier we found that TMOS reacts via two condensation

pathways [7]. Condensation of two silanols to form water and an

Si-O-Si bond is termed water-producing condensation while

condensation of a silanol with a methoxy group to form an alcohol

and an Si-O-Si bond is termed alcohol-producing condensation.

=t
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Alcohol-producing condensation is an important reaction pathway

at low water to silicon ratios while water-producing condensation

is an important reaction pathway at high water to silicon ratios.

Both pathways were necessary in order to describe the reaction

kinetics accurately over a range of water to silicon ratios.

Pouxviel and Boilot studied the reaction kinetics of TEOS [8].
They were able to model the time evolution of species using

hydrolysis, water-producing condensation and reesterification

reactions. They did not need to include alcohol-producing

condensation reactions in their model in order to achieve an

accurate fit of their data.
Their are several differences between the sol-gel system

which we investigated [7] and the sol-gel system which Pouxviel

and Boilot investigated [8]. A major difference is the much
higher water to silicon ratios used by Pouxviel and Boilot. Our

TMOS results indicate that alcohol-producing condensation becomes

less important for high water to silicon ratios. A second major
difference between the two studies is the use of TMOS in our work

and the use of TEOS in the work of Pouxviel and Boilot. Minor

differences include moderately lower silicon and acid

concentrations in the TEOS sol-gel.

In order tc understand the reason for the different

condensation pathways in the two systems we investigated the

condensation kinetics of TEOS under conditions identical to those
used in our prior investigation of TMOS. Previously we derived

the relationship [7]:

drFSio)-Si1/= (kc, - kcA)<[SiOH]> + kcAESiOR]o (1)

<(SiOSJ>

By measuring the initial condensation rate, d[(SiO)-Si]/dt, as a

function of the average silanol concentration, <[SiOH]>, we were
able to determine the relative importance of the two condensation

pathways having rate constants kcw for water-producing

condensation and kcA for alcohol-producing condensation. The
results of the study are shown in Figure 3. Within experimental

error, the intercept is zero indicating that the second term in

eq(l) and hence kcA is zero. Thus, for otherwise identical

experimental conditions, TMOS undergoes significant alcohol-

producing condensation while TEOS does not.

I
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Fig.3 A plot of eq.(1) for acid-catalyzed TEOS. An
intercept near zero indicates that the alcohol-producing
condensation pathway is insignificant.

Statistical Reantion Behavior

In a previous study we found that we could accurately
predict the time evolution of the many product species in a sol-
gel by using the two functional group condensation rate constants

and appropriate statistical factors [9]. The sol-gel was based
on TMOS and only early reaction times were investigated.
Pouxviel and Boilot studied the time evolution of a TEOS sol-gel
[8] and followed the system for longer times. Their analysis

employed distinct reaction rate constants for reactions between
each of several species. A detailed analysis of their data using
appropriate statistical factors shows that although the
condensation reactions could reasonably be expressed in terms of
an overall functional group rate constant and appropriate
statistical factors, this simplification was not possible for the

hydrolysis reactions. As discussed in the previous section, the
two studies differed in several aspects: (1) the use of TMOS
versus TEOS, (2) the use of different water to silicon ratios and
(3) analysis of the system over different time regimes.
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We investigated the reaction kinetics of the various
species of TEO$ under conditions otherwise identical to those

used in our previous TMOS studies (9]. Table I compares the

early time distribution of hydrolyzed TMOS and TEOS monomers for
an initial (H203 to (Si] ratio of 0.5. The first column lists
the various monomeric species where the first digit in

parenthesis corresponds to the number of alkoxy groups, the

second digit corresponds to the number of silanol groups, and the
final digit corresponds to the number of Si-O-Si bonds (zero for

HYDROLYSIS PRODUCTS
H20 : TEOS = 1/2 : 1

MONOMER THEORY THOS TEOS
(5 MIN) (4 MIN)

(400) 58.9 57.2 77.5

(310) 33.4 36.6 12.5

(220) 7.0 4.6 7.2

(130) 0.6 ---- 2.9

(040) 0.0

these monomeric species). The second column shows the expected
distribution of species if statistical reaction behavior is

assumed and the initial water is consumed by hydrolysis on a time
scale fast compared to the generation of water by subsequent
water-producing condensation reactions 191. The third column

shows the measured distribution of species for a TMOS sol-gel
which has reacted for 5 minutes. Approximately 92% of the water

has been consumed and the TMOS distribution agrees very well with
the statistical distribution. The last column shows the
distribution of species for a TEOS sol-gel which has reacted for

iI
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4 minutes. After 4 minutes, only 71% of the water has been

consumed. The (400) concentration is still much larger than the

statistical value, however, both the (220) and (130)

concentrations have already reached or exceeded their statistical
values. These observations mean that the first hydrolysis rate

constant is much smaller than the second hydrolysis rate constant

which is much smaller than the third hydrolysis rate constant.

This trend is the same as that observed by Pouxviel and Boilot

[8]. Thus the different results of the two studies does not

appear to be related to the unequal water to silicon ratios or to

the different time frames observed, but rather to the distinct

chemical reaction rates of the monomeric species used.

CONCLUSION

We have seen qualitatively diverse behavior in the reaction

kinetics of sol-gels prepared under different experimental

conditions. The acid-catalyst concentration can dramatically

influence the relative importance of thermodynamic and kinetic

factors. TMOS and TEOS, although seemingly very similar

monomers, can react along different condensation pathways and

react in a predominately statistical (TMOS) or markedly

nonstatistical (TEOS) fashion.
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MOLECULAR ARCIDTECrRE AND ITS ROLE IN

SILICA SOL-GEL POLYMERIZATION

P. C. CAGLE, W. G. KLEMPERER AND C. A. SIMMONS

School of Chemical Sciences and Materials Research Laboratory, University of Illinois,

Urbana, IL 61801

ABSTRACr

Sol-gel polymerization of [SiOI2 ](OCH3)8 in CH3CN under neutral conditions yields
very high surface area (SBET > 900 m2/g) xerogels. This property is seen to result from the
structure of the gel on the molecular level. According to N2 adsorption studies, model studies,
and TEM studies, the large size and rigidity of the cubic [Si8012l core structure leads to
polymers whose rigidity inhibits extensive crosslinking of the type observed in orthosilicate
derived xerogels.

I. INRODUCTION

An enormous body of research has been devoted to optimizing silica sol-gel

polymerization conditions for the processing of films, fibers, monoliths, and aerogels by
controlling the conditions of tetralkylorthosilicate, Si(OR)4 (a), hydrolysis/condensation [ 1,2].

Relatively little attention has been devoted, however, to the architecture of sol-gel derived silica

on the molecular size scale. We have recently addressed this issue through the synthesis of the

cubic octamethyl octasilicate [SisO12](OCH3)g (b), with the hope that sol-gel polymerization of

OCH 3

CH30 _ 0 .- S I'i- " OCH3
'N^.7~ CH3  \S

RO~ sOR / v1% 1 ":" , 0
/*"OR 0 •.,Si 1 ., 0
SiOR S v SiO V's

OR j'"0 0 0'Sj
CH30KO-Sj---O OCH 3

OCH 3

a b
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this species might proceed with retention of the cubic [Si8 O12j core [3]. Given the rigidity of
the [Si8 Oi 2 ] core and the relative sizes of the Si(OR)4 and [Si80 12](OR)8 monomers, even a

simple beads-on-a-string model predicts a more rigid silicate framework in octasilicate

oligomers than in orthosilicate oligomers. As illustrated below, the relative sizes of the repeat

distances in Si(OR)4 polymers (up to 3A) and [Si8Oz2 ](OCH 3)8 polymers (up to 9A) should

generate very different materials on a molecular size scale:

C

d

Moreover, the rigidity of the polymerized octasilicates, d, should inhibit extensive crosslinking

and thus generate porous materials with very high surface areas, as is seen to be the case below.
This paper is concerned with demonstrating the role that molecular architecture can play in

silica sol-gel polymerization through a comparative study of Si(OCH3)4 and [Si 801 2](OCH3 )A

hydrolysis/condensation. The paper is divided into three sections. The first section is

concerned with demonstrating the high surface area of [Si 8 Oi2 ](OCH3 )A-derived xerogels

relative to Si(OCH3)4-derived xerogels, and showing that the different properties of the two

types of gels can be accounted for in temis of the different flexibilities of the polymer chains
involved. In the second section, model studies are reported that support the contention that the

tSi8 Oi 2 ] framework of the [Si8Ol2](OCH 3 )8 monomer is substantially retained during
polymerization. The final section provides electron microscopic evidence that the high surface

area of [Si8O12](OCH 3 )8-derived xerogels is in fact due to a low degree of crosslinking

between polymer chains in the structure.

II. SURFACE AREA AND POROSITY OF Si(OCH3)4- AND [SiSO12J(OCH 3 )g-DERIVED

XEROGELS

Data recorded in Table I were obtained from cylindrical xerogel monoliths prepared as

follows. Solutions of Si(OCH3)4 and [Si8Ol 2 J(OCH3)8 in CH 3CN were prepared at 600 C
with [Si] 1.08 M and [H20] = 5.40 M and 3.78 M for Si(OCH3)4 and [Si8012](OCH3)8,

I
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TABLE L SURFACE AREA AND POROSITY DATA FOR
Si(OCH3)4- AND [Si9Oi23(OCH3*)-DERrV XEROGELSa

Si(OCH 3 )4

SETb Densityc Vu d Dh(m%/) (g/CM3) (;m•/g) K

acid 427 (34, 83, 9) 1.43 (4, 6, 8) 0.24 (2, 5, 9) 22.3 (3, 9, 8)
neutWal 510 (20,44, 10) 0.55 (1, 4, 10) 1.35 (2,4.1 0) 106 (5, 8, 10)
base 354 (2, 5, 5) 0.53 (2, 9, 5) 1.48 (8, 12, 5) 167 (10, 15, 5)

[SiSO12](OCH3)S

SBET Density VVp" Dp.f
(nM%) (g/cm3) (COIg) (A)

acid 604 (24,45, 8) 1.16 (3,6,8) 0.42 (2,3,8) 27.9 (2,4,8)
neutral 919 (31,42,5) 0.88 (1, 3, 5) 0.68 (3,4, 5) 29.8 (6, 12, 5)
base 750 (42,A828) 0.617(7,10,7) 1.2 1 (2,6,8) 65 (3,7,8)

aSee text for details of sample preparation. All data are averaged values of measurements made
from independently-prepared samples. The first number in parenthesis following an averagevalue is the average deviation from the average value, the second number is the maximum

deviation from the average value, and the third number is the number of individualmeasurements that are included in the average value.
bBET surface area from multipoint analysis of N2 adsorption isotherm.
cBulk density calculated frm weight and volume measurements of cylindrical monoliths.
dPore volume is calculated hum plateau in N2 adsorption isotherm, and includes volume of

pores less than about 500A in diameter.
cAverage pore diameter calculated asssurning cylindrical pores by dividing 4Vpo by SBET.

respectively, such that the total amount of non-alkoxide oxygen (H"20, SiOH, plus SiOSi

oxygen) per silicon was the same in each system, namely, five:

8 Si(OCH3 )4 + 40 H20 = [SigO12 ](OCH3 )A + 24 CH 3OH + 28 H20 (1)

Basic and acidic solutions were prepared by addition of NaOH (0.002 M for Si(OCH34 and
0.005 M for [SisO12](OCH3 )8] and HCI [0.05 M), respectively. Each 12 mL sample was
allowed to gel and age in a sealed 15 mmdiameter polypropylene test tube for 12 days at 600 C,

was dried for 10 days at 600C and 2 days at ambient temperatue, and finally was heated at

110C for 48 hours. The conditions just described were dictated in pan by solubility

considerations. The [Si8O02](OCH 3 )g molecule has a low solubility in CH3OH, the solvent
traditionally employed for Si(OCH3 )4 hydrolysis/condensation. It has a better but nonetheless

low solubility in CH3CN, the solvent employed in the present study. The increased solubility
of [SigOI2](OCH 3)g in CH3CN at elevated temperatures dictated the processing temperature.

i
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TABLE 11. SURFACE AREA AND POROSITY
DATA FOR Si(OCH 3)4-DER/VED XEROGELSa

Gelation
Conditionsb SBET Density VDor_

[Sil; °C (m2 /g) (g/cm3 ) (cm3 /g) (A)

IM;60-C 510 (20, 44, 10) 0.55 (1,4, 10) 1.35 (2,4, 10) 106 (5, 8, 10)
1M; 25°C 693 (8,10,4) 0.78 (1,3,4) 0.84 (2,3,4) 48 (1,1,4)
2M; 600 C 778 (4, 9, 4) 0.93 (2, 4, 4) 0.68 (1, 2, 4) 35 (7, 10,4)
2Kv;25°C 765 (25,49,4) 1.12 (3,6,4) 0.53 (4,5,4) 28 (1,3,4)

aSee text for details of sample preparation, and Table I for explanation of symbols.
bNo acid or base catalyst was employed.

The effects of Si concentration and elevated temperante were probed by preparing neutral

Si(OCH3 )4 solutions with [H 20]/[Sil = 5 and [Si] = 1.08 or 2.15 M, carrying out gelation and

aging at either 25°C or 601C as described above, and drying as described above. The properties

of these xerogels are recorded in Table II.

Comparison of BET surface areas given in Table I for xerogels prepared under neutral

conditions shows the [SigOi2](OCH 3 )8-derived gels ("cube gels") to have extraordinarily high

surface areas of 919 m2/g, a value much higher than the more typical value of 510 m 2/g
observed for the Si(OCH 3)4-derived gels ("TMOS gels") [4]. Gels processed under acidic or

basic conditions display lower surface areas both in the case of cube gels and TMOS gels, but

the cube gels consistently show higher surface areas. Density, pore volume, and average pore

diameter data given in Table I also reveal consistent differences between TMOS and cube gels.

In both systems, acid gels have higher densities than base gels, by a factor of 2.7 for TMOS

gels and 1.9 for cube gels. Base gels consistently display larger pore volumes than acid gels,

by a factor of 6.2 for TMOS gels but only 2.9 for cube gels. Average pore diameters are also

higher for base gels than for acid gels, by a factor of 7.5 for TMOS gels but only 2.3 for cube

gels. In short, TMOS and cube gels respond in a similar fashion to changes in solution pH, but

the response is attenuated in the case of the cube gels.

The trends just noted can be explained in terms of the greater rigidity proposed above for

cube polymers derived from [SiS012](OCH3 )A relative to orthosilicate polymers derived from

TMOS. According to TEM studies of gels [5] and xerogels [6], base gels obtained by

alkylorthosilicate sol-gel polymerization are particulate whereas acid gels have a continuous,

homogeneous microstructure. The continuous, dense nature of acid gels accounts for their low

porosity, and the particulate nature of base gels accounts for their high pore volume. The gross

differences between acid and base gels can be accounted for by the fundamentally different

polymer growth pathways involved. Under acidic conditions, predominantly linear polymer

chains crosslink to form a continuous network gel [7,8]. Under basic conditions, highly
branched polymer chains collapse to particles that aggregate to form a particulate gel 191.

According to this picture, the flexible orthosilicate polymer chains are free to undergo extensive
crosslinking in a continuous network or collapse to particles but the rigidity of the cube

I
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polymers hinders chain crosalinking and chain collapse. As a result, the effect of acid and base

is less pronounced in cube polymerization than in orthosilicate polymerization.

In the above discussions, we have deliberately avoided discussion of details such as

electrophilic vs. nucleophilic substitution mechanisms [101, hydrolysis vs. condensation rates

[11], and thermodynamic versus kinetic growth models [121. These topics have been avoided

because the difference between the "acid" pathway (crosslinking of linear polymers to a

continuous network) and the "base" pathway (collapse of branched polymers to particles) is far

more fundamental and general than the specific kinetic and thermodynamic consequences of pH

change. Under acid conditions, hydrolysis/condensation is relatively selective and occurs

preferentially at sterically uncongested sites, thus generating relatively linear polymers [13,7,81.

Under basic conditions, hydrolysis/condensation is relatively unselective and does not avoid

sterically crowded sites to the same extent, thus generating more highly branched silicate

polymers [13,7,8]. Variation of pH, however, is only one specific way in which reaction

selectivity can be controlled. Another way is through temperature variation, which causes

selectivity to increase as temperature decreases. Increased selectivity might therefore account

for the differences in density, pore volume, and average pore diameter between IM; 60'C and

IM; 25*C as well as 2M; 60*C and 2M; 250 C orthosilicate xerogels (see Table II). In both

cases, lower temperature yields more "acidic" properties: higher density, lower pore volume,

and smaller average pore size. Manipulation of hydrolysis/condensation selectivity is also only

one way in which the overall course of orthosilicate polymerization can be influenced. The
linear polymerization/cross-linking pathway ("acid" pathway) and the branched
polymerization/collapse pathway ("base" pathway) differ on a more fundamental level in that

polymer crosslinking is predominantly an intermolecular process whereas polymer collapse is

an intramolecular process. Dilution should therefore favor the "base" pathway, a prediction

supported by data in Table II, specifically, comparison of 2M; 600 C and IM; 60'C as well as

2M; 25*C and IM; 25*C density, pore volume, and average pore diameter dam.

Ill. MODELING THE [SigOI 2 ](OCH3)8 SOL-GEL POLYMERIZATION REACTION

In the previous section, it was implicitly assumed that linkage of octamethyl octasilicate

cubes by hydrolysis/condensation proceeds with retention of the cubic [Si8O12] core structure

as in equation (2):

2 [Si&0 12 ](OCH3)8 + H2072 (CH3O)7SisOI 2]OISi9Ot2(OCH3) 7 + 2CH3OH (2)

The [SigOj 2] cube contains twenty-four siloxane (Si-O) bonds, and cleavage of any one of

these by water, alcohol, or a silicic acid (SiOH) group would correspond to opening up of a

cube edge. Although small amounts of [Si 8O12] degradation would not affect the rigidity of

I
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cube polymers, extensive degradation would of course have an adverse effect.
Condensation is sufficiently slow relative to hydrolysis in the neutral [SigOl 2 ](OCH3)s-

/CH3CN system such that hydrolysis products can be observed by 2 9 Si IH) NMR

spectroscopy [3]. These observations indicate that Si-OCH3 hydrolysis is much faster than Si-

O-Si hydrolysis, and that as a result, no [Si8O12] core degradation is observed during
(Si8O121(OCH3)S hydrolysis. It has been far more difficult to determine whether silicic acid
condensation is accompanied by [SisOl2I core degradation. GCQMS techniques that have been

successfully applied to orthosilicate polymerization 17] have only limited utility in the

[SigO021(OCH 3)g system, due to the very high molecular weights involved; only the cube dimr

(CH30)7[SisOI2IO[SigOI2I(OCH 3)7 can be monitored by GCIMS. Furthermore, this dimer is

observed in low concentration (r. 5% total silicon) since the cube monomer is octaf~nctional

and Flory-Stockmayer statistics consequently generate a very dispersed molecular size

distribution [8]. The degree of [Si8O12] core degradation that accompanies cube condensation

has therefore not been evaluated by direct observation.

Given the difficulty of characterizing the molecular structures of cube condensation

products in the sol-gel polymerization of [Sig0V1(OCH3)8 , a model system has been

synthesized in which seven of the reactive [SiO 1 2 ] cube vertex sites are occupied by inert

trimethylsilyl groups and the eighth is occupied by a hydroxyl group. This compound,

(Me3SiO)7[Si8O1 2 ]OH, was prepared from [SisOI2]Hs [14] as follows:

Me3NOSiMe 3 CI [15]
(SiBOi]Hg (Me3 SiO)7 [SisO1 2]H (3)

Me3SnOH
(Me3SiO)7[Si9OI2]H - (MC3 SiO)7[SisO12]OSnMe 3  (4)

HOl(aq)
(Me3SiO)71SisO 12]OSnMe3 - 4 (Me3SiO)7[SisO12]OH (5)

In the presence of (C2H 5 )3 N in benzene solution, it undergoes self-condensation according to

equation (6) without any measurable degradation of the [SiOI2] core structure according to

2(Me3SiO)7 [SigO 2 j0H -4 (Me3SiO)7[Sie012]O[SigSO2](OSiMe3)7 + H20 (6)

GC/MS and 2 9 Si{IH) NMR spectroscopic data. The computer-generated structure of the

condensation product shown in Figure 1 illustrates in a realistic fashion the large dimensions of

cube oligorners.
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Figure1 Computer-generated, space-filling model of (Me3SiO)[[SigO12]01i8012](OSi-
Me3)7. Qxygen atoms are represented by shaded van der Waals spheres, carbon and hydrogen
atoms are represented by unshaded van der Waals spheres, and silicon atoms have been
omitted. Bond lengths and angles are those observed in fSigO02](OSiMe3)g [16], except the
"intercube siloxane Si-O-Si angle which was arbitrarily set at 18W0.

IV. TRANSMISSION ELECTRON MICROSCOPIC STUDIES

Ruben has recently reported transmission electron micrographs of platinum-carbon

replicated xerogels prepared from [SigOI2](OCH3)8 and Si(OCH3)4 at ambient temperature
under neutral conditions (see Figure 2a-c) [17]. In Figure 2a-c, silica structures appear as white
images and the pores appear as black background. The micrograph in Figure 2d was obtainedr from a flat mica surface and its features thus illustrate the background "noise" level. The Pt-C

coated images of the cube xerogel structure are approximately 16A thick and subtraction of 6A
for the Pt-C coating gives an approximate value of 10, for the cube chain diameter. In contrast
to the images of the cube gel that show individual cube chains, images of the TMOS gel show
thicker (ca. 18A) silica structures corresponding not to individual chains but to aggregates of
presumably crosslinked chains. The electron micrographs thus support the proposal articulated
above that the rigidity of cube polymers inhibits extensive crosslinking and thus generates high

surface area xerogels.
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Fig=zL2. Transmission electron micrographs of platinum replicated (a) [SiSO12](OCH 3)S-
derived xerogel, (b)/(c) Si(OCH3)4-derived xerogel, and (d) mica surfaces. For details, see
reference [17]. Used with permission.
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SYNTHETIC AND STRUCTURAL STUDIES OF
BISMUTH/COPPER ALKOXIDES

WILLIAM J. EVANS* AND JOHN H. HAIN, JR
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92717

ABSTRACT

The reaction of Bi[OC(CH 3)313 with [Cu(p-O2CCH3)212 has been
investigated as a possible route to mixed-metal materials containing bismuth
and copper. The product distribution obtained from this reaction depends not
only upon the stoichiometry, but also upon the method of product isolation.
Products containing bismuth and copper are obtainable as well as an unusual,
soluble hexametallic copper(I) alkoxide acetate complex, Cu61OC(CH3)316(O2C-
CH3)8. The mixed-metal products were examined by differential scanning
calorimetry, and thermolyzed and hydrolyzed samples of these products were
compared by scanning electron microscopy.

INTRODUCTION

The recent discovery that mixed-metal oxides such as YBa2Cu3O7-x [1i,
Bi2Sr2Ca2Cu 3O10 [21 and TIBa2Ca 3Cu 4O1l [31 are superconducting at
temperatures above 90 K has stimulated research on the preparation of high
purity samples of these materials [4,51. Hydrolysis of heteropolymetallic
alkoxides via sol-gel processes offers one route to high purity oxides [6,7], but
utilization of this approach is hindered by insufficient synthetic and structural
information on mixed-metal alkoxide precursors. In fact, only limited data are
available even on single metal alkoxide precursors. For example, we only
recently obtained the first X-ray crystallographic data on bismuth alkoxides,
Bi(OR)3 (R = C(CH 3)3 and C6H4(CH3) 2-2,6) [81. These data showed that these
bismuth alkoxides are monomeric in the solid-state and that Bi(OC6H4 Me 2-
2,6)3 has a pyramidal structure presumably due to a stereochemically active
lone pair of electrons on bismuth. We have now investigated the utility of
these bismuth complexes for the preparation of mixed-metal compounds
containing copper. We describe here our results using the bimetallic copper(If)
complex [Cu(p-O2 CCH212 .

EXPERIMENTAL

Bi(OCMe 3)3, prepared as previously described [8], and commercially
available anhydrous (Cu(O2CMe)2]2 (Alfa) were reacted in the stoichiometries
described in the following sections in THF dried over sodium benzophenone
ketyl in an inert atmosphere glove box.
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The 1:1 lQ12LO2QdPe12]2:Bi((2CMe )3 R~eadtion

Bi(OCMe3)3 (0.729 mmol) was added to a blue, stirred solution of
[Cu(O 2CMe) 212 (0.729 remol) in 20 mL of THF. The solution immediately
became forest green. After 6 hours, THF was removed by rotary evaporation
to leave a green solid. The solid was extracted with hexane to form a blue-
green solution, A, which was separated from the remaining blue solid, B, by
centrifugation. Removal of hexane from solution A left a solid which
contained primarily Cu6 (O2CMe)6(OCMe3)6, 1, (46% yield based on copper)
with a small amount of a bismuth contaminant present. Recrystallization
from THFlhexane at -34"C generated pure Cu6(9-OCMe3)6(9L-O2CMe)4(u4-
O2CMe)2, Isolated as blue crystals. 1H NMR (THF-d& ppm): 12-5 (O2CMe), 9.6
(OCMe3). The complex was identified by X-ray crystallography. 1 crystallizes
in space group P21 /n with a = 13.149(2) A, b = 9.7566(15) A, c = 19.535(3) A, A -
90.580(11), V = 2506.0(6) A3 and Dcalcd = 1.556 g cm-3 for Z - 2. Least-squares
refinement of the model based on 3027 reflections (F2>3.0o(F2)) converged to a
final RF = 5.2%.

THF extraction of the blue solid B from the above reaction and removal
of the THF left a copper bismuth complex, 2, which had a complete elemental
analysis consistent with the formula [Cu(O2CMe)2]2[Bi(OCMe3)2(O2CMe)12.
Calcd. Bi, 35.10; Cu, 10.66; C, 28.21; H, 4.53. Found: Bi, 34.99; Cu, 10.09; C, 26.59;
H, 3.95 (yield 42% based on copper). 1H NMR (THF-ds): 12.7 (CuO2CMe), 1.41
(BiO 2CMe), 1.35 (OCMe3).

The 1.2 u 212:Bi(OChe3j Reaction

Addition of Bi(OCMe3)3 (0.42 mrtol) to a blue solution of [Cu(O2CMe)212
(0.21 mmol) in 12 mL of THF also generated a forest green solution.
Immediate removal of solvent gave a forest green solid, 3. Samples of 3 in
THF-ds were found to be unstable by 1H NMR spectroscopy and resonances
consistent with the formation of I and Bi(OCMe)Z(O2CMe) were observed.

Hydrolysis and Thermolyvis Reactions

A sample of 3 (60 mg. 0.049 mmol) was placed in one side of an H-
shaped tube and dissolved in benzene. The apparatus was attached to a high
vacuum line and the solution was degassed. Degassed water was condensed
into the other side of the apparatus and both sides were warmed to room
temperature. The benzene solution of 3 formed a gel in approximately 15
minutes. The solvent was removed and the gel was dried under vacuum (10-5
torr). Final weight of gel: 43 mg. Elemental analysis: Calcd for
"[Cu(O2CMe)212[Bi(OH) 312": Bi, 47.33; Cu, 14.38; C, 10.87; H, 1.74. Found: Bi,
49.79; Cu, 15.39; C, 11.39; H, 1.74. Thermolysis reactions were conducted on a
high vacuum line (10-5 torr) using a tube furnace.

RESULTS AND DISCUSSION

Bi(OCMe3)3 reacts instantaneously with blue THF solutions of
anhydrous [Cu(O2CMe) 212 to generate green products. If a base adduct of the

S. .. .. .. . . . . m -- M IIII I I
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type known for [Cu(O2CMe)2]2L2 (where L a- H20, pyridine, etc.) is formed in
this reaction (i.e., L = Bi(OCMeg) 3), it is not very stable. Ligand redistribution
products can be identified in this system even if the reaction mixture is
analyzed immediately following mixing. This is consistent with the weak
basicity of bismuth compounds in general. Although this reaction system is
difficult to fully analyze by NMR spectroscopy due to the paramagnetism of
the copper complexes, by varying the reaction stoichiometry and the isolation
procedures, definitive identification of some products was possible.

The reaction of [Cu(O2CMe) 212 and Bi(OCMe3)3 in a 1:1 molar ratio was
most informative in this regard. In this case, after six hours of reaction time,
two main products could be isolated. The product most definitively
characterized is the unusual hexametallic copper(I) alkoxide acetate complex,
Cu6•-OCMe3)6(tL-O2CMe)4(P4-O2CMe)2, 1, shown in Figure 1. This complex
shows that tert-butoxide ligands from the bismuth reagent have migrated to
the copper centers and indicates that ligand exchange reactions are alternative
reaction pathways in this system.

Me -11 U CU Cue

I "I . on
0~f

0 C 0

MeC CaU c'N .! ý CV0R

R
Figure 1. The molecular structure of Cu6(j,-OCMe3)6(u.O2CMe)4(J14-O2CMe)2.

Complex I was fully characterized by single crystal X-ray crystallography.
The six copper atoms are linked by six bridging tert-butoxide ligands to form a
hexagonal substructure in which the copper atoms lie along the edges. The
copper atoms are planar to within 0.01 A. The copper atoms are huther linked
around the periphery of the hexagon by four bridging acetate groups. The final
connection between the copper atoms occurs via quadruply-bridging acetate
ligands. Four of the copper sites are surrounded by five oxygen atoms which
have a very distorted square pyramidal geometry. The remaining two copper
sites are ligated by four oxygen atoms which have an irregular geometry. The
complex is soluble in THF and as such it is one of the few soluble copper(fl)
alkoxide complexes [91. Isopiestic molecular weight studies in THF indicated
that the compound oligomerized over time to a THF-soluble material of
much higher molecular weight. ý.-mplex I does not readily form from the
direct reaction of ICu(O2CMe)212 with NaOCMe3.

The bismuth containing product of the 1:1 reaction, 2, has an elemental
composition consistent with the formulation [Cu(O2CMe)212IBi(OCMe3)2-
(O2CMe)12. The NMR spectrum of 2 is also consistent with, although not
definitive for, this formulation. The existence of bismuth units containing
acetate is consistent with the observation that tert-butoxide ligands are
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attached to copper in 1. The overall 1-1 reaction can best be represented by the
following equation.

6 Bi(OCMe[)3 + 6 [Cu(O2CMe)212 -* Cu6(OCMe3)6(O2CMe)6 + 4
3 [Cu(G2CMe) 212[Bi(OCMe3(2(-CMe)12 (1)

Compounds 1 and 2 are obtained in amounts which together account for a
yield of over 80% based on copper.

The reaction of [Cu(O2CMe)212 and Bi(OCMe 3)3 in a 1:2 molar ratio was
examined in efforts to see if the di-bismuth base adduct, [Cu(O2CMe)2 2[Bi-
(OCMe3)312, could be isolated. The reaction solution again immediately
changed from blue to green upon mixing. To minimize ligand exchange
reactions leading to I and 2, the reaction solvent was immediately removed
and the product, 3, was isolated. Hexane extraction of 3 gave a mixed-metal
product (37.52% bismuth and 8.32% copper) which differed from 2 in that it
was hexane soluble. However, this hexane soluble product was not very stable
and decomposed to I and hexane insoluble bismuth complexes upon removal
of hexane. To avoid decomposition of the product of the 1:2 reaction, solid 3,
isolated immediately upon solvent removal prior to extraction, was used in
subsequent studies.

The mixed-metal products 2 and 3 were analyzed by differential
scanning calorimetry (DSC) and found to be distinct from each other and from
the starting materials. No evidence for 1 was observed by DSC. Thermolysis
of 2 and 3 at 2801C generated gases which were analyzed by GC-MS. Evidence
for C0 2, acetone, tert-butanol, 2-methylpropene and 1,1-dimethylethylacetate
was observed. At this thermolysis temperature, red and white products
containing bismuth (by spot tests) sublimed separately and a grey-black
material was left behind.

Scanning electron micrographs of the residue left after thermolysis of 3
are shown in Figure 2. Solid particles ranging in size from I td 20 microns
were observed. In contrast, SEM photographs of hydrolyzed samples of 3
revealed stacks of plate-like particles with sizes up to 20 x 50 microns (Figure
3). X-ray analysis of these plates showed some surfaces and edges to be rich in
bismuth, while other regions appeared to have a more even distribution of
copper and bismuth. Greater magnification showed the presence of
numerous, small, oblong particles of approximate dimension 1.5 x 0.2 microns
(Figure 3). SEM analysis of the product obtained by thermolysis of 2
showed large flakes of porous material with a honeycomb topology (Figure 4).

Figure 2. Scanning electron
• micrograph of a sample of 3

heated to 280"C.
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Figure 3. Scanning electron micrographs of a hydrolyzed sample of 3.

Figure 4. Scanning electron micrographs of a sample of 2 heated to 2801C.
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Upon greater magnification, the surface was found to be speckled with small
spheres in two size ranges (Figure 4). The large spheres were found to be
copper by qualitative X-ray analysis, the small spheres were found to be
bismuth, and the remaining material was a mixture of these metals.

CONCLUSION

Bi(OCMe3) 3 readily reacts with [Cu(O2CMe)2]2 to form mixed-metal
bismuth copper species. Ligand exchange occurs in this system to form the
hexametaflic copper complex Cu6(j-OCMe 3)6(3-O2CMe)4(P4-O2CMe)2. Neither
thermolysis nor hydrolysis of the mixed-metal products gives materials
containing homogeneous distributions of bismuth and copper, but hydrolysis
seems to give a more uniform morphology.
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ABSTRACT

Oxo-alkoxides and allied derivatives are the organic counter part of polyanions and polycations.
Most of them do not lead to further polymerization and are therefore dead endswhich are

grnerally not directly involved in the formation of macromolecular oxide networks. However
their well defined structure make them good models for the basic understanding of the fist steps
of hydrolysis- condensation reactions. The structural characterization of a new metal oxo species
Ce6(A3-O) 4 (1L3-OH)4(acac)1 2 obtained via the hydrolysis of acetylacetone modified cerium

isopropoxide is presented. Possible mechanisms of formation of this compound as well as for
some other titanium Ti6(t2-O)2(93-0)2(92-OAc)4(.2-OPri)6(OPri)6 and niobium

NbsOi0(OEt)20 based oxo-alkoxides will be discussed.

INTRODUCTION

Sol-gel chemistry offers unique advantages for making monodispersed powders,

multicomponent ceramics, coatings, fibers or even completely new mixed organic-inorganic
materials (1,2,3]. It is based on inorganic polymerization reactions. An oxide network can be
obtained via hydrolysis and condensation of molecular precursors such as metal alkoxides. This
chemistry is controled by parameters such as the hydrolysis ratio, catalysis or molecular

structures of precursors [4,5,6]. This latter can be simply modified by oligomerization,
solvolysis or addition of nucleophilic chemical additives such as organic acids, D-diketones or

allied derivatives which lead to a tayloring of the coordination shell of the metal. The sol gel
chemistry of transition metal alkoxides is very different from that of silicon precursors. Main
differences arise frorn the fact that most of the transition mcnd atoms exhibit a higher electrophilic

character and can have several coordination numbers. Consequently transition metal alkoxides
can easily present different molecular structures which depend on the nature of the metal (size,
electonegativity, door ftconfiguration, oxidation state) and on the nature of the ligands. Such

differences in the structure of the molecular precursors can drastically change their reactivity. The

morphology of TiO2 powders strongly depends on the nature of the alkoxy group. Spherical

monodispersed TiO2 particles can be obtained via controled hydrolysis of dilute ethanolic
solutions of aimeric titanium ethoxide Ti(OEt)4 171 while polydispersed particles of irregular
shape are obtained from monomeric titanium isopropoxide Ti(OPri)4 [8]. Oligomerization

provides a nice way to promote decoupling between nucleation and growth steps (9].
One of the main parameter that can be easily adjusted is the hydrolysis ratio defined as

h = H20/M. It does not only affect the mean size of macromolecular species, but also their
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structure, texture and physical properties. For small h values, condensation is mainly governed

by alkoxy bridging, oxolation and in some cases olation reactions. Under such conditions the

functionality of precursors towards oxolation and olation is small. As a consequence an infinite

network is seldom obtained. Gelation or precipitation cannot occur as long as hydrolysis remains

carefully controled (no local excess of water). Both processes, alkoxy bridging and oxolation,

lead to molecular oxo-alkoxides. One of the main drawback of transition metal alkoxides is their

high reactivity towards water, only few oxo-alkoxides (Ti7O4 (OEt)20[ 10], NbOIO(OEt) 20 [Il 1,

Zr1308(OMe) 3 6 [121, r 1 6 010 =(OEt)32 [13], AI100 4 (OEt)22 [14]. Y50(OPr')13 [15]) have been
isolated as single crystals. Complexation of alkoxides by organic acids, "-diketones and allied

derivatives can be used to stabilize such molecular crystals. Most oxo-alkoxides are chemical culs
de sac which in most cases arc not directly involved in the polymerization of sols and gels.
However their well defined molecular structures make them good references for the basic

understanding of hydrolysis and condensation mechanisms. This is an acra of research we would
like to comment. This paper addresses the structural characterization of some modified

oxo-alkoxides and the possible mechanism for their formation.

RESULTS AND DISCUSSION

The synthesis of crystalline oxo-alkoxides (and modified oxo-alkoxides) is governed by the
same parameters that control sol-gel chemistry [61. Three parameters seem to be of first
importance: the hydrolysis ratio, the nature of the organic groups (alkoxy, acylate or
A-diketonate) and the nature of the metallic center. These three points will be illustrated with

different examples choosen in the chemistry of niobium, titanium and cerium alkoxides.

Chemisnry of Nibiwn alkoxizdr.

Niobium alkoxide chemistry give a good example of the role of the hydrolysis ratio.
Niobium(V) has a strong preference for octahedral coordination. In the solid state niobium
methoxide is a dimer Nb2(J±2-OMe) 2(OMe)&. It is made of two edge sharing octahedra with
methoxy bridges[16]. In the liquid state cryoscopic measurements and 1H NMR experiments

performed at low temperature (200K) show the presence of several well defined resonances
assigned to terminal (axial and equatorial) and bridging methoxy groups [17]. Integration of

these peaks agrees with the dimeric structure found in the solid state [17]. 1H NMR experiments
performed at 220K in our laboratory on niobium etdoxide and pentoxide show similar results.
However the equilibrium between oligomeric species can be modified in such measurements

performed at temperatures lower than room temperature. 93 Nb NMR experiments carried out at
room temperature on niobium ethoxide diluted in dry ethanol give two broad resonances about
170 ppm apart. Their respective intensities depend on concentration. Such a behavior suggests
the presence at room temperature of two solute species probably a dimer Nb2(I2-OEt)2 (OEt)I
and solvated monomers Nb(OEt)S,(HOEt) (fig la). This assignment agrees with Bradley's

results showning that upon hydrolysis primary niobium alkoxides follow a polymerization

process based on dimers and solvated monomers [111. Substoichiomelric hydrolysis of niobium
ethoxide in ethanol leads to the formation of NbgOi0(OEt)2D single crystals [11]. Their structure
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is shown in figur Ic. They are probably formed via Nb3013 trigonal units built from three edge
sharing octahedra (fig Ib). This entity could be formed through the condensation (oxolation) of
partially hydrolyzed dimers Nb2(OEt)S(OH)2 and moomers Nb(OEt)4(OH),(HOEt). Once such

-rimeric units are formed they cannot condense together to form compact structures such as
hexaniobate (fig 5) or decaniobiate polyanions (fig ld). The 13-oxo ligand cannot be a leaving
group in a neutral or acidic medium, and alkoxo ligands increase the steic hindrance preventing
the approach of Nb3Ot3 moieties. Direct condensation between Nb3O13 units is not possible:
Nb8OI0(OEt)20 crystals are preferentially formed via condensation of Nb3Oj 3 units and
monomeric hydrolyzed species that acts as steric spacers. On the other hand the complete
hydrolysis of the same niobium ethoxide in the presence of an organic base (NMe.OH) leads to
the formation of a compact decaniobiate polyanion [NbIO02S (NM4)6, 6M201 119] isostructural
with the decavanadate (VI0028)6 anion. The complete "peeling off" of all organic ligands
allows the obtention of a compact sructure (fig 2d). Such results can be also obtained with
vanadium(V) and tungsten(Vi) alkoxides. When hydrolyzed in similar conditions VO(OBu'b
leads to the decavanadate (V0028)6- polyanion while WO(OEt)4 leads to (W60 19)3-with the
well known Lindqvist structure (fig 5) [20]. Decavanadate (V10 02 )6 - and hexatungstate
(W60 19)3-polyanions can also be prepared by acidification of inorganic aqueous precursors

(201.
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Fig). molecular structures related to niobium alkoxides chemistry
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Chenistry of Titanium alkoxides

Titanium alkoxides with primary alkoxy groups are trimeric species with a

pentacoordinated metal atom while those with secondary or tertiary alkoxy groups awe monomers

with titanium in a tetrahedral environment as shown by cryoscopy 1211 and XANES-EXAFS

experiments 122.231. Bradley et al [18,211 carefully studied the hydrolysis of a large number of

alkoxides. They showed that the molecular structure of alkoxides has to be taken into account to

describe their chemical reactivity. Different models were proposed to account for the hydrolysis

behavior of transition metal alkoxides (ri, Zr, Nb. Ce). For each model the molecular complexity

deduced from ebullioscopic experiments was related to the hydrolysis, ratio. A sixfold

coordination was assumed for metal atoms and the molecular precursor was not supposed to be

modified upon hydrolysis and condensation of oligomerized species.

The hydrolysis model of primary titanium alkoxides was based on non solvated trimeric units

Ti3 (OR)12 while that of titanium alkoxides with bulky alkoxy groups was based on the

condensation of solvated monomers Ti(OR)4(ROH)2. However hydrolysis of monomeric

Ti(OPri)4 seems also to fit the model based on condensation of tnimenc units 118,21). Moreover

quantitative predictions based on solution measurements also show some discrepancies with the

molecular stucture found in the solid state by X-ray diffraction. The first hydrolysis product

predicted from Bradley's model, Ti6O4(OEt)16 does not correspond to X-ray data on single

crystals giving TiM04(O=) 2o 110D.

Hydrolysis and condensation reaction of Ti(OR)4 (OR=OPri, OBUt) are strongly

modified in the presence of acetic acid (AcOH) [4, 24). This is due to the complexing ability of

acetate ligands. Moreover a detailed analysis of hydrolysis-condensation recions in the presence

of acetic acid can provide information about the chemical role of the acetate group. It also gives

some clues on the origin of the discrepancies previously mentionned. X-ray absorption

experiments (XANES), performed before and after acetic acid addition, show that the

coordination number of Ti increases up to 6. 13C and IH NMR show that acetate groups art

bonded to titaniumn while one alcohol molecule is released in the solution. The exothermic

reaction occuring for a one to one molar ratio can be written as follows:

TiOR)4 +ACOH ---- > Ti(OR)3OAc + ROH

Infrared experiments show that acetates behave mainly as bridging bidentate ligands 125).

Moreover EXAFS experiments indicate the presence of Ti-Ti correlations located at about 3.1A
suggesting oligomeric structures for the modified precuwe,(22,251. Because of steric hindrance

ot )Pri groups, titanium is only fourfold coordinated in monomeric Ti(OPz5)4 alkoxides.

Substitution of ON• groups by acetate ligands decreases the stetic hindrance and allows the

formation of oligomeric species. Molecular structures based on dinre Th(OR)6(OAc)2 and/or

trimers Ti3(OR)9(OAC)3 can be proposed (fig 2a): they are made of edge sharing octahedral

Ti(ORhOAc units bonded together by both (OR) and (OAc) bridges& Upon ageing in a closed
vessel the formation of ester (butyl acetate or isopropyl acetate) is detected by infrared

(v(C*,O)m1740 c-rl).When titanium isopropoxide is used as a precursor this solutio leads to

the formation of single crystals corresponding to Ti 6 (QL2 -O)2(QL3-O)2(;L2-OAc)4

m , . . i
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( •2OPr4)6(OPr1)6. Their structure resolved by X-ray diffraction [26] is presented in figure 2d.

It is made of an hexamcric titanium cluster in which titanium is in a distorted octahedron. All
acetate groups act as bridging ligands. The coordination sphere of each titanium is satisfied with
bridging gt-oxo, IL-acetato, as well as terminal and bridging gt-isopropoxy groups. Their

obtention probably first involved the formation of the trigonal edge sharing
Ti3(L3-O)(Q2-OAc) 2 (P2-OPri) 3 (OPri) 3 species shown in figure 2b. Such trigonal M 30 1 , units
are thermodynamically favored by the presence of a stable gL3-oxo bridge (enthalpy) and by the

removal of two organic ligands (entropy). They are commonly found as building blocks in the
framework of the discrete structures of many polyanions and polycations. Two mechanisms can
account for the fcrmiation of the 1&3-O bridge in 1301! units:

- direct esterification within the trimer Ti3(OR)9(OAc)3 (figure 2a) via a template effect. This is a
well known mechanism in homogeneous catalysis, already mentionned for alkoxoacylates by
Mehrotra et al [27] . Water is virtually provided via this inner shell mechanism and thus oxolation
can be performed.

- Esterification in the solution between slowly exchanged organic acid (as suggested by 1H NMR
linewidths) and ROH molecules. Such an esterification reaction provides water in-situ leading to
homogeneous hydrolysis and then to condensation.
Once Ti3(•.3-O)(jL2-OAc) 2(•t2 -OPri)3(OPri) 3 species are formed hydrolysis of one terminal
isopropoxy group leads to Ti3(QI3-O)(9i2-OAc)2(12-OPri) 3 (OPri) 2OH (fib 2c). Hexamern

(fig 2d) can thus simply be obtained via oxolation (elimination of HOPri) between two
hydrolyzed trimeric units.

Hexamers with different structures can be obtained for an AcOH/Ti ratio of about 2. They

correspond to Ti6( 2-O)2(I13-O)2(L2-OAc)8•I12-OR)2(OR) 6 (with OR=OEt, OBun) [28,29].
They are also based on Ti3O11 units but fittings between octahedra ar different.
It is interesting to point out that for each of these three compounds the composition T1604 (OR)I6
with OR!= (OR+ OAc) fits perfectly the product Ti60 4 (OR)1 6 predicted from Bradley's model
based on condensation of trimeric units. Bridging acetate groups probably play a double role: it

strengthens trimeric units and prevents the formation of a more compact structure such as those
of the TiTO4(OEt)02. Moreover the presence in all these structures of uigonal Mi3Oljunits with a
bridging IL3-O ligand suggest that its formation is the thermodynamically favored step.
When terminal non hydrolyzable chelates such as acetylacetone are added to titanium alkoxide

monomeric species. Ti(OR)2(acac)2 where titanium is in octahedral coordination are formed.
Upon ageing those solutions lead via hydrolysis and condensation to dimers T12(112-O) (acac)2

whose stucture was resolved by X-ray diffraction [311. Condensation is therefore limited by the
two functionnality lockers (acac) and by the fact that titanium has already satisfied its sixfold

coordination.

Chamistry of Cerium aoaides.
Modified Cerium(V) alkoxides provide a nice example where all conditions (nature of

the organic ligands, hydrolysis ratio, large orbital extension of the metal) are fulfilled to obtain

discrete s•uctures directly related to those obtained in aqueous media.
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The hydrolysis of cerium isopropoxide even with diluted water, readily leads to the precipitation

of cerium oxide-based materials. Spontaneous precipitation can be avoided when acetylacetone is

added prior to hydrolysis. Sols and gels can be obtained when the acac/Ce ratio is smaller than

one, while for a ratio of two, hydrolysis and condensation lead to red single crystals. They

correspond to hexameric Ce6(lL3-O)4(JL3-OH)4(acac)12 clusters whose structure is shown in

figure 3d. It is interesting to point out that such an hexamer is isostructural with the polycation

[Ce6(14-O)4(IL3-OH)4(H20)24] 12* [32] obtained in acidic aqueous media. Cerium atoms are in

an eight fold coordinated oxygen ligand field (antiprism). Acac groups act as a bidentute ligand

located outside the cerium oxo-hydroxo core. Ce-Ce-3.77A, Ce-O(jL3 -OH)=2.46A,

Ce-O(Ot 3 -O)=2.21A, Ce-O(acac)=2.40A and 2.34A are the typical distances found in this

structure.

A detailed analysis of the chemical reactions involved all along the synthetic route of these

crystals was undertaken to provide infornation about their formation. The structure of cerium

isopropoxide was recendy resolved by X-ray diffiaction(33]. It is made of dimeric molecules

(fig 3a), where each cerium is octahedrally coordinated. T79s coordination is satisfied via

isopropoxy bridging and solvate formation. Dimers correspond to

Ce2(jL2-OP0)2(OPri)6(HOPri)2. The following mean distances were obtained: Co-Cc= 3.74A.

four Ce-O=2.32A and two Ce-O=2.04A.
1H NMR experiments performed in solution at RT (in presence of one mole of isopropanol per

mole of cerium ) showed only one set of resonances characterized by the following chemical

shifts: 8CH3 - 1.318ppm, BCH = 4.9 ppm. However such resonances are broad and result

from different isopropoxy groups whose resonances are averaged by chemical exchange. This

was confirmed by 1H NMR at 223K which clearly shows the presence of three different sets of
resonances located at 8CH 3 = 1.49ppm, 8CH3 = 1.27 ppm, SCH 3 = 1.16ppm,

BCH = 5.49 ppm. BCH = 4.96 ppm, BCH = 4.6ppm. They can be assigned to terminal and

bridging isopropoxy groups and solvating isopropanol molecules. The Fourier transform of the

EXAFS signal of cerium isopropoxide in isopropanol is shown in figure 4a. The best fit of the

EXAFS signal leads to a mean coordination number of six with three Ce-O distances at 2.13A,

2.32A and 2.82A in a ratio 2:3:1. They can be assigned to terminal, bridging isopropoxy and

solvating isopropanol ligands. Moreover a cerium-cerium correlation was observed

corresponding to a Ce-Cc distance of 3.78.

In agreement with ebullioscopic measurements in isopropanol [18], all these spectroscopic data

confirm that the dimeric structure shown in figure 3a is mostly conserved in solution. However

as reported by Bradley [18] the variation of the degree of polymeriastion with the hydrolysis ratio

does not fit perfectly a model based on the unique condensation of dimeric solvated species. A

best fit was obtained when a small amount of monomeric solvated specits was considered. As a

consequence, as for niobium alkoxides, an equilibrium between both dimeric Lad monomeric

solvated species is a more realistic picture of the molecular structure of cerium isopropoxide in

isopropanol (fig 3a).
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The III NMR spectra of acetylacetone modified precursor exhibits two new resonances located at
1.92ppm and 5.42ppm assigned respectively to SCH3 and BCH chemical shifts of

acetylacetonate ligandr bonded to a cerium atom.
Infrared spectrum of a solution where 2 acac groups were added to one Ce(OPri)4 molecule
show the presence of several vibrations (v (C-O + C-0) - 1620.,1520 cm-tI) indicating that acac
group behaves as a bidentate chelating ligand. The reaction is stoichiomettc and can be described
as follows: Ce(OPti) + 2 acacH ------ > Ce (OP$i)2(acac)2 + 2 HOPr .

F(P) P(rE) k A

CO-0 3A 44 @

e-e20Cc(OPr6. 6E.6 .V

Ce(OPr)2Acac)2&L4 ev

3"0 57.10 W.0 EIv

Fig.4 Ce Lil edge (a) Fourier transform of the EXAPS of Ce(OPr' )4 in
isopropansol; b) XANES of Ce(OPr' ), and Ce(OPi' )2(acac)2

X-ray absorption experiments performed before and after acac addition show a variation of the
intensity and of the splitting AE of the two transitions located on top of the absorption edge
(figure 4b). These changes in the XANES spectra suggest that cerium coordination shell is
modified upon acetylacetone addition. This was confirmed by EXAFS. The best fit for
Ce(OPri)2(acac}2 in isopropanol leads to three Ce-O distances respectively at 2. 1iBA, 2.34A and
2.77A in a 31411 ratio assigned to terminal, bridging isopropoxy ligands and Ce-O (wacac) and
Ce-O (solvate) distances. Moreover a Ce-Ce correlation was observed corresponding to a
distance of 3.71A. According to these spectroscopic data molecular structures of
Ce(OPri)2(acac)2 shown in figure 3b can be proposed~assuming an equilibium between
oligomeric species. The infra-red spectrum shows that all the isopropoxy groups are removed
upon hydrolysis of Ce(OP>ri)2(acac)2 (v (C-O-Ce) = 985 cm-1 vibrations have disapeared) while
the characteristic vibrations of free acacH (v (C=O) and v (C=C) = 1620 cnr t ) are not observed.
On the basis of our experimental data, a mechanism for the formation of the hexameric
Ce6WJO4.O(A3-OH)4(&Cac) 12 can be Proposed. For W= all metal isopropoxy bonds are cleaved
leading to fully hydrolyzed modified precur.sors (fig 3c). Two hydrolyzed dimers can condense
via an olation mechanism to form a cyclic tetramer ce4(L2-oH)g(acac)12. Nucleophilic addition
occurs as cerium coordination is not fully satisidW. In this tetramer, cerium atotms are in eightfold
coordination (antiprism) and bonded together via double hydroxo bridges (fig 3c). Such cyclic
tetramers are highly favored thermodynamically (maximum of OH bridges per cerium atom).



They are similar to [Zr4 (A2-OH)s(H2O)t618 (34J polycations isolated in the aqueous chemistry

of zirconium. Finally two hydrolyzed monomers condense with a cerium ten-amer via oxolation

(elimination of H20 is the limiting step) to form the hexamer. Eight fold coordination of the

cerium atoms belonging to monomers is satisfied through olation (nuclkophilic addition).

CONCLUSION

Oxo-alkoxides are the organic counter part of polyanions and polycations which can be
obtained in aqueous solutions under a careful control of pH. They can be obtained in both
organic and inorganic media because some ligands acts as functionnality lockers for
condensation. Such ligands are located outside the oxide rich pan of the core. Alkoxy groups and
more particularly non hydrolyzable acac ligands play such a role in oxo-alkoxides. Similarly
short M-O bonds arising from the metal oxygen x-bonding, typical in tungsten, vanadium and
molybdenum chemistry are essentially non basic. They prevent extensive protonation and further
polymerization. They play a key role in the formation of discrete polyoxoanions. Polycations are
olated clusters, therefore presenting a higher reactivity. Consequently some of them cannot be
considered only as dead ends but could be directly involved in the formation of oxide

networks[35].

The structure of oxo-alkoxides clusters is close to their inorganic analogs. Ti7 O4 (OEt)2 0 is
isostructural with heptamolybdate anion (Mo-O24)6- and NbiO 1 0 (OEt)20 is made of the same
structural units as paratungstate [H 2W1 20 4 2] 10-. A qjuestion arises when we consider all these
discrete structures. Cyclic oligomers with g-oxo or g-OH bridges (M3 0 1 3 .M4 (OH)gLx) are
always present probably because their formation minimizes free energy. Differences in the end
fittings between such small building blocks should be related to the strong differences between
hydrolysis and condensation when they occur in organic or in aqueous media. Water has a high
dielectric constant, it is a rather good a donor ligand and act as both a reagent and solvent.

Hydrolysis is performed via pH variations. As a consequence inorganic precursors are present as
ionic charged species, where the metal coordination is at its maximum value (aquo ions) at least
in neutral or acidic media. Organic solvents (usually alcohols) exibit low dielectric constants and
weak ligand ability. Water is just added as a reagent. Thus a detailed comparison of similarities
and differences between discrete structures (polyanions, polycations, oxo-alkoxides) seems
difficult to discuss. However, a parallel can be roughly drawn. Cluster formation can also be
driven via metal-metal interactions. They can arise from minimization of electrostatic repulsions
or via metal-metal bonding. The former effect arises for large cations with empty orbitals (Ceiv,
f0 ), while the latter effect is strongly enhanced by a partial filling of valence orbitals. This latter
interaction is typical of molybdenum and tungsten oxo-alkoxides in their lower valence state
(Mov, Mo1v, WV, Wrv). Their chemistry is mainly controlled by metal-metal interactions [36]
which decrease W-W or Mo-Mo distances by about 0.7A-1.2A. Such interactions can be so
strong that compact trigonal clusters such as Mo 3(JL3-OXOR)10 made with three face sharing
octahedra can be formed [36).
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However main differences between organic and aqueous chemistry arn related to the nature and

the amount of organic ligands still bonded to the metal, and thus to the hydrolysis ratio. Organic

ligands play an important role in oxo-alkoxide formation:

- The ability of oxo-alkoxides to crystallize usually decreases with increasing the bulkiness of

alkoxy groups. Most of the reported X-ray structures were carried out in the presence of small

OR groups such as methoxy or ethoxy.

- Alkoxy ligands being strong x-donors, transition metal alkoxides are usually neutral species in

which maximum metal coordination is generally not satisfied. Consequently during the first steps

of hydrolysis and condensation reactions, large cations CZr, Y, Hf, c) are prone to nucleophilic

additions (oltion, aikoxy-bridging) leading to the formation of oxo-alkoxide structures.

- The location of different ligands inside molecular structures can be different. Some of them

prefere bridging positions (acetic acid), while others act in most cases as terminal ligands

(acetylacetone). Alkoxy groups can act both as bridging or tewrainal ligands.

-Alkoxy groups, bidentate ligands (organic acids) and strong chelating agents (0-diketones)

present strong differences in their reactivity towards hydrolysis (P-diketones<acetic

acid<alkoxy groups). However even bridging and terminal alkoxy groups can present a slightly

different reactivity.

The hydrolysis ratio controls the number of organic ligands still bonded to the metal.

However, their final number strongly depends on their reactivity and consequently on their

nature. It is one of the most important external parameter. It corresponds directly to the amount

of water added to the alkoxide precursor or to the OH/metal ratio obtained by pH adjustement of

the aqueous solution of the inorganic precursor. It is interesting to point out that increasing the

hydrolysis ratio avoids steric hindrance created by the OR groups and allows the formation of

more compact discrete structures. Substoichiometric hydrolysis of niobium ethoxide leads to

NbsOb0OEt2o while complete hydrolysis leads to the decaniobate anion. In the same way discrete

polyoxovanadate and polyoxotungstate increase their compacity when the pH decreases i.e by

forcing oxygen protonation and allowing condensation. As shown in figure 5 more compact

polyanions are formed when the pH decreases [20]:

(H2W1 20 4 2 )10- (Z=l.I) --> (H2 WI2 0 42 )6- (Z=l.5) -->(W1 0 0 32 )4 - (Z=I.5) -->(W6Ot9) 2 -(Z=

1.67) (Z= p/n number of protons/ number of metallic centers).

p/n =1.16 p/n = 1.5 p/n = 1.5 p/n =1.67

Fig.5 Structure of some tungsten polyanions as a function of p/n
ratio

dl
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In a similar way hydrolysis of a molar solution of VO(OPrO) 3 in n-propanol with different

amounts of water leads to different compounds[371. For h =3 transparent orange monolithic gels

made of a highly branched alkoxo-oxide polymeric network are obtained within a few seconds

while thixotropic red vanadium pentoxide based gels made of flat ribbons am obtained within a

few hours when h becomes larger than 100. These latter gels am also obtained upon acidification

of an aqueous solution of metavanadate.

In conclusion this paper shows that for a given metal, identical clusters can be obtained in

both aqueous (Ce6(A3-O) 4 (L3-OH)4(H20)24)12+ and organic Ce6(p.3-O)4(IL3-OH)4(acac)12

media when all the following chemical parameters are fulfilled.

- Terminal non hydrolyzable ligands can stop extensive condensation (acac). An acac/Ce ratio of

two is needed to sufficiently decrease the functionnality of the precursor towards hydrolysis.

- Hydrolysis is strongly differentiated: for h = 2 all alkoxy groups have been removed while all

acac groups am still bonded to Ce atoms.

-Cerium IV is a large cation favoring cluster formation.
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ABSTRACT

A general route to low temperature synthesis of ternary metal tin oxides with controlled
stoichiometries from single component molecular metal alkoxide precursors is described. The
solid state and solution structures of homoleptic tin(IV) alkoxide compounds have been

investigated to establish criteria for the determination of their solution structure. Tin alkoxide

compounds suitable for metathesis reactions have been synthesized and used to prepare the

mixed metal alkoxide compounds [ZnSn(OEt)6 ] and [((COD)Rh)2Sn(OEt) 6] (where Et = ethyl

and COD = 1,5-cyclooctadiene). Hydrolysis of [ZnSn(OEt) 61 at neutral pH results in the
formation of a high surface area, mainly amorphous hydrous oxide powder which forms

Zn2SnO4 and SnO2 on heating to 6000C and ZnSnO3 on heating to 1000 0C.Thermolysis of

I1 (COD)Rh )2Sn(OEt)61 results in formation of rhodium and tin(IV) oxide (cassiterite phase).

INTRODUCTION

The preparation of metal oxide ceramics is currently an area of intense scientific and
industrial interest. In particular, complex metal oxides such as superconducting phases I I ] and

ferroelectric materials (2] have received much attention. Significant advances in this area are

likely to arise from new synthetic strategies [3], new processing techniques 14] and a better

understanding of condensation phenomena (5]. The work described here is aimed at developing

a systematic synthetic approach for preparing multicomponent metal oxides and investigating

condensation processes.

For many years, metal alkoxide compounds have been used as precursors for the

formation of metal oxides by sod-gel type hydrolytic condensation 13,6J. The potential

advantages of this method over other methods include lower processing temperatures, better

homogeneity, controlled stoichiometry and flexibility of proessing to form dense monoliths,

thin films or high surface area powders, for example. A number of different approaches have

been taken to synthesize mixed metal oxides. In mLst studies, solutions containing mixtures of
different metal alkoxide compounds have been hydrolytically condensed 171. while there are

Met. fRs. Sm. Symp. Proc. Vol. 160. =160W Ma•lrtals Remomh Society
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relatively few studies in which discrete, molecular mixed metal alkoxide species have bee

hydrolyzed [8]. A potential advantage of using a single component molecular precursor is that

stoichiometry should be controlled on the molecular level.

As part of our studies to prepare mixed metal oxides with controlled stoichiometries, we

are developing a systematic approach centered on tin(IV) alkoxide chemistry as shown below,

nMOR + Sn(OR)4 -------- > MnSn(OR)4+n (1)
A I.

MnSn(OR) 4 +n + M'Xm -------- > M'[Sn(OR) 4+n]m + mMX (2)

M'[Sn(OR)4+nlm -H20-> condensation ---> M'SnmOm(4+n)12 (3)

where M represents an exchangeable cation that is replaced by a different metal (M) in the

second step to form the molecular mixed metal alkoxide precursor with the desired M:Sn ratio

[9]. This metal alkoxide is subsequently hydrolyzed to form a mixed metal hydrous oxide that is
thermally dehydrated to form the final mixed metal oxide. Particular points of focus for this work

are (i) synthetic routes to H-E with systematically varied stoichiometries, (ii) characterization of
the solid state and solution structures of A-D and (iii) the phase transfornm -. -ns oi D-F. These
aspects are discussed here for homoleptic tin(IV) alkoxide compounds, mewt- , '",.IV)

alkoxide compounds and for the formation of bimetallic systems.

A possible limitation of this approach to the formation of metastable phases of mixed

metal oxides is the temperature required for the final dehyrdration step which, if too high, may

result in separation of thermodynamically stable phases. As a result, we ar also seeking
alternative approaches to hydrolytic/thermal condensation for the conversion of metal alkoxide

compounds to metal oxides. One approach discussed here is transition metal induced thermolysis

of alkoxide ligands.

1. EXPERIMENTAL

All manipulations were carried out under an atmosphere of dry (molecular sieves) and

deoxygenated (MnO) dinitrogen [ 10]. All hydrocarbon and ethereal solvents were dried and

distilled from sodium benzophenone ketyl. Alcohols were dried by distillation from magnesium

turnings [111. NMR solvents were dried over 4A molecular sieves and stored under N2. Sn(O-t-
Bu)4 was prepared by a method analogous to that published by Chandler et al. [ 12]. Elemental

- af. . ~ ... ~ a~ -.. ____________________NAM_
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analyses were performed by Oneida Research Services. NMR data were recorded on a Bruker

AC-250P NMR spectrometer using the protio impurities of deuterated solvents as references for
1H NMR spectroscopy and the 13C NMR resonances of the solvents as references for 13C NMR

spectroscopy. Temperatures were calibrated with either ethylene glycol or methanol. Infra-red

spectra were recorded on a Perkin-Elmer 1620 FTIR. Molecular weights were determined
cryoscopically at two different concentrations by freezing point depression of benzene [131.

Detailed synthetic procedures, spectroscopic and X-ray structural data are being

published elsewhere.

2. SOLID STATE AND SOLUTION STRUCTURAL CHARACTERIZATION OF

HOMOLEPTIC TIN(IV) ALKOXIDE COMPOUNDS.

While the synthesis of many homoleptic tin(IV)alkoxide compounds has been published

[14], there is little solid state or solution structural data available. As a starting point, we have
studied some simple examples in order to develop criteria for the basis of solution structural

assignment. In the solid state, Sn(O-t-Bu)4 , L (Figure 1) and [Sn(O-i-Pr)4.HO-i-Pr]2, Li.
(Figure 2) are monomeric and dimeric, respectively [151.

Sn(O-t-Bu)4 possesses terminal alkoxide ligands and exhibits a distorted tetrahedral tin

environment, probably as a result of the steric conjestion caused by the t-butyl groups. [Sn(O-i-

Pr)4.HO-i-Pr] 2 adopts an edge-shared bioctahedral structure similar to that proposed by Bradley

and coworkers for the analogous zirconium compound [ 16]. The Sn-O distances increase in the

order Sn-ORerDmin < Sn-ORliridging < Sn.HOR as expected. The coordinated alcohol ligands

can clearly be distinguished in the solid state by their long Sn..0 distances and the distortion of

the axial terminal alkoxide ligands is a result of an asymmetric hydrogen bonding interaction.

0(2)

0(7')

Sn-O(2) - I.94(2) Sn.0(7) = 1.9401l

(2)-5n-0(2') - II" 0(2).-40(7' - ISS"

OM-).So-OtV) - IIS' S-0(2)-C(3) 12r'

Figure 1: The molecular structure of Sn(O-t-Bu)4
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F i g u r 2 : T h e m o l e c u l a r s tc t u r o f [ S n ( O -i -P r ) 4. HO -i - P r'] 2

Sn(O-t-Bu)M was chosen for study since it contains only terminal alkoxide ligands. In the

solid state, the position of v(Sn-ORtermina) = 605cm"1 can be unambiguously established by

comparison to the per-deuterated compound Sn(O-t-Bu-d9)4 in which v(Sn-OR*tenninai) = 568

cm-
1 (where OR* =0O-t-Bu-dg), close ro the calculated value [17]. In solution, Sn(O-t-Bu)4 is

monomeric and exhibits a 1 19Sn NMR resonance at -375ppm. In the 
13C NMR spectrum, the

terminal 
2JIC.Sni = 45Hz and 

3JlC.sni = 27Hz coupling constants are observed. These values can

be compared to the analogous coupling constants in tin alkoxide compounds containing doubly

bridging alkoxide ligands such as [Tl2Sn(OEt)6] [ 181.11!, and [{((COD)Rh }3Sn(OEt) 6 ]+ PF6"

[19] for which 
2JiC.Snl = 27Hz and 25Hz, respectively. We have not yet developed a system for

the unambiguous measurement of 
2Jic.snj in triply bridging alkoxide systems.

In solution at room temperature [Sn(O-i-Pr)4.HO-i-Pr] has a molecular complexity of

1.6-1.8, and exhibits only one type of 0-i-Pr environment as determined by 1H and 13C NMR

spect-oscopy. At lower temperatures, four types of 0-i-Pr resonances are observed in a 1:2:1:1

ratio. Details of the variable temperature '3C and 
tH NMR data will be published elsewhere, and

are consistent with a dynamic solution process as described by Scheme 1.
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At room temperature, a facile alcohol exchange process occurs which results in scrambling of the

alkoxide ligands via a five coordinate intermediate, while at -600C, the alcohol ligands are

coordinated to tin, but the protons exchange rapidly between the axial oxygen atoms. Further

evidence for this mechanism comes from the observation that the isopropoxide ligands of

[Sn(O-i-Pr)4 .HO-i-Pr]2 exchange rapidly with added isopropanol at room temperature, but

separate resonances for the added isopropanol are observed below -50DC.

3. SYNTHESIS OF METAL TIN ALKOXIDE COMPOUNDS FOR

METATHESIS REACTIONS.

In our first experiments in this area we have prepared [Tl2Sn(OEt) 6 ], II, by the reactions

shown in equations 4 and 5 below [181.

Sn(O-t-Bu)4 + excess HOEt ----- > [Sn(OEt)4] + 4HO-t-Bu (4)

2TIOEt + [Sn(OEt)41 ----- > [TI2Sn(OEt)6] (5)

It is important to note that the addition of one equivalent of TIOEt to Sn(OEt)4 results in the

isolation of half an equivalent of [Ti2Sn(OEt)6], and not [TISn(OEt)sl. Thallium was chosen as

the exchangeable cation due to the extremely low solubility of thallium halides which contributes

to the thermodynamic driving force for subsequent metathesis reactions.

In the solid state [Tl 2 Sn(OEt)6J exists as a one-dimensional infinite polymer as shown in

Figure 3, but is monomeric in benzene solution. The solution spectroscopic characterization data

are consistent with the structure shown below in Figure 4 which is analogous to the solid state

structure of SrSn2(O-t-Bu)6 [201.

01.) X.*¶, r ~ -
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Figure 4: Proposed solution structure of MTI2Sn(OEt) 6]

These observations emphasize the need for both solid state and solution structural

characterization of these species.

Sources of [Sn(OR)5]- are also being developed including [KSn(O-t-Bu)51, L and

[LiSn(OEt) 5], . [21]. [KSn(O-t-Bu) 51 possesses one type of alkoxide ligand in solution as

determined by IH and 13 C NMR spectroscopy in the temperature range +23 0C to -90C. In the
13 C NMR spectrum, the two bond 2 JIC-Sni = 47Hz is consistent with the presence of terminal

alkoxide ligands in solution. [LiSn(OEt)5] is tetrameric in benzene solution and exhibits two
types of ethoxide ligands at room temperature (by IH NMR spectroscopy). It is noteworthy that

the 119 Sn NMR chemical shifts of these species are significantly shielded compared to the parent

neutral complex. For example, the tt 9 Sn NMR chemical shift of [KSn(O-t-Bu) 5] is 214.8 ppm
further upfield than that of Sn(O-t-BU)4, consistent with a significant increase in negative charge

located at the tin center. The solid state and solution structures of these species have not yet been

unambiguously determined.

4. METATHESIS REACTIONS

[TM2Sn(OEt)6 ] acts as a source of [Sn(OEt)612- as demonstrated by its reactions with a
number of metal halides. Two examples will be discussed here, the preparation of [ZnSn(OEt)61

and [ ((COD)Rh}2Sn(OEt) 61, according to the reactions of equations 6 and 7.

[Tl2Sn(OEt)61 + ZnCl2 -------- > [ZnSn(OEt)6I + 2TICI (6)

[T[2Sn(OEt)6J + [(COD)RhCIJ2 ---> [I(COD)Rh) 2 Sn(OEt)6 ] + 2TICI (7)

Ia L

Compound K is isolated as a glassy solid, which exhibits a single type of alkoxide ligand as

determined by NMR spectroscopy, even at -90oC. Compound L is monomeric both in benzene

solution and in the solid state and exhibits only one type of ethoxide and cyclooctadiene ligand

according to 1H and 13C NMR spectroscopy at room temperature. On cooling to -900C in
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toluene-*s solution, the IH NMR resonances broaden, but the low temperature limiting spectrum
could not be obtained in this solvent.

The solid state structure of L is shown in Figure 5 and consists of a distorted Sn(OEt)6
2

octahedron with two pairs of ethoxide ligands coordinated to two (COD)Rh)+ moities in a cis
fashion leaving two terminal ethoxide ligands [19].

Co5 US)0( C141 C1101

C112) C!111Cl•:3)'I•

Figure 5: Solid state molecular structure of 1t(COD)Rhl2Sn(OEt)6]

The COD ligands can be replaced by reaction with carbon monoxide to form

[((CO)2Rh41Sn(OEt)6. We believe that in solution, rapid intramolecular rearrangement occurs

on the NMR timescale. This is consistent with the solution spectroscopic data, including the
retention of 2JIC.Snl and 3kICSnl coupling constants in the ethoxide ligands and ItjK.Rh coupling
constants of the COD ligand in [{(COD)Rh) 2Sn(OEt)61, and the coupling between ' 3CO and
119Sn in [ { (CO)2Rhl2Sn(OEt6] during the fast exchange limit.

S. HYDROLYTIC CONDENSATION OF (ZntSn(OEt) 61

Hydrolysis of toluene solutions of (ZnSn(OEt)6 at room temperature results in formation

of a fine white powder. The material is mainly amorphous (as determined by X-ray powder
diffraction) and its IR spectrum has broad absorptions at 3400, 900 and 600 cm-r. No evidence

was found for residual C-H bonds. However, combustion elemental analysis indicated the

presence of both C (2.60%) and H (1.64%) and atomic absorption spectroscopy indicated that the
Zn (17.0 weight%) to Sn (30.8 weight%) ratio of 1:1 had been retained. Teermogravimetric

analysis of the powder demonstrated three major weight losses between 50-4000C (13%), 400-

t .



5000C (1%) and 550-9000C (10%) to give a total weight loss of approximately 24% up to 1000oC.

The surface area of the hydrolyzed material was measured by nitrogen absorption to be 261m 2/g.

On successive heating to 2000C, 400oC and 6000C, the surface area changed to 250m2/g, 61m 2 /g

and 24m2/g, respectively. An unidentified crystalline phase (or phases) was fonned on hydrolysis,

however, on heating to 6000C, two crystalline phases are formed, Zn2SnO 4 (inverse spinel) and

SnO2 (cassiterite). Further heating to 10000C results in formation of crystalline ZnSnO3.

6. CONDENSATION OF METAL ALKOXIDE COMPOUNDS BY NON-

HYDROLYTIC PROCESSES

The thermogravimetric analysis of [((COD)Rh) 2Sn(OEt)61 under a nitrogen atmosphere is

shown in Figure 6 below.

esa , . -2.e
a,. . I[

eN., ,-I,.,

a.... I -a.

Figure 6: Thermogravimetric analysis of I I (COD)Rh )2 Sn(OEt)6 1

The onset of significant weight loss occurs at about 150oC and is complete by approximately

2200C. Yellow crystals of [((COD)Rhj 2 Sn(OEt)61 melt at 82-840C to form a yellow liquid which

begins to turn black at 150 0C. The observed weight change corresponds to the loss of all the

organic fragments and consistent with a residue of composition "Rh2SnO3". There is no further

detectable weight change on heating this sample to 10390C. An X-ray powder diffraction

experiment revealed that this black powder residue (after heating the 10390C) contained only Rh

metal and SnO2 (cassiterite), as crystalline phases.
To investigate this system further, a large scale thermal decomposition experiment was

conducted under dry nitrogen (I atm) and the evolved volatile by-products were trapped at

-196C. Two major components were observed: ethanol and a cyclooctadiene derivative, together

with trace amounts of other components including acetaldehyde. Surprisingly, no evidence for

ethylene was observed 1221. The volatile by-products were then fractionated under vacuum and the



cyclooctadiene derivative separated. IH and 13C NMR data together with IR and Mass spectral data

are consistent with the formation of an organic fragment with the empirical formula CI01-]6 -

formally derived from the addition of COD and ethylene. The spectroscopic evidence for C1 0HI 6 is

consistent with the structure cisrarws- I,4-cyclodecadiene[23]. These reaction products can be

accounted for by activation of C-H bonds by the coordinatively unsaturated 16 electron rhodium(l)

center according to Scheme 2.

YOH3S~CH2,

Me =

R *-H -RhI--o.S_

*.',Me + EtOH + (iiii
Scheme 2: Proposed thermal decomposition pathways for [((COD)Rh) 2Sn(OEt)6I.

We are currrently conducting isotope labelling experiments to investigate this hypothesis.

X-ray diffraction data on the powder that had been heated to 30DDC is consistent with the

presence of mainly amorphous material with somtie evidence for crystalline rhodium metal. Nitrogen

absorption measurements indicate that this powder has a very low surface area of 4 m21g.

7. CONCLUSIONS

The solid state and solution structures of homoleptic tin(IV) and mixed metal tin(IV)

alkoxide compounds are being investigated and mechanisms for dynamic solutiof rearrangements

have been proposed. It is envisaged that a better understanding of these solution structures will lead
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to greater control over hydrolytic condensation. The mixed metal alkoxide [ZnSn(OEt)6 ] has been

prepared and on hydrolytic condensation fromed an as yet unidentified crystalline phase together

with amorphous material. Heating resulted in crystallization of Zn2 SnO4 and SnO 2, initially and

subsequently ZnSnO3 . The thermal decomposition of II(COD)Rhl2Sn(OEt)6] has been studied

and evidence has been presented that the rhodium center is involved in decomposition of the

ethoxide ligands.
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ABSTRACT

Yttrium is involved as oxide in a variety of advanced materials. Hydrolysis of its most

common alkoxide, yttrium oxoisopropoxide Y 5O(OiPr) 13 , is difficult to control as a result of

the high electropositivity of the metal. Functional alcohols such as 2-methoxyethanol and

acetylacetone have thus been used as modifiers. These tailored precursors have been fully

characterized (sing!e crystal X-Ray diffraction, IR, NMR,.). The tendency of

methoxyethanol to act as a bridging ligand and to stabilize high oligomers - Y(OC 2H 4 OMe) 3 is

a decamer - gives some insight into its behavior as "network buildere The unexpected cleavage

of acetylacetone offers a route to an interesting acetatoacetylacetonate derivative,

Y 2 (OAc)2 (acac) 4 (H2 0) 2 , but also suggest that this classical "modifier- could be affected by the

hydrolysis-polycondensation reactions of the metallic species during the sol-gel process.

Comparison of the hydrolysis behavior of the different precursors was performed.

INTRODUCTION

The importance of chemistry in the development of high performance ceramics is well

established, and the sol-gel processing of glasses and ceramics has gained scientific as well as

technological interest during the last decade [1]. Yttrium is involved as oxide in various

materials such as yttrium-iron garnets (YIG), high Tc superconductors, fast sodium-ion

conducting glass-ceramics (NASICON), and in the stabilization of thermomechanical ceramics

(2]. Molecular precursors, especially metal alkoxides, are as versatile and thus attractive

precursors of oxides [3].

This paper reports the synthesis of yttrium oxoisopropoxide Y5 O(OiPr) 13 and of the 2-

methoxyethoxide [Y(OC2 H 4 OMe) 3J1 0 , their chemical modification in the presence of

acetylacetone, and finally a comparison of their behavior towards hydrolysis.

EXPERIMENTAL

All syntheses were carried out under inert atmosphere, using Schlenk tube techniques.

Spectroscopic characterization was done as published previously [4].

Mat. Res. Soc. Symp. Proc. Vol. 160. e19m Mmieulda Research Society
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Controlled Hvdc!,':zs

Hydrolysis of the different precursors was achieved in 0,05 M solutions in isopropanol or

acetone. Water was added as a solution in the same solvent. Gelification was considered

achieved wi-en the sample could be inverted. All experiments were performed in the same glass

vessel and with the same total volume.

RESULTS AND DISCUSSION

Synthesis and Characterization of Precursors

Among the various types of molecular precursors of oxide, metal alkoxides M(OR)n or

oxoalkoxides MO(OR)n display attractive features 131 such as

- high purity;

- ability to forr.! homogeneous solutionb in a large variety of conditions and for

multiccmponent systems via heterometallic (doubi alkoxides;

- easy transformation into oxides with formation of volatile by-products.

Various synthetic routes have been explored for acceding to yttrium and/or lanthanide

alkoxides. By contrast with the classical transition metals, halide substitution reactions, either by

alcohol in basic conditions (NH 3 ) or by an alkali metal alkoxide, lack selectivity.

A convenient route to yttrium and lanthanide trisisopropoxides, the •rrid .s being

characterized by microanalysis and infra-red, was shown by Maszdiyasni [5J to be the attack of

the metal by isopropanol, according to eq. I :

Y + iprOH HgC-2.2 Y(OiPr) 3 + H2 (2)

Reinvestigation of this reaction offered, after crystallization or sublimation, a solid

whose infra-red was identical to the product reported to be Y(OIPr) 3 , but whose other spectral

data (e.g. IH, 13
C or 

8 9
Y NMR) were not in agreement with a tetranuclear structure analogous

to that of [AI(OiPr) 3J 4 as suggested in the literature. For instance, although the 99Y NMR

spectrum displayed two resonances (Fig. 1), the small (<5 ppm) difference in their chemical

shifts suggests a similar coordination number for the two types of non-equivalent metals.

The identity of the compound isolated from reaction I was established by single cryst,l

X-ray diffraction to be in fact an oxoalkoxide of formula Y 50(O'Pr)1 3 , 1, whose structure is

represented in Figure 2 and in which the metal is hexacoordinated [5].

0. 1'

230 220

Fig. i. 89Y NMR spectrum of I Fig. 2. The Y5 0 1 4 framework of I

tIJ
I4

t:-" i i
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The oxo 02- ligand represents a means for a trivalent metal to attain hexacoordination

in the absence of neutral ligands, since, while an alkoxo group OR can accommodate only two

or three metals, it can display V4, V5 and even F 6 -coordination modes:
M

R R NI

0M M MI
M IM M " ..NIM-

Thus the formation of the oxo ligand probably results, at least in part, from desolvation of

[Y(OiPr) 3 ,xiPrOH]m species.[61

Although Y 5 0(OiPr) 13 is an oxoalkoxide, it still displays a high sensitivity to moisture.

The nucleophilic attack of water is favored by the high electropositivity of yttrium, and its

possibility of expanding its coordination numbers (Y is often 8-coordinated); furthermore, the

isopropoxide group represents a secondary alkoxide, and as such is relatively susceptible to

hydrolysis.

Several alternatives stand open in order to slow down hydrolysis rates: [3,71

- changing the nAture of the organic group R;

- decreasing the functionality of the precursor by chemical modifiers such as

acetylacetone.

Alcoholysis reactions are widely used for the synthesis of metal alkoxides. Functional

alcohols such as alkoxyalcoh(ls or alkanolamines are often used in material science as additives

during the sol-gel process, and we therefore investigated the reactivity of an excess of 2-

methoxyethanol towards Y 50(OiPr) 13 as well as yttrium chips. Both reactions offered the same

product, characterized by X-ray diffraction to be a non-oxoalkoxide [Y(OC 2 H4 OMe) 31] 0, 2 [8].

The remarkable feature of this compound is a high solubility, even in non-polar solvents

such as petroleum ether. On the other hand, the increase in the coordination number of the

metal, which is now seven-coordinated as a result of the chelating behavior of the bridging 2-

methoxyethoxide and the involvement of the ether OMe functionality (fig 3) decreases its

sensitivity to atmospheric moisture, which in turn leads to an easier manipulation. The

tendency of the 2-methoxyethoxide to form bridges also leads to the largest oligomer (a cyclic

decamer) known so far for a homoleptic alkoxide.

moo\ C--C, C Fig. 3. Environment of yttrium in
" "1 -Y(OC 2H 4 OMe) 3 ] 0

Y... ....... .......

Modification of the functionality has mostly been achieved so far by acetylacetone

CH3COCH 2 COCH3 (acacH). Our choice of this chelating ligand was motivated by its use as

modifier in the sol-gel process as well as for its ability to increase the volatility of the

Ii
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derivatives and thus their potential use in MOCVD techniques. It was also particularly

interesting to estimate whether the 2-methoxyethoxide ligand was labile despite its bridging

chelating coordination mode.

Addition of acetylacetone leads in all cases to a decrease in the nuclearity of the

precursor of and an increase in the coordination number of the metal, as established by X-ray

diffraction.

Addition of acetylacetone to the oxoisopropoxide I in toluene at room temperature gave

a crystalline material, whose 1H NMR spectrum was puzzling. It was characterized as a

dinuclear B-diketonatoacetato derivative Y 2(OAc)2 (acac)4 (H 20) 2 , 3; the salient feature is the

unexpected presence of the acetato ligands which bridge the two metals. These groups can only

originate from the cleavage of the acetylacetone ligand in a retro-Claisen reaction, which is

probably induced by the water resulting from the reactivity of the oxo ligand [9]. Indeed the

reaction between [Y(OiPr) 3 ,iPrOH]m and acetylacetone led to the classical yttrium

trisacetylacetonate Y(acac) 3 . Acetylacetone is a chemical modifier, commonly used in the sol-

gel process with formation of acetylacetonato alkoxides M('OR)nx(acac)x. By hydrolysis, the

OR group is removed first and condensation occurs by formation of M-O-M bonds and thus

oxo groups [101. Our results show that reactions involving acetylacetone modifiers may be much

more complex when metal oxo groups are involved and thus during hydrolysis even at room

temperature as the chemical modifier might be modified as well.

Metal acetylacetonates are sometimes used as metal oxide precursors in the sol-gel when

the alkoxide is not easily available [11]; it was therefore interesting to obtain more insight into

such reactions at a molecular level. We thus considered the reaction between tris(2-

methoxyethoxide)yttrium and copper(II) acetylacetonate, since soluble copper(II) alkoxides

,remain scarce [12].

Complex redistribution reactions occur even in inert solvents such as toluene and at

room temperature. The isolated products correspond to homometallic mixed species, with

alkoxide as well as acetylacetonate in the coordination sphere (eq. 2).

Y(OR) 3 + Cu(acac) 2 -- Y3 (OR) 5(acac)4 + [Cu(ORXacac)]m +... (2)

R = C 2H 4 OMe

These products were separated by their solubility properties and fully characterized.

Comparable reactions are observed between Y 50(OiPr) 1 3 and Cu(acac) 2 even in pentane, but

the products are much more air-sensitive. Since no reaction is observed between Cu(acac) 2 and

an alcohol - isopropanol or 2-methoxyethanol in similar conditions - these ligand exchange

reactions proceed via unstable heterometallic species. It therefore appears that B-diketones are

ligands which have a tendency to destabilize heterometallic species. Obtention of multimetallic

systems, homogeneous at a molecular level, is therefore much more questionable than for mixing

only alkoxides. However, it should be emphasized that mixing alkoxides and B-diketonates of

different metals can be a means of increasing the solubility of B-diketonates by synthesizing

I
I
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new soluble and hydrolysable precursors. This seems particularly valuable here: Copper(lI)

acetylacetonate is non-hydrolysable, as commonly observed for metal B-diketonates. Copper(Il)

2-methoxyethoxide is an insoluble polymer; the mixed species 5, however, is largely soluble and

can be hydrolysed.

Hydrolysis

Hydrolysis of the various precursors was achieved in comparable conditions in

isopropanol or acetone solutions. The results are summarized in Table I. They show that the

chemical modification has a strong influence on the hydrolysis product as well as on the

hydrolysis rate. Hydrolysis always proceeds very rapidly when acetone is used as a solvent, but

this precludes the obtaining of homogeneous gels.

Table I: Hydrolysis behavior of the various precursors

Compound coordination Hydrolysis ratio h - [H2 0]/M Ligand removed
number 0.13 10 15 (IR evidence)

1 6 crystalline amorphous amorphous OiPr
precipitate precipitate precipitate

2 7 no effect transparent transparent OC2 H 4 OMe
gel (t-lhmn) gel (t-l5mn)

3 8 no effect no precipitation acidic catalysis acac first
(precipitation) then OAc

4 8 no effect no precipitation fibers OC 2 H4 OMe
after-= 7 days

As expected, the oxoisopropoxide 1 is the most sensitive, and precipitation starts already

for very small amounts of water (h = 0.01). The methoxyethoxide derivative undergoes

hydrolysis, giving very homogeneous and stable gels. The tendency of this alcohol to display a

bridging chelating behaviour, as established for 2, is indeed a favorable feature for building

polymeric networks. Despite its high hydrolytic sensitivity, 1 can be used as a precursor for

obtaining multicomponent oxide materials, since hypercritical conditions can be used as a way

to overcome mismatched hydrolysis rates (131 and pure YBa2 Cu 3 O7Tx can thus be obtained.

Introduction of acetylacetone in the coordination sphere of the metal results in the increase of

the coordination number of the metal and in drastic decrease of the hydrolysis rate. In fact,

water is already present as a ligand for compound 3, and interacts by hydrogen bonding with

acetylacetonate groups. This favors spontaneous hydrolysis (without additional water) with

elimination of acetylacetone and formation of Y-OH bonds, but the resulting product

[Y(OHXOAc)(acac)]m remains soluble in isopropanol and acidic catalysis is required to proceed

to further hydrolysis at a reasonable rate, since the acetate and the B-diketonate ligands are

both poor leaving groups 1141. The presence of free acetic acid (in the infra-red spectra (vCO2

.4

I
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. 1717 cml shows that hydrolysis occurs at the acetate groups. The presence of the poorly

hydrolysable acac ligand in 4 prevents the tendency of 2-methoxyethoxide to form gels and the

differential hydrolysis leads to the slow formation of fibers.

CONCLUSION

Yttrium alkoxides or oxoalkoxides can be prepared easily in high yields by direct

reaction of the alcohol on yttrium chips. Oligomerization and/or spontaneous formation of oxo

O2- ligands is required in order for the metal to achieve a coordination number of 6 or 7.

Addition of a chemical modifier such as acetylacetone always tends to a diminution of the

oligomerization (of the nuclearity of the precursor) as well as to an increase (up to 8) of the

coordination number of the metal. This generally decreases the solubility properties, but also

slows down hydrolysis rates. It should also be emphasized that chemical transformation

(cleavage of C-C bond) of acetylacetone can occur under very mild conditions (room

temperature, inert solvent) when metal oxo linkages are present, a situation which occurs during

hydrolysis reactions.
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ABSTRACT

Lead titanate gels were prepared by sol-gel processing from lead acetate
and titanium isopropoxide in methoxyethanol. In the present study, IN, and
1
3C FTNMR spectroscopic and mass spectrometric techniques were used to
identify the structures of lead and titanium precursors formed by refluxing
lead acetate and titanium isopropoxide in methoxyethanol, respectively. Lead
acetate was found to be partially alkoxylated, whereas, the titanium precursor
was identified as a dimer with complete alkoxy group exchange. Similar
procedures were applied to identify the lead titanium complex formed from lead
and titanium precursors.

INTRODUCTION

Interest in the properties of ferroelectric materials has lead to the
development of new chemical routes for the preparation of materials in a
variety of forms, including, monoliths, films, fibers, and powders'. One of
these chemical-methods is sol-gel processing, which normally involves
hydrolysis and condensation of metal alkoxides in an alcoholic media. As
polymerization proceeds, the viscosity of the solution increases and the

solution eventually gels. The sol-gel process generally offers advantages
over conventional methods of ceramic processing by providing homogeneity,
purity, stoichiometric control, and low temperature processing2 . Lead

titanate in particular has been synthesized from lead acetate and titanium
isopropoxide in methoxyethanollb-S. The procedure used can be summarized by
the following equations:

Pb(OOCH).3H20 + CH5OCH2CH2OH k�wDil > X (Lead Precursor) (1)

Pb(OCH32.3H0 +CH30H2C20H Dehydeate

Ti(OiPr) 4 + CH3OCH 2CH2OH --------- > Y (Titanium precursor) (2)
Distill

X + Y-------------- -.. > Z (Lead titanium Precursor) (3)boflw, Distill

Z + xH20 -------- -----------> PbTiO8  (4)

"This research was carried out at the University of Illinois at Urbana-
Champaign, IL.

Met. Res. So•. Symp. PIoc. Vol. 180. 0190 Mateirlals IePeam h Society



80

Limited studies using FTIR and Raman spectroscopic techniques4 have attempted
to identify lead titanate precursors (X, Y, and Z) and hydrolysis/condensation
products in situ. These studies have provided only a limited understanding of
the system due to the presence of overlapping and unresolved peaks in the
spectra. Other studiess,i have primarily studied the by-products of reactions
1 through 4. In the present study, however, the X, Y, and Z precursors were
isolated and characterized by FTNMR and mass spectrometric methodse.

EXPERIMENTAL PROCEDURE

Lead and titanium precursor solutions were prepared by methods originally
reported by Budd et al.lb. Lead (X), titanium (Y), and lead titanium
precursor (Z) precursors were isolated by removing the volatiles under reduced
pressure at 1 torr from their 1 molar solutions in methoxyethanol. The clear
and viscous liquids were dissolved in deuterated benzene for NMR spectroscopy
experiments. 1H NMR experiments were carried out to verify the complete
removal of methoxyethanol and other volatiles from the samples.

1H and 13C FTNMR7 experiments were used to identify the structures of the
precursors isolated. Chemical shifts were internally referenced to
tetramethyl silane. 2°Pb FTNMR shifts were referenced to Pb(OOCH3 )2.xH2 O
solution in D20. Mass spectrometry7 in chemical ionization (CI) mode was used
to determine the molecular formulae for X, Y, and Z precursors.

RESULTS AND DISCUSSIONS

Mass spectrometric experiments were first conducted to obtain the
molecular formulae for the precursors. NMR spectrometry was later used to
determine the structures of these precursors.

Lead Precursor (X): Mass spectrum of X in CI mode produced a molecular ion
peak at 343 amu (atomic mass unit) corresponding to the molecular formula,
Pb(OOCH3 )(OCH 2 CH2OCH.) plus a proton'. In addition, it indicated fragmentation
along two paths, one, where an acetate group was lost and the other where a
methoxyethoxy group was lost, giving rise to ions at 283 and 267 amu,
respectively.

207Pb NMR of X indicated that it was no longer a simple lead diacetate
species, since an upfield shift was observed for X in D0O. The 13C{IH} NMR
experiments were carried out to verify the above analysis. First, a 15C{IH}
NMR (decoupled) spectrum of CH3OCH2CH20H (inset in Figure 1) was obtained as
reference. The remaining spectra were analyzed by comparison. The 31C{1H}
NMR of X given in Figure 1 indicated two additional peaks. This suggested the
presence of both acetate and methoxyethoxy groups in the sample, supporting
the mass spectrum analyses discussed above. The nomenclature used for the
peak assignments in Figure I are given over leaf:

AI

I
1
i
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HO - CH, - CH, - OCH3
a I b C

HC- coo - Pb -OCH CH OCH3
e d as b c

From a simple 13C NMR spectrum of X the ratio of acetate group to
methoxyethoxy group was calculated to be approximately 1:1. The IN NM

spectrum of X verified the above analysis and indicated the presence of <0.5
moles of H20 per mole of lead in the sample. The above analyses suggested the
structure of X to be:

(HCCOO - Pb - OCH2CH2OCH3) .xH20, where x<O.5.

(X)

Titanium Precursor (Y): The CI mass spectrum of Y exhibited peaks at 696,
621, and 273 amu which correspond to molecular ion formula [Ti2(OC2H4OCH3)o]';
and ion formulae [Ti2(OC2H4 OCHN,),] and [Ti(OC2H4OCH3)3]*, respectively. Based
on similar mass spectrometric studies by Ramamurthig, the present analysis
indicated the molecular formula of Y to be [Ti2(OC2H4OCH3),], where peaks at
621 and 276 resulted from the loss of methoxyethanol and titanium
tetramethoxyethoxide groups, respectively.

Based on the mass spectrometric analysis, the 13C{IH} NMR of Y should be
identical to inset in Figure 1, except for peaks due to carbon centers a,' and
a2 ' (see nomenclature below), since they are closest to titanium.

o01oR R OR R - CHI CH- OCH,

RO- T U a, b c
1-,0R OI R' =CH CHI OCH3

OR R' OR a2l b C

(Y)

At room temperature a single peak (73.54 ppm) for both a,' and ai' carbon
centers was observed due to rapid alkoxy group exchange'. Two peaks in the
"13C{IH} NMR spectrum were resolved when the temperature was lowered to -40"C
(see Figure 2). Resonances due to carbon centers, b, in R and R' groups also
started to resolve at -40C (Figure 2). These analyses clearly indicate Y to
be dimeric in nature with the structure shown above.

Lead Titanium Precursor (Z): The lead titanium alkoxide precursor could have
at least three possible compositions:

1) A simple mixture of lead (X) and titanium (Y) precursors.
2) A double metal alkoxide complex with -Pb-O-Ti- or -Pb-OR-Ti- bonds,

where R CHCH2 CHO .
3) A simple mixture of titanium alkoxide polymer and a lead polymer.

I

I
I
t
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CC

Chem ISMlII (ppm)

180 160 140 120 100 80 60 4 0'0

Chem ical Shift (ppm ) W- ý I

F 1. C{1H} N spectra (decoupled) of 2-methoxyethanol (inset) and X
in C.De. Chemical shifts were referenced to TMS and peaks at x128 ppm are due
to C6Ds. For peak nomenclature see text.

C

b a 2ol

1,;o 12i~'0 1""6o' . . .o ' •4b
Chemical Shift (ppm)

Figure 2 . 1 C{1H} NNR spectrum (decoupled) of Y in C0D. at -40"C. For peak
nomenclature see text.

I
I



I¢ - -

I

83

The first possibility was ruled out due to an absence of molecular ions of X
ind Y in the CI spectrum of Z. The third possibility of independent polymers
Aas considered unlikely, also due to an absence of appropriate ions of the
repeating units of titanium and lead polymers in the CI mass spectrum. The CI i
mass spectrum of Z exhibited peaks at 621 and 790 amu. The 3C{I'H} NNR
spectrum of Z given in Figure 3 also indicated more than three peaks in a
region. Based on the above data, the following structure for Z was proposed,
where the peaks in the mass spectrum at 621 and 790 amu could correspond to
[Ti 2 (0C2H4 0CH3) 7]* and a lead fragment of the structure shown below,

RO OR OR
\/ R I

RO TI - O- Pb- OR

RO OR OR\ / R I
RO -TI 0- Pb- OR

where R = C2 H40CH3.

I3C{'H} NMR and 'H NMR spectra of Z indicated the presence of only residual
amounts of acetate groups in the compound. Studies by Eichorst et al.9 on
the crystal structure of lithium niobium alkoxide polymer, and by Leaustic et
al.9 on the structure of modified titanium alkoxide, support the presence of
bridging alkoxy groups in metal alkoxide polymers.

c

b

Ua

d e

Chemical Shift (ppm) 3-,2w

Figure 3. 1C{1H} NMi spectrum (decoupled) of Z in CDN at room temperature.
For peak nomenclature see text.
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In conclusion, this study identified the structure of prehydrolysed

precursors used in the sol-gel processing of PbTiOs. Lead precursor, X was
determined to be partially alkoxylated with the formula,
Pb(OOCH3 )(OC 2 H4 OCH3 ).xH2O, where x<0.5. Titanium precursor, Y, was determined
to be dimeric in nature with the formula, Ti2(OC2H4OCH3)4 and with a trigonal
bipyramidal type of geometry around titanium. A double alkoxide structure's

was proposed for Z where linear titanium and lead polymers were interlinked in

a parallel manner.
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REVIEW OF HYDROLYSIS BEHAVIOR OF IONS IN AQUEOUS SOLUTIONS*
R. E. MESMER AND C. F. BAES, JR.
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ABSTRACT

The word "hydrolysis," literally "water splitting," refers here to those

reactions of metallic ions with water that liberate protons and produce
hydroxy or oxy complexes in solution and precipitate hydroxide or oxide
solids. Over the wide range of pH available in water, the strong tendency of
hydroxide to bond to and bridge among cations leads to a multitude of species
for many of the metals. Properties of the metal ion sach as "hardness" and,
especially, charge and size, determine the strength of these interactions and
the species formed by each. Over 200 mononuclear species have been identified
that predominate in dilute solutions across the pH scale. It is the stability
of these species that largely determines the pH dependence of the solubility
of the oxide or hydroxide solid formed. Both the tendency of the variety of
polynuclear species (those containing more than one metal ion) to form and the
solubility of the hydrolytic solid correlate with the stability of the first
mononuclear species. Other correlations allow one to predict the enthalpy and
entropy of a variety of hydrolysis reactions, and therefore the dependence of
the stability of hydrolysis products on temperature.

INTRODUCTION

In this paper we will review the hydrolysis behavior of the ions drawing
principally on two sources: the book Hydrolysis of Cations [11 and our review
article on the thermodynamics of hydrolysis reactions [21. The word
"hydrolysis" is used here to represent reactions of ions, especially metal
ions, in which the water molecule is split causing the liberation of protons
and the formation of hydroxy or oxy complexes in solution. When saturation
is reached the precipitation of a hydroxide or mixed hydroxide-oxide solid
occurs. These reactions are common to most cations because of the wide range
of hydroxide concentrations accessible in water (< 10-14 m to > I m) as a
result of the small dissociation constant of water (R 10"ý at 256C). Because
of the tendency of the hydroxide and oxide to :.t as bridging ligands with
certain metal ions, often several polynuclear species form, i.e., M'(OH),("-
Y)* where x is greater than one. These species can form in the presence of
several mononuclear species of the type, M(OH),'_y)*. Hydrolysis reactions are
important in chemistry because they determine such behavior as: (1) the
solubility of the metal ion (in the absence of other ligands), (2) the sp.cies
actually present in solution and therefore the interactions with other
complexing ligands or with solids, (3) the tendency for coagulation of
colloids and other surface phenomena, (4) the oxidizability or reducibility
of the metal to other valence states, (5) the transport and deposition of the
metal in natural systems and technological applications, and (6) the toxicity
of the element to organisms.

The general reaction in solution is

xM(H 2 0)aZ+ + (y+b-ax)H 2 0 - Mx(H 2 0)b(OH) y(xz'Y)+ + yH+ (1)

Since we know little about the hydration of complex species in solution the
reaction is more appropriately written simply as

xMZ+ + yH2 0 N Mx(OH)y (xz-y)+ + yH+ (2)

*Research sponsored by the Division of Chemical Sciences, Office of Basic
Energy Sciences of the U. S. Department of Energy under contract DE-ACO5-
840R21400 with Martin Marietta Energy Systems, Inc.

Met. R". S•o. Syrup. Proc. Vol. 130. 41990 Muedale. Al•Mwch 3fioy
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The equilibrium quotient for this reaction Qy is
Q - [M (OH) (xz.Y)+][H+]Y/[MZ+]X (3)

xy x y

where the brackets represent concentrations and the equilibrium constant
referring to infinite dilution standard states, is given by

K xy - Q xy g xy g H+Y/g Mz+xaH 0Oy (4)

where g's represents specie activity coeff ients and a is the activity of
the solvent. H20

If the saturatinS solid phase is a hydroxide, the equilibria with the
hydrolysis species in solution are represented by

xM(OH)z(cr) + (xz-y)i+ . Mx (OH)y (xz-y)+ + (xz-y)H 2 0 (5)

for which the quotient Q,, is [M.(OH)y('zy)÷]/[H÷](-7) and the corresponding
equilibrium constant is K.,. The simplest example of reaction (5) is that
involving the unhydrolyzed cation with the quotient, Qsj0.

In general the order of preference for ligands is H20 < OH" < 02- with
increasing charge-to-radius ratio of the cation. The following sequences in
the order of increasing y/x, are examples of this trend for the z values of
+2 to +6:

+2: Mg(HO) 5
2
÷, Mg(HzO),(OH)÷

+3: Al(H 20)6
3
', A1(H 20) 5 (OH)

2
+, aAl 3,O(OH), 4 (H2 O)1 j

7
+, Al(OH) 4 -

+4: bZr4(OH),(H.O)i 6X8
+5: Si(OH)4, SiO(OH) 3-, SiO2 (OH)22-

+6 UO2(H20) 6
2
+, U02 (H20) 5(OH)*, (UO) 2 (OH) 2X2 (H20) 4

where X is chloride or other halide, and a and b refer respectively to Refs.
[31 and [41.

Another trend which occurs as y/x increases is the tendency toward
tetrahedral species as the anionic condition is approached. Rarely is there
detailed structural information indicating where the transition from the
geometry of the unhydrolyzed cation (often octahedral (51) converts to the
lower coordination geometry of the anion.

MONONUCLEAR HYDROLYSIS REACTIONS

In most cases metal ions hydrolyze to form mononuclear species in dilute
solutions (S I0-l m). The first one is represented by reaction (2) where x-1
and y-l and is usually the best determined. The reasons for that will become
apparent in subsequent discussion.

Because of their low stability the species formed from alkali metal ions
may well be outer sphere complexes as suggested by Robinson and Harned [6).
Other mononuclear complexes are formed by the removal of a proton from a
hydrating water molecule, a process that occurs very rapidly. As already
noted, with further steps of hydrolysis, there can also be a loss of water
molecules. This can be seen in the series of mononuclear hydrolysis products
of A1(H 20) 

3), which begins with Al(H 20)5,OH
2  

and ends with Al(OH)-. Small,
highly charged cations produce ions such as S0 3 (OH) (bisulfate), which form
by the loss of protons from OH groups. The data available for the stability
of fluoride complexes has suggested (7,8] the use of functions involving
charge and radius for correlations of the behavior. These results also
suggest a regularity of about a log unit decrease in successive stepwise
formation constants. There is too little solid evidence, however, to support
the occurrence of such a regular trend for successive hydrolysis species, even
though data of varying quality suggest the existence of about 200 mononuclear
species, listed in Ref [1].

j!
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First Hydrolysis Step

The values of log KI1 for the cations of the same type can be well
represented by a linear variation with z/d where d is the M-0 interatomic
distance (the atomic radius of M1* plus -. 1.38 A) as given by Shannon and
Prewitt [9]. This correlation for 25*C is shown in Figure 1 wherein the
cations are grouped according to their A values in the expression

log K1 I - A + 11.0 z/d. (6)

0 - TI'* Ti"

Sn'* ~ ~ s .42 ~ P

-15 J.-

IcCd 2
* A'

' O 2 .

-to-r 1. a.e liea depndnc ofAg nt ratoo h

h rg Wh d fO

TI' L BO \/

0 0 0 0 0.5 1.0 1.5 2.0
zid

Figure 1. The linear dependence of log K11 on the ratio of the
charge to the M-0 distance for four groups of cations (Ref. tl]).

The first group (A - -22) includes the "hard" pre-transition metal cations
including the rare earths with their outer electron configurations of the rare
gases. The second group (A - -20) includes the transition metal cations Pnd
the alkali metal ions. The third group (A - -16) contains most of the "soft"
stable post-transition elements with filled d shells. The last group (A - -
12) contains the most readily hydrolyzed "soft" ions Sn 

2
. Pd

2
*, and Hgz

2
.

For very high z/d ratios, where covalent character is favored, hydrolysis
species with stabilities to the left of the Sn 

2
, Hg

2
+, Pb

2 
line in Figure I

are expected. For z equal to or greater than four, the z/d ratio is greater
than 2, which indicates that these cations would have already hydrolyzed
(possibly several steps) in a solution even as acidic as I m H+. For example,
some species present in I m H+ for various charges are: (+4): Si(OH)4 ,
Ge(OH) 4 , VO

2
; (+5): PO(OH) 3 , V02+; (+6): U0 2 2+, S0 3 (OH)'.

The first hydrolysis reaction reflects the tendency of the metal to
hydrolyze and, as will be shown, is related to polynuclear species formation
and precipitation of the solid hydroxide. The enthalpy change (2] for this
reaction, AH1 , is positive and often close to the enthalpy of dissociation
for water (13.3 kcal/mole). Hence the tendency of cations to hydrolyze
increases with temperature. The post-transition metal ions with the strongest
tendency to hydrolyze exhibit the least positive values (as low as 7
kcal/mole). The positive enthalpy opposes hydrolysis and the TAS term favors
hydrolysis.

Ad-i



The temperature dependence for the first hydrolysis step is represented
in Figure 2. Here AH11 is assumed to be independent of T, an approximation
known to be good for reactions involving only ions of the same sign. A
similar result is obtained using the Criss-Cobble approach for estimating
ACpjj [2]. The -log

300 1.1

250 I ei1.3

2203

150 2.

I T

100 2.7

50 3.4

F83. At'* I 
2 

\ 2 Mg
2

t

25
0 2 4 6 8 to i2 14

p%~ or P

Figure 2. Dependence of log K11 on temperature for five cations.
pK11 equals pH for dilute solutions with equal concentrations of
[M'*] and [MOH(2-

1
)+]. The dashed line represents the neutral pH

given by 0.5 log K,.

K11 is equal to the pH when the two concentrations [MOH(''I)] and [M'÷] are
equal in dilute solutions. The log K11 shifts by several units toward greater
hydrolysis (lower pH) by 200*C for all the ions represented here (Fe

3
÷, A13

+,
Pb

2
+, Fe 

2
, Mg2 +) and the slopes are nearly equal. The quantity (0.5 log K.)

is shown as a dashed line to indicate the "neutral" pH for comparison (where
K. is the dissociation constant for water).

SOLUBILITY OF HYDROXIDES (OR OXIDES)

Hydrolysis chemistry in solution is limited by the precipitation of solid
phases that are variously hydroxides, oxyhydroxides, or oxides. Because such
phases are generally quite insoluble and, probably because of the bridging
characteristics of the oxygen containing ligands, amorphous phases often form
either lacking order or sufficient crystallite size to exhibit diffraction of
x-rays. Based on the ideas of EntstUn and Tunkevich (1960) [10], it can be
shown that the solubility of a solid should increase linearly with l/d (the
reciprocal of the average particle size). The change in free energy for a
reaction such as

M(OH) 3 (cr,A) - M(OH) 3 (cr,A-0) (7)

involving the growth of a hydroxide phase with surface area A to form large
particles (A - 0) is equal to



AG - -2/3 7A - - RTln[KsIO(A)/KsI0(0)] (8)

where 7 is the mean surface energy per unit area of the solid and A is the
surface area per mole of the hydroxide. The surface area A is equal to
Ma/(pd) where M is the molecular weight, p is the density, and a is a
geometrical factor determined by particle shape (e.g., 6 for a cube or a
sphere).

For example, Schindler [11] has reported for ZnO

log KS1 0 - 12.18 + 50/d (9)

with d in Angstroms, giving 7 - 770 erg cm-
2

. Even though there are five
polymorpha of Zn(OH) 2 more soluble than ZnO, there are particle sizes of ZnO
below which the oxide is more soluble than each of the hydroxide phases.
Therefore, as nuclei of ZnO grow, five other phases are more stable before the
size is reached beyond which only ZnO spontaneously crystallizes. In most
cases an amorphous solid will form ahead of a crystalline phase for this
reason suggesting that the heterogeneous nucleation or growth on seeds is a
route to the stable crystalline form.

A remarkable correlation exists between the solubility equilibrium
constant Ksj0 and the first mononuclear hydrolysis constant K11 for 47 oxides,
oxyhydroxides, and hydroxides as first shown in Ref. [1). This is shown in
Figure 3, where the negative slope of the lines is equal to the charge on the
unhydrolyzed metal ion. These plots are combined in the relationship

KlIzKslO - 1056 - [MOH(z'l)+Iz/[MZ+](zl-) (10)

24 12

20 a.'? 12 Th6

0.a -12

I I6I I 4

4 s ea*

II]).

e99 He a.-4

920

o x"

W 92 90 a 6 4 2 0

Figure 3. The correlation of the solubility product K 910 (reaction

Half the observed values fall within 1.6 log units and ninety percent fall
within 3 log units--a remarkably tight fit considering the wide range of K11
and KS1 0 values covered. This product is the equilibrium constant for the

4
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reaction of the solid with the unhydrolyzed metal ion to produce z moles of
MOH

1
'-1 ÷.

M(OH)z(cr) + (z-l)Mz+ . zMOH (zl)+ (11)

For the case of [M'+] - [MOH('-')], both concentrations equal % 10-5.6 m. In
other words, to a good approximation all metal ions form only about
2.5xi0-

6 
m of the first hydrolysis product in a solution containing 5xl0-

6 
m

total metal before saturation with respect to the solid occurs, assuming no
polynuclear species are formed at this dilution. The low value of K,,'Ks5 1
reflects the general tendency of cations to precipitate shortly after
hydrolysis begins unless the concentration of M" is quite low. Also, for
divalent metal ions this indicates that in equilibrium with the solid only '
0.16% of the M

2
÷ in a I m solution is hydrolyzed to MOH÷ and -u 1.6% is

hydrolyzed in a 0.01 m solution. This also indicates why it is so difficult
to obtain good information on the mononuclear species. Fortunately
supersaturation is commonly attained making it possible to obtain such
information. Correspondingly, lesser amounts of the other subsequent
mononuclear hydrolysis species are formed.

The effect of electrolyte concentration or ionic strength (Zz 1
2
mi/2) on

the equilibrium constant for equation (11) increases rapidly with charge on
the metal ion. At ionic strength of I m, log(Qn1 '/Qslo) is more negative than
log(Kn1 Z/Ks1 0) by about 0.5, 1.50, and 3.0 log units for z - +2, +3, and +4
respectively at 25°C.

A correlation has been found for a number of divalent ions (Be 2
+, Mn

2
.,

Fe
2
÷, Zn

2
., Cd2

+, Pb2÷), which relates Ks13 with K11 at 25C as follows

log KSl 3 - -9 + log K11 (t 2 log units) (12)

Combining this with equation (10) allows one to estimate the minimum
solubility of divalent hydroxides (assuming only MOH÷ and M(OH)3- are the
important solution species) at - 10-7 m, occurring at pH - (1.7 - log K11)

POLYNUCLEAR SPECIES

Many ions in water hydrolyze to form species containing more than one
cation, M.(OH)Y(xz-Y)+, and sometimes both x and y are quite large. There are
many methods [1,13] for studying such cases but all lack sufficient resolution
to precisely define the formulae as the x and y values become greater than
about six and especially when several species coexist over a range of solution
composition. Of all the methods, the potentiometric method, in which measure-
ment of H' concentrations are generally made by glass or hydrogen electrodes
has provided the greatest share of the useful hydrolysis information, largely
because of the high precision of the data that is achievable and the ease of
broad variation of compositions.

Often supersaturation with respect to the hydrolytic solid permits the
formation of the polynuclear species and their study. Little information
exits on the formation of polynuclear species at concentrations greater than
about 1 molal especially at concentrations that lead to a deficiency of
solvent for solvation of ions (Ž 4 m). Here, undoubtedly, network structures
are produced and although these conditions are sometimes relevant to synthesis
of materials, they remain poorly described. In the concentration range 0.01
to 1 molal, a region of considerable practical interest, many cations are
known to produce a limited number of species, two-to-six, and where these are
sufficiently separated in composition they have been well characterized
principally by EMF, ultracentrifugation, light scattering, and in a few cases
by X-ray diffraction.

The occurrence and structure of some polynuclear hydrolysis products is
summarized in Table I. The most favored configurations seem to be symmetrical
ones and most have six or fewer cations. For example, the M2 (OH) 2 (2t-2)
species has been reported for 12 different cations with z values from +2 to
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Table I. Occurrence and structure of

polynuclear hydrolysis products [Il

Cation Probable structure
Species (source) =Mz*,O = OH

M2 OH34  Be 2'. Mn 2 , Co 2 . NiO`,

Zn 2 +. Cd2+, Hg 2•. Pb2+

M2 (OH) 2 (2z-2)+ Cu2 .. Sn 2 . . U0 2
2. (I), NpO2

2 ."

PuO2 2+. VO2*,
Al 3 (2), Sc3 , Ln3'. Ti3+, Cr34 ,

Th' (3)

M3 (OH)33+ Be 2+, Hg2 +

M3(OH) 4 (3z- 4 )+ Sn2+, Pb2+,

Al . . Cr3', Fe32 ' in32

M3 (OH)s( 3 - 5  U2 o 2
2 , Np02 2 , PuO 2

2 ,
Sc3-. Y3. Ln+

M4(OH)4 Mg 2 . , Co2+, Nii2 , Cd 2. ,

Pb
2 . (4, 5)

M4(OH)sg8 Zr4+ (6, 7), Th 4 M4 square with two OH ions

centered over and under each

edge.

M6(OH)s 4 Be 2÷, Pb 2.  M6 octahedron with eight Olf
ions centered on faces,

M6(OH) 12 6 Bi (8) M6 octahedron with 12 OH

ions centered along edges.

Sources: (1) Aberg (1970); (2) Johansson (1962); (3) Johansson (1968b);

(4) Johansson and Olin (1968); (5) Maroni and Spiro (1967. 1968a; 1968b);(6) Muha

and Vaughan (1960); (7) Clearfield and Vaughan (1956): (8) Levy et al. (1959).

(These citations come from Ref. 111.)

I
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+4. The symmetrical ring M3(OH) 3
3
+ has been reported for Be

2
÷ and Hg2+ only.

Not shown in the table is the most polymerized cation formed for A13÷ in
solution, A1 1 3(OH) 32

7
+ (actually Al 130 4(OH)2,(H 2O) 12

7
+, as observed in crystals of

basic aluminum sulfate by Johansson [3]). In that structure 12 aluminum atoms
are 6-coordinate and one 4-coordinate; all OH groups are 2-coordinate and the
oxygens are 4-coordinate.

An interesting factor in determining the stability of polynuclear species
seems to be that the quantity Az•,,

5
/y (where Az"2/y is the change in the

squared charges for reaction (2)) is as low as possible for the given z and
x. This is shown (11 to be the case to a very good approximation for the most
definitively known species. The 6z•,,/y is generally in the range +2 to -1.5,
and an electrostatic argument is given for the stability of complexes being
favored by small or negative values.

Reaction (13) reflects the tendency of the initial hydrolysis product to
polymerize.

M(OH) (z-l)+ l I/y Mx(OH)y(xz y)+ + (l-x/y)M2+. (13)

The three species can be shown to be at equal concentrations at values
generally less than 0.01 m and often less than 0.001 m from the
relationship (KYy which gives this species concentration. This
shows that polynuclear species remain prominent among the hydrolysis products
of many metals down to very low concentrations.

SOLUBILITY AND DISTRIBUTION PLOTS

The solubility of hydroxides is usefully represented by log-log plots of
concentration of metal (or species) vs pH. For example, Figure 4 shows the
solubility of gibbsite at 25*C as a function of pH from Ref. (1]. The light
lines represent equilibrium concentrations of species labeled by their (x,y)
values; i.e., (2,2) represents A12 (OH) 2 4', etc. The slopes of the lines are
equal to minus the charge on the species, (y-zx); cations have negative slopes
and anions positive slopes. The bold curve sums the metal concentration and
is the total solubility of the solid phase. In Ref. [1] such plots are most
commonly shown for the condition I m (ionic strength) and 25*C. Clearly
measurements of solubility as a function of pH can provide information on

•4
N

0
-a 13,32

.--6314 .2 1,4 .9,

. , t ,

2 4 5 6 7 8 9 10 i 12 13
pH

Figure 4. Concentrations of hydrolysis products (x,y) of AI(III)
at I - 1 m and 25' in solutions saturated with c(Al(OH) 3 (gibbsite).
The heavy curve is the total concentration of Al(III) and x,y values
mark the lines (Ref. [1]). The stability of the 1,3 and 1,2 species
of aluminum(III) are in doubt (dashed lines) [13).

I
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species charge and equilibrium quotients while no information on
polynuclearity can be derived. Generally this method has not been successful,
however, because of (a) the difficulty of obtaining well crystallized phases.
(b) the low concentrations, and (c) the relatively unbuffered conditions
encountered. Recently detailed studies on gibbsite have been carried out at
ORNL by Palmer and Wesolowski 113] in the best application of this approach
to date. In other experiments on aluminum, solutions from 60" to 125C (14]
could be studied which were quite supersatuated with respect to gibbsite or
boehmite, AlO(OH). The ratio of hydroxide complexed in hydrolyzed species to
the total aluminum in solution reached values of 1.0 at 150"C, 1.8 at 125*C,
2.2 at 100%C 14] and 2.4 at 25C [15]. Even at 125C several hours was
required for equilibrium in the region where the large polynuclear species
A' 1 3(OH) 32 

7 
was found.

The distribution of species (two of which are In some doubt [13]) in two
solutions containing 0.1 m and 10-5 m total aluminum in 1 m electrolyte, are
shown in Figure 5 as a function of pH. The ordinate gives the percent of the
metal in the form indicated by the x,y values. Most of the curves are dashed
to reflect supersaturation with respect of gibbsite.

Another important form of presentation for hydrolysis species occurrence
is the predominance diagram in which boundaries representing conditions for
equal concentrations of two species are plotted, and formulas are shown in
regions for which that species is the predominant (not the only) species. As
an example, the predominance diagram for V(V) is shown in Figure 6 at an ionic
strength of 1 m. The boundaries are straight lines where only two species are
significant but curvature occurs as intersections involving additional species
are approached. In the dilute solutions, <10-5 m, only mononuclear species are
dominant. Decavanadates and metavanadates predominate in the concentrated
solutions.

(a) O.1m At~IM) oeb) i0-5 Mn AIM'
10t o too

0 I3 * 1I380 _1,,00! 13,32 I4 /.

II1

83 .1 I "'.

I ,A',
ae 60 060-

S40- 40,

20 20
& -e

S ;., ,,,

2 4 6 8 10 12 2 4 6 8 10 12
PH pH

Figure 5. Distribution of hydrolysis products of Al(III) in
solutions containing 0.1 m and 10-' m Al(III). Dashed regions are
supersaturated with gibbsite (Ref. [1]).
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--VO (OHY)3(q
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PH

Figure 6. Predominance diagram for V(V)-OH- species at 25 and I a
r fo The solid lines represent conditions under which the
predominant species in adjacent regions contain equal amounts of
V(V). The dashed lines represent the solubility of Vrt5 (Ref. yly).

OTHER TEMPERATURE EFFECTS

Temperature effects on the hydrolysis reactions have been reviewed in
Ref. 2. The correlations observed are summarized in Table II and are
represented for a typical cation in Figure 7. The important observations for
hydrolysis reactions beyond the first step are as follows:

I. The enthalpy Allsl0 for the solubility reaction to form the unhydrolyzed
cation is negative and therefore with increasing temperature the solid
oxide or hydroxide shows a decreasing solubility in acid. Also, there
is a correlation between AHs10 and AH11 .

2. The enthalpy of the reaction (11) to form the first hydrolysis species
from the solid and the unhydrolyzed cation is related to AHI, and is
slightly positive. Accordingly, the pH of the intersection
M(OH).(cr)/Mz+/MOH('1)+ in Figure 7 decreases with temperature.

3. The enthalpy of reaction of the MOH('-')* to polymerize to form a
polynuclear species (13) is in the range -2.6 to -7.5 kcal/mole and
therefore the intersection Mz+/MOH(1- )+/Mx(OH),(='-Y)+ in Figure 7 rises to
higher metal concentration with increasing temperature reflecting a
decreasing stability of polynuclear species.

4. From a consideration of the first hydrolysis step for cations and the
ionization reactions of acids of groups IV-to-VI, the enthalpy of each
stepwise hydrolysis should decrease and the pH range of each successive
mononuclear species should increase with temperature.

5. The solubility of the solid to produce the neutral species M(OH).
contributes to the minimum in the solubility and generally decreases
with increasing charge on the cation and increases with temperature, the
enthalpy of the reaction being small and usually positive.

6. The tendency of the solid to react with basic solutions to produce the
anion M(OH).+1 is expected to have a very small temperature dependence.

7. The heat capacity changes are expected to be small for stepwise
hydrolysis reactions except for those producing anions.

2t
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Table II. Summary of important correlations at 25°C [l,2].*

Remarks

log(Q,71/Y/Q 1 ) 2.8 - (x-l)/y log 55.5 I '•. 1 m.

A~yy=- 17.5 + 16.2 z/d + [(l+y-x)/y] R in 55.5

A /y- AHn 1  -6.6 - 0.53 log Kn - 0.9(z/d)

An- 1.772 log K11 + 19.12(z/d)

AH1- -0.836 log K11 + 5.70(z/d)

AH510 - z (9.30 - 1.588 all1 )

S- A - -1.36 log(K1,I,/K 1 ) 5.3 + 3.64 (z-y)

log Ks12  -5.6 - 0.5 z(z-I)B Stepwise c~natants
decrease by Z.

log K12 - z log K11 - 0.5 z(Z-I)B

and KI., are defined by equations 3 and 4, respectively. The subscript sxy

refers to reaction (5).
__e ____iAHS10~ z 9 0-1 8 H1
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The effect of temperature on the solubility of a hypothetical trivalent
cation [2] based on the above correlations is shown in Figure 8. On the acid
side the solubility falls rapidly with increasing temperature. At the
solubility minimum the temperature dependence is very small. On the alkaline
side where anions appear the small positive temperature coefficient of
solubility is reduced and finally reversed by the heat capacity effect as the
temperature above about 150%.

250C

-5 1500 -
0 400

200

-9 - 200

3 5 7 9 44
pH

Figure 8. Solubility of the hydroxide solid phase from Figure 7 as
a function of temperature (Ref. [2]).
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ABSTRA•'C

The nuclearity and structure of alumninm cations generated by the hydrolysis of
aluminum salt solutions depends markedly on the method of preparation. This
speciation affects not only the thermochemistry of processes leading to ceramics, but
the microstructures of the ceramics themselves. A brief review of aluminum ion
hydrolysis is presented along with a study of the thermal evolution of gels derived
from aluminum salt solutions via several different hydrolysis methods. The
observation of 5 - coordinate aluminum in a bulk transition alumina by MAS-NMR is
reported. A new, high defect precursor of rI-alumina dubbed "high-5 alumina" is
described and the far reacing implications of this discovery are discussed.

INMRODUC1ON

Hydrolyzed aluminum solutions and gels are used industrially as precursors to
ceramic fibers, powders, and binders 11]. Of particular interest to the ceramist is how
differences in the aluminum cation speciation affect the thermal evolution of the
derived alumina towards the final ceramic product. Unfortunately, aqueous
aluminum chemistry is exceedingly complex and poorly understood. A holistic
interpretation of the voluminous data that exists is complicated by the fact that
aluminum cation speciation depends strongly on the method of preparation. The
diversity of aluminum cation speciation, described below, well illustrates the
formidable nature of the aluminum hydrolysis problem. Yet to the ceramist this
diversity is also indicative of the tremendous potential and flexibility the polynuclear
alumninumn cation solutions possess as ceramic preuirsors.

In a sol-gel process, the nature of the aluminum cations in a ceramic precursor sol
determines the molecular structure of the basic unit of the resulting gel and the
packing of such units in the gel. Therefore, some soluble relationship should exist
between the cation speciation in the precursor sol and the thermal evolution of the
resulting gel. While the differences between molecular and colloidal approaches to
sol-gel synthesis have received considerable attention [2L, to our knowledge, a detailed
study of the effects of cation speciation on the development of alumina phases has not
been reported. In order to begin to elucidate a relationship, we have prepared several
gel alumina precursors from aluminum salt solutions by different techniques and
examined their thermal behavior. Although the exact identity of most of the complex
cations in the precursor sols is not known, solution state 27Al NMR can be used to
"fingerprint" such sols so that a systematic comparison of thermal evolution can be
made. Differences in structure and nuclearity of these cationic aluminum precursors
will be shown to persist and propagate through ambient to high temperature processing
regimes notwithstanding the addition of substantial thermal energy. These differences

not. Itec Soc. Symp. Proc. Vol. 180. ©vi0 Mutlaterse "sarch Society
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98are thus associated with significant kinetic effects in ceramic synthesis [31.

An important implication of this study is that control of speciation may enable
substantial control of phase formation, crystal perfection and microstructure of sol-gel
derived alumina. In addition, we report the first observation of 5-coordinate
aluminum in a bulk transition alumina by MAS-NMR along with the discovery of a
super-high defect precursor of q-alumina.

HYDROLYSISOFALU

A brief review of the hydrolysis of the aluminum ion is presented to illustrate the
complexity and diversity of aluminum cation speciation.

Aluminum exists in aqueous solution solely as monomeric [Ai(OH2)6 3 + below pH
3 and, above pH 11, as the [AI(OH)4]- ion. Between a pH of 3 and 11, at least a
portion of the aluminum is hydrolyzed to form polynuclear ions. Regardless of the
method of preparation, hydrolyzed aluminum solutions slowly change with time, and
the aging behavior is also dependent on aluminum cation speciation and the identity of
the counterions and heterospecies which may be present. In general, hydrolyzed
aluminum solutions or gels maintained under acidic conditions will slowly convert to
pseudo-boehmite or boehmite, AOO-I; neutral or basic gels are unstable with respect
to precipitation of aluminum hydroxide. The initial stages of the hydrolysis of
aluminum are rapid, but as the polynuclear cations grow in size, the intercluster
condensation reactions become slow so that metastable solutions are obtained which can
be analyzed and used as precursos to ceramics [4].

Attempts to unravel this complex chemistry have included studies using
potentiometry [51, light and X-ray scattering [61, ultracentrifugation 171, coagulation
studies 181, colorimetric techniques [91, Raman and infrared spectroscopy 1101 and
2 7Al NMR [11-161. Reviews of the hydrolysis and the water chemistry of aluminum
exist [ 17], but recent results using 2 7A] NMR spectroscopy has cast doubt on some
conclusions drawn from earlier work.

Studies utilizing 2 7 A1 NMR spectroscopy to establish speciation have been
pioneered by Akitt et al [11,121 and notable contributions have been made by Bottero
[131, Bersch [141, Oldfield 115], and others [16]. Alunminum has a quadrupolarnucleus
(I = 5/2, Q = 0.149 X 10-2 9 M2) with 100% natural abundance. Although a sensitive
nucleus for NMR, it is subject to quadrupolar line broadening effects when the nucleus
is in an asymmetric electric field gradient. The chemical shifts and the linewidths for
Al are known [181 to be dependent on ligand type, coordination number, ligand field
symmetry, and the rate of chemical exchange. In aqueous solution, hydrolyzed
octahedral aluminum species usually resonate between about 0 and 25 ppm 111,161.
Aluminum in a tetrahedral environment generally resonates at lower field, between 50
and 85 ppm for aqueous solutions, although resonances as high as 221 ppm and as low
as -28 ppm have been observed for organic complexes [ 19].

Solutions containing hydrolyzed aluminum complexes can be prepared by several
different methods. For example, solutions can be hydrolyzed to m = 2.5 (where m =

4



moles Al/moles base added) without precipitation of insoluble phases by the drop-wise
addition of a base to an aluminum salt solution (chloride or nitrate counterion) [ 11].
Using high resolution 2 7A1 NMR and gel permeation chromatography, Akitt and
others [11-161 have shown that when carefully carried out, reactions of this type
initially generate a small, polynuclear cation at low mn values which gives rise to a
resonance at 3.3 ppm (figure 1). This species along with the monomer, [Al(OH2)P6+,
are both consumed with continued base addition to generate almost exclusively the
"A113" ion, IA104 A112(OH)24 (OH2 )1217+. The structure of this tridecamer has
been determined to be Keggin-like (figure 2) by X-ray studies of sulfate and selenate
derivatives [20). Low angle X-ray and light scattering [61 27 A1 NMR [ 1 11, and Raman
spectroscopic measurements [ 101 have demonstrated unequivocally that this species is
prvsent in solutions of hydrolyzed aluminum salts in the presence of non-coordinating
anions. The tetrahedral aluminum at the center of the All3 ion gives rise to a sharp,
characteristic resonance at 63.5 ppm (figure 1). The 3.3 ppm resonance has
historically been attributed to the dimer, [Al2(OH)2(OH2)814 +, whose single crystal
structure as a sulfate salt has been reported [211. This assignment has recently come
into question due to the anomalously high amount of base consumed in the formation
of this species [221.

-J-I

Figure 1. 27A] NMR spectra of 0.25M AP3+ solutions hydrolyzed by the drop-wise
addition of aqueous bicabonate 1161.

Akitt and others have shown 111,161 that at low concentrations (< 0.025 -0.05 M
Al), the monomer hydrolyzes directly to A] 13 regardless of the ionic strength and
temperature As the concentration of the Aluninum in these reactions is raised, the 3.3
ppmn species begins to be formed and itncrase in concentration until a hydrolysis ratio
of 0.5 - 1.0 is reached. With continued addition of base, the 3.3 ppm species is
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consumed to form the tridecamer. The implication is that 3.3 ppm species is a highly
hydrolyzed precursor of the Al 13 ion and indeed may be a recognizable Al 13 cluster
fragment or subunit.

When base is added to the metal salt solution rapidly or the concentration of the
base solution is high, a mixture of oligomers is formed in addition to the tridecarner as
evidenced by a broad asymmetric resonance centered at 10 ppm [16]. These species
are not consumed on further base addition to form Al 13.

Figure 2. Three different views of the [A104 Al 12(OH)24 (OH2 )1217+ ion.

The hydrolysis of alkoxides is also a convenient method of preparing hydrolyzed
aluminum solutions that can be used as precursors to ceramics [231. The hydrolysis of
aluminum sec-butoxide was shown by Olson and Bauer to generate solutions and gels
which contained mainly octahedral aluminum when the acid/Al ratio was low 1241.
Komarneni et al using 2 7MAS-NMR confirmed that such gels contained
predominantly octahedral aluminum [2]. Like boehmite derived gels, these gels
dehydrate to form y-alumina [2]. Nazar and Klein fWnd that at higher acid/Al ratios a
speciation is obtained similar to that generated by the drop-wise addition of a base to
an aluminum salt solution with the exception that a new species characterized by a 7.6
ppm NMR signal is observed [251.

The digestion of aluminum metal in an acid solution is used on an industrial scale
[26] to prepare basic aluminum salt solutions which are used in the production of
ceramic fibers [271. Akitt and coworkers have shown that the hydrolysis of aluminum
mete] oroduces a very complex, concentration dependent cation speciation [ 121. The
digestion of aluminum in dilute aluminum chloride solution (m - 2.5) produces a
mixture of monomer, Al13, and oligomers which give broad resonances at 4, 12, and
70 ppm. The amount of alumimum observed in the NMR experiment decreases sharply
with increasing value of m as, presumably, species having very broad, unobservable27A] signals are formed. When concentrated aluminum chloride is used, a new,
resonance for an octahedral aluminum oligomer appears at 9 - 10 ppm, along with
new broad resonances at 50, - 9 and - 50 ppm. Clearly, a complex combination of
species possessing a variety of polynuclear stnrctures are present.
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The hydrolysis of aluminum driven by the in situ generation of a base, a process
which is used to generate alumina powders [281 and highly active alumina catalysts
[291, has also been studied [161. In this process, a substance such as urea or
hexamethylenetetramine (HMTA) is homogeneously mixed with an aluminum salt
solution and thermally decomposed to controllably promote aluminum hydrolysis.
The distribution of cations generated by these reactions depends on the concentration
of aluminum, temperature, reaction time, and the concentration and identity of the
base generator. When the concentration of aluminum is low (<0.5 M), hydrolysis
using a stoichiometric amount of base generated by the thermal decomposition of
either HMTA or urea produces oligomers which contain octahedral and at least two
forms of tetrahedral aluminum [161. The NMR spectra of these solutions (figure 3)
appear similar to that described for aged solutions of Al13 [301. In general, these
solutions also contain a small amount of the tridecamer. Solutions of this type were
used to prepare the gels whose thermal evolution are described in the experimental
section.

2.5 0W ro &M ..

72 houM. 90-C

120 *00 80 60 20 0 0 20 -
0

pp

Figure 3. 27A1 NMR spectra of 0.25M AI3+ solutions hydrolyzed by the in situ
generation of abase 1161.

As the aluminum concentration is raised, the system becomes much more complex.
The 2 7AI NMR spectra in figure 4 were obtained from hydrolyzed aluminum solutions
generated by the reactions of a) 2M aluminum nitrate with an excess of HMTA and b)
2M aluminum nitrate with an excess of urea, both under reflux conditions. The
amount of alummnum observed by NMR represents about 24% of the toad aluminum in
the HMTA reaction and 40% of the total aluminum in the urea reaction because the
27 A1 signal intensity decreased as the reaction progressed The speciation produced by
the thermal degredation of HMTA in the presence of aluminum nitrate is very similar
to that reported by Akitt [121 for concentrated metal-hydrolyzed aluminum salt
solutions with several notable exceptions. The symmetry and the line width of the
resonance in the 8 - 12 ppm range seems to indicate the presence of only one species.

-- ... o4.a~ ~ A
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In addition, a new broad resonance centered at about -1 ppm has emerged, and the
broad resonance at -9 ppm is noticably absent. There are clearly at least two different
resonances in the tetrahedral region, a broad resonance at about 70 ppm and a more
narrow, but lower intensity resonance at 56 ppm.

Figure 4. 27A1 NMR spectra of 2M A13+ solutions hydrolyzed by the in situ generation
of a base under reflux conditions using a) HMTA as a base generator and b)
urea as a base generator [ 161.

When urea is used as the base source (figure 4b), the speciation seems to be similar
to what Akitt has described [121 for the low concentration metal hydrolyzed salt
solutions. Besides the tridecamer, an oligomer or mixture of oligomers is evidenced
by broad resonances at about 10 ppm and 70 ppm.

One universal feature of all the methods of aluminum hydrolysis is the ease with
which the tridecamer is formed. With the exception of the low acid/alkoxide
hydrolysis, the majority of the large oligomers observed in the other cases may prove
to be derivatives of Al 13 or condensation products of this ubiquitous ion. Indeed,
Na7qr has provided evidence that the tridecamner dimerizes as the initial step in aging
1301.

To test the the influence the nature of the aluminum cations has on thermal
evolution of a sol-gel system, four gels were prepared from hydrolyzed aluminum
solutions having either different aluminm cations or different counterions (nitrate or
chloride ion). One precursor solution cmtuned Pc&nin the A]13 ion; the others
were prepared by the in situ hydrolysis method. The hydrolyzed aluminum sols were
gelled in an identical fashion. The sol precursors were examined by solution NMR;
further, the thermal evolution of the gels into more thenmodynamically stable forms of
alumina was caacterized by DTA, XRD, and 27A1 MAS-NMR. Notable differences
are observed which appear to be linked to the cation speciatin.

I
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A flow chart for the experimental procedure is shown in figure 5. The All3 gel
precursor was prepared by the drop-wise addition of an ammonium bicarbonate
solution to a rapidly stirred 0.38M alumrinum nitrate solution held at 900 C. After 2.5
equivalents of base were added, an aliquot was withdrawn and exarmied by 2 7A] NMR
to confirm the formation of the tridecamer. The final concentration of aluminum was
0.25M. Three additional gel precursor solutions were prepared by aging at 90D C for
72 hours 0.25M Al solutions containing 2.5 equivalents of base in the form of either
urea or hexamethylenetetramine. The mixtures examined consisted of aluminum
nitrate/urea (gel B), aluminum chloride/urea (gel C), and aluminum nitrate/HMTA
(gel D). The gels were formed by the addition of an ammonium bicarbonate solution
to the precursor solution in a blender under high shear. The final hydrolysis ratio was
3.0. The resulting gels were immediately washed three times with 500 ml deionized
water by centrifugation (5000 RPMYdecantadion. Between separations the gels were well
mixed in the wash water using a blender. The gels were dried at 850 C and the thermal
evolution of the samples was studied by examining calcined samples (0.5 hour at
temperatue) using solid state 2 7 AI NMR, DTA, TGA, XRD, and IR Vec copy.
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Figure 5. Flow cdar for the experimental procedure.

The solution-state 27AI NMR spectra were acquired at 104 MF~z on a Varian XL-
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400 with D20 added as a deuterium lock. Single-pulse excitation with proton
decoupling was used to acquire data over a spectral width of 50 kHz. About 300 -400
transients were accumulated at 0.4 s intervals. Solid-state 2 7A1 NMR spectra were
acquired at 52.1 MHz on a Varian XL-200 modified for solids operation. The
powders were loaded into 7 mm cylindrical zirconia rotors and spun at the magic
angle at rates from 3 - 4 KHz in a Doty probe (Doty Scientific, Inc., Columbia, SC).
Single pulse excitation using 10 microsecond 900 pulses was used. Chemical shifts
were established by using a seperate sample of [AI(OH2)6KCI04)3 in D20 solution
and assigning its resonance as 0 ppm. Positive chemical shifts were downfield of the
reference, and chemical shifts were assigned from peak maxima (not the true isotropic
shift).

RESULTS AND DISCUSSION

Three of the aluminum solutions used to generate the gels were hydrolyzed by the
in situ generation of a base (gels B, C, and D). The general features of the solution
2 7A1 NMR of these solutions, with the exception of the small amount of unreacted
monomer in the HMTA case, are very similar (figure 3) suggesting similar speciation.
The thermal decomposition of HMTA seemed to initially proceed more rapidly than
the decomposition of urea, but the HMTA reactions were difficult to drive to
completion as evidenced by the presence of unreacted [Al(OH2)613 + in the hydrolyzed
solutions. The absence of a sharp resonance for [Al(OH2)5urea]3+ at -2.7 ppm in the
urea reactions indicated that the majority of the urea had decomposed.

The 27 Al NMR spectrum of the A! 13 solution, used to prepare gel A, consisted of
a single sharp resonance at 63.5 ppm indicating that the tridecamer was the major
component

The addition of 0.5 equivalents of base (HC03-) was used to induce gelation of the
hydrolyzed aluminum solutions. The yield of gel recovered was consistently higher
for the tridecamer sol than for the sols generated by the in situ hydrolysis. The
HMTA hydrolyzed sol had the lowest yield, possibly as a result of the incomplete
thermal decomposition of the HMTA. The slight turbidity of the wash solutions
indicated the colloidal nature of the hydrolyzed aluminum that was lost.

After drying at 850 C, the gels were hard, brittle, and clear to turbid white in
appearance. All four dried gels react slowly with weak acid to form solutions which
contain the tridecamer ion. An infrared spectroscopic study of the calcination of these
gels revealed that the samples prepared from aluminum nitrate contained a small
amount of nitrate ion which slowly decomposed above 3000 C. The 200 - 1200 cm-I
region was essentially identical for all the samples consisting of a broad absorption
envelope with poorly defined features. This broad envelope collapsed above 11000 C
with the emergence of the sharp absonptions characteristic of alpha alumina.

The percent fired solids of these gels as determined by TGA was as follows: gel A -
64.1%, gel B - 53.9%, gel C - 65.7%, and gel D - 42.3%. The TGA of these dried
gels also reveals very dissimilar, complex weight loss patterns (figure 6). Since these
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400 with D20 added as a deuterium lock. Single-pulse excitation with proton
decoupling was used to acquire data over a spectral width of 50 kHz. About 300- 400
transients were accumulated at 0.4 s intervals. Solid-state 2 7AI NMR spectra were
acquired at 52.1 MHz on a Varian XL-200 modified for solids operation. The
powders were loaded into 7 mm cylindrical zirconia rotors and spun at the magic
angle at rates from 3 - 4 KHz in a Doty probe (Doty Scientific, Inc., Columbia, SC).
Single pulse excitation using 10 microsecond 900 pulses was used. Chemical shifts
were established by using a separate sample of [Al(OH2)6K(CI04)3 in D20 solution
and assigning its resonance as 0 ppm. Positive chemical shifts were downfield of the
reference, and chemical shifts were assigned from peak maxima (not the true isotropic
shift).

RESULTS AND DISCUSSION

Three of the aluminum solutions used to generate the gels were hydrolyzed by the
in situ generation of a base (gels B, C, and D). The general features of the solution
2 7Al NMR of these solutions, with the exception of the small amount of unreacted
monomer in the HMTA case, are very similar (figure 3) suggesting similar speciation.
The thermal decomposition of HMTA seemed to initially proceed more rapidly than
the decomposition of urea, but the HMTA reactions were difficult to drive to
completion as evidenced by the presence of unreacted [AI(OH2)63+ in the hydrolyzed
solutions. The absence of a sharp resonance for [Al(OH2)5urea]3+ at -2.7 ppm in the
urea reactions indicated that the majority of the urea had decomposed.

The 2 7AJ NMR spectrum of the Al13 solution, used to prepare gel A, consisted of
a single sharp resonance at 63.5 ppm indicating that the tridecamer was the major
ccnpont.

The addition of 0.5 equivalents of base (HCO3-) was used to induce gelation of the
hydrolyzed aluminum solutions. The yield of gel recovered was consistently higher
for the tridecamer sol than for the sols generated by the in situ hydrolysis. The
HMTA hydrolyzed sol had the lowest yield, possibly as a result of the incomplete
thermal decomposition of the HMTA. The slight turbidity of the wash solutions
indicated the colloidal nature of the hydrolyzed aluminum that was lost.

After drying at 850 C, the gels were hard, brittle, and clear to turbid white in
appearance. All four dried gels react slowly with weak acid to form solutions which
contain the tridecamer ion. An infrared spectroscpic study of the calcination of these
gels revealed that the samples prepared from aluminum nitrate contained a small
amount of nitrate ion which slowly decomposed above 3000 C. The 200 - 1200 cm-!
region was essentially identical for all the samples consisting of a broad absorption
envelope with poorly defined features. This broad envelope collapsed above 11000 C
with the emergence of the sharp absorptions characteristic of alpha alumina.

The percent fired solids of these gels as determined by TGA was as follows: gelA-
64.1%, gel B - 53.9%, gel C - 65.7%, and gel D - 42.3%. The TGA of these dried
gels also reveals very dissimilar, complex weight loss patterns (figure 6). Since these
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gels were well washed, the majority of the weight loss which is observed is due to loss
of water. Gel A, which was prepared from the tridecamer sol, begins to appreciably
lose weight at about 1400 C, with the maximum rate of weight loss occuring at about
2000 C. The rate of weight loss decreases gradually with increasing temperature with
additional small increases in rate of weight loss occuring at 3000 C, 3600 C, and 420 -
4500 C. By 5500 C, the majority of the weight loss was complete.
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Figure 6. TGA of dried gels (heating rate 10oOC~rin.)

Despite the fact that the 2 7A1 NMR spectra of the hydrolyzed aluminum solutions
which were used to prepare gels B, C, and D ap~peared very similar, the gels dehydrate
insa very dissimilar fashion. Sample B, prepared from aluminum nitrate hydrolyzed
in situ with urea, shows a step-wise weight loss pattern which reaches a maimn rat

. of weight loss at about 290° C, followed by a rapid dlecreas in rate of weight loss and
a series of very rapid ejections of small quantities of volatiles around 4000 C. The

j: TGA of sample C, which was prepared using alwnintum chloride as the aluminum
sorc 1 indicates that most of the volatiles in this gel are lost between about 180 and

,3000 C. Peaks corsodn to weight losses are also observed at 3500 C and 8600
C. This latter weight loss, which is only observed for the sample containing Cl-, may
correspond to volatilization of HCl. The sample prepared using H-IMTA as the in situ
base generator, gel D, contained the lowest percent fired solids (42.3%). This gel lost
the majority of its volatiles rapidly in two steps. As in the case of gel C, the loss of
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volatiles was for the most part complete by 4500C.

The DTA traces for these gels (figure 7) indicate endothermic transformations in
most regions where weight loss was observed by TGA. A notable exception is the
small loss in weight at 8600 C in the AICl3/urea system, gel C. This weight loss,
which we surmise is due to loss of HCI, precedes a sharp exothermic transformation at
8750 C which represents the appearance of a more ordered transition alumina phase.
This exothermic transformation is also observed for the other gels. The intensity of
this peak scales in the order AICl3/urea > AI(NO3)3/HMTA > Al(N03)3/urea > A113
derived gel. The peak temperature is slightly higher for the more exothermic
transformations. Assuming that this peak represents a transformation to the same
phase in all these gels, as is indicated by the XRD results, it can be concluded that the
A113 gel and the AICl3/urea gel initially calcine to form the lowest and highest energy
defect phases, respectively.

It.
b.)

Figure 7. DTA of dried gels (heating
rate =
100 C/min.)

a) A 13 gel d.

b) AI(NO3)M'ea gel
c) AlCI3/urea gel
d) AI(NO3h/HMFA gel

321 6; ; 1 4

This conclusion is supported in striking fashion by the 2 7A1 MAS-NMR spectra of
the heat treated samples (figure 8). As prepared, the gels all contain octahedral and
tetrahedral aluminum in a ratio very close to that found for an Al 13 ion. Upon
heating, a third component, which gives rise to a resonance at 35 ppm, develops in
differing amounts in the calcined gels. This aluminum species is particularly
prominent in the samples B, C, and D, whose precursors had been prepared by the in
situ hydrolysis method. In these samples, the 35 ppm peak and the 60 - 65 ppm peak
increase with heat treatment at the expense of the octahedral aluminum resonance (0
ppm) up to about 5000 C. This trend reverses somewhat on heating to 7000 C,
although the 35 ppm species remains a prominent feature of the spectra particularly in
the case of the AIC13/urea sample. Clearly, the coordination numberof the aluminum
is changing dramatically during calcinhig.
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from the octahedral and tetrahedral resonances and its appearance and growth

coincides with a decrease in the intensity of the octahedral aluminun resonance. Thus
we assign this resonance as arising from 5-coordinate aluminum. As such, this
constitutes the first observation of 5-coordinate aluminum by MAS-NMR in a bulk
aluminum oxide in the absence of hetero-elements such as P or Si. The MAS-NMR of
other transition aluminas has been reported [321, but the signal from the small amount
of the 5-oomdinate species which may have been present would have been obscured by
the presence of spinning side bands.

The q-alumina structure is a defect spinel having a cubic close packed oxygen anion
lattice and aluminum vacancies primarily in octahedral sites 1331. The 5-coordination
in this r)-alumina precursor is probably attained by aluminum cations in octahedral
sites of the defect spinel adjacent to oxygen anion vacancies. Between 200 and 5000 C,
the percentage of both 4- and 5-coordinate aluminum increase with concomitant
decrease of aluminum in 6-coordination. The driving force for the creation of oxygen
anion vacancies adjacent to occupied octahedral cation sites thus seems to be linked to
the movement of aluminum ions from octahedral to tetrahedral sites. The population
of these tetrahedral sites demands that the supporting anion framework for tetrahedral
coordination be intact. Hence, in order for an aluminum which is in an octahedral site
to shift into a tetrahedral site which is anion deficient, an oxygen must shift along with
the aluminum to complete the tetrahedral anion cage. Depending on the number of
adjacent octahedral sites which are occupied, one oxygen anion vacancy can produce as
many as three 5-coordinate aluminum sites. In the case where an aluminum shifts
along with an oxygen into an adjacent tetrahedral site, two 5-coordinate sites will
result from the oxygen anion vacancy. Regardless of the oxygen vacancy/5-coordinate
aluminum ratio, every anion vacancy demands 2/3 cation vacancy, so the large
percentage of aluminum of this coordination number indicates a very high energy,
defect alumina. Interestingly, the highest levels of 5-coordination were obtained on
the samples prepared by the in situ hydrolysis method. The 5-coordinate species is
only a minor component in the calcination products of the All3 gel, whereas in the
AICl3/urea derived aluminas it is the major component in samples calcined at 400 or
5000 C. After calcining at 5000 C, this sample was composed almost entirely of 5-
and 4-coordinate aluminum in a ratio of about 1.2: 1. This material also retained the
highest percentage of 5-coordinate aluminum after firing to 7000 C. This fact supports
the previous illation from the DTA data that inferred that the calcined AICl3Aurea gel
had the highest energy structure. The residual chloride ion in this sample may in some
way stabilize this metastable structure. The low amount of 5-coordinate aluminum in
the calcined All3 derived gel suggests that this material dehydrates to form the most
ordered, low energy structure. After conversion to Ti-alumina by heating at 9000 C
for 0.5 hour, the AIC13/urea sample still contained a small amount of 5-coordinate
aluminum whereas no 5-coordinate aluminumn was observed by 27AI MAS-NMR in the
q-alunina derived from the A113 gel.

Examination of the dried and calcined gels by TEM (figure 9) revealed that the
dried and calcined gels all possessed a similar, fine, porous structure. Selected area
diffraction generated a weak pattern consistent with q-alumina, but the materials
slowly became more crystalline on electron beam irradiation. Dark field imaging
showed that the smallest crystallites were about 10 A in diameter. This value
corresponds to the approximate diameter of a tridecamer cluster.
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Figure 9. TEM of calcined (4000 C)
a) A113 gel and
b) Al(NO3)3/urea gel

The XRD of the thermally treated samples (figure 10) indicates that all the gels
initially dehydrate to form amorphous alumina. The thermal development of these
amorphous aluminas is dependent on the method of preparation of the parent sol and
the presence of chloride ion. After calcining to 4000 C all appear to develop an
oxygen anion lattice approximating cubic close packing as evidenced by the broad
reflections coincident with u-alumina lines. However, by 7000 C, it is clearly
apparent that sample A is relaxing to an ordered structure more rapidly than the other
samples. Sample C, derived from the AICI3/urea solution, is the most sluggish in
thermal evolution. The diffractograms of sample C remain essentially unchanged for
calcination temperatures between 200 and 7000 C. After firing to 10000 C for 30
minutes, a substantial amount of samples A and D and a portion of sample B have been
converted to the alpha phase, whereas sample C contains only a trace of alpha alumina.

The alpha alumina peak transformation temnj,.ratures, as determined by high
temperature DTA (figure 7), further illustrates differences in the thermal evolution of
these samples. The highest peak transformation temperature, 11660, was observed for
the AICl3/ta' sample. It is possible that residual chloride ion in this sample retarded
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the alpha transformation. s Al13 derived material and the AK(NO3)3/HMrA sample
exhibited peak transfor iation temperatures of 11130 C and 10950 C, respectively.
The DTA trace of the AI(NO3)3/urea sample reproducibly displayed two
transformation peaks at 11050 and 11400 C. The reason for this double
transformation is unknown.

The four samples were converted to alpha alumina by firing at 14000 C for 5
minutes. Optical microscopy (figure 11) revealed that the alumina derived from the
tridecamer sol possessed a much finer grain size than the alumina obtained from
solutions hydrolyzed by the in situ generation of a base. An SEM examination of
fracture surfaces confirmed this finding and showed that all the samples consisted of
porous, vermicular grains (figure 12). Sample A, derived from the Al13 sol, had an
average grain size of about 2 microns with the smallest grains being slightly sub-
micron. The alumina derived from the solutions hydrolyzed by the in situ generation
of the base all had coarser structures with average grain sizes of greater than 5
microns. Interestingly, despite the fact that sample A and sample D transformed to
alpha alumina at about the same temperature, sample A possessed a much finer
microstructure. The majority of the fracture in samples A and C was transgranular
whereas the fracture in samples B and D occured primarily in an intergranular
fashiorm

3i

Figure 11. Photomicrographs (cross-polarized light) of microstructures of a-A1203
formed by heating gels to 14000 C. Note finer microstructure of alumina derived
from the Al]3 gel (upper left). Al(N03)3/urea sample is upper right, AICl3/urea
sample lower left, and AI(NO3)3/HMTA sample is lower right.
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Figure 12. Scanning electron micrographs of fracture surfaces of (x-A1203
formed from gels heated to 1400o C.

Because of the large amounts of 5-coordinate aluminum in the calcined gels
prepared by the in situ hydrolysis, we have dubbed this family of materials "high-5
aluminas". Materials prepared in a similar fashion have been shown to be very active
catalysts for isomerization reactions 1291. In the case of the AICi3/urea sample, a
portion of the 5-coordinate aluminum is retained after conversion to q-alumina. A
study of the effect of 5-coordinate content on catalyst activity would certainly appear
worthwhile.

From these studies, several important conclusions can be drawn. In the case where
basic aluminum salt solutions are used as precursors in sol-gel processes, all gels are
not "created equal". There is a distinct connection between the level of the 5-
coordinate aluminum in the calcined intermediate and the method of preparation of the
parent sol. Since the method of inducing gelation was identical for all the samples, we
surmise that the differences in the 5-coordinate aluminum content derives from the
differences in the nuclearity and structure of the aluminum cations in the parent sois.
Hydrolysis by the in situ generation of a base produces an aluminum cation or
distribution of cations that either possess structures or form structures upon gelation
(molecular structures or pore structures) that give rise to 5-coordinate aluminum after
calcination. The presence of chloride ion stabilizes this defect structure. The material
derived from the A]13 sol contained less 5-coordinate aluminum during calcination,
converted to alpha alumina at a lower temperature, and formed alpha alumina with a
markedly finer grain size than the materials obtained from the in situ hydolysis
method. It is readily apparent, that manipulation of aluminum ion hydrolysis can be
used to establish a substantial degree of control of phase formation, crystal perfection,
and microstructure of sol-gel derived ceramics.
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SMALL-ANGLE NEUTRON SCATTERING AND 27AL NMR STUDIES ON THE
M1CROSTRUCTURE AND COMPOSITION OF ALUMINA SOL-GELS

:L F. NAZAR, *D. G. NAPIER, *D. LAPHAM AND aE. EPPERSON
University of Waterloo, Department of Chemistry, Waterloo, Ontario, Canada

a Argonne National Laboratories, Materials Science Division

ABSTRACT

We have used small angle neutron scattering, static light scattering and 2 7 Al NMR
to examine the structure and composition of alumina sol-gels formed by the hydrolysis of
aluminum alkoxides. For LT sols at low acid concentrations, and HT gels over a wide range
of acid concentration, 27 A1 solution NMR suggests, by the dearth of spectral resonances, that
high molecular weight species are being formed. Analysis of the small angle neutron
scattering data in the Porod regime indicates these sol-gels exhibit a power-law dependence
consistent with mass fractal dimensions ranging from 1.45 to 1.8. These fractal dimensions
are consistent with models based on diffusion limited cluster aggregation. The fractal
dimensions do not differ significantly between LT and FIT sols at the same acid
concentration. However, for both temperature regimes, the fractal dimension increases with
increasing acid concentration, suggesting aprogression to a more compact network. Static
light scattering measurements indicate the Ouiner radii of the cluster aggregates vary from
600 to 2000A.

INTRODUCTION

Alumina sol-gel processing is thought to have an important future in fiber
manufacture, coatings, porous ceramic membranes, and in the formation of ceramic
precursors. In comparison to silica sol-gel processing by alkoxide hydrolysis, the analogoum
alumina chemistry is notably different, but not as well understood. One of the major
differences is in the relative rate of hydrolysis, which is very fast in alumina, but
comparatively slow for silica. For silica sols at acid or neutral pH, this results in the
formation of polymeric fractal structures, which crosslink into a rigid gel structure [1]. For
alumina sols, on the other hand, the processes have not been elucidated, but appear to result
in "colloidal" sol-gels. Figure 1 briefly outlines some previous results which describe the
effects of various processing conditions on the composition of alumina sol-gels. The physical
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and chemical nature of the sol can be modified by changes in temperature, electrolyte
concentration and the addition of solvent in the initial sages of hydrolysis. In many cases,
these effects are not readily reversible.

At low acid concentrations (<0.4 H+IAI mole ratio), hydrolysis at room temperature
(LT) leads to the formation of hydrated-colloidal precipitates [2], which solution NMR
studies indicate contain very small amounts of well defined aluminum hydroxyoxide cluster
cations, with the remainder of the Al in solution being undetectable due to molecular weight
and/or quadrupole brad~i"ng [3]. The small cluster catons have the formulation
Al1 3O4(OH)?A(H2O)l 2 "("All 3"). At hi" acid levels (>0.4 Hf/Al), these species

me sotog th gi3 6 (monomer) [3]. Aging these LT sols at 90"C
leads to the condensation of the All . clusters to form dimers (or trimers) [4].

Hydrolysis at 90"C (HT) leds to translucent sols whose viscosity increases rapidly
with increasing acid concentration. For both LT and HIT sols, the total number of small,
mobile AIxOy cations (All, Al2, Al1 3, etc) increases as the acid concentration increases
[3,51.

In this paper, we present our results of small-angle neutron scattering and light
scattering studies on some sols obtained over range of different processing conditions, in
which the pH and temperature were varied and solid-state NMR studies on the resulting gels.
These probes are ideally suited to determining sol composition and structure over a wide
range of length scales: 27A1 NMR yields information on the local atomic enviroment (very
small length scales); SANS can provide informatign on the average structure of complex
colloid4polymer networks in the region of 10-500A (generally NMR-invisible); and light
scattering is an effective probe at longer length scales, in the vicinity of 500-2000A.
Complementary information about the microstructure of sol-gels hydrolyzed at both low and
high temperature has been obtained from a combination of the techniques.

EXPERIMENTAL

SANS and light scattering studies were performed on five sol-gel compositions
prepared from aluminum sec-butoxide: three sob hydrolyzed at 90'C with 100 moles
H2 0/Alat the following H-/AI molar ratios: 0.07 (HT07); 0.3 (H1103); 0.6 HT(06); and
two were hydrolyzed at room temperature at the latter two ratios, 0.3 (LT03) and 0.6 (LT06).
The Al sol concentration was approximately 0.5M. Samples for SANS were prepared using a
75% D2 0/25% H20 solution for hydrolysis, as this D/H ratio was experimentally found to
optimize the scattering intensity, while minimizing the incoherent scattering. The
experiments were performed using the SAD instrment at the Intense Pulsed Neutron Source
(IPNS) at Argonne National Laboratory. The data were collected in 1mm quartz cells, and
are calibrated to absolute Intnsity. The Q range [Qf(4xA) sin (0/2)] covered by the
instrument is 0.005 -.0.35A-' The datain the high Q-range was supplemented by scattering
measurements carried out at the Chalk River Neutron Laboratories (CRNL).nStatic ight scattering (SLS) measurments were carded out on a Model 5000 Light

Scattering Monophotometer. The solutions were filtered with a 0.2± PTFE fiter and cappedin quartz cells. For each sample, intensities were collected by running 1/4, 1/8, 1/12, 1/16,

and 1/24 dilutions at 10 different scattering angles.
•. 2 7Al NMR solution and solid state magic-angle spinning (MAS) measurements were

caned out on. a Bnker AM-500 spectrometer, operating at 130.12 MHz. NMR shifts are

reported relative to Al(H2 O)6 -3+, which was used as an external standard.

RESULTS AND DISCUSSION

Sm all angle neutron scatterin g and static li ght s at erne

There are tw/o regimes in the small-angle scattering curve that are used in determining
stucture on the scale of colloid dimensions: the Guinier and Porod regions. The Q-range

n tsreg is depe nt on e the a or p cles. In

G ei"ierepon, wnicnoccurs at low Qwhere Q <Re l,(Rg firadius of gyration), the
s ng motensity is approximated by [6]:
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R (or the Guinier radius) is related to the size of the particles in a dilute colloidal solution or
W& correlation length in systems where there are overlapping or interacting chains of
molecules, such as in this case.

The Porod regime occurs at larger Q. where R -I<< Q <a-I (a is the primary subunit
length): this region can reveal informatign on the micgstructure of the alumina network. In
this region the approximation I(Q) cx Q-" holds for compact (non-fractal) particles in the
limit of very large Q, although in general it can be shown that

I(Q) = AQ-n (2)

The power-law exponent, n, is related to the fractal dimension, D, of the particle [6,7]. For
mass fractals of dimension 1< D <3, D=n [6]. The concept of fractal geometry has proven to
be a useful, and natural method of describing the average structure of many colloidal/sol-gel
systems. D has been calculated by theoretical modelling for various reaction schemes
involving particle or cluster aggregation mechanisms [71. Hence, measurement of D, (from a
In-In plot of I(Q) vs Q) can reveal mass distribution within the particle. This, in turn, tells us
something about how the particle was formed, and how its subunits are interconnected.

Figure 2 shows the combined light scattering and neutron scattering data for a
representative sol, HT-06, as a Porod (In-In) plot. The SLS and SANS data were matched in
intensity by a shift factor so that a smooth curve was obtained. The scattering plot shows
behavior of the type expected for colioidql aggregrates with a fractal structure. The SLS data
in the low Q, or Guinier region (Q < R - ), for sols at the highest dilutions (usuallyj/24th)
gave excellent fits to equation (1), usi4 an exponential approximation for l-(RPQJ/3.
Since the particle size distribution is not monodisperse, the R values obtained ftpresent a
root-mean-square radius of gyration of the aggregates. There "as no detectable light
scattering from sol LT-06.

The data in the Porod region were fit to equation (2), to determine the power-law
dependence, D. In each sample, a constant power-law dependence is observed over a more
than a decade of the scattering vector, down to Q= 0.1. The slopesfor the individual samples
for which scattering was observed (HT sols, and LT-03) fell in the range of 1.4 to 1.8. This
is consistent with the presence of large aggregrates (600 - >2000A) with a mass fractal
structure which is maintained down to small length scales. The curves all deviate from a
straight line at smallV (Guiner region), and at large Q, (Q=0.1) where D begins to approach
the Porod limit of Q-: this correlates to a subunit size of 10-20A. These dam are
qualitatively quite similar to those obtained for alumina colloids generated by other methods
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(v,&e ii•ra). The fractal dimension was found to be independent of the D0/H2 0 raio, and
insensitive to a two-fold increase in Al concentration: hence, interference-rom multiple
scattering can be ruled oUt.

The results for all of the samples are summarized below in Table I.

TABLE I - Combined SLS and SANS data

HT 75 0.07 1.46 IPNS a

HT 75 0.3 1.53 IPNS 2000A
HT 75 0.6 1.79 IPNS 720A

HT 25 0.6 1.76 IPNS
HT 0 0.6 1.77 CRNL

LT 75 0.3 1.79 IPNS gOOA
LT 75 0.6 - IPNS

a Not measured
b Sol did not scatter light; the SANS scattering was also extremely weak (see text)

Several observations can be made firn the data. Firstly. for the same acid
concentration, the HT sols have larger aggregate particles than the LT sols. This A* not
surprizing, given the physical appearance of the sols, and is also consistent with 'Al NMR
data [3]. Secondly, in the LT-06 sols, the lack of SLS and the SANS data confirm that the
particles are very small. SANS scattering for this sol was extremely weak. A Guinier
plot gave a very poor fit to the data, and indicated that there is no simple radius of gyration to
be obtained from the data, except possibly at very small Q (a value of 80A or less was
obtained from a fit to four data points). This is consistent with 2AI NMR da*a which
indicate that 70% of the sol contains non-interacting Al 3+7 clusters (R - 4A) and some
monomer, with the remaining 20-30% not being visiblei y solution NMA [3,51. The latter
species are probably present as somewhat larger clusters, which may be giving rise to most
of the scattering in the SANS experiment. The SAS intensity is proportional to the square of
the particle volume, and hence in a polydisperse system, the smallest clusters (it, Al1 3)
contribute much less to the scattering.

The most interesting observations come from examination of the change in fractal
dimension, D. Comparison of D for the sols HT-007, HT-03 and HT-06 shows a progression
from 1.45 -> 1.53 -> 1.78. This implies formation of a more compact structure as the acid
concentration increases, especially as this trend is concurent with a decrease in particle size.
(Note -the change of D with aggregate size is also apparent in comparing the R of HT-03
with LT-03 in which R decreases from 2000 to 600A, concomitant with a incase in D
from 1.53 -> 1.79). Thldecrease in aggregate size, however, could also be due to an actual
decrease in the molecular weight by the loss of subunits. Without accurate measurement of
Mw (which was not possible here), it is difficult to distinguish between the two. However, as
previous studies have shown that the number of small, mobile species increases with
increasing acid concentration for both LT and HT sols[3], we conclude that both factors are
probably responsible.

The D = 1.77 ±0.03 determined for the HT-06 and LT-03 sols agrees very well with
models based on diffusion limited cluster aggregation (DLCA) [7]. D values of 1.78 are
calculated for 3 dimensional aggregation of clusters with a small repulsive barrier, which
represents a relatively rapid aggregation process. The predicted value of D increases up to
2.04 in the case of large repulsive barriers. As mentioned above, fractal dimensions similar
to these, in the range of 1.4-2.0, have been icently observed for other alumina colloid
systems generated by reaction of AI(H 2 0) 6 .+ with OH" at OH/AI ratios of 2.5. Early SAXS
studies on these colloids found a power-law dependence of 2. which the authors suggested
arose from non-fractal sheet-like platelets of pseudoboehmite [8]. Schaefer et al. also
observed the slope of -2.0 in their SAXS studies on 0.1M colloids, which on dilution,
decreased to -1.4. The fractal dimension of 2 was Interpreted as a lattice animal structure
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which swelled and fragmented with the addition of waer[91. Axelnos and Bottero observed a
slope of -1.4 for .lM colloids at very early stages of aggregration, and postulated that this
could be due to a 2-dimensional DLCA process [10]. A summary of some calculated mass
fractal dimensions based on computer simulations of differing aggregation models is shown
in Figure 3, above (from reference 10).

We believe that the fractal structures are being formed by a DLCA process in all of
the sols (except LT-06), and the differences in the fractal dimension are due to modification
of the aggregation process by charge on the clusters in some of the sols. Recently, it has
been shown that lowered fractal dimensions in 2D and 3D aggregation models can be
explained by invoking polarizablity effects in the aggregation scheme [10]. Effectively, two
colliding clusters develop opposite charges on their neighboring tips, thus biasing their
.elative motion. This model gives a modified D = 1.42 in three dimensions, in good
agreement with the values for HT-03 and HT-007. In accordance with this model, we
observe the D values of 1.77 in sols where rheology measurements by Klein et al. have
shown that shear thinning occurs (suggestive of a network connected by weak H-bonds),
whereas D values of 1.4 - 1.5 are observed in sols which display shear thickening, suggestive
of highly charged alumina species [3b,51.

The existence of the fractal structure down to very small length scales suggests that
the subunits of the aggregate are very small. It is tempting to propose the Al 13 cluster as the
subunit on this basis, as other authors have done for the alumina colloids discso above.
However, this can be ruled out in this system, on the basis of NMR evidence. £IAI solution
NMR would not be able to detect the tetrahedral resonance in Al 13 if the cluster were highly
agglomerated, but it would be visible in a solid state spectrum of a gel derived from such a
sol. Figure 4 shows the MAS- 2 7A1 NMR spectrum of gels HT-06 and LT-06. As can be
seen, the tetrahedral resonance of the Al1 - clusters in the LT-06 gel is clearly visible at
62.9ppm in Figure 4a, but is absent in tIeHT-06 gel in Figure 4b. The latter contains only
octahedrally-coordinated aluminum in two sites, with chemical shifts of 0.4 ppm and 7.8
ppm, corresponding to monomer, and a boehmite-like species.

CONCLUSIONS

In summary, our combined small-angle scattering results on alumina sol-gels formed
by alkoxide hydrolysis show that the microstructire of the HT sols, and the low-acid LT sol,
LT-03, are best described by mass fractals over length scales down to 10-20A. The internal
structure of the aggregates change as a function of acid concentration, such that more
compect, and smaller agregates form at higher acid concentrations for both LT and HIT sols.
At high acid concentrations in the LT sols, large colloidal aggregate scattering disappears,
consistent with NMR observations of the formation of Al clusters under these conditions.
Particle formation is well described by a diffusion Qimitedcuser aggregation model, in
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which the fratal dimension of 1.8 is lowered to 1.4 by a cluster-polauizability effect in the
case of charged subunit clusters. These data correlate well with previous rheology
measurements on these sols. The subunits, in the case of the HT sols, do not appear to be
Al 13 clusters, based on 27AI MAS-NMR results.
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ABSTRACT

Small angle X-ray scattering techniques have been used to investigate the shape
and size distribution of Zr(IV) species in aqueous solution. This study has shown that
when zirconyl chloride solutions, containing the zirconyl tetramer, are subjected to
various treatments polymerisation occurs. While ageing and addition of base produces
an increase in particle size the shape remains globular. Refluxing the solutions produces
"rod" like particles of varying length but constant cross sectional radius.

INTRODUCTION

Zirconium chemicals have a wide range of applications from ceramics
manufacture to water repellants, catalysts and paint additives. Treatment of the
zirconium ores produces an acidic solution which is used to manufacture pure zirconium
compounds. When the acid used is hydrochloric acid, zirconyl chloride is formed and in
concentrated solutions this is present as the tetramer [Zr 4(OH) 12(H2O) i]4. This
tetramer is known to polymerise with ageing, heating or reduction of solution acidity,
but the size distribution of the polymeric (ZrIV) species formed has not been widely
studied.

In this work small angle X-ray scattering (SAXS) has been used to study the
shape and size distribution of these polymeric species in solutions of zirconyl chloride
which have been diluted, aged, refluxed or treated with base.

SMALL ANGLE X-RAY SCATTERING (SAXS)

Small anle X-ray scattering techniques can be used to study the structural
features of particles of colloidal dimensions. The particle 'sae is large (10-1000 A)
compared with the wavelength of the radiation used (A = 1.54 ) and there is an inverse
relationship between particle size and scattering angle. The intensity of the scattering
data is measured as a function of scattering vector Q, where

4rs inS
Q = -y----(1)

and 2Iis the scattering angle.
For an isolated particle scattering arises from the constructive interference of

X-rays scattered from electrons within the particle and the intensity is therefore
dependent on electron density. The scattering at low Q is not sensitive to short range

2w
inhomogeneities in the electron density (i.e. < -q). The particles may herefore be
treated as if they had a uniform electron density distribution.

For dissolved particles the scattered intensity is proportional to the square of the
electron density difference between solute and solvent. The radius of gyration (P,
which intuitively relates to the spacial extension of the particle, can be obtained from
the scattering data. A plot of LnI vs Q2 (Guinier plot) [IT, as shown in figure I will give
a straight line of slope R1 /3 in the region Q<1/Rg i.e.
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Figure 1. Guinier plots for 0.5 M ZrOCl2 refluxed for up to 50 hours.

1(Q) u I(0)exp- -rsRS 2 (2)

where 1(0) is the scattered intensity at zero scattering angle and I(Q) is the intensity for
the vector Q. The radius of gyration is related to the particle dimensions. For spherical
particles the radius of the sphere (R.) is given by

Rs = ITT R (3)

For long thin rods, the length (L) is given by

L !!! ftR (4)

Information on the cross section of elongated particles may be obtained from a
"longrods" plot [2] of Ln(Q.I(Q)) vs.Q2 which will give a straight line plot in the region
2w 1

-L-< Q < Vce i.e.

Q.I(Q) exp - [-R-,2 (5)
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where L is the length of the particle and Rc is the radius of gyration of the cross section
(figure 2). For a cylinder

Rcyl Re(6)

INTERPRETATION OF SCATTERING DATA

A curved Guinier plot is an indication that the solution investigated is either
polydisperse or that the particles present are not isometric. Where a plot of Ln(1) vs.
Q2 gave a line with single slope it was assumed that the particle shape was essentially
isometric and we will refer to such particles as "spherical". Where this plot was a curve
and a "longrods" plot did not give a straight line attempts were made to fit values formaximum and minimum Rg values.

PARTICLE SIZE DISTRIBUTION

In a polydisperse system large particles dominate the scattering at low Q and the
smaller particles dominate at high Q. As a result the Ig value obtained from a Guinier
plot is biased towards the largest particle size. The scattering function of such a system
is determined by the shape and size distribution of the particles and it is not possible to
determine both directly. However, it is possible to assume one and detexmine the other
using a suitable modellin4 programme.

Particle size distribution p(r) for a solution can, in principle, be obtained from
the inversion of its scattering curve. Generally the experimental data available is
limited in two resuects- there are only a finite number of observations and these are
subject to experimental error. Thus it is impossible to obtain a unique solution for the
continuous function p(r). The maximum entropy method developed by Potton and
Daniell [31 has been used in this study and has the tdvantage that no assumptions are
made with regard to absent data.

If the particles are assumed to be spherical, the method will produce the
"maximum entropy" distribution of radii that is consistent with the data. If the
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Figure 2. "Longrods" plots for 0.5 M ZrOCl 2 refluxed for up to 16 hours.
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particles are believed to be rods, we have assumed a value for their length and used the
method to produce the "maximum entropy" distribution for the cylinder radius. The
fixed values of the length were obtained from the Guinier plots. The maximum entropy
method was found to be a useful tool in that it gave a thorough test of the consistency of
a model with the data and gave an "unbiased" estimate of the particle dimension.

EXPERIMENTAL

A two dimensional X-ray imaging system was used to detect CuKa X-rays
scattered by transmission through the solutions under investigation [4,51. Aqueous
solutions of zirconyl chloride were contained in 1 mm thick cells with thin mica
windows. Small angle X-ray scattering from these solutions was measured when they
were first prepared and after ageing, refluicing and the addition of ammonia. In addition,
solutions of varying acidity were prepared by adding hydrochloric acid to basic
zirconium carbonate.

RESULTS AND DISCUSSION

Zirconyl chloride solutions which had not been treated in any way exhibited a
small apparent increase in particle size with dilution due to the effect of interparticle
interference in the most concentrated solutions. These particles were essentially
spherical in shape. Extrapolation of Rg values to zero concentration gavr a value of 4 A,
in agreement with the calculated P1 value for a tetramer of 3.96 A. When these
solutions were allowed to age polymerisation of the more dilute solutions occurred but
the particle shape remained spherical.

More extensive polymerisation of these solutions occurred when they were
refluxed for up to 50 hours and with the exception of the 1 molar solution, which was
the highest concentration studied, the particles formed appeared to be rodlike in that
they gave a straight section in a "longrods" plot as shown in figure 2. The radius of
cross section of Rcyj derived from these plots was found to remain at 6.5 A -7.5 A
(figures 3 and 4), while the length (dekived from the initial slope of Guinier plots)
increased with reflux time to around 100 A as shown in figure 3. The particle length
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Figure 3. Plot of particle dimension vs. reflux time for a 0.5 M ZrOCl2 solution.
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also incr ased 'ith dilution and there was a small increase in radius of cross section to

Previous work [4] has indicated that while small angle scattering showed particles
similar in size and shape to that found in this stud,, in aqueous solutions of Zr(IV),
other methods of analysis did not substantiate this. Instead, it was demonstrated that
larger, more globular, particles were present. This apparent discrepancy may have two
possible explanations. It is conceivable that the tetramers polymerise to form large

ofthe straght setion. Aterntely, if "rd hpdprilsaepresent they may
aggregate into larger particles, possibly held together by hydrogen bonds between OH
groups on adjoining chains. Figure 5 shows the structure of a tetramer in aqueous
solution and a possible scheme for polymensation. The consistency in radius of crosssection and the size of the tetramer implies that the polymer is made up from a series of
stacked tetramers linked together by OH groups.

The addition of ammonia to ZrOCl2.8H2O. to give solutions with NH3:Zr molarratio of 1:1, resulted in little polymerisation and the particles remained spherical in
shape. Even when these solutions were subsequently refiuxed polymerisation was less
extensive than that found for solutions which had been refiuxed without base. When
solutions of varying acidity were prepared using basic zirconium carbonate (ZBC) and
HCl as the btartiikg point the results obtained were as expected. With ZBC:HCI ratiosof 1:2 the solutions behaved as a solution of ZrOCLs.As the acid content of the solutions was reduced the particle size became biggerand the shape less spherical. This effect was more pronounced in the most dilutesolutions. While the solutiods were polydisperse in nature, the peak radius qf crosssection was found to be 6.5 A - 7.5 and length of around 25 A - 30 A. Forsolutions with less acid than that required to produce the tetramer (ZBC:HCI l:<2) thebreakdown of the carbonate molecule is incomplete and the persistence of particles of
similar size suggests that the molecule has a backbone which is resistant to acid attack.

SUMMAB.Y
The data obtained from this study have shown that polymerisation of tetramerby aTeing alone is greatest for the most dilute solutions of ZrOCl 2 and that under theseconditions the particles remain essentially spherical i shape. Refluxing of solutionsproduces "rod" like particles which increase in length with dilution and refiux time. Thecross sectional radius remains fairly constant with reflux time but increases slightly with

dilu:2tie on. in eae sa ouino rC

Asltion.Changinn the solution acidity by the addition of ammonia only produces a smallincrease in particle size and the shape remains spherical. Varying the acidity by usingZBC and HCL as the starting point gives a persistent particle size which indicates thatthe carbonate molecule has a backbone which is particularly resistant to acid attack.

ACKNOWLEDGEMENTS
This work was carried out at the University of Bristol wi the financial support

of Alcan Chemicals Ltd. and S.E.R.C.

REFERENCES

1. A. Guinier, Ann.Phys.12, 161 (1939).2. B. Porod, in particles which i caserle. edited by o. Glatter and 0. Kratky
(Academic Press Inc. (Lndon) td., 1982 ,p.32.3. J.A. Potton, GJ.Dsaaiel and B.D. Rainford, Inst.Phts .Conf.Ser. l, (1986).

4. S. Swanton, Ph.D. Thesis, University of Bristol, U.K., 1989.c5. J.E. Batesman, J.F. Conolly, R.Stephenson, A.C. Flesher, C.i. Bryant, A.D.SaLincoln, P.A. Tucker and S.Swanton, Nucl. Inst. and Meth., A2 it, 506(1986).

1I
the car e m e is mm b e w h is p l r t t

ACNWEDEET
Thiswor wa cariedoutat he Uivesit ofBrisol iththefinacia supor

of AcanChemcal Ltd an S.ER.C



PART III

Processing Science I:
Aggregation, Particle Growth and

Concentrated Dispersions



131

Precipitation of Uniform Particles: The Role of Aggregation

C.F. Zukoski, M. K. Chow, G.H. Bogush, and J-L. Look

Departient of Chemical Engineering, University of Illinois, Urbana, 1l 61801

I, Introduction

The conventional mechanism developed by LaMer (1) is often considered as the most

relevant model for describing the precipitation of uniform particles. In this model, the
concentration of a species is slowly increased above its equilibrium value until a critical
concentration is reached and nucleation occurs. The resulting particles consume soluble
species and the supersaturation level is reduced until there is a balance between particle
growth and the generation of reactive species. At this point nucleation stops. Particle
growth then continues by molecular addition of soluble species to the growing particles.
Uniformity is achieved through a short nucleation time and a particle growth mechanism
where the small particles grow more rapidly than the large particles.

In studies of the preparation of uniform particles, the LaMer mechanism is often invoked.
Additional proposed mechanisms include precipitation and redissolution through an
Ostwald ripening process (2), thermodynamic limits where a single particle size has the
lowest free energy (3), and nucleation followed by aggregation (4-11). Distinguishing

between these mechanisms has taken on added importance as methods of scaling-up
precipitation technologies are sought. While it is unlikely that a single mechanism will
be at the heart of all precipitation chemistries, the classes of precipitation mechanisms that
result in uniformity must meet common underlying conditions. Among these are that the
final solids be colloidally stable. If irreversible aggregation occurs at an appreciable rate,
the number density of particles in the suspension will continuously decrease and the
average particle size will grow. A second condition that is closely related to the need for
colloidal stability is that a constant number density of stable, growing particles be
established at some point in the precipitation reaction.

These necessary conditions can be used to compare and contrast various proposed
mechanisms for uniform particle formation. In the Ostwald ripening model developed by

Lifshitz and Slyozou (12), a constant number density of particles is never reached and
standard deviations in particle size distribution reach greater than 50 % of the average
diameter. In typical precipitation reactions, once formed, the particle size is found to be
stable for extremely long periods of time (months to years) and size distributions
considerably narrower than those expected from Ostwald ripening are routinely reported.
Consequently, Ostwald ripening alone is unhLLely to result in uniformity. In the
thermodynamic limitation model, particle size distribution narrows to the particle size
with the Luwest free energy and a constant number density of particles need not be

reached until the end of the reaction. As currently developed, the thermodynamic model
of Feenstra and Debruyn (4) suggests that for a given surface potential and solid
characteristics a unique particle size will result. As a consequence if more reagent is

added to the suspension and solution conditions (primarily those controlling the particle
surface potential) do not change, the number density of particles should grow but the
average size should not increase. In many systems, average particle sizes can be

Mat. Res. Soc. Syrup. Proc. Vol. t18. G1Ifo Maledals Resarch Solely

-A--i



132

increased after an initial precipitation by the addition of more reagent. As a result, the
universality of the thermodynamic model is brought into question. This is particularly
true for the case of silica particles precipitated from alcohol solutions containing silicon
alkoxides, ammonia and water. Here final particle surface potential is observed to be
independent of solution composition for a range of final particle diameters.

The LaMer model meets the conditions discussed above for achieving uniformity by
reaching a constant number density of colloidally stable particles during the nucleation
period. Thus, each nucleus acts like a seed and survives as a particle at the end of the
precipitation reaction. Extensive calculations have shown, however, that small particles
are very difficult to stabilize against aggregation (13,14). Indeed, in later studies (15) of
the sulfur system used by LaMer and Dinager (1) to develop their precipitation model,
particle number density is found to pass through a maximum during the reaction. A
decrease in number density is difficult to rationalize within the LaMer model but is very
suggestive of a growth mechanism where aggregation occurs. These results, and several
studies on a wide variety of precipitation chemistries (4-11,13), indicate that while
colloidal stability is clearly needed at the end of the reaction, aggregation can also play
an important role in establishing a constant number density of growing particles early in
the precipitation process.

In this paper we present recent results supporting the aggregation mechanism for the
formation of uniform particles from the hydrolysis and condensation of silicon and
titanium alkoxides.

I. Aggregation Kinetics

Particles interact through a variety of interparicle forces. These include solvation,
electrostatic and van der Waals interactions. Extensive studies have shown that
incorporation of these forces into descriptions of the dynamics of colloidal suspensions
captures the essential features of suspension behavior. in particular rates of aggregation
(16,17). Within this formalism, the rate of aggregation of particles of size i and j can be
written

where P(ij) is the aggregation rate constant which depends of the particle interaction
potentials and n1 is the number density of particles of size i. Classical colloid stabiltiy
theory suggests that O(ij) has the form

0(i,j) = 2kT(r,+rf)/[3ijr;rW 1 j (2)

where the stability ratio W4 is written

W = (2r,) 7 dr exp(-V1AT)/r2
2r,

I
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W- - W1 , exp Jr1, (r;, 1-l) (3)

Here Vr is the total particle interaction potential which can be decomposed into a sum
of repulsive electrostatic, attractive van der Waals attractive, and repulsive solvation,
potentials and rt = 2r#r/(r1 +r,).

Jr,, is found from the slope of a plot of ln(W,/W,,) vs (rjr,,-l). Jr,, is a measure of how
fast the maximum in VT increases as the particle size grows. J can be calculated in a
straight forward manner if particle surface potentials and Hamaker constants are known
(13,14). Neglected are hydrodynamic interactions that play an insignificant role in the
agruments made here (15). kT is the product of Boltzmann's constant and the absolute
temperature, r is the pair center to center separation and q] is the continuous phase
viscosity.

If one starts with a number density of particles N at time t=0 and allows aggregation to
take place, the time required to reach a number density of particles of N/2 is given by
(16,17):

tV2= I (4)
4kTN

where TI is the viscosity of the continuous phase. If W. is approximated as
exp(4xreFeao2,/kT) for particles with surface potentials Vo, of 12 mV, and r'lius a of 5
rim, a half life of 0.1 s is calculated. Here e, is the product of the pennitivit) of free
space and the continuous phase dielectric constant. However a particle of disnieter 50
rmn has a half life of 40 hrs. Under conditions typical for alkoxide p'ecipitatiors, surface
potentials of 12 mV are often encountered. If the first solid particles fonned are smaller
than approximately 25 an, aggregation is expected to occur on a time s..ale comparable
to that of the precipitation reaction. As a result, aggregation is expected early in the
precipitation reaction. As W. grows with aggregate size, however, interaction potentials
will play a key role in determining if a constant number density of particles is established.

These ideas have been combined into a model for the precipitation of silicon and titanium
alkoxides where particle growth occurs primarily by aggregation and molecular addition
of soluble species to particle surfaces is neglected. While this is clearly an extreme
position to take, as shown below, surpisingly good agreement between measured and
predicted particle size distributions can be achieved. The aggregation model is based on
the assumption that reactions between soluble species result in the formation of primary
particles and these reactions proceed independently of the presence of an insoluble
(colloidal) phase. As a result, particle growth can be written as being due solely to
aggregation where, upon aggregating, the particles coalesce. With these assumptions, the
size distribution of precipitated particles is controlled by the size dependence of P(ij) and
the rate of generation of primary particles and can be found from a solution to
Smoluchowski's aggregation equation

MI
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k-i
&Lj = 1/2 Y. •i~k-i)n(i~t)n•k-i~t)-n•k,t) I: •i~k)ni(i,t) + k.,g(t) (5)

-t i=l i=l

where n(j,t) is the number density of particles containing j primary particles at time t and
g(t) is the rate of generation of the primary particles. By assuming that g(t) has the form
(13,15)

g(t) = g. [exp(-k,t) - exp(-A2t)1 (6)

numerical solutions to eqn. (5) have been generated for a range of colloidal interaction
parameters and generation rate constants that are found for precipitation reactions
involving alkoxides. The results of these calculations suggest that final average particle
diameters, <D>, and standard deviations in particle size distributions, d, can be found
from:

<>= 2r,[3vtiCJ-[C).)/(4xr,3nNs.)i"'I (7)

where Nm = dimensionless number of colloidally stable particles = 2.4x10"N(r,)
and

a = 5x O2 (Jri)rkj".l 1/10 (8)
<D)> L-k, ]

where v is the molar volume of the precipitated material, [CL is the initial concentration
of the source material and [CL is the equilibrium concentration. These correlations are
valid for conditions where Jr, >1.4. For smaller values of Jr, as are found by lowering
the surface potential below 12 mV, the correlations fail. The number density scale rn is
(g./P.)O and the time scale is t. = (,)-,. Here P. = 2kT/3qW, and
& = 3v [CL-[CL)/(4xr,(l/kt-l/0).

These numerical results suggest that from a knowledge of the colloidal interaction
potentials, rate constants required for g(t) and the primary particle size, r,, absolute final
particle diameters and the standard deviations in size distribution can be predicted. Few
systems have been studied in sufficient detail to provide adequate estimates of these
parameters and thus teat the model predictions. Recently we have carried out extensive
studies of precipitation reactions involving silicon and titanium alkoxides where rate
constants and particle interaction potentials have been measured over a wide range of
reagent concentrations. Below we present a comparison of model predictions and
experimental results. First, however, we briefly review the assumptions of the
aggregation model in light of what is known about the detailed chemistry of alkoxide
precipitation systems.

I
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Ill. Alkoxide Hydrolysis and Condensation Chemistry and the Aggregation Model

The hydrolysis and condensation of silicon alkoxides have seen extensive study. Recent
detailed studies of the initiad stages of these reactions suggest that under basic conditions,
silicon alkoxides react as if they were monomers with 3-4 reactive sites and follow the
predictions of Flory-Stockmayer theory (18,23). In this model of polymerization
reactions, the molecular weight distribution is determined under the assumptions that all
reactive sites have the same reactivity and that there is no internal cross linking within
a growing molecule. For monomers with 3-4 reactive sites, the predicted molecular
weight distribution remains peaked at the monomer up to the point of gellation.
Klemperer and Ramamurthi (22,23) have shown that silicon alkoxides follow this
polymerization pathway with the assumption of no internal cross linking becoming an
increasingly poor assumption as the reaction proceeds. However, the molecular weight
distribution remains peaked at the monomer up to the point of gelation.

The molecular weight distribution predicted by Flory-Stockmayer theory suggests that a
low concentration of large molecular weight species is generated early in the reaction.
If at some point, these species become insoluble and precipitate, primary particles can be
formed that can grow either by molecular addition or by aggregation with other molecular
species. Flory-Huggins polymer solubility theory (18) suggests that if a polyme, is
growing in a poor solvent, a critical molecular weight is reached where the polymer is no
longer soluble and undergoes a phase transition. In a similar manner, Tanaka and co-
workers (24) have shown that as the cross-link density is increased in a gel that contains
a poor solvent, the gel will collapse at a critical cross-link density. If either of these
processes occurs in the alkoxide system, collapse will occur first in the largest molecules.
Due to the low concentration of large molecular weight species, such a phase transition
may involve a small number of unstable molecules resulting in a "gel" phase that can
grow by coalescence with other bits of the "gel" phase. Thus aggregation can be looked
upon as the first stages of a transition from a homogeneous system to one containing
polymer rich and a polymer poor phases. Due to accelerated internal cross-linking that
will occur on formation of the "gel" phase and the resulting loss of reactive sites,
molecular addition to the new gel phase is expected to occur at a rate that is substantially
lower than molecular addition to soluble species. As a result growth of the "gel" or
particulate phase may occur primarily by aggregation with freshly formed "gel" phase
rather than by molecular addition of soluble species.

Recent experiments involving silicon and titanium alkoxides confirm that the rates of loss
of soluble titania and silica species are independent of the size or density of particles in
solution (13). These experiments were carried out in seeded growth experiments where
the rate of loss of soluble metal species and rates of particle growth were measured first
in the formation of the seed particles and then in the presence of different number
densities of seed particles. If molecular addition to the particle surfaces is a primary
growth mechansim, the rates of loss of hydrolyzed alkoxide species should depend on
particle size and density. In the experiments involving silicon and titanium alkoxides, the
concentration and rate of loss of hydrolyzed species was found to be independent of size
or number density of the seed particles and to be equal to the rates found in the
homogeneous reactions.

A similar decoupling of reaction rates from the presence of a solid phase have been found
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for the hydrolysis and condensation of titanium alkoxides. Such results are not in keeping
with the LaMer model or the recently published molecular addition model of Matsoukas
and Gulari (29), but are in keeping with the aggregation model where rates of reactions
between reactive species are linked to the presence of a solid phase.

IV Comparisons of Predicted and Measured Particle Size Distributions

If k, and k2 are extracted from conductitvity data for the precipitation of silica (13,25)
eqns. (7) and (8) can be used to predict final particle size distributions. If the parameter
J is estimated from measured surface potentials, estimates of solvation interaction
praneters and Hamaker coefficients, the aggregation model has a single remaining
adjustable parameter, the size of the primary particle. While adjustable r, must fall within
realistic limits and is expected be on the order of 1-10 nm. On the other hard, if r, is

chosen such that eqn. (7) predicts the measured <D>, the same r, can be used in
prediction of d/<D> with no futher adjustable parameters. Such a comparison is given
in Table I.

Note primarily that the ri's required to give a quantative fit to the measured final particle
diameters fall within a physically acceptable range. Secewlly, the standard deviations
predicted with no asjustable parameters, while being systematically low, follow the correct
trends (i.e., standard deviations are largest for the smallest particles) despite an order of
magnitude change in k, and k2 . Due to the changing solution contitions and the dynamic
state of the growing particle surfaces, estimation of surface potentials, Hamaker
coefficients and solvation interaction parameters is difficult. In addition, accurate
d-te.mination of particle size distributions is tedious and as only 200 particles were used
in determination of d/<D>, considerable uncertainity exists in the mesaured values.
Reasonable estimates of colloidal interaction parameters along with measured rates of
reactions between soluble species have been used in generating the predictions presented
in Table 1. As a result, we feel Table I represents a surprisingly good correspondence
between predicted and measured parameters and suggests that the aggregation model may
represent the initial stages of development of a quantitative model for the precipitation
of uniform particles. Origins of the variation in r, with solvent conditions are discussed
elsewhere (13).

The success of the aggregation model in predicting the trends observed in the silica
system suggests that when attempting to control the morphology of precipitates, instead
of focussing on the length of the nucleation time as is done in the LaMer model, attention
should be paid to the colloidal interactions of growing particles. In essence, this was the
conclusion reached by Jean and Ring (26,27) in studies of the formation of uniform titania
particles through the hydrolysis and condensation of titanium alkoxides. These authors
suggested that a polymeric stabilizer, hydroxypropyl cellulose (HPC), could be used to
control particle size distribution. Later studies have indicated that the particles prepared
by this technique are very porous and have poor sintering charateristics (28).

The origin of the large porousity in the titania particles precipitated in the presence of
HPC has not been fully explained. However, a second method of controlling the stablltiy
of particles is to increase the charge on the particle surface. In the case of titania, this
can be accomplished through the addition of acid to the precipitation medium. As shown
in Fig. 1, the electrophoretic mobility of titania particles suspended in ethanol containing

miiI



137

Table 1. Kinetic Parameters and Final Sizes or Particles Precipitated from 0.17M TEOS
at 25*C

[HlOJ [NH' 3] <W9 dt<D>ý k,' ki r,' d./<D"
M M nm s'xl0 s'xl{W nm

3.8 1.0 392 0.06 1.5±0.5 3.2.0.3 4.0 0.03
6.8 1.0 531 0.03 3.2±0.3 5.7±0.6 2.1 0.02
9.5 1.0 412 0.05 5.0±0.5 8.3*0.8 2.6 0.02
15.0 1.0 343 0.06 9.5±1 17±2 3.0 0.02

a) Average fa particle diameter
b) Standard deviation in particle size distribution relative to average diameter
c) Rate constants determined from conductivity measurements. k2 is also the rate
constant for particle growth as found from determinations of particle size (see references
13 and 25)
d) Primay particle size required to give <D> using J = 0.35 in eqn. (7). W, used in
the calculation was 1.6.
e) Ratio of standard deviation in particle size distribution to final average diameter as
predicted from eqn. (8)

water at concentrations used in precipitations of titanium alkoxides increases from a small value
at low acid concentration to a value of -0.7xl0'm2/Vs. At concentrations above -10"'M, no
precipitate is observed. At low concentrations of HC, and high water concentrations (>0.3M)
the particle size distribution is broad and the particles have irregular shapes. For all water and
acid concentrations such that the mobility is above a value of 0.2xl0'm 2 NVs, uniform particles
are precipitated. Examples ae shown in Fig. 2. Changes in rates of reaction can be ruled out
as the source of the uniformity. Measurements of the rate of loss of soluble titamium indicate
that the psuedo-first order rate constant for the loss of titanium is 2 .5"±. 2 xlOass', with no HCI
added as well as at an HCI concentration of 10' M. Finally, the effect of acid shown in Table
I is not limited to HCO as similar results have been observed for H2SO4 and acetic acid. We
conclude that, in keeping with the predictions of the aggregation model, the uniformity associated
with increasing acid concentration is due to an increase in particle surface charge.
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Fig. 1 Electrophoretic mobility of titania particles suspended in ethanol containing
0.25 M H20 as a function of HC' concentration. particlle were precipitsted in-situ
from 0.05 M tetraethylortho titanate.
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Fig. 2 Particles precipitated from 0.05 M tetraethylostho titanate in ethanol
containing a) 0.4 M H2 0 and no acid and b) 0.25 M H2O and 10• M [HC].
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V. Examples Where Aggregation Has Been Implicated During Particle Crowth.

Aggregation as a mechanism for the formation of uniform precipitates has been suggested
for a wide variety of chemical systems. Among these are metallic gold (7), (where we
find ti'st final particle size increases with electrolyte concentration), FeOOH (4-6), and
TiO2 precipitated from TiCI,. The precipitates in these systems are crystalline and, in the
case of gold and iron hydroxide, the resulting particles are observed to have facets. Such
a result suggests that aggregation can occur with a preferred orientation giving rise to
what appear to be single crystals.

Perhaps the best studied system where uniform particles are precipitated is that of
polymer latexes prepared by emulsion polymerization. Here extensive studies indicate
that a constant density of particles is established by aggregation of small primary particles
composed of sytrene oligimers that have grown to a size where they are insoluble in the
aqueous phase (9-11).

Finally we note that large biological and inorganic molecules are commonly crystallized
from solution for structural studies. Molecular sizes on the order of 2-10 nm are not
uncommon in such studies. The resulting solids are crystalline in nature but are clearly
composed of well defined structural subunits. At this level, the distinction between
soluble and insoluble becomes blurred and discussions of crystal growth can occur in
classical molecular terms or with aggregation theoxy where reaction rates are governed
by electrostatic, van der Waals and solvation forces. The distinction between growth of
crystals from preformed molecules and those where the solid is formed through reactions
between soluble species is one of time scale. In precipitation reactions the solids that
undergo aggregation are formed in-situ. In the crystallization of large biomolecules or
inorganic molecules, the subunits are formed via previous reactions and, rather than
growing to a size that is insoluble, these molecules are rendered insoluble through
changes in solution conditions. From this perspective, we see no reason that small silica
or titania particles may not have interaction potentials similar to biological molecules
undergoing crystallization and aggregate to form dense, nonfractal flocs or, in the case
of FeOOH and Au, to form faceted crystallites.
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SIMPLE MODELS FOR PARTICLE AGGREGATION, DEPOSITION AND
SEGREGATION
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ABSTRACT

Most conventional and experimental methods for the formation of
ceramic objects involve the manipulation of small particles and/or
structures comprised of these particles. Consequently, a better under-
standing of the physics and chemistry of small particles could contribute
to the development of better ceramics. Here the results of some recent
computer simulation studies of processes such as particle aggregation,
deposition and segregation are surveyed. More realistic models are needed
to represent accurately the behavior of most real systems.

INTRODUCTION

Many of the most promising approaches to the manufacture of
ceramics with superior mechanical properties involve the manipulation of
small particles. Phenomena such as aggregation, segregation, packing,
sedimentation, sintering and fragmentation are an integral and unavoid-
able part of many of these processes. Consequently, the development of
improved ceramics can be facilitated by a better understanding of the
behavior of large assemblies of small particles. The continual increase in
the power, availability and convenience of digital computers has
stimulated the development of a variety of simple models for the behavior
of small article systems. Despite their unrealistic simplicity, these
models frequently lead to structures and kinetic behavior that resemble
quite closely those observed in real systems. The objective of this short
survey is to describe some of the recent progress in this direction.

AGGREGATION

The aggregation of small particles to form extended structures is a
ubiquitous process that has important implications for ceramic process-
ing. It is an essential part of processes such as sol-gel processing [1]
and can be a major impediment to the achievement of high densities in
compaction processes. The use of computer models to study particle
aggregation has a relatively long history [2,31. However, most of the
recent work in this area appears to have been stimulated by the intro-
duction of the diffusion-limited aggregation (DLA) model by Witten and
Sander (4] in 1981. In this model particles are added, one at a time, to a
growing cluster or aggregate of particles via random walk trajectories.
When a particle contacts the growing cluster, it is joined irreversibly to
the cluster at its contact position. This model leads to the formation of
random ramified structures that have a fractal dimen:ionality (5], D, that
is distinctly smaller than that of the space or lattice in which the
simulation process is embedded. Under some circumstances, this model
can be used to describe fluid-fluid displacement during the drying of
ceramic powders [6], but it does not provide a basis for understanding
most colloidal aggregation processes.

During recent years a variety of models have been developed to
represent the apgregation of small particles to form tenuous random
flocs. The mos simple of these models provide limiting scenarios that
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can be compared with experiments. In most cases real systems have been
found that come quite close to satisfying the conditions assumed in these
models. However, many important aggr.egation processes cannot be under-
stood in terms of simple models and this has motivated the development
of more realistic models that recognize in a more complete way the
complex physical and chemical phenomena associated with most colloidal
aggregation processes.

Simple Cluster-Cluster Aggregation Models

A simple diffusion-limited cluster-cluster aggregation model was
developed simultaneously by Meakin [7] and by Kolb et al. [8]. This model
results in the formation of clusters that have a much smaller fractal
dimensionality (D Z 1.78) than that associated with the three dimensional
DLA model (D z 2.50). This model appears to provide a quite satisfactory
description of the structure and kinetics associated with a variety of fast
aggregation processes in dense fluids [2,3,9].

If instead of following random walk or Brownian trajectories, the
particles or clusters follow linear or ballistic paths, then the resulting
clusters have a fractal dimensionality of about 1.95 [2,3,10,11]. This
model is relevant to the early stages of aggregation of small particles
generated in flames and processes such as the aggregation of ceramic
"nanoparticles" in gases at reduced pressure.

The most simple, and one of the most important, cluster-cluster
aggregation models is the reaction-limited cluster-cluster aggregation
model in which the particles and clusters can be considered to follow zero
dimensional trajectories 112,131. Both the structure and kinetics of
reaction-limited cluster-cluster aggregation can be represented by a
model that proceeds by the following steps starting with a large number
of single particles [14-16]: (1) A pair of particles is selected at random
from the system and the time is increased by a small constant amount

100 DIAMETERS

Fig. 1. A projection of a 10,000 particle cluster generated by a three
dimensional off-lattice reaction-limited cluster-cluster aggregation
model.
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(5t). (2) If the selected particles belong to different clusters, the two
particles are placed in contact with each other after rotating the clusters
to which they belong to random orientations. (3) The two clusters to
which the randomly selected particles belong are tested for overlap and if
no overlap is found, they are combined irreversibly in the contacting
configuration to form a larger structure. Steps (1)-(3) are repeated many
times until a preselected mean cluster size or maximum cluster size is
reached. Using both cubic lattice and off-lattice models clusters with a
fractal dimensionality of about 2.10 are formed [2-3,17]. The simulations
also indicate an exponential growth in the mean cluster size and a power
law cluster size distribution given by

Ns(t) - s-t f(s/S) (1)

Here Ns(t) is the number of clusters of size s at time t and S is the mean
cluster size. The cut-off function f(x) has the form f(x) . const. for x<<1
and f(x)<<l (a rapidly decreasing function of x) for x>>l. The exponential
C rowth in S is in accord with theoretical arguments [181, but the value of
the exponent i: found in the simulations is somewhat larger (,c= 1.7) than
the theoretical value of 1.5. It is not known at present if this discrepancy
represents a fundamental difference between theory and simulation or is a
consequence of finite times and sizes in the simulations. It appears that
the slow aggregation of small particles in a liqL ; can often be described
quite well by the reaction-limited cluster-cluster aggregation model
[2,3,17,19]. Figure 1 shows a -typical' 10,000 particle cluster generated
during a three-dimensional off-lattice simulation of reaction- limited
cluster-cluster aggregation.

Towards More Realistic Models

Although the simple models discussed in the previous section provide
a basis for understanding a wide range of aggregation processes, many
other processes cannot be described in terms of these models. The fractal
dimensionalities of the clusters may be significantly outside of the rather
narrow range of 1.75_.D.-2.15 covered by the simple models and addditional
discrepancies may be revealed by the aggregation kinetics. For example,
Kim and Brock [20,21] have found effective fractal dimensionalities of
1.34 and 1.72 respectively for the aggregation of (large magnetic moment)
iron particles and (small magnetic moment) cobalt particles respectively.
It appears that results consistent with these observations can be obtained
by including long range magnetic dipole-dipole interactions in the
standard cluster-cluster aggregation models [22.

In most aggregation models the inclusion of attractive or repulsive
interactions requires very large amounts of computer time and only very
small scale simulations can be carried out. A partial exception to this is
the reaction-limited cluster-cluster aggregation. In this case the
algorithm must be modified to select potential bonding configurations
with probabilities proportional to the Boltzman factor given by

P!j(f) ax e-Eij(Q) (2)

where Pij is the probability of selecting the bonding configuration given
by the coordinates Q between the two contacting clusters (i and j). The
random selection of bonding configurations with probabilities given by
equation (2) is reasonable provided that attractive interactions do not
overwhelm the short range repulsive interactions associated with
reaction-limited aggregation. Both two (231 and three [241 dimensional
simulations have been carried out using models of this type in which the
interaction energy Eij is assumed to be the sum of pairwise particle-
particle interactions.

-r 4 ~ f ~ r . . ~ .
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0.5 k 0.5

64 8.54

S.514 a.514

84 DIAMERS s4 EAMETERS

Fig. 2. A cluster of 514 particles generated using a three dimensional
off-lattice reaction-limited cluster-cluster aggregation model with a
short range pairwie particle-particle repulsive interaction with the form
ekl (a/rkA)erk•k with the parameters a - 64kT and = do/2 where do
is the particle diameter. Two mutually perpendicular projections of the
clusters are shown.

Eij=- Z Z ekjj (3)
k-i .1-1

where ekv is a simple function of the distance rkebetween the center of
particle kin cluster i and particle A1 in cluster j. Figure 2 shows a cluster
generated using a three dimension reaction-limited cluster-cluster
aggregation model with an interaction energy given by

ekA - L___e-(rkA/t) (4)
rkA

The parameters a and 4 were set to values of 64 (in units of kBT where kB
is the Boltzman constant) and 1/2 (in units of the particle diameter)
respectively. This is an example of a short range repulsive interaction.
The short range structure is influenced dramatically, but the asymptotic
(long length scale) fractal dimensionality is not changed [23,24].

One of the most drastic assumptions associateu wl.th simple cluster-
cluster aggregation models is the irreversible combination of rigid
clusters in the configuration in which they first contact each other. In
many cases it seems quite likely that the initial bonding between pairs of
clusters will be quite flexible permitting reorganization to a more rigid
structure. Figure 3 illustrates a model for such structural reorganization
that proceeds in three stages called bending (Figure 3a), folding (Figure
3b) and twisting (Figure 3c) (25, 26]. These reorganization processes
increase the number of contacts between aggregating pairs of clusters and
increase their fractal dimensionalities.

Figure 4 shows clusters of similar sizes generated using an
off-lattice diffusion-limited cluster-cluster iggregation model with four
restructuring models (no restructuring (IR - 0) in Fg ure 4a, bending (IR -
1) in Figure 4b, be.iding and folding (IR - 2) in Figure 4c and complete
restructuring (bending, folding and twisting, IR - 3 in Figure 4d). Table I
shows the fractal dimensionalities obtained from polydisperse diffusion-

I
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(2) (2)
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(b1)C2  C1 C2
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Fig. 3. Simple restructuring mechanisms that can be incorporated intocluster-cluster aggregation models. The two (rigid) clusters are disting-uished by shaded and empty circles. Figure 3a illustrates the "bendingprocess stage that involves rotation of one cluster about the center of thecontacting particle in the other cluster to form an additional contact.Figure 3b illustrates the "folding* process in which one of the clusters is
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rotated about an axis passing through a pair of contacting particles in the
other cluster. The "twisting" stage (Figure 3c) involves rotation about an
axis passing through the centers of Co particles in different clusters. In
all stages the "rotations" are stopped when an additional contact between
the two clusters has been found.

IR-O IRI
S-5,96 S-5ASO

-i I
is DIAMETERS 10 DIAMETERS

S-7885S.5?23

Fig. 4. Projections of clusters generated using a three dimensional off-
lattice diffusion-limited cluster-cluster aggregation model without
restructuring (IR - 0) and with the three restructuring processes
illustrated in Figure 3. (JR - 1, 2 and 3).

limited, ballistic and reaction-limited cluster-cluster aggregation models
using these restructuring mechanisms. In each case the smallest of the
two possible rotation angles leading to additional contacts between the
two Paggregating" clusters was always selected.

II__I__I_
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TABLE 
I

Fractal dimensionalities obtained from three dimensional cluster-cduster
aggregation models with restructuring.

Model Number of Restructuring Stages

0 1 2 3

Diffusion-Limited 1.80 2.09 2.17 2.18

Ballistic 1.95 2.13 2.18 2.19

Reaction-Limited 2.09 2.18 2.24 2.25

MODELS FOR PARTICLE DEPOSITION AND SEGREGATION

Like the aggregation models described above, simple models for
particle deposition have a relatively long history. The recent interest in
particle deposition models was stimulated by work on closely related
aggregation models [2,3] and by the discovery by Family and Vicsek [27]
that for the ballistic deposition model [3] the dependence of the widthE
characterizing the surface of deposits growing in a strip or channel of
width L (with periodic boundary conditions in the lateral direction(s))
could be described by the scaling form

4(t,L) - LQ f(t/La/W) (5)

where t is the deposition time (mean deposit thickness). The scaling
function f(x) has the form f(x) mxP for x<<]. and f(ix.saturates to a
constart value for x>>La/P. This means that , ~ tPfor t<<LWP and m ~ Lz for
t>>La P. The width 4 is a correlation length describing the fluctuations in
the surfce height in a direction perpendicular to the smooth substrate
from which the deposit has grown. A second correlation length .1
describes the lateral distance over which the height fluctuations persist.
For the ballistic deposition model equation (5) implies that e, grows
algebraically with increasing time

4 II tp/Q (6)

so that the correlation lengths 411 and (4j.) are related by

4-L - 4i (7)

The exponent a is the Hurst exponent [5] that describes the self-affine
fractal scaling properties associated with surfaces generated using the
ballistic deposition model [28] and other simple surface growth models
such as the Eden [291 model.

Most recent surface growth simulations have been carried out using
lattice models. The simplicity of these models allows very large scale
simulations to be carried out that are suitable for exploring the asymp-
totic geometric scaling associated with the growth of rough surfaces.
However, the short length scale structure generated by these models is
not realistic and they cannot readily be used to investigate processes such
as particle size segregation. Figure 5 illustrates a family of three
dimensional off-lattice ballistic deposition models [30]. In these models
spherical particles are 'dropped" onto a growing deposit of equal
particles. in some versions of the model the p articles may follow a path
of steepest descent on the surface after the initial contact has been made.
In this case the motion of the center of mass of the deposited particle

____I
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Fig. 5. Three dimensional off-lattice models for the deposition of
spherical particles of equal size. The deposited particle will stop and be
incorporated into the deposit when its center reaches positions Al, A2 or
A3 in models I, II and Ill respectively. In model IV the deposited particle
continues to follow a path of steepest descent on the surface until a local
minimum has been reached.

may be represented as the motion of a point on the surface of a deposit in
which the radius of each particle has been doubled. In model I the particle
stops at the position at which it first contacts the cluster (with its
center at position Al, in Figure 5). This corresponds to the standard
off-lattice ballistic deposition model first investigated by Void [31]. In
model II the particle follows the path of steepest descent until a second
particle is contacted (position A2, in Figure 5) and the particle is
irreversibly incorporated into the growing deposit at this position. In
model III the particle follows the path of steepest descent until it
simultaneously contacts three particles in the deposit. In model IV the
particle continues to follow the path of steepest descent until it reaches
a local minimum in the surface.

Figure 6 shows the results of small scale simulations carried out
using all four of these models. The density of the deposits increases from
about 0.147 for model I to 0.582 for model IV. The value of 0.582 lies
within (but to the low side) of the range of densities found in a variety of
random packing models (0.57_, ps.0.63). The dependence of the surface
width (•,) on the deposition time appears to be al•g7raic for model I (D =
0.2) but is logarithmic for model IV (t ~ (log-(t)) "u) in accord with the
theoretical work of Edwards and Wilkinson O32% Models similar to version
IV of the off-lattice ballistic deposition model (ballistic deposition with
complete restructuring) have been used to simulate the segregation of
particles of different sizes [33,34]. Figure 7 shows a two dimensional
version of this model. After contacting the surface, the particle follows a
path. of steepest descent consisting of *rolling" and "falling" stages until a
ocal minimum Is reached. Figure 8 shows the results of simulations

carried out using a three dimensional version of this model in which
particles of different sizes (selected at random) are deposited along the
axis of a vertical cylindrical "container'. After contacting the deposit the
Farticles follow a path like that illustrated in Figure 7 until they reach
he floor of the container, reach a local minimum in the deposit surface or
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L= 32 N= 8102

MODEL I MODEL 2

MODEL S MODML 4

Fig. 6. Small scale deposits generated using all four of the off-lattice
ballistic deposition models illustrated in Figure 5. Each deposit contains
the same number of particles.

reach a minimum in contact with the inner wall of the container. Figure 8
* show results obtained using a size ratio, R, of 2 where R - R1/RI and

R1 >R 2 ). The results of a similar simulation with R - 4 is shown in F-gure
9. In general, the degree of segregation increases as the radius ratio (R)
is increased and as the fraction of small particles increases.

In this model segregation is a consequence of the ability of large
particles to roll over small particles while small particles cannot easily
roll over large ones. Size segregation is a ve 7 common phenomena and
there are many mechanisms contributing to i.

SUMMARY

Simple models for the behavior of multiparticle systems provide a
basis for understanding more complex phenomena occurring in ceramic
processing. They provide a sound basis for the development of the more
complex and realistic models that will be needed to accurately represent
the rich phenomenology associated with the development of practical cer-
amics. Some progress has been made in this direction, but we are still a
long way from the development of general models that can be used to
guide experimental work.
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(2)

b

d.

Fig. 7. A iwo uimensional ballistic deposition model used to simulate thesegregation of particles of different sizes. After contacting the surface
(at position 1) the particle follows a path of steepest descent on thesurface until it reaches a local minimum. However, if the particle reaches
a position (such as position 2) at which it no longer contacts particles inthe deposit with centers at a lower height, it falls freely until the deposit
is again contacted.

0
S-.J.

Fi. 8. Cross-sections through a three dimensional deposit formed by
Ilargeparticles (open) with a diameter of 1.0 and small particles(filled"with diameter 1/2 according to the algorithm illustrated in Figure7 along the axis of a cylinder with a diameter of 8.0.
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Fig. 9. Cross-sections through a three dimensional deposit formed by
adding large particles with a diameter of 1.0 and small particles with
diameter 1/4 according to the algorithm illustrated in Figure 7 along the
axis of a cylinder with a diameter of 8.0. In both Figures 8 and 9 the wall
particles are represented by fitted circles and the large particles by open
circles. In Figure 8 the fraction of large spheres is 0.1 and in Figure 9
this fraction is 0.01. The deposit in Figure 8 contains 4818 particles and
that shown in Figure 9 contains 40206 particles.
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MECHANISMS OF SILICA AND TITANIA COLLOIDAL PARTICLE FORMATION FROM

METAL ALKOXIDES
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ABSTRACT

Control of the preparation of monodisperse particles for green body formation can be
achieved by understanding the growth mechanism. Growth processes for colloidal silica and

titania were followed by cryo-TEM, which allows direct observation of the particles in the liquid

state Structural development was tracked by quenching samples at successive reaction times.
The preparation of silica particles involved the formation of ramified species which subsequently
collapsed after reaching a certain size. In the titania system, initially small dense nuclei are

observed which eventually form uniformly textured homogeneous particles.

INTRODUCTION

High quality advanced ceramic materials can be prepared by using unagglomerated
monodisperse powders; therefore, there is incentive to understand methods of producing
monodisperse unagglomerated. Stober et al. [1] first showed that monodisperse silica particles

can be derived from silicon alkoxides, and Bogush et al. [2] demonstrated that control over
particle size and mass fraction can be obtained. In these processes, a solution of silicon alkoxide
monomers undergoes hydrolysis and condensation to form the particles. Barringer and Bowen
[41 demonstrated that an analogous preparation of titania particles was feasible.

In order to understand the growth mechanism that produces monodisperse silica particles,
Bogush and Zukoski performed kinetic and stuctural investigations on the silica system [ 3].

They inferred that nucleation of particles was occurring throughout the reaction, and discredited
the idea of a traditional nucleation and growth mechanism. They proposed a nucleation and

aggregation mechanism whereby small particles nucleate and then aggregate until reaching a
colloidally stable size. These larger, colloidally stable particles diffuse through the solution
aggregating with small particles which are continuing to nucleate. The rate at which the particles
add onto the colloids is sufficient to prevent any of the smaller particles from growing to a

colloidally stable size, thus ensuring monodispersity. A similarly intensive study has not yet
been performed on the titania, however, microscopic investigations on the final dried titania
particles indicate that they appear to be comprised of many smail particles [5].

In order to understand the influence of the processing conditions on the morphology of the
particles, the growth mechanism needs to be understood. This paper describes an comparative

investgation of the structural development in silica and titmnia cofods by cWyo-TEM.
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EXPERD~ENTAL

Silica colloids were prepared from a solution of 0.17M tetraethoxysilane, 1.0-1.3M NH 3,

and LOM to 3.8M H 20 in n-propanol solvent [1,3]. Titania colloids were prepared from a

solution of 0.lM Titanium isqpropoxide and 0.3-1.OM H2 0 in n-propanol [5]. Normal propanol

was used in these studies since it is relatively resistant to electron damage in the TEM. After

mixing the solutions, the titanium colloids were allowed to stand while the reaction

occurredwhile the silica solutions were stirred with a magnetic stirrer during the reaction.
TEM samples were prepared while the reaction proceeded as described fully in reference [6].

At a given time in the reaction, a drop of solution was taken from the reaction vessel and was

placed on a holey carbon grid suspended in a controlled environment chamber. The grid was

blotted to produce thin liquid films in the grid holes. The grid was then rapidly plunged into
liquid ethane which vitrified the solvent. The frozen specimens were transferred to the TEM,

where the structures present in the fast-frozen liquid films were directly observed.

RESULTS

The growth of silica colloids at.l.OM water concentration is shown in Figures la-f. This

solution took 36 minutes to first show turbidity. Figure la shows the cryo-fixed sol at 6 minutes

of reaction. This solution contains no visible particles and is featureless. In comparison a dried

sample was prepared similar to [ 2] at the same reaction time: the dried silica particles of average

size 4uni are shown in Figure lb. Cryo-TEM of sols at 16 minutes (Figure Ic) show that there
are low contrast particles in solution with an average size of 26nm. The low contrast is due to
low density of the particles. At 24 minutes of reaction, high contrast, dense particles can be seen

in the cryo-fixed solution (Figure ld). These particles have a rough texture and an average size
of 20nm. In this micrograph some low density particles are also visible. If a solution is dried at
this reaction time, high contrast particles are seen (Figure le) which have an average size of
30nm at 25 minutes. In addition to the large particles in Figure le, smaller distinct particles are

seen, some of which have attached to the larger particles. Cryo-TEM micrographs taken after

this point in the reaction show only high density particles, and no low density particles can be
seen. Figure If shows particles at 186 minutes into the reaction. In this figure the particles,

average size = 72nim, are supported on the carbon grid, since particles this large break the surface

tension of the thin liquid films. In Figure If, small bridging particles ar seen connecting the
large colloids. The silica colloids grow to an average siz of 200ram in 24 hou•.

Figure 2 shows the silica solution with 2.OM H2 0 75s into the reaction. This solution first

showed turbidity at 4 minutes. Low density particles ar seen similar to Figure Ic. This solution

also contained higher density particles later in the reaction, however the distinct colloids had a

smoother texture than the L.OM water solutions. Cryo-TEM experiments indicated that no
samples of 2.0 or 3.8M wateo content viewed at reaction times les than two-thirds of the time to
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Figure 1: Stages in the growth of silica particles with I.OM
water concentration.

(a) Cryo-TEM of fast-frozen solution after 6 minutes.
(b) Dried sample after 6 minutes of reaction.
(c) Cryo-TEM of fast-frozen solution after 16 minutes;

arrow denotes low density particle.
(d) Cryo-TEM of fast-frozen solution after 24 minutes;

arrow denotes high contrast textured particle.
(e) Dried sample after 25 minutes of reaction.
(f) Dried sample after 186 minutes of reaction;

arrow denotes bridge between particles.

I
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the onset of mrbiai• showed high density particles. (time to turbidity onset tr)

Figure 3a-c shows the development of structure for titania. The sol at t/tr = 0.3 is

featureless) similar to Figure Ia. At t~r - 0.4, Figure 3b shows rough graininess, indicating that

small dense particles in solution, the largest of which are - 2-3 un in size. Figure 3c shows the

structures observed when a solution at V/r = 0.3 is dried on a carbon support grid; again, a rough

graininess is evident. Figure 3c shows particles st t/tr = 0.8 where agglomerates of large

uniformly textured particles are visible with smooth necks between the particles.

DISCUSSION

The most noticeable feature from the cryo-TEM micrographs is that early in the reaction,

them are no dense colloidal particles in solution. In the liquid phase, one sees that there are low

density, i.e. ramified particles present Previous work using the cryo-TEM technique has been

able to resolve silica clusters of 4nm diameter in solution in a base catalyzed TEOS gel [7], so if

there were small, dense, particles of this size present in the colloidal growth process, they would

be visible. Upon drying; however, the low density aticles collapse and can be seen by TEX.
The earliest time that dense particles are present in the micrographs is 24 minutes, and prior to

this time, no dense silica particles are seen. It is also evident from Figure Id, that solutions

which contain dense particles may also contain low density particles indicating that not all
paricles are at the same stage in their growth. The mechanism for structural development in these

silica systems is postulated to be the growth of ramified, low density particles, which at a critical

point in their growth collapse and densify. This collapse is expected to be a function of the size

and degree of ionization of the particle, or the local solvent composition. The collapse may be

similar to phase separation in organic polymers, where the thevoodynamic solvent quality is a

function of the molecular weight [8]. The molecular weight increases until the self attraction of

the molecule overcomes the entropic solvation forces and the particle collapses.

Small particles are seen attached to larger particles in Figure id and small bridging particles
are seen in Figure le, both dried samples. However, distinct small particles are not seen in the

liquid state at these times by cryo-microscopy indicating that the small particles are densified by

drying. These observations combined with the analysis of Bogush and Zukoski [ 3 lead us to
hypothesize that the dense colloids are colloidally stable with respect to each other, however they

can react with the smaller ramified species. We speculate that ramified particles collapse onto the

surface of the colloids during growth, allowing the particles to remain spherical.

In contrast to the silica, the titania does form small dense particles in solution. Unlike silica,

one can see (Figure 3a) small dense TiO2 particles approximately 2-3nm embedded in the

solvent, producing a rough grainy texture. Also unlike silica, titartia solution dried on a grid

(Figure 3 b) show a structure that is similar to that seen in solution by cryo-TEM. The dried

sample has a rough graininess and upon close inspection, individual particles can be identified.
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Figure 2: Cryo-TEM of silica solution with 2.OM water
concentration 75s into the reaction. Arrow denotes
low density particle.

101nm10

Figure 3: Stages in the growth of titania particles.
(a) Cryo-TEM of fast-frozen solution at t/tr = 0.4;

arrow denotes 3nm dense particle.
(b) dried sample at t/tr = 0.3
(c) Cryo-TEM of solution at t/tr 0.8
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At later times in the reaction, Figure 3c, the titania particles are dense and uniformly textured,

unlike the rough textured silica particles. There is also aggregation of the large particles, which

was not seen in the silica system. The aggregates of the particles have well developed necks

between the particles. From the DLVO theory of colloidal stabilization [91, it is assumed that

small particles are less stable towards aggregation than large particles, thus it is expected that the

smaller particles seen in Figure 3a have aggregated to form the larger particles.

CONCLUSIONS

For the growth of colloidal silica produced from alkoxides, there is no evidence of small

dense particles forming early in the reaction. Highly ramified silica structures form and then

undergo collapse after reaching a critical size to form small dense particles. Little evidence for

aggregation of these particles was found. We postulate that these dense particles are colloidally

stable and that particle growth is by the addition of small ramified structures, of too low density

to be seen in the TEM, which collapse onto the surface of the particle when they attach. For the

titania system studied, nucleation of small particles and aggregation of particles was noted.
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The microstructure or interparticle ordering in concentrated
dispersions of colloidal RUM (polymmthylmsthaczylate) particles in a
mixture of tatralin and decalin have bea moitored using light scattering
tadmiq~us. These starically stabilized, uniformly sized, nearly hard,
colloidal sph~eres are oberveEed to edhibit an equilibrium phase transition
from a liquiid-lika ordering to a crystal-like ordering of suspende
particles as the volum fraction of solids inrueases. 7he crystals have a
close packed - ramlI stacked structure. At the largest volume fractions a
nonequilbrium glassy phams results.

Samples at dif ferent volum fractions are subjected to steady and
oscillatory shear flow. Pbur basic structure are observed to exist:
liquid or distorted ii uid-liieg string-like, sliding or randcoy stiacid
layers, and face centered cuibic (FUC) structures. oscillatory mar
stud~ies will be reported hers and are mad an a function of strain
amlplitude and dva histor', -',yidition to volum fraction. Generally,
oscillatory shear is of fev- 1. va -1 riering samles. Por example, an
unstable POC ordering amn irru- . : in an equilibrimm liquidlikce ample.

'Abe nicrostructure of particles in a packed powdr is an Important
factor in determining the etruxfth of a ceramic body. Defects in an
otherwise unifoM microstructurs cocntrate str mn and lead to s~afnicm3.
failure. wihe-f ore, a large ammt of wiork has bean directed at

I iirtaruding ard controlling mcotuur. INsy years ago Bernal and
Scott investigated the m Ic-ro-s truoral properies of an ideal '"paider" mae
from! uniformly SiOed bell bearings. it wsfound in repeated experiments
that, Awhe ball bearings are poured iptc a continer, th- volume fraction
occupied by the srhezu is q%- 0.637'. This is lIsm than the smdmiu
volume fract~ion of 0.74 than t-hase herd I're are arranged in a ctiic
close packed crystallinestructure (either face cantered cubic FM or
hexagonal close pokd~ MO'). Investigation of the ball bearing
mictcstructure revealed a Iu~ arranullint of the sphaers glailar to that
foundi for the atomic arrangemen in pur'. liqide and g1assamr. 7hua this
structure in rx referred to amth Bernal close yedind glo or Barrml
glas.

These Barrel glasses have bean mbjected to oscillatory ahmer
dForintions in rectangular containers havin hinged conmftu * lM the
1ser deformtion is near unity [wall motien parallel to itself equal to

tihe well separation], thne volum fraction of pi was obere to
increase to 0.66. For smalle or larger shear doftnutionu the vl
fraction remaine near the Bernal glass value. Imnvetigation of the

mirotrurzbr of snheared 9181.Ws revealed local island of a*io olam
paCked crystalline s wbwR Evidently, the shetr oscillationsawe
mot effective at mving the .-nre into a mere close Padod structure at
a I xe defermation of unity. Smller deftweatininu do not jovrife snoug
notioni wK larWe defmawtions moe particles a& of closepedud

Mot. fts. sm. Or"9. PvoC. Vol. 1S0. Glow Metuegal "@@*weft soeI"
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registration sites again. The close packed strictues are rot comlete, as
c*,earvedumcr-o~opicelly in the volume traction measurents or in the

in this p aper smxIpertaLI results are presented for the
rosruoireinduced in mods]l hard g,' -r .spenuiielw undergoing

oscillatory sheer flow. WIhose reslts are given as a function of particle
volauav fraction aid strain anlituzde. A simple geometric model of a
strained face centered cubic lattice is developed to interpret and
umlerstand the oscillatory shear inhied ordering. These mesprimeal
results and model calculations, alon with scatterinig diffraction patterns,

stedywharfla masreent ad qulibiu pas bhavicC will be
presnte inmordetal ý . urtermre, hiswor wa ;v1 1sente

at the 3rd Internationa. Coference an Ceraic Pader Processing science,
and this manuscript in largely a repoduction of tins. pr~oceedings (glaiq_.

PrdrSciengs -- in.).
Whiles there are similarities with persystems [e.g. the

interparticle interaction is hard], there are also important differences.
Beonom the particles are suspeded in a solvemt, there are kydr&7=ic
interacticne betweeni particles in zxznequilibrium and sheer f low
coditions. Because the particles; are colloidal, the volum of the sample
is set by the solvent-particle mixture and nead not change under its am
weight like the ball bearin systems described above. Becasue the particle
execute vigaors Brownian notion, the susended particles are not stuzck in
a particular cofiguration but evolve toarnds an equilibrium

am-- -s rucbare. suchi model hard 0 Fur systems are , w 1 1ed to hame an
amorphous or liqaid-like sirsrutr at low volume fraction of particles
vouefatand a transiti 9q to a close packed crystalline structure with ft gsiavo~aafrcion . Specifically, at a samle volum fraction off T-"0.494
an equilibrium fluid state begimns to freeze. At a smlat volme fractian
of - -- 0.545 the melting line in reached aid the sample is fully
crystalline, presmably with an Pa icotucue

EMEREMUML EELUB AND JMI) f

'Ii. colloidal particles used in tHease eerlsots are 0.99gm diamter
polymethyluathscrylate (RIM) apheres which are mxuided in a mixture of
tetralin and decalin. The particles are stabilized against aggregation by
a surface coating layer of poly (22- hydrcaiystearic acid) which~ prodcs a
short ran1ged1 rpuplsive Fo-r e azadimating the model hard 1"nr
interaction, wichd is infinitely repulsive wheni the cente to ote
separation in equal to a particle diamenter aid zero for larger
separations. 7hu these model hard ~*r' system are 1Arce Ito under~go
an equilibrium liquM-liJ. to crystal phmme transition with increasing
particle volume fraction.

The relative standard deviation of the particle radius to thUen in
0.05, such that polydijeraity effects shoud not interfere with the
crystallization procmess. Mimed, an order-dimorde phase transition is
chiserved in thes m leogs s a function of volum fraction. Becaus the
particles settle during the equilibration process, care must be tpin
determining the volume fractiomns %Ihmze lsMtizq aidr" It
in found for those spqles that the f~ressing po=ifnt t . 0.47 ard the
mlting point in at q -0. 52. 2buees values of the volume fraction at the

phase boundkries are at variance with the model hard a' -r valum quotd
above. However, these volume fractions awe determined by drying end
weishing. if scm of the solvent in absorbead into the particle stabilizing
layer effectively lincreasing the particle radla., than tkim In not paqiely
included when&Ting and weighing. Pumsy an a Magen. hae nd
slimilar obervations for wmdlw dimetber RMIaqns with the sam sI
stabilizer coating in a solvint mixture of decalin and carbon dimuslibidm
Mis shift of thn theme baderies is even larger than obsuivd heue. To
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compre with hard sphere, they simply scale their volume fractions such
"tat the value at freezing c~wpridsx to the hard %5tmmr freezing
transiticn. We follow the wsan prcedure sand utiply our masured values
by 1.04 to obtain the scaled values quoted hereafter. 7he scaling
parameters used sand the trau with particle size are consistent with
absorbed solvent but cold also Indicate som softness in the interparticle
interaction.

Tetralin and daca' in have indices of refracticn 1. 54 and 1. 49,
resectively, and are mixed in a ratio oucti that the average solvent indoc
of refraction~ - hue the particle refractive indinc (n,- 1.51). Ir this
way samples with high solids cmntan (gireater than 0.70vlm fraction)
are rendered transparent. 7hum light scatternirq,aixilar to x-ray

scteigfrou pure atomic liqaids and crystals ~, way be used to
dtriethe particle microstriucture of the suspesion. 7hmi scattered

intensity evidences a diffuse Dbyie-Sdierrer rIng concentric with the
incidwit bean for samples having a liquid-like uicrostruxturs and
localized intensity maxiva, for other structures having crystalline or layer
structures. Scattering from the equIlibrium, crystalline phase gives a
crystal powder pattern indicating the existence of rardely oriented
polycrystals. ltae scattered intensity pattern evidncs both intuens
narrow and broad1 diffuse rings oncauentric with the incident baea, a pattern
consistent with a registered but rw ItacJtIL*ng of hImsangal close packed
layers of particles in each crystallite t it m nrrow rings
cOrruspCzI to BaMscatteringl from the regularly 'I - (111) layers,
w~hile the diffuse scattering results fromi a Iau registration of these
samea layers. Such a structure might be eanpected for herd sphere
Interacticre which have neither long range attractive interactions, leading
to an HM ordering, or lcxw range repulsive interactions, leading to EM
(or even body centered cubi) ordering. For charge stabilized colloidal
particle smapuwicaw havin lang range repuly#, interacticrs, the

u Icrsructure is indeed face owiteried ic'

,reduced stress or Peclet nmber Fe, solvent to particle density ratio,
the Wynolds number, strain amplitudie and sesperimuital run tim. 7ha
solve* to particle density ratio (0.75) ise not consUdr an important
paramter for the emperizents dimomamed, become Insignificant
sedimentation occus for the cburation of the @hear aiparluents. Shasr
rates are kept sufficiently low that turbulenc and inertial effects are
negligible, and thuus the Dmynolds nuebr is not important. hew Pe muber
" btis the product of the Iwar rate and a Brownan relaxation tims, '

R-/(kT/_j 0is I pectI to be Important. Blere R is the particle
uskeis 9IM therml eanw, an *, in the solvent viscosity at

tM sear ate FoPr mUl Fe values Brbmian notion d&luwte and the
microtru*tr shoauld be little disturbed from equilibrium. For large pe

values hydrodynamic oweactici dominates the Particle XiorostrtxtUba. bew
role of particle volume fractionu has beow ixm to be siguiificant in
determining equilibriu orde and is empected to remain an important
Paameter at large Fe values. Given the results for oscillatory shear of
the Bhrnal glass, the strain amplitub Is empacte to be a critical
paresete, in these studies. Finally the experiu*ai rim time 14 an
Important Parameter becme e~il'briue micrustruobare may influence
ncnequlilibrium ad str- - -, and a certain period of time is reguireed
to nucleate and grw equilibrium crystalhites.

Tb determine the Importancoe of the experimetal rim time in
oscillatory smar uiperluetm, emmuaument have been made of the
diunionlews Sofet rate of crystals following a psooedere similar to
Anstue et. al . Here a smple In the couuisting liquid end crystal
raglen or In the crystal region is iuesr melted bV bukuling. 2a weple
call is then place an a metallurgioal microscoe wig illuminated by white
light at an angl such that there is BMWg scattering into the abjective at



102

0.015 I

0.010-

0.005

0.000
0.50 0.55 0.60 0.65

rig=R 1. Dimensionless growth rate, UR/D, as a function of particle
volumes fraction. The systoles or r 1 1 , to 0 data for the equilibrium
coexisting Pams or crystal phase samples, * datum for the glass Om'an
smaple, and 13 data from JoWsy d van 11 ge as redtaoed in reftram .17.

the micraomxpe by the (111) planes of praparly orientied crystallites. 7he
size of tins. crystals, whdic for and gra near the 1-ott1 wmrfaos of the
sample cell, ame monitored. Figure 1 gives the dinnicmlms growi rte
results for three different volumes fractionw greater then the freing
value. Hiere U is an averagea linear growth velocity of the crystals for the
period of cibezvaticne before growth in hindered by the prusenoe of other
growing crystallites. D is the StcIkas-Zinotairh diffusincm nwtam: for a

nI1aparticle of radius R in the solvent. Stated differently, to achieve
a linear crystallite dimension of 50u requi~res a time of 2600, 380 and 140
simztes for snle volumes fractions 0.502, 0.521, and 0.35, resectively.
Becatuse the oscillatory shear eaperimental run times are only a few
smintes, equilibrium crystal growth medminams will rot produom crystals at

mecasopicdimnsuion dhiing these experiments.
Theme diowsicnlm growth rate reascts gre qialitativaly with mr

crude measurements made by Funny and van Ibgan usinag mmlli KM sI*r
msual I in decolin and carbon disulphde.7ae rsmultnm' are also
shwm in figure 1. While otw daft increae with vplue fraction due to the
greater liare of er 1aturation, itis suggetedLI that the growth rateI
idcold have a da.im and decrease dke to the increae viscosity with
valume fraction. indeed, a ample with volum fraction 0.61,5 dye.! no
evidence of crystallization for several mothe, and a zero growth ratea is
indiicaetd for this sample by a 0 in figure 1. Hmweve, this is misleading
because there may he a large growth rate but failure to mr~sfte
crystallIite. in thimsamaple. It also dwuld be uem~itiad tint crystals of
macroso~pic dimenion (50um) are oberved awe quickly after the first
rmcleatico of crystallite. in a given samle. 3videmitly, crystallites are
riot comletely birolun up by the shar melting proces and serve as nuclei
for atmemaqent, growth. Thi is also iniucated in otw growth data which do
riot extrapolate to zera crystal radius at zero time. Mwe largisr growth
rate values of Fney and van Isage also are consistent with having finite
size crystal ruaclei at zero time, ninon the growth rate is determindfromi
the time IedI to produin a 50um crystal amemalng zero crystal redium at
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FIGURE 2. aShar oscillation micrtstzucture ph~ase diagram as a function of
volume fracticn and strain amplitude at 3.*3 Hz. Heme the symbols

I V sA~ to C - face cetered cubi corder, S - layer ordering, and! A -
amorphus order. The first symb~ol in a grouping indicates the predoinamnt
ortderny dwrv A face centered ctibic order is allaffid by the FOC model
to the left of the nearly verticel solid line, %tdle to the righit a layer
ordering in exected. MAlo indicated are the FCC model predictions for
caging, bladting and zig-zag notixm. ~ulw~ed f rc ref evena 6.)

zero time. Finally, we note that the groweth rate for HM~ "herd" speres
is an order of magnitude greater than the grmfth rate for silics, "hart"

sphre ".itis otclear AVti this is so, but the BHM perticlas Wn be
slightly soft giving the greater gpwth rate.

ibr coscillatory shear studies" a ccuinwtric cylinder cowette cell is
used, *4ddi has a diamter of 2cm and a gap of 2Wum. A gap of up to imm
wa~s also used to dmdtk for gap aize effects. Nmw~er~e cbmarved. Bm
the smiple in ixvrkx watched and has an index of refraction nearly equal to
that of glass, a lae beau [wevelength 442am] my be directed through the
sample at a variety of angles with req; At to the local i Wyloct
direction in the sample. 11am a large rang of reciproxc spcel
(k-iapace NAY be 6XPlored to aid in Rirsraiedetermination. A sampl
with a given volume fraction is injected into the cell and, before eac
ocaillatorY experiment, randcmixed to haey a scattering pattern
Unaac-riti of simm~a nicrostracture. Eac uqsapriw cowaists of
selecting a strain amlitid and oscillating the inie - sa cell atr at

3.3 Hz for a stimits before mokinig any disevatiaw of the scat I ,
oscillaticm is oawtinwedup to about five minutes. Wile the patter. my
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liquid nicrostructure arid evidences a liquid or distorted liquid
Qic sturube for all strain amplitudes epplied in this eqperiwnt. '11.

next larger voltume fraction i - 0.47_Q is witbin a few per cent of the
freezing value, and the sauple has a liquid nicrostructura in equilibrium.
At wall straini amplitudes the uI --tructure has a distorted liquid order
buxt evidences locaelized arid temporlly periodic intensity dexme which
index to an FCC orderingj anid its twin for strain amplitudies near 1.5. The
orientation of or* of these twins is sham in the top of figure 3.* At
larger strain amplitudles stationary localized intenrity uewdm appear which
aCrreaPmi to a sliding layer struc~ture also ixxmm In figure 3. At even
larger strain amplitudes the uirso~ueis again liquid-like. It is
interesting to note that the crystalline FCC strictures will lt mway with
the cessaticn of the oscillatory shar. At volumen fraction 0.492,
there are owexsting crystal and liquid Phases in~iibrium.Th

deedecon strain amplitudie is siailAr to th 9 .47.9 volume fraction
sample, 11qi- that the FOC structures are doseve at smaller strain
aapl.tizle arid the layer structure extends to larger strain amlitudes.
The (P - 0.53L8 volus fraction maple has a polycrystalline structure in
equilibrium but shows the oriented POC structre at the smallest shtran
amplitudies. The transition to the layer stricture occus at even smalle
strain amplitaudes than the lIia hwdmus rcto sauples. The glass
sample, which has volume fraction- 0.595, evidences a liquid or
ancr~pou aicrastructure for wirthe, if left undisturbed. Hovever, -11
amiplituzedea chw scillations produce onudating amorphous, layer, and 1OC
structure. Large amlitudie strains produc a layer structure.

EISCUSSICl AND Dl lmunamm

layer trczvstoes have been ver d in hfcMnentad
particle susenionsi undergoing steadly dear fl-#
described this structure as hexagonal close packed planes of particles,
where the planes are regularly spaced with re1a;pect to crnr another but
rardony Positioned parallel to the gap separating them. As the volume
fraction inczreases, the gap sqeprating teplane narrow unitl a volume
fraction of 0.60 is reacied, %ten the planes touchi. Our data Iindicaet. less
ranidi Positioning of the layers anid a lowe particle conanrtc in the
layers then that suggested by Hofftn. A simple packing madel" based on
a dshared FCC lattice provides inigh~t into the l'm cbmezved In our
experiments. An YOC lattim Is ixam in figure 3a. 2w. open circles
represent a (111) huaggo.l Close packed layer. Another layer, the x's,
are placed on this layer In one of two possible registration positions
formed bY the dips between particles in the open circle layer. 7b form an
IM structure, the third layer (the closed 69nr1 must be placed at a
registration position on the We ve a hole in the open circle layer. if
it is placed aver a circle, then an wP crystal structure results. Uma a

ri~t o nw egstatonsite ithlaeblotopduean 1ac twin
Me aility tRattelyrInthe fdtndsrbdao

OOCxU~rld by the patrticles. If the 'VolaMS fraction is lies then 0.40, tba
mode] Predicts that layers my elide freely ovr.cn another without
hindrance. This Is prcbebly the reason that no induced 1OC structure is
observed In cur lctwst volum fraction maple. There is simply not emaw*
restriction to forc the particles into the Fcc order. Betren 'volume
fraction 0.40 arid 0.64 the model ptedicts that action is restricted to
oscillations between the two 1W twdins with theI dgree of allowed strain
being reduced with increasing voluse fraction. The moxlinu strain value
allowed by this model iAshownm In figure 2 as a line which IctI fron 2.1
r* a voalue fraction of 0.40 to 0.9 at a volum fraction of 0.64. 21.
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FIG=R 3. FCC model results showing the allowed shor strain notion at
different volume fratici for two orimitaticin of this closest padoe
crystal. (flqV0&2cd from reference 6.)

ageriamntally observed F0_ shmobires are largely to the left of this liro
in the allcamd strain range. Plor the sinll volume fracticiu and the small
strain amVIlbAlse, the amrphou nicrostruturbe is observed, Here the Fe
nurber is near unity end say niot be large enoug to prouceo the EW
structure described above. For volume fractions greater than 0.64, the
particles booms trapped in a cog of nearet neighors and the cmweyance
of the layers to different registration sites is not allowed. Firm3ly at a
volume fraction of 0.74, the particles are tmxtdrg and no noion is
allowed.

Fbr strains larger than that allowed by the osillating Fcc atr'ctuirs,
a new particle microstruczture is required to scoaoxdte the flow. This is
diown in figure 3b, whiere thshexganal claoe pdIuI layer. have becom
orifnted with respect to the velocity to allow mor easy all~ Of layer
over one another. If raws of particles aligned parallel to the velocity
are centered bebieen correqscirding rtaw in neighorirg layers, then the
layer. wy slip over one another weithout hindance up to a volume Creat~ion
of 0.58. Above this volume fraction a zig-za notion of layer. is
necvessary. Agin at a volume fraction of 0.64 particles becom trapped in
a osge of nerest neigh!bors and flow is hindered. '11se sliding layer
structures are observed eqnimerItally to repleo the Fm~ structures for
the large strain amplitudes in figure 2. Theu glass samle does evidenc a
tortured erratic motion at small steady Iiea- flowu, suggesting a zig-zagj
mction of layers. Hwmver, this becms a ,at IImtion at large steeky



shear flowa before dilatant behavior is ehserved as an ixstability in the
sample air interface. Tus, in general, the geotic modl gi•vs a
ruascoable explanation of the piea obmarved.

In teI of possible proosi application it should be noted that
the dxervyed P sraures ad layer suctures aper hoogeus and
unifocm terouxo the sample. Uiile a ample may have a polyczyntaflim
equillbriju structure, the oscillatory sheer produces a single crystal
which fills the %fole sample volims. The scattered intensity mwxi are
broad indioating little long range orrer, but there is a large 1 gree of

oria~qttlordr. Iis is similar to the order pruposed for the hexatlo
;rmne:. It is not nmmom how perfect a long rae order cen be idniwed
in these saml by a sustained owcillatory sar or in an equilibrium
polycristallire sample, w~hich has besk prmoessed by oeoillaticzi for a
period of t4me and then left to arneal. Ma effect of oscillatory shear an
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INTRODUCTION

A key step in the processing of ceramics is the coa,.olidation of powders into engineered
shapes. Colloidal processing uses solvents (usually water) and dispersants to break up
powder agglomerates in suspension and thereby reduce the pore size in a consolidated
compact. However, agglomeration and particle rearrangement leading to pore enlargement

can still occur during drying. Therefore, it is beneficial to consolidate the compact as
densely as possible during the suspension stage. The consolidation techniques of pressure
filtration and centrifugation were studied and the results are reported in this paper. In
particular, the steady-state pressure-density relationship was studied, and information was
obtained regarding the consolidation process, the microstructure, and the average density
profile of consolidated cakes. We found that the compaction processes in these two con-
solidation methods are quite different. In general, a consolidated cake is a particulate
network made up of many structural units which are fractal objects formed d&ring aggregation
in the suspension. In pressure filtration, compaction is a process of breaking up the fractal
structural units in the particulate network by applied pressure; the resulting particle rear-
rangement is produced by overcoming energetic barriers which are related to the packing
density of the compact. Recently, we performed Monte Carlo simulations on a cluster-cluster
aggregation model with restructuring, t 

and found the exponential relationship between
pressure and density is indeed the result of the breaking up of the fractal structural units.

2

On the other hand, in centrifugation, compaction Involves the rearrangement of the fractal
structural units without breaking them so that the self-similar nature of the aggregates is
preserved. Furthermore, we calculated density profile; from the bottom to the top of the
consolidated cakes by solving the local static force b 'lance equation in the continuum
particulate network. In pressure filtration of alumina and Laehmite, the cakes are predicted
to have uniform density. The results of y-ray densitometry3 

on a pressure-flitrated alumina
cake confirmed this prediction. In contrast, in centrifugation, the density profiles are predicted
to show significant variation for cakes on the order of one centimeter high. Moreover, the
pressure-filtered boehmite cakss showed no cracking during drying. This indicated that
pressure filtration is a good consolidation technique for nanometer-sized particles such as
boehmlte. The Improved drying property is probably a result of a minimal shrinkage due
to the formation of higher packing densities during filtration.

PRESSURE FILTRATION

Pressure filtration of a colloidal suspension Involves filtration of a fluid and compaction
of a particulate network. The filtration part Is described by the well-known Darcy's Law,

4

whereas the compaction of the solid part is less understood. During the early stages of
filtration, pressure Is applied to the suspension by means of a piston. At the final stage of
filtration, the piston contacts the cake, and the cake Is compressed (expression4

). When
the piston no longer moves and fluid no longer comes out of the filtrator, the system reaches

I Pacific Northwest Laboratory is operated ror the U. S. Department of Fner• y by Battelle Memorial Institute under Contrast
DE-AC06-76RLO 1830.
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a steady state. We measured the cake density at the steady state by comparing the cake
height to that of the initial suspension. The steady-state density as a function of applied
pressure is shown in Figure 1 for both alumina and boehmite suspensions at various pH
values. The Sumitomo AKP-30 alumina powders have a median diameter of 0.4 Jim. The
Vista Catapal-D boehmite powders are plate-like and have an approximate diameter of
50-100 A and a thickness of 10-20 A. The density was found to be a logarithmic function of
the applied pressure:5.6

(p =AIn(PIPo) + o(1)

where q) is the packing density (volume fraction) of solid particles, P is the applied pressure,
4pj is a reference density, P0 is the pressure at the reference density, and A is the slope.
The reference density is chosen to be the packing density of the dispersed state, which is
0.65 for alumina.

The exponential relationship between pressure and density is the result of the compaction
process and implies the breaking up of the fractal structural units in the particulate network
due to the applied pressure. Resulting densification involves particles overcoming energetic
barriers that are related to packing density. Here, we present an argument explaining how
the exponential relationship may come about. The change in density AqC due to an increment
in pressure AP, AV IAP, is proportional to the probability of overcoming an energetic barrier
for rearrangement, exp(-aqp), where a is a constant. Here, it is implicitly assumed that the
barrier height is proportional to the density. Therefore, we have AP / AID = exp(- aip) which
gives the exponential relationship between the pressure and the density after integration.
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Figure 1 Packing density at steady state by pressure filtration as a function of
applied pressure for micrometer-sized alumina and nanometer sized
boehmite suspensions at various pH values.
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The pressure-filtered boehmite cakes studied showed no cracking after drying for sev-
eral days. However, a mullite-precursor gel made up of boehmite and silica particles needed
to be dried very slowly over a few months' time in order to avoid cracking. The improved
drying behavior Is due to less shrinkage in pressure-filtered cakes. For the boehmite cakes
we studied, tyvical shrinkage is around 10% compared with the typical 50% shrinkage of
boehmite gels. Less shrinkage produces less stress in the cakes and reduces the possibility
of cracking.

CENTRIFUGATION

Centrifugatlon speeds up the sedimentation process of a suspension. However, the
accelerating force is not uniform throughout the suspension and depends on the distance
from the center of rotation. Buscall

8 
showed that one can use an approximate mean force

to describe the forces exerted on the sediment, provided the cake height is much smaller
than the distance from the rotor center. We adopted Buscall's approach and estimated the
mean pressure P as F = fo

2
(R - He)(poHoAp/2 where co is the angular velocity, R is the

distance from the rotor center to the bottom of the cake, He is the cake height, q0 and H0
are the initial concentration and suspension height respectively, and Ap is the mass density
difference between the particle and the solvent. The density as a function of the mean
pressure is shown in Figure 2 for both alumina and boehmite suspensions. The pressure-
density relationship can be described by a power law:

p=rI~fn (2)
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Figure 2 Packing density at steady state by centrlfugation as a function of the
mean pressure for micrometer-sized and nanometer-sized boehmite
suspensions.
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We can define an irreversible bulk modulus, K, as K - dPIdlnV- dP/dlnp where V is
the volume of a given cake.9 Thereby, the irreversible bulk modulus behaves as K = Bip",
where B Is a constant. For boehmite cakes at pH= 7.0, results of Figure 2 can be used to
calculate K = 3.024x0 10 (p3 _8 (dyne/cm2). Previously we measured the storage moduli of
boehmlte gels at pH=5.5 using a rheometer In the dynamic mode, 10 and the results are
G' =4x100q4l(dyne/cm 2). Similar power-law behavior for yield stress a., a function of (p was
also found in polystyrene latex suspensions by Buscalll with an exponent of 4.31.

We have developed a scaling theory10 to relate K and qP, and results indicate that
power-law behavior is attributed to the elastic deformation of fractal structures within the
particulate network. Power-law behavior shown in Figure 2 indicates that the fractal struc-
tures formed during aggregation in the suspension may be preserved in the centrifuged
cake. There appears to be very little restructuring, which is in direct contrast to the behavior
observed In pressure filtration. The results for centrifuged alumina cakes can also be fitted
to the form of equation (2) with n -8 (Figure 2).

DENSITY PROFILE

With the results of the pressure-density relationship available (Figure 1), we can calculate
the density profile from the bottom to the top of a consolidated cake. Based on local static
force balance, Tiller et al.4 have derived an equation for the pressure gradient within the
solid network as

dP TT/. q-= -g~pq - 4 -4 1 - ) (3)

where Z denotes the distance from the bottom of the cake, g is the acceleration of gravity,
Ap is the mass density difference between the solid and the fluid, 1I is the viscosity of the
fluid, k is the permeability of the cake, qp/ is the volume fraction of liquid, and ql and qs are
the flux of the fluid and solid, respectively. In the final steady state, q/ and qs are zero and
we can ignore the second term on the right-hand side. Now we can substitute the empirical
relationship between density and pressure, equation (1), in equation (3) to obtain a differential
equation for the density profile. After integration, we obtain

ApgA
Ei(q•/A) =Ei(ipmax IA) - -PO- exp(oI0 /A)Z (4)

where Ei(x) is the exponential integral

. ef
Ei(x) T . (5)

In equation (4), the argument of the exponential integral is x = q4/A. The values of Ei(x) are
tabulated in mathematical tables. It should be noted that equation (4) describes the behavior
of density profile when the packing density at the bcttoni of a cake @imax is given. The
present approach does not predict the value of itmax. With the experimental data of A, P0,
"q,0, and Vrmax for a particular material, the density profile can be calculated. For alumina at
pH=8.5, with WPmax=0 .5 , we get EI(qpIA) =352.5 -8.2x10- 3Z, provided Z Is measured in
cm. This Indicates that the density profile is constant since the first term on the right-hand
side is much larger than the second 'erm. Similarly, for boehmite cakes at pH=3.5, with

ipmnax= 0.3, we get EI(il1/A) = 3.8 -0.4x0- 4Z. Therefore for pressure filtration, the consoli-
dated cake is predicted to have a uniform density profile from the bottom to the top of the
cake. Recently, we measured the density profile of pressure-filtered cake using 7-ray
densitometry.3 For alumina at pH=8.5, the density profiles are shown in Figure 3. As is
clear, in the final steady state, the density profile is uniform. Therefore, our prediction
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based on the empirical pressure-density relationship is in good agreement with the direct
density profile measurement.

The density profile of centrifuged cakes can be calculated similarly. There are two
differences, however, from the pressure filtration calculations. First, the acceleration of
gravity, g, should be changed to the corresponding effective acceleration of gravity, ge = (02R,
assuming He< <R. Second, the pressure-density relationship is changed to a power-law
behavior, equation (2). Incorporating these two changes, we obtain the equation of the
density profile for centrifugation:

,n-I xn-I _(n - A ge

n Tmaxn - 1)ge (6)

For alumina with pH=8.5, Tmax=0.4, and ge=824g, we have (p
7

-
27 

= 1.3x10-
3 -2.57x10- 4

Z.
Whereas for boehmite at pH = 7.0, Pmax = 0.03, and ge = 824g, we have
qT2.68 =8.29x10- -2x00- 6

Z. Based on these equations, it can be seen that for a typical

cake height of 1 cm, there will be significant density variations with elevation. The density
profile of flocculated alumina at pH = 8.5 in gravitational sedimentation has been studied by
y-ray densitometry. 3 

The density profie showed sharp decreases from the maximum density
at the bottom, in qualitative agreement with our prediction.
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Figure 3 Density profiles of a pressure-filtered alumina cake (pH - 8.5) at

various time steps, based on -ray densitometry. The density profile
at steady state (expression) is uniform with elevation.
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SUMMARY AND DISCUSSION

Two consolidation techniques, pressure filtration and centrifugation, were studied and
the steady-state pressure-density relationships obtained. It was found that for pressure
filtration the pressure-density relationship has an exponential form. The exponential form
implies that compaction is a restructuring process where the movement of particles requires
overcoming energetic barriers which are proportional to packing density. For centrifugation,
the pressure-density relationship exhib'ts a power-law behavior. Power-law scaling suggests
that the centrifuged cakes contain fractal aggregates which were formed during aggregation.
The two consolidation techniques involve different compaction processes, resulting in dif-
ferent structures within each cake. Furthermore, we calculated the density profile within
the cake, using the empirical pressure-density relationship. The pressure-filtered cakes are
predicted to have uniform density profiles. The constant density profile was confirmed by
the results of y-ray densitometry on a pressure-filtered alumina cake. On the other hand,
centrifuged cakes are predicted to show density variations for cakes a few centimeters in
thickness. Previous y-ray densitometry results on sedimented alumina cakes showed sig-
nificant density variations, in qualitative agreement with the prediction.

Finally, we comment on the validity of equation (2). The data in Figure 2 can also be
fitted to the form of equation (1) due to the finite number of data points. However, when
the data is fitted to equation (1), the irreversible modulus is too large to be physically
reasonable. For instance, for boehmite cakes with pH= 7.0 at p0=0 .1, the power-law fit gives
K=6.3xl0 6

(dyne/cm
2

), whereas when fitted to the logarithmic form of equation (1), it gives
1.3x10 1 1

(dyne/cm2
). Therefore, the power-law behavior of equation (2) is indeed more

appropriate for description of the centrifuged cakes.
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SUSPENSIONS

LISA A. MONDY" AND ALAN L. GRAHAM"
*Sandia Natioual Laboratories, Division 1511, Albuquerque, New Mexico 87185
"*Los Alamos National Laboratory, MEE-4, Los Alamos, New Mexico 87545

ABSTRACT

We give an overview of some of the experiments currently underway to study the cou-
pling of the microstructure and rheology of concentrated suspensions. Nuclear magnetic
resonance imaging, real-time x-ray radiography, and refractive index matching allow the
viewing of particles in concentrated suspensions. Both shear flow experiments and falling
ball rheometry are reviewed. In the slow flow of these suspensions of large, hard, parti-
cles in a viscous Newtonian fluid, colloidal forces are negligible and hydrodynamic forces
dominate.

Large local concentration changes are shown to occur rapidly in suspensions of uniform
spheres subjected to flow between concentric rotating cylinders. Suspensions of spheres
with a bimodal size distribution not only show similar phenomena, but also exhibit particle
separation according to size. In addition, the large particles in the bimodal suspension
migrate into ordered, concentric, cylindrical sheets, parallel to the axis of the cylinders.
These sheets of particles rotate relative to each other. The particle migration and structure
formation induced by this inhomogeneous shear flow is believed to be responsible for
torque reductions and other anomalous behavior witnessed during the rheological testing
of concentrated suspensions reported in the literature. Thus, suspensions may not always
be characterized by a viscosity that is a scalar material property.

Suspensions of fibers also show markedly different rheological properties when the
particles are aligned by flow. Falling ball rheometry is shown to be an effective tool to
determine the bulk viscosity of a suspension while only slightly influencing the microstruc-
ture. This is illustrated by showing that falling ball rheometry can isolate the effect of
orientation on the viscosity of a suspension of fibers.

INTRODUCTION

The microstructure of a concentrated suspension influences the macroscopic flow prop-
erties of that suspension and, therefore, affects such processes as injection molding of
ceramics or the incorporation of reinforcing fibers into ceramics. In turn, the flow of the
suspension influences the microstructure in a tightly coupled process.

Migration and ordering of suspended particles have been hypothesized to cause viscos-
ity measurements that vary with total strain of a sample."', Microstructural changes in the
shear flow of colloidal suspensions of both spheres and fibers have been inferred via light
scattering techniques.3' 4 We observe similar phenomena in suspensions of large spheres
(600 pm < diameter < 3.2 mm) using nuclear magnetic resonance (NMR) imaging. This
noninvasive technique has recently shown great potential in the study of two-phase flow.'
The experiments discussed in this paper were performed in collaboration with Drs. S. A.
Altobelli and Eiichi Fukushima of Lovelace Medical Foundation.

We show that NMR imaging allows the study of flow-induced particle migration in
concentrated (solids volume fraction > 0.50) suspensions. Concentration profiles are eas-
ily determined, and good spatial resolution obtained. When subjected to flow between

Mat. Res. Smc. Syrup. Proc. Vol. 180. 01990 Matedals Research Society
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rotating concentric cylinders, neutrally buoyant particles migrate away from the inner

rotating rod toward the outer fixed cylinder. This migration occurs in suspensions of
monodisperse and bidisperse spheres. The monodisperse spheres migrate until the region
of lowest shear rate (near the outer wall) contains approximately the maximum concentra-
tion of spheres possible for random packing. A similar migration occurs in suspensions of
bidisperse spheres. Furthermore, in these bimodal suspensions, concentric bands of larger
particles form after shearing. Visual observations of opaque particles in bands near the
outer wall of the apparatus show that the larger spheres are arranged in two-dimensional
hexagonal close-packed (hcp) sheets that rotate relative to each other.

This is a dramatic illustration of shear-induced formation of structure in suspensions.
If such phenomena are caused by shearing a suspension, then one must confront the
need to determine the viscosity of a suspension without changing the suspension viscosity
through the very act of measuring it. Conventional viscometers all employ flow fields that
tend to influence the microstructure of the suspension. For example, suspended fibers, if
not subject to strong, randomizing, rotary Brownian forces, will tend to align in shearing
flow; hence, the measurements will be performed on suspensions having flow-induced
anisotropy.

We show that falling ball rheometry may be used to determine the bulk viscosity of a
suspension with little effect on the microstructure of the suspension. If the size of the probe
(the failing b',O) is of the order of the characteristic length of the suspended particles,
the ball disturbs the original microstructure of the quiescent suspension only slightly as
it falls. We discuss experiments, performed in collaboration with Dr. R. L. Powell of
University of California-Davis and Dr. M. Gottlieb of Ben Gurion University, Israel,
which illustrate the use of falling ball rheometry to determine the viscosity of suspensions
both of randomly oriented rods and of approximately aligned rods. We find that the
viscosity in the direction of the aligned rod axes is significantly lower than that with the
rods randomly oriented. Furthermore, the viscosity of the oriented rods agrees well with
the viscosity measured with rotational rheometers, implying that the rod alignment we
set may mimic that induced by shear flow.

NMR imaging experiments showing shear-induced ordering of suspensions of spheres
will be detailed in the following section. The third section will discuss real-time radiog-
raphy and index-matching techniques that allow falling ball rheometry in suspensions of
both spheres and fibers. Here, we will discuss falling ball rheometry as a tool to explore
the effect of microstructure on the bulk viscosity.

SHEAR-INDUCED DIFFUSION AND CRYSTALLIZATION IN SUSPENSIONS OF
SPHERES

NMR Imaging

The distribution of particles and suspending fluid in concentrated suspensions is dif-
ficult to measure because observation of the interior of a flow field is obstructed by the
high particle density. Most suspensions are opaque even at relatively low particle con-
centrations. However, the noninvasive method of NMR imaging does allow analysis of
the particle distribution profiles in such suspensions. Background material on basic NMR
phenomena can be found in standard NMR textbooks.,sT Some details of our specific use
of NMR imaging techniques will be given in the following paragraphs.

;I
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Experiments involving the flow of concentrated suspensions between rotating concen-
tric cylinders currently are being performed in collaboration with Drs. Steve Altobelli and
Eichii Fukushima at Lovelace Medical Foundation. They have developed the capability of
imaging suspensions using a horizontal bore, superconducting, 1.9 T magnet controlled by
a NALORAC, Inc. (Martinez, CA) imaging/spectrometer system. The precisely timed
sequence of gradient and rf pulses and data acquisitions used is an adaption of a "spin-
warp" technique.7 A single 100-mm "birdcage" type rf coils generates the rf pulses and
detects the NMR signal in these experiments. The signal is extracted from the spectrome-
ter and is processed offline. The original timae-domain data are acquired in quadrature and
images are calculated from these data by two-dimensional Fourier transformation. Each
time-domain data set is a 128 by 128 complex array obtained by averaging the results
of four to eight phase-cycled image acquisition sequences to optimize the signal-to-noise
ratio. The modulus of each resulting picture element of the image is mapped to intensity
or color for display.

The fluid in the imaged slice of sample gives a full-intensity signal and the particles
give no signal. The normalized value of the image intensity is proportional to the density
of the liquid phase protons in a volume element. The NMR image then can not only
provide visualization of the particle structure but also quantitative information about the
concentration of particles as a function of location.

The Couette Flow Experiments

We will discuss the results obtained when two highly concentrated, model suspen-
sions were subjected to wide-gap, annular, Couette flow. Both suspensions consisted of
polymethyl methacrylate (PMMA) spheres in a Newtonian oil. The spheres in the first
suspension were approximately monodisperse with a mean diameter of 600 pm. The
spheres in the second suspension were a mixture of 720-i•m-mean-diameter spheres and
individually ground, 3.175-mm-diameter spheres (Clifton Plastics Company) to fornt a bi-
modal size distribution. Thirty-five percent by volume of the particles in this suspension
were the small spheres and 65% by volume were the large spheres. Total solids contents
of the two suspensions were 50 vol% and 60 vol% for the suspensions with monomodal
and bimodal size distributions, respectively.

The Newtonian suspending liquid used is discussed in detail in the section entitled
"Refractive Index Matching to Produce Transparent Suspensions". This composition was
chosen to match the density of the PMMA spheres at 21.5°C (1.185 g/cm3 ). Although
the temperature of each suspension was controlled only by the room air conditioner, no
settling of the suspended particles was detected over the duration of the experiments.
This liquid has been used in our laboratory in experiments based on optical techniques
because it also matches the refractive index of the PMMA; however, this property is not
necessary when using the NMR technique. The viscosity of the suspending liquid was
4.95 Pa-s at 21.5*C.

Two concentric cylinder (Couette) devices were built. Each consisted of a rotating
solid PMMA cylinder concentric in a fixed outer PMMA tube capped with solid PMMA
disks. These were wide-gap Couette devices designed to produce an inhomogeneous shear
field in the gap. The gap sizes used corresponded to about 32 times the diameter of
the particles in the monomodal suspension and about 7 times the diameter of the large
spheres in the bimodal suspension. The inner rod was turned at approximately 48 rpm
by a variable speed motor. This gave shear rates from about I to 10 sec-1 (assuming a
Newtonian fluid response) across the gap of either apparatus.

I
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The motor was stopped periodically and NMR images were taken of the resulting
particle structure. Because buouyancy, Brownian, and surface forces were negligible in
these suspensions, no particle movement was expected to occur in the few minutes it took
to collect an NMR image. End effects were minimized by making the length-to-diameter
ratio of the device sufficiently large and examining each sample specimen near its center.

Images were taken of a cross section of the Couette, perpendicular to the Couette axis,
about midway along the apparatus. This slice was 24 mm thick in the axial direction.

For each image the centroid of the image was computed, corresponding to the Couette
axis. Then the average values of the image intensity in concentric annuli about the
centroid were computed. These values were normalized so that the average intensity of
the image depicting the initial state matched the known fluid fraction. Thus, with this
relative calibration we could estimate the fluid fraction in each concentric annuli of each
image, giving the fluid fraction as a function of radius and time (or strain).

The resulting information on fluid fraction as a function of radial distance from the axis
of the device showed that substantial particle migration away from the inner rod began to
happen immediately upon rotation of the inner rod. With the monomodal suspension, the
inner rod was stopped for the first time after 10 revolutions and NMR images were taken.
The fluid fraction near the inner rod increased noticeably after only 10 revolutions of the
inner rod. The radial distribution of particles did not appear to change substantially after
2500 revolutions. The data taken at this point, apparently at steady state, indicate that
the fluid fraction had reached a low of about 0.40 at the outer cylinder. This corresponds
to a solids fraction of about 0.60, a value near the maximum value for random packing of
monodisperse spheres (0.63). A reviewer pointed out that closest packed (hcp) layers of
spheres randomly stacked upon one another, but free to slip, occupy a volume fraction of
0.60. However, details of the packing structure for monodisperse spheres will have to wait
for the results of experiments currently underway using higher resolution NMR imaging
on suspensions of larger monodisperse particles.

After steady state was obtained with clockwise revolutions of the inner rod, the motor
was reversed and the inner rod was rotated counterclockwise for approximately the same
number of revolutions. The data remained unchanged with the reverse rotation, and,
therefore, the particle-concentration distribution remained at the steady-state value. This
irreversibility is consistent with the proposed mechanisms of shear-induced migration of
particles or "hydrodynamic diffusion" down a shear-field gradient.',

The particle migration occurred almost entirely in the radial direction. No significant
axial migration of colored marker particles was detected in the bimodal suspension. Fur-
thermore, NMR images taken near the ends of the Couette device were not noticeably
different from those taken at the center of the device.

For the suspension of spheres with a bimodal size distribution, changes in the con-
centration profile of the suspension were again seen very quickly upon rotating the inner
rod. The initial and final images are shown in Figure 1, with the light areas indicating
the presence of liquid. Individual large spheres can almost be distinguished, although the
thickness of the imaged volume results in a blurring of the particles. The initial state looks
relatively uniform with the particles dispersed randomly. In the final image, the bright
area near the inner cylinder represents a higher fluid fraction, indicating that the fluid
fraction is significantly higher near the inner rod (the region of highest shear rate) and
lower near the outer cylinder. In addition, definite indications of structure can be seen as
the fluid fraction oscillates rather than decreases monotonically with radial position. We
can see distinct bands of larger spheres interspersed with fluid and smaller spheres. From
visual observations of the band near the outer wall of the apparatus, the larger spheres in
this layer appear to be hexagonal close-packed. Although individual small spheres cannot
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be distinguished at this resolution, we infer from the concentration data that the smaller
particles are interspersed throughout the suspension but are predominantly in the regions
between the outermost layers of large spheres. One way to look at this phenomenon is
to consider the concentric shells to be formed in order to minimize the force necessary to
turn the center rod. This conjecture is corroborated by our observation that the torque
required to turn the center rod decreases with increasing number of rotations until steady
state is achieved.

FALLING BALL RHEOMETRY IN CONCENTRATED SUSPENSIONS

Real-Time X-Ray Radiography

Radiography using penetrating radiation such as x rays is another method to image
opaque suspensions. If the imaging is on a fluor, the image may be electronically amplified,
observed by a video camera, and recorded on videotape. This technique allows the tracking
of high-Z-number tracer particles within the suspension.

We have used a variety of x-ray generators in this technique. Most commonly we
use a fixed x-ray generator, manufactured by Philips, to produce a beam with a 150 kV
constant potential, a 20 mA current, and a 1.2 mm focal spot size. The beam is collimated
to limit the radiation beam to the area of inspection, minimizing unwanted, scattered
radiation that could interact with the fluor and degrade the image. A high-energy x-
ray image intensifier, manufactured by Science Application Inc., is used to convert the
x-rays to light. This system offers a choice of three sizes (100, 150, or 230 mm diameter)
for the x-ray field of view. Once formed, the radiographic image is viewed by a video
camera placed at the output of the image intensifier. Video recording of the image allows
immediate playback of the event.

The use of two complete x-ray systems focused on the same point provides a stereo
view of the tracer particles for three-dimensional tracking. The video system can support
two cameras simultaneously. The use of split-screen recording ensures the synchronization
of the two images. With this stereo view, we obtain four screen coordinates to determine
three spatial coordinates of the centroid. This is an overdetermined systems problem that
lends itself to linear regression analysis. In collaboration with Prof. Howard Brenner and
Mr. James R. Abbott, both of M.I.T., we have used the process described by WaltoniO
to determine the laboratory-fixed coordinpls from the camera coordinates.

The accuracy in laboratory space depends on the field of view, determined by the
needs of the particular experiment. In the experiments on model suspensions, discussed
in the following subsections, an area about 150 x 75 mm is imaged on each split screen.
This implies that the accuracy in the measured position of the particle is within 0.02 cm.
(However, note that with an x-ray microfocus, a typical field of view is only 10 mm x 10
mm, and very small particles can be tracked accurately. We have successfully tracked steel
balls with diameters of 432 um, both while they were settling in a propellant simulant
and while they were moving with the simulant in capillary flow.ii)

Refractive Index Matching to Produce Transparent Suspensions

Although real-time radiography has the distinct advantage that it can be used with
any opaque suspension, the tracking of tracer particles can be accomplished optically in
a transparent suspension. We have developed the three-component, Newtonian liquid,
mentioned previously, that matches both the refractive index and the density of PMMA.
Therefore, transparent suspensions of neutrally buoyant PMMA particles can be made.
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This suspending liquid is a solution of practical grade 1,1,2,2 tetrabromoethane (TBE)
from Eastman Kodak (14.07% by weight); UCON oil (H-90,000), a polyalkylene glycol
made by Union Carbide (35.66% by weight); and Triton X-100, an alkylaryl polyether
alcohol from J. T. Baker (50.27% by weight). A small amount (about 0.1% of the weight
of TBE) of Tinuvin 328, made by Ciba-Giegy, is dissolved in the TBE before mixing to
prevent the breakdown of TBE when it is subjected to UV radiation. Similar solutions
with various viscosities can be made by using different UCON oils, which can be pur-
chased in a wide range of viscosities.

Falling Ball Experiments and Suspensions of Spheres

Both of the methods discussed above have been used by us and by our coworkers to
track the path of a dense sphere settling slowly through a quiescent suspension. In a
single-phase Newtonian liquid, the terminal velocity of the sphere is directly related to
the liquid viscosity by Stokes' law,1 2 corrected, if needed, for the increased drag on the
sphere that occurs because of the presence of the container walls.13 In a suspension an ap-
parent viscosity can be measured as if the suspension were representable as a hypothetical
Newtonian liquid.14

We have measured the viscosities of suspensions of 5% to 55% by volume of uniform
PMMA spheres in various density-matched Newtonian liquidf, usually a mixture of UCON
oil and TBE. Suspended spheres from 3.18 mm to 12.7 mm in diameter have been used.
A ball composed of any metal such as brass, nickel, or tungsten carbide is a sufficient
x-ray attenuator, relative to the liquid, the suspended particles, and the container, to
produce an x-ray image that can be tracked as the ball falls through the suspension. Balls
of opaque plastic, glass, aluminum, and corrundum have also been used in transparent
suspensions. Typically, we use balls of a size fairly close to that of the suspended spheres.
The suspensions are held in temperature-controlled cylindrical columns and are stired
before each experiment to achieve a uniform distribution of suspended particles.

The discrete nature of the suspension is readily apparent in falling ball experiments.
We observe that a large ball falls smoothly through a suspension of smaller particles
and its velocity appears fairly constant. Passage of a ball of the same diameter as the
suspended particles is extremely erratic. Periods of almost no motion, as the falling ball
approaches and "rolls off" suspended particles, alternate with periods of almost free fall
in the interstices between suspended spheres. However, a statistical analysis reveals that
the average terminal velocity of the ball, measured over a distance (usually between 100

and 1000 suspended particle diameters), is reproducible.
Furthermore, if this terminal velocity, corrected for Newtonian wall effects, is trans-

lated into a viscosity, this viscosity is independent of the size of the failing ball relative
to the diameter of the suspended spheres over a wide range of falling ball sizes. (Anoma-
lous behavior can occur with very small or very large balls, though.'5 ,16 ) For moderately
concentrated suspensions (below about 30% solids), the average relative viscosity (I,,
the viscosity of the suspension normalized by the suspending fluid viscosity), agrees with
independent measurements taken in shear and capillary rheometers'7 (Figure 2). These
rheometers generally indicate that moderately concentrated suspensions of spheres be-
have as Newtonian fluids, without the anomalous strain-dependent results of the higher
concentrations. Therefore, the falling balls experience the same average resistance to mo-
tion that they would experience if the effects of the numerous surrounding spheres were
replaced by a hypothetical, Newtonian, one-phase fluid, characterized by the suspension
viscosity.
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Figure 2. Comparison among the relative viscosities of spherical particle suspensions
meaaures using falling ball rheometry and those measured using shear and capillary
rheometers.

1 7

Falling ball rheometry, using relatively small balls, then can determine the bulk shear
viscosity of a suspension while only slightly modifying the suspended particle distribution.
In collaboration with Professor Brenner and Mr. Abbott, we are exploring the possibility
of using the fluctuations in the terminal velocity, as the ball interacts with individual
suspended particles or clusters of suspended particles, to give information about the sus-
pension microstructure.

Falling Ball Experiments and Suspensions of Rods

An illustration of the use of falling ball rheometry as a tool to measure viscosity
without unduly influencing the microstructure of the suspension can be found in recent
work with sus 3ensions of rodlike particles.`-2 0 For suspensions of non-Brownian rods in
Newtonian fluids, viscometric and elongational flows, the usual tools of rheologists, induce
an alignment of the rods. With falling ball rheometry the initial orientational distribution
of the rods can be controlled and fiber-aligning effects of the flow field are minimal.

Experiments were performed in collaboration with Drs. W. J. Milliken, R. L. Pow-
ell, and M. Gottlieb to determine the macroscopic viscosity of suspensions of randomly
oriented rods."," Large rods (typically 1.596-mm diameter) were suspended in density-
matched Newtonian liquids. The particles were well characterized, and suspensions with
various particle aspect ratios and concentrations were tested. As in the tests with suspen-
sion of spheres, the suspensions were placed in temperature-controlled cylindrical columns
and were stirred before each experiment to achieve a random distribution of particles. The
average viscosity given by a ball of specific size was determined by measuring the terminal
velocity of at least 10 or 20 identical balls. Again, balls of various sizes all yielded the
same average viscosity.
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Figure 3. Specific viscosity (measured with falling ball rheometry) of suspensions with
various volume fractions (0) of randomly oriented, aspect-ratio-19.83 rods. The equations
representing the least-squares fits (the dashed and solid lines) to the data are 17, - 1 =

28.50,101 for 4, < 0.125 and 7m, - 1 = 20400'"° for •b> 0.125.

The principal results of experiments using suspended rods with aspect ratio of 19.83
are shown in terms of the specific viscosity (i, - 1) in Figure 3. The viscosities of the sus-
pensions vary linearly with solids volume fraction below a volume fraction of about 0.125.
Therefore, linear behavior is observed at volume fractions much higher than previously
expected and considerably higher than is found with suspensions of spherical particles.
However, this critical volume fraction where the transition between dilute (linear) and
(semi)concentrated behavior occurs is remarkably similar to that predicted for solutions
of rodlike macromolecules, as is the dependence of the specific viscosity on the cube of
the concentration after this transition."1 `2 Steric effects, present both in the solutions of
macromolecules and the suspensions, may account for the similarity in behavior.

Unlike with suspensions of spherical particles, here we cannot compare the falling ball
measurements with shear flow measurements because the latter measurements cannot be
done on a similar suspension of random-, distributed rods. The flow necessarily sets up
a different structure of particles in the suspension. However, theoretical predictions by
Brenner exist for suspensions of rods subject to strong Brownian motion.24 Furthermore,
the work by Haber and Brenner shows that these suspensions of Brownian rods behave in
shear flow exactly as would suspensions with sustained random distributions of particles.2"
Therefore, we can compare these experiments at large Peclet numbers with the theory for
Brownian particles. The intrinsic viscosity predicted by Brenner for suspensions of rods
of this aspect ratio is 29.2, and the experimental results of 27.6 differ from this by only
5.8%. Further experiments with other aspect ratio rods also show very good agreement
with theory.lsU

In these falling ball measurements, the suspensions were stirred before each experi-
ment to ensure that the suspensions were isotropic. In a following series of experiments,
the suspended rods were approximately aligned before each measurement so that the
suspensions were anisotropic.° The large, neutrally buoyant rods were oriented hydrody-
namically by passing a fixture through the suspension. This produced a local flow that
tended I , align the particles along the axis of the column containing the suspension. Here,
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Figure 4. The relative viscosity vs. dimensionless ball diameter (diameter of the falling
ball divided by the length of the suspended rods) for suspensions of aligned rods as
measured using falling ball rl ometry. Suspensions of various volume fractions are repre-
sented: 0 = 0.02 ( ), 0 = 0.J5 ( ). Also shown are the relative viscosities of suspensions
of randomly oriented rods: 4 0.02 ( ), 46 = 0.05 ( ), and lines representing data
obtained in shearing flows.

the falling ball measurements yielded an apparent viscosity (in the direction parallel to
the axis of the cylinder) that was substantially less than that for a suspension having the
same volume fraction of the same rods in a random configuration. The results are shown
in Figure 4. In addition, the viscosities measured for the suspension of aligned rods closely
correlated with the viscosities of suspensions of short fibers (having similar aspect ratios
and concentrations) measured in shearing flows.27 This implied that such alignment may
mimic the flow-induced orientation found in rotational rheometers. These results showed
the possibility of using failing ball rheometry to determine a viscosity dependent on the
measurement direction (a viscosity tensor) for anisotropic suspensions.

CONCLUSIONS

With techniques such as NMR imaging, real-time radiography and refractive-index
matching, we have been able to view the movement of particles in concentrated suspen-
sions. Experiments using these techniques have shown that suspensions may not always
be characterized by a scalar material property such as the term "viscosity" implies. In-
stead, flow may induce particle arrangements that affect the bulk flow properties of the
suspension. In other words, the suspension would yield different measured macroscopic
viscosities in different flow fields. We have presented here an illustration of flow-induced
structure in the form of NMR images taken of a concentrated suspension undergoing
inhomogeneous shear in a wide-gap Couette apparatus. The measurements of viscosity
taken in such a flow field would depend on the total strain and, hence, on the time of the
measurement, until a steady-state particle arrangement formed.

In contrast, falling ball measurements show that a homogeneotus isotropic suspension
often behaves as would a single-phase Newtonian liquid. These measurements, however,
have little effect on the structure of the suspension because the probe (the falling ball)
size is fairly small compared with the size of the suspended particles. Experiments using
suspensions of rods illustrate that falling ball rheometry may be a useful tool to isolate
the effects of particle orientation on the bulk viscosity and, furthermore, to probe the
relationship between the suspension microstructure and its macroscopic properties.
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RHEOLOGICAL AND RELATED COLLOIDAL ASPECTS OF AQUEOUS PROCESSING
THAT AFFECT THE DEVELOPMENT OF MICROSTRUCTURE

Alan Bleier and C. Gary Westmoreland
Oak Ridge National Laboratory, Metals and Ceramics Division, P. 0. Box 2008,
Oak Ridge, TN 37831-6068

ABSTRACT

Shear flow in a-A120 3 suspensions having a volume fraction of solids (4)
in the range between 0.17 and 0.50 was investigated between pH 4 and 12. It
is Newtonian if the magnitude of the zeta potential exceeds a critical value
which depends on 0; its value is 39 mV if +- 0.40 and 74 mV if + - 0.50. If this
potential is less than the critical value, shear flow is pseudoplastic; its
yield value markedly changes (e.g., 0 to >100 Pa) in a slightly 4-dependent,
narrow pH range (<0.5 units). If a second oxide, t-ZrO2 , is present, its
pH-dependent colloidal behavior governs the overall rheology, though its
concentration may be only 11 % that of a-A1 203. Scanning electron microscopy
of composite pieces indicates that a detrimental, rheologically detectable
interaction between a-Al 2 O3 and t-ZrO2 can be avoided and the distribution of
t-ZrO2 can be optimized during pressure casting by control of pH. Best
conditions correspond to either Newtonian flow or pseudoplastic flow with a
very low yield value.

INTRODUCTION

Some recent processing studies [1-4] have focussed on the particulate
interactions that affect the development of a uniform distribution of monoclinic
zirconia (m-ZrO2 ) in alpha alumina (a-A1203 ) and the use of polyacrylic acid
(PAA) as a deflocculant in this system. This research showed that, since the
densities differ greatly for the two oxides, their relative particle size
determines the degree to which differential sedimentation is detrimental to
the ZrO2 -distribution in the final microstructure. The data of Baik et al.
[1] suggested, however, that the ratio of zeta potentials (tQ for the two
oxides, denoted herein as Rt, is a useful guide for predicting conditions
under which reversible association of ZrO2 and A120 3 occurs and overcomes
problems derived from sedimentation. Bleier and Westmoreland [2] explored
this ratio further and clearly demonstrated, using experiments in which an
alumina-like electrostatic charge was imparted to m-ZrO2 , that differential
sedimentation and uniformity of the final microstructure worsen as the two
oxides become more electrostatically similar (Rt 4 I) when each possesses the
same sign of charge (Rt>O). These researchers extended the study to the
effects of PAA on the processing of a-A 20 3 :m-ZrO2 composites [3] and found
that the stabilizing force when PAA is present is electrostatic. The presence
of this polymer requires pH conditions differing from those for the PAA-free
case if the association of m-ZrO2 and a-A1203 is to occur. Colloidal forces
that effect a net attraction exceeding -8 kTwhen Rt> I underpin the association
process. [4]

The present study also examines the processing of a-A1203:ZrO2 composites
but focuses on the use of tetragonal ZrO2 containing ceria (CeO2 ) as the
crystallographic stabilizer and the rheological behavior of binary suspensions
used to prepare pellets by colloidal filtration. Other data include
sedimentation and electrokinetic properties; density measurements and scanning
electron microscopy are used to evaluate sintered pellets.
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EXPERIMENTAL MATERIALS AND PROCEDURES

Materials

Alumina and Zirconia. Table I sumaarizes the physical properties of these
powders, after fractionation by size (1]. Concentration is expressed herein
as volume fraction (0 and +r for unary and binary systems, respectively).

other Chemicals. HCl and NaOH were used to adjust pH and NaCl was used
to maintain ionic strength at 0.01 mol dm-

3
; these chemicals were of analytical

grade (Fisher Scientific). Lastly, distilled deionized water was used.

Procedures

Powder Characterization. Electrophoretic mobility, ýi1 , was measured (• ~

8 x 10-5) at 200 C using an automated analyzer (Pen Kem, Model 3000); samples
were subjected to ultrasonication prior to measurement. Zeta potential (t)
was calculated from mobility following Henry [6] and the guidelines given by
Smith [6b]; thus, experimentally derived t-values are denoted as •.

t,(inmV;20*C)-21.12V,//,s(xu).(1

The term, I., depends [6] on ionic strength, via the Debye-Hickel reciprocal

length parameter (x), and particle radius (a). Its values were calculated
[6b] to be 1.437 for a-A12 0 3 and 1.422 for t-ZrO2 in 0.01 mol dm-3 NaCl.

Slurry Preparation and Evaluation. The concentration of a-A 203 was varied,

such that 0.175#50.50 in unary suspensions; the volume-based ratio of

concentrations (t-ZrO2 :a-Al 20 3 ) was either 1:9 or 1:4 in binary systems.
Relative suspension height (R.S.H.) was evaluated with quiescent unary

a-A120 3 (4-0.05) and t-ZrO2 (# - 0.03) systems at desired ages up to two weeks

after their preparation.
For quantitative rheological evaluation, slurry components were mixed at

ambient room temperature for 1 d using a reciprocal shaker and subjected to

ultrasonication just prior to use. Shear stress (x) was measured at desired

shear rates (y) with a parallel-plate viscometer (Rheometrics, Model 8400) in

the thixotropic loop mode at 240 C; this mode consisted of the following stages:
(1) 60 s at 300 s-', (2) 180 a to reduce y to 0 s-1, (3) 180 s to increase it

to 300 s-1, and (4) 180 s to reduce it again to 0 s-'. This procedure ensured
evaluation of five properties: (i) apparent viscosity (r1PP- r/v), (ii) Bingham
plastic flow with yield stress (-t,) and constant differential viscosity

("' m dt/dj) when 2! -is, (iii) pseudoplastic flow (oi'P and n"' decrease regularly

with increasing y), (iv) hysteresis (t3 r4 , subscripts specify stages), and

(v) thixotropy (time-dependent x). [7] Owing to the quantity of solid required

for these measurements, as-received powders were used for obtaining most

rheological data but these were checked with desired size-fractionated

Table I: Properties of Size-Fractionated Powders.

Property Characterization Method

Type Alumina Zirconia

Supplier. Designation Sumitomo, AKP-30 Tosoh, TZ-12Ce
Composition a-Al 2 03  t-ZrO2  XRDI

Density, g cm
3  

3.98 [5a] 6.25 [5b]

Surface Area, m
2 
g
1

9 6.21b 11.6b BETe
Diameter, W 0.37 (0.39b) 0.29 (0.68b) SEDd

Isoelectric Point, pH 8.5 6.9 EK"

aX-Ray Diffraction; bPrior to size fractionation; GGas Adsorption;

dSedimentation (Horiba, Model 500); *Electrophoretic Mobility.

I
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material when necessary. Finally, fluidity was qualitatively assessed when
rheology differed greatly for systems with similar composition.

Pellet Fabrication. Cylindrical pellets with diameter and thickness of
24 and 2 to 5 mm, respectively, were prepared by pressure filtration (0.2-pm
filter) at 20 psi Ar(g) using slurries in which *-0.17. Pellets were kept
under pressure for 18 h, after which time they were removed, air-dried while
uncovered for 1 d, and then placed for 18 to 24 h in a vacuum oven at 600 C.
Specimens from pellets were thinly coated with paraffin (Fisher Scientific)
prior to the measurement of density (p.) by Archimedes' method [1,3].

Microstructure Evaluation. Pellets were heated from room temperature to
2000 C over a 3-h period, after which the temperature was raised to 15000 C
over the next 2 h and ultimately held at this value for 1 h. Temperature was
then lowered to 10000 C over a 3-h period and to room temperature over the
next 4 h. Density of sintered pellets (p), without a paraffin coating, was
also determined by Archimedes' method. Sintered pellets were fractured,
polished, and examined by scanning electron microscopy (SEM).

RESULTS AND DISCUSSION

Experimental Results. Figure IA summarizes the stability of a-A1203 , as
evaluated by R.S.H.-values. a-A1 203 settles rapidly (2-h data) and packs least
efficiently (high R.S.H.; 334-h data) between pH 6.7 and 11.3. Outside this
range, which can be defined by the pH,..,-values that are noted in the figure,
it is colloidally stable. Evidently, stable, positively (ý, > O) and negatively
(tH<O) charged a-A120 3 systems exist in Regions I and III, respectively.
Unstable ones of low charge (I tI- O near pH 8.5) are in Region II (hatching).
Analogously, Figure lB shows that the pH values defining Regions I, II, and
III for t-ZrO2 are 5.5 and 10.8.

Figure 2A gives typical rheological data for a-A1 203 (4 - 0.40) within the
regions just identified, while Figure 2B summarizes trdata as a function of
pH for four concentrations of a-A120 3 in the 0-range, 0.20 to 0.50. Shear flow

a-AJ20l -0.06 t-ZV02:0-0.031.00.- . 1.0o ....
SII -, • II

00 • O....• .80 -

0.60 0.80

0.01 mol dm4.. Ned 0.01 mcI dm4- NNC
-- 34 - 334h h0.40 .... 2.° 040- . h

0.20 020
*HIUPH,_ *PHsr PH--s

ESO.0- 60.0
40.0- 40.0-

20.0- 2.00-

-20.0 -200.
-40.0 (A) -400

2.0 4.0 6.0 8.0 10.0 12.0 2.0 4.0 6.0 6.0 10.0 12.0pH pH

Figure 1: Relative sedimentation height (R.S.H.) after 2 and 334 h and zeta
potential (tv) as functions of pH for (A) a-A1203 (#-0.05) and (B) t-ZrO2
($-0.03 suspensions in 0.01 mol dm-3 NaCl. Stability exists in Regions I and
III that are characterized by the borderline stable systems denoted as pH,,_,;
colloidal instability (hatching) occurs in Region II.

I i I i i i I I i I i i i i i i t i •ii
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10.0 a.0U:S-o040 60.0 250

""- " - 0.01 ="1 dm4 J. . , 001.0 pH 40.0 "1"- I tl 111

_40.0o00.17.3 30.-0.- 0

6 120 01020020.00.01 ........................... 20. 0040 -- -, 00
.(A.),- (B)..

5 10 20 50 100 200 2.0 4.0 6.0p8.0 10.0 12.0
Shea Rate, s-1 pH

Figure 2: (A) Logarithm of apparent viscosity (°'•P) for a-Al 20 3 systems as a

function of logarithm of shear rate (y) for pH values representing Regions I,
II, and III in Figure lA; (B) Bingham plastic yield (-r of "-A1203 as a function
of pH identifying these regions for various concentrations of solid (0).

is virtually Newtonian (dq"PP/dy-O) in Region I and pseudoplastic (power-law
behavior [7b]) in Regions II and III. The ri

00
-values in Region III are less

than those in Region II but clearly exceed the ones in Region I. Note that
11 P-values in Region I, in turn, greatly exceed the Einsteinian value [8] for
suspensions of noninteracting, spherical particles for which *-0.40. The
value of TV"i was nearly constant in each system, including binary suspensions,
for most of the y-range investigated [9], justifying treatment of these systems
as Bingham-like fluids (7b,c] and use of a yield value to quantify rheological
behavior. Lastly, hysteresis and thixotropy are absent or nil when -I is low.

[9]
Figure 3A shows the effect of a second phase, t-ZrO2 , on the pH-dependence

of -aat various values of OT for two binary ratios. The rheologically detected
value of pH,,.., separating Regions I and II, is lower in the presence of t-ZrO2
than in its absence (Figure 2B). However, this pH does not seem to depend on
the concentration of t-ZrO2 (OZ,) for the *z,-range examined. Hysteresis and
thixotropy are similarly absent or nil in these mixtures when -C is low. [9]
Finally, Figure 3B gives SEN data demonstrating that the degree of clustering
of t-ZrO2 in Region I (pH<pH,,,_) is less that in Region II (pH>pH,,',.).

Discussion. It is noteworthy that the data in Figure 2 relate well to
the previously gathered ones [3] for a similar alumina which also exhibited
regions analogous to those denoted herein as I, I1, and III. The rheological
changes defining the transitions between II and either I or III and depicted
in Figure 2B are determined by the tp-values of u-A1 203 (Figure 1A), values
which also relate to changes in the R.S.H.-pH profile.

10.0 a-AI20: .Z02, 0.01 omol dn-.3 NC•O 100

8.0 80

II * 0.10 0.10 t6.0 - C 0.1.0 so

4 0.0•100 40
-••0.40 0.20 Yk OW

!P 2.0 , 0.0,,00,e 20(A) 0.40 o0o ft SWO (B)(A) , , , .,, o,,•''. B) pH 5.5 pH~ 6.1

2.0 4.0 6.0 pH 8.0 10.0 12.0

Figure 3: (A) Similar to Figure 2B but for binary systems (0.200OT 50.40); (B)
SEM micrographs showing polished interior surfaces of composite pellets prepared
in Regions I and II, respectively, at pH 5.5 [RC- 1..; pO(O)-0.61(1.00)) and 6.1
[Rt - 2.7; p(,#)- 0.55(0.94)] with size-fractionated powders (#r -0.17; #z," 0.200T);
white areas are grains of ZrO,.

S

- , 0



lee

Table II: Summary of Rheological Transitions.

Powder Type #, $*,b *Z,O.b NP,0 Nzb.' pH .... Rtd (t,?)

Size-Fractionated 0.40 1.00 1.00 - 6.4 - ( 64.3)
0.90 0.10 0.81 0.19 6.1 2.5 (28.8)
0.80 0.20 0.66 0.34 6.0 2.3 (31.7)

As-Receivedý 0.50 1.00 - 1.00 - 5.5 - (73.9)
0.40 1.00 1.00 - 6.7 (54.5)

11.7 (-57.5)
0.90 0.10 0.98 0.02 5.8 1.8 (40.4)
0.80 0.20 0.95 0.05 5.8 1.8 (40.2)

0.30 1.00 - 1.00 - 7.2 - (39.1)
11.3 . (-53.8)

0.90 0.10 0.98 0.02 6.0 2.2 (33.8)
0.80 0.20 0.95 0.05 6.2 2.9 (25.0)

0.20 1.00 - 1.00 - >6.1s - ( )
0.90 0.10 0.98 0.02 >6.3a >3.3 (•520.9)
0.80 0.20 0.95 0.05 6.3 3.4 ( 20.4)

aFraction of *,; bSubscript AI(Zr) designates the oxide by its metal; cParticle
number fraction; dRt> 1; e-A1 203 in unary systems, t-ZrO2 in binary ones; fNot
fractionated by size; $Highest pH examined in Region I.

Table II summarizes the data in Figures 2 and 3, stressing binary systems.
The pH range to which the transition between Regions I and II is shifted in
Figure 3A, relative to its location in Figure 2B, seems to be set by the
comparative instability of t-ZrO2 (Figure 1B). The low t,-values of t-ZrO2
near pH 6 govern the stability of not only this solid, but also that of the
overall suspension. Interestingly, this influence occurs when #,:50.24T and
is rheologically detectable, involving phenomena that theoretically depend
primarily on volume fraction and secondarily on t-potential [7].

Conclusions. Based on the foregoing data and considerations we conclude
that desirable characteristics can be achieved and that uniformity of binary
phase distributions can be realized in green and sintered components by control
of particle interactions. The findings show:

1. Transitions in colloidal stability for a-A1203 suspensions,
identified as pH,,,,, are detectable rheologically (-c,) and by
sedimentation behavior (R.S.H.); similar transitions for mixtures
of a-A1203 and t-ZrO2 are discernible rheologically.

2. Rheological transitions in stability for O-AI 203 suspensions with
*<0.40 relate well to those detected by R.S.H. values for dilute
systems; this correspondence is valid for positively charged systems
(R > 0) and negatively charged ones (t. < 0).

3. Shear flow in a-AI20s suspensions is nearly New:onian in Region I
and pseudoplastic in Regions II and III; viscosity in these regions
increases according to the sequence: I << III < II.

4. The values of pH and, therefore, the magnitude of t. that correspond

to the theological transitions in stability of a-A120 3 depend on
0when this value exceeds the range 0.20 to 0.30; a minimum r,-value
at pH,,_, is on the order of 39 mV for 4-0.30, whereas it may be
as great as 74 mV for higher O-values.

5. The presence of t-Zr02 lowers pH,,., between Regions I and II. I
I

a

j
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6. The value of pH,,., between Regions I and II seems to be independent
of the concentration of t-ZrO2 in the range, O.lO<-*,z,-<O. 2

O0r;
this finding suggests that (i) interactions between the two oxides
occur near pH 6, a region in which t-ZrO2 is the less stable
component (Figure 1) and Rt> I (Table II) and (ii) since Nz,-values
of 0.02 to 0.05 do not seriously affect pH,,,. (Table II), these
interactions depend more on the presence of t-ZrO2 than on its
concentration.

7. The interaction between the oxides, inferred from the rheological
data and supported theoretically [1,2,4], is detrimental to green
and sintered densities at pH > pH, ,.,, viz. pH 6.1 (Figure 3B),
but has been shown [1-4] to be beneficial to the distribution of
ZrO2 under conditions slightly more acidic than pH,,l, between
Regions I and II, without affecting these values.
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PREPARATION OF MIULTCOMPONENT CERAhIC POWDERS Dy SOL-GRL PROCESSING

J.L Barii med J.L Woedhv
AdvisdMalareshhPrearma, Australian Nudslw 14h teed TeehuftinOrgankado., Plava Manl an
No. 1, Missal, N.SM. 2234. AwbNtal.

ABSTRACF

Solge mthos av been applidto the production of the multlcompmoaet cermic, Syxoce B. These
tOcniMue involved die hydeolysia of a nilmtr of 11 and Zt. aboxides peptismig to form a aol and subsequent
soption of All" Deab md Cab catlona under acidic condbrons. Powder pmqpetun were examinied by a variety
of techmiues including election microscoPy. x-ray d~ffraction, N. sorption. ad differential1 thermal meulyss. Mwe
effect of proicessinig conditions on the physical proputest of the powders we discussed,

L INTRODUCTION

Synnoc B is a canplex. multiphase. diunt ceriani. desiged zo inmobilise Nig Leve Wastes (111W) from
nucler fuel reliocessinig plowt [1]. The, Synroc concept involves inunobilisinig the elements present in 1*1W
within a serves of thermodynsanically sutbl sminera phasets (olflandim, zirconoblw. and perovakit). Thes
minerals -n ft-nd during 0erMi processing of a precursor powder containuing TuO,. M0O. Alp,, BaO, and
CaO in relative mass abundances of (70.4 to 76.4). (5.5 to 8.5), (3.5 to 5.5),.(4.6 to 6.6) and (10.1 so 12.1)
percent, respectively.

Synroc B precisopowd- esa routinely produced by alkisid hydrolysis mid simultaneous sorption ofCab
and Dab cationis 121. This paper disciusses the preparation of Synroc: nang me alternative aol-gel pwmes med
compares the physical characteristics of huecuwhcx powders produced by the two ddiferent routes.

2. XPERIMENTAL

2.1 Preparasia of Snk and Powders

2.1.1 Synthesis of M1.' Toaiden wehaso-~opoxide) (171) was added to a larg excess of hot water (70
to 80 TC, 40 to 100 moles or wowr per mole of 171). 7be aqueous phase was rapidly stirred dufin addition,
and the reslng hydkolyulef consisted of relatively large weakly agglomeraued flocs. The hystrolyme wa
peptised with HNO, (appmxdmsely 0.1 moles Hr per mole of 171), med the total volume of the aol was

radually reduced by evqxxiation at 40 to 60 IC. The solids - -(oxid basis) of the final 110, aol, which
exhibited a ANel li& of at low6 monuths generally exedd600g doe'.

2.1.2SyntheIsiof MOOH adBoehutite aobs we repFa-ed by a procedure snilar to that described by Yoklds
(3]. Aluminium tri (aec-butoxide) (ASB) was added to a hege excess of hot water (75 to 85 -C, 100 moles of
water per mole of ASB). and the resulting hydrolysate was pepeised with RHO, (0.07 moles Ir per mole ASB).
The colloidal solution was aiged at 90 TC for at least 48 hours befor mu. The aolids content of the aol was
geneally maintained at spiproximesely 30 to 40 g din' (oxide basis) to obtain a shelf life exceedintg 4 moufth
Solids contents as high as 2008 g fn could also be achieved althoulgh the shelf iffe of these cormnceiaed, sols
was typically less that 48 hourst.

2.1.3 Synthesist of TIOM~O. A mixtur of 7PT and sietlu ra (n-butoxld) lIRZ) was hystrolysd.
pqslsed med concentraed. as described above for the pore 110, symen. The solids content of the concenstraged
TijxOiZ aol generally exceeded 11008 den', med die sols wen stable over intervals exceeding 4 months.

2,.4A Synthesis of 1O~jJ~AOJMOH sols. A mixture of M,71, TZ med ASS was hydrvolysed according to the
procedure described above for fth 71010 system. The resulting hydrolyssie could not be peptisd under the
condomio us ed to obtain 110,, 110/laO or AIOOH sols, and the solution; typically geled during heating.

2.1. Sydmi ofsolkl-m Syiz.Three differeat procedures wae used to prepare, Synroc B powders from

(i) ApproPriat quetities of the 110/AjO, med AlOOII colloithl solitd=m werw mixed to form a metastable

MaO. Res. Soc. Symp. Pine. Vol. 180. 01S9 Materials Research Society
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TiOvq^O-MIOOH solution with a shelf life of less tha 48 hours. and a solds content exceeding E6O g don~
An aqueous solution of Ba(HOA) and Ca(NOI)2 was then slowly added to the stirred colloidal solution. The
viscosity of the solution increased rapidly duing additon of dhe cations, and gelation occurred well before
complet mixing was obtained, leading to potential component segregation. Consequently, no further work was
undertaken on this system.
(ni) The concentrated TiO~tfhO 1 al was added drop-wise so & hot aqueous solution containing appronpriate
quantities of A101O,) 3, BWXA(N~ and Ca(NO~1. The ad rauidly flocculated durng addition and the resulting
slurry was heated so a thick paste with stirring. and then dried at 110 TC. Synro B powders produced by this
route will he referred so as Ssm.
(iii) The oancentated 11/Oi7O aol was spray-dried at 160 TC so yield a free-flowing powder. The powder was
bested at 100 so 200 IC. and an aquecous solution containing appropriate quantities of Al(NqM, Ca(NO.)2 and
Da(NO,) was quickly added. The resulting yellowlgreen shurny was heated so forn a thick viscous paste with
stirring. and then d&We at 110 TC. Synroc B powder produced by this method will be referred to S9,~.

Small quantities of TiO*M%0-AIOOH powder we- also produced by WMpraydyn the melastable TiOIZzO2
AlOOH aol. However, the aol consistently gelled withe inte fine nozzles of the spray-dryer, and hence, no
additional worik was undestalten on this system.

2.2 Powdw Charactrarden.

The specific Mrfee area p-s surac RIaM POWe volume (hMicromermtcs ASAP 2400). scanning electro
micrographs (JEOL JXA-840), trarnmission electron micrographs (1DM. JEOL 3DM 2000FX 11), x-ray diffiaction
(XRD) patterns (Siemens Kristailoflex D500), particle sie distribution (MA&v=r AM -sze IC) and eea
density (Micromeritic Autopore 9220) of selected iso and powders were obtained.L Differential thema analyses
(DTA, Saeararn TAG 24) of selected powders were also obtained usring a heating rate of 10 ' min' in air.

3.RESULTS

Tie XRD patterniof as-dried Tiand TArOh0ixae shown in Fig. 1. Bodi the W.O and TiO/ZaO1 powders
contained anatase and mimo quantities of ixookite (TiO,, and no crystalline phases containing Zz(P4) speces
were evident. In contras. Syruoc powder F -epared by the standard alkoxide route (S.) [21 was amorphous.

The pore volume distributions of the spray-dried MiO. and 11~J~zaO 2 powders both exhibited maxima below
1.7 unm. Fig. 2. cossistent with the presence of micropores in the powder agglomerates. In contrast, . an Ssm
powders exhibit,4 maxma at pore spertures of 3 so 4 and 6 so 7 am, respectively. The total pore volume and
BET surface are of the amorphous Sm powder are both significantly highe than those of the crystalline Ssm
5Sm. Ti0i and TiO/ZsO powders (Tabl 1).

The resulta of UTA charactesisation of Ti0t, T10OJ0O 1 Sw, Ssm and Ss ame given in Fig. 3. The
spray-dried TAO powder (anstse) transformed so rutile at 595+5 IC, whereas the corresponding transformation
for the TiO/ZAO2 powder was observed at 930±5 'C. Sm. Sn and S. powders exhibited exotherms above
750 -C associated with rytlitinof the key Synroc phases [41. The powders wals ehibited several
entlotherma below 6010 T., which were associated with desorption antd'or decomposition of Hi0, [OHI and

000

0.01 -e-Tino
200 -0- 710m /Zrox

0 -a.- Sm

20 30 40 00 so 70 50 1 to 1 0

zMeta P-, 1Monet- /

£kLXRD Ias - of spay-dried Ti0i sad £hL L Pore volume distsibutl of 710t,
T10/Z740, LAWNle pealm wrin from Ibroelita TIO.J~aO. Sm and Sow Ieast Diffavane
Reminming paks wec due priemarly so anatse. beftwe TlIa and TIOJZrO, dieibadoM.
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80- 20

40

20 0

S-0 Ti,0/ZrO,
-se,,-20 jConcentrated TiO2/ZrO2

T -40

-60-j .III
0 200 400 600 8010 1000 1200

2.0 2.1 2.2 2ý3 24

Temperature / oC /

M 3. DTA of 710v TIO,/ZrO,, 96a,, Sa and FI 4 Potential amer at TlO/rO, coo"ig naa
inatine of aeparatlemN ibtanc duaring preparatio
Of TlOYZrO2 mad Sam.

MOJ Selected physical propeuties of die powders awe summorised in Tabl 1. The agglomerate and crystallite
size of Ssm, and Sam couild not be measured, since the Al(NOA), Ca(NO3)2 and fla(NO,) components of theme
powders are soluble in the aolvents typically used at prepare snples for light mcaoring and TEM analysis (i~e.
water aid alcohol).

4. DISCUSSION

4.1 Stability Of etcentrated Oakt ald F"epratOm of SYMro B

The potential energy banrier at aggregaton in colloidael systems, which hinluences both dhe stability and.
indirectly, the mwzinmw solids conciantratioridOn can he achieved. may be evahuated Erom the theory of
Derjaguin, Iand.,. Verwey and Overbeek (DLVO theory) [5], 7Ue net potential energy betwee particle par
is given by [61

U(r) - 1J3(r) + UAWr

weeU,(r) is the screened Coulomnbic repulsion, UA(r) the van dier Wuals atraction and ir The centre,-to~cetroe
separation of fth particles. %3(r) and UAWr (wunemarded f-a) we given by

U,(r) =2irssay,
21n114.ep(-lC(r-2A))l

UAWr - /W12)[4ae/(z1-4a) + (2s)1 + 2ln(l-(2aA))

k'2 - 2eq/s,s.kT

wheoe a, is dhe relative dielectric constanit of the medium, a, die pennittivity of free space, Ir' the lDebye length.
I die ionic strengt, a die particle radius N,, Avagalein's nunber, aid An die effective Huneke constant of the
particles in a given mediwna. Aeccuate vain. for An ame generally unavailable for die majority of aqueou
coll oidl etl oxide systees, although Hiemenz M7 aid Dijaterboach [8) howave nx jxaet dolmtd compilations
far selected sysstems. Nominail value of A, - 5 x 10* J and v, - 7OnV Isve been used for die DIO/LaO
systan in. die disciassio btbew. Ibis approach has been fotid to predict qtalltailel die properties of die soba
detI ,ing ~rprtonf die key powder synem.

4.1.1 Peodution of TINWaO. 11w DLVO poweatla esvergy dipagra for td onetad flO)1A0 symm is
give in Fag& 4. The ionic strength (W-.14 nmole dmn) wus estimated by mannming tha the only sauce of
electroalyte wa die HNO use at peptise die hydriyolye (qiproahnuely 0. moes HNO, per mole 710/LaO.).
Under thsd omihu. doe calculated bare ao qasrepoin is 12M, which is conalatm with the long imeif lMe
of the sol.
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Table 1. Selected prepartes of 110, TVZrO. Ss. Sj a-d Sm,.

Synroc B
TaO 110/ZJO SSM SS SHR

Agglomerate Sine nMW 22 30 NIA NIA 10000O

P=m Volume (N,) /ca? S-1 0.11 0.13 0.05 0.06 0.18

Total BET Surfince Ame Mý S-1 255 213 37 66 409

BJH Surace Ana of Foces ag 1 153 179 43 74 251

BJHURET Ratio 0.60 0.84 1.2 1.1 0.61

Skeletal Density (Hg) /gcin 2.72 2.86 2.87 2.31 1.93

Crystalline ph- Presen Aratese Anauma Aratase Anstasse Amorphou
in dried powder Brookite Brookile, Brookite Brookite,

-1rmnshnaaation teanpezresu 595 (s) 930 (mn) 780 (w) 780 (w) 750 (s)
PC (DTA) 880 (w) 935 (w) 940 (w)

N/A. Not available
'Determinned by 41ah scoweing
*Lmars in paeruabesis refer to peak heights : s, strong; m,. medium; w. weak.

Durin spny-dyig smal droialea of dcie arl e vapidly conceninsd as wate is evaporated, IeDig man
increase in electrolyte (ElNO,) concinatratlou (asumning no loss of electrolyte), mid dhe highe aonc strengdi
producste a coresapoanding decrease m die bowie so aggregationa. However. the cakalated banrir never falls
below WT even for solids con actaboa (and associated omc freaagths) exceeding 60 volume %b. Under ftese
conditions, it would be auaecipasd duet die particles would be tightly packed in the spray-dried powder
agglomeneaes. Indeed, die measued skeletal density of the 11j0 powder was 2.86 Wza' which ns equivalenat
to 74 %b of ftdie aoretca density of suntase C91. Mwe detase, particle packing in this symtm w als dOClearly
evidinat in TEM ingag of die spray-dried powder.

4.1.2 Production of &... 7We S., powders were ,rqarI by dropwiae, addition of die well-dispersed 7iO/Zm%
aol into a heated solution of AXN(N1 , Ca(NO,)j and Ba(NO0) (I1-1.3.0 moem-. The DLVO potential energy
diagau for dais syawna, Fig. 4, indicates duit die calculated potential energy is always attractive Cime no barerm
to aggregation), diaas favotsing rapid aggegsatio of die coloidal TiOR^a particles. In accord with this
predictionad t71lOZ0R aol droplets rapidly flocculaied oa contacting the somn soludies, mid formed large.
loosely packed aggitmiases

4.1.3 Aggravting mad melarion in TAOJZCKX-AOOH maixed ols. 7Ue relatively high rate of aggregation and
gelation in die mixed 7X0/Zao-AIOOH symemn (mee Section 2.1.5) nay result from two sqa am e ss~es:

(a) Partial dissolution of die MOOR species in the concentrated acidic 71O/ZzO sholum would lead to -n
incresse in die look suenth of die meiu. mad tom a socissed decrease, in the zeta poetnidal and barier to
aggregtion In paticular, for asoids concentration of 600 gt&0, dislution of the MlOOR particle@ would lea
to ma Al" concentation of up to 0.6 mole &nO, mid -n uasoiated ionic strnaqgt of uptso 3 mole dur'. DLVO
theoy predicts tdot dime is no barrier to aggrgaton for this symam when I > 0.45 mole chn', mad haiceý even
pata dimloailoo of die MO)OH particles wwoul~d pr~fomxotwegltn

(b) Since the magnitude of UA(r) is pr ~oposllo~ o Am die arIe Ito aggregtion may he rdcdif die preasene
of the AIOOH prticleI were to increase the alective Hamaker commiat of the systemn. However, there as no
experimenetal evidence to suappot such - increase.



Thbe TiO/ZaO sad was chosen as die precuarsor from which to lsepse Symoc B powders in this study. sinceI

the stbility of die amixed 110/b%0,AIOOH sol a high solids concentraions appeared to be uiacceptabl low.

4.2 Pewdar Pruoslls

~jd M-O and Ti041*0. powders

The properties of the 110, and 110/1,0 powders we mubstantiafly ddiffrent. eve thoughb die abooanlnce of
TaO, is less Oim 10 wt. S (oxide basis) in the lame systmm These differences wre discussed below.

G)l Surface ameanmd name volumme ditib Uti h distribution of pores below 10 am for the 110 powder is
significandy di ermifrum dtha of tie 110/1*0, powder, Fig . TheU TiO/1*O, powder contains a hege number
of poreswth apertures of 4to 6 m,. w -ee1 the T4% powder contains significaiy more 2 to 3 mn pores (see
inset to Fig. 2). Theae differences correlate with die sies of the cofloisb particles forom which die suay-dreed
agglomerates were fonned, since the spertures of humeparticle, pores formed in a close-packed anzy of 30 aum
particles would be exetdto be lare tham thosae famned fiam 20 amu particles. The BET surface eam of the
11,TaO, powder (213 m'g1 ) is.i good agreoernat with the calculated *had sphere inarhe area of die -10 am
crysaflhes observed by TEM intde powider agglomerates (210 m'f'.)

fillDTA Both powders exhtibit welkldefined etidotbeiti aid ammociatd waqgh losses at 140 -C alid 350 to
400 TC, which me attnbaed to deaurption of H1,. (N0J' andor EOH sPece,k respectively (Fig. 3). The 110
powder also exhibits a sharp exothernn at 595 TC. which is attributed to the uiatsse-*+ rutile, transformnation. an
the bass of XRD dam,~ In cornus, doe anatese-enitle, truontnation for the 1tjO/laO powder occursatN 930 'C.
aid the associaed exothern is Much broarder dhan dhat of die 110, powder. Thewe dtha indicate that die
multicomponent powder is very homogeneous. and that the uantase-4rutile trusfoertmaon is inhibited by die pres-
eam of the ZQ(V) species. A heterogeneous mixtue would be expected to exhibit an exotherrn much closer to
dit of die pure I10 powder. arid a seoond exotherm associated with crystallisazios, of a Z*(V) oxide phase.
Barkadale [10] hus reported dth oxides suchi NasW and WO, also inhibited the uiatsse-.urtile transfornation,
where.s 7a0, Sb,0, Mgb and LhO enhanced die transifumition.

L2, S and S... Powders

(i) Surface amand pore volume dal ".Addition of AM(NIO.,, Ca(0),h and BaWJ0)A to the spray-dried
Ti4(1*0 powder durinig production of S., signficandy alters the tota surface arm, the total pore volume arid
she distribution of pores withn die powder (ftg 2 and Table 1). A comparison of die pure valume distriibutions
of die Ssm, anid 10la,ý powders indicates dat S., contains substantially fewer poes with apertures less dia
5 use, suggesting that die AP*,.OCa', and Ba"* cations me sobed preferentially witi these smash pores, leading
to die observed changes to surface properties.

The pore volumme distribution of S., is also different to dat of Sun, ftg 2. although bosh maemrials were
I Iam ham the ann 110/laO, pucrsmorsoL. The Sg1, distribution exhibits a maximum at 3 ton4 am. whereas
the Sm distribution exhibift a much broader maximum at 6 to 7 men, reflecting differences in partice pwackig
in die respectve powder agglomu Since the 710/IsO powder is preprw bysproy-dhying awell dispersed
colloidal solution (with a low "stickinig lsobdAiit [61). the agglomerafts in the Sa. powder should be tighldy
packed In contrmas, Sm, agiglommerumes mepared ; s,,a nder coiditions where rapid. clisouic aggregraton willocu
"(hg "stickting probability' (61). which will yield loosely packied chaters wit larger poorly defined irmepartie
puss (Ill. Hence, the distribution of pore in tie Symrc: powders can be emsily manipulated by varying the
conditions munder which die pode agglomnerates me produced.

no~ h IU DA curves of S,,1 and Sun are substantially different to those of Sm and the 7110 and 110,M%0
powders. ftg 3. The Sm and Sma, powders both exhibi multiple endothermn at or below 600 MC. which ame
assligned to desorption or decomposition of HP,0 (0Ht and DNO speces. As expected, Sm powder only exhibilts
a singl andolberm in this region dloe to desorption of 11,0, since there ame tno ROjqm scisusocimed with this
lawr powder.

The exodienna observed above 700 IC for doe Symmoc B 'alscsrqoito the cetow a~cysarllsution
of the by Sywau phoses, namnely bIrhI hofluidhe (Ea~hmA T-l i60,)- zireonoite (Ca~TAIO,), parovase
(CmMWO, and rudie MO,0), Tabl land Fig. 3. XRD defa confarned that die mlndind Symmuc B phases were
fume in all coweslhbough the Sm transitions were much ntuqg aid sAr-per than those of die Ssm and S,=
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powders. 11e key difernce between the S. uad sal-gel touts peusrpoWda, is that the SM powder isj
amorphous until 600 T. whereas Ss, and Sw wre crystalluine after drying at 100 *C (rawl 1). Consequently,
the formation of the Syneoc miands phases would be expected to occur via fundamentally differen reaction
sequences in die two powder systens.

In the Sm system, die exotherrnnc -o at 750 -C is associated with die initial crystallissfion of the amorphous
msteria ID form metastable, insernediahe (CaTiXOOH)X and Carh(O.OH)6 phtases [4]. which then transformn
to die stable Syniuc pluses. In conurMt these cryxtalisation reactions occur in discrese, well defined stages in
the Sm arnd S.~ powders, XRD dear revealed thee the first eoxoten is associated with the kimnston of
pmavskhe, while the second ,qeer thde transformation of snowaeto mal smd the crystallissfion of hollandlie.
1he forumation of zitvonollte also ccurs between approxnimatly 950 and 1200 1C. The ftbxiostion chnamctristics
of the Sm, Uid Smw powders ame currently being evaluated for comparison with sandard reference route Synioc
(5,.).

S. CONCLUSIONS

(1) T01 and 11OA0/lO sos with oxide concentations in exces of 1 1008 thu4~ were prepared from alkoxids
ptecursoms TheaS sob were subsequently imied with colloidal and/or Wonsc AIXul, BaRil and Ca(I1 species to
produce the inuitcomponent teanime ceramic powder. Sysnuc B.

(2) The potential energy harrie to aggregatio in these systens was evaluated using DLVO theory:
- Concentrated 11O/ZaO1 sols (.sto 1100gSdin'. oxide bads) were very stable (high DLVO barrier to

aggregstion). and exhibited shelf lives in excess; of four months.
- In conrarst, the shelf liM of maixed TK)/Za0-AIOOH sols, with solids concentratons of only 650 g dmn' was

typically less than 48 howrs (there being no barrier to aggregation).

(3) The porosity of the Synroc powders varied with the - oc. g conditions aed. Powders prepared under high
ionc stgth conditions (low barrier to aggregation) exhlibited relatively large pores, consistent with loose
particle packing indtheagglomerates. Conversely, powders prpae , ider conditions involving a high barrier so
aggregation exhibited much -11-~e panes, consistent with tighter particle packring in the intter agglomerates

(4) DTA revealed that the formnston of fte key Synroc crystal phases front the crystalline aol-gel derived powders
followed a substantially different reacton sequence so that of amorphious precursor powders.
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FRACTAL STRUCTURE AND FRACTAL TIME IN SILICA
SOL-GELS

JAMES E. MARTIN AND JESS WILCOXON
Sandia National Laboratories, Albuquerque, NM 87185

ABSTRACT

Near the gel point, light scattering studies of silica sol-gels reveal fractal
clusters whose size diverges as a power law, in accord with the predictions of
percolation theory. More surprising is the appearance of a fractal time
description of the dynamics of these clusters. This novel dynamics has recently
been revealed by quasielastic light scattering from the density fluctuations that
occur at the sol-gel transition. Since the relaxation of fluctuations in these
branched polymer systems is self-similar, decay processes occur on all time
scales (fractal time), and average decay times diverge. An interpretation of this
observation will be presented that relies on a length-scale-dependent viscosity
and the geometrical self-similarity of the sol-gel transition. The scattering
theory is extended to the calculation of time- and frequency-dependent
viscoelastic properties, as well as mechanical properties such as the shear
modulus, steady state creep compliance, and viscosity. The viscoelastic
predictions are found to be in good agreement with experimental data.

INTRODUCTION

Silica gels are technologically important materials with a rich chemistry,
yet relatively little is known about the evolution of structure of these complex
materials. In part, the complexity of silica gels arises from the wealth of
synthetic routes used to produce them. A typical synthetic process depends on
such parameters as the pH, concentration of monomer, water, catalyst, salt etc.,
and these parameters are usually varied in an emoirical fashion to produce a
suitable gel time, gel density and so forth. That the evolution of structure in
these gels is so poorly understood is partially due to the fact that researchers are
unable to agree on exactly what is meant by structure. Once a suitable definition
of structure is adopted, one might then ask some very basic questions, such as
"What structural characteristics are strongly affected by the chemistry and what
properties are largely immutable?" Since the most dramatic physical changes
occur in the vicinity of the sol-gel transition, this regime would seem to offer
the most fruitful initial avenue of investigation.

The investigations we have made on the sol-gel transition include relatively
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The investigations we have made on the sol-gel transition include relatively

straightforward static structure measurements as well as more complex
determinations of dynamical properties. To interpret these measurements we
have used the well known analogy [1-4] between the sol-gel transition and a
second-order thermodynamic phase transition to develop theories of the elastic
and inelastic light scattering behavior, and viscoelastic phenomena. In this
article we give a overview of the various aspects of the sol-gel transition in
silica, and briefly discuss the less universal aspects of growth that occur at early
times.

THE SOL-GEL TRANSITION

Length Scales

At the gel point many physical properties have the value o or -: for
example, the shear modulus is 0, the viscosity is -, the gel fraction is 0 and the
average cluster mass is -c. One way to quantify structure is to ascertain exactly
how things come to be 0 or -. This critical point approach to gelation produces
a family of exponents that can then be understood in terms of a model of
growth that predicts a length scale divergence at a finite time. The obvious
practical question thus becomes whether this family of exponents can be affected
by the choice of chemistry - the standard lore of critical phenomena would
suggest that chemistry is irrelevent. However, the sol-gel transition is more
complex than a thermodynamic phase transition and in the presence of solvent
there are two length scales [5]. One of these length scales, the spatial correlation
length, is sensitive to chemistry and the other length scale, associated with the
connectivity divergence, is not. The spatial correlation length is finite and arises
from the aggregation phase of growth that occurs at early time, whereas the
connectivity correlation diverges at the gel point.

In a chemical gel bond energies are large compared to kT, so it is not
obvious that the quenched randomness of the resulting structures can be
described by an equilibrium model. However, if the bonding between
neighboring monomers is completely random, the structure of the gel will be
described by the bond percolation model. As applied to gelation, percolation
may be thought of as a kinetic model that generates a frozen equilibrium
ensemble. We will consistently use the percolation model as a basis for
comparison of our data.

I

I
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Fractal Dimensions and Scattering

Near the gel point, the percolation model generates a self-similar ensemble
of branched polymers. Any single polymer has a fractal dimension [1] D=2.5,
i.e. the radius R scales with the mass M as M-R 2-5. However, the distribution of
cluster masses is also self-similar, in the sense that the mean separation distance
between polymers of radius R is proportional to R for all R, implying an ever
increasing number of smaller clusters. It is easily shown [6] that the number of
clusters of mass M is N(M)=Mt where the polydispersity exponent

xa=l+3/D=2.2 (1)

Since this relates a critical exponent to the dimension of space (in eq. 1 d=3), it
is known as a hyperscaling relation [I]. A light or x-ray scattering experiment
allows us to probe the net self-similarity of this twice fractal ensemble, which is
a combination of the self-similarity of a single cluster and the self-similarity of
the size distribution. The combined effects give [7,81

I-q-D(3-) (2)

where I denotes the scattered intensity and q is the scattering wavevector
[q=4icsin(0/2)/X, where 0 is the scattering angle and X is the wavelength in the
scattering medium]. The dimension D(3-,r) is called the ensemble fractal
dimension and is a distinct concept from the fractal dimension D of a single
cluster. This point is not universally appreciated and some investigators [9] have
incorrectly assumed that the standard mass fractal scattering behavior I-q-D
applies near the gel point.

In making comparisons to experiment there is an additional subtlety;
gelation is a transition in connectivity, and in order to probe the connectivity
scattering measurements must be done on diluted samples. Otherwise, the
self-similar packing of clusters cancels the scattering. As explained below,
clusters swell upon dilution [10,111, reducing the single cluster fractal
dimension D from 2.5 to 2. Thus the anticipated scattering behavior from a
dilute bath of percolation clusters is I--q-. 6, since D(3-T)=2(3-2.2)=1.6. Our
light scattering experiments [12,13] on tetramethoxysilicon (TMOS) gels,
catalyzed by either acids, bases, or with fluoride ion, give I-q-1.60±0.06 in
excellent agreement with percolation. Similar results were obtained on TEOS
gels, indicating that this aspect of the structure is insensitive to the chemistry.

The structural evolution that occurs far before the gel point is controlled

I
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by aggregation and is therefore much more sensitive to chemistry. By carefully
controlling pH and ionic strength a wide variety of structures can be produced,
and growth rates can easily be changed over 8 orders of magnitude. In fact, it is
possible to observe [5] the exponential growth associated with reaction-limited
aggregation, as well as the power-law growth [14] associated with
diffusion-limited aggregation. However, no matter how complex and
chemistry-dependent the initial growth is, near the gel point the aggregates
percolate to create a universal sol-gel transition.

Polydlsperslty

An important aspect of the critical approach to the sol-gel transition is the
prediction that the polydispersity exponent r=1+31D is greater than 2. In fact,
'>2 is absolutely essential if one is to have a gel point in finite time. The reason
is clear enough; at the gel point the average cluster radius diverges to infinity,
yet clusters of comparable size cannot overlap. Thus if all clusters were more

or less the same size, they would tend to occupy an infmite volume at the gel
point. Of course, in reality the volume of the gel doesn't diverge at the gel
point. It turns out that the only way in which the average radius can diverge
without the total volume diverging is to have the polydispersity algebraically
decay as N(M)-M-T with i=l+3/D. From lineshape analysis of the intensity
correlation autocorrelation function, we have determined [15] -=2.3±.15, in
accord with the critical point analogy of the the sol-gel transtion.

Divergence of the Cluster Size

Let us now return to our original point of how things come to be 0 or •.
In short, all divergences are due in one way or another to the divergence of the
average cluster mass, i.e. the appearance of an infinite cluster at the gel point.
In the percolation model divergences follow standard critical point formulae [1)
A~-Ce, where in practical measurements e is the time from the gel point and the
critical exponent a may be positive or negative. For example, the percolation
model predicts that the average cluster radius and mass diverge as

Rz--rv(.9)

(3)
Mw_,-7lG.76)

respectively, where the numerical value of the exponent is in parenthesis. Using
quasielastic and elastic light scattering we found that [161 Rz-e- 1.1±0.06

_______ _______________________________________ _________________I



(exponent corrected for swelling) and Mw-e-2 .7•0. 3 , in excellent support of the

critical point analogy, but only in qualitative agreement with percolation. Data
on organic systems are in better agreement with percolation exponents.

These light scattering measurements demonstrate that -10 min before a gel
time of -170 min, silica cluster radii were already well over 10,000 A. This
observation is in conflict with previous small angle x-ray scattering
measurements on TEOS gels [9]. In these measurements the so-called 'Guinier'
radius (i.e. Rz) was reported to be only -200 A just 1 min before a gel point of
-500 min. Further, a critical divergence of R, was not found, implying that the
system never gels. These unexpected measurements appear to be an artifact of
the 200 A resolution of the Kratky SAXS camera. In short, when scattering
measurements are made in the intermediate regime where qRz>>1, the
scattering is described by the length scale independent form I-q-1, and no
information about the cluster radius can be obtained (a direct result of mass
conservation.) Thus although the 'Guinier' analysis can be erroneously applied
to intermediate scattering data, it does not yield the cluster radius, but simply
measures the smallest scattering wavevector available on the instrument - the
instrumental resolution.

Swelling of Clusters (Linear Polymers?)

Since the growth that gives rise to branched polymers is a continuous
divergence in connectivity, it is not possible to determine the structure in the
reaction bath by using techniques that probe spatial correlations (e.g.
scattering). Thus we can only measure the ensemble fractal dimension of the
branched polymers after significant dilution. In practice it has been necessary to
dilute clusters as much as 1000:1.

Theories of branched polymers predict a dramatic swelling upon dilution
from the bulk state into a good solvent. In fact, the fractal dimension of a
branched polymer is predicted to change from 2.5 to 2 upon dilution [10,11]
Since this change cannot be determined directly, we have adopted indirect
methods of determining the change in fractal dimension AD. The first method is
to measure the divergence of the intrinsic viscosity [M] near tgel. In terms of the
typical cluster mass Mz this divergence depends on AD through [2,171

[11]~Mz3AD/s (4)

where Ds is the swollen dimension. Thus if the fractal dimension doesn't change
upon dilution the viscosity does not diverge as a power law. Using percolation
exponents, eq. 4 can be expressed in terms of the weight average cluster mass as



2D4

[iI]-Mw3 /S. Preliminary experiments show that the intrinsic viscosity diverges,
but that AD only changes by about 2/3 of its theoretically predicted value of 0.5.
A technical note: in the silica literature the intrinsic viscosity is sometimes
expressed in terms of the number average molecular weight as [f1]~Mna. This is
correct for linear polymers, but for branched polymers formed near the sol-gel
transition this relation is incorrect, since Mn does not diverge at the gel point.
In other words, formally the exponent a=-c.

AD can also be determined by using light scattering to measure the
concentration dependence of the spatial correlation length 4 which may be
thought of as an apparent cluster size in solution (it has nothing to do with the
real cluster size, but is merely the radius that is measured in a scattering
experiment.) In the reaction bath 4 is small, typically -200 A, but when the
system is diluted, 4 increases rapidly, eventually becoming the true cluster size
(104 - 105 A) in the limit of infinite dilution. Physically, the correlation length
is the length scale beneath which the solution is essentially dilute. In any case, it
can be shown that 4 increases with dilution according to [18,19]

~C-D/3AD (5)

Using percolation exponents and the predicted swelling of AD=0.5 gives 4-c-5/3 .
Light scattering measurements [19] on successively diluted silica clusters formed
very close to the gel point give 4-c-2.0±0.3 for both acid- and base-catalyzed
TMOS sols, in substantial agreement with eq. 5. It is important to note that the
observed concentration dependence is strong and independent of the method of
catalysis.

This observation conflicts with earlier studies [9] of silica that attempted to
determine whether acid or base catalysis forms linear or brancihed polymers. In
these SAXS studies, samples formed very close to the gel point were diluted and
the change in the 'Guinier' radius was determined. Two errors led to the
conjecture of linear polymers. First, the 200 A resolution of the Kratky camera
made it seem that in the base-catalyzed samples the Guinier radius did not
change upon dilution, whereas light scattering measurements, with a resolution
of -10,000 A, demonstrate a large change in the correlation length. Second, in
this work it was argued that a Guinier radius that does not increase with
concentration indicates branched polymers, since branched polymers do not
overlap, whereas a Guinier radius that does increase with concentration
indicates linear polymers. This led to the conjecture that acid-catalyzed gels are
linear-like and base-catalyzed gels are branched. In fact, when the effects of
polydispersity and swelling are properly accounted for one obtains eq. 5,
showing that the concentration dependence of the Guinier radius of branched

'I!
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polymers is actually much stronger than in linear polymers. For linear
polymers in good solvents the correlation length only diverges [4] as 4-c-3/4;
thus upon a 10-fold dilution the correlation length of branched polymers
increases by -100, whereas for linear polymers it increases by only -5.

These observations are further supported by 2 9Si NMR studies [20] that
show that the Q-distributions observed under conditions of acid catalysis are
consistent with the binomial distributions expected from percolation (the
Statistical Reaction Model [21] is a percolative system). Percolation clusters are
highly branched, having a topological dimension [22] of -1.8 (versus 1 for
linear structures and 2 for sheets) so the notion of linear chain formation in acid
catalyzed gels is in conflict with extant experimental evidence.

Viscoelasticity

Perhaps the most striking aspect of the sol-gel transition is the
transformation of a viscous liquid into a rubbery solid. Prior to tgel the
viscosity of the sol diverges as i1_•-k and beyond tgel the shear or tensile
modulus grows as E--Z [3,4]. The growth in the elastic modulus is related to the
appearance of a gel fraction - the fractional mass belonging to the infinite
network - which is given by yet another power law, G--d-.

A less obvious aspect of the fluid near the sol-gel transition is the
appearance of dramatic viscoelastic properties (23,24]. An anomalous power
law frequency dependence of the complex viscosity is observed near tgel, which
results in a slow, power law decay of stress with time. By taking advantage of
the concept of self-similarity in the time domain, we have developed a
dynamical scaling approach to the calculation of normal modes in branched
polymers. By summing over these normal modes a complete description of the
linear viscoelastic properties can be obtained [24]. For example, at the gel point
the shear relaxation modulus decays algebraically in time according to

G(t)-t-3/(2+D) (6)

Using D=2.5 gives the percolation prediction G(t)-t-2/ 3 . Since the

frequency-dependent complex shear modulus G(co)= G'(o))+iG"(o) is a
transform of G(t), the same gel point power law behavior is observed,

G'(eo).-G"(O)).-3/(2+D) (7)

Here G'(co) is the storage component and G"(co) is the loss component of the
modulus. Dividing by frequency then gives the percolation prediction for the

!I
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complex viscosity rI'(o)--"(w)-oT1I 3. Experimental data taken for the TMOS
system at the gel point, shown in figure 1, are in good agreement with this
prediction, as are data for many organic gels [24,25].

2.0 M TMOS gel In 1,4 butanedlol

S.... .......

•[t yl-~11m°039

-• 101 L Tq'l, /(o0.41

101 102

W (us6 1 )

Fig. 1: The complex viscosity for a 2.0 M base cataylzed gel at the gel point
shows a power law frequency dependence in accordance with the percolation
prediction il'(o))-TI1"(o)-cr- 1/3.

It turns out that these relations for the dynamical properties imply that
beyond tel both the equilibrium shear and tensile moduli scale as [24]

E-kT/Rz3  (8)

where Rz is the radius of a typical branched polymer in the reaction bath (above
tgel this is just the mesh size of the infinite network.) Thus the modulus, an
energy density, is a statement of equipartition - in a unit shear deformation kT
is stored per elastic cell of volume Rz3. Since R, decreases beyond the gel point,
the modulus increases as E-kT/e8 /3; this has been experimentally verified in
organic resins [25], but not yet in silica gels.

Finally, the steady state shear viscosity diverges as

¶ 7-R (9)
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where the codimension dc=3-D. This leads to the percolation predictionn-Rr3/2
-E-1-. From the light scattering measurements described below, we have
determined ri~--1- 5•0.1 for base catalyzed IM TMOS gels. Direct viscosity
measurements on organic resins are in excellent agreement with eq. 9.

Shear Modulus

The last topic we address is the dependence of the shear elastic modulus on
the initial monomer concentration, this having more to do with aggregation than
gelation. At the start of the reaction a dilute solution of silica monomers is
activated by a catalyst. In order to react, these monomers must first diffuse
together, colliding many times before reacting if the activation energy is large.
This diffusion process is not described percolation, but may be thought of as an
aggregation process in which clusters grow exponentially in time [5,26] until the
entire volume of the solution is filled. The situation is then much like a huge
container filled with tumbleweeds- the mass fraction is very small, but the
bushes occupy the entire volume of the container. At this point the aggregates
act as huge 'monomers' that then percolate to form a gel. The radius of these
monomers is a second, nondivergent length scale that is sensitive to the reaction
conditions. For example, the radius at cluster overlap is concentration
dependent, becoming large at low monomer concentrations. If 4o is the initial
monomer volume fraction, cluster overlap will occur at an aggregate radius of

s--b4o-1/(3-D) (10)

where D is now the fractal dimension of the aggregates and b is the silica
monomer radius.

Light scattering experiments [5] on TMOS gels grown under dilute
conditions give D=2.3, so the radius 4s-ýo-1.4. At this critical radius the system
crosses over to gelation, passes through the sol-gel transition and cures into a
more-or-less firm gel. However, being an inherently nonequilibrium structure,
the final gel maintains the remnants of the early stage of growth, and far
beyond the gel point the elastic modulus is dictated by the aggregation that
occurred at the earliest times! If we accept the aforementioned equipartition of
energy as a general rule, the shear modulus of the fully cured gel will be
E-kT/ 8 3~kTýo4.2. Thus the final gel shows a strong sensitivity to the reaction
conditions. In fact, it is possible to maintain the initial monomer concentration
and vary the spatial correlation by an order of magnitude by modifying the pH
and ionic strength. This also has a large effect on the rigidity of the final gel.



Critical Dynamics

Reactionath

It has long been known that when a laser beam is directed through a gel, a
grainy pattern is discerned, indicating inhomogeneities in the gel. These
structural inhomogeneities have been dignified with the term microsyneresis [4].
It is commonly believed that these irregularities arise from microphase
separation and therefore would not occur in a perfectly compatible system.
However, in quasielastic light scattering investigations [6,261 of the dynamics of
the silica sol-gel transition, we have demonstrated that these inhomogeneities are
a fundamental part of the physics of chemical gels, being a natural manifestation
of the breaking of ergodicity at the gel point.

The scattering of light is due to spontaneous, thermally driven
concentration fluctuations. These fluctuations typically have a very short
lifetime (1-104 gtsec) so the eye only sees a time-averaged, apparently
homogeneous, emission from the sample. However, in a gel these fluctuations
become very slow so that the human eye can easily resolve the motion. To
quantify exactly how fluctuations slow down when a gel is formed, we used
quasielastic light scattering (QELS) to measure the decay of a concentration
fluctuation of wavevector q. We found that as the sol approaches the gel point,
the relaxation time of a concentration fluctuation diverges to oo in a proper
critical point fashion [6], as

<'t>-8-1.9'0.1(11)

This critical slowing down of microscopic density fluctuations before tgel
forshadows the frozen inhomogeneities so commonly observed in gels.

More perplexing is the observed form of the relaxation of fluctuations.
Most relaxation processes decay exponentially in time, or nearly so, but at the
gel point, measurements of TMOS gels indicate that fluctuations relax via the
ultra-slow power-law decay [6]

S(q,t)-t-0 .27  (12)

where S(qt) is the homodyne, or self-beating, dynamic structure factor, which
is proportional to the relaxing part of the intensity autocorrelation function.
This power law decay is novel, being found only in gelling systems at or beyond
the gel point, and implies that the detected scattered photons break time into a
fractal set of dimension D=1-0.27=0.73. This fractal time set may be thought of
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as a kind of random Cantor set [27].
To explain these dynamical phenomena we developed a theory that

describes this system as a heirarchically constrained dynamics where the
relaxation time of any mode is dependent only on the relaxation of faster
modes, not on the relaxation of slower modes. Physically, this implies the
existence of a length-scale-dependent viscosity: that is, at the gel point, where
the bulk viscosity is -. , a probe of radius R feels a finite viscosity that scales as
RKI/v. This theory of the dynamics of concentration fluctuations correctly
predicts a homodyne power law decay of

S(q,t)-t-dc/(3") (13)

along with the critical point divergence of two distinct relaxation times. The net
result is that QELS beneath the gel point allows determination of the viscosity
exponent in Ti-e-k and the gel fraction exponent in G-e11 . Numerically, we find
k=1.5, in good agreement with eq. 7, and P--0.35, in agreement with the
percolation prediction of 0--0.39.

The relaxation of concentration fluctuations may also be studied in dilute
solutions of the sol. In this case the observed relaxations are due to the
translational and configurational diffusion of the polydisperse ensemble of
branched polymers, and the observed dynamics [12,13,28] is analogous to
critical slowing down at consolute points in binary fluids. In this case,
Kawasaki-Ferrel dynamics is expected [7,28] wherein the relaxation time T of a
concentration fluctuation of wavevector q scales as r-l/q3 . This result is
consistent with self-similarity of the sol, and further justifies the critical point
approach to the sol-gel transition. However, internal modes of monodisperse
branched polymers can also give -lI/q 3 , so this result is not definitive.

Conclusions

The growth, structure, and dynamics of silica gels is well described by the
critical point analogy, and reasonable agreement with percolation exponents is
found. This implies that the chemistry is to a large degree an irrelevent aspect
near the sol-gel transition. The notion of linear-like polymers in acid catalyzed
gels conflicts with experimental evidence and proper theoretical analysis. The
early time growth of silica is a nonuniversal aggregation process and accounts
for many of the differences in the fully formed silica gels.
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29Si NMR STUDY OF SILICON ALKOXIDES:
FROM THE CONDENSATION KINETICS IN SOLUTION TO THE DETERMINATION

OF THE FRACTAL DIMENSION IN AEROGELS
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ABSTRACT

The complete condensation kinetics of three silicon alkoxides
have been studied by 29Si NMR in the conditions of rapid
hydrolysis (acidic medium, water in excess). The gelation of the
tetravalent TEOS takes several weeks, whereas the trivalent MTEOS
and VTEOS do not form gels. From a quantitative data analysis, we
deduce that the first steps of the condensation proceed by
progressive formation of small organized units. This accounts for
the occurence of highly condensed agglomerates, the absence of
gelation in trivalent systems and the very slow kinetics
(logarithmic function of time). For the tetravalent TEOS, this is
followed by an aggregation phase, which leads to gelation. After
the gel time, the transformation of the sol fraction into gel has
been followed by observing the broadening of the static NMR
spectra. Moreover, the structures of the aerogels obtained by
hypercritical drying and of the densified materials resulting from
further sintering are characterized by MAS NMR. In particular,
measurements of the nuclear relaxation in samples doped with
paramagnetic impurities give directly the fractal dimension D of
the silicate lattice. The measured value is in agreement with that
obtained by the SAXS technique in aerogels (D-2.2) and is close to
D=3 for the densified materials.

INTRODUCTION

Besides its possible interest for the preparation of
homogeneous glasses and ceramics, sol-gel condensation of silicon
alkoxides offers the unique possibility to build in a more or less
controlled way randomized objects, which are believed to be a
physical realization of fractal geometry [1,2]. In the present
communication, we show that 2 9Si NMR can be used profitably in the
whole condensation process and may provide information on both the
polymerization kinetics and the structure of the condensed
objects.

EXPERIMENTAL

Three silicon alkoxides have been studied: the well known
tetraethoxy-silane (Si(OC2H5 ) 4 or TEOS) to which a large number of
studies have been already devoted and two new systems having
three -instead of four- branching possibilities, methyl-triethoxy-
silane (CH -Si(OC 2 H5 ) 3 or MTEOS) and vinyl-triethoxy-silane
(CH 2-CH-Si(OC 2 H )3 or VTEOS). The polymerization process was
initiated by adding acidic water to a solution of alkoxide and
ethanol. The alkoxide:ethanol:water concentration ratios were

NOt. Res. Soc. Symp. Pro. Vol. IS. 019W Mua Ra~esmwl Socie
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1:6:10 and the pH of the added water solution was fixed to 2.5.
The chemical conditions (water in excess, acidic medium) were
chosen in such a way that nearly complete hydrolysis of the
alkoxides occurs in a few minutes. This allows to study separately
the condensation kinetics which result from the formation of
siloxane bridges between the hydrolyzed species.In acidic media ,
this condensation process is very slow and the gelation -when it
occurs- may require several weeks. The samples were kept at a
constant temperature of 21 0 C throughout the experiment. A
concentration of 8.1C- 3 M/i of chromium nitrate Cr(NO3) 3 9H2 0 was
added in the polymerization solution to enhance t e nuclear
relaxation.

NMR spectra were recorded at 71.54 MHz with a BRUKER MSL 360
spectrometer, using a home-made silicon-free probe for the liquid
state and a Doty MAS probe for the gel state. The repetition time
was chosen as a compromise between nuclear relaxation and
kinetics: long enough to allow duclear magnetization recovery,
short enough to avoid excessive averaging of the kinetics.

CONDENSATION KINETICS UP TO THE GEL TIME

Figure 1 shows typical 2 9Si NMR spectra as a function of time
for MTEOS, VTEOS and TEOS systems. For MTEOS and VTEOS, the
hydrolysis is almost completed within the time necessary to record
the first spectrum, that is about ten minutes. For TEOS, a small
fraction (less than 10 per cent) of species with one
non-substituted ethoxyl group may remain after an hour. This
quasi-absence of partially
hydrolyzed species leads to W,** viaTE
quite simple spectra, from
which the contribution of
silicon atoms with 0, 1, 2, 3, JL,
or 4 siloxane bridges, which I
are conventionally denoted as
QO, Q1, Q2, Q3 or Q4 , can be
accurately obtaii~ed. The UI
complete evolution is ,L
quantified in figure 2, which .
displays the relative
concentration qi of the Q
species as a function of the
logarithm of the time. Also ,..
shuwn is the evolution of the
degree of condensation, defined1 I ii
as: c = Zi i * qi / f, with f JkL. __L_
being the connectivity of the
monomer (f-3 for MTEOS and
VTEOS and f-4 for TEOS). This
degree of condensation II
characterizes the progress of ,LL -
the condensation reactions as a
whole[3]. . . .-N .. - a

There are several ,,e11,•MO .M
indications that the beginning
of the condensation process in Figure 1: 29si MHR spectra at
our rapidly hydrolyzed systems different times during the
corresponds to the formation of condensation of tTEOS, VTEoS and
small units. First of all, it TEOS. The last two spectra for TEoS
is seen in figure 2 that the have been obtained using Magi.c
degrees of condensation reach Angle Spinning in th, gel state.

4 • • . . . ... .
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very high values: 0.95 without
gelation for the trivalent MTEOS
systems and 0.81 at the gel
point for TEOS. This indicates o.S
highly condensed agglomerates, . 04
which is not consistent with a i
simple random polymerization of
monomer units. Neglecting 0.0
intra-cluster condensation, the
maximum value for c would be 0.
2/f, i.e. 0.67 for MTEOS and
VTEOS and 0.5 for TEOS. 06
Moreover, according to the .
classical Flory theory (4], the '
gelation is expected to occur * 0.2

for 1/(f-1), i.e. 0.5 for MTEOS 10.0
and VTEOS and 0.33 for TEOS. To
explain the observed values of
c, it is necessary to assume 0. TEOS

either that the polymerization 0.6 o , "
involves considerable o.4
intra-cluster condensation at Z

each step or that the primary 0.2.
units which polymerize are 0.o0
already _highly condensed
objects. As the first I6 Iif 101 ,14 10 1 e
explanation is not consistent Ume (h)
with the fractal structure
observed for the final Figure 2: Time evolution of the
aggregates (see below), we concentration of the different 01
favor the second one. Actually, species ti-O to 4) and of the
if we assume for simplicity degree of condensation c for ImTEOS,
that the starting units are VTEOS and TEOS.
uniform and made of n silicon
atoms with a degree of condensation co, the final degree of
condensation will be cý= co + 2/(nf). In the case f=4 (TEOS),
this will give c 0 -1/2 and c.-5/8-0.63 for a4-membered cycle (n-4)
and c 0-3/4 and c.-13/16=0.81for an 8-membered cube (n-8) . This
hypothesis is supported by high resolution NMR studies, which
point out the role of cyclic and polyhedral stucture in the
condensation process [5,6] and by the absence of gelation in
trivalent compounds, where the degree of condensation is as high
as 0.95.

On the other hand, a noteworthy feature in figure 2 is that
the degree of condensation increases as the logarithm of the time
in a large part of the kinetics: almost up to the saturation for
the trivalent MTEOS and VTEOS and up to c-0.6 for TEOS. This
functional dependence is much slower than those usually expected
for first and second order kinetics, c-l-exp(-t ) and c-t /(l+t),
respectively. The logarithmic law corresponds rather to a kinetic
equation of the form: dc/dt -exp(-c). In fact, such an equation is
not unexpected according to the above structural considerations.
The mentioned step by step condensation would require bond
deformations and possible bond breakings and reformings. In any
case, this process should involve an energy barrier which is
expected to be proportional to the mean number of already formed
siloxane bridges per silicon atom: this may explain that the
kinetic constant contains a thermally activated term with an
activation energy proportional to c.
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SOL-GEL TRANSFORMATION AFTER THE GEL TIME

As recently observed by Vega and Sherer [7], the main effect
of gelation is a progressive broadening of the NMR lines due to a
slowing down of the molecular motion, which becomes unable to
average the anisotropic chemical shift and the dipolar coupling
with the protons. This effect can be pointed out by comparing
static and MAS spectra. Figure 3 shows spectra recorded with and
without rotation at t = tg, 1.4 tg and 4.1 t . MAS spectra show
only a small evolution which reflects the slow condensation
process. On the other hand, the static spectra display a dramaLic
broadening due to the progressive freezing of the molecular
rotational motion. At t = 4.1
t the static spectrum looks vWIMA.0fa" wh UMASrotason
like the one which is expected
fora non-averaged anisotropic
chemical shift powder
distribution. At t = tg and tb t 4.11t

1.4 t , the spectra could be

regared as the superposition
of two contributions: a
rigid-lattice signal similar to
the static spectrum at t = 4.1
t and a motional-narrowed
sygnal similar to the MAS t= 1.4t
spectrum. The first
contribution would correspond
to the gel fraction and the
second one to the sol fraction.
These results are consistent
with viewing the gel transition
as resulting of the formation t l.0t
of a large scale percolation
cluster (the gel phase),
coexisting with smaller
aggregates (the sol phase).
After t , the small clusters 1-11-11-d I..h...h.-h1h-1
are progressively connected to 70 -.0 -110 -13. 70 -00 .110 .130

the large one. This leads to a 29(M m TMS
small increase of the
condensation rate, but to a Figure 3: Comparison of 

2 9
Si NMR

strong decrease of the spectra of condensed TEOS without
motional-narrowed contribution and with MAS rotation at different
to the static NMR spectrum. times after t.

HYPERCRITICAL DRYING AND SINTERING

By evacuating the solvant under hypercritical conditions (T-
255*C and p - 75 bars), the alcogel is transformed into an
aerogel, whose density (0.17 g/cm3 in the present case) is
controlled by the monomer concentration in the initial solution.
Then, the aerogels can be sintered. Heating at 10000C leads to an
amorphous material whose density is about 1.6 g/cm3 and heating
above 1200*C gives the cristobalite phase of the silica with a
density 2.3 g/cm3 .

Figure 4 shows the spectra of these different forms of
silica. In the alcogel and in the aerogel, the three broad lines

1 4 . -a#
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Figure 4 : 219Si MRS NMq spectra for Figure 5: Time dependence of the
different forms of silica. 29Si magnetization recovery after

saturation.

Q2, 03 and Q4 reflects the lacunar structure of these systems. In
the densified materials, it only remains the line of four-

coordinated 04 silicon. As a result of the random or ordered
environment of the silicon atoms, the line is broad for the
amorphous compound and sharp for the crystallized one.

FRACTAL DIMENSION IN AEROGELS

Finally, we present a new method to determine the fractal
dimension in these systems. It is based upon the nuclear
relaxation induced by the paramagnetic impurities diluted in the
lattice [8]. Contrary to the diffusion techniques which involve an
analysis of the scattered intensity in reciprocal space, the
present method gives directly the mass-to-distance relation in
real space: M(r) - r D, with D being the fractal dliension.
Actually, if one applies a saturation comb to kill the •Si spin
magnetization, the recovery of this magnetization will reflect the
spatial repartition of the nuclear spins which relax to their
equilibrium polarization by dipolar flipping with the dilute
magnetic ions. Since the time constant for the dipolar coupling
relaxation increases with the distance as r 6 , the recovered
magnetization at time t after saturation will be that of the spins
which are contained in a sphere of radius r - t116 and therefore,
it will retain a time dependence as: m(t) ~ t D/6.

Figuie 5 shows the recovery of the 29Si magnetization after a
saturation comb in five compounds: an alcogel, two aerogels with
different paramagnetic impurity concentrations, an amorphous and a
crystallized sample. The chromium to silicon ratio has been
measured by ESR: It was 6x10- 3 for the alcogel and the first
aerogel, 6x10- 4 for the second aerogel, 3x104" for the amorphous
and 9x10- 5 for the polycrystalline powder. The relaxation is
strongly non-exponential for all the studied samples. From the
log-log plot in figure 2, it turns out that the time dependence
of the magnetization recovery follows a power law m(t) - ta in an
extended time range, before reaching a saturation plateau.

The values of the exponent t are obtained by fitting the



216

power law regimes in figure 5 up to the point where the
magnetization is half of its saturation value.ThIs ave D values *
.of 2.85 for the alcogel, 2.3 and 2.1 for the aerogels, 3.1 for
the amorphous and 2.85 for the crystal. Finding values near D=3
for the densified materials is quite satisfactory and provides a
good reliability test. For the aerogels, the NMR results are
quite consistent with those of small angle X-ray scattering (SAXS)
experiments performed on the same samples which give D=2.3. On the
other hand, the SAXS result is D=2.0 for the alcogel. This
disagreement is easily explained by remarking that the relation
M(r) _ r D, from which the NMR D is deduced, describes the mass
distribution around the magnetic impurities. Since the chromium
spins can be everywhere in the alcogel solution, the NMR
relaxation does not reflect any more the spatial correlations on
the silica polymer, but the mass repartition in the gelled
solution which has no reason to be different from a regular
tri-dimensional one.

Actually, it is quite unusual to observe a power law for such
a long time range, because the direct dipolar coupling between
nuclear and electronic spins is generally relayed at long
distances by the nuclear spin diffusion, which gives rise to an
exponential recovery [9]. However,this short cut is avoided in the
present experiments because of different effects. Firstly, in the
aerogels, the fractal geometry imposes a tortuous path to the
magnetization leading to a slow anomalous diffusion. Secondly, in
both the aerogel and amorphous samples, the structural disorder
may cause considerable shifts of the NMR lines of neighbouring
spins making the dipolar flipping quite inefficient.Finally, in
all samples, the magic angle spinning which averages the secular
part of the dipolar coupling between nuclear spins inhibits the
flip-flop transitions between neighbouring 2 9Si and quenches the
nuclear spin diffusion process.
* Note here that D - 6a
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LOW WAVENUMBER RAMAN SCATTERING IN SILICA AND SILICOPHOSPHATE AEROGELS
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ABSTRACT

Raman spectra, measured on silica and silicophosphate aerogels in the
range of 5 to 70 cm" 1 , revealed a "particle band" that arises from the
discrete particulate character of the gels at very small size scales. TEN
measurements of the nanoscale structure in the gels correlate with the
location of the particle band maximum.

INTRODUCTION

Raman spectroscopy has proved a useful tool in the study of disordered
materials. In particular, the low frequency regions (below 100 cm"1) is
sensitive to structural features with characteristic lengths of one to tens
of nanometers, intermediate in scale between the atomic and bulk regimes.
Glasses, for example, exhibit density fluctuations over this range and as a
consequence display features in their low frequency Raman spectra not seen
in well ordered crystals. Recently Duval and his coworkers [1] discovered
that very small crystallites in glassy matrices would give rise to a
distinct "particle band" at very low wavenhobers. Since then similar
findings have been reported for silica aerogels (2-5]. These low frequency
bands are thought to arise from torsional and spherical acoustic modes of
the small particulates which make up the aerogel. The wavenumber of the
particle band is inversely related to particle size and has values in the
range of 5 - 30 cm- 1 .

The present investigation was designed to first reexamine the
particle bands in silica aerogels and then to extend the measurements to
aerogels containing phosphorus as a second component. All of the studies
thus far reported have dealt exclusively with the $102 composition. It
would be of interest to know if the addition of other network-forming
components modifies the aerogels at the nanostructural scale.

EXPERIMENTAL METHODS

Gels were prepared by the hydrolysis and condensation of a solution of
tetraethylorthosilicate (TEOS), ethanol, and water, aided by either HCl
(acid catalyzed gels) or NH40H (base catalyzed gels). Orthophosphoric acid
both provided the source of phosphorus and acted as an additional catalyst
for the silicophosphate gels. The ratio of phosphorus to silica ranged
from 0.0005 to 0.01. Other compositional parameters varied were pH and the
amount of water.

Once gelled, the alcogels were allowed to age for times ranging from a
few hours to more than 1000 hours. They then immersed in ethanol inside a
pressure vessel which was heated to bring the temperature and pressure
close to the critical point of water. Pressure was slowly bled off to
eliminate the solvent and dry the gel. This procedure helps preserve the
gel structure by eliminating the internal capillary stresses which distort
and shatter gels dried under atmospheric pressure. The dried aerogels were
baked out at about 500 C for 1-2 hours to drive off the remaining organic
components. In many samples, an additional heat treatment at 500 to 700 C
was necessary to quench a ubiquitous fluorescence which would otherwise
overwhelm the Raman scattering. At these temperatures the internal

tM. RN. soc. SpUmp. Prec. Vol. i10. 6ImO Ma"mtml•e Ieueero eluly
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surfaces of the gel become smoother [2,6] but the nanostructure undergoes

no significant changes [3).
The final aerogels varied in appearance from hard and glassy

for the acid catalyzed gels to typically bluish yet still transparent for

base catalyzed aerogels. Two of the base catalyzed silicophosphate gels

(PB170 and P6330) developed macroscopic crystals, and of these PB330 also

formed a precipitate which settled out before the solution gelled. The

sample notation incorporates the preparation conditions and the density:

e.g. SA360. S = silica aerogel (P = silicophosphate jSrogel) A = acid

catalyzed (B = base catalyzed), 360 = density in kglW. The bulk density of

the als was determined by mercury displacement and varied from 170 to 550
kg/,•.

Raman measurements were obtained with a Spex model 1401 double

monochromator using the 514.5 nm line of an argon ion laser as an

excitation source. All spectra were measured without a polarization

analyzer. The resolution was 2 cm-1 for silica and acid catalyzed

silicophosphate gels and 3 cm1- for base catalyzed silicophosphate gels.

The spectroscopic range investigated, 5 to 70 cm-1, places all features of

interest very close to the laser line, making it difficult to separate

desired signals from stray light. To assist in stray light discrimination,

an iodine filter was used. One of the very sharp absorption lines of

iodine happens to lie within the gain curve of the 514.5 ns line and by

using an etalon to force the laser into single mode oscillation, the laser

output can be tuned to precisely coincide with this resonance [7]. The

filter consisted of an evacuated optical cell which contained a few

crystals of iodine which could be heated to increase the iodine vapor

pressure. When placed between the scattering sample and the entrance slit

it strongly attenuated the elastic contribution to the scattered light,

leaving the inelastic component relatively unaffected. At a typical

operating temperature of 95 C, the cqll attenuated elastically scattered

laser light by a factor of 103 to 104 while reducing the Raman intensity by

only a factor of two The iodine filter does impart a noticeable waviness

to the Raman spectrum, however, and in order to extract spectra with

correct lineshapes it was necessary to ratio the raw Raman data to a white

light spectrum taken under identical experimental conditions. This was

done for all spectra shown here.
Transmission electron microscope (TEN) images were obtained using a

Philips EM420 instrument with an acceleration voltage of 120 kV. Sample

preparation proved to be difficult, and for those images shown here, the

gels were crushed, the powder distributed on a carbon-coated grid, then

re-coated with carbon. The magnification was set at 105,000 to avoid the

beam damage which occurred at high magnifications. A representative set of

TEN images is shown in Figs. 1-4. The images show a distinct granularity

at a scale of 2 to 10 vs and these granules are considered Oparticlesw for

the purpose of analysis. However, they are strongly interconnected, as

shown particularly well in Fig. 1, and are not Nparticles" in the strict

sense of the word. Particle size was measured for each aerogel by simply

measuring the diameters of about 20 of the *particles' shown on each TEN

image and calculating the mean.

LOW WAVENUIBER RANAN SCATTERING

Spectra for acid catalyzed silica aerogels are shown in Fig. 5 and for

base catalyzed silica aerogels in Fig. 6. The observed Roan scattering

intensity was corrected both for the average dark current and for

absorption by the iodine cell. The remainder was taken to be the count

rate due to Reman scattering and was divided by the usual population factor

to obtain the spectra shown in the figures.
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Fig. 1 TEM image of acid-catalyzed Fig. 2 TEM image of base catalyzed

aerogel SA360. Scale bar = aerogel SB240. Scale bar =

50 nim. 50 nm.

Fig. 3 TEM image of acid catalyzed Fig. 4 TEN image of base catalyzed

silicophosphate aerogel silicophosphate aerogel

PA420. Scale bar 50 nM. PB170. Scale bar 50 VON.
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Fig. 5 Raman spectra of acid Fig. 6 Raman spectra of base

catalyzed silica aerogels. catalyzed silica aerogels.

The spectra agree with spectra of silica aerogels reported in the

literature [2-5]. Most show a distinct broad band with a maximum near 10

cm-1 , though peaks in the spectra of two of the acid catalyzed aerogels are

less well defined, having partially disappeared into the laser line.
Raman spectra of the silicophosphate aerogels are shown in Figs. 7 and

8. The processing of the intensity data was the same as for the silica
aerogels. These spectra show that the addition of very small mounts of

phosphorus causes a substantial difference in the scattering behavior.
The particle band in the silicophosphate aerogels is typically much broader

and less well defined than in the silica aerogels, making it necessary to

extend the scan range up to at least 60 cm•-. In this region the

additional Raman scattering from air trapped in the pore spaces of the

aerogel becomes most apparent. This is especially noticeable in the base

catalyzed silicophosphate aerogels (Fig. 8) and responsible for the "fine

structure" seen between 30 and 60 cm-1 . The spectrum of air is shown for

comparison at the bottom of the figure. This interference makes it
extremely difficult to assign "peakm positions in any but a very rough way.

DISCUSSION AND CONCLUSIONS

The main effect of phosphorus is a general reduction in the size of
the fundamental particles (Figs 3 and 4). The smallest particles were
obtained at the lowest phosphorus concentrations (Fig. 9).

S. . .. , ,
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The particle band was originally interpreted as a surface mode of
small spherical crystallites separated from a glassy matrix [1]. This
interpretation was carried over to the particle-like small structures that
appear in aerogels [2-5]. As such there is a relationship between the
frequency of the particle band and the particle size

w = 0.8 v/2ac (1)

where w = band wavenumber in cm" 1 , v = sound velocity in m/sec, 2a =
particle diameter in m, and c = velocity of light in m/sec. The numerical
factor of 0.8 is a geometrical factor associated with spherical particles.

Figure 10 shows a plot of the "particle size" as measured from the TEM
images as a function of the measured particle band wavenumber. A linear
trend is apparent. Previous workers [2-4] have taken 4000 m/sec as the
sound velocity, a value which is close to the average sound velocity in
silica glass. If this value of v is substituted into the particle mode
formula, the result is the straight line plotted in Fig. 10. Although
there is some scatter in the data, the fit is quite good. Estimated error
for both wavenumber and particle diameters is shown on the figure by open
rectangles; dots next to data points indicate additional uncertainty. The
fact that the particle bands for both silica and silicophosphate aerogels
fall on the same trend line supports the hypothesis that these bands are
due to surface modes dependent only on particle size.
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wavenumber.

It appears that the particle band is a useful probe of gel structure
at size scales up to about 20 nm. The particle band for larger size
structures becomes lost in the tail of the laser line. This procedure has
already been used to monitor the growth of silica particulates during
thermal densification of aerogels [3,5]. This is a nondestructive
technique which involves minimal sample preparation, a clear advantage over
TEM when semiquantitative measurements of particle size are desired.
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BASE-CATALYZED SILICA GELS: STRUCTURE AND CHEMISTRY

GARRY J. GARVEY and BRUCE E. SMITH
AKZO Chemicals Inc., Livingstone Ave., Dobbs Ferry, NY 10522.

ABSTRACT

The chemical and physical properties of two base-catalyzed
silica gels systems were characterized. The sol-gel transition
was studied by titration, rheometry, and NMR. Pyrolysis behavior
was monitored by TGA and mass spectroscopy. Many characteristics
were strikingly similar for the two base-catalyzed systems.
However ammonium hydroxide additions resulted in heterogeneities
at lower concentrations than ammonium carbonate. Ammonium
carbonate enhanced oxidation on pyrolysis.

INTRODUCTION

Gelation of hydrolyzed tetraethyl orthosilicate (TEOS) sols
can be induced by addition of aqueous bases, which under some
circumstances results in heterogeneous gelation due to localized
regions of high pH. This commonly occurs for highly concentrated
ammonium hydroxide additions. The problem can be avoided by
using an equal normality of a weaker base such as ammonium
carbonate. The current study is a comparison between silica gels
prepared using these two bases.

The two-step process of gel formation is an excellent method
of rapidly producing a silica gel. First, aqueous acid catalysis
of TEOS produces rapid and nearly complete hydrolysis. Second,
base catalysis of the hydrolyzed sol promotes rapid
polymerization and gel formation. This process has been well
characterized [1] and chemical mechanisms have been proposed
[2,3]. Ion specific effects have been noted [4].

The conditions under which this two step process occurs
affect the gel structure. The mechanical properties of the sol-
gel transition have been studied by shear rheometry (5]. The
evolution of gel structure over long time periods has been
investigated by transverse loading of cast gel bars [6,7]. Gel
structure has also been characterized by NMR [8,9]. The surface
area, residue hydroxyl, and carbon contents of TEOS-derived dry
gels have been investigated [10]. The effects of chemistry on
the pyrolysis and densification of dry gels were addressed [11].

The current study seeks to apply several of these approaches
to define differences generated by two bases, ammonium hydroxide
and ammonium carbonate. This study follows the evolution of some
chemical and physical properties from solution to calcined silica
gel in an attempt to identify these differences.

PROCEDURE

A clear sol was prepared from TEOS, [AKZO, Silbond Pure 6]
using 1N nitric acid (Fisher, ACS reagent), ethanol (Quantum, U.

MM. Re. So. Syrnp. Pmo. Val. 10O. e1l0m Me0dle I ft~eh So"et
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S. P.) and deionized water (18 MO) and refluxed for ten minutes.
The sol composition was 1 mole TEOS, 2.7 moles water, 0.05 moles
ethanol at 0.0125 N nitric acid concentration. The sol sample
was analyzed by capillary GC (HP-5890 with a 30m x 0.25mm DB5
column). Hydrolysis was more than 80 % complete as determined by
ethanol peak intensity. No unreacted monomer was detected.

The hydrolyzed TEOS sols, thermostated to 25°C, were
titrated using each base catalyst (0.1N). A titration rate of one
ml/min was continued until gelation. PH was monitored using the
Beckman Select-Ion 2000 Analyzer.

Using the above ion analyzer and fluoride electrode (Orion,
94-09), the fluoride content was found to be <0.2 ppm for all raw
materials except the ammonium carbonate solution with 0.3 ppm.

A test was performed to determine the maximum concentration
of aqueous base that could be homogeneously added to the sol. A
series of sols were catalyzed by base additions. For each sol
the base concentration was increased incrementally. The
resultant series of gels was evaluated by light scattering
intensity measured at 900 to incidence. Scatter intensity was
plotted against concentration. An abrupt increase in scattering
was interpreted as the onset of heterogeneity.

In all subsequent experiments 0.1 N base additions were
magnetically mixed with the sol in a volumetric ratio of 1:9.

Rheometry was performed on the base catalyzed sols using a
Rheometrics RMS-800 with a couette test fixture. Dodecane was
floated on top of the sample prior to each measurement to prevent
sample evaporation. The following conditions were observed;
dynamic mode at 20 radians/second, torque between 0.1 and 0.13
g-cm, and strain was minimized but maintained > 0.025%. During
measurement, the temperature was ramped from 25 0 C to 600C in 10
minutes then maintained at 60*C.

NMR measurements were performed with a Varian, XL-300 at
20 0C. The NMR tube contained a capillary of 5% hexamethyl
disiloxane in benzene for standardization with 30 ppm Cr
acetylacetonate relaxation agent. Samples were prepared by
mixing 0.1 N base with the sol. After sample measurement, the
outer tube was emptied, cleaned, and scanned with the standard
capillary. This scan was subtracted from all sample spectra.

Effluent gas analysis was performed using a VG TRIO-3 mass
spectrometer with EI impact and a heated solid probe. Samples
were dried in air at 150*C for 16 hours. The samples were loaded
into the spectrometer and heated in a vacuum to 150°C and held
for 1 minute for outgassing. Heating continued at 20°C/minute to
5200C, the instrument's maximum temperature.

Thermal gravimetric analysis was performed using a Dupont
951 TGA under argon at a heating rate of 20°C/minute. Samples
were prepared for TGA by drying for 16 hours in air at 150°C.

Dry silica grain samples (200 j•m diameter) were heated in a
mullite tube furnace at a rate of 20°C/minute to 1350°C, held for
one hour then cooled to 25*C under flowing oxygen (<3 ppm water).
Samples were analyzed for trace carbon by Leco Analytical Labs.

RESULTS AND DISCUSSION

The first phase of this study describes the effects of base
addition on the pH and gelation of the sol. Before discussing
these results, it is worth considering the effect of titrating
acidic solutions with the individual bases. When a strong acid

1



is titrated with ammonium hydroxide solution, an abrupt jump in
pH occurs from -1.8 to -7.7 through the single equivalence point.
If ammonium carbonate is used, the pH of the solution jumps from
-1.8 to -4.9 through the first equivalence point. This is
followed by a gradual rise in pH to -6.8 where the second abrupt
pH jump to -7.7 occurs through the second equivalence point.

This information helps interpret the behavior of base
titration of the acid-catalyzed sol presented in Figure 1. For
ammonium hydroxide titration, the pH of the sol rises gradually
in the initial stage. Then there is a rapid rise in the pH at
the equivalence point of ammonium hydroxide. This pH rise ends
when at a gel point of pH 6.2.

7'

M:6- -- K H40H

0.

4'

3-.J

2" 0 1NH4)2CO3

0 1 2
Equiv. Acid/Equiv. Base

Figure 1: Titration of acid-hydrolyzed TEOS sols with two bases.

As with ammonium hydroxide, there is a gradual rise in pH as
the sol is titrated with ammonium carbonate solution. There is
an abrupt rise in pH through the first equivalence point of
ammonium carbonate to somewhat above pH 5. At this point, as
with the pure electrolyte, there begins a gradual increase in pH
toward the second equivalence point. This rise continues to the
pH of gelation, 6.2.

Two points should be noted. First, the pH of gelation is
the same for both bases. This would suggest that gelation is
more dependent on pH (more accurately on pOH) than on the
concentration of secondary ions in this study (i.e. C03 2 -).
Second, more equivalents of ammonium carbonate are required to
reach the pH of gelation. This is because the first equivalence
is complete at pH 5, which is below the gel point. More ammonium
carbonate is needed to reach the gel point of pH 6.2.

The maximum concentration of each base that could added
homogeneously as determined by light scattering was 0.3 N
ammonium hydroxide and greater than 1.0 N ammonium carbonate.
These result represent a clear advantage of using the carbonate
over the hydroxide as greater compositional range is possible.

Figures 2a and 2b report changes in sol viscosity and
elasticity with time for ammonium hydroxide and ammonium
carbonate solution additions, respectively. The plots are nearly
identical. Each plot reflects an initial dip in G" (viscous) due
to sample heating from 250C to 600C. Each plot reveals increases
in GI (elastic) and G" at thb gel point at similar times. Each
plot also indicates that the levels to which G' and GO rise after

pt



gelling are very similar. These data imply that these two bases
produce gels of similar structure.
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-- 10 2 ---- G. 102 --- W- G"

Z 10" 10' 1
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Figure 2: Rheology of TEOS sols over time after the addition of
base; a) ammonium hydroxide b) ammonium carbonate. [ G'=
storage modulus (elastic); G"- loss modulus (viscous)].

This conclusion is corroborated by NMR results. Figures 3a
and 3b compare the different silicon species which evolve during
polymerization through gelling. Q2 (linear siloxane) and Q3
(branched siloxane) decrease monotonically with time while Q4
(network) increases with time. The rate of change and the final
values are very similar. For equal base additions, the ammonium
hydroxide catalyzed sol crosslinks and gels more rapidly than the
ammonium carbonate catalyzed sol. Gelation occurs at about the
same Q2:Q3:Q4 ratio for the two sols. There is slightly less
crosslinking (i.e. Q4 ) in the final ammonium carbonate catalyzed
gel, due to lower pH for equal base concentration. Despite theae
similarities, chemical differences may exist between gels
catalyzed with different bases.
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pire 3: Structural evolution of base catalyzed gels as
determined by NMR; a) ammonium hydroxide; b) ammonium carbonate.
[ 02 - Si*(OR)2(O-Si)2; Q3 - Si*(OR)(O-Si)3; Q4 - Si*(OSi)4]
Only silicon marked with * is defined.
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Effluent gas analysis can differentiate chemical

changes during firing. Figure 4 presents mass spectroscopy data
of two silica gel samples. High abundance ions are plotted as a
function of temperature. Assignments have been made for these
ions based on secondary ion intensities found in the mass
spectra. Assignments are as follows: 18 a.m.u. - water, 28
a.m.u. - CO, 44 a.m.u. - C02, and 45 a.m.u. - ethoxy.

100" 100
a b

45 a.m.u. 18 a.M.U.
S80 80'

4J

U) 60 60"

4,
-40 18 a.m.u. 40" 45 a.m.u.

S20 20 28"mu

28 a.m.u.
44 a.m.u. 44 a.m.u.

100 200 300 400 500 600 100 200 300 400 500 600
Temperature (°C) Temperature (CC)

Figure 4: Effluent analysis during pyrolysis as determined by
heated solid probe sampling mass spectroscopy: a) ammonium
hydroxide b) ammonium carbonate.

In comparing figures 4a (ammonium hydroxide-catalyzed gel)
with 4b (ammonium carbonate-catalyzed gel), a significant
difference is noted. For the ammonium hydroxide gel, the
intensity of the ethoxy evolution is much greater than the
intensity of the water evolution. In the case of ammonium
carbonate gel, the situation is reversed. These data imply that
ammonium carbonate gel effluent is more highly oxidized than the
ammonium hydroxide gel effluent.

1.00 '

o 0.98 (N4)2c03

4.)
• 0.96

0 .94

$ 0.92

0.90 4 KH40H

0.88 .......

200 300 400 500 600 700

Temperature (CC)

Figure 5: Thermal gravimetric analysis (TGA) of base catalyzed
silica gels; a) ammonium hydroxide gel (closed symbol), b)
ammonium carbonate gel (open symbol).
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Despite the substantial differences in vacuum pyrolysis
behavior, the TGA data for these dry gels reveal nearly identical
behavior. Figure 5 illustrates these similarities.

The high temperature pyrolysis treatment to 13500 C of both
base catalyzed silica grain samples resulted in identical carbon
contents of 15 +/- 5 ppm.

Differences in pyrolysis behavior among the three thermal
treatments in this study may be attributed to differences in
atmosphere and the relative insensitivity of TGA and batch
pyrolysis to identify chemical changes during firing. The
chemical pyrolysis effects identified by mass spectroscopy are
substantial and may have significance for critical processes such
as thin film coating. More work is required.

SUMMARY

The effects of two bases, ammonium hydroxide and ammonium
carbonate, on the chemistry and physical properties of TEOS-
derived silica gels were studied. Based on identical gelation
pH, it was concluded that the pH had a greater effect on gelling
than the specific ions in this study.

The gels prepared with either catalyst had remarkably
similar structures as determined by rheometry and NMR analysis.

The presence of carbonate during pyrolysis enhanced the
oxidation of residual organic groups in vacuum at intermediate
temperatures. The thermal gravimetric behavior and the post-high
temperature calcination carbon contents of the two dry gels were
identical.
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ABSTRACT

In the alumina-silica system, the surface area of gels exhibit dependence upon
both composition and the fluid in the pores during drying. Under controlled conditions,
an anomalous drop in both the surface area and skeletal density of Identically
prepared gels occurs at a composition of 47% alumina. An effort has been made to
understand the reasons for this phenomenon. The effect of various solution precursor
systems has been Investigated. Precursors that contain boehmite. or other colloidal
species, do not exhibit low surface area/density at 47% alumina. Data from light
scattering, infrared spectroscopy, and solution NMR will be discussed for the precursor
system used to prepare low surface area gels. Data will be interpreted to determine
the effect of solution structure on gel characteristics.

INTRODUCTION

Materials in the alumina-silica system are of general interest in ceramics due to
their ubiquity as well as favorable thermal, mechanical, and electrical properties [1].
These materials also find application in heterogeneous catalysis because of chemical
durability and a controlled number of active surface sites [2]. Generally, catalyst
supports have been prepared by co-precipitation techniques, but more recently a great
deal of effort has gone into the gel-forming of aluminosilicates [3,4].

As part of an effort to prepare A120 3-SIO 2 catalyst supports with compositions
ranging from pure alumina to pure silica, it was discovered that the surface area and
density of these materials was dependent upon certain washing procedures [5].
Typically, the surface area of powders was decreased by washing in water, but a large
anomalous drop in both surface area and skeletal density was discovered at a
composition of 47 weight percent alumina. Results from this study are detailed in
Figure 1. It Is thought that this effect occurs during the drying process due to the
formation of closed porosity. Surface area and density have been shown to vary with
the surface tension of the washing fluid, with high surface tension liquids giving low
surface area powders. In order to better understand the low surface area/density
phenomenon, the effect of precursor chemistry has been studied. Originally, powders
were prepared by mixing a solution of TEOS/water/HCI with a saturated aluminum
nitrate solution. Recently, it was shown that the same effect is possible using a
TEOS/aluminum sec-butoxide/ethanol solution gelled by the addition of excess water.
Solution characterization has focused on the latter precursors. Other precursors
investigated Include colloidal silica (Cab-o-sil) and a boehmite sol prepared by the
hydrolysis of aluminum sec-butoxide (ASB) In water. Discussion In this paper will be
limited to compositions of 47 weight percent alumina.

Mat. f.e. Woc. Syrp. Prom. Vol. 180. 199m Muliiule Rmnrch Society
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FIG. 1. Variation of surface area and density with composition [5].

EXPERIMENTAL

Solutions and gels in this study were prepared from tetraethylorthosilicate
(TEOS) and aluminum sec-butoxide (ASB). First, TEOS was diluted with an equal
amount of ethanol. Hydrochloric acid diluted I part to 2 with ethanol was then added.
The amount of acid was one mole acid per mole TEOS. After stirring, ASB diluted one
part to ten by volume with ethanol was mixed with the previous solution. For a final
composition of 47 weight percent alumina, the precursor solution consisted of TEOS,
ASB, and HCI in a molar ratio of approximately 1:1:1. Many other compositions have
been prepared by simply varying the TEOS/ASB ratio. After the addition of the ASB,
the mixture was diluted to a concentration of 2 weight percent solids, based on SiO2
and A12 0 3, with ethanol. The reaction flask was fitted with a condensor and the
solution was refluxed for 24 hours. Solutions prepared in this manner could be stored
indefinitely without gelation, although the gel time did increase with aging. Gels were
formed from these solutions by the addition of excess water. For low surface area
gels, water was added to produce a water/Si molar ratio of 100. After gelation,
samples were dried at 1 000C for 24 hours. Powders were prepared from dried gels by
lightly grinding in an alumina mortar and postal.

RESULTS AND DISCUSSION

Gelation of solutions prepared from ethanol solutions was monitored by quasi-
elastic light scattering. Water, in the amount of 100 moles H20/mole SI, was added at
time equal zero and polymer size was recorded as a function of time. As shown in
Figure 2, little change occurs in polymer size before t - 6000 sec (100 min). After this
time polymer growth was rapid until the gel point, about t , 10,000 sec (300 min).
Although little information is gained as to the exact structure of the solution species,
information of this sort is extremely valuable in the preparation of coatings from
solution. In film preparation, it Is advantageous to have completely hydrolyzed species
in solution of a minimum size [7]. Such a solution would allow for the preparation of
coatings that contain a minimum of chemically bound organics in addition to a
minimum of crosslinking between polymers. Reduction of bound organics reduces film
shrinkage during heat treatment while an increase In crosslinking could inhibit
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FIG. 2. Growth of polymers In solution as a function of time.

densificatlon and structural rearrangement during the formation process. From this
data, it can be seen that polymer growth Is limited below t - 6000 sec.

Results from infrared spectroscopy are presented In Figure 3. IR spectra were
collected at various times during the gelation process. After the addition ot water
(t/tg > 0). a large, broad peak developed near 1650 cm-. This absorption was caused4 by an HOH bending mode in free water. This peak should be expected after additionof the Large excess of water used for gelation. From this data It can be shown that no
appreciable quantities of boehmite were formed during any portion of the gelation
process. Boehmlte has strong absorptions at 1016.2. 975.6, and 776.4 cm-1 (8].

16100 1 1200 1 8010 1 4600
WAVENUMBER (Cnrl)

FIG. 3. IR spectra before (Vt0 .0) and after water addition.



These absorptions were never seen in spectra of the ethanol-based precursor
solutions, before or after the addition of water. The lack of boehmite, as wea as other
colloidal species, seems to be one criteria for the formation of the low surface area
gels. Gels prepared by mixing an aqueous TEOS/HCI sol and a colloidal boehmite sol
(prepared by the method of Yolcas [91) did not exhibit the same surface area
phenomena as gels prepared from ethanol-based solutions or from aqueous TEOS,
HCI, and aluminum nitrate. The assignment of IR peaks is summarized in Table I.

Precursor solutions exhibited a drastic increase in gel time after aging. In
addition, a small but significant increase in the surface area of dried gels prepared
from aged solutions was noticed. Gels prepared from fresh solutions typically had
surface areas of approximately 2 m2/g while gels prepared from aged solutions had
surface areas greater than 10 m2/g. Figure 4 illustrates 27AN NMR spectra of a solution
aged for 3 months and a freshly prepared solution. The fresh solution showed two
distinct, broad resonances. The peak extending from 80 ppm to 20 ppm (8 - 0 for
hexa-aquoaluninum) is due to AI-O tetrahedra bound to various numbers of Si-0
tetrahedra and alkoxy ligands.[12) The presence of AI-O-Si bonds causes an upfield
shift in the tetrahedral aluminum resonance.[13] The peak extending from 10 ppm to 0
ppm Is due to 6 coordinate AJ.[13) The aged solution shows a decrease in the number
of tetrahedrally coordinated Al atoms. This rearrangement could be caused by the
formation of 6 coordinate aluminum complexes.[14] The stability of these complexes
would lead to an increase in the time required for gelation and would decrease the
homogeneity of the gel since large AI-O clusters are formed. Formation of such
complexes would account for the change in gelation time and might explain the
observed increase In surface area.

Upon addition of water, as illustrated in Figure 5. peaks developed and grew at
0 ppm and 65 ppm. After 35 minutes of hydrolysis, only these two peaks were present
The peak at 0 ppm can be assigned to hexa-aquoaluminum. The other resonance Is
not easily assigned. The 65 ppm peak is In the region attributed to the presence of a
tetrahedrally coordinated aluminum complex.[13] For a network consisting solely of
AI-O tetrahedra, this peak would appear at 80 ppm.[l2] The upfield shift could be due
coordination with Si (through 0) or to the formation of a hydrated oligomeric aluminum
species.[12) Investigation via 29si NMR could confirm the presence of AI-O-Si
complexes In addition, the total integrated peak area decreases with time, but the
area of the peak at 0 ppm remains constant after 35 min. Combining these

TABLE I. IR peak assignments from Figure 3.

PEAK ASSIGNMENT PEAK ASSIGNMENT

420 (sin) SI-O-SI Bend [10] 1090 (I) SI-O-R Stretch [11]
-700 (b) O-H Bend (11] C-0 Stretch [11]

AI-O Bend [10) 1270 (sm) C-H Stretch [11]
810 (sm) O-SI-O Bend [10) 1320 (b) O-H Bend [11]
880 (m) SI-OH Stretch kill 1380 (sm) C-H Bend [11]

C-C Stretch [11) 1450 (sm) C-H Bend [11)
1050 (I) Si-0 Stretch 1101 1650 (b) H-O-H Bend [10]
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FIG. 5. 27AI NMR of 47% A120 3-SiO 2 solutions before and 4 minutes after H2 0
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observations leads to the conclusion that part of the aluminum is forming a stable 6
coordinate hydrate, while the remainder of the aluminum remains reactive and
participates in network formation.

CONCLUSIONS

Formation of low surface area/density powders depends upon the homogeneity
of the precursor solution, as well as composition and preparation conditions.
Precursor solutions containing coloidal species did not form low surface area/density
products. From IR data, no colloidal species appeared to form In the ethanol-based
solutions. Results from light scattering and NMR showed that the Initial period after
water addition was dominated by the hydrolysis of solution species. Light scattering
determined that there was little polymer growth, but NMR showed drastic chemical
changes were occurring. 27AI NMR data Indicates that aluminum was present in both
tetrahedral and octahedral coordination. Addition of water lead to the formation of
both four and six coordinate aluminum species. Results from NMR also proved that
the loss of reactivity in aged solutions was due to changes In the solution chemistry.
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ABSTRACT

The use of NMR relaxation measurements for the in-situ study of pore
structure evolution during gel aging and drying is illustrated. The change
in the pore size distribution and surface area of both wet and dried gels is
examined as a function of aging conditions including temporal aging,
thermal aging, changing pH, and changing pore fluid. The effect of pore
fluid pH on dissolution/reprecipitation in ordered packings of
monodisperse silica spheres is also examined as a model system for
particulate gels. As expected, the pore size distribution narrows with
increasing time of treatment in high pH pore fluids. Interpretation of high
pH results for the wet state is complicated by a microporous layer which
forms on colloidal silica resulting in significantly larger wet surface area
as compared to the final dried material. Narrowing of the pore size
distribution, which is of interest for maximizing drying rates, is
maximized in the least time by using either high pH or repeated ethanol
washes for the base-catalyzed gel (B2) used.

INTRODUCTION

A major feature of sol-gel processing is the large degree of variation
in pore structure (i.e., mean pore size, pore size distribution, surface area,
porosity, etc.) that occurs both during processing and in the final product
(coating, fiber, aerogel, or xerogel). Pore structure control at all
processing stages is of great practical interest since pore structure plays
an important role in fixing the highest drying rate that can be achieved
without cracking (xerogels), sintering temperatures (dense glasses), and
physical properties such as the refractive index or adsorption capacity. By
varying process parameters such as temperature, pore solvent, pH, aging
time, etc., large changes in the final structure may be realized. However,
the relationship between these parameters and pore structure is unclear
and may be only elucidated with in-situ characterization techniques.

W t. Roo. Soc. Symp. Proc. Vol. 1i0. 6199 MUln, ab RPmwch Soclely

•rI



2W0

BACKGROUND-PORE STRUCTURE CHARACTERIZATION

The ability to monitor pofe structure changes during aging and drying
is complicated by the nature of sol-gel processing. In general, changes
during processing have been inferred from the final dried gel since for
traditional pore structure analysis (nitrogen adsorption/condensation and
mercury porosimetry), the sample must be dried before analysis.
However, chemistry and structure continue to evolve during aging and
drying and the interpretation of how a parameter affects the final pore
structure is not straightforward. The few studies of pore structure
evolution in gels durig. orogessin0 use either scattering (SAXS, SANS),
thermoporometry, NMR relaxation, or magnetic resonance imaging (MRI).

Scattering has primarily provided information on nucleation and
growth mechanisms before the gel point [1,2] and/or the structure of the
final xerogel or aerogel. The use of scattering for in-situ pore structure
analysis suffers from limited length scales (1-20 nm, SAXS only), contrast
problems, relation of results to pore size, multiple scattering, and errors
resulting from desmearing. However, the approach is quick, allows
extraction of all length scales at once, and accesses closed porosity.

Thermoporometry provides pore size information from comparison of
melting and solidification thermograms (i.e., the freezing/melting
temperature of pore fluid is a function of pore size) [3,4]. This approach is
useful for determining pore size distribution with pores in the size range
of 1.5 to 150 nm but suffers from limitations regarding its use for sol-gel
processing. These include the fact that the pore fluid must be very pure
(requires multiple washing which changes gel structure], is nonisothermal,
and the volume changes associated with phase change could significantly
affect the structure of the fragile gels. In addition, the nature of the
thermoporometry experiment precludes the continuous study of changes in
a single sample as it undergoes various aging and drying steps.

NMR spin-lattice relaxation measurements have proven to be a
valuable tool for analyzing the pore structure of wet solids [5,6]. This
technique is well suited for in-situ studies of gel structure as it is non-
intrusive in the sense that the pore fluid is used as the probe, high purity
fluids are not required, and the temperature is held constant. Pore size
and surface area information are obtained from the fact that fluid near a
surface will undergo spin-lattice (T1) and spin-spin relaxation (T2) at a
faster rate than for the bulk fluid. From the two-fraction, fast exchange
model, the measured T1 or T2 is related to the pore size by [7]:

1 1 P(
T1-2 =T1-2bulk + rpore (1)

From relaxation measurements of fluid in the pores and the bulk fluid, the
pore size (which is actually the hydraulic radius or twice the pore volume
to surface area ratio) maybe obtained if the surface interaction parameter,
p, is known. For a porous solid, a distribution of relaxation times exists

which must be extracted from the relaxation data. The principle advantage
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of NMR relaxation measurements is the completely non-intrusive nature of
the measurements, the short times required for analysis, and the ability to
study sol-gel processing from the initial sol precipitation to the final
dried gel.

The pore structure techniques described above employ the implicit
assumption that the sample is homogeneous spatially. This may or may not
be true for the initial gel and final dried gel and is almost certainly not
true during processing. However, the ability to obtain the spatial
distribution of pore structure would be of great utility for understanding
the basic physics of processing as well as designing materials with
tailored spatial distributions for applications such as optics and catalyst
supports. Recently, Ewing and co-workers [81 have combined magnetic
resonancb imaging (MRI) and NMR relaxation to obtain the spatial
distribution of porosity with spatial resolution of 60 p±m and the spatially-
averaged pore size distribution in a silica gel during drying. However, MRI
is relatively slow which may limit its utility for sol-gel processing (i.e.,
many processing steps occur on shorter timescales than the one hour
required for a single image). To overcome this problem, Majors, et al. [9]
have demonstrated a scheme for radially symmetric samples which
reduces imaging time to less than one minute. The exchange of D20 and
H20 in a zirconia pellet was studied and radial proton concentration
distributions (<1 minute per image) were extracted which compared well
to diffusion theory. By using relaxation-weighted imaging, the actual
spatial distribution of the pore size distribution could be obtained.

BACKGROUND-PROCESSING EFFECTS ON GEL PORE STRUCTURE

A number of treatments may be used to reduce drying time and tailor
final pore structure. A common approach is to place the gel in a different
solution before drying 110]. High pH solutions have been used to enhance
dissolution/reprecipitation to promote neck formation between particles
and thus strengthen the gel matrix. This will reduce shrinkage during
drying and result in a larger final pore size. Alternatively, pore fluid may
be exchanged with another solvent. Mizuno, Nagata and Manabe [111,
interested in finding ways to reduce drying times needed to obtain
monoliths, placed silica gels in various solutions including neutral water.
The objective was to strengthen the matrix by replacing -OR with -OH and
increase Si-O-Si bonds. These are only a few examples of structure
modification and a more complete review is presented elsewhere [12].

In the studies described above, the effect of the various processing
parameters on pore structure was assumed (i.e., no direct measurement of
pore structure was attempted). Quinson, Dumas, and Serughetti [13]
applied thermoporometry to obtain pore structure information for a single
acid-catalyzed silica gel. Special care was taken to ensure that the
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sample was repeatedly washed such that it only contained water and a
narrow pore size distribution with radius of 2.5 nm was observed. Quinson
and co-workers [15] employed thermoporometry to ascertain the effect of
various pore fluids on the wet gel structure of a titania and a zirconia gel.
Because thermoporometry was employed, samples were all analyzed with
the same final pore fluid (decane). The pore volume and pore size were
shown to increase with aging and solvent polarisability. Glaves and co-
workers [15] have used NMR relaxation measurements to monitor pore
structure evolution of two base-catalyzed silica gel samples aged in
either ethanol or ethanoVKOH solutions. In addition to the variation of the
wet gel structure with pore fluid, the changes in both surface area and
pore size distribution during drying were obtained. As expected for the
base-aged sample, the final pore volume was higher and the final surface
area was lower than the sample aged in ethanol. However, the surface area
and pore size distribution variations during drying suggest more complex
physics and chemistry than is normally assumed.

EXPERIMENTAL

Silica gels were prepared via a two-step base-catalyzed procedure
(designated B2) as described by Brinker et al. [16]. In the first step
tetraethyl orthosilicate (TEOS), ethanol, water and HCI (molar ratios
1:3:1:0.0007) were heated under constant reflux for 1.5 hours. In the

second step, 1 ml of 0.05 M NH4OH was added to 10 ml of the TEOS stock
solution. The mixture was then allowed to gel (2 hours) in 5 mm NMR tubes
and age in the mother liquor for 22 hours. In addition to gels, ordered
packings of monodisperse spheres were prepared. 130 nm silica spheres
were synthesized following Stober et al., [17] and ordering was conducted
via centrifugation. Aging was done in KOH solutions for 24 hrs.

To study the effect of pore fluid on aging, samples were prepared and
aged in mother liquor, ethanol, water, or consecutive ethanol-water baths.
After the initial 22 hour aging period in mother liquor, gels were forced
out of the NMR tubes and placed in the aging solvent. Aging was conducted
at either ambient, 30 C, or 60 C. After aging, samples wore placed in NMR
tubes and allowed to equilibrate at 30 C. NMR measurements on pore fluid
were performed at 20 MHz on a Spin-lock CPS-2 pulse NMR using a 180o-t'-

900 pulse sequence with 30 t values varied non-uniformly from 100 gs to 9
s. The T1 distribution was determined with regularization [18]. To relate
T1 to pore size, the "two-fraction fast-exchange" model [7] was used and
the value of the surface-interaction parameter, 0, was found via relaxation
experiments on partially saturated samples [19]. Nitrogen sorption was
used to obtain surface area [5-point BET analysis (0.05<P/Po<0.31, N2

area-0.162 nm 2 )] and volume [1 point, P/Po-0.995] of dried gels.
Micrographs were obtained using a Hitachi S-800 SEM.
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RESULTS AND DISCUSSION

The most common aging scheme is to allow the sample to remain in
its mother liquor for an extended time after the gel point. During this
time, chemical and structural changes continue which have been
categorized as [10]: (1) hydrolysis or the reverse, reesterification, (2)
polymerization, or depolymerization, (3) syneresis, and (4) coarsening
(dissolution/reprecipitation). The effect of aging time on the wet pore
size distribution (PSD) of B2 silica gel is illustrated in Figure 1. PSD's are
presented as dV/dlogr plots so that the integrated area under the plot
directly corresponds to the pore volume. Since these samples did not
exhibit microporosity, it is apparent from Fig. 1 that the total pore volume
is approximately constant during aging. This result is quite different from
that reported for titania and zirconia gels [14] which indicated a large
increase in pore volume with aging. With increased aging, one would
expect a higher degree of condensation (i.e. an increase in Q4 silicon) and
increased dissolution/reprecipitation which could lead to greater
mechanical strength, and thus allow greater drying rates without cracking.
However, even though the mean pore size is relatively constant, the
narrower pore size distribution with increased aging time should also
allow faster drying rates since stress during drying will be reduced [12].
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Figure 1 Effect of aging time in mother liquor at 30 C on the wet gel

pore size distribution.

Since the time required to narrow the PSD is large, investigators
often age gels at elevated temperature. This effect is illustrated in Figure
2 for gels aged at either 30 or 60 C. At the higher temperature, the mean
pore size increases by a factor of two over that of the 30 C sample despite
an aging time which is almost two orders of magnitude shorter.
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Figure 3 Effect of wet gel solids content on wet gel pore structure.

The effect of solids content on the wet gel PSD during temporal aging

is illustrated in Figure 3. In general, the narrowing of the PSD with time

is independent of solids content as both 15% and 30% exhibit similar broad
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time. As expected, the area under the PSD (i.e., total pore volume)

decreases with increasing solids content and the long time behavior

appears to favor a smaller mean pore size with increasing solids content.

When a gel is repeatedly washed with ethanol, a dramatic narrowing

of the pore size is observed. This narrowing is illustrated in Figure 4 and

shows a much narrower PSD after 5 washings (120 hours total) than the

gel simply aged in mother liquor for a comparable time (see Fig.1). The

reasons for this result are unclear since one would expect decreased

condensation and coarsening rates with ethanol as compared to mother

liquor or water. This ethanol washing effect could be related to the

increased concentration of Si-O-R groups at the pore surface.

40-

# of 24 hr.
P 30, Ethanol Washings
--. 30 •,

O - -- ----. 5-
0,0

20-

*o 10

04

1 10 100
Radius (nm)

Figure 4 Effect of repeated ethanol washings on wet gel pore

structure.

High pH solutions are often employed to promote dissolution-

reprecipitation (Ostwald ripening) in particulate gels to increase pore size

and matrix strength. To quantitatively illustrate this effect, ordered

packings of monodisperse spheres were prepared since these packings have

a known geometry and coordination number. The ordered nature and uniform

particle size is apparent in Figure 5. The packings were infiltrated with

KOH solutions of various strengths and the surface area was measured in

solution after 24 hours as a function of pH (see Figure 6). With increasing

pH, one would expect a decrease in surface area as both solubility and

dissolution rate increase. However, a surface area increase is observed.

This could be due to either microporosity in the toroidal regions between

particles, if dissolution is occurring as large oligomers rather

_____________________________________________ _________-
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Figure 5 SEM micrograph of a sphere packing fracture surface before
aging.
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Figure 6 Effect of aging fluid pH on sphere packing and sphere
slurry surface area.

than monomer, or as a result of a microporous gel layer occurring over the
entire surface of the particles at high pH. Upon drying at 110 C under
vacuum, the nitrogen surface area was found to be approximately 26 m2/g
and independent of pH.

To ascertain which mechanism caused this surface area increase, a
similar experiment was performed on a slurry of spheres in order to
prevent precipitation in regions of negative curvature. At a given pH, an
even larger surface area increase for the slurry is observed. To ensure
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that this surface area increase was only due to the particles and not
related to dissolved silica, the spheres were separated from the solution
via centrifugation and the experiment repeated on the solution. Negligible
surface area was noted and therefore, we attribute the increase in surface
area to the formation of a microporous gel layer on the surface of silica
spheres. The reason that the increase is less for the packing is the result
of decreased surface available for the gel layer in the region of the
particle necks. Further evidence for this microporous gel layer on
colloidal silica at high pH has been obtained from SAXS and charge density
measurements [20]. We have not observed this effect for Cab-O-Sil fumed
silica or for Stober spheres heated at 750 C.
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pH
Figure 7 Effect of pH on the wet and dry surface area for B2 gels.

In assessing the effect of pore fluid pH on the surface area of wet B2
gels (after 24 hours of aging), a surface area increase is observed for pH
12 and greater (see Fig. 7). We attribute to the same mechanism as for the
colloidal sphere packing described previously. The higher surface area at
pH 2 as compared to neutral pH could be the result of the very low
dissolution rate at this pH [21] which would serve to slow dissolution and
repreciptation and thus lead to higher surface area. This result is
supported somewhat by the nitrogen surface areas obtained after drying.
At lower pH's, the dry surface areas parallel the wet values but at pH 12
and greater, the collapse of this microporous gel during the final stages of
drying leads to a large difference between wet and dry values. The low
surface areas and high pore volumes (not shown) of these gels are also
consistent with increased dissolution/reprecipitation at high pH. A
similar result was previously observed by Glaves and co-workers (15] for
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B2 gels aged in ethanol/KOH solutions. The change in PSD after 24 hours
with these different solutions is illustrated in Figure 8. Simply placing
the gel in water serves to narrow the PSD considerably. Increasing the
KOH concentration increases the degree of PSD narrowing and at a pH of
12.7, the PSD is considerably narrower than that obtained with either
temporal aging for 359 hours, thermal aging, or ethanol washing. Despite
the large differences in the wet gel PSD, the pore size distribution of the
final dried gel (which was subsequently filled with water for NMR pore
size analysis) was relatively independent of pore fluid (see Fig. 9).
Between pH of 7 and 12.7, the mean pore size only varied from 2 to 2.5 nm.
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Figure 8 Effect of aging B2 gels in high pH pore fluids on wet gel
pore structure.

While studying the effect of ethanol washing, we noticed that the
wet surface area increased when placed in ethanol and decreased when it
is placed in water. Figure 10 illustrates the variation of surface area
(both wet and dry) as a function of the final fluid as a gel is processed
through a series of baths. This result was unexpected and raises the
question concerning whether *surface" is being created by the ethanol (i.e.,
breaking Si-O-Si bonds) or whether Si-O-R groups on the pore surface
result in a larger apparent surface area (both wet and dry). This question
is still under investigation although preliminary silicon NMR and Raman
results indicate that some Si-O-Si bonds are broken (i.e., the Q3/04 ratio
varies depending upon the final pore fluid).
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Figure 9 Effect of aging B2 gels in high pH pore fluids on
xerogel pore structure (as measured with NMR).
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Figure 10 Variation of surface area (both wet and dry) for B2 gels as
a function of the last fluid in which the gel was aged.
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ABSTRACT
We have investigated the radiation induced generation of paramagnetc point defects in high

surface area sol-gel silicates containing various concentrations of the Raman active 608 cm"I D,

"defect" band attibuted to cyclic trisiloxanes (3 membered rings). Our results indicate that strained

silicon-oxygen bonds due to three membered rings arm the dominant E' (trivalent silicon center) and

paramagnetic oxygen center precursors at high irradiation doses for silicates containing large

concentrations of the D2 species. These results directly demonstrate that atomic level stress does

play a role in the radiation damage process of silicon dioxide.

INTRODUCION

Silicon dioxide is one of the most important materials used in microelectronic and optical
fiber technologies. It has long been recognized that Si02 can be damaged by ionizing radiation

(1-4]. Ionizing radiation affects the insulating layers of metal oxide semiconductor field effect

transistors (MOSFETs) [1,21 as well as the transmission properties of low loss optical fibers.

Thus, a detailed understanding of the radiation induced defects (and precursors) in silicon dioxide

is of considerable interest.

Electron spin resonance (ESR) is generally recognized as the most sensitive probe of

atomic defect structure in amorphous silicon dioxide. Extensive ESR studies have been performed

on quartz and bulk amorphous silicon dioxide subjected to various forms of irradiation (x-rays,

gamma rays, and neutrons) [4-8]. These investigations have identified several intrinsic point

defects; the most extensively investigated of which is the E' center. The E' center is an unpaired

electron highly localized on an sp9 hybridized orbital of a silicon backbonded to three oxygens

(6,7]. One theoretical model identifies the E' center as a hole trapped at the site of an

asymmetrically relaxed oxygen vacancy (9,101. The positive charge state of oxygen vacancy E"

centers in gamma irradiated thermally grown silicon dioxide films on silicon was experimentally

established by Leahan and coworkers [11,121. ESR studies of irradiated fused silica glasses have
also identified two intrinsic paramagnetic oxygen centers, namely the peroxy radical 00-O-Sin03)

and the non-bridging oxygen center (O-Si'0 3) [4,8]

Mt. Rie. Som. Symp. Proc. Vol. 100. 61M MtleIe Rse aft mh Soo"ety
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In this study we report evidence for a new E' and paramagnetic oxygen center precursor

[13] - a structure involving strained Si-0 bonds; to obtain this information we used Raman
scattering and ESR experiments. It should be mentioned that for years people have proposed
models involving atomic level suress in the radiation induced damage process in silicon dioxide
[14-161. The motivation for this work was to establish if atomic level stress is related to the
generation of radiation induced point defects; our work provides strong evidence that this is the
case, at least at high dose levels.

It should be emphasized, that our results are probably not specifically relevant to the MOS
system, at least with regard to the E' generation process in MOS thermal oxides [11.12].
However, we believe that our observations may be relevant to a wide range of fused silicas such as
those used in optical fiber technologies.

Extensive Raman scattering experiments performed on silicon dioxide have provided
information regarding bonding configurations in this material (17,18]. Prominent features in the
Raman spectra of silicate gels are illustrated in Figure 1. The spectra consist of narrow bands at
490 and 608 cm"1 and broad features at 430, 800, 1065 and 1200 cm" 1. The broad features can
be understood in terms of the vibrations of a continuous random network model [19.201. The
narrow bands at 490 and 608 cm- I have not been explained by that model and have generally been
attributed to defects labeled D1 and D2 respectively. (Normally the vibrational spectra of

disotdered solids consist of broad structureless bands due to the violation of selection rules as well
as bond angle and force constant variations [20].).

Sol-Gel Ractlion With Water vapor

0 hra

CA)
01

3 hrs

24 hrs

(C)

500 1000 1500

RAMAN SHIFT C,(-i)

Figure 1 Raman spectra of sol-gel silicates annealed to 650C then subsequently exposed to
vapor for the various times (a) 0 hrs, (b) 3 hrs, and (c) 24 his. From Reference 24.
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It is generally believed [21-27M (although not universally (281) that the sharp D2 line results
from oxygen ring breathing vibrations of highly regular, planar, strained, cyclotrisiloxanes (three
membered rings) with Si-O-Si angles 0 = 137*. Whereas, the AMu structure of amorphous

SiO2 is believed to consist mainly of puckered, unstrained, 5-8 membered rings with 0 -= 1490

(29,301. (An n membered ring contains n silicon tetrahedra connected by bridging oxygens.)
The Raman vibrational band of interest for this study was the 608 cm- D2 'defect' band.

We have monitored the radiation induced generation of paramagnetic point defects of bulk sol-gel
silicates with varying relative intensities of the D2 Raman band. We find a fairly large increase in

E' centers and paramagnetic oxygen centers for the gels with the largest D2 intensities at high

irradiation doses.
The evidence regarding the structural origin of the D2 'defct' band found in conventional

fused silica and high surface area silica gels is quite compelling. (1) The relative intensity of D2

increases with glass fictive temperature [26] with an activation energy that agrees with molecular

orbital calculations for the heat of formation of three membered structures [27,31] and with that

found by differential scanning calorimetry measurements [24] in sol-gel glasses.

(2) Galeener et al. [23] calculated the force constants needed to vibrationally decouple these

'defect' bands from the continuous random network, thereby, explaining the narrow lines as well

as the lack of silicon motion (i.e., the vibration involves nearly pure oxygen motion). (3) Brinker

et al. [25] have performed 2Si nuclear magnetic resonance and Raman scattering studies of high

surface area silica gels demonstrating that the 608 cm" band is related to reduced Si-0-Si bond

angles. The correlation of the 29Si chemical shift and the Si-0-Si bond angle, 0, indicated that the

structures responsible for D2 have -- 137 consistent with the formation of 3 membered rings

according to (24,251:

09.014737O +H10
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EXPERIMENTAL DETAILS

We use the same high surface area silica gels to establish the relationship between siloxane

bond strain and radiolysis. The high surface area silica gels (surface area - 850 m2/g) were
prepared using a two step acid-base hydrolysis procedure described in Ref. 24. After drying at 50
C the gels wer heated to 650C in dry oxygen, cooled to room temperature, evacuated and sealed
in glass test tubes under vacuum. (Gels annealed to 650C exhibit the largest D2 concentrations

[32].) Other sets of gels were collected after exposure of the gels to 100% relative humidity for
either 3. 12 or 24 hrs. During the gamma irradiations and ESR measurements the gels were
maintained under rigorously dry conditions. Since high surface area gels have large concentrations
of strained rings, we believe that they are ideally suited to investigate the relationship between
atomic level sums and radiation induced point defects.

The ESR measurements were made at room temperature and at 100K. (The paramagnetic
oxygen center's lineshape tends to sharpen at lower temperatures; the E' center easily saturates at
low temperatures.) The Raman experiments were performed in flowing He using the 514.5 nm

excitation line of an Ar* laser.

RESULTS

Exposure of the silicate gels to water vapor for increasing times results in a monotonic
decrease of the Raman D2 band as illustrated in Figure 1. This hydrolysis result has been

explained by Brinker et al. [241 and is consistent with the work of Michalske and Bunker [331
dealing with strain enhanced reactivity of Si-O bonds. (We believe that exposure of the silicate gels

to water vapor, at room temperature, is not destroying oxygen vacancies, rather it is simple

hydrolyzing strained Si-O bonds according to the reverse of reaction .)
In figure 2 we illustrate ESR spectra of E centers in gamma irradiated (220 MRAD) silicate

gels with different D2 concentrations. The E center is identified by a zero crossing g value of

2.0004 and its double humped feature characteristic of axially symmetric point defects in an
amorphous materiaL Figure 2 (a, b, and c) correspond to the samples shown in Figure I (a, b,
and c) respectively. For example, the sample used in Fig. 2(a) has the largest D2 concentratin the
sample used in Fig. 2(c) has the smallest D2 concentration. As Fig. 2 demonstrates, the irradiated
pis w t aiet exibt d * c m fe the silica els
with the srallest D2 concenartont txhibit the smallest E concentration.

I
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0 hs
(A)

3 hrs

24 hrs(C),

g•2.0004

Figure 2 ESR spectra of E" centers in irradiated silicate gels exposed to water vapor for the

various times (a) 0 hrs, (b) 3 hrs, and (c) 24 hrs. All samples were irradiated to 220

MRAD.

Figure 3 illustrates the relative E"concentruaon as a function of irradiation dose for silicate
gels with two different D2 concentrations. (The sample with the larger D2 intensity was not

exposed to water vapor, the silica gel with the smaller D2 intensity was exposed to water vapor for

12 hrs.) Note that the relative E" concentration is significantly greater (especially at higher doses)
in the silicate gel with the largest D2 concentration.
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L arge D0Concentdlaton
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Figure 3 Relative E concentration vs. iradiation
dose for silicate gels with different D2

concenmtltos.
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In Figure 4 we illustrate the relative concentration of paramagnetic oxygen centers vs.

irradiation dose for the same samples illustrated in Fig. 3. As shown, the concentration of
paramagnetic oxygen centers is also significantly greater in the silicate gels with the largest D2

concentration.

1 lative Ozygen Doetct Concentration

O.3" I Largo D2 Concenttaf Ion

0.8

0.6

00.4 Small 2cnetainn

0.2

Figr.4 Relativ paraanenrticoygn cnea 5O 10 1 50 200 250 300
Irmlaololao Domse (MltaQ

Figure 4 Relative paramagnetic oxygen cente

concentration vs. irradiation dose for

silicate gels with different D2
concentations. The samples used are

the same as those used in Figure 3.

DISCUSSION

Figures I through 4 show that at high irradiation doses, the concentration of radiation

induced point defects is significantly greater when the relative concentration of the D2 species is

greatest. Assuming that bond strain due to the small rings increases radiation sensitivity, we

believe that this observation not only qualitatively agrees with and supports Galeener's [21-231

strained planar ring model for the D2 Ruman band, but also provides clear evidence for a new

fundamental precusor to both B' and paramagnedc oxygen centers involving strained Si-O bonds.

Our results strongly suggest that the dominant Eg pneration mechanism at high dose levels

is the rupture of strained Si-O bonds. (Releasing the strain of dhe three membered ring.) Upon

rupture of strained silicon-oxygen bonds we anticipate the generation of paramagnetic point

defects. Our data supports this assumpion. Therefom we believe that large enhancement of both

E' centers and paramagnetic oxygen centers in silica gels with large D2 concentrations is due to

some type of stain enhanced rdlolysis process.
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Since we do not observe any broadening or distortion of the E' spectrum due to dipole-

dipole interactions (two unpaired spins in close proximity) the E centers and oxygen defect centers

must be at least 10A apart. Therefore, it is unlikely that an E' center and a paramagnetic oxygen

center are nearest neighbors; the process mechanism is undoubtedly more complicated. (They may

be created as such but other processes cause their ultimate separation.)

In summary, we have been able to demonstrate that strained silicon-oxygen bonds can be

precursors to E' centers and paramagnetic oxygen centers. This observation may be of

considerable importance since it demonstrates that atomic level stress does play a role in the

radiation damage process of silicon dioxide.
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MOLECULAR ORBITAL MODELING OF WATER ADSORPTION ON A TETRASILOXANE RING

J. K. WEST AND S. WALLACE
Advanced Materials Research Center, University of Florida, One Progress Blvd.

#14, Alachua, F1 32615.

ABSTRACT

A water molecule hydrogen bonded to a surface SiOH group produces an IR
vibrational transmission peak (L3 ) at 2.82 pm. Water was adsorbed into the
pores of a metal alkoxide derived silica gel mwnolith, and the increase in the
wavelength of the first vibrational overtone (2&,3) of this peak was measured
as a function of the adsorbed water content W (g H20/g SiO2). The peak shifted
from 1.390 to 1.420 pm as W increased by 0.14 g/g. Intermediate Neglect of
Differential Overlap (INDO) Molecular Orbital (MO) theory was used to model
this process. The effect of a H20 molecule, hydrogen bonded to a hydroxylated
tetrasiloxane ring, on the structure of the ring and the water molecule was
investigated. The bond length of the O-H group H-bonded to the water molecule
increased, as expected from the increase in wavelength of the 2P3 IR peak.

INTRODUCTION

The adsorption of water onto the surface of a hydroxylated a-silica
surface causes changes in the vibrational modes producing the IR transmission
spectrum of this surface. The production [1] of monolithic geometric samples
of microporous silica gel has made the direct experimental investigation of
these changes easier. A typical silica gel monolith is made by the acid
catalysis of silicon tetramethoxide. After drying at 180"C, a gel typically
has a surface area of -0.45 cc/g, an average pore radius of -12A and an
average particle radius of -6Ok. This means that these fractal materials are
dominated by their interfacial properties. Therefore, for a silica gel sample
in the beam of an IR spectrometer, the properties of the material are
dominated by the surface.

An isolated surface silanol (SiOH,) group produces an IR transmission
peak, Y1, at 2.675 Am. vY is due to the O-H stretching vibration of isolated
SiO-H, groups [21. A H20 molecule H-bonded to SiOHl groups produces an IP. peak
(Y3) at 2.82 pm. Y3 is due to the O-H stretching vibration of SiOH, groups H-
bonded to H2O molecules (2]. In this investigation, the shift in the wavelength
of the first vibrational overtone (2Y3 - 1.39 pm at W - 0.001 g/g) of v3 was
measured as a function of the H20 content W (g H20/g SiO2 ).

The adsorption of H20 into microporous silica gel monoliths has been shown
experimentally to cause a small expansion of the gels (3-5]. It was proposed
that the expansion was due to adsorption of H20 molecules onto the hydroxylated
surface of the silica gel [5]. West et al. (3] investigated this hypothesis
using Intermediate Neglect of Differential Overlap (INDO) Molecular Orbital
(MO) theory (6,7]. They examined the adsorption of a H20 molecule on a ring
of four hydroxylated silica tetrahedra, i.e. a hydroxylated tetrasiloxane
ring. The H2O molecule was adsorbed via the formation of H-bonds with two
hydroxyl groups [1].

The exact ring size distribution in a-silica is unknown, but consists of
rings ranging in size from 3 to >8 tetrahedra, with the median ring size
containing 6 tetrahedra (8]. The trisiloxane ring forms in silica gels above
200'C, mainly on the surface, but is unstable in the presence of water [9].
During MO calculations the computational cost rapidly becomes prohibitive as
the size of the cluster increases. Therefore, to model our experimental
observations we chose the smallest structure which is stable in the presence
of water and also found on the surface of pores in a-silica, i.e., a
tetrasiloxane ring.

Met. Rese. Soc. Symp. Proc. Vol. 1W0. e1tg1 Meeistsl Research Socedty
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Therefore, in this study, the same INDO NO tetrasiloxane ring was used to
investigate the cause of the increase in the vavelength of the 2L3 IR peak. The
influence of the adsorbed HZO molecule, H-bonded to the hydroxylated
tetrasiloxane ring, on the structure of the silanols and the H20 molecule, was
examined.

EXPERIMENTAL PROCEDURE

A metal alkoxide derived silica gel disc, sample number #114, was heat
treated at 800'C for 4 hours. The gel disc had a thickness - 0.335 cm, bulk
density - 1.55 g/cc, pore volume - 0.21 cc/g, surface area - 350 m

2
/g and an

average pore radius - 12 A. A small amount of water was adsorbed into the
micropores of the silica gel disc by condensation from the vapor phase. The
disc was sealed in an airtight container and the water was allowed to
equilibrate in the pores for 24 hours. The disc was then weighed and the
transmission spectrum was measured using a Perkin-Elmer Lambda-9 UV-VIS-NIR

Spectrophotometer. Another small amount of water was then adsorbed, allowed to
equilibrate, weighed and the transmission spectrum measured again. This

process was repeated until the pores were saturated with water.

RESULTS

Table I identifies the IR peaks and lists their wavelengths [2]. Figure
1 shows the IR transmission spectra of the silica gel disc #114 for various
values of W. The peak at 1.365 pm, even though it is not exactly half the

"wavelength (2.675 pm) of the vP peak, is the first vibrational overtone 
2

m,
[2]. 

2
y, is due to isolated SIOH, groups and not due to H-bonded vicinal, or

adjacent, SiOH, groups, because the gel has been heat treated to 800'C. Only
one OH group per surface Si atom remains, aTd they are too far apart to form
H-bonds. The 2y, peak is also too sharp and symmetric to involve H-bonds, which
would produce an asymmetric peak. The 2&,, peak can be seen to decrease in
intensity as the 2"3 peak intensity increases concomitantly. The 2y, 'e_.
disappears when the micropores are fully saturated, because all the rioh.
groups are H-bonded to H20 molecules. The associated 2Y4 peak (1.46 pm.:,. i.
to the stretching vibration of O-H groups in H20 molecules H-bonded to

groups, increases in intensity as the 2V3 peak increases. After the pores wet:%

full, #114 was heated at 180"C in vacuum to remove all the adsorbed H2O and the

IR spectrum was measured. It was very similar to the original spectrum at W -
0.00 g/g. Figure 2 shows the dependency of the 2v,, 2$03 and 2&,4 peak

wavelengths on W for #114. 2m, and 2&,4 are constant, while 2V3 increases as the
H20 content increases. The 2V3 peak initially appeared at 1.39 pA and shifted
to 1.42 pa as W increased to 0.14 g/g. The same behavior w&% seen for other

porous silica gel discs heat treated to different temperatures.

Table I. IR Transmission Peaks of H20 Molecules H-bonded to Surface Silanols.

Wavelenrth ("m) Identification Peak Shane

1.365 *2v& a very sharp symmetric peak
1.390 *"2V-3 a small peak (compared to V3)

1.460 *.*23,, a small peak (compared to P4)

.1, 2 O-H stretching vibration of isolated surface SiO-H. groups.
V 3 0-H stretching vibration of surface SiO-H. groups H-bonded to H2O.
" 0 0-H stretching vibration of H2O molecules H-bonded to SiOH. groups.

I
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Figure 1. The near infrared (NIR) transmission spectra of the microporous
silica gel disc #114 as a function of adsorbed water content W
(g/g).
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Figure 2. The dependency of the near infrared (NIR) peak positions on W (g/g).

Figures 3 and 4 show the schematics of the hydroxylated tetrasiloxane
rings, with atom number designations, without and with an adsorbed H20 molecule
respectively. These structures were both optimized geometrically using an INDO
HO program from the Quantum Theory Project (QTP) at the University of Florida
[6-7]. In each case the three dimensional optimized geometry was used to
calculate the interatomic distances for the entire cluster. Table II lists
various average and specific bond lengths, calculated from these interatomic
distances, with and without an adsorbed H20 molecule.
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Figure 3. Schematic of the tetrasiloxane ring with no H20 molecule adsorbed.

H(18) H(21)
\ /

0(5) o(12)
\ /

H(17) - 0(54) - Si(l) - 0(3) - Si(7) - 0(13) - H(22)

0(2) 0(11)

H(20) - 0(10) - Si(6) - 0(8) - Si(l4) - 0(16) - H(24)
/\

0(9) 0(15)
/\

H(19) H(23)

Figure 4. Schematic of the tetrasiloxane ring with a Hz0 molecule adsorbed.
(-)is a molecular bond. (..) is a hydrogen bond

H(19) H(23)
\ /

0(5) 0(12)
\ /

H(18) - 0(4) - Si(l) - 0(3) - Si(7) - 0(13) - H(24)

0(2) 0(11)

H(22) - 0(10) - Si(6) - 0(8) - Si(14) - 0(16) -- H(26)
/\

0(17) - H(20) 0(9) 0(15)
/ /\

H(27) H(21) H(25)

Table II. Comparison of Some Average and Specific Bond Lengths and Interatomic
Distances in a Tetrasiloxane Ring With and Without a H-bonded H20
Molecule. (-) is a Molecular Bond. (..) is a H-bond. (---) is an
Interatomic Distance.

Bond Me Average Bond Lenath (A) Bond IVnghangA
WihotH. ()Witch H.O (A)il

Si-O 1.700729 (oe-0.00462) 1.704992 (a,-0.00544) 0.004263 0.25
(in the SiOH groups =ot H-bonded to the H20 molecule)
0-H 1.021267 (ae-0.00 3 6 9 ) 1.024074 (a,-0.00329) 0.002807 0.27
(in the SiOH, groups not H-bonded to the H20 molecule)
Si---H 2.259144 (oa-0.03661) 2.246547 (oe-0.09158) -0.012597 -0.56
(in &U1 the SiOH, groups)

Specific Bonds in the H.O Molecule

0(20)-H(17) 1.01913(i.e. free HaO) 1.060329 0.041199 4.04
0(17)-H(27) 1.01913(i.e. free H20) 1.019337 0.000207 0.02

Specific Bonds in the -Si(6)0(10)-H(22)..(17)OH(20)H(27) Structure
Si(6)-0(10) 1.700729 1.690545 -0.010184 0.60
0(10)-H(22) 1.021267 1.064406 0.043139 4.22
H(22)..0(17) N/A 1.338446 - -

Specific Bond. in the .Si(6)-fH(2110(9)..(20)HO(17)1(27) Structure
Si(6)-0(9) 1.700729 1.737202 0.036473 2.14
0(9)-H(21) 1.021237 1.008782 -0.001246 -1.22
0(9)..H(20) N/A 1.346744 - -



The INDO NO stabilized structuo of a free 110 molecule gives an average
O-H bond length of 1.01913 A, with en 11-0-H angle - 102.35°.

DISCUSSION

The optimnized structure produced by the INDO NO program showed that the
Ha0 molecule was adsorbed by H-bonding to two SiON groups with a connon Si(6)
atom, as shown in Fig. 4. The adsorption of the lizO molecule did not cause any"
statistically significant change in the average length of the Si-O and 0-H
bonds in the SiOR groups not H-bonded to the HzO molecule, i.s, the standard
deviation values u of these average bond lengths, listed in Table II, are
larger than the calculated bond length changes.

As the 21/3 peak wavelength increases when H increases, while the 2vx and
2v4 peaks stay constant, the bond strength of the 0-H group H-bonded to the HzO
molecule and associated with the 2av• vibration must decrease. Therefore the O-H
bond length must increase, so the 114DO NO model O(10)-H(22) bond length should
increase. The 1120 molecule formaed one H-bond between its 0(17) atom and the
11(22) atom of the Si(6)O(l0)H(22) group, and one 11-bond between its 11(20) atom
and the 0(9) atom of the Si(6)O(9)H(21) group (Fig. 4). These H-bonds have
very similar lengths, - 1.34±0.004 A. The O(l0)-H(22) and H(20)-O(17) groups
associated with the H1 atoms forming these H-bonds also have similar bond
lengths - 1.062±0.002 A. The O(10)-11(22) stretching vibration, in the
Si(6)O(l0)H1(22) group, causes the 21/3 vibration, while the 11(20)-O(17)
stretching vibration, in the HzO molecule, causes the 21/i vibration. The
average O-H bond length (1.062 A) is 0.041 A (- 4.0 1) longer than the average
non 11-bonded O-H group. The INDO HO model therefore agrees with the
interpretation of the experimental data, as the O(l0)-H(22) bond length
increases in length (Fig. 4), as predicted.

The O(9)-H(21) and O(17)-H(27) bonds are shorter and are not directly
involved in the H-bonds, so they do not contribute to the IR peaks. All the
bond length changes are due to charge redistribution caused by adsorption of
the H=O molecule. As the 21/i wavelength increases as TU increases, the length
of the O(10)-H(22) bond should increase as the electron charge distribution is
changed by adsorption of more H1aO molecules. As the 21/i wavelength is constant
as H increases, the length of the 11-bonded O(17)-H(20) bond in the HzO molecule
should not be changed by the adsorption of more water molecules.

llhen the H-bonded groups are included, all the average bond lengths
increase in length when a 1120 molecule is H-bonded to the silicate ring, but
the Si---H distance decreases by 0.561. This infers that, compared to the bare
siloxane ring, the bond angles change to cause a distortion of the ring when
a HzO molecule is adsorbed. This affects both the IR spectra, as seen
experimentally, and the thermal expansion behavior [31 due to adsorbed HzO.

CONCLUSIONS

The adsorption of HaO meolecules onto the surface in the pores of a metal
elkoxide derived silica gel monolith by H-bonding to surface SiOH• groups
causes an increase in the wavelength of the associated IR peak, 21/3. This
process can be modelled by INDO NO theory, showing the expected increase in
bond length of the 11-bonded 0-H groups. The INDO NO model appears to reproduce
the bulk properties of these silica gel monoliths. In typical NO theory the
clusters do not in general predict bulk properties very well. One can
therefore consider the possibility that the properties of these microporous
gels are dominated by the surface chemistry and that the surface may be
represented by this simple tetrasilozane ring model.
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CATALYTIC CONTROL OF SiO 2 SOL-GEL KINEMCS -

A MECHANISTIC STUDY OF BASES
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Department of Chemical Engineering and Materials Science, University of Minnesota,

Minneapolis, MN 55455

ABSTRACT
"The aim of this research was to determine the relative effects of three different base

catalysts (NaOK NH4O, and RbOH) on the rate of gelation of SiO2 from reactive silicon

ethoxide solutions in alcohol (the sol/gel method). The time to gelation was determined using a
reaction protocol which assured that condensation was the rate controlling step. NMR

spectroscopy was used to verify that the nature of the reacting polymers remained similar as the

base catalyst was varied. It was determined that under these conditions the condensation reactions

avoid diffusional limitations. Furthermore, the base catalyst serves to modulate both the activation

energy and also the Arrhenius preexponential factor. This leads to the proposal of a new

condensation mechanism.

INTRODUCTION

The sol/gel process constitutes the synthesis of an inorganic polymer gel network from a

reactive solution of monomeric or sol moieties at or near room temperature. In this work we are

interested in the reactions of silicon ethoxide in ethanol solution catalyzed by univalent hydroxides.

It is important to better understand the chemistry and physics of this process in order to design

materials systems with specified molecular structure and hence desired mechanical, optical,

electronic, and chemical properties. Silica glasses and ceramics are currently used as catalysts, ion

selective membranes, coatings, optical fibers, and lenses. The sol/gel preparation method is

attractive in comparison to traditional methods because of its fast gelation times and its resultant

low temperature sintering. Glasses with low thermal expansivity and highly porous powders ar-

thus advantageously produced using the sol/gel method. [I - 6]

The aim of this research was to determine the effects of various base catalysts on the

reaction kinetics. Gel times were monitored for a variety of precursor solutions. Apparent

activation energies are calculated using a simplified kinetic model incorporating well-justified

mechanistic assumptions. The trends of gel times and activation energies were compared to

rationalize the action of the catalyst.

THEORY

With the sol/gel technique, S102 gel forms through hydrolysis and condensation of a

silicon alkoxide: [1, 7 - 131

Hydrolys": Si(OR)4 + n H20 - (RO)4-nSi(OH)n + n ROH

Mat. Ftr. Smc. Symp. Proc. Vol. 10N. O199 Mart•eo RPAacIh Scl9ty
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Condensation: Si(OR')4 + HOSi(OR')3 -- > (R'O)3SiOSi(OR')3 + ROH

(where R - proton or alkyl group; R' = proton, alkyl, or silicon; n=1Z3, or 4).

Over the course of these reactions the solution increases in viscosity, finally setting into a

solid gel at the gel time. Determining the gel time visually is often difficult since the gelation may

not be a distinct, rapid process. This is particularly troublesome for base catalyzed systems. Some

researchers have found it useful to monitor the viscosity, taking an arbitrary value to define the gel

point. Alternatively, Brinker et al [1] have discussed a protocol by which one may observe a

distinct gel point in base catalyzed systems; one must "prehydrolyze" the alkoxide using a very

small concentration of acid before adding the base catalyst for condensation.

When adequate water is present, and if a prehydrolysis protocol is used (discussed below),

we can assume that hydrolysis is rapid and comes to equilibrium. [14] If we assume that the

condensation reaction is elementary, the rate of gelation is then given by

rg rc = kcCn = kcoe-Ea/RTCn1 (1)

where rg is the rate of gelation and rc is the rate of condensation, which is nth order in the

concentration of unreacted groups (C) with a rate coefficient kc. Ea is the apparent activation

energy; R, the gas constant; and T, the temperature. The order n must be greater than one since

condensation is not unimolecular, so the rate expression can be integrated to give [15]

kc t = {lI(n-1)) ((II [Co- x])n-l - (l/Co)I } (2)

where t is the time of reaction, x is the extent of reaction, and Co is the original concentration of

condensible groups. Miller and Macosko [16] have shown that it reasonable to assume that
gelation of polymers occurs at a specified extent of reaction which is primarily determined by the

chemistry of the polymer itself. Therefore, we may assume that x is constant at the gel point as
we vary the base catalyst. Hence, kc is inversely proportional to the gel time and so we can

determine the apparent activation energy by observing the gel time over a range of temperature.
Furthermore, an Azrhenius rlot can reveal whether diffusional limitations are present, since they
will be manifested as curvature in the plot at high temperstures, leading to lower apparent activation

energies.

NMR spectroscopy has been used to detrmine the extent of binding of alkali metal cations
and to correlate this extent to the rate of silicate polymerization [17]. It has been proposed that the

cation s•rves to provide stable intamediates in the polymerization reaction. The participatim of
this phenomenon in so/gel polymerization can be detected if the activation energy fis to Cfs eClate
with the condensation rate as the nature of the catalyst is varied.

I
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EXPERIMAENTAL

The alkoxide used was tetraethoxysilane (TEOS), used as supplied from Alfa. Absolute

ethanol was used as the solvent to provide dilution of the alkoxide and mutual miscibility of it and

the hydrolyzing water (distilled and deionized). The choice of ethanol minimizes the effect of

ligand exchange reactions on the gelation rate. The catalysts used (in order of increasing cation
size) were NaOH, NH4OH, KOH, RbOH, and CsOI-L TEOS, ethanol, water, and

prehydrolyzing HCI were mixed in constantly stirred polyproplene vessel immersed in a

contiolled temperature bath to form a stable liquid solution according to the procedure of Brinker et
al. [1] Then the base catalyst and further water were added to begin the gelation process. When

gelation occurred, it was a visually and temporally distinct process, spanning a maximum of two

minutes. 2 9 Si NMR spectra were acquired at 99.56 MHz using 100 rf pulses separated by a delay

of 15 seconds.

RESULTS

Gel times of reacting alkoxide solutions are shown as a function of temperature in Figure 1.
With a molar composition of 1 TEOS: 4 EtOH: 4 H20: 0.001 HCI: 0.001 MOH (where M=alkaline
cation), the gel times increase in the order Rb+ < NH4+ < Na+. However, if the concentration of

prehydrolyzing acid is decreased to 0.0005 Ha / m tol TEOS, the order is changed to Rb+ < Nat
< NH4 +. In order to probe the molecular structure of the polymer with changing acid

concentration, 2 9 Si NMR spectra were acquired. Figure 2 shows the spectra of NH4OH catalyzed

solutions after 21 hours of reaction. From these spectra it is evident that decreasing the HCO
concentration strongly affects the structure of the polymers; the lower acid concentration results in

an increase in the amount of singly hydrolyzed monomer and nonhydrolyzed endgroups, whereas

it eliminates both doubly hydrolyzed middle groups and cyclic species. We interpret this to mean

that decreasing the acid concentration induces the formation of more linear, less branched
polymers. In order to study the effect of the alkaline catalysts, it is important to detect kinetic

trends at a fixed acid concentration.

iNaO
3- NH40H

4jim

24 14 44 64 64 74

T C"C)
Figure . Effect of tempeatu on gel times using different base catalysts, using 0.001 HCI

TEOS for "pmehydrolysis".
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Figure 2. Effect of the prehydrolyzing conditions on the silicate polymer structure. 29Si NMR

spectra of solutions after 21 hours of reaction, the only difference being the

concentration of Ha initially added.

Figure 3 shows a typical Arbenius plot deived ft•o the gel me data; Table 1 shows the
activation energies thus determined. It should be noted that these appaent activation energies do
not follow the trend expected fom the gel ime data.
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Figure 3. Typical codensatima Ar•heatus plot. Noe the strict linearity, typical of all solutions
studied. This solution is I TEOS : 4 EtOH: 0.001 Ha: 0.001 RbOH.
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Table 1. Apparent activation energies for silica condensation

SYSTEM BASE CATALYST F& (kcs/lmol)

I TEOS : 4 EtOH : 0.001 HCI : 0.001 base NaOH 15.4

(High prehydrolyzing acid) RbOH 14.9

NH4OH 12.8

I TEOS : 4 EtOH : 0.0005 HCI : 0.001 base NaOH 16.3

(Low prehydrolyzing acid) NH4OH 14.3

KOH 13.3

RbOH 12.8

CsOH 12.5

DISCUSSION

The 2 9 Si NMR spectra indicate that is is necessary to focus on the reactions of similar

polymers, hence at fixed HCI concentration. It is evident from the spectra that the "prehydrolysis"

step actually initiates some condensation as well.

For a given acid contration (HC1 / TEOS = 0.001) the apparent condensation rate
coefficient increases at room temperature in the order Na+ < NH4W < Rb+ (the reverse of the trend

in gel time). Were the catalyst to act only to moderate the condensation activation energy, then the

measured activation energy should decrease in the order Na+ > NH4+ > Rb+. However, the

measured values in fact decrease in the order NH4 + > Na+ > Rb+. Similar discrepancies were

noted for the reaction carried out with an acid content of 0.0005 HCG / I TEOS.

One explanation that has been proposed for unexpected tends in activation energy is the

onset of diffusional limitations [18]. However, diffusional limitations should cause a bending of

the Arrhenius curve to give an anomalously low activation energy, since the diffusion of silicates in

solution requires only about 4 kcal/mol [191. We observed no such manifestations.

We are forced to conclude that condensation requires an equilibrated intermediate as

represented in the following reaction scheme:
Ki

1) A-+B+ - B+A"

k2

2) B+A"+C --> B++AC-

the rate of reaction is given by

r =r2 k2 (B+A"1 (C] =k2 KI [A-] (B+1 [C). (3)

4 '6
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The apparent activation energy and preexponential factor is then given by

Ea,app = Ea2 - AH1 (4)

koapp = ko,2 e (AS 1/R). (5)

From these expressions it is clear that the activation energy and preexponential factor are

determined both by the elementary condensation reaction and by the thermodynamic of the

preceeding equilibrium ion pairing reaction. There is NMR evidence that equilibrium alkali metal

binding to silicate polymers provide stable intermediates in the condensation mechanism [17]. We

attribute the discrepancy between gelation rates and activation energies to this phenomenon.

CONCLUSIONS

The rate of gelation of SiO2 from TEOS was studied under conditions wherein the

condensation reaction was rate limiting. Various catalysts serve to modulate the gelation rate, but

this modulation can not be attributed to the activation energy alone. The data present strong

evidence that the gelation kinetics are controlled by the provision of ion pair intermediates, which

in turn are controlled by the alkali ion present.

REFERENCES
1 a. C. J. Brinker, K. D. Keefer, D. W. Schaefer and C.S. Ashley, J. Non-Cryst. Sol., 63, 45,

1984.
1 b. C. J. Brinker, K. D. Keefer, D. W. Schaefer and C.S. Ashley, 3. Non-Cryst. Sol., 48, 47,

1982.
1 c. C. J. Brinker, K. J. Ward, K. D. Keefer, E. Holupka and P. J. Bray, ACS Polym. Prep.,

28 (1), 428, 1986.
2. R. K. 11er, "The Chemistry of Silica," Wiley, New York, 1980.
3. K. D. Keefer, in "Better Ceramics Through Chemistry", MRS Symp. Proc Vol. 32, Elsevier,

1984, p. 15.
4. L. C. Klein, Ann. Rev. Mat. Sci., 15, 227, 1985.
5. H. G. Sowman, Ceramic Bulletin, 67 (12), 1911, 1988.
6. D. R. Uhlmann and G.P. Rajendran, in "Ultrastructure Processing of Advanced Ceramics"

(Q. D. Mackenzie and D. R. Ulrich, eds.), Wiley, New York, 1987, p.241.
7. R. A. Assink and B. D. Kay, J. Non-Cryst. SoL, 99. 359, 1988.
8. C.A. Balfe and S.L Martinez, in "Better Ceramics Through Chemistry H", MRS Symp. Proc.

Vol. 73, MatL Res. Soc, 1986, p. 27.
9. J. D. Basil and C. -C. Lin, in "Ultrastructure Processing of Advanced Ceramics"

(J. D. Mackenzie and D. R. Ulrich, eds.), Wiley, New York, 1987, p.783.
10. L. W. Kelts, N. J. Effinger and S. M. Melpoder, J. Non-(ryst. Sol., 83, 353, 1986.
11. W. G. Klemperer, V. V. Mainz and D. M. Millar, in "Better Ceramics Through Chemistry I1",

MRS Symp. Proc. Vol. 73, Mat. Res. Soc. 1986, p. 15.
12 a. J. C. Pouxviel and J. P. Boilot, J. Non-Cryst. Sol., 94, 374, 1987.
12 b. J. C. Pouxviel and J. P. Boilot, J. Non-Cryst. Sol., 89, 345, 1987.
12 c. J. C. Pouxviel and J.P. Boilot, in "Ultrastructure Processing of Advanced Ceramics"

(J. D. Mackenzie and D. R. Ulrich, eds.), Wiley, New York, 1987,, p.197.
13. C. W. Turner and K. J. Franklin, J. Non-Crys. Sol., 91, 402, 1987.
14. J. E. McGrath, -.- "Ultrastructure Processing of Advanced Ceramics" (Q. D. Mackenzie and D.

R. Ulrich, eds.), Wiley, New York, 1987, p.5 5 .
15. P.W. Atkins, "Physical Chemistry", Oxford Press, Oxford, 1978.
16. D. R. Miller and C.W. Macosko, Macromolecules, 9, 206, 1976.
17. A. V. McCormick and A. T. Bell, Catalysis Reviews, 31 (1), 97 (1989).
18. M. W. Colby and J. D. Mackenzie, J. Non-Cryst. Sol., 82, 37, 1988.
19. R. M. Barter, "Hydrothermal Chemistry of Zeolites," Butterworths, London, 1982.



28.!

ORGANIC CATALYSTS IN THE SILICA SOL-GEL SYSTEM

T.A. Gallo, B.L. Simms,. V.T. Brice

Akzo Chemicals Inc., ARLDF, Livingstone Avenue, Dobbs Ferry, NY
10522.

Ethyl silicate-derived silica gels were syrthesized with
organic acid and base hydrolysis catalysts. The ,ature of the
organic catalyst was found to strongly affect dry gel str -ture
and carbon content. No consistent relationship between dry gel
structure and water content of the calcined gels was identified.

INTRODUCTION

Catalysts can strongly influence structure development in
silica gels derived from metal alkoxides. Cataiyst influence on
gel structure has been demonstrated by Nogami and Moriya(l) and
many others(2). Researchers have also studied the relationshi3
between dry gel structure and calcination behavior(3) . Few
authors have characterized both dry gel structu.re and calcined
gel properties from the perspective of catalyst effects.
Organic catalysts are attractive for high puLity applications
because catalyst removal is complete at low temperatures(4).

EXPERIMENTAL PROCEDURE

TEOS, Si(OCH2CH3)4 (Silbond Pure0, Akzo Chemicals Inc.),

anhydrous ethanol, 18 megaohm water, and reagent grade catalysts
were used as starting materials. Reagents were mixed at 350C
with the use of a shaker bath set at maximum speed. Acid
catalysts were used for the Series I hydrolyses, while a
combination of acid and base catalysts were used for the Series
II and Series III hydrolyses. The mol ratio of TEOS: acid: water
for the Series I and III gels was 1:0.5:6.25. The nol ratio of
TEOS : acid : water for Series II gels was 1: 0.00045: 6.25.
After lhr. of reaction time with the acid catalyst, aqueous base
was added to Series II and III hydrolyses bringing the final
TEOS: water ratio to 1: 8.71. Series I-III samples are
identified in Table 1.

Gel samples were air dried at 110 0 C, ground to -300/+106p
and dried under vacuum at 180 0 C. Surface characteristics were
examined with a Micromeritics Digisorb 2600 using N2 on samples
outgased at 200 0 C. TGA and DSC experiments were performed in
oxygen at 20 0 C per minute. Samples were then calcined in a tube
furnace under dry oxygen (2.6 ppm water). Samples were fired
rapidly to 11250 C, held for one hour and then heated over one

Met. Res. SoC. Symp. Poc. Vol. ISO. ei155 Matedals PRA .Ch SmieIy
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hour to 1275 0 C and held for 2 hours. Water content of calcined
samples was determined by IR spectroscopy on samples charged to
a 3mm KBr cell. Reported water values were calculated assuming a
molar absorptivity of 142(5) and are precise to ±5%.

TABLE 1. SAMPLE IDENTITY FOR SERIES I-III GELS

SAMPLE # ACID BASE TEOS:ACID:BASE
I-A formic - 1:0.5:0
I-B oxalic - 1:0.5:0
I-C acetic - 1:0.5:0
I-D nitric - 1:0.5:0
II-A nitric NH40H 1:0.00045:0.00135
II-8 nitric (NH4 ) 2 CO3 1:0.00045:0.00135
I1-C nitric N(CH2CH3)3 1:0.00045:0.00135
II-D nitric N(CH2CH3)40R 1:0.00045:0.00135
II-E nitric (NH2)gCO 1:0.00045:0.00135
II-F nitric - 1:0.00045:0
III-A formic N(CH2CH3)40H 1:0.5:0.00135
III-B formic N(CH2CHI3)40 1:0.5:0.00437
III-C formic N(CH2CH13)40. 1:0.5:0.0219
II-D formic I(CH2CH3)408 1:0.5:0.0437

RESULTS AND DISCUSSION

Data are summarized in Table 2. For the acid catalyzed gels,
differences in (H+] did not account for differences in gel
structure. Nitric acid catalyzed gels I:D and II:E,F had similar
surface characteristics even though they were prepared with (H+]
at 1M for I:D and 0.001M for II:E,F. The addition of urea caused
sample II:E to have slightly smaller pores and significantly
higher calcined water content than sample II:F even though pH was
the same for both samples. The highest surface area gel, I:B, was
prepared with oxalic acid at a calculated [H+] of 0.23M, while
gels I:A from formic acid ([H+]calc -0.014M) and I:C from acetic
acid ([H+]calc -0.0043M) exhibited low pore volumes and surface
areas with severe hysteresis not seen for the other acid catalyzed
gels. Based on these results it apnears that the structure of an
acid catalyzed gel is sensitive to catalyst attributes besides
acid strength, perhaps differing hydrolysis mechanisms (6), hydro-
gen bonding, and/or steric effects(7).

Acid/base hydrolysis resulted in gels with coarser gel
structures as compared to the fully microporous acid catalyzed
gels. The Series II gels were essentially similar except for
hysteresis. For the Series III gels, increasing base resulted in
coarser gel structure with less bloating apparent after
calcination. According to Iler(8), silica does not react
appreciably to form silicate species below a pH of 10.8, and so is
relatively insoluble in ammonium hydroxide. It was expected that
using a stronger base such as triethyl amine would strongly affect
the gel structure. As can be seen in Table I, no meaningful
structural effects were discerned.

_.. .. . .. . . .__" I ___i ~ - a -



271

+' at UU

-n w inm %I w; I



272

TGA weight loss data and carbon contents of the dried gels
follow the trend II:E,F > II:A-D > I:A,C >I:D,B. These data can
be explained by more complete acid hydrolysis for gels prepared
with more catalyst. Gels II:E,F and III:A tended to carbonize
during calcination, which like high carbon content indicates
insufficient hydrolysis. Ethoxy groups trapped in the gel
skeleton are probably the source of carbon spots. DTA showed a
peak for all samples at 2750C for combustion of ethoxy groups(2).
The formic acid gel had an additional exotherm at 3600 C. Formate
groups bound to the silica skeleton may combust at this
temperature.

Within experimental error (±5%), the water content of the
calcined gels does not vary systematically with base strength,
microporosity, or hysteresis. The organic catalysts or residues
may be affecting water removal in a manner not obviously related
to the structure of the dry gels, carbon content, or other factors
discussed here. We are currently investigating the effect of
organic catalysts on skeletal structure and the nature of residual
organic species, which are factors known to influence water
content of calcined silica gels.

Substituting organic amines for ammonia in the preparation
of acid/base-catalyzed, TEeS-derived silica gels does not
significantly alter dry gel structure. In contrast, substituting
organic acids for conventional mineral acids in the preparation of
acid-catalyzed, TEOS-derived silica gels can profoundly alter dry
gel structure. The nature of this structural influence cannot be
explained by acid strength alone and may be related to differing
hydrolysis mechanisms, hydrogen bonding, and/or steric effects.
Water content of the calcined gels does not vary systematically
with base strength, microporosity, or hysteresis.
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THE INFLENCE OF CATIONS ON GROWTH KINETICS OF SILICA AGGREGATES

THEO P.M. BEELEN, PETER W.J.G. WIJNEN, KEES P.J. RUMMENS AND
RUTGER A. VAN SANTEN
Lab. Inorganic Chemistry and Catalysis, Eindhoven University
of Technology, P.O.Box 513, 5600 MB EINDHOVFN, The Netherlands.

ABSTRACT

Silica gels are prepared by acidification (pH = 2 - 4) of water
glass. SAXS measurements show that the gel consists of fractal
aggregates (D = 2.2). Although the fractal dimension is not
influenced by addition of cations, A1* and 14 retard the
growth of the fractal aggregates, while TMA+ has a promoting
effect.

INTRODUCTION

Silica gels have been prepared by acidification of water
glass, an aqueous solution of SiO in NaOH. Lowering of the pH
induces polymerization (condensation) reactions:

(HO) 3SiO" + (HO)Si(OH) 3 =- (HO) 3Si-O-Si(OH) 3 + OH-

Consecutively, dimers are converted to trimers, tetramers, etc.
The condensation reaction is catalysed by OH-. Due to the
tetrahedral O-Si-O angle and the lower pKa values of the OH-
groups on dimers or polymers, ring closure reactions cause a
predominance of rings and interconnected polymers, resulting
ultimately in almost spherical silica particles [1].

After collision of these primary particles a bond between
a -SiOH and a -SioC group on the colliding particles may be
formed, linking the particles together. In this way ramified
aggregates are formed, forming ultimately a continuous network,
the gel.

Due to the participation of SiO" groups and OH' ions in the
polymerization and aggregation reactions, apart from the
influence of the pH also electrolytes are expected to play an
important part in the preparation of silica gel as is indicated
by numerous experimentel results [1].

Recently much progress has been achieved by the application
of 29Si KNR, especially because this technique discriminates
between the numerous oligomers of silica [2,3]. With this
information we were able to show that for example the
accelerating properties of potassium in the dissolution of
silica in water glass could be attributed to an K÷ induced
enhanced activity of OH" on the Si-O-Si bond E4].

Also the formation of the fractal aggregates from the
partially charged primary silicjparticles may be expected to
be influenced by cations. Since Si NMR does not give relevant
information on a colloidal scale, SAXS has been chosen to
observe the growth of the aggregates. Due to the fractal
properties of the aggregates, the rate of growing and the size
of the aggregates can be extracted very efficiently from the
spectra (5].
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EXPERIMENTAL

Water glass was obtained by dissolution of Aerosil 380
(Degussa) in MON (M = Li, Na, K, Rb, Cs or tetramethylammonia
(TMA)) with Si/M - 3.0 mol/mol and [Si] - 1.5 mol/liter. Silica
gel was prepared by addition of calculated quantities of water
glass and a cation solution to a calculated quantity of 1.0 N
HCl. If necessary, the pH was adjusted by titration of the
reaction mixture with a concentrated solution of MOH.

SAXS spectra were measured using synchrotron radiationj
= 0.154 na) at Daresbury Laboratories (United Kingdom). With
camera lengths of 4.5 and 0.65 m, Q-ranges of 0.07 - 0.3 and 0.2
- 2.5 nmiI respectively could be measured. During preparation of
the gel samples (liquid as well as gelatinous) could be measured
in a cell with mylar windows and 1 mm pathway. The spectra were
corrected for background and parasitic radiation.

In order to obtain from our spectra the fractal dimension
D, the size of the primary particles r and the size of the
aggregates 1, the Porod region was fitted with the appropriate
equation for the particle structure factor [6,7].

RESULTS

The most striking observation is the presence of a linear region
with a slope of approximately -2.2 in the log(I) vs log(Q) plot
in the SAXS spectrum of every reaction mixture at pH - 2 - 4.
The Q range over which materials are fractal varies from 0.5 to
2 decades, depending on concentration and reaction time.
According to Schaefer c.s.[8] and Vacher c.s.[9] and supported
by computer simulations [10,11] a fractal dimension of 2.2 can
be attributed to reaction limited cluster-cluster aggregation.
This is in agreement with other experimental evidence [1]: a
relatively slow reaction of the silica particles may be
expected, due to the low concentration of both -SiO" groups on
the surface of the particles and OH' ions in the reaction
mixture. Obviously the fractal dimension is not influenced by
the addition or change of cations [12]; we may conclude that at
pH - 2 -4 the fundamental mechanism of reaction limited cluster-
cluster aggregation does not depend on the cation used in the
water glass or on the addition of small amounts of cations to
the reaction mixture.

However, as shown in figure 1, the size of the fractal
aggregates varies with the addition of cations: highly charged
ions (Al or mg*) retard the growth of the fractal aggregates.
This relatively large effect (caused by only 1% Al or Ng')
may be rationalized by assuming that the "tips" of the growing
aggregates having the highest probability to locate a negative
charge and are the most favourable growing sites. The more
weakly bonded T1A cations show the "classical" salt effect:
shielding of the negative charge diminishes the repulsion of
particles. This effect will be more pronounced for the small
aggregates. At pH - 2 - 4 sodium in water glass may be replaced
by lithium, potassium or cesium without causing an appreciable
change in the growth of the fractal aggregates.

The size of the elementary particles that form the silica
aggregates appears to be very small: only 0.3 - 0.4 nm, a near-
molecular size. These orders of magnitude were also reported by
Vacher c.s. [9] and Craievich c.s. [13] for neutrally reacted
silica aerogels, prepared from tetramethoxysilane. Because the
size of the elementary particles is calculated from data at Q

_______________
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= 2.0 - 2.5 nm . (the upper limit at our experimental set-up),
any (small) differences due to the addition or replacement of
cations could not be demonstrated.

15

J12

9

6 ++ AA6

10 100

Iog(time-min)

Fiaure 1: Influence of cations on the size of fractal
aggregates; +: Na+, : Me+, O: A13%,V: TMA.

Reaction mixtures with silica concentrations above
approximately 1 weight % may give the transition from the
colloidal solution to a gel in the timescale of the SAXS
measurement. As reported earlier for TEOS-based silica gels
[14,15] the SAXS spectra did not show any difference between
the fractal dimension before or after the gelpoint. The size of
the fractal aggregates showed increases continuously during
gelation.

Due to the lower limit of Q = 0.07 nrm& in the SAXS
measurements, values of .t greater than 15 nm could not be
observed. Growing fractal aggregates, as well in colloidal
solution (low silica concentration) as in gels, passed this
value, so the ultimate aggregate size (if any exists) could not
be measured. An indication of the final aggregate size was
obtained by an exploratory USAXS (Ultra small angle X-ray
scattering) measurement on a gel with a concentration of 2%
silica. After 5 days I was found to be approximately 500 nm.

Gelation of the reaction mixture occurs approximately when,
at sufficient high concentration of silica, the largest growing
fractal aggregates are "touching" each other [15], forming a
continuous network (figure 2). Analogous to the colloidal
solution and due to the polydispersity of the fractal
aggregates, also after the gelpoint the fractal aggregates keep
growing by addition of small clusters or elementary particles,
still present in the enclosed water.
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Ficure 2: Vizualisation of gelation of fractal aggregates
Left: before gelpoint; right: after gelpoint
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ABSTRACT

The hydrolysis and gelation sequence occurring in the formatin" o a filament oran rgid coherent gal from an organic silicate requires a mutual, solvent for th ra

silidate and water if it is to proceed successfully. The solvent is usually a water-miscible
alcohol. This alcohol can also be a reaction product, which makes the sequence very
solvent dependent. The best control of both hydrolysis and gelation is obtained when
the alcoho solvent and the organic silicat each contain the same alkoxy gro. The
gel resulting is also the best binder for refractory grain. Suitable systems are l
silicate and-ethanol also isopropyl siliamte and opanol The formation of rigid
coherent gels, or filaments which on firing convert. t ce8ra.mic fibres, from hydrolysates
of ethyl silicate and aluminium chlorhydrate species is also very solvent dependent.
With glycdi solvents, aluuminium chlorhydrates do not form filaments nor ceramic fibres.
With anol as solvent, aluminium chlorhydrate-polyof complexes readily form rigid
coherent gels and filaments, hence ceramic fibres, .ecause te polyol complex is
formed by displacing coordinated water in the aluminuim chlorhydrate. This reduces the
amount ot water available for reaction, which optimises filament and fibre formation.

INTRODUCTION

The hydrolysis and gelation sequence occurring in the formation of a filament ora.nrgid coherent gel from an orga.ni.c silicate _requires a mutual solvent for the. organic
silcate, water anony catalystat might be desirable. The solvent is usually a water-
miscible alcohol. Howeve,.because alcohols are frequently products of the resulting
hydrolysis, the overall.reactions can be very solvent dependent. The formation of
hydroltes from technical ethyl silicate and aluminium chlorhydrate species capable
of forming rigid coherent gels and filaments which on firing convert to ceramic fibres is
also very solvent dependent

ETHYL SILICATE & TECHNICAL ETHYL SILICATE PREPARATION

The traditional procedure is to treat tetrachlorosilane with ethanol. Absolute
ethanol gives tetraethoxysilane, also known as ethyl orthosilicate, having a silica
equivalent of 28% w/w.

SiCI4 + 4EtOH -> Si(OEt)4 + 4HCI

Aqueous ethanol gives [ 11 a mixture of ttthoxine and ethopolysiloxanes
(ethyl pol;silicates) fomed by the codnsation-0prmerwstion reactions resultant on
war being present and c ysed by bY-produdt hydrogen chloride. Reaction
conditions are chosen to give a product, ethyl silicate-41) (terchnical ethyl silicate), with a
silica equivalent ca 40% w/w. A more recent procedure is the direct reaction of silicon
and ethanol in the presence of metal alkoxides [2] to give tene, which can
be converted by controlled hydrolysis to ethyl s We40.

ALKYL SILICATE HYDROLYSIS PROCEDURES

A mutual solvent for water and an alkyl silicate, e.g. ethyl silicate, Is reuiired for
hydrolydsis prcedures to work satIsfac~torilyUsualy a ~aals (aci or base) as
require. solvn may be awater-miol alcohol, g"yo, ketone or glycol ether.

Mot. Res. Som. Symp. Proc. Vol.1.0. 1e19N Matrilals Reg..rh Society
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Water-miscible alcohols are, as a rule preferred. ,;'e hydrolysis of an akyl silicate yieldsan alcohol:

IýSi(O a) + H20 -- Si(OH) + RO B

The alcohol by-product may be the same as the solvent alcohol, so the procedure is
therefore very solvent dependent.

There are many procedures for the hydrolysis of ethy silicate and other a"
silicates. Methods have been devised [3] in Which the required quantity of akyl silicate,
or other component is added in one, two or more portions. Time intenial and/or
temperature variations in such multi-stage processes are used to determine component
additions, producing variations in gelation characteristics and gel properties. The best
control of both hydrolysis and geltion is obtained when the alcohol solvent and the
alk siict eac cotin the same alkyl group. Examples of such systems are ethy
silicate and efthano, also iso-propyl silicate and iso-propenol. Filanernt can be obtained
[41 from ethyl silicate hydrolysates prepared using 0rganotin hydrolysis catalysts.

MANUFACTURE OF REFRACTORY SHAPES USING ETHYL SLICATE-40

A base-catalysed hydrolysis and geletion pocedure [5, 61 is used to set a slurry
of graded refractory grain and ethyl silicate-40. The'green' moulding Is air dried, then
fired to obtain the refractory shape. The catalyst is one or more strongly basic amines,
e.g. morphol.ie, piperidine, dicyclohexylamirfe. Aqueous etanol is used to gel the
amine/et silicate-40 mixture. Gel time may be controlled by:() varying the amount of amine,

(!) vairyig the amount of water in the ethanol,
(di) adding a solvent such as iso-propanol.

Excess iso-propanol gives brittle gels.

ALUMINIUM CHLORHYDRATE SPECIES

The aluminium chlorhydrates Al (OH) C14, where nis 1-5, are plrmaterials.
The ~ ~ ~ ~ ~ ~ ~ ~ ~ ~~i chohdrtHrferdtr o-elrato's&8Cl which is

water lub aluminium hhrh e form complees w inlv [7,- the
complex wi 1,2-dihydroxypropane 'aluminium

cfor hyrx bein typic a. hiis ucfls lrn h oulei abeflc h l e

GELS FROM ETHYL SLICATE-40 AND ALUMINIUM CHLORHYDRATE SPECIES
7• . .eexperimenta . ocedureshave beun described previously [8 9]. All

auma:silica ratios were in te mullite range. Table I shows the effect 0aehanol solvent
on gel formaon n with aluminium chkohydrate. The effect of water is given in Table II andTab.•. e Ill shows the effect of reaction temperature and reaction time. ANl gels were
coherent gels. Coherenc does not e equate wi homogeneiy
and hence [11 shw:(i) re f u x rig ti • a d o lu m e o f e h n lso lv e n t a re c ritica l,(.)the amount of water is also critical, too much water giving opaque gels,

lwreaction te meratures; gIve opaque gels; for a~ ohrn transparent
gel, ~ ef thvecintmeair must not be less than iC

0A.) hetmerequired to formsa geal decreases as the temperature is increased.
To obtain a rgdcoherent glfrom ethy~l sfilcate-40 and aluminilum cotyrxusing
ethanolas [,, i nofwtrms aespecially

aboe 6t'Candsome of the solvent removed by dsietas the. reactioni proceeds.

A
!
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Table 1. Effects of ethanol solvent on gel formatione~t aluminiumn chorhydrate (16.4 g),
technical ethy silicate (10.0 g) and water (16.4 cmv)____
Etharpl vol Time to reach Refiux time Gel

(cmO) reflux (min) (min) chMctrstc

25 22 6 SlIQtY Cloudy
35 16 13 slight coudy
45 34 16 slIghtly c lo u dy
55 18 26 clear, homogeneous
65 12 43 cloudy
85 25 67 cloudy
105 10 95 cloudy
125 15 140 cloudy

Table II. Effect of water on gel ormation with alu~iniur chlorhydrate (16.4 g) and
technical eth" silicate (10.0)ietao(5er

Wate¶~o Time to reach Reflux time Gel
(cm) reflux (min) (min) characteristics

37.4 2 45 very cloudy
34.4 4 38 cý31.4 5 33 y
28.4 10 23 c=od
25.4 20 22 clouy
22.4 2 26 cloudy
19.4 3 27 cloudY
13.4 4 26 almost transparent

Table Ill. Effect of temperature on gel formation with alyminiumn chlorhdra (16.
technical ethyl silicate-40 (10.0 g) and water (16.4 cmO) in ethanol (55cm 6.g)

Reaction Time required to Gel
temperature 0C form gel (min) characteristics

75 45 clear
70 56 clear
65 64 clear
60 75 clear
55 92 slightly cloudy
50 125 sliglhtly cloudy

With ethanol as solvent, the rigid transparent coeengel obtained from ethy
sificate-40 and either aluminium chlrhdrate or aluminum ch~rhdrex crumbles into
small grains Nf the ethanol is removed rapidly. Solvent and volatiles removal must
therefore be slow. The use 112] of a low molecular weight: diol (e.g. 1 ,2-dihydroxy-
efthne, 1,2-dhyroxyooparneJor N,N-dsmehlormamdeN-11-111 in the solvent system
reduces the rat of solven removal. The low vapour pressure of thew bidentate ligands
is thought to reduce fth stress during rying. Table IV shows, the effect of includin 1,2-
dihydroxypropeane in the solvent sists use in the ration of rigid transparent
coherent gels from ethy sils-4 and alumninium .Thd effect ofa mixed
solvent comprising ethanol and 1.2-di ydoxyproan on gel formation from ethyl
silicate-40 and aluminiumn chiorhdrex isshomwnhin Tab~le V and the effect: of a soivent
comprising ethanol and/or NN-dimeth~yormsmlde is shown hin Table VI. ANl gels were
coherent, rigid tasretcoherent gesbeing obtained from clear, homogeneous
solutions.
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Tr, IV. Effect of solvent (25% v/v 1,2-dihydroxylpropane + 75% v/v ethsnol) on gel
'Qrmation with sJuminium chlorhydrate (3.2 g), technica ethyl silicate (2.00 g) and
water (3.28 cm_)

Volume of ":lvent Gelation time Gel
added (cm ) (days) characteristics

5.0 9 cloudy
7.0 13
9.0 11 turbid

11.0 15 Slightly turbid
13.0 18 Slightly turbid
17.0 22 clear, coherent
21.0 30 clear, coherent

Table V. Effect of solvent (50% v/v N,N-dim ylf ramide + 50% v/v ethanol) and
water on gel formation with aluninium cnlorhydrex (13.44 g) and technical ehyl
silicate (5.00 g)

Volume of Volume of Time to Reflux Gel
solvent water reach time characteristics
added addqd reflux (min)
(cm &) (cm-3) (min)
27.0 1.5 6 93 clear, coherent
27.0 2.5 3 104 clear, coherent
27.0 3.5 7 97 clear coherent
27.0 4.5 3 82 cloudy
27.0 5.0 9 67
27.0 5.5 5 65 turbid
27.0 6.5 4 72 clOUdy
27.0 7.5 2 95
17.0 2.5 7 36 clear, coherent
19.0 2.5 4 50 clear, coherent
21.0 2.5 8 69 clear, coherent
23.0 2.5 3 67 clear, coherent
25.0 2.5 3 84 clear, coherent
29.0 2.5 3 104 clear, coherent
31.0 2.5 3 133 slightly turbid

Table Vl. Effect of solvent composition (ethenol/N,N-dimethylformamide, 27 cm 3 ) on
gel formation with nluminium chlorhydrex (13.44 g), technical ethyl silicate (5.00 g)
and water (2.5 cm,-)

Solvent composition Timne to Reflux Gel
ethanol DMF reach reflux time characteristics
(%v/v) (%v/v) (min) (min)

0 100 7 17 clear, coherent
20 8o 3 32 clear, coherent
40 60 3 64 clear, coherent
60 40 4 78 clear, coherent
80 20 4 74 slightly turbid

100 0 3 83 S*htturbid

i
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FILAMENT AND CERAMIC FIBRE FORMATION FROM ALUMINIUM CHLORHYDREX

The preparation of ceramic fibre precursor solutions from aluminium chlorhydrex
and alkoxysilanes has been described previously 18,11, 12]. Uncomplexed aluminium
chlorhydrates (sparingly soluble or insoluble in g1ycols) and alkoxysilanes do not readily
form filaments. Aluminium chlorhydrex is fornme by displacing coordinated water in the
aluminium chlorhydrate. This reduces the amount of water available for reaction, which
optimises flaement and hence fibre formation. Using ethanol as solvent and keeping the
water content to a minimum in the preparation of ceramic fibre precursor solutions from
aluminium chlorhydrex and tetramethoxysilane, tetraethoxysilane or ethyl silicate-40,
removal of solvent and volatiles led to viscosity of residual solution increases in the
order:

ethyl silicate-40 > Si(OMe)4 > Si(OEt)4.
This corresponds to the order of silica equivalence. The filaments formed from the
solutions converted on firing into mullite ceramic fibres.

SUMMARY

(a) The best control of both hydrolysis and gelation of akyl silicates is obtained
when the alcohol solvent and the organic silicate each contain the same alkyl group.
However, rapid removal of the aicohol during drying usually causes the gel to crumble.

(b) The use of mbftures of ethanol and either N,N-dimethylf.ormamide orglycols
such as 1,2-dihydroxyethane or 1,2-dihydroxypropane as solvent in te formation of
gels from ethyl silicate-40 and aluminium chlorhydrate species reduces cracking of the
gel during drying.

(c) For filament and hence ceramic fibre formation from aluminium chlorhydrex
and alkyl silicates to be successful, the water content of the system must be minimal.
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ABSTRACT

Silica sols were produced with various catalysts (NaOH and
HF). Dynamic small strain rheometry was used to probe the
formation of the silica network from the sol state through the
gelation point into the region of high modulus. These results
were related to the dried xerogel properties of surface area and
porosity.

INTRODUCTION

Various types of rheological measurements have been used to
study the structure evolution of silica gel networks [1). Many
times large strain steady shearing flows are used to determine
gel transitions, however, because the gel network is destroyed by
the large strain, the gel point of the quiescent silica network
actually occurs at an earlier time than measured. Others have
used small strain, dynamic tests to follow gelation at a fixed
frequency [2]. Winter and coworkers have shown that much
information can be gained from the entire frequency domain as a
function of the time of gelation in polymeric networks (3,4].

We will use these dynamic techniques to follow the gelation
of silica gels from the initially mixed low viscosity fluid
state, through the 3-D network growth (gelation), into the fully
gelled (network syneresis) stage and relate these results to the
porosity of the resultant dried xerogel.

EXPERIMENTAL

The tetramethoxysilane (TMOS) (Petrarch)/water silica sol
system was studied using either hydrofluoric acid (HF) or sodium
hydroxide (NaOH) (both from Fisher Scientific) as catalysts. The
initial composition TMOS:H 2 0 was 1:16 with catalyst
concentrations of 1.83xl0-5M (low) and 1.85xl0- 3M (high) in the
water for both catalysts. A fifth system using no catalyst was
prepared as a control.

The initial reaction was carried out by vigorously stirring
the components until a clear solution was obtained. The high
NaOH catalyst sample did not form a clear sol prior to gelation
and the sample was considered mixed when no phase separation was
apparent. Mixing times for all samples ranged from 10-20 minutes
and once mixed the samples were immediately analyzed.

Due to the wide range in dynamic storage modulus (G') from
the initial sol to the latter stages of gelation and beyond, two
instruments were used in this study. A low viscosity fluids
rheometer (Rheometrics RFS II) was used to investigate the sol-
to-gel transition and a higher viscosity rheometer (Rheometrics
RMS 800) was used to investigate further network formation beyond
the gel point.

mot. Res. SoC. symp. P700. Vol. IS0. e01gW F&IMOIaS R~eserh SOC1ety
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The RFS rheometer was fit with a couette fixture with
dimensions: bob radius 16mm, bob length 33mm and cup radius 17mm.
The sample was loaded into the fixture, the bob lowered and a
layer of silicon oil (100 cp) was applied to the exposed sample
area to reduce evaporation. The temperature was controlled by a
circulating bath at 25"C.

Prior to gelation, a time sweep of the modulus was performed
at a frequency (w) of 1 rad/s, strain Cf 0.9, with measurements
every 20s. When G' reached 50mPa, the frequency dependence was
measured through the gel point by varying the frequency from 30
to 0.6 rad/s (3 points per decade) (strain=0.2) with a ls delay
between sweeps. When G' reached 1OPa, the strain was reduced to
0.001 and an additional 50-100 sweeps were taken with a 1 or 5s
time delay depending on reaction rate.

The RMS rheometer was fit with a 50mm diameter top plate and
a 58mm rimmed bottom plate to contain the sample. The sol was
p-ured into the bottom fixture and the top plate was lowered into
the sol to a gap separation of 1.85mm. The lower plate was
oscillated at 1 rad/s at 0.001 strain and the torque on the top
plate was measured. When sufficient mechanical strength was
achieved, the excess gel was trimmed to 50mm in diameter to
ensure that the contribution to the measured torque was only due
to the sample between the plates. A time sweep continued until
the modulus peaked or the limitations of the sample fixture
geometry were exceeded.

A portion of each gel was dried 24hr at 150"C, degassed 48hr
under vacuum at 150"C and analyzed for surface area and porosity
from the nitrogen adsorption/desorption isot-'ierms obtained with a
Micromeritics ASAP 2400 porosimeter.

RESULTS AND DISCUSSION

In these initial studies of silica gel network formation,
several interesting rheological features were noted. During the
initial stages, before the gel point, all of the systems show
similar behavior except the NaOH High system. Whereas, the No
Catalyst, HF High, HF Low, and NaOH Low systems show essentially
"a low modulus (that of water) right up until the gel point where
"a drastic increase occurs due to the 3-D network formation, the
NaOH High system exhibits a gradual rise in G' before the gel
point (see Figure 1). Other differences are seen in the
frequency dependence before the gel point. The NaOH High system,
as shown in Figure 2, has features very similar to polymeric
systems having tetra-functionally crosslinked long flexible
chains[3]. Near the gel point, G'-C" over the entire frequency
domain and the slope on log-log coordinates is 0.5. After the
gel point, G' is much higher than G" and becomes independent of
frequency. A much different response is seen in the No Catalyst
system, Figure 3. In the pre-gel state the sol behaves like a
Newtonian liquid (G"/w is constant), but at low frequencies, G'
is becoming independent of frequency, which indicates th,
presence of large structures. Whether these large structures are
long chain branched structures or highly branched fractal
clusters having many short segments has not be determined at this
time. But the data clearly indicates that there are very large
structures that are not forming a 3-D network along with smaller
structures that are more viscous than water.

The gel times and the modulus at the gel point were
determined for each system and the results appear in Table I.
The gel times are reduced by adding high levels of either NaOH or

4
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HF. Also the modulus level at the gel point is 300 times higher
for the NaOH High than the other systems, again indicating that
the structure is different from the others at the gel point.

TABLE I
Results of Rheology and Nitrogen Adsorption Measurements

SYSTEM tgel G' G" ISOTHERM SURFACE PORE AVG. PORE
@ gel TYPE AREA VOLUME DIAMETER

[I] [Pa] [m2/gm] [cm3/gm] nro]

NaOH High 2,170 15.0 IV 676 0.479 2.8
NaOH Low 7,149 0.05 I 672 0.232 1.4
HF High 2,048 0.02 IV 786 0.397 2.0
HF Low 13,684 0.04 I 645 0.227 1.4
No Catalyst 10,525 0.09 I 684 0.238 1.4

The network syneresis is compared in Figure 4. Both the
NaOH High and HF High systems proceed relatively quickly through
the gel point, but the NaOH levels off to an equilibrium modulus
of about 200 kPa and stays that way for a long time. The No
Catalyst system has a slower syneresis immediately after the gel
point but eventually forms a tighter network than the NaOH High
system. This indicates that both the HF High and No Catalyst
systems continue to react and form a tighter network after the
gel point while the NaOH High forms a network with a lower
crosslink density.

The nitrogen adsorption isotherms for the systems are shown
in Figure 5. The isotherms for the NaOH Low, HF Low and No
Catalyst systems show a type I isotherm behavior with a low total
volume of absorbed nitrogen (5]. The isotherms for NaOH High and
HF High show a type IV behavior with about double the total
volume of adsorbed nitrogen.

The type I isotherm is indicative of a microporous material.
In this study, for systems showing type I isotherms, the average
pore diameter was less than 1.5nm with a pore volume of less than
0.238cm3/g (Table I) of which 70% was micropore volume. The type
IV isotherm is indicative of a mesoporous material. The NaOH
High system had an average pore diameter of 2.8nm with pore
volume of 0.479cm3/g, of which only 9% was micropore volume. The
HF High system was also type IV with average pore diameter 2.Onm
and pore volume 0.397cm3/g, of which 25% was micropore volume.

These results show a difference between the various systems.
The HF Low, NaOH Low and No Catalyst systems were much less
porous with porosity increasing from the HF Low to NaOH Low to
the No Catalyst system. The NaOH High and HF High systems were
about twice as porous with the NaOH High system yielding a 20%
higher porosity than the HF High system.

CONCLUSIONS

The structure growth mechanisms are different in the NaOH
High system than in the other silica systems of this study. The
rheological results suggest that the NaOH High system sol grows
structures evenly up to the 3-D gel point; whereas, the other
systems have large and small structures throughout the gelation
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Isotherm Plot for Dried Silica Gels
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E

1E 250

i0

0.000 0.200 0.400 0.600 0.800 1.000
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Figure 5. Adsorption Curves for Dried Xerogels.

and only interact near the gel point. Further syneresis of the
NaOH High gel in a slow process with a lower crosslink density
than the other systems which undergo syneresis faster and reach a
much higher gel modulus. There appears to be a direct
relationship between the gel modulus and the dried xerogel
porosity. Rheological techniques such as these can be used in
conjunction with light scattering and N4R techniques to further
identify the growth mechanisms in silica sole.
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ABSTRACT

The alkalizing of aqueous mixtures Fe11 ! + xFell has been investigated
at pH - 8 for 0-mO_0.5. Three composition zones have been observed. At x<O.l
goethite was the only stable product. At 0.l:sx0.25 the early stage,
characterized as mixed-valent protoferrihydrite, spontaneously transformed
into nonstoichiometric magnetite. At x>0.25 the system, made of spinel
particles, was homogeneous during all the evolution.

INTRODUCTION

Iron oxides and oxyhydroxides, crystalline and amorphous, are involved
in many natural and industrial processes (corrosion, catalysis,
magnetism...). Magnetite plays a special role because of its electronic and
magnetic properties. The phase, largely nonstoichiometric runs from Fe 3 04
to 7-Fe2 03 . It can form under a great variety of conditions in aqueous
medium. Formation mechanisms have generally been studied in connection with
Fell oxidation or under stoichiometric conditions [1-3]. Formation in media
poor in Fell has far less been investigated. Protoferrihydrite (41 (also
named amorphous ferric hydroxide, ferric oxide gels) is a ver~y poorly
crystalline hydrated oxyhydroxide formed by fast hydrolysis of Fell ions.
It is unstable in suspension. At low concentration, Fell ions induce
transformation to goethite via dissolution reprecipitation processes [4,5].
The spinal phase forms at Fe''/Fe... ratios greater than 0.2 (5,61. So
far, to our knowledge, no detailed study of the process has been reported.
Hence, we present an investigation of crystallization processes for
Fel1 /Fe'll ratios varying in the range 0-0.5.

EXPERIMENTAL

Aqueous mixtures of FeCl 3  (40cm3 , I) and FeCl 2 (2M, 2M HCl) in
various proportions were added to a NH3 solution (400cm3, 0.6M, pH1ll)
under vigourous stirring at room temperature. Great care was taken to
exclude oxygen at all the preparation stages. The solid was washed with
degassed distilled water. Suspensions at pH near 8 were aged under argon
pressure. Sue ensionq were also prepared by successive precipitation of
Fell, and FeI1 ions.

Suspension composition was determined by titrating iron potentio-
metrically. The chemical reactivity was characterized by reducing
dissolution in acidic medium (2W HCl, 0.2M KI, 25"C). Electron micrographs
and diffraction (El)) patterns were obtained using very dilute solutions
evaporated onto a carbon-coated grid. X-ray diffraction (XRD) patterns were
recorded using powders isolated by centrifugation and dried under reduced
pressure. MWssbauer samples were made up of suspensions confined in a
plastic cell and quickly frozen at 77K. The isomer shifts (IS) are given
relative to metallic iron at room temperature. Other parameters are
quadrupole splitting (QS), line width (W), hyperfine field (H).

RESULTS

Protoferrihydrite (PF) was characterized by quasi immediate reducing
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dissolution in acidic medium. The particles were of ca. 25-30A. Diffraction
patterns showed two (XRD: 2.6 and 1.5A) or three (ED: 2.6, 2.1 and 1.5A)
diffuse bands. No evolution was observed after aging the suspension for one
day, After one month, goethite was the only constituent. In the presence of
Fe , three zones were observed depending on the ratio x - Fell/Fell'. Both
preparation routes, simultaneous or successive precipitation of Fe!11 and
Felf ions, led to similar results.

a) O :9 O. .1
The initial system behaved like PP. After lh aging, small spinal

particles (ca. 30A, ED rings at 3.0, 2.5, 2.1, 1.6, 1.5A) and goethite
particles coexisted. No change was observed after 1 day aging. After a
month, only goethite was present.

b) 0.1 : x : 0.25
Dissolution kinetics involved three successive stages, quasi

immediate, rapid and slow. Each stage is characterized by only one type of
particles (P ' P1 and P2 , respectively). The kinetic constant of each
species and tAe proportion of iron involved were determined using a pseudo
first order kinetic law.

Only P0 was present in the early stage. P, and P2 appeared within a
few minutes of aging, they were practically the sole constituents after one
day. Their proportions then remained constant even after several months. P0
consisted in 25-30A particles characterized as mixed-valent
protoferrihydrite (see d). P1 and P2 were two distinct families of spinel
particles.

Typical evolution of the system is given in Figure 1 for x - 0.15. At
the equilibrium, P, particles were of ca. 40A with composition Fell Fe tll -
0.07. P2 particles were prismatic crystallites of ca. 600A with Fefl/FelII
- 0.30.

The P2 particles decreased in size and proportion with increasing x.
They were not observed at x - 0.25.

100,

D Figure 1: Time evolution of the
I r ý •system at Fe 1 0 /Fel'i-0,15
0 5Onm Srmn 2h 10 20 50 ?nonths (TD PO, (A) P1 , (0) P2 particles

c) x>o0.25
The system was a single mode distribution of spinal particles during

all the evolution. The initial mean size increased with x (x-0.30, D-50A
a-15A; x-0.50, 5-65A o-18A). The mean size increased during the first days
of aging (x-0.50, 5 days, B-I05A o-24A).

d) Nixed-valent orotoferrihydrite.
Protoferrihydrite consists in a very poorly ordered arrangement of

Fe(O,OH,OH2 )6 octahedra. It is an amorphous magnet, of the speromagnetic
type, with ordering temperature (T.) near lOOK [7, 8]. Below T0 , the spins
In a particle are fixed relative to each other with random orientations and
short range antiferromagnetic coupling due to superexchange interactions.
The finite size of the particles gives rise to a net moment which
fluctuates thermally, leading to superparamagnetic (SP) behaviour.

p
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Identical ED patterns showed that the P. species (b) is structurally

similar to protoferrihydrite. MOsabauer spectra show that it is also

magnetically similar.
At 8OK, the P. spectrum (Fig. 2) is a disymmetric quadrupole pattern

made up of two components. The major one is due to the Fel
t I ions, their

surroundings appear somewhat more distributed than in PF. The minor

componeuit is due to the Fell ions, the parameters are typical of 6-fold

coordination.
With decreasing temperature, a magnetic component grows at the expense

of the quadrupole pattern, indicating SP behaviour. At 4K, apart from a

residual component attributed to Fel species in small units (91, the

spectrum is totally magnetically split. The blocking temperature (equal SP

and magnetic fractions) is equal to 42K.

Discarding the presence of Fell, all of the results are typical data

for PF particles (8-121.

At and above 110K, a fast electron exchange occurs between Fell and

Fell' ions, involving all the Fell. The Fell doublet is observed up to

lOOK. From 110K, a component with doubled relative area and isomer shift

typical of the Fe
2 "

5 - state [13] appears. Because of the time window of

M6ssbauer spectroscopy, the electron hopping frequency Y verifies: v-107s"

at lOOK and a/109s" at 110K. Such a large variation, incompatible with

small polaron theory, suggests that there is a discontinuity about 105K

associated with the magnetic ordering transition. Electron hopping is a

direct process, it requires ferromagnetic coupling of the FeI and Fe...

spins. Spin polarization accompanying the small polaron is indeed much

easier in the paramagnetic state than in the speromagnetic one.

Mixed-valent protoferrihydrite is unstable with respect to

dehydration. Freeze-drying or drying at room temperature under reduced

pressure inevitably induced transformation into non stoirhiometric

magnetite, with no change in the particle size. This was clearly

demonstrated by electron microscopy observations and drastic modifications

in the M6ssbauer spectra (Fig.2)

* 8C1 K8011 
60K

-2 0 2 Fe _ ,2 .

100 K 301K

E100

N . 101 * 1101 K 4 K

-4 -2 0 2 4 -2 0 2 -12 6 0 6mm/s 2

C b

Figure 2: M6ssbauer spectra of protoferrihydrite (PF) suspensions.

a: Pure PF. IS-0.44 (as QS-o.703/e/s V-0.48mm/s.

b: Fel-PF (Fe'l/Fe I -0.15) 4K: IS-0.46mm/S <O>-47.7T a-6.9T

80K: FeII' IS-0.45 QS-0.60 W-0.54um/ - Fez IS-0.92 QS-1,99 W-0.32m/s 10%

110K: teo'' IS-0.40 QS-0.67 W-O.48m/s- Fe
2 "

5 * IS-0.67 QS-O.80 W-O.43 23%

c: Freeze-dried Fel l-PF.
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DISCUSSION

The results show that all the Feal is taken up by protoferrihydrite
and that the mixed-valent material is the precursor of the sptinel phase.
This phase is the only crystalline product formed at Fell/Fe ratios as
low as 0.1.

The coexistence of two populations of spinel particles (P1 P2 ) with
so distinct morphologies and compositions at intermediate x values proves
that the transformation to spinel can proceed via two competing mechanisms:
1- dissolution of protoferrihydrite followed by nucleation and growth of
the crystalline oxide
2- internal dehydration and rearrangement.

Mechanism 1 is responsible for the growth of the large P2 particles.
The reaction probably involves ferric ferrous hydroxo complexes that
dissolve from the surface and reprecipitate as substoichiometric magnetite.
Such complexes are also involved in the formation of spinel from 7 -FeOOH in
the presence of Fell [2]. The formation of goethite particles at x<O.l
proceeds in the same way [5].

Mechanism 2 predominates at xk0.25. It leads to formation of small
spinel particles. They are initially of ca. 25-30A and grow by Ostwald
ripening process.

Other divalent transition metal ions (N I) also induce transformation
into a spinel phase [14]. Though different experimental conditions make the
comparison difficult, it seems that Mll/Fe'll ratios greater than 0.2 are
required, and that the reaction proceeds via mechanism I. This emphazises
the special role of Fe:1.

We have shown that charge transfer occurs in Fe! -protoferrihydrite.
Electron mobility is a characteristic property of (nonstoichiometric)
magnetite. It results from direct d-orbital overlapping giving rise to
metal-metal bonding across edge-sharing octahedra [13]. Electron
delocalization is likely the cooperative phenomenon that drives structural
rearrangements in Fel -protoferrihydrite. We note that the limit
Fel l/Fer o,0.25 at which mechanism 2 becomes the only pathway to the
spinel, practically corresponds to the composition of the particles grown
via mechanism 1. This might correspond to percolation threshold.

The transformation of protoferrihydrite into spinal by Fel 1 adsorption
shows that interfacial electron transfer can induce electron delocalization
in the solid. Reversely, electron delocalization in spinel iron oxide leads
to remarkable interfacial properties [15,16].
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RELIABLE ELECM OKINETrC CHARACTERIZATION PROCEDURES
FOR CERAMIC POWDERS

JIUN-FANG WANG, RICHARD E. RIMAN, AND DANIEL L SHANEFIELD
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ABSTRACT

Microelectrophoresis is an important method for measuring surface properties of colloidal
materials. In order to obtain reliable measurements, a good reference colloid must be chosen
first, and both the behavior of the reference under a variety of measurement conditions and
instrumental factors must be established. Polystyrene latex has proven to be a good reference
material. Time-dependent, solids-loading, and electrolyte concentration effects are determined
below in order to establish reproducible referencing conditions. Using these referencing
conditions, surface properties of silicon nitride as a function of aging time and atmosphere are
studied.

INTRODUCTION

Reproducible optimized processing is desired for preparation of defect-free ceramic
materials. This can be accomplished by the use of electrostatically stabilized suspensions in
forming processes such as slip casting. In order to avoid particle packing defects, it is desirable
to process a suspension that is free of agglomerates. Agglomerate-free or stabilized suspensions
can be obtained when the surface potential, V, is maximized (>25 mV). The surface potential can
be inferred from calculation of the zeta potential, C, a measurement proportional to the
electrophoretic mobility, g. Thus, measurement of V (defined as the drift velocity divided by the
applied electric field) via commercially available microelectrophoresis instrumentation can be
used to indicate the optimum conditions for suspension preparation [1]. However, for many
ceramic materials, the isoelectric point (IEP), die pH at which It is zero, is reported instead [2].
From this information, it is understood that, in a suspension free of surfactants or other
adsorptive impurities, the surface charge is positive below and negative above the IEP.

A common problem encountered in consulting the ceramic colloids literature is the wide
range of variability of IEP data for a given material [3]. This variation can be attributed to
powder preparation techniques, sample history, suspension preparation methods, and/or
equipment used to make the measurement. For silicon nitride powders, for instance, the TEP can
range from 3 to 9 depending on the manufacturer and the atmospheric conditions under which it
is stored [4]. In addition, microelectrophoresis can be performed with many types of
instruments that vary mostly in the manner in which the drift velocity is measured. The relative
contribution of this factor to variations in IEP data has not been assesed.

Many of the above problems could be solved if a universal reference colloid were selected
for calibrating instruments prior to measurement of sample li and a standard procedure were
developed for sample preparation and g measurement. A good reference colloid should exhibit
(a) little sedimentation and agglomeration over the course of the microelectrophoresis
experiment, (b) a surface potential as insensitive to pH as possible, (c) commercial availability
in a highly pure and reproducible form, and (d) resistance to environmental factors that could
change its properties upon storage. A reference colloid satisfying these conditions would
provide for reproducible g measurement and thus would be useful for standardizing the
microelectrophoresis instrument. Polystyrene latex fulfills most of the criteria cited above
(except possibly (d)). Furthermore, it has been used widely for electrophoretic studies for
decades [5-71. Features of polystyrene latex making it suitable for use as a reference colloid and
procedures for obtaining accurate and precise g measurements for the reference colloid and
silicon nitride powder will be discussed.

EXPERIMENTAL

All chemicals other than those cited below were purchased from Aldrich Chemical
Company, Inc. (Milwaukee, WI), were ACS reagent grade or better, and were used without

Mat. Re*. Soc. Symp. Proc. Vol. 100. 01O10 Materials Research Society

0

!



further purification. Deionized water with a resistivity of 18 Ma-cm filtered by a 0.22 im
membrane was obtained with a Milli-Q Water System (Millipore Corporation, Bedford, MA).
Nitrogen with an oxygen content of less than 5 ppm was obtained from Matheson Gas Products
(East Rutherford, NJ). Sulfate group-stabilized 0.5 ýim polystyrene latex was purchased from
Polysciences, Inc., Lot 81688 (Warrington, PA); Interfacial Dynamics Corporation (Portland,
OR); and Sigma Chemical Company, Lot 98F0460 (St. Louis, MO). The former two were
surfactant-free dispersions while the latter one contained 0.1-0.5 wt% surfactant. Silicon nitride
powder (UBE SN-E10) was obtained from UBE Industries, Inc., Lot A810542 (New York,
NY). Suspensions of polystyrene latex were prepared by diluting a concentrated commercial
dispersion into a desired volume fraction with electrolyte solution. The suspension of silicon
nitride powder was prepared by dispersing the powder in solution using an ultrasonic bath.
Suspension pH was adjusted by addition of either HNO 3 or KOH solution, after which
suspensions were stored in sealable Falcon polypropylene containers (American Scientific
Products, Edison, NJ).

Prior to characterization, each suspension was divided into two groups for Vt and pH
measurements. A Brinkman 686 Titroprocessor with Metrohm (Switzerland) with Ag/AgCI
double junction electrodes, calibrated using pH 4.00, 7.00 and 10.00 buffers, was used for pH
measurements. A Malvem Zetasizer II with a Malvern System 4700c correlator at an electric
field strength of 15 V/cm was used for microelectrophoresis. Since preconditioning the
microelectrophoresis cell is important to obtaining reproducible measurements, a sample of the
reference colloid was introduced into the cell and allowed to equilibrate for about 3 min before a
second sample was introduced for actual measurement. pt and pH measurements were
performed simultaneously at 250C for each sample. At least seven measurements were made and
subsequently averaged together to obtain each gi data point, except for time effect studies, which
utilized a single measurement per data point.

RESULTS AND DISCUSSION

Of the three latexes described above, the Polysciences latex was selected as a reference
because it displayed a high zeta potential (t-100 mV) and its mobility was the least sensitive to
changes in pH for a given electrolyte concentration. For instance, when a 0.01 M KNO3
electrolyte was employed over a pH range of 5.5 to 10.5 (Figure la), g' fell within the range of
(7.71±0.05)xl0"s m2 NVs. In contrast, for the latexes manufactured by Interfacial Dynamics and
Sigma, gI varied over the ranges of (6.8±0.09) and k7.30±0.25)xl0-8 m2/Vs, respectively, over
the same pH range.

While initial measurements for identifying sample-oriented effects made this colloid appear
optimum as a reference material, additional measurements were necessary to verify the operation
of the microelectrophoresis equipment. The condition of the cell and the associated optics can be
examined by using the reference colloid to check the stationary layer positions of the cell. This
was accomplished by varying solution pH to vary the electro-osmotic velocity [8] of the
suspending solution (Figure lb). Using the intersection of two or more cell profiles yielded
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Figure 1. A 0.01 vol% polystyrene latex in 0.01 M KNO3 solution: (a) mobility as a function

of pH (b) cell mobility profiles as a function of pH
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experimental stationary layer positions within 5 pin of the position determined from first
principles. The symmetrical pt profiles also show that there are no dimensional asymmetries
present. The steepness of the g. profile increases with pH; thus, when the stationary layer
position is not properly located, g is more subject to instrumental error.

Assuming the instrument is operating properly, obtaining reliable p values for the reference
colloid also depends on the sample preparation conditions, First, our studies revealed that a
solids loading greater than 0.005 vol% was required before a constant g. could be obtained
(Figure 2a). Using different instrumentation (Pen Kern 3000), this has also been found for
calcite powders [9]. A decrease in the absolute value of V has been attibuted to hydrodynamic
interactions [10] and colloidal phenomena such as double layer compression. In this experiment,
however, the absolute value of p was found to increase. This difference could have been caused
by insufficient particle population in the sampling volume for laser Doppler velocimetry.
Second, the mobility was found to vary with the time elapsed after introducing the sample into
the microelecutophoresis cell, which also varied with the type and concentration of electrolyte
(Figure 3). Therefore, all the measurements were performed immediately after injection into the
conditioned sample cell (-2 s). This overall approach led to the collection of reproducible p data.
For instance, in a pH range of 5.5 to 10.5 and under the conditions summarized in Figure Ia, the
average g. taken from p. plateaus measured 6 months apart differed by as little as 3.4x i0-9 m2 NVs.

After using the above reference colloid to check our instrument, p studies on silicon nitride
were conducted. In general, neither time dependency nor electrolyte effects were observed for
this powder (Figure 3b). However, as with polystyrene latex, solids loading was found to
strongly influence the p (Figure 2b). Thus, in order to obtain reproducible p measurements,
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-7 -2

L -8. -o -
-9, .4pH.9.88±-0.12
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Figure 2. Electrophoretic mobility as a function of solids loading: (a) latex (b) Si 3 N4
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slightly higher solids loadings (>0.01 voi%) are recommended for this powder. To examine gi as a function of aging time and environment, 0.01 vol% solids loading suspensions were either
I exposed to ambient air, stored under air in a scaled container, or stored under nitrogen in a

scaled container for a period of I to 30 days. The IEP of 0.01 vol% UBE powder in 0.01 M
KNO3 solution shifted from 7.4 to 8.8 as it was aged I to 3 days (Figure 4). Aging in ambient

air for I day increased g greatly in the pH 7 to 8 range, while aging in the other two closed
systems did not. At aging times greater than 3 days, the behaviors of different aging
environments appear to converge. However, at these long aging times, at any pH value below
the IEP, the magnitude of g is greater than at shorter times regardless of the aging environment.
The above results can be interpreted in terms of silicon nitride surface chemistry and its chemical
interaction with water. This work will be presented in a future publication.

CONCLUSION

Based on criteria cited earlier, polystyrene latex has been identified as a good reference
colloid for establishing the proper operation of a microelectrophoresis apparatus. However, the
cffects of solids loading, electrolyte concentration, and time on p± must be determined before
reference g values can be established for the colloid. Similar studies should be undertaken when
examining any unknown material. When this is done, long-term time-dependent pi studies can
be accomplished with minimal experimental error.
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Figure 4. Elctcuphoretic mobility of silicon nitride powder (0.01 vol% in 0.01 M KNO3 ) as a
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ABSTRACT

The modelling of the aggregation kinetics of iron oxides has been succeful in predicting
the increase in aggregate size as determined by dynamic light scattering measurements. The
aggregates were found to exhibit fractal behaviour with fractal dimensions obtained from the
scattering exponent in static light scattering studies dependent on the aggregation mechanism
and ranging from 2.3 for rapid (diffusion limited) to 2.8 for slow (reaction limited) aggregation.
Polydispersity and restructuring of aggregates were found not to affect the relationship between
scattering exponent and aggregate fractal dimension. Excellent correspondence over a range of
temperatures and ionic strengths has been obtained between results of sizing experiments using
dynamic light scattering and sizes predicted using a modified Smoluchowski model incorpo-
rating fractal dimensions.

INTRODUCTION

The structure of solid materials has important implications in many natural and commercial
processes. Both physical parameters, such as dimension, surface area and porosity, and chemical
parameters, such as solubility and reactivity will be determined by structure. Well structured
mat-rials such as crystalline solids can readily be grouped according to their symmetries.
However, this procedure is not possible for randomly formed materials such as aggregates which
represent a large proportion of solid material of industrial interest. This lack of apparent sym-
metry has greatly impeded the progress in understanding random morphologies. However, in
the last few years, considerable progress in the study of materials with random structures has
been made as a rzsult of the increasing use of fractal concepts '. Of particular interest here are
the microscopic structures of oxides - materials that occur widely in nature and form the basis
of many ceramic and catalyst preparations.

The aggregation kinetics of hematite particles has been studied using dynamic light
scattering2 , and experimental results were compared with a model based on theoretical con-
siderations accounting for diffusion, interparticle repulsive forces and the nature of packing
within the aggregated material (and referred to below as the "modified Smoluchowski" model).
Successful prediction of rapid (diffusion limited) aggregation kinetics was obtained assuming
that the resultant aggregates behaved as fractals with a fractal dimension of 2.3. A somewhat
higher fractal dimension appeared to be appropriate forapgregation under ionic conditions where
a repulsion barrier exists (reaction limited aggregation) .

This paper discusses the results of experiments using static light scattering' to study the
structure of colloidal hematite particles which are induced to aggregate at different rates by
altering solution conditions (electrolyte concentration and temperature). The aggregates are
considered to posses a fractal structure and the fractal dimension is measured at different
electrolyte concentrations and over a range of temperatures.

THEORY

A fractal object is a rugose object whose rugosnties show up at any length scale and is thus
considered self-similar. In the general theory of fractas, the fractal dimension (4y) is defined
as a number which quantitatively measures the more or less rugose aspect of the object, or

Not. r" 9V(I).
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The concept of fractal dimension is only properly defined when using an asymptotic limit
to infinitely small lengths for aggregates the natural cut off is simply the radius of the prnmary
particle, ro.

Scattering experiments give access to the position correlations between particles in the
aggregate and consequently appear to be a very usefiu tool to measeie hactal dimension'.
In a scattering experiment, a beam of light of intensity, I is directed on to a sample and the
scattered intensity (photoncounts) is measured as a function of an angleO totheincidentdirection.
The incident and scattered beam are characterized by the momentum transfer Q, with

Q= 4Q ShO (2),

where i4 is the wavelength in the vacuum, and n is refractive index of medium.
The intensity scattered (I) from a single fractal aggregate of mass M can be related to

two factorse" that describe the aggregate structure,

Im-M2P(Q)S(Q) (3),

where P(Q) is the form factor, and S(Q) the interparticle structure factor.
The form factor is related to the shape of the particle and the contrast which can be defined

as the difference between the scattering properties of the particles and the equivalent quantity
of the solvent.

The interparticle structure factor, S(Q), takes into account the inter a'dcle correlations
and describes the spatial arrangement of the particles. For a fractal objecte,

dFr(d - 1)sin((d, - 1)taz-'(QR,))

(0r.)4 (1++ I IQ2R)

where r(x) is the gamma function of x.
At large Q (Qr,0p1 ), S(Q) is approximately equal to I and only the scattering due toindividual particles is seen, i.e. I(Q),,P(Q). At Q small compared to I/r1, but large compared

to 1/R(I<Q c ),P(Q)isconstant,henceI(Q)dependsonlyonitsstructurefactor. Equation

141 can then be simplified to,

s(-Q (5).

when R is much larger than rg. The above equation is often used to analyse the scattered intensity

byaftactalobject, and it applies only in the range Q'C¢,.

EXPERIMENTAL

Samples of approximately spherical hematite particles were pared by the forced
hydrolysis of a homogeneous iron salt solution under strictly controlled conditions 32. In order
to avoid multiple scattering, hematite samples were diluted to 1.95 x 10" M (approx. 2.25 x 10'pamtice*Wm).

A Malvern 4700 PCS system, utilizing a 15 mW, 633 sn He-Ne laser was used to measure
the average srae of the aggregating particles and scatterd intensity (in ter'ms of' photmoacounts)
of the aggrepte. Aggregton and scatrg eipermens w-re onducted at a sets p
of 48 mV by Malvern Zeta Sizr IIC) at emnpertwun o 25t, 35"C and 5onand salt (K1) concenraltiona of 50, W0and 80mrM. Forceach teprtr and salt concenirtfion,
the variation in averag size with time was detemlined by dynamic lilght scatterig mesr met
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every 2-3 minutes for up to 1 hr. The intensity (phlooncounts) of scattered light was measured
at angles ranging from I5 to 90", for 5 seconds at each angle. In order to comply with conditions
governing the relation of scattering exponent to fractal dimension3, the static light scattering
experinents were carried out when the aggregates, containing a lage number of prinmy par-
ticles, were typically about I micron in diameter.

RESULTS AND DISCUSSION

The plots of scattered intensity (photoncount) as a function oangle for 50,60 and 80 mM
KCI at different temperatures are shown in Figs la, b and c respectively with the slopes of the
graphs representing the fractal dimension. These fractal dimensions vary with the aggregation
mechanism prevailing which in turn depends on ionic sumegth and temperature.

At higher mperatures, the fractal dimensions of the aggregates in 50 and 60 mM KC1
are significantly lower than at 25*C. As temperature increases, the repulsion barrier decreases
and the sticking probability increases, resulting in much less penetration to the interio of the
clusters with resultant formation of nmre tenuous aggregates. As expected in the absence of

significant inter-particle (or inter-aggregate)repusion, teprtr has litle effect on the
0.cra. ,aP,--2.5 fractal dimension of aggregates formed under11SC. lo"- -2.56 vhe fdva 5C,3e ld5•sii h

diffusionlimitedconditions (80mM KCl) with
W5£ sC. 2"op--2.37. valuesof4 at 2M,35T and 55"Can in the

0 vicinity of 2.3.
The effect of temperature on the agre-

0gion process has previously been medeffet"
with the theoretical predictions showing close

a. [KCI] - 5OmM I agreement with experiment. The major infiU-
I enof teMperature on the aggregation process

0.003 0.010 was on the repulsive energy of interaction and
Q (""-1) hence the stability ratio. At 50mM KCI, the

O0 25°C. ulope--2.55 repulsion barrier is still significant, so the
S0 0 350C. mlop.--2.36 aggregation rate increases markedly with

_* f A 550C, •0p.--2.32 t since it affects both the repulsive
.o energy and the rate of particle diffusion. The0 0 change in aggregation rate attributable to the

goo temperature dependence of diffusion was
found to be minor. At 80mM KCi, attractive

0 Ivan der Waal fosrs dominate and the sem-
b. (KCI] •60mM perature affects diffusion only resulting in a

- A. relatively insignificant effect on aggregation
0.003 0.010 rate.

0 (nm-1) At the siowrateof aggregation forwhich
the probability of sticking is low, the aggre-

- 0 250C. lop--2.33 gating clusters have the opportunity to explore
0 35*C. uloep-2.30 gt

s55c. si.0--2.31 a large number of possible mutual
configurations, which leads to some interpe-

Oneeration, and therefore denser aggregates. In
contrast, in diffusion limited aggregation, the

Sinterior of the clusters is effectively screened

c. [1C1] - M 9 readily adhere sto other particles (high sticking
.prbability) resulting in a more tenuous

0.003 0.010 stauture The madd deres in packing
o (-•)density on changing from aggregsato under

diffusion limited conditions to conditions
Ms. I Efect of umpmwe o wawft expona f under which a repulsion barrier is preent is
Wemuiteawlesa formed in (a) 50mK.0060mK clearly seen in the transmission electrm
(C) Somn KCL mirscope prints in Fig.2

tI
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Fig.2 Tumigmi Eectin la-oRV (TECM) peON of hnmRite arePns forme ad K2C in (a) 5fmM
mid (b) 80mM KCL

aggrepo conditions (W repulsion baier) is only slightly less than, the value expected f...

theoretical considerations for aggregates growing via particle-duster diffusion limited aggre-
"Pt.o "• LA -"1 ... in pril-clustcer• DLA csel" gro purey from mnmmwh.ich VPPTOaCtnon LA npm'pproachr

th cluste wit a.. , rando• mwalk traiccrY.Thic random-walk ntrofteapproachn monme

favours growth on the exutrmities of the cluster, and thus, open. ramified geometries develop.

Cluste-cluster diffusion limited aggregation (CA) is a variation ofpar*icl-clu- DLA where

clu terscombine with other clusters aswell as with monomersL In CA d, Fs reduced substantially

because two fractals are exteely unlikely to pebetrate without contact. Widely spread, loosely

packed structures are produced in cluster-cluster aggregation. Fractal dimensions on the order

of 1.75 are to be expctd weore cluterlusteraggregation is the .do minatchans& . The

fractal dimensions of greater than 2.3 obtained here ae consistent with reaction limited

particle,-clusterawggreaon. mcam are generaly considrably higher tanresults reported

by othe, workers for aggregates of silica and gold for which cluster custeraggregat•on appears

to be a more appropibate miis is undoubtedly due to the fMt that the particle
concentration is very low in this study.

Restructuring within the aggregate following initial coalescence has been observed for

since (. This would result in an increase in ftal dimension over time and does not appear to

be significant in the case of the heintee regates considered here. No systematic change in

scateringexpolieft with time was = nethe aSpregate had reached approximately one

Micron diameter and before significant gravity sealing occurred. 'This size represents the

beghinning of the range where the approximation S(Q)scQ"' is valid. i.e. when the cluster size

is large compared to the primary particle size (at least an order of magnitude larger9

TUfact hatscatring ocubromad roddistrib ution ofpartcle zsi=(i e. a polydisperse

syu~odmbyis~t en f o~tmhwmncpntTocomnpute
the. effect of polydispersity, the single particle intensity (In is approxmatey equal to M1S(Q N

since P(Q) is con.stant for the range studied) must be averaiged over the number distribution of

I- fMW(MwQad (6)
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where M is the mass and S(Q) is the structure factor described earlier. The number distribution
may range in form from a bell-shaped curve (Gaussian distribution), to a very broad power-law
decay. If the distribution is narrow (as is the case for a bell-shaped curve), it will not change the
asymptotic fractal behaviour S(Q)-Q'- but this may not be the case for power-law poly-
dispesity, especially in a "gelation" regime which is charcteuisd by the appearance of an
"infinite" cluster at some finite time5 .

Theoretical number distributions for the cases studied here have been derived using the
modified Sm6lucbowski model' for both diffusion limited and reaction limited aggregation •e
observed to be significantly less polydisperse than expecte for power law beihaviour. Thus,
under all conditions considered here, the polydispmrityi agregate size is not preat enough to
modify the fiactal dimension estimates obtained from statc light scattering studies This is no
doubt attributable, to a large extent, to the low particl densities used in ths studies.

Good core•spondence between theory and experiment is obtained when these values of
r are used to obtain aqgegte size estimates using the modified Smoluchowski model as can

be seen furn Fig.3. This result is particublly satisfying since the model predictions ae obtained
quite independently of the experimental data, L.e no fitting parameters e required.

1400

1200 U 25°C

_E 1000 5Oc•
550C

N O,.

20000
20 Goo dikscf.=nmt

8' - - a 2MC 351C. and 355C
UP 400 . . .. . W deftnained .)by

_00 _X_ -A um U modified

0 ?u1he in Ref.C2).
0 5 10 15 20 25 30 35 " p hd deiM-

Time (min) scig . M

CONCLUSION

In this work, the fractal dimension of hematite aggregates has been measured using static
light scatming techniques. Increasing salt concentration was fond to increase the aggregation
rate and the probability of adhesion yielding increasingly tenuous sructrmes and thus lower
frat dimensions. For example, at 25"C scatt g er n ts of 2.86 ± 0.05,2.55 ± 0.06 and
2.33 ± 0.06 were obtained for K concenat of 50. 60 and 80 mM respectively once the

attering function (Q) was significantly greater tam 1/R and R,* r.
whe effect of temperature on kinetics and smuture of aggregating hematite particles

follows tde expected trend. Increasing the tmperntae increases the aggregation rat and
deeaaes thepa cn"gdeniy oftheaggrepatesThee fet ismoroib at salconcentratimowhere both diffusion and repulsion, which will both be afece by temperature, me impolat
contributors tothe aggregation oce (0m for this system). Restruc ng orpolydhspersityeffects do not signifcantly affect these fractal dimension estmates.

xllet ce over a range of m s and ionic st ths is obtained
bet ween kin tiion byne a d m i y dynam icc
uing a m e Smoluchowki model incrporating fractal dimensions at by statichight scatiran.

•'7 __.... ,--__________-______•_____....______________
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ABSTRACT

Small angle scattering clearly shows that aluminosilicate
aerogels, prepared from Si-Al double precursor, form mutually
self-similar volume fractals at least in the range of densities
40-160kg/m 3 . The structure, insensitive to the pH of the added
water, consists of primary homogeneous rough units attached into
volume fractal clusters (D=2.1).Heating at 800*C oxidizes residual
organic groups and decreases the roughness of the unit particles.
Densification above 900'C both implies increasing of the size of
units and decreasing of the fractal domain.

INTRODUCTION

Aerogels are low-density porous materials made by supercritial
drying of alcogels. The structure of silica aerogels is generally
described in terms of fractal geometry from small-angle scattering
data [1].Volume fractals are characterized by a fractal dimension
D that can be between 1 (linear objects) and 3 (bubbles). Surface
fractals are uniformly dense (D-3) but have rough surfaces with a
surface fractal dimension D$ that can be vary between 2 and 3.By
small angle neutron scattering (S.A.N.S), the angular dependence
of the scattered intensity can be measured and, for fractal
objects, the intensity profile has a power-law dependence when
plotted versus the magnitude of the wave vector Q, I=Q-P where P
is the Porod slope. The wave vector Q is related to the scattering
angle eand consequently by scanning 0, an object can be studied
on different length scales (1-1000A by S.A.N.S) . Volume fractals
yields scattering curves with slopes between -1 and -3 (P=-D).
Smooth colloidal particles give slope of -4 and rough surface
particles slopes between -3 and -4 corresponding to P=-6+Ds.

Most silica aerogels are produced by single-stage,
base-catalyzed polymerization of TMOS or TEOS. The scattering
curves, exhibit slopes of -4 and -2. The growth process first
takes place by monomers adding to clusters (Eden growth) leading
to uniformly dense and smooth structures. Above 20A, a
cluster-cluster regime gives a volume fractal structure (D=2) [2].

Under acidic conditions, there is a classic realization of
RLCA (Reaction-limited cluster-cluster growth) in solution with a
volume fractal dimension close to 2 (3]. However, in aerogels, a
fractal dimension of 2.6 has been observed indicating collapse of
the polymeric network [4].

Finally, mutual self similarity was found in a serie of
neutrally reacted silica aerogels in the 100-350 kg/m 3 density
range. The fractal dimension of 2.5 has been interpreted as the
growth of infinite cluster of percolating network [5].

In this paper, we present some results on the structure (from
SANS) and on the densification (from SAXS) of aluminosilicate
aelogels prepared by sup3rcritical drying of alcogels in the H2 0,
HO Pr, (BuO) 2 A1-O-Si(OEt) 3 system [6]. SANS data clearly show that
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aluminosilicate aerogels form mutually self-similar volume
fractals at least in the investigated range of densities
40-160kg/m 3 .

PRECURSOR

The crude formq:.a of the aluminium-silicon ester is
(BuO) 2 A1-O-Si(OEt) 3 . --Al NMR spectrum of the precursor (fig la)
sho--s two resonances : a sharp peak (AV=270Hz) at 0 ppm,
characteristic of octahedral aluminium atoms in a symmetric site
and a broad band (AV=5000Hz) at 50 ppm indicating the presence of
tetrahedral aluminium atoms. Assuming the smallest size for the
molecular association,the solution can be seen as an equal
distribution of tetramers and dimers [7].

Thie addition of water, involves a drastic and rapid change in
the 2 7 AI NMR spectrum (fig.lb). The disappearance of the sharp
band in the octahedral position is followed by the rising up of a
new one at 49.4 ppm (AV =150Hz) which corresponds to
4-coordinated aluminium atoms in a very symmetric site. These
changes observed in the NMR spectra correspond to important
modifications around Al atoms resulting from the rapid hydrolysis
of the Al-OR groups.

The 2 9Si NMR spectrum of the precursor in the same conditions
(fig.2) shows four groups of resonances. The spectrum seems to be
the addition of an initial spectrum (A+C) and the same translated
spectrum (+4.5 ppm) (B+D) with a different total intensity. The
addition of 10 moles of water per mole of precursor provokes only
the instantaneous; disappearance of the second spectrum (B+D). The
first group K is due to 01 silicon with one Si-O-Al type
bonding. The four peaks correspond to the four possibilities to
choose the 3 remaining bondings with OEt or OBu groups and the
intensities of the peaks indicate that the probabilities are
almost equal. The third group C can be attributed to Q2 silicon
with one Si-O-Al and one Si-O-Si type bonding on the basis that
the chemigal shift between set A and set C is the same as between
01 and Q units in pure silica systems. The three peaks can also
be explained by ester exchanges on the two remaining bondings.

A

C

DD

• '

10 0 0-0 -100

PPM PPM

Figure 1: 104Milz-
2 7

AI NM spectra of Figure 2: 80MHz-25
9
Si NM spectrum

the double alkoxide (BuO) 2 Al-0-SI(O8t) 3  of the pure double alkoxide
(ppm from Al (1*20) 3+) :a) in iprOS (BuO) 2 AI-0-SI (OEt) 3 (Ppm from
"b) after addition of water 2WS).

--- 1 a-
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The B and D resonance groups probably arise from silicon atoms
equivalent to those of set A and C but connected to aluminium

atoms in different ways, for instance through one oxygen atom
participating to a Al-O-->AI bridge. These structures related to
the molecular association would be destroyed by the addition of

water and the rapid hydrolysis of the Al-OR groups. The gelation
has been previously studied by SAXS (8]. In the first steps, due
to the fact that the aluminium part of the precursor hydrolyzes

more rapidly, a rapid formation of particles takes place by
condensation between Al-OH groups, probably following the Eden
growth mechanism. These particles are then agglomerated by a

cluster aggregation process (D=1.9) chemically limited by the
hydrolysis of the Si-OR groups. Therefore, the growth kinetics
largely depends on the initial water concentration. However, in

contrast with silica system, the gel time and the structure of
polymers are not drastically change by pH variations of the added
water [7]. Reactions are obviously catalyzed by protonic or

hydroxyl species, but the amphoteric behavior of the sol (well
known for aluminium hydroxides) implies a large addition of acid
or base to modify the protonic activity of the alcoholic solution.

SELF SIMILARITY OF ALUMINO-SILICATE AEROGELS

Figure 3 shows Log-Log scattering curves for aluminosilicates
aerogels heated at 400 0 C. The scattered intensities I(Q) are
divided by the apparent density of the sample (I' (Q) = I(Q)/0),
but curves are not shifted with respect to each other. The more
interesting observation is obviously that the samples can not be
distinguished in a large Q range. This result clearly demonstrates
that aerogels have mutually self-similar fractal structure over
the investigated range of densities.

At high Q(> 8.10-2 A- 1 ) a first
power law regime is noted in the

104 Porod range with a slope of -3.2.
In the intermediate Q range,

""3':-.. 37.9 there is a second power law
10 47.9 regime characteristic of the

.53.1 fractal structure with a slope of
64.8 -2.10±0.05 [9].

tO 12 75.8 Therefore, all the aerogels areS- 101.0 characterized by a two-level

35.7 structure consisting of
Stot primary rough units (size - 13A)

attached in volume-fractal
clusters (D=2.1) This volume

100 fractal dimension is consistent
with the chemically limited
cluster-cluster aggregation.

. ... A third regime exists at small Q
1j0•( .2 ) which is due to the finite

IIA) correlation range of the fractals
and which is consistent with

Figure 3: Scattering curves for uniform nonfractal long range
different alumino-silicate aerogels structure. This domain broadens
revealing that samples are when the apparent dens ty
mutually self-similar, increases (from 38 to 136 kg/m) I,
All the curves are labeled corresponding to a decrease of
with 0) in kg/m3. The order of the fractal range (from 400 to
the numbers correspond to the 100A).
order of the data.



By heating at 800 0 C, the
105 roughness of elementary

units decreases (the
lO

0
0C "...- scattering curve approach

04 0*C slope of -4) (91. The
"densification process takes

W0*C place above 900*C with aS10 slight decrease of the

fractal range and a growth
102 of the dense units

(fig.4). The densification
is stopped at about 1000 0C

01 -Tn"0 1 by partial crystallization
102 (m10 0 101 of mullite.

Figure 4: Scattering curve for aerogel sample heated at different
temperatures. The order of the numbers correspond to the order of the data.

CONCLUSION

Due to the amphoteric character of the sol, the polymerization
conditions in solution precursors do not drastically change the
structure of the alumino-silicate aerogels. it can be represented
by rough surface units that stick together into volume fractal
cluster by RLCA mechanism. Mutual self-similarity is displayed in
the 40-160kg/m 3 density range.
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CHARACTERIZATION OF PARTIALLY CONDENSED SILICA FORMED

FROM THE PARTIAL HYDROLYSIS OF TMOS

T.M. TILLOTSON AND L.W. HRUBESH, Department of Chemistry & Material Science,

Lawrence Livermore National Laboratory, Livermore, CA 94550

ABSTRACT

A stable mixture of partially condensed polysilicates is formed from the sub-
stoichiometric, acid catalysed hydrolysis of tetramethoxysilane [Si(OCH 3 )41 and the
removal of the reaction- generated methanol by distillation. This mixture has been used as a
precursor to make silica aerogels that show microstructural differences from base catalysed
TMOS aerogels. In this paper, we report the analysis of this mixture for a determination of
the type and distribution of the polysilicate species formed, and we include measurements
of some physical properties of this fluid.

IN'MODUCTION

Aerogels were first prepared in the early 1930's by Kistier in an effort to probe the
nature of gels and gel struture[l]. Kistlers aerogels were time consuming to make and in

the early 1960's a French graduate student working with Teichner used a silicon alkoxide
instead of sodium silicate and the current "sol-gel" approach was born[2]. Silica aerogels

are transparent solids with high surface areas, ultrafine cell/pore sizes, high melting points,
low thermal conductivities, and unique acoustic properties. In recent years there has been a
resurgence in aerogel research and where they were once just a scientific curiosity their
unusual properties are beginning to find useful applications in the market place. One of the
goals of aerogel makers is to control microstructure in an effort to tailor the aerogel
properties. It is commonly believed that the molecular building blocks first formed in the
initial hydrolysis of the alkoxide greatly influence the final microstructure. The evolution of
these building blocks in acidic and basic mediums has been well studied[3,4,5,J. In this
paper, we use NMR and GCIMS to describe a partially hydrolysed and condensed silica

(C.S.) precursor.We also report on some of the physical properties of this fluid. This
precursor has been successfully used to prepare uncracked, monolithic aerogel bricks with
densities as low as .003 gms/cc[6]. Aerogels prepared with C.S. have compressive moduli
3-4 times higher than single step base catalysed aerogels(71.

EXPERIMENTAL

TMOS supplied by Petrach Systems, Inc. was used as the starting material. To obtain
consistent and reproducible results, purification of the alkoxide is necessary. This is
accomplished by fractional distillation using a 4 silvered, vacuum jacketed fractionating
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column filled with glass beads under a N2 purge. The purified TMOS is mixed with a sub-

stoichiometric amount of water (molar ratio: 1 TMOS: 1.3 H2 0) and refluxed under acidic

(10-5 moles) conditions for 16.0 hours. This amount of water is 65% of that required to

form SiO2 according to the net hydrolysis/condensation reaction:

Si(OCH 3)4 + 21120 i SiO2 + 4CH 3OH

Sufficient methanol is added to keep the mixture one phase.

All alcohol produced (+ added) by the reaction is distilled off and the remaining

C.S.(oil) is collected. The product is diluted with a non-alcohol solvent to inhibit reverse

equilibrium reactions back to the alkoxide, and stored for future use in the preparation of

ultra-low density aerogels[61. NMR results of C.S. stored in methanol will be discussed.
Characterization Methd

To elucidate the composition of the C.S., 2 9 Si NMR spectra were obtained at 59.62
MHz using a Bruker Model MSL 300 Fourier transform spectrometer. The experimental

parameters were 5 its observed pulse width, 1.10 sec. acquisition time, 4 sec. recycle delay
and a 32k transform size. Gated decoupling was used to suppress the nuclear Overhauser

effect. A "WALTZ-16" program was used to decouple protrons[8]. Chromium(IUI)
acetylacetonate [Cr(acac)3 , 0.015M] was needed as a paramagnetic relaxing agent.

A Hewlett-Packard 5985 GC/MS was used to obtain the C.S. profile. A 30 meter, DB1
capillary column with a dimethylsitoxane coating was used in the gas chromatograph. The

initial temperature was 700 C with a temperature ramp of 100CImin.. The C.S. was initially

diluted with methylene chloride prior to analysis. The mass spectral data was obtained at

70ev ionization and a source temperature of 200PC.

The measured physical properties of the C.S. included viscosity, density, and refractive
index. The viscosity was determined emperically by the falling ball method. A sphere of
known density and diameter is timed through a measured distance of ft fluid-being sUre to

negate wall effects. The refractive index was measured on an Abbe Mark H Refractometer.
The density was determined by weighing an accurately measured volume of the fluid.

RESULTS AND DISCUSSION

A typical 29Si NMR spectrum with assignments is shown in jigure I. Assignments
were made from published literature [9,10]. The Q notation used to describe the silicic acid
ester structures is that of Engelhardt et al.[ I 1. The superscript refers to the number of
silica atoms bridged to the one under consideration. As can be seen from the spectrum,
condensation has proceeded to the formation of linear chains and cyclic trimers and

tetramers. Only trace amounts of fully linked (Q4 ) species are present Line broadening
within a peak assignment relates to a distribution of molecular weight.

Figure 2 shows the re-esterification of C.S. in the presence of methanol. In the Q2

region, the singular hydroxylated linear species decreases with an increase of fully
esterified linear species. This process generates water which attacks another singular, linear
hydroxylated species forming a double hydroxylated finear species. An increase in this

particular peak results. The same tendency holds for the Q1 reqion as well, It is interesting

1'y
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Figure 1. 29Si NMR spectrum of C.S.
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SFigure 2, 9Si NMR spectrum showing re-es0erification of C.S. in methanol
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Figure 3. GC/MS profile of C.S.

to note that the cyclic hydroxylated species appear unchanged; perhaps this addition

requires inversion. C.S. stored in acetonitrile showed no significant change.

A typical GC/MS profile with mass numbers and assignments is shown in figure 3. The
data suggests the formation of small linear chains and cyclic trimers and tetramers. This is

in good agreement with the NMR results. Determination of the relative peak areas shows
the cyclic tetramer and the cyclic trimer with one additional siloxane linkage to be the most

abundant oligomeric species present The addition of one siloxane linkage to these
ofigomers results in the next most abundant species. Further addition of siloxane linkages

result in ring closure, giving a double trimer or double tetramer (ladder-like), and these are
the third most predominate species present. Linear species greater than 4 siloxane links are
not detected.

The refractive index of the C.S. is 1.4063. The density is 1.328 gms/cc. The viscosity
is 480 centipoise. This high viscosity suggests the average molecular weight to be in the

103 range. This appears to contradict the GC/MS data. It should be noted that due to the
nature of mass spectroscopy, it is often times difficult to get good parent peak information.
However, the GC/MS retention times of the major compounds correspond to standards

with molecular weights between 200-400 amu.
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SUMMARY

A method for preparing a partially hydrolysed and condensed silica precursor capable of
producing ultralow-density aerogels has been given. The data suggests the formation of

linear chains and cyclic trimers and tetramers. Future work will focus on the separation of

these polysilicates.
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CHARACTERIZATION OF ULTRALOW-DENSITY SILICA AEROGELS MADE FROM A
CONDENSED SILICA PRECURSOR

LAWRENCE W. HR.ESA, THOMAS M. TILLOTSON, AND JOHN F. POCO
Chemistry and Material Science Department, Lawrence Livermore National Laboratory,
Livermore, CA 94550

ABSTRACT

Silica aerogels having densities in the range of 0.003 to 0.05 g/cm3 , have been
prepared from a condensed silica formulation involving a two-step hydrolysistcondensation
process with tetramethoxysllane (TMOS). This work describes the preparation of these
unique ultralow-density aerogets, and compares several of their properties with those of
aerogels made by a single step, base catalysed process.

INTRODUCTION

The production of silica aerogels having less than 1% solids content using single step

hydrolysis/condensation of silicon alkoxides is limited by the time necessary to gel an
extremely dilute solution, and ultimately by the alcoholysis equilibrium reactions that
reverse the hydrolysis/condensation process. One means to bypass this limitation is to use
two steps; the first is to prepare a partially hydrolysed, partially condensed, polysilicate
mixture from which all the alcohol is removed; the second is to add water to the polysilicate
mixture In order to complete the hydrolysis, but this Is done in the presence of a non-

alcohol diluent Thus, the minimal amount of alcohol that Is present as a reaction product
does not strongly influence the polycondensation that leads to gelation. Others have reported
similar two-step methods In which the second step includes an alcohol diluent (1,2].

We have successfully used the above method to prepare gels that produced aerogels
having as little as 0.13% solids content. The aerogels appear to have a microstructure that
differs from the connected colloidal particle models that are reported for aerogels made from
the single step, base catalysed TMOS process (3,41.

EXPERIMENTAL

The method of preparation for the ultralow-denslty "alcools" first Involves the

formation of a condensed silica oil (CS), as described previously (6]. The ol Is prepared by
reacting TMOS with a sub-stoichiometric amount of water In the presence of methanol,

under acidic conditions (molar ratios: ITMOS: 1.31H20: 2.4M9OH: 10"5 HCl). This mixture

Is refluxed for 16 hours before all the methanol is removed by distillation, leaving the

condensed silica oil. The oil is then further reacted with uffwicent water to oomplete the

Met. RA. soc. symp. Pme. Vol.W, ISO.0 M tal90 s I "Wemh 8.e00t4
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hydrolysis of the original amount of TMOS, with 100% excess, (1e. 1TMOS: 4.0H2 0). The

reactions are done in a pyrex glass mold, in the presence of a non-alcohol diluent (eg.
acetone or acetonltrile), under basic conditions (NH 4 OH). The amount of diluent Is chosen to

give the target density, and the catalyst concentration (typically 10-4 molar) Is selected to
achieve a gel time of less than 72 hours.

The silica aerogel is obtained from the alcogel by the direct super-critical point
extraction of the solvent liquid, by placing the glass mold in an autoclave. The temperature
is ramped to 300*C at a rate of 20*C/hr, while holding the pressure that is generated by the
solvent vapor, at approximately 136 bars. The vessel Is then depressurized at a rate of 20
bar/hr and the aerogel is allowed to slowly cool while the vessel is purged with dry nitrogen
gas. The final size of a typical sample is 2.5cm X 4.5cm X 15cm.

The primary analytical techniques that were used to characterize the structure of
ultralow-density silica aerogels were transmission electron microscopy (TEM), small
angle neutron scattering (SANS), and nuclear magnetic resonance (NMR) spectrometry.
Other techniques that were used included BET nitrogen adsorption measurements for surface
area, helium pycnometry for skeletal density, and UV-VIS spectrophotometry for
transmissivity measurements.

A JOEL model 200CX scanning transmission electron microscope (STEM) was used to
obtain micrographs of the aerogel materials. The aerogels were ground and wet with
methanol, then atomized onto a formwar grid before beam exposure.

The neutron scattering data was obtained from the IPSN facility at Argonne National
Laboratory. Thin slices (-2mm) of aerogels were prepared for neutron beam exposure.

The NMR data was obtained on a Bruker, Model 300MSL Spectrometer, operating at
59.62 MHz for the 2981 nucleus. Two types of magic angle spinning (MAS) techniques were
used. Normal Bloch decay spectra were obtained with high power proton decoupling
(HPDMAS) at an 80 second recycle time. Cross poladlzarization (CPMAS) spectra were
obtained using a mixing time of 20 ms and a 10 second recycle time. The aerogel samples
were mortared and packed Into 7mm diameter zirconium oxide rotors and spun at a rate of
3.2 KHz.

RESULTS AND DISCUSSIN

The TEM photomicrographs of the uitralow-denaity silica aerogel show long

chainlike structure with many chain lengths as long as 2Onm between apperent connections.
The approximate width of the chains is 2nm and they are quite uniform. This is to be
compared with the TEMs for base catalysed TMOS having about 4 times higher density, which
show sirings of beads. The beads have an average diameter of 12 nm and appear to be

connected with minimal necking. The two structures are distinctively different; the firs
being poyme-cluster Oke and the letter Is collkdal-bead lke.

The SANS data for beth the ultralew-denstly and bas caalysed TMOS aeregels is
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given In Fig.1. The limiting slope approaching -4 at large values of K indicates that smooth

(non-fractal) surfaces exist for both types ot aerogel In this size scale (61, is. at
dimensional scales of the order of 10A. The ultralow-density aerogel also shows a second
power-law regime at size scales > 1A that Indicates a volume fractal porosity nature 161.
This data is highly suggestive of a branched ladder polymer network that Is much more

expanded than a randomly branched polymer. Such a structure was reported for a similar

two-step process as the one described here, with TEOS as the alkoxide precursor 1l.
A comparison of the spectra from the two types of magic angle spinning NMR for the

2 9 Si nucleus, CPMAS and HPDMAS, gives Information about the relative environments

surrounding the silicon atoms. For example, CPMAS exhibits spectra obtained only from

silicon atoms that are within a few bond lengths of a proton; whereas, HPDMAS derives

spectra from all silicon atoms In the material. Such spectra are shown in Fig. 2 for the

ultralow-density silica aerogel. The difference In peak ratios for the two spectra indicates

that a large fraction (-50%) of all the silicon atoms are more than a few bond lengths

distant from hydrogens. One can infer from this data that the aerogel consists of silica chains

that are about 2.5 nm thick, in which about half of the silicon atoms are "core atoms and

the other half are near the surface of the chains where the hydrogens from the hydroxyl or
methoxy termination groups are located. This is to be compared with the data from base

catalysed TMOS where the peak ratios indicate a higher concentration of *core" silicon

atoms (-70%). The base catalysed TMOS aerogels then would tend to consist of colloidal
particles at least 5 nm in diameter. These data are then consistent with that obtained from

the TEMs and SANS, which suggest a polymeric stucture In the ultralow-density aerogel.
The BET surface area measurements for the ultra-low density silica aerogels are in

the range of 550 to 650 m2 /g. These results are anomalously low as compared with both
higher density, condensed silica derived aerogels and with base catalysed TMOS derived

aerogels which give 850 to 950 m2 /g and 700 to 750 m2/g, respectively. It is possible

that the ultralow-density aerogels have micropores that are not interrogated by the nitrogen
molecules, thus giving low values for surface area. In fact, results from helium pycnometry

also suggest microporosity; the measured skeletal density for the ultraiow-density aerogel
was 1.81 glcm3 , compared with 2.09 9/cm3 for the base catalysed TMOS derived aerogeis,

both being lower than full density silica.
Lastly, the transmittance of the ultralow-density silica aerogel is considerably

higher than the base catalysed TMOS derived aerogels for all wavelengths between 200 and
800 nm. This result is somewhat surprising because Increased extinction at all uv-vtslble
wavelengths Is expected for scattering from the larger pores within the ultralow-density

silica aerogel. This result suggests that this material has either smaller than expected pores

or very uniform sized pores.

The data presented here suggests a microstructure for the ultralow-density slica

aerogel that differs from the colloidal bead-like structure proposed for the base catalysed

TMOS aerogels. The data Is consistent with an Interlinked polymer chain-like structure,
with an average chain diameter of 2-3 nm an an average chain length >15 nm. The pores
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SANS for ULD aerogel SANS for base cat. TMOS

(0.005 gm/cm3) aerogel (0.05 gm/cm3)
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F~sus 1. Small angle neutron scattering dafta for both UM and baserllOS aerogels. Pared slopes of
approximately -4.0 for both types, suggest smooth (ness-fractal) surfaces for size scales <-IOA. A highly
fractal (polynierlike) is indicated by the -1.4 Porod sdope for the ULW serogel at asin scales >10A.

HPDMAS ->

(all 9ilicons)

(surface alicons)
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Figure 2. A comparison, of CPMAS and IIPDMAS 29Sl NMR scm for ULD samoga shows that abowt 50% of thet
siliconatmorns are *cora" atomIs, menom theana fewt bond distaness &om a pm llisa daua is msd to
detetmine an approximate average sflic chain diamseser of 20k.
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must not be ager than 50 nm, based on the high transmittance measured for this matertal.

The ultralow-density silica aerogels are highly transparent compared with higher
density, single step produced aerogels. The transparency suggests very small particles and

uniform pore size in these aerogels.
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MICROSTRUCTURAL DEPENDENCE OF AEROGEL MECHANICAL PROPERTIES

J.D. LEMAY, T.M. TILLOTSON, L.W, HRUBESH, AND R.W. PEKALA, Chemistry and Materials
Science Department, Lawrence i~vermore National Laboratory, Liemr, CA 94650

ABSTRACT

Aerogels are highly porous solids derived from the hypercritical drying of covalently
crosslinked gels. SEA#, TEM and scalt-ing studies reveal that thee materials have an open-cell
morphology with a solid matrix composed of interconnected colliodal-iike particles (30-200 A)
Processing variables and synthetic conditions largely determine the microstructure and
morphology. In this study, the structure-mechanical property relationships of silica, resorcinol-
formaldehyde, and carbon aerogels are examined.

INTRODUCTION

At Lawrence Livermore National Laboratory we have been Involved In the research and
development of aerogels for a number of years. We particularly are Interested In aerogels of low-
density In the range of 0.030-0.300 g/cc. Our applications for these materials include high energy
physics experiments like Inertial confinement fusion (ICF). In addition to studying more common
aerogels based on metal aikoxides (e.g., TMOS or tetramethoaysllane), we have developed new
aerogels made of organic polymers and carbon [1-4). We also have developed new technologies
for making ultra-low density silica aerogels (0.005-0.020 g/cc) [5,61.

Low density aerogels are not robust materials, yet our appications require that we handle
and machine precisely dimensioned parts from these delicate materials. Consequently we find it
useful to evaluate their response to mechanical deformation. Like other workers 17-9] we also awe
Interested In the general scientific characterizatlon of these unique materials (4,101. In this work we
report on the compressive mechanical properties of ica, polymeric, and carbon aerogels.

j EXPERIMENTAL

The precursors for the silica aerogels were "aicogels" prepared via the hydrolysis and
polycondensatlon of tetramethoxysilane (TMOS) in aqueous methanol. Gels were prepared under
acidic (HCI) and basic (NH 4 01H) conditions using a TMOS:H2 0 mole ratio of 1:4. The density of the
alcogel was adjusted by the quantity of methanol diluent We prepared a third type of asrogel by
replacing the TMOS monomer with a syrup of partially hydrolyzed TMOS. To make the syrup we
reacted TMOS with a sub-stoichiometrlc amount of water (molar ratio; 1TMOS:1.3H2 0) under
acidic conditions, than Isolated the product [4). Akcogsla were made from the resulting syrup under
basic conditions [4.5].

The method of preparation for the polymeric aroogel Is detailed elsewhere (1,21. Briefly, it
involved the polymerization of an aqueous solution of resorcinol and formaidehyde (mole rato 1:2)
In the presence of a basic catalyst (sodium carbonate). The density was adjusted through the
concentration of the diluent (water).

The carbon aerogels were made by pyrolyzing the polymeric -esor rnaldeh.,e (RF)
aerogels. The procedure is described elsewhere [3.41. The RF polymer aerogel Is readily
pyrolyzed because It Is a highly crossllnked, aromatic material. The carbon aerogel has a TEM
morphology similar to its precursor, Is amorphous as evidenced by x-ray diffraction, and has an
empirical formula of C99N1 as determined by elemental analysis (4].

Me~chanical Pr _W"t Testlr

The modulus (stiffness) and strength of the aerogels were measured In uniaxial
compression at an Initial strain rate of 0.1%/sec. The tests were performed under ambient
conditlons. The relative humidity was generally 50-70% during testing ind no special precautions
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were taken to prevent moisture adsorption by the wasges..
Two test specimen shapes were used: cubes about 1 cm on each side, were machined

from production bricks, and 1-2 cm high cylinder were cut from I cm dinmeter molded pieces.
Great care was taken to ensure tatthe end faces fth specimesowere smoodh and plane parallel.
7:7 cube specim"n were shaped with a high speed circuier saw on a mod!"'e end-nil. Specially
designed vacuum chucks were used to hold the airogmi during sa' ping.

The compressive modulus was determnined from the lineor region of the load-dsploacment
curve. The strength was determined as the stress at the 0.2% straln offset on the load-
displacement curve. There Is no fundamental reason for choosing this offset value. we simply have
found it to be a convenient way to characterize and compere the stength of aerogels and other low
density materials which exhibit diverse responses at higher compressive strains..

RESULTS AND DISCUSSION

As a consequence of their high porosity, foams and related materials exhbit elastic modull
many orders of magnitude smaller than their fuli density matrices. When measured as a function of
density, the modulus and strength of foams often obey a simple scaling law. The aerogels
Investigated In this work also exhibit this behavior (FWg. 1-2).

103-:

SILICA AEROGEL '0

13 Acid Catalyzed _4
02

A Pro-Hydrolyzed$3

102- o Base CatalyzedA
V5A 104

0

4~ 10' 0
* 10'

* 0
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0 0 Cntn
10a a 3.37 1.13

10A 3.77 *.21 -0
0 2.85 h. 17

0.10 0.20 0.40 0.60 0-.8,0
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Figure 1. Silica aerogel compressolve modulus as function of density.
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Fig. I shows the compressiv mcdiil of liwee types Of UJI. roduced since esogels as a

functio of density. At equivallent density the adid catalyzed asrogel Is about 10X sMWe than the

buss. The pre-hydrodyzed aerogel falls between the two. Meet sten0 dafta Is not shown, but

exhibits a similar relations"l. The strengfth of the acid catalyed au'gro span 1.4-4.0 hiPs (0.24-

0.39 gtc), and the bane 40-380KIPS (0. 14-0.25 9/o0).

The data In Fig. I revea distinct differences amnong the asogal tWpe. ThW colinckdas wi~th

dmfeences in th e morphologes of thes materiles ase detetnitned WyTEM and scattering studies.

Acid catalyzed aerogala reportedly hae" an enaviiged, chalinife Oxpclyitil) morphology. ¶UIA*

base catalyzed aeOgels are composed Of interconnected. smooth, sphericall beads (11.,121.

Scaling constants of 3.7±0.3 have been reported for acid and bms catatyzd sift* aerOgel (7-91.

Our data for the acid catslyze and pre-hyctrolyze esrogeis are in agrenrasft, but owr bee"

catalyzed aerogell exhibits a lower value of 2.85. We suspect ftht formuatio WWWerncs (e.g.,

TMOS-to-catelyst ratio) may he responsible for the observed diffenes
The modulus-density relationship of the polymeric RF serogel Is shown In fig. 2.

Compressive svftregh are not shown, but sohfbt slonin beht~l. For the t4/C.300 RF aeroge!

the strengths spant 8-140 KPa (0.065-0.21 9/cc). and for UO. R/C-50 0soe the V r ftwgsoni40-

800 KPa (0.06-.26 g/cc).
TEM Mnd scattring etudes show an RF aerogel Is composed of lnterct~mwctd Spherical

partcles whose sizes ame controlled by fth reecrclnc&"sCt~l ratfio 11.4,18). At It/C-SO the
partiles he" diaemetes of 30450 A and are johned wilh 1110 ne99 s AtIl/C-300 the pertiles hafe

fa-



diameters of 160-200 A and are lightly fused together. This morphology Is consistent with the
observed stiffness; at equivalent densities the R/G-5O aerogel Is about 7X stiffer than the
R/C-300 aerogei. The scaling constant for modulus-density, relationship Is 2.65±.20 and is
unaffected by the catalyst level. It is lower than the 3.7 value reported for silica aerogels, but Is
simillar to the scaling constant we obtained for our base-catalyzed! slilca aerogel. It may be
significant that SAXS data reveais that RF asragels are not mass or surface fractal materials Oka

Compressive modulus data for the carbonized RF sarogel. (OAF) are also shown In Fig. 2.
The modulus-density relationships are similar to those of the precursor. The scaling constant
remains about 2.65. The stiffness of the carbon foamn is about 1OX the precursor (Same R/C and
equivalent density). During pyrolysis the RF aerogels shrink while experiencing about a 50% weight
loss. Accompanying the shrinkage are Interesting changes In the particle size and apparent
Interparticle connectivity. There appears, however, to be no gross changes in the overall
morphology as compared to the precursor (41

SUMMARY

The mechanical pr'operties of three different types of aerogels were Investigated as a
function of density. In all cases, the data were described by a simple scaling law. For silica
aerogels, changes In the pH1 of the precursor gel result In gou changes In the final morphology.
The mechanical response reflects this In widely variant scaling law relationships. The RF and
carbon aerogels are distinctl different from the silica asrogels. The RF aerogets share a cmo
chain-like, connected-bead structure. Changes In morphology caused by altering the catalyst WMve
or pyrolysis (i.e.. particle size and degree of Interconnectivity) represent only subtle changes In the
basic structure. The mechanical behavior reflects this in a consistent scalng law.
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POS1TRONIUM DECAY IN SILICA SOL-GELS

B. HOPKINS, C. A. QUARLES and T. W. ZERDA
Physics department, Texas Christian University, Fort Worth, "IX 76129

ABSTRACT

Positronium lifetimes inside porous silica are measmed and discussed in terms of surface
interactions, oxygen and nitrogen induced quenching and pore sizes. Surface interactions are
studied for silica gels having surfaces covered solely with hydroxyl or methoxy groups. A rapid
decay of positrunium insde the pores filled with gaseous or liquid oxygen is reported and
explained in terms of quenching mechanisms. An increase in the measured lifetimes for pores
filled w nitrogen is attributed to the change in the pore distribution function.

INTRODUCTION

Silica gels am networks of interconnected irregular silica particles with large numbers of
voids or pores permeating the structure. The concentration of pores is on the order of 1018
pores/gram, with pore diameters ranging frnm about 10 t 1000 angstrons. The high
concentration of pores accounts for the gels large surface area, in some cases in excess of 900
m2/g. These properties make the gels excellent hosts for studying surface interactions.

Positronium is a short lived bound system composed of a positron and an electron. The
toitronium "atome occurs in two ground states. Pabraositronium (p-Ps) is the singlet state with
total spin of zero. It has a self annihilation lifetime in vacuum of 0.125 ns and decays via 2 gamma
emission. Orthopositronium (o-Ps) is the triplet state with total spin ofone. Its free space lifetime
is much longer, 140 ns, and decays via 3 gamma emission. The lifetime of parapositronium is
comparable to the direct annihilation lifetime of positons, making practical measurement difficult
O-Ps, however, survives long enough to interact with surrounding atomic and molecular electrons.
This interaction leads to a shortening of its lifetime through various processes called quenching.
Measurement of this shortened lifetime can thus yield infomation about the physical and chemical
properties of the medium sampled by o-Ps.

Three types of quenching ame possible. The positron of the positromum atom may directly
annihilate via 2 gamma decay with a nearby atomic or molecular electron. This process is known
as pickoff quenching. Alternately. the positron may encounter an unpaired electron w' ch converts
the orthopositronium atom to parapositroium (or vice versa). O-Ps converted to p-Ps 1,,.n
quickly decays via 2 gamma emission. This process is called conversion quenching. O-Ps may
also reduce its lifetime by reacting chemically with its environment This process is known as
chemical quenching.

Positrons entering silica particles may form o-Ps and migrate into the pores, where they
remain trapped and subsequently decay. These decays contribute to the long lived intensity
componentI, characterized by an exponential decay

I = B exp(-t/t) (1)
At low densities, 1/c increases with the concentration of the quenching substance, and to a first
aproximation, for thermalized positronium, the decay rates defined are proportional to the number

molecules per unit volume, N, and depend on the o-Ps speed as
ftr = I/t% + Nov (2)

where To is the lifetime in a degassed sample and o is the cross section charactstic for the
quenching process Depending on the substance impregnating silia gels we may have different
quenching processes

Pick off quenching occurs when positrouium collides with molecules which contain
electrons with the appropriate spin orientation enabling fas decay. This proces is always present.
even in noble gases. The typical co section for pick off quenching in gaes is on the order of
10-21 cm2; in nitrogen, it is 1.0x 10-21 cm2.1 Convesion quenching is momeeffective than pick
off quenching, its cross section in oxygen and NO has been estimated io be on the order of 10-19
cm2z1.,2 Some molecules such as nitrogen dioxide, ouone, or iodine, may reduce oPs lifetime
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through a chemical reaction in which a molecule-positromum complex is formed and subsequently
decays. The cross section for this process is on the orelr of 10-16 cm2.2 When different

qn n processes take place simultaneously, the measured decay rate is a sum of rates for
d t components. In order to separa these d we performed o-Ps decay
measurements in gels of diffelent pore simes as a function nitrogen or oxygen concentration
when the gases had been adsorbed on the pore walls. Additional measurements were made of gels
having modified surfaces to investigate chemical quenching of o-Ps by surface groups.

EXPERIMENTAL

Three types of silica gels were used in the experiments Gels having well characterized
pore diameters of 4o A and 150 A wvan purchased from Aldrich, another gel having an average
pore diameter of 25 A was prepared in our laboratory. The apparatus used consisted of a chamber
to hold the silica gel sample and Na22 source, a pair of photomultiplier tubes with associated
electronics for detecting the birth and decay of positrons, and a kmltichannel analyzer.

The first set of experiments measured o-Ps lifetime in the 40 A and 150 A gels for various
concentrations of N2 or 02. The experiments were performed with the chamber of the apparatus
kept in liquid nitrogen. Care was taken to ensure that the injected gas had adequate time to adsorb
onto the gel.

The second set of experiments used the 25 A gel to study o-Ps interactions with surface
groups. O-Ps lifetimes were measu•ed as a function of adsorbed nitrogen concentration for the
untreated gel having its surface populated with OH groups. The measurements were then repeated
after the OH groups had been replaced with OCH3 groups.

RESULTS AND DISCUSSION

Previously 3 we studied the relationship between the observed lifetimes and pore
diamete, and the correlation found is illustrated in Fig. 1. Slighdy different dependencies were
found for degassed samples and for samples filled with nitrogen or oxygen at normal pressure and
room temperature. The lifetimes measured for degassed samples charcterize the positrounm
quenching by the silica sufface. The quenching process =akes place only for p•sitronium in
themal equilibrium, and because of that the lifetimes are tempetrature dependent and inra with

A lower temperaturme 4 ,5 . From Fi.1, it is seen that oxygen effectively reduces the lifetimes, while
to the first approximation, the effect of nitrogen can be neglected From the study of o-Ps lifetimes
as a function of concentration of gaseous oxygen inside the pores at room temperatme, we tested
the validity of Eq. 2, compa Fig. 2. We found the cross sections for oxygen quenching to be
about 1.5 x 10-19 cm2 , a value typical for the conversion mechanism.

We repeated this procedure at -192 0C and in Fig. 3 we plot the observed lifetimes against
the concentration of liquid oxygen or nitrogen adsorbed within the pores. Again, it is seen that
oxygen decreases the lifetimes, and to our sprise, we found that Eq. 2 approximated nicely the

120-

100"

0

0 10O0 ei2O 300

Fig. 1. O-Ps lifeimes versus p•re Size diameter, solid line in ambient atmosphem broken line in
vacami, dotted line in nitroena, doted-dashed line in oxygen. For clarity reasons we
show only the data obtained for the experiment in air.
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Fig. 2. Positronium lifetimes at 250C in silica gels as a function of oxygen pressure. Circles 40 ,
squares 150 A gels, lines denote the best fits to linear dependence on concentration, Eq. 2.

observed lifetimes, but only for concentrations less than those sufficient to form a single layer of
molecules adsorbed on the silica surface. Also, the cross section was by two orders of magnitude
smaller than that found at room temperature. The quenching cross sections, o, found from least
square fits of the experimental data to Eq. 2 were 2.2 x 10-21 and 4.6 x 10-2 1 cm 2 , for the 40Ao
and 150 A gels, respectively. The discrepancy between the two results probably originated from
the changes of average pore diameter of the 40 A gel during the adsorption process. Adsorption of
oxygen in the other sample, 150 A in diameter, had little effect on the average pore size.

The addition of nitrogen to either sample causes the positronium lifetimes to initially
increase, and the maximum is reached for the concenrauion slightly less than that necessary for a
monolayer coverage. Two possible explanations can be offered. Pores within silica gels do not
have uniform sizes, and nitrogen adsorbed may first fill small pores, shifting the average pore
diameter toward larger values. Inside larger pores o-Ps is known to live longer and this effect may
explain the observed increase of o-Ps lifetimes in silica with surfaces covered by ,imrogen. An
alternative explanation has been proposed by Chuang and Tao.6 The attractive potential between
nitrogen and positronium is weaker than that between o-Ps and silica. Adsorbed nitrogen prevents
o-Ps from interacting with silica, and the observed lifedme increases. In order to test the latter
hypothesis we conducted experiments with two identical samples but having different surface
groups. Silica gels prepared via the sol-gel process have surfaces covered with hydroxyl groups,
with the average number varying from 1 to 4.6 OH groups per nm2 , depending on the firing
temperature. By boiling a sample in methanol one can replace hydroxyl groups with OCH3
groups, which are less reactive, and this treatment should increase the measured lifetimes inside
the pores. The effectiveness of replacement of the OH groups by the OCH3 groups was studied
using Raman spectroscopy. In Fig. 4 we show the spectra in the 3000 cm- 1 region of the same
sample before and after the treatment in methanol It is seen that after the treatment the sample
showed pronounced band& due to the C-H vibrations indicating that OCH3 groups had been
incorporated into the structunre.

The replacement of hydroxyl groups with methoxy groups did not change the pore

100 120
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-O 0 100 0 b

1 4 0 0 0 1 4 0 0
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Fig. 3. Lifetime dependence on oxygen (squares) and nitrogen (circles) concenration in silica gels
of pore 40 A (a) and 150 A (b) in diameter. Tenperatur -192D C
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Fig. 4. Raman spectrum of silica gel before (a) and after (b) methanol treatment.

diameters. We ran BET tests before and after the treatment and we found the same results. When
nitrogen was condensed inside methanol treated silica the lifetimes appeared to be concentration
dependent with a simila trend to that shown in Fig. 3. This finding suggests that the initial
increase in c-Ps lifetimes upon addition of nitrogen cannoc be explained as the screening of
interactive sites on the smnface by a monolayer of nitrogen. We propose the other explanation
suggesting that small pores are filled first, shiffing the average pore size toward large values. This
effect may be used to evaluate pore size distribution and further work is in progress.

The initial increase in lifetmnes has not been observed upon additio of oxygen because the
pick off process is more effective in oxygen than it is in nitrogen. We estimated the cross section
for the nitrogen pick offtquenching from the decay ofti observed above the monolayer coverage.
The decay can be characterized by the cross section a =1.4 x 10-21 cm:2 * 0.5 x 10-21cm2, a value
that correlates nicely with the data reported by McNutt and Summerour 8 for gasous N2, 0 1 .0
x 10-21 cm2. Since the cross section for pick off quenching by oxygen is several times greater, it
overshadows the changes in pore size distribution due to absorption of oxygen in small pores.

SUMMARY

1. Positronium decay can be used to measure pore sizes and pore size distribution.
2. At room temperature and ambient gases, the lifetimes are determined by the oxygen.
3. Oxygen in a gas phase causes o-Ps to decay through the conversion process, but oxygen

adsorbed as a monolayer on the silica surface quenches o-Ps through a different process,
characterized by a cross section of almost two orders of magnitude smaller, most likely through
the pick off mechansm

4. The initial increase of the lifetimes upon addition of nitrogen cannot be explained in teams of
screening of OH groups, sice the replacement of hydroxyl groups with OCH3 groups leads to
the Same results.
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A COMPARISON OF T102-4102 AEROGELS AND XEROGELS
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ABSTRACT

Titanla-silica gels containing up to 30% tMtania have been obtained from silicon and
titanium alkoxldes and from silicon alkoxides and'TICI4. These gels were then processed
by normal drying and by hypercritical methods. The thermal evolution of these
gellglass systems, specifically with respect to crystallization behavior has been
followed using x-ray diffraction and Raman spectrosoopy. From these studies, it was
found that not only the different chemistries, but also the different processing methods
significantly affect the microstructure of these thtania.slica systems.

NKRODUCT)n(

Sllcs-titarnla glasses have a very low thermal expansion (1,2) and high refltactve
Indices (3,4). Unfortunately, they are difficult to fabricate by conventional techniques
owing to their very high melting temperatures. As a result, many Investigators
(2,4-9) have employed sintering methods, such as sol-gel, which require much lower
processing temperatures to prepare TiO2-SiO2 glasses.

A major problem In producing bulk glass by the aol-gel route Is formation of cracks
during the drying stage. In practice, ambient xerogel methods require considerable
drying times, whereas with the use of hypercritical drying techniques, large aerogel
monoliths can be obtained In a few hours with 100% certainty (10).

To date, few comparisons of multicomponent aerogals and xerogels have been made. In
this paper, based on x-ray diffraction and Raman data , we compare various TKO2-SiO2
gels made using TICI4 or TI(OC 3 H7)4 with silicon tetramethoxide, and dried by the two
different methods.

EXPEFENTA. FROCEILWE

Prmaration of aIsk

The procedure followed In this study for the preparation of xerogels and aerogels Is
summarized schematically in Figure 1. Colloidal solutions of hydrolyzed silicon and
titanium alkoxides or silicon alkoxide and titanium tetrachloride gelled In several hours
at room temperature. In all caes, gelation occurred more rapidly at higher Ti
ratios. The resulting transparent and homogeneous bulk gels were then dried by both
normal and hypercritical methods. T,,e xerogel and e!rogel monoliths studied received
heat treatmente In which the samples, when heated to a given temperature aid cooled.
were either extracted for characterization or heated to the next higher heat treatment
temperature. The heat treatrmnts of 300, 70C, and 900 oC were conducted in air for
24 hours soaking time, whereas the 1200 and 1500 OC heat treatments received 2 hour
soak times in a helium atmosphere.

Mel. Res. Soc. symp. Proc, Vol. Ise. 019"0 Melei4a Research Society
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RESULTS AND DISCUSSION

Titanium tetrachloride can be readily substituted for titanium alkoxide and can be
added to a prehydrolyzed silicon alkoxide. or first prehydrolysed and then added to the
silicon alkoxide solution. Different multlomponent systems such as slUca-germanla
glasses can also be made using silicon alkoxides and metal chlorides as starting materials
(13).

X-ray diffraction results are summarized in Table I. Figure 2. shows x-ray
diffraction patterns for a set of titania-silca samples containing 15 mol% T102. which
were obtained by the different chemical routes and drying procedures, and heated at
700 oC.

TABLE 1. Summary of x-ray diffraction results for titaniasillica aerogels and xerogels.

TEMPERATURE ( O

SAMPLE
300 700 900 1200 1500

AI3 3
Al 7
AIl 1 *
At 30 *(1)

BI3 ** 3
BI 7 *
BI 15 **(2)
BI 30 * *e ***(2)

AX3 o o o o (2)
AX7 o o 0 0 0
AX 15 0 o
AX30 o *

BX3 0 o o (2) (2)
BX7 o o 0 0 *(2)
BXI5 o 0 **
BX 30 0 *

DBC3 o o o o
BC7 o o 0 o
BC15 0 0 0 -

BC30 o o 0 *(I)(2)

KEY: o amorphous A: Ti(OR)4 route
Anatase content: B: TICI4 route
* low ** high *** very high I: Aerogel - dried in alcohol
(I) presence of rutile C: Aerogel - dried in CO2
(2) presence of crlstobalite X: Xerogel
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amorphous hump to peak heights In the x-ray patterns. Thus. It appears that If crystalgrowth Is to be avoided In T102-SI0 2 aerogels. the TIC4 system Is the more desirable ofthe tosynthetic approaces. ~
100 and 200 A at 300 OC and about 500 and 60 A at 1500 OC. At this temperature,
aeOgeis91 show a decreas In the intal content of crystalline phase, possibly due 10
partial dislsolution In the silica matrix, as reported In Ref. 8.Although hyprcrtial drying has been used successully for the preparation of largesilica gels and enables one to also obtain monolithic bodies in tltania-slilca systems, the
aggressive environmental conditions ot the autoclave (I.0.. temperatures of 270 OC and
Pressures of 12.4 MPa), particularly In the presence of free water, can transformhydrous titania contained In the sllica-titanla gel to anatase. The formation of anataen
during hypercritical drying Is shown by the diffraction spectra of titanic-slice aerOGels
with 3 to 30% tltanla.

If hypercritical drying is Carried out at lower temperatures, by substitutin liquidC02 for alcohol In the alcogel, the conversion of hydrous dtiana into anatms can beavoided. Aerogels (BC) dried under such conditions show greater stAbiliy tan theanalogous xe(0Qgei (BX). This type of processing allows the amorphous phas, in persis
In an otherwise crystallization-prone specimen up to 7000C. a uniqu finding "n ere
te-hoo.
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Figure 3. Raman spectra for aerogel series Al and B1 heat treated to 700 oc.

Figure 3. shows the Raman spectra of aerogel series Al and BI which have been heat
treated to 700 oc. The sharp 143 cm- 1 and prominent 393, 515 and 638 cr- 1 peaks
are characteristic of crystalline T102 anatase, whereas broad features at 435, 495 and
604 cm-1 are associated with silica emission bands (14,15,16). The spectral
structure between 300 and 700 cm"1 wavenumbers varies significantly with changes
in Mtania concentration. For the 3 and 7 moM% T102 aerogels, Raman bands of silica
apparently overlap with those of anatase. However, anatase features become more
well-defined with increasing titania concentration, as observed for the 30mol% T7e2
systems.

The richness of the low f'oeoencv modes is a clue that these peaks may give more
detaled Information about the fundamental Interaction In these materials since they
are Important In understanding the weaker bonds of the structures.

At the excitation wavelength of 514.6 nm, fluorescence occurs in al titania-silica
samples treated at 300 oc samples. By shifting to 634.0 nm, fluorescence Is reduced
and weak anatase bands were observed In both the Al and BI series.

CCNCUXW8

1) Titanium tetrachloride Is a useful precursor for the preparation of 8102-T102 gels.

2) Anatase crystallization phenomena In T102-SI02 gels Induced by hypercritical drying
using alcohol as a solvent can be avoided by substitudng C02 for alcohol.

We wish to express our gratitude to P. Chlurlo and F. PIrini of Enichern for sample
preparation and heat treatments. We also thank G. Del Plero of Enlrlcerche, R. Snyder
and M. Balak of Alfred University for X-ray characterization, and P.Doraln of
Amherst College and M. Banash for Raman meaurements. Finally, we thank L Costa,
R. Mininni and S. Rohman for their support and valuable suggestions.
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THE EFZnCIS OF HYDROLYSIS CONDMONS, AND ACID AND BASE ADDmONS,
ON THE GEIA'O-ý IC CONVERSION IN SOL.GEL DERiIVE Pb1r1o0
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Department of Materials Science and Engineering, and
Materials Research Laboratory
University of Illinois at Urbana-Champaign,
105 S. Goodwin Ave., Urbana, IL 61801

ABSTRACT

Lead titanate was prepared by the sol-gel processing of metal alkoxide solutions.
The effects of hydrolysis level (i.e., moles H2O/mole PbTiOs) and acid and base additions
(HNOs or NH4OH) on the properties of desiccated gels, and the gel-to-ceramic
conversion, were studied. Microstructural, structural, and physical properties were
charscterized at three stages of the processing cycle: (i) the desiccated gel state; (ii) the
amorphous state, following organic pyrolysis; and (iii) the crystalline state. Differences
in the physical and structural properties for the desiccated gels, which were induced
through manipulation of the hydrolysis conditions, persisted in the amorphous state
after organic pyrolysis. Minor differences remaiuad after crystallization. Variations in
material properties, with low temperature processing (e.g., the gel-to-glass
transformation), were considered from the standpoint of hydrolysis and additive effects
on the gel network structure and consolidation behavior. Data are reported for the
densification and crystallization behavior for the gels. Through proper control of
hydrolysis conditions, relatively dense ceramics were obtained at temperatures as low
as 700*C.

INTRODUCTION

In recent years, sol-gel processing has generated considerable interest. While
most of this interest has focused on the processing of amorphous materials in the silica
system, an increasing trend has been towards the fabrication of electronic components
[1]. The processing route, includes: (i) hydrolysis of precursor solutions with controlled
additions of water to form gels (or coatings); (ii) drying and heat treatment of the gels to
form a "pure" amorphous material (e.g., pyrolysis of residual organic matter); and (iii)
higher temperature heat-treatment for densification and crystallization. The
transformations associated with the first two steps, i.e., the sol-to-gel and the gel-to-
glass transformations, have been studied extensively for the silica system (2-4], and the
effects of hydrolysis conditions, and acid or base additions, have been noted.

In a previous study, we demonstrated that through control of hydrolysis
conditions, differences in the physical, structural, and microstructural properties of
desiccated lead titanate (PbTiOs) gels could be induced [5]. The A*us of the present
investigation is to characterize the transformation behavior (gel-to-glass and glass-to-
ceramic) for the desiccated gels, and to determine if the property differences induced in
the desiccated gels persist in the pure amorphous state and into the crystalline
perovekite state. If the differences induced in the desiccated gels persist in the
amorphous state, both the densification and crystallization behavior of the material
could be affected (4,6,7].

Lead titanate was selected for investigation since the ABOs family of perovskite
materials are widely used for their dielectric, ferroelectric, and electrooptic properties
[8). Numerous thin film applications based on PZT (PbZrOs - PbTiOa) and PLZT (La
modified PZT), most notably, radiation hard non-volatile memories [91 and optical
storage devices [10], are under development. The preparation of PZT and PLZT
monoliths by aol-gel processing is also of interest, since current processing methods
require elevated temperatures [11).

* Present Address: Sandia National Laboratories, Albuquerque, NX 87185
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EXPERIMENTAL

A method developed by Budd et al. was followed for the synthesis of the Pb-Ti
precursor solution M1]. Lead acetate tri-hydrate (Pb(OOCCH$)2*3H20) was dehydrated
by three successive distillations in HPLC grade 2-methoxyethanol (CHsOCH2CH2OH).
In a separate reaction vessel, titanium isopropoxide (Ti(OCH(CHs)2)4) was refluxed for
30 minutes in 2-methoxyethanol, and the by-product of the reaction, isopropanol, was
removed by distillation. This resulted in an alkoxid. exchange between the original
isopropoxy groups of the titanium precursor and the methoxyethoxy groups of the
solvent, yielding titanium methoxyethoxide (Ti(OCH2CH2OCHs)4). The lead and
titanium solutions were then reacted (130*C, 60 min.) and concentrated by vacuum
distillation, to form a 1 molar Pb-Ti mixed metal alkoxide solution. The reactions were
characterized by IH and ISC NMR [12].

Gels were prepared by combining equal volumes of the 1 molar precursor
solution with a solution of water, acid or base additive, and 2-methoxyethanol. Water
additions (i.e., R, the molar ratio of water to mixed metal alkoxide) were varied from 2.0
to 4.0, in 0.5 molar steps. Both acidic (0.1 M HNOs) and basic (0.1 M NH-OH) hydrolysis
conditions were studied. Gelation times ranged from 12 seconds to 22 hours.

After gelation, the gels were aged for 30 minutes, and dried at 1400 C for 48 hours.
Drying was essentially complete within the first 6 hours. Phase separation was
observed for both acid and base gels. The approximate weight loss during drying was
80%, which was attributed to the evaporation of phase separated solvent.

After drying, the gels were lightly crushed in a mortar and pestle to form
powders suitable for property characterization. The powders were also heat-treated
under various conditions. Previous experiments had shown that for similar hydrolysis
and drying conditions, the decomposition reanbions were complete by 350°C, with
crystallization occurring at temperatures above 400°C (6,71. Therefore, amorphous
PbTiOs was prepared by heating the gel-derived powders to 400°C at 10*C/min. and
immediately quenching to room temperature. Skeletal densities for the amorphous
materials were calculated from He gas pycnometry measurements, by assuming no
inaccessible porosity. Heat treatment at 410C, from 0.5 to 10 hours, was carried out to
determine any variations in physical properties during the crystallization process.
Surface area and pore size characteristics were determined by N2 adsorption analysis
(BET). Crystallinity of the gel-derived powders was determined by X-ray diffraction
(Rigaku D Max; Cu Ka radiation; 45 kV, 20 mA).

Finally, the effects of water content, R, and acid and base additions, on
microstructure development were investigated. Specimens were heated (10OC}min.) to
700°C for 60 minutes and later evaluated by scanning electron microscopy (SEM).

RESULTS AND DISCUSSION

In a previous study [5], we reported that the surface areas and pore volumes of
desiccated PbTiOs gels increased with increasing R. We also determined that, for
comparable water additions, base gels had higher surface areas and pore volumes than
acid gels. The observed variations in physical properties were attributed to differences
in the level of condensation resulting from hydrolysis. For example, as reported for the
silica system (2], hydrolysis under basic conditions (and/or with large water additions)
was believed to lead to more highly condensed (croeslinked) structures, which were less
capable of consolidation during drying. Therefore, the corresponding desiccated gels
were characterized by larger pore volumes and greater surface areas.

In the present study, we characterized variations in physical properties
associated with the gel-to-glass transformation (ie., the conversion of the desiccated gel
to pure amorphous PbTiOs at 400°C). Results are given in Figure 1. For each of the
hydrolysis conditions studied, surface area (Figure la) decreased with heat treatment to
4009C. However, differences in surface areas for the various amorphous materials
(induced through manipulation of hydrolysis conditions) were still present after organic
pyrolysis. Unlike the desiccated gels, however, the heat treated (pure amorphous
PbTiOs) gels prepared under acidic conditions were, in general, characterized by
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Figure 1. (a) Surface areas and (b) pore volumes, for desiccated PbTiO3 gels and pure
amorphous PbTiOs.

greater surface areas than basic gels prepared with comparable water contents. Acid
gels thus had a greater retention of their initial surface areas on heat treatment.

We also studied variations in pore volume with heat treatment, and the results
are given in Figure lb. As for desiccated gels, the amorphous Pb'nO3 gels prepared
under basic conditions with large water additions, were characterized by the highest
pore volumes. However, the pore volumes for the heat treated gels were substantially
greater than the desiccated gels, i.e., pore volume increased with heat treatment to
400*C. The gels prepared under basic conditions also exhibited a greater increase in
pore volume (with heat treatment) than the acid gels. The fact that the physical
properties of the heat treated gels displayed different trends than the desiccated gels
implies that the processes which occur during heat treatment, i.e.: (i) organic removal;
(iG) continued condensation reactions (toward the equilibrium amorphous structure);
and (iii) (macroscopic) consolidation of the gel; occur to different extents, depending on
the initial hydrolysis conditions.

Other effects related to the hydrolysis conditions were also observed to persist in
the heat treated (pure amorphous PbTiO3) gels. Figure 2 gives results for structural
free volume, which was calculated from the skeletal density of the amorphous material,
and the theoretical crystal density, according to:

FV = I - (pa/p) (1)

Gels prepared under hydrolysis conditions which gave higher levels of condensation
(base addition, high R) were characterized by lower free volumes, as expected. Since the
free volumes of the base gels were relatively independent of the amount of water used for
hydrolysis, the amorphous materials prepared under basic conditions were evidently
highly crosslinked, irrespective of R. If the results for these materials are considered
from the standpoint of traditional glasses, the materials would be characterized as
having few non-bridging oxygen species.

For gels prepared under acidic conditions, structural free volume decreased with
increasing R. Thus, after heat treatment at 4000C, substantial structural differences
existed in amorphous PbTlOs prepared under acidic conditions. Acid gels prepared
with higher water contents were characterized by more highly condensed structures
than those prepared with lower water contents. If the amorphous materials derived
from acid, low water content gels are considered from the standpoint of traditional
glasses, they would be characterized as having a greater number of non-bridging
oxygens; i.e., the structures are less condensed than materials prepared under basic
conditions, or under acidic conditions with high water contents. Structural differences
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of this nature are believed to be unstable, and with heat treatment near Tg should
disappear. That is, the structures of the sol-gel glasses produced below the glass
transition temperature relax toward the equilibrium melt structure with heat treatment
near T [13]

%T utse for skeletal density variations, as a function of heat treatment time near
Te (the crystallization temperature) were in agreement with these predictions, and are
shown in Figure 3. While the skeletal densities for the amorphous materials (heated to
400°C and quenched) were quite different, the effects diminished when heated at 4100C
for extended times. For example, for a 10 hour heat treatment, i.e., after the onset of
crystallizatiom, all the skeletal densities reached -90% of the theoretical crystal density
(7.98 g/cmS), irrespective of the hydrolysis conditions.

Another area of investigation was to determine whether gel densification was
complete prior to the onset of crystallization. Therefore, the effects of prolonged heat
treatment at temperatures near Te on the physical properties of amorphous PbTi03 gels
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were studied. Results are given in Figure 4 for the variations in surface areas and pore
volumes with time at 410°C. While the materials were amorphous (to X-rays) for
shorter heat treatment times, all materials heated for 10 hours were at least partially
crystallized. As is evident in Figure 4, differences induced in the desiccated gels were
still present after crystallization. While the surface areas (Figure 4a) of the materials
decreased slightly with prolonged heat treatment at 410*C, the surface areas still varied
firm approximately 25 to 40 m2/g, depending on the initial hydrolysis conditions. Pore
volumes in the partially crystallized materials (Figure 4b) were also dependent on the
hydrolysis conditions. In addition, all of the materials retained significant pore
volumes after the onset of crystallization, irrespective of the hydrolysis conditions.
Higher temperatures were necessary for complete densification (see below).

While considerable porosity was present in amorphous PbTliO heated to 400*C
and quenched (Figure 5a), gels heated to 450'C for 10 hours (Figure 5b) showed that not
only crystallization, but also substantial densification, had occurred. Thus, within this
narrow temperature range, both structural rearrangement on an atomistic scale (e.g.,
crystallization) and rearrangement on the microstructural scale (e.g., densification),
take place. The implication of this result is that since both crystallization and
densification occur at low temperatures, low temperature fabrication of ceramic
monoliths should be feasible, through the use of appropriate processing conditions.

The effects of hydrolysis conditions on the development of ceramic
microstructure in gels heated to 700°C for 60 minutes were characterized by SEM.
Photomicrographs are given in Figure 6 for fracture surfaces of an acid, low water
content gel (Figure 6a); and a base, high water content gel (Figure 6b). Even at this late
stage in the processing cycle, minor effects attributed to the initial hydrolysis conditions
were still present. For example, a ceramic derived from an acid, low water content gel
had a larger grain size (-1.5 pIn) and appeared less porous than a ceramic derived from

Figure 5. TEM photomicrographs of: (a) amorphous Pb7iOa (4001C heat treatment;
Hydrolysis Conditions: Base; R = 2.5); and (b) crystallized PbTMOa (450*C, 10
hour heat treatment; same hydrolysis conditions).

Figure 6. SEM fracturegraphs for PbMOs microtructures: (a) acidic gel, R = 2.5; and
(b) basic gel, R = 3.5. Heat treatment: 700MC, 60 min.
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a base, high water content gel (grain size -0.9 Pm). Investigations of polished sections
are underway to determine if there really is a true difference between the porosity
contents for the two conditions. The dense uniform microetructure for the ceramic
prepared under acid, low water additions, Figure 6a, indicates the temperatures
required for fabrication of dense ceramics by aol-gel methods (i.e., 7000C) are
considerably lees than those required in the processing of co-precipitated PLZT powders
(i.e., -1100 0C) [11].

CONCLUSIONS

Variations in surface area and porosity in desiccated PbTiO3 gels, induced
through control of the hydrolysis conditions, were studied as a function of heat
treatment conditions, i.e., after the gel-to-glass and glass-to-ceramic transformations.
Differences in the physical properties for the desiccated gels persisted in the pure
amorphous state, following pyrolysis of residual organic matter. Differences induced in
the skeletal structures for the amorphous materials were also noted, but were observed
to decrease with time at temperatures near Tc. Heat treated (amorphous) gels were
relatively porous, with crystallization starting prior to end-point densification. Studies
in progress are concerned with obtaining dense amorphous PbTiO3 (at lower
temperatures) prior to crystallization.
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EFFECTS OF TRIOXANE ON SILICA GEL

XIAOMING LI and P.F. JOHNSON
New York State College of Ceramics at Alfred University, Alfred, NY 14802

ABSTRACT

Hydrolysis, condensation and thermal reactions of silica gels derived from TEOS
with and without 1,3,5-trioxane (C3H60 3 ) were studied. Effects of trioxane on viscosity
and gelation time of solutions were determined. Specific surface, density, porosity and
microhardness of gels were measured. The behavior of gels at elevated temperature was
clarified using DTA, TGA, and dilatometry. The properties and structure of trioxane
containing sol/gels may be explained by the role trioxane played in the sol-gel transition.
The results of this investigation concerning sol-gel/gel-glass transitions, structure and
properties of gels are presented.

INTRODUCTION

Trioxane (CSH.0 3 ) has been used as an additive to improve the optical and phys-
ical properties of porous silica glasses derived from alkoxide precursors through the
sol-gel route [1]. The effects of trioxane on sol-gel reactions in the HF-catalyeed TEOS-
C2HsOH-HO system have been studied by time-dependent Raman, FTIR and NMR
spectroscopic techniques (2]. While previous studies concentrated on the effects of tri-
oxane on hydrolysis kinetics of sols and on the structure and physical properties of gel
derived glasses, the question of the extent to which trioxane can affect the thermal reac-
tion, gel-glass transition and high temperature pyrolysis of gels has not been addressed.
A knowledge of the thermal evolution of gels containing trioxane is very important for
better understanding the effects of trioxane on sol-gel and gel-glass transition processes
and for the selection of suitable thermal treatment schedules to remove gases and hy-
droxyl groups from the gels without breaking or bloating. The objectives of this work
were to investigate reactions and transitions of silica gels containing trioxane at elevated
temperatures and to clarify the role of trioxane in sol-gel and gel-glass transition.

EXPERIMENTAL

A standardized composition with the molar ratio of TEOS:H20:C2 HeOH:sdditives
1:4:4:0.1 was selected for all the solutions studied. The codes, additives and some

sol-gel transition properties for different solutions are reported in Table I. The sols
were prepared, typically, by mixing 42.1 ml of TEOS, 13.62 ml of water, 44.06 ml of
ethanol and additives with vigorously stirring at room temperature until the solution
was homogeneous. The resulting solutions were then poured in plastic containers with
or without covers and allowed to gel at room temperature.

Table 1. Codes, additives and gelation data for the test solutions*

Code Additive pHy ( •(_oL_ T(C) -_WL(TWL(G) I__ Gel Appearance
KA-- - HCI- 1.5 o10 116 i 8.5 5 16.4 ] Tramparent, cracks
B NH4 OH 8.0 125 292 87.2 42.6 Transparent, cracks
T Týioxane 5.45 136 420 59.3 50.0 Translucent, fewer crack
N None 5.5 185 768 42.8 35.0 ITranslucent, mnore crack

pH(to), initial pH value; GT(O), gelation time (hra.) in open system by viscometer mea-
surement; GT(C), gelation time (hrs.) in closed system by fluidity observation; WL(G), weight
loss (%) at gel time; WL(T), total weight loss (%) at room temperature.
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The pH values of each solution were periodically measured with both a glass-
electrode pH meter and Universal Indicator Paper (pH 0-14). The results obtained
from both methods were quite consistent. Weight changes of different solutions sealed
in 50 ml plastic beakers were measured at room temperature. A Brookfield viscometer
with UL adaptei was used to measure the viscosity of solutions which were opened to
air. The solution used for measuring viscosity (about 20 rnl for each measurement) was
discarded after each determination. The time interval until the viscosity underwent
substantial increase was considered to be the gelling time of sols in an open system.
The gelling time for closed solution systems was determined by observing when the sol
lost its fluidity, i.e. the meniscus of a sol in a container no longer remains horizontal
when the container was tilted.

Surface area measurement of gels was carried out at liquid nitrogen temperature
with a Monosorb direct reading surface area analyzer using the nitrogen adsorption
method. The specific surface area was calculated using the BET method. Apparent
density, bulk density, and porosity of dried gels were measured at room temperature by
the Archimedes method with kerosene as the saturating liquid. Vickers hardness of dry
gels was measured using a microhardness tester (Buehler Micromet I1). The load was
20 g with a constant loading time of 10 seconds.

Computer interfaced thermal gravimetric analyzer (TGA) and differential thermal
analyzer (DTA) were used to monitor behaviors r - gels at elevated temperature. Both
TGA and DTA were performed at a heating ratt Af 10 °C/min in flowing air. Linear
shrinkage of dried gel with length of 4-5 mm were tested in a computer interfaced
dilatometer with heating rate of 2 °C/min.

RESULTS AND DISCUSSION

The initial pH of all solutions is presented in Table I. Trioxane had little Cffect on
solution pH; that is addition of trioxane did not change the pH value much with respect
to the pH value of solution without any additives, as shown in Fig. 1. All solutions
changed slightly to lower pH values except the pH value of the acid catalyzed sample
(A) which increased slightly. The change in pH can be attributed to the dissolution
of carbon dioxide in air into solution to form acidic carbonates. Fig. 2 shows that
all sols have a similar viscosity response with time except that the transition points at
which viscosity undergoes an abrupt increase are different for each sol. The difference
in gelation time is also shown in Table I for the different solutions. Note that the data
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for gelation time were obtained using two different methods. Figure 2 and Table I
show that the viscosity and gelation times do not appear to correlate with the nH of
solutions with different additives, despite the widely recognized fact that for Lite same
catalyst, the pH of solution usually correlates with the time of gelation. The differences
in observed gelation times using two different methods can be attributed to differences
in samples and techniques. Solutions opened to air had higher viscosity and shorter
gelation times than those which were dosed, since the former has a higher evaporation
rate and higher hydrolytic and condensatio, reaction rate due to additional catalysis
on the sol-gel transition by carbonate and moisture from the air.

Table H. Surface tendmn. melng Tabl, OL Pr of dtred •a•s•oes wilei un"t"aiives
point and boling -pat o vsrla __ _

Coded BIDel AD PIP I~ SSA IH F. at 1251PC
Solvet ST MWP BP A 1.441 L 4j 17768 breeb faned

If B 0.727 2.056 66.96 176 36 bre foawned

I 36. I l- /151 T o177 2.029 6.59 260 6 keep sa.p
lJf"•l4J2l•"Z /•¶0 I N I8 1.947 64.7 173 38 bk b

WOK 7. 0 100 "s - I* d Wm = 'ni); AD - awws Sury Wes,' t PP - pmoas p Cal:"STer - w.sm, (*n.~n); W- - .- t ad m s dM*em I•le f-t )t;kt')
"'s,spk ('C). OP - bWn Pak* (*C)

The structural characteristics and properties of gels obtained from TEOS using
acidic or basic catalysts have been compared and discussed by many investigators [3-61.
The properties and thermal behavior of gel A (acid) and gel B (basic) in our study is
in good agreement with observations in the literature. We focus our attention on the
sample containing trioxane and use gel A and B as standard references. The solution
containing the trioxane additive exhibited a longer gelation time than solutions A or
B and shorter gelation time than the additive-free solution. This can be explained by
the fact that the solution containing trioxane is expected to have a low evaporation
rate because trioxane has relatively high melting point and boiling point, as shown in
Table II. In addition, unlike most acidic or basic catalysts, adding trioxane to the sol
system has little or no catalytic effect on the hydrolysis or condensation r .'ction rate
121. Considering the above two points, one expects the solution containing trioxane to
have longer gelation time than either the acid or base catalyzed solutions which may
have higher hydrolysis and condensation rates than the trioxane containing solution.
But on the other hand, trioxane is the anhydrous cyclic trimer of formaldehyde and is
readily soluble in alcohols and dissolves in water into the monomeric state 17!. Trioxane
in the solution may physically conjunct with the pre-gel silica polymer species. The in-
volvement of trioxane into the sol or gel structure may increase the viscosity and rigidity
and reduce the fluidity of silica sols. Recognizing that fluidity and rigidity determine
the gelation time, the trioxane containing solution has a shorter gelation time than the
solution without additives. Further evidence was provided by the microhardness mea-
surement results shown in Table il. In general, Vickers hardness of silica gels correlate
with the density of the gels; the higher the density, the higher the hardness and rigidity.
But trioxane gel (T) is an exception. Its density is much lower than acid gel (A), but
has almost the same hardness as the acid ge! and higher hardness value than other gels
which have density similar to gel T. It was reported that trioxane has been used as
a binder and hardener for solidification and strengthening of protein materials [T' ard
water glass 18). Despite having different reactions with water glass, protein materials
and polymeric sols, trioxane may play, more or less, the role of a hardener in each case.

We mu3t emphasize that besides enhancing the rigidity of the sol and gel, the
incorporation of trioxane with monomer, dimer or other polymer species may cause
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some steric hindrance effects on the bonding Iad connection within or between silicon
containing particles in solution. This effect may also impede hydrolysis and/or con-

densation reactions of silica aggregates. The observation that trioxane lengthened the
glation time of HF-catalyzed silica alkoxide sol could be explained by this argument,
i.e. trioxane in solutions may reduce the catalytic ability of HF since it may interrupt
the incorporation and reaction possibilities of H+ and F- catalyst species with TEOS
molecules or other reactive species.
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Figure 3 presents the weight loss of solutions in paper covered containers at room
temperature. It is notable that the no-additive sol and the trioxane sol exhibit much
lower weight lose during the drying process than do the others. This is partly due
to incomplete hydrolysis and condensation reactions in the sol which has no reaction
catalysts (sample N). For the trioxane sample (T), in addition to incomplete reaction
because trioxane does not catalyze (it may even impede) !hle hydrolysis and conden-
sation reactions of adkoxide in solution, trioxane may also trap more water or other
organic fractions in the gel due to its lower evaporation rate and due to the structural
conjunction with other species. We expect the T and N gels to retain more water and/or
organic residue than the A and B gels do. The TGA curves shown in fig. 5 prove that
the trioxane sol (T) and the no-additive sol (N) have higher weight loss than other sam-
ples at elevated temperature. The arrows in the weight loss curves (fig. 3) correspond

P to the gelation time of each sample. The acid sol (A) gelled at quite low weight lose
due to the high condensation rate caused by the acidic catalyst. The largest part of its
weight lose occurred after gelation. In contrast, trioxane and no-additive samples lost
most of their wei ght lose before gelation.

It is crucial to maintain the shape of monolithic gels during drying or heat treat-
ment. The presence or absence of cracks observed in dry gels is shown in Table 1. It
is seen that dried gels with fewer cracks can be produced when the starting solutions
contain the trioxane additive. It has been suggested that the effect of such additive
as formamide (NH2CHO) in decreasing drying stresses and crack formation may be
attributed to its role in modifying the microstructure and texture of the gels by in-
creasing pore size and improving pore size distribution [9]. In addition, additives, e.g.
N,N-dimethylformamaide (abridged to DMF), may also reduce capillary forces and cracks
by reducing surface tension 110). It is seen from Table 11 that the surface tension of triox-
ane is lower than that of water, formismide and DMF. TGA data in fig. 5, furthermore,
prove that the trioxane sample has less free water, which has higher surface tension, but
more hydroxyl, alkoxyl and other organic fractions, which has much lower surface ten-



345

sion. It is evident that when a low surface tension liquid remains in the pores on drying
of the wet gels, the capillary force is small, resulting in the formation of crack-free dried
gels. Considering the 'binder" role of trioxane in the sol and gel structure, trioxane
may also increase the rigidity and strength of gels. The effects of trioxane in suppressing
cracking during the drying process seems to result from its low surface tension and its
hardening role.

Table III lists some of the properties of the gels produced in this study. The
trioxane sample had a substantially higher specific surface area than did the other
samples. This suggests that the trioxane gel may have smaller, less crosslinked gel
units, and a highly open and connected pore structure.

The TGA and DTA curves for the gels are illustrated in figures 4 and 5 respectively.
All gels show an endothermic peak around 150 *C in the DTA curve which corresponds
to the desorption of physical water. Although the different gels showed some similarities
in DTA thermal behavior, gel T has more complicate thermal reactions than the others.
The trioxane gel had a relatively small endothermic peak for free water desorption at
150 *C which suggests that less free water remained in its bulk. This was demonstrated
to be the case using TGA. Both the no-additive and the trioxane gels showed two
significant exothermic peaks between 250 "C and 500 "C corresponding to different
thermal reactions. For the no-additive gel, this exotherm is attributed primarily to the
combustion of alkoxy radicals. In the trioxane gels, combustion of trioxane additive
may also contribute large exothermic effects, because trioxane is known as an efficient
solid fuel with high heat energy.

TGA results provide complementary information concerning the composition,
structure and thermal reaction of gels. It is notable that the TGA curves of the A,
B and N gels have very similar shapes, but the TGA curve of trioxane gel shows differ-
ent shape. Coincident with its small endothermic peak in DTA, trioxane gel has lower
weight loss below 200 "C than the other gels which indicates that the trioxane gel con-
tains less physically adsorbed water. In contrast, above 200 *C, T gel has significantly
higher weight loss than the other gels. This indicates that the trioxane gel contains
more organic residue, alkoxy and hydroxy radicals than the other gels. Supporting our
earlier discussion, this difference suggests that trioxane undergoes less vaporization dur-
ing the sol-gel transition and drying processes and can trap more organic fractions in
the sol and gel. This may provide further evidence that trioxane may retard hydroly-
sis/condensation reactions and assist the formation of a highly esterified (terminal OR
group) and less condensed gel. Further work is needed to get better understanding in
these aspects.
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Shrinkage curves are shown in fig. 6 for gels with different catalyst additives. The
shape and tendency of shrinkage curves of the acid and base samples are similar to that
described by Brinker et. al. [6]. The trioxane gel shows a quite different shrinkage curve.
The shrinkage of gels with the trioxane additive becomes apparent at 150 OC, while the
other gels undergo an initial expansion, then begin to shrink only at higher temperature
(about 250 *C). In particular, trioxane gel exhibits a higher shrinkage rate and larger
total linear shrinkage over the entire temperature range than do the other gels. These
differences can be explained by the effects of trioxane on gel structure. Voids in the
trioxane gel may be created by decomposition and/or burn out of trioxane residues and
alkoxy/hydroxy fractions at elevated temperature. The skeletal densification may take
place sooner and faster during heating than for the other gels. Another major difference
between the trioxane gel and other three samples is that the others show an expansion
over the temperature range 1000-1200 0C, corresponding to a "bloating" effect (which
was dearly visible after the treatment), while the trioxane gels do not exhibit such an
effect and maintain their integrity during sintering, at least over the temperature range
explored, as shown in fig. 6 and Table III.

CONCLUSIONS

In summary, trioxane has a strong influence on the sol-gel and gel-glass transition
processes. The active role trioxane plays in determining the sol and gel structure may
account for the unique properties of trioxane catalyzed gels. Trioxane may affect the
composition of the sol and gel. Trioxane gels retain less free water, more alkoxy, hy-
droxy and organic fractions. Trioxane may modify sol and gel structure so that the gel
possesses a higher surface area. More significantly, trioxane may improve the properties
of the sol and gel. It can reduce volatility of organic fractions and reduce capillary
forces and drying stresses in gels. It can increase the rigidity and strength of sol/gel
and improve integrity of the gel during the drying and firing processes.

The authors gratefully acknowledge the partial support of Celanese Engineering
Resins, Inc., Chatham, NJ.
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EFFECt' OF DOPANTS ON THE CRYSTALLIZATION OF ZIRCON
FROM ZIRCONIUM SILICATE GELS

JD. BARRIE AND MJ. MESHSHNEK
Materials Sciences Laboratory, The Arospace Corporation, Ls Angeles, CA 90009-2957

ABSTRACT

Zirconium silicate gels containing small amounts of foreign catons were found to exhibit
derent crysallization behavior as compared to undoped gels. The reaction to form the zircon
phase was enhanced by the presence of thes dopants, with zinc oxide additions causing the largest
decrease in crystallizaion tmperatu. The crystallization behavior of these gels is compared to
that of ziron prepared from alternative processing techniques

INTRODUCTION

The development of spacecraft thermal control coatings requires the production of pigments
which resist color center formation in the natural space radiation (UV, electron, proton)
environment. One compound which has been suggested as a possible candidate for this application
is tetragonal ZrSi0 4 (ziW=nW). Unfortunraely, this material is difficult to prepare in high purity and
fine .partice size by aditional ceric pro g echniqes [,. The presence of transition
mel impurities significantly reduces the suitability of materials for optical applications due to
u dabsorption bands in the solar spectral reon. Recent studies have shown that sol-gelprocessing offers distinct advantages towards te synthesis of high purity materials, often at
substanally lowr temperature than is required for trditonally processed ceramics.

Zirconium silicate gs have received considebe attenton of late as precursors for alkah
resistant glasses and glass ceramics [3,4]. Studies have been performed to ascertain the
devitrification behavior of glasses containing zirconi-silim ratos as high as 60-40 [4,5]. The
crystallization behavior of zAwconium silicaw gels prepared with and without addition of crystalline
zircon seeds has been explored to demonstrate the ibility of solid-state epitaxy effects [61.
This novel approach has demonstrated that the nucleadon of the zircon phase is indeed a rate
limiting s at tep below 1300C in 50-50 zirconia-silica gels, and that the addition of
seeds drastically lowers the temperature at which crystallization to form zircon proceeds at
measurable rames.

This paper examines the applicability of sol-el processing so the formation of zircon pigments
for thermal control paints, and addresses the effects of small amounts of dopmnts (incorporated to
alter the optical O and radiation stability of the pigments 7]) on the formation of crystalline
tetraona ZrSiO4.

EXPERMENTAL PROCEDURES

Zirconium silicate gels were prepared using a base catalyzed reaction of alcoholic solutions of
the precursors for each component of the gel. A solution containing tetraethoxysilane (TEOS),
zirconium-n-•"ide [= OPr()41 and ethanol (1:1:8 mole ratio) was prepared under flowing
nitroen a stirred until homogeneous. No attempt was made to prehydrolyze any of the
components. The resultt solution was stable and did not form a gel without intentional addition
of water. To initiate gelation, the solution was transfersd dropwise into a solution containing
distilled water, 12N ammonium hydroxide, and ethanol (6-6:24 mole ratio, pH 14) at a rate of 3-4
cm3/min under constant stirring. The strongly basic conditions resulted in essentially
instantaneous hydr sis of all the components of the precursor sol, flmlng a compositionally

y 5 ••k 1 doeMo. added to the initial solution in the form of alxde (i-a-toisi), s (ahmnnm attti, ytru nitl)~, or chcie (wiu
chloride), When using di hydrated miasss and chlorides, the dolmzt was firs aloe to stir for
seerlhours .wi.TOSh and etanol prior so admdion of the 2OPs') 4 to preva prmtr

.. prec•ipiation f zirconium hydrous oxides in the aol. Zinc oxide dopenta were added directy so the

MaIt. R~. oc. Sion, l•. Proc. Vo 'l. , 150.0i Maatl Ase•t S~oiet
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ammonium hydroxide solutionua powders prior to addition of the aol.
Following gelation, the resultant submicron powders were rinsed in distilled water. dried at W0

12(YC for several days, and stored in sealed containers prior to firing. Conversion of the gels to
oxide powders was done in platinum crucibles in an eetric furnace. Hleating and cooling raues
were kept constant at 20C/min. The crystallographic transformation of the powders was
monitored by powder x-ray diffraction (filered Cu Ka radiation). The amount of zirco formed
was determined qualitatively using the ratio between the (200) peak of zircon and the (101) peak of
anatase (added at a constant 0.20 weight fraction as an internral stanidard).

RESULTS

The structural evolution of zirconiumn silicate gels proceeds throu~gh initia =reajtation Of
tetragonal zirconiahfron the amorphous hydosoiegl.Tisi=ilttaoa
zirconia within a residual amorphous phaeisesntal complete by 1 l5(rC, and has been noted
in the devitrification of zirconiumn silicate glasses derived by the sol-gel rout [3). The mechanism

bywihthe metastable tetragonal zo~irc a phase forms has not been fully explained, although
Clafed(S1 presents some evidence that the zergnatucure Is induced by the formation Of

tetrarneric zirconyl species in the sol stage which then aggregate in an ordered fashion during
hydrolymi polymerization. (In slowly hydrolyzed sols, the teaagonal zaronia structure is fonned
at low temperatures, while the initial anmorphous structure of the observed gels arise ferom the
rapidity of die base catalyzed gelation.)

Upon additional heating, the tetragonal zirconiaokesidual amorphous phase powders react
further, resulting in formation of dhe zircon phase. The time and temerqature required to complete
this conversion was found to depend significantly upon the presence of dopant species in the gels,
with unidoped #la demonstrating the most sluggish reactivity. Fig. 1 shows the structural
evolution of a ziconiumn silict gel in which 5% of the silicon component has been replaced by
aluminum. Unlike the coe of the undoped gels, in which tetragonal zironia remains the major
constituent up to 1400T for isochronal (41w.) firings. the aluminum doped gel begins to transform
varcon~ at 1151MC (a), and dhe transformatron is nearlycorrilese at 1400C (e). While isothermal
firings indicate only partial conversion to zircon at 130C after ftz the reaction is nearly complete
after l0br.

This transformation behavior was fouind to differ significantly depending onite identity and
amount of the dopant added to the eL. Using the 5% alumninum doped gel ab= as a baseline, it
was found that 1% ZnO enhanced the foirmation of zircon, while lesser amounts of aluminum, or
equivalent amouints of cedriu or yttrum were less effective towards inducing zircon crystallization
Gels containing both zinc and aluminum dopants transformed to zicon mome slowly than those
containing zinc alone, with concomitant formnation of zinc aluminate spineLs The growth of ziron
in the singly doped gels as a function of firing temperature is shown in Fig. 2.

In most cases, die formation of =*rco was aceompamed by the appearance of cristobable peaks
in the x-ra diffraction patterns, although this was not the case in the yttrium doped gels. The
undoped and alumiunu doped gels typically contained! small amounts of monoclinic ziroonia after
firing above I IOC.

DISCUSSION

Many studies have been performed which investigate the formation of zircomniu silicate
(zirc~on) from a variety of crystalline andl amorphous precursors Studies using crystalline
precursors (6.9,101 typically find that the formaion of zircon is enhanced when either the zirounia
source is montoclinic uouniaor die silica source is quarms These observations can be explined by
the Hiedvall effect [I LJ~ie., that the additional energy imparted, to the system by phstransitios

oc~ within the reactants (monoclinic to strengonal Arconia, quartz incito bf)po m
die to armzircon. The results obtained in our study supports these findings.

In undoped sels, the initial reaction lead to the formation ofi tetraoal zmioroia and amorphous
silica. The relatively low reactivity of these conponents, unaided by stongly driven phase
tranirSd01116 leads to the observed sluggish transition of these gels 10 form ziron Only afteM&proagd firings at elevated 'emperaturw (e.g., 24 houis at I 300'C) is there any indication of10,lO formation. 'This is in -,o agmemeant with earlier stuie on the formation of zicnfrom

anaoposslglrl 11
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However, in experiments using doped gels, the formation of zircon takes place at lower
temperatures, and unli the undoped gels, with accompanying formation of crisobalite. This
suggests that the dopant, by some mechanism, enhanices the reactivity of the amorphous silica
p moting inteaions with itself (to fonr cristobalite) and with zuvonia (to form zircon).
:ucha behavior with the addition of zinc oxide to ceramic systems is well known (the tem

=ueaie is frequently used). In dhe caseof ZnO, dhe enhanced reactivity is thou&h to be of a
soid state nature, rather than via the formation of a liquid phase. The weaker, but sull significant,
effects with the addition of aluminum, cerium, and yttrium also lead to the same concusions. For
while these dopants might be expected to stabilime the tetragonal zirconia phase, the reactivity of the
system increases. In alinstances the reaction to form zircon is faster in the presence of dopants
than in the undoped gels. Thus the conclusion must be that the role of the dopant cations is as
modifiers to the amorphous silicate network. The varying degrees of change in the reactivity are
gveed by a number of factors, including charge, eiecuouegativity, and solubility of the dopants
n the silica and ironia phases.

The effects observed are in agreement with the work of Kadogawa and Yamate [13], who used
other divalent cation mineralizers (incompatible with our studies) to lower the crystallization
temperatue of zirconium silicate gels, and Peplinkhouse [9], who observed a reduction in zircon
crystallization temperatume when mineralizems were added to mixtures of silica and zhconia.

CONCLUSIONS

The inoprto fdvln n rvln ain nozroimslct esstrongly affects
thdry behavior. In all cases the formacion of etagonal ZrSi0 4 is enne, with the
ZnO coai gs havin th lowe z cst on t Each of the dopants
seesms s such as the stabilization of
intermediate phases. Thus the aol-gel route has been found to be an excellent technique for the
:syntei of zicnwt otoldiprt onet cweeotclpoete require the

i no certain elements (sch as irn or titanim) from the final powder, but where other
dopants (either desired or u ) are tolerable. However, the results of this study raise the
question as to whether the amorphous aol-gel route is the most appropriate for the formation ofhighly pure zircon. The increased reactivity of appropriately chosen crystalline precursors has
been shown, and the purities obtained by the amorphous route are not unobtainable by these
crystalinePrecursor processes
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EFFECT OF SuO2 ON THE MECHANICAL PROPERTIES
OF SiO2/SnO2 GEL-DERIVED COMPOSITES

R. DAL MASCHIO, S. DIRE, R. CAMPOSTRINI, G.D. SORARU AND G. CARTURAN

Dipartimento di Ingegneria dei Materiali, University of Trento, 38050 Mesiano, Trento, Italy.

ABSTRACT
The morphological evolution and SnO2 crystallization of various gel-derived materials,

composed of SiO2 -SnO2 in the range from 34 to 5 wt % SnO2 , are studied in function of the

thewmal treatment in the interval 200-800 OC. SnO2 phase separation occurring above 400 °C

affects the density, the apparent porosity and mechanical prierties like hardness and Young's

modulus. At the lowest SnO2 % a continuous density increase is observed on heating at variance

with high tin dioxide contents for which the apparent density is almost constant. The results are

discussed on the basis of SnO2 crystallization, which occurs by two different mechanisms,

evidenciated by X-ray analyses. The data will be compared with those of pure SiO2 .

UNRODUCTION

The synthesis of inorganic materials from solution by the sol-gel method allows complete

phase homogeneity of precursors before chemical and thermal processes afford product

formation. This homogeneous state is required for as long as possible during gel occurrence and

subsequent heat treatments: thus,glass formation simply involves a continuous evolution of

chemical and physical properties, whereas ceramics are born from sudden homogeneous

nucleation. In the latter case, the absence of any crystalline phase detectable by X-ray analysis

may not be a definite criterion for accepting the homogeneity of xerogels in the amorphous state,

because of possible phase separaltion without crystallization. In the case of systems composed of

different oxides and obtained from alkoxide precursors subjected to acid-catalyzed hydrolysis

and condensation, phase separation without crystallization may be favoured by electronegativity

differences among metal cations. The SiO2/SnO2 system a priori presents the most favourable

features for observing separation of amorphous Sn(IV) oxides starting from Si(OC 2 H5 )4 and

Sn(IV) species in strongly acidic alcohol solutions. The morphological evolution and SnO2

crystallization of various gel-derived materials, SiO2 -SnO2 in the compositional range from 34

to 5 wt % SnO2, are studied in function of the thermal treatment in the interval 200-800 C.

SnO 2 phase separation and crystallization, occurring above 4000 C, affects the density, the

apparent porosity and mechanical properties like hardness and Young's modulus.

EXPERIMENTALS

Four compositions, corresponding to the molar ratios SiO2 / SnO2 1: 0.02, 1: 0.05, 1:

0.1 and 1: 0.2, were prepared by reacting SnCI4 at 0 *C in an Ar flow with absolute ethanol.

Si(OC2 H5 )4 was added to the solutions at room temperature; the mixtures were refluxed for 2 h

under vigorous stirring and subsequently hydrolized at room temperature. After about fifteen

Net. Roe. Soc. Symp. Proc. Vol. 1I. elm M tUefe ReseIc Seamy
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days the solutions, held in an open vessel, afforded solid gel pieces. These

transparentcolourless monolithic gels were thermally treated in air at 200,400,600 and 800 °C

with a heating rate of 2.5 °C/rain. Apparent density measurements were performed by means of

the Archimede's method in toluene. Hardness and Young's modulus were evaluated by Vickers

and Knoop indentation methd,respectively [1].

RESULTS AND DISCUSSION

Simultaneous DTA + TG analyses performed with a heating rate of 10 K/hin and

alumina as reference sample, showed a thermal evolution substantially similar for all the

compositions studied. In Figure 1 are reported the DTA and TG patterns of the sample with

molar ratio 1: 0.2. It is possible to see a weight loss of about 48 % corresponding to a deep

endothermic band centered at 150 OC, currently attribued to solvent evaporation and release of

other by-products. Moreover an exothermic process occurs between 350 and 380 OC, tentatively

assigned to primary SnO2 separation.
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Figure 1 -DTA i-TG of sample 1:02
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Figure 2- XRD of sample 1:0.2 at different temperatures.
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SnO2 crystallization was ascertained by X-ray analysis, using Cu Ka radiation: relevant

spectra for the same sample are reported in Figure 2, where the phase evolution as function of

temperature is shown. The determination of crystallite size for samples heated to 60D and 80 OC
indicated a bimodal distribution of SnO2 crystallites, falling in the interval up to 10 nm for about

80 % of the tin dioxide load, the residual fraction being observed at higher diameters. This

microstructural situation was stable upon prolonged heatings for 5 days at 800 °C, suggesting

that the bimodal distribution was not metastable, but rather the consequence of a two-step

crystallization. Figure 3 shows the apparent density values as function of heating temperatnre for

all the different compositions. For comparison the theoretic densities of samples constituted by

silica glass (2.2 g/cm3 ) and tin dioxide (6.95 g/cm3 ) are also reported. These results suggest an
increase of closed-pore volume, proportional to the SnO 2 content. In fact the composition 1:

0.02 at 200 OC displays an apparent density smaller than the corresponding value of silica (2.25

g/cm 3 ) [ 2 1, but approaches the theoretic density at 600 0 C,being constant at 800 OC. On the
contrary the composition with the highest SnO2 load shows a density more or less constant as

function of heating temperature, very far from the theoretic value.
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Figure 3 - Apparent densities of the different samples as fuction of temperature treatment
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The Vickers hardness of these materials increases with temperaswr, as shown in Figure
4a. This trend is well evident in samples with the highest silica content, for which hardness
values are comparable with those measured for silica gels [ 3 ]; as the tin dioxide content
increases hardness is progressively lowered. Since the indentation hardness is determined by the
area of specimen directly subjected to the applied load, hardness is directly affected by the total
porosity. In case of our porous materials, the Young's modulus values reported in Figure 4b are
similar for all samples untill 400 °C as observed for hardness trends, above 600 0C a general
dependence of SnO2 is observed, attributable to the formation of additional apparent porosity

coarsened by a second crystallization of tin dioxide. The Knoop indentation method may be a
reliable approach for measuring Young's modulus of xerogels: in fact for silica gel-derived
materials Knoop results were found comparable with other methods [ 4,5].
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Figure 4 - a) Vickers hardness of the different samples as function of temperature treatment;

b) Young's modulus of the different samples as function of temperature treatment
determined by the Knoop indentation method.

CONCLUSIONS
The addition of Sn(IV) to Si(OC2H5 )4 in strongly acidic alcoholic solutions modifies

the SiO2 gel properties. Moreover the crystallization of SnO2, from 400 to 800 °C, probably

occurs by two different mechanisms leading a noticeable closed porosity proportional to SnO 2

load. This phenomenon greatly influences mechanical properties like hardness and Young's
modulus.
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CRYSTALLIZATION AND PHASE TRANSFORMATION OF ZrO2-SiO2 GELS

XIAC)MiNG LI and P.F. JOHNSON
New York State College of Ceramics at Alfred University, Alfred, NY 14802

ABSTRACT

Pure Si0 2 , ZrO2 and Si0 2 -ZrO2 gels have been prepared by hydrolysis and gela-
tion of tetraethylorthosilicate (TEOS) and zirconium acetate solution. The crystalliza-
tion and phase transformation of SiO2 and ZrO, in these gels have been followed up to
1450*C using differential thermal analysis (DTA), thermal gravimetric analysis (TGA)
and X-ray diffraction analysis (XRD). The crystallization and phase transformation
behavior of SiO2 or ZrO2 is quite different in different gel systems. It was found that in
pure SiO 2 gel, the cristobalite phase was precipitated out at about 1000*C. In the pure
ZrO2 system, tetragonal (t-) phase zirconia was crystallized at about 430*C, t-ZrO2
crystals grew three dimensionally and the activation energy for growth was calculated
as about 365 kJmol- 1 . But in the SiO2 -ZrO, system, the presence of ZrO2 suppressed
the crystallization of Si0 2 , and Si0 2 increased the initial crystallization temperature
and the stability of t-ZrO2 .

INTRODUCTION

Zirconia-containing silicate glasses have attracted much attention because of their
excellent resistance to alkali corrosion and their low thermal expansion. Much work
has been done on ZrO, based glass-ceramics due to the potential for transformation
toughening. Attempts to toughen silicate glass by introducing ZrO2 have been reported
recently and these attempts show potential for improving fracture toughness 11-31.
Very few studies have been conducted on SiO 2 -ZrO 2 binary glasses because these
glasses are very difficult to prepare by conventional melting due to the very high
melting temperature of the oxides. Recently, a low temperature synthesis method (the
sol-gel process) has been proposed to prepare SiO2-ZrO2 glasses with sirconia contents
up to 60 mol% (4,5]. However, the role a<'d the influence of SiO 2 and ZrO2 on the
crystallization and the consequent phase transformation behavior in these gels are still
unclear. The crystallization behavior of silica and sirconia in the binary system and
subsystems derived through sol-gel processes need more study. In the present paper,
the crystallization and phase transformation in pure SiO2, pure ZrO, and SiO-ZrO2
gels have been studied and compared.

EXPERIMENTAL

Si(OC2Hs) 4 (TEOS) and zirconium acetate solution (22 wt.% ZrO2), were used
as precursor materials. The clear binary sol with the composition of 45 wt% ZrO2 •
55 wt% SiOa was prepared using 2 steps. First, the TEOS, water, ethanol and HCI
catalyst (in 1:1:4:0.1 mole ratio) were mixed by vigorously stirring at room temper-
ature. The homogeneous solution was allowed to prehydrolyse for 1 hour at room
temperature. Second, the sirconium acetate solution was added drop by drop into the
prehydrolysed silica alkoxide solution while continuously stirring. The resulting solu-
tion was then poured in a Teflon container and allowed to gel at room temperature.
The pure SiO and ZrO2 gels were prepared as references, using the same precursors.

A differential thermal analyzer (DTA) (Model DTA 1700, Perkin-Elmer, Norwalk,
CT) was used to observe the dehydration, condensation, decomposition, crystallization
and phase transformation behavior of the gels. The heating rates were from 2.5°C to
20°C and a-alumina was used as the reference fur the DTA. Thermal gravimetric
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analyses (TGA) (Cahn TG716, Cahn Inst., Cerritos, CA) were performed using a
heating rate of lOOC/min to get information complementary to DTA.

In order to avoid the transformation of tetragonal (t-) uirconia into monoclinic
(in-) zirconia by the stresses imposed during x-ray diffraction sample preparation, the
dried gel samples were crushed into powder prior to heat treatment. Firing of powders
was performed in an electric furnace with flowing air. The samples were heated at a
rate of 180

0
*Chr to the desired temperatures (400, 500, 800, 1000, 1200 or 14500C)

and held at that temperature for 2 hours. Finally, powders were cooled to room
temperature by quenching in air.

Powder x-ray diffraction was performed using a x-ray diffractometer (Model

12000, Norelco, Phillips Electronic Instruments, Mount Vernon, NY) using Cu-Ko
radiation with a single crystal graphite monochrometer. The XRdD patterns were
obtained for gels heat treated at different temperatures in order to determine the
crystallinity and to identify the crystallized phases present at various temperatures.

RESULTS AND DISCUSSION

The DTA curves for the gels are illustrated in fig. 1 and the TGA roults in fig. 2
All gels show an endothermic peak around 150nC in the DTA curve which corresponds
to the weight lose in TGA caused by desorption of physically adsorbed water in that
temperature range. It is notable that all TrA curves showed a significant weight loss
around 400aC which is due primarily to the removal of chemically bonded water and
the decomposition and pyrolysis of unhydrolyeed alkoxy radicals and organic fractions.
The continuous weight lose above 450c C is presumably attributed to continued dehy-
droxylation of the gels. The DTA curves of both pure ZrO2 gel and Si0 2 -ZrO, gel
showed a significant exothermic peak around 430*C. However, the peak for the pure
zirconia gel was much narrow and sharper than that for the bi02 -ZrO2 gel. This may
indicate that the exothermic effects of these two gels are caused by different reactions.
The x-ray diffraction results (see figs. 3-5) show that the mic2 aZrOy gel (fig. 5) is still
amorphous after heat treatment at 5un C, thus the exothermic reaction of SiO2 -ZrOs
gel around 4300hC is attributed to the decomposition and combustion of residue organic
fractions. For pure sirconia g on the other hand, the TGA curve (fig. 2) shows little
weight loss around 430*C, and the x-ray diffraction results (fig. 3) indicate that the gel
is amorphous after treatment at 400°C, but crystallized into the tetragonal phase of
ZrO2 after treatment at 500°C. Therefore, the sharp exothermic peak observed for the
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Table I. Crystallization response of gels fired at different temperatures for 2 hours as shown by
X-ray diffraction (A, Amorphous; C, Cristobalite; T, Tetragonsl ZrO2 ; M, Monocinic ZrO0).

Composition wt% 200*C 400°C 500'C 800°C 1000C 1200°C 14500
Pure SiO2 A A A A A A+C C
Pure ZrO 2  A A T+A M+T M+T M M

55 SiO2 .45 Zr02 A A A A A+T T+A T+C

into the tetragonal phase at low temperatures, even though the monoclinic phase is
the thermodynamically stable phase at these temperatures. The tetrahedral uirconma
phase, as already mentioned, begins to form in pure sirconia gel around 430*C. It is
notable that the XRD pattern of SiOrZrO2 gel heated to 1000*C has a broadened
peak at 20 • 30.2*, indicating that the precipitation of very fine tetragonal zirconia
crystals does not take place until temperatures above at least 800*C.

It is also interesting that the tetragonal phase of zirconia is more stable in the
Si0 2-ZrO 2 system than in pure ZrO2 gel. In pure ZrO2 gels, most zirconia is trans-
formed from the tetragonal phase to the monoclinic phase after treated at temperatures
higher than 500*C. But in Si0 2-ZrO 2 gel, after heating upto 1350*C, the sample con-
tained a well crystallized metastable tetragonal phase, without the monoclinic sirconia
phase. The t-ZrO2 phase was stabilized in the Si0 2 matrix even after heat treatment
at 1450°C during which the .mornhous silica matrix was crystallized into cristobalite.
The transformation temp,rrtuýe ._i to m-ZrO 2 is strongly affected by the silica glass
matrix.

Knowledge of the ci. .ala vrn behavior of SiO2 is also important in silicate
glasses. In the pure SiO 2 gei, a cristobalite phase was crystallized from the amor-
phous phase at about 12000C. This crystallization is undesirable because the phase
transformation of cristobalite during heating causes a large volume change and may
break the sample. On other hand, silica remains as amorphous phase in SiO2-ZrO2 gel
even after heat treatment upto 1350"C. Zirconia has been used as nucleation agent in
conventionally melted silicate glasses to induce and promote the crystallization of the
glass. In this etudy, however, the presence of ZrO2 suppressed crystallization of SiO,.

Nogami eta/. reported that in the SiO 2 -ZrO 2 binary system, nuclei are formed in
the gel; the t-ZrO2 crystals grow three-dimensionally; the activation energy for crystal
growth is about 680 kJ.mol- and seems to be independent of the ZrO2 content [4].
But for pure ZrO 2 gel, the crystallization mechanism and kinetics still lack study.
DTA can be used to study the crystallization kinetics of glass-ceramics and the value
of activation energy for the crystal growth can be evaluated using DTA data. The
non-isothermal crystallization of glass is described by the equation 16]

bI[-ln(l - x)] =-nin,8 - I.052!!tE + constant()

where x is the volume fraction crystallized at temperature T, 6 is the DTA heating
rate and E is the activation energy for the crystal growth, R the gas constant. The
constants n and m are numerical factors that depend upon the crystallization mecha-
nism. The Avrami parameter, n, ranges between n = I for surface trystallisation and
n = 3 for bulk crystallization. The value of m is equal to n when the nuclei are already
formed in the glass before heating in DTA, or m = n - I when the nuclei are formed
during DTA heating. The volume fraction of crystal precipitated at a temperature
can be obtained by comparing the DTA peak area up to that temperature to the total
peak area under the DTA curve. For the pure ZrO, gel, the volume fraction of crystal
precipitated up to 425*C is plotted against the heating rate in Fig. 6. The relation
between Ln[-Ln(1 -a)) and 1,, gives a straight line with a value of n = 3.1. The value
of n may be taken as 3 because it should be an integer. The plot of la]-la(1 - *)]
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against lnjO for the pure ZrO2 gel which was preheated at 400°C for 1 hour for nu-
cleation is also shown in Fig. 6. It is found that there is little change in the value
of n, which indicates that the nuclei were already formed in the gel before DTA (i.e.,
before heat treatment) and the value of m is therefore 3. The experimental result,
that both n and m are 3, suggests that in pure ZrO2 gel as in SiO 2-ZrO2 gel, bulk
nucleation is dominant; the nuclei are sufficiently formed early in the gel stage before
heat treatment and the crystals grow three-dimensionally.

Despite the similarity in crystallization mechanism for both pure ZrO2 gel and
SiO 2 -ZrO 2 gel, the experimental results show that both Si 2 and ZrOz have higher
initial crystallization temperatures in SiO 2-ZrO2 gels than in pure, their respective
single component, gels and the tetragonal sirconia phase is more stable in SiOa-ZrO 2
gel than in pure ZrO2 gel. Whether the differences in crystallization and phase trans-
formation behavior of SiO 2 and ZrO 2 in different gels can be related to the presence of
anionic impurities or to the molecular structural configuration of ZrOg in glasses has
not been addressed in this study. More work is required to clarify these details.

It is known that the degree of crystallization at the exothermic peak temperature
reaches the same specific value, 0.7, regardless of the heating rate [6,7]. According to
Eq. 1, the activation energy for crystal growth can be directly obtained from the slope
of the straight line between ln# and the reciprocal peak temperature, l/T,. Figure 7
shows this relation. Using the slope of the straight line and the m value obtained above,
the activation energy for growth was calculated to be 365 kJ.mol-', which is much
smaller than that for the SiOa-ZrO3 gel (680 kJmol-' in reference 4)..More work is
needed to determine why the t-ZrO2 phase has lower initial crystallization temperature
and crystal growth energy in pure ZrO2 gel than in SiO2-ZrO2 gel. However, fig. 2
shows that the pure ZrOj gel exhibits higher weight lose than SiO2-ZrO2 gel, i.e., the
ZrO2 gel may have higher OH and organic fraction contents and lower viscosity than
the SiO3 -ZrO3 gel at temperatures below 400 *C. It is conceivable that this would result
in a lower initial crystallization temperature and crystal growth activation energy in
pure ZrO3 gel than in SiO2 -ZrO2 gel. It is also possible that t-ZrO2 may kinetically
grow faster in pure ZrO3 gel than in SiO,-ZrO, gel. It has been reported that t-
ZrO2 crystals larger than a critical size transform into m-ZrO, during cooling, and the
critical size for the free particles of tetragonal sirconia is about 30 nm, while the critical
particle size for constrained particles is much larger, e.g. 600 nm in an AlO, matrix
[8]. From our STEM investigation results [91, the crystal sise in pure ZrO, gel is about
30-50 nuL after firing to 500C and about 150-300 mm after firing to 1450"C. On the
other hand, the size of ZrO2 crystalline precipitate in SiO 2-ZrO 2 gel is smaller than 10

"it
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nm after firing to 1350*C. It is obvious in this study that tetragonal zirconia could be
stabilized by the particle size effect. Small crystalline particle sies favor stabilization
of tetragonal zirconia and retain almost all of the ZrO2 in the tetragonal phase. This
fact may also be attributed to the greater interaction of SiO2 and ZrO 2 in binary gels.
It was possible to obtain a greater homogeneity and reactivity between the two oxides
in the binary system, which prevents growth of the ZrO2 crystals. The stability of
the tetragonal phase of zirconium oxide largely depends upon the nature and amount
of the second phase. The presence of SiO2 mixed with ZrO3 seems to decrease the
formation of monoclinic zirconia. In addition, the growth of t-ZrOx is controlled by
the Ostwald ripening coarsening process (4]. The diffusion and segregation of Si 4+ or
Zri+ ions, which are expected to be the rate controlling steps in the crystallization
and the phase transformation processes, are more favored in pure SiO2 or pure ZrO1
gels than in SiOrZrO2 binary gel.

SUMMARY

The crystallization and phase transformation behavior of ZrO2 and SiO2 in dif-
ferent systems derived by the wol-gel method have been investigated. It was found
that:

1) In pure ZrO3 gel, tetragonal zirconia precipitates at quite low temperature
(around 430*C) and is easily transformed to the monoclinic phase. When heated to
1200*C, only the monoclinic phase is shown to be present by XRD.

2) In pure SiO 2 gel, the cristobalite phase precipitates at about 1200°C and the
all gel is crystallized as cristobalite after heating to 1450°C.

3) In SiO 2 -ZrO2 gel, tetragonal zirconia precipitates at high temperature (above
800°C) and it is quite stable in the amorphous SiO 2 matrix. The precipitation (crys-
tallization) temperature of cristobalite phase of SiO 2 is higher in SiOrZrO2 gel than
in pure SiO2 gel.

4) The activation energy for the crystallization of tetragonal ZrO2 phase in pure
ZrO2 gel (365 kJmol-') is much lower than in SiOr-ZrO, gel. The low temperature
precipitation of metastable tetragonal zirconia crystal in pure ZrO2 gel occurs due
partly to the small activation energy of crystallization.

REFERENCES

1. Y. Ikuma, W. Komatsu and S. Yagashi, J. Mater. Sci. Lett., 4, 63-6, (1985).

2. M. McCoy, W.E. Lee and A.H. Heuer, J. Am. Ceram. Soc., N6, 292-6
(1986).

3. G.L. Letterman and M. Tomosawa, Am. Ceram. Soc. Bull., 6.A, 1370
(1986).

4. M. Nogami, etal., J. Non-Cryst. Solids, 09, 415-423 (1985); ibid, 100, 298-
302 (1988); J. Am. Ceram. Soc., 69, 99-102 (1986); J. Mater. Sci., 21,
3513-3516 (1986).

5. I.M.M. Salvado, C.J. Serna and J.M.F. Navarro, J. Non-Cryst. Solids, 100,
330-338 (1988).

6. K. Matusita e8ol., Bull. Int. Chem. Res., Kyoto Univ., AV, 159 (1981); 3.
Mater. Sci., 12, 291 (1984).

7. T. Ozawa, Polymer, 12, 150 (1971).

8. R.C. Garvie and M.F. Goes, J. Mater. Sci., 21, 1253 (1986).

9. Xaioming Li and P.F. Johnson, To be published.

I- . . . . 1 .t



381

PREPARATION OF THE POROUS SUPPORTS
WITH SiO2 -ZrO2-Na 2O COMPOSITION.

Y. TSURITA AND K. WADA
Research Center, Mitsubishi Kasei Corporation, 1000 Kaaoshida-chou, Midori-
ku, Yokoham City, 227 JAPAN

ABSTRACT

A new method for preparation of porous mixed oxide with SiO2 -ZrO2 -Ma2 0
composition was investigated by heating the sol-gel derived SiO2 Wicrosphere
gel in the presence of ZrOC1 2 and NaCl. Surface of the products was
composed of sponge-like structure, similar to the porous glasses manufactured
by the phase separation method. Their pore volumes ranged from 1.0 to 1.5
cc/g(pore radius 100-1000A) and their pore distributions were sharp, with
peak tops of about 450-600A in radius.

INTRODUCTION

Porous glasses containing ZrO are of considerable technological
interest due to their high resistant property to the alkaline solution.
In recent years, two methods were reported to prepare these glasses. Eguchi
et al. [1) have shown the preparation of SiO -ZrO based porous glasses from
SiO -ZrO -B 0 -CaO-NaO mother glasses by ihe p~hase-separation method.
Nogami (] p;rpaed •other Si02 -ZrO 2 porous glass through the sol-gel route.
The amount of ZrO could be easily controlld with this method. However,
it was difficult fo obtain the porous glasses with pore size larger than
50A in radius.

We have reported recently that a new method for preparation of SiO -
ZrO2 -Na 0 porous glass through heating SiO2 -ZrO2 gel in the presence of Na&1
[1]. in this study, we will report the preparation of porous supports with
SiO-ZrO -Na2 O composition by means of heating SiO2 gel together with ZrOC1 2
and2NaCl.

EXPERIMENTAL

Sample Preparation

Partial hydrolysis of tetraethoxysilane was performed by mixing 500g
of tetreethoxysilane, 136.3g of ethanol, 43.2g of water, and 18.7g of 0.1N-
HCl ethanolic solution and refluxing at 6O'C for 30 minutes. This solution
was heated at 120'C for 2 houra and 150"C for 1 hour under Ar atomoaphere
to remove volatile material. 14.5.l of the resultant solution, mixed with
7.5 al of cyclohexane end 22.5.1 of t-aaylalcohol, was added dropwise into
an aqueous solution, which was composed of 433.99 of water, 13.5g of ethanol
and 3.4g of Tween 20(Polyethylenesorbitane monolaurate), under stirring at
about 970rpm, to form an O/W emulsion. Then, 58.5m. of 17% ammonlac aquous
solution was added during 40 minutes, and stirred for 5 hours and let stood
over night. A white gel was formed immediately at addition of smmonlac
solution. The supernant solution was removed by decantation, the gel was
washed with ethanol, collected by filtration and dried at 120"C for 5 hours.

Zirconium oxychloride 0.40g together with 0.29g of sodium chloride,
was dissolved in 5Wl of water. This solution was added to the dried gel
1.Og described above and dried at 120"C for 5 hours. The impregnated gel
was heated to 600'C at a rate of 2"C/ain., and kept under stream of air for
3 hours and heated again at the designated temperature for 5 hours in the
furnace. The calcined sample was washed twice with water and with hot
water(90"C), then collected by filtration.
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Sample Characterization

The pore distribution and the pore volume of the products were measured
by the mercury penetration porosimetry. The surface area was obtained by
a aultipoint nitrogen adsorption isotherm using the BET method. XRD
measurements were made using Cu-Ka radiation and SEN observation were
performed on gold-coated fracture surfaces. The chemical compositions were
determined by X-ray fluorescence.

RESULTS

The Si02 gel, a starting material in this study, was obtained as nearly
spherical particles of about 5 to 20 micron in diameter. The present method
of preparing microsphere from alkoxide was originally reported by Unger (4].
The surface of microsphere gel was generally smooth with dense coated layer,
but inside of it was porous. This gel was porous enough to adsorb almost
all of the salt solution.

Table I shows pore characteristics of four samples prepared under
different conditions. For sample (A) to (C), an amount of ZrOC1 2 and MaCI
was adsorbed and heated at 700, 730 and 760'C, respectively, for 5 hours.
Sample (D) was prepared by heat-treatment of SiO2  gel without salt
impregnation.

The surface area and the pore volume reduced gradually as heating
temperature increased for sample (A) to (C). The pore size distribution
curves, given in Figure 1, were also shifted to the direction of the larger
pore radius. The pore size distribution curves of sample (A) to (C) were
rather sharp with the peak tops of pore radius around 500A and their pore
volumes in the range of 100 to 100OA were more than 1.Occ/g. Sample (D),
on the other hand, had the larger surface area and pore volume, as compared
to (A), with broad pore size distribution curves.

The SEN photographs of sample (B) and (C) are demonstrated in Figure
2 and 3, respectively. The sponge-like structure analogous to phase-sepa-
rated porous glass was clearly observed In both figures. The size or the
sponge-like glass skeleton was about 400A for sample (B) and about 700A for
sample (C), which was in accordance with the order of pore size. On the
contrary to sample (B) and (C), the sponge-like structure was not observed
on the surface of sample (A) by SEN observation even at 30000 magnification.
The coated layer of particles of sample (A) remained almost unchanged, and
their morphology was almost those of the gel, similar to that of sample (D).

In Figure 4 is illustrated X-ray diffraction patterns of sample (A)
to (C). Silica phase remained amorphous, although tetragonal ZrO phase
was identified. The intensities of ZrO peaks were gradually reduced as
heat- treatment temperature increased. Cdemical analysis of sample (A) to
(C) were shown in Table II. Sample (A) to (C) contained appreciable amount
or Na2 0 as well as ZrO . In contrast, Cl contents were lees than 0.2 wt%,
although they were qua tatively determined by X-ray fluoresence. It was
estimated that Cl Incorporation Into products were about 20 times lose than
that of Na.

Table I. Pore Characteristics of the SiO 2-ZrO2-Na20 Mixed Oxides.

Sample Temp. Surfaci Peak of Pore Pore Voluae(cc/g)
,C) Area(m /g) Radius(k) 100-IOOOA 20-10000A

A 700 77 400 1.88 2.41
B 730 48 453 1.545 2.09
C 760 23 60o4 1.01 1.13
D 7001) 255 1i49,, 5447 1.99 2.97

1) without salt impregnation
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Table II. Oxides Compositions (wt%)

Sample SiO2 ZrO2 Na 0 Total

A 78.6 15.2 3.4 97.2
B 81.7 13.0 3.7 98.4
C 82.5 12.2 4.4 99.1

DISCUSSION

The results presented above illustrated that the porous supports with
SiO -ZrO -Na O compositions were prepared by heating SIO2 gel with ZrOCl
and Nacr. The pore characteristics and SE4 observation suggested thee
shrinkage and sintering of the gel particles via liquid phase sintering were
advanced as the heating temperature increased, the degree of then were in
the order (D)<(AK(BK(C). The porous glass-like structure were clearly
observed in the sample (B) and (C). The pore size equallization of these
samples was attributed to formation of the glassy skeletons from the gel
particles and to the rather uniform size of them.

It is well-known that salt impregnation of SiO2 gel and the subsequent
heat-treatment caused densification together with crystallization of SiO2
gel to a-cristobalite [5]. The similar results were obtained when the same
SiO2 microsphere gel was heated with NaCI at 760'C for 5 hours [6]. In
the presence of ZrO2 , crystallization of SIO was supressed, and the
Incorporation of Na 0 into the compostion was identified. It was believed
that the SiG -ZrO2 -a 0 glasses were formed by the process described above,
however a part of 

2
ZrO was remained crystalline, which caused some

heterogenity of ZrO2 distr-ibution.
The present procedure of making SiO -ZrO 2 based porous supports is quite

simple compared with phase separation metho-d, and especially suited for
preparation of microsphere particles. In addition, pore volume of the
products is larger than that of the conventional porous glasses, and their
composition is unique owing to the presence of Na20.

CONCLUSION

The porous mixed oxide supports with SiO2 -ZrO 2 -Na2 0 composition were
obtained when the sol-gel derived microspherical SiG2 gel was heated together
with ZrOCI and NaCl at 730 and 760"C for 5 hours. They had the following
properties:
1) The surface of the particles was glassy texture like that of the porous

glasses derived from the phase separated glasses,
2) The pore size distributed mainly around 500A in radius and the pore volume

in the range of 100-IOOOA was more than 1.Occ/g,
3) The approximate composition wa SIO2 :ZrO :Na O-89:7:4t mol%. Silica phase

remained amorphous, however there existeg teiragonal ZrO2 phase.
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STUDIES IN THE Ba-C"-I-O SYSTEM
CHEMICAL MODIFICATION OF ALUMINUM ALICOXIDE BY PROPIONIC ACID
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* LP.C.M.S., Group* dim Matbriaux Inorganlquese 11415,1I rue Bliss Pascal, 07000 Strasbourg
Cedex, France
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ABSTRACT

Barium and calcium aluminate powders hame been elaborated using chemical methodIs lIke
copreclpitatlon. alkoxid polymerizatlon and maetlloorganlc decomposition. These powder* have been
s.uccessfully used for Impregnation of porous tungsten cathodes for use In electronic tubes.
Spectroscopic studies oni the modification of aluminum s-butoxlde reveal that carboryki acid
z -bstitutes OR groups forming preferentially bidentate chelating complexes.

INTRODUCTION

Dispenser cathodes for uose In electronic tubes wer currently elaborated by immersion in a
melted oxide mixture of a porous tungsten element.

Tungsten powder, with a mean grain size around 4 um, Is Isostatlcally pressed Inio bara and
subsequently sintered at 2200 'C under hydrogen atmosphere. In these conditions, the final porosity
equals 18 %e. The Impregnated cathode are obtained by partial Immersion in a meiting of barium and
calcium aluminate, the liquid entering the porosity by capillauity. The cathode aretOen chrtisnellt,
cleaned, to completely remove the surface aluminates. dried at 100*C and conserved in t*dogsn
atmosphere In sealed pockets before use.

Diferent aluminates have been checked and typical compositions are reerre as 4.1.1. (496O -
IlCaO - IAl 03) and 5.3.2. (58a0 - 3050 - 2A' 203) Barium Is the emittng eaemet aluminum bein
intr.oducednorder to limift Ba evaporation and calcium to iower the extraction energy.

The alumninates are currently prepared by solid state reaction from a mixture of BaCO3. CaCO03and Al 0 In stoichiometri proportions. One of the main problems encountered wklh the cathode
elaboai from these powdes Is that the elcroi misslon stope belcre all fth barium avilabile
Inside thre pores has been consumed. This observation leads to the possible existence of
heterogeneities within the Impregnant powder. Chemical routes, like oxalate coprecoticitaln alkoxidde
Polymerization and metalloorganic decompositionr, have therefore been developed In order to
Improve the homogeneity. to obtain a more reactive powder and to lower the me*tn point. in a
second part, we have considered the modification of aluminum alkoxide by proplonic acid In order to
get more Insight Into the elaboration process from metalloorgankc decomposition.

POWDER ELABORATION

Three different routes have been used for the elaboration of barium and calciumn aluminatee:
oxelate coprecipitation. alkoxide polymerisatlonl and metalloorganic decomposition.

Whereas calcium oxalate is nearly Insoluble In water, fth barium compound Is slightly soluble In
acidic solutions. Addition of oxalic acid In an aluminum salt solution does not yield precpitatlon. It
therefore appears necessary to adjust the pH1 value In order complete precipitation to be obtained.

Ima. Fles. aom. Symp. Proc. Vol. 180. 01990 Malerats Rlesearch Society
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Another possibility Is to use another solvent In which the corresponding oxates less soluble. Both
processes ham been developed. Aluminum. barium and calcium are Introduced as nitrates, this anion
being easily decomposed by further thermal treatment. The use of chlorides, that ae much more
soluble, has been avoided due to their possibie retention in the powder

If precipitation is performed In aqueous solution, the pH value has to be adjusted to a value of
8.5 by means of ammonia, yielding a powder with a final composition very close to the espected one.
For lower pH values, Incomplete precipitation of barium Is observed. For higher pH values, the final
powder reveals a deficiency In both calcium and aluminum oxides. X-ray diffraction analysis on the
precipitate shows the presence of CaC2 04.H20 and BaC2 0 4 .0.5H2 0, aluminum hydroxide being not
detected.

The other method concerns the use of a mixture of water and ethano as a solvent Wheeas the
nitrates are dissolved in water, oxalic acid is dissolved in ethanol, in order to achieve a 30/70 water to
ethanol ratio. X-ray diffraction analysis reveals the presence of barium oxalate, calcium oxalate and
MAJ (C 20 4)4.xH 2O double oxalates ( M = Ba or Ca).

In both cases, the precipitates have been calcined at 1000"C before characterization.

Allkoxide polvmriezatim

Whereas barium and aluminum alkoxides are soluble in their parent alcohol, this no more the
case for calcium, whose alkoxldes are Insoluble solids. However, it has been shown [11] that
heteroatomic akoxides are often more soluble. This property has been used for the elaboration of a
solution containing both Ca and Al.

Reaction of barium metal with ethanol yied barium ethoxide, Ba(C2 -O)•, very easily. The
same reaction with aluminum and calcium metals proceeds much more =wye activated under
reflux by use of iodine as catalyst. According to the litterature [1], a ýilxed aluminum and calcium
alroxide is obtained with formulae, Ca[AI(OEt)4 ]2. The AlCa ratio corresponds to the 4.1.1 aluminate
formulation. Both alcoholic solutions are mxed and gelation is performed by dropwise addition of
water dissolved in ethanol under vigorous stirring yielding the formation of a translucent gel. MAtr
solvent elimination, the resulting powder appears to be amorphous by X-ray diffraction. Exposure to
room atmosphere yields the formation of barium carbonate.

Metalloormanic precursor decomposition (M 0 Di

Such a route has been previously used in ,.or laboratory (2, 3] in the elaboration of ceramic
powders like titanates or YBaCuO. Aluminum s-butoxide, AI(OC 4 Hg) dissolved in the parent alcohol is
added to a solution of barium and calcium proplonates, giving Lse t a clear solution. Thermal
decomposition at 150"C yields the formation of a resin by polymerization. Further heating gives rise to
the powder.

POWDER CHARACTERIZATION

The powders have been characterized by different methods such as T.G.A., D.TA, X-ray
diffraction, specific area measurements and microscopic observation. The main results are
summarized In Table I.

j Sohn-
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TABLE I
Main characterlstics of the 4.1.1. powiders atr1000'C calcinatlon

Iror-cs s :Nttiur paint (s): X-ray speificle. O *O 1A.E. otearvtiW% I
I:diffracton: 0i 2 :

lOxelaat.:U6 4- 1542 : 5aCOi 40 4 6 Us I

.. . . . . . . . . . . . . . . . . . . . . . . . . . . .. . .. . . .. . .. . .

lAtkoxide: 1544 <1 I a IN
I . . . . .. . . . . . . . . . . . . . . . . . . . . . . . . . . .. . . .. . . . .. . . .

I N.O.D. : 1470~ 155S6 U : 126UM

The following observations can be drawn from these. results:
*alcoxde polymerization Is the only process that gives rits. tora powder exhibitng a

unique melting polnt
*this same process yields powders with the smallest grain size.
-In all cases, the same phases appear to be present.

These powder* have been uged for Impregnation of tungsten calhoda and allow current
densities of the order of 4 to 4.9 Atcm' to be obtained (4.1.1). The durability of the emission Is actually
under study.

11ODIPICAMlON OP At S-BUTOXCIDE BY PROPIONIC ACID

The lest part of this paper will focus. on the modification of aluminiumn s-butoxdde by proplonic
acid, that takaes play during the first steps of the MOO process. This study has been dore by hIker-red
spectroscopy and Al NMR. The evolution of the viscosity with Increasing proplonic acdl amnounts has
also beew followed.

Struture nf±lAeQW%1

The structure of aluminum alcoxides has been the oboec of numerous studies [4,5] which have
shown that most aloxiddes; eois as dimers, trimers or tetramera. This association Is related to the
tendency of Ai to maximize its coordination number. On the other hand. aterically bulky OR groupe
Impede the conversion of talra coordinated Al atomrs to higher coordination. Aging also has a great
Influence since It has been shown that freshly distilled alumninum isopropoxide is proposed to be a
trimer but rearranges to a tetramer alter a few weelta at room temperature (6]. No definite ase
concerning the structure of aluminum 5-butoxide has been proposed and a mbdura of oligomners has
probably to be considered.

This study has been carried out by using a concentric cylinder viscometer at room temperature.
NI(OBu) 3 was dissolved In toluene ot a concentration 01 0.8 M. Increasing emounita of proplonic acdd
were then Introduced.
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up to Ac/Al 1, Ac/AI being the molar ratio of proplonlc acid to aluminum alkoxide, the viscosity
does not vary significantly. An important increas up to Ac/Al around 1.75 is then observed (Figure 1).
Further acid addition promotes a strong decrease of the viscosity.

These results show that, in the domain I -c Ac / Al -c 1.8, the formation of cross linked species
takes place resulting In an Increase of the viscosity. Further acid addition promotes the rupture of
intermolecular bonds yielding the viscosity decrease.

2

vicst Figure 1 :Viscosity evolution with AcAl

5000 lo00000 "np~s

The study has been performyed on an FTIR Nicolet apparatus, the aluminum alkoxide being
dissolved In CC14 (4wt %). Figars 2 gives some recorded spectra for different Ac/Al ratios. Propionic
acid is expected to substitute OR groups giving rise to Al(OR) (C2H5COO) species, as it has been
already observed in the case of acetic acid [7]. Such species xcan be ident~ed by I.R. spectroscopy
with appearance of vibrations characteristic of the carboxylic group, whose positions depend on the
mode of bonding : monodentate (AM), bidentate bridging (B) or chelating (C). Except at low Ac/Al ratios
(< 0.5), propionlc groups mainly appear as bidendate chelating. A semi-quantitative evolution based on
the band areas Is represented on figure 3. It clearly appears that three kinds of ca5tboxylic groups are
present up to Ac/Al = 1. At AcNAl 1.8, a new band is detected around 1710 cin' whose position is
characteristic of an excess of proplonic acid, its intensity increases with further acid addition, the other
bands being unchanged.

IC

Figure 2: Infra-red spectra alter addition of proplonic acid,
M monodentate, B bridging, C =chelating
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Figure 3: Evolution of the Infra-red absorption bands with Ac/A)

2 7
A) NMR spectroscopy is a promissing method of ascertaining the structures and presencjof

single oligomers in solution. A certain complication stems from the quadrupole moment of the "Al
nucleus, which causes considerable dependence of the signal width on the gradient of dielectrical
field around the AN nucleus. The quadruple broadening can be reduced partially by measuring spectra
at 80"C.

Al($OBu) 3 has been dissolved In toluene and some spectra have been recorded after addition
of increasing amounts of propionic acid.

Pure alkoxide reveals a broad line around 55 ppm that can be attributed to tetrahedrally
coordinated aluminum. This result seems to indicate that AI(SOBu) 3 Is mainly present as s dimer.

For Ac/Al = 1, two signals with similar Intensities are observed, one at 58 ppm, the other one at
9.7 ppm. it then appears that aluminum exhibits both tetrahedral and octahedral coordinations. Due to
the relative intensities, a model with two chelating propionate groups on the same Al atom can be
proposed.

R

Such a model has been evidenced In the X-ray structure of /3-dilietonate complexes [8). However,
other possibilities cannot be rejected, on the basis of Infra-red results.
For Ac,/A - 1, the NMR spectra appear much more complicated with appearance of numerous new
bands Other measurements are In progress.

,_ mmm.mmi l i.m i _m___________i_____MA O
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CONCLUSIONS

Chemical routes, like coprecipitation, alkoxide polymertzation and metalloorganic
decomposition, have been used for the elaboration of barium and calcium aluminates. Powder
characterizations reveal that the alkoxide route allows fine powders with a unique melting point to be
obtained. These powders have been successfully used for cathod Impregnations. giving rise to
emitting densities around 4 Alcm

2 
(4.1.1 composition).

The modification of Al s-butoxide by propionic acid has been followed by Infrared and 27AI N.M.R.
spectroscoples. These preliminary results seem to Indicate that the carboxylic group is preferentially
bonded to Al as a bidentate chelating flgand.
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SiO2-TiO2 sol-gel solutions and synthesis techniques have been developed
to produce thin films of proper index, thickness and quality for use as
planar waveguides. The composition of the synthesized films ranged from 50
to 68 mole & T1O2 and produced layers with indices ranging from 1.7 to 1.8.
Final film thicknesses ranged from 1000 to 3000 A and varied as a function of
the coating chemistry and conditions. Also, changes in film shrinkage and
index with heat treatment were determined and compared to literature data on
similar films used as antireflective coatings. Finally, confirmation of the
waveguiding qualities of these films was made through prism coupler
measurements conducted by the University of Arizona Optical Sciences Center.

INTRODUCTION

Sol-gel technology has led to the development of gel forming solutions
that are deposited on subatrates, gelled, and then densified. These
solutions, particularly those containing silica or titania precursors, have
been used in a number of applications. Spin-on dielectric films of silica
and titania have been developed to create an insulating layer of inorganic
oxides on semiconductors such as GaAs and InP [1]. Antireflective coatings
from SiOX-TiO2 have also been fabricated [2,3,4]. TJ1ese methods involved
tailoring the refractive index by varying the relative amounts of Si0 2 and
TiO2 in the resulting film.

Amorphous SLO2 has an index of refraction of approximately 1.46, while
TiO2 has an index of refraction over 2.6. The thickness of the spun-on film
depends on the spin speed, solution concentration, and solution chemistry.
Thus, by tailoring the chemistry of the precursor solutions, films of desired
index of refraction and thickness can be made.

Dielectric films may also be used as planar optical waveguides
[5,6,7,8]. Unlike other approaches to waveguide synthesis, the sol-gel
method permits the embossing of a master grating into the undensified
waveguide for generation of integrated optic surface-relief gratings [5-8].
These gratings can be used as input and output couplers as well as Bragg
reflectors. Roncone [91 et al. of the Optical Sciences Center at the
University of Arizona have generated Si02-TiO waveguides from commercial
solutions with losses less than 1 dB/cm. They have also embossed surface
features into the films of a depth and quality suitable for use in optical
components.

In the present paper, the sol-gel approach Is used to produce SiO2 -TIO2
coatings for waveguide applications. The solutions, which are stabilized to
hydrolysis using complexing agents [10,111, yield films of excellent
homogeneity. The effect of composition on refractive index of films from the
complexed solution is compared to literature data for all alkoxide solutions

*This paper was presented at the Fourth International Conference on

Ultrastructure Processing of Ceramics, Glasses, and Composites, February 19-
24, 1989, Tucson, AZ. In was inadvertently omitted from publication in the
Proceedings of that Conference.
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[2,4]. The effect of processing conditions on shrinkage as well as
refractive index is also discussed. The index and thickness results from
prism coupler measurements of films which support waveguide modes are also
reported.

EXPERIMENTAL

Solution Prenarat ion

Details of the solution synthesis will be presented in forthcoming
papers. In general, tetraethoxyorthosilicate (TENS), titanium butoxide, and
a complexing agent were combined to form a 20 wt% solution in isopropanol
(IPA). Solutions were prepared with compositions of 50:50, 42:58, and 33:67,
moles Si 10:TiO2 .

Samole Prelnaration:

The solutions were diluted in IPA to solids contents ranging from 3.3
wt% to 10 wt%. They were then spin coated onto single crystal silicon wafers
at 4,000 rpm for 15 sec, covering the surface of the wafer with the solution
prior to spinning. The samples were then heated in air. The effects of heat
treatment were examined at temperatures ranging from room temperature to
600'C. The planar waveguide was produced from a 5wt% solution spin coated at
3,000 rpm for 459ec onto a soda-lime-silica microscope slide and fired at
400'C. All heat treatments consisted of plunging the samples into the hot
furnace and withdrawing them after 15 minutes.

Samole Measurement:

The thickness and index of the samples were measured using a Gaertner
L116-B ellipsometer employing a He-Ne laser (0.6328pa) at an incident angle
of 70". The substrate refractive index was taken as 3.85, with an extinction
coefficient of -0.02. The measurements were made under computer control.
The thickness of the samples were also measured using a profilometer (Dektak
IIA). Agreement between the values obtained by both methods was good.

The solution used to generate the film which successfully coupled a
mode was coated onto a silicon substrate, fired to 400*C for 15 min and
examined by scanning electron microscopy using a JOEL JSM840A. The film was
featureless, showing no apparent porosity or pinholes at 10,OOOX.

RESULTS

The effect of concentration on coating thickness and index was
investigated using the 42:58 solution. The thickness was found to increase
linearly with concentration. Refractive index was not found to vary with
concentration within experimental error, the data varying by less than 31.

The effect of heat treatment on shrinkage and refractive index was
examined using the 58 mole% TiN2 solution diluted to 5 wt% for coating. The
shrinkage showed a steady decrease with temperature (see Fig 1), leveling off
at about 350oC; however, at higher temperatures the film is still shrinking
slightly. An interesting aspect of this curve is that it does not exhibit
the two regimes of shrinkage typical of sol-gel films (see Fig 2). The low
temperature shrinkage is usually attributed to condensation reactions
activated by the moderate heating. The higher temperature shrinkage is due
to viscous sintering of the oxide film. The heat treatment used in this
investigation Is probably not sufficient to yield fully dense films.

• • .. _ . . .. .. .• . .. . .: . _ ,p, , • ,I
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Fig 1: Per cent shrinkage versus temperature for 58 mole% Ti0 2 , 6.7wt%
solution.
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Fig 2: Typical shrinkage curve for sol-gel film.
Source: B.D. Fabes et al., J. Won-Crys. Solids U (1986) 349.

Details of the variation of index with heat treatment between the
temperatures of 200 to 300'C were not obtainable. This was because
ellipsometry measurements of films fired to these temperatures gave widely
varying and inconsistent values of refractive index.

The index increased with temperature (see Fig 3), also leveling off at
about 350"C. The increase In index would seem to be the result of the
densification of the film with temperature.
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Fig 3: Refractive index versus temperature for 58 mole% TiO2, 6.7 wt%
solution. The dashed line indicates the temperature region over
which widely varying and inconsistent values for refractive index
were obtained.

The variation of refractive index with composition of the films was
studied (see Fig 4). A best fit line was calculated by the least squares
method for Brinker et al. (2], Yoldas (4], as well as for the current data.
T-values were calculated for the three slopes to determine if the

differences in slope were statistically significant. The values obtained
were -0.038, 3.08, and 2.87 for Brinker et. al. vs. Yoldas, Brinker vs.
current data, and Yoldas vs. current data, respectively at a confidence level
of 0.95. Brinker and Yoldas used all alkoxide solutions while we added a
complexing agent. The difference indicates that there is strong effect of
precursors on the properties of the films.
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Fig 4: Refractive index versus composition for samples coated from a 10
wt" solution, fired at 400C for 15 sin. Data obtained is
compared to data obtained by Brinker [2] and Yoldae [4].
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Mode coupling was confirmed by prism coupler measurements of 50:50 SiO 2 -
TiO2 films spun on soda-lime-silicate substrates at 3,000 rpm for 45 seconds.
These measurements, made on two such films, provided values of film thickness
and index of 2301 +/- 31 A and 1.7255 +/- 0.0023 respectively. The results
compcre favorably with ellipsometry measurements conducted on the same films
spun on silicon substrates at 4,000 rpm for 15 seconds. The ellipsometry
measurements indicated the thickness to be 1580 A and the index to be 1.732.

DISCUSSION

The temperature dependence of shrinkage and index (see Figs 2,4) are
similar. At lower temperaturks, less than 175"C, both properties show a
strong dependence on temperature. The increased refractive index arises
primarily from the increased density of the film. In the higher temperature
region, greater than 300'C, both thickness and refractive index show a much
weaker dependence on temperature. The difference in the temperature
dependence of both properties can be explained by the liberation of solvent
and further condensation reactions. Presumably, by 300*C the condensation of
the Si02 -TiO 2 network is virtually complete. Therefore, any changes in
refractive index will be due only to decreases in the residual porosity, free
volume, and decreasing hydroxyl content. At higher temperatures the only
mechanism present for further shrinkage are viscous sintering and structural
relaxation. Sintering at these temperatures is slow, requiring long times to
densify the films completely. Presumably treatment above 600*C and longer
than 15 min will continue to sinter the films; however in high TiO2 content
glasses it is possible that phase separation and crystallization of titania
may occur before complete densification.

Between 175"C and 300"C the refractive index rises dramatically,
indicating that there are more chemical reactions taking place. Samples
prepared in this region, however, were not able to be measured successfully
by ellipsometry. This is most likely due to rapid and uneven elimination of
residual organic material leading to transient inhomogeneities in the film.

The dependence of refractive index on composition is significantly
different from that previously reported [2,4]. The difference most likely is
due to the effect of the complexing agent on the bonding of the alkoxide
species. Gels made with the complexing agent form linear units that are
weakly crosslinked. This produces a structure that is loose and more open in
comparison to the others, thus yielding a lower refractive index. It is
likely that the composition dependence of the refractive index (see Fig 5) is
very different because the ultrastructure of the film depends on the relative
amount of the complexing agent that is present during reaction.

'ONCLUSIONS

A Sol-gel approach to the synthesis of SiO 2-TiO2 thin films for use as
planar waveguides has been developed. The thickness and refractive index of
the generated films stabilizes at temperatures of about 400-500C. The final
value and computational dependence of the refractive index differs slightly
from those reported in the literature. It is likely that the use of
different precursor materials lead to the observed variations. The uxe of
these films as planar waveguides has been demonstrated by the observation of
mode coupling in a 50 mole% SiO1-TiO2 film.

'~I
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ABSTRACT

The shrinkage behavior and changes in refractive index of sol-gel derived SiO2 -
T1O2 thin films, with a composition of 50 mole %, were investigated. Two regions
of shrinkage rate were observed, a rapid initial stage and a slower second stage.
The refractive index of the film was found to be dependent upon the heat
treatment. Samples prebaked to lO00 C and processed at temperatures below 500*C
were found to have lower indices than films processed without prebaking. Films
heated to 7001C contained small crystallites of anatase uniformly distributed
throughout the film.

INTRODUCTION

Thin films of SiO2 -TiO2 have been studied previously as anti-reflectance
coatings and planar waveguides. In 1979, Yoldas presented a method to synthesize
uniform solutions of high titania content by compensating for the difference in
hydrolysis rates of the components'. In 1981, Brinker et al.2 investigated
SiO2-TiO2 sol-gel films for use as anti-reflection layers. Lukosz et al. have
used commercially processed solution to produce embossed gratings in thin SiO2-
TiO2 films with losses of < 1 db/cm in the waveguides. 3

Recent work on this system in our laboratories has focused upon producing
embossible, low-loss waveguide structures using solution chemistry techniques.
A preliminary study by Dale et al.' investigated the effect of organic additive
content and processing on the index and shrinkage of SiO2 -TiO2 waveguides.
Roncone at al.",s studied the effect of processing on the embossibility of Si0 2 -
TiO2 waveguides, for the purpose of producing passive optical devices, such as
focusing grating couplers.

The purpose of this work is to investigate the densification behavior of
Si0 2 -TiO2 thin films and characterize the change and reproducibility of
refractive index and thickness with processing.

EXPERIMENTAL

An acid catalyzed solution of TEOS was prepared with a water:TEOS mole
ratio of 2:1 and mixed for 30 minutes. Titanium tetrabutoxide was reacted with
a complexing agent, 2,4-pentanedione (acetylacetone, acac), in a molar ratio of
1:2 and stirred for 20 minutes. The two solutions were mixed together in a molar
ratio of 1:1 (SiO2 -TiO2 ) and stirred for four days. This solution was diluted
1:1 by volume with distilled isopropanol prior to spinning.

Thin films were deposited onto a single crystal Si wafers by flooding the
substrate with solution, and then spinning at 3000 rpm for 30 seconds using a
Headway Spin CoaterO. The coated substrate was then pre-baked for 1.5 minutes
at 100*C prior to an isothermal heat treatment at higher temperatures. Thickness

measurements were made on samples pre-heated to 1000 C using a stylus

"Photo-Resist Spinner, model ECIO1, Headway Research, Inc., Garland, TX.
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profilometer", and multi-angle ellipsometryO. The pro-bake treatment was used
because attempts to determine the just spun thickness of the films were not
successful as the stylus scored the surface of the film and the ellipsometer gave
erratic readings. Some samples were spun and then plunged into an isothermal
furnace without pre-baking. Unless otherwise noted, the results presented refer
to the pre-baked samples. The composition of the film samples was verified using
RBS to be within 1 weight % of the target composition of 50 mole % Tie2 .

Shrinkage was determined using the expression a - t.-t/to, where a-
shrinkage, t - the film thickness after high temperature processing and to - the
film thickness after the 100*C prebake. The thickness of the films after the
100*C prebake was 550 rm +/- 30 nma. The refractive index was measured using
multi-angle ellipsometry. After firing at the processing temperature, the film
thickness and index were remeasured.

RESULTS

Figure 1 is a plot of the relationship between shrinkage and time for the
films processed at the indicated temperatures. Two regions of shrinkage rate are
present. In the first few minutes at temperature, large amounts of shrinkage
occur at high shrinkage rates. The rate and amount of shrinkage increase with
temperature. In the second region, film shrinkage occurred at all temperatures
at a much reduced rate. The films at all temperatures appear to approach a
common endpoint shrinkage of 751.
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Figure 1: The normalized shrinkage of SiO2 -TiO2 thin films is plotted as a
function of the duration of isothermal heating at the indicated temperatures.
The samples were prebaked for 1.5 minutes at 100

0
C.

bDektak IIA Profilometer, Sloan Technology, Santa Barbara, Ca.

Ellipsometer, model Ll16B, Gaertner Scientific, Inc., Chicago, I1.
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Figure 2 is a plot of the normalized shrinkage of the films after 15

minutes of heat treatment. The shrinkage steadily decreu-. s with temperature

until about 400*C, when the curve flattens out, and appears to approach a final
plateau of 75%. This shrinkage behavior is similar in form to that measured by
Dale et al.' for films of 58 mole C TiO2 , synthesized using the same procedure.
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Figure 2: Normalized shrinkage plotted as a function of processing temperature
for samples heated for 15 minutes.

The index change as a function of processing temperature at a constant time
of 15 minutes is shown in figure 3. One set of samples in this study received
a 1.5 minute pre-bake at 100*C, while the other set was plunged immediately into
the hot furnace after spin coating. Between 200*C and 500*C, the index of the
samples which were prebaked was lower than the samples which were spun and
plunged immediately into the furnace. The largest divergence in index is seen
at 4000 C. Above 500*C, the differences between indices of the prebaked and non-
prebaked samples become negligible. The DTA thermograph of a gel powder obtained
when the coating solution was allow to evaporate to dryness exhibits a broad peak

in the temperature range 200-500*C due to the decomposition of the organic

complexing agent from the gel.

A plot of the normalized shrinkage versus refractive index is shown in
figure 4a for samples heated for an hour at the indicated temperature. The
figure shows the index increasing monatomically until 5001C, where the index
levels off to a valve of 1.74. Samples fired at 500*C and 600*C have almost
identical values of index and thickness, indicating that an endpoint in
development of film characteristics exists between these temperatures.

The increase in the index when the film is heated to 700
0

C, with no
accompanying change in thickness, results from the presence of higher index

anatese (TiO2 ) crystallites within the film. Figure 4b is a high resolution
micrograph of a sample heated to 800

0
C for 15 minutes showing small crystallites

(<10nm in diameter) uniformly distributed throughout the film. Analysis of the
optical diffractograma taken from these small crystallites revealed that they are
anarase surrounded by an amorphous (presumably SiO2 -rich) matrix. The
crystallization of anatase has been reported by other researchers as well.
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Figure 3: Refractive index plotted as a function of temperature for films fired
for 15 minutes. The prebaked samples were heated for 1.5 minutes at 100*C prior
to further isothermal processing.
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Figure 4: (a) Refractive index plotted as a function of normalized shrinkage for
SiO2 -TiO2 films fired for 1 hour at the indicated temperatures. (b) High
resolution TEN micrograph of an SiO2 -TiO2 thin film spun on a single crystal Si
substrate and fired for 15 minutes at 800SC. Small crystallites of anatase are
highlighted by the arrows.
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DISCUSSION

The refractive index and thickness of the SiO2 -TiO2 waveguides are strong
functions of processing, with the duration and temperature of the heat treatment
determining their values. In the temperature range where the organic chelating
agent is decomposing, two regions of shrinkage rate are noted and the index is
seen to be dependent upon the processing history of the film.

The role of the complexing agent in the solution is most likely to form
linear units which are weakly crosslinked. The chelating molecule bonds to the
Ti alkoxide specie and reduces the condensation rate by stearic hinderance. The
presence of the organic complexing species in the film produces a flexible,
relatively open skeletal structure. This structure contains a large amount of
organic material consisting of unreacted hydoxyls and alkoxyls in addition to the
chelating ligands.

Several shrinkage mechanisms may be operative in the films including,
shrinkage via condensation reactions, structural relaxation, and viscous
sintering. Condensation upon heating, resulting from the removal of complexing
ligands, alkoxy and hydroxy groups, increases the skeletal density of the film.
This process occurs quite rapidly at the temperatures of this study and leads to
a rapid increase in skeletal density and film viscosity. This increase would
naturally lead to the drastic reduction in the densification rate observed in the
second region.

Another result of the higher viscosity may be the freezing in of excess
free volume (formed by the removal of the large complexing groups via
decomposition) in the skeletal structure of the film. This free volume would be
removed only slowly at these viscosities by a structural relaxation mechanism.
It is unlikely that viscous sintering plays any significant role in
densification. However, this conclusion needs to be investigate further by
determining if pores are present in the early stages of the process. TEM
micrographs of a sample heated for 15 minutes at 4000C revealed no porosity
present in the films 9 .

The increase in refractive index with time and duration of heat
treatment results from continued condensation. At short times and low
temperatures, the more open film structure and the high carbon content resulting
from the presence of the complexing agent results in a low value of refractive
index. As the complexing agent decomposes and is removed from the structure, the
skeletal density increases leading to an increase in refractive index.

The observation that the film index can be influenced by a prebake heat
treatment suggests that the films contain some species which facilitate the
condensation reactions. These species are most likely alcohols and
acetylacetone. The prebake treatment to 100

0
C causes the volatilization of these

species from the film. As a result, condensation reactions will be slower and
the refractive indices will be lower in the prebaked samples than in films which
were immediately immersed into a hot furnace. At temperatures above 500*C, the
kinetics of the condensation reactions are apparently fast enough that the
presence or absence of reaction enhancing agents is not important in determining
the shrinkage or index development during a 15 minute hold.

CONCLUSIONS

The refractive index and film thickness of the SiO2 -TiO2 waveguides were
found to be strong functions of the thermal processing history. Under isothermal
conditions, the shrinkage rate is initially very fast and then rapidly decreases
to a much reduced rate. Between 200 and 5006C, index development is influenced
by prebake heat treatments. Films which do not experience the prebake develop !
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higher indices during isothermal heat treatments. The presence of a prebake
effect suggests that some volatile species are present in the film which
facilitate the condensation reactions. An endpoint in processing is found in the
temperature range 500-600°C. Also, heat treatments at 700°C cause small
crystallites of anatase to crystallize uniformly throughout the film, leading to
and increase in refractive index.
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Sciences Center at the University of Arizona. The assistance of J. Leavitt and
M. McCartney of the High Resolution Electron Microscopy Center at Arizona State
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OPTICAL INTERFERENCE FILTERS BY SOL-GEL PROCESSING

J.L. KgDDIE AND E.P. CIA•INELIS
Department of Materials Science and Engineering, Cornell University, Ithaca,
NY 14853.

ABSTRACT

Optical interference filters have been synthesized by sol-gel. The
selected filter in a eultilayer of r.lternating TiO2 and SIO2 films. In
transmission, the filter edge depends on the angle of incident light, which
can be tailored through control of thickness and refractive Index of the
individual films. Theoretical modeling of the filter with film thicknesses
obtained by Rutherford backscattering spectrometry is in good agreement with
the experimental optical response.

INTRODUCTION4

Optical filters that reflect or absorb light at selected wavelengths
while transmitting in other regions are used to eliminate the halo effect on
conventional cathode ray tubes (CRT) thereby increasing light output [1].
The presence of the halo inadvertently degrades the performance of the CRT
display by decreasing the high spatial frequency contrast. This problem
becomes exceedingly detrimental in high performance, high resolution
displays, such as those used in defense systems.

Although antireflection (AR) coatings have been used for reducing the
problem, they are inadequate when the incident light in at a high angle,
such as with diffuse light sources like phosphors [1,2]. Using an
interference filter, light euitt-d by the phosphor normal to the faceplate
is transmitted, while light at an angle from the normal is reflected.
Interference filters usually consist of a multilayered structure with
layers alternating between high and low refractive index materials. One
much filter, consisting of a TiO2 /SiO2 multilayer, can increase the on-axis
brightness of a CRT screen by a factor as high as 1.5 [3].

In the synthesis of a multilayer via sol-gel processing, several
problems mut be surmounted. One is the control of thickness and
refractive index (optical thickness) of individual films that determine the
optical characteristics of the filter. Two is the minimization of flaws and
cracks. Three, and often overlooked, is the possibility of interdiffusion
of the films, resulting in poorly defined interfaces and subsequently poor
optical performance.

We report here the sol-gel synthesis of optical interference filters
consisting of up to 16 alternating layers of SiO2 and Tie 2. Rutherford
backscattering spectrometry (RBS) in used to probe film interdiffusion and
to determine the thickness of individual layers in the filter.

EXPERIMENTrL PROCEDURE

Si0 2 sole were prepared according to the literature except that the
synthesis was conducted at room temperature [4]. T102 solo with solar
ratios Ti:PrOH:14 20:HC1 of 1:11.4:1:1.8 were prepared by adding a solution of
delonized H20 in propyl alcohol to an acidified solution of titanium
isopropoxide also in propyl alcohol [5]. Sols, diluted with the appropriate
amount of alcohol, passed through 0.20 ja filters to eliminate any
particulates before deposition. In some T10 2 sole, half of the propanol was
substituted by toluene. One inch diaester barium-strontium glass substrates
were cleaned by successive immersion in trichlorotrifluoroothane, nitric
acid, end a solution of methanol and acetone, each in an ultrasonic bath.
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Films were deposited using a photoresist spinner.
Transmission spectra were obtained on a Varian Model 17D

Spectrophotometer. RBS was performed with a collimated beam of 4He++
accelerated to a nominal energy of 3.0 MeV on a tandem accelerator. Current
was near 15 nA for each run, and 15 pC of charge was collected. RbS data
were analyzed with software developed at Cornell University [6]. Thickness
ane refractive index of single films were determined with a Rudolph Model
43603 ellipsometer at 632 ma.

RESULTS AND DISCUSSION

Successive coatings with alternating sole results in a TiO2 /SiO2
multilayer with controllable thickness and refractive index. To produce a
filter with specified optical performance, a series of experiments was
conducted to determine the optimal conditions for depositing individual
films vith the required optical thickness. Cracks usually developed unless
the films were consolidated at 450

0
C between each deposition of TiO2 /SiO2

pairs. In addition, each film was heated at 150
0

C to avoid dissolution and
intermixing during deposition of the next layer. Some flaws appeared to be
due to bubble formation during spinning of the Tie 2 sol. To eliminate the
problem, a systematic study substituted alternative solvents that could
raise the surface tension of the sol. We found that substitution of toluene
for a fraction of the alcohol resulted in flaw-free, optical quality
multilayers with up to sixteen films.

Figure 1 shows normalized RBS data and a computer simulation for a sol-
gel TiO2 /SiO 2 multilayer with 12 individual films (Filter A). Thicknesses
of the films were calculated using density values obtained previously (7,8].
The average values were 99 and 70 .im for SiO2 and TiO2 respectively. we
have observed that the first film spun on the bare substrate is always
thicker than subsequent films from the same sol due to differences in
surface energy between the bare substrate and subsequent films. In
addition, films on the very top are slightly thicker, probably due to
shorter annealing times. X-ray diffraction showed that the SiS2 films were
amorphous while the TiC? were in the anatase form.
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Figure 1. Experimental RBS data (+) and simulated spectrum (-) for Filter A

I



385

I l I I I l

IN Ii

'I

tw I

40
I?

240

I.. 0 " ' I' " • , . .

20 01 .. . . /'-. . ."

4 5 00 600 760

Wavelen gth (nm)
Figure 2. Optical transmission (--- and simulated (-) spectra for Filter A

The optical spectrum of the sultilayer is shown in Figure 2. A
simulated transmission spectrum, generated by using the thickness values
obtained from the RBS data and refractive indices of 1.42 and 2.08 for S102
and TiO2 respectively, is in excellent agreement with the experimental data.

Figure 3 shows the angular dependence of the transmission spectrum with
respect to the incident light. Incident light at 470 m is transmitted
when normal to the substrate, while transmission drops to - 50% when the
incident angle is 200 and becomes almost zero at 400. The filter edge,
defined as the wavelength corresponding to 501 transmission, shifts to lower
values as the angle of the incident light increases from the normal to the
substrate as shown in Figure 4. For comparison, the performance of a
commercially available filter made by rf sputtering is also shown. The
optical characteristics of the filter can be engineered by varying the
optical thickness of individual films, as demonstrated by Filter B.
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Since the optical performance of the filter is largely influenced by
the sharpness of the interfaces, interdiffusion of layers was studied by
IBS. The sharp edges in the lBS spectrum, (Figure 1), mitigate against
extensive interdiffusion. To study further film interdiffusion, a bilayer
consisting of one Si 2 film on a thick TiC2 film was analyzed by lBS before
and after annealing at 450 0 C for two and ten hours. Again, no
interdiffusion can be seen within the resolution of the RBS technique (-150
A). Current experiments include marker displacement from the interface as
well as x-ray reflectivity.
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Tdanla/Silica SoW-Ge Films:
Comparison of Techniques for Thin Film Thickness Measurement

S. M. Melpolder, A- W. West, M. P. Cunningham and R. Sharma, Eastman Kodak
Company, Rochester, New York, 14650-2019.

ABSTRACT

Two techniques for thin film measurement were compared: an optical method
combining ellipsometry and reflectance spectroscopy, and cross-sectional
transmission electron microscopy. These tech Iques were used to measure the
absolute thicknesses of titania/silica sol-gel films in the size range 0.1 to
0.8 microns. The relative advantages and disadvantages of these methods will
be described In this study.

INTRODUCTION

Many sol-gel thin film applications require homogeneous defect-free layers
with tight tolerances for specific properties, i.e. refractive index,
thickness, surface energetics, thermal expansion coefficient, etc. In
particular the thin film thickness must be controlled within a few percent in
most optical and microelectronic applications.(1-4] For example, the use of
sol-9el thin films to produce multi-layer antireflective coatings [4,5]
requires that the refractive index and thickness of individual layers be
reproducible and of a predetermined value. Lukosz [6] initially reported on
the use of sol-gel films of varying composition and refracive index to prepare
low loss waveguides. In order to prepare these devices one must predetermine
the film properties necessary to achieve the desired spectral response. As
mentioned in the previous illustrations, both the refractive index and
thickness of the sol-gel film are critical to its successful application.
Through experimentation, one must determine if sol-gel processing can produce
the required film reproducibility.

W. Beier [7] presented a technique for measurng film thickness by
determining the substrate's weight gain after applying the sol-gel film. His
accuracy for determining thickness was +/- 20 percent Bel Had• at. al. [8]
used ellipsometry and interference spectra to determine the change in thickness
ano refractive index of titania and zirconia sol-gel films coated on
soda-lime-silica substrates. Sakka et. al. 19) used refractive index data
generated in this manner to estimate the residual porosity of the processed
films. Various other authors have used the previously mentioned and additional
methods for determining the thickness of sol-gel films coated onto silicon or
glass substrates. [10-171

EXPERIMENTAL

S&ntesis and Serne Film Prapeato

Tetraethyl silicate (TEOS) and ttraisopropyl tiante (TIPT) sol-gel
solutions were prehydrolyzed separately. For the silca prepolymer a 1:10:2
molar ratio of TEOS, ethanol and water was used. In the case of the titania
prepolymer TIPT, ethanol, hydrochloric acid (HCI) and water were reacted at
1:11:0.58:1 molar ratio. The TEOS and TIPT prehydrolyzed sot-gels were cooled
to room temperature, their respective volumes measured and the molar
conceneration of each sol-gel calculated. The titania and silica sol-gels were
mixed to prepare the desired titania/silica molar ratios of 40/60, 60/40 and
80/20.
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The desired sol-gel coating concentration was obtained by dilution with
Punctilious ethanol and filtered through Gelman 0.2 micron CR oters attached
to 30 ml luer-lock syringe. The sol-gels were coated onto <100> silicon wafers
using a Headway spin-coater. Coating thickness has previously been shown to be
inversely proportional to the square root of the spin-speed. [18] Spin-speed
and sol-gel concentration studies were performed to determine the coating and
solution conditions necessary to provide films of desired thickness for
accurate ellipsometrc analysis.

The coated films were thermally prQcessed in Fisher 495 Isotemp Ashing
Furnace. The films were heated at 50C to 1500 C, held for 3 minutes and
then heated at a rate of 3YC per minute to 175 0 C and held for 60 minutes.
This initial heating was done immediately after Qoating to prevent film
defects. The final heat treatment consisted of a 5 C per minute ramp to
450oC with a hold for 5 minutes and then a 3uC per minute ramp to 5000 C
and a hold for 60 minutes. The coatings were furnace cooled to room
temperature with the door dosed.

For multi-layer samples, the initial coating was processed to
consolidation at 5000 C as described above. The second coating and subsequent
coatings were spin-coated onto the first or previous layer and then processed
in the same manner. A maximum of 7 layers was deposited and evaluated.

PREPARATION OF SAMPLES FOR TRANSMISSION ELECTRON MICROSCOPY ('EM•

Cross-sections were prepared from all the samples for transmission
electron microscopy examination. The samples were sliced into 1rmm x 3mm
rectangles and six of these pieces were glued together to form a block. The
block was ground and polished from both sides to a final thickness of less
han 50 microns, reinforced with copper aperture grids and ion-milled to

perforation. Transmission electron micrographs were taken to show the
indidual layers in the multilayer samples. Measurements of layer thickness
were determined from the negatives.

Oopal Instrumentation

A Rudolf Auto EL II ellipsometer in a null-seeking configuration, equipped
with a He/Ne laser light source, was used. Reduction of the del, psi data was
accomplished with the McCrackin software package. [19) The reflectance spectra
were taken on a Varlan 2300 spectrohotomater equipped with an integrating
sphere (single beam reflection optics. The model employed to calculate
spectra was the Rouard [20] multilayer description
using the formalism described by Vasicek. [21]

RESULTS AND DISCUSSION

Optical measurements. tr and discussi

The measurement of thin film thicknesses and indices is frequently
performed by ellipsomet, an optical method based on the classical theory of
Drude. [22] The technique involves the measurement of the change in

larization of light reflected from a surface, a typical situation (single
layer on a reflective support) represented schematically in Figure 1.

Drude's equations describing the above system have been extended to
multilayers (Rouard's notation [20?) and absorbing films (Vaslcek [21]). The
above system can be very generally described as shown in the following
equation:

I
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Del and psi in the above equation are the ellpsor quantities
determined by the device and x = p or s corresporrln to the Fresnel reflection
coefficients for the appropriate interfaces (subscnpts 12 indicating that
between layers 1 and 2, etc.). Since r and r ae (in the general case)
complex, the ratio (?.) is complex and r,,aly led b-y computer. in the
usual case for which the index of the incident medium (air, moat commonly) and
the substrate are known, the equations contain three unknowns (the rewa and
imaginary parts of the film index, and the geometric thickness). While del and
psi are independent, the system cannot be fully determined unless one of the
optcaJ parameters (n, k or d) is known indeperndntly. For a nonabsorbing film
(k = 0), therefore, a unique solution of n and d can be deternined. It can be
shown, however, that del, psi are periodically repeated with thickness (the
instrument uses a polaizer/compensator/analyzer combination and any two
azimuths of those components that are 180 degrees apart are optically
indistinguishable). The film thickness (CYC) required to regenerate del/psi
can be calculated from:

2 [2(N2)2 *jn2(#)]I (2)

As a result films of thickness d are optically equivalent to films of thickness

d' where:

d'= d + m*CYC m =1,2,3 ........ (3)

In the absence of an independent method of determining the cycle number
(m) of a thick film, the ellipsometric analysis is limited to film thicknesses
less than one cycle. A number of metrics are available for the determination
of m, however, and the reflectance spectrum has been found quite useful for the

purpose. The process involves comparing the calculated refle spectrum
for the equivalent optical thicknesses (corresponding to the m integers and the
measured index) with the measured spectrum (dispersion of the film and

: substrate indices are commonly Ignoread) The process (essentially a fringe
count method) is illustustrated in Figure 2. The measured spectrum (on ta
left) was obtained for a film on silicon which analyzed elliom as
thickness = 205A, index = 2.168 and cycle = 1592 A. The three computed spectra
on the right correspond to cycles m = 2, 3 and 4. Correlation of the measured
spectrum with that corresponding to m = 3 shows the film of index 2.168 to be
4981 A thick.

Transmission Electron Microscom

A re resentalve transmission electron micrographs of the 74ayer sample
is shown In Figure 3. All the layers in the multilayer samples could be
distinguished in the electron image as the interfaces between the Individual
layers acted as scttrin cntrsfor the electrons, hencejPovidinimg
contrast. Both the thicknesses of te individual layers m the total film
thickness could be obtained from the micrographs. The measurements from TEM
are listed in Table 1, together with the values obtained from the optcal
techniques.

i
I

-- w wl ll II I II I IIml l =4



Ambient: nI

Film: n2, k2, THK

•Substrate: n3, k3

Figure 1. Ellipsometry set-up.
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Figure 2. Comparison of theoretical and actual
reflectance spectra.
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Figure 5. TEM cross-section of crystalline 7- layer
titania/silica film stack processed to 500"C

Table I. Absolute Thickness of Titania/Silica Layers

Number of Lay EllipsometrW_/Reflectivity (A Cross-Section TEM (A)

1 940+/-10 940-+/_-20
3 2670+/-10 2940+/-20
5 4360+/-10 4520+/-20
7 5880+/-10 6220+/-20

The layer thickness measurements from the TEM data were subject to two
major sources of error. The first was the exact magnification of the
micrographs. The magnification range of the TEM had been calibrated using
standard samples, but could still be 5% in error. Secondly, it was not always
possible to determine the exact position of the individual layers in the
muiti-layer samples owing to diffraction effects. This source of error was not
so significant for the total layer thickness measurement as these interfaces
tended to be better defined. A discrepancy will be observed between the sums
of the individual layer thicknesses and the thickness measurements made over
all layers.

For the multi-layer samples, small crystallites were observed to form
during heat-treatment. The presence of these crystallites did not affect the
optical measurements as their average size was less than 2onm.

CONCLUSIONS

A technique that uses both ellipsometry and reflectivity spectroscopy can
be used to determine the absolute film thickness for both amorphous and
crystalline layers accurately. For crystalline films, it was found that the
crystallite size had to be less then 20nm or ellipsometry measurements were not
valid. For films containing larger crystallites, cross-sectional TEM was the
only available technique.
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HETEROMETALLIC ALKOXIDES AS PRECURSORS TO MULTICOMPONENT OXIDES

LILIANE G. HUBERT-PFALZGRAF, RENEE PAPIERNIK, MARIE-CECILE MASSIANI

AND BERNARD SEPTE

Laboratoire de Chimie Mol~culaire, Equipe de Recherche Associde au CNRS, Universitk de

Nice-Sophia Antipolis, Parc Valrose, 06034 Nice, France

ABSTRACT

Lead(H) oxides are involved in various advanced materials. Their high volatility as

compared to that of other elements makes chemical routes to such materials especially

attractive. Various synthetic routes to lead(II) alkoxides have therefore been estimated. They

display a strong tendency to undergo spontaneous condensation reactions, giving oxoalkoxides

Pb 4 0(OR)6 (R = tBu, iPr, Et). Reaction between Pb 4 0(OEt)6 and [Nb(OEt) 512 does not

proceed by simple addition of the alkoxides, but the lead tetranuclear oxoalkoxide is

transformed to a hexanuclear one, Pb6 0 4(OEt) 4 , whose oxo ligands bear Nb(OEt) 5 moieties,

the overall formula being Pb 6 0 4 (OEt)4[Nb(OEt) 5 ]4 1. The stoichiometry between the two

metals corresponds to that of the PNM ceramic, and 
2 0 7

Pb NMR has been used as a tool to

study the reactivity of 1 in the presence of various modifiers and magnesium ethoxide.

INTRODUCTION

Metal alkoxides M(OR)n are versatile molecular precursors of metal oxides Eli. Their

attractive features include a high purity, a large solubility in a variety of solvents and their

ability to lead to homogeneous media for multicomponent oxides such as NASICON, by

forming heterometallic (double) metal alkoxides MM'(OR)n+n,. This property has been

considered as a way to "preform" the final material in solution 121.

Lead(If) oxides are involved in various advanced materials such as superconductors,

dielectric ceramics or photoconductive systems [3]. The high volatility of the lead oxide, as

compared to that of the other elements associated in the formulation of the multicomponent

systems, results in a difficult control in the stoichiometry, and low temperature routes are thus

especially attractive. Thus, an all-alkoxide route allowed the obtaining of the pure

PbNb 2 / 3Mgl/30 3 (PNM) perovskite phase at 700°C (4]. This work gave evidence for the

formation of a heterometallic Pb-Nb alkoxide, although its stoichiometry remained

undetermined.

In this paper we describe the synthesis of Pb6 O4 (OEt)4[Nb(OEt) 514 , whose

stoichiometry corresponds to that of the two metals in the PNM material, and its unequivocal

characterization by an array of techniques: infrared and nuclear magnetic resonance (IH, 
13

C

and 
2 0 7Pb) spectroscopy and single X-Ray diffraction. In addition, the feasibility of

monitoring the complex under different solution environments and studying hydrolysis

reactions has been considered.
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EXPERIMENTAL

All reactions were conducted under inert atmosphere using Schlenk tube techniques.

[Nb(OEt) 5]2 and KNb(OEt)6 were prepared according to the literature [5). 
2 0 7

Pb spectra have

been recorded on solutions (Bruker AM-200 spectrometer) and the chemical shifts are reported

with respect to Pb(N0 3 )2 as an external reference.

RESULTS AND DISCUSSION

Several synthetic routes can be considered for the formation of heterometallic alkoxides;

the most common are the reaction between a metal chloride and a heterometallic alkoxide

based on an alkali metal with formation of a salt and direct reaction between alkoxides (eq. 1):

MCIn + nM'M*(OR)n, ---- M'Cl + M[M"(OR)n'In (1)

As lead(If) alkoxides are scarce, synthesis of a heterometallic alkoxide starting from

lead chloride appeared attractive. However, the reaction between PbCI2 and KNb(OEt)6 in

ethanol in reflux gives mainly unreacted potassium niobium ethoxide, and we therefore turned

to reaction between alkoxides.

Various experimental procedures, starting from chloride PbCl2 , acetate Pb(OAc)2 , and

silylamido Pb[N(SiMe 3 )2 ]2 have been investigated for access to lead(lI) alkoxides. Starting

from the silylamido derivative offers the most selective synthetic route, since the only

byproduct formed is a volatile amine and the reaction can be conducted at low temperature [6].

2Pb[N(SiMe3 )2]2 + 4ROH hexane [Pb(OR) 2 ]2 + 4HN(SiMe 3 )2 R - tBu (2)

However, homoleptic alkoxides Pb(OR) 2 actually display a poor stability with respect to

condensation reactions and formation of oxoalkoxides with loss of dialkyl ether, and this

transformation could be followed in the case of the tertiobutoxide derivatives:

2[Pb(OtBu) 212 ---- Pb4 0(OtBu)6 + tBu2O (3)

Such condensation reactions are favored by the decrease in the bulk of the alkoxo group, and

isopropoxides or ethoxides are no longer stable as Pb(OR)2 species, but only as Pb 4 0(OR)6

oxoalkoxides.

The formation of a Pb-Nb heterometallic species is evidenced by the fact that the

poorly soluble Pb 40(OEt)6 undergoes complete dissolution in toluene or ethanol by addition of

niobium ethoxide Nb(OEt)5 . Cooling down the alcoholic solution offered a crystalline

product, whose infrared spectrum, different from that of the parent alkoxides (Figure 1) and

high solubility even in hydrocarbon such as hexane suggest it to be a heterometallic alkoxide.

Unambiguous characterization was achieved by a single crystal X-ray diffraction

structure determination [7]. These studies established the compound to correspond to

Pb6 0 4(OEt)4[Nb(OEt) 514 1, and Figure 2 represents the lead-niobium oxygen framework. It

should be emphasized that the stoichiometry between the two metals Pb:Nb is 6:4, namely that

which is required by the PNM ceramic, but also that the product obtained does not result from

a simple addition reaction.
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Figure I : Comparison of the infrared spectra Figure 2: Metal-oxygen framework of 1

of the homo- and heterometallic alkoxides

a: Pb4 O(OEt) 4 ; b: Pb 6 0 4 (OEt)4 A 4 ; c: [Nb(OEt)512 = A 2 ;

Indeed, the lead-oxygen core has been reorganized, with transformation of the

tetranuclear oxoalkoxide to a hexanuclear one, as schematically shown in eq. 4:

3/2 Pb 4 0(OEt)6 -- *Pb 6O 4 (OEt) 4 + 5/2 Et 2O (4)

The central lead-oxygen core Pb 6 0 4 (OEt)4 resembles that of Pb6 O 4(OiPr)4 which has

been characterized by X-ray diffraction [8]. The overall heterometallic alkoxide can be

viewed as a complex resulting from the association of Lewis acid, the monomeric niobium

pentaethoxide fragment and the lead(Il) oxoalkoxide Pb 60 4 (OEt)4 via the triply bridging oxide

ligand. Further stabilization is achieved by the doubly bridging ethoxide groups.

Knowledge of the structure of a heterometallic alkoxide related to a material offers the

opportunity to gain additional information concerning its reactivity. Lead displays attractive

NMR characteristics for a metal nucleus (I - 1/2, - 10 times more sensitive than carbon) [9]

and 207pb NMR has therefore been used as a toot to investigate the reactivity of 1 in solution.

In fact, I displays a complex behavior in solution: different molecular species in dynamic

equilibrium were obtained upon its redissolution even in a non polar medium such as toluene

and the 2 0 7 pb(IH) spectra show several singlets (no Pb-Pb coupling was detected) at 289C',

2855 and 2826 ppm. The variation in their relative areas as a function of the molar ratio 1/Nb

as well as of the dilution suggests that the heterometallic alkoxide undergoes dissociatý'•n

reactions upon dissolution. Detection of free niobium pentaethoxide by infrared (rapid

exchange is observed by 'H and 
1 3

C NMR) brings further evidence for dissociation and thus

the formation of Pb6 O4(OR) 6INb(OEt)51n (n <4) species.

The reactivity of 1 has been studied in the presence of various chemical modifiers such

as acetic acid, 2-methoxyethanol and triethanolamine, which are often used during the sol-gel

process to induce or slow down the hydrolysis-polycondensation reaction. These modifiers are

all reactants having hydroxyl functionality, and thus may participate in substitution reactions

-
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involving OR groups. Partial breakdown of the heterometallic species 1 is observed in the

presence of acetic acid (formation of lead acetate, for instance) and 2-methoxyethanol,

although new mixed metal Pb-Nb species are also formed. The potentially tridentate

triethanolamine ligand seems more efficient in maintaining the heterometallic unit. Reactions

of 1 with other alkoxides which may act as competing ligands were estimated with magnesium

ethoxide, which is the derivative required on the way to the PNM ceramic. Infrared spectra

gave evidence for the formation of a Nb-Mg mixed alkoxide, Mg[Nb(OEt) 612 [10]. 20 7
Pb

NMR suggests formation of Pb-Mg species (observed independently by allowing Pb 4 O(OEt)6

to react with Mg(OEt)2 ) as well as terheterometallic Pb-Mg-Nb species. Further studies of the

reaction of 1 are in progress.

It should be emphasized that despite its poor solublity, lead(II) acetate can be easily

solubilized in the presence of niobium pentaethoxide in tetrahydrofurane; however, lead NMR

established that no chemical transformation had occured; no heterometallic Nb-Pb was present,

and the spectrum displayed only the resonance of unreacted Pb(OAc) 2 (2200 ppm).

CONCLUSION

A heterometallic lead(fl)-niobium oxoalkoxide 1 in which the two metals present the

stoichiometry required by the PNM ceramic has been obtained by reaction of Pb 4 0(OEt)6 with

Nb(OEt)$, and characterized by single crystal X-ray diffraction. Lead(II) NMR is useful for

detection of alkoxide complex formation: the increase of the coordination number of the lead

nucleus from 4 in the oxoalkoxide to 6 in the heterometallic complex corresponds to a drastic

high field shift (more than 2000 ppm). 
2 0 7

Pb NMR allows also monitoring of its evolution in

the presence of different chemical modifiers such as acetic acid and triethanolamine as well as

magnesium diethoxide, the alkoxide which is required for its conversion to the PNM material.
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ABSTRACT

Hydrolysis of niobium and tantalum pentaethoxides in ethanol and in the presence of

basic (ammonia, tetramethylammonium hydroxide, di and triethylamine) or acidic (nitric or

hydrochloric acids) additives was investigated. Triethylamine gives monodispersed, small

particles of amorphous M 2 0 5 ,nH 2 0 (M - Nb, Ta). These colloidal suspensions were used to

obtain thin films by spin-coating techniques. The coatings display a thickness of 100-300 nm

and a refractive index around 1.7 . Laser damage tests at 1064 nm wavelength with a pulse

length of 3 ns were carried out on the single layer systems. The threshold values (one-on-

one) are in favor of the Ta2O 5 coatings with an average of 14.5 ±t 2.1 J/cm
2

, by comparison

with 8.3 t 1.6 J/cm2 for the Nb2 0 5 films.

INTRODUCTION

Two methods are commonly used to prepare coatings by the sul-gel process [!1. The

first consists in an application of a precursor solution to a substrate with subsequent

conversion of the precursor to an oxide on the surface; this usually requires water and heat.

The second consists in an application of a colloidal suspension (sol) of a chemically converted

oxide to a substrate with subsequent evaporation of the suspending medium at room

temperature. The first method is in fact the most convenient one in view of the number of

readily available suitable precursors, in contrast to the difficulty in preparing adequate

colloidal oxide suspensions. However, it is now well established that this second method

offers a route to films of much less inteviil stress, which can be easily stackcd. and thus to

antireflection coatings having a higher laser damage resistance than those conventionally

deposited (PVD) (2].

This paper deals with our efforts directed towards the preparation of suitable colloidal

suspy.nsions of niobium and tantalum oxides. The availability of monodispersed M 2 0 5 oxides

shrould also facilitate their various other applications, for instance as high frequency

oscillators, ceramic filters, composite fillers or catalysts (3].

Mat. N... Som. Symp. Proc. Vol. 100. 01,10 Malerials RP.arch Society
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EXPERIMENTAL PROCEDURE

The alkoxides [M(OEt) 5]2 M - Nb, Ta were synthesized according to the literature

and purified by distillation [4].

Hydrolysis of M(OEt) 5 (M - Nb, Ta) in ethanol (0.2 M) was achieved by adding a

similar volume of an ethanol solution of water (8- 40M) and triethylamine (0.019-0.05M.

Vigorous stirring was maintained during the hydrolysis and a fluid, translucent, slightly blue,

stable sol was obtained.

Particle sizes were estimated by sedimentation measurement (> 100 nm) or by

transmission electron microscopy. Single coatings were prepared by spinning aqueous

ethanolic suspensions of M 2 0 5 (containing 43% of oxide) on to 5-cm diameter fused silica

substrates followed by an air-dry. All coatings were deposited at room temperature under

stringently clean conditions. The coating suspensions were filtered through a 0.2 micron

teflon filter before use. One layer at a spin speed of about 1300 rpm for Nb 20 5 and two

layers at 1150 rpm for Ta20 5 , respectively, were required to give coatings with maximum

reflectivity at 1064 nm wavelength.

RESULTS AND DISCUSSION

Metal alkoxides are appropriate metal-organic precursors for high purity oxides (5].

Suitable sols for spin-coating applications should have monodispersed particles, all about the

same size in the size range of 10-30 nm , and with relatively high concentration of oxides

(23%). The choice of niobium and tantalum was motivated by the high refractive index (2.1)

as well as the transparency (up to 250 and 300 nm, respectively) of their dense oxides;

furthermore, the oxides are chemically durable materials. Investigations concerning M 2 0 5

coatings obtained by sol-gel techniques appear limited to tantalum [6].

Hydrolysis experiments were performed on niobium or tantalum pentaethoxides in

ethanol. The liquid nature of these alkoxides is an attractive feature for obtaining high

concentration oxide solutions, while ethanol is a wettable solvent, therefore, no addition of

ionic superfactants was necessary for the coating applications. Obtention of colloidal

suspension supposes the control of 2 types of reactions: the hydrolysis and the

polycondensation" process. A large number of parameters such as the hydrolysis ratio h

([H 2 0]/[M(OR) 5D, the influence of the pH, the presence of acidic (HNO 3 , HCI) or basic

(ammonia, tetramethylammonium hydroxide, di and triethylamine) additives, the presence of

modifiers (acetylacetone) have thus been investigated. The results are summarized in Table I.

The best results were generally obtained with basic additives (although ammonia was

observed to have a destabilization effect (71) and especially with triethylamine which gives

fluid translucent colloidal suspensions stable over several months (Figure I). Acidic additives

such as nitric or hydrochloric acids favor the formation of very small particles and of gels

which display rheological properties convenient for coatings applications over a limited

period of time (I to 3 days in the case of tantalum). It must also be emphasized that despite

I
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similar structures for the two alkoxides and similar electronegativity for niobium and

tantalum, very large differences in the hydrolysis rates are observed. Niobium pentaethoxide

is nearly 8 times more sensitive to hydrolysis than tantalum pentaethoxide.

Table I: Influence of the hydrolysis ratio and the additives of the media

h additive additive/ M(OR) 5  media lparticle size

Nb 2,5 - precipitation lum

5-12 NHi 22-0,5 aggregates 10-500nm
10-100 TMAH 0,2-0,5 blue to white gel 10-1000nm
7-12 HNO3  0,06-10 blue gel 10-200nm

DEA or TEA sol or gel

Ta 20 - precipitation 0.lu m
10 TMAM 0,2 blue gel 5-10nm
10 HNO 3 0,3 blue gel 5-10nm
180-200 TEA- 0,1-0,5 blue Sol 5~nm

TMAH tetramethylammonium hydroxide: TEA triethylamine; DEA ( diethylamine

By contrast with the titanium alkoxides, hydrolysis under forced conditions (large

excess of hot water) led to relatively large (0.5 to lu m), nearly spherical, agglomerated

particles which could not be redispersed with the variety of additives reported in Table 1,
including triethylamine.

Powder XRD patterns show that the oxides formed are always amorphous. Fig. 2

shows the transmission spectrum of a Kb205 coating with maximum reflection at 620 nm;

the refractive index is 1.7 18], the coating is therefore quite porous and also has a low

abrasion resistance against an alcoholic drag-wipe.

1.0. 94 ,
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Fig. I. Diagram showing the aspect of the Fig.2. Transmission spectrum of a Nb 2O 5

medium as a function of ratio monolayer coating

(TEA)/alkoxide and the hydrolysis ratio h

Laser damage threshold measurements conducted on the different HR coatings were

carried out at 1064 nm with single shot pulses (I-on-I) of 3 nas. The results are summarized

in Figure 3, and are clearly in favor of the Ta20 5 coatings with an average of 14.5 t 2.1

' .. .. .. . .... . . I.... ,1, II, •
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J/cmz by comparison with 8.3 1 1.6 J/cm2 for Nb2 O5. These thresholds compare well with

the values obtained for other single layer systems such as A120 3 ,nH2O, Si0 2 or Th0 2 (91.

U 00 VeJage - 14.5 ± 2.1 2./CM
2

SNb205 euerage - .3 t 1.6 J/Cm
2

Z2-

0 2 4 6 8 10 12 14 16 is 20
Damage threshold J/CM

2

1064 nm - Us6

!i-on- I irradiation: S shots In PRIF modte at the soine fluetsce. PRF -5 sec / S - I10.

Fig. 3: Laser damage threshold (i/cm 2 ) measurements on niobium and tantalum oxide

coatings.

Attempts to obtain multilayers were limited by peeling problems which occurred

after four to five M 20 5 -SiO 2 pairs, probably as a result of stress in stacking (7-8 pairs are

required to achieve a 99 % reflectivity).

CONCLUSIONS

Stable colloidal suspensions of amorphous niobium and tantalum oxides could be

obtained by hydrolysis of the pentaethoxides in ethanol and in the presence of triethylamine.

These sols were used for the obtaining of coatings on SiO2 wafers via spin-coating

techniques. Ta2O5 layers display interesting laser damage threshold values (14.5 ± 2.1

i/cm2).

This work was performed under grant CEA-1879, and financial support is gratefully

acknowledged.
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MICROWAVE PROCESSING OF SOL-GEL DERIVED POTASSIUM NIOBATE

Z. Fathi, L Abmad and D.E. Clark, University of Florida

I ABSTRACT

Microwave energy has been used in a novel processing method. The
relationship between processing, structure and properties of sol-gel-derived
potassium niobate sol as well as thin films has been investigated. A comparison
has been established between microwave and conventional heating for drying,
calcining and crystallizing sol-gel-derived samples. Structural and phase changes
were monitored by thermogravimetric analysis (TGA). differential thermal analysis
(DTA) and x-ray diffraction (XRD).

II INTRODUCTION

Microwave energy is under evaluation as an alternative means of producing
an array of ceramic products. The process consists of a conversion of microwave
radiation into heat. The material itself is the source of heat which is
generated by the dissipating microwave energy in the body. The origin of heating
lies in the ability of the electric field to polarize charges in materials and
the inability of these polarizations to follow extremely rapid reversals of the
electric field. In addition to these polarization effects, there are direct
conduction effects due to redistribution of charged particles under the influence
of the externally applied electric field.

It has been reported that temperatures and times have been reduced in
processing superconducting ceramics [1 ] using microwave energy. Potassium niobate
has a higher electro-optic coefficient than lithium niobate. Therefore, lowering
the processing temperatures and heating times of this material would be of
extreme interest.

The main goal of this study was to investigate the variation of several
processing parameters namely times, power levels and temperatures, on sol-gel-
derived potassium niobate. One sol-gel system (the ethoxides) was selected for
preparing the KNbO3 sol and thin film samples. This system is suitable for
microwave drying and sintering studies of potassium niobate.

III EXPERIMENTAL APPROACH

(a) MATERIALS

The sol-gel-derived samples were prepared by using niobium and potassium
ethoxide precursors. Each precursor was diluted with ethanol and mixed to 1:1
molar ratio of potassium and niobium. This mixture was hydrolyzed with water at
the ratio of H2 0/alkoxide - 1.75. Figure 1 Is a process flow diagram of the
sol-gel process used In this study.

The gel samples were obtained by separating the gels from the liquid phase
by filtration. The sol-gel-derived thin films were prepared by spin-coating on
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Figure 1. Schematic of the sol gel process.

fused-silica substrates. The substrates were spun at 2500 rpm for 20 sec.

(b) MICROWAVE SET UP

Drying and calcining were performed in the microwave set up shown in
Figure 2. The sample was placed in an insulating material lined with a microwave
susceptor. This is referred to as microwave hybrid heating because the microwave
heats the susceptor which, in turn, heats the sample. The microwaves also
interact with the sample. Altering the amount of susceptor material allows for
for variation of the duty cycle of microwave power while still maintaining the
same temperature. This provides a means of investigating the effects of the power
level on crystallization of various phases. The temperature of the substrate is
monitored by a shielded K-type thermocouple. It has been shown that hybrid
heating results in much more uniform heating (2,31. We have assumed that the
substrate and the thin film are at the same temperature.

IV RESULTS AND DISCUSSIONS

(a) GEL

The gel derived from the filtration step described earlier has a different
stoichiometry than the liquid phase due to the differences between the solubility
of potassium and niobium (4].

In order to select the most appropriate process conditions, TGA and DTA
analyses were performed in air up to 1000"C as shown in Figure 3. The DTA curve
exhibits an endothermic peak at 100"C that corresponds to the removal of water
and ethanol from the Sel. Strong and broad exothermic peaks were detected at
approximately 550"C. These peaks correspond to organic burnout and low
temperature crystallization of the gel. Weak exothermic peaks, observed at higher
temperatures, appear to be due to the porovskite crystallization and a phase
transition. No detailed investigation has been done in this regard. The TCA shows
a weight loss up to 200C followed by another loss at around 550"C. A subsequent
step was to draw a comparison between microwave hybrid heating and conventional
heating in the area of drying and calcining

4'
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Figure 2. Microwave set up for drying and calcining.
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Figure 3. TGA, DTA give information about structural changes during heating.

Microwave heating shortened significantly the times for dehydration
(drying) and organic burnout (calcining). Table 1 shows that dehydration and
organic decomposition by microwave heating took 22.5 minutes at 100C. RemovalI, of organics by microwave took 85 minutes at 550C. On the other hand,
conventional processing required 24 hours at 80C and 12.5 hours at 550"C for the

completion of drying and calcining. Thus, microwave heating reduces time and saves
energy.

i4~
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CONVENTIONAL HEATING MICROWAVE HEATING

Time T*C Time

Drying 24 h 80 Drying 22.5 min 100

Calaln.ng 12.5h 5W0 Craalni8g min 550

Table l.Comparison between the two processing procedures with regard to drying
and calcining.

The XRD pattern (Figure 4) of gel samples heated at 550*C with 670 duty
cycle (DC) and at 600°C with 800 DC under 800W incident power illustrate well-
crystallized KNbO3. The samples also exhibit a small fraction of KNb 601 7 [5]. The
differences caused by gel filtration permit the formation of this phase.
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Figure 4. Illustration of full crystallization in the case of gel samples heat
treated at 550'C and 600"C (* indicates the KNb 6O1, phase)

(b) FILMS

Three thin films were identically prepared and each subjected to a
different heat treatment above the crystallization temperature. The molarity of
the solution prior to spin-coating was 0.4 mol/l. Three layers *ere deposited
on the fused silica substrates with the casting parameter discussed previously.
The thickness of the films was approximately 2500A. The duty cycle was a
variable parameter that allowed the investigation of microwave energy interaction
with the samples.

Sample (a) was conventionally heated from room temperature to 6501C. It was
transfered to the microwave oven where it was held at 650"C for 60 min at 17% DC
of an 800W incident power. Sample (b) was similarly taken to 650"C but kept at
that temperature by hybrid heating at 70% DC of the same incident power. Sample
(c) was subjected to a different initial heat treatment. It was taken to 650"C
by microwave hybrid heating. The temperature was maintained in the microwave for

I
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60 mnn at 700 power level.
Processing of coatings showed unexpected results. The examination of these

samples by XRD showed poor crystallization and the pronounced peaks were not
those of KiObO, as was the case of gel samples heat treated at 650"C. Instead,
peaks of C4 Nb,0 1 7 -3H2 0 along with KNb#0,17 were observed.

In the case of thin films. the increase of surface area along with the
interactions occurring between the sol and the substrate are believed to be the
cause of the departure from the 1E0 3 phase. We believe that these substrate
effects prohibit the KhbO3 crystallization, but allow K&lb 6 02, crystallization.
Exposure of the films to moisture induces a subsequent transformation of K4Nb,01,
to those of &NbG0 17- 3H20.

Microwave heating enhanced the crystallization of the phase that was
favored by thermodynamics. As shown in Figure Sa and 5h, the samples that were
subjected to the same kind of heat treatment with different duty cycles exhibited
more crystallization in the case of higher power levels. The examination of the
XRD pattern of sample (c), microwave hybrid heated from the initial state at room
temperature to the end of the heat treatment, shows even more crystallization
than sample (b) which was subjected to the same duty cycle during calcining.
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Figure 5a. 5b. 5c. The lED patterns of thin films (a), (b) and (c) are shown.
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V Summary

Microwave energy has been used for processing potassium niobate. Several

processing parameters were investigated under this new approach. Microwave
heating shortened significantly the times for dehydration and organic burnout in
gel samples. The XRD pattern of the gel sample heated at 550"C exhibited well-
crystallized KNbO, and a small amount of k4Nb5O17 . On the other hand, sol-gel
derived thin films of potassium niobate showed different results. The present
phases were K4 Nb 4OI7 -3H20 and K4Nb 6 O17 . Microwave energy appears to enhance the
crystallization of these phases.
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DIELECTRIC CHARACTERIZATION OF POLYCERAM FILMS

G. Teowee, J.M. Boulton, H.H. Fox, A. Koussa, T. Gudgel
and D.R. Uhlmann

Department of Materials Science and Engineering,
University of Arizona, Tucson, AZ 85721.

ABSTRACT

Polycerams are an emergent class of hybrid, multifunctional
materials which combine the properties of organic and inorganic
materials. Films have been prepared from silicon alkoxides and
reactive, functionalized polymers such as triethoxysilyl
modified polybutadiene (MPBD), (N-triethoxysilylpropyl)O-
polyethylene oxide urethane (MPEOU) and trimethoxysilylpropyl
substituted polyethyleneimine (MPEI). Characterization of
dielectric constant and tan 6 of the films has been carried out
over a range of frequency from 500 Hz to 100 kHz; and the
results are used to consider the potential of Polycerams as
dielectric materials.

INTRODUCTION

Many desirable properties can be obtained by incorporating
organic polymers in inorganic gels. In particular, the unique
drying behavior of Polycerams allows the simple fabrication of
monoliths and thick films without the cracking problems
associated with conventional sol-gel derived alkoxide gels. A
wide range of synthetic routes can be used to prepare these
materials [1,2 e.g.]. One attractive method, which was chosen in
this work, is to incorporate reactive functionalized polymers
into the forming gel network. Previous examples of reactive
polymers include silanol terminated polydimethylsiloxanes [3,4,
e.g.] and triethoxysilyl terminated polytetramethylene oxide
(5]. Schmidt has reported a dielectric constant of
approximately 2-3 and a surface resistivity of 10160 for
organically modified coatings [6,7]; however, no other
electrical characterization of Polycerams has been published.

EXPERIMENTAL

Details of precursor materials can be found in an
accompanying paper (8].

In initial experiments for MPBD [triethoxysilyl
modified 1,2- polybutadiene] and MPEOU ((N-triethoxysilylpropyl)
0-polyethylene oxide urethane] -modifiee silica,
tetramethoxysilane (TMOS) was directly hydrolyzed with H20
resulting in an exothermic reaction and the formation of a clear
solution. The water was acidified to 0.15M HCl, and a molar
ratio of 1 TMOS: 4 H20 was used. The solution was stirred at
room temperature for 10 min and the polymer was added in THF (I
g TMOS: 6 ml THF) to give a wgt ratio of 2 TKOS: I polymer. The
resulting solution was stirred for 30 min prior to coating.
This reaction scheme was unsuitable for MPEI
(thriethoxysilylpropyl substituted polyethyleneinine], as the
basic polymer solution (pH 9.4) resulted in rapid gelation.
Therefore tetraethoxysilane (TEOS) was hydrolyzed with 0.15M HCl
at a molar ratio of 1 TEOS: 2 H20 in THF (1 g TEOS: 4.38 ml THF).
The solution was refluxed for 15 mine and cooled; polymer was
added and then directly used for coating.
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Coatings of each solution were applied to Pt-coated Si
substrates at 2000 rpm for 20 sacs. Films of neat polymer and
silica were prepared by similar methods. The substrates were
fabricated by sputtering Pt for 10 mine at 200 watt RF power
under 20 m Torr Ar pressure onto oxidized Si wafers, resulting
in films 1700k thick. These were annealed for 30 mins at 700C.
Coatings were dried at 50C for 24 hrs prior to electrical
characterization. After drying, Pt dots with radius of about
0.70 am were sputtered onto the coating using a shadow mask.

In the second set of experiments, the effects of the THOS:
PBD ratio on dielectric properties were determined. Coating
solutions were prepared as above, except the solutions were
refluxed for 30 mins prior to coating at various speeds for 20
sacs Si wafers were also coated for FTIR analysis.

Capacitance and dissipation factor (tan 6) measurements
were obtained in a shielded probe station under flowing dry N2
gas using an HP 4192A impedance analyzer, controlled via GPIB
from a personal computer. The signal amplitude was 0.005 V rms,
while the frequency range was from 500 Hz to 100 kHz (the limit
of the test fixture).

RESULTS AND DISCUSSION

In determining SiO2 : polymer volume ratios, the following
densities of the various components were taken: SiC2, 2.05
g/cm3; MPBD, 0.90 g/cm3 ; MPEI, 0.91 g/cM3 and MPEOU, 1.13 g/cm3 .
The skeletal density of sol-gel derived SiC2 , prepared under
acidic catalysis conditions, is taken from Ref 9. Results are
tabulated in Tables 1 and 2.

TABLE 1

Polymer THOS: TEOS: Si02 : Volume %
polymer wgt polymer wgt polymer wgt polymer
ratio ratio ratio

KPBD 2:1 -- 0.7895:1 74.3

MPEOU 2:1 -- 0.7895:1 69.7

MPEI -- 2.737:1 0.7895:1 74.0

TABLE 2

TMOS:MPBD SiO2 :MPBD wgt ratio Volume % polyer
wgt ratio

2:1 0.7895:1 74.3

2.67:1 1.0527:1 68.4

4:1 1.5790:1 59.1

PTIR was used to monitor drying of MPBD based Polyceram
films on Si wafers. The coatings were heated at various
temperatures using the schedule: room temperature, 24 hrs;
heating temperature, 24 hra; heating temperature, 24 hre under
vacuum (23.4 um Hg). The results presented in Fig. 1 show that
a 100C treatment in vacuum is necessary to dry the films.

I
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Figure 1. Infrared absorption for PBD based Polycerams dried
under vacuum at room temperature, 50, 75, and 100C.

Data on dielectric constant and tan 6 at 10 kHz and 0.005
V rms signal level for the different Polyceram films are
presented in Table 3.

_____________T_ !1L3 3

Polyceram system Dielectric constant Tan 6

74.3 vol% MPBD 4.4 0.02

74.0 vol% MPEI 7.2 0.06

69.7 vol% NPEOU 7.8 0.16

Among the modified polymers, MPEOU is the most polar while
MPBD is non-polar. Furthermore, mPEOU is conjugated,
contributing an added polarizability arising from electron
delocalization within the molecule. Hence it is to be expected,
as reflected in Table 3, that the MPEOU film has the highest
dielectric constant while the MPBD film has the lowest value.

Three compositions of MPBD films were investigated
with different relative amounts of TMOS and MPBD. They all
exhibit a similar dielectric constant (w5.7) and tan 8 (3O.04),
as can be seen in Table 4.

I
I
I
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T!BLr 4

Volume % PBD Er at 10 kHz, Tan 6 at Calculated
0.005 V rme 10 kHz, Er from

0.005 V ras end
members

59.1 5.7 0.03 6.9

68.4 5.7 0.05 6.0

74.3 5.8 0.03 5.3

Note that the values of Er shown in Table 4 (5.7) are
notably higher than the value for the MPBD-based films presented
in Table 3 (4.4). This difference very likely reflects the
difference in film thickness and process conditions used to
prepare the films. Such variations are deserving of further
exploration, which is presently underway.

The dielectric properties of neat Si02 and MPBD films at 10
kHz and 0.005 V rms signal level which have been annealed at
100C under vacuum for 48 hrs are tabulated in Table 5.

Table S

Film Dielectric Constant

TEOS-derived S102 13.0

[TeOS-derived SiO2 13.0

neat MPBD 2.7

Assuming for simplicity that the dielectric constant of the
Polyceram reflects the volume fractions of the constituents and
using the end-member values in Table 5, the calculated
dielectric constants for the MPBD Polycerams shown in Table 4
were obtained.

There is a strong increase in tan 6 at low frequencies for
the Polyceram films (Fig. 2 ). Such behavior can be attributed
to dc conduction since there is no strong dispersion in
dielectric constant, which would be present in the case of
relaxation [10]. To investigate the nature of the charge
carriers within the film, capacitance vs. applied bias
measurements were taken. If ionic impurities were present, then
peaks or hysterisis would be expected. Fig. 3 shows a straight
line, howrver; and hence the conduction is assumed to be
electronic in nature.

The dielectric constants obtained for the MPBD-based
Polyceram films lie between values for the end-members, MPBD and
SiO2, and are reasonably predicted by a simple volume fraction
additive relation. In detail, the measured Er's vary less with
composition than predicted by the simple relation.

I



411

Figure 2. 2 TMOS: 1 MPBD Film Figure 3. For 4 TMOS:l MPBD
at 0.005 VM Film at 1 KHZ, 0.005 Vw
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More generally, the dielectric constants of about 13
obtained for TEOS- and THOS-derived films which had been vacuum
dried at 100C appear to limit the &bility to obtain Polyceram
films with exceptionally low dielectric constants (assuming
reasonable fractions of the inorganic constituent and TMOS/TEOS
as precursors for that constituent). In this light, the low Er
values reported by Schmidt are all the more interesting.

Beyond this, it is clear from the present results that it
is possible -- by control of chemistry and process conditions --
to vary the dielectric constants of Polyceram films over a wide
range. Such films offer improved adhesion to inorganic surfaces
and better abrasion resistance compared with polymer films (as
observed here for RPBD-based films on platinized surfaces).

CONCLUSIONS

XPBD-based Polyceram films with polymer volume % content
from 59.1 to 74.3 have been prepared; their dielectric
constants and tan 6's are about 5.7 and 0.03 respectively. The
E, values are in the range predicted by the volume fractions from
the 'r's of the end members. By varying the chemistry and
process conditions, E, can be varied over a considerable range.
Finally, the relatively high value of Er for vacuum-dried THOS-
or TROS-derived films sets limits to thi Z,5' which can be
obtained for Polycerams using these precursors.
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SOL-GEL THIN FILM ELECTRONIC PROPERTIES
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ABSTRACT

We have explored the effects of various processing parameters on the dielectric and

electronic integrity of sol-gel derived silicate thin films and have identified several factors

that strongly affect the thin film electronic properties. We find that sol-gel dielectrics can

exhibit excellent dielectric integrity: viz., low interface trap densities and fairly good

insulating properties approaching those of a thermally grown Si02 film on Si.

INTRODUCTION

Silicon dioxide thin films are extensively used in microelectronic devices as the gate

and field oxides in metal-oxide-semiconductor-field-effect-transistors (MOSFETs),

passivation layers, diffusion and oxidation barriers, and scratch resistant coatings.

Currently, thermally grown silicon dioxide films on silicon (typical growth temperatures

range from 800°C to 1 100C) are the best insulators and exhibit the lowest interface trap

densities; they are the heart and soul of modern day microelectronic devices and are the

standard by which other dielectrics are judged. In recent years; however, there has been a

considerable amount of interest in the development of lower temperature/shorter time

dielectric deposition schemes.[1-4) Some applications include rn-V compound

semaconductor MOSFET p essing as well as primary dielectrics for thin film transistors.

In this study we have explored the electronic and physical properties of sol-gel-

derived silicate thin films on silicon. We have investigated how various processing

parameters affect the dielectric integrity of the silicate films on silicon and have identified

several facton that affect the electromic properies of the silicate gel thin films. We find that

(1) the water to silicon alkouide ratio strongly affects both the film's electronic and physical

properies (2) the films properties are relatively indepeent of the annealing ambient and

(3) a rather short (5 min.) anneal time at T>8000C is necessny to obtain sufficient

insulating propertde Our resuls illustre that aol-gel thin films on silicon can be of high

quality, they exhibit low interbe tra densitie and firly good nlat"g propeirtie
indicating that mcl-el oxides may be potendally useful wt the microelectrolca vonmuunity.
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EXPERIMENTAL DETAILS

The solutions used in this study were prepared using silicon alkoxides,
Si(OC2 H5 )4 , as molecular precursors to SiO2 . In alcohol/water solutions the alkoxide is

hydrolyzed and condensed to form Si-O-Si bonas as shown by the following net reaction.
n Si(OC2Hs)4 + 2n H120 -4 n SiO2 + 4n (C2HSOH)

Many factors influence the structure of the inorganic polymers. The most important

are the water to alkoxide ratio, pH, and aging conditions [5-91 of the initial solutions. Film

porosity is largely determined by the polymer structure. For example, weakly branched

species are fairly compliant and form denser oxides; however, highly crosslinked polymers

resist the compressive forces of surface tension during drying, leading to larger pores that

are only removed at higher temperatures by sintering.
The sol-gel solutions were prepared with varying water to silicon alkoxide ratios;

the ratios investigated were 2.5, 5.0, 7.5. 10.0, 12.5, 15.0 and 20.0 to 1. Further details
regarding solution preparation can be found in reference S. The solutions were deposited

on n-type (100) Si substrates with resistivities of 1-10 L-cm. Prior to film deposition the

substrates were cleaned using a standard RCA procedure. The substrates were then

immediately coated using either a dip coating apparatus or a commercial spinner. After

deposition, the thin porous silicate layers were heat treated in air at 80C to help burn off

some of the residual organics and adsorbed water, followed by an anneal at higher

temperatures in either an argon, air, or oxygen ambient. The annealing temperatures

investigated were 500, 650, 725, 800, 900, and 10000 C. After the anneal Al was

deposited on the films using an electron beam evaporator and a standard post-meallization
anneal (5% H2/95% N2) at 400°C for 30 min. was performed.

Two factors that degrade MOSFET performance are interface traps at the silicon-

oxide interface and large leakage currents through the dielectric. To evaluate the interface

trap densities MOS high frequency (1MHz) and quasi-static CV measurements were

performed. The mid-gap interface trap densities were calculated using the Terman (10l and

combined Hfigh-Low [III frequency methods.
The breakdown strengths (the electric field at which substantial leakage currents

flow through the oxide) were evaluated using a corona discharge apparatus [12). The
corona ions charge the films surface. By measuring the potential across the film's surface

using a Kelvin probe and and electrostatic voltmeter several minutes after charging, we

evaluate an arbitrarily defined breakdown field corresponding to a current density of

-lOxl0o1 0 A/cm2 .

The etch rate experiments were performed using a buffered HF solution which

etches a thermal oxide at - 1 A/sec. (Mare porous oxides exhibit faster etch rates, for
example. air pressure chemical vapor deposited S102 films esch S times faster than thermal

oxides [131.)
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Refractive index experiments were made using a Rudolf Auto-ELIV ellipsometer.

Again higher refractive indicies are generally indicitive of a denser oxide [141. For

comparions the refractive index of a thermal oxide was measured to be 1.461±0.002.

RESULTS

In Figure I we illustrate the breakdown strength and etch raw of a silicate thin film

prepared using solutions with different water to silicon alkoxide ratios. The solution's

water to silicon alkoxide ratio strongly affects the insulating properties (and density) of the

thin films. Figure 2 further demonstrates the effect of the water to silicon alkoxide ratio (r)

on the refractive index of the films. When r is between 10 to 15:1, the film's refractive

index (and density) is about maximized. The refractive index measurements correlate

extremely well with the breakdown strength and etch rat of Fig. 1. At very low (<5:1) or

very high (> 15:1) ratios the films properties are significantly degraded. The results, of the

films prepared using solutions with lower water to silicon alkoxide ratios, came as a

surprise. It is fairly well documented that bulk monolithic silicates prepared using

solutions with low r values form more weakly branched polymers [9,151; these species are

quite compliant and during drying form denser oxides with small pores that collapse at

lower temperatures via viscous sintering. Highly crosslinked polymers (formed at higher r

values) are sufficiently stiff to resist the compressive forces of surface tension during

drying; leading to larger pore sizes that sinmr at higher temperatres.
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However, in this thin film study we find (1) that films prepared using solutions
with low r values (r 5 7.5:1) are more porous dielectrics (lower refractive indicies, lower
breakdown strengths and faster etch rates), (2) films prepared with intermediate water ratio
solutions (-10:1 to -15:1) are the densest oxides and (3) films prepared using solutions
with ratios r a 15:1 tend to again become porous. A possible explanation for our results

may be provided by the work of Hurd et. al [16,17]; who observed the drying front of a dip
coated film using imaging ellipsometry. Their results [171 on water alcohol mixtures

demonstrate that during dip coating, water becomes concentrated near the drying line.
Since all our solutions contain excess water (r > 2 according to eqn. 1), and since water has
about a factor of three greater surface tension than alcohol, the capillary pressure exerted on
the solid phase at the final stage of drying is larger for greater water to alkoxide ratio.

Our work strongly suggests that it is this additional "compacting" force in the films

prepared using solutions with r values between 10 and 15 that leads to higher densities,
smaller pores and lower sintering temperatures. However larger r values (> 15) apparently

promote aging leading to much stiffer structures that resist collapse by the additional
capillary pressure. This would explain the increase in porosity of the films prepared using

the highest water ratios. These results strongly demonstrate that the polymer structure and
deposition conditions affect the thin film properties and furthermore illustrate that one may
employ dffe t water to silicon alkoxide ratios to tailor the refractive index.

Figure 3 illustrates some of our CV measurements for a sol-gel thin film annealed at
8000C for 5 mrin in an argon ambient using a water to silicon alkoxide ratio of 12.5:1.
Curves 3(a) and 3(b) are vica high frequency and and quasi-static CV curves for sol-gel

films on silicon annealed at T?725*C in M ambient as long as the water to alkoxide ratio
is between 10:1 and 15:1. The mid-gap interface trap densities are always quite low

(-8 x10 10 cm72 ev'l); the films exhibit strong accumulation and inversion characteristics,
and there is very little fixed 'net charge in the dielectric. (All an indication of a fairly high
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quality dielectric.) Figure 4 illustrates that the mid-gap interface trap densities are quite low
(-8 x1Ot10 cnr2 ev-1) for. various anneal temperaure in an aX=g ambient. We believe that
we are =~ growing a thermnal oxide in the argon ambient. (For comparison we neasure the
mid-gap interface trap density of a high quality thermal oxide to be -'2 X1010 crn-2 CV-1 the

detection limtit of our apparatus. Interface trap densities :g 1010 c~n 2 eW-1 ar typical for
high quality thermally grown SiO2 films on silicon after a forming gas or post-metallization

anneaL)

1.6

0.6

0A.4

700 750 88 M 00 980 100
Asma Tomperamue

Figint 4 Mid-gap interface tra densdes of fth siliat gl thin finbs on silcon
annealed at different temperatures. All anneals we per modein argon for 5 man. The
film wepre pmpred using solutions with a 12.5:1 wmyln at sfficon alkoxie ratio.

The breakdown strengths and etch raMe of silicate gel thin films vs anneal time is
illustrated in Figure S. As demonstrate mn Fig. 5 only a relatvely shurt anneal tum (5
mini.) is needed to optimize the files properties; longer anneal times did not generally
improv the films properties. This observation may be of considerable interest in
applications involving substrte that can withstand high temperatures for only short times.
A Sol-gel derived thin film would be a viable candidate. (Th films illustrte in Fig. 5
were all annealed. in an argon ambient. The film thicknesses afte annealing for 5, 15 or 30
mini. were all identical (± 4A). This is again consistent with the notion that we are not
growingm thermnal oxIdo (it is conceivable that som of the adsorbed warne in the films
racta at the silconsilcon dioxilde inteface forming a- ZU snali thermal oxide, iLe,, a few
angatron at most.)0
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Figure 5 Breakdown strengt and etch m-c of aol-gel thin films on silicon annealed for
different tines in an argon ambient at 90PC. The solutions water to silicon alkoxide rawi
was 12.5:1

In Figure 6 we shown the coroina current density vs. electric field measurements for
the silicate gel films annealed in argon at various temperatures. (The results are compared
to a thermal oxide.) As shown, the films annealed at T'a8O00 C exhibit fairly good
insulating properties. The sol-gel films annealed at 9000C and 10000C for 5 mini. are nearly
identical to a thermal oxide.

Though all of the results discussed in this paper are for films annealed in an argon
ambient, very similar results were also obtained for films annealed in an air or 02 ambient.

The fim's properties are relatively independent of the annealing ambient.
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OBSERVATIONS AND CONCLUSIONS

In summary we have been able to fabricate sol-gel silicate thin films on silicon of

high quality. By varying some processing parameters we have been able to provide insight

into fabricating silicate gel films of high dielectric integrity. We find (1) that the sol-gel
properties are strongly affected by the water to silicon alkoxide ratio, (2) the films's

properties are independent of annealing ambient and (3) that a relatively short anneal (5

min.) at T>800C is needed to obtain sufficient densification and insulating properties.
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SOL-GEL SYNTHESIS OF LEAD TITANATE FIBRES FOR USE IN THE
FABRICATION OF PIEZOCERAIIC-POLYMER COMPOSITES

H. JANUSSON, C.E. MILLAR and S.J. MILNE
Division of Ceramics, School of Materials,
The University of Leeds, Leeds LS2 9JT, U.K.

ABSTRACT

Lead titanate fibres for use in piezoceramic-polymer composites have
been prepared by extrusion of polymeric gels. The gels are formed from
solutions of lead acetate, titanium Isopropoxide and 2-methoxyethanol. The
concentration of the solution, and amount of water and acid added, proved to
have a strong influence on the suitability of the gel for extrusion purposes.
The drying and firing conditions have been altered to obtain dense, fully
crystalline PbTiO3 fibres of 100 pm diameter.

INTRODUCTION

A range of piezoceramic-polymer composites hayt •qen designed for device
applications such as sonar and medical diagnosticsL ',. The polymer phase
lowers density and permittivity and increases the elastic compliance of the
composite relative to a single phase ceramic.

Composite systems based on unmodified PbT1O 3 are of interest because of
their applications in hydrophones. The piezoelectric coefficients of un-
modified PbTiO3 lead to high hydrostatic voltage sensitivity, and the hydro-
static respFnjq can be further enhanced by fabricating highly anisotropic
structuresL , . In this context piezoceramic-polymer composites comprising
fibres of unmodified PbTiO3 offer major benefits. By aligning the fibres
anisotropic so-called 1-3 composites ran be prepared. The numeric notation
relates to the ilatial arrangement or 'connectivity' of the ceramic and
polymer phases.-J. This has a strong bearing on piezoelectric and mechanical
properties. In the example quoted the fibres extend in 1-dimension and the
polymer is continuous in 3-dimensions.

Reports in the literature indicate that fibrous unmodified PbTiO3 can be
prepared by hydrothermal reaction of appropriate inorganic salts The
diamet g of the fibres produced are either in the range 1-10 pnmt4] or 0.1-
0.2 pmLri depending on the conditions employed.

We have studied metallo-organic sol-gel routes based on lead acetate and
titanium tetraisopropoxide to form gels which may be extruded into PbTiO3

fibres. The conditions employed for gel and fibre production are now reported
together with information on microstructures of composites prepared by
combining the fibres with an epoxy resin.

EXPERIMENTAL

Gels were formed by the hydrolysis and condensation of refluxed
solutions of Pb QCCH3 ) 2, Ti(OC3 H7 ) 4 and methoxyethanol solvent,
CH3 OCH2 C-2 OH[ 6 'J. After refluxing, water and nitric acid were added to
produce a 0.5 M solution of Pb/Ti with a water and acid concentration of
0.75 M and 0.002 M respectively. The gels were piston extruded through
either -,650 Pm or -,250 pm diameter orifices. The fibres were then dried
and fired to convert to PbTiO . Hot stage microscopy was used to monitor
crack formation during thermal conversion to the oxide. The decomposition
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process was examined with the aid of thermogravimetric (TGA) and differential
thermal (DTA) analysis. X-ray diffraction was used to follow the crystallis-
ation of the fibres as a function of temperature.

For composite manufacture, an epoxy resin was used as the matrix. The
polymer was impregnated into a 'random' arrangement of fibres, and cured at
60'C. Microstructures of the resulting composites were examined using
optical microscopy.

RESULTS
The extrusion conditions employed yielded either 150 pm diameter fibres

of circular cross-section or -100 pm diameter fibres of irregular profile.
All thicknesses quoted refer to the diameter of fibres after firing at
elevated temperatures; the lateral shrinkage during firing was -25% of
the diameter of the as-dried fibres.

Results are presented for three different drying methods:
i) drying at room temperature

ii) freeze-drying
iii) drying at -125°C.

Extruded fibres, after drying in air, were invariably warped and cracked,
Fig. 1. Freeze-drying also led to extensive cracking in each type of fibre.
However by transferring extruded fibres directly to an oven at -125°C
cracking could be avoided in the 100 pm diameter fibres, Fig. 2a. Though
cracking was reduced in the other, 150 pm diameter, fibres, a few isolated
cracks were still observed, Fig. 2b. The integrity of the former sample was
retained after firing at 500°C to convert the gel to the oxide. However the
150 pm diameter fibres exhibited further cracking during firing, the majority
of which occurred between 200-250°C. This temperature range corresponds to
the first combustion step identified in DTA/TGA experiments, Fig. 3. In the
case of the 100 pm diameter samples, crack-free crystalline PbTi0 3 fibres
were obtained after firing at > 5000C for I hour, Fig. 4.

The reduced tendency for cracking in the ribbed 100 pm diameter
fibres, as compared to the 150 pm fibres, may be explained by the increased
surface area/volume ratio of the former. This arises from their smaller
overall diameter and their irregular 'ribbed' surface profile, Fig. 2a.
Together these factors facilitate the elimination of volatile decomposition
products, thereby reducing drying and shrinkage stresses, making possible

Figure 1
Scanning electron micrograph of
an air dried fibre; bar
represents 30 pm.
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(a) (b)

Sicanning electron micrographs of (a) 100 pm diameter ribbed PbTI0 3 fibres
dried at 125°C (and fired at 7000C); (b) a 150 pm diameter PbTiO3 fibre
dried at 125 0C (and fired at 700%C). Bar represents 30 pm.

( 0 all)

0 0 0 4 "- 20 30 40 so 60

Temp (0 C) 20)

Figure 3 Figure 4

Differential thermal and X-ray diffraction trace of
thermogravimetric analysis of extruded PbTiO3 fibres fired at 520'C.
fibres: heating rate 5°C/miln. The unassigned peak at 28.80 29

disappeared on firing at higher
temperatures.

Microstructure of a PbTiO3 fibre-
polymer composite. Bar represents200O pm.
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the synthesis of crack-free fibres of unmodified PbTi0 3 .
The 100 pm fibres were subsequently used in the fabrication of polymer

composites. The arrangement of the fibres within the polymer matrix is
illustrated in Fig. 5.

It is intended to modify the forming process so as to align the fibres
to produce anisotropic structures, and to maximise the volume fraction of
the ceramic phase within the composite.
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IMICROSTRUCTURAL EVOLUTION OF T1O2 SOL-CEL THIN FILMS

J.L. KEDDIE and E.P. GIANKELIS
Department of Materials Science and Engineering, Cornell University, Ithaca,
NY 14853.

ABSTRACT

Backscattering spectrometry ha. been used to determine the density of
TiO2 0ol-gel films. The density of the as-depoeited film relative to that
of anatase varies slightly with respect to deposition conditions and is
approximately 0.5. Annealing at temperatures " high as 750

0
C increases

the relative density to 0.7 with concomitant decreases in the O:Ti ratio and
H content but it does not result in complete denaification. Film densities
are consistently higher for films annealed under dynamic vacuum compared to
those in air.

INTRODUCTION AND THEORY

Electronic and optical properties of thin films are strongly
influenced by their mLcrostructure. porosity and chemical composition [1].
Quantitative measurements of film composition and density, although a
difficult task, are of the utmost importance in assessing the potential
technological applications of aol-gel derived thin film [21.

In this paper we report the use of backscattering spectrometry to
determine the density of as-deposited and annealed Tie 2 aol-gel film. The
combination of backscattering and forward recoil spectrometry represents a
powerful diagnostic technique capable of determining film stoichiometry,
impurity levels and density. A detailed compositional analysis of the films
will be communicated in a future paper.

In Rutherford Backacattering spectrometry (RBS) the energy of
rebounding He

2
+ ions after impinging on a thin film is measured by an energy

sensitive (silicon surface barrier) detector. The energy of the elastically
backscattered ions is indicative of the mas o the target nuclei, resulting
in elemental identification. Furthermore, He:+ backscattered by a nucleus
significantly below the surface of the film will emerge with less energy
than one scattered by the sam nucleus at the surface [31.

The density (atoms/cm4) for individual atoms is calculated by

N - Y • cos's/ Q.$.oVt (1)

where Y is the integrated peak count, p is the angle of the bean from the
film normal, Q is the total number of incident particles 0 is the detector
solid angle, and a is the scattering cross section. The scattering cross
section is given by

a - (e
2
zZ/42)

2
[sin'

4
(0/2) - 2(m/M) 2 + ... ] (2)

where a, z and M, Z are the moos and atomic number for He ions and the
target nuclei respectively, and 9 is the scattering angle as defined in
Figure 1. Chemical compositions can be calculated with an accuracy of 0.10,
while the uncertainty of areal densities is approximately 31 (4).

UMPIRINWAL

A stock Tie2 sol with molar ratios TI:FrOH:H20:HCl equal to
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Figure 1. Experimental geometry for RBS.

1:11.4:1:1.8 was prepared by adding a solution of deionized H20 in propyl
alcohol to an acidified solution of titanium Isopropoxide also in propyl
alcohol. After 30 minutes the sol was diluted by adding the appropriate
amount of alcohol and passed through a 0.2 pm filter to eliminate any
particulates. TiO2 films were deposited on (100) Si using a commercial
photoresist spinner. Consolidation of the films was accomplished by heating
in air or under vacuum at various temperatures for one hour.

Rutherford backscattering was performed with a collimated beam of 
4

He
2 +

ions at an energy of 2.2 MeV and a current of approximately 20nA. The beam
was accelerated by means of a tandem accelerator and focused onto a 42

spot. 20pC of charge was collected for each spectrum. Data was analyzed
with computer software developed at Cornell University [5]. Film thickness
and refractive index were determined with a Rudolph Research Nodal
Ellipsometer at 632 nm.

RESULTS AND DISCUSSION

Figure 2 shows the RBS spectra of an as-deposited Tie 2 film (2a) and
after annealing at 750°C for one hour (2b). Note that chlorine is present
in the film that has been only dried at room temperature. Chlorine was
found to be eliminated entirely by annealing the film at 150

0
C. Carbon

content was found to be low in the as-deposited films suggesting a minimal
organic content. In contrast, films derived from Ti precursors containing
strongly bonded and/or bulky ligands (acac or CsH 110) always exhibit
significant amounts of carbon [6].

Table I shows the densities for various TiO2 films, calculated by Eqn.
1. For a homologous series (i.e. film prepared from the same original sol
but deposited at different spin speeds and/or annealed at different
temperatures) the relative density, defined as the ratio of Ti atoms per nm3

to 28.9, the number of Ti atoms per nma for fully-dense anatase, is used as
a measure for the degree of densification of the film. The number for
anatase io obtained by assuming a bulk density of 3.84 g/cm3 .

For all films annealed at 350
0

C, the packing density varies between 19
and 24 Ti atons per rm3 . The relative density of the films varies from
0.65 to 0.82. Films annealed in vacuum were consistently denser than those
in air in agreement with values obtained for the refractive index. Although
different spin speeds result in large film thickness variation, the density
of the films seem to be largely unaffected. In addition, the density of the
films varies slightly with sol concentration, with the concentrated solo
producing denser films.

I
I
I

_________
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Energy (MeV) Energy (MeV)
0.4 0.6 0.8 1.0 1.2 1.4 1.6 0.4 0.6 0.8 1.o 1.2 1.4 1.6

•a Dred at Room Temp. b 750C - one hour
2020

S15 *15

1tO 10

ChnelCCne

Figur 2. IBS spectra of as-deposited and annealed at 750°C T1O2 films.

Density of TiO2 Films

Spin Speed Consolidation Ti Density
Dilution (r.p.m.) Atmosphere Temp. (°C) Index (Atoms/.,

3
)

3:1 6000 Air 350 2.026 18.7
3:1 6000 Vacuum 350 2.117 20.4
3:1 2000 Air 350 2.013 19.8
3:1 2000 Vacuum 350 2.147 20.3
1:1 3000 Air 350 2.121 21.1
1:1 3000 Vacuum 350 2.229 24.4

3:1 4000 --- --- 1.883 13.9
3:1 4000 Air 150 1.971 17.7
1:1 4000 --- --- 1.966 15.7
1:1 4000 Air 150 2.037 18.0

Figure 3 shows relative density as a function of annealing temperature
for TiO2  films spun at 2000 rpm and heat treated at the indicated
temperature for one hour with a heating rate of 2

0
C/min. For comparison,

the refractive index is also plotted as a function of annealing temperature.
The ss-deposited film exhibits a relative density of 0.4. The density of
the film rapidly increases with increasing temperature but reaches a plateau
around 350

0
C with a maximum relative density of 0.7 at 750

0
C. X-ray

diffraction data indicate that partial crystallization to anatase has
occurred at temperatures as low as 450

0
C. The O:Ti ratio decreases with

increasing annealing temperature with a value of 2.1:1 at 7500C, approaching
that for atoichionetric titanium oxide. The H content of the films
(measured by Forward Recoil Spectrometry) also decreases with increasing
temperature but remains in considerable amounts (H/Ti - 0.3) for films
heated at 750"C, suggesting the presence of structural -OH or molecular 3120.

0!
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Figure 3. Relative density and refractive index vs. temperature.

The densification results are in marked difference to those obtained
from SL0 2 80l-gel films. The relative density of as-prepared SiO2 films
starts at 0.75 and approaches 1.0 at temperatures an low as 4500

C [7]. The
observed high densities in silica films have been attributed to
interpenetrating compliant precursors resulting in optimum packing [2].

In contrast, titania eols remain loosely packed and never reach the
theoretical values for maximum density even at high annealing temperatures.
Relatively high porosities have been observed for silica films with a high
sticking coefficient, that tends to stiffen the film, resulting in a more
open structure. Furthermore, increased fractal dimension for the precursor
polymer species increases the number of intersections, resulting in mutually
"opaque' species. Both effects would tend to form an open structure with
relatively low densities [23. The calculated packing densities are in
agreement with the observed refractive indices of Tie 2 films that remain
below 2.2. Small angle x-ray scattering data are needed to provide
information on the fractal dimension of the TiO2 polymer precursors.

Future experiments include detailed porosity measurements by analyzing
the diffusion profiles of small probe molecules like 12 by R3S. The
technique allows for the calculation of diffusion coefficients for the probe
and thus film porosities.
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ELECTRON DIFFRACTION ANALYSIS OF THE STRUCTURE OF SiOs BEL-FILM

HISASHI OHSAKI*, MICHEL A. AEGERTER$' AND TAKAKI SHICHIR1oc
*Universidade do Slo Paulo, Instituto do Fisica a Oujaica do Slo

Carlos, S3lo Carlos 13560, Brazil.
**Osaka City University, Department of Physics, Faculty of
Science, Sumiyoshi-ku, Osaka 559, Japan.

ABSTRACT

The structure of self-supported SiOs gol-films prepared from
acid, and basic TEOS solutions is analysed by high energy trans-
mission electron diffraction method. The reduced radial dis-
tribution function CRDF) curves show that all the films are
already well dense despite the low drying temperature (ý50*C) and
short drying time (130 s). The Si-O bond length of the gel-
pilms prepared from highly acid and basic solutions is about 1.58
Al it is smaller than that of bulk vitreous silica (1.61 A) but
similar to that of 80 A thick evaporated a-SiOa film.

INTRODUCTION

Sol-gel process has a huge potential f or producing func-
tional materials using simple procedures. The gel materials are
generally porous and a thermal treatment is necessary to trans-
form them into dense glasses and/or ceramics. The microscopic
and atomic structures of gel materials are therefore important
parameters for the densification process.

In this study, the atomic network of thin SiOx gel-films is
analyzed for the first time by using electron diffraction method.

EXPERIMENTAL

The sols were prepared by mixing 15 ml TEOS and 28 ml eth-
anol. Sole labelled A-1, A-2 and I have been acidified by
addition of aqueous HCl in order to get apparent pH (pH*) of 0.6,
1.6 and 2.6 (isoelectric point of SiOa), respectively, while the
pHm4 of sample B has been adjusted to 10.5 by adding aqueous
NH4OH. The ratio TEOSHXO:%thanal is kept almost constant for
all the sols (1:5.8s7.1 in male ratio). The sole were aged for
5 days without any evaporation.

The gel-films were prepared by the following procedures. A
0100 mesh Cu grid with 0.24 mm diameter hole size was immersed
into a sol and withdrawn vertically. Thin films of sol retained
in the holes of the mesh grid were self-supported by the surface
tension and they were then dried in warm air at 40 - 50'C for 10
-30 s.

An electron diffraction apparatus was operated at an elec-
tron energy of 55.9 key; the electron-beam size was about 70 "um
and the beam current was of the order of i0-9 A. The range of
the scattering angle corresponds to sow-0.3 k' and em -3 M.
where s-(4%/A)sin(9/2), * is the angle between the incident an
diffracted beam, and A is the electron wavelength. The intensi-
ty of transmitted electron-beam was measured by a Faraday cage
with an aparture of 0.1 mm in diameter; the Faraday cage captured
the electron-beam with diverging angle until 0.016*(s=o0. A- .
The transmittance for sample A-i, A-2, I and B were 9.4, 9.2, 19
and 5.4 % and the film thicknesses estimated from these values
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are about 500, 500, 400 and 600 A, respectively.
The small values of transmittance indicate the occurence of

multiple scattering so that the total diffracted intensity,
Itot(s) can be written as

Itot(s) - Io-N (3m(s) + Jel(s) + Jinel(s)) + Imult(s) (1)

where Io is incident beam intensity, N is the number of SiOx unit
compositions in the volume irradiated by the electron-beam,
Jm(s), Jel(s) and Jinel(s) are interatomic interference, elastic
atomic and inelastic atomic scatterings per unit composition,
respectively, and Imult(s) is multiple scattering intensity. A
division of 3m(s) by the Jel(s) gives the interference function
M(s) and a sine-Fourier transformation of s-M(s) produces the
differential RDF,

4gr(D(r) - Do) --2 s.-M(s) exp(-a'-sz) sin(sr) ds (2)

where a is the artificial temperature factor used to reduce
termination effects due to the finite measurement range and taken
equal to 0.0506 A in this study.

Jm(s) is determined from the experimentally obtained Itot(s)
and the following considerations. Jel(s) and 3inel(s) are
calculated by using the elastic and inelastic scattering factors
for Si and 0 atoms [1]. Since Jm(O)=O and assuming that
Imult(O) is nearly zero, the extrapolation of Itot(s) for s-0
allows the determination of the tentative normalization con-
stant Io-N = Itot(O)/{Jel(O) + Jinel(O)). Imult(s) was ob-
tained by using the fact that Jm(s) is a smooth function oscil-
lating around zero. The determined Imult(s) increases monoton-
ically with s-value and consequently the determined Io.N is the
best obtainable value.

RESULTS AND DISCUSSION

The differential RDF curves for the four samples are shown
in Fig.l. The peaks on the curves inside r ± I A are apparently
due to noise because no atomic pair with bond length less than I
A can exist. From the analogy of the atomic distances for
vitreous silica and crystalline SiOa, the peaks around 1.6 and
2.6 A can be assigned to Si-O bonded pairs and O-Si-O atomic
pairs, respectively. The slope of the internal part of the
differential RDF reflects the bulk density of the sample; the
straight dashed lines correspond to 4XrDo in eq.(2) calculated by
using the density of vitreous silica (2.2 g/cm'). The slope is
proportional to the experimentally obtained 3m(s), which is in-
versely proportional to the determined normalizing constant Io.N
because the oscillating term lo.N.Jm(s) should be determined
independently on the other terms in eq.(1). The determined
normalizing constants are the maximum possible values because the
values were obtained on the assumption of Imult(O)=O. Thus, the
slope matched to the differential RDF curve should be equal to or

smaller than the true slope. The reduced RDF, 4%rD(r), curves
are shown in Fig.2. While the slopes have a large error (-20 %)
due to the uncertainty on the drawing of the dashed line, the
normal feature of the internal part of RDF's shows that the
slopes do not differ too greatly from the true ones. This fact

I
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Somple A-i
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Fig.l Differential RDFBs for Fig.2 RDF's for sample A-1,

sample A-1, A-2, I and B. A-2, I and B.

shows that the gel-films are well dense in spite of the low
heating temperature (95COC) and the short heating time (130 s) .
It is well known that bulk Si~z gels are porous and have less
density than that of vitreous silica. Then, the dense gel-films
are supposed to be produced with easy displacement of atoms and
molecules during the drying, which should be derived from the ab-
sence of substrate and/or their small thicknesses.

The Si-0 bond lengths, 0-0 atomic distances of 0-Si-0
structure and 0-Si-O angles calculated from these two distances
are given in Table 1. Since the calculated 0-Si-0 angles are
close to that of SiO4-tatrahedran (1100), the gel-films are
considered to be built up from SiNi-tetrahedron units. The Si-O
bond length of sample A-1, A-2 and B is 1.58 A, and is smaller

Table 1. Si-0 bond lengths, 0- Table 2. Si-D bond lengths, 0-0)
0 atomic distances and calcu- atomic distances and calculated
lated 0-Si-0 angles for sample 0-Si0G angles for evaporated a-
A-i. A-2, I and B. SiG: films.

Sample rsi..o ro.. LO-Si-0 Thickness rsi.0  ro-O eO-Si-D

A-1 1.58 A 2.55 lk107.8* 4 A 1.54 A2.48 A. 107.2?
A-2 1.58 2.55 107.6 10 1.54 2.51 109.8
1 1.80 2.83 110.5 20 1.57 2.56 109.6

B 1.58 2.52 105.8 40 1.57 2.3B 110.3
s0 1.58 2.58 109.3
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than that of bulk vitreous silica (1.61 A). Bond shortening has
already been observed in the very thin films of evaporated amor-
phous SiOa (ev.a-Sis) E23. The differential RDF curves for
ev.a-SiO2  films with 4, 20 and 80 A thicknesses are shown in
Fig.3. The peak heights of atomic pairs with large distances
decrease remarkably with a decrease of film thickness. This
result is explained by the fact that the number of atomic pairs
with large atomic distance of thinner film is smaller than that
of thicker film, and therefore indicates the consistency between
the RDF curves. The Si-O bond lengths, 0-Si-0 atomic distances
and calculated O-Si-O angles of sv.a-SiOz films are listed in
Table 2. Since the O-Si-O angles are nearly equal to 110f, the
ev.SiOa films are considered to be constructed from the SiO*-
tetrahedron units also. These results shows that the SiO4-
tetrahedrons shrink with the decrease of film thickness.
Because of their short Si-O length (1.58 A), sample A-I, A-2 and
B are believed to be made up of loop& bound grains. On the
contrary, sample I which has 1.60 A Si-0 bond length has a well
extended atomic network; the better quality of its atomic network
may arise either from the paticular pH of the 1oI (isoelectric
point of SiOz) or the small film thickness (400 A).

Since the extraneous scattering is not removed, it is diffi-cult to assign the observed peaks around the St-O-St atomic peak

(-3.0 A) or to decide them the noises. Thus, the exact nature
of the tetrahedra arrangement in the films and the presence of
other structural units still remain open questions.

CONCLUSION s- 8o

The first results of electron dif- 20
fraction analysis of self-supported SiOz 4 . 4
films prepared by sol-gel method show 0

that the films are already well dense. i
The films produced from highly acid and ' -
basic sols have a 1.58 A Si-0 bond -

length smaller than that of bulk vitre- -
ous silica (i.61 A) but similar to that
of 80 thick ev. a-SiO2 film. The
film produced from sol at phIF2.6 (iso-
electric point of SiOz) has a 1.60 A Si- L
0 bond length and is believed to have a 0 5. 10
well extended atomic network. The r (A)
variety of Si-O bond length of gel-films
suggests the different degrees of atomic gig.3 Differential
network, and make plausible the presence RDF'' for ev.a-SiOx
of possible ways to get high qualty fils with 4, 20 and
glass materials only by sal-gel process.

Work partly supported by CNPq and FAPESP
(Brazil).
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PROPERTiES OF FILMS PREPARED FROM
LOW SURFACE AREAIDENSITY ALUMINA-SIOLICA

SiL. Hlietala, Dlvi. Smith, UNW*NSF CENTER FOR MICRO-ENOGINERED CERAMICS,
University of New Mlexico; V.M. Hietala, (3.C. Frye, A.J. Hurdn,

and CiJ Brinker, Sandia National Laboratories, Albuquerque, NM

ABSTRACT

A sol-gel method Wa" used to bulk, closed pore amtorphous alumina-silica. Films
prepared from, this 47wt% AI T 2composition were examined by SAW, ellipsoetry and
electrical measurmnents. The films were found to have a surface are of 1.1 cm2 cr, a refractive
index of 1.44 at 633 sim, and a relative permittivity of 6.2 at 200 KHz. These properties indicatie
potential applications as hermetic seals, biarrier coatings, dielectric layers for capactor and
pasaivation coaltings for electronic ctirouts.

RM(IODUCrION

An amorphous alumina-silica material prepared via wil-gel routes was found to have an

EXPERDMENTAL

The 47wt% alumina-silic aol was prepared ungalkoxide jew s.Ethanol was added to
TEOS in a round bottom flasL A solution of eanlndHCl (m~olar ratio 1 EtOft- I coac. Ha:
0.8 TEOS) was added to the flask, then ilsaiutof aluminum tni-sec butoxide (ASB)
was added. Tis was allowed tomrect (with slight agitation) for several miumtes, then diluted with
ethanol. and refluxed at 353K overnight. The gel was formed by adding water (molar ratios 100
H20:Si) to the aol and allowing thie gel so start foning Films were prepared by spin coating at
2000 rpm.

Dynamic light scatteing was performed on a series of gelling mixtures using a Wyatt
spectrometer equipped with the autocorrelation no Thetw components of each sample were
filtered through al 02 m filter itoao clean duust-re cntilto vial where they Were genty
mixed then place in the spectoometer. TeMPcniur was controlL~d .. , 37.0*±0.5 0C. Focused
HeNe light (633 ton) was scattered at a fixed angle of 920 and collected by a SelFoc opical fiber,
which fed the scattered lgtto a Hammw phuiutpi ambe. Mwe intest 41MaMwcrlto
function 41(0)1(t)> was obtained by feedin thie photocuirent to a L.Angley-Ford 1096 digita

auoorlator via aremplifier. The data wiere taken at 20 minute intervals continually fromn die
tim ofmixing un:til th ggel time which was (crudely) determined by obaerving an aliquot.

To chamractrz porous films using surface acoustic wave (SAW) devices, the solution was cast
onto a quartz substrate then placed ins bassi tat case with a stainless steel lid for gos inlet and
outlet. The devices were cooled to liquid N2 temperatures M7K, by immersion) and a gas mixture
of He and N2 was passed over the file. The fiequency of the device was monitored as the N2
concentration ^whene p is the N2 paria pressure and po isadie N2 saturation vapor pressure) in
the gas stream is varied from zero up to ahowt 0.95 and then back to raro by a4usting die relative
flow rates of a N2 tra ands aFe mix-down ,tem 1The fiuquency shifts are used to desermine
the mass of N2 adsorbed on the surface or condensed in the pores of the films assa ffunction of the

MOa. ROB. Soct. Sy"o. Proc. VOL. 100. 61140 UMiawli Rteasic ocet
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N2 concentration (N2 adsorption isotherm). If the SAW device is used as dte feedback element of
an oscillator circuit, relative changes in frequency (f) can be related to relative changes in wave
velocity (v) which can then be related to changes in the film nass per area (m) by:

Af AvT- = - = c~om (1)
f0 vo

where cm is the mass sensitivity of the device (1.3 x 10"6 cm2 91g for quartz) and fo and Vo am tde
unperturbed frquency and velocity. For the 97 MHz devices used in this study, a 10 Hz
frequency change (typical noise level) is due to mass c hnge of only 0.8 rglcuZ. The N2
adsorption isothem was used to calculate the surface aa of the fim using the BET analysis andthe pore size distribution by accounting for capillary condensaion. Additional details on theexperimental system and this characterizaon technique are given in refernce [3].

The 47% sol-gel alumina-silica films, spincoated on silicon, were analyzed by null
ellipsmey. The home-built ellipmese is in the "PCA" configuratio i.e. polarizer, (quarter-
wave) compenstor, sample, analy . compensator wa set at 450 and the angle of incidence
was 67.50. An unfocused beam from a HeNe laser was first passed through a depolarizer then
into the system optics. Two-mne measurements were made by finding nulls in the reflected
intensity while varying the analyzer and polarizer angles. Two measurements wat made at _
different spots in the central region. In each case the beam average over approximately 2 nm 2 of
area and the two measured spots were at least 2 nmm apart Since reproducible tesults were
obtained, defects and inhomogeneties apparently had no effect on the results.

The electrical properties of the A120 3-SiO2 films were characterized by the fabrication of simple
parallel-plate mapacitors from the film. A silicon wafer was used as a mechanical substrate onto
which a 2000A thick aluminum layer was e-beam evaporated to form the bottom electrode of the
capacitors. The alumina-silica gel was then spin coated on this aluminum coated silicon wafer.
The sample was heated to 3250C for 2 hours in an UHP Argon environment, which was found to
greatly improve the films e p To form the individual test capacitors, a second
aluminum evaporation (2000A) with a shadow mask was used to form metal dots of approximately
300 ;Ln diameter.

The capacitors were tested for electrical performance by using an HP4145A Semiconductor
Parameter Analyzer and an HP4275A Multi-Frequency LCR Meter. The dielectric constant was
determined from the measured capacitance by assuming an ideal parallel-plate model:

•r~= C, (2)

where Fr is film's relative permi'tivity (dielectric constant), tis the measured film thickness, A is
the metal contact area, Eo is the free-space permittivity, and C is the measured capacitance.
Fringing fields were safely neglected due to the thinness of the coating in relation to the test
capacitors' diameters (over 3000to 1). The test capacitors ars were determined with an optical
microscope. The films thickness was mpsured using ellipsomery and found to be relatively
uniform over the sample and about 875 A thick.

RESULTS AND DISCUSSION

In the light scattering experiment (Fi.ure 1). the conelatim functions were nomexponenia
decays that appeared to be the sum of two or more exponentials. The data were analyzed by fitting
second-order cumulant to the early and late times in order to bracket the decays.

lnd(0)I(t)> = -p-it + (IL2/2)t2  (3)
Thus the above fomula was applied for t--O and t--)- separately. The first cunmlant was related
to a hydrodynamic radius Rh through the relation,

IJt =2Dq2=2 --T q2  (4)

where D is the diffusivity, q = (1!)sine) is the scattering wavevector, n i the sample index of

refraction, 0 is the scattering angle, , is the viscosity, and T is the temperature.

i
I
t
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The relatively snooth and featureless film were spin at t/Viv 0.5, which corresponds to -7200
seconds in Figure 1. 2 9Si NMR by Pouxviel showed that even under slow hydrolysis conditions,
the Si and Al reactions had proceeded sufficiently by this time [41. Films made from solutions
before -te - 0.5 were found to be quite thin, while films made at later times were found to have a
varying dgree of waviness, presumably due to the large variation in the features of the el.

A SAW device was coated with the 47% alumina-silica to determine whether the low surface
(and presumably the closed porosity) remain in the films. From Figure 2, it is show that the 47%
alumina-silica film is found to have a surface area of I cm2/cm2 , compared to a silica gel having a
surface area of46 cm 2/cm2 . These measurements would indicate that the low surface area, and
thus the closed porosity remains in the film materiaL.

2. 000 ,u-- A lti, r.•- •
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'• 0 gk& ab k& A • A 's •&&&

a i0 Ia 30 4I 50 40 vs as a
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Figtue 2. SAW inewaremeas for 47% A!20 3 -SIO 2 aWd silica films,

The refractive index (n), as measured by ellipsometry, was 1.44. Using a refractive index for
the solid matrix as 1.55, the porosity is calculated to be 20%. In principle, the porosity and
refractive index can be varied and still maintain closed porosity by proper selection of processing
conditions.

Figure 3 shows a plot of density as a function of wt% A12 03 for the bulk material. From the
rule of additive densities the expected density of the 47% composition should be 2.65 g 3cm3 , from
the graph the density would be -2.52 glcn 3 . The measured density was 2.2 nwhich gives a
porosity in the range of 15% to 20%. Theoretical porosity is similar to that o from
ellipsometry (20%), whereas the measured (15%) is probably the result of the greater time
available for morphological rearrangement during drying in the bulk as compared to films.
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Theoretical models for Wlative pemitivity calculations (Figue 4) show two extuemes which
should bound the actual values obtained [5.647J. The series model (a) would bound the relativeperminivity on the low side, and the parllel model (b) would bound the mnasurment on the high
side. The general equation for the models is:

ef2=Zv (5)
where k is the relative pemittivity od the co-po--e material. 1 is dhe relative pemnittivity of the
individual components and vi is die volume fration o mceponents.

a. seriesmodel b. prllel model
F'gpre 4. Themtikal models for dkect c•nutA c kakuL.

An intermediate value between the Series and die Parallel models, is fond by the "log"
equation:

og(e)=tvi log(ei) (6)
These three equations are plotted versus porosity in Figure 5, assuming a homogeneous mixture of
alumina-silica with relative permittivity of 5.7.
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For fte angeo dpcouosty calculated horm ellipwamnsy and density data,, die relative permittivity is
expected to be in the range of 2.6 to 5.0. For crystals and glasses:

e, .n 2  
(7)

From the measuredreractive index, iffthi were crystalline or glassy, we would expect a relative
permnittivity of 2. 1.

The test capacitors w=r first testd with the Semiconducso Parmee Analyze for Waiage
current. Virtually all ofdtie capacitors tested (randomly oveava l ;ZCM 2) where sento be leakage
free at low test voltages This gives a good indication oldie pin-hole free nature oldie film. lit
tes clapacis'r~breakdown voltage was measured to be approximtely 2 Volts. This corresponds
to an electric field of apptoximately 230 KY/an. The dielectric constant was measured so he
virtually constant 6.2f0.2 over a fivquency range of 10 XHz to 4 MH. lthe measured quality

factr (/ lss-anget) as oun to be about 85 at 100 KHz.

CONCLUSIONS

The 47% alumina-silica. films are relatively sWimpe to pmocess. Filnms of various thicknesses
and homogeneity may be obtained in different stages of th e process, dependent on die size ofdie
polymers at various stags in gelation. Th lw srace area measured by SAW indicate that the
closed porosity has been retained in the filhmmL Fronm dime cap raciac measure nts, die spin-
coated film was seen to be void of pin-holes andmreltively uniform in thickness. The filmsarlative
permittivity was determined to be approximartely 6.2tO02 with a reasonable quality factor. This
value was much purer than that predicted from ellipsomeury measwitmmmu, possibly due to
difficulry in measuring filmn thickness, the hydroxides space charg polarization, or high ionic
compared to electronic contrbutions to the relative permisuvivy.

This film has potential use in two inyonant electrical applications: dielectric for capaciton,
passivation coating for microelectronic circuits. For these applications die films primary benefit
would be in the predicted low permeability which would provide excellent stbiiy Mrn osil
environmental contanmiants. For capacitosthe mesrmnspresnte give a direct indication
of"expected performance. The quality factor was observed to be dependent on thie drying
conditions. For a passivation coating, the film can be applied with low,-tpeane PmnceasWg
which would allow for the passivation of temperature sensitive circuits (Ice. GaAs). With the
filmn's predicted low permeability, a thin coaw should be adequate for passivation. flit dilctaric
constant is somewhat higher than desired, but a thi coaing ofldie film shouldl have little effect on
a circuit's operation.

The pos~sible future use of this film in these applications will depend on furthe studies of the
electrical and mechanical properties ofldie film and studies of film quality versus drying conditions.
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THIN ANISOTROPIC COATINGS BASED ON
SOL-GEL TECHNOLOGY.

S. Randall Holmes-Farley and Lynn C. Yanyo
Lord Corporation, P. O. Box 8225, Cary, NC 27512-8225.

ABSTRACT

Using sol-gel technology, thin organic/ceramic (ceramer) coatings have
been applied to metal surfaces in order to enhance such surface properties as
adhesion promotion and corrosion prevention. Isotropic coatings have been
found to be effective in certain applications such as corrosion prevention, but
the formation of anisotropic coatings permits greater flexibility over the
resulting properties. Isotropic coatings derived from tetraethoxysilqne, for
example, effectively inhibit corrosion while being only 100 to 1000 A thick.
These coatings do not, however, promote adhesion. Thin coatings made from
traditional silane adhesion promoters alone are unable to prevent corrosion of
metallic substrates.

Using monomers with appropriate reactivities permits the single-step
synthesis of anisotropic coatings that can both promote adhesion and prevent
corrosion. These types of anisotropic coatings allow the physical and chemical
properties of a coating to be varied as a function of distance from the substrate
and confer properties to the substrate that would not be possible from a single
isotropic coating. The principle behind the construction of these anisotropic
coatings is general enough that it can be used in many applications where
microengineering of surface structures is important.

INTRODUCTION

Sol-gel coatings can be applied to substrates using two different methods.
The first, and most widely used, involves making a coating material that is
spread onto the substrate and subsequently cured. Typically these materials
are made by the acid-catalyzed hydrolysis and partial condensation of metal
alkoxides. 1"7 An alternative approach reported in this paper is the base-
catalyzed growth of coatings directly on the substrate.

In this method metal alkoxides are mixed with solvent, water, and a basic
catalyst in the presence of a substrate (such as aluminum). As the monomers
condense, some of them react with the surface of the substrate. As
condensation continues a coating is deposited onto, or more correctly reacted
with, the substrate.

If the initial coating solution is formulated such that it contains several
metal alkoxides of differing reactivity then the nature of the coating being
deposited will be a function of time. The lowest layers of the coating will be
derived from the most reactive monomers while the upper layers will be
derived from the less reactive monomers. In this manner one can develop
anisotropic coatings. The properties of these coatings can then be optimized so
that each part of the coating provides optimum properties.

One might choose, for example, for the first layer to interact strongly with
the substrate, an intermediate layer to provide some sort of barrier, and a final
layer to provide compatibility with a subsequently applied top coat (e.g. paint or

rM. PAMm. Son". lSnp. ProM. Vol. in. elM Ib0Ws AsM M ch soi"ety
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adhesive). Properties that can be altered as a function of depth into the coating
include elastic modulus, free volume, density, index of refraction, chemical
reactivity, barrier properties, electrical and thermal conductivity, and extent of
cross linking.

RESULTS AND DISCUSSION

A typical isotropic coating made using this method of permitting monomers
to react directly with a substrate can be made using the recipe below (Table 1).

Table 1. Typical isotropic coating recipe. Coating time 1- 24 h.

70 mL Ethanol 3 mL Concentrated Ammonium Hydroxide
27 mL Water 6 mL Tetraethoxysilane (TEOS)

This mixture is formulated in the presence of a metal substrate and results in
an ultra-thin coating of Si02 on the surface. Aluminum, for example, will be
coated with approximately 500 A of Si02 in approximately 1 hour. Further
exposure to the solution does not result in any additional thickness.

The thickness of this coating can be controlled by adjusting the amount of
TEOS added to the recipe. Thicknesses can be obtained between 5 and 2000 A
(Figure 1).

10000.I I 0 10

Costing 1000

100

7 10o 0

T d Added (n

Figure 1. Thickness of Si02 coatings formed on aluminum as a function
of the amount of TEOS added to recipe 1. Coating thicknesses were
determined by ellipsometry and confirmed using ESCA sputter
profiling, and gravimetric methods.

Repetitive applications of the coating results in additional layers of similar
thickness (up to at least 10,000 A) . By changing the monomer used in each
coating one can develop layered coatings, albeit in a cumbersome process.

Applications of these isotropic coatings include corrosion protection, scratch
and wear resistance, and adhesion promotion. Figure 2, for example, shows
the time for a coated aluminum film to corrode in aqueous base while protected

* by various thicknesses of coating. Apparently these thin films are able to
provide significant corrosion protectioq (slowing corrosion by several orders of
magnitude) while being only 50 to 500 A in thickness.
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Anisotropic Coatinas

While these isotropic coatings afford many useful properties, they require
multiple coating applications if one wants to develop anisotropic coatings.
Alternatively, one can make anisotropic coatings with a single application if

10000 1P.4 _____________

1000

Time to
Corrode 100
(min)

10,

I eo. -__ -7_________7 _ _-j__
0 .0001 .001 .01 .1 1 10 100

TEOS Added (mL)

Figure 2. Time required to corrode an aluminum film in aqueous base
(0.1 N NaOH) as a function of the coating applied. The aluminum
sample was an evaporated film 2000 A thick on a glass support. It was
coated using the recipe in Table 1 with varying amounts of TEOS.
Corrosion was monitored visually by loss of the reflectivity of the
aluminum mirror.

multiple monomers of appropriate reactivity are chosen. Using known
relationships between chemical structure and reactivity one can design
mixtures of monomers where appropriate materials will end up in the desired
location in an anisotropic coating. Using a single type of metal center, one can
control reactivity in several ways. These include altering the type of functional
group which will hydrolyze, the steric bulk of the hydrolyzing group, and the
nature of other groups attached to the metal center.

In order to demonstrate the process, coatings were made from several test
recipes that were then characterized in detail. These recipes were identical to
that in Table 1 except that more than one silane was used at a time.
Combination of TEOS (3 mL) and 3-aminopropyltriethoxysilane (3 mL), for
example, provides an anisotropic coating because the aminosilane is
significantly slower to react than the TEOS. Thus the inner, first deposited,
regions of the coating are rich in Si02, while the outer, later deposited, regions
are enriched in amino functionality. One way to assess the nature of such
coatings is using ESCA combined with sputter profiling. Figure 3 shows that
the outer region of the coating is indeed enriched in nitrogen, and that the
lower regions contain much less.
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These types of experiments can be repeated using the same aminosilane in
combination with tetrabutoxysilane. This silane, however, reacts more slowly
than the aminosilane, resulting in coatings where the inner region is
enriched in aminosilane and the outer region contains only SiO2. Similar
experiments can also be performed with other fiuctionalized silanes, such as
3-chloropropyltriethoxysilane. Combinations of three or more silanes have
also led to appropriately layered structures. As an additional test of the
anmsotropic nature of these coatings, one can compare coatings made using
this one-step process with coatings made by putting each silane down in a
separate process. In general, the one-step coatings are found to be similar to
those made in multiple coating steps.

o .S. 0 T E O S + A m i o sil a e

0.4-

N/Si 0.3- Aluminum

0.2

0.i

0.0
0 2 4 5

Sputter Time (rain)
Figure 3. Nitrogen to silicon atomic ratios, as determined by ESCA, as a
function of sputter time for anisotropic coatin s made from TEOS and
aminosilane. The sputter rate was -80-100 A/min.

There are, of course, a wide range of potential applications for such
anisotropic coatings. Combination of corrosion protection and adhesion
promotion, for example, demonstrates a case where single isotropic coatings
cannot provide the same benefits as anisotropic or layered coatings. Adhesion
promotion by aminosilanes is a widely practiced technology, and 3-
aminopropyltriethoxysilane is an effective adhesion promoter for bonding
aluminum substrates with a urethane adhesive (TEOS is not, Table 2).

Conversely, coatings derived from TEOS provide significant corrosion
protection while those derived from aminosilane do not. In fact, it turns out
that in mixed coatings of Si02 and aminosilanes, it is most important for the
N/Si atomic ratio to be low (<0.05) for optimum corrosion protection and high
(>0.1) for optimum adhesion promotion. If one makes coatings where the
lower regions are primarily Si02 (forming a barrier) and the upper regions
are primarily aminosilane (promoting adhesion) then one can get both
properties optimized at once, a feat not possible with single isotropic coatings.

+- .l. _! L
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Table 2. Bond strengths of joints made from aluminum alloy coupons
with various coatings using a two-part commercial urethane adhesive,
Tyrite 7520. The joints were exposed to boiling water for 2 h prior to
testing. The table also shows corrosion rates for evaporated aluminum
samples with similar coatings in aqueous base.

Coating Ingredients Bond Stre (kym2)_
None 15 1 (by definition)
TEOS Only 0 0.002
Aminosilane Only 475 0.6

Both Optimized
TEOS + Aminosilane 620 <-......-.-> 0.002
TBOS + Aminosilane 75 0.01
TEOS + Aminosilane + TBOS 30 0.003

TEOS, then Aminosilane 580 0.002
Aminosilane, then TEOS 0 0.3

CONCLUSIONS

Anisotropic coatings can be formed by taking advantage of the relative
reactivity of monomers present in sel-gel reactions. These anisotropic
coatings permit the properties of different regions of a coating to be
independently optimized for different functions. These functions might
include elastic modulus, adhesion promotion, barrier properties, coefficient
of thermal expansion, and index of refraction to name a few. Anisotropic
coatings can, for example, provide corrosion protection as effectively as SiO2 -
only coatings and provide adhesion promotion as effectively as aminosilane-
only coatings. While it is not discussed in this report there are instances
where underbond corrosion must be prevented in order to attain maximum
environmental resistance in bonding to metal (such as to steel in harsh
environments). In these cases both adhesion promotion and corrosion
prevention must be simultaneously optimized, as is obtained from
anisotropic coatings. Thus, these single-step anisotropic coatings provide
properties that cannot be obtained from isotropic coatings.

EXPERIMENTAL

The sol-gel coating solutions, unless otherwise specified, contained 100 mL
of ethanol, 20 mL of water, 3 mL of concentrated ammonium hydroxide, and
the silane monomers of choice (typically 6 mL). Samples were treated by
immersion in the freshly prepared solution for 24 hours unless otherwise
indicated and were then rinsed in ethanol, water, ethanol again, and allowed
to air-dry. Samples for corrosion testing were heated to 100 *C for 1 hour
prior to testing.

The substrates used for corrosion tests were thin films (1000-2000 A) of
aluminum (99.99*) that had been evaporated onto glass microscope slides.
Corrosion testing was performed in 0.1 N NaOH by monitoring the presence
of the mirror metal surface visually until it disappeared. Corrosion testing of
metal coupons (aluminum 2024-T3 alloy) was performed by monitoring the
rate of weight loss of samples exposed to either 0.1 N NaOH. Substrates for



444

adhesion tests were aluminum 2024-T3 alloy coupons. The coupons were
bonded as 1" lap shears using Trte 7520 (Lord Corporation) two-part
urethane adhesive. The samples were allowed to cure for four days at room
temperature before testing. The joints were exposed to boiling water for 24
hours in an all-glass apparatus prior to testing.

ESCA sputtering was performed with 4 keV argon atoms. Atomic
concentrations were determined from integrated peak areas. Binding
energies were corrected for charging by arbitrarily assigning the
adventitious carbon peak a binding energy of 284.6 eV. Ellipsometry was
performed on a Rudolph Instruments Model 432A42B41 null point
ellipsometer using 632.8 nm laser radiation. Thickness values were obtained
by computer analysis with the assumption that the index of refraction of the
coating was 1.4.
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ABSTRACT

The hydrolysis of tetrasthoxysilane much used In the sol-gel approach to
ceramics can be studied in a matrix Isolation technique in which the silica thus
formed precipitates within a polymeric material. This technique was applied
here In the in-situ precipitation of silica particles in an elastomeric matrix of
poly(dimethylslloxane). Transmission electron microscopy and mechanical
property measurements were carried out as a function of time over a period of
60 days. The equilibrium amount of silica precipitated was obtained relatively
quickly, after approximately one day, but reorganization of the particles
continued for several days thereafter. This 'aging, process resulted In particles
that are better defined and more uniform in size, but their ability to reinforce the
elastomeric materials was only marginally Increased. Scattering techniques
are also being used to obtain additional Information on this Interesting process.

INTRODUCTION

Elastomers In the pure state generally lack useful properties simply
because of their relatively low strength. To utilize them in practical applications,
it Is necessary to add fillers such as carbon black or finely powdered silcas to
them in order to Improve their mechanical properties. The mixing of typical
particulate fillers Into a polymer, however, Is an energy-intensive process that
can cause premature golation, and it Is frequently very difficult to control the
structure of the resulting material, particularly the degree of particle dispersion
or agglomeration [1-5]. For these reasons a number of studies were carried out
to develop an efficient and practical technique for the generation or precipitation
of a filler within a polymeric matrix.

It has now been demonstrated that networks of poly(dimethylslloxane)
(PDMS) [-SI(CHs)20-Jx may be swollen In tatreethoxysliane (TEOS) and the
TEOS then hydrolyzed in situ [6-121. Such a chemical reaction via the "sol-ger
process 113,141 can be used for precipitating the silica filler Into previously
cross-Inked networks of POMS. The reaction may be described by the
equation

4(OC2 Hg), + 2H20 -Cd4m 1 02 + 4C24SOH (1)

where water Is obviously necesary for the In-situ hydrolysis. Filling POMS
networks using such a novel technique has been very successful In Improving
their mechanical properties [6-12).

A previous experiment [12] Indicated that there might be an "aging" or
"*digestion* process In the in-situ precipitation of silica, such reorganization
making th particles beoer defined, more unltorm in size and les aggregated.

Ma.L Re". aem. opw. ft". Val. V10. 61"O MuIs Rsmienh SGoby
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The present Investigation was carried out to provide additional information on
this process, particularly by means of electron microscopy, and to compare the
mechanical properties of the silica-fied PDMS at different stages by means of
stress-strain measurements In elongation. It Is hoped that a better
understanding of the "aging" process can be obtained, In a way that transcends
this particular elasticity application and provides information also of interest to
the ceramics community. From this point of view, the in-situ precipitations can
be thought of as a "matrix-isolation technique' 115] In which the polymer acts as
a matrix for holding the ceramic-type particles while they are studied by
microscopy or scattering measurements 116-181 to characterize their growth
processes.

EXPERIMENTAL DETAILS

Preparation of networks

The polymer employed, hydroxyl-terminated PDMS having a number-
average molecular weight of 2.1 x 104 g/mol, and TEOS were supplied by
Petrarch Systems Company. The linear polymer chains were endlinked in the
bulk (undiluted) state with a stolchlometrically equivalent amount of TEOS in a
Teflon0 mold at room temperature for three days, using 0.6 wt% stannous-2-
ethyl-hexanoate (Sigma Chemical Co.) as a catalyst [19,20]. The resulting
network sheet was extracted with toluene for three days, deswelled with
methanol, and then dried to constant weight. The soluble fraction thus
determined amounted to 9.58 wt %.

Prl;ddgmin of.Rlk

One strip cut from the network sheet was set aside as a reference sample
(0 wt % filler). The other strips from the same network sheet were divided into
two series. The first series, labelled A, was swelled with TEOS to the maximum
extent attainable, which would yield large amounts of filler, thus facilitating the
observation of the samples in transmission electron microscopy. Less TEOS
was Introduced Into the second series, labelled B. to give the lower amounts of
silica that are more suitable for stress-strain measurements In elongation. The
swollen strips were then placed into an aqueous solution of diethylarine (2 wt
%), and the hydrolysis of the TEOS was permitted to occur at room temperature
for various periods of time, specifically a few hours up to 60 days. After the
reaction, each strip was dried under vacuum and weighed, and thereby values
of the weight percent filler Incorporated were obtained.

A piece of each filled strip was glued to a mounting pin using 5-MinuteO"
epoxy. Preparation of specimens from such strips was done on an
ultramicrotome (FC 40 Reichert-Jung Co) at -1300C, with a controller initiating
the delivery of a precise amount of liquid nitrogen. Specimen sdes having a
thickness on the order of 0.1 Im were obtained using a diamond knife, and
were collected on copper grids. Specimens were examined In transmission
with a Hitachi H-600 electron microscope operating it 75 KV.

The stress-strain Isotherms of unlaxild extension were obtained In the

4
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usual manner [21,221. The force and elongation measurements were made
using a sequence of increasing values of the elongation or relative length of the
sample a - Ll.A0, with frequent Inclusions of values out of sequence to test for
reversibility. The reduced nominal stress or modulus was calculated from the
equation (23.24)

[f] - fl(a - a2) (2)

where f fAo Is the nominal stress, f the equlibdum force, and AP the area of
the Initial cross section In the reference state. All measurements were
conducted at 250G. and the elongation was generally Increased to the rupture
point of the sample.

RESULTS AND DISCUSSION

The rates of the precipitation reaction were characterized by plots of
weight percent filler against time, as shown In Figure 1. The filled cirlces were

000 0

4I
40

20 -

20 40 6

REACTION TIM. (dft)

Figure I Weight percent Her precipitated shown as a
function o tUrns. The open dcies represent the irt set o
esmples (A) which were sweled with TEOS to the mmdmum
extean afanable. The filed crdcss locate the second set of
safles (B) which were meed wile TE-S to a lesser uxtrt

obtained from the first (A) series of swollen samples and the open circles from
the second (B) sedes of swollen samples. The results show that the hydrolysis
reaction Is finished macroscopically after one day since amounts of filler
precipitated are constant thereafter. However, the electron micrographs
indicated that the microscopic "aging" process continued well after this point.
Figures 2 and 3 ilust typical electron micrographs obtained for samples A-1
and A-5; other micrographs are presented elsewhere [25). Information on the
"ages", armunts of filler, definition, and dispersion of all these A samples Is
summarized In Table I. Clearly, the particles In these five samples do not have
a uniform size, and the diameter of some Is as large as -5,000 A. These
particles would be too large for effective reinforcement 11-51. In fact, fully
reinforcing fillers are generally taken to be those ranging below 500 A In
average particle diameter. Fillers coarser than this are considered only
s4m 'reinforcing. Also, full reinforcement of a network by a ler can probably not
be achieved unless the filler purticles have been prope"y dispersed.
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Table 1. Amounts and characteristics of the precipitated slica

Samplea Reaction SiO2 Diameter Definition Disperslonb

time (hrs) (WI %) (A)

A-1 2.0 15.6 - Poor Fair
A-2 5.0 39.9 - Poor Fair

A-3 8.5 55.3 - Poor Fair
A-4 24.0 60.4 - Poor Fair
A-5 48.0 57.8 - Poor Fair

A-6 72.0 54.5 180-220 Good Fair
A-7 96.0 60.7 -250 Good Good
A- 168.0 58.4 -250 Good Good
A-9 240.0 56.8 -250 Good Good

'Networks had been swollen with TEOS to the maximum extent attainable.
bLack of aggregation.

At approximately 72 hours, there seemed to be a critical stage at which
reorganization was occurring, since the particles then had more uniform sizes,
with diameters ranging from 180 to 220 A. After 72 hours. the filler particles had
a diameter of approximately 250 A, were well defined and well dispersed (Wttle
aggregation). This is summarized in the last four rows of Table I, and the
electron micrographs for two of these samples can be seen in Figures 4 and 5.

__ _ _ _ _ _ _ _ _ _ _ _ __ _ _ _ _ _ _ _ _-_ _
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This result is very Interesting. It Indicates that ther is an aging procss in which
digestion can make the particles better defined, more uniform in size. and less
aggregated. The reorganization appears to occur around the third day (72
hours) of the hydrolysis reaction.

Obviously, the above process could also effect the reinforcing abilities of
the precipitated particles. This reinforcing effect can be defined, in Wiegand's
criterion, [261 as the increase in rupture energy, which may be measured by the
area under the stress-strain curve obtained in an elongation test. The stress-
strain isotherms for the second (B) series of the filled networks, including the
corresponding reference network are shown in Figure 6. These Isotherms are

amq
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,• represented in the terms of Mooney-Rivin plots [27,281 of the reduced nominal
• stress or modulus against reciprocal elongation. The upturns in modulus at
i: high elongations clearly demonstrate the desired reinforcing effects. As
• expected, such reinforcement is absent in the reference network. The same
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results plotted In a way that the area under each stress-strain curve corre-
sponds to the rupture energy Er are given elsewhere [251. Values of the nom-
inal stress at rupture, the elongation at rupture, and Er are all given In Table If.

Table L Ultimate properties of the siica-filed networks after various amounts
of sfng

Samplea Reaction S102 fr',b alc Erd x 103
Time (hrs) (wt %) (N mm-2 ) (J mM- 3)

B-0 0.0 0.0 0.183 2.47 0.157
B-1 24.0 18.4 1.04 1.74 0.386
B-2 4&0 19.9 1.13 1.75 0.422
B-3 81.0 18.0 1.14 1.74 0.432
B-4 120.0 18.4 1.02 1.65 0.353
B-5 168.0 18.3 1.13 1.75 0.451
B-6 264.0 18.6 1.18 1.76 0.460

aNetworks were swelled with TEOS to less than the maximum extent. B-0 is an
unfilled network used as a reference material. bNominal stress at rupture.
CElongation at rupture. dEnergy required for rupture.

Values of the rupture energy are probably reliable to ± 10%. The values for
samples B-1 through B-6, which have essentially constant wt % SI02, are seen
to increase somewhat for the first 81 hrs, but to be essentially constant
thereafter. Thus it seems that the aging process has only a marginal effect on
Improving such reinforcement.

Additional information on the growth and reorganization of in-situ
precipitated particles Is being obtained by carrying out neutron scattering
measurements as a function of reaction time 1181. It will be very Important to
correlate these results with the micrographs and stress-strain Isotherms
described in this report.

The mechanism of this aging process could be very complicated.
However, it is certainly expected that it will depend on the nature and
concentration of the catalyst, the pH of the hydrolyzing solutions, and the
temperature of the reaction. Similarly, there should be an aging process in the
In-situ precipitation of other ceraemtype materials such as titania. Work on this
Issue Is In progress.
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ABSTRACT

We describe a dip-coating method of depositing thin electronic ceramic coatings on
various substrates from sol-gel solutions. The solutions we use are alkoxide-based, although
the specific formulatins deped on the system being deposited. We are wrking with two
electronic ceamic systms: barium titaname on glass, and alumina, and yrium barium copper
oxide on alumina. We discuss methods used to reduce and remove processing defects such as
crazing, cracking and pin-holing. We are also studying the effects of varying the processing
condions (dipping, hydrolysis and firing) on the electronic properties of the films. Initial
results on BaTiO 3 indicate that it is better to deposit thin films (-0.1 - 0.2pm) and build up thecoating thickness by repeated diping

INTRODUCTION

Deposition of electronic ceramic films, and in particular optical thin films from sol-ge-l
solutions, has been successfully used for many systems 1, in particular cadmium stannate ,3
and indium tin oxide 4.5. We ae using alkoxide based sol-gel solutions to deposit various other
electronic ceramics in thin film form. Curenly we •m studying thin films of barium titanate
(BaTiO3) and the high Tc superconductors YBa2Cu3O7 (refuted to as 123).

There have already been many publications in this rapidly growing field on the depos-
ition of the suprconductors using sol-gel methods. Two current reviews covering this work
into early l98g 6,7 include the use of alkoxide based solutions. In several of the reports spin
coating is used as the deposition technique, while numerous groups have reported supercond-
uctor preparation using aqueous solution techniques We we using alkoxide based solutions
and a dip-coating deposition method in our work as this has proved very successful for other
systems 1 .

The principal advantages of the sol-gel processing technique for thin films is the same as
for bulk materials - a possible lowering of the sintering temperature required to form the ceramic
with a desired crystal structure. This can be particularly beneficial in ceramic coatings as
interactions with substrates can be a major problem, pa•ricularly with the high T,
superconductors 8. Dip-coating also provides the possibility of large scale processing and good
film homogeneity over large ar e.

FILM PREPARATION

Then are two main aspects to the film deposition technique we ae using preparation of
appropriate solutions; and deposition of the film, including the conditions during dipping,
hydrolysis of the film and firing conditions. These will be discussed briefly before we present
initial results on BaTiO3 films.

M•t. fL. Soc. SYp. Prec. Vol. 10.60 01M ,Matem A,•e c Soity
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Chemistr of Solutions

The barium titanate films have been deposited from solutions of barium isopropoxide
and titanium n-butoxide dissolved in isopropanoL There are also, sorie additives in the
solutions. The hydrolysis reaction which occurs in the films is a multiple stage process, which
may include the replacement of coordinated alkoxides by OH groups:

Ba(O'Pr)2 + H2 0 -- Ba(OiPr)OH + PipOH

Ba(O)'Pr)OH + H2 0 --- Ba(OH)2 + iPxOH (1)

A similar reaction occurs for the titanium n-butoxide component of the solution, and subsequent
heat treatment of the film converts the intimately mixed hydroxides into BaTiO3.

The solutions we have used for deposition of the 123 films contain yttrium
isopropoxide/methoxyethoxide, barium ethoxidefisopropoxide and copper mnthoxide/ethoxide/
methoxyethoxyethoxide. Again hydrolysis is a multiple stage process leading to the evolution
of alcohols, and subsequent annealing converts the resulting hydroxides into the 123.

D~oition and Firing Conditions

Deposition of the films takes place in a dry N2 atmosphere, with the substrates being
withdrawn vertically from the solution at a uniform rate. The films are dried for 10-15 minutes
(to allow excess solvent to evaporate) and then hydrolysed for up to 24 hours in a low humidity
atmosphere (up to 20%). The rate of hydrolysis is important, and a too rapid hydrolysis leads
to crazing of the films. Each coating deposits a film of between 70 and 150nm, depending on
the rate of withdrawal of the substrate from the solution (with faster withdrawal giving thicker
films). Therefore several coats are often deposited to produce thicker films, and the films are
hydrolysed and then fired to 600*C between coats.

Many of the BaTiO3 films have been deposited on glass, and some on alumina. The
123 films have principally been deposited on alumina or on BaTiO 3 coated on alumina. The
films on alumina have been fired at temperatures up to 850°C

Surface preparation and surface condition play a major role in the quality of the final
films. In the results reported here for films on glass, the slides have been heated to 6000C for
30 minutes and kept in a desiccator prior to deposition. The major problems we have
encountered are the surface roughness of the alumina substrates, or dust on the substrates To
date this has prevented uniform and craze-free films being deposited on alumina, and we have
observed that dust has nucleated cracking in several of the films deposited onto glass.
Consequently measurements of electronic properties such as resistance often do not reflect
intrinsic values for the films. This problem is currently being addressed.

RESULTS

X-ray diffraction results for the barium titanate films deposited on both glass and
alumina indicate that cubic Bario3 is being formed after heat treatment at 600"C (see fig. 1).
The lattice parameter is a=3.99±0.02A. This sintering temperature is significantly lower than
the normal sintering temperature for bulk barium titanate of -1380*C 9 . The films are quite
uniform in appearance over the area of the film (25mm x 50mm), although the thickness
deposited in each coat can be varied from 70 to 150rim. The coating thickness has been
measured using a mechanical stylus-type profilometer and also using Rutherford Backscattering
Spectrometry (RBS). A typical RBS spectrum for a BaTiO3 film on glass is shown in figur
2. Usingthe BaandTipeaks,thefilmthicknessis3 nm (using a density of 6.0 gcmr3 - i.e.
assuming BaTMO 3). This film has a single coat of Ba'fl0 3 .

Scanning Auger microprobe analysis (SAM) and RBS have also been used to investigate

lJ.
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Figure 1. x-ray diffraction pattern obtained from a BaTiO3 film (5 coats) deposited
on alumina. Co K. radiation Q(L=.7889A) was used. x - BaTiO3 ; 6 - alumina.
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Figure 2. Rutherford Backscattering spectrum of a aol-gel deposited film of
Barl0 3 (single coat) on a glass substrate. The film was withdrawn solution
at 31mms- dried for 5 minutes, hydrolysed for I minutein a 10% relative
humidity atmosphere, and fired for I hour at 1250C and 1 hour at 6000 C.

if w,.,• • m i • mmmm mm m em I II



m,,,.-.,-.,-.

456

the composition of the filis as well as to probe the substrate/film interface. Results for the
barium titanate films on glass indicate very uniform concentration throughout the film, with a
Ba/Ti ratio of 0.96. In some films there is a slight decrease in the barium content close to the
BaTiO3/glass interface. When used in conjunction, SAM and RBS are ideally suited to the
characterisation of thin surface films 1o, Other analytical techniques will also be used, where
appropriate, to examine these films.

Scanning electron micrographs of the surface of barium titanate films on glass and
alumina show completely different micmostructure. On glass the films are quite smooth, with
only occasional defects, which are probably nucleated by dust. We have found that surface
moisture on glass can cause severe crazing of the films. On unpolished alumina, however, the
films are crazed and show evidence of severe cracking propagating through from layer to layer.
This is probably due to the surface roughness of the alumnia.

XMaA
123 films deposited onto alumina and onto barium titanate coated alumina only show

evidence of the 123 phase after heat treau'ant at temperatures above -800*C. After annealing at
850DC for 1 hour we have found evidence of tetragonal 123 phase as well as some impurty
phases, in particular CuO and Y2BaCuO5 . Again films deposited directly onto unpolished
alumina show severe cracking, and films deposited onto 1Tst0 coated alumina also show
evidence of cracking which appears to be propagating through from the substrate.

CONCLUSION

The dip-costing process and sol-gel solutions we are using have been able to produce
the desired products (BaTiO3 and 123) in thin film form. On suitable substrates we have been
able to produce excellent quality films, with uniform composition throughout the film (both
through the film and across its surface), and with the desired smtcture. Problems with surface
preparation can cause cracking in the films and we have not yet been able to demonstrate
superconductivity in the 123 films.
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THE FORMATION OF THIN FILMS AND FIBERS OF TIC
FROM A POLYMERIC TITANATE PR~ECURSOR

8-J. ibig, C-J. Chu., E. L-knatta. J. D. Mad~m anid T. Getmn M. F. Hawthorne
Departmenrt of Materials Solsence arid EngIneerfn and -Departmnent of Chemoistry anid

Biochemtistry. University of Caliornia at Los Angeles. Los Angsels. CA 90024

ABSTRACT

The synthsis and characterization of several polymeric titanatee and their conversion to
carbon deficent TIC Is described. The physical properties of one of these ftinats allows it to be
drawn Into fi1bers and app~led to substrates as thin filins. Pyrolysis of these fibers and Mn. to carbon
deficient TIC Is described.

INTRODUCTION

The preparation of metaLc carbides via mnetaI-org~anic precursors Is now well known (1-71.
However. while It Is relatively easy to prepare ceramnic carbide powders It is extremely difficult to
fabricate fibers directly from the precursors. Titanium alkoxidee are known to underg frans-
esterltlcatlon [61 with carboxytlc acid esters. This approach has been employed In the preparation of
titanium alkoxkdes which could not be prepared via other moutes [8). The formation of polymric
titankium macoxides via the transesterlflioatlon of TI(04-C3H7M4 with bifunctional acetate. and their
subsequent pyrolysis to TiCx (x<i) Is described below. One prerequesite of such polymners is that
they contain excess carbon which, during the pyrolysis process, will bum-olI the oxygen in the
"sytm as carbon monoxide. This work represents part of our ongoing research which pertains to the
preparation of thin films and fibers of amnorphous carbides. amorphous oxycarbidee and crystalline
carbides from metal-orgaic precursors.

EXPERIMENTAL

The typical procedure for conducting; reaction H (see Table 1) Inrvolved the intera-- c,
g (7.09 rnol) of TI(O-J-C3H7)4 with 1.05 equIvalents (1.87 g. 6.40 mrnol) of ct.W-dlac~ett-xsy'-o
In toluene (200-250 nI.). The TI(0-1-3H7)4 was weiged In the dry box and quantiatiel
"trnsered, usOn toluene as solvent, to a 3-neck reaction flask which wee stoppered via two stoppers
and One Stopoccic The auae-diacetate-o-xylens, previously dissolved In dry deoxygenatud toluene,
was then tranefered onto the TI(04C 3117)4 via a CAnnula. An additonal 200 nit of dry
deoxygenated tolurene was added to this solution. Under a thush of N2 gas the stoppers were
replaced by a Dean-Statics tVW and condenser and by a reservoi blbi w;4ch was Miled with (250 mlt)
of dry deoxygenated toitrene. The reaction midture was brought to ref hix ard the distllate which
colleted in the Osan-Starke trap was perlod~cally drained off sand Its IR spectrum observedt. This was
continued until the IR absorption at *1740 cnrl attributable to the cefrboyl group of leopropyl
acetat was no longer observed In the dsifstt. Periodicall some toluene fromn the reservoir was
added to the reaction to prevedt It from distilng to dryness. The resultin solutilon was filtered and
the W~toin was remnoved under reduced pressure to yield 1.02 g (42% based upon TI(O-lCSH7M))
of a tackcy polymner.

IN FT-NMR data: 7.56-0.79 ppm rm"MI reesonances with a maxirrurm at 7.11 ppm (0 + E).
5.72-4.20 ppmn rnw"~ resonances with maxima at 5.24 ppmn ari 4.44 ppmn (C + B). 2.25 ppmn (F).
1.61-.39 ppmn with a maxirnumad 1.14 ppm()W nertdaes2.:51::15
respectively. Theoretical areas N x- 16(Figure 1); 2:30 :1 :62. Us0n 15 assa good
approxkmaton of x, the MWave of product H was 4636. 13C FT-NMR daoa: 142-139 ppmn rnoipl

resoancs (), 31-25 pm uzi~rl reonace.(0+E),79-0 pm njitrleresonances (C + B),

obsrve intheare of170ppm Th asignent reer o te crreponingcarbon stomas labeled

2966(in, 266 in) unss~ned146(m) f 36 (n),132 (i). 214(ff), 060960(5. br) withRecIons Ath wreefrmdi*git' anr h o epout flrom reactIons
A - wee caraterzedspetrooopcet byIR. 1H T-NR sid 30 T-NR. Insoluble products

were characterizedapcocpcalbyl isdste13FTCMSN .

I"s. fe. e. a Sm*". Pree. Val. tin, elm Usherdae Aueeam kociety
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Thin Film and Fiber Formation:

All the low temperature (.c600C) sample-heating was carried out in the dry box under
nitrogen In a homne-built furnace. All the high temperature (AW00C) sample-heating was cantied out
under argon In a high temperature furnace (Thermal Technology Inc. Astro lO00A).

The structures of the thermalized samples at different temperatures were investigated using
solid-state 13C-CpMAS-NMR and/or IR spectroscopy. Samples pyrolyzed at temperatures higher
than 10000C were studied using XRD. Hand-drawn fliers were obtained from product H and cured
at 800C overnight In the dry box under a nitrogen atmosphere. The cured fibers were then
pyrolyzed very slowly to 6000C under nitrogen. The resulting tianiumn oxycarbide fibers were then
heated to 15000C under argon for 4 hours.

Thin films were prepared by dipping a fused quartz or silicon substrate Into a hexane solution
of product H. The samples were then fired In an Inert atmoosphere from 500-10000C for I hour.
SEM, elilpeometer and Dektak were used to study the thickness and morphology of the films. DC
conduct"t was measured by the four probe method. UV-vls and IR spectroscopy were also used
to characterize the optical properties of the films.

RESULTS AND DISCUSSION

Synthesis and Characterization of Polyeric Titanium Alkoxides:

The reaction of TI(O-i-C3H7M4 with pentaerythrtol tetraacetate (equation 1) led to the
formation of a polymeric titanium ailkoxide (product A).

ed. ;ýK. C(CM2OCCHN. =L T( H -'c C jH: 4 CH3 04-C3H4 (1

Teequftlorkum of equation 1 was forced to the right by distitllng away the isopropyl acetate as It was
fre.However, as evidenced by IR and solid-state 13C-CPMAS-NMR, the reaction could not be

driven totally to completion. Presumably, this was due to the non-ideality of the polymer formed and
its lack of sufficient flexibility to allow all the active sites to react with one another.

The encouraging results obtained upon pyrolyss of product A (see bleow) led us to
Investigate other acetates In the reaction with Ti(04C3H7U4. equation 2.

71(.4-CH7) + x CHSCO-Uiik-OCC4H3  2. OJcN0c-I-sH7  (2)

The results of these studes are pentdbelow In Table 1. The viscous tacky nature of product H
allowed It to be drawn Into fibers and appied on substrates as thin fils.

The setocpcdata for product H is given in the experimental section and a
representation of Its postulaed structure Is shown In Figur 1.

ami grow 8 AMW growp
9 A (04WHO0O_~mh ID"I0

O-OHK XI l'- C

Figure 1: A representation of product H.

Formation of Thin Films and Fibers; of Caimon Difficlade TIC from Prontur K

The gel which resulted from reaction A was pyrolyzed at I 0500C and shown to produce both
T120 3 and TICx (xci) while at 15000C TICx (x-ci) was forned as determined by XRD. This
encouraging resul led us to Investigate ot her polymneric titan~m dcoxides for use as precursors to
thin films and fibers of TIC.

TGA analysis of product H revealed a 80% weight Ice between 100 and 4500C and an
addlitional 2-3% weight loss from 450-8700C. The weight lose above 8700C was not determined due
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to the limitations of the TGA apparatus. The solid-state 13C-CPMAS-NMR and IR spectra of

Table 1: 116111y or RMIMS of ASSIM Eshta wUt T0.j.C04,k

anon* A IOAS 1G." IM)

* ~ ~ ~ ~ ~ 7ý c CHCH,4,r-~.4 1b~

C 041C0-(Cr*4c-locM6 11 VA. ISMV

a l

HCH(OIC=% Na.-'~av~ m. .WOW Inov

a sample pynolyzed at 1800C exhibited characteristic C-0 peakcs around 77 ppm and 1050 cm-1,
respectively. The conversion process of product H to Ti~x (x-c1) was studied at various
temperatures (180, 260. 360, 500, 7000C) using solid-state 13C-CPMAS-NMR and lR
spectroscopy. The NMR and IR spectra revealed that the C-0 bonds in product H were brokcen by
2600C, producing titanium oxide and unsaturated hydrocarbon fragments. Chemical anatyse of
several samples of product H pyrolyzed at temperatures from 180 to 15000C were obtained and
are listed In Table 1I. These results Indicate that the weight loss from 260 to 7000C is primarily due
to the elimination of hydrogen and some carbon and oxygen. However, above 7000C
carboreduction occurs, resulting In the production of a titanium oxycarbide. The IR spectrum of the
7000C sample Indicates the reformation of C-0 bonds. At 15000C a crystalline phase ricx (xci),
which was characterized by XRD (Figure 2), is forined. The formation of a carbon deficient TIC at
these pyrolysis temperatures Is consistent with previous reports [9]. Even when amorphous carbon is
mixed with the TI~x (xci) produced from the pyrolysis of product H and further pyrolyzed at
165000C no additional carbon is Incorporated in the TI~x (x<1) as evidenced by XRO.

Table UI: Elemental Analyses of Product H pyrolyzed at Various Temperatures

Temp.(OC) Time (hr) WA. % Oxygen Wt. % Carbon Wt. % Hydrogen Wt. % Tianitim

180 1 23.41 56.53 4.46 15.60
360 1 24.42 42.17 1.83 31.58
700 1 24.85 42.85 <0.5 32.30

1200 4 13.36 33.42 -0.5 53.22
1500 4 3.04 41.72 ý0.5 55.24

Fibers drawn from product H anid pyrolyzed at various temperatures were Investigated by
SEM. The SEM pictures of these fibers pyrolyzed at 500 and 150000 are shown In FuRem 3. The
fiear pyrolyzed at 50000; shows a smooth surace morphology, but the fiber pyrolyzed at 16000
has a surface signiloantly composed of crysitallites. Both fibers are porous due to extensive weight
loss during pyrolysis and as a result are very brittle and difficult to handle.

Thin films, formed by doping a substrate into a sokluton of prouc H followed by pyroilysis,
varied In thickness from several angstrons to a few micron. depeindig upon processing conditions.
The SEM results do not reveal any visible cracks or pores In these films. These ti~n f~is show n-type
conduction with room temperature DC conductivities of 0.7 and 800 W-1cm-1 for films pyrom" at
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Figure 2: XRD Spectrum of Ti~x (xci). pyrolysis temperature 16000C.

Figure 3: SEM photographs of Moers of product H pyrolyzed at (a) 500C and (b) 15000C.

8000C and 1000cC, respectovely. Asevdnebyteceiaanlssgenntbe11hsefm

most Ecely consist of a titanium oxycarbide. These titanium oxycautulde firns are amiorphous to X-rays

and their phase compositions are at the present tkne unitnown. Even though thiese films contain
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CERAMIC FIBER COATING BY A NON-AQUEOUS SOL-GEL PROCESS

F. C. MONTGOIERY, H. H. STRECKERT, R. 0. HARRINGTON, J. L. KAAE, S. P.
PAGUIO, AND D. R. WALL
General Atomics, San Diego, CA

ABSTRACT

Thin coatings of A120., and Y O, have been prepared on desized Nicalon
yarn. The layers were deposited dy dip coating in homogeneous, alcohol
solutions of partially hydrolyzed metal alkoxides. The coating thicknesses
could be controlled by multiple dipping.

The uniformity of the coatings was affected by the alkoxide
concentration. Solutions containing greater than 1 wt % equivalent oxide
resulted in oxide bridging the void between the fibers.

Transmission Electron Microscopy (TEN) studies on alunina coatings
formed by dip coating 300 mesh nickel grids, have shown that either eta or
gamm aluamina is formed after heating at temperatures as low as 700 'C.

he rate of grain growth increases as the temperature increases. In
addition, increased grain growth is observed for films produced from
solutions with higher water:metal ratios.

The strength of coated fibers heat treated in air after coating has
been determined. Alumina, and yttria coatings reduce the strength of the
fiber after heating at temperatures above 900 OC. Scanning Auger analysis
suggests that the coating is reacting with the fiber at these high
temperatures.

INTRODUCTION

In the development of strong, tough ceramic fiber/ceramic matrix
composites, the chemistry and properties of the fiber-matrix interface play
an important role. Fiber coating can provide a mans of controlling
interfacial bond strength.

Thin oxide coatings can be produced by dipping a substrate into a
homogeneous solution containing a precursor of the oxide. The precursor
solution my be made from three basic types of solutions: hydrolyzable
metal salts [1], colloidal sols[2], and polymerized organometallic
spacies[3].

In order to utilize a metal alkoxide, reaction conditions mast be found
which produce a homogeneous solution. Several paramters affect the
homogeneity of the solution as the metal alkoxide hydrolyzes and
polymerizes. Some of the important parameters are (1) the hydrolysis and
condensation temperature, (2) the concentration of metal alkoxide, (3) the
pH of the solution and (4) the ratio of water to metal used during the
hydrolysis. These factors can often alter the average mlecular weight
distribution of the resulting polymer and thus influence the microstructure
of the final coating.

EXPERIMENTAL

I•n•ma. Clear solutions of organo-alminoum were prepared by the
controlled hydrolysis of dilute alcohol solutions of alumdnum sec-butoxide
(Alfa Inorganics). Initial experiments used sec-butanol and ethanol as the

M.L Na.. Soa. *VmWp. Pfo". Vol. loc. elm Me**" Itmbiait ao@aa
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solvent, but it was found that the solutions were not stable and, after
aging for several hours, formed a precipitate. Thus, the alkoxide was
dissolved in 2-ethoxyethanol or 2-(2-ethoxyethoxy)ethanol (J. T. Baker)
which had been dried by distilling from barium metal. The solutions were
hydrolyzed at 55 OC by dropwise addition of distilled water (H2O:AI- 0.25,
1.0, 2.0) dissolved in alcohol. The mixture was then heated for 1 to 15
hours at 55 *C to age the solution.

Yttrium isopropoxide was prepared by reaction of yttrium metal with dry
isopropanol following the procedure of fazdiyasni.[4]

Yttrium 2-ethoxyethoxide and yttrium 2-(2-ethoxyethoxy)ethoxide were
prepared from yttrium isopropoxide by alcohol exchange at 125 C. The
isopropanol, as it was formed was swept from the vessel by flowing nitrogen.
After reacting for 3 to 5 hours, the solution was cooled and filtered in a
glove box to yield a clear pale yellow solution. The yields were not
measured but the reaction was continued until isopropanol was no longer
being evolved. The yttrium concentration was titrated with standard EDTA
solution.

The coating solution was prepared from either alkoxide by the
hydrolysis procedure described for the alumina precursor solution.

Co•iLLng. Nicalon fiber tows were dip coated using a microprocessor-
controlled dip coater. Samples were dipped into the coating solution for 20
sec, and removed at 6 cm/min. The coating was dried at 350 OC prior to
repeating the dipping cycle.

Calcining. Thermogravimetric studies on vacuum dried gels showed that
the gels lost weight in air up to approximately 850 1C. Thus, after dip
coating, portions of each coated tow were heated in air at 10 'C/min to 700,
900, 1100, or 1300 'C and held for 30 min. After the hold, the temperature
was reduced at 20 'C/mi n to about 700 °C and then the furnace was turned off.

RESULTS AND DISCUSSION

The quality of the coatings was determined by scanning electron
microscopy. Features which are considered detrimental to the coating are
the following:

Sma b

Figure 1. SEN photomlcrographs showing yttrla coatings on Nicalon: (a) 1
dip (b) 5 dips
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(1) areas of
coating bridging between 1o0
fibers. 900

(2) tracking on the 1800
fibers (see fig. la), 700
indicating the fibers had 0
been stuck together. 600

(3) spallation S00
of the coating. 400

(4) peel back of the 300 5
coating. 200 [5

SEN photomicrographs 100of typical yttrla coatings 0 12 00 ¶ 05

on Nicalon fibers prepared o.0 s 0.50 1.05 .0
from a 1 wt % oxide Am in-Ut i-e
solution are given in
figure 1. Bridging and EM 0= I = = 2
peel back flaws are
apparent on the sample tgu•r 2. Effect of dipping parameters on the
dipped 5 times. The thickness of alumina coatings on Nicalon fibers.
single dip coating,
however, is uniform and
adherent although some tracking is evident on one fiber.

In addition to SEN examination, the relative coating thicknesses were
determined by EDAX analyses of the coating compositions. In this analysis,
the silicon peak of the Nicalon substrate was used as an internal standard

since the silicon signal
decreased as the coating
thickness increased.
Figure 2 shows how

0 (a) F process parameters affect
this measure of the

40 a 0 coating thickness. The
thickness was fairly

WA independent of the number
--0 of dips. The apparent

2oq H" large increase in coating
thickness after 5 dips

, .0 into a 0.51 wt % solution
o____.....__ _i .s due to severe bridging

0 , 5 20 of the fibers. The
_ __ amount of water used in

7(b) the hydrolysis has little
W - effect on the thickness

Il] of alumina coatings when
the concentration of

0 --- -metal oxide is below 0.5
30 i. Yt wt %. When the wt %

metal oxide exceeds this
20 concentration. 5 dips in
10, a solution hydrolyzed

.. .- with 2 moles water per
t C ------- ------- mole of metal shows a
0.0 0.5 t0 1- 2.0 significant Increase In

k time (min) the thickness of the
coating. SEN

Ilgure 3. Scanning auger analysis of elemental depth" observations show that
profile for (a)l A and (b) on Nicalon fibers the coatings appear
after heating to 11L OC in air. simlar with mnor

Q siia wit mino
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bridging between the fibers.
The structure of the solvent influences the coating, and the stability

of the coating solution. The data in figure 1 were obtained using 2-
ethoxyethanol as the solvent. With 1 mole of water per mole of metal, the

a b

Figure 4. Bright-field TEN photomicrograph of films annealed at (a) 700
and (b) 900 I.

solutions were stable for several months. However, when the molar ratio was
increased the solutions would continue to thicken and would gel in a few
days. With 2-(2-ethoxyethoxy)ethanol significant bridging was obtained at 1
wt % equivalent oxide. Furthermore, the solutions would gel within a few
hours if the water:metal ratio was greater than one.

Figure 3 shows a scanning auger analysis of the elemental depth profile
of alumina and yttria coatings on desized Nicalon after a 0.5 hr thermal
anneal in air at 1100 *C. Depth profiling was accomplished by bombarding
the smople with an argon ion bear. The elemental analysis is accurate to 1
percent. Relative to a silicon standard, one minute of ion bombarding is
approximately 10 rm. However, the depth of penetration of the beam on the
coated sample is not quantitatively known. The alumina coating contains an
appreciable mount of silicon at the surface and the concentration of
silicon increases steadily as the aluminum concentration decreases into the
coati•• yttria coating contains less metal than does the alumina coating.

The alumina coating is about 40 atom %. aluminum. The yttria coating is only
about 10 atom A yttrium. Stoichiomotric oxide coatings would be 40 atom %
metal.

Transmission electron microscope specimens were prepared from nickel
TEN grids that were A120 coated from aluminam sec-butoxide hydrolyzed with I
mole of water per mole o6f metal in 2 ethoxyethanol. A bright-field TEN
micrograph of a hydrolyzed film annealed at 700 OC for 0.5 hr is shown in
Figure 4a. Both the bright-field micrograph and the electron diffraction
pattern suggest that the material is amorphous. There is no diffraction
contrast typical of a crystalline material in the bright field image, and
only diffuse scattering is present in the diffraction pattern. j

_-i
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A film annealed for Table 1. Planar spacings of various alumina
50 hr at 700 OC shows some phases and planar spacings of the coatings
crystallinity, with prepared in this study.
diffraction contrast from
regions of about 100 A in--
size. Interestingly, a Sample Eta Gamma e06C godCC
similar film formed from a- - - - -

solution hydrolyzed with Planar 4.60 4.53 4.45 4.55
0.25 mole HO0 per mole Al Spacings -- -

exhibited diffraction (A) 2.80 2.80 2.73 2.77
contrast from regions of2.0 .9 235 .9
less than 10 A. -.0 23 .5 23

The bright field TEN 2.27 2.28 - -
micrograph and the-- -

electron diffraction 1.97 1.98 1.96- 1.97
pattern of a coating- - - - -

annealed at 800 OC, (fig
4b) also reveals evidences ______________________

of crystallinity. Regions
about 30 A in size are
present and the electron diffraction pattern is composed of spotty rings.
The crystalline regions of a coating annealed at 900 'C are larger than
those in the 800 OC annealed coating, measuring about 100 A i n size.

The four largest atomic-plane spacings determined from the patterns of
the 800 OC and 900 OC annealed films are compared with those of the eta and
gamma phases of hydrated alumina in table 1. The spacings are not close to
the spcings of any of the other hydrated alumina phases. The 4.45 A spacing
for th film annealed at 800 OC is closest to that of gamma alumina.
However, the 4.56 A spacing in the 900 'C film is midway between eta and
gaum alumina. Also, one diffraction ring, the ring for a 2.28 A spacing,
is missing from the diffraction patterns. The missing ring corresponds to
diffraction from (222)
planes [5], but a ring ____________________

produced by diffraction
from the parallel (111) 70-
planes with a 4.60 A
spacing is present. Thus, so. .... .... .......
the absence of the ring is
not due to crystalline -0 ..... . .......-
preferred orientation in
the films. In any case 40........
the measured atomic plane
spacings do not -

differentiate between the
eta and gamma p hases. the ......

The tensile strength ,0 ---

of the coated fibers has to

been measured. All of the
coatings tested degrade -0 ~
the fiber strength during 700 110o
0.5 hr anneals in air at So0 1300
temperatures greater than 30 14h AMNm $uwvcti' (C)
700 C. Figure 5 comares
the average failure load
for individual fibers [D ~W 0 dtaiu 0~**
coated with alumina and
yttria. _____________________

In Nicalon- houre 5. Tensile strength of a coated fiberl
alimmi"Osilicate glass afe eting in air for 30 mmn at the indicated
matrix composites. temerature.
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reaction can occur between the glass matrix and the fiber when the composite
is aged at 900 OC in air.[61 Presumably, our coatings are also reacting
with the bulk fiber creating flaws from which cracks propagate during
tensile loading.

CONCLUSIONS

Oxide coatings can be produced on Nicalon fiber using a dip coating
technique In hydrolyzed yttrium and alumdnum alkoxides. Coatings prepared
from a solution containing more than 1 wt % oxide show flaws associated with
brid ing between the fibers of the tow. All coatings degrade the strength
of the fiber presumably due to reaction with the fiber surface.
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ABSTRACT

Different multicomponent solutions have been developed by which building
materials were coated. After drying and annealing, the coatings convert into
silicate based glassy films. TEOS or fumed silica were used as silica carriers
and by adding lead compounds also low melting compositions were prepared. In
some cmas it proved to be convenient to adjust the viscosity of the solutions
by additions of suitable organic polymers. The host treatment was done either
in an electric furnace or by means of a special acetylene burner. The produced
films can protect building materials against corrosion, may reduce the absorp-
tion and permeation of water or improve abrasion resistance.

INTRODUCTION

Several papers have been published on forming refractories from ceramic
powders by the use of alkyl silicates as binders E1]. There have been published
also data on the production of refractory materiesl entirely by aol-gel techni-
ques E21. On the other hand, not very much work has been done to improve
building materials (or even whole constructions) by protective films applied by
sol-gel proceeses. Therefore, a study was initiated, in which the possibilities
of applying silicate based ed-gel glass films on building materials, such ceramic
brick or concrete was explored. For that, we developed solutions which can be
applied on the surface to be protected and may converted into sodium boroslli-
cate glasses or to other (lead oxide containing) multicomponent glasses upon
heating. The latter ones resemble certain commercial glazes. The necessary
thermal energy was supplied by an electric furnace (laboratory studies) or by
an acetylene burner (sml-tochnical conditions).

COATING OF CERAMIC BRICKS

The solutions to be used corresponded to the oxidic composition (in mol
per cent) of 26NaO-39O&2SIOv (solution 1) and 15#a0-35So5M0&0m
(solution 2). As starting materials HsNOe, liBO and tetraorthosllicate (TEOS)
were employed. This set of relatively cheap compounds had already proved in
[31 and (41.

Mot. RHc $fc. Symp. Prec. vol. 10. 60120 Materkel Reorclh Soc.ty
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Sanpies from the Interior of ceramic bricks were prepared by wet sawing. After

storing them for 3 days at 25"C in a drying oven they were coated with the

soiutlons. This was done three times within 2 min by the use of a fine brush.

After the coatings had galled the specimens were annealed at 700 or 1000"C in

an electric furnace. Fig. I shows the surface of the unooated brick while in

Figs. 2 and 3 sampies are displayed which were coated with solution 1 and

annealed. It appears, that glassy films have formed at both 70O"C and 1000"C.

This way most of the small pores became sealed. The bigger pores, on the other

hand, remained open as seen in Fig. 4, however, their interior surfae become

also costed. An even more dense costing could be obtained by the (ase-rich)

composition 2, as Fig. 4.

Fla. I SEN micrograph of the surface Fla- Surface of a brick costed

of an uncosated ceramic brick with solution 1, annealed
at 7'0C

Fla-3 Surface of a brick costed with Fla- Surface of a brick Ioed

solution 1, annealed at 1000C with solution 2, annealed
at 700"C

4 im ea a lilm i
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Although the coatings applied so far are not perfect, they guarantee a
significant protection of the surface. The ".•.stance against water penetration
was studied by applying a drop (1-2 ml) of water on the brick surface and
measuring the time until it disappears, being soeken into the porous material.
The following values were found:

without protective coating: 21 ± 4 sec
coating Nr. 1: 46 ± 3 sec
coating Nr. 2: 1633 t 560 sec.

Corrosion studies revealed that the coatings were not attacked by storing the
samples under water for up to 10 days but were mr derately attacked by 1 n
hydrochloric acid.

The burning of the whole ample In an oven may be used for ceranic
bricks or similar burned materials that sustain high temperatures associated
with the above glazing procedure. To apply a cermic glaze on concrete or
other materials that degraded at elevaled temperatures, a technique has been
developed In which the needed thermal energy was applied by a e,eclal burner
developed for this purpose.

COATING OF CONCRETE PLATES

Concrete plates were coated by solutions whose compositions are listed in
Table I.

Table I: Starting compounds, concentrations and oxidic composition of glazing
solutions used for coating concrete

component compound used g of compound oxidic target
dissolved In composition in
100 ml HOD for wt. . for glaze
solution

3 4 5 3 4 5

NlO NaNOa 2,0 4 8

NagO +B&s Nmzg07 2.85

coo Ca(NOV)*4HWzO 3.75 5

ZnO Zn(NOs*4HgO 14.94 3.34 15 5

PbO Pb(NOs)a 22.24 11.64 55 43

890 H380 3.63 1.62 6.0 7.5 5 35

AIaOs AI(NOB)&4HaO 1.00 8.06 2.62 0.5 6 2

Sion a) Aeroell gr 5.98 6.75 8.9 22 37 50
b) TEOS 20.79 30.87
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The solutions were prepared by dissolving all uompounds with the
exception of the 8IOt carrier In water. Subsequently, the aeroali (amorphous
SlOe with a mean particle diameter of 7 nm) was dipersed, leading to stable
solutions of Incresd viscosity. There existed the poselbility to Increase the
viscosity even further by adding 0.1 g of methylcaliuloee (MC) per 100 ml
solution. Zf TEOS was employed as SIOs source, MC was added first (0.4 g. per
100 ml). Then TEOB was added under vigorous stirring, resulting in a homoge-
neous fluid which was stable for between 30 mnn (solutions 3 and 4) and
several hours (solution 5).

Most of the costing experiments were performed with solutions of type 3
(with aeroali plus MC or with TEOB plus MC) and of type 5 (with israel or with
TEOS plus MC). These solutions were applied to the concrete surface using a
fine brush. Solutions without MC did not form good coatings because they were
soaked into the pores of the substrate too rapidly. Thus, the presence of MC
was essential to obtain film of sufficient thickness. The adjustment of the
right viscosity of the coating liquid was found to be critical. Generally, it
proved to be better to apply several thin fluid films successively than only one
thick film. By this method It was possible to over-come problems due to
Insufficient wetting, especially in the case of isroall containing solutions.

After drying the applied coatings were converted into glassy films by the
use of a acetyiene-owygene burner especially developed for this purpose. This
way it was possible to heat up rapidly the coating to its melting temperature
without damaging the underlaying concrete.

The coatings containing TEOG could be converted to glass easier (at lower
temperatures) than those with asroali. This oberservation is in line with results
of Investigations performed using a hot stage microscope. Flow points of 620
and 630C (solution 3) and of 675 and 780"C (solution 5) were found for TEOS
and asroall containing gals, respectively.

Fla. 5 Surface of a concrete plate FHL Glaze form solution 3
prior of glaze applications (with aeroell), single coating
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In FIg. 5 the surface of an uncoated concrete plate Is shown, while
coated amples are displayed In Figs 6 and 7. It may be seen that the coarse
structure of the substrates became covered by the glassy film. Nevertheiess,
the latter one was not formed perfectly. The thicknm of it Is not uniform and
it contains some pores. Some of the experiments were made using two layers of
glaze. Here a second layer was applied and burned a top of a first layer
produced before. Such approach, however, did not produce an advantage, as
compared to glazes produced In a single run. The most effective reduction of
the water uptake (fivefold) was found in the cae of a single layer of solu-
tIon I with asrosai.

Fn. 7: Glaze from solution 3 (with asrosil),
double costing

CONCLUSIONS

Techniques have been developed that enable to apply glassy films of
variable composition on surfaces of ceramic bricks or concrete, using
aol-gel methods. Even though such layers are not complitely Impermeable,
they Improve the chemical resistance and the physico-mechanical properties
(abrasion resistance) of the materials considerably.
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ABSTRACT

Two multi-component sol-gel compositions were developed and compared to several
commercially available high-temperature glasses. All were then used and characterized as
protective coatings for intermetallic titanium aluminide.

The sol-gels were studied as thin film coatings and the commercial glasses were
studied as enameled coatings. Attention was given to (I) the effect of the application
temperature on the origual microstructure of the metal, and (2) the role of intertacim
conditions between the glass and metal in cyclic and isothermal thermal cycles between
ambient temperature and 760-C (1400-F).

TECHNICAL DISCUSSION

Several glass coatings were prepared using commercially available materials from
Schott Glaswerke and Coming Glassworks. These glasses are readily available,
inexpensive, a~id fully qualified and characterized by these companies. The glasses chosen
were Schott's 8456 and 8450, alkaline-earth borosilicates; Corning's 7052, a borosilicate;
and Coming code 1720, an aluminosilicate glass. The nominal composition of Coming
code 1720 was used as a guide for the aluminosilicate sol-gel formulation, and a four
component sol-gel developed by Sandia National Laboratories [2] as a nominal borosilicate
sol. Both sol-gels were formulated and consolidated as described in reference [21.

Two process techniques were used to apply the glass compositions to the aluminide
substrates. First, a simple air-brushing technique was used. The glass was powdered,
suspended in amylacetate, and air-brushed onto all surfaces of the metal substrate.

The second method for application of the glass coat was dipping the sample substrate
into a sol-gel. Dip coating then allows a continuous thin film (< 0.05prm) to be applied to
a surface [3].

EXPERIMENTAL CONDITIONS

Ti3AI coupons were supplied by Garrett Engine Division of Allied Signal and
Rockwell International. These were cut into approximately 1 cm x 1 cm pieces, and each
had a 1 inch platinum wire spot welded to a corner. This was done to facilitate the
enameling, dipping, and oxidation test procedures.

Two different sample preparation approaches were tried for the coupons to be air-
brushed. A number were etched using a dilute solution of HF and cleaned by four-step
cleaning. Another group was polishd to a 600 grit finish and four-step cleaned. After air-
brushing the samples where hung in a box furnace heated to a temperature above the glass
softening point to form a coherent coat. Table I shows the temperature and time parameters
usedamel for the commrcial e chsen.For the sol-gel samples the titanium aluminide pieces were polished with 600
gPt silicon carbide polishing cloth and then four-stqp cleaned. The aol-gel coatings were
applied using the dip-ating technie in a dry arpn atmosphere. The substrates were
withdrawn from the sol at a of per mnurte. A total of four coats of the hol-gel
were applied to each ample in this manner. st

I
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OXIDATION TESTING

1) Cyclic Testing
Each sample was weighed to four decimal places using a Mettler analytical balance.

The samples were then put into a box furnace at 760°C (1400°F) and left for a
predetermined amount of time. The time for this test cycle can be found in Table 11.

TABLEI

ENAMELING PARAMETERS FOR COMMERCIAL GLASSES FOR
ALPHA TITANIUM ALUMINIDE

Temperature
Sample Number * GC .7 nm Commen

A 86 8456 870 1600 10 Isothermal test
A 61 8456 870 1600 10 Cyclic test
A 66 8450 840 1500 10 Cyclic test
A 66 8450 1120 1550 10 Isothermal test
B 41 7052 1120 2050 10 Cyclic test
B 47 7052 1115 2040 10 Isothermal test
R01 7052 1115 2040 10 Cyclic test
R-05 7052 1115 2040 10 Isothermal test

*A,B Garrett Ti3 Al, R = Rockwell Ti3 Al

TABLE II

OXIDATION CYCLE TIMES

Cyle Nume TTimohal alTime (hr)

1 2 2
2 4 6
3 2 8
4 8 16
5 8 24
6 24 48

2) Isothermal Cycle
For the isothermal cycle the samples where placed in the furnace at 760'C

(1400°F) for 48 hours after which time they were removed, allowed to cool, and weighed.

RESULTS AND DISCUSSION

Prior to oxidation testing of each of the coating configurations, the samples were
examined with a scanning electron microscope (SEM). The result of this examination
shows that the underl y icrostructure of the substrate was unaffected by the glass
application of the 8450 and 8456 glass enamels (Figure la to Ic).

Also evident in these photomicrographs is the lack of intimate bonding between the
air-brushed commercial glass compositions and the underlying metal.

The application of the 7052 at 1115*C (2040*F) for 10 minutes had a dramatic
effect on the underlying aluminide microstructure (Figure Id): increasing the beta grain size
and destroying the lamellar structure of the alpha and beta phase structure within the grain,
thereby changing the mechanical properties originally possessed by the substrate material.

In assessing the results of the cyclic oxidation tests it was assumed that any loss of
weight indicated the loss of surface coating from the substrate (i.e., by spalling). This was
the case for the Schott 8450 and 8456, and one of the Corning 7052 samples. Optical
m geraprs of the surfaces of theo -e indeed indicated that some of the surface coating

no 1onger present (Figures 2a to
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The sol-gel coatinngwas too thin to be seen in cross section even with the
magnification available with the SEM. No microstructural changes were xeen in the
substrate s-urface.

Figure 1. Glass coating on titanium aluminide surface prior to oxidation testing:
(a) as received titanium aluminide coupo, (b) 8456 glass coating,
(c) 8450 glass costing, and (d) 7052 gascoating. SEM nmicrographs
with 500X magnification.

The results of the cyclic oxidation tests are to be found in Figure 3. Figure 4
illustrates microstructure of thermally cycled specimens.

While it appears that the Schott 8456 gained the little weight over the 48 hours of
cyclic testing, optical examination revealed that the glass coating had spalled (Figure 4b) at
the coupo edges and surfaces. Therefore the lower weight gain of this sample is spurious,
as weight gained by the oxidizing surface was offset by the loss of the glass coating material
due to spulling. Observation of the Schott 8450 (Figure 4c) revealed similar spalling and
surface oxidation. This is most likely a result of the mismatch of thermal coefficients
between the glasses and the metal.
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Figure 2. Optical micrographs of coupons after 48 hours of cyclic thermal testing:(a) bare
titanium aluminide, (b) 8456 coated, (c) 8450 coated, (d) 7052 coated, and
(e) aluminosilicate sol-gel coated. Original magnification 3X.

The Coming 7052 (Figure 4c) produced the least weight gain, and observation of the
cycled samples showed bare edges but intact coating on the larger flat surfaces. Loss of
weight was attributed primarily to loss of oxide scale from bare sample edges.

Figure S displays the weight loss per specimen for the isothermal cycle test. These
results indicate that excellent protection was afforded the samples coated with the
borosi'icate enamel coatings. Unfortunately, the thermal mismatch between the glass and
metal is too great for such coatings to be effective for cyclic use. Some component
additions to these glasses, resulting in increased CTE, might be considered for improved
glass to metal adherence.

4
!
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% Weight Gain
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Time at 7600C (hrs)

Figure 3. Results of the thermal cycle test from ambient to 7 0 °C (1400.F).
G - Garrett Ti3AI, R A Rockwell Ti3AI, Sol-gel is aluminosilicate.

CONCLUSIONS

"o All the coatings studied provided some protection against oxidation damage at 760°C
(1400°F) compared to the bare material exposed to similar conditions. Of all the
glasses studied, the sol-gel thin film coangs appeared least effective.

"o Corning code 7052 air-brushed on the polished substrate proved the most effective
oxidation barrier during thermal cycling. The major weight gain of these samples
could be attributed to the difficulty coating the sharp edges of the sample coupons.

"o Enameling temperatures of 870°C (1600F) and below for ten minutes had no effect
on the microstnacture of the substrate. Intimate bonds between the coating and the
underlying metal surface were not formed.

o Enameling temperatures of 1 100*C (2000oF) and above allow the glass to form
intimate bondsb tte glass and substrate surface but are at the material's beta
transus temperature and therefore drastically alter the original metal microstructure.

"o Both the aluminosilicate and the four-component sol-gel coatings proved less
effective barriers against oxygen corrosion, either because of microporosity or
microcracking of the thin film.

I
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Figure 4. Optical micrgraphs of the glass/metal surface after 48 hours of thermal cycling:
(a) bare titanium aluminide, (b) 8456 coated, (c) 8450 coated, (d) 7052 coated,
and (e) aluminosilicate sol-gel coated. Original magnification 50OX.
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% Weight Gain
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Figure . Res-ults of the isothemal cycletest a; 760°C (1400*F) for 48 hours.
G - Garrett Ti3Al, R - Rockwell T13Al
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ABSTRACT

In this study ceria stabilized zirconia was used to obtain
an uniform and adherent film on iron and 304 S.S.. Coatings were
prepared by dipping in solutions of organometallic precursors of
zirconium and cerium. Structure and morphology of samples were
investigated using SEM and XRD techniques before and after
thermal treatments. The oxidation behaviour in air of coated
samples was followed through thermogravimetrical analysis in a
range of temperature from 773 K to 1123 K. The preliminary
results show, for the samples coated and pretreated in high
vacuum at 923 K, a good decrease in oxidation rate.

INTRODUCTION

Until now material research has focused on the use of
coating processes to provide materials with superior properties
i.e. chemical durability, alkali resistance, heat resistance
against oxidation. The sol-gel technique is suitable for
producing oxide powders but also for forming thin oxide films on
various substrates at low temperature with good homogeneity
(1]. The dip-coating technique has been extensively studied as
regards silica-based coatings and zirconia coating on glass
[2,3]. In the recent years a few reports concerning sol-gel
films on metal substrates were available in the literature[4,5].
The purpose of the present work is to show the role of the
chemical and morphological parameters of the 18% mol CeO2
stabilized-ZrO2 films in improving the heat resistance of iron
and 304 S.S. against oxidation.

EXPERIMENTAL PROCEDURE

All chemicals were cummercially available analytical
reagent-grade products. The solution for dip-coating was
prepared adding the proper amount of zirconium tetra-n-butaxide
(containing 50% of n-butyl alcohol) and cerium (III)-2-4-
pentanedionate in the molar ratio of 82:18 to anhydrous ethyl
alcohol to reach the total concentration of 0.3 mol/L. The
solution obtained was stirred at room temperature until it
clarified and was utilized immediately after° Substrates were
pure iron and 304 S.S. sheets 20x10x2 mm . Before coating,
samples were grinded on 1000 emery paper and then degreased
ultrasonically in acetone. The coatings were produced by
withdrawing the substrates from the solutions at a constant rate
(0.5 cm/s) and dried at 353 K for one h qr. The_ the specimens
were heat treated in vacuum at 653 K (10-j or 10 torr).

The heat resistence of the coated sheets against oxidation
was evaluated measuring the weight gain during 24h heat
treatment in air at 753 K for iron and 1123 K for stainless
steel specimens. The oxidation data were collected by a Mettler
thermobalance TAI. Before and after heat treatment the surface

met. Re.. Ic. Symp. Pmr€. Vol. 100. 0150 Matdes Resselr Scety
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coatings were observed using a Cambridge Scansion Electron

Microscope whereas the structural characterization of the films
and oxidation products on surface was performed by XRD and high-temperature XRD using a Rigaku diffractometer.

RESULTS AND DISCUSSION

The nature of the alkoxide derived coatings depends on the
parameters of the dipping process and the precursor type and
concentration in solution. Solvent type determines the solution
stability and impacts the hydrolysis rates. Also, the use of
either acid or base catalyst can produce a more or less open
polymeric network. In this study, the choice of solution
concentration produced a film with a thickness of 300 nm. The
fast evaporation of solvent left pores in the film, making it
visibly opaque.

A porous film cannot be protective for metal at high
temperature. Figure 1 A shown the XRD spectra of a coated
stainless steel treated at different temperature. The as dried
coating was amorphous (a). The crystallization of the film
begins at 923 K; in fact, the (111) peak of tetragonal
stabilized zirconia appears in the spectrum recorded at this
temperature (b), while at higher temperatures the metal oxidizes
producing mainly iron and chromium oxides (d and e).

A) B)

dA

30 2e 4 020 4

Fig.1 A) High temperature X-ray diffraction spectra of coated
304 S.S. (a) at 723 K; (b) at 923 K; (c) after 15 h at 1123 K;
Wd after 17 h at 1123 K; (e) after 21 h at 1123 K. The dot
refers to zirconia peak, the stars refer to iron and chromium
oxides peaks, the triangle to austenite peak and the square to
platinum peak (sample holder). B) X-ray diffra.5tion spectrum of
coated iron treated at 923 K in vacuum W110-• torr) for 2 h.
The dots refer to zirconia peaks and the triangle to iron peak.

Since the densification treatment of coated iron at high
temperature led to an immediat• oxidation of the metal, the
treatments were conducted at 10:1 or 10-' torr. The treatment
temperature, 923 K, was selected to obtain also the
crystallization of the film and to hinder outside diffusion of
metallic elements and inside diffusion of oxygen. The treat-
ment at 10-3 tort did not form a compact f ils without
producing a no~ticeable quantity of iron oxide, whereas a lower
pressure (10i-Y tort) was suitable for the purpose. The same
pretreatments were conducted also on the coated 304 S.S.
specimens.

i • kL-
III IM mll~ r _ - - -- IL - III • : ,mn , q - • -•~q . . .. . • - •I -



483

(B) oxidation rate at 1123 K In air (A) oxidation rate at 773 K In air

-0,6 -. 3.0
E E

S00,5 2,5

-~0,4 6 2,0

& o,•r ....--.- •--• & 1,5

m0.2 3M 1.0

a n j 0,5

0,0 0,01
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Time (h) Tim* (h)

Fig.2 Oxidation curves for iron (A) and 304 S.S. (B);the circle
symbols refer to coated and pretreated in high vacuum
samples,the triangular symbols refer to coated samples and
square ones to pure substrates.

The oxidation curves reported in fig.2 show the decrease of
the oxidation rate for all coated sýples, in particular for
samples pretreated at 923 K and 10 torr. As shown in the
micrographs of fig.3, the pretreatment did not change
significantly the surface but tended to reduce voids and to
crystallize the film, as confirmed by reduced oxidation rate,
and XRD. The spheroidal clusters on the film were probably due
to high concentration of dipping solution[5].

a) b) c)

d) e) f)

Fig.3 The morphology of the surface of the coated iron as dried
(a), pretreated in vacuum (b) and after oxidation for 24 h in
air (c). Picture (d), (e) and (f) show the coated 304 S.S.
surface after same treatments.

Figure 1 B shows the diffraction pattern of pretreated
sample in the angular range of (ill) peak of zirconia. Peak

A

1
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profile analysis gave 250A crystallite size and 2_10-3
microstrain. It was not possible to establish whether zirconia
was cubic or tetragonal, since the poor crystallization and the
thinness of the film produced very weak and broadened peaks.
However, XRD analyses on well crystallized powder samples of the
same composition showed the presence of a pure tetragonal
phase[6]. At this stage the film, whose thickness was reduced to
200 nm, was macroscopically trasparent and continuous. The
results of the oxidation resistance test are very encouraging;
in fact, after 24h oxidation both samples did not show spalling
phenomena and the oxide scales seem to be well adherent. SEM
picture (Fig. 3c) shows the presence on the surface of Fe 203
mixed with film residuals that are still adherent to iron
substrates whereas CrFO( crystals are seen to emerge from the film
on S.S. substrates ( g. 3f).

COINCLUSION

In this preliminary work it was demonstrated the suitability
of dip-coating technique to form adherent and protective films
also on metal substrates. An improvement in resistence
against oxidation of iron and 304 S.S. has been obtained
especially for samples coated and pretreated in vacuum. In fact
the densification and crystallization pretreatments. in vacuum
are necessary to retard the inside diffusion of oxygen and the
outside diffusion of metallic elements.
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ABSTRACT

Lead titanate fibers were formed from lead acetate and titanium isopropoxide
by sol-gel methods. Additions of acids and chelating agents were used to influence
hydrolysis and condensation reactions. A variety of solvents were examined, and
the effect of conditioning treatments at elevated temperatures were investigated.
Data are reported for the rheological behavior of viscous sols, fiber drawing ability,
pyrolysis and crystallization of gels and fibers. Features of the ceramic
microstructure are reported. A pyroelectric effect was measured for PbTiO3 fibers.

INTRODUCTION

Lead titanate is a ferroelectnc material with the perovskite structure, and is a
potential candidate for high temperature pyroelactric sensing applications due to its

high Curie point (5000C) and spontaneous polarization (0.8 CI/M). A fibrous form is
the preferred geometry for the reduction of heat capacity and increased responsivity
in small scale devices. Hence, the interest in the sol-gel processing of lead titanate
fibers. Recently, many kinds of oxide ceramics have been prepared from metal
alkoxide solutions by sol-gel processing. In general, the method allows for
reductions in firing temperatures and for the preparation of unusual forms, like
continuous fibers. In previous work, SIO2,1 T102,2and ZrO2 3 fibers were formed
from corresponding metal alkoxide solutions. Little has been reported for the
preparation of ferroelectric fibers. Fibers are usually drawn from viscous sols of
high concentration, and with a preferred linear polymeric structure. It is important to
control hydrolysis and condensation reactions, and to derive processing conditions
for the accelerated volatilization of solvent. The latter can concentrate polymeric
solutions without immediate gelation.

In this study, we report on the processing of lead titanate fibers derived from a
lead acetate and titanium Isopropoxide solution. Emphasis Is placed on the
processing conditions necessary for the drawing of continuous fibers.

EXPERIMENTAL PROCEDURE

Figure 1 illustrates the flow diagram for the process. A I M stock solution of a
Pb-Ti alkoxide complex was prepared from an equimolar anhydrous lead acetate
and titanium isopropoxide solution according to a method originally reported by
Budd et al.,4 and with modification. Three anhydrous alcohols (methanol, 2-
propanol and methoxyethanol) with different boiling points (654C, 780C, 1250C,
respectively) were evaluated as suitable solvents. A 5ml alcoholic solution, which
contained 0.01 mol of water, 0.005-0.02 mol acetic acid (AcOH) and 0-0.02 mol
acetylacetone (acac), was added dropwlse to Smi of the stock solution, (i.e., 0.005
mol Pb-Ti alkoxide). Thus, the molar ratios of the Pb-Tli alkoxide stock solution (with
respect to H20, AcOH and acac) were 1:2, 1:1-1:4; and 1:0-1:4, and the alkoxide
concentration was 0.SmmoVg in the starting solution. The sols were placed in glass
tubes (20mm # x5Omm) with perforated endcaps (six 2mrm # holes) and stored in
temperature controlled baths at 156C, 600C and 900C. Weight loss due to
volatilization of solvents and additives was monitored and the corresponding
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10.2mol T,(,-OPr)A 0.2mol Pb(OAc)2  AcoN(O.005-0.02m,1J Stock Solution
looml ROH Acefytact-e (-cc) Sml
(R=Mei-Pr,MeOEt) (0-0.02mol) (Pb-Ti:0.005mol)I L H2O<O.o,.mc) ROH I

Distill off Solvent 
5 flm | -

Redilule, Repeat(3)
Add Dropwise

Add Dropwise Condition
(15,60 and90C)

Retlux 3hr Draw out Fiber
Redilute with ROH Wet •Ge

IDy (1 40*C. 72hr)
1M Stock Solution |Desiccated Gel I

Heat-treat
(300-9000C)

XRD DTA-TGA

Figure 1. Flow Diagram for Sol-gel Processing

change in the Pb-Ti concentration was calculated up to gelation. The forming of
fibers was evaluated by drawing on a glass rod. The viscosities of sols prior to
gelation were determined on a rotating viscometer as a function of shear rate.

Gels were dried at 140WC for 72 hours, and DTA-TGA measurements were
used to characterize pyrolysis behavior. Desiccated gels were heat-treated
between 300OC-9000C for 1 hour, and XRD measurements were used to determine
the crystallization characteristics of the heat-treated gels. The form and structure of
drawn fibers, and heat treated ceramic microstructures, were evaluated by electron
microscopy.

RESULTS AND DISCUSSION

relation behavior and fiber drawing ability

Figure 2 summarizes the gelation behavior and fiber drawing ability of sols
conditioned at various temperatures in methanol or methoxyethanol solvent
systems. The time-to-gelation (tg) was defined as the time at which no visible flow
occurred on inversion of the sample tube. Table 1 summarizes the concentrations
for the systems at gelation. Concentration was determined from the weight change
in the sol. Fiber drawing ability increased with acetic acid concentration and
conditioning treatment temperature (e.g., 60 and 900C). For example, fibers which
could not be drawn at 150C, could be successfully drawn at 60 and 900C, with
increasing AcOH additions in methoxyethanol. Gelation concentration was closely
linked to fiber drawing ability. Sols that had a high concentration of Pb-Ti at
gelation were better for fiber drawing. The tg for fiber drawing systems was
dependent on the thermal conditioning treatment and the boiling point of the alcohol
used as the common solvent. It did not appear to be dependent on the gelation
concentration. The results suggest the importance of solvent evaporation on fiber
drawing ability. AcOH additives to the 2-propanol system caused precipitation, and
no clear sols were obtained.

Figure 3 Indicates the effect of acac additions on tg and fiber drawing ability,
for a system conditioned at 15 and 909C. Gelation concentrations are summarized
in Table 2. The Tg increased with additions of acac, especially at low temperature,
and facilitated the drawing of fibers at 150C. The results are consistent with the
chelating ability of acac to delay hydrolysis and condensation reactions, and thus
Increase tg for fiber drawing ability. Fibrous precipitates were noted before the
gelation point, which disappeared on heating above 300C.
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Table II. Effect of acac Addition on the

Table I. Concentration of Pb-Ti at Gelation Pb-Ti Concentration at Gelation

solvent methanol methoxyethanol acac/ Conditioning Temperature (OC)

AcOW Conditioning Temperature (°C) Pl.ri .1 90

Pb-Ti 15 60 90 15 60 90 0.0 0.76 1.86

1.0 0.62 1.16 1.52 0.54 1.75 1.38 0.5 1.82 2.06

2.0 0.761,53 0.62 1.95 1.95 1.0 1.97 1.95

4.0 0.99 1j7 1.8 0.69 1.75 2.08 2.0 1.89 1.89

4.0 1.80 1.82

concentration : mmol(Pb-Ti)/g-solution
underlined : fiber drawing sots concentration : mmol / g-solution

underlined : fiber drawing sots

solvent : methanol

acIc
Pb-Ti 15"C
0.9

4-

o0 20 ,O iay)

4.0 I I-

10 20(hr) 2 4 10 2 40 80
t0 1 shear rate (s-1 )
tg

Figure 3. Effect of acac Additions on Time-to- Figure 4. Shear Rate Dependence of Apparent

Gelation and Fiber Drawing Ability Viscosity for Sols Prior to Gelation

sol *: fiber drawing sots U: gel 0: fiber drawing sots (conditioned at 90
0C)

solvent: methanol, AcOH/Pb-Ti=2 O: no fiber drawing (conditioned at 15CC)

solvent: methanol, acacIAcOH/Pb-Ti=O/2/1

Pyroelectric meaurements

Preliminary data are given in Figure 4 for pyrocurrent measurements made

on lead titanate fibers heat-treated at 7000C. The measurements were for

approximately 100 fibers, 2 cm long, connected in parallel with Ag paste, and
supported on an alumina substrate. A picoammeter (HP 4140B) monitored the

pyrocurrent, and a thermocouple determined the temperature. The pyrocurrent was
greatest In the vicinity of the Curie point. The heating rate was 20°C/min.

Pyrocurrent and fiber temperatures were monitored through use of a HP 9000

microcomputer. Work in progress Is directed at lower heating rates, and with more

thermally matched systems. Pyrocurrents were only detected In crystallized fibers

heat-treated above 5000C. The magnitude of the pyrocurrent increased with heat-

treatment temperature up to 800
0

C.
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solvent: rmethno( solvent:snetoxethal

A i-f 154C 150C

4.0 4 OI0
o 10 25ay) 100(5acy)

60C 600C

0 20 40(hr) 0 10 20(day)
90.• 90•c

0510-0y) 0' 50 1000T)
tg tg

Figure 2. Time-to-Gelation and Fiber Drawing Ability for Pb-TI Alkoxide Solutions

1: Sol M: liber dravinngsols 0: got
Rheoloa of sots

Figure 4 illustrates the shear rate dependence of apparent viscosity (tn for
sols prior to gelation. Fibers could be drawn from sols which had a constant
viscosity (i.e., which were independent of shear rate). Sols which exhibited shear
thinning were unsuitable for fiber drawing. Sakka and co-workers5 Investigated
silicon alkoxide based systems and reported the viscosity of solutions of linear
polymers was independent of shear rate; whereas shear thinning was a
characteristic of high cross-linking. Results in this study are consistent with Unear
polymeric condensation under acid (AcOH) conditions, Influenced by acac additions
for the control of hydrolysis.

Pyrolysis and mirostruactur

Figure 5 gives XRD data for gels heat-treated at various temperatures.
Crystallization started at 4000C, and the perovskite structure developed by 4500C.
DTA and TGA data are given in Figure 6 for gels prepared with and without acac
additions in methanod and conditioned at 900C. Most of the weight loss was over by.
3000C. Endotherms and exotherms at 2600C and 310 0C were assigned to the
volatilization and oxidation of residual organic groups. The exotherms at 4500C
were assigned to crystallization and any residual organics. Gels containing acac
had a larger exotherm around 4500C. This may have been associated with a larger
free volume in the linear polymeric amorphous structure. Acac containing gels
crystallized most readily, and it was possible to form polycrystalline lead titanate
fibers at 5000C. Data In Figures 5 and 6 were for gels prepared past the fiber
drawing point.

Figure 7 Illustrates the form and structure of fibers heat-treated at 300C and
5000C, before and after crystallization. Fibers were typically 50-70 lmn in diameter
and 20-30mm long. A smooth surface was obtained for dense amorphous fibers
(300-C), and a fine microstructure developed on crystallizatlon (5000C).

4
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Figure 5. X-ray Diffraction Data for Heat-Treated Gels
solvent: methanol, acaciAcOH/Pb-Ti=O0/21, conditioned at 900C

DTA

exo., 1  .,
/ I - -J

..0 0 TGAI

S20 , , , --
100 200 30o o0 5oo ;"W 'C

Figure 6. DTA-TGA Data for Desiccated Gels Figure 7. SEM Photomicrographs for
-: acac/AcOH/Pb-TIl0/2/1 Amorphous (300OC) and

acac/AcOH/Pb-TI-1/2/1 Crystallized Fibers (5000C)
solvent: methanol, conditioned at 909C
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Figure 8. Pyrocurrent for Lead Titanate Fibers
crystallized at 700M

heating rate : 20oC/min.

SUMMARY

Lead titanate fibers were successfully drawn from a Pb-Tri alkoxide solution
which contained AcOH and which was conditioned at elevated temperatures. It was
found that acac additions Increased the time-to-gelatfon and facilitated fiber drawing
ability. Sols which were used in fiber drawing had a constant viscosity i.e.,which
were independent of shear rate. The results were consistent with linear polymeric
structures. Lead titanate fibers crystallized into the perovskite structure at 5000C.
Pyrocurrent measurements were determined, and increased with fiber heat
treatment temperature.
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EVOLUTION OF SURFACE AREA DURING THE
CONTROLLED GROWTH OF SILICA SPHERES
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ABSTRACT

Several mechanisms have been proposed for the growth of silica spheres by
the controlled hydrolysis of silicon alkoxides, the limiting cases of which
are the conventional and aggregative growth models. The evolution of surface
area predicted from the two models is substantially different at early times
into the reaction. In order to probe the change in surface area during
growth, 1H MNR measurements of the solvent were made during the growth
process. It has been demonstrated that the spin-spin relaxation tim (T2) for
an absorbed phase is less than that of the bulk solvent. Using this
principal, the change in surface area can be followed in situ during the
reaction. The experimental results were compared to the predictions of the
conventional model and found not to be in agreement.

INTRODUCTION

According to the conventional model for the nucleation and growth of
monodisperse particles, proposed by LaMer and Dinegar [1], a single burst of
nucleation is followed by growth by monomer addition to the particle surface.
Since all of the particles are formed at nearly the same time, they retain a
narrow size distribution at the end of the reaction. More recently, evidence
has been shown, for several systems, that aggregation during the growth
process may be important [2,3]. The change in surface area predicted from
these two models is quite different. For the conventional model, the change
in surface area should be directly related to the change in particle size
during growth, but if aggregation is occurring, a more complicated dependence
might be expected.

Davis, et al., [4] have demonstrated that the rapid determination of
surface area is possible with the use of IH NMR relaxation measurements. This
method is based on the observation that the relaxation time for an absorbed
phase is less than that of the bulk, therefore, the surface area can be
related to the deviation of the measured relaxation time from the bulk
relaxation time.

In this paper, the results of IH NNR spin-spin relaxation measurements
made during the growth of silica particles from alkoxides are presented.
These results are analyzed in an attempt to distinguish between the two growth
mechanisms.

EXPERIMENTAL

To start the precipitation reaction, 2 ml of tetraethyl orthosilicate
(TEOS) (Petrarch Systems, 99%), 2.3 ml of ammonium hydroxide (Fisher
Scientific, Reagent Grade), 2 ml of deuterim oxide (Chemical Dynamics, 99.95
atoo% 0) and 40 ml of ethanol (Aaper Alcohol and Chemical, Absolute) were
mixed together. An aliquot of the reaction mixture was then transferred to a
5 m MNR tube.
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Temporally resolved 1H NMR T2 relaxation measurements were performed at a
Larmor frequency of 250 14Hz with a Bruker AC-250 HNR spectrometer. A Carr-
Purcell Neiboom-Gill (CPM4G) [5] echo train [90-(-t-180-t-)n-acquire; r-50
msec] was employed. Five measurements (each with different n values
corresponding with experiment times of 0.2, 0.8, 1.4, 2.8 and 5.0 sec) were
iteratively collected over several hours time. The data were spectrally
resolved by Fourier transformation, and the methyl proton resonance T2 values
were determined from peak Intensities. The temporal resolution is
approximately 5 min.

RESULTS

The relaxation times obtained during the reaction are shown in Figure 1.
Note that the data do not fall on a smooth curve, but there seems to be two
distinct slopes. The surface area can be calculated from these data by using
a two-phase fast exchange relationship

SA - C (1/T2-1/T2b) (1)

where SA is the surface area per unit volume, C is a constant dependent on
material properties and experimental conditions and T2b is the relaxation time
of the bulk fluid. The parameter, C, can be determined from a sample of known
surface area. T2b can be obtained from an experiment with no TEOS present
(for this experiment, T2b was found to be 2.5 sec, which is very close to the
T2 data extrapolated to zero time).

The T2 measurements were used in conjunction with the T2 for the pure
solvent (T2b, SA-0) and Equation (1) to calculate the surface area at each
point (Figure 2). The surface area increases to a plateau value at long
times, at which point the scatter in the data increases. Again, as with the
T2 data, there are two distinct slopes to the surface area data.
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Figure 2 Change in Surface Area

DISCUSSION

By following the conventional model assumptions, the change in surface
area during growth can be predicted. According to this model, all of the
particles are nucleated in a single burst early in the reaction. The
particles then grow by molecular addition to the particle surface. The
surface area can be related to the average particle size by

SA - 4.r(t) 2 N (2)

where N is the number density of growing particles and r(t) is the average
particle size at time t. The average particle size has been shown to increase
exponentially as [3,6]

r(t)3 - r. 3 [1-exp(-kt)] (3)

where r. is the final average particle size, and k is a particle growth rate
constant. Combining Equations (2) and (3), a relationship for the change in
surface area as a function of time is obtained

SA = SA. [I-exp(-kt)] 2/ 3  (4)

where SA. is the final surface area. If the partic q growth can be described
by the conventional model, a plot of log[I-(SA/SA.,)1 2 ] versus time should
fall on a straight line. Figure 3 shows this plot, in which it is clear that
a straight line is not obtained.

The results presented here suggest that two different particle growth
mechanisms may be involved at different times during the reaction. At early
times, while the supersaturation is high, an aggregative mechanism may be
dominant. However, at later times, when the supersaturation is low, a
molecular addition mechanism may be dominant. The reason this crossover is
not observed by other experimental techniques (such as particle size
measurements by TEN) may be an increase in sensitivity of the NMR experiment.

____ 1
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Figure 3 Fit to Conventional Model

CONCLUSIONS

The change in surface area dyring the growth of silica particles from
alkoxides has been measured via 1H NER T2 relaxation techniques. The data
have been analyzed in terms of the conventional model for the nucleation and
growth of monodisperse particles. The data do not agree with this model;
Instead, two growth regimes are apparent. These two regimes may be the result
of an aggregative mechanism dominating growth at early times and monomer

addition dominating at later times.
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THE CRACKING OF SOL-GEL FILMS DURING DRYING

TERRY J. GARINO
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ABSTRACT

The cracking behavior of acidic silica aol-gel films during drying and
low temperature heat treatment was studied. Films that cracked during
drying exhibited a variety of unusual crack morphologies including
sinusoidal cracks and parallel crack pairs. The effects of the water
content of the sol and temperature on the critical thickness above which
cracking of the films occurred were determined. The critical thickness
decreased with increasing water content, most likely because the surface
tension of the liquid in the pores of the gel increases with water content
and because sols with low water concentrations did not gel until the solvent
had evaporated. To determine why the critical thickness decreased with
temperature, thermal analysis and shrinkage measurements of both constrained
and unconstrained films were performed. Thermogravimetric analysis
indicated that rapid weight loss occurred in the temperature region where
the rapid decrease in critical thickness occurred. A small amount of
shrinkage of the films also occurred in this region. Finally, shrinkage
measurements of films debonded from the substrate indicated that shrinkage
was very anisotropic with nearly all of the shrinkage occurring in the plane
of the film and very little in the thickness direction.

INTRODUCTION

One limitation of the sol-gel process for forming films is that
cracking of the films can occur during drying or heating. For a given sol,

a critical film thickness exists above which cracking occurs. The critical

thickness is generally <1pm. To produce thicker films, multiple coatings,

with a thermal treatment between each coating, have been used. Besides

being time consuming, the multiple coating process produces films that can
be heterogeneous in structure since each layer has experienced a different

thermal history.
The existence of a critical cracking thickness for films on substrates

has been noted for a variety of materials [1,2] and has also been modeled
[3-5]. For films that adhere well to the substrate, the critical thickness,

h, is given by:

h - (KIC/Ofc(Z)) 2  (I)

where KIC is the critical stress intensity factor for the film, a is the
tensile stress in the film, and Oc(M) in a dimensionless quantity that is a
function of the ratio of the Young's modulus of the film to that of the
substrate, i.e. Z - Ef/Es. For sol-gel films, several processes occur
during processing that generate tensile stresses in the film which can cause
cracking.
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To form a film by the sol-gel process, a sol film is first formed on
the substrate by spin or dip coating. Evaporation of the solvent in the sol
takes place during and after coating, which brings the reactive species in
the sol closer together promoting condensation reactions. Usually, the sol
will gel before all the solvent has evaporated producing a gel film whose
pores are filled with solvent. The removal of the solvent from the pores
produces capillary stresses as the solvent meniscus enters the gel.

Several processes occur as the gel film is heated (6-8] which also
produce stresses that may lead to cracking. Organic species remaining in
the gel after drying are pyrolized. Condensation reactions occur which
change the gel structure and can produce shrinkage. Structural relaxation
and viscous sintering cause shrinkage at higher temperature. These
processes generally occur concurrently at least in some temperature range as
the gel is heated.

The goal of this work was to study the cracking behavior of silica sol-
gel films prepared under acidic conditions. The effects of the hydrolysis
ratio, R (the molar ratio of water to alkoxide in the sol), and temperature
on the critical thickness for cracking were determined.

EXPERIMENTAL

Two stock sol solutions, one with ethanol as the solvent and the other
with t-butanol, were prepared. The concentrations of components in the
stock solutions were 2.15 H tetraethoxysilane, 2.15 H deionized water (R-l),
and l.6xl0-3j HC1. The TEOS was distilled under partial vacuum prior to
use. The stock sols were heated for 27 hr at 55"C and then diluted 2 to 1
with solvent. Three sols were prepared from the ethanol stock sol by adding
enough water to obtain R values of 2, 4, and 8 and then heating at 55*C for
.6 more hours. The t-butanol stock sol (R-l) was used without any further

modification.
The morphology of cracks formed during loom temperature drying of films

made from the R-4 and R-8 sols was examined using an optical microscope.
These films were prepared by spreading a volume of the sol on a glass slide
or a silicon wafer, so that the film thickness when dry would be above the
critical cracking thickness. Crack growth in these films was observed and
video taped using an optical microscope.

The critical cracking thickness of films prepared from the three
ethanol based sole and the t-butanol sol was determined as a function of
temperature between room temperature end 350"C. Films were cast on glass
slides by spreading an appropriate volume of the sol on the slide such that
cracking would occur. Films were heated on a hot plate sequentially for 20
min at each soak temperature and the thickness of the thickest uncracked
region of a partly cracked film was measured using a profilometer.

Thermogravimetric analysis end differential thermal analysis were
performed on films made from the R-4 and the R-1 sole that were removed from
the substrate after heating to either 80"C (R-4) or 160*C (R-l). The
analyses were done in flowing air (50 cc/min) with a heating rate of
5*C/min.

The surface area, pore size distribution and pore volume of films made
from these same two sole were determined using nitrogen adsorption analysis.
To perform this analysis, cracked films -10 pm thick were removed from
several large substrates (total area - -100 cm

2
) and heated to 160"C.

The shrinkage of constrained (attached to the substrate) and
unconstrained (removed from the substrate) films prepared from the R-1 and
the R-4 sols was also measured. The films used for constrained shrinkage
measurements were spun cast at -2000 rpm and heated to 160*C for 30 min
prior to the first thickness measurement. The films were initially -400 no



thick. Thickness of the constrained films were measured using the
profilometer. A portion of the film was etched away with dilute HF or a
KOH-isopropanol solution to create a step. Markers were scribed into each
film so that exactly the same location was profiled each time. All films,
both constrained and unconstrained, were measured after each 30 min soak in
a sequential heating schedule where the films were placed directly in the
hot furnace and removed and cooled immediately at the end of the soak.

Several small pieces of film were removed from cracked films made from
each sol and photographed using an optical microscope. The same pieces were
again photographed at the same magnification after each thermal treatment.
The areal shrinkage of each piece was then determined from the micrographs.
The thickness of the unconstrained pieces was measured using the
profilometer. Care was taken so that only unwarped pieces were measured and
that the same location on each piece was profiled after each thermal
treatment.

RESULTS AND DISCUSSION

A variety of unusual crack patterns were observed in room temperature
dried films prepared from R-4 and R-8 sols. Generally, a network of nearly
straight cracks would form first and then curved cracks would nucleate from
the straight cracks and grow into the uncracked regions. This result was in
agreement with the model of Meakin [9,10,1, although, as discussed below,
some of the curved cracks had regular forms not predicted by the model. The
rate at which cracks grew varied from microns to millimeters per second,
indicating stable crack growth. As the film thickness increased beyond the
critical thickness, the pieces formed displayed interference fringes
indicating that the pieces were warped up from the substrate. For even
thicker films, the pieces warped so severely that they became completely
detached from the substrate.

Optical micrographs of some of these features are shown in Figure 1.
Figure la shows cracks in a sinusoidal or sawtooth wave pattern. Sine wave
buckles have been seen in films with compressive stress (1,11,121, but this
is the first report of sine wave cracks. Another unusual feature present in
some of the cracked films were pairs of parallel cracks. These varied in

a) b) c)

Figure 1. Crack morphologies produced by drying of sol-gel films: a) sinu-
soidal cracks; b) parallel crack pairs; and c) loop terminated crack pairs.
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length from tens to hundreds of microns and were generally somewhat curved
(see Figure lb). The two cracks comprising the crack pair nucleated at the
same time from a preexisting crack and grew at the same rate with a constant
separation. Often, other curved cracks would nucleate from the parallel
crack pair as it grew and would then grow into the surrounding uncracked
areas. Usually, the crack pair would grow until it ran into another
preexisting crack. However, sometimes each crack in the pair would curve to
the outside and form a loop (see Figure lc). These unusual crack
morphologies must form due to a non-unifrom stress distribution, the causes
of which are under investigation.

As mentioned above, the films from the R-4 and R-8 sols gelled after
several minutes at room temperature. On the other hand, the films from the
R-2 and R-1 sols became tacky liquids at room temperature which gelled when
heated to -140'C. The increase in gelation kinetics with increasing water
content is consistent with the increase in condensation rate with extent of
hydrolysis [13]. However, nitrogen adsorption analysis on films heated to
160*C indicated that the pore characteristics (pore size distribution, pore
volume and surface area) did not vary significantly with R. This may be due
to the fact that the pH of the sols was near the isoelectric point of silica
where the condensation rate is low [13].

Figure 2 shows that the critical cracking thickness decreased strongly
with both increasing water content in the sol and with increasing
temperature. There are several possible reasons why the critical cracking
thickness decreased with increasing sol water content, even though the pore
characteristics of the films did not change. One explanation is that the
composition of the liquid in the pores of the gels changes with R. This
affects the capillary stress during drying since the stress is proportional
to the liquid's surface tension. The higher R is, the richer the pore
liquid will be in water, and thus the larger its surface tension will be.
Also, for the low R sols, gelation did not occur until well above the
boiling points of water and ethanol or t-butanol, so that a solvent phase
was not present to produce capillary forces after gelation. This is similar
to the results of Schlichting [14], who prepared 10 pm thick, crack-free
films which had low water contents since they were hydrolized by exposure to
air.

To determine the cause of the decrease in critical cracking thickness
with temperature, thermal analysis and shrinkage measurements were

performed. The thermogravimetric analysis results (Figure 3) indicated that
the low R gel lost weight less gradually and at higher temperature, in the

0!. ............. ___________

Figure 2 Figure 3

Figure 2. The effect of hydrolysis ratio, R, and temperature on the
critical cracking thickness of silica sol-gel films.

Figure 3. Thermogravimetric and differential thermal analyses of the R-1
gel and thermogravimetric analysis of the R-4 film.
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range where the critical thickness is sharply decreasing. The differential
thermal analysis (Figure 3) indicated that the weight loss of this gel was
associated with exothermic reactions. Therefore, the cracking could be due
to the disruption of the structure that takes place when the rapid weight
loss occurs. Alternately, capillary forces produced when a high boiling
point liquid in the pores decomposes could cause cracking. This liquid
could consist of siloxane oligimers not bound to the gel structure.

On the other hand, as Figure 4 shows, shrinkage is also occurring in
the temperature range where the critical thickness decreases. The
constraint of the substrate keeps the film from shrinking in the plane and
therfore produces a tensile stress in the film [151. This stress would be
most likely to cause cracking when only a small amount of shrinkage has
occurred since the magnitude of the free shrinkage rate, and thus the
stress, is high and the structure is porous, and thus weak, at this point
[151.

no 4" O o 1M

Figure 4. Relative linear shrinkage of unconstrained films prepared from
R-4• (x, +) and R-1 ( ) solo both in the thickness direction and In the
plane, and of a constrained film prepared from the R-1 sol (V).

As Figure 4 shows, films made from sols with different R values
exhibited nearly identical shrinkage behavior as expected from the similar
pore characteristics. Unconstrained films (removed from the substrate after
drying) shrank in an extremely anisotropic manner, with almost all of the
shrinkage occurring in the planar direction. This indicates that structural
anisotropy must form in the gel films during constrained drying.

The shrinkage of the constrained film can be compared to that of the
unconstrained film using the approach- of Scherer [16]. The linear shrinkage
rate in the i-direction during constrained sintering of a porous viscous
material, ci, can be written as:

vi i el(free) + (6i - N(aj +Ok))/F (2)

where ti(free) is the shrinkage rate in the i-direction when the constraint
is not present, vi-k are the stresses in the i, j and k directions caused by
the constraint, N is equilivent of the Poisson's ratio which approaches 0.5
as the porosity goes to zero, and F is the resistance to flow which
approaches three times the viscosity as the porosity goes to zero. For a
constrained film with z as the thickness direction, O z-0, ex-ty- 0 

fx(free)
"- y(fres) - tfree and, for the present case, as Figure 4 shows, ez(free)
-0. Using these substitutions in equation (2) and solving for cz gives:
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iz - [2N/(I-N)] £free (3)

Since the value of N is approximately half of the relative density [117],
equation 3 predicts that the linear shrinkage rate of the constrained film
in the thickness direction should be less than that of the free film in the
plane at low densities and greater than it at higher densities. This is
consistent with the data in Figure 4.

CONCLUSIONS

Silica films prepared from acidic sole with low values of R do not
crack at temperatures below 200'C unless they are thicker than 10 Am.
However, their critical cracking thickness rapidly decreases between 250"
and 350OC to about 1 pa, a value close to that of films made from high R
sols. Film shrinkage and reactions causing weight loss occur in this
temperature range. Finally, drying causes the structure of the films to be
anisotropic in such a manner as to cause them to shrink primarily in the
plane during heating, when free from the constraint of the substrate.
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EFFECT OF INCLUSIONS ON SHRINKAGE

GEORGE W. SCHERER
E.I. DuPont de Nemours & Co., Central R & D Departmntý P.O. Box 80356, Wilmington, DE
19880-0356 USA

ABSTRACT

The effects of inclusions on densification are discussed, including their influence on the
development of stresses during drying, and on the kinetics of sintering. Special attention is
given to the problem of crystallization during sintering.

INTRODUCTION

Incluions, such as particles or whiskers, am often introduced into gels to provide
toughness to the sintered body. In other cases, inclusions appear spontaneously, as the glassy
matrix crystallizes during aging or sintering. Whatever their origin, inclusions inhibit shrinkage
of the body and thereby influence the development of stresses during drying and the rate of
densification during sintering. In this paper, we examine these effects.

DRYING

Stresses arise during drying because of a gradient in the capillary tension in the liquid
phase (1.21. For a plate of thickness 2L drying firom both faces, the drying stress is

I raosh(caIL Q

where the constant C, - 1, H; is the viscosity of the solid network, V1 is the evaporation rate, z
is the coordinate normal to the drying surface, and the parameter a is

I DHc (2)

where D is the permeability and ),, is the viscosity of the liquid in the pores. Inclusions stiffen
the matrix, so they increase H,; this reduces a and that leads to smaller drying stresses. That is,
an increase in the macroscopic rigidity of the body tends to flatten the pressure gradient and
reduce the macroscopic stresses. However, the local stresses might increase, because if the gel
is trapped in the interstices of a relatively rigid network of particles, it cannot shrink, and the
stresses may be even greater than in a film (which is constrained in only two directions).

When a is small, eq. (1) reduces to

•" 2D (F' 3) (3)

so the stress is inversely proportional to the permeability. In a composite, the permeability will
be sensitive to the degree of wetting of the inclusions by the matrix. For instance, if
hydrophobic whiskers were introduced into a hydrophilic gel, the gel would not adhere to the
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whiskers, so open channels could fonn along the whiskers. W aker percolate readily (for
example, whiskers with an aspect ratio of 10 to 1 have a percolation threshold, P, of only -9
vol% [3]), so such channels could provide an easy path for fluid flow through the body, and this
would substantially lower the drying stresses. However, those channels would probably open
further during sintering and act as mechanical flaws in the resulting body.

Finally, inclusions toughen the matrix by interrupting crack growth, so the body could
retain its macroscopic integrity, but be full of microcracks produced by local drying stresses.
Such flaws could grow during sintering, and prevent complete densification.

SINTERING

Inclusions retard sintering, because the matrix around the perimeter of the inclusion is
unable to contract freely. This is illustrated in Fig. 1 for dhe case of a particulate matrix. In
effect, the inclusions create a hydrostatic tension in the matrix that reduces the sintering rate.
For a viscous matrix, the linear contraction rate of the composite is given by [41

13K. (4)

where v is the volume fraction of inclusions, i.. is the linear contraction rate of the matrix alone
(i.e., the free strain rate), G, is the shear viscosity of the composite, and K. is the bulk viscosity
of the matrix. This self-consistent solution is derived [4] by considering the situation of a cluster
of matrix particles within the composite. That cluster constitutes a "core" that is surrounded by
a "shell" (viz., the composite) that contracts at a slower rate, so the core is subjected to
hydrostatic tension; therefore it is the bulk viscosity of the matrix that appears in eq. (4). At the
same time, the shell of composite undergoes shear deformation to accommodate the faster
shrinkage rate of the core, so the shear viscosity of the composite appears in eq. (4). This

model has been shown to work well in
composites containing no more than -12
vol% inclusions [51. The most difficult
aspect of applying the theory is knowing
G,. This is particularly problematic above
the percolation threshold (P, - 16 vol% for
spherical particles in 3-D [61), where G, is
expected to increase rapidly, and where

Inclu simple models (such as the Hashin-
Shuikman bounds M7]) are expected to fail.

Recently, simulations (in 2
dimensions) using finite element analysis
[9I have provided "data" for both i, and
G, and have shown that eq. (4)
(approptiately modified for 2-D) works
quite well for 0 5 S 1. The results are
illustrated in Fig. 2 for two cases:

Fig. 1 of(on & inclusions that are wetted by the matrix (so
g. 1 ri of ~" that matrix particles inte to the

w w=W~ m d em~resce of iwa, but inclusions), and nonwetting inclusions.Clearly the latter inhibit densification even



more than the former. Even the wetting inclusions cause the sinterng rate to approach zero near
the percolation threshold, which is at v - 0.5 for the 2-D triangular lattice used in these
calculations. The quality of the fit to the simulations suggests that the theory is adequate, and
the difficulty in fitting the experimental data in ref. 5 was probably caused by uncertainty in the
estimation of G,.

The simulations show that the densification rate of an amorphous matrix is drastically
reduced when the content of inclusions approaches the percolation threshold, where they can
form a relatively rigid network. The threshold depends on the aspect ratio and degree of
alignment of the inclusions; beyond P, the rigidity of the network that they form depends on
how well they are wetted by the matrix. Good wetting allows the matrix particles to sinter to the
inclusions, and permits a lubricating layer of glass to form between inclusion particles; in that

case, the inclusion
network could remain

1 highly compliant until v
is well beyond the

0.8 threshold value. For
A, example, in simulations

of particles interacting
0.6 A\ 0 by purely central forces

A\ (a fair model of

0.4-• 0 lubricated inclusions),
0 rigidity first appears at
\0 the usual percolation

0.2 0 threshold (P,), but the
rigidity rises rapidly

0 b beyond a second

0 0.2 0.4 0.6 0.8 1 "threshold" where
Volume Fraction Inclusions many particles begin tocollect into mechan-

ically stable tetrahedral
Fig. 2 Linea shinkage rate of composile nonualized by free strain rate of packing [91. In the
matrix, based on 2-D simulafios by finitelement aWlysis (symbols) ud 2-D nonwetting case, the
version of eq. (4) (crve). h upper set inclusions could sinter
wetted by the matrix, aid the lower set (A, - - -) is for nonwetting inclusions.

The paclatio threshold in this case is v - 0.5. to each other and form a
very rigid network
immediately beyond P,.

CRYSTALLIZATION DURING SINTERING

Crystals that form during sintering are an important class of inclusions. Many types of
gels (e.g., some alkali silicates [101) cannot be sintered to full density, because crystallization
intervenes, and diffusive sintering is much slower than viscous sintering [ill. Mullite aerogels
crystallize and can only be sintered to a relative density of p - 0.5, but the same material can be
crushed and pressed into a pellet that sinters to clear glass [121, presumably because the denser
material sinteus faster and allows less time for crystal growth. Silica is so stable against
crystallization that even aerogels can be sintered to clear glass (13,141, unless they are
contaminated with alkali [151.

The competition between sintering and crystallization has been discussed by Uhlmann et
at. [16-18] and Zarzycki 119] in -tu of tim-emperature-tansformation (7MT) diagrams. By
combining the theory of viscous sintering (2o.221 with the Avrami analysis of the kinetics of
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phase transformation [23], it is possible to predict the amount of crystallization that occurs by the
time that sintering is complete. That approach is correct if the volume fraction of crystals is
small, but otherwise it is necessary to take account of the effect of the crystals on the sintering
rate. The simplest approach is to combine eq. (4) with the Avrami analysis, and that is what we
will do shortly. However, first we pause to consider the limitations of that method.

The influence of the cyrstals on densification depends critically on where they are. If a
layer of crystals formed first on the exterior of the body (because of heterogeneous nucleation),
a rigid skin would result that could drastically retard sintering, even though a very small volume
fraction of the glass had transformed. If the homogeneous nucleation rate (1,) is high and the
crystal growth rate (u) is small, there will be many tiny crystals within the glass, as shown
schematically in Fig. 3. In that case it is probably reasonable to use the standard viscous
sintering theory, but to correct the viscosity of the glass for the presence of crystallites by using
a model appropriate for a slurry (e.g., the Einstein equation for low concentrations or the

Mooney equation for higher
crystal contents (24]); then, as
we shall see, the crystals have
an important influence on the
sintering kinetics. The most
difficult case to analyze,
illustrated in Fig. 4, is when
both 1, and us are moderately
large. Then the growth of
many of the crystallites is
terminated by pore surfaces,
and it becomes difficult to

predict the volume fraction
transformed. The problem of
growth within a finite region
of glass has been solved by
Weinberg et al. for growth
within a thin sheet [25,26] or

Fig. 3 Distrimbtion of crystals (black dots) in gel network (grey spherical particle [271, but the
camins) when the nucleation rate is large and the growth rate is small. geometry is formidable even

in those simple cases.
A simpler case, and

the one we explore here, is
when the nucleation rate is relatively low and the growth rate is high. Then, as shown in Fig. 5,
the crystals readily grow to a size that is large compared to the scale of the microstructure of the
gel, and it is easy to calculate the volume transformed.

Growth of inclusions

We are interested in calculating the volume occupied by a crystallite such as that
indicated in Fig. 5,

V€=-Tr

3 (5)

That is, we do not care about the actual volume of crystalline material, vip, where p is the
relative density of the network (i.e., the volume fraction of solid phase). The factor that affects

_______________________
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Fig. 4 When both the nucleation and growth rates am moderate, the growth of crystals (black
circles) is inte•rped by the pore surfaces.

Perimeter 4•
of crystal Ilk4r

gel network

Fig. 5 When the nucleation rate is low and growth is fast, individual crystals are large compared to
the scale of the gel structure. For a crystal to grow to a radius of r, it must trace a path of length L.

the sintering rate is the volume fraction occupied by rigid crystalline inclusions, so we must
calculate the number of inclusions of radius r. In a dense matrix, the size of a crystal is r = u (t
- t'), where t' is the time at which it nucleated. In the present case, the crystal grows along a
tortuous path of length I = a (s'- ii, so the effective size of a crystal depends on the torwosity

r(t,t') (=6)f-dt-T•, (6)

tA
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Eq. (6) implies that a crystal arriving at a junction in the network grows at the same rate along
every branch leading away; isotropic growth of this kind can probably be expected only for
materials with a low entropy of fusion. If the matrix is fractal, as some aerogels are [28], then
the radius scales with the path length according to

I - Fl (7)

where d is the fractal dimension of the shortest path (or chemical distance) between two
points in"te network. If the network is a percolation cluster [29], d,, = 1.34 ± 0.01, and if the
network is grown by diffusion-limited cluster-cluster aggregation [30], d = 1.25 ± 0.05. For a
network that is fractal over a length scale r!5 4, eq. (6) must be replaced by

S/.A

4+f !I3 :dt- ,tt'WA z£ • ¢()Udt" ,r(t,t')t I1'C(8

(Ms

where • - I / d•, and

vT (9)

Eq. (8) allows for scaling behavior as long as the crystal is smaller than the correlation length,
4, and provides continuity in r and drldt at r =- Thus, the fractal structure can be taken into
account, but it adds considerably to the complexity of the problem. In particular, the fractal
dimension will increase and 4 will decrease as the network sinters, and there is presently no
theoretical method for predicting those changes. Since d.. is not far from unity, we will ignore
the fractal nature of the network in the following analysis. Qualitatively, the effect of a fractal
structure is that the density is greater at shorter length scales, so the path is less tortuous and r
increases more rapidly in a fractal than in a Euclidian network with the same macroscopic
density (but, again, the effect is likely to be small).

For the situation depicted in Fig. 5, the most in.;mrtant change in the analysis of the
transformation kinetics is that nucleation can only occur within the solid phase, which occupies
a fraction p of the volume V of the sample. Thus the number of crystals nucleated between t'
and t'+ dt'is

dn(t') = p(t')V(t')I,(t')dt = VJI(t')dt' (10)

where V, is the volume of the solid phase, so p = V, IV. The growth rate of each crystallite is
4=r(t,t')2 dr / dt, if growth is isotropic, so the rate of change of the total volume occupied by
crystallites (Vt) is

V.I 4xu(t) ,W ... u[ t ") . .

4w. d - erre 0 ~ " ~
3 7t I I .It' Ila~b)

The superscript dot indicates a derivative with respect to time throughout this paper, and the

- • ,�shw-



f

5W3

subscript no refers to the fact that we have neglected overlap of the growing crystals. If there is
overlap, we can correct for it by recognizing that growth can only occur in the part of the
network that is not already transformed, so

V. (12)

If p and Tmre unity, then eqs. (11) and (12) can be integrated to obtain the classical result 1231

V X4 -il"L =--'-<pL-T Ii'-:(L')[. f,u, )d,"]dt (13)VJ (13)

or, when I, and u are constant,

V , =1 __- , u'"]. 1._ , 0,,,V =3-exP 3 (14)

where the approximation applies when VJV is small. In our case, eqs. (11) and (12) lead to

r' -= pf exp[-. dt dt
V L V(15)

Note that p represents the relative density of the uncrystallized portion of the matrix.

If the sintering is performed isothermally, the free strain rate of the matrix can be written
as

14 / / 1 2/3

!(Zy 3  ( L, 1  (-1)3 (16)

This is the Mackenzie-Shuttleworth expression 1211, which is a good approximation to the
behavior of a variety of materials [IlI and is simple in form. In eq. (16), &' is the surface
tension, 71 is the viscosity of the glass, and it is thv .uimber of por.o Pr. U.it volume of solid.
Using eq. ( 16), and recognizing that p/ p = -3 / ( -v), eq. (4) can be written as

dp 3(4x 1/ 3 P 1/3(1-p)2/
3

TO 2!~ 3 + G
(3_.) (17)

where

a= (IMF)It

To evaluate eq. (17) we must make sory- assumption about the rheology of the matrix, so we
use a result suggested by numerical simulations [8] (which is stated here without justification,

I
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but will be discussed at length in a future publication):

(M. 3KJ l+ v - 3(1- v,)v (19)

where Poisson's ratio for the composite (v,) is approximated by

v• 1~-v

52 3 - 2 P (20)

At a constant temperature, assuming homogeneous nucleation, 1, and u are constant; then, if we
assumer - 1, eq. ( 15) reduces to

where

S3  A 17) (22)

For a free matrix, the approximate time to complete sintering is t.-17/7,0V"' [1], so
c = •I tut

4 , and comparison with eq. (14) reveals that c is roughly the volume fraction of
crystals that appears during the time required for sintering of the free matrix.

Fig. 6 shows what happens when c is small. The final crystallinity is -15 vol%, but most
of that growth occurs when the network is almost fully dense, so the residual porosity (trapped

within crystallites) is <
1 vol%. When c is
larger, crystallization
begins while the density

0.8 , of the matrix is low, so
substantial porosity is
trapped within the

0.6 P crystallites. As shown

-- -V in Fig. 7, the volume of
crystals is then large

-4. enough to have a
significant effect on the

0.2 densification rate.
"- When v approaches 50

"" -- . vol%, densification of
the matrix virtually

0 0.2 0.4 0.6 0.8 1 1.2 stops, because the glass
7'n V/3 t / 1 is held in the interstices

of a rigid network of
crystals. As a result,

Fig. 6 Density of marix (p). volum frwti of aysals (v), md pmsty (P) the matrix crystallizes
venm ndued tne 9wbm c 0.3; indtW relaive dersity P= 0.2  completely, trapping

I

i S



he variation of
residual porosity with c
is shown in Fig. 8. For
a given material, it is

0.8 much easier to sinter to
full density if the initial

___ density is high. If c >
0.6 -P 1, the glass will cryst-

allize completely, leav-
0. -ing residual porosity. If
0P p 0.2andc l0,the

final porosity will be 5
0.2 .15%, so it may still be

" - - -possible to fully densify
---------- the crystalline body by

0 T- ...''• '• • ' ' ' , ' I -. ' truea tm ent at higher

0 0.2 0.4 0.6 0.8 1 1.2 1.4 1.6 temperatre.

7n V3 t, /If the crystallites
are small compared to
the microstructure, as
indicated in FIg. 3. then

Fig. 7 Density of matrix (p), volure fraction of crystas (v), sad porosity the voluen fraction of

(P) versus reduced dine 0 when c f 3; inital relative density p 0.2 the solid phase that is

crystalline is given by
eq. ( 14); to obtain the
transformed fraction of
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the body, we must correct for the porosity by dividing by p-

P=-rt.- -' (23)

The free strain rate is given by eq. (16), but the viscosity of the solid phase, , is modified
according to the Mooney equation (swe ref. 24, p. 464-465):

where the constant a is expected to have a value between I and 2; we use a = 1.2, which is in
good agreement with numerical simulations [8]. Thus, using eqs. (16) and (24) the
densification rate is

3e =1(4 s, P 1 / P) 2, 3 r 2.5

dO9= ) p3- eP- l J.2v (25)

Fig. 9 shows the predictions of eqs. (23) and (25) when c = 3. Comparison with Fig. 7 reveals
that the body crystallizes completely in both cases, but slightly moae porosity is retained when
the crystals are distributed as in Fig. 3.

0.8 -
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We have considered only the simplest possible case of sintering with crystallization. A
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question of great importance is the influence of thermal history on the degree of transformation
that occurs during densification. Zar-ycid [19] has pointed out that u and I, are inversely
proportional to the viscosity, so the right-hand side of eq. (22) is independent of q. Therefore,
factors (such as OH content) that affect r7 do not change the amount of crystallization that
occurs during sintering. However, the driving forces for sintering and crystallization are
different, so the rates of those processes are not identical. For example, changes in micrtruc-
ture affect the sintering rate, but not the transformation rate. Consideration of the temperature
dependence of u and I, indicates that c is greatest at low temperatures (near 0.5-0.6 times the
melting point), so slow heating through that range increases the degree of crystallization.

An important difficulty in predicting the degree of transformation is uncertainty about
the values of the nucleation and growth rates. It has been observed by many workers r3ll that
the rates of nucleation and growth are greater in gel-derived materials than in conventionally
prepared ceramics. However, much of that difference is believed to result from the enhanced
atomic mobility provided by the high hydroxyl contents of the gels, and changes in mobility (as
noted above) affect transformation and sintering equally, and are therefore not important in this
connection. However, it has been plausibly argued (19] that gel-derived materials may have
different nucleation barriers (because the OH affects the glass/crystal interfacial energy), and
this means that data osected for conventional glasses may not be useful fce predicting
tranformation rues in gels. Theme is also a difeirce in the susceptibility of e t and melts to
convaminatib o with heterigeneos nuclei: the form pick up dirt from glassware and unfiltered
solvents, while toe latter may ing orcrack particles from the raw powdersi grinding media, or
from attack of the crucible. A more exotic consideration is viscoelastic stress developmsnt [32e,
as crystals grow in a matrix of very high vnsoiity (gels typically sintba near the glass transition
teprtr Eliu). Probably more importat is the effect of the very high surface area of the gel

on the driving fore for crystallization. For example, as the crystal in cpg. 5 grows to volume V,
it invests an energy equal td (ps- Xr) VS[V., where arg- v is the change in intermacial energy
as the glassivapor interface. is t rplaced by a crystallvapor interface, and S reV is the surface to
volume ratio of the glassy phase. For typical gels, with specific surface caeas of 500-I000 duig,
this strongly ref uces the driving force for crystallization.

CONCLUSIONS

Although isclustons often impart beth ficial properties to the final object, they are
invariably troublesome in fabrication. Drying seems easier for composites, but that most likely

comes at the cost of creating cracks or channe, (around nbnwetting inclusions) that wiar grow
duregaing terthand deteriorf the properties of the product Inclusions retard sinteming of
amorphous materials, but full densification can usually be achieved, the situation is quite
different for crystalline matrices, where the. presence of inclusions can preclude complete
densifcto without applied pressure [11). When large crystals grow in the matrix during
densification, porosity will inevitably be trapped within the crystallites, and relative~ly extreme
thermal treatments will be needed to eliminate it. We have shown that when a certain laramew
[c in eq. ( 22)] is small. porosity can be eliiae In the mom ealnistic case of sintering during
constant heating, it is difficult to predict the cours of the trasformation, because of the
uncertain effects of the gel structure on the driving force for crysallization. In general, one can
say that it is best to avoid slow heating through the low temeatr range where the nucleation
rare is great. Beyond this obvious advice, little can be said imtil more data we obtained
regarding the thermodynamics of trnsb mat of gel-derived materials. i

_________
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ABSTRACT

The controlled nucleation of phase transformations by seeding is an established technique
for influencing transformation kinetics and sintered miucrostructures in ceramics. Previou studies
have focused on seeding with ulurafine, solid particles having the requisite crystal characteristics
for either hotno- or heteroepitactic nucleation of the desired phase. Size separation of particulate
seed crystals is not an efficient process and thus more recent efforts have concentrated on chemical
approaches to nucleating solid phase transfonnations. Hybrid gels, in which two or more gels are
combined to capitalize; on the benefits of each, have been re~ported for the honicepitactic nucleation
of mullite. In principle, the molecularly-mixed gel crystallizes to mullite at -1000PC and, in turn,
acts to nucleate the colloidal gel component's transformation to mullite at higher temperatures.
However, the transformation sequence and kinetics are profoundly affected by the interfacial.
reaction between the two gels comprising the hybrid. This paper discusses how the physical
distribution and chemistry of the gel components can be manipulated for the control omulite
nucleation, crystallization and microstructure development.

ITRODUCTON

Sol-gel processing provides several distinct routes [1] for synthesizing dense, pure mullite
(3Al2 0 3f25in2 ). Colloidal or "diphasic" gels [2-7n consist of 10-100 nm particles of boehmite (rs

AvOOH) or 1-A1203 and colloidal silica. Upon hearing, the independence of the individual phases
is maintained to >1 10CM where viscous flow of the silica phaes den.sfication prior to mullite
"crystallization [5-71. More attention, however, has been focused on "molecularly-mixed"."apppolymeric", or "single phase" gels [3,8-13d, which are produced by cohydrolysis or
coprecipitation of aluminum and silicon salts and/or alkoxides. Processing of molecularly-mixed
gels is intended to maximize the extent of direct alumina-silica bonding. In both cases,
crystallization, densification and minrostructure are indirctly controlled by changing precursors
and processes to influence the scale of alumina-silica mixing. The term "control" is used loosely.
however, since characterization of unfired gels is currently insufficient for relating alumina-silica
mixing and gel structure to high-temperature behavior. More direct control over transformations

has been achieved in a-alumina [14-16] and several aol-gel silicate systenms [17,18) by addition of
well characterized crystalline "seed" particles. The crstallites act as substrates for preferred
epitactic nucleation. Sufficient concentrations of seeds efcilyincrease nucleation frequencies,
allowing direct control over both transformauton InI and microatrucurd development.

Despite the straightforward characterization of crystalline seed particles and the
biguous expriental eviden their role in nucleation catalysis [19], several dlie

limtthi spread use. The seeding phase must be both crystallogranhically effective as a
subsa or tactic nucleation and chemically nonreactive with the host system. To have an
impact i a given transformation, seed particles must alsuo iduce nucleation frequencies"p sing the t s in ic value, often by several orders of magnitude To achieve this

without filling the System with the crystalline seed phase, seed particle sizes mus be <. siy1m.
Obtaining such particles often requires starting with amounts of powder and e rortming
comminution, dispersion and classification steps, witr h theattendant possibility of introducing
chemical maor phase impurities. An alteunate route is to grow the seed crystakl hydrosu ermally
[17-19], but in practice this technique is limited with respect so dte seed phases p badudeti

NM-.nc t ... S&cM Simp. ProC. Vol. 10. *IUD Meue nrasch So nftnciety
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The problems associated with obtaining ultrafine seed crystals in sufficient quantity and of
sufficient purity can be avoided when an amorphous seeding jrJ can be dispersed in the original
sol-gel system and crystallized in situ at a temperature lower than for the bulk geL Nucleation
control in mullite was the original objective of forming hvbid sch [20]. In general, hybrid gels
can be defined as mixtures of differently processed gels which are formed to utilize advantageous
characteristics of each. This approach is particularly suited to sol-gel mullite synthesis, as hybrid
mullite gels utilize a molecularly-mixed componen (ozystllizing at low -mpnturs but nm easily
densified as monoliths) to seed a coloidal component (densifying readily prior to higher-tem ecrystaization). Obtaining the seed material involves a ges chemical preparation,
rather than the physical separation steps required when employing crystalline seeds from the
outset. By manipulating sol-gel processing on several different levels (i.e., seed vs. matrix), the
inteactions between the interdispersed gels as each crystllizcs can be affected to maximize the
conhrl possible over transomation kinetics and development of the sintered microstructure.

Just as processing methods combining alumina and silica dictate the behavior of
molecularly-mixed and colloidal gels, the teclhiques for combining gel components determine a
hybrid gers characteristcs. The concept of"scale of mixing" applies, since a gel component that
is isolated as a rsult of poor miing cannot fully impart its advantageous character�ics to a hybrid
system. Maximum interlspersin of gels may also be unfavorable, since conversion of surface
ae0a to interfacial area and the breakdown of intrinsic gel suure can alter crystal nucleation and
growth mechanisms. Factors to consider when processing hyrid gels theor include the sizes,
surface chemistries and morphologies (e., p e vs. chainlike) of the gel components' units.
The ratio of the gel components-a "compositional" variable that can be entirely independent of
chemical stoichiomey--can also detmine effective sizes and mogies when one or both gels
impinge to form a continuous network. Such definitive characterization of the hybrids is often
prevented, however, by most gels' nanometer scale and amorphous nature.

It will be demonstrated that the inllKfa between dissimilar gels has a profound effect on
phase development, making d•da of the hybrid gel critical to the in situ formation of mullite
seeds. Homogeneously-inwrdispersed hybrid gels--influeced most by the interface-are termed
Type L. Those prc essed with coarser scales of gel mixing-and modified properties resulting from
the reduced interface-are termed Type IL Schematic depictions of these gel structures are shown
in Figure 1.
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Figure 1. Schemadcr• taions of possible hybrid structure atype containing differing
extents of gel inteface. Type I gels contain lager primary units or clustrs of mller
units.
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TYPE I HYBntID G.e S

Preparation of the colloidal gel (73 wt% A1203, 27 wt% SiO2) involves dilumng a colloidal
silica sol in deionized water and slowly (-I g/Inin) adding boehmite (y-AIOOH) powder while
stirring vigorously. The final solids content is 20 wt%. After stirring for 1 day, concentrated
nitric acid is added dropwise to lower the pH from -8.5 to 3. This pH adjustment requires rapid
passage through an intermediate pH regime of high viscosity caused by boehmite-silica
heterocoagulation [21]. Gelation occurs in 1-2 hours. The wet gel is covered and kept for later
Use.

Preparation of the molecularly-mixed gel is modified from Okada et. al.'s procedure for
their "SH" gel [111. 100g aluminum nitrate nonahydrate (AI(NO3)39H20) is dissolved in 100g
absolute ethanol by stirring overnight at 550 C, followed by cooling to room temperature and
addition of 17.4g tetraethoxysilane (Si(OC2H5)4, TEOS). After stirring 2-3 hours at room
temperature, the clear solution is heated and stined at 55 0C under reflux conditions until gelation
(-4 days). Absolute ethanol is added (-70g) to allow the gel to be redispersed and stirring is
continued at 65*C under reflux conditions for another -8 days to ensure complete cohydrolysis.
This yields an opaque dispersion of the molecularly-mixed gel in ethanoL

To promote compatibility of the molecularly- and colloidally-mixed systems the
molecularly-mixed gel dispersion is converted to an aqueous medium. Ethanol is evaporated at
700 C and a total of 400-500g delonized water is added as needed to maintain the systems volume.
The dispersion is loosely covered and boiled at l00PC, which results in a gradual (-5-6 hour)
change from opacity to optical clarity. The dispersion is then cooled to room temperature and
centrifuged at 2000 rpm for 25 min to remove any macroscopic gel heterogeneities. No significant
settling of the gel occurs during centrifuging. The clear, aqueous dispersion is indefinitely stable
without adjustment of pH.

Hybrid gels were prepared by combining the molecularly-mixed gel dispersion and the wet
colloidal gel such that 25, 50, 75 and 90 wt% of the mullite totals would be derived from the
molecularly-mixed component. These Type I gels were denoted 25MI, 50Mi, etc. Mixing was
achieved by mechanically rolling (150 rpm, 2 days) polyethylene bottles containing the two wet
gels and several teflon-coated stir ing bars. Deionized water was added to maintain low viscosity
dunng mixing. Gels were dried at 90WC and crushed with a high purity alumina mertar and pesle.

Differential thermal analysis (DTA) was performed in flowing air on dehydn)xylated
(650*C) gel powders at a heating rate of 20OCtmin to enhance crystallization exotherms. Phases
crystallized were identified by x-ray difftrcton (XRD) of samples following ;DTA heating to jut
above the relevant exotherms. Sintered gel mWrostructures (1300C and 155C for 2 hours) were
caacterized by SEM and TEM of unsupported thin gel films [221. TEM samples were ion milled
(0 = 110, 3.5kV) for 1-2 hours and carbon coated.

-10(EOC nsedvk...

When nucleation control is achieved using crystalline seed partiles, attem on Can generally
be focused entirely on the transformation of • •e host or matrix System. In hybrid gels, ,
undeandsM the initMalinsn formation of the aeed crystals is also necessary fIrM -

comprin..g the hybrid is insufficient, as this approch the gel interfaces and assumes that
die ndacs etly. Ineed, fb yrdMoffitt gels, the *--ortance Ifp9e

%Isithcn10de key observation that the molcuary-ixedgels inclso

Hybrid gels in whih the l -mixed componeMnt ina n can be used to

invest,,te • re su ed f Uin, DTrAmid RDresultsferthe naol•uirly-nmixed el•
OW and the 90Mi and 75MI hybrid gels we shown in Pigure 2. The intrinsic molecularly-
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Figure 2. Differential thermal analysis and post-10000C exotherm. x-ray diffraction panlmis of
A) molecularly-mixed gel (lOwM, B) 90MId hybrid gel, and Q) 75Mi hybrid geL.
(M = muite, S -spinel)

mixed gel crystallizes directly to mullite during a sharp and intense exotherni at -10000C (Figure
2a). In contrast, the hybrid gel containing a colloidal component as low as 10 wt% (90M1)
crystallizes only a == of mullite during its similarly sharp exotherm (Figure 2b). At greater
concentrations of the colloidal gel, only a metastable cubic spiniel (-6A1203-SiO2 [ll]) is detected
following the hybrid gel's rapidly diminishing -10000C exothermo (Figure 2c).

Spine formation during the -IO000C exotherm is common in molecularly-mixed gels, but
has been attributed solely to insufficiently intimate alumina-silica mixing (i.e., the kinetic

favoabiityof ainainig pocesin-reatedaluinasilca egrgation) [1,3.11-13].

Consderng he mout o almin an siicain he O~jhybid el hatis mixed on a scaleknnmto ermt drectmnIim ormtion(Fiure2a) we oul hae epected 90% mullite at
phae eveopent'Te ppaen dicrpacy s xplind y rcalin tatphase talfrain
deped o kinticas ell s termdynaic actos. he ere resnceof a nucleus (L~e., seed
prohibited~ ~ ~ ~ ~ ~ ~~~~~i byikhspasisncetenr oa tbepae. nthe limsetcatose

pnrticle)t of a9 thermdynamcallystable phase dos notledttanfrtinfkntclmttos
proiieden groth Siiary g hise padeuse kisetisathegrowthofa Instaie phasen isano
thodito f the gelI to thbe molcuary-mxdgel introduces inudter for the metastable
spinal phase. At -IWO-C- the colloidal gel consists of y-aiumina and amorphous silica, while the
molecularly-mixed gel is Initaly x-ray amorphous The spIn and ~ummevii are islostuctU1111
(i.e., both cubic) and have nearly identia lattice parameters (788 vs. 7.906A. respectively
[23]), so the epitactic nucleation of spinael on 74halmina is favorable. Kinietc limitations don't
exist as growth of dhe spinal at -IOW0C is woll documented in dhe aol-gel munrilteiterature, The
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molecularly-mixed gel is thus consumed by growth of the spnland intrinsic; nullit formation is
precluded. The result ironically, is that the molecubarly-mixed "seeding gel" is itself seeded with
the spinal phase by the "systm to which it is added.

The lack of direct -1000PC muflise. formation in the Type I hyrdgl does not invalidate
the origia premise of hybrid #al nucleatio control,. thde relevant "euzu~ Isolytatlýlt

wesfr ro to the intrinsic: crystaflinaton of the colloidal gVl component Bomaus diffusion
limitations at -l0OOOC determine the spinel-silica scale of mixing-or, alternately, scale of
separation-ths mixture is expected to he. mor readily recombined, to form nmulhe than the discrete
alumina and silica phases of the colloial gel In terms of phases present, the entire hybrid gel is
now effectively colloidal ("diphasic") in nature, yet it contains localized regions of subcolloidal-
scale alumina-silica mixing wheom millit seed ctystallization will be kinetically favoted.

The formation of mullite seeds fiam the intermediate spinal-silica mixane can he isolated In
hybrid-type gels consisting only of the molecularly-mixed gel and boehmite (y.AlOOH). [This is
equivalent to a hybrid gel whose processig intentionally omits colloidal silica. I Th DTA traces of
two such gels, the analogues of 25M4y and 50MI hybrids denoted 25Mj and 5OWj, are shown in
Figur 3. As expected from the presence of boehmnite-derivedf~alurnina and the behavior shown
in Figure 2, these gels' molecularly-mixed components form the spinel-silica mixture rather than
mullite, at -1000PC. Tn the absence of colloidal silica, this mixture becomes the, only source of
mullite at higher temperatures. Exothermic reactions, confirmed by XRD as corresponding
exclusively to mullite formation (no ct-alumina), begin at -1289C and peak at -l3OrC in both
gels (DTA heating rate - XO'C/min). This suggests the operation of a consistent mechanism for
inullite seed crystallization firom the spinel-silica, mixture

Following the In situ formation of mullite seeds, epiractic nucleation of mullite in the
colloidal gelI can occur. Despte the unique crystallization behavior of the two intrinsic gel

co tens, Type I hybrid gels transform as if they are entirely homogeneous due to the similar"C"di' ic nature of the colloidal gel and the spinel-silica mixture Smooth and continuous
sigmoidal transformuatin curves are obtained during isothermal heat treatments [24],. ar e single

-. 0 25M; 1(044

1*6*

- 50005

OP (1Mk

TOMPsralwor (OCI Sl*er

Figure 3Difrnalthermal analysis Figure 4. DdnWtemlaayi
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Figure 5. Mic of A) colloidal gel (OM) and B) 25MI hybrid gel heated at 15500C
for 2 h.

DTA exotherms for mullite crystallization (Figure 4). In the absence of nucleation control, the
colloidal gel (OM) displays a mullite crystallization exotherm having onset/pea temperatures of
-1320/-1339*C. When 25 wt% of a hybrid gel's mullite is derived from the molecularly-mixed gel
(25M1 ), these transformation temperatures are lowered to -1300/-1326°C and the sintemd grain
size at 15500C is reduced (Figure 5). These kinetic and microstructur• l changes are consastent with
an increase in nucleation frequency. But the modest increase in grain number density and the
failure of tde colloidal gel to crystallize more rapidly following seed formation (DTA onse/ek at
-1288/-1308°C Figure 3) both suggest a low yield of mullite seeds from the spinel-silica mixture.

In the conventional seeding work, it is possible to induce maximum apparent nucleation
frequencies by adding several weight percent crystalline seed particles (d - 0.1 ;=). While the
seed/matrix interfacial area expected in the 25MA hybrid gel is considerably greater than that present
in conventionally seeded systems (considering the ultrafine scale and substantial concentration of
the hybrid's molecularly-mixed component), the observed impact on the transformation is not
proportionately enhanced. The reason for this discrepancy lies in the indirect nature of in situ
mullite seed crystalization. By passing through the intermediate spinel phase rather than forming
mullite seeds directly at -I(0 0)C, ultimate seeding effectiveness is diminished. Increasing the
induced nucleation frequency by using gels >25MI is not feasible, because the premise of hybrid
mullite gels is to maintain a readily densifying colloidal gel matrix. Using higher concentrations of
the molecularly-mixed gel is not necessary, however, since hybrid gel seeding effectiveness Mn
approach that of conventional systems when the hybrid gel structure is properly d•sigl] to
promote direct seed formation.

TYPE H1 HYBRID GELS

The inefficient formation of mullite seeds in Type I hybrid gels can be traced to growth of

the spinel in the same crystal orientation as an underlying j-alumina "substrate"--a condition that
necessarily indicates the loss of autonomy of those molecularly-mixed gel particles in which spinel
crystalization ocean. The orientation relationship between the spinel and mullite crystal structures
123,25,26] subseqently promotes an effectively unified transformation from the spinel-silita
mixture to mullite among the (oriented) spinel crystallites surrounding a given y-alumina substrate.
The number of particles per substrate can be substantial, as shown .y the predominantly spinel
crystallization of the 90MI hybrid (Figure 2b). Consequently, mullite seed concentrations are
obtained far below those expected based on the total number of molecularly mixed gel particles
added. The molecularly-mixed gel's effective contribution toward seeding is thus severely limited
by its particles' cooperative behavior during growth of the intermediate spinel. Conrollably
limiting the extnt othis behavior can serve to increase the seeding gel's effectiveness.

i *.- I II
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The influence of -alumina as a substrate for spinel nucleation can be limited by
the size of the molecularly-mixed gel units dispersed in the colloidal gel. The optical cl of the
molecularly-mixed gel dispersion used for hybrid gel synthesis indicates an ultrafie particle size.
The tremendous surface-to-volume ratio of such particles makes them especially sensitive to
interfacial effects from their surroundings. But if these primary particles are grouped into larger
clusters, the interfacial area per unit volume between the molecularly-mixed gel and T-alumina is

reduced. Because a larger fraction of the molecularly-mixed gel is then isolated from 7-alumina,
intrinsic phase development is promoted. (Parallel reasoning explains the direct crystallization of
detectable mullite in the 90MI hybrid gel (Figure 2b).] This approach runs somewhat counter to
that governing conventional seeding, in which effectiveness (based on weight percent added seeds)
is increased by minimizing crystalline seed particle size and thereby i.maang the interfacial area
per unit volume with the •ost system. The difference, of course, is that the crystal structure of
conventionally used seeds is unaffected by the system in which the seeds are placed. The net result
of clustering will therefore reflect a balance between enhanced formation of mullite in the clusters
and the decreased interfacial area between this mullite and the colloidal gel marix to be seeded.

IT= U sa synhess

To allow direct comparison between the Type I and U hybrid gels, the molecularly-mixed
gel used in this case is the same as that used previously. For Type U gels, however, the particles
in this dispersion are grouped into larger clusters bound by hydrolyzed TEOS. The clear, aqueous
gel dispersion is mixed with TEOS (and sufficient ethanol to obtain miscibility) to yield a
mullite:excess silica ratio of 2:1. The mixture is stirred and heated at 55*C under reflux conditions
and ,els in -1 day. Prom this point the procedure is nearly the same as described above (i.e.,
diluton with ethanol, redispersion by stirring, heating at 65C, ethanol-to-water conversion) with
the exception of boiling and centrifuging. Boiling does not yield a clear dispersion as it did
previously, indicating a larger final particle/cluster size. To retain these clusters in suspension,
centrifuging is limited to 5 nain at 2000 rpm and is preceded by dilution of the diprso to a solids
content of-.4 wt* and its treatment in 150 ml batches with an ultrsoi horn for 90 sec. Type II
hybrid gels containing 5 and 10 wt% of this clustered (molecularly-mixed gel + silica) mixture
we.e prepared and chaateie by DTA, SEM and TEIML

Note that because this modified seeding gel contains excess silica, the resulting Type II
hybrid gels vary slightly in composition (0M = 73 wt% A1203, 5M11= 71.8Swt% A1203, 10Mn =
70.6 wt% A1203). Such variation can be easily eliminated by small compensating adjustments in
the colloidal gel's alumina content. In the present experiments, however, hybrids were prepared
using a single batch of colloidal gel to ensure a strictly constant reference for unseeded
cryuiastallization behavior and microstructure development. In the temperature range of solid-state
auiasilica reactions (< ~1600°C), the kinetics and microsticu~re of mullite crystallization are
affected far more by increased nucleation frequency than by small variations in hulk copsiin

The DTA patterns shown in Figure 6 demonstrate the increased seeding effectiveness of the
"clustered" Type II hybrids compared to the homogeeonsly-interdispersed Type I hybrids.
Onset/peak rtemperatnurs of-1285/-1317eC and -1285/-1308°C are attained in the 5"MH and IOMxj
hybrids, respectively, at equivalent molecularly-mixed gel contents of only 3.33 and 6.67 wt%.
Note that the -1 308eC peak in the 10MgI hybrid directly coincides with that for the spinel +

silica-nmfdlite (seed fomto) emotion (Ftgure 3). This is consistent with the formation of a high
concentraion of mullite seeds effectively and itnemdiasely nucleating futher growth in the colloidal
gel nmatrx. Although this shif in DTA peak teprtr is sill mfl copae to thoem possibl
when crystallization requires only a structural rearrangement (i.e., 6-ott-alumina (14]),
comparison between Type I and lI hybrids shows that the necessry addition of the molecularly-
mixed gel is reduced by nearly an cider of maglnitude when the hybridl gel structure is designed to
account for the gel components' interfacial interactions. Determination of the Qhma
molecularly-mixed qe cluster size would lead to further improvement by balancng direct mullite
formation andl effective seeding concentration.

1
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Evidence of increased nucleation frequencies in the Type U1 hybrid gels is also seen in SEM
micrographs following the gels' sintering at 1550DC (Figure 7). Greater incrases in grain number
density are now possible with smaller additions of the molecularly-mixed gel, as suggested by the
DTA results. But perhaps more significant than the reduction in grain size is the accompanying
improvement in microstructural homogeneity seen in TEM micrographs (Figures 8 and 9). At
1300*C the IOMI gel's 0.1-0.2 gim grains allow most porosity to be on or close to the grain
boundaries (Figure Sb). Tn contrast, growth of the corresponding colloidal gel grains from fewer
mullite nuclei requires that reaction fronts envelop more gel volume-and porosity-necessarily
isolating most pores much farther from the grain boundaries (Figure 8a). Because the diffusivity
of vacancies through the crystalline mullite lattice is independent of microstructure, short times
and/or lower sintering temperatures are sufficient for pore removal in the finer-grained gels. After
2 hours at 15500 C, the 5Mu and IOMUI gels are fully dense (Figure 9b, c), whereas pores
characteristically remain entrapped (and become faceted [6,201) in the colloidal gel (Figure 9a).

ANISOTROPIC GRAIN GROWTH IN HYBRID MULI.TE GELS

The influence of controlled nucleation on microstructural development has generally been
of interest only during the progression of a seeded transformation or during sintering of a seeded
transformation product. There is, however, the potential for an additional role of seeding-

PIgure7. Mtostructure of A) SMf and B) 10Mg hybrid gels heated at -550C for 2 IL

.- i.- t• ilip i



Figure 8. TEM micrographs of A) colloidal gel (OM) and B) 10Mu hybrid gel heated at 1300-C.
for 2 h.

followig full transformation or densification--when very fine-grained microstructures are
produced. The large grain boundary energy per unit volume inherent in such microstructues
makes them more susceptible to grain growth than the unseeded systems. Because unhindered
growth of mullite favors die formation of anisotropic, needlelike grains, hybrid gel seeding and
Sproper heat treatment permit tailoring of the microstructure beyond grain size reduction. Control of
mullite's high-temperature anisotropic growth with seeding was the focus of recent work by Mmz
and Laughner [271, who noted the improvement in toughness that such microstructures may allow
by increasing the prevalence of crack deflection.

The development of equiaxed mullite microstructures in high purity sol-gel systems can be
qualitatively attributed to kinetic limitations effectively nullifying mullite's thermodynamicaly
preferred anisotropic growth. The "scarcity" of diffusing aluminum and silion ions leads to their
inorporation into die growing grains without diffusion to the most favorable sites. In contrast,
more rapid materia transport allows diffusing atoms more freedom to occupy thermodynamically
favorable positions along the boundary, preferentially extending "chains" of octahedrally
Scoordinated oxygen atoms parallel to mullire's c-axis. Anisorropic growth of mullite is thus
observed in the presence of a liquid phase (28], either containing additives or intrinsically present
at high temperatures (as predicted by the equilb m A1203-SiO2 phase diagram [291). Heating
mullite to 16500C, where the liquid phase is present, therefore provides the means for anisoftrlc
grain growth. Its development, however, depends on the driving force for grain growth. As this
driving force increases with decreasing grain size, microstructural modification via anisot--pic
grain growth is expected at shorter times and lower temperatures in the hybrid gels than in the
coarser, unseeded system. This is observed in the SEM micrographs of Figure 10, in which the

euaxed colloidal gel microstructure remains stable through 4 hours at 16500C (Flie 10a. c),
sthe initially finer grains of the 10Mn hybrid gel become uniformly elonpted after only I

hour (hogure 0b) and highly u after 4 hours (iu 10d).

The observed modification in mullite grain morphology at 1650C has been confirmed as
being primarily a function of nucleation frequency and initial giain size, rather than cmposition
and high-temperature phase equilibria. Colloidal gels sligtly enriched in silica (i.e., 70 wt%
A1203 to match the bulk tion of the IOMII hy* maintain stable equinxed grains at
1650'C. Under dhe same d.ons, fine-grained Type I hybrid gl and conventionally-s eede
colloidal gels (both 73 wt% A1203) develop anisoiropic-gaedmcurcues
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Figure 9. TEM micrographs of
A) colloidal gel (OM),
B) 5MI hybrid gel and
C) 10Mu hyb•id gel
heated at 15500 C for 2 h.

CONCLUSIONS

The hybrid gel approach utilizes chemical processing to control mullite nucleation and
crystallization. Manipulation of alumina-silica mixing and distribution via combination of
molecularly-mixed and colloidal gels promotes both in situ seed crystallization and low-
temperature viscous densification. Although this technique avoids the addition of crystallinemuillite seed particles to the gel, complications arise because the amorphous nature and nanonem"
scale of the gel component allow the hybrid gel interfacetodominate phase development.
Epitactic nucleation of the metastable spinelin the molecularly-mixed p prevents direct -1O000 C
mullise seed formation. necessitatig hybrid del to limit the influence of the hybrid get
interface and increae seeding effeveness. he fine-graned mics that are obatinedaihance densifiatio and allow for further mirsicia tailoring.

A..



Figure 10. Microstnucwre of A) colloidal gel (OM), 165I C, 1 h
B) 10MgI hybrid gel, 1650*C, 1 h
C) colloidal gel (OM), 1650*C, 4 h
D) 10Mg hybrid gel, 1650-C, 4 h.
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MLECULARL? MODIIRvD •irZoxDe PfZCU.SORS O.• SYNTHESIS OF DIZCTR, C CEn•AMICS.
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ABSTRACT:

Chemical synthesis of titanate and zirconate based multicomponent
electronic ceramics using molecularly modified alkoxide precursors is
discussed. Controlled chemical polymerization of the modified alkoxides was
conducted to prepare multicoaponent Selz which on calcination at moderate
temperatures (700 -10000C) formed high purity, ultrafine powders (e.g.
BaTiO3,ZrTiO,,LiTaO$). In the sol-precipitation technique modified precursors
were used to prepare ultrafine (< 100 na) and crystalline powders of such
ceramics as RaTiO3 and BaZrO3 at low temperatures (< 1000C), under highly
alkaline (pH > 13) conditions.

INTRODUCTION:

Following the pioneering works of Kazdiyasni et al. (1-21 . Flaschen
131, Claubaugh et al. (41 and Pechini (5], several other chemical processes
for the synthesis of titanates and zirconates have been reported in the
literature 16). Alkoxide based chemical processing routes for synthesis of
capacitor and microwave ceramics suffer from the extreme reactivity of the
transition and alkaline earth metal alkoxides [7). Furthermore, metal
alkoxides exhibit a cation dependent differential reactivity i.e. different
metal alkoxides (e.g. Sa and Ti) hydrolyze and polycondense at different
rates. This can lead to chemical heterogeneities in the final ceramic product.
Handling and storage of larger quantities and cost can also pose additional
difficulties while using alkoxides as starting materials.

Problems associated with differential and extreme, reactivity can be
alleviated using such physical methods as lower temperatures, smaller
concentrations or pre-hydrolysis of the slower reacting precursor. Central to
the theme of this paper is the concept of chemical ways to gain intrinsic
control of the transition metal alkoxide reactivity via purposeful
modifications in their structure. As will be discussed shortly, such
modifications lead to metallorganic precursors which are relatively resistant
to hydrolysis. This genre of precursors, referred to as molecularly modified
alkoxides, can be effectively used for fabrication of multicomponent ceramics
in the form of powders, thin films or fibers [51. The objective of this paper
is to discuss the concept of rolecular modification and applications of
modified precursors for synthesis of ceramics.

Mo-scularlv modified alkoxide precursors:

Reactions of certain metal alkoxides with such reagents as acetic acid,
acetylacetone, esters and alcohols, leading to changes at r. molecular level,
have been known to chemists for well over twenty years 17.91. Other modifying
agents (e.g. diethanolamins) have also been reported (10). Following are some
examples of such modification reactions [7,9]:

Reactions with alcohols:
X(OR)4 + 4 H01 ----- > M(0R'), + 4 U-OH ----- (1)

MOL Rue. Sec. . oe. vOL IGe. e1M I• si eem d Sudety
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Reactions with Organic Esters:
M(OPr) 4 + 4 CH3COOBu ----- > M(OBu) 4 + 4 CH3 COOPr -- (2)

Reactions with organic acids:
M(OR)4 + CH3 COOH -.-- > M(OR) 3 (CH 3CO0) + R-OH ---. (3)

Although such modification reactions have been documented in relatively
older literature, it is only recently that modern analytical and
spectroscopic techniques have been applied to follow such changes at a
molecular level [11,12). Livage and co-workers [12-141 have reported
systematic studies on the chemistry of molecular modification reactions of
titanium alkoxides.

Changes in the ionicity of the metal-oxygen bond and, in certain cases,
the changes in coordination of the metal cations (e.g. 4 to 6 in case of Ti)
are believed to be responsible for the occurrence of such modification
reactions and have been discussed in the literature [14,151. Modification
reaction results in precursors with composite organofunctionalities bonded to
the central cation. On exposure to water, the alkoxy groups hydrolyze rapidly
while as the modifier groups can remain stable. This is believed to render
the modified precursors moisture insensitive. For, zirconium n-propoxide
modified using acetylacetone, in addition to the proposed modification
reaction [16], formation of micellar structures, consisting of chelated
molecules on the surface and unmodified molecules in the interior, has also
been suggested as a potential mechanism for the decreased rates of
gelation [11). We are presently investigating applications of the modified
precursors approach to prepare electronic ceramics (e.g. BaTiO3 , BaZrO3 ,
ZrTiO4 and LATaO3). The objective of this paper is to present the
experimental approach and discuss it in relation to the synthesis of such
ceramics.

APPLICATIONS F ODIFID PECUROUS FOR CUANC POWDER SYNTHESIS

Exoerimental procedure:

The transition metal alkoxide (e.g. Ti, Zr) is modified using acetic
acid or acetylacetone. Deionized water in appropriate proportions can then be
added to the modified precursor, without causing undesirable precipitation
of transition metal hydrous oxide. The modified transition metal precursors
can then be processed further to synthesize thin films, amorphous gels (low
pH) and crystalline powders (high pH) at relatively low temperatures (Pigure
1). It is inexpensive and convenient to introduce the alkali or alkaline earth
components (e.g. BaCa, Li) as carbonates (soluble in acetic acid) or acetates
(soluble in water). Under acidic conditions the multicomponent sol can be
allowed to gel. The kinetics of gelation can be controlled using the
modifier / alkoxide molar ratio as well as the relative concentration of
water. The gelation times usually increase considerably (from minutes to
hours or days) on increasing the modifier concentration, as a result of the
modification reactions discussed earlier. The dried gels can be calcined in
air at intermediate (700-1000*C) temperatures to remove the organic fraction,
thereby forming crystalline ceramic powders. We refer to this as the sol-
gel process.

The multicomponent, stoichiometric sol can be subjected to highly
alkaline (pH > 13) conditions to precipitate ultrafine powders at low
temperatures ( <100°C, upto 4h) which are suitably aged and vacuum oven dried
(110-120*C, upto 24h) and washed to yield crystalline ceramic powders. We
refer to this process as sol-precipitation.

W -0 - . L m n':-' . . • - . .



Sql-Gel synthesis of alkaline earth titarates and zirconates:

Amorphous BaTiO3 geln wore prepared using titanium isopropoxide

Xý ~ (modified using glacial acetic acid) and barium acetate 117.1111. Results of

XRD and, thermal analyses showed formation of small amounts of SaCO, and its

subsequent reaction with amorphous titanium rich fractions as one of the

mechaismisa for formation of crystalline BaTiO3 (19). This mechanism has

been confirmed by other researchers (20,211. Henning& [211 has shown that, in

this process, barium acetate remains within the pores of the titanium Sel

network. Crystallization of BaTiO 3 begins at temperatures as low as 550*C

but higher temperaturesa (upto 8000C) are necessary for complete transformation

to BaTiO3, due to the formation of relatively stable barium carbonate.

Tomandl at al. [221 used calcium and magnesium acetates to prepare uniformly

doped BaTi~Zrl-A powders by this process. Chaput and Boilot [23) have

demonstrated the versatility of this approach by applying it to prepare

multicompotlent titanate-zirconate gels . Ifohallem and Aegerter [24) have

reported preparation of RaTiO 3 films on fused quartz substrates using similar
precursors.
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Sol-nrecigitation of alkaline earth Titanate zirconate noydars:

As mentioned earlier, in this route nixed stoichiometric sol containing
alkaline earth and transition metal precursors is added to a highly alkaline
(pH >13) and intensely agitated solution of NaOR or KOH. Precipitation
reactions are usually carried out in the temperature range 85-100°C [25).
Other researchers [20.21,23] have used similar precursors to precipitate
BaTiO3-BaZrO) powders. Wilson et al. [261 have developed a similar process for
the synthesis of alkaline earth titanates in which the heat associated with
chemical reactions was used to attain the necessary temperatures which is an
advantage for potential commercial applications. Note that in contrast to the
sol-gel route, cysmtalline and ultrafine powders are obtained at low
(< 1000C) temperatures [25). Similar observations were reported by Flamchen
[3] and Kiss et al. [27] who used unmodified titanium alkoxide along with
alkaline earth hydroxides. The mechanism proposed by Kiss et al. [27] and
mentioned by other researchers [20,23] is an acid-base type reaction between
a transition metal complex (N(OH),-2) and the alkaline earth cation (e.g.

(OIH)62- + Bea+2 --- > BMO3 + 3 H20 (M: Ti or Zr) --- (4)

We are presently investigating the kinetics and stomistic reaction pathways
involved in synthesis of such ceramics. Barium zirconate is one of such
ceramics synthesized in our laboratory using zirconium acetylacetonate and
barium acetate as starting materials [281. Figure 2 shows the morphology of
BaZrO3 powders consisting of 2-3 pm sized, apparently spherical particles
which may consist of finer primary particles (Figure 3).

Pfue 2. Transmission electron micrograph of BaZrO3 powder prepared

using sol-precipitation.

I5
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Figure 3. Transmission electron micrograph of a alZrO3
polycrystalline particle.

Preliminary results of our experiments on synthesis of BaZrO3 tend to suggest
that rapid precipitation of transition metal hydroxide, followed by subsequent
incorporation of the alkaline earth component, may also be one of the reaction
pathways for formation of crystalline ceramics at such low temperatures. Oven
drying and aging of the precipitate formed at a given reaction temperature
also appear to be important steps during the synthesis of ceramics using this
route.

CONCLUSIONS:

Reactions of certain transition metal alkoxides with such reagents an
acetic acid and acetylacetone generate moisture insensitive precursors which
are useful as starting materials for synthesis of ceramics in the form of thin
films or ultrafins powders. Under acidic conditions the modified precursors
undergo controlled gelation (sol-gel process). Amorphous gels can be calcined
to form ceramic powders. This process has been used to prepare high purity and
stoichiometric powders of ceramics in the BaTiO3-BaZrO3 system. Under alkaline
conditions (pH >13) the modified precursors can be used to precipitate
crystalline and ultrafine (< 100 no) powders at low temperatures ( <1006C)
(sol-precipitation). The reaction pathways for the evolution of ceramics from
metallorganic starting materials in the sol-gel and sol-precipitation routes
are currently under investigation. Efforts are currently underway to
synthesize ZrTiO4 , LiTaO3 1291 and other electronic ceramic powders using
these chemical processing routes.
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EFFECT OF PRECURSORS ON LITHIMh INFILTRATE
SILICA GELS STUDID BY XPS

S.F. HO AID L. C. KLEIN
Rutgers-The State University of Sev Jersey, Ceramics Dept., P.O. Box 909,
Piscataway, NJ 08855-0909.

ABSTRACT

Lithium silicate Sels of composition 15 mole % lithie - 85 mole 5
silica were prepared by soaking highly porous silica gels in aqueous LIND
or methanolic LION solutions. The fracture surfaces of these ales wrl
studied by X-ray photoelectron spectroscopy (XP1). High resolution IPS
core level spectra were collected such that both chemical shift and atomic
concentration could be determined. While the average lithium content was
slightly higher In LINO3 gels, only some of the lithium was associated with
the ilioa network. In contrast, most of the lithium in IOH gels was
associated with the network.

INTRODUCTION

Lithium silicate gels have been prepared in two ways [1]. First, they
have been prepared by hydrolyzing tetraethyl orthosilicat (MEON) with
aqueous solutions of lithium salts [2,31. These are referred to as poly-
merized gels. Second, they have been prepared by soaking silica gels
formed from colloidal sols in lithium salt solutions [E3. These are refer-
red to as infiltrated Sole. While the same bulk composition has been
achieved with both methods, the" are differences between polymerised and
infiltrated gels because of the scale an which the two components are mixed
[5]. The polymerized gels typically have porosity below 5 nm while the
infiltrated oels have pore sis*@ about 250 m [6].

The incorporation of lithium in both types of gels has been studied
with )ASYIU [5,7] and X-ray diffraction analysis [7]. The chemical uni-
formity has been determined through sectioning and atomic absorption speo-
troscopy [4,8J. only in the case of the polymerized gels has 1PS been used
to follow the Incorporation of lithium salts and the evolution of residues
from the process [9].

In the previous study [9], polymerised gels were prepared with lithium
nitrate using two concentrations of methanol [10]. Both thin film and
fracture surfaces were analyzed. The moot interesting result of this study
was the interaction of methanol and nitrates, where the nitrates were able
to oxidize the organim

A similar study was carried out bhre on infiltrated gels prepared with
both a ueous LINO and methanolio LION. The reason for using 1PS Is that
whle 'Li RR Zazdeteot the environment [5], XPS can provide semiquantita-
tive 1anlysis of the gel chemistry. Earlier studies using 1PS in alkali
silicate glaesss [11-13] and, in one case, a sodium silicate gel [14 serve
as good references.

EXPERIMENTAL PROCEDURES

Silica gels were prepared by mixing colloidal silica ('Audox-SPO,

owt Re. 5cc. eymp. Proc. Vol. ISO. elm Meaftie Ree society
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Figure I XPS vide scan of colloidal silica gel before infiltration

Table -I Dinding Knergies (B) and Atomic Coaentration,
for LiM03 and LIO Infiltrated Gels

Lt]I]0 U011Atomic Conontration Atomic CEmatratloo

BE'eT %

Si 2 p 103.2 19.8 23.5

C la 285.0 3.7 5.5
286.8 2.8 2.8
289.3 1 1 2.7- -10-.-

Li 1. 56.0 12.5 9.2

0 1. 530.9 5.7 8.2
532.7 45.0 43.7534l.4l 4.3 4l.8

I In 07.7 3.5
404q.2 0.8
400.0 0.8
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du Pont, Wilmington. DR) with potassium silicate (taail-1, PQ Corp., Valley
Forge, PA) In a 1:9 weight ratio and galling with a water/formuame mixture
E63. Following ion exch•n to remove Ma and K, the highly porous ales
were soaked in aqueaus LINO2 or methanollo 14O0 and washed finally in
methanol (4I]. The dried nples were monolithic disks 3.5 am in diameter
and 0.6 am thick. The porosity of these gels was about 80%. Samples were
outgassed at 1000 C for one week X-ray diffraction analysis did not detect
crystallinity in these samples.

Fraoture surfaces were taken from the edges of the disks. Two measur-
eaments were taken for each sample, and two samples were taken for each gel.
The fracture surfaces were Introduced into a Crates 1*31 800 system (Krato
Aaslytical Instruments, Ramsey, NJ), equipped with IPS, ASS, IRS and 31KS
Conditions were similar to those used previously to study potassium adsorp-
tion on conventional melted SiO £15] The exoitativn souroe used was Mg K
alpha X-rays at 1253.6 eV and a base ;repaure of 10" Pa ft maintained
during analysis. The sampling area for IPS is about 2z2 Wi. Wide scan
were performed to cheok cleanliness and survey the surfaces. High resolu-
tion spectra were taken for 01k, CIa, Nis and Lila regiona. The core level
spectra were referenced to the Cie lines at 285.0 eV. The binding energies
and FWH3 (full width at half maximm intensity) for i1s and Ols were
chocked using powdered lithium nitrate and the Nis peak at 407.7 eV was
used for 9) - The S32p peak was situated at 103.2 eT for all samples, and
this was chiked by using pure silica gels and fused silica.

The samples were sputtered witt 2 keY He' Ions under 10-7 Pa. The
beam current was about 2 micro A/lo. IPS measurements were conducted
before and after 10 min Ion sputtering to evaluate effects of ion sputter-
Ing on atoichiometry In gel surface layers.

RMULTS

Fig. 1 show a typical wide scan of the IPS spectra which surveys all
the elements present on the surface. The high resolution XP3 core level
spectra of Cia, 018, and Nis are shown in Fig. 2. The peak positions have
been corrected for static charging of the sample. Since the relative
positions of the peaks are constant for a number of analyses, differential
charging is not a problem. The binding energy values are referenced with
Ci at 285 eV for hydrocarbon, Si2p at 103.2 eV for S10 2 and N1s at 407.T
eV for NO -. In general, the spectra show broad and asymmtrio lines,
indicatini the overlap of several species. After satellite subetraction, a
best fit Gaussian computer program was used in order to obtain the relative
intensity of each component in each region. The curves are fitted by
varying only the Intensity, while keeping the binding energy and F7111|
values constant, until a close fit wa obtained. The Jagged lines repre-
"sent the original, unamoothed spectra. The solid lines represent the sum
for each component, along with the fitted curves representing each oxida-
tion state. The core level binding energies (BR) and atomic concentrations
for the species in LINO and LION infiltrated gels are listed in Table L
The values of atomic conoentration are determined from the relative peak
areas of the ourve-fitted spectra. The values of bindin energ and atomic
concentration are the averaging of four measurements for each gel. Addi-
tionally, acme standards were oheoked. The 0/Si ratio In an Ion exchanged
silica gel before Infiltration was 2.1 which is close to the calculated
value of 2.0. The 1/Li ratio was 1.2 and the O/Li ratio was 2.9 for a
powdered LiMO3 sample.

Fig. 2a shoav an example of the Cia XPS spectre. The shoulder at the
higher DR aide is particularly obvious, Indicating a carbon-oqygen speoles.

#I
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Figure 2a - CIS spectra for LiOn Figure 2b - Ole spectra for silica
infiltrated gels gel before infiltration

5SG 594 532 538 i28 416 485 46MBinding Ener" Binding Enrol

Figure 2c - Ol. spectra for LUNO3  Figure 2d - Me. spectra for LINO3infiltrated gels infiltrated gels
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Table It Utc ofSeisI M3m L1 wtt•d0

I! -

!.7

536 534 52 53 8 S 528 418 465 466 355
!Binding £nrg Binding Enwg

SFigure 2. - 0Is spectra for inft11- FigUre 2f - Nis spectra for LINO3
•itrated gels after ion infiltrated gels
Ssputtering after ion sputtering

S! •~f l_ atics ot Species dIn IM]O3 sad LiOD Intaltrated Gala

Ratio Lin O3
0  LOPO

LI/Si 0.63 0.39
EDO/Si 0.29 0.35

=EO/DO 0.17 (0.16) 0.19 (0.19)
nEo/(Do + EOW) 0.15 (0.14) 0.16 (0.15)
SL(o + NDO) 0.51 (o.•7) 0.46 (0.4)

SBased an bulk oomPosition 13 mole % O120 - 8T mole % 3102
%s D cm bulk ocposition 15 mole % LjO - 85 sole % 5102
Nmbers in parentheses are the values calculated from the ooqcaticas
based an EO/SA ratios.

Igas Za Eatio8 of Species in LMO3 and LION Infitrated,
Oaes e•torce ad After Es Ice Sputtering

1.150 Lion

LI/ 0.59 0.35 0.44 0.33
0/Si 2.66 2.29 2.?7 2.34
C/SI 0.42 0m16 0.42 0.33
,/SI 0.24 0.06

4
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Curve-fitting gives rise to three components: hydrocarbon (285.1 eW), _CO
(286.7 eW), and O-C_. 0 (289.4 eT) (16,17). Such organica are probably
residues from the *ethanol used for washing and soaking. Ozidixed organics
may result from esteritfoation during the drying process, especially In the
basic LON moedium.

Examples of the VPS spectra of the Ol regions are shown in Fig. 2b
for pure silica gels before infiltration and Fig. 20 of LiIO i-nfiltrated
Sels. The centers of the Ole regions are both situated at 5'J2.7 'T. The
Ols peak for pure Ui0 2 shows a broad and symmetric line shape and best fit
of the spectrum oonsists of one peek with FrlI! . 2.5 eV. The best fit of
the asymetriao 0l spectra of the Infiltrated gels was obtained by using
three peaks having approximately the amse width (2.0 eW). The resulting
differences in PlNK between pure 5±0 and alkali silicate gels have also
been reported in the literature Ei4. Curve fitting was done in Fig. 20 by
giving the axiumm Intensity for the center peak and than adding the second
and third components. The shoulder at 530.8 eV is attributed to non-
bridging oxygen (3N3) and the third ocponent at 534.2 eV to carboxylate
oxygen (0 a C - k -), which corresponds to the Cie peak at 289.3 ev
(0 - C a 0). The energy separation between D0 and BO Is 1.9 SV, Which
is consistent with the reported values (12,14).

For the LiUlO-qinriltrated gels, VI1 IFS spectra, as seen in Fig. 2d,
show NO, - (407.7 T) with minor amounts of M02 (04. e2 ) and N" (400.2
oV). ;L i1s peak at 400.2 oV is tentatively assigned to V based on the
published value [18]. A small amount oa V species was also detected on
the powdered LNO3 sample, indicating that nitrates undergo some decomposi-
tion.

Considering the coctribution of all oxygen-oantaining species, the
actual 9O concentrations are calculated according to:

IDo - IT - Ino - •o - 10. C-0 - 3 INO, where I total oxygen

Table Il lists the ratios of LI/S, 33O/Si, 3BOIDO, BO/(3O + 3O) and
Si/(VB0 + DO). These values agree well with the calculated values given
in parenthesis for the Indicated oxide compositions

After 1 hour of X-ray radiation, there was little difference In the
XPS spectra, Indicating little or no damage to gels, due to exposure to
X-rays. However, ion sputtering had a more noticeable effect. This behav-
ior Is observed also in melted glas [19]. In the gels, the IFS spectra
of 01 (Figure 2e), Cis, and Lils are similar before and after sputtering,
but the IIs spectra In LIMO infiltrated gels are nqat. An see in Fig. 2f,
the Its peak appears at 398;. *v, corresponding to I1'. Although the
presence of this species at 398.7 eV is not fully explained, the same
species was reported previously [18]. It appears that chemical dages is
Introduced by using conventional Ion sputtering techniques to clean sur-
faces on gels. Table in shows the ocncentrations of LI, C and 0 relative
to Si before and after Ion sputtering. The ratio of 0/S1 decreased by 14%
and the ratio of LI/Si decreased by 41% for IUO 3 . The ratio of 0/3S
decreased by 5% and the ratio of LI/Si decreased b 25% for LION gels. In
general, the degree of depletion by sputtering in the LION gel• ti less
than that in LiNO3.

DISCUSSOU AND SUSIART

According to the results of the IFS study, the main difference between

"-'--' • _ _ -a----



LING and LiOD-infiltrated gels is that the Li/Si ratio in much highr than
the W13/i ratio in the LINO3 gela while the ration are about the same in
the LION gels. This indiostes that the lithium content is higher in the
LUiNO-infiltrated gels though less of the lithium is associated with the
siliU network than in the LiOR infiltrated gels. The Li not associated
with the silica network ia present an LUNOq arnd minor species such as
LiMO2 . On the other hand, most of the litfilum in LiON-infiltrated gels is
assoct•eAd with- the network. It appears that the Si network in attacked by
the 1.O/1 at low tempLrature reeting tO's. This behavior in in agreement
with previous studies using 'VSi and 11Li solid NM! and IND (5,7].

Further evidence for this difference is the difference In behavior
during ion sputtering. Generally, in alkali silicate glasses, there is a
depletion of alkali ionw at the surface because alkali ions diffuse inward
as a result of the positive surface charge built up during low energy ion
bombardment. Other factors such an preferential sputtering and thermal
sputtering can not be excluded. Nevertheless, the large amount of Li loss,
along with losses of V and 0 in LINO 3 -infiltrated gels, Indicates that much
of the Li is LIO and not Li associated with silica network. The ion
bombardment of 140results in the formation of alkali metal oxides with
preferential loss 01 nitrogen E20]. In contrast, most of the Li in LiOH
gels is associated with the silica ap, t hork, which causes it to be more
stable and resistant to ion sputtering.
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PHASE TRANSFORMATIONS IN ZrO2-SiO 2 GELS
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*Universite de Paris-Sud, Laboratoire de Chemic des Solides, 91405 Orsay cedex, France. I
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ABSTRACT

Transparent sols and gels in the ZrO2 -SiO 2 system containing 25, 50 and 75 mole % Zr72

were prepared using tetraethyl orthosilicate (TEOS) and Zr n-propoxide solution in the
presence of acids. Heating the gels to 600°C yielded an amorphous product which at higher
temperature crystallized with formation of tetragonal and monoclinic ZrO2. Zircon crystallized
slowly at 16000 C. The results are explained by metastable liquid-liquid phase separation in the
studied system.

NTRODUCTION

High-zirconia ceramics can be of a potential use as high-temperature coatings and ceramic
pigments. Sol-gel routes allow relatively low-temperature preparation of these kinds of
materials, and that was the reason we wanted to study phase transformations in the wide range
of gel-derived materials in the binary zirconia-silica system. Nogami and Tomozawa [1]
studied crystallization in a gel glass of the 3 7.-02" 2 SiO2 composition and found that the
tetragonal-monoclinic zireonia transformation leads to a higher fracture toughness of the
material. Salvado and Navarro [2] prepared several binary compositions in the same system
but their major concern was studying of gel bloating during firing. Monros et al. [31 prepared
gels of the zircon ZrSiO4 composition in which part of ZrO2 replaced by V2 0 5 . They showed
that vanadium has a decisive effect on the formation of zircon at as low as 8W00C, while in the
vanadium-free composition, zircon formation was not observed below 1300*C. The purpose of
the present study was to examine phase transformations in materials prepared by sol-gel
methods in a wider range of the binary ZrO2-SiO2 system.

EXPERIMENTAL PROCEDURES

Three compositions containing 25, 50 and 75 mole % ZrO2 were prepared from tetraethyl
orthosilicate (TEOS) and Zr n-propoxide (70% solution in n-propanol). Tv.OS dissolved in
ethanol (1:2 molar ratio) was partially hydrolyzed with IN HCI (1:1 molar ratio of H20:TEOS)
and kept at 60*C for 1 hour. This solution was slowly added to Ile Zr n-propoxide solution
while stirring, and the resulting sol was kept a! 60*C for 4 days. To achieve complete
hydrolysis, ION HNO3 was slowly dropped into the sol up to a final H20: TEOS ratio equal to
11:1. By aging the sol for several days at 60°C a transparent yellow gel expelling solvent was
obtained. Following this procedure gels Zr50A (50 mole % 7402) and Zr25A (25 mole %
L0O2) were formed. Another way of achieving a complete hydrolysis was to slowly drop the
intermediate sol into an excess of IN HNO3 (H2 0:TEOS=270:l). In this case, gelation was
obtained by evaporation (gel Zr5OB, 50 mole % 7ZO2). Gels Zr25C, Zr50C and Zr75C (25, 50
and 75 mole % ZrO2 rerpc4.Iv'.ly) were similmay prepared but by substituting concentrated
Ha for HNO3 at 5 moles water per 1 mole TEOS total; these sols gelled without expelling

solution. All these methods are called "direct methods".

Another method of gels preparation was "rodissolution method". Gels Zr5OD (50 mole %
WO2 ) and Zr25D (25 mole % ZrO2) were prepared by drying the mixture' of partially

hydrolyzed TEOS and Zr n-propoxide (with the weight loss of about 60%) and by dissolving
the formed yellow solids in IN HNO3 . The new sols, contained about 3.5 wt. % solids, were
evaporated on the bath at 60*C up to 25% concentration and then gelled without evaporation.

Wat. fA.. soc. symp. Proc. V0o. I4O. 61ll9 MAtoai ftewcmh soetaty
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To obtaihd monolithic pieces of the gels, they were slowly dried at room temperature, and
yellow transpuet solids were formed. For phase transftito studies, the spechien were
dried at 1500C and then fired at ditleenmt temperatures for 2 hr (except 7z25C, ZrSOC and
ZY750 in an electia tube furnace at a heating rute of 100C• . The phuase composiin
,,C studed usin XRD, CALPn. amr dsti dsbutions were deemie with am Autopre
9200 mecr Pooue (of hfcoertc), end the surface aras were measured by th
BETmethod. Chemical analysesofdrygels wndone by the EDX mothad. DTAcurves•

obtained using DuPont 9900 Thermal Analyser.

RESULTS AND DISCUSSION

All the gels, although quite simila in thei appearance, ar ditffent in their pore smacture
and surface areas, depending on the preparation method. As seen from Table 1, values for the
surface area are rather unusual and hardly believable, although they were relatively fairly
reproduced when specimens, dried at 250t, wee tMe All the gels prepaed with large
amounts of concentrated acids showed low surface ares, especially gel Zr&OD prepared by the
redissolution method. Its surface =A value is obviously wrong because this gel, like the
others, could not be dried easily to a monolithic piece as would be expected from a material
having such a low surface area; besides, this gl had ports as small as 57 am which cannot
correspond to this low value of dte area. As known, water molecules form hydrogen bonds
with the OH end groups [4], and they can be retained at hr high tempraries. Probably, the
acid molecules form sUSng chemical bonds and create a surface state which cannot allow
nitrogen adsorption during the BET surface am measurements, thus disturbing them.

Phames formed in the studied gels during hea treatments re summarized in Table 2;
formation of phases in gels ZrSOA and Zr5OC is shown in Pigs. I and 2. The most important
observaion is the difficulty of the formation of ron ZrSiO4 in these materal. MSjoity of
the gels ae amorphous up to at least 6000C, and then crysmllizaion of ZiO2 sr with
famation of tetragonal phase which transform to mnoclinic at higher temperatures. In s
cases formation of cubic zircona was observed (Pig. 3). However, the corresponding X-ray
lines were broad, which makes difficult a distinction between the cubic and teragonal forms of
7202 [51. The crystallization of silica as cristobalite is only observed for samples with 25 and
50 mole % ZK 2 fired at 160M)C. Zircon was formed in various arounts after firing at 1600°C
depending on the initial composition and preparation method. In gels Z=2.C Z50C and
ZW75C it was not seen even after 4 hours at 15(X)C. The highest amount of zion was
obtained in sample ?z5OD prepared by the "redissolution method". However, EDX analysis
gave for this sample a Z.Si composition equal to 58:42 to be compared with Zr.Si= 52-48 for
sample ZSOA. Gels with only 25% Z7O2 seem to crystallize mor slowly, especially
redissolved gel ZWM5D, the only one which appears amorphous even after firing at 800C.
Crystallization of the studied gels proceeds naher slowly: the DTA curves (Fig. 4) do not
record crystallization at the heating raft of lCmin indicating only the loss of water and

organics at low temperatures.
It is interesting to compare this result with another high-temperature system studied by

Rabinovich et al. [61. A e of dthe ytrium orthoilicate compostion Y2SiOs doped with 1b
was prepared and appeared amorphous up to 8000C. Afer tha the orthosilicaaesarted to form
without appearance of any of the individual oxides. The authors considend this result as astrongl, albeit indirect indication that fo~nistom of a network of, the amorpou ordislctho
was aleady achieved during gelation.

If the same would be the can for die zirconi-silica system, fenation of the uniform Zr.
O-Si network, especially in the 50:.50 couipo~diot, would mean that , , , ihould VFPalpr as

fte Ot crystal phase because it is deflnity stable below 16760C (ig. 5A) M7J. On the other
hand, if the pure Zz• is formed inside the gels it probably would not survive m die
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Table 1

Apparent BET Surface Areas and Positions of Maxima on Pore Size Distribution Curves for
Dried ZrO2 -SiO2 Gels

Amount of Method of BET Surface Maximum of
Gel No. ZrO2, mole % Prpamtion Area, M2/g Pore diames nm
Zr5OA 50 DirectHNO3  109 27 to <3
Zr5OB 50 Direct, large excess 3.8 250 and 21

of H20/HNO3
ZrSOC 50 Direct, HCI 5.5
ZrSOD 50 Redissolution 0.1 57
Zr25A 25 Direct, HNO3  247

amorphous state up to 600-8000 C: Mazdiyasni et al [8], Komarneni, Roy et al. [9] and Kundi
et al [10] showed that pure zirconia gel crystallizes at as low as 250-3000C, and formation of
all three modifications was observed.

An explanation of the difference between the two systems can be found by considering
their phase diagrams (Fig. 5). The liquid-liquid phase separation area in the Y2 0 3 -SiO2
diagram (Fig. 5B) is far from the orthosilicate composition, which melts without
decomposition. On the other hand, the relatively flat liquidus curve in the ZrO2 -SiO2 system is
interrupted only by a narrow region of the stable phase separation in the middle of the diagram
(Fig. 5A) and not by a maximum corresponding to any stoichiometrkc compound; zircon
decomposes before melting. If this region of phase separation widens in the metastable sub-
liquidus area [11], it can include the zircon composition. In fact, Salvado and Navarro [2]
showed phase separation in the zirconia-silica system by electron microscopy.

Table 2

Crystal Phases in Fired Gel Samples

Temp., -C 7zSOA Z.5OD Zr5OB Zr25A Zz25D
600 A A A A A
800 T(B) T(B) T(B) T(B) A
1000 T+M T T T(B) T(B)
1200 T+M M+T T+M T+M T+M
1600 Z+M+T Z+.M+T T+cr+M+Z Ct+T+M+Z M+Z+CT

_ 7r25C 7Z5OC Zr75C
600 A C C

1000 T(B) T CorT
1350 T(B) M+T CorT

150010 hr T M+T M
1500M2 hr T+X+M M M
1500/4 hr T+X+M M M

Phases: 7-O2 : C-cubic, T-teagonal, M-monoclinic; Z-zrcon ZrSiO4; r;istobalte X-
unknown phaw. "B" means brod lines at the beginning ofr ystaflizatio.
The maJor phae appears first in the table.

_ ___
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Fig. 1. XRD graphs for gol ZaM5A fired at 1000*, 1200" and 1600*C.

Theoretically, the lower the temprature, the wider the region of iquid-liquid phase
separation in the same system. In the practical silicat systems, reduction in temperature and
increase in viscosity do not allow the development of the separation at very low temperatures.
but this is quite different when a structure is foamed in a aol in the process of gelation when the
initial viscosity is very low. In this case it is thermodynamically reasonab" to eitpect phase
separation practically throughout the entire 7z0 2-SiO2 system, and formation of the ziro
structure in the aol-gel would not occur. Instead some kind of interwoven diphasic gel should
be formed, one high-silica, and the other - high-zireonia. In this case crystallizaton of Zz02 is
not surprising, and formation of zhcon should wait until the material is fired at high
temperature for a long tim&s This result coincides with findings of other authors[1.
Formation of the tewaonal (or cubic) Zi~h as the first Phane instead of low-temperature
monoclinic phase (stable up to 12000C) mean that the gels have stucurees monsimila to
high-temperature melts.
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Zr5OC. 4500,C/4 Mw

Z -Li -Z00 2 AONCLINIC,13-307 ,j . j Zr02 CUBIC. 27-997

ZrO2 TETRA06,17-923 Zr02 TETRAGON..17.923

20 30 40 50 60 70 W090 1 20 30 40 5 0 7

Fig. 2. XRD graphs for gel Zr5OC fired at Fig. 3. An XRD graph for gels zW5c &crd at
15W0C for different times. The 1000c.
numbers on the standard patterns for
7za 2 correspond to the card numbers
in ref. [5].

TEMPERATURE,*C

Fig. 4. DTA curves for gels ZrSOD anid
Zr25C.

CONCLUSIONS

Gels in the zirconia-silica system can be formed by cooperative hydrolysis of silicon and
zircnium alkoxides in A strongly adid media. All gels are transparent and yellow.

Filing Of the gels Up DD at least 600C yields an amorphous product while at higher
temperatures Various forms Of ZrO2 appear. Only at high temperature (arcound 16000C)
formation of zirco is observed. This is explained by occurrence, of metastable liquid-liquid
phase separation in the Za%-SiG2 system which prevents formation of the homogeneous Zar-
0-Si network which could crystallize directly to zircon.
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CRYSTALLIZATION OF IN-SITU SiC-MULmTE COMPOSITES FROM
MULTICOMPONENT ALUMINA-SILICA GELS

S. Jagota, A. Parvizi-Majidi
Center for Composite Materials and the Department of Mechanical Engineering,
University of Delaware, Newark, Delaware 19716.

ABSTRACT
Silica and alumina gels were mixed to make a hybrid of a mullite precursor gel

and a silicon carbide precursor geL The crystallization of these above 1400 *C, to
form in-situ composites of silicon carbide whiskers in a matrix of mulite, cristobalite
and a glassy phase, was studied for different processing conditions.

INTRODUCTION
The sol-gel route to the synthesis of crystalline ceramics offers a means of

control over the final microstructure by suitable manipulation of the precursor
structure during the chemical processing step. This can be an attractive way to
synthesize ceramic-ceramic composites where the staiting precursor materials are
chosen and mixed so that, on crystallizing at high temperature, a reinforcing whisker
phase and a glass-ceramic matrix form in-situ.

In the alumia-silica gel system, it has been seen that the precursors chosen,
and the conditions under which they are mixed and gelled influence the phases
formed, the temperature of crystallization and the final morphology attained by the
crystals [1-8].

Yoldas and coworkers [1-3] have studied the ultrastructure of alumina-silica
gels and its correlation to the high temperature crystallization processes. The
precursors used were alkoxides of aluminum and silicon. Two types of gels were
identified: (i) polymeric, with an intimate bonding of Al and Si, and (ii) colloidal,
with coarser mixing. For the right stochiometry of alumina and silica, mullite forms
directly from the amorphous polymeric gel at 9800 C; wheras in the colloidal gels a
spinel phase forms first and mullite forms between 1300-1400 *C. Pouxviel and
Boilot [41 studied the chemical and kinetic features of the reactions between various
precursors in this system. Wei and Halloran [51 have looked at the phase
transformations in colloidal aluminosilicate gels. Okada and Otsuka[6] have
characterized the formation of an intermediate spinel phase in the crystallization of
mullite from diphasic alumina silica gels made from silicon alkoxide and aluminum
nitrate under different hydrolysis conditions. Chakravorty and Ghosh[71 studied the
formation of the spinel phase in and aluminum nitrate derived alumina system with
varying amounts of colloidal silica. Messing and Huling[8] used the lower mullite
crystallization temperature in polymeric gels compared to colloidal gels to seed
colloidal gels with polymeric gels. By this technique, they synthesized in-situ
seeded hybrid gels with a lower crystallization temperature and a finer mullite grain
size than in unseeded colloidal gels.

Mot. R",. I". ar. ftm. Val. ISO. Mow• mewflaks lqssWeh 006

dsv ue m m . m~

- [ - i i .. .. . . ......... _i_ _.. . ._ __"_....... ._ _ _ ____ i i I . . • ilI J



548

In this study, we draw upon this
background to synthesize a multi-component -a

gel, which, on crystallization, will form an sicr
in-situ composite of silicon carbide whiskers SICa
in a mullite matrix. Figure I is a schematic of A-0

the process. A silicon carbide precursor gel is
mixed with a colloidal mullite precursor gel and
crystallized to form mullite grains and SiC
whiskers along with a glassy phase whos sic
occurence depends on the relative amount of w•biwo-
alumina versus silica in the precursor. The SiC ph"*
precursor gel was made by doping a silica sol
with carbon and a nickel nitrate catalysL These
materials, on heat treatment between Or•n
1300-17000C, have been shown by
Yamamoto[9] to form SiC whiskers. The mullite Fig. 1: Schematic of the
precursor gel was a colloidal gel of type used by Crystallization Process
Yoldas[3].

EXPERIMENTAL
The mullite precursor gel was made by hydrolyzing Al-sec-butoxide and adding

to it tetra-ethyl-ortho-silicate to form a colloidal mullite precursor gel [1-3]. The
silicon carbide precursor sol was a silica sol made by hydrolysis of TEOS under
acidic conditions[l0]. A low water content gel with linear polymers was made. The
linear polymer recipe was used to enhance whisker growth of SiC. Ibis sol was
doped with 325 mesh carbon particles and 7wt% nickel nitrate with respect to the
weight of silica. The carbon content in the gel was varied from 25wt% to 100wt%
with respect to the weight of silica. This silicon carbide precursor sol was added to
the mullite precursor before the latter gelled, the mixture homogenized by stirring,
and allowed to gel. It gels in a relatively short time of 2-3 minutes, trapping the SiC
precursor sol (with the carbon particles) homogeneously throughout. This hybrid
gel was dried at 60*C and crystallized above 1400°C in a reducing atmosphere of
nitrogen + I% hydrogen gas, TEM
specimens of the gels were made by
dipping tungsten grids in the wet gel
to form a thin film on the grids.
Thes were crystallized above 1400*C
and could be viewed directly in the TEM.
Table I lists the different conditions used.

Table I, Fjgcmfimnta Conditions Used
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RESULTS AND DISCUSSION

Figure 2a shows a TEM micrograph
of a specimen with 73% mullite precursor
and 27 % SiC precursor with a carbon
content of 25% by weight of silica in the

SiC precursor, crystallized at 1400 °C
(MuSiC-I in Table I). Mullite grains are
seen growing throughout the film in an
amorphous, silica-rich matrix. Very fine
SiC whiskers, 5-10 rm in width, can be
seen growing between the grains in the
glassy phase. The X-Ray diffraction
pattern of this sample, shown in Figure
2b shows the presence of mullite and
cristobalite. No silicon carbide was
detected nor were any larger silicon
carbide whiskers seen, indicating that, at
1400 oC, the reaction to form silicon
carbide whiskers was very slow and the
very fine and few whiskers formed only Figure 2a: TEM micrograph of a thin
in the thin film samples. film sample of MuSiC-1.

On increasing the crystallization temperature of the same precursor to 1500 OC
(specimen MuSiC-2 in Table 1), growth of silicon carbide whiskers was seen to be
enhanced as seen in Fig. 3a. The X-ray diffraction pattern shows the presence of
silicon carbide with the appearance of the characteristic peak near 20 = 360 as can be
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Figure 2b: Powder X-Ray diffraction pattern of MuSiC-1.
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seen m rig. it). the nucrostructure now
cosists of longer (l0-20pm) whiskers
growing out from whisker clusters as
shown in Fig 3a. The clusters, which are
the starting points for the whisker growth,
are often found in "craters" lO-20pm in
diameter. Since the whiskers are thought
to grow from the interface between the
carbon particles and the siliceous material
in this reaction [9], and the size of the
clusters correlates well with the carbon
particle size, it is likely that the "craters"
represent the sites where the carbon
particles were present. These whisker
growth sites are surrounded by the glassy
phase and fine (0.5-l.Opm) grains. It is
likely that the whisker clusters will be
surrounded by the glassy phase since the
whiskers grow in the high silica regions
of the hybrid gel This also correlates well
with the observations on MuSiC-1 where
the fine whiskers are seen growing into
the amorphous region.

It is clear that the whisker length and
distribution would depend on the extent of
SiC precursor gel within the hybrid gel
and the size and distribution of the carbon Figure 3a: SEM micrographs of
particles within the SiC precursor gel. MuSiC-2 (Fracture surface).
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Thus, reducing the size and number of the carbon particles and reducing the size of
each SiC precursor gel pocket should lead to longer and fewer whiskers with finer
"craters" which can be healed by sintering of the glassy phase.

This is borne out by observations on the third set of samples (MuSiC-3 in Table
I) which had four times as much carbon in the SiC precursor gel as the first two and
was crystallized at 1500 OC, Here, the glassy phase did not form - the sample
crumbled easily into a powder. Large areas of interconnected whisker network
"mats" were seen as shown in Fig. 4a. As expected, the whiskers are shorter in this
sample (3-Spin in length) as the distance between carbon particles on which they
nucleate is smaller. The X-ray pattern from this sample (Fig. 4b) shows the presence
of f3-SiC along with mullite and cristobalite. The P-SiC peaks have grown in
intensity compared to MuSiC-2. This indicates that increasing the carbon content of
the SiC precursor leads to growth of SiC whiskers at the expense of the glassy phase
which was seen to be present in MuSiC-1 and MuSiC-2 but not in MuSiC-3.

J
Figure 4a: SEM micrographs of MuSiC-3
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SUMMARY
(i) High silica, multicomnponent gels of alumina-silica form mullite, cristobalite, and

a glassy phase rich in silica on heat tUunent above 14000 C.
(ii) Two seperately hydrolyzed sols ( a "mullite precursor" and a "silicon carbide

precursor") are mixed, gelled and crystallized. An in-situ composite of silicon
carbide whiskers in a matrix of mullite, cristobalite and a glassy phase rich in
silica is formed.

(iii) Since the whiskers are surrounded by a silica rich glassy phase, and grow out
from localized clusters, it is clear that a physical separation between the two
precursor gels was achieved within the scale observed.

(iv) At 1400*C, the silicon carbide whiskers formed are very fine (2-10nm in
diameter), and can only be seen using the TEM.

(v) At 1500*C, "pockets" of whiskers are seen surrounded by a matrix of mullite
and the glassy phase.

(vi) On increasing the carbon content with respect to the silica, the siliceous
material preferentially transforms to silicon carbide whiskers and the glassy
phase is absent. The resulting ceramic is an intertwined whisker network with
loose mullite pieces.
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RHEOLOGY FOR BEiUR SOL-GEL FIBER AND FILM FORMATION

C. W. MACOSKO, M. L MECARTNEY, AND L. E. SCRI•EN
Department of Chemical Engineering & Materials Sciene, University of Minnesota.Minneapolis, MN 55455

ABSTRACT

Flow behavior of a liquid or suspension depends on how srsm varies with strain rate, strain-
rate rotation, and strain history, as well as the progress of evaporation, extent of reaction, and
degree of aggregation in sol-gel systems. Rheological methods suitable for measuring flow
behavior are .summarized. Examples of measurements and microstructural observations by
transmission electron microscopy made during gelation of four sol-gel systems are presented.
The relation of theological response to microstructu is discussed.

INTRODUCTION

During manufacturing of coated films continuously in a steady-state process like die coating
or slot coating, the liquid being coated is first extended in one direction inside the die as the
incoming flow is spread out into a layer proceeding to the exit sliL Then it is extended in a
second direction in the deposition zone as the exiting flow is accelerated to the speed of the
substrate being coated. Meanwhile it is narrowed in a third direction. Th liquid is also sheared
inside the die and in the deposition zone, because liquid does not slip at the die surfaces or the
substrate surface. In drawing fibers, the liquid being prcessed is extended in one direction
while being narrowed in the other two; it is sheard inside .the passages and orific of the die but
very little within the fiber. The liquids drawability, or spinnability, depends on its response to
extension. Coating or spinning is followed by solidification by drying and reaction, which
induce shrinkage, the converse of extension, and generally shear as well.

The ways that liquids and not-yet-rigid solids respond to extensional, or compressional, and
shearing stresses, or strains, are the subject of rheology r[12]. Rheology pertams not only to
steady-state formation of films and fibers, but also to batch processing like spin coating and dip
coating, which may be dominated by transient effects.

The way that a liquid responds to shear and extension is a matter of its microstructure. When
compact molecules of nanometer scale constitute a liquid, local rearrangement by thermal
motions is ultrafast (e.g. nanoseconds and quicker) and so is relaxation into local
thermodynamic equilibrium structure. Then viscosity, the ratio of resulting stress to the
responsible shear rate or extension rate, depends only on temperature, pressure and
composition, and not on deformation rate. The liquid is Newtonian.

In contrast, when colloidal particles of sub-micron or micron scale densely populate a liquid
suspension, Brownian movement is sluggish, thermodynamic equilibrium may be practically
unattainable, and relaxation into local mechanical equilibrium structures is little faster than flow
itself (e.g. time scales of fractions of a second and up) [3]. Then viscosity depends directly on
deformation rate and is typically shaiar-thinning (viscosity falls with rising shear rate) and often
extension-thickening (viscosity rises with rising extension rate). Tenuous mechanical
assemblies erected by colloidal forces between particles usually play a big role, because they can
stand up, with only minor creep, to low stresses up to some level (yield stress) and during flow
break up by degrees into dynamic populations of smaller and smaller assemblages as the applied
stress mounts.

In yet another contrast, when long, thermally writhing, entangled, and ultimately breakable
polymer molecules constitute a melt liquid, or densely populate a solution with more compact
solvent molecules, there is a whole range of size scales of arrangement at thermodynamic
equilibrium. The shortest of these can be approached rapidly by thermal motion, the longest not,
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so that there is a spectrum of relaxation times into local equilibrium structures (e.g. milliseconds
to minutes and longer) [4]. The viscosities of polymeric solutions and melts depend not only on
deformation rate, but also on the history of deformation if the responsible flow is not as slow as
the slowest mode of internal relaxation. Contributing to this are the more or less tenuous
entanglement nets when the chain-like molecules are long, especially if they are branched or
bridged: during flow these nets may break up by degrees as the applied stress is raised; in
extreme cases individual molecules too may break. In steady shearing, viscosity often drops for
a while, a behavior called thixotropy; in steady extension (which is hard to prolong), viscosity
may rise for a bit, which is called rheopexy. Moreover, owing to the writhings and
entanglements of the chain-like molecules, concentrated solutions and melts are elastic like
rubber to a degree, particularly when applied stress changes rapidly; that is, the material
possesses elastic moduli, the ratios of resulting stress to the responsible shear or tensile
deformation. In general, polymeric solutions and melts are viscoelastic, their viscosities and
elasticities depending on molecular size, stiffness, branching and bridging (crosslinking), on the
distributions of these properties, and on the history of deformation or strain. Because of the
thermally-driven relaxation modes, the important history at any instant is the rates of the most
recent deformations: viscoelastic liquids are said to have fading memories.

The distinction between shearing and extending flow bears emphasizing. Long, flexible and
writhing molecules in a melt or good solvent shape up as random coils at equilibrium. In
shearing flow e neighbohood of the liquid rotates (such a flow is said to have vorticity), but
the rate-of-strai field is everywhere fixed and the same. The principal direction of extension is

5 from te velocity directon; of compression, 135. Consequently, when the strain rate is
enough to deform the molecular coils, they tend to align in the principal direction of extension
but only t r y, between 18(" tumbles t carry them through a conpressional orientation.
Thus they o not suffer a persistent extensinal stan. In extending flow they do, for no
neighborhood rotates at all with respect to the principal direction of extension, which coincides
with the velocity direction, and that of compression, which is at 90. If the flow is strong and
Ion$ enough, the extensional strain can draw coils out straight and even break the extended
molecules. It is the strain-rate rotation and thus the persistence of strain that distinguishes
extending from shearing flow,

In dip coating, shear rates and extension rates are low, from around I to 100 s- 1 . in spin
coating, shear rates may peak early in spin-off at 105 s- 1, extension rates at 103 s-1, but all fall
quckly thereafter. In slot and roll coating, shear rates are often around 104 s-1 , extension rates
l03 to 104 s-I. In fiber drawing, extension rates can reach 103 s-I and more, according to the
draw speed and diameter reduction; beyond the orifice from which the fiber is drawn there is
little shearing. Thus the flows used to form films and fibers mix shear and extensional
deformation in various proportions and cover a wide range of rates [5]. The response of the
liquid to any mix, and means of analyzing and predicting that response, are the stuff of
rheology.

Sol-to-gel rheolgU

Sol-to-gel processing is a great challenge because a system starts as a solution of various
compact molecules, or as an unconcentrated suspension of submicron colloidal particles in such
a solution. Then it transforms through reaction or aggregation or both, usually accompanied by
evaporation. The system becom,ýs a denter and denser population of lengthening, branching,
entangling, bridging polymer molecules or similarly growing, ramifying, interfering,
aggregating colloidal particles. As it does so it loses its simple Newtonian rheology, acquires
deformation-dependent viscosity and then elasticity, likewise deformation-dependent.
Ultimately the assemblages responsible for this viscoelastic behavior develop a strong enough
network of elastic linkages on large enough scales to qualify the transformed system as a gel.
That is an elastic solid that creeps negligibly in time intervals of first interest Longer time scales
matter, though, and the challenge to rheology continues after a gel state is reached. Subsequent
chemical reaction, colloidal consolidation, and drying induce strains, stresses, internal
relaxation, external creep, and sometimes breakage of the solid material [6].
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The goal is to understand how flow behavior and structure developl mt rele to the way
the state of stress throughout film or fiber formation responds to deformation (strain rate, son am-
rate rotation, and strain histoty), and is influenced by the extent of reaction and degree of
aggregation, and by the progress of evqapoaton in aol-gel systems.

In the next section we review the major rheological methods available and discuss which
might be best for sol-gel studies. Then we present some new rheological and micriostrucural
measurements taken during the gelation process on four different sol gel systems, including
what may be the first extensional data.

RHEOLOGICAL MEASUTREMENTS

Both stress and deformation need to be measured over a range of stress levels,
deformation magnitude and rate. Normally in complex flow geometries, such as die coating and
fiber drawing, deformation is determined by careful measurement of tracer displacements and
velocities in a transparent fluid. T7he spatial variation of sumes components can be measured by
optical techniques. While such studies are quite important they are difficult, time-consuming and
require special liquids.

The strategy of the rheologist is to pick a very simple flow geometry such that the
kinematics can be determined from boundar'y displacements or flow rates and the stresses
evaluated from boundary forces or pressures. Such simple flow geometries in which both stress
and deformation can be determined for an unknown material are called rheometers. In addition
to stress and deformation a rheoineter must be able to control the state of the sample, iLe. its
temperature, composition, residence time. This is particularly important for sol-gel systems
which react or aggregat with time at a rate that varies with temperature and may depend strongly
on evaporation of volatiles. Settling can also be a factor.

There are two basic rheometers: simple shear and extension. The shear geometries are much
more common and there is a wide cj-", -I'ommercial instruments. Extension is much more
difficult to achieve in a rheometer, e~ !--cia2i roi- loviscosity liquids.

ShOLMWmzc
Figure I shows the four most common shear rheometers. The first three, concentric

cylinders, cone and plate, and parallel plates, can all be obtained by simply changing fixure on
one well-constructed rotational instrument. The capilar rheometer requires a separate pressure
driven apparatus. Both the capillary and the prlel plates generate non-homogeneous
deformations. This- means, as explained below, that they cannot accurately measure strain
dependent material functions (standard types of response).

For sol-gel work the concentric cylinders rheometer is our first choice. With a narrow gap the
flow is homogeneous and the complete range of shear material functions can be measured. The
concentric cylinders arrangement is well suited for loading and unloading low viscosity liquid&.
The ratio of surface to volume is low enough that evaporation can be easily prevented. The
planes in which the liquid is sheared lie perpendicular to gravity, which reduces the effects of
settling. Good temperature control is possible with a recirculating liquid bath.

Figure 2 indicates the ranges of viscosity and shear rate that can be measured with the
rheometers available in our laboratory; these are typical of state-of-the-art commercial
instruments. The concentric cylinders rheometer, in both the rate-controlled and the stress-
controlled versions, is the most sensitive for low viscosity measurements. With the parallel
plates rheometer it is easy to set a very narrow gap and reach higher shear rates. The capillary
rheometer is also useful for high shear rates, and because it has no free surfaces it is the best
choice for evaporation control. Moreover, it can serve as a first simulation of process flows in
pipes, ducts, and passages. The cone-andi-plate rheometer is used when normal stresses in
viscoelasic: liquids are to be measured.

I 9
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CONCENTRIC CYLINDERS TURNING DISK, FIXED PLATE
(COUETTE RHEOMETER) (PARALLEL PLATES)

PRESSURE-DRIVEN TUBE FLOW
(CAPILLARY RHEOMETER)

CONE-AND-PLATE

Fig. 1 The four most common shear rhoometer geometries.

Once a rheometer has been chosen there is still the question of just what to measumr. The
rheological material functions can be broken down into three satin regimes: smnal satrin. large
strain, and steady straining. If the strain (or, equivalently, the rate of satin times time) is small,
the stresses vary linearly with strain. They are independent of the type of strain; shear and
extension give the same result. A viscosity can be defined which depends only on time or,
equivalently, frequency. The regime in which this can be done is called linear viscoelastic and is
illustrated by the central curve in Fig. 3 (cf. 41.

The linear viscoelastic regime is particularly useful for following certain kinds of
microstructural change in a material with time. For example, by continuously osculating a sol-
gel sample at small strain and measuring the in-phase and out-of-phase stress, the gelation
process can be followed from low viscosity liquid to rubbery gel. Tn this there is some similarity
to spectroscopic techniques like infrared. The small amplitude wiggles at various frequencies are
means of probing the average size and even the size distribution of polymer segments between
entanglements or of distinct aggregations of colloidal particles [3,4].

Figure 3 also shows the other two regimes. Above some critical shear strain (displacement
per unit distance), unity for polymers but as low as one one-hundredth for suspensions, the
transient viscosity depends on both time and strain or strain rate. Finally at large strains, above
seven for polymers, the viscosity becomes independent of time and depends only on rate of
strain. This steady straining regime is perhaps most familiar since it is the basis of the normal
definition of viscosity, already mentioned in the Introduction.

Figure 3 also indicates that at large strains there can be significant differences between the
viscosities defined from shearing and extensional deformation.

I
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ROD PULLING FIBER DRAWING
(H MH VBCOSY ONM Y)

FLOW INTO
OPPOSED NOZZLES

Fig. 4 Three leading geometries for measuring extensional response.
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As stated above, extensional rheometry of liquids is difficult With high viscosity samples it
is possible to use tests designed for solids. The most common, see Fig. 4, is to form a rod of a
frozen sample, grab its ends, melt it and pull. This technique was used to get the polyethylene
melt data shown in Fig. 3. But even with such a high viscosity sample it is not possible to reach
the steady straining region, which is at extensional strain beyond seven or so.

With lower viscosity samples it is impossible to "grab and pull." Many ingenious alternatives
have been tried, mostly without great success. The most common technique is fiber drawing
(Fig. 4). This flow is close to the spinning process used to make polymeric and ceramic fibers.
To turn this flow into a rheometer, the drawing force and fiber diameter profile must be
measured. If there are volatile constituents great effort must be made to avoid evaporation. The
range of attainable deformation rates is limited. Moreover, the extensional viscosity interpreted
from force, draw profile and flow rate measurements is only apparent. Under the beat
circumstances the fiber draws down in such a way that the extension rate is uniform along it and
the total strain is about two. This falls somewhere in the lower area of the large strain regime
illustrated in Fig. 3. Usually the extension rate is not uniform along the fiber, and the apparent
viscosity really depends on strain and rate of strain. Further complications are the liquid's
memory of its flow in the delivery tube and swelling as it emerges, its inertia, and the forces of
gravity, air drag, and surface tension. All conspire to cause strain rate to vary along the fiber, so
that the apparent viscosity is an unknown average of neighboring curves in Fig. 3 [7].

A recently advanced alternative for extensional measurements on lower viscosity samples is
the opposed nozzles geometry (Fig. 4) [8,91. With this geometry there is much less problem
with evaporation and it is much easier to use. However, the flow is not homogeneous: like the
capillary rheometer it has a range of strain and a mix of shear and extension [10). So the
opposed nozzles device measures an apparent extensional viscosity, an average over a range of
extensional stains with some contribution from shear stresses. Figure 5 indicates that the range
of the opposed nozzles is much wider than that of fiber drawing. We used an opposed nozzles
device for the extensional measuremen reported below.

Although currently there is no true extensional rheometer for lower-viscosity liquids, we
expect that the opposed nozzles device can detect any strong extensional thickening when it
occurs, as in experiments reported below. That truly steady extensional straining cannot be
achieved seems not a severe limitation, because the extensional strains in fiber and film
formation processes are unlikely to exceed those attainable in existing laboratory devices.

Rheological measurements, material functions, and particularly the advantages and limitations
of various rheometers are covered by Barnes et aL [111 and Macoako [21.

Rheological measurements can be used to characterize starting liquid and the course of a
r tiuLar process, so that processability and product properties can be correlated andprdce

m such meaurements. At the other extreme of application, the results of appropriately
extensive measurements can be used to deduce a rheological equation of sa, or constitutive
relation. With an accurate constitutive relation, flow behavior and microsructure development
could in principle be predicted for a range of process designs and conditions, so that the best
could be chosen. An application that falls between has already been mentioned: probing the
microstructsre of the polymeric liquid or particulate suspension in order to understand it well
enough to estimate theefects of changed cimstance In this sort of application, other probes
can be valuable too, as the next section testifies.

RHEOLOGICAL BEHAVIOR AND STRUCTURAL DEVELOPPMIE DURING GELATION

Structural development during the transformation from sol to gel can be captured by cro i.
transmission electron microscopy (y-TEM) [12-14]. In this tecnique, t infls of the liquid
ot very rapidly quenched a we " on a cold-stw in the T1D. C ela•ting the
images with rheological measurements of the liquid in the same state as just before quenching

lesight on the relation of theology to microstructure. What follow are among the first
attempts at pairing the two approaches we know of.
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Fig. 6 Shear viscosity of gelling colloidal silica (Ludox) at 240C. Gel
time (tg) of 1315 sec.

Fig. 7 Colloidal silica, 5 wt% In water. (a) Sol. (b) Gel after addition of
NaCI.
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Fig. 8 Shear viscosity of gelling base catalyzed TEOS at 300C. Gel
time (tg) of 1018 sec.

Fig. 9 Bass catalyzed TEOS, 0.14M in n-propanol. (a) Sot. (b) Gel
after addition of N.401H.

I.. ... J -a-L



564

LOIUID FIBER WAVE OF SOLID
DRAWNS APPEARS NECKING STRAND
AS A STABLE DOWN TO BREAKS
FIBER GELLING

STRAND

Fig. 10 Fiber formation by acid catalyzed TEOS, concentrated by
evaporation.

The sol-to-gel transition in colloidal silica is illustrated in Fig. 6. The measured viscosity ofthe system rises over four orders of magnitude as the system gels. The measurements weremade at a succession of constant values of applied shear stress in a concentric cylinders
rheometer. Varying the shear stress from 10 to 100 dynes/cm2 did not affect the gelation time,
and so it was assumed that shearing at shear stresses below 100 dynes/cm2 did not interfere
significantly with the gelation process. The corresponding cryo-TEM pictures in Fig. 7document the transition from dispersed colloidal particles in the aol, to a particle network in thegel (which has the elastic properties of a solid). In the intermediate stages, polydispersecolloidal aggregates were observed to fomi, and this floc formation was judged responsible for
the continuous increase in viscosity.

The gelation of base catalyzed tetraethoxysilane solution (TEOS) also displayed over fourorders of magnitude increase in the measured viscosity during gelation; however, the viscosityrose sharply only near the end of the gel time, as Fig. 8 shows. Changing the a lied shearstress did alter the geltion time of this system, it was discovered. The cryo- picturesindicate that small, 40A silica-rich clusters form which then link up to make the gel network(ig..9). -The induction-like tim span during which the viscosity is not changing significantly ists th9e time required to form the clusters. Their subsequent aggregation and linking up into anetwork evidently is responsible for the sharp rise in viscosity. Interestingly, even shear ratesless than I s-1 were found both to inhibit cluster aggregation and to slow gelation.

Acid-catalyzed TEOS required extrerely long times (days to weeks) to gel when the solution
was prepared andkept *in close containers to prevent evaporation. Cryo-TEM studies neverdetected the formation of discre particles: only a uniform contrast was observed in pictures of
states all the way from the sol to the p1l (similar to Fig. 9 (a)). Acid-catalyzed TEOS samnpleswere evaluated or fiber forming ability by dipping a rod into each and withdrawing it Fiberscould not be formed from solutions that had gelled in a cosed container, stable fibers could bepulled only after the TEOS solution had been concentrated by evaporation, as previouslyreported by Sakka et al [15,16]. Not only did the evaporation-concentae m aterial yield astable fiber whenever a rod was witdrawn from liquid. The fiber also showed a spontaneous
wave of necking down, the result being a gelling strad, as diagrammed in Fig. 10. Thisobservation indicates that theological change accompanies evaporative concentration of the
liquid. Altered extensional viscosity was suspected.

An opposed nozzles device was employed to measure apparent extensional viscosities ofsolutions kept sealed and others left open to the air. In both cases the extensional viscosity was
substantially greater than the value expected frm the prviously measured shear viscosity at thesam elapsed fraction of the gel tm as recorded in Figs. 11 and 12. However, dte viscosityincreases of the open, evaporating solutions appeared to be far quicker (by five-fold) and more

i i i a I I I.
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Fig. 13 Vanadium pentoxide prepared by ion exchange from O.5M
sodium metavanadate in water. (a) Unsheared. (b) Sheared.

uniform (less abrupt in the late stage) than the increases of the solutions kept sealed. We
speculate that by concentrating the sols by evaporation, the viscosity can be raised to a given
value with less extensive crosslinking polymerization of the TEOS, leaving the polymer
molecules more readily aligned by extensional flow and thereby improving drawability.

The sol-to-gel transition in the divanadic acid/vanadium pentoxide NV205) system is
interesting because ribbon-like colloidal fibrils form rather than isometric particles or polymeric
structures: see Fig. 13(a). Experiments with this system are described in another article [17].
Judged by the micrographs, the fibrils are extremely flexible (180" turns are visible) and
intertwined. Upon shearing at a quite low applied shear rate in a concentric cylinders rheometer,
the "visLosity of the partiA"ly gelled Sol falls, Le. it is thixotropic. But then the response reverses
and the viscosity climbs, i.e. it is rheopectic - until the response reverses again. Similar
behavior was noted by Juliusburger and Pirquet [181. A possible explanation is that shearing for
a time breaks and disentangles the fibrils so that viscosity falls, but then the fragments begin
aligning and aggregating so that viscosity rises. Cryo-TEM pictures of the sheared material do
show evidence of fragmentation and increased aggregation; Fig. 13(b) is an example.

These four instances suggest the value of correlating cryo-TEM images and other probes of
structural development with rheological measurements. Of course, to understand the way that
the gelling liquids respond to stress and sam in film formation and fiber drawing requires much
more extensive measurement and imaging. Probing by scattering methods can be useful too.
Theory needs to be developed in order to interpret well the results, and convert them into a
theological equation of state for quantitative purposes.

STRUCTURE IN RHEOLOGY

Structure involved in rheological response is not necessarily the structure revealed by electron
microscopy or scattering methods. Viscosity and elasticity arise in sue transmission through
the system. What matters to stress transmission is the dynaics of three-dimensional nem•wrb
offorces between the parts, whether the parts are colloidal particles, polymer molecules or
assemblages of these. The forces are likely to be continuously distributed in stiffness and range.
*Mere are just as likely to be peaks in the disibutions, by virtue of the separations of the parts,
or their orientations, or their internal organizations. Then the network of forces is subject to
progressive breakdown and reordering during flow, according to the strain that is generated and
the persistence with which that strain operates on the various scales of the network.

_... ...... ............ . . . . . . _ _ _ _ _ _ _ _ _ _ _ _ _ __o I
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Fig. 14 Rheological response arises in evolving networks of forces (see
text).

The role of forces distributed in stiffness and range can be illustrated by supposing there are
three peaks: weak, medium, and strong forces. As diagrammed in Fig. 14(a), all together they
form a network of bonding forces that transmits stress, whether in shear or extension. If a
rheological test breaks the weak ones, or otherwise fails to sample them, the network it would
sense, shown in Fig. 14(b). is still connected. Force networks do evolve with straining, with
reaction or aggregation, and with concentration, as by evaporation. For example, straining of a
gelling material may break many of the weakest links in the growing networks of parts, the pars
themselves meanwhile evolving. If a rheological test breaks all of the force linkages up to the
strongest, or otherwise fails to sample them, what it would sense, shown in Fig. 14(c), is not
connected and so cannot transmit stress. It as the dynamics of three-dimensional networks of
forces that dictate rheology.

What would be a marvel for understanding how rheological response depends on structure,
would be anything akin to a stero microscope forforces, a means of viuualizig ,dynamnik Te
dynamics may go well beyond the impressions coiveyed by otdinary images.
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THE PROCESS OF GEL FIBER FORMATION

N.TANEDA, T.KAWAGUCHI. D.ARAI, AND K.MATSUZAKI
Asahi Glass Company Ltd., Advanced Glass R&D Center, Hazawa-cho,
Kanagawa-ku, Yokohama-shi. 221 Japan

ABSTRACT

The gel fiber formation was studied for the spinnable silica
sols prepared from a mixture of TEOS, H2 0, EtOH and HNO3 ( 1 :
2 : 2 : 0.01, in mole ratio). The effect of polysiloxane
molecular size in the spinning sol on spinnability indicated
that the tough skeleton of gel, which is preferable for fabrica-
tion of high-strength fiber without breakage, was formed by the
selective connection of large size polymers (about 106 in M.W.)
during the spinning. It was also found that the smaller 'Ize
polymers In gel fiber continued to react with water in the at-
mosphere after the spinning, and attached to the skeleton to
strengthen the fiber.

INTRODUCTION

It is well known that the sol from TEOS solution prepared un-
der the condition that H2 0/TEOS ratio is less than 2 with acid
catalysis is spinnable. Several authors have studied the spin-
nability as functions of starting compositions, rheologlcal be-
havior of the sol, and polymer structure [1-61. Howeverthe
details have not been reported so far.

In this article we studied the effect of molecular size of
polysiloxane in the sol on spinnability by Size Exclusion
Chromatography (SEC)[71, stretch factor, and the strength of gel
fiber.

EXPERIMENTAL

Tetraethylorthosilicate ( TEOS ) was used as a starting
material. The mixture of TEOS, EtOH, H2 0, and HN0 3 in the mole
ratio of 1: 2 : 2 : 0.01 was stirred vigorously at room tem-
perature, and then the solution was kept at about 79'C under
EtOH reflux. The gelation point was determined when EtOH did not
reflux. The gelation time(tg) was about 70hrs.

The spinning sols were prepared by cooling down tie solutions
after certain refluxing. Since in the previous work[81 the sols
with viscosity at 25'C above 50 poise were found to be suitable
for the dry-spinning, in this study the viscosity was adjusted
to be 50 to 80 poise by extracting some extent of the solvent
from each solution. The lower the average molecular weight of
sol, the more its solvent should be extracted to adjust the vis-
cosity. The sols were turned into gel fiber by the dry-spinning
method as reported in reference[91.

The molecular weight (M.W.) of spinning sols and gel fibers
were analyzed by SFC with a differential refractometer (Waters
Associates Model R401). THF was made to flow through 4 columns
(ULTRASTYRAGEL 500A, 10 3 A, 10 4 A, 10 5 A. made by Waters
Associates) at the rate of 1.0 ml/min. Samples were diluted to
lwt% in the solid content in tetrahydrafuron (THF) and filtereu
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by disk filter of 0.7Tim in pore size before the measurement.Molecular weight(M.W.) was represented by polystyrene standard.The tensile strength of gel fiber mono-filament of 25mm Inlength was measured with a strain rate of 0.5mm/mmn. by an In-
stron model 1122.

RESULTS AND DISCUSSION

Polymerization of the sols

Figure 1 shows the growth of Si-O-Si bonds with time for thesols obtained in this study. Since under an acidic conditionH3 0÷ Is attracted to Si having more (negatively charged) ORgroups[91, at an early stage of t/t,,-O.lO (Fig. la), bothmonomer and dimer are disappeared, W h the reaction time themolecular distribution shifts to higher molecular size andbecomes broader. Finally at t/ts-O.97 siloxane polymers of 106in M.W. are formed, though those of 10 3 in M.W. still remain.Figure 2 shows the variation of Mn(number-average molecularweight) and Mw (weight-average molecular weight ) as afunction of reduced time (t/tg). Mw/Mn ratio increases fromabout 2 (t/tg=O.lO) to about 40 (t/tg=0.97).

Elution Minutes
20 25 30 35 40 xo0 x

8) t1/9- 0. 10

I .307 ,-
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b)0.28 a '

5 120
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0 Lc 00 0,2 0.4 0.6 0.8 1.0
* I t/tg

g,9 Fig. 2 (above) Changes of MnSIand Mw of the solution with
t/tg.NO 7

Fig. 1 (left) Molecular size
distribution curves of solution10, 105 10

4  103 (TEOS:H 2 0:EtOH:HNO3-I:2:
2 :0.01)MoalAir Weight (P*Mrew ban) by SEC as a function of t/tg.
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Dry spinning

The spinning results are summarized In Table 1 and Fig. 3.
The stretch factor represents the spinnability of sol. The sol
prepared at t/tg=0.3 5 had the smallest stretch factor and the
corresponding gel fiber tend to break easily just after being
extruded from nozzles. The state of the gel fiber was "Wet" and
the strength was very low. Namely, the sol of t/t =0.35 was not
suitable for spinning. On the other hand the sol-of t/t =0.97
had excellent spinnability; high stretch factor and contlnuous
spinning without breakage. The gel fiber was "Dry" and the ten-
sile strength was high enough to be handled.

It can be said from the numerous experiments on spinning that
the size of polymers of the spinning sol are important factor
for the spinnability. Since the viscosity can be altered by the
solid content, we presumed that high molecular weight of sol is
a dominant factor for excellent spinnability.

Gelation during the dry-spinning

Figure 4 shows the differences between gelation under EtOH
reflux and that by a dry-spinning. In the former, the gelation
is not accompanied by EtOH evaporation; weight, volume, and
solid content of gel are Invariable through the sol-gel transl-
tion. On the contrary, the gelation by a dry-spinning is accom-
panied by a large amount of EtOH evaporation and volume
shrinkage; weight of the gel fiber reduces to 65% of the sol and
volume becomes about 40%. Since the spinning time is much
shorter than the time for the sol to gel transition under EtOH
reflux, it is predicted that there are some differences in theE too-

Table 1. Spinnability of the sols of different

average molecular weight

Sol
t/tg 0.35 0.51 0.97 Bo-

Average Molecular Weight (lWrn) 3100 4800 7500

Solid Content (wt%J 58 52 46

Viscosity at 25"C (poise) 78 50 70

3 4 5 6 7 8
Ge Fiber Avrage Moleculer Weight (Wn) of Sxl0

Stretch Factor *2 9.8 18.9 39.1

state Wet Dry Dry Fig. 3 Tensile strength
of gel fibers v.s. Mn of
the sols. The fibers were

el Theweight of the solid remained after hoeting the kept at 25"C. 50%RH for 5

at9OOC ft2hdivide theweight the . days before the measure-ment. A width of strengthc 2 Cron section area of a nozle divided by that of the means 1wf.
gmeafnbel.

- -. :-- % .
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Sol Gel
tltg-0.97 EtOH Reflux t/tg-1.0

79'C. 2-3h

• Weight 100% 1 Weight 100%
Volume a3 Volume a3
Surface Area 6a Surface Area 6a
Solid Content 48wt% | Solid Content 46wt%
Average Molecular WeightML Insoluble in THF

Spinning Conditions
20`C. 5sec EtOH Evaporation

(Weight 35%)

Gel Fiber r/tg- 1.00

Weight 65%
Volume 0.41a

3

Cross Section Area 0.02560
(Length e a a

Surface Area 8a
Solid Content 70.9wt%
Partially soluble in THF

Fig. 4 Differences between gelation under EtOH reflux and by
dry-spinning

micro-structures. Then the solubility of the gels In organic
solvents such as THF and EtOH was studied.

The gel formed without EtOH evaporation was insoluble in THF;
almost all siloxane polymers form the gel skeleton network and
EtOH is trapped inside it (Fig. 7b). In contrast, the gel fiber
by spinning partially dissolved in THF, which suggests that the
structure of gel fiber was fragile. And then the molecular sizes
of dissolved siloxane polymers were detected by SEC as shown in
Fig. 5.

It Is noticed that a part of polysiloxane around 106 In M.W.
was lacking in the curve at t'/t =1.000 (Fig. 5b) compared with
the curve at t/t -0.96 (Fig.5a). ¶this suggests that the polymers
around 106 in MA. were cross linked to each other, formed the
skeleton (spanning cluster[lOJ)of gel fiber during the spinning,
and became Insoluble in TiHF. In other words polymers lower than
105 in M.W. weren't cross linked In the short-time-spinning. As
mentioned before, the gel fiber obtained from the sol at
t/tg-0. 9 6. which contains "large" polysiloxane, is dry and
strong (Fig. 3). Such strong ant tough skeleton of gel fiber was
formed by the "large" polymers, On the other hand, the gel fiber
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Elution Minutes20 25 3,0 35 4
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f)1.028 r Fig. 6 (above) The change in
tensile strength of gel fiber
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g) 1.083 i;Fig. 5 (left) Molecular size
distribution curves of polymers
dissolved from gel fiber.
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10
3

Molecular Weight (Polystyrene base)

formed from the sol at t/tg=0.35, which Is composed of only
smaller polymers (lower than 105 in M.W.), Is wet and weak, be-
cause the sol has no polymers that can form the tough
skeleton.

Figure 5 c)-h) show the molecular size distribution curves of
gel fiber that was held in the atmosphere of 25"C and 50% RH.
With the aging time the larger size polymers become insoluble in
THF. Consequently, the polymers of smaller size continued to
connect to the skeleton of the fiber and the mechanical strength
of gel fiber became high (Fig. 6). Figure 6 also suggests that
the degree of condensation of gel fiber increased even beyond
t'/t -1 2 after which no signal was detected on SEC curves for
the glssoived polymer In THF.

Based on the above results, schematic drawings of the gel
and gel fiber formations are shown In Fig. 7. The curved line
represents a siloxane polymer. Open circles show newly formed
connective point through the gelation. Since the dry-spinning is
accompanied by a large amount of EtOH evaporation from the sol,
siloxane polymers "gath r" together in the gel fiber, but
only large polymers (109 in M.W.) cross link to form the
skeleton with the small size polymers remaining in the
spanning cluster.

____________
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a)Sol t/tg=O.97  b) Gel t/tg= 1.00

L 0)GelFiber
t'/tg-f 1.00

Fig. 7. Schematic drawings
of the gel and gel fiber
formation.

CONCLUSIONS

The effect of molecular size of polysiloxane on spinnability
and gel fiber formation has been studied. The following results
are obtained;

1. The most preferable sol for the spinning is composed of
the polymers in the wide range of 103 to 106 in M.W.

2. The "large" polymers of 106 In M.W. are preferable for
achieving excellent spinnability and strong gel fiber,
since the "large" polymers form tough skeleton of the
fiber on the spinning.

3. The polymers of smaller than 105 In M.W. react with H2 0
in the atmosphere and continue to attach to the skeleton
of gel fiber. The reactions start from the larger polymers
and result In strengthening the fiber.
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SOL-GEL FILM FORMATION BY DIP COATING

ALAN J. HURD and C. JEFFREY BRINKER
Sandia National Laboratories, Albuquerque, NKM 87185-5800

ABSTRACT

The physical aspects of sol-gel film formation are discussed, including
the steady state film profile during dip coating, evaporation, and capillary
phenomena. It is argued that, since the evaporation rate increases
singularly near a sharp boundary (analogous to an electric field singularity
near a sharp conductor), the film profile near the drying line falls off
precipitously, following the inverse form of the evaporation singularity.
Finally, the large tensile pressures in the solvent during the final stage
of drying of a porous film are discussed from the point of view of
controlling the degree of capillary collapse.

INTRODUCTION

Manufactured coatings are fundamental to our Information Age Society.
From Wall Street to the local library, much of the world's production of new
wealth and wisdom is necessarily archived on magnetic, optical, or
photographic coatings. Expanding markets can be expected for coatings on
optics, integrated circuits, microsensors (including bioactive layers), and
separation membranes. To track the demand of these and other future
applications, the materials and processing of coatings deserve exploration.

Sol-gel films, belonging to the broad class of coatings applied via a
liquid carrier, have enjoyed recent attention. Although they have been
studied since WWII [1], their use has not been widespread in spite of
potential advantages, not the least of which is simplicity. Whereas
deposition from the gas phase requires expensive vacuum equipment, sol-gel
coatings can usually be applied with a minimum of investment while often
surpassing the conventional coating in quality.

Deposition by dip coating proceeds through overlapping stages: When a
substrate is withdrawn slowly from a sol, containing polymeric or colloidal
species in suspension, a film of liquid becomes entrained on the surface.
The film thins through gravitational draining, capillary-driven flows, and,
most importantly, evaporation, culminating in a well defined drying line
beyond which lies a nearly dry film. When the recession speed of the drying
line (relative to the substrate) matches the withdrawal rate, steady state
conditions (relative to the reservoir) prevail.

In the meantime, the particles in the entrained liquid, which are often
reactive and tend to gel, experience a rapidly concentrating environment.
Whereas the dilute sol in the reservoir might gel in months, the entrained
sol has only seconds to react, albeit in less dilute states. The sol may
pass through a transient gel-like state before the drying line passes;
during the final stage of evaporation, large capillary stresses can develop
in the network, causing it to collapse partially. The remnant porosity is
evidence for the floeting "gel" state, and varying its structure through
chemical and physical means serves to tune the film characteristics. Thus
sol-gel thin films can differ greatly in structure from bulk sarogels or
aerogels [21 if desired.

Indeed, it is this structural diversity that makes sol-gel films
interesting from an application standpoint, not to mention the advantages of
low temperature processing at ambient pressure. Our goal is to understand
how the structure arises during film formation.
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THE DRAG OUT PROBLEM

Through ellipsometric imaging [6], the thickness profile of entrained
solvent during dip coating has been measured. In order to simplify the
analysis, we consider a pure solvent without the complicating aspects of
suspended solids. In the experiments, a 1 cm-wide strip of optically
polished silicon was drawn from a solvent reservoir at a speed uo=l mm/s.
The regiun of entrained liquid film was illuminated at an incident angle of
67.5" with monochromatic light through a polarizer-compensator-sample-
analyzer arrangement [6], and the polarizers were adjusted so that fringes
could be seen at every quarter wavelength of optical thickness.
Representative profile data are shown in Fig. la for ethanol.

The hydrodynamic factors in dip coating were first calculated
correctly by Landau and Levich [4] and recently generalized by Wilson 15].
These authors did not consider the case of evaporation. A first attempt at
such a theory was made by Hurd and Brinker [6), who assumed that the
evaporation rate was constant along the entrained liquid film and ignored
surface tension. The predicted thickness profile was a linear wedge,
connecting to the reservoir with a -100 A radius of curvature. The profile
data in Fig. la clearly indicate that the evaporation rate is not constant,
but accelerates near the drying line, as manifest by the more rapid thinning
there. In the following development, the local evaporation rate is shown to
be controlled by the vapor diffusion away from the film; near the drying
line the evaporation rate increases in singular fashion and this singularity
is manifested in the thickness profile.

Y

C Sitonatio,1 point

(a) ' 9

0 1 3 4(b)

X (mra)

Figure 1. (a) Thickness profile for ethanol (note the expanded thickness
scale). The fit represents h(x) - xq with q-1/2. (b) Geometry.

In view of the thinness of the film compared to its width and breadth
and small slope of the entrained layer (Fig. la), a lubrication
approximation applies, in which the liquid velocity d is parallel to the
substrate and only gradients normal to the substrata are important, i.e.
.VON O. In the region of the reservoir meniscus, the liquid cannot be

considered thin, but there the flows are negligible. Thus we expect the
profile of a static gravitational meniscus to apply at the bottom (where
evaporation effects are not important). Here we set up the full problem for
later reference, embellishing Wilson, although we discuss only the thin film
in the region for which we have optical profiles--not too close to either
the drying line or the meniscus.
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The substrate is pulled from the reservoir with speed u. at an angle a
from the vertical. (This geometry removes infinite derivatives in the
development. It is permissible, of course, to take the limit a-.O in the
end.) Let x measure distance along the substrate from the drying line
toward the reservoir, and let y be normal to the film (Fig. lb). The
Navier-Stokes equations in the lubrication approximation are

0 - .p + * d2u + pgscosa (1)
i8x dy2

0 - .p - pg sin + dn(y) (2)
Ty dy

where q is the viscosity, p is the liquid density, 11(y) is the disjoining
pressure, u is the flow in the x direction, and p is the total pressure.
The boundary conditions are

u -- u 0  on y - 0 , (3)

du 0 ; p - -7m on y - h(x) , (4)

dy

where 7 is the surface tension coefficient, x is the curvature and h(x) is
the profile of the liquid. The curvature is given by the formula

-d2
h/dx2  

(5)

( + (dh/dx)2 )3/2

and by integrating Eq. (2) with its boundary condition Eq. (4) the pressure
can be found. Next, the velocity can be found by integrating Eq. (1),

u - -u0[ 1 + f(x)h(x)y - f(x)y ] , (6)

where f(x)-(pg/quo)(sina h,-cosa).- (7/ 0 Uo)a1 -(I/siuo)(dfl(h)/dh)h.. An equation
for the steady state h(x) can be found by equating the mass flux
J(x)-Ob pu dy to the evaporative loss between x and the drying line,

x
J(x)- -f E(x)dx (7)

0

The quantity E(x) is the evaporation rate (g cm-2 
sec-1) at point x.

Let dm(9U,/pg)lZ2 = 10 pm, D-(7/pg)212 = 1 = (the gravitational
capillary length), Ca-u./7 - 10-5 (the capillary number), and 6-(Ca)'1

6 .
Following Wilson, we scale h by 6d and x by d2/ 3

D
2
/
3 

yielding

3- 3[dj(*) 3 - 3 s
2
cosa .3 + 64 s im 03. (8)

4 (I+4 3/2

Here #mh/(Sd), (-x/(6L), J(C)-(6dpuO)-1JE(x)dx, and w({)-I(h)/(6LT). The
disjoining pressure U can include van der Weals, osmotic, and double layer
forces. We limit ourselves to regimes in which U is neglible, e.g. pure
nonaqueous solvents of thickness greater than 500 A.

• , i 2 " l •1 - . _ [_ I 1- -- I-2 .
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Now we focus on the thin entrained film within, say, several microns
of the drying line (where the profile slope &O is still small). Equation
(8) shows that near the dr g line for small 1

0 - J(O) (C-0) (9)

The local evaporation rate E(x) must be equal to the diffusive flux of
vapor, °D,(ac/ay)y.h, from the liquid surface. Dv is the vapor diffusivity
and c is the vapor concentration. The vapor concentration follows the
steady state diffusion equation,

V
2

c - 0 c - c. on the liquid surface (10)

c - 0 on the dry substrate x < 0 , (11)Y

where the first boundary condition, borrowed from Haxwell's study of
evaporating drops [7], applies when the mean free path of the vapor
molecules (-103 A) is small compared to the extent of the liquid surface.
The second boundary condition ensures there's no evaporative source above
the drying line; it can be trivially satisfied by symmetry after reflecting
the problem near the drying line about the plane y-0.

Equation (10) is equivalent to that for the electrostatic potential
around a conductive object, with the electric field at the surface being
analogous to the evaporation rate E(x) and the flux j(C) analogous to the
charge accumulation between 0 and C. Near any sharp boundaries, the
electric field (evaporation rate) diverges but the charge (vaporized mass)
must remain integrable. This divergence in evaporation accounts for the
blunt profile noted in Fig. I as shown below.

Since the profile h(x) is not known a priori, Eq. (10) is a free
boundary problem. However, since the entrained film is very thin compared
to its breadth and length, the vapor sees it as infinitely thin; hence, its
detailed shape doesn't matter. The solution for the potential and field
near the edge of a thin sheet is [8]

c co - a1 r
1

/
2 sin(#/2) (12)

E _ D cI - Dv aI x"1/2 (3

Dv - y-O v ' (13)

ay

where (r,O) are cylindrical coordinates r sin# - y and r cosi - x. The
constant a 1 must be determined from boundary conditions. Using Eq. (9), the
film profile is

h(x) D v a l x1/
2  

(14)

p u

Fitting the data of Fig. 1 to the form h-cx"' yields v-0.50-±0.01, in
agreement with Eq. (14), with c

2
ml A. Taking D,,0.l cm

2
/s and a saturation

vapor pressure of about 40 torr (ethanol), we find a&
1
-O-4 g cm-7/ 2 ; the

concentration drops by 10% at a distance of 1 cm from the film's surface.
Equation (14) holds over the experimentally observable range

50 pm < x < 1 cm, and it can be shown that the curvature is small in this
range. Nearer the drying line, however, the capillary pressure cannot be
ignored. Equation (8) can be improved by rescaling in view of Eq. (14).
Let (-610X, #-610*, and J-610t, then ignoring higher powers in 6 we obtain

43 4XX. -3( -0 ) , (15)

which should be good when capillary pressure is important. Inevitably, the
van der Weals forces will be dominant, since w(C)-

1  
(n-3 or 4), at which

point static wetting should pertain [9].



An interesting feature of this phenomenon is the fact that the
strength of the singularity is geometry dependent: The effect of changing

the substrate from a plane to a line (cylinder with small radius) changes

the profile in a characteristic way through the singularity strength
(exponent) in Eq. (13). For coating a circular cylinder of decreasing
radius, the strength passes from 1/2 for a large radius (because the film is
locally a sheet) to 1 as the radius vanishes. This property has been
demonstrated experimentally (to be reported elsewhere). Thus, we would
expect a singularity of strength 1 for spinning or coating sol-gel fibers.

SOL STRUCTURE AND CAPILLARY COLLAPSE

In the prototypical sol-gel process, silicates dissolved in alcohol
are provided with varying amounts of water at a given pH to promote
hydrolysis and subsequent condensation reactions. The polymers generated
range from small, weakly branched, compliant oligomers to compact colloidal
spheres depending on pH.

We can guess at the course of events during drying by following
Scherer's analysis [101 for xerogels. After emerging from the drying line,
the newly deposited film is still covered with liquid. As the liquid
evaporates and the gas-liquid interface begins to invade the pore space,
menisci develop with a mean radius of curvature r that is initially infinite
(flat) but rapidly decreasing. Assuming quasistatic conditions and good

wetting (so that cos(Owt) is of order 1), there must be a pressure drop
across the interface given by the Young-Laplace equation [11]

Ap 27 , (16)
r

where I is the surface energy. The network will compress under the
capillary pressure, eventually compacting beyond the elastic limit. In the
last stages, the menisci have radii comparable to the pore size in the
compacted network.

Now it is clear how the sol structure plays a role, since for non-
interpenetrating clusters the size of the pores in the initial network will
be comparable to the precursor size. Small precursors will normally have
small pores with large capillary pressures, and vice versa for large
particles. These trends have been observed (12] in the refractive index of
films formed from silicate sole aged for as long as three weeks during which
the precursor particles grew large enough to make the sol turbid. The

refractive index, which is sensitive to the porosity, decreased from over
1.40 to below 1.20.

For a 1 pm pore half-filled with water, Eq. (16) implies a pressure
difference of about 1 atm. Since the meniscus is curved away from the
liquid, the pressure in the liquid is lower than that of the gas phase, and,
for pores of 1 pa and smaller, the liquid pressure goes negative. One might

expect the water simply to boil, limiting the pressure drop to about 1 atm.
However, it appears that liquids in sufficiently small pores are able to
overexpand, a condition analogous to superheating, because nucleation of
vapor bubbles is suppressed by the small pore volume [131. That is to say,
the pore volume available to the bubble is smaller than a critical nucleus.
An estimate of the absolute limit of this overexpansion is given by the
negative portion of the van der Waals loop, which represents metastable

states with large chemical potential and is shown in Fig. 2 as the section
from A to B. The maximum tensile pressure at B is of order 1000 atm, beyond
which some part of the liquid spontaneously vaporizes.
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-10 atm

Figure 2. Van der Wai-s phase diagram for water. By the equal-area
construction, point A represents equilibrium liquid. Overexpanded liquid in
capillaries lies on the metastable branch AB. Higher temperatures are
represented by lines 2 and 3. (From Ref. 13)

DISCUSSION

The determination of the entrained film profile provides a great deal
of information about the environment experienced by a sol particle as it is
carried from the reservoir to the drying line. By conservation of
nonvolatile mass, the concentration of solids X(x) must satisfy
X(x)h(x)-constant for all positions above the 'stagnation point"--the point
on the liquid surface below which the liquid returns to the reservoir--
which is normally in the gravitational meniscus region. Hence, for planar
geometry we expect X-x-,l 2. i.e. the concentration diverges as the
evaporation rate. The mean particle separation is quite precipitous,
Ar - X-1/3 - x1/l; half of the decrease in Ar occurs within the last 2t of
the entrained film. The situation is not so clear for the rate of reaction,
which can be characterized by the inverse of the time At for diffusing to
the nearest particle. If the viscosity q diverges as some power of the
volume fraction Xs, we have At - 91Ar2 

- xl13-12; diffusion-limited reactions
would be expected to accelerate if s<2/3.

Vith the possibility of pore liquid overexpansion, it Is easy to see
why capillary forces can be overwhelming during the capillary collapse stage
of film formation. It is interesting that during this stage the pores are
filled with the chemical equivalent (from a chemical potential standpoint)
of superheated liquid [14], which may help to patch together any undone
reactions (although transport Is severely limited after deposition).

It should be possible to diminish the maximum te -.ile pressure by
simply heating the liquid, as the upper curves in Fig. 2 illustrate. Thus,
if the pore tensions are limited only by maximm overexpansion, heating
during film formation would cause less capillary collapse.

There is an apparent difficulty with the argument regarding
suppression of nucleation in small pores: the vapor phase is already
present at the interface and shouldn't have to nucleate but simply to
propagate--a dilema not addressed in the literature. An alternative view,
in which there would be less overexpansion, is that the the system adjusts
its contact angle to keep the meniscus from curving beyond some value. The
cost in free energy due to this accomodation at the contact line would be

I
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mitigated by less expansion work on the liquid. A similar idea, in which
the region near the contact line is distorted by evaporative flow, has
recently been developed by P. C. Wayner [15].

It is important to note that, even if the menisci are flat (contact
angle-90°) and the Laplace pressure drop is zero, strong forces and torques
are exerted on the walls of the pore by the surface tension with the
possibility of collapse. (A torque could arise, for example, when flat
menisci on either side of a thin wall are at different levels.) Detection
of capillary pressures is an outstanding realm for experiments.
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SOL-GEL COATINGS ON ACOUSTIC WAVE DF-VICES:
THIN FILM CHARACTERIZATION AND CHYMIlCAL SENISOR DEVELOFMWNT

GREGORY C. FRYE, C. JEFFREY BRINKER, ANTONIO J. RICCO, STEPHEN J.
MARTIN, JANICE HMIARD, AND DANIEL H. DOUGHTY
Sandia National Laoratorics, Albuquerque, NM 87185

ABSTRACT

We have investigated the use of porous oxide coatings, formed using sol-gel chemistry
routes, as the discriminating elements of acoustic wave (AW) chemical sensors. These
coatings provide several unique advantages: durability, high ardopto capacity based on large
surface areas, and chemical selectivity based on both controlled pore size and acid/base, ion
exchange or chelation chemistry. The porosity of these coatings is determined by performing
nitrogen adsorption isotherms using the AW device response to mass changes to monitor the
uptake of nitrogen at 77 K. These studies demonstrate how sol-gel chemistry and film
deposition can be combined to tailor the microstructure of thin oxide coatings. The chemical
sensitivity and selectivity obtained with this class of coatings will be demonstrated using
several examples: hydrous titanate ion exchange coatings, zeolite/silicate microcomposite
coatings, and surface-modified silicate films.

INTRODUCTION

Sol-gel processing involves the hydrolysis and condensation of metal organic or
inorganic precursor; to form inorganic polymers in solution (1]. By varying the reaction
conditions (e.g., reaction protocol, concentration of catalyst, water or metal precursor), the
structure of these polymers can be varied from weakly branched chains to highly ramified
structures (i.e., resembling a tumbleweed) to dense colloidal particles [2]. Prior to gelation,
films can be prepared from these solutions by either spin- or dip-coating. The final film
structure is dictated by the film forming procedure and the polymer structure: dense films are
formed from weakly branched polymers, while high surface area porous films are formed
from highly ramified polymers or dense colloidal particles [3]. The pore size distribution in
the porous films can be tailored by varying the size and shape of the precursor polymers as
well as by varying the coating procedure or thermal treatment (4]. In this paper, the
application of these controlled microstructure oxide coatings for chemical sensor coatings will
be discussed.

Coatings that provide both chemical selectivity and increased sensitivity are critical for
the development of effective chemical sensors [5,6]. Chemical selectivity is achieved by
selective sorption of a single species or a class of species while increased sensitivity is
obtained by high sorption capacities. Some examples of the types of sensor coatings that have
been previously employed are organic polymers [5,7], phthalocyanine [5] and biological
agents [8]. For sensors based on AW devices, gas phase sensors utilizing surface acoustic
wave (SAW) devices [5,7] and liquid phase sensors utilizing either acoustic plate mode (APM)
devices [9] or Lamb wave devices [8] have been developed.

Compared to these coatings, controlled porous oxide coatings can provide several
unique advantages as the discriminating elements of chemical sensors: (1) resistance to thermal
or chemical degradation, (2) high surface area and pore volume resulting in la sorption
Capacities and increased sensitivity, (3) controlled microstructure (i.e., pore size distribution)
providing chemical discrimination based on molecular size, (4) capability to easily modify the
chemical nature of the surfaces to provide discrimination based on chemical interactions, and
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(5) minimal changes in film properties (e.g., viscoelastic properties) during sorption resulting
in simplified analysis of sensor response. Specific examples to be discussed are: (1) the use
of SAW devices coated with zeolite microcrystals embedded in a dense sol-gel matrix to
provide size dependent chemical selectivity, (2) the use of APM devices coated with hydrous
oxides with large ion exchange capacities for smsing ionic species in solution, and (3) the
addition of chemically reactive surface groups to porous oxide films using alane coupling
agents.

Acoustic WaveDeis

Acoustic wave devices consist of input and output interdigital transducers formed on
a piezoelectric substrate such as quartz or lithium niobate. When an alternating voltage is
applied to the input transducer, it generates an alternating mechanical swain field (due to the
piezoelectric nature of the substrate). This launches an acoustic wave which travels along the
surface (e.g., a surface acoustic wave: SAW) or through the bulk of the substrate (e.g., an
acoustic plate mode: APM). This wave interacts with thin films or adsorbed species on the
device surface before being converted back into an electrical signal by the output transducer.
This interaction results in an alteration of the velocity of the wave.

Changes in wave velocity can easily be monitored by operating the device as the
feedback element of an oscillator circuit using an RF amplifier. In this configuration, changes
in frequency (f) can be directly related to changes in wave velocity (v). In situations where
the velocity shift (,&v) is dominated by changes in the mass density of the film, these frequency
changes (Af) can be directly related to changes in mass density Am (mass/area) using:

Af v- Af, (1)fo V.

where v. and fI. represent the unperturbed velocity and frequency, respectively. The parameter
c. is a mass sensitivity constant which depends on the piezoelectric substrate, the acoustic
wave being used, and the device frequency. To illustrate the extraordinary sensitivity of these
devices, the 97 MHz SAW devices used in this study have a typical short term frequency
stability in operaion of about 10 Hz, giving a mass resolution of 0.8 ng/cm! of film (c. - 125
cm'/g for this device).

Surface acoustic waves resemble a wave on water, exhibiting displacement in the
direction of propagation as well as normal to the substrate. If a liquid is placed in contact
with a SAW device, the normal component of displacement results in the generation of
compressional waves in the liquid. These compressional waves carry the acoustic power away
from the substrate making the operation of the SAW device difficult. However, acoustic
plate modes having displacement in the plane of the substrate and perpendicular to the
direction of propagation can also be excited [9]. When a liquid is placed in contact with an
"APM device, only viscous coupling of the wave occurs. This results in a relatively small
amount of wave attenuation, making these devices effective as liquid phase sensors. In
addition, these waves travel through the bulk of the crystal with equal amplitude at both
surfaces. This allows the liquid to be contacted to the unelectroded side of the crystal,
protecting the transducers from the liquid. APM devices can also act as extremely sensitive
microbalances. For the 158 MHz APM device used in this study, the mass sensitivity is
within a factor of three of the SAW device (c. - 43 cemlg, determined by monitoring
frequency during the vacuum evaporation of metal onto the substrate). Additional details on
both SAW [5] and APM [9] devices are given elsewhere.

A
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RESULTS AND DISCUSSION

aaderinfon of FUa Porosity

In developing oxide coatings for chemical sensors, the microstructural propeties of
potential films must be characterized. The frequency respose of a coated SAW device is used
to monitor the uptake of nitrogen (at 77 K) as a function of the partial pressure (p) of nitrogen
in the gas phase over the device. This type of measurement, called a nitrogen adsorption
isotherm, can be used to determine [10]: (1) sample surface area using the BET analysis, (2)
total pore volume based on the maximum uptake at partial pressures close to the saturation
vapor pressure (pJ at the temperature of the run, and (3) pore size distributions based on an
analysis considering capillary condensation into the pores.

The experimental system ia•d for these measurements is shown in Fig. 1. To remove
adsorbed species from the surfaces of the film prior to a run, the test case and a coi on the
gas inlet side are placed in an oven and heated to 160 'C for two hours under dry nitrogen.
A pure helium stream is then passed over the device while the test case and coil are immersed
in a dewar flask of liquid nitrogen to maintain the device and gas stream at 77 K. During a
run, computer-operated mass flow controllers are used to vary the relative flow rates of a
nitrogen carrier stream and a nonadsorbing helium mix-down stream. In this way, normalized
nitrogen partial pressure (p/p) is varied from zero to about 0.95 and back to zero. Nitrogen
adsorption isotherms obtained in this manner for two films are shown in Fig. 2. The sol-
gel system used contains SiO,, B1O,, AlQ, and BaO in ratios (by weight) of 71:18:7:4 (details
of the sol-gel preparation are presented elsewhere [11]). Films were formed on the SAW
device surface by dip-coating followed by a 400 "C anneal for 5 minutes.

DEWAR OR ENVIRONMENTAL CHAMBER

FLO F - DEVICE TEST CHAMBER

C T SAW DEVICE

CARRIER II , I

MIX-DOWNV Itf T
- IIS' OCILLTORCIROILR

[COMPUTER -[" FREQUENC!Y COUNTE

Fig. 1: Schematic of experimental system used to monitor nitrogen adsorpon on the surfaces
of porous thin films formed on SAW devices. The device is maintained at 77 K by immersion
in a dewar flask filled with liquid N,. The N, partial pressure is controlled by varying the
relative flow rates of N, and He streams while the mass of adsorbed N, is determined by
monitoring changes in the SAW frequency.

I
t
I

~B



|I

160 -20

(a)

120

CIS-
z

80 -O�0a U

*m inl

w 40 in

0
0 0.2 0.4 0.6 0.8 1.0

P/P 0

5 (b)

0 4 -500

S3
z

S2 -250 '

-- " *| • ini I

0
0 0.2 0.4 0.6 0.8 1.0

P/po

Fig. 2: Niauoge adsorption iotherms usig coated SAW devices for films formd from (a)
imge and 0)) gd -oled solutions. A BET surfa•e ars of 1.3 cm'/(cm! of flm) for the
film formed frm the unieal aol irdicafts this film is nonporou while a value of 33 cm21cm!
obtaned for the film formed from the aged saol indicae it is highly porous.
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The first film (Fig. 2a) was formed by dip-coatr. using the unaged sol which contains
very small polymeric precursors (hydrodynamic radius -3 nm). The total amount of
adsorption is small and the shape of the isotherm is Type !I, typical of nonporous samples
[10]. The BET surface area is 1.3 cmW/(cmW of film), very close to the value of 1.0 cm2/cmW
expected for a flat, nonporous film (the slightly higher value may be indicative of surface
roughness). These results agree with ellipsometric (Rudolph AutoEL IV) analysis which gives
a film thickness of 120 nm and a refractive index of 1.46, very close to the value expected
for a dense film of this composition.

The second film (Fig. 2b) was formed by dip-coating after aging the same sol for three
weeks at 50 *C and pH 3. This aging results in larger (hydrodynamic radius - 25 nm), highly
ramified polymeric species which, due to their inability to interpenetrate, create porosity in
the film [3]. This porosity is verified by ellipsometry which gives a refractive index of 1.18.
A volume percent porosity of 56% was calculated from this value using the Lorentz-Lorenz
relationship and a skeletal refractive index of 1.45. A percent porosity of 52%, in good
agreement with this result, was calculated from the nitrogen adsorption isotherm by
determining the volume of nitrogen adsorbed (per unit area) at high partial pressures (p/p. =
0.94) and comparing to the film thickness (148 nm). The isotherm shape is Type IV, typical
of porous samples with pore diameters in the range of 3 to 50 nm. The BET surface area is
33 cm2/cm2, indicating a significant amount of porosity for this thin film (this corresponds to
a surface area of - 250 m2/g of film). Using multiple coats to obtain a film thickness on the
order of 1 ism, surface area enhancements of 200 or more could be obtained with this system.

The pore size distribution obtained from the desorption branch of the isotherm for the
porous film (Fig. 2a) is shown in Fig. 3. A unimodal distribution with a median pore
diameter of 6.2 nm is obtained. Even though these pores are too large to exclude many
species on the basis of size, smaller pore sizes are obtained with this system using shorter
aging times [4,11]. This allows the pore size to be varied over a significant range by simply
varying the aging time prior to film formation. Additional details on the characterization of
this system as well as on the use of different reaction protocols (e.g., acid vs. base catalysis)
are presented elsewhere [4,11,12].
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Fig. 3: Pore size distribution obtained from the desorption branch of the nitrogen adsorption
isotherm for film formed from the aged sol (see Fig. 2b). Median pore diameter is 6.2 am.
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To investigate the effect of film-forming procedure on film microstructure, two SAW
devices were dip-coated from the same particulate sol followed by a 400 'C anneal for 10
minutes. The sol, prepared according to the St~ber process [13], resulted in colloidal silicate
particles having a diameter of 55 rm. The only difference between the two coatings was the
dip-coating rate: 5 versus 18 inch/min. The results of the SAW nitrogen adsorption studies
are listed in Table I. Theoretical values for the surface area and percent porosity are also
listed. These values were calculated based on the refractive index and film thickness (obtained
using ellipsometry) and the known particle size. The faster dip coating rate entrains a thicker
layer of the sol which results in a significantly thicker film (130 and 260 unm for 5 and 18
inch/nin, respectively). This thicker coating results in a higher surface area. The BET
surface areas obtained from the SAW nitrogen adsorption isotherms are in good agreement
with the calculated values, helping to verify the absolute accuracy of this technique.

The faster coating rate also appears to result in a denser particle packing. This is
reflected in lower values for percent porosity for the 18 inch/min sample (calculated as
described above except a skeletal refractive index of 1.4, calculated for 90% density in the
matrix and a refractive index of 1.45 fora fully dense material of this composition, was used).
The refractive index values were 1.228 and 1.262 for the 5 and 18 inch/min samples,
respectively. The experimental SAW values and the calculated values are again in good
agreement for both films tested. The denser packing at the faster rate is also seen in smaller
values for the median pore diameter (calculated from the desorption branch). Results of this
type of film characterization study are critical in determining how to tailor surface area and
pore size to fit a given sensing application based on controlling sol-gel chemistry, reaction
protocols and film-forming technique.

Table I: Comparison of experimental (SAW nitrogen adsorption) and calculated values for
the properties of films formed at two dip-coating rates from solutions of 55 nm diameter
silicate particles formed by the St6ber process [13].

Dip Percent Porosily Surface Area Median
Coating Nitrogen Calculated (cm2/cm2 of film) Pore

Rate Adsorption (Refractive Nitrogen Diameter
(inch/min) (pip. = 0.96) Index) BET Calculated (um)

5 36% 40% 8.7 8.6 18.1

18 27% 32% 16.4 19.9 15.0

ZeoltSM kote Mkomnost Coatins

The most dramatic demonstration of chemical selectivity based on size exclusion will
be obtained with a film with a single characteristic pore size. Sol-gel chemical routes can
provide a narrow range of pore sizes; however, the random nature of this process always
results in a distribution in pore sizes (se Fig. 3). One model inorganic porous system with
unimodal pore sizes is the zeolites (molecular sieves). The most common zeolites are
aluminosilicates which, due to their cagelike crystalline structures, have a single pore size that
dictates accessibility to molecular adsorbate species. For example, the ZSM-5 zeolite has an
opening with dimensions of 0.55 by 0.60 urm.

Zeolites can be synthesized using hydrotheral techniques. By rapid quenching at the
early stages of the reaction, small (< 1 jm crystallite size) ZSM-5 crystals are formed [14).

I
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To create an AW device coating that utilizes the unimodal pore size of zeolites, these small
crystals are embedded in a dense thin-film sol-gel matrix (151. This matix forces adsorption
to occur exclusively within the zeolite channel system. SEM analysis shows that the zeolites
protrude from the sol-gel matrix. Quantitative titration of intrazeolite acid sites with organic
bases such as pyridine indicate that the zeolite channels remain accessible (16].

The selectivity of a SAW device coated with this ZSM-5 zeolitalsilicate icrocomposite
film has been previously demonstrated using molecular probes with kinetic diameters ranging
from 0.38 to 0.62 am [16]. At relatively low vapor concentrations (0.1% of saturation for
each species), large negative frequency shifts were observed for methanol and isopropanol,
which have kinetic diameters (0.38 and 0.47 nm, respectively) less than the zeolite pore size.
These frequency shifts indicate significant amounts of adsorption in the pores of the zeolite
crystals: 540 and 840 ng/cm` for methanol and isopropanol, respectively. A small (approx.
1% of the signal observed with methanol and isopropanol) positive frequency shift was
observed upon exposure to the larger iso-octane (kinetic diameter = 0.62 am). The cause of
this small response is unknown since a mass loading increase alone always results in a
decrease in SAW frequency. These results serve as proof-of-principal that dramatic
discrimination based on size exclusion effects can be obtained using controlled microstructure
coatings.

Hydrous Oxide Ion Exchange CoatdnW

It is well known that hydrous oxides, such as sodium titanates or niobates, act as ion
exchange materials with large ion exchange capacities. This capability can be used to
advantage in nuclear waste applications [17] or in the preparation of catalysts which, due to
the highly dispersed nature of the ion exchanged metal atoms, show high activity even at low
metal loading (18]. By preparing coatings from these materials on acoustic plate mode (APM)
devices, these large ion exchange capacities should result in large sensor responses during the
exchange of ions from solution. Chemical selectivity can be varied by the choice of cations
used (e.g., niobates form strongly acidic supports, titanates form amphoteric supports, and
lanthanides form basic supports) and by controlling pore sizes.

To investigate the utility of these coatings, a sodium titanate system with a
sodium:titanium ratio of 1:2 was chosen [17,18]. The standard prepaation technique for this
material results in a solution which thickens too quickly to be usable in forming homogeneous
coatings. However, by diluting to 25% by volume in hexane, reasonably homogeneous
coatings are formed by spin-coating at 4000 rpm. Film thickness per coat is 300 rem. Initial
experiments investigated the APM response during the uptake of aqueous Ni-* at pH 6. In
contrast to results obtained using bulk titanates (18], the APM response indicates the ion
exchange is far from complete in films and is only partially reversible (significant amounts of
exchanged NPi appear to remain in the film after treatment with pH 3.0 HNO, and 1.0 M
NaNO, solutions).

To verify the APM results, similar coatings were formed on silicon and analyzed using
a Tracor 5000 energy dispersive X-ray fluorescence (XRF) spectrometer. Based on the
amount of titanium in the film, N2÷ exchange is incomplete (only 6% after 10 min in a 0.05
M Ni(NO,)2 solution at pH 5.8). This incomplete exchange is verified by the observation that
only 35 % of the Na+ initially present in the film was removed. The partial irreversibility of
the NPi exchange is consistent with the lack of an experimentally significant change in the
NIMIi ratio after a pH 3.0 HNO, rinse, a subsequent 1.0 M NaNO, rinse and, finally, a 0.1
M EDTA (ethyeem tat acid) rinse at pH 6.5.

In contrast, XR analysis of a second film for the ion exchange of Ag* indicates that
exchange from a 0.05 M solution at pH 8 is efrbtively complete (97% of theoretical with only
3% of the initial Na+ remaining in the film). In addition, the AgS can be effectively removed
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from the film: only 23% remained aft a pH 3.0 HNI- rinse, 15% after a subsequent 1.0 M
NaN% rinse and 9% after a final 0.1 M EDTA rinse. Based on these results, Ag+ exchange
experiments were performed on a second coated APM device. Peristaltic pumps were used
to pump solutions to and from a cell holding the liquid in contact with the unelectroded side
of the coaled APM device.

The results, shown in Fig. 4, are in good qualitative agreement with the XRF data.
When a pH 8.0 solution of NaOH is replaced with a 0.05 M AgNOi solution at the same pH,
a frequency decrease of about 190 ppm is observed after an inital frequency increase.
Assuming the frequency response is due to changes in the mass loading of the film, this shift
corresponds to a change in the film mass density of 4.4 pg/cm'. This value is significantly
lower than the value of 40 pg/cm' calculated for complete exchange of Ag÷ for Na÷ for a
film thickness of 600 nm (two coats were used), a sodium titanate skeletal density of 2.4
g/cme, 40% porosity and a mass per ion exchange site of 177 g/mole (assumes site has form
H'iO,). T'his difference may indicate that many of the ion exchange sites are inaccessible.
Work is ongoing with this system to determine the cause of this reduced response and to
determine if the film-forming process can be altered to prepare coaled APM devices which
exhibit the dramatically larger expected response (full exchange of Ag÷ should give a
frequency decrease of about 1800 ppm). The initial upward spike appears to be due to the
loss of liquid flow which occurs during the change of solutions and was observed every time
the solutions were changed. It should be possible to remove this spurious signal using a
solvent delivery system that can change solutions without loss of flow.

When the pH 8.0 AgNOQ solution is replaced with a NaOH solution at the same pH,
a 60 ppm frequency increase is observed, indicating that about 30% of the AgS is removed
from the film. When a pH 3.0 HNO3 solution is used, an additional frequency increase of
over 110 ppm is observed. The total frequency increase in these two steps indicates that 90%
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Fig. 4: Frequency response of sodium tit APM device during ion exchange of
Ag+. A mass increase of 4.4 pg/cm' is detected for this exchange. Reversibility is indicated
by the frequency returning to near its original value after a pH 3.0 rinse.
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of the exchanged Ag4 has been removed, verifying the reversibility of this exchange process
(this value may be a slight overestimate since the ion exchange stes will contain H÷ at this
pH rather than Na after the Ag÷ is removed). Except for the upward spike, a relatively small
frequency shift is observed when the pH 3.0 HNO, solution is replaced with the pH 8.0
NaOH, indicating that the frequency increase seen with the pH 3.0 solution is due to mass loss
during Ag removal rather than some other effect related to the pH change. These results
demonstrate that the large ion exchange capacities of hydrous oxide materials can be used to
provide large sensor responses. Future work with these coatings will focus on: (1) optimizing
the film-forming process to maximize sesor response and reproducibility, (2) determining the
selectivity of the ion exchange process to ionic species of interest, and (3) investigating the
variability in ion exchange properties obtainable with various hydrous oxides.

I ~~~~Surfae• Modification UftlSiae en ABOUs

Another technique being investigated to take advantage of the high surface area and
controlled pore structure of sol-gel coatings is the derivatization of the coating surfaces with
ligands that selectively bind chemical species of interest. The derivatizing agents used in this
study are silane coupling agents (e.g., XSi(OR)3 where R is an alkyl group and X is a ligand).
The specific agent used, designated TMS-DETA, has a diethylenetriamine (DETA) ligand
separated from the Si by a propyl chain: (CHO),Si(CH,),NH(CHNH(CH)NH,. Two
techniques for performing this derivatization have been investigated.

The first technique involves the addition of the TMS-DETA to the sol-gel solution
during preparation to form particles coated with DETA. Derivatized films could then be
formed by dip- or spin-coating from this solution. This procedure was used to alter a aol-
gel process to make particles with diameters of approximately 25 nm (based on the Staber
process [13]). The results are summarized in Table l1. The TMS-DETA has a significant
effect on the stability of the sol-gel solution: as the TMS-DETA concentration is increased,
the system changes from a stable s3l to a flocculated so to a gel. The uptake of Cu'+ aft
treatment with 1.0 M Cu(NOJ)2 , determined by dissolution of the sample and analysis by
atomic absorption spectro py, appears to be stoichiometric with the amount of DETA used
in the sol-gel preparation (i.e., one Cuie per DETA molecule). This indicates the ligands are
accessible for binding from solution. In addition, a deep blue color is observed in the samples
at higher DETA concentrations, typical of copper amine complexes. It was observed that this
color lightened upon removal of water (sample is stored in a dry environment) and deepened
upon exposure to water vapor. This is probably due to removal of water molecules which are
acting to fill the fourth coordination site of the coppe. If the dry sample is exposed to
ammonia, the color deepens rapidly and remains dark even if placed in a dry environment,
indicating that the ammonia molecule is more strongly attached due to its better ability to
complex the copper. This sensitivity to ammonia could be used to prepare a dosimetric
ammonia sensor from these coatings.

The second technique involves the preparation of a porous coating from a standard
particulate sol followed by treatment of the surfaces of the sample with the TMS-DETA (from
a dilute solution in ethanol). This technique allows the desired pore structure (allowing for
the decrease in the pore dimensions due to the attached surface layer) to first be formed using
already characterized sol-gel protocols. For this study, particulate silicate films were
deposited by spin-coating a solution containing 29 nm diameter Stdber particles. XRF
analysis indicated that the uptake of Cu'2 in the as-deposited film was les than 0.1 pg/cn' of
film after a 5 minute treatment in 1 M Cu(NO?, followed by rinsing with deonized water.
However, after the diethylenetriamine lipnds wer silanecoupled to the surfaces, the Cu!÷
uptake from a similar treatment increased to 3.0 g/cm!. Based on the film thickness (800
nm) and the particle diameter, this amount of Ceu can be used to calculate the surface area

I i
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Table H: Gel behavior and uptake of Cu* for a sol-gel system prepared using the St~ber
process altered by the addition of TMS-DETA.

Mole Percent Gel Color After
DErA/Si Cu'÷/Si Behavior Appearance CuW

0.0 0.4 stable granules pale green
0.3 0.5 flocs flakes It. blue
1.0 1.0 gels chunks deep blue
5.0 5.7 gels chunks v. deep blue

per DETA molecule (assuming the Cu* is bound stoichiometrically and that the film is 60%
dense). The value calculated is 0.35 nm' per molecule, which represents about one DETA for
every 2.7 Si at the surface. Since the silane coupling agent is trifunctional and can form up
to three siloxane linkages, this value is in good agreement with a full coating of the DETA
ligands on the surfaces of the film. This type of film is currently under test with APM
devices. Since a wide variety of ligands with silane coupling groups are commercially
available, this generic technique should be able to provide high surface area coatings with
tailored chemical selectivities.

CONCLUSIONS

Sol-gel chemistry can be used to prepare thin oxide sensor coatings that provide both
high sensitivity, due to high surface areas, and chemical selectivity, due to both steric and
chemical factors. Coating microstructure can be evaluated by monitoring nitrogen
adsorption/desorption at 77 K using SAW devices as sensitive microbalances. Gas and liquid
phase AW sensor coatings based on zeolite/sol-gel, hydrous oxide ion exchange and surface-
derivatized sol-gel coatings have been demonstrated.

The authors gratefully acknowledge helpful discussions and technical assistance of C.
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Laboratories and T. Bein and K. Brown (zeolite synthesis) of the University of New Mexico.
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OXOMETALATE-GLASS COMPOSITES AND THIN FILMS
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ABSTRACT

New glass-composites with ion exchange properties have been developed.
Ammonium 12-molybdophosphate (AMP) (NH 4 )3 PMo 1 2 04 0 , and ammonium 12-
tungstophosphate (AWP) (NH4) 3 PW 12 0 4 0 , known for their ion exchange
capabilities, are Included either In preformed aerogels with defined pore size, or are
added to sol-gel mixtures during the process of gel formation. Characterization is
carded out by FTIR, Raman and EXAFS spectroscopy. Ion exchange capacities for the
oxometalate precursors are determined for silver and rubidium and are compared to
those of the glass composites. Glass composites show high ion exchange capacity, but
some portion of the metalate complexes leaches from the glass during the procedure.
This is in contrast to thin composite films, which have almost no porosity and do not
show loss of metalate. EXAFS spectroscopy demostrates that the oxometalate
microstructure is maintained in glass composites and that rubidium ions after ion
exchange In glasses occupy similar cation positions as in the precursor compounds.

INTROOUCTION

The combination of different functional properties In glass-based composites
offers great potential for the design of tailored materials. Examples include sod-gel
derived glass-organic composites, glass-included laser dyes, catalysts, and nonlinear
optical materials.

In view of the increasing demand for stable, ion-selective sensors we have
initiated a program aimed at the design of tailored thin films with selective ion
exchange capabilities. In combination with highly sensitive acoustic devices, it is
envisioned that Inexpensive, rugged Ion sensors for process and environmental
monitoring can be designed. The concept is based upon the encapsulation of
oxometalate clusters in porous, sol-gel derived glasses. The resulting materials
combine selective ion exchange sites with tailored porosity, such that ultimately
large fractions of unwanted species (e.g., organics, biological matter) are screened
from the ion exchange sites. The following benefits are expected from this approach:
The design of Ion exchange composites allows Independent adjustment of both ion
selectivity through the choice of different oxometalates, and porosity through the
choice of sol-gel chemistry. Furthermore, the resulting inorganic films are
temperature stable up to at least 3000C and not subject to fouling.

Heteropoly oxometalates such as anions with the Keggin structure are known
since the last century, but their crystal structure was first solved by Keggin in
1934. Figure 1 depicts the Keggin anion structure and a defect structure with one
MOO octahedron missing. These materials find numerous applications in catalysis,
analytical chemistry and biochemical or medical areas. Their ability to exchange
their counter cation for alkali Ions was first recognized by Smitt and has since been
used in column chromatography and In paper chromatography. Keggln Ions have been
used to exchange alkali cations as well as radioactive pollutants. General reviews are
avallable.2,3, 4 ,5
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Figure 1: Idealized Keggin structure XM 12 (a) and defect Keggin structure XMII
(b). The central X04 tetrahedron Is not shown. Oa - oxygen shared by 3
MOe and the central X0 4 tetrahedron, Ob and Oc - oxygen shared by
comer and edge linked MOS, Od - terminal unshared oxygen

This communication reports on the design of 12-molybdophosphate and 12-tungStophosphate Ions encapsulated in silicate glass bodies in bulk form. FTIR, FT-Raman, EXAFS, and ion exchange data demonstrate the feasibility of creating intact
intra-glass oxometalate Ions that are accessible for ion exchange through the pore
system of the matrix.

EXPERIMENTAL-

1. Slimpla Preparation

21 Ammonium 12-molybdoahosl, nhat (AMP) (NH 4 )3 PMo12040. Highest yield (82 -
95% after work-up) is obtained by stepwise combining stoichiometric amounts ofNa2MoO 4 , H3 PO4 , and NH4 NO 3 (in 0.1 M HNO 3 ) under acid conditions. 1 molar
aqueous solutions were added in a volume ratio 12:1:3 after acidifying the sodium
molybdate solution with 13 M HNO 3 to pH 1.6. The slightly yellow color of themolybdate turned to strong yellow Immediately after addition of phosphoric acid.
Precipitation of the ammonium salt occured promptly.

b) Ammonium 12-.posnhOtuDastst (AWP) (NH 4 )3 PW1 20 4 0 . Sodium tungstate is
insoluble In acid solutions and forms a thick white precipitate when acidified with
HNO 3 . Thus, 10 ml W0 4 2" and 0.9 ml 1 M NaOH and 0.9 ml of 1 M H3PO 4 are
combined, followed by addition of 2.5 ml NH 4 NO 3 at pH 7 and acidification to pH 1.5.
AWP precipitates as a white solid (yield 92%). The corresponding v,,hite silver salt
is prepared by adding AgNO 3 before acidification (Yield 50%).

rc Agaembly of AMP within gores of aeroulf-. To a slurry of ig TEOS-derlved B2-
Aerogel (pore size 10-500 A) in 10 ml H2 0, 4 ml of 1 M Na 2 MoO 4 and 2 ml of 13 M
HNO 3 are added. The slurry Is stirred for 10 minutes before adding 0.33 ml of 1 M
H3PO 4 , and finally, 1 ml of 1 M NH4N0 3 . A green color resulting from reduction of
the AMP was reversed to yellow upon adding 2 ml 30% H2 0 2 . After filtration the
yellow solid was dried at 850C.
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d) Preration of glasses containing oxometalates

HMP laaL 3 g of crystalline 12-molybdophosphorlc acid (H3 PMo 12040; HMP) and
7.3 ml EtOH and 1 ml 0.1 M HNO 3 and 7.3 ml TEOS and 2 ml 0.05 M NaOH are
combined In this sequence (molar ratio of HMP:SiO 2 - 1:20). The suspension was
sonicated for 3 minutes and left at room temperature. After two days a greenish gel
had formed.

AMP-Gass. Synthetic AMP + TEOS + EtOH In a molar ratio of AMP:SiO2 - 1:20:
Stoichiometric amounts of I M Na 2 MoO4 (40 ml) and 1 M H3 PO 4 (3.33 ml)
solutions (at pH - 1.5, 6 ml 13 M HNO3) were combined. Water was evaporated at
75 C to about half the volume (25 ml) until a yellow cloudiness Indicated the starting
point for precipitation. 14.6 ml TEOS were added to the warm, clear solution under
strong stirring, and immediately stoichiometric amounts of NH4NO 3 in ethanol were
added (1.1 g In 1 ml 0.1 M HNO 3 plus 14.6 ml EtOH). A cloudy yellow color
appeared. Stirring was continued under slow cooling of the slurry. A thick paste was
formed after 2 hours. After 1 day ethanol was partially removed by heating in a
water bath. A hard, yellow glass formed.

2. Characterization

Metal contents of glasses were determined by atomic absorption. The samples were
analyzed as-synthesized and after each subsequent treatment by FT-IR in the form of
KBr pellets. For FT-Raman experiments, a Spectrum SL301 Nd:YAG laser (1064
nm, ca. 1.0 W) was focused on a 1-mm capillary containing the powdered sample.
Light collection was done with a modified Maltson Polaris interferometer, detection
with an InGaAs detector (EPITAXX). EXAFS measurements were peformed at the X-
11A beamline at NSLS (Brookhaven National Laboratories) with an electron energy of
2.5 GeV and ring currents between 90 and 180 mA. Data were collected with a
S(400) crystal pair monochromator at the Mo K-edge (20,000 eV) and at the W
Lill-edge (10,207 eV) at ca. 100 K. Rubidium-exchanged samples were also
examined at the Rb K edge (15,200 eV). Data analysis was performed following
standard procedures. 6

3. Ion exchange

Ion exchange was performed on bulk oxmrexalates as well as on glass composites by
adding stoichiometric or excess amounts of AgNO 3 or RbNO3 in acid solutions (e.g.,
500 mg AWP and 50 ml of 0.01 M RbNO 3 In 0.1 M HNO 3 ). Samples were stirred for
ca. two hours in exchange solutions, filtered and fui,,ier analyzed. Back-exchange
capabilities were examined on bulk oxometalates by adding varying amounts of
NH 4 NO3 In acid solution.
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RESULTS AND DISCUSSION

Bulk olrnmeanlates

Characteristic modes of the M-O and P-O vibrations appear between 200 and 1100
cm-1 in the IR and Raman spectra. The main IR vibrations at 1064, 964, 875, 795
and 595 cm-1 of the molybdate Ions, or, 1081, 990/982, 890, 805 and 535 cm-1
of the tungstate ions are assigned as the asymmetric P-O, M-Od (Od - terminal
oxygens), and M-O-M vibrations according to Rocchlccioli-Deltcheff. 7 Raman
spectra show mainly the symmetric M-Od band around 1000 cmr 1 and a convolution
of the symmetric P-O and asymmetric M-Od band around 990 cm-1 .

Indusion of Koailn ions In oreformed aeronel

The preparation of oxometalates in preformed glasses resulted In a loading of ca. 8
wt% Mo in B2-aerogel and a yellow color indicated formation of AMP. The IR
spectrum is shown in Figure 2. The silica support blocks out a region between 1350
and ca. 1000 cm-land obscures an even wider range in the IR. However, the main
bands of the Keggin ions (1064, 970, 875. 795 cm- 1 ) are still visible as
superimposed peaks when compared with the precursor included in the Figure.
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2. 0
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Figure 2: FTIR spectrum of the preformed aeregel with Incuded (NH 4 )3PMoO4 0 In
comparison to the precursor
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When a part of this sample was washed with a small amount of water at room
temperature, the color changed from yellow to white and no Keggin Ions were
detectable in the solid. Heat treatment in air up to 200 C was thought to favour
condensation reactions between the aerogel and the Keggin Ions. A similar washing
procedure as above still reduced the molybdenum content, but left ca. 50% attached to
the solid. After a subsequent ion-exchange experiment with silver nitrate, all
remaining molybdenum ions were found in the wash solution.

Inclusion of Klanoin ions dudno allatlion

To avoid or reduce the loss of molybdenum from supported samples upon washing, a
different strategy for encapsulation of Keggin ions was developed: Oxometalate
complexes were synthesized in the presence of sol-gel precursors for the silicate
matrix. It was anticipated that bottleneck pores develope which restrict mobility of
the Keggin ions but render access for smaller cations. Several different glasses were
prepared varying in the sol-gel route and/or the Keggin ion present. A
representative IR spectrum is shown In Figure 3 (AMP in TEOS + EtOH). The high
loading of ca. 38 wt% of Mo allows for ready detection of the Keggin vibrations which
confirm that the Keggin structure is maintained in the glass. The thermal stability of
this glass was tested by heating up to 400 0 C in oxgen. Raman spectra of a
representative experiment are shown in Figure 4. It is clearly visible that
decomposition occurs between 200 and 400 0 C. Aging temperatures were therefore
restricted to 200 0 C.
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Figure 3: FTIR qspftn of "ln-sWtu folrnrted cornof TEeS + E*OH +(NH4)3PMb040 in oompariin to the pHours3 (Nt14)3PMoO40 dn
H~14.
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The bulk oxometalates were ion exchanged with rubidium and silver by offering
stoichiometric amounts of the cations at room temperature. AMP, AWP and the
respective silver salt exchange under these conditions 50% of their cations for
rubudium, while AMP and AWP exchanged only 12-15 % of their ammonium ions for
silver. However, a 100% exchange is achieved upon offering excess of silver nitrate.

When silver salts of the molybdenum and tungsten Keggin ions were exposed to
ammonium Ions, back-exchange to the ammonium form occured for AgMP up to 92%
and for AgWP up to 54% in a 3 M NH 4 NO3 solution.

The glass composites exchanged larger fractions of their protons or
ammonium cations, e.g., 12 - 76% for Ag and 42 - 92% for Rb. However, some
leaching of the oxometalates was observed for all different porous glasses.
Composites made with TEOS showed a loss of 30 - 58% Mo or W, while glasses made
from A2 solutions (TEOS + EtOH refluxed at 60 C for several hours) showed a loss
from 16 - 35 %. The preformed aerogel lost up to 98% after two successive
exchange cycles. The loss of Keggin ions is effectively suppressed in thin films of
similar compositions which were found to be non-porous. Multicomponent glasses
which retain porosity even in thin films are presently studied.

EXAFS analysis

EXAFS measurements were performed on the bulk oxometalates as well as on glass
composites before and after ion exchange. EXAFS allows to determine the local
structure around the X-ray absorbing atom of choice and can provide detailed
information about bond distances, coordination numbers and types of atoms in the
nearest neighbor shells. Figure 5 shows Fourier transformed molybdenum EXAFS
data of the precursors AMP and HMP, overlayed with the respective composites
formed with these Keggin ions. A large peak indicating the oxygen environment of the
molybdenum atoms is visible between 0.5 and 2 A (Bond distances appear at ca. 0.5 A
to lower bond distances due to phase shift effects). The mean bond distances obtained
from X-ray diffraction are 1.70 A for the terminal oxygens, 1.92 A for oxygens
bridging the molybdenum octahedra, and 2.43 A for the oxygen linked to the central
phosphorus atom. The second and third shells arise from Mo-Mo bonds at 3.42 A
from edge-shared octahedra and at 3.70 A from corner-shared octahedra. It can
clearly be seen that precursor and glass composites have the same local structure. A
quantitaitve analysis of these data is in progress.

When a HMPITEOS composite is analyzed after rubidium exchange, the Mo-
edge EXAFS data do not show any sign of degradation (see Figure 6; the imaginary
parts of the Fourier transformations are shown in addition to the magnitudes. The
former give valuable information about the nature of neighbors or overlap of peaks).
The rubidium edge data show a large contribution around 2.5 A (uncorrected for
phase shift) which Indicates a Rb-O Interaction, while the peak around 3.9 A arises
from the Rb-Mo bond. This spectrum is identical to that taken from the bulk
rubidium phospho molybdate and Indicates that the rubidium ions occupy identical
cation positions in both compounds. When fitted with adequate reference compounds a
bond distance cf ca. 4.4 A can be expected. To our knowledge the only complete
determination for cation positions In Keggin ions is done with combined neutron- and
X-ray diffraction by Brown et al.8 Their distance of hydrated protons to molybdenum
atoms agrees closely with the above observations.
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This study shows that Keggin ions can be occluded in glassy substrates with no side
products, by either assembling the components In the pores of pro-formed glass, or
by In-situ formation In precursor gels. In porous glasses, ion exchange similar to
bulk reactions Is observed, and cations are shown to be coordinated to the metalate
framework. These glass composite offer a potential for the design of thin films with
ion exchange capability.
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INHOMOGENEITIES IN SOL-GEL COATINGS

B. D. Frbes. D. L. Klein. and L. J. Raymond
University of Arizona. Department of Materials Science and Engineering. Tucson.
Arizona 85721

ABSTRACT

The structure of sol-gel derived silica coatings was investigated using
nanoindentation. chemical etching, and cross-sectional TEM. For coatings heated
at 100 °C. the surfaces were harder, etched slower, and appeared less porous
than the interior of the coatings. For samples fired at higher temperatures
(400-800 °C). the surfaces remained harder and etched slower than the interior.
even though the porosity appeared to be evenly distributed throughout the thick-
ness of the coating. It is proposed that this difference is due to inhomogenei-
ties on two scales in the coatings: bulk porosity and skeletal strain.

I. BACKGROUND

It is often assumed that the structure of a sol-gel coating is the same
near the surface as throughout the bulk of the coating. However. we recently
found that the hardness of tetraethoxysilane (TEOS) derived silica coatings is
significantly higher at the surface than within the bulk of the coating [1].
The goal of this study was to further characterize the structure of sol-gel
coatings as a function of depth, and to gain insight into what causes the sur-
face to be different from the interior. Three characterization techniques -
nanoindentation. chemical etching, and cross sectional TEN - were used to probe
the structure of Sol-gel coatings as a function of depth. These techniques are
sensitive to different features of the costing structure, and therefore allows
the scale of the inhomogeneities to be probed.

A description of the coating preparation process is given in the following
Section. The details of the characterization techniques. a description of the
features to which they are sensitive, and the results for the TEOS coatings are
presented in Section III. These results are discussed in Section IV.

II. COATING PREPARATION

TEOS derived silica coatings were prepared by hydrolyzing 1 mole of TROS
with 2 moles of water, diluted in 4 moles of ethanol. HC1 was used to bring the
solution pH to 2; the solutions were then allowed to react for at least two
weeks before coating.

Coatings were made by withdrawing silicon or sapphire substrates from the
TROS solution at a controlled rate. All substrates were cleaned in an ultra-
sonic bath using a warm detergent solution and rinsed in deionized water prior
to coating. For the nanoindentation experiments, sapphire substrates were used
so that there would be a large difference between the hardness of the coating
and that of the substrate. Using a computer to continually vary the coating
speed. a linear gradient was produced in the thickness of the coatings on sap-
phire so that a range of thicknesses could be tested on each sample. for etch
rate and TIN studies, silicon wafers were withdrawn from the TZOS solution at a
constant rate. resulting in a constant coating thickness.
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To measure the thickness using a mechanical profilometer. all samples were
heated at 100 

0
C in air for 15 minutes. after which a step was made in the cost-

ing either by scraping off a small area with a razor blade or using photoreiast
and etching back the coating. as described in Section III. Next. the samples
were fired in air at 400. 500. 600. 800. or 1000 °C. by placing the coated sub-
strates directly into a hot furnace for 30 minutes.

III. CHARACTERIZATION TECHNIQUES AND RESULTS

A. Nanoindentation

Recent advances in instrumentation have enabled the mechanical properties
of exceptionally small volumes of materials to be probed in a routine fashion
[2]. One of the most natural uses of this kind of instrumentation is the char-
acterization of thin coatings and films. We used a Nanoindenter (manufactured
by Nano Instruments. Knoxville. TN) to measure the hardness of the TEOS coatings
on sapphire. The Nanoindenter has a load resolution of less than 0.3 PN and a
displacement resolution of 0.2 nm. The hardness is determined by measuring the
load (applied by an electromagnetic loading coil) vs. displacement (measured via
a capacitance displacement gauge) as a diamond stylus penetrates into the coat-
ings. In the present experiments, the diamond penetrated into the coatings at a
controlled rate of 1 nm/s for the top 30 no of each coating, and then at 2 nm/s
until the maximum load was achieved. The details of determining the hardness
from the load/displacement curve, which involves correcting for irregularities
in the shape of the diamond and determining the elastic modulus using a small AC
current superimposed on top of the DC drive current, are given elsewhere [3.4].

The hardness of the TEOS coatings as a function of indenter depth is shown
in Figure 1. For each firing temperature. four different thicknesses were
probed on the wedge-shaped coatings. Each data point represents the average of
eight indents at each coating thickness. For the coatings fired at 100 °C.
there appears to be a surface 'crust." roughly 30 na thick. in which the hard-
ness is higher than the interior of the coating. Beyond 30 nm, the hardness is
relatively insensitive to indenter depth. In this region the properties of the
coating are being probed, with little influence from the substrate. As the
indenter continues to penetrate into the coating, the subatrate is eventually
reached, resulting in a rapid increase in hardness. The depth at which this
occurs corresponds closely with the thickness of the coating.

Firing at 400 oC increases the overall hardness of the coating, and de-
creases the depth over which the hardness is independent of the substrate. This
letter effect is due to the penetration of the plastic strain field into the
substrate, as discussed in Reference 5. The top 30 nm. however, is still sig-
nificantly harder than the interior of the coating. For the coating fired at
800 °C, the overall hardness increases, and the top 30 nm is still significantly
herder than the interior, Finally, after firing at 1000 °C. the hardness
reaches that of bulk fused silica (14 GPa). and a surface crust is still appar-
ent.

Of particular interest is the surface crust, which indicates that the
structure of the surface of the TROS coatings is different from that of the
interior. The hardness measurements are sensitive to both porosity and strain
in the skeletal structure of the silica coatings (6]. An increase in either
porosity or skeletal strain would devrease the hardness. Hence. these data
indicate that at all temperatures the surface is either les porous or has a
less strained structure than the interior.
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Figure 1 : Hardness of TEOS coatings on sapphire substrates. Different symbols refer
to different coating thicknesses. Arrows indicate c oating/subst rate interfaces.

B. Etch Rate Studies

The resistance of the TEOS coat-
ings to attack by HI is also sensitive
to porosity and strain; bulk porosity 3
and strain in the skeletal structure
both increase the etch rate (7]. To __i . 0
examine the dependence of etch rate on 10 IC
depth, steps were formed on the coat- 2-
ings on silicon substrates by masking
half of the coating with positive pho- - - IC
toresist and removing the unmasked to'
coating with a buffered HF solution cc
(1H :6NH,I). Next. the photoresiat Imm b

was removed with ethanol, exposing a
sharp step over which thickneas meas-
urements were made. The HF solution
was then diluted in water (1:250 0
etchant:HO for coatings fired at 100 S' s 0 0 1 'S0
oC; 1:40 for coatings fired at 500 D0 ancefrom sudace (nm)
°C: and full strength for coatings
fired at 1000 C) so that the etch Figure 2 : Etch rate of TROS coatings in
rate of each of the coatings was ap- buffered RP solutions
proximately 5 A/s at the surface. 2
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Next. the coatings were etched for intervals of 15 e. after which the thick-
ness was measured across the step using a mechanical profilometer. The etching
and thickness measurements were then repeated until the coatings were removed.
Care was taken to make sure that the same part of the step was measured after
each etching step. and at least five thickness measurements were made for each
data point.

To make sure that any differences in etch rate were due to the coatings.
and not to the etching process. a thermally grown silica film was prepared by
heating a silicon wafer for 12 hours at 900 °C in air. The etch rate of this
film was then measured using the same technique as for the TEOS coatings.

The result are shown in Figure 2. The etch rates are quite varied within
in the bulk of the coatings. However. the etch rates for all of the TEOS
samples increased over the first 30-50 nm. indicating that the surfaces of the
TEOS coatings have lower porosity, or are less strained, than the interiors.

C. TEM

Cross-sectional TEM images were obtained for coatings fired at 100 and
600 0

C on silicon. The details of the sample preparation are given in Reference
12. The results are shown in Figures 3 a and b. The porosity, which is evident
as 2-5 nm spheres in the micrographs. appears to diminish near the surface of
the sample fired to 100 OC. When fired to 600 °C. on the other hand. the poros-
ity appears to be distributed evenly.

A

a b

Figure 3: Cross sectional TEN micrographs of TROS coatings on S1 (a) fired at 100 oC.
and (b) fired at 600 °C,

i2
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IV. DISCUSSION

The nanoindentation and etch rate studies show that TEOS coatings are
harder, and more etch resistant near the surface than within the bulk of the
coatings for all firing temperatures. The TEM micrographs. on the other hand.
indicate that the distribution of porosity in the film depends on the firing
temperature. Since the hardness and etch rate are sensitive to both porosity
and skeletal strain. while the TEM is sensitive only to porosity, these results
suggest that inhomogeneities in TEOS coatings arise on two scales - in the bulk
porosity and in the skeletal strain.

For the coatings fired to intermediate temperatures, the difference between
the density near the surface and that at the interior of the coating is not
large enough (Figure 3b) to account for the large drop in hardness (up to a
factor of 3) near the surface. This supports the conclusion that inhomogenei-
ties exist on at least two scales.

Whether these inhomogeneities are characteristic of all sol-gel coatings.
of TEOS coatings, or of the particular processing steps used here is unclear.
It is not difficult to propose a number of mechanisms which, individually or in
combination, could cause the structure of sol-gel coatings to vary with depth.
For example, even though the coatings are generally confined from contracting
parallel to the substrate, this confinement is certainly more severe near the
substrate than at the surface of the coating. It is possible that the coatings
can contract, to some extent, parallel to the substrate near the surface. This
would lead to a denser, less strained surface.

It is also possible that the rate of evaporation of the solvent during the
coating process is much higher at the surface than in the interior of the coat-
ing. This can cause the surface to shrink more than the interior, and lead to a
higher density at the surface than in the interior of the coating [13].

Finally. hydrolysis of strained bonds, which causes a relaxation in of the
strain, is probably easier at the surface than within the coating. The relaxa-
tion of strained siloxane linkages is known to form more robust structures, with
decreased etch rates [7]. Hydration also blocks water from traveling to the
interior of the film [7]. which would cause the surface to be noticeable harder.
more resistant to etching, and less strained than the interior. This effect is
likely to be especially important at temperatures greater than about 350 *C,
where highly strained three-membered siloxane rings are formed by condensation
reactions [14]. Inside the porous coating the siloxane network might become
highly strained, while the availability of water from the atmosphere prevents
the formation of strained structures near the surface of the coating.

Finally, it is interesting that the nanoindentation and etch rate results
indicate that there is residual strain in the structure of sol-gel coatings.
even after heating to 1000 

0
C. where shrinkage has stopped and the coatings are

nominally dense and pore-free. This result is consistent with IR measurements
on thermally grown silica [1i]. and strength measurements on Sol-gel strength-
ened fused silica glass (15]. which both suggest that significant residual
stress, not associated with differences in coefficients of thermal expansion.
may exist in silica coatings even after high firing temperatures.

4
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V. SUMMARY

Based on the variation of hardness and etch rate with depth, and on TEN
micrographs. we have proposed that inhomogeneities can arise in sol-gel coatings
on two scales - in the distribution of porosity and skeletal strain throughout
the thickness of TEOS coatings. The cause of these inhomogeneities is currently
unknown, but may involve differences in the confinement of the coating near the
substrate vs. near the surface. higher evaporation rates at the surface, or in-
creased hydration at the surface. Finally, the nanoindentation and etch rate
data suggest that a residual stress exists in these coatings, even after firing
to 1000 °C.

ACKNOWLEDGEMENTS

This research was sponsored in part the Facility for High Resolution Elec-
tron Microscopy, in the Center for Solid State Science at Arizona State Univer-
sity. established with support from the National Science Foundation (Grant No.
DMR-86-11609); by NSF Grant No. DMR-8903386: and by a University of Arizona
Undergraduate Fellowship Grant. The authors would also like to acknowledge the
experimental assistance of Tian-Ho Lim and Cecilia Flamme. and the many helpful
suggestions of Dr. Warren Oliver.

REFERENCES

1. B.D. Fabes and W.C. Oliver. to be published in J. Non-Cryst. Sol. . (1990).
2. W.C. Oliver. MRS Bulletin . 11. (5) 15-19 (1986).
3. J.B.Pethica and W.C. Oliver. pp. 13-23 in Thin Films: Stresses and Me-

chanical Pronorties . edited by C. Bravman. W. Nix. D. Barnett. and D. Smith
Mater. Res. Soc. Proc - 130. Pittsburgh. PA. (1989).

4. M.F. Doerner. and W.D. Nix. J. Hater. Res . 1. 601-609 (1986).
5. B.D. Fabes and W.C. Oliver. to be published in Proceedingz of Symposium K

of the Spring Meeting of the Materials Research Society. San Francisco. Ca.
1990.

6. K.D. Cornett. B.D. Fabes. and W.C. Oliver, to be published in Proceedings
of Symposium K of the Spring Meeting of the Materials Research Society, San
Francisco. Ca. 1990.

7. W.A. Pliskin. J. Vac. Sci. Tech .JA (5) 1064-1081 (1977).
8. A. Paneva and I. Ohlidal. Thin Solid Films. 1IA. 23-27 (1986).
9. T. Eaawarakjanthan. C. Michel. and S. Ravelet. Surface Science . 12L. 339-

345 (1988).
10. G.H. Bu-abbud. N.M. Basura. and J.A. Woodlam. Thin Solid Films . 138. 27-41

(1986).
11. J.T. Fitch. C.H. Bjorkman. J.J. Summakeris. and G. Lucovsky. pp. 289-294 in

Thin Filmas Stressea and Mechanical Properties . edited by C. Bravuan. W.
Nix. D. Barnett. and D. Smith. Hater. Res. Soc. Proc . 130. Pittsburgh. PA.
(1989).

12. L. Weisenbach. D.L. Klein. B.J.J. Zelinski. and B.D. Fabes, these Proceed
inga.

13. G.W. Scherer. J. Non-Cryst. Sol.. Al. 217-238 (1987).
14. C.J. Brinker. D.R. Tallant. E.P. Roth. and C.S. Ashley. J. Non-Cryst. Sol

AZ 117-126 (1986).
15. B.O. Fabe* and D.R. Uhlmann. J. Amer. Ceram. Soc .. 73 (4) 978-988 (1990).



611

DENSIFICATION AND CRYSTALLIZATION OF THIN TRANSITION METAL OXIDE
COATINGS FROM METAL ALKOXIDES

H. HIRASHIMA, R. MURATAKE, T. YAMASHITA, and T. CHIBA
Department of Applied Chemistry, Faculty of Science and Technology, Keio
University, 3-14-I, Hiyoshi, Kohoku-ku, Yokohama 223 Japan

ABSTRACT

Monolithic gels of V205 , Ta 205 , and Nb 0 have been prepared from
25

VO(C 2 H5 0), Ta(C H O) 5 , and Nb(C 2H5 O)5 througg hydrolysis in ethanol Solu-
tions. T1e conditions fcr gel formation have been determined. Thin coat-
ings of these gels, less than 100 nm in thickness, have been prepared by
dip coating. Changes in the thickness, d, and refractive indices, n, have
been measured by ellipsometry during drying. In the first stage of drying,
d decreases and n increases rapidly. Densification of the coatings takes
place due to evaporation of solvent. In the following stage, increase in d
and decrease in n have been observed for thin V2 05 gel coatings, about 30 nm
or less in thickness. These results suggest that coarsening of pores and/or
increase in surface roughness take place due to release of the capillary
pressure during drying. Both d and n have increased with increasing number
of dipping. After heat treating, decrease in d and increase in n have been
observed.

INTRODUCTION

Thin coatings of transition metal oxides have interesing physical pro-
perties, such as electronic and optical properties. They can be applied for
microelectronics, micro-optics, protective coating applications, etc.. Thin
oxide coatings of good homogeneity can be prepared through the sol-gel tech-
nology [1]. The aol-gel process is considered to be suitable for prepara-
tion of thin coatings. In this work, thin coatings of V O5, Ta O0, and
Nb2 0 have been prepared from metal alkoxides through hyarolysis and dip
coating. Densification and crystallization of these coatings during drying
and heat treating have been investigated.

Hydrous V2 0 gel is known to be highly conductive and anisotropic [2].
Ta 0 and Nb 0 nave hig,. dielectric constant. Preparation of these oxide
ges

5 
from meial alkoxides have been reported (3-6].

EXPERIMENTAL PROCEDURE

Metal alkoxides, VO(C Hs0) 3 , Ta(C 2H 0) 5 , and Nb(C H 0) 5, were dissolved
into 2nhydrous ethanol, ani Aydrolyzed ak room temperau5re with and without
catalysts. HC1 or other inorganic acids have been used as catalyst. The
conditions far gel formation, concentrations of H2 0 and metal alkoxides, and
pH have been determined. pH of alcoholic solutions has been measured by
glass electrode pH meter using an electrode with a variable sleeve. Crysta-
llization behaviours of the gels have been investigated by TGA-DTA and X-ray
diffraction. Gel coatings have been prepared by dip coating. The sols or
ultrasonically peptized gels have been used as dipping solutions. Soda-lime-
silicate or silica glass plates. whose surface roughness was about 6 rim,

have been used as substrates. The withdrawal rate has been 5 to 20 cm/min.
Dipping has been repeated after drying at room temperature or after heat
treating. The gels and the surface of the gel coatings have been observed
by SEM and TEM. The thickness, d, and refractive indices, n, of the gel
coatings have been measured with an automatic ellipsometer (Shimadzu, AEP-
100) during drying and after heat treating.

Mat. Reo. Soc. Symnp. Proc. Vol. 1I0. c199 Materiale Resarch SocotyI
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RESULTS AND DISCUSSION

Gel Formation

Monolithic gels of hydrous V 0 have been obtained with and without
acidic catalysta, when pH ý 2.2 [3]• The gelation time is a few seconds.
T.e color of the solution changp from4 ~ed-orange to green during gelation
and aging due to reduction of V to V . The fraction of reduced V ion is
about 0.2 or more [7]. Monolithic gels of Ta 0 and Nb 0 have been
obtained with acidic catalysts, when pH ! 3 (*i•. 1, 2)• 5 The gelation time,
several minutes to about 100 h, becomes shorter when the concentration of
H 20 or metal alkoxides is increased.

Hydrous V2 05 gels are fiber-like, as shown in Fig. 3, and about 10 nm
or less in thickness. On the other hand, Ta 2 0 5 and Nb20 5 gels are granular
and 200 to 300 nm in diameter (Fig. 4).

200 nm 500 nm

Fig.3 TEM photograph of V2 0 5 gels Fig.4 SEN photograph of Ta2 05 gels
from VO(C 2H5 0) 3 , dried at room temps- from Ta(C 2 H50) 5 , dried at room temp*-
rature. rature.
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Dryin- of V2 02 gel coatingS

The hydrous V205 gels are known to have a layer-like structure [2].

It was reported that the fibrous polymer was oriented in thin V2050 coaings

[8]. It was also suggested that the V2 05 gels had a 3-dimensiona.ly ordered

structure [7]. An example of the changes in d and n of V2 0 5 coatings is

shown in Fig. 5. In the first stage of drying, d decreases and n increases

rapidly. Densification of the gel coating takes place due to evaporation of

solvent. In the following stage, d increases and n decreases. These re-

sults indicate that the coatings become less dense. These results may be

attributed to coarsening of pores in the coating and/or increase in surface

roughness. Both effects are considered to be due to release of capillary

pressure during drying [9]. The increase in d and the decrease in n during

drying have been hardly observed after 10 repetitions of the dip-coating

process (Fig. 6). After each dipping, the gel coating was dried at room

temperature for 30 min. Both d and n of the coatings, dip-coated more than

10 times, changed little after drying for 30 min. Effects of dipping num-

bers on d and n are shown in Fig. 7. Both d and n are increased by re-

peating dipping, and come to saturated values. It seems that rearrangement

of the fiber-like polymers of hydrous V2 05 takes place during the repeated

dip-coating process, and the coatings are densified.

E0
, o0
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Fig.7 Effect of dipping number on d Fig.8 Changes in d and n of Nb2 05

and n of V 0 gel coatings, dried at gel coatings, dip-coated 3 times,

room toupraure. during drying at room temperature.
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coatins ,I

0 5 10 15
An example of the changes in Numbers of dipping

d and n of these gel coatings
during drying is shown in Fig. 8. Fig.10 Effect of dipping number on
In the first stage of drying, d d and n of Ta 0 gel coatings, heat
decreases and n increases. In treated at 508'a for 30 min.
the following stage, decrease in
n is less significant than in the
case of V2 0• gel coatings, and increase in d is scarcely observed. The
difference getween the drying behaviours of V 05 gel coatings and Ta205 or
Mb20• gel coatings is considered to be attributed to the difference of the
capillary pressure in the wet gel coatings, because the diameter of the
granular gels of Ta 0 and Nb2 05 is much larger than the thickness of the
fiber-like gels of 420a.

Both l and n of T10 and Nb•.,0 gel coatings have increased with in-
creasing number of dipp g (Fig. 9) n increases after the first few
dippings and comes to a saturated value. However, saturation of d is not
significant in comparison with the case of V2 0 5 gel coatings. When the
coatings of Ta 2 0 and Nb205 gels were heat treated at 300 to 500C for 5
min after each dipping process, d increased proportionary to the number of
dipping (Fig. 10).
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Crystallization of T822, and N £01 te coatings

Crystallization temperatures of Ta 05 and Nb 05 gels have been deter-
mined by DTA (Fig. 11, 12). After the Leat treatmet at various teutpertures,
X-ray diffraction of the gels has been measured. Diffraction peaks of Ta 0
have been observed after heat treating at 480*C for 2 h (Fig. 13). n of h
Ta 205 gel coatings increases remarkably up to about 500*C (Fig. 15). d of
the coatings also changes in this temperature range. Similar results of
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shrinkage of Ta 0 5 gels have been reported [5]. Both d and n changes little
after heat treeAfing at temperatures higher than about 500"C. n of the cry-
stallized Ta0O5 coatings is near to that of sputtered Ta 2 0 5 coatings (10].

Diffraciion peaks of Nb,05 have been observed after heat treating of
Nb 20 gel coatings at 350-C for 1 h (Fig. 14). n of the Nb 200 gel coatings
decreases after heat treating at 4000C (Fig. 16). This resuli suggests that
the surface roughness and/or porosity of the gel coatings are increased by
crystallization. After the heat treatment at 500"C, however, d decreased
and n increased. These results may be attributed to the further crystalli-
zation and rearrangement of the particles by heat treating.

Both Ta205 and -b205 coatings are transparent.

CONCLUSIONS

Gel coatings of hydrous V205, Ta 2 05 , and Nb 2 O., about 10 to 100 unm in
thickness have been prepared from metal alkoxides Khrough hydrolysis and
dip coating. Changes in and of the coatings have been measured by
ellipsometry during drying and heat treating. The densification behaviours
during drying are affected by morphology and size of gel particles. V2 0
gel coatings, consisted of thin fibrous polymers, become less dense during

drying due to release of capillary pressure. However, such phenomena are
hardly observed for granular gel coatings of Ta.05 and Nb O.

Effects of crystallization on and of tfe gel coafings have been
also discussed.
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BIOMIMETIC CERAMICS

PAUL CALVERT
Arizona Materials Labs. 4715 E. Fort Lowell R Tucson AZ 85718

ABSTRACT

This paper discusses the possible advantages to be gained from a bio-mimetic
approach to ceramics and reviews the work now in progress that will lead us to be
able to mimic biological structures with synthetic materials.

BIOLOGICAL CERAMICS

There are many biological materials that can be thought of as ceramics,
including tooth and shell. In general these materials are usually composites with low
volume fractions of polymer present that modify the properties without detracting
from the hardness ceramic. Examples that we might wish to emulate in synthetic
ceramics include:

(a) nmmmalian tooth, with a high volume fraction of hydroxyapatite rods
bound together by protein to form an outer wear-resistant layer over tougher dentine
[1];

(b) nacreous shell where aragonite plates are stacked in a bricks-in-wall type
of structure with a thin layer of chitin and protein acting as mortar [2];

and (c) sea-urchin spine, a porous single crystal of calcium carbonate, covered with
a protective polymer layer and toughened by protein entrained actually within the
crystals •3].

More general arguments about why we might wish to mimic other aspects of
biological materials have been given elsewhere [4]. As illustrated in table 1, we can

Strength of Biological Ceramic Composites

Mineral Strength Toughness
% MPa J m 2

Enamel 92 76 200
Whale bulla 66 33 200
Dentine 48 2.50 550

Bone 41 270 1700
Antler 31 179 6200
Nacre 96 170 350-1240
Alumina 100 100-1000 50

From Vincent [13]
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see bone-like materials as offering a range of very tough composite structures with
properties varying from those of a ceramic to those of a reinforced rubber. The
materials can be assembled into structures with internal composition gradients
allowing complex structures to be formed without any joints between materials with
different properties.

GOALS FOR BIOMIMETIC CERAMICS

With the examples outlined above in mind, it is possible to put together a list
of the benefits that might be expected from the development of bio-mimetic ceramics.

The most obvious benefit is that it should be possible to produce materials with
the high hardness and chemical resistance of ceramics by room temperature formation
methods. Such a material could have applications as coatings and linings and, by
analogy with tooth, in various cutting applications where a ceramic edge is backed by
an integrated composite body.

The major limitation is that the maximum operating temperature will be
limited by the polymeric component. If we are willing to assume that some softening
of a minor polymer component will not greatly detract from the performance of a
polymer-bound ceramic, like tooth, we can expect a temperature ceiling of somewhere
in the range of 300-4000C. There are polymers that can withstand higher
temperatures without decomposition, like polyphenylene, but they tend to be brittle
and so would be poor binders. Even with this temperature limitation, the material
would compare favorably with partially stabilized zirconias.

With the inclusion of a polymeric binder, surrounding grains, with a volume
fraction of about 5%, we can expect to add substantial toughness to the ceramic. This
is suggested by the studies of Aksay and Sarikaya showing the polymer phase in
Abalone [5] shell being stretched out in fibrils across a growing crack. From the
example of sea urchin spine [6], we can also expect to be able to incorporate
toughening polymers within a ceramic single crystal, and to be able to control the
growth morphology of this crystal to conform to an arbitrary pre-defined shape.

Matrix control of ceramic particle formation should allow us to form anisotropic
particles from materials that are normally equlaxed or spherical. This could occur
through the preferential adsorption of growth poisons to developing crystal surfaces,
as seems to occur during the growth of aragonite in either prism or platelet form. In
addition, a matrix is not necessarily an isotropic environment. Particle formation in
a highly oriented polymer medium with large differences in modulus and surface
energy in different directions can be expected to lead to changes in the particle growth
morphology. We have studied methods for growing oriented organic particles in
polymer matrices, as have some others [7,8].

If we had aecess to highly anisotropic ceramic powders, we could use these to
reinforce conventional ceramics as has been done with silicon carbide whiskers. We
could also, in principle, make ceramics completely from anisotropic particles and
toughened by the pull-out of rods or plates at a crack surface. The problem in this
case is to achieve der i packing of the fibers. This problem has been resolved in a
rat's tooth (ref. 1, p.1, .) but is achiev"d by the packing occurring as the rods are
actually formed. We may be able to similarly grow green bodies containing a high
enough fraction of rods to be uinterable.

The effectiveness in biomineralization of control over the deposition site,
suggesta that we could produce complex structures by growing ceramic deposits at
specific sites on a surface. Such deposita might be localized on a silicon surface to

________________________
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provide part of a sensor structure, for instance.

BIOPARTICLES

One direct application of biological methods in ceramics could be to use
organisms as a source of particles. The range of minerals synthesized by organisms
is large [1] and this range can probably be greatly extended if abnormal levels of
metals are included in the growth medium. Thus it has recently been shown that
yeast can produce particles of cadmium sulfide if it is grown in a calcium-rich medium
[9]. Presumably this is a detoxification reaction.

The magnetotactic bacteria form small single crystal particles of magnetite,
each one surrounded by a membrane which controls inter-particle interactions [10].
In principle such particles could be harvested and used as a dispersant-treated powder
for magnetic media. However, the costs involved in forming powders by fermentation
in a dilute suspension and subsequent separation from the bacterium, may be
prohibitive.

Possibly there are some markets where the small size and reproducibility of
this route makes the proce viable. There may also be sense in adopting a "bio-
mimetic" approach to precipitating powders, in that we should endeavor to form the
powder with a dispersing coating in place around each particle and never remove this
until the final sintering step, hence avoiding the formation of hard agglomerates.
Ring [11] has in essence studied such a process of dispersion during growth of
titania particles from alkoxide.

ONGOING WORK

A number of groups are studying shells and teeth from the point of view of
explaining the source of the toughness and strength in these materials. The
background has been well discussed in the books of Wainwright et al. [12] and
Vincent [13]. Heuer and Laria [14] and Aksay and Sarikaya [5] are studying
mollusc shell with a view to elucidating the fracture mechanism and defining the
fracture behavior. This has also been studied by Jackson, Vincent and Turner [15].

In this meeting Aksay has discussed the preparation of ceramic composites
using principles taken from these shell structures.

Mann and Heywood [16] have been studying the formation of calcium
carbonate at lipid monolayers in order to discover the mechanisms of control
operating in shell formation. Addadi and Weiner have been investigating the effect
of various acidic macromolecules in this system. Nancollas and co-workers are
carrying out similar studies of the influence of additives on hydroxyapatite formation
[17].

Rieke and Tarasevich are investigating methods of modifying surfaces to
promote local precipitation and attachment of inorganic particles such as iron oxides
and sulfides [18].

Our work has focussed on establishing methods of forming metal and oxide
particles in polymer films, including iron oxides, iron and titanates [19]. Now we
are setting up a light scattering system to continuously monitor particle growth in
polymer films and so learn more about the mechanisms of precipitation in a matrix.

This work on the formation of second phase particles in polymer is clearly
related to that on ceramers and polycerams which is discussed later in this meeting.



Once we have decided that interesting structures can be produced by the combination
of polymer and ceramics, there are a multitude of methods of actually carrying out
this combination.

The work by Zelinsky, Uhlmann and co-workers, and by Schmidt is discussed
elsewhere at this symposium. Nominally single-phase silica-polymer blends are
formed by various strategies of sequential or concurrent polymerization and gelation.
Wilkes and co-workers have produced single phase blends of alumina and polyether
by a similar route [20].

Mark has precipitated iron oxides into butyl rubber (21], and titania into
silicone rubber [22]. In the first case the volume fraction of filler was low, up to
2%, but in the latter case it reached 44 vol% based on dense titanisa The titania was
introduced by swelling silicone rubber in liquid titanium alkoxide and then
transferring the swollen rubber to water containing an acidic or basic catalyst.

K.A.Mauritz [23] has produced composites of titania in polybutylmethacrylate
up to about 11 vol% titania. Films were cast from solution and hydrolysed in moist
air. Satisfactory films were obtained with titanium tetraethoxide and tetrabutoxide
but not with the tetraisopropoxide or zirconium tetrabutoxide. this presumably
reflects different degrees of liquid-liquid miscibility. This group has also produced
composites of silica precipitated into Naflon fluorocarbon membranes [24].

So far there have been developed methods to produce polymer-modified glasses
(ceramere and polycerams) with polymer fractions varying from very low up to 50%
or more. These materials are commonly transparent but may be phase separated on
a micro scale. We also have methods for the formation of micron or sub-micron
particles of amorphous oxides in polymers. We have found that many of these oxides
can readily be crystallized in the polymer at low temperatures by a hydrothermal
treatment. These particles can be formed at volume fractions up to about 50%. We
have also shown that such composites can be sintered to dense ceramic [25]. We
do not yet have a route to very high volume fractions of ceramic or glass particles
surrounded by a thin layer of polymer (<10vol%). We also do not have a route to a
continuous phase glass or ceramic system toughened by small inclusions of polymer
such as is suggested by the sea urchin spine. Even at a single composition there are
clearly several distinct composite morphologies that can be formed.

Here too there may be a lesson from biology in that most of the human body
is constructed from one structural polymer, collagen, one film-former, keratin, one
mineral, hydrozyapatite, one rubber, elastin, and a group of closely related ionic
polysaccharides. Skin, bone, tendon and cartilage are built from varying
arrangements of these components. Hence we can expect ceramic/polymer blends to
give us a wide range of microstructures, morphologies and properties.

FUTURE DEVELOPMENTS

Current work can be expected to take us to the point of being able to make
biomimetie thin ceramic films. Questions that remain untackled at this point include
approaches to making bulk material, methods for producing non-oxide or sulfide
ceramic particles, and the use of high temperature polymers as matrices to provide
better thermal resistance in polymer ceramic composites.
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BIOMIMETIC PROCESSING OF CERAMICS
AND CERAMIC-METAL COMPOSITES
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ABSTRACT

Biomimetic design and processing of laminated B4C-AI cermets, based on knowledge gained
from the microstructure-property characterization of abalone shells, is described. In the nacre
section of the shell, the microstructure is highly organized as CaCO 3 (aragonite) crystals, with
a thickness of 0.25 lim, separated by a layer of organic matter 300-500 A thick. This organization
forms a miniature "brick and mortar" microstructure. The resultant strength and fracture
toughness of the nacre, i.e., 180 MPa and 7 MPa-m1 /2, arc many orders of magnitude higher
than those of monolithic CaCO3. The processing of laminated B4C-AI cermets, based on the
microstructure of the nacre, was performed by a combination of tape casting of the ceramic
and infiltration of the metal. The resultant cermets displayed a 40% increase in both fracture
toughness and strength over monolithic B14C-Al cermets.

INTRODUCTION

The use of composite materials has become popular and frequently necessary to meet the
requirements of technology. The employment of composites is well appreciated from the fact
that unique arrangements of constituent materials not only satisfy specific requirements but
also exhibit properties superior to the sum of each component.

Laminated composites which have planar geometry are one example and can be found
both in nature and early civilizations. Examples are seashells, glued woods, and metallic armor.
Even though exotic techniques and materials are introduced in the processing of laminated
composites for modern applications, the flexibility of offering specific anisotropic properties,
such as a specific strength, toughness, and stiffness, makes laminated composites attractive and
provides an edge over single-phase materials.

The discovery that modern laminates formed from composites with a nanoscale architecture
have enhanced properties has drawn much attention. It has led to the reexamination of the
structure-property relationship in composites with different scales of size. Eutectic composites,
frequently known as in situ composites, exhibit a well-aligned fibrous or platelet-reinforcing
phase by directional solidification or by phase transformation, the classical example being the
pearlite structure. A wide range of materials belongs to this group such as metal-metal,t

metal-ceramic,2 intermetallic-intermetallic,! metal-intermetallic, 3 and ceramic-ceramic4" sys-
tens. In all cases, the size dependency of properties was observed and is known as the
liall.Petch relationship, a - a,, + kd , for ductile phases and the Orowan relationship, of
- YKIcd- 1/, for brittle phases. Although directional solidification is a thermodynamically-
driven process, precise control of the interfacial characteristics and composition of the com-
posites was possible even when the size was reduced to a few microns. Similar microstructures
can be obtained at the nanometer range through the use of physical or chemical deposition
techniques which are not limited by thermodynamic parameters. The subsequent enhancement
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of properties results in unique behavior which is not only size dependent 7' 8 but also de1,endent
on the nature of thc interfaice,'" 0 a phenomenon known as the supermodulus effect.II

A laminated architecture is especially useful in naturally-occurring composites such as
seashells where it maximizes strength and toughness, sometimes exceeding the properties of the
constituent materials by more than 20 times.12,13 It should be noted that the biologically-
produced laminates are formed in siMu as are eutectic-like composites and have the same
nanometer scale as superlattices. The classical work of Cook and Gordon 14 on the importance
of interracial bond strength in determining toughness can be seen in the enhancement of
toughness in laminates as well. Refined modelsn15,6 are found in brittle matrix composites with
all necessary microstructural dependencies. Our interpretation or the enhanced strength of
biological laminates requires that a ductile-phase reinforcement be present so that the strength
of the composite exceeds that of the strength of the component phases. This behavior has
been observed in ceramic-metal composites which have been processed under the presence or
strong wetting conditions where a liquid phase has formed between the molten metal and the
ceramic phase such as in sintered WC-Co 17

"
19 and liquid metal-infiltrated B4 C-AI compos-

ites.20-23
It is therefore apparent that further enhancement of strength and toughness is possible by

employing a laminated microstructure with a smaller size scale while keeping the ductile-phase
reinforcement, as in B4 C-AI cermets. It will be shown in this study that the properties of
laminated B4 C-AI composites indeed exhibit a size dependency in producing desirable enhance-
ments but do so without sacrificing density of the composite. In the following section, therefore,
we give a summary of the possible strengthening and toughening mechanisms in the nacre
section of the abalone shell and draw certain design guidelines for ductile-brittle laminate
materials. This will be followed by a section on the preliminary studies of B4C-AI laminated
structures which already exhibit superior mechanical properties over other existing cermet
structures.

Figure 1. SEN images showing the two possible toughening mechanisms that
significantly contribute to the toughening ýt the nacre section of the abalone
shell: (a) sections, (b) ligament format:Lon.
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POSSIBLE TOUGHENING MECHANISMS IN LAMINATED

MICROSTRUCTURES IN SEASHELL: EXAMPLE, NACRE

Structural components in biological systems such as load-carrying skeletons, grinding com-
ponents such as teeth, and impact resistant "coats" like seashells, all have highly organized
microstructures composed of an organic matrix and an inorganic major phase. In processing
these structural components, the organism has full control so that the composite is tailor-made
to fulfill certain functions in the body. In all these cases, because of the highly organized
microstructures, biological composites have unique properties not yet achieved in synthetic
materials. Therefore, it is imperative to examine biological composites to understand the
relationship between microstructure and properties. Here we summarize mechanical property-
microstructure relations in the nacre of abalone shell, draw some guidelines for laminated
materials design, and subsequently apply these to the design and processing of laminated
B4C-AI cermets.

In genera!, seashells have various microstructures, each designed and processed to have
optimum mechanical properties, such as adequate toughness, strength, hardness, or wear-
resistance depending on the living environment of the animal. Nacre is a common structure
found in many seashells and it primarily provides "toughness" to the shell. In the case of red
abalone (Haliotis refuscens), the shell in the transverse direction (through thickness) consists
of an outer prismatic layer and an inner nacre layer.12.13 Two forms of CaCO3, calcite and
aragonite, constitute the inorganic component of the composite in the prismatic and nacreous
layers, respectively.12 The microstructure and mechanical properties of the nacreous layer are
described here only when relevant to the present work.

The nacreous layer is composed of 95% CaCO 3 by volume and is organized in a "brick
and mortar" configuration with the remaining organic matrix (proteins, macromolecules, and
chitin). The CaCO 3 layers are individually composed of hexagonal shaped crystallites with a
thickness of 0.25 Irm. The organic layer between the CaCO3 layers has a total thickness of
about 20-50 nm and is composed of several layers of different organic components, the detailed
structure of which is still not well understood. 13
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The mechanical properties in terms of fracture toughness (a straight notched three-point
bend) and fracture strength (four-point bend) have been evaluated in the transverse direction.
Typical values of of and KIC are 180 MPa and 7.0 MPa-ml/2, respectively. These high values
for mechanical properties may be explained based on the behavior of crack propagation during
failure. The study of crack propagation features reveals a high degree of tortuosity not seen
in monolithic ceramics such as brittle A120 3 or ZrO2. Certain toughening mechanisms such
as microcrack formation, crack branching and blunting, and plate "pull-out" all operate in the
nacre. However, the more than 20-fold increase in fracture toughness of the shell, which
consists of 95% CaCO3 and 5% organic matrix, compared to monolithic CaCO3 , cannot be
explained by any of these mechanisms. However, two other mechanisms not usually seen in
synthetic composites probably are the causes of the extensive toughness and strength increase.
Both sliding of CaCO3 layers on each other and organic "ligament" formation between layers
occur when the resolved applied stresses are parallel and perpendicular to the layers, respectively
(Figures 1(a) and (b)). The sliding mechanism in the nacre is reminiscent of plastic deformation
by the movement of dislocation on slip planes in metals. Therefore, the propagating crack can
only advance under constrained crack opening conditions, and only after considerable energy
absorption, which results in a toughness increase. Both of these toughening mechanisms require
that the organic phase be highly plastic and that the interface between the CaCO 3 and the
organic phase be "strong." 13 In the above qualitative analysis neither the crystallographic
configuration of the individual CaCO3 plates nor the organization of the macromolecules
(which are in the liquid crystalline form) is considered.

DESIGN GUIDELINES ON LAMINATED MATERIALS

The unusual combination of mechanical properties in the nacre as compared to synthetic
ceramics and composites comes from (i) the intrinsic properties of the component phases
(inorganic-brittle and organic-soft), (ii) the unique and highly ordered microstructure, and (iii)
the size of the layers. Therefore, a number of design guidelines can be drawn from the study
of the seashells. Based on the study of nacre, synthetic composites should possess:

(i) a laminate thickness of the hard-brittle component of less than I Wm and a
soft component of less than 1000 A;

(ii) a highly plastic soft phase;

(iii) strong interfaces between the sofi and the hard phases;

(iv) the ability of the soft phase to bind to the hard phase (strong interfacial
bonding) and provide either plasticity to the whole composite (for sliding)
or form ligaments to constrain crack opening, depending upon the resolved
applied stresses

In practical processing, these guidelines may be difficult to apply. However, they are useful
in the sense that they serve as ultimate conditions to be achieved for submicron laminate
design. In the present study with B14C-AI, mimicking lamination even with laminate thicknesses
larger than 10 pm resulted in both fracture toughness and fracture strength improvements of
more than 40%, as discussed in the next section.



PROCESSING OF LAMINATED B4C-Al COMPOSITES

materials

Two types of 114C powders (supplied by the ESK Company) were: used as starting powders.
The main difference between the two powders that is of interest for this work was their packing
behavior as a function of p11, as shown in Figure 2. USK 1500 B4C shows a lower packing
green density compared to ESK sintering powder at all pHl values324 The pH was adjusted with
reagent grade IlCI or N114011. Rhoplex IIA-8, a polyacrylic-based emulsion from Rthom and
llaas, was used as a binder. DIF-160L foamiaster from Hlenkle was used as a defoamer agent.
Finally, aluminum alloy 1100 was used as the source of the metal phase.

Figure 3. Laminated B4C-Al comaposites processed by the first method.
Arrows show Al-rich regions.

Fabrication Of the Lwrnnated Structure

The laminated composites were formed by three basic methods: (i) Partially sintered 114C
tapes were sandwiched with Al sheets and then heated to induce infiltration. (ii) Green BaC
tapes were stacked, partially sintered, and then metal infiltrated. (iii) Green 114C tapes of
different porosity were laminated (stacked and pressed), partially sintered, and then metal
infiltrated.

In the first method, after B4C tapes were cast, each tape was individually sintered to the
desired density between polished graphite discs in order to prevent curling. Sintered tapes were
then stacked with Al sheets and the whole stack was then heated to induce infiltration. The
resulting structure was a 114C-AI composite with Al interlayers (Figure 3). In the second
method, BW tapes were stacked and the entire stack was then sintered. The resulting sintered
body was composed of individual tapes of known density which were tightly sintered together
hut had almost a continuous thin gap between the tapes. The body was then infiltrated with
aluminum. The resulting structure was a 134C-Al composite with a thin (- 5 pm) Al interlayer
(Figure 4). This method was used when B4C tapes were thinner than 90 lsrn. At these
thicknesses, tapes could not be sintered by the first method without introducing defects into
them. In the third method, tapes Of 84C with different green densities were stacked and
laminated under pressure and temperature. The laminated body was then sintered and subse-
quently infiltrated with Al. The resulting structure is a 114C-AI composite with graded mor-
phology (Figure 5).
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Figure 4. Laminated B4C-A1 Figure 5. Laminated B4 C-Al
composites processed by the composites processed by the
second method. Arrows show third method. Arrows show
Al-rich regions. Al-rich regions.

RESULTS: MICROSTRUCTURES VERSUS MECHANICAL
PROPERTIES IN B4C-AI MICROLAMINATES

The fracture strengths of the B4C-AI composites were evaluated with four-point bend
specimens, having a size of approximately 3 mm x 3 mm x 55 mm with a I turi surface finish.
The test conditions were as follows: minor span size 12.7 mm, major span size 38.1 mm, and
crosshead speed 0.05 mm/min. Fracture toughness was measured using approximately the same
size bars with a single straight notch. The notch was cut by a diamond wheel saw with a
250-micrometer width. The tip of the notch was damaged by using 1/4 micrometer diamond
paste and a razor blade. The ratio of the notch size to the sample height was 0.33. A
three-point bend fixture and a crosshead speed of 0.05 mm!/min were used.

Mechanical property testing of laminated B4 C-AI cermets showed an increase in fracture
strength and toughness over the same Al-content materials processed with a monolithic mor-
phology. Both the laminated structures with continuous Al layers (methods i and ii) or with
graded structures (method iii) showed significant increases in fracture strength over monolithic
material (Figure 6). 1lowever, the fracture toughness of the structures with continuous Al
layers was found to he lower than the monolithic material. Further, as the Al content increased,
the value of fracture toughness decreased. This is due to regions in the microstructure where
Al is depleted, as shown in the scanning electron microscope (SEM) image (Figure 7). This
depleted Al region is partially due to the precipitation of AIB 2 in the Al layers as well as
processing defects caused by the infiltration of thin, sintered boron carbide tapes. In a fully
dense composite without interracial reaction products, the Al layers act as effective barrier
against crack propagation (Figure 8).

The Al content of laminated samples in Figure 7 was altered by changing the ratio between
the Al-rich and B4C-rich layers in the microstructure. In Figure 9, the fracture strength and
fracture toughness values are plotted versus the thickness ratios for laminated samples of Figure
6. It was revealed that a ratio of 6 to I of high boron carbide content tape to low boron
carbide tape (and hence the Al-rich region in the post infiltration microstructure) with a 33.5
vol. % Al content (Figure 6) results in the highest fracture strength (945 MPa). Samples with
a continuous Al layer do not show a maximum in fracture strength and the trend on fracture
toughness is the opposite compared to graded samples.



141

1 141
I- 13J

St 0 46 t6
dimhnun omnuw (v,•

Figure 6. Fracture strength and fracture toughneas of B4 C-Al composites.
(a) monolith, (0) laminate with continuous Al layers, (1) laminate with
graded layers.

Figure 7. An example of depleted
Al region.
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Figure 8. Blunting of a crack at the
Al-rich region (SEN Image).

After the proper ratio of high 114C content to low 0 4C content (or At-rich laminae) was
determined to be 6 to 1,* simultaneous changes in the size of both laminae were made while
maintaining the ratio.

The effcct of changing the thickness of the laminac on both fracture strength and fracture
toughness is shown in Figure 10. As expected from the 1 lall-Petch relation, the coarsening of
the microstructure by increasing the tape thicknesses degraded the mechanical properties, with
values approaching those for monolithic samples. Finer 6 to I ratio graded laminate structures
have not been processed at this time due to the difficulty in casting and handling tapes thinner
than I5 pim.
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Figure 9. Fracture strength and fracture toughness plotted
against B4C thickness ratios.
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Figure 10. Fracture strength and fracture toughness
vs. B4C thickness plats.

SUMMARY AND CONCLUDING REMARKS

It was illustrated in this work that by processing materials based on the microstructures
in biological systems, it is possible to significantly improve their properties. In biological
systems, such as in the nacre section of the abalone shell, the inicrostructure is highly controlled,
down to the nanometer scale. In the nacre shell structure, the component phases, CaCO3
(aragonite) and organic matrix (a composite of chitin and macromolecules) form laminates 0.25
pm and 0.05 pm thick, respectively, stacked together to form an overall thickness up to a
centimeter. Because of this unique microarchitecture, and also duc to the properties of interfaces
and the organic layer, unusual toughening and strengthening mechanisms operate, resulting in
unexpectedly high mechanical strength and toughness values.

The processed B4 C-AI laminated cermets, based on the design principles outlined in the
nacre, also show improvement in mechanical properties, both in fracture toughness and strength.
These laminates were processed by tape casting of the B4 C layers which were then infiltrated
with molten Al. The resulting microstructure produces layers of B4 C and Al, which are both
continuous (unlike in the nacre) and have minimal reaction products at metal-ceramic contacts
but still ensures a highly strong interface (like in the nacre).

Neither the fracture toughness nor the fracture strength of the nacre can be predicted
based on the known relationships between the fracture toughness and critical flaw size (as in
the Griffith relation), nor between the strength and the grain (or laminate) size (as in the
Hall-Petch relationship). It should be noted that seashells have many different shapes with
different microstructures, but all are based on the same basic components, i.e., CaCO3 and the
organic component.' 2 Their microstructures have widely varying properties, The organic com-
ponent can have its own unique "microstructure" in each of these .. •ses. These issues have
not been addressed in this paper. Only the gross microstructural features of the nacre have
been mimicked in B4C-AI laminates. In addition, in the case of B4C-AI cermets, the size or
the laminated layer is far from what might be required to achieve the unusual increases in
mechanical properties as seen in the nacre. These issues, therefore, call for further detailed



U34

studies in the biomuimicking area in order to process highly ordered and tailored microstructures

to achieve specific, non-isotropic properties in materials.
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ABSTRACT

Nanometer sized magnetic particles have been fabricated by aqueous phase
coprecipitation inside single compartment vesicles. These vesicles were
"generated by sonicating egg yolk phosphatidylcholine molecules in an
appropriate ionic solution containing the reactant cations. Using cobalt and
ferric nitrate as the starting solution, the reaction product was the desired
cobalt ferrite; direct formation of the oxide is potentially a very important
step. For the barium and ferric nitrate systems, the reaction product could
not be identified easily. However, we have not been able to produce barium
ferrite directly. In an attempt to compare the effect of drastic changes in
the microenvironment, we have also completed aqueous phase precipitation in
multilamellar vesicles. For the aluminum nitrate system, precipitation takes
place only in the outermost lannular" space. Multiple particles are formed,
and the resultant diffraction pattern shows a close match with an aluminum
hydroxide chloride complex. This differs significantly from the product in
single compartment vesicles, where O-A11 0 3 was formed, and in free
precipitation which resulted in Al(OH) 3.

INTRODUCTION

Phospholipid vesicles form an organically constrained nanometer sized aqueous
core that can serve as unique reactors for the synthesis of nanometer sized
ceramic particles. The organic membrane is permeable to anions but does not
permit transport of cations. Utilizing this key property, reaction can be
confined to the intravesicular space only, producing both single component and
composite nanoparticles [1-31. Precipitation within vesicles also offers other
important pathways for the mediation of final particle size and phases. These
include polar head group mediated organization of the reactant cations that
lead to unexpected phases (3], fine control of the Lntravesicular
supersaturation as well as concentration with a concomitant control on the
final particle size, phase and morphology. In fact, precipitation within
these highly constrained domains gives product that is significantly different
in crystallinity, morphology, size and phase from the same reaction in free
solution. In this paper, we explore aqueous phase reactions in both single
compartment and multilamellar vesicles (MLV). The aqueous regions in NLV form
a microenviromaent for precipitation that is quite different even from the
encapsulated regions in single compartment vesicles because of the extreme
proximity of the polar head groups in neighboring bilayers. These head groups
can act as parallel templates predisposing the organization of the reactant
cations, and restricting the range of phases that are possible in the final
product.
Because of their practical utility, the experiments reported here for the
single compartment vesicles are from attempts to produce nanoweter sized
magnetic narticles- -more specifically, barium and cobalt ferrite (BaFe1 201 $ and
CoFePO4 respectively), by coprecipitation. These particles have a host of
commercial applications, including longitudinal and perpendicular recording,
ferrofluids and magnetic inks. They can also he sintered together to produce
larger permanent magnets. Cobalt ferrite can be produced by coprecipLtation
of cobalt and ferric ions at relatively low temperatures (m60"C), and
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therefore hold the potential of forming intravesicular magnetic particles In
s1tu. For the multilamellar vesicles, we have worked with precipitation of
Ai1d3 , primarily for comparison with the reaction product in single
compartment vesicles.

SXPERIMENTAL STRATEGY

Precipitation in Single Couoartnt Vesicles

All chemicals--Ia(NO3) 2 , Fe(NO3 )3 .9H 20, Co(M30) 2 and HaOH--were obtained
reagent grade from Sigma Chemicals. Reverse osmosis single distilled water
was passed through a 4-stage Millipore Nilli-Q system, and all solutions were
made using this water. The cation ratio in the solution was kept equal to
that in the desired ferrite phase. The total cation concentration in the
Ba-Ft and Co-Fe systems was 0.1 M and 0.15 N respectively. The details of the
precipitation technique are given in Ihandarkar and Bose (31, and are only
briefly summarized here, and shown schematically for the Co-Fe system in
Fig. 1. Egg yolk phosphatidylcholine (pc) molecules are added to the
appropriate ionic solution to form a 1% w/w pc solution. This mixture is then
sonicated until single compartment vesicles are formed. This solution is then
passed through a sodium form ion exchange colmn, so that all the
extravesicular cations are replaced by sodium ions. Sodium hydroxide is then
added to the extravesicular phase. Because the vesicle wall is permeable to
cations, the hydroxyl ions permeate into the intravesicular space and react
with the available cations to form a product.

so mcate ion exchange

Fg(Nhsb + CO(N3sb PC MOlWeue Pe(NO3hj + Co0'D3)2

Add NaOH

Figure 1. Schematic illustration of the process used for intravesicular
coprecipitation of cobalt ferrite.

- - 1 ,
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Precinitation in Nultilamellar Vasicles

HLV were formed in a I M reagent grade A&iC1 solution by sonicating only
briefly (approximately 5 mwn). The remaining steps are identical to those
reported above for single compartment vesicles.

All experiments have been conducted at room temperature. The products
in both cases were examined by transmission electron microscopy. Electron
diffraction was completed to identify the product phases.

RESULTS AND DZSCUSSION

Figure 2 is an electron micrograph of the intravesicular product for the Co-Fe
system, clearly showing nearly spherical particles of average size 15 ma. The
corresponding wide area electron diffraction pattern is indexed in Table I.
The product has all the intense peaks of CoFe2 O,, which is the desirable
ferrite phase. However, some additional peaks are also apparent, indicating

the presence of an additional phase(s).
Table I We are currently in the process of making

magnetic susceptibility measurements of
Lattice Spacings suspensions of these particles to further

identify the magnetic properties of this
material. It is important to note thatIntravesicular magnetic cobalt ferrite can be formed by

Product CoFe2 04  free Rrecinitation only at temperatures
(electron (X-ray about 60"C- -at room temperature the

diffraction) Card ) reaction product is invariably a mixture

of cobalt and ferric hydrxide, which, of
- 4.86 course, is not magnetic. The direct

-. formation of the oxide in intravesicular

2.97 coprocipItation is potentially extremely
important and has been observed in other

2.08 systems (1,2].
1.70 The product for the Ba-Fe system is
SLa0 shown in Fig. 3. No close match could be

SA• obtained for the resulting electron
diffraction pattern, almost certainly
excluding the possibility that barium
ferrite had been formed. Further
investigation is needed to determine if

other ratios of Ba to Fe ions will result in the desired oxide phase.
Figure 4 is a transmission electron micrograph of the product formed by

reaction of AIC1 3 with hydroxyl ions in multilamellar vesicles. It is
apparent that product appears only in the outermost aqueous region--all
reactant anions are apparently consumed there. Also evident Is the formation
of several particles at various points in the aqueous region. Electron
diffraction revealed that the product was noly c.talline AlOOHCI. This is
entirely different from the reaction product inside single compartment
vesicles, where P-A120 3 had been formed (2).

CONCLUSIONS

Intravesicular precipitation and coprecipitation is a novel method for
producing nanometer sized ceramic particles. We have been able to produce
cobalt ferrite, a material of great interest because of its magnetic
properties. For the particular conditions studied in the barium-iron system,
the product is not barium ferrite. Current research is focused on the
development of appropriate conditions for the direct production of the useful
magnetic phase.

.NoviI
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of cobalt and ferric nitrate in single compartment vesicles.

•..I

Figure 3. Electron micrograph of product formed from the coprecipitacion
of barium and ferrice nitrate in single compartment vesicles.
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Figure 4. Electron micrograph of product formed from the precipitation
of particles in multilamellar vesicles.

Precipitation for aluminum chloride solution in multilamellar vesicles
takes place only in the outermost aqueous region. The product is a
polycrystalline aluminum hydroxide/chloride complex, quite different from the
O-Al203 produced in single compartment vesicles.
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ABSTRACT

Wet chemical methods have been used with success to
synthesize films for a variety of electrical applications.
After first reviewing the important microstructural features of
films, the present paper focuses attention on ferroelectric (FE)
films. The present state of and critical issues facing wet
chemically derived FE films are considered. The needs for more
extensive microatructural characterization and for more
systematic exploration of electrical behavior are emphasized.

I. flEQDUCZION

Wet chemical or aol-gel deposition of films is a rapidly
advancing technology. Coatings can be formed from solution by
a number of methods, including spin, dip, spray and roller
coating; a wide range of compositions can be synthesized,
including multicomponent materials; and doping can readily be
effected.

The application of sol-gel methods to forming films is
natural in that maximal advantage of the wet chemical approach
can be taken, while cracking can be avoided - at least for
coatings of up to 0.5 im in thickness. Thicker coatings can be
prepared by using several coat-and-fire steps or organic
modification. Further, the inherently high raw material cost of
wet chemical processing is relatively unimportant in the case of
coatings.

The use of coatings in electrical applications is an area
of considerable importance. Such coatings include:
ferroelectric (FE) thin films, spin-on glasses, tantalum oxide,
silicon oxynitride, high temperature superconductors, fast ion
conductors, eloctrochromic films and transparent conductive
coatings.

For reasons of space, the present paper will focus
attention exclusively on FE films. The characteristics of such
films prepared by wet chemical methods will be compared with
those of films prepared using vapor deposition methods; and
critical issues which must be addressed for the implementation
of wet chemical FE films are considered.

It seems clear, however, that most thin film efforts -
including FE thin films - are property driven. Definition of a
desired combination of properties leads to specification of a
compositionj and variations in properties are effected by
changes in chemistry and processing. In such developments,
relatively little attention is directed to microstructure -
despite the key role played by microstructure in the development
of materials science and engineering as a discipline. For this
reason, it seem appropriate to consider the important
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microstructural features of films, whether deposited by wet
chemical methods or by physical deposition (as sputtering). The
importance of miorostructure in thin film technology has been
emphasized in a recent review [1]; and this importance seems
destined to grow during the coming decade.

II. MICROSTRUCTURE OF FILNS

The important microstructural characteristics of films
include: (a) grain size; (b) porosity; (c) chemistry; (d) phase
assembly; (o) orientation; and (f) substrate-film interactions.
Also of importance are multilayer films. Each of these will now
be discussed.

1. Grain Si. A characteristic feature size is observed, even
in amorphous films. In wet chemical derived films, this
represents local fluctuations in density and composition; while
in physically deposited films, it is often related to columnar
artifacts of the deposition process. After heat treatment, the
grain size of the crystallized film is often comparable to the
film thickness; but with appropriate treatment of at least some
compositions, grain sizes much larger than the film thickness
can be obtained.

In both wet-chemical and physically-deposited films, the
grain size is important: The curvature of the solid-vapor
interface provides the driving force for densification; and many
properties of films (often for poorly-understood reasons) depend
upon the grain size. In many films, particularly those
deposited from the vapor phase, there exists a gradient in grain
size though the thickness of the film, which can have a
significant influence on structural evolution and property
development. In cases where large grain sizes are required for
obtaining desired properties, the potential low temperature
processing advantage of wet chemical methods can be rendered
ineffective when subsequent high temperature treatments are
required to achieve the desired grain size.

2. Poit± * Porosity represents an almost-ubiquitous feature
of as-deposited films of all types. The porosity can be
discrete or interconnected, but is most often interconnected -

for vapor deposited as well as for chemically-derived films.
The volume fraction of pores is large, being typically about 50%
for wet-chemical films and 30% for sputtered films as examples.

Because of the high volume fraction of small pores in
typical films, the atmosphere can have a considerable effect on
the evolution of microstructure (and hence properties). As an
example, changes in atmosphere can lower the solid-vapor
interfacial energy (and hence decrease the driving force for
densification), but can raise the dihedral angle in
polycrystalline arrays (and hence provide a driving force for
densification where none existed before). besides such effects
on densification, porosity in thin films can play a significant
role in the development of pinholes (the besnoire of thin
films).

-
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3. Chemia=: Most ceramics of technological interest are
multi-component. Issues therefore arise with respect to cation
ratios, cation-to-anion ratios, and retained organic species,
hydroxyls, and gases in the deposition chamber (depending on the
method of depositing the films). The capability of depositing
multicaoponent films represents a notable potential advantage of
wet chemical methods; but this advantage has been poorly
exploited to date.

Because of the large specific surface areas of most film,
the chemical interaction of the film with the vapor phase is a
matter of considerable importance. Such interaction during
deposition affects strongly the structure of the as-deposited
films for physically-deposited as well as chemically-deposited
films. After deposition and throughout the period when high,
fine porosity prevails, issues such as the instability of most
oxides with respect to hydrolysis are significant; and
interaction with the vapor can have a considerable effect upon
densification and crystallization behavior, and even upon end
use performance.

4. Phase Assemblaae: Both physical and wet-chemical methods
frequently produce as-depositod films which are amorphous or are
comprised of metastable crystalline phases. Upon heat
treatment, the amorphous films convert to stable crystalline
phases, often via metastable crystalline phases. In few if any
cases has the potential been realized for developing tailored
metastable phase assemblages; and this represents an opportunity
for future development.

5. 9xLmatlmu. Orientation in films can be produced by the
deposition process itself (e.g., the columnar features in
sputtered films), or by unidirectional shrinkage and
densification/ crystallization in post-deposition processing.
The substrate can have both structural and chemical effects on
orientational anisotropy (see below); and even amorphous
substrates can have orientation-inducing effects.

6. Substrate-Film Interaction: Substrate-film interactions can
be structural, chemical or mechanical in character. Structural
(epitaxial) effects of substrates represent an area of
outstanding opportunity for the coming decade. Such effects are
expected when there is a strong crystallographic relationship
between the substrate and film phases; but these relationships
are often not apparent & priori (depending on the planes
involved); the substrate surface can differ appreciably in
chemistry (and hence in structure) from the bulk; and prediction
of epitaxial effects is in general a far-from-exact science.
Further complication is provided by the role of defects in the
surface of the substrate (ranging from dislocations to
scratch"e).

Chemical influences of the substrate include wetting,
adnesion (where wet chemical methods can provide a notable
advantage), surface segregation of impurities and adsorption of
vapor species, and interdiffusion and reaction on heat treatment
to form interphases between the film and the sibstrate.

S. .. . .l I il ... . p i l n . _ l•
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Mechanical influences include tensile stresses produced by
densification and crystallization of the film (or by its
transformation to a phase of higher density), tensile or
compressive stresses produced by the deposition process itself
(as in some vapor deposited films), and tensile or compressive
stresses associated with differential thermal contraction of
film and substrate. Wet chemical methods can offer advantages
in connection with the last effect.

III. FKNORLKCIRIC FI HThIN FUzS

Notable examples of FE films include BaTiO%, SrTiO3 , 1OO33 ,
PbTiO3 , and Pb(Zr,Ti)O3. These are widely used, often doped to
obtain desired properties, in a variety of applications and
devices. Among these are pyroelectric detectors, thermistors,
capacitors, displays and piezoelectric transducers.
Conventional techniques used to deposit these films include
evaporation and sputtering as well as use of powder slurries.
With such methods, control of stoichiometry is difficult to
achieve; and the high substrate temperatures required to
establish satisfactory FE properties, combined with the extended
times required for deposition, restrict the choice of substrates
and can impair the underlying device profiles.

1. Lead Titanates: The lead titanate family includes lead
titanate (PbTio0), lead zirconate titanate (PZT) and lead
lanthanum zirconate titanate (PLZT). In combination with
various dopants, they constitute the most versatile class of
perovskite ferroelectrics, and are extensively employed for
their ferroelectric, piezoelectric, electrooptic and
pyroelectric properties. Their applications range from
capacitor materials and optical modulators to slectrooptic
shutters. ol-gel derived PZT films have also been exploited
for IC neural networks (2].

Table I provides representative values of the properties
which have been obtained by sputtering and vet-chemical methods
for PZT and PLZT films. It is evident that bulk ceramics and
thin films are characterized by different dielectric properties,
and that the properties of thin films themselves cover a wide
range. This is not surprising in light of the myriad of factors
- chemical, processing and structural - which can influence
properties.

The lead-poor pyrochlore phase is often detected in as-
deposited sputtered PbTiOS, PZT and PLZT films at intermediate
substrate temperatures E4,5,7,19-22]. Post-deposition annealing
at higher temperatures is used to transform this phase into the
perovskitt structure and also serves to optimize the FE
propert es. Lack of reproducibility and non-stoichiametry of
the films pose serious problems, especially during multitarget
sputtering or multisource evaporation. At elevated substrate
temperatures, the volatility of lead is a matter of concern.
Incorporating excess lead or lead oxide in the targets has been
employed; but this approach remains quite system- and set-up-
specific. In many cases, the chemical, microstructural and even
the single-phase characteristica of the films are suspect, since
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PbO X-ray diffraction peaks have been detected in otherwise
amorphous as-deposited film [6,23].

Besides pyrochlore formation at substrate temepratures
below 550C, a lead-deficient PbTi3 OT phase can be formed at
higher temperatures (24,253. There is also ample evidence of
epitaxy in the literature, am illustrated by PLZT on sapphire
(22,26], (111) PZT films on (111) platinum [27], and C-axis
oriented PbTio3 films on xgO (24,25,28].

Net chemical synthesis of lead titanate films usually uses
a mixture of Pb salts such as acetates [29] with Zr/Ti
alkoxides, in some case reacting them in methoxyethanol [30] to
form complex alkoxides. Recent reports suggest an all-alkoxide
route [31], based on forming Pb alkoxides via reaction of
anhydrous Pb acetates with Na alkoxides. The presence of Na,
even in concentrations as low as 100 ppm, may prove deleterious
to performance, however, especially if the films are used in
combination with NOs device circuitry. Films obtained using
metallorganic decomposition (MOD) with ethylhexanoate or
neodecanoate precursors (17, e.g.] tend to crack due to the low
solids content and the corresponding large film shrinkage during
subsequent pyrolysis.

The pH of the precursor solution plays a poorly understood
role in affecting the final properties of sol-gel derived films.
Beyond this, it appears that results obtained on SiOZ cannot be
extrapolated freely to other systems, notably those based on Pb-
Zr-Ti precursors. Specifically, amorphous acid-catalyzed PbTiOs
films are denser and have higher dielectric constants after low
temperature heat treatment than those which are base catalyzed;
but crystalline acid-catalyzed films have slightly lower
dielectric constants and dielectric strengths [32]. Based on
our data and those of others, there exists an optimum degree of
hydrolysis of the solutions, which depends on the composition,
concentration, starting materials and post-deposition
processing. The presence of adequate amounts of water lovers
and shrinks the temperature window where the pyrochlore phase is
found. Extensive hydrolysis produces amorphous, porous films
which do not densify even at high temperatures (29]. The
detailed character of the structure before curing thus strongly
affects the ultimate film properties.

The choice of precursor does not greatly affect the
crystallization behavior; but some difference in DTA peaks can
be detected due to dissimilar chemical environments [30]. In
NOD- processed f I1in, there exists not only a high tendency
towards cracking, but also some carbonate formation resulting
from the high organic content. Some organics are still present
even at 400C (17], which can induce voids if they are burned off
at temperatures above those required for densification of the
film.

From Table I, values of the dielectric constant and
dielectric loss of sol-gel derived films range from 35 to 1800

"Nothoxyethanol is teratogonic, and can cause neurological
and hnmatological damage even at the ppm level.
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and 0.001 to 0.7 restively. There exists a glaring lack of
a standard form in reporting ferroelectric film properties.
Such properties are functions of film thickness, grain size
(Fig. 1), applied d.c. bias (Fig. 2), amplitude (Fig. 3) and
frequency (Fig. 4) of the probe signal, as vell as the
measurement geometry and specifics. The measured dissipation
factor, tan £, is actually the composite tan £ of the device
(usually a capacitor structure) under test and consists of the
intrinsic material tan 8 plus a contribution from the series
contact resistance, *RC. The present authors have noted an
increase in tan 6 at high frequencies and near the bridge
resonance frequency. Further, the series or parallel equivalent
circuit mode used during measurement should be duly noted,
particularly in lossy systems.

The level of the signal amplitude influences the dielectric
content and loss as demonstrated in Fig. 3 for a PZT film
synthesized in our laboratory. At higher amplitudes,
polarization reversals occur and lead to anomalous increases in
dielectric constant and loss due to the nonlinear contribution
from the hysteresis loop. Even in the case of a non-FE film,
the signal level influences the impedance, notably when a
barrier is present [33, e.g.]. The barrier impedance dominates
at low signal levels, and the bulk impedance at higher signal
levels.

The choice of electrodes is important, particularly if the
FR film is doped with off-valent dopants leading to
semiconducting properties. The contacts formed may be
rectifying or ohmic, thus affecting the electrical
characteristics. While a metal-FR-Si structure is simple
(notwithstanding interfacial reaction layers), the resulting
electrical characteristics (e.g., hysteresis loop) are
asymmetric. The voltage drop across the Si depletion region
makes difficult the task of determining accurately the coercive
field. Under suitable conditions, Si can also inject carriers
into the film.

With all these considerations in mind, Table I and any
other comparison of FR film properties should be taken with
care. With these reservations, the higher loss for crystalline
films (compared with amorphous films) is due to a contribution
from the nonlinear (hysteresis loop) nature of the films.
Although the values of properties indicated in the Table are
subject to various chemical and physical considerations, the
most decisive factor is the choice of substrate. The highest Zr
is found for films deposited on either bulk Pt or Pt films. The
selection of substrate is crucial with respect to substrato-film
interdiffusion and reaction (5,34, e.g.]. Nethods of
circumventing or mitigating harmful interactions with ceramic
substrates (e.g., rapid thermal annealing or intermediate
passivation layers such as SnOZ) seem deserving of greatly
expanded attention.

Si is recognized to inhibit crystallization of PZT films
unless the film is thick enough (-1pm) [11] or based on either
an intermediate layer of Pt or PbTiO (35). There are cases,
however, where a highly insulating oxide, e.g., 8i02 , is desired

-'
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as a barrier toward charle injection into the films, thereby
reducing the conductivitj contribution to the dielectric loss.

Lead titanate films showing a high degree of preferred
orientation on single crystal WgO have been demonstrated (36].
Goosey at. al. [37], however, did not observe any such epitaxial
effect on either MgO or on highly oriented Pt films. Both sets
of investigators used similar precursors and chemistry; but the
former group [36] noted that lower degrees of hydrolysis lead to
a looser network which promotes favorable epitaxial
rearrangements.

As in the case of sputtered films, the paraalectric
pyrochlore phase is observed in many sol-gel derived films.
Only at temperatures higher than 525C for PZT (17] or 600C for
PLZT (18] is the monophase perovskite structure obtained. For
PbTios, perovskite films have been obtained between 500C and
570C. At lower and higher temperatures, pyrochlore and PbT13O 7
are, respectively, found [36]. In contrast, no other secondary
phase was reported for a PbTiO3 film fired at 700C (37]. Once
again, the amount of hydrolysis plays a significant role in
phase development. In both sputtered and sol-gel derived PZT
films, the presence of refractory ZrO2 helps to avoid the
formation of the Pb-poor PbTi 307 phase.

2. BaTiO1 and SrTiO•: BaTiO3 has been the most intensively
studied FE material. SrTiC3 is commonly used in conjunction with
BaTiO3 to downshift the Curie temperature, and when doped with
cations such as W, Y or Nb, to produce materials with
exceptionally high Er in boundary layer capacitors.

A comparison of the properties of BaTi0 3 films prepared
using various techniques, including aol-gel methods, is
presented in Table II. A wide variation is seen in the values
of Er, dielectric loss, remanent polarization and coercive field
- demonstrating again the importance of experimental details on
final film properties.

Si substrates yield relatively low values of Er(< 3 0 0 ),
caused by the formation of interfacial layers such as SiO2 or
Ba2TiSiAOg (39]; while Pt represents a better substrate, either
in film or bulk form, as with PbTiO3 films. Relatively little
dielectric characterization has been carried out on 0ol-gel
derived BaTiO3 films. Most sputtered films require annealing at
temperatures in the range of 1000C, in either air or oxygen, to
promote crystallinity and obtain better FE properties.

One notable feature in the synthesis of BaTiO3 is the
absence of any intermediate phase prior to formation of the
perovakite structure. This stands in contrast to the amorphous-
pyrochlore-perovskite evolution observed for PbTiO,-based
compositions. While sputtered films are highly oriented (40-42,
e.g.], the present authors are unaware of sol-gel BaTiO3 films
with pronounced preferred orientation. Table II shows that the
dielectric constants of films approach or even exceed those of
bulk samples; but the polarization remains substantially below
bulk values. Note that films with Er values below 1400 (the bulk
value) exhibit polarizations closest to those of bulk samples.
Internal stresses within the grains, presumably causing the high

- - - -- - ----
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Er (>1400), are also responsible for the clamping effect on
polarization.

The simplest method used to make precursor solutions for
BaTiO3 or SrTiO3 involves mixing the two alkoxides [49-52]. With
such solutions, one alkoxide species - Ba(OR) 2 - tends to
hydrolyze and condense more rapidly than the other, loading to
the development of island-like heterogeneities during
polymerization.

This problem can be mitigated by several approaches. These
include using different alkoxide species with balanced
reactivities; using double alkoxides; lowering the reaction
temperature; substituting the Ba alkoxide with metal salts such
as Ba naphthenate [53], Ba chelates [54] or Ba hydroxide [55];
and preparing a polymeric resin via glycols and/or oxalates.
Yet another possibility involves the use of complexing agents or
chelates such as 2,4-pentanedione [56] or glycerin (57]. Such
chelates act to stabilize the alkoxide species in the precursor
solution by partial substitution of the reactive alkoxy groups.

Ta, Nb and Sr-doped BaTiO3 films have been prepared, where
the dopants were introduced as alkoxides in solution [50]. This
ease of introducing dopants provides the ability to tailor
specific properties such as Curie temperature, dielectric
constant, dielectric loss, and temperature coefficient of
permittivity, as well as to obtain positive thermal coefficients
of resistance.

Sol-gel derived BaTiO3 and SrTiO3 films crystallize at about
600C and 650C [58], respectively, although some researchers
report crystallization temperatures as low as 500C [55]. The
as-deposited amorphous BaTiO% films typically have higher
dielectric strengths than those of crystallized films [55] (see
Table III). One explanation for this behavior, involving
breakdown along the grain boundaries, is supported by the fact
that polycrystalline BaTiO• has a lower breakdown field than
single crystalline material. Table III also shows that
amorphous sol-gel derived BaTiOs films exhibit higher dielectric
strengths than sputtered ones, likely due to their high
homogeneity and low incidence of defects, and perhaps the lack
of a columnar structure in the sol-gael derived films.

Table III: Breakdown Fields of RaTi. Films

Form Breakdown Field Ref.
_. ___ 0V/cm_
Sputtered Film 1.8 42
(amorphous)

Sputtered Film 0.47-0.87 42
(Crystalline) _

Bulk Ceramic 0.14 42

Single Crystal 0.40 42

Sol-Gel Film 8-9 54
(am-,. . .. . ). . .. . ..



While wet chemical methods are extensively used in the
synthesis of BaTiO3 and SrTiO3 powders, their use in the direct
preparation of films remains to be widely exploited.

3. FPrroelectric Nemory: FE memory is not a new phenomenon.
The characteristic polarization-electric field hysteresis loop
long ago suggested the possibility of binary data storage; and
a metal-FE-semiconductor transistor was proposed as early as
1974 (59]. FE memory offers the advantages of non-volatility,
low power consumption, potentially high data packing density and
enhanced radiation hardness compared with semiconductor memory.
Previous FE memory devices have suffered from the lack of a
time-invariant coercive field - i.e., materials whose
polarization can switch at any applied voltage after long times.

Materials considered for FE memory include KNO% (60], PVDF
[61], Bi titanate [62], BaTiO3 [63] and PZT [64]. PZT is
considered the most promising candidate, since its properties
can be tailored by doping (e.g., with La to obtain PLZT) and
control of microstructure. Other materials suffer from
drawbacks such as hygroscopicity, high leakage currents,
cracking, low thermal stability or high coercive fields.

The two major techniques used to deposit PZT films have
been sol-gel methods and sputtering. Sputtered films generally
have columnar microstructures and large grains, and are formed
at slow deposition rates. In contrast, sol-gel processing
yields fine-grained films which contribute to the depinning of
domain walls to alleviate fatigue [65]. High purity materials
are used, promoting close control of stoichionetry and
reproducibility of the film properties. The relative ease of
introducing dopants facilitates materials engineering and the
systematic exploration of solid solutions. Doping of PZT films
has been successfully demonstrated in the case of PUT [30] and
Nb-doped PZT [14].

It is well-known that dopants which cause A-position
vacancies in the ABO3 perovskite cell exhibit high Er, low aging
rates, decreased coercive fields and relatively square
hysterisis loops. Even without dopants, FE films on Pt or
passivated Si have been obtained with high E, (1000-1250), low
dielectric loss (<0.06) and a high resistance towards fatigue.

There exists a lack of detailed studies of FE film-
electrode interactions in spite of voluminous scattered reports
of ohmic contacts to bulk semiconducting FE titanates.
Electrode diffusion into the FE layer increases in severity in
the sequence In, Ag, Al, Sn-Au and Pb (66]. Liquid electrolytes
(67, e.g.] may inhibit the carrier injection which is
responsible for space change phenomena, but may add a corrosion
problem.

The major problems which threaten the eventual viability of
FE memory devices remain aging and fatigue. Aging, usually
manifest as a logarithmic decrease of E, with time, has variously
been attributed to domain relaxation as the domain structure
evolves upon cooling from the Curie point to a thermodynamically
more stable state, or to a buildup of space charge within the
grain boundaries, domain walls, defects or interfaces which
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gives rise to an internal bias opposing the remanent
polarization. Sol-gel derived films, with their smaller grain
sizes, should age faster if the space change mechanism is
predominant; but to date there has been no detailed study of the
dependence of aging rate on grain size in either chemically
derived or sputtered films.

Fatigue, a dynamic degradation associated with cycling of
the polarization, has variously been imputed to dendrite
formation, electrode diffusion, or microcracking. The dendrites
are conductive Ti 3 filaments, caused by the reduction of TiA
ions under high local field conditions. These may span across
the device, shorting it out. In addition to distortions of the
hysterisis loop, shifts in Er, spontaneous polarization and
coercive field have been observed.

While chemically derived PZT films with attractive
combinations of properties have been demonstrated, their
optimization entails further work, especially with respect to
aging and fatigue. The potential importance of sol-gel
processing for preparing FE memory devices is illustrated by the
number of organizations (including our laboratory) pursuing its
development.

IV. CONCLUSIONS

Wet chemical methods offer promise for forming thin films
of a range of materials for electrical applications. Potential
advantages of such methods include low processing temperatures,
avoidance of columnar structures, formation of tailored
metastable phase assemblages, and the potential ease of forming
chemically homogeneous multicomponent films and films with
selected dopants.

To date, wet-chemical methods have been successful in
obtaining FE films with properties approaching bulk ceramic
values. The principal advantages of these methods compared with
sputtering is improved control of stoichiometry and ease of
doping, as well as the lack of a dependence on vacuum equipment.
The potential utility of low processing temperatures for wet-
chemically derived films remains to be properly established by
detailed studies of pyrolysis, densification behavior,
crystallization pathways, coarsening behavior and dielectric
properties as functions of chemistry and processing conditions
(including post densification heat treatments). Among these,
the nucleation and crystallization of the pyrochlore and
perovskite phases, as well as the pyrochlore-to-2erovskite
transformation and the control of grain size distribution
deserve particular attention.

Considerable focus has been placed on relations among
chemistry, processing conditions and properties. Even here,
there exists a general lack of systematic investigations and of
studies directed to elucidating mechanisms and understanding
phenomena. Without such foundations, it will be difficult for
wet chemical methods to compete with established physical
deposition methods.
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There also exists a notable lack of microstructural
characterization of wet chemically deposited films. This
represents an area of opportunity for materials scientists; and
establishment of the relations of chemistry and processing to
microstructure, and of microstructure to properties, will almost
certainly be fruitful. Such studies should be directed to
systems and applications where the effort can be justified.
With such efforts, one can be optimistic about achieving a
greater fraction of the considerable potential of wet chemical
processing.
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CRYSTALLIZATION KINETICS OF METALLO-ORGANICS
DERIVED PZT THIN FILM

K.C. Chen* and I. D. Mackenzie
University of California, Los Angeles, Dept. of Materials Science and Engineering, Los
Angeles, CA 90024

ABSTRACr

PZT films on fused silica substrates were prepared by a multiple dipping-firing process
from a stable solution of titanium isopropoxide, zirconium n-propoxide and lead 2-
ethyihexanoate. The crystallization kinetics of the amorphous PZT films was studied by
quantitative X-ray analysis. The crystallization of the amorphous film to perovskite phase
involved a transitional pyrochlore structure phase. The entire crystallization was described by a
consecutive phase transformation process in which nucleation dominated.

INTRODUCTION

Crystallization of amorphous phases has been an interesting subject of both scientific and
practical importance. During the past decade, there have been notable advances in understanding
the nucleation and growth ocrystals from glass-forming systems. Knowledge of crystallization
has led to the ability to control the microstructure and the properties of glass-ceramics.
Recently, the crystallization of amorphous systems which do not contain any glass formers have
been studied. These systems include metallic glasses, splat-quenched materials, sol-gel and
metallo-organics derived amorphous phases (1-71. In the sol-gel and metallo-organic
processing, low temperature processed materials were obtined and then converted to ceramics
by calcination at high temperatures. During crystallization of sol-gel derived ceramics,
metastable or transitional phases are often observed prior to the formation of the final stable
phases [Z41. Therefore, the crystallization ptocess is usually not a single step transformation
process. In this paper, the crystallization kinetics of lead zirconate titanate film which involved a
transitional phase will be described.

EXPERIMENTAL PROCEDURE

Zirconium n-propoxide liquid& was first introduced into an oven-dried 250 ml flask. A
pre-determined amount of titanium isopropoxide' was added so that the final ZriTi ratio was
52/48. The solution was stirred for 2 to 4 hours before the required amount of lead 2-
ethylhexanoate÷ was added. The resulting solution, having a final composition of
Pb(Zr0.52TioAs)Os, was then stirred for 18 hours. The homogeneous solution was stored in a
glass flask for later film preparation. After pyrolysis, the solution contained 28 weight percent of
oxide. Isopropanol was used to dilute the solution into individual solutions with oxide contentsof 7, 14, 17.5 weight percent.

Fused silica substrtes (l"xl" and 2"x2r) were dipped into the solution and withdrawn at
a constant speed of .75 cm/min. The dipped films were dried at 1000C for 20 minutes and then
fired at 400,C for 20 minutes after each dip. This dipping-firing cycle was repeated until film
thickness waA 2 pro. All substrates were processed under the same conditions to ensure thesmue thicknesL

X-ray diffraction was performed with a Norelco X-ray diffracometer The intensities of

the ( 11) peak of the perovskite phase and the (400) peak of the pyrochlore phase were measured
using a scanning rate of 0.2/rmin. The intefral intensities were determined by measuring the
areas under the diffraction peaks with a planiometer. Using these peaks, the cr"stl simes were
calculated from the Scherrer formula using the corrected half width. Commercial tungsten and
lead titanate powder (>I pm grain size) were used as standards to correct the inherent
instrumental peak broadening. Thin films calcined at 550*C for 80 hours were used to determine
the inensity for complete crystallization.

Cunreat addpm: General Atomics, PO Box 85608, San Diego, CA 92138-5608
+Alfa Products
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Figure 1. Thickness of the single-dipped films Figure 2. Thickness of the film versus
uasafunction of the solution the numberof dipping cycles.
cocnrainand up,-drawing speed.

RESULTS AND DISCUSSIONS

Fo sngle-dipped fims, the thckness. inrae with the up,-drawing speed and the
concentration of the solution (Fig. 1). The thickness (t) versus np-drawing speed (v) followed a
t = vtm relationship with n values that ranged from 0.54 to 0.74. The average value was 0.64,
which was within the range of values of 0.5 to 0.667 described by Schr~eder [171. A multiple
dipping and firing process was used to increase the film thickness. The thickness increased
linearly with an increasin; number of dips (Fig. 2). A thickness of approximately 2 jim was
obtained after dipping 15 times into 28 w/o oxide solution using a drawing rate of 0.75 cm/nin..
Film thicknesses larger than 2 iam usually led to cracking. Therefore, 2 urn1 crack-free films w~erused in this c0ytlhzanon study.

1) Phase stedy

The PZT films cad at 400° were found to be amorphous using selective area

electron difrcton technique. ThM verified there was no phase separation. X-ray diffraction
shnowed a .lyrochiore structure phase crystallized from the amorphous film and coexisted withthe peroske struckte phase between 400°-600C (Fig. 3). The lattice parameters of the
pyrocore (ormula A2B206) are shown in Table 1. Ths imeime required for complete
transformtiona of the pynoci ph_ ase to perovakite wa. strongly t ture dependent Study

of the time-_temperature-transformat.ion (T.-T-.T). relation indicated these two phases coexisted
between 40.-600C (Fige. 4). The time inch the two phases co-existed decreased as the
temperature increased. It took more than 32 hours for complete transformation at 400oC but thetonsformation took less th n 30 minutes at 6001C. The nose of this T-T-T csupe was estimaead
to be lae s than i minute at 600f-65he.4

2) Cysital sie aay ges

X-ringayd difraciong proeswaks ofe the pirchreawee vher broad atcnes all tempeatuess andctieas.d

hedraton w aks of the perovskin e also had broadening but were nof as distinct as those of
thly hioe4m sie of the pyrochlore crystal, determined by the broadening, remained fairly

]p

I.. . .. .. ..d in this crsaliato stuy..
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Figure 3 X-ray diffractions of PZT films Figure 4. Time-Teeratue-Transforma-
showing the transitional pyrochlore tion plot of PZT films on SiO2.structure phase (shadowed).

constant at 40-60 A between 4000 -600°C. The perovskite also had a fairly constant size,
approximately 200-300 A at 4500-550*C (Table 2). Transmission electron micrographs
confirmed these calculated results. Ihe constant crystal sizes indicated that nucleation rather
than grain growth was the major process in both the crystallization of the pyrochlore from the
amorphous phase and the transformation of the pymchlore to the perovskite.

(0'ystllizalion kinetics study

Quantitative X-ray analysis was used to follow the crystallization kinetics. Figure 5
shows the absolute volume fraction of the transformed perovskite as determined by the integral
intensity of (Ill) diffraction peaks. The amount increased with increasing temperature. The
crystallization of the perovskite was very slow at 450-550°C. After 90 minutes at 500*C, the
PZT film contained only 60 volume percent of the perovskite phase. The films completely
transformed into perovskite at 6000 C after 2 hours. There was a characteristic S-shape curve at
the beginning of the 5000 C and 525 0C isothermal transformation curves. These characteristic
curves were also observed by Yoshikawa and Tsuzuki [1].

The absolute volume fraction of pyrochlore in the films could not be determined because
100% pyrochlore was never obtained. The relative amounts were determined by measuring the
integrated intensities of (400) peaks at 340 (20). The amount present was strongly dependent on
temperature (Fig. 6). The time-temperature dependence generally followed a bell-shape curve
between 450-600*C. The time to reach the highest intensity decreased as temperature was
increased. The largest amount of the pyrochlore was observed at 550*C.

The crystallization from the amorphous phase to the final perovskite phase had to be
described by two kinetic processes. The T-T-T diagram showed that the formation of the
pyrochlore required an induction time and existed prior to perovskite formation. The two phases
coexisted between 450-500 0 C. Constant crystal sizes of the pyrochlore and the perovskite
indicated nucleation dominated the entire crystallization process. The nucleation dominated phase
transformation and the variation of the amount of each phase as a function of temperature and
time suggested that the process was a consecutive reaction. The transformation kinetics weredescribed as:

A -&a Pý -. 4-Pv()



Table 1. Lattice parameter of the pyochlore Table 2. Crystal sizes of the peovskite
structure phase crystallized fium phase determined by X-ray
amorphous PZT film diffraction broadening of (111)peak.

29 (hkl) dwk h2 42+12  a Temp. Crvstal Size (A)
(0C) Time (min.)

29.40 222 3.0379 12 10.524 20 40 60
34.05 400 2.6329 16 10.532 450 - - 328
49.02 440 1.8567 32 10.503 500 250 255 270
58.25 622 1-5826 40 10.498 550 227 267 267
ao = 10.476 A
(a vs. (1/2)[(cos 2 /sino)+(cos 2 /O)))

in which A, P and Pv represent amorphous, pyrochlore and perovskite phases, respectively.
Both Ki and W2 are first order reactions The first order reactions implied that the reactions were
homogeneous, viz. the probability of the crystallization of the pyrochlore phase from the
amorphous phase was the same throughout the amorphous phase and grain growth rate was
small. According to the first order reaction, the fraction of the amorphous phase, XA, after timer
was:

XA = exp(-K it) (2)
hn(l-X') = -Kit (3)

Since the phase transformation of pyrochlore to perovskite also occurred homogeneously, the
following reaction applies: [9]

dXpy/dt = K2Xpv (4)

where XPy is the volume fraction of the pyrochiore, The rate of the pyrochlore accumulation,
dXpy/dt, in the film was equal to the difference between the rate of formation from amorphous
phase, -dXA/dt, and the rate of transformation into perovskite, dXrv/,d :

dXpy/dt = -dXKAdt - dXpv/d (5)

By integration, the volume fraction of the transition pyrochlore, Xpy, and the volume fraction of
the perovskite, Xpv, at time t were determined by:

Xpy =(KII(K2-K1))[exp-KI.')-exp(-K2r)]

= m [exp(-Klt)-exp(-K20] (6)

ftlow (1W f•y.) ii Pu

aso00t

I go

.,0

10 "30 0 40 so so TO 3o
TIME min.0 4

r-e (hr.)
Figure 5. Isothermal transormation curves of Figure 6. Relative intensities of pyrochlore

perovskite phase using (I111) peaks determined by (400) peaks
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Table 3. K2 values (in sec-i) calculated for different Kl/K2 (=R) ratios.

Temp' tmZ Kz (sc-"1)R100 R5-0

(0 (m.i RK-150 RIt2.00 R-5.00 Rfi0.00 R50.00

450 90 1.50 x 10-4  1.30 x 104 7.40 x 10- 5  4.70 x 10-5  1.50 x 10-5

500 20 6.80 x 104  5.80 x 104 3.30 x 10 4  2.10 x 104 6.70 x 10-5
600 5 2.70 x 10-3  2.30 x 10-3  1.30 x 10-3  8.50 x 104 2.70 x 104

Table 4. Best fit of K, and K2 values with diffraction results.

Temp. (C) KI/K, K, (sec-1) Ka (sec-I)

450 1.25 2.07 x 104  1.65 x 104

500 10.00 2.10 x 10-3 2.10x 104
600 1.0001 3.3335 x 10-3 3.3332 x 10-3

and XPW = - XA - XPY
- (1+m)[l-exp(-KIt)] - m [1-exp(-K201 (7)

where m equaled to (K1/(K2-KI)). The amounts of pyrochlore and perovskite present were
complex functions of time.

An analytical numeric approach was used to determine the volume fraction of the
amorphous PZT and the absolute amount of the pyrochlore at any time since X-ray diffraction
could not be used. The time to reach the maximum amount of the pyrochloretma., at any
temperature was deduced by differentiating equation (6):

twin - a (8)

The observed tmax values, 90 minutes, 20 minutes and 5 minutes (4500, 5000 and 600°C
respectively) were substituted into equation (8) and KI and K2 values were calculated by
assuming different KI/K2 ratios (=R) (Table 3). The calculated KI and K2 values were
substituted back into equations (6) and (7) to obtain the XpyQ() and Xpvr() transformation curves
for these temperatures. The calculated curves for a series of KI and K2 values are shown in
Figure 7 (a)-(f). The characteristic bell-shaped transformation curve of the pyrochlore phase was
clearly seen at 600C. The transition pyrochlort phase could be observed even if the value of
K1/K2 was equal to 1.00001. These calculated XPv(t) curves were compared with the observed
Xpv() values from X-ray diffractin. Other values were calumlated for Xpy(tQxryt max) for 9
k Nmx and compared with the observed ratios. The KI and K2 values that bested with the
results from X-ray diffraction am shown in Table 4. The accur of this approach was limited
by the determination of h and the intensity fluctuation of the X uD rves.

By assuming the Anrhenius relation of KI and 1(2 as a function of temperature, the
activation energies were calculated to be 22 KJ/mole and 26 KJ/mole for KI and K2,
respectively.

CONCLUSION

PZT films on fused silica substrates were prepared by a multiple dipping-firing process
using a stable intallo-organlc solution. The crystallization of the amorpbous film to perovrkite
ph=e involved a transitional pyrochlore structur phase. The entire crystalliaton was described
by a consecutive phase tansorman process in which nucleation dominated.

____
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EVOLUTION OF MOLECULAR STRUCTURE IN
ALKOXIDE-DERIVED LITHIUM NIOBATE

DENNIS J. EICHORST AND D. A. PAYNE
Department of Materials Science and Engineering, and the Beckman Institute for
Advanced Science and Technology, University of Illinois at Urbana-Champaign,
Urbana, IL

ABSTRACT

Structural rearrangements during the sol-gel processing of lithium niobate were
investigated by FTIR and Raman spectroscopic methods. The reaction of lithium
ethoxide with niobium ethoxide resulted in the formation of a bimetallic alkoxide,
LiNb(OEt)e, which could be crystallized from solution. Single crystals were comprised
of helical polymeric units consisting of niobium octahedra linked by lithium in
tetrahedral (distorted) coordination. Successive crystallizations from solution allowed
for the enhanced purification of the alkoxide precursor. Hydrolysis of the bimetallic
alkoxide resulted in the formation of an amorphous network structure, which contained
niobium-oxygen octahedral units modified by lithium. Heat-treatment facilitated
structural rearrangements for the niobium environment, which allowed for the
formation of the lithium niobate crystal structure. Further heat-treatment above 700 °C
resulted in structural changes associated with lithium oxide volatility.

INTRODUCTION

Sol-gel processing of lithium niobate has recently received attention for the
preparation of stoichiometric material at reduced temperatures.[1-41 Typically, an
ethanol-based alkoxide system, in which a bimetallic complex, UNb(OEt)6, is formed,
is used for the preparation of lithium niobate. Hydrolysis and condensation of the
alkoxide results in formation of oligomeric structures in solution, and the formation of a"gel" on extended oligomerization. Condensed structures obtained in the early stages
of processing have an influence on the subsequent crystallization behavior on heat-
treatmenL Therefore, so as to obtain a better understanding of the sol-gel process, the
evolution of structure was investigated from the precursor alkoxide stage, through
gelation, and crystallization. In this paper we report on the formation and crystal
structure of the bimetallic alkoxide, UNb(OEt)e, which can be considered as a
"molecular building blockr for the fabrication of lithium niobate ceramics.

Previous studies of amorphous niobates, which were prepared by sputtering or
roller quenching methods, indicated an amorphous niobium oxide network which was
relatively unaffected by alkali ions.[5,6J The presence of polycondensed niobate
species, consisting primarily of edge-shared niobium octahedra, were also reported
for solution processing methods. Bradley reported on the formation of NbeOlo(OEt)2o
during controlled hydrolysis of niobium ethoxide solutions.[71 The hexaniobate ion,
Nb6O19 8 -, was also proposed for alkaline niobate solutions[8,9] Dissociation of the
complex alkoxide, UNb(OEt)a, upon hydrolysis, could possibly occur to give either (i)
polycondensed niobate species or (ii) a niobium oxide network with a random
distribution of lithium ions. This could result in a reduction of the stoichiometry and
homogeneity control, potentially offered by the complex alkoxide precursor. So as to
evaluate this possibility, amorphous lithium niobate was compared with amorphous
niobium oxide in the present study. Furthermore, structural rearrangements on heat-
treatment were characterized by spectroscopic methods, to determine a possible
crystallization route.

Not. mu. So@. Symp. Pmo. Vol. 1Ue ^12' .'ateiMalS Aesewch Boci"



EXPERIMENTAL PROCEDURE

All reactions, prior to hydrolysis, were carried out in dry nitrogen. Ethanol
(anhydrous grade) was dried over magnesium metal. Lithium ethoxide was prepared
by addition of lithium metal to dry ethanol. Niobium ethoxide was prepared by the
reaction of niobium chloride and ethanol in benzene, and subsequently purified
according to a method of Bradley.[10] The clear solution obtained was characterized
by 13C NMR spectroscopy.

Precursor "UNbO3" alkoxide solutions were prepared by refluxing a mixture of
lithium and niobium ethoxides in excess ethanol, for 24 hrs, as previously reported.[11]
Concentration, by distillation, gave a 0.8 M stock solution. Lithium niobate gels were
obtained by the addition of 2.5 eq of water (diluted in ethanol) to give a 0.5 M solution
which formed a "gel upon ageing. Niobium oxide gels were prepared by hydrolysis of
0.5 M niobium ethoxide solutions. The gels were dried at 140 QC for 24 hrs and
subsequently heat-treated In air (1 hr) at temperatures ranging between 300 and
800 0C, forming either amorphous or crystalline lithium niobate (or niobium oxide)
powders. The amorphous structure, and the amorphous-crystalline transformation,
were characterized by FTIR and Raman spectroscopy.

Crystallites were obtained by further concentration of the stock solutions prior to
hydrolysis. Crystallites obtained by this method were unsuitable for x-ray structure
analysis. Therefore, the crystallites were redissolved in refluxing ethanol, and
concentrated to give a supersaturated solution. Slow cooling of the solution resulted
in the growth of single crystals, 2-5mm in dimensions, which were suitable for x-ray
structure determinations.[12] Crystals were purified by successive crystallization from
ethanol, and subsequently dissolved (in ethanol) to give a pure solution.

RESULTS AND DISCUSSION

The dimeric nature of niobium ethoxide, with edge-shared niobium octahedra,
was confirmed by 13C NMR spectroscopy (Fig. 1). The spectrum contained a pair of
quartets (-20 ppm) corresponding to the methyl carbons of bridging and terminal
ethoxy ligands. A pair of triplets at -68.5 ppm corresponded to the methylene carbons
of the ethoxy groups. Integration of the peak areas gave a 1:4 ratio, consistent with the
bridging and terminal alkoxy Ilgands present in the dimeric structure.[ 11] Studies of a
structurally similar niobium methoxide have shown rapid exchange of bridging and
terminal alkoxy groups by an Intermolecular exchange process.[13] The reaction of
lithium ethoxide with niobium ethoxide was shown to occur rapidly on the NMR time
scale.[1 1] A reaction may occur during the terminal-bridging ligand exchange, giving
the bimetallic alkoxide UNb(OEt)e.

The single crystal x-ray structure for the alkoxide complex (Fig. 2) consisted of
infinite helical polymers comprised of niobium-oxygen octahedra inked by lithium in a
tetrahedral (distorted) environment.[12] Each niobium coordination sphere contained
a cis-pair of terminal ethoxy ligands. Hydrolysis could preferentially occur for terminal
ethoxy groups present for similar units in solution, resulting in the formation of a gel
network. The gel network could contain (I) niobium-oxygen octahedra linked by
lithium (from the precursor structure), and (ii) either comer-shared, or edge-shared
niobium-oxygen octahedra, which resulted from condensation reactions between
additional helical units.

* _ _ _ _ _ _ _ _ _ _ _ -~I
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Chemical microanalysis of lithium
niobate prepared by the process had a
Li/Nb stoichiometry of 1:1. The crystal
structure obtained indicates a 1:1 U:Nb
ratio; stoichiometncally correct for lithium
niobate, suggesting an additional method
for stoichiometry control. Material
prepared from a niobium excess (nominal
15%) solution had a Nb:Li ratio of 1.18:1.

*bium Successive crystallization and filtration of
No~ ~the alkoxide crystals resulted in material

with a 1.01:1 Nb:Li ratio, indicating the
successive crystallization method is a

viable technique for purification and
80 70 6o 50 40 30 20 10 0 stoichiometry control in the alkoxide

PPM processing of lithium niobate.

Fig. 1. 13C spectrum for niobium Infrared spectra of amorphous
ethoxide, indicating the lithium niobate and niobium oxide (heat-
dimeric structure for the treated at 300 OC) are given in Figure 3.
alkoxide. Infrared bands at -970 and from 1400 -

1700 cm-1 are within the frequency ranges
observed for niobium-oxygen octahedra in
niobate materials. Differences observed in
the spectra indicate modifications to the

•,. amorphous niobium oxide network by
lithium, contrary to results obtained by
physical deposition techniques.[5,61 The

2 results suggest the structural features (i.e.,
niobium-oxygen octahedra linked by

.2' lithium) of the mixed-metal alkoxide are
maintained during gelation. A probable
gelation mecha.iism, therefore, is
hydrolysis (and condensation) of terminal
alkoxy ligands of the helical polymers,
which result in a gel network of niobium-
oxygen octahedra linked by lithium.

02 07

Crystallization was observed to
occur at 450 0C by the appearance of

l 9 Raman bands as indicated in Figure 4.
L,2 0The results are consistent with previousJ4• thermal analysis, and x-ray diffraction

03 bI studies, of sol-gel derived lithium
as niobate.[1] The Raman bands below 700

cm- 1 were consistent with single-crystal
02 value3 reported by Barker and Loudon.(14]

However, the band at 850 cm- 1 was
displaced from the expected value (870
cm-') suggesting considerable distortion

Fig. 2. Single crystal structure for the for the material heat-treated at 450 0C.
bimetallic alkoxida, LiNb(OEt)6.

(1
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Gels Heat-Treated Heat-treatment to 600 0C
at 300 °C in Air resulted in a band shift to the expected

value of 870 cm-1 (Fig. 5). Further
heat-treatment resulted in additional
structural changes as observed by a

SLiNbO decrease in the relative intensity of the
ca 870 cm- 1 band. The band was at-

0 • tributed to the vi stretching mode of
Nb2O te niobium-oxygen octahedra, and

has been shown to be sensitive to local
ordpr.[15] Heat-treatment at 800 °C
resulted in the formation of a doublet

S_(-250, 260 cm- 1) which was previously

2000 1500 1000 500 reported ior the congruent (but non-

Wavenumber cm-1  stoichiometric) composition (48.6%
Li2 0) for lith ,ii, niobate.[16] This

Fig. 3. Infrared spectra for amorphous doublet might indicate !i um oxide
niobium oxide and lithium volatility for heat-treatment at high
niobate. temperatures.

Figure 6 illustrates diffuse reflectance infrared spectra for heat-treated lithium
niobate powders. Heat-treatment between 400 and 500 0C resulted in the formation of
a new band at 1740 cm- 1, which was characteristic of crystalline lithium niobate.
Further heat-treatment also resulted in structural changes observed in the IR spectra.
The band at 1635 cm-1 decreased in intensity similar to the 870 cm- 1 Raman band.
Spectra obtained at 800 0C were similar to a congruent s',gle crystal sample, again
indicating volatility of lithium oxide in the temperature range 700-800 °C.

CONCLUSIONS

Lithium and niobium ethoxides reacted to form a bimetallic alkoxide.
LiNb(OEt) 6 . The double alkoxide consisted of niobium-oxygen octahedra, which were
linked by lithium in a distorted tetrahedral environment. The niobium coordination
sphere contained a cis-pair of terminal alkoxy ligands. Gel formation was proposed to
occur through hydrolysis and subsequent condensation of terminal ethoxy ligands.
The resulting amorphous structures were found to consist of niobium-oxygen
octahedral networks, modifi3d by the presence of lihnium. Heat-treatment of the
amorphous material resultee in crystallization at -450 0C. This was indicated by the
appearance of a new IR band and several Raman bands. Structural changes were

4000 15000 e

350 *C600 *C-400 °C - '700 C (x0.32,30005C 11000-

,2000• i
o- 3 ,7000 -

01000,

1000-1000 500 1000 1500 2000 0 500 1000 1500 2000

Raman Shift cm-' Raman Shift cm-'
Fig. 4. Raman spectra for heat-treated Fig. 5. Raman spectra for crystahine

gels. lithium niobate.
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observed to occur at elevated
FTIR Spectra temperatures (>700 °C) and were
Ethanol - Derived attributed to lithium oxide volatility.
Lithium Niobate The results indicate the influence of
Crystallized in Air the precursor alkoxide structure on

the formation of an amorphous oxide
network and subsequent crystal-
lization behavior. Furthermore, the
sensitivity of spectroscopic tech-
niques to the study of amorphous-

crystalline transformations, and
subtle structural changes on
volatilization, was demonstrated.
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PREPARATION OF SWHLE-PHASE KNbO, USING BIMIETALUIC ALKOXIDES

MOSTAPA M. AMINI AND MICHAEL D. SACKS
Ceramics Division, Department of Materials Sciencoe and Engineering. University of Floida,
Gainesville, FL 32611

ABSTRACT
Singlephase KNbO. was prepared using blmeitac alkoxides. Potassium-nioiu

ethoxide. KNb(0C,H-j,, and pctasslum-nloblurn propoxide, KNb(0C,H 7), were synthesized arnd
subsequently hydrolyzed using several water concentrations. Potassiur-dtelclt particles
were rapidly precipitated when higher water concentrations were used and Otil resulted Iin the
formation of a muftiphase material after calclnation. In contrast~ single-phase KNbO. powders
could be prepared by two methods: (1) hydrolysis of KNb(OC.H 7)./propanol solutions using
I mole water (per mole of propoxide) added assa water/propanol solution and (2) hydrolysis
of KNb(OCH,l.),/*thanoI solutions using 1 mole of water (per mole of ethodde) added as a
water/methanol solution. The ater method was also used to form thin fi'lms of KNbO,.

INTRODUCTION
Due to its high electro-optIc and nonlinear optical coeficeents and good photorefractlove

properties, potassium niobate (KNbO8) Is of great Interest for a variety of applications, incjludng
optical waveguides. frequency doublers, holographic storage systems. etc. (11-3 The
conventional process for preparing potassium niobate Involves mixing potassium carbonate
and niobium oxide powders and subsequently reactin the mixture at high temiperatures. [4-
61 However, due to the relatively coarse scale of mixing of the reactants, It Is difficult to obtain
a chemically homogeneous, single-phas product. In addition, the high temperaturen required
for the chemical reaction also result In difficulties In malntalning the desired stolchiornetry due
to preferential volatilization of KCO. Furthermore, the conventionial process is niot applicable for
the formation of thin films. In recent years, processin of ferroelectrlc thin films by sol-gel
methods has been actively Investigated. [7-121 The capability of achiev~n hornogenous
mixing of components on an extremnely fine scale (e.g., molecular- or nanometer-level) otters
the possibfty of carryfn out reactions at temperatures low enough to be compasbl with
semiconductor device technology. Only stew Investigations of mcI-gel processing of potassium
niobatie have been reported. Wu at al. (131 used potassium and ndoblum ethxkde precuusors
to synthesize potassium niobste, but were unable to form single-phasoe IQ~b0, as precipItates
were reported to be deficient In potassium. Swafti at al. [141 used potassium and nioblurn

mthoxyethoxides to prepare potassium nlobate. Bulksamples were reportedlysinle phase.
but thin Urns had unientfie second phase(s) according to XRD results. Tuttie arnd co-
workers (151 used potassium hydroxide and niobium elhoidde to prepare singlephase IKibO,
powders and thin films. They also observed diflerenoes In phas tdevlomnt during head
treatment for bulk gels vs. thin films. A potassium defticien phase, K4Nb6O,,. and a *low
temnperature,* non-perovsldta KNbO, phase were observed In some thin Urn samples.

The present Investigation was undertaken to identity, processing condiltions for low-
temperature synthesis of singlephae KNbO, powders and thin Urnms using birnelc ekxllcde
as the precursor materials. In this paper, we report an the synthesis and dweacterlzaton of
the alkoxides and the resulting oxides produced after the processing step of
hydrolysis/condensation, dryAn, arid calcinatlon.

EXPERIMENTAL
Al reactions and merilp fulein were carried out under dry nitrogen using standard

Schlenk techn*iues. 1161 Nitxnobim toxde, Nb(0-. was prepared using the procediure
ofBad td al(17] In which of niobium clfodda, (Ails Products, Danvers, MA, Aldrfc
Chan"Co.,Milwaukee, WVI.) Is reacted with ethnol. Potassium etPhoxif', KOH a

synthesized by reactin potassium (Fisher Scientific Pittsburgh, PA) and shtl h

NOs. me.. se. Sy". Pu. es. Vol. 14.i0M Maadmi ftesemah 8-1-t-



676

bimetalic, or "double. ethoxide was prepared by mixing the potassium and niobium ethoxides
and refiuxing for 24 hours. Potassium propoxids, niobium propoxide, and potaessum-rnoblum
propoxide were prepared usng similar procedures except that n-propaol was used as a
reactant Instead of ethanol.

Alkoxldes were hydrolyzed using several water concentrations (0.75 - 6.0 mole of water
per mole of alkoxide). KNb(OCHJ-,/ethanoI solutions were hydrolyzed by adding either
water/ethanol or water/menWa solutions, while KNb(OCH),/propanol solutions were
hydrolyzed using water/propanol solutions. Reactions were allowed to continue for
approximately one day after the water addition. Solvents were removed elther by evaporation
(to form gel) or by ltration (whn particle precipitation occurred), lowed by drying hI sk
(-~0-80'C) for approximately one day. Stable sol were used to form thin fms by spin
coating. After drying, powders and ffs were calidned in air for 5 hours at temperatures hI the
range 150-850C.

Ethoxdes were characterized by nuclear magnetic spectroscopy, NMR, (Varan,
Sunnyvale, CA) and mas spectroscopy (Model MS-30, AE Sclentic Apparatus, Ltd.,
Manchester, England). Proton NMR spectra were obtakied for niobkjm ethoxide dissolved in
deuterated toluene (CD,CDJ, potassium etodde dissolved In a deuterated dlmelthy suffoxide
(CDSOCD1), and niobIum-potassium ethoxide dissolved In deuterated benzene (CDj.).
Niobium 93 NMR spectra were collected for ethoxides dissolved in ethanol. Spectra were
referenced to NbCIj In CHCN. Mass spectroscopy on potassium-niobium ethoxide was
carried out using an accelerating voltage of 70 eV. Elemental analyses (Galbraith Laboratories,
Knoxville, TN) for carbon and hydrogen were carried out on the potassium-niobium ethoxide.

Phases In calcined samplas were determined using X-ray diffraction, XRD, (Model APO
3720, Philips Electronic Instruments Co., Mt. Vernon, NY). Elemental analyses (Galbraith
Laboratories) for nioblum and potassium were carried out on selected samples.

RESULTS AND DISCUSSION

Caagrzto of Ethoxides

Proton NMR data for the potassium, niobium, and potasslum-niobium ethoxides are
shown in Table 1. Potassium ethoxide showed a CH, quartet (6 = 3.45-3.53 ppm) and a CH,
triplet (6 = 0.90-0.96 ppm). Nioblum ethoxde showed two tiplets (6 = 1.25-1.30 and 1.37-
1.42 ppm) and two quartets (f - 4.35-4.40 and 4.48-4.55 ppm). Two triplets and quartlet are
observed because of the dimedic nature of niobium ethoxide [181, I.e., ther e Cl-IH and CH,
protons associated with both bridging and terminal alkoxy groups in the dimerc molecule. The
bimetallic potasum-niobkim ethoxide shows a triplet (6 = 1.36-1.40) and a qualtet (6 - 4.44-
4.51). The absence of CH, protons at 6 - 3.45-3.53 Indicates coordination of potassium
ethoxide to nioblum eWoxde, providing cer evidence for the formation of the 'doubl
aitoxide.

Table 1. Proton NMR Da

Compound Solvent CH,(q)" CH,("

K(OC, ,) (CDjSO 3.45-3.53 0.90-0.6

Nb(O , C4DCD, 4.344.40, 1.25-1.30,
4.48-4.55 1.37-1.42

KNb(OC 1 J, C.D. 4.44-4.51 1.36-1.40

*q-quaet, t-tr.plet
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Niabklul Ethaxis In Ethanol

( (A)A

Potnasuni Ethoxid In EtaOW

t (9)

1000 600 600 400 200 0 -200
"rn

FIG. 1. (A) '8Nb NMR spectrum for niobium ethoxlde/ethanol solution and (B) 'Nb NMR
spectrum obtained -5 min after a potassium ethoxlde/ethanol solution was mixed with a
niobium ethoxide/ethanol solution.

The formation of the bimetallic ethoxids was also Indicated by "Nb NMR results. Fig.
1A shows the spectrum for niobium athoxide In ethanol. Multiple peaks in the spectrum
probably arise due the presence of monomers and dimers of niobim ethoxide In the ethanol
solution. Fig. 18 shows the spectrum obtained -5 minutes after a potassium ethoxide/ethwiol
solution was added to the niobiumn ethoodde/ ethanol solution. The disappearance of the extra
peaks In Fig. 1A Is consistent with the formation of potassium-niobium hexa-ethoxdde.
KNb(0C2Hj,.

Mass spectroscopy also provided evidence for the formation of the bimnetallic ethoxide,
as KNb(OC3Hj, fragments were observed. Chemical analysis of the potassium-niobumn
ethoxids showed 35.3 wt% carbon and 7.2 wl% hydrogen. These values wre In good
agreement with the calculated values of 35.82 wt% carbon and 7.51 wt% hydrogen for
KNb(OC 3Hj,

The moler ratio of water/alkoxide had a slnfcatd ~fecontOw hydrolyals/oondensatlon
reaction kinetics and on the physical and chemnical characteristics of the product. In one series
of experiments, a 0.25 molar solution of potassiumniotbium ethoxdde in ethanol was mixed with



became opcu nv~*andraiseiettoofpeiitdpricswseven
within a few miue.The poiiae!prilsotie nOtmne eecletdb
filtration, dre t- ,calcined at various temperatures, and analyzedl by X-ray ifatm

K.NbO, K4NNbO17. and K.Nb.0 17 - 31-120 119], although Ident~fcation of the phases was
uncetai. Exensve ystallization of KNbO, occurred as Ohe calcinationi temperature was

InresdW tIsevdntfrmFIg. 2 that the pasumdfcetphase(s) stil remained. The
defiieny I potssim #a.,relative to KQ~bO,) Is not due to preferential volatilization of KO
durig hd teatmntbutInstead develop during the precipitation process. This was proven
by arringou chn-dalanalyses of powders hea t eated at 1W0 and 7500C. In the fonner

samletheanaysi shwed50.3 wt% Nb end 16.3 wt% K, corresponding to an Nb/K mole
rato o 1.0. poncalinaionto 750*C, the Nb and K concentrations Increase (to 58.3 end

19.5 wt%, respectively), but the mole ratio (1.26) remains unchanged (~withn xpriental
error). (The Increases In fth weight percentages of Nb and K upon calcination to 75CPC reflect

I ~Precursor: KWCýb(0 .).
Hydrolysis: 5rmoles H20 In C2H501

Calcinatlon: B0C. 5 h

10 20 30 40 so 60 70 S0 go 100
20 (Degrees)

FIG. 2. )(RD petterns for samnples prepared with 5 moles wow per mole od potassium-
niobiumn ethodde which woro calcined at fth Indicalled temperatues Asterbisks hicdo tha
peaks are associated with p-asu-dll phese(s). Othe peeks ame for KilbO,
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the elliminatlon of residual solvent hydroxyl groups, and carbonaceous material from the
precipitat. Thermal gravimreil analysis shows that - 14% weight loss occurs upon hea
treatment to 750"C [201.) The high Nb/K mole ratio of the precipitates (I.e., relative to th 1:1
mole ratio In the bimetallic alkoxide) Indicates that excess potassium iemalns In solution during
the hydrolysls/oondensatlon process. This was orolned by analyzing the ftrate collected
from a precipitated suspension In which the alkoxlde was hydrolyzed with 8 moles of
water/mole of ethoxde. The residual potassium concentration in solution was 0.11 wt%, while
the niobium ooncerwatlon was <O.OG02 wt%. Despite the successU synthesis of potassium-
nkiobum ethoxide, It is evident that molocular-scal ndng I disrupted during subsequent
processing.

Precipitation of particles occurred much more siowly as the amount of water added
during hydrolysis of the potassuniobium athoddd was decreased. However, even with low
concentrations of water, it was not possible to produce single-phae KNbO, when hydrolysis
was carried out using water/ethanro solutions. For example, Fig. 3 shows XRD results for a
sample prepared with only 1 mole water/mole ettmdde which was cal•ned at 700'C. In
addition to KNbO , the potassium-deficent KaNb O, and KNb.O,,. 31-1O phas•e [21] ae also
present ft Is noted, however, that the KNb , peaks are more inens (relative to the
potas -efnt phases) compared to the samples hydrolyzed with 5 moles water/mole
ethoxide and calcined at the same temperature (Fig. 2). Thus, further efforts were directed
developing processing conditions In which hydrolysis rates were reduced.

One approach for decreasing the hydrolysis rate inioved using the potassium-niotium
propo,:de precursor. It has bee reported that Inacsasing the size ot the alkoxy group
decreases the rate of hydrolysis In some alkoxdes (e.g., silicon alkoxidee). [221 This is
generally attributed to steric effects. In the present study, it was Observed that sols prepared
with the bimetallic propoxide would remain dear (i.e., no visual evidence of precipitalton) for
several days or longer If the concentration of water was less than -2 MOlS waier/mole
propoxide. Evaporation of solvent from a solution prepared with I mole water/mole propoxdle

Precursor: KNb(OC2 H4),

Hydrolysis: 1 mol H•O in C2 H.14

Colcistlon: 7WC, 5 h

Z
Z

tt

0 10 20 60 40 60 so 70 so go 100
20 (Degree.)

FIG.. XRO pattem for s•np prepared with I mole o1water per mob of potassiumnkob
ethordde and c•lcined st Asterisks Indicate that peaks ae associated with poteaskm-
deficient phase(s). Other peaks oa for KQbO,

i!
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Hydrolysis: 1 male V in C.J701
Calcination: 7O0C, 5 It

t

0 10 20 30 40 so 60 70 60 90 100

20 (Degrees)

FIG. 4. XRD pattem for sample prepaed with 1 mole of water per mole of potalssmk-nioum
propoxide and calclned at 700C. Single-phase KNbO, is formed.

Presursm: KbOCg Hs) 6

Hydrolysis: I moiHle H~O
Calcinatlon: 550wC, S h

I * I , I I ,I I I iI i I , i t
10 20 30 40 w0 6 70 so 90 100

2• (Oegrees)

FIG. 5. XRD paten for sample prepared with I mole of water per mole of potuakxm-rlobkm
thof•dde aimdcoe at SOC. Sample wa hydrlyze usi wow/meUinol sokulons.

Sne-pha KNbO, is fobme.

I ""a-



resulted In th. dw'qlopmrnen of a clear gel. Miste drying and calcinin at 700C, single-phase
KNbO. was prot. ad L~e., no traees of potassum-deficlent phase were detected by XRD
(Fig. 4). The pattern Malo shows obvious peak spltin at 29 w 45, 51, and 74" Which W
Indicative of the formation of fth orthorhombic phae of KNbO.. 1231 Mwb orthorhombic
polymorph Is the equilibrium phase at room temperature. (241 However, the cubic phas [251
was obtained when low calcination temperatures were used. Also, higher temperature were
required to observe peak splitting when saimples were prepared Under rapid hydrolysis
conditions. For example, In Flgs. 2 and 3. negligIble peak splitig Is observed In samples
calcined at 700-C.)

Another approach used to prepare skinle-phase KNbO. Involved carwyin out hydrolyis
of the bimetallic ethoxide using water/methanol solutions, i.e., instea of water/ethanol
solutions. Sole prepared with 1 mole wate/moxle of efthxlde would remain clear for many
weeks Nf exposure to the atmosphere (i.e., water vapor) was avoided. AS in the case Of
propoxide solutions hydrolyzed with 1 mole of water, evaporation of solvent resulted In the
formation of a clear gel. XRO sowmed that samples were extenivey crsalzd(rimar~ly to
the cubic phase) after cak*lcnton at only 550"C (FIg. 5). More extensive Peak splitin was

Expomd to Ak

(A)

0 O 10 L AO 30 40 60 640 70 680 -90 100
30(DOWM)

SW"m UW" KOH

0 10 20 30 40 50 60 70 00 90 too

FIG, 6. XRD pattemns for thin fims deposited on fised silicandW calined at 700C. (A im
exposed to &i forms fth po-t11elum-delcent hydrate phase, KNbp,01 - Mp. M) Film sored
under KDH has lees hydrat pOas and mor 0 .b0, KNbO, is not observd in eQthe ftlm



observed afte calclnation at higher calcination temperatures. Chemical analyses showeid that
a sample scalcned at 150T had 47.1 wt% Nb anid 18.7 wt% K (Nb/K mole ratio of 1 AM, while
a sample celclned at 750'C sample had 52.9 w1 Nb and 22.7 wI% K (Nb/K mole ratio of
0.M). The mole ratios agree well with the 1:1 ratio qxpecled for KNbO,. Furthermore, the Nb
and K weight percentages for the 750TC calcined samrple wre very dOse to the calosised
values for KINbO, of151.61 wt% Nb and 21.71 wt% K. The mechanism responsible for the
reduced hydrolysls/condlensation rate during processing with water/methantol solutions Is not
understood at the present time. However, recent proton NMR results (281 have shown that the
addition of methanol to nioblumn ethaxdd. results In an exchange of the efthodde group for the
meihxie group. Thus, cartin out kydrotysla in water/methanol solutions may reutt In the
formatIon of a bimetallic potasslurr-nioblum methoxide. In turn, this elkoxide may be less
susceptible to dissociation (.s., crAnpared to the bimetafti slho~de) during hyrlysis

The clear sole prepared wkh 1 mnole of water (in methanol) per mole of sthoolde wr
used to form thin films by spin coating. However, as observed by other workes, (10,14,151
phase development In thin filme was highly dependent upon the nature of the substrate. For
example, lt we. not possible to form IQ'bO, when Jused sllices we. u~sed as the substrate.
Figure 6 shows typical XRD paftter obtained for samples calcined at 700*C. In the Fig. 6A,
the sharp peaks awe associated with the potassium-ldefcent hydrate phase, l.Nb017 -38,0.
(Tho broad peak centered at 20 o 2?r Is due to the fused sfilic substrate.) The film In Fig. GA
was left exposed to the atmosphere after calcination. In contrast, Fig. 68 shows the XRD
pattern for a film stored under KOH after calcination. In this case, the hydrate peaks were
significantly reduced, but the major phae present was still the potassium-deficient K.NNb,0,

Thin films of KNbO, could be prepared by using M~ substrates. Figure 7 shows the
XRD pattern for a sample prepared after calcination at 700*C. The peaks labeled VS are due
to the M~ substrate while the peaks labeled WK wre due to KNbO, The latter peaks match
extremely well with those observed In Figs. 4 and 5 for single-pas KNbO,. altoug peak
splitting Indicative of the orthorhombic phase was not observed In othi sample.

iCNO3f0kn on Kit substag

Ica1 5

K

Ka

LK K K K

I I I -A I * I
0 10 20 30 40 so so 70 so 90 100

20 (DOegse)

FIG. 7. XRD pattern for KNbO, thin ft lmormed on MWr substrate.
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INTERCALATION CHEMISTRY: A NOVEL APPROACH TO MATERIALS DESIGN

E.P. GIANNELIS, V. MEHROTRA AND M.W. RUSSELL
Department of Materials Science and Engineering, Cornell University, Ithaca,
NY 14853.

ABSTRACT

Intercalation of layered solids -s used as a means to manipulate a
variety of molecular and polymeric species into well-ordered multilayer
films with an architecture controllable at the molecular level. Dielectric,
conductivity and optical measurements demonstrate the potential of
developing new families of materials with new functionalities by exploiting
the synergistic effect of guest/host Interactions.

INTRODUCTION

Molecular level electronic and optical devices in which individual
molecules would function as a self-contained device are being discussed as
an alternative approach to current solid state devices 11,2]. Molecular
devices become particularly attractive when one considers the relentless
increase in circuit densities that is forcing the semiconductor industry to
continuously reduce the size of circuit elements. It is expected that
within the next thirty years the size of electronic components will be on
the order of a few nanometers or the size of individual molecules.

Current IC fabrication technology involves microstructure pattern
fabrication and sculpturing on three-dimensional blocks of silicon.
Alternatively, in molecular devices, components will be arranged into
complex, well-defined molecular assemblies by virtue of atomic or molecular
forces in much the same way that functional components are assembled in
living organisms.

The ability to engineer and assemble components into controllable,
well-defined supermolecular arrays is the most critical obstacle in creating
functional molecular devices. It is the thesis of this paper that
intercalation of layered solids offers the means to manipulate the structure
of supermolecular assemblies at the molecular level. Thus, anisotropic
materials with two-dimensional microstructures, nanometer architecture and
controlled interfaces can be assembled providing new molecular tools to
Materials Engineering. Though interest in intercalation has grown steadily
over the years, most of the work has focused on the effect of intercalation
on the physical properties of the host (3].

This paper reviews our efforts to develop new intelligent materials
from intercalated solids with unique responses to electrical, optical and
chemical stimuli. The desired properties/functions are introduced by fine-
tuning specific guest-host interactions resulting in molecular ensembles
with potential applications as sensors, transducers, and memory devices.

We begin by reviewing some of the essential features of intercalation
of layered solids. Then a discussion on the structural characteristics and
intercalation properties of layered silicates and layered double hydroxides
is presented.
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GENERAL FEATURES OF INTERCALATION OF LAYERED SOLIDS

Layered solids can ingest foreign species into the galleries between
the layers to form intercalated materials [3]. For example, intercalation
compounds like graphite and transition metal chalcogenides have been studied
quite extensively over the past several decades. In this paper we will
introduce a "newl clams of host solids, namely, the complex layered oxides
(CLOs), that have largely been ignored by the materials and the solid state
comaunity.

CLOs, like the sore traditional layered solids, exhibit a rich
intercalation chemistry with unique properties. In order to put the
intercalation properties of C"1s into perspective, we will review Solin's
classification of layered solid hosts. According to Solin, layered hosts
can be classified into three general categories corresponding to the degree
of transverse layer rigidity 14).

(raphite and BN with atomically thin sheets belong to Class I. As a
rasult. the layers are *floppy, allowing for transverse distortions of the
laye.s. Class II contains materials like TaS2 and FoOCl with layers often
composed of three strongly bonded atomic planes that leads to a "stiffer*
layer structure. Layered silicates with as many as seven atomic planes in
individual layers belong to Class III and exhibit a high degree of layer
rigidity with respect to transvers, layer distortions. The layer rigidity
has a profound effect on the physical phenomena and properties of
intercalated solids exhibit which might enhance or limit their potential
applications.

STRUCTURES OF COMPLEX LAYERED OXIDES

Since the majority of our work has concentrated on layered silicates
and layered double hydroxides (LDtis) we limit our discussion to theme two
layered solids.

The structure of 2:1 layered silicates consists of two tetrahedral
sheets fused to an edge-shared octahedral sheet (Figure 1) (5,6]. The type
and population of the cations in the octahedral sheet distinguishes between
various layered silicates. For Instance, when all octahedral sites are
occupied by magnesium, the known filler talc is obtained. Alternatively, in
pyrophyllite only two-thirds of the octahedral sites are filled with
aluminum. The stacking of the tetrahedral and the octahedral sheets results
in a comensurate arrangement eliminating the strain that is often developed
in incommensurate structures. For example, in crysotles and related
asbestos minerals, the strain induced by structural mismatch causes the
layers to curl and adopt a fiber-like morphology. In crystals of talc and
pyrophyllite the layers are held together by weak dipolar and van der Weals
forces creating interlayers or galleries between the layers. The sum of a
single layer (-10 A) plus the interlayer represents the repeat unit of the
multilayer and is calculated from the 001 harmonics obtained from x-ray
diffraction patterns.

In contrast to talc and pyrophyllite where the layers are electrically
neutral, nicas (muscovite and phlogopite) exhibit a net charge of negative
two per unit cell due to the isomorphous substitution of silicon by aluminum

g
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Figure 1. Idealized structure for 2:1 layered silicates.

in the tetrahedral sheet. To balance the layer charge deficiency, potassium
ions are located in the interlayer region at regular positions. In fact,
the gallery potassium ions are located at the center of the hexagonal arrays
created by the oxygen atoms of the tetrahedral sheet resulting in a
superlattice.

The taic-pyrophyllite group and the micas represent the end members of
a hierarchy defined by the degree of layer charge neutrality. Mica-type
silicates (HTSs), otherwise known as swelling silicates, with layer charge
densities in the range, 0 < x < 2, define a separate family of host lattices
with unique physical and chemical properties not found in the end members.
Similarly to micas, gallery ions are incorporated in the structure of
swelling silicates to balance the charge deficiency in the layers. When
the charge deficiency originates from the octahedral sheet (i.e. Ni 2+
substituting for A,3+) the negative charge is distributed over all oxygens
of the framework resulting in a turbostratic arrangement. In other words,
layer ordering occurs in the c direction but the layers tend to be randomly
stacked with respect to the a and b axes of individual layers. In
contrast, the layer charge created in tetrahedral sheots tends to be more
localized yielding a greater three-dimensional order.

In contrast to KTSs, LOfs have the reverse polarity with respect to
layer and gallery ion charge. They consist of positively charged, brucite-
like (Kg(OH) 2 -like), layers resulting from the displacement of divalent
cations in the octahedral layer by trivalent cations separated by hydrated
gallery anions [71. If one considers the possible combinations of
divalent/trivalent cations a very large range of solids with idealized
formulas of the type [NIKl..ll)lx(OH)21[An']x/n yH20 can be synthesized.
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In the above chemical formula the divalent and trivalent cations occupy
octahedral positions in the hydroxide layers and An- is the gallery anion.

A brief statement should be made about the origin and availability of
both MTSs and LDHs and their ability to form films. Although both classes
can be found in nature in both polycrystalline and single crystal forms, we
have mainly concentrated on synthetic materials that allow us to better
control their morphology, chemical composition and surface properties. In
addition, CLOs can readily form thin films and coatings on various
substratea by spinning or casting techniques.

INTRCALATION PROPERTIES OF CLOs

The most striking property of MTSe is their ability to ingest
(intercalate) a variety of guest species in their galleries due to the much
weaker interlayer forces compared the intralayer forces that bind the atomic
planes together [5]. The hydrated gallery cations in KTSs can be readily
exchanged with almost any cation by simple ion exchange reactions,
distinguishing then from the end members of the group (talc and micas).

In contrast to graphite which is amphoteric, MTSs will accept only
positively charged or neutral molecules without any charge exchange
mechanism. Since no charge exchange is taking place, intercalation of HTSs
is less disruptive and very facile. A diverse class of cations (mono- and
polynuclear, organic, inorganic, organometallic and biological) can be
introduced in the galleries.

KTSs are also known for their ability to intercalate a large number of
polar neutral molecules in their galleries with certain degree of
orientation and alignment. The enhancement of orientation and alignment
upon intercalation can be exploited to produce, for example, materials with
large optical non-linearities. The guest species can enter in stages, i.e.
one monolayer at a time and, in some instances, as many as twenty monolayers
can be accommodated. For example, intercalation of water under controlled
conditions produces a monolayer of water in the galleries for partial
pressures of water between 0.1 and 0.6, while for pressures between 0.6 and
0.9. a bilayer is formed.

Similarly, LDHs can eccommodate a large number of anions and polar
neutral molecules in their galleries but size/charge requirements for the
guest species are more stringent than with the MTSs. The size/charge
requirement imposes severe limitations to the range of guest species that
can be intercalated in LDHs (8].

DIELECTRIC PROPERTIES OF CLOs

An integral part of our effort is to develop new generation. of
environmentally stable materials for optoelectronic packaging applications.
Our strategy includes intercalation of low permittivity polymers between the
layers of a robust layered oxide [25]. As a result, we have embarked on a
detailed study of the dielectric properties of pristine layered solids and
the effect of polymer intercalation on their dielectric properties [9].

The dielectric response of a heterogeneous solid contains contributions

I
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from permanent and induced dipoles and the motions of ions and electrons.
Ftrthermore, the dielectric properties of heterogeneous materials cannot
always be described by the sum of those of the individual components [101.
The motion of charge carriers is a cooperative phenomenon and might be
hindered by the structure of the material. This is particularly true when
one component adopts a network structure which is not realizable in the
bulk. The consequence of the restricted notion is that an extremely large
dielectric permittivity results especially at low frequencies.

The outstanding experimental phenomena of CL0s that any theory needs to
explain are [11]: (a) their extremely high susceptibilities when water
molecules are intercalated in the galleries (orders of magnitude greater
than that for water) and (b) the frequency dependence of the real and
imaginary part.

The real and imaginary part of the dielectric susceptibility versus
frequency are plotted in Figure 2a for an air- dried sample of LDH. For
comparison the dielectric response of Li-fluorohectorite is shown in 2b.
The seemingly different behavior of the two classes of layered solids is
understood in terms of infrared divergence theories and models invoking
fractal time processes and fractal structure.

The intercalated water molecules and/or gallery ions in both solids can
form hydrogen-bonded islands (clusters) with partially ordered structures.
These H-bonded systems can be described by percolation structures in which
their connectivity is described by the probability of hydrogen bonding [121.

In the absence of an externally applied field the material will be
neutral and, most likely, unpolarized. An externally applied field will
uniformly polarize the system by a succession of proton transfers (hops)
within the hydrogen bonded cluster array either within the same cluster
(intracluster polarization) or between different clusters (intercluster
polarization) creating -ON' and OH3+ at each end of the path. Relaxation is
achieved either by charge recombination within the same cluster or between
different clusters or some other routes that do not necessarily involve
charge transport. The latter mechaniem can involve, for example, molecular
rotation following hydrogen-bond breaking and subsequent re-creation 110.

The frequency-dependent response of systems, where charge recombination
is the only relaxation mechanism, shows a continuous crossover from
Intracluster group oscillations at high frequencies to the longer-range
intercluster charge transport at lower frequencies. In contrast, systems
that possess other routes of dipolar relaxation in addition to charge
recombination will exhibit a separate loss peak in their frequency-dependent
response. Since some of the water molecules in XTSs have protons inside the
ditrigonal cavity of the silicate surface, the regularity of hydrogen
bonding among the gallery water molecules is broken in places [13). These
defects permit a variety of reorientational notions that are not possible in
lDlls, resulting in a loss peak in the dielectric response of WiSs. The
difference in the structure of intercalated water becomes apparent when one
considers the hydroxylated galleries of LDHs.

Alternatively, the dielectric response of LWHs is modeled using a
random walk of charge carriers (44+) on a percolation cluster [14]. The



ag0

lo5 103

104

03LDH MTS

101

101 . Res Component Real Componnt
a Imaginary Component

1 Imaginary Component
100 100,

101 1;2 1;3 1; 15 1;6 107  10O2 1;3 1o4  1;5  1;6 10

Frequency (Hz) Frequency (Hz)

Figure 2. Dielectric susceptibility vs. frequency for LDH and MTS.

response of the material at low frequencies in understood in terms of a
fractal time process. The latter is the result of a waiting time
distribution between successive hops. On the other hand, the high
frequency behavior is due to a fractal time process operating on fractal
structure, much like the percolation structures formed by H-bonded water
molecules.

SUP1HOLECULAR ASSEMLIES

The utilization of layered solids to control the structure of the guest
species in a molecular assembly is demonstrated by the intercalation of Cu
coordinated porphyrin molecules in the galleries of two different MTSs with
varying charge density. The orientation of the gallery species is dictated
by the basal surface area per exchange site that, in turn, depends on the
layer charge density of the host [15].

X-ray diffraction patterns of fluorohectorite (high layer charge
density) and hectorite (low charge density) intercalated solids show
crystallographically well-ordered structures with 001 harmonics
corresponding to a primary repeat unit (d-spacing) of 20.1 and 14.0 A for
fluorohectorite and hectorite respectively. The difference of 4.4 Afrom
the corresponding 9.6 for the silicate framework for hectorite is in accord
with the expected size of the porphyrin ring plans parallel to the silicate
layers (Figure 3). In contrast, the observed 10.5 A difference for
fluorohectorite is consistent with an inclined arrangement of the porphyrin
ring plane with respect to the silicate layers. An inclined arrangement
will be favored when the size of the guest molecules exceeds the area
available per exchange site.
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Figure 3. Schematic illustration of porphyrin intercalated in Mels

The different orientation of the porphyrin guest layer in the two
intercalates was verified by anLsotropic electron spin resonance
spectroscopy. In hectorite, the perpendicular or parallel component is
observed, when the magnetic field is oriented parallel or perpendicular to
the layers respectively. In contrast, the ear spectrum of fluorohectorite
intercalates is orientation independent. The orientation independent
spectrum suggests a preferred orientation of the porphyrin molecules with
the molecular ring oriented near 450 degrees with respect to the host layers
in agreement with x-ray diffraction data.

The ability to control the orientation and align•ent of guest species
can be used to manipulate the properties of the supermolecular ensemble.
For example, the photophysical properties of transition metal complexes can
be mediated by fine-tuning the guest-host interactions (161. Current
studies include evaluation of these well-organized molecular assemblies as
tunable non-linear optical and photoresponsive (hole burning) materials.

CONDUCTING - INSULATING NULTILAYURS

A large effort of our research is focused on the development of well-
defined, two-dimensional molecular assemblies of electroactive polymers.
Such architecture can lead to wcterials with highly anisotroplc dielectric,
conducting and optical propp.rties. In our approach, intercalative
polymerization of a suitable moromer in the galleries of the host is used as
a means to process insulating-conducting composites into thin films with a
oultilayer structure and molecular dimensions.

Electrically conducting polyanillne film can be formed by a simple
intercalative polymerization of aniline in Cu-oxchanged fluorohectorite
[17). The aniline monomer reacts with Cu

2
+ to form an intermediate

(PhNH2 "+) that initiates the polymerization to polyaniline. The reaction
can be represented by the following equation, where the horizontal lines
identify the layered structure.
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Cu2+ + nC6 Hs5 H2  .U C 2 +(PAjq)

X-ray diffraction patterns of oriented films exhibit a highly ordered
two-dimensional structure. Several (001) harmonics are observed
corresponding to a primary repeat unit (d spacing) of 14.9 A. The 5.3 A
guest layer is in agreement with intercalation of single chains of
polyanillne.

Spectroscopic studies (UV-vLsLble, IR and Reaman) have established the
presence of the insulating form of polyaniline for the as prepared sample.
After exposure to HCM vapors the 2.4 eV band gradually disappears while a
new band centered at 1.6 eV and extending into the near IR appears
characteristic of the conducting form of polyaniline (Figure 4) [181.

The room temperature in-plane conductivity of HCI exposed samples is
0.05 Ohm-lcm"1 an increase by five orders of magnitude with respect to Cu-
exchanged host. Variable temperature in-plane conductivity measurements
show that as the sample is heated from room temperature the conductivity
increases with increasing temperature as expected for semiconducting
behavior or different variable range hopping processes. The conductivity
increases reversib from room temperature to about 60 °C, above which the
conductivity starts to decrease slowly. Preliminary conductivity
measurements erngndicul.a to the silicate layers affirm the highly
aniastrovic nature of the material.

The electroactive polymer/layered solid hybrids represent a new class
of two-dimensional conductors [17,191. They consist of single conducting
polymer chains alternating with the host layers with a well-defined
multilayered structure. Since the polymerization reaction takes place
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Figure 4. Electronic absorption spectra of: (a) as-prepared PAfl
intercalated NTS (solid line); (b) after exposure to HC1 vapors (broken
line)
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between the confining wells of the host matrix, the polymer might be forced
to attain conformations unrealizable in. the bulk which, in turn, might
influence its transport properties.

BIONKIMTIC SEHSORS

In this section, a brief description will be presented of our efforts
to develop now generations of artificial biosensors that imitate the
gustatory and olfactory cells in living organisms. The receptor element of
the artificial membranes is based on synthetic amphiphiles incorporated in
the galleries of CLOa while transduction is based on capacitance and surface
acoustic wave measurements (Figure 5).

In designing now sensory devices, biological system can serve as
prototypes for the development of new types of chemical sensors. They are
well known for their ability of molecular recognition, signal transduction
and chemical regulation. The faculties of sensing and transduction coupled
with memory and logic functions define the highest degree of intelligent
characteristic of organized beings.

Specific receptor proteins are usually involved in molecular
recognition of various chemical substances. However, recognition of certain
chemicals can be accomplished without the presence of specific protein
receptors reducing the level of complexity inherent to biological systems
[201.

The ismobilization of synthetic amphiphiles in a polymer matrix and
their unique sensing capabilities have been recently reported [21].
However, organic solvents and high ionic activity solutions can damage the
artificial membrane. In our approach some of these limitations can be
circumvented by using a robust layered template to assemble the membrane.

l Electrodes

Silicate Layer

Cr-costed Glass Substrate IIjlIIIIjpMj Synthetic Amphiphile

Figure 5. Schematic of an artificial sensor.
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Artificial membranes have boon synthesized by intercalating dialkyl
ammonium cations and succinste anions in CLOg. The materials can be easily
casted or deposited onto a substrate providing an artificial skin of several
microns thick. The layered host not only provides the means to assemble the
multLbilayer but also imparts strength to the film so that it can withstand
harsh physicochemical or physiological enviro ments.

X-ray diffraction shows that the artificial skins possess self-
assembling properties resulting in vell-organized bilayers of the amphiphile
alternating with the host layers. Furthermore. the materials undergo a
phase transition or melting" at characteristic temperatures that changes
the fluidity of the artificial membrane [22]. The bilayer forming and
liquid crystalline transition temperature are common characteristics of
biological membrane systems [21]. We are currently evaluating the sensing
capabilities of the artificial membranes in the presence of various po"'ons
and odorants. These artificial membranes are likely to exhibit a size and
shape selectivity due to diffusional barriers imposed by the layered
tamplate.

MOLECULARLY ENGINEERED NANOSTRUCTURES

The design of materials with nanometer dimensions is the subject of
intense current research [23,24]. Solid materials with particles between
0.5 and 10 rm exhibit novel electrical, optical, magnetic and chemical
pr'perties due to their extremely small dimensions.

Synthetic strategies for nanophase materials typically involve the
following steps: cluster formation, cluster isolation, and cluster assembly.
A critical obstacle in assembling and maintaining a nanophase structure is
the tendency of the molecular clusters to aggregate in order to reduce the
high energy associated with their high surface to volume ratio. One
successful approach to molecular cluster stabilization is their inclusion
in a 3D template that physically prevents cluster aggregation (23].

Alternatively, intercalation of molecular clusters in the galleries of
CLOs has also produced thermally stable materials with regular void
structure available for adsorption and catalytic reactions [6,8]. Although
their uses in areas like separations and catalysis is already well
established, we were the first to exploit their regular void structure as a
means to develop new materials with low dielectric constant for electronic
packeging applications [25]. The low dielectric constant (Figure 6) is
achieved by introducing a regular void structure. The well-ordered
interconnected structure can be controlled by the proper choice of molecular
props and solid host lattice.

However, the novelty of this process lies with the ability to assemble
and maintain a nanophase structure composed of *molecular* oxides. These
nanometer size oxides, consisting mainly of surface atoms, represent a new
class of materlals with yet to be learned properties.

CONCLUSIONS

Intercalation of layered solids can be used to manipulate a variety of
molecular and polymeric guest species into well ordered multilayer films

_________ __________
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with an architecture controllable at the molecular level. Due to the self-
assembled nature of the host matrix, it is possible to construct two-
dimensional materials with highly anisotropic dielectric, electronic and
optical properties. Various new functions can be introduced by manipulating
the guest-host interactions leading to molecular level devices.
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PREPARATION OF COPPER AND COPER-BARIUM-YIrRIUM SOLS FROM
METAL 22.E'HOXYETIHIOXY)ETHOXIDES AND CONVERSION OF

COPPER-BARIUM.YTTRIUM ALKOXIDE PRECURSORS TO Ba1YCU3O.-.

Mary Rose Scozzafava, Wendell E. Rhine, and Michael J. Cima
Ceramics Processing Research Laboratory, Massachusetts Institute of Technology,
Cambridge, MA 02139

ABSTRACT

The hydrolysis of copper 2-(2-ethoxyethoxy)ethoxide solutions and barium-ytrium-
copper 2-(2-ethoxyethoxy)ekoxide solutions woe investigaetd. Copper sots with particle
sizes of 3-10 un have been prepared fron THF solutions. Sols fron barium-yttrium-copper
alkoxides were also prepared in THF with particle sizes of 4-10 ni as determined by tans-
mission electron microscopy (TEM) and 50-80 nrn as determined by photon correlation.
Compositional analysis showed that the sobs had a similar composition to the parent solution.
Choice of atmosphere and solvent system played an important role in the progress of the
hydrolysis reaction. Powders obtained from barium-yttrium-copper solutions can be converted
to Ba2 YCU3OT.&

INTRODUCTION

Sol-gel synthesis has been studied intensively as a fabrication method for superconduct-
ing films and powders [1-7]. The process involves dissolution of barium, yttrium, and copper
alkoxides in a common solvent followed by addition of water which initiates hydrolysis and
condensation reactions which can produce either a sol or gel. The resulting solutions can then
be spin- or dip-coated onto substrates or dried to obtain powders which, upon heat treatment,
yield high T, superconducting oxides. The insolubility of Cu(fl) alkoxides, however, has
limited the success of this route.

Recent improvements in preparing soluble copper alkoxides involved the use of
polydentate ligands in which the second heteroatoni can help satisfy the coordination sphere of
copper and increase its solubility [3-71. The preparation of bis(2-(2-edhxyethoxy)ethoxide)-
copper(I), Cu(OCH2CH 2OCH2CH2OCH2CH3)2, is part of an ongoing effort to develop
soluble copper alkoxide precursors to apply sol-gel technology to the prepalntion of super-
conducting oxide films and powders [3]. Preliminary investigations showed that copper
2-(2-ethoxyethoxy)ethoxide [2-(2-ethoxyethoxy)ethoxide = 2,2-EEE)] is a good candidate for
use in sol-gel procedures [3]. Cu(2,2-EEE) 2 is highly soluble in both ThiF and Woluene.

Further motivation for the study of soluble copper alkoxides is that copper sols could
be used as a route to extremely fine copper particles. Metal precipitates are used in glass coat-
ings to change their optical properties. Typically, the particles are introduced by fuming saits
of the metal onto the glass surface. Copper sols instead could be spin-coated with a silica sol
and then fired under a reducing atmosphere to give monodispersed copper metal [S].

In this paper, we report on the hydrolysis behavior of Cu(2,2-EEE) 2 and of mixtures of
copper, barium, and yttrium 2-(2-ethoxyethoxy)ethoxides. Conditions for fonamtion of stable
sols of both copper and barium-ytatium-copper are described. Powders prepard from these
precursors can be converted to Ba2YCu3O7.i (BYCO).

Met. t1. Som. Symp. Proc. Val. 100. 01990 tMtieIls Rearch Society
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EXPEMENTAL PROCEDURE

All reactions were conducted under an inert uatmosphere using dried solvents.
2-(2-Ethoxyeiho~xy)ethanol was disW tiledhu K2C0 3 and dried over molecular sieves prio to
use. Cu(2,2-EEE>2 was prepared by an alkoxide exchange: reaction in toluene between
Cu(OMe)2 and 2-(2 dioyethoy)ethanol (Aldrich Chemical, Milwaukee., WI) C9]. The reslt-
ing blue solution was ifiltered to remove an orange soli (possibly a Cu(I) decomposition
product), and the copper concentration of the blue solution was determined by kidimetric titra-
tion or inductively coupled plasma (ICP) analysis. Cu(2,2-EEE)2 was isolated as a soWi by
evaporation of toluene under reduced pressure, followed by heating to W0C under vacuum to
remnove unreacted 2-(2-efthxyethoxy)ethanol. Elemental analysis established that the solid
was contaminated by 2.49 wt% Lidl. Ba(2,2-EEE)2 was prepared from the reaction of barium
metal with 2-(2-ethoyethoxty)ethanol. The resulting amber solution was filtered to remove tin-
reacted barium, and the banium concentration was determnined by gravimetric analysis or ICP
analysis. Y(2,2-EEE)3 was prepared by an exchange reactio in toluene between yttrium
isapropoxidle (Alfa Chemicals, Ward Hill, MA) andl 2-(2-cthoxyethoxy~ehanol. The resulting
colorless solution was filtered, and the yttrium content was determined by complexometric
titration or ICP analysis. Both barium and yttriumn solutions were used as prepared.

Hydrolysis was carie out under inert atmospheres toi avoid moisture and C(X) con-
tamination. Cu(2,2-EEE)2 in toluenie and/or THF was hydrolyzed by addition of a ThF aliquot
containing varying amounts of DI H20. Toluene solutions of Ba(2,2-EEEh2 and Y(2,2-EEEh3
were hydrolyzed by passing moist argon or air over standing solutions. Copper-barium-
yttriumn alkoxides in toluene andor THF were hydrolyzed by the addition of a THF aliquot
containing DI H20 or by passing moist argon or air over a standing solution. Hydrolysis
resulted in homiogeneou solutions, sois, or precipitates. Sols wer charracterized by photon
correl.ation (Coulter Photon Analyzer N4) and TEM (Jeod [200)M0. Solids were characterized
by scanning electron microscopy (SEM). diffitse reflectane infrared Fourier transformn
spectroscopy (DRIFFS), thermal gravimeatnc analysis (TGA), and elemental analysis (E+M
Nficroanlytictl Laboretories, Corona. NY).

RESULTS AND DISCUSSION

A Cu(2,2-EEE)2 solution was prepared at
0.030 M in 2:1 toluene:ThF and was hydro- Table L Hydroysis of 0.030 M
lyzed. No precipitationi or gelation was ob- Cu(2,2-EEE> 2 in 2:1 Toluene: ThF
served when 0.2 equivalents H120 wefe added. as a Function of H20.
Addition of 0.5 equivalents H120 resulted in the ___________

formation of gels which densifled to approxi- Eq 1120 Hydrolysis % Weight
mately one-seventh of their original volume Added Product Lows (by MGA)
through synersis within 24 h. Above 0.5 0.2 soluble -

equivalents 1120, the hydrolysis products rapidly o.5 gel
precipitated from solution. Precipitates wer 0.75 gelled ppt -

dried under vacuum at W0C 1.0 pilledlipt 40.4
Table I presents hydrolysis and MOA 2o efec p pa 25.1

data for selected reactions IUA data foir4. OWpi 32
precipitaes indicasted that raction of copr 4. v 100 gellead s 3.

2-(2-etboxyethoxy~ehxmide with wae was n 0ot( 3.

AA~



Table U. Hydrolysis of 0.026 M Cu(2,2-EEE)2 in THF as a Function of H20.

Eq H20 Added Hydrolysis Product Particle Size
By Photon Corelation By TEM

0.3 soluble
1.0 Sol 2.6±3nm
1.5 so0 3.3 ± 2 nm 3-10 nm
2.0 gelled ppt

4.0 gelled mpt

quantitative. Weight loss decreased with increasing water addition up to 20 equivalents H2 0,
indicating the extent of hydrolysis was not complete but rather increased steadily with increas-
ing water. In addition, IR spectra of precipitates showed a significant amount of alkoxide
remained, although the intensity of the bands associated with the alkoxide (v 1450-1050 cm-1)
decreased with increasing water addition. The intensity of the 1597 cm-t band (8s HOH)
increased with increasing water addition in these hR spectra despite heating to 800C under
vacuum, and the water was presumed to be coordinated to copper.

Hydrolysis of Cu(2,2-EEE)2 proceeded differently in the more polar solvent THF. A
0.026 M solution of Cu(2,2-EEE)2 in THF was hydrolyzed as above. Addition of 0.3
equivalents H20 to the solution resulted in a soluble capper hydrolysis product which did not
scatter light, while addition of two or mor equivalents H2 0 resulted in precipitation of the
hydrolysis product. With 1.0 and 1.5 equivalents added H20, the copper solutions scattered
light, indicating that these solutions were sols containing particles of 2.6 ± 3 and 3.3 ± 2 nrm,
respectively. Slight modifications of the experimental conditions changed the particle size of
the sol For example, a 20:1 THF:toluene solution of 0.034 M Cu(2,2-EEE) 2 hydrolyzed with
1.25 equivalents H20 afforded a sol with a particle size of 54 ± 8 n. Table I summarizes the
hydrolysis behavior of a THF solution of Cu(2,2-EEE)2.

TEM photomicrographs of the copper sol confirmed the results from photon correla-
tion. Electron diffraction indicated the particles were crystalline and ranged in size from 3 to
10 anm (Fig. 1). A small region was observed where the particles were not of uniform size and
crystallinity. Figure 2 shows an area (>20 aim) whose diffraction pattern indicated that this
small region had a high degree of order. Powders isolated by flocculating the sol with toluene
and centrifuging the resulting gel under an inert atmosphere, however, were amorphous by

-Samu

Fig. 1. TEM photomicrograph of particles Fig. 2. TEM photomicrograph of a crystal-
(3-10 nm) from the copper ol in THF line region of the copper aol in THF
prepared by addition of 1.0 equivalent H20. prepared by addition of 1.0 equivalent H20.

)
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X-ray powder diffraction (XRD). Atmosphere played an important role in determining the
coiposuiion of the copper 9so Copper gels which wen prepared and dried in air had IR
spectra containing bands typical for copper basic carbonates (1510 and 1444 cm-I), while IR
spectra of the sol prepared under inert atmospheres did not. These observations suggest that
the crystallinity observed for the copper sob by TM was due to the formation of copper basic
carbonates while exposed to air on the TEM grid.

Hydrolysis of BariumiYttriurnerpg Alkoxide and Fwornmtij3f YC

The individual barium, yttrium, and copper 2-(2-ethoxyethoxy)ethoxidc solutions in
toluene hydrolyzed very differently. Cu(2,2-EEE)2 (0.04 M) gelled readily when moist argon
(45% RH) was passed over the solution. Yttrium 2-(2-ethoxyethoxy)ethoxide and barium

2-(2-ethoxyethoxy)ethoxide hydrolyzed very slowly under the same experimental conditions.
The supernatant above a gelled yttrium sample (Yii., = 0.05 M) still contained 5-6% of the
starting yttrium after five days. A 0.2 M barium solution did not gel at all after five days, but
instead formed a precipitate. Thirteen percent of the starting barium was still in solution. The
different behaviors of the three metals in the presence of water reflect the different reactivities
of copper, barium, and yttrium alkoxides.

Hydrolysis of a barium-yttrium-copper 2-(2-ethoxyethoxy)ethoxide solution, a precur-
sor to superconducting BYC oxides, proceeded with no obvious segregation despite variations
in the hydrolytic behavior of the individual metal alkoxides. Complete precipitation of all
three metals occurred when 1.0 equivalent H20 was added directly to a precursor solution
([Cu]=0.051 M, [Ba]=0.034 M, M=0.018 M) in toluene. ICP analysis confirmed the absence
of any detectable metal ions in the supernatant. The IR spectrum and TGA data showed that
the powder did not consist of the corresponding oxides or hydroxides but still contained
alkoxide groups. The difference in behavior of a mixed-metal solution as compared to the
single metal solutions suggests molecular interaction is occurring in the mulhiretal system.

A precursor solution in toluene ([Cu]=0.051 M, [BaJ-0.034 M. M=0.017 M) was
gelled by passing moist argon (45% RH) over the solution for 24 h. Analysis of the super-
natant liquid above the densified gel showed that it contained 1.7%, 1.7%, and 1.9% of the
starting barium, yttrium, and copper, respectively. Although gelation was not complete, the
same relative amounts of barium, yttrium, and copper remained behind in solution, thus
preserving the original metal stoichiometry. Indeed, when the gel was dried and fired to
9000C, BYCO was identified as the primary phase by XRD (see below).

Precursor solutions in THF ([Cu]-0.06 M, [BalO.04 M -002 M) were hydrolyzed
by the direct addition of up to 2 equivalents H20 (Table ill). Addition of 20 equivalents H20
to the precursor solution afforded an immediate precipitate, yet the supernatant still had a sig-
nificant metals content. A sol was obtained by the addition of 1.0 equivalent H20 ID the

Table iUL Hydrolysis of Precursor Solution in THF as a Function of H20.1

Eq H20 Added Hydrolysis Poduct Particle Siz
By Photion Comlation B TEM

0.5 soluble
1.0 sol 55k *35nm 4- 10 am
1.5 gelled pp
2.0 aelled MI
8Qu1-0-06 M, [%a1O.04 M, M-.-02 M

" -- '- " - - " ' -- • . ... . -. .. ... . . . .. . ... _ L . _- : •, .
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V. E.O

Fig. 3. TEMphotomicrograph of particles Fig. 4. (a) IR specrumofamoistargon-
(4-10 rn) from a barium-ytrium-copper hydrolyzed ba-ium-yttrium-copper dried
sol prepared by addition of 1.0 equivalent gel; (b) IR spectrun of an air-hydrolyzed
H20. barium-ytrium-c e dried gel. indi-

cates bands for coordinated H20 and * indi-
cates bands typical for metal carbonates.

precursor solution. The particle size as determined by photon conelation ranged from 20 to 95
nm. When sols were allowed to stand overnight before sampling, particles typically had
values of 65-85 un. These results differed significantly from the particle sizes as determined
by TEM. Figure 3 shows a TEM photomicrograph of particles from a sol prepared by addition
of 1.0 equivalent H20 to the solution. Particle sizes ranged from 4 to 10 nm and were amor-
phous. A barium-ywimn-copper gel was obtained in 64% yield when the sol was flocculated
as described above for the copper sol. ICP analysis of the supernatant liquid established that
barium, yttrium, and copper were still present in a 2.00: 1.02: 2.94 ratio, respectively. The
supematant liquid still contained particles 48 ± 13 nm in size as determined by photon correla-
tion. Concentration of the sol after flocculation can account for 35 ± 4% of the original metals
content, assuming that the ratio of scattering intensity to concentration remains constant for the
sol. This suggests that no soluble metal alkoxide remains in solution. Optimization of the floc-
culation process would undoubtedly improve the yield of barium-yttrium-copper powder.

When hydrolysis was carried out with moist air rather than moist argon, the reaction
proceeded differently. Reaction occurred much more slowly, Selling over a week instead of a
day. The IR spectrum of the air-hydrolyzed gel contained smong bands at 1400 and 1510 cm-1
which are typical of copper and barium carbonas (Fig. 4b) [101. The moist argon-hydrolyzed
gel did not have any bands attributable to carbonates in its IR spectrum (Fig. 4a). TIe mor-
phologies of the dried gels were also quite different. Hydrolysis by moist argon afforded a
powder consisting of small particles, while hydrolysis by moist air gave dense solids with no
disceanable substructue.

BYCO powders were prepared from powders precipitated from toluene solution.
Precipitation was complete by ICP analysis when 1.0 equivalent H20 (of total metals) was
added to a 1.0 N total metals precursor solution. The resulting powder was barium-deficienL
Upon firing to 900PC under 02, BYCO was observed as the primary product by XRD (Fg 5).
CuO and BaY2CuO% (121) were observd as minor impurities.

BYCO was prepared from gels which were obtained by passing moist argon over
preurmr solutions in THE. In this case precipitation was not complete. BYCO was observed
as the mior phae by XRD, although significant amounts of CuO, Y2Cu2Os, 121, and other
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unidentified phases were also observed
SYCO

CONCLUSIONS

Stable copper sols were prepared from
Cu(2,2-EEE) in ThF. Copper, barium, and
yttrium 2-(2-ethoxyethoxy)ethoxides were

dissolved in THF to obtain a homogeneous
solution and were hydrolyzed to form a soL

i a fm s2S Evidence suggests that a soluble trimeallic20
precursor hydrolyzed to form a sol a with

Fig. 5. XRD pattern obtained from simircompoition as the solution. Rupich et
barium-yttrium-copper precursor powders al. 1111 reported the synthesis of a soluble
precipitated by addition of 1.0 equivalent molecular precursor with the composition
H20 in toluene. Powders were heated to Ba2YCu30 3(MeOEt7 from a soluble oxide
900C under 02. polymer (CuO)3 and barium and yttrium

2-methoxyethoxides. The similarity of the two
alkoxides makes the formation of soluble

mixed-metal precursors in our system reasonable.
Barium-yttrium-copper 2-(2-ethoxyethoxy)ethoxide solutions can be used to form films

or hydrolyzed to obtain BYCO powders.
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ION-IMPLANTATION EFFECTS ON SPIN-ON-GLASS
(SOL-GEL) Si0 2 FILMS
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ABSTRACT

Silicon and phosphorus ions were implanted into Spin-On-Glass (Sol-Gel) SiO 2
films and were found to modify the material properties. Two SOG types, polysilox-
ane and silicate, were ion-implanted with doses in the 5 x 1011 - 1.65 x 1016 cm-2

range and energies of 40keV - 190keV. The implanted SOG on silicon samples
were characterized by ellipsometry, infra-red spectroscopy, etching and capaci-
tance measurement of aluminum/SOG/silicon devices. The results indicate that
the polysiloxane type SOG shrinks due to the implant and its effective refractive
index increases. The ion-implant of the polysiloxane SOG also changed its
structure and composition as seen by the variations of the infra-red transmission
spectrum, etching characteristics, and dielectric constant. Silicate SOG exhibits
less shrinkage due to the implant but its other characteristics show dependence on
the dose similar to that of the polysiloxane SOG.

INTRODUCTION

Spin-On-Glass (SOG), or Sol-Gel, layers have become part of the Very-Large-
Scale-Integration (VLSI) technology for Integrated-Circuits (IC) production. The
final properties of the fully annealed SOG are comparable to those of Chemical-

Vapour-Deposited (CVD) SiO2 , which is widely used in VLSI technology M1] The
CVD oxide is commonly used as a part of the dielectric insulation between the
first metal level and the substrate or between metal levels on the chip. As the chip
dimensions shrink, the vertical topography dimensions become the same size as the
lateral dimensions. CVD oxide may fail to reliably cover steep steps and narrow
trenches in such topographies. In this case, SOG offers better step-coverage due
to the self-planarizing properties of its liquid state. The fluid SOG coats even
harsh topographies and results in a more moderate topography which can be used
as a base for the subsequent steps (e.g. CVD oxide, sputtered metal). SOG is
typically combined with CVD oxide in multi-layer metal-interconnect structures
realized in VLSI technology. For example, in a layered CVD oxide/SOG/CVD
oxide structure one takes advantage of the planarizing properties of SOG with the
qualified integrity of the CVD oxide.

Spin-on-glass is often called sol-gel, a term which aptly describes the two states
of the material. Initially, it is a silicon compound dissolved in organic solvents. The
liquid is spin-cast on the silicon wafer at a typical spin-speed of 3000-7000 RPM
for 20-30 seconds. After a thermal stabilization step at relatively low tempera-
tures (90"C-120"C) the film is processed at a sequence of increasing temperatures
in the 180'C-450*C temperature range. At elevated temperatures, the material
polymerizes and forms a silicon-oxygen backbone chain with an organic group at-
tached to it. Two types of SOG material, are diacused here [M): polysiloxane and
silicate. The polysiloxane SOG contains carbon when annealed at temperatures

Mt. Re.• ao. "a*p. PMo. Vol. too. 0*Ing mlek • to• w, 8ocil¢
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below 800-850°C and is converted to carbon free SiO 2 at higher temperatures. It
can be as thick as 4000A without cracking and its uniformity over a 6 inch wafer
can be better then 1%. The other SOG studied, the silicate type, contains much
less carbon even after a 260°C anneal. However, thicker films of this type tend
to crack. Therefore, its thickness is limited to the 1000-1500A range. The silicate
SOG discussed here contains 2% phosphorus to increase the material's immunity
to cracking.

There are several processes occurring during the SOG film formation: poly-
merization, solvent evaporation, and out-diffusion of by-products. The result is a
change in the chemical and structural characteristics of the material. These pro-
cesses depend on the material properties and on the annealing conditions: tem-
perature cycle, ambient and substrate. In this research, the maximum allowed
anneal temperature is 4500C since the SOG is used to planarize structures with
aluminum metallization. Ion implantation is found to affect the material proper-
ties in such a manner that it can be classified as an annealing technique. Upon
impact, the impinging ions transfer their energy to the material atoms through a
series of collisions. The result is a compositional and structural change due to the
reordering of the material molecules. Solvent atoms which are still attracted to the
SOG matrix also can be knocked away. The ion-implanted material differs from
the original and the properties which are important for the material processing
and its integration within a VLSI process are summarized here.

EXPERIMENTAL

The spin-on-glass materials under study were:
1. Allied 110 & 111 - polysiloxane type materials supplied by Diffusion Technol-

ogy Allied Signal Ltd
2. Tokyo Ohka OCD-2P and Allied 112P - silicate type SOG.

The SOG was dispensed on single-crystal n-type, 100 silicon wafers and immedi-
ately baked on a hot plate at 80-120'C. The samples were then annealed at 180°C,
260° C and 450° C. The samples were implanted with phosphorus and silicon atoms
with energy in the 40-190keV range and dose up to 1.65 X 1016 cm- 2 . After the
ion-implantation, the optical density and the thickness of the layers were charac-
terized by a Rudolph Research and a Gaertner L-117 ellipsometers. Both systems
use HeNe Lasers operated at 6328A and computerized data transfer and analy-
sis. The SOG thickness was also measured by the Tencor Alpha-Step profilometer
using special patterns of SOG lines on silicon substrate.

Similar samples were prepared on high-resistivity (> 5 x 100 • cm) silicon
wafers polished on both sides. The coated wafers were characterized by a Mattson
Fourier transform infra-red (FTIR) spectrometer using a similar uncoated silicon
wafer as a reference. The samples were tilted about 20° off the beam path to
eliminate the interference effect due to internal multiple reflections inside the wafer.

Following optical characterization, aluminum dots were evaporated through a
shadow mask, forming MOS capacitors with an area of about 2 x 10-1 cm2 . The
capacitors were annealed at various temperatures, up to 4500C, in a N2/H2 (10%)
ambient. The capacitance versus voltage characteristics were measured using an
HP-4275 LCR meter and the data was transferred to an HP-9000/236 workstation
for storage and analysis.

Implanted samples were used to study etching in a Buffered HF solution mixed
1:20 in water. The etching temperature was in the 18*C-21°C range. Similar
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samples were etched in an argon plasma in a Physical Electronics model 590A
using 1.5keV Ar+ ion sputter etch. Simultaneous monitoring of the peak-to-peak
height of the corresponding KLL Auger transition of Si, 0, C and P was ifsed to
monitor the etching end point.

RESULTS

Ellipsometry: After the ion implantation, the appearance of that SOG film illumi-
nated by white light changed from a blue colour, which is typical for ,-1200A thick
SOG on silicon, to lighter blue, or transparent. This result indicates that the SOG
film optical density or its extinction coefficient is changed by the implant. The
raw ellipsometric data of Allied 110 SOG films implanted with silicon, phosphorus
or both are summarized in Table 1.

Table 1: Ellipsometric characterization of ion-implanted Allied 110 SOG.

rose

ion (cm- 2) energy A n d(A)

none - - 89.116 41.900 1.362 1142

Si 1015 70 keV 74.30* 39.20* 1.526 905

P 1015 70 keV 74.490 39.32? 1.525 912

Si + P 101s each 70 keV 71.60° 36.50* 1.586 820

The rest of the results described here are limited to the phosphorus implanta-
tion. Ellipsometric data of the Allied 110 SOG implanted with 60keV phosphorus
ions (Fig. 1) exhibit a continuous change of A as a function of the implanted dose.
The data were analyzed assuming a single non-absorbing homogeneous film on the
silicon substrate. The effective thickness and the effective refractive index were

90.
V! • * Psi

70- 0 Delta

SU~niznplanted
w60.,/

~4011 __ __ _

1015 1016 1017

Dome [CM -2 1

Fig. 1: Ellipsometry results for the 60 KeV phosphorus implanted Allied 110 SOG.
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calculated as a function of the dose. The implanted layer thickness, as measured
by the Alpha-Step, agrees to within 10% with the thickness derived from the
ellipsometer measurements. The effective thickness decreases with increasing dose,
while the refractive index increases monotonously.

The results for the silicate type SOG show that the film thickness initially
decreased with a low implant dose but increased with the dose in the 10's -
1.65 X 1016 cm- 2 rangc. The effective refractive index of the silicate decreases
initially with the dose but in the 1016 cm-2 range it increases. 190keV phospho-
rus implanted polysiloxane and silicate SOG also change their colour and optical
density. However, the effective values were almost independent of the dose in the
5 x 10'4 - 1.5 x 1015 cm-2 range.

Infrared spectroscopv: The change in the IR spectrum due to the implant (Fig. 2)
was more pronounced for the polysiloxane than for the silicate. The as-is polysilox-
ane absorption peak due to the Si-O bond stretching is at "1030 cm- I and it shifts
to -1010 cm-' after 1015 cm- 2 , 60keV phosphorus implant. The peak becomes
wider and more symmetric after the implant. Another change due to the implant
is the decrease of the absorption band due to CH3 - Si bond stretching at -1200

cm- 1 12]. The water related absorption bands near 3500 cm- 1 are slightly lower
after the implant.

95l- 1000 104

-9 - Unimpi•,lanoo-

90 90 - Implantedl•

SU n m • • 0 W 1 0 4 0

4000 8000 2000 1000 4000 8000 2000 1000

Wavenumber [em"I] Wavenumber f 1

Fig. 2: Infra-red transmission spectra of a) polysiloxane (Allied 110) and b) sili-
cate (OCD-2P) SOG.

The Si-O bond absorption peak at ',,1060 cm- 1 of the as-is silicate (Fig. 2b) is also

shifted by about 20 cm-' to ,1040 cm- 1 after the implant. However, the overall
shape of the Si-O absorption peak is only slightly changed. The small absorption
band near ,-'1200 cm- 1 remains almost unchanged after the implant while the

Si-OH absorption peak near ,-,940 cm- 1 is lowered.

tcingjstud: Typical etch rate in 1:20 BHF at 210C is more than 2500 A/min.
for the polysiloxane and 4000 A/min. for the silicate. After the implant (60 keV,

- -A
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phosphorus, 10"' cm- 2 ), the etch rate of the silicate SOC drops to - 1200 A/min.
The ion implantation also reduces the polysiloxane etch rate in BHF. However,
the etch is not linear with time; there is no measureable etching for the first 45
seconds. At about 1 minute, a very thin layer was detached and the SOG thickness
started to decrease nonlinearly with etch time at an average etch rate of - 200
A/min.

The polysiloxane sputtering etch rate in argon plasma was 82A/min and after
a 1015 cm-1 60 keV phosphorus implant it decreased to 68A/min. The silicate
sputLering rate was 49k/min, under identical conditions and it increased slightly
to 54k/min after the 1015 cm 2 , 60 keV phosphorus implant.

Capacitance measurement: Alurninum/SOG/silicon devices with unimplanted
SOG give conventional CV curves with a flat band voltage of about -0.7 Volts
and a small hysteresis which depends on the maximum sweep voltage. The ion-
implanted device capacitance was independent of the sweep voltage and it was
about 30% lower than the oxide capacitance of the unimplanted MOS devices.

V1i0 0 OCD-2P
a Allied 110

Ili) Unimpla ute d

90

~70L 5 1 4
100151 1016 ll

D~ow [cim -2 ]

Fig. 3: The oxide capacitance (100KHz) as a function of the dose of 4OKeV phos-
phorous ions implanted into 50G.

The maximum capacitance could be converted to a dielectric constant assum-
ing that the SOG layer thickness is similar to the effective thickness as derived by
the ellipsometric technique. The oxide dielectric constant has a slight dependence
on the dose and it is about 30% lower than that of the unimplanted SOG layers.

DISCUSSION

The first issue to be discussed is interpretation of the ellipsometry results.
The data is analyzed assuming a single transparent uniform layer on a silicon
substrate. In the case of the 6OKeV phosphorus implant, the ion range may be
smaller than the layer thickness and part of the layer may be unchanged. In this
case, the SOG film consists of a modified layer on top of an unmodified layer and
should be analysed as a two-layer structure. However, comparing the ellipsometry

I ________________________________
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results to the height measurement of SOG steps showed only a 10% difference.
A different situation may occur at higher energy; we can assume a uniform SOG
layer. For high dose, it is possible that the dose reaches the substrate and forms
an amorphous silicon layer. In that case, analyzing the data assuming a uniform
SOG layer on a thin amorphous layer on top of the single-crystal silicon may yield
more accurate results.

The second issue is the interpretation of the infra-red transmission spectra.
The results indicate that the ion implantation does change the material specific
absorption peaks and therefore we may assume that there are structural and com-
positional variations. In the polysiloxane, there is a change in the Si-O bond
absorption peak which indicates a different distribution of those bonds. There
is also less Si-CH 3 related absorption which indicates the annealing effect of the
implant.

The compositional and structural changes of the ion-implanted SOG results
in a reduction in the etch rate in BHF. This fact can also be explained by assuming
that after the implant the material is denser and less porous. Also there is a de-
crease in the dielectric constant which suggests a different molecular arrangement.
The last two results are important for the integration of such SOG films into an
integrated circuit technology.

CONCLUSION

The ion implantation is shown to change the material properties of both SOG
types studied. The change in the film characteristics can be monitored by ellip-
sometry, assuming a single transparent layer on silicon. However, a multi-layer
model is required for more accurate results. Changes in the molecular bonding ab-
sorption due to the implant are observed by infra-red spectroscopy. These changes
are similar to those observed after elevated temperature annealing. Therefore, the
ion-implantation technique of SOG formation is suggested as a low temperature
annealing process. The ion-implant also affects the material stress which is of
great concern for tle overall integrated circuit reliability. The etch rate in BIIF
of the implanted SOG can be lowered to a value such that it would be compatible
with CVD oxide for a multilayered structure. The ion-implanted SOG capacitors
have lower capacitance than unimplanted devices. This is important for applica-
tions where the multi-level interconnect delay time is of concern. In summary, ion
implantion into SOG results in a material with interesting properties that should
be investigated.
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CHEMICAL SYNTHESIS OF ALUMINUM NITRIDE POWDERS
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ABSTRACT

An organoaluminum precursor was synthesized by a low temperature reaction and characterized
by NMR, FTIR and mass spectrometry. This compound was pyrolyzed under several expeuimental
conditions to obtain aluminum nitride powders. The pyrolyzed products were subiseqluently
characterized by XRD and SEM. The mechanisms of precursor development and subsequent pyrolysis
are discussed.

INTRODUCTION

Aluminum nitride, AIN, is a ceramic being developed for use in the electronics industry as a
substrate material for VLSI packaging (1]. The current method of substrate production involves
dispersing AIN powders in a slurry, tape casting into green sheets, electroding, staclding and co-firing.
The powders used in this process are usually synthesized by the direct nitridation of aluminum or the
carbothermal reduction of alumina. There are several detriments to these powders; they contain
residual ratants (alumina, carbon, or aluminum) and they have large and irregular particle sizes,
makting them difficult to densify.

The synthesis of AIN powders by chemical methods offers the distinct advantage of being able to
control the morphology and size distribution of the powder. Several groups have made aluminum nitride
powders by the pyrolysis of organometallic precursors [2-41.

The precursor chosen for pyrolysis in this study was dimethyiaminoalan, AIH2N(CH3)2. It was
first synthesized by Wibrg and May([5)in 1955 and than byRuff and Hathormein 1960 [6]. It is
formed in high yields (63-89) from the reaction of lithium aluminum hydride, LiAIH4, and
dimethylamine hydrochloride, [NH2(CH3)2]CI.

UjAIH 4 + (NH2(CH3)2]C1 ---- > A.IH 2N(CH3)2 + 2H12 + UiCI

Dimethylaminoallane was reported by Wiberg to have a melting point of 89 - 900C, to decompose at
around 13( 0C, and to sublime under vacuum at 40 -600C. There is a discrepancy between Wilrg and
Ruff as to what is the degree of association in solution. In diethylether, Wiberg staed that it was 2.16,
and in benzene 2.36. Ruff reported that the degree of association is 2.99 in benizene. A mass spectral
study was done of this compound and it was found to be trimeric in the gas phase [7.

There are a number of reasons why dimethylaminoalan was selected as the precursor to
aluminum nitiride. First, aluminum-nitrogen bonds are formed quite readily at a low temperature. The
ease of formation of amine adducts to aluminum is Al-H :. Al-C ý, AI-X where X is a halogen.
Dimethylaminoialiane is quite volatile and thus can be easily, puriid by sublimation. The theoretical
ceramic yield of aluminum nitrd from dimethylamionoalene is 56.1% In solution, the trimeric form
already has formed the six-membered ring that is found in the wurtzille structure of aluminum
nitride (fig. 1). Consequently, polymerizationi at low temperatures followed by pyrolyuis could be a
facile, alternative low temperature route to dense, monolithic PJN, thus completely bypessing the
MA processing step.

This paper discusses a route to the synthesis of aluminum nitiride powders via thue pyrolysis of
dinnethyleminoialane.
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Fig. 1: The Conversion of Dimethylaminoalane to Aluminum Nitride

EXPERIMENTAL

Organoaluminum compounds are quite water and oxygen sensitive. In all procedures, standard
Schlenk lchniques were used for maintaining an inert atmosphere of puried nitrogen from a geteing
system that provides gas with less than 1 ppm each of 02 and H20. A glove box was utilized for
solids transfers and filtering.

Diethylether was the chosen solvent since LiAIH4 is very soluble in it; also it is less likely to leave
decomposition residues than other solvents due to its high volatility. This solvent was purified by
distilation under N2 with the highly efficient water and oxygen scavenger sodium-benzophenone.

Lithium aluminum hydride solutions were prepared by dissolving purified LIAIH 4 into the H20 and
02-free diethylether. This solution was filtered over a bed of celite (a diatomaceous earth) in a fritted
glass funnel. Then they were standardized before use by measuring the evolved hydrogen from the
hydrolysis reaction with reagent grade butanol. A specially designed inert atmosphere manometer was
used for this task.

In the glove box, 300 ml of 0.5207 M LiAIH4 was measured in a graduated cylinder. Dime%.-yamine
hydrochloride was weighed to 12.7208 g and transferred to a Schlenk tube. This left LAIH4 slightly in
excess. The solid was added to the reaction flask, maintained at -100C by a diethyleneglycol slush
bath, over the course of 1.0 hr. This was left for 0.5 hr. until no H2 gas was evolved and wamed to
room temperature over a period of 2.0 hr. The UCI was filtered the same manner as the LAiH 4.
Ether was evaporated from the solution to yield a wet white powder. This was transferred to a
sublimation vessel and was sublimed for 2.0 hr in an oil bath maintained at WC. A vacuum of 3 X 10"4
torr was used and a cold finger of dry ice/acetone (-700C) condensed the vapor. The yield of sublimed
product was 6.0196 g (76.8%). The product was characterized by NMR by cssoi into dueterated
benzene (Fig. 2). Ant infrared spectrm was taken and mess spectrum wsperformed on the sample.

From this point, the themal processing of the precursor went two roues. In the fst route,
monomeric dmeithylsmlnoalane was pyrolyzed at 4700C. The heating rate was 6.50Chnin, and a flow
of fN2 at 10 cc/min was used.

In the second route, dimethyleminoalans was polymerized in order to observe lhe effect of en
extended Al-N bond network on the resulting powder. This was accomplished by dmuolng 2.6776 g of
the monomer in approximately 400 ml of xylem which were dried ov molecular silves befor, uee.
This s*ution was then relluxed under nitrogen for 2.5 hr. at •WC. A gey powder ws formae end
fftered In a medum frilted fun; the•ild w 0.4960 g. The po weas eftlo d in t gove box
overnight end then wa heated under a 10 cmin flow of nitroe to 1200C at a re o( 6.•0Cin.,
hold for 2.0 hr e col Io room tmperoature.
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RESULTS AND DISCUSSION

The NMVR spectrum of dimethylamino~ala is given below (Fig. 2). Singlets of the methyl protons
are seen at 2.80 and2.21 ppm andthe singlets duaet heyrde prot ns areobserved at122 ando.117
ppm. The quartet centered at 3.25 and the triplet at 1.10 ppm indicato the presence of an ethyl group,
which is undoubtably due to diethylether. Since the product underwent sublimation, it is doubtful that
the ether is a result of the product not being dry; most likely, an ether adduct is formed. The formation
of such an adduct is not mentioned in the literature, but oxygen containing groups often replace nitrogen
in nitrogen- bridged oligomers 18].

Nuclear Magnetic Resonance Spectrum

Refeenced to Benzene at 7.15 ppm

7 6 5 4 3 2 1 0

Chemical Shift (ppm)

Fig. 2:1 H NMVR Spectrum of Dimethytaminoelane

The mass spectrum of the sample was in agreement with Yee and Ehrlich ~with the exception of
some small peesh above mass 219 possibly due to residual lithium and chlounb. A~so, Zh ne.,f~
mass 145 doubled possibly due to the ether adduct ion H6C2NAlH.C4H10OW.

In the thermal processing of monomeric dimethylaminoalane, a white smoke formed at low
temperature (ca. I OVC) and adhered to the sides of the quartz reaction tube. At higher temperatures
a black powder formed and was analyzed by X-ray powder diffraction to be metallic aluminuim.

In the polymeric processing route, 0.2030 g of a dark grey powder was formed afler pyrolysis from
an initial weight of OB28g of the polymer, which was a75.5% yield. This was analyzed tobe AINby
powder X-ray diffraction (Fig. 4).

The infrared spectrum of dimethylaminoalane, in accord with its structure, shows ive distinct
'S ~regions (Fig. 3 A). The C-H stretch at 2960 cm'1 is due to the meth" groups, Th AM- stretch at

1860 cvtr t Is Indicative of a N-bide Wane. At 1510 &m- and at 1380 &m is observed C-H berdn
and the C-N stetch respectively. Nh Al-N stretch as seen as a broad bend from 1200-60 c&". The
spectrum of tie polymerized precursor (Fig. 358) shows thatta N-H stretc appeasn, p nhb§I due to a
croes4nlwd N-H bond in the polymer. Nh Al-H barnd disappears anid the C-H baftde *kkkh whichf indicates" that hydrogn is the first "peco evolved in the condensation. The C-N bend Is present
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indatn tha carbon is still included in the polymer, and the MlN region broadens. In the spectrum of
AIN (Fig. 3 C), fth C-N benld is still visible, which indicates carbon is present. The N-I- bend cineases
and a small benld at 1600 cm- due to N-li or 0-H- appears [101. These data indicate that water has
reacted with the AIN surface.

A
C-H
Bending

SeC-h tlHZ

StC-HC- Stretch

B

StetHCN

StrStchtChN

Ctec

Al-N

INFKAI1ED SPECIRA (KBT PELLET)

Spectrum A: Dimethylaminoalane
Spectrum B: Polymerized Dimethylaminoalane
Spectrum C: Aluminum Nitride

4-E0DO StOD 3600 80D0 2600 1900 160D: So0
WA VENUMSER

Fi.3: Infrared Spectra of Dirnethylamirloelane Monomer, Polymer, and Alumina Nitride

The X-ray powder diffraction paoern (N~. 4) shows that fth o=ge stailized cubic phase of AIN
isa major knpurty phase. This " hasan m owu oxygenmenwtM ip toa maximum of34% for
alluminumn oxrIVWd, A1303N. The appreciable oxygen montm is most p 004l due Io ft ether
adduct end 00e due at fth fornation of waler in the qualtzreaction ltue ainc sia lip depMal were
formed on the wall of fth tube. No A14C3 or AI20C (lsoalructuri with AIN) phases are observed.

.- A-
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X-Itay Plowder Dileri dle

I I

Lj 1

t0 20 30 40 50 60 70 80 90

Fig. 4: X-ray Powder Diffraction Pattern (10 scans)

A scanning electron microscope was used to study the morphology and particle size of the powder.

The below mr'ograph (fig. 5) shows a very porous structure with grain sizes of 0.2 microns and less.

Fig 5: Scanning Electron Micrograph of a Crushed Agglomerate
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CONCLUSIONS

Dimethylaminoalane was synthesized and characterized by NMR, FTIR and mass spectrometry.
Pyrolysis of die monomer yielded metalic aluminum, while t polymerized precusor yielded aluminum
nitride. Carbon and oxygen impurites were detected by FTIR and X-ray diffraction, respectively.
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GRIN ROD OF LARGE DIAMETER AND LARGE DELTA-N

MASAYUKI YAMANE, ATSUO YASUMORI, MITSUNOBU IWASAKI AND KAZUTAKA
HAYASHI
Tokyo Institute of Technology, Dept. of Inorganic Materials,
2-12-1, Ookayama, Meguro-ku, Tokyo 152, JAPAN

ABSTRACT

A gradient-index glass rod of about 13 as in diameter and
20 mm in length with the refractive index difference of about
0.05 between center and perimeter has been prepared by the sol-
gel process from a precursor solution consisted of
tetramethoxysilane, tetraethoxysilane, boron ethoxide and
aqueous solution of lead acetate. A bubble free wet gel of about
35 mm in diameter and 50 mm in length was obtained by adding
acetic acid to the precursor solution as a buffering agent. The
liquid in the micropores of the wet gel was totally replaced
with acetone. Then the compositional gradient of lead was formed
in radial direction of the gel by soaking in an ethanolic
solution of potassium acetate. A transparent r-GRIN rod of about
10 mm in diameter was obtained by the sintering of the gel at
580"C.

INTRODUCTION

A gradient index (GRIN) glass rod having a continuous
variation in refractive index, particularly those having a large
diameter with large delta-n , is one of the materials which are
advantageously produced by the sol-gel process over conventional
methods [1]. The preparation of r-GRIN rods of about 7 an in
diameter with delta-n of about 0.04 was possible by the sol-gel
process using an aqueous metal salt solution as a source for
index-modifying cations [2]. The method which was developed by
the authors is potentially applicable to the production of a
material having a diameter larger than 10 mm with delta-n of
0.05 or more, although the technique has not yet been
established. The problems to be solved in this method in order
to produce a GRIN material of this size are inclusion of bubbles
during casting of a sol, migration of index-modifying cations
during drying, deformation of a gel in the initial stage of
drying due to its own weight, and the onset of fracture during
drying.

This paper reports the study on the elimination of these
problems in order to establish the procedure for the production
of r-GRIN rod having a diameter larger than 10 mm with delta-n
of 0.05, which is hardly attainable by the conventional process
of GRIN preparation such as ion-exchange, molecular stuffing,
and so on (3].

The main techniques introduced in the modification were;
(1) the introduction of acetic acid in the precursor sol as a
buffer to control gelling time for the elimination of bubble
inclusion, (2) total replacement of water in a gel with acetone
prior to the formation of concentrational gradient of lead, in
order to minimize the distortion of the formed concentrational
profile due to the migration of lead ions and to eliminate the
deformation of the gel upon drying, (3) the employment of
ethanolic solution of potassium acetate as a source for
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potassium ion, and (4) the total replacement of acetone for
ethanol after the formation of concentrational profile of lead.

EXPERIMENT

Gel Prenaration

The experiment was carried out on the precursor sol
corresponding to a glass of the composition 26PbO-7B203-67SiO2
(mol%) using tetramethoxysilane (TMOS), tetraethoxysilane
(TEOS), triethoxyboron (B(OET) 3 ), and aqueous lead acetate
solution (aq- PbAc) as starting materials. Aqueous lead nitrate
solution which was employed in the previous work [1-21 to
control gelling time was not used due to high solubility to
ordinary solvents.

A mixture of 30 ml of TMOS , 30 ml of TEOS and 12.4 ml of
B(OET) 3 was hydrolyzed with 25 ml of aqueous HC1 solution of
pH=2. The mixture was then added to 107.6 ml of 1.25 mol/l aq-
PbAc at the existence of 5-20 ml of acetic acid and stirred for
2.5 min. The eventual solution , a sol, was casted in a
polypropylene vial of about 35 m- inside diameter up to the
depth of about 50 am. Gelling time and its relation with bubble
formation was observed on the sol at room temperature with a
cover of aluminum foil.

Pretreatment of a wet nel

A wet gel formed in a polypropylene vial was subjected to
pretreatments prior to the formation of concentrational
gradient, in order to enhance gel strength and to replace
acetone for water in the micropores.

The enhancement of gel strength which was necessary to keep
the gel monolithic throughout the process and to avoid the
deformation during drying, was made by aging at both 30"C for
1-7 days and 60"C for 1-3 days. The desirable conditions of
aging was discussed on the basis of the measurements on volume
shrinkage of the gel and the separation of lead ions by
syneresis.

The conditions for the complete replacement of acetone for
water in the micropores which was necessary to hinder the
migration of lead ions and the deformation of a gel during
drying was investigated from the point whether coarse crystals
of lead acetate was formed on gel surface or not when the aged
gel was soaked at 30 C for 2 days in a bath of isopropanol-
acetone system of various compositions, i. e., i-PrOH/AcOH =
80/20, 50/50, 20/80, 0/100 . The volume of the solution in the
bath was kept at 50 ml, approximately the same as the volume of
a gel.

Formation of concentration aradtent of lead

After the total replacement of acetone for the liquid in
the micropores a wet gel containing fine crystals of lead
acetate on micropore wall was soaked in 0.61 mol/l ethanolic
solution of potassium acetate at room temperature for 2-48 h.

ip
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During this treatment, the concentration gradient of lead ions
was formed in the radial direction by the gradual dissolution of
the precipitated fine lead acetate crystals and subsequent
diffusion of lead ions through micropores. The gel was then
transferred to a bath of isopropanol-acetone system for the
complete removal of the intermingled ethanol and reprecipitation
of the dissolved lead acetate crystals during treatment.

Drying and sintering

The gel thus treated was placed on a teflon sheet in a
glass container and covered with an aluminum foil. The drying
was made by slowly evaporating acetone through a pin-hole formed
on the aluminum foil. At the end of drying, the gel was about
20 am in diameter and 30 mm in length and free from crack.

The dried gel was placed in a fused quartz reaction tube
which was, in turn, placed holizontally in an electric furnace,
and subjected to the heat treatment for densification. The heat
treatment consisted of a 5C/h ramp in temperature from room
temperature up to 580"C with 24 h isothermal treatments at
200"C, 360"C, 460"C, 510'C, and a 48 h isothermal treatment at
580'C . Oxygen gas was fed into the reaction tube at a rate of
about 60 ml/min up to a temperature slightly above 460"C , at
which point helium was substituted for oxygen for the remainder
of the heating cycle. At the and of the 580"C treatment, the
temperature was reduced to room temperature at a rate of 60"C/h.

Chemical analysis of solution seoarated from a eel durins aging

The amount of lead and boron ions excluded from a gel by
syneresis during aging was measured by emission spectroscopy
with inductive coupling plasma (ICP) method. After the
predetermined time of aging, whole the solution separated by
syneresis was collected by pouring it in a glass container and
diluted to the level of 10 ppm in the weight of B and Pb,
followed by subjecting to the measurement.

Measurement of lead concentration and refractive index Profile
of glass,

The measurement of the distribution of lead concentration
in the gel-derived glasses was made by energy-dispersive
spectroscopy for X-ray quanta (EDS). Discs of lead silicate
glasses of about I m thickness were cut out of the central part
of the cylindrical sample glasses. The glass disc polished plane
parallel was coated with carbon and subjected to the measurement
by EDS under acceleration voltage of 20 kV through the slit at
an angle of 30.

The profile of refractive index of the gel derived glasses
were determined by measuring the reflectivity at various points
on the surface of the same sample glasses used for EDS
measurement.

Si ______________________________
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RESULTS AND DISCUSSION

Effect of acetic acid on the Rellinm time and volume shrinkage

The gelling time of a sol increased with the increasing
amount of acetic acid as it is shown in Fig. 1. All the samples
containing more than I mol of acetic acid per mol of lead
acetate, i. e., 8.5 ml AcOH per precursor solution, whose
gelling time was longer than 15 min , turned to bubble free
cylindrical gels of 35 -m in diameter and 50 mm in length. But
those containing less amount of acetic acid included many
bubbles due to too short gelling time.

120

E 100-

E 80-
S60-

03
o40-

4,,

0 0 1 2 3
AcOH/PbAc (mo)

Fig. 1. Buffering effect of acetic acid on gelling time.

-- 3UC

30 -. ...... c

"%-520

Iq10 0 1
SoL~

1.5
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00 1 2 3 4 5 6 7 8
Aging tirne day)

Fig. 2. Volume shrinkage of a gel during aging.
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As acetic acid is necessary only as buffering agent, it is
better to remain with the introduction of minimum amount to get
bubble free gels. Then , in order to assure of the homogeneous
mixing and to allow further scaling up to larger gels, the
introduction of about 2 mol of acetic acid per mole of lead
acetate, i. e., 15 ml per precursor solution, which gives the
gelling time of about 1 h is considered to be appropriate.

The change in the volume of these gels by syneresis during
aging at 30"C and subsequent holding at 60'C is shown in Fig. 2.
It is known that the change is the same for all the samples
without regard to the amount of introduced acetic acid. The rate
of shrinkage at 30"C decreased gradually with time and became
very low after 3-5 days, at which points the temperature was
raised to 60"C for further aging.

The gels subjected to the aging at both 30"C and 60"C were
strong enough to remain monolithic throughout the handling in
the subsequent treatment, but those aged at 30"C alone were not
strong enough.

Loss of lead ions durina treatments

The lead ions excluded from a gel by syneresis was
proportional to the volume shrinkage of the gel without regard
to the amount of introduced acetic acid. This relationship,
which manifests the non-incorporation of lead ions in skeletal
structure, is shown in Fig. 3. It should be noted from Figs. 2
and 3 that about 30% of the introduced lead ions is lost if all
the separated liquid is poured-off after aging at 60"C.

The circles in Fig. 4 depict the results for the soaking of
gels in the sc ýions of isopropanol-acetone system after the
aging at 60'C. That is, the gels subjected to the soaking in the
solution containing acetone more than 40 S, which are

Srepresented by the closed circles in the figure, resulted in the
formation of coarse crystal of lead acetate on gel surface and
disintegrated in several pieces. The loss of lead ions from such
gels is represented by the vertical axis of the figure. On the
other hand, gels soaked in the solution containing isopropanol
more than 40 %, which are represented by open circles did not
result in the formation of coarse crystals and remained
monolithic, although additional loss of about 30 % of lead ions
was inevitable.

The formation of coarse crystals in the solution of high

acetone content, which was remarkable for the gel containing
large amount of acetic acid, is attributed to t~e low solubility
of lead acetate to asetone, i. e., 1.2 x 10 mol/l at 30'C

compared with 5.4 x 10- mol/l for iso-propanol. That is, when a
gel is immersed in the solution of isopropanol-acetone system,
the interdiffusion between the solution and the liquid filling
micropores of the gel takes place in the vicinity of gel
surface. As the liquid comes out of the gel contains large
number of lead ions and acetate ions, the solution of high
acetone content is easily supersaturated, leading to the
nucleation of lead acetate crystals at gel surface. And the
nucleated crystals further grow to coarse ones by the supply of
lead and acetate ions from the liquid in the micropores.

On the other hand, if the acetone content is not very high,
the solution is not supersaturated so easily. Once the inter-
diffusion between the solution and the liquid in the pores takes
place without causing nucleation at gel surface, the solution

1 a.
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can continuously penetrate in the gel by gradually increasing
its concentration with time. And after a prolonged time, most of
the liquid in the micropores of the gel is replaced with the
solution of isopropanol-acetone system, leading to the
precipitation of fine lead acetate crystals on the micropore
wall.

30- 0

20 1
-o

a. / AiOH/PbAC
10 0

* 2

00 10 20 30AVIV (%)

Fig. 3. Reration between loss of introduced lead ions
and volume shrinkage.

60

~40
a.-

S20
,20 fractures monolitic

0 I I

0 20 40 60 80
i-PrOHN01ol)

Fig. 4. Loss of lead ions by soaking in the solution of
isopropanol-acetone system.

Since the crystallization tendency is enhanced by the
existence of large number of acetate ions, it is better to
extract acetic acid from the aged gel first, and then replace
acetone f, the solution which comes in the gel during
treatment, -., order to avoid the formation of coarse crystals at
gel surface.

The treatment of a gel for the extraction of acetic acid
without decreasing lead content will be made by soaking the gel
in a solution of isopropanol-water system saturated with lead
acetate. The replacement of acetone for the solution of
isopropanol-water system which comes in the gel by this
treatment should be made in several steps starting with the
soaking in a solution of isopropanol-acetone system of low
acetone content.

I p A-
1'



723/

The flow chart of the treatment determined on the basis of
the above discussion is shown in Fig. 5. That is, a gel formed
from the precursor sol containing 2 mol of acetic acid per mol
uf lead acetate wa- aged at 30"C for 5 days and then transferred
in 50 al bath of isopropanol-water system (iso-PrOH/H 2 0 = 80/20

in vol) saturated with lead acetate to be soaked at 60'C for
2 days for the purpose of further aging and the extraction of

acetic acid without reducing lead content. The gel, then, is
soaked successively in baths of isopropanol-acetone system of
the compositions iso-PrOH/AcOH = 80/20, 50/50 , 0/100 (in vol)
at 30"C for 2 days, respectively, in order to replace acetone
totally for the liquid in the micropores.

WET GEL
35mmnoxOmmhI

aging in

polypropytae vial
30oC-5d

extraction of AcOH
P•i0/H 20= 8/2

Pb(OAc)2 0.61 MI
60"C-3d

replacerent ofAceton for H20-1
PiOH/Aceton=8 / 2

40"C-2d

replacement ofAceton forHzO-2
Pr'OH/Aceton- 5 / 5

30*C-2d

replace ent of Adton forH20- 3
POOH/Aceton=0/10

30°C-2d
SWETGEI,

Aceton-P H
32mmO s45nvm

Fig. 5. Flow chart of treatment for the complete replacement
of acetone for water.

1
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The latter steps for the total replacement of acetone for
the liquid in micropores were also introduced for the
maintenance of the profile of lead concentration formed by the
following soaking of the gel in ethanolic solution of potassium
acetate.

Profiles of lead concentration and refractive index

Glasses obtained by immersing gels in ethanolic solution of
potassium acetate for various length of time after the treatment
according to the flow in fig. 5, subsequent replacement of
acetone for ethanol, and drying and sintering according to the
prescribed heating cycle were about 13 mm in diameter and 20 "
in length. They were clear, transparent and free from bubbles.
The profiles of lead concentration in radial direction in these
glass rods are shown in'Fig. 6.

A A Ao A A AL A

20 000 0
0  00 A OH

0 0 0 2H

0
0

0 0 13 6H

1017A - -- I LA • 300Oo 0'oo

-6-5-4-3 -- 1 0 1 2 3 4 5 6

RADUUS(rnm)

Fig. 6. Profile of lead concentration in the radial direction
of gel-derived glass rods.

It is known from the figure that the concentration of lead
decrease to the level of 20 mol% in PbO by the pretreatments of
a gel prior to the formation of concentration gradient. The
parabolic concentration profile of lead was formed by the
soaking for 4 h with the concentration difference of about
5 aol% between center and perimeter, which decreased with time
went on.

A
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The difference in the refractive index between the center
and perimeter of the glass obtained by the soaking for 4 h was
about 0.05 as it is known from Fig. 7. The delta-n of 0.05 is
the largest among t.Aose reported for the r-GRIN glass rods of
the diameter larger than 10 n. By the elaboration on the
optimum conditions of the soaking for the formation of
concentration gradient of lead, further improvement of delta-n
will be possible.

1-660
1-650-

157

1-640-

RADIUS(ram)

Fig. 7. Profile of refractive index of GRIN rod obtained by
soaking in aq-KOAc for 4 h.
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STUDIES ON THE REPRODUCIBLE PRODUCTION OF GRIN

(GRADIENT INDEX) GLASS RODS BY A SOL-GEL PROCESS

L~sin.C.~rJLTesse M. Ote, Richard W. Cruse, Robert Ki Mininni, Randall E.
NkeVictor N. Warden and Mark A. Banash, Enimma America Inc., 2000 Cornwall

Road, Monmouth Junction, NJ 06852

ABSTRACT
Optial quality radial gradient-index (GRIN) glass can be made byfirst leaching a

T1OQ-A0;Oj-Si; gel in aqueous sulfuric acid solution, dhe drying and fiig the gel. tn
this paper, we present details of a study on the reproducible production of GRIN glasses
by this sal-gel procems Physical and optical data on the intermiediate gels and resulting
gradient-index glass will be discussed.

RMnODUCTON

A sal-gel technique has been used recently to make radial gradient index: glass rods

of good quality with the TiO2-A120 3-SiO2 systemo [1). The technique involves

acid-leaching a multicoinponent silicate gel to create a radia composition gradient of T71)2

within the gel. This gel is the fixed, drie and sintered to make gradient-index glass. The

product is highly refractory, has a very low coefficient of thermal expansion and possesses

optical properties suitable for use in imaging arrays and fiber optics. In this paper, we

address the problem of refrcived index profile reproducibility.

EXPERMhENTAL PROMEURE

A T1r~zAl2O-Si02 gel was synthesized using an established procedure [1) for

preparing multicomponent silicate gels fitr metal alkoxides. Tletramethoysilane (Hula

Peuwvrh Systems), methanoL, N,N4-dimediylikimnamide (Fisher), titanium isopropoxde

and aluminum diacbtxd~cta e mes chelate (Alfa Products) were used

without further purification. With vigorous stirring, 118.5 tol (0.796 moles) of

tewamehoxuilne(ThIOS) were added to a solution containing 191.3 ml (4.72

moles) oftmethanol and 191.3 ml (2.47 moles) of NN-dinzthylformamide in a 1000

ml round-botom flasL After 20 minutles, 14.4 ol of 0.M HC! were added so die

reaction mixture After 30 minutes, a mixture consisting of 13.6 ml (0.046 moles)

titanium iSOPropxid (T(OC3H7)s) and 28.52 g (0.094 moles) of aluminum di(sec-

butoaidde) atetoncetic ester chelat was added, and the hydrolysis and polycondensation

reactions vwer allowed to proceed for one hour. hinally 53.7 ml (2.98 moles) of wate

Ma t. Rag. $a. pop. PM. VOLIe. 4"MI-. IUU lutea n Assieb eea
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were added to complete the reaction . Gelation occurred within several hours at room

teinperstum

REPRODUCBILRY STUDY

Two separate batches of solution were prepared, each having a volume of 611.4

ml. Twenty (20) cylindrical gel rods, each 15 x 96rmm long, were made from each

batch by casting the material in polypropylene centrifuge tubes. All gel rods were

treated during the leaching and fiing steps in the following manner. After a gelation

period of approximately 2 to 3 hours, the samples were allowed to age for 24 hours at

250C and then at 60oC for 24 hours. The gels were allowed to cool to 250C over a 24

hour period and then were transferred to 25 x 120mm Pyrex tubes filled with 50 ml

3.0 M aqueous H2SO4. After leaching with gentle agitation for 24 hours, the acid

leaching media was decanted off. The gels were then "fixed" (ie., the leaching was

arrested) by the addition of 50 ml methanol to each test tube and the systems were then

gently agitated for three (3) days. This fixing step was repeated twice with fresh

methanol and with a reduced agitation period of two (2) days. The gels were then dried

at 600C for 24 hours. Next the gels were calcined in a box furnace where the

temperatue was gradually raised from 250C to 180 0C at 0.30C/minute, from 1800C

to 40OC at 0.7 0C/minute and finally from 40ODC to 5500C at 10 C/minute. After 24

hours the samples were allowed to cool back to 250C before final sintering. This was

carried out by placing the samples on a platinum gauze substrate inside a quartz tube in

a tube furnace. The samples were heated in air to l1000C at 60 OC/minute from 250C,

then to 14000C at 400C,4inute and finally o 150DoC at 20oCkninute. Once 1500oc

was reached the furnace was shut off. By this point the samples had densified into

transparent GRIN rods. The exact furnace temperature distribution was not known,

but since all glasses were fully sintered and the components in the glasses are not

mobile this was not considered important.

OPTICAL CHARACTERIZATION

Refractive index profiles were measured by Mach-Zehnder interferometry using a

HeNe laser (wavelength = 632.8 anm). The samples were prepared by cutting a thin (-2

-- 1
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mm) wafer perpendicular to the cylindrical axis of each GRIN rod. The wafer was then

ground and polished on both sides using conventional techniques to a surface accuracy of

better than 1/4 wavelength. Figure (1) shows a typical interferogram. Each line, or fringe,

in the interferogram represents a region of constant refractive index.

Fig= I - Typical L-n interfezpu

The change in index between two adjacent fringes is given by An = X/t, where An

is the index change, X is the wavelength, and t is the thickness or the sample. Index

profiles were determined by first manually measuring the position of each fringe along a

line passing through the center of the interferograrn. This raw data is subject to error due to

wedge in the sample and/or a misplaced origin, so it was processed by fitting to an even

order polynomial with an added linear term, changing the origin until the RMS error of the

polynomidl fit was minimized (see figure 2).

Sample wedge was then assumed to be represented by the linear term in the fit, and

was subtracted from the data. Profile difference plots were determined by averaging the

data computed from the fitted polynomial, and then subtracting this average profile from

each individual profile, which were also computed from their fitted polynomial. We

determined by repeatedly measuring a single sample that the maximum index change

measurement error is about 0.00001, or 0.2% of the total index change of the samples in

this study.
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RESULTS AND DISCUSSION

Figure 3 shows the index profile deviations between five different samples cut from

the middle 1/3 of a single rod. The largest total deviatioa is about 2.3% of the total index

change, as indicated on the figure. This error is probably due to irregularities in the gel

mold and/or diffusion from the ends of the rod during leaching.

Figures 4 and 5 show profile deviations between 13 samples from batch A. and

between 15 samples from batch B, respectively. The maximum deviation in batch A is

about 5.5%, and in batch B about 9. 1%. Since each sample in both batches was leached,

fixed, and dried in a separate container, it is likely that these deviations are due to localized

variations in leaching time, leaching bath volume to gel voltame ratio, gel diameter, etc.

Figure 6 shows the deviations of the average of the 13 profiles from batch A and

the average of the 15 samples from batch B from the average index profile of all 28

samples. These deviations are similar in magnitude to the measurement error.

It is evident from the above figuts• that batch to batch index profile variations are

much less significant than variations within a batch or even variations within a single rod.

It must be emphasized however that even though the two different batches studied here
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were prepared separately by two different researchers, they were made at the same time

using the same starting chemicals. A more thorough study would have to account for

variations in starting materials, ambient tempeavure and humidity during gel preparation,

gel aging time and temperature, etc.



The tolerances published by Nippon Sheet Glass (NSG) [2] on the index profile

variation of their Selfoc GRIN rods, which are made by ion exchange, are equivalent to a

total deviation of 6% within a single batch and 10% between batches. Since none of the

samples in this study exceeded this deviation, we are optimistic about the prospect for

conmercialiig the sol-gel method for producing gradient-index glass.

REFERENCES
1) J. B. Caldwell and D. T. Moore, "Sol-Gel Method for Making Gradient-Index Glass,

U.S. Patent 4,797,376, January 10, 1989.

2) Lterature published by Nippon Sheet Glass America, Inc., 28 Worlds Fair Drive,
Somerset, NJ 08873
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LeasardI Jeong-a Yu,1 and Daniel G. Nocerat

*Department of Chemical and Agricultural Engineering, *Department of
Chemistry, and the Center for Fundamental Materials Research, Michigan State
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ABSmAcr

Sol-gel derived molecular composites exhibiting intense luminescence,
induced from efficient energy transduction processes, have been prepared. The
composites are comprised of an EuWC2.2.1 cryptate complex or native Eu$÷ ion
embedded in sol-gel derived titania glass films. The titania glasses contain
interconnected porous networks that permit the diffusion of exogenous substrates,
such as the salts of benzoic and 4-tert-butylbenzoic acids, through the film.
Interaction of the substrate with the embedded lanthanide complex is indicated by
enhanced luminescence from the lanthanide ion. The carboxylic acid salts whose
electronic excited states are produced upon capture of incident photons, undergo
facile transfer of their electronic energy to the lanthanide ion. By monitoring
europium ion luminescence, the diffusion constants of the benzoate and 4-tert-
butylbenzoate salts have been measured. Although the diffusion of the 4-tert-
butylbenzoate is slower than that of benzoate, the overall higher sensitivity of the
former is consistent with hydrophobic guest-host interactions. These new
molecular composites relying on the immobilization of an absorption-energy-
transfer-emission molecular assembly in porous, optically transparent ceramic
glasses may be useful in the design of practical sensing devices.

mNTODUCTION

The design of many optical sensors is predicated on the development of
suitable matrix supports containing chromophores or lumophores whose
chemical or physical properties are modified in the presence of exogenous
substrate molecules. The successful realization of optically integrated sensors
necessarily requires the production of matrices that allow a target molecule to
contact the sensing molecule while retaining their optical transparency. One
approach is to use a porous matrix wherein the pores are small relative to the
wavelength of light used. Fabrication of the matrix at low temperature is
advantageous because thermal degradation pathways of chromophores and/or
lumophores is circumvented. The ability to process porous glasses at or near
room temperature, which embed a variety of molecules with specially tailored
optical and chemical properties, provides for the design of novel molecular
composites for chemical and optical sensors. The high porosities of Sol-gel
derived glasses (1,2], which have often been considered a drawback [3], permit
molecules to be brought in contact with embedded sensing molecular assembly by
diffiuson of exogenous substrate through the glass In fact the glass can actually
be thought of as a membrane composed of interconnected pores. The opportunity
to prepare films of small thickness by the sol-gel approach [4] should in principle
permit the response time of the sensing proce to be greatly reduced.

Our general strategy for the development of new molecular composites for
sensing applications is centered around the incorporation of inorganic
lumophores into a sol-gel derived glass. We have demonstrated that oxide glasses
can accommodate inorganic dusters [5], perphyrins [6], and lanthanide cryptate
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compounds (7] with retention of their excited state properties. Of particular
interest to the design of sensors are films containing lanthanide cryptates. The
approach in the current work is derived from a scheme in which the
luminescence of the lanthanide cryptate is activated by the presence of a molecule
to be sensed. Because lanthanides in general exhibit low absorption cross-
sections, luminescence from the lanthanide under direct illumination is weak [8].
Notwithstanding, luminescence from the lanthanide can be greatly enhanced by
introduction of a light harvesting center (LHC) which efficiently collects photons,
and subsequently transfers its energy to the Lna÷ ion to produce intense Ln8÷
luminescence (9-12]. This absorption-enor-transfer-emission (AETE) process
may take place by either intermolecular or intramolecular steps. However, the
intermolecular AETE is often much less efficient than a corresponding
intramolecular process owing to the exponential distance dependence of energy
transfer (13,14]. In the intermolecular process, the LnS+ ion and LHC must come
in dose proximity to one another before energy transfer can occur.

As previously shown, the deleterious effects of O-H oscillators on the
excited state properties of Lns+ ions (15-16] can be minimized by encapsulating the
ions in molecular cages of a cryptand ligand [12,17-19]. The two nitrogens and
five oxygens comprising the three straps of the cryptand ligand occupy seven of
the nine coordination sites of the Lns+ ion. The presence o the two remaining
coordination sites of the Lna÷ cryptand complexes provides the opportunity to
supplement an otherwise inherently inefficient intermolecular AETE by efficient
intramolecular AETE. The emission intensity from the lanthanide center can be
greatly enhanced by employing a f/mntionalised LHC that can bind the caged In3+
ion. We have been able to increase the emission efficiency of Thb and EuS+C2.2.1
complexes by upwards of three orders of magnitude upon coordination of ft-
diketonates and carboxylic acids owing to the much stronger absorption cross-
section of the light-harvesting center an compared to the native Ln3+C2.2.1
complexes [20]. The AETE process has provided us with a strategy for designing
optical sensors because the dramatic increase of lanthanide ion luminescence
upon coordination of exogenous substrate to the Ln3+ ion permits the LHC to be
detected by simply monitoring emission intensity from the lanthanide center.

Successful operation of AETE-based sensing in sol-gel films requires the
successful execution of several concerted processes. Firstly, the target molecule
(in this case also the LHC) must difftue through the porous network of the film to
find an accessible lanthanide cryptate. Secondly, the film must not intrfere with
the AETE between the cryptate and the LHC. Finally, the film must possess
optical properties which permit facile observation of AEME. We now report the
preparation of titania films containing native Eu8÷ or Eu"C2.2.1 ions that
demonstrate AMTE when exposed to solutions containing the salts of benzoic and
4-tert-butylbensoic acids.

Synthesais

The light harvesting benzoate and 4-tert-butylbenzoate compounds and
compounds used for the preparation of sol-gels were obtained from Aldrich
Chemical Co. and used without further purification. Encapsulation of Eus- by the
cryptand 4,7,13,16,21-pentaoxoa-1,10-diasobicyclo-[8.8.5]-trleosane (C2.2.1) was
accomplished by following previously described methods [7]. The product
[EuC2.2.1lCI8 was characterized by electronic absorption and emission
spectroscopy.

_ _ _ __.. i-"t
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Preparation ofFibm.

A neat solution of titanium isopropoxide contained in a screw-top vial was
charged with lauric acid. To this solution valeric acid was added. The resulting
yellow solution was mixed with an aqueous solution of [EuC2.2.l]CIs or
EuCIs.6HaO. Thin films of the lanthanide-based lumophore were made by spin
casting the appropriate solution on a quartz slide (60 x 10 mm). The lanthanide-
based films were coated with a lanthanide-free titania film. The coatings were
prepared by a similar procedure except water was substituted for the lanthanide
ion solution. Film thicknesses, measured on a DEKTAK HA profilometer, were
6000.t 000A.

Methods

The luminescence of thin films was monitored on an emission
spectrometer constructed at Michigan State and described elsewhere [21]. The
313-nm excitation wavelength used for steady-state emission experiments was
selected by excitation and emission monoehromators with slit widths of 3 and 5
mm, respectively. The entrance slit of the emission spectrometer was equipped
with a Schott OG-570 cut-off filter. Emission spectra were corrected for the
instrument response function by methods described elsewhere [21].

Diffusion of the LHC's into the titania films was monitored by detecting the
luminescence of the europium ion at 616 nm. Diffusion measurements were
made by placing the uncoated side of the quartz slide against the fc oe f a 1 cm
quartz cuvette. The excitation beam illuminated the thin film by passing through
the uncoated surface of the quartz slids, which was placed at a 600 incident ange
to the excitation beam. All experiments followed the same procedure. The
emission intensity of the dry film was recorded at 616 nm. A NaOH solution of pH
= 9.1 was placed in the cuvette until a steady-state emission response was
achieved after which the solution was replaced with a NaOH solution containing
the c te LHC (pH - 9.1). After a steady-state response was reached the cell
was chared with a pH = 9.1 aqueous NaOH solution. The diffusion response of
the LHC'. was measured on films exposed to solutions 0.050 to 0.00050 M in 4-
tert-butylbenoat and 0.072 to 0.0048 M in bensoate.

The kinetic diameters of the LHC's wer determined from the equivalent of
a sphere of diamet di, which was evaluated from d1 - (d dgds)'n where di defines
the x, y, and z molecular dimensions. The diameters were computationally
measured from molecules in energy minimized conformations that were
ascertained by using the MM2 Allinger force field [22] as implemented by PC
Model (Serena Software).

RUILS AND DISCUIO•C

Equilibrium Experiment.

The emission spectra of an Eus*C2.2.1 containing titania film as prepared
after equilibration with a pH a 9.1 NaOH solution, and subsequent exposure to
sodium 4-rt-butylbenzoat. solution, are shown in Figure la. Similarly, Figure
lb displays the emission spectra of a film containing the chloride salt of Eus+
without encapsulation by the C2.2.1 cryptand. mech cae the ATET proces is
demoastrated by the s8gnifcant increase in emission upon introduction of the
LHC sodium 4-tert-butylbensoate. This is particularl noteworthy because the
excitation was at 313 nm, which is coincident with the low energy tai of the

4
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Figure 1. 8stad~tate emisuion specftra( 313 am) of a titania film embedded withl (a)
EuClaSOHO a•nd) 1C2.2.Cl Spectra ( (1I1) n (fit an thesm of the Mm in ar, in NOOK
solution of p:H = 9.1, and in NaOH sohdm coutaining 4-i-butybeu•oate at a onmentration of
0.0040 it "reuctively.

sodium 4-tert-butylbenzoate absorption. It was not possible to excite at the
absorption maximum of the 4-tert-butylbenzoate ion. ( =, 266 nm) owing to
strong absorption of the titania film in this spectral region [23].

Comparison of Figures is and lb reveals that the emission intensity of the
Eu3C2.2.1 film increases upon equifibration with NaOH solution whereas that of
the Eus+ film decreases. For the latter, nine coordination sites are available in
principle for OH- coordination. Because coordinated OH- provides an efficient
deactivation pathway of electronically excited lanthanide ions [15,16], it is not
surprising that diminished luminescence intensities are observed upon
contacting the Eus impregnated titania film with aqueous solutions of pH = 9.1.
Conversely, seven of the coordination sites of the lanthanide metal center are
occupied by the cryptand in the EusC2.2.1 complex. Accordingly, only two 0H
ions at most can coordinate to the europium ion. That the luminescence intensity
from the Kus+C2.2.1 complex increases upon contacting the film with basic
solutions indicates the removal of high energy oscillators such as OH- or E6O
from the coordination sphere of the lanthanide ion. The pK values of hydrous
titania (i--OH) are in the range of 3-4 [24], indicating that such sites may be
deprotonated in aqueous solutions of pH = 9.1. Our results imply that there may
be direct interaction between these deprotonated TI-O- sites of the film and
Eu'"C2.2.1 with the o bility of direct coordination to the europium ion. Owing
to these minor modulations in emission intensity of EuS and EusC2.241 titania
films upon contact with basic solutions, luminescence from films exposed to LHC
carboxylates wer referenced to the film. which had been previously exposed to
aqueous solutions at pH - 9.1.
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Fqgure 2. Xmissimn intensity at
416 n O.4 ft313 nm) of a Wtan
film embedded with 3u"C2.2.1.
Time 0 defines intensity t film in
air; at A the film contacts a NaOH

A solution of pH = 9.1; at B the film
eoantaets a NaOH solution contain-ing banes at a conouetrt~imm of

0.048 M; and at C the film isC rainthoduwed to the NsOH solution
L B containing no benzoate.

0 36 so 90 110 140
time I an

Dynmic Experiments

Rod fiise experiments were conducted wherein the emission intensity at
616 nm was recorded upon contacting Eus* and Eu3+C2.2.1 embedded titania

films to solutions of different constitutions. Figure 2 shows the approach of the
luminescence to its steady-state intensity upon exposure of a Eu4C2.2.1 titania
film to a native NaOH solution with subsequent introduction to a solution
containing benzoate LEC. Similar results were obtained for the 4-tert-
butylbensoate LHC. It is important to note that the EuC2.2.1 embedded film (-
3000 A) was overlaid by one (- 3000 A) that contained no metal complex. Thus the
pronounced increase of the emission intensity resulting from exposure to LHC
solutions (a feature also observed for Eus÷ films) does not arise from a surface
effect but necessarily requires the LHC to diffuse through the pores of the titania
glass.

The intensity versus time data coupled with measurements of the film
thickness by profilometry permitted the calculation of diffusion coefficients by the
method of McKay (261. The calculated diffusion coefficient for sodium 4-tert-
butylbenzoate was lower than that for sodium benzoate for both europium ion
films (see Table I). The kinetic disipeter of 4-tert-butylbenzoate is larger than
that of benzoate (kD = 7.7 A and 6.1 A. respectively). Yet the former gave steady-
state luminescence responses similar if not greater than that observed for the
smaller benzoate LHC. These results suggest that the differences in diffusion
may not be attributed exclusively to pore size effects, but specific guest-host
interactions of the film with the LHC's are also likely to play a prominent role in
the diftuivity of these species. Regardless of the diffusion mechanism, the data
indicate selective transport in the titania films.

Table L Ddifluivities of LHC Carboxylates in Titania Films Containing
Europium Complexes

Diffusion Coefficient (cm2ls) Diffusion Coefficient (crees)
Complex of Benzoate of 4-tert-Butylbensoate

[EuC2.2.1]Ca 5.0 (,t 2.1) x 10-12 2.1 (* 0.6) x 10-12

EuCls,6H1O 8.6 (t 4.2) x 10 1.3 ( 1.0) x 10-12
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Detection Senaiti iy

The ratio of maximum emission intensity after LHC exposure to emission
intensity after sodium hydroxide treatment as a function of IMC concentration in
solution is depicted in Figures 3-6. The slope of the line reflects the sensitivity of
the film to the LHC with a steeper slope corresponding to higher sensitivities.
Over the concentration ranges studied, the response was linear indicating that
the sensing film had not become "saturated!. This is quite remarkable since the
equivalents of the carboxylate (10-6 moles) in solution was 104 greater as
compared to the equivalents of E~u1+Eu5 +C2.2.1 (10-10 moles) in the film.

The cryptate form of Eu3 * demonstrates higher selectivity for both the
benzoate and 4-tert-butylbenzoate anions than the simple Eu3* ion as shown by
the steeper slope of the former in Figures 3 and 4. Both films demonstrate mere
selectivity toward the 4-tert.-butylbenzoate over the benzoate. This further
substantiates the assertion of the presence of additional interactions between the
4-fert-butylbenzoate anion and the titania fim as compared to that of the benzoate
ion.

Conclusion

The porosity of aol-gel processed glasses and films can be considered an
attribute for sensing applications. We have demonstrated that selective sensing
films can be produced by coupling an AETE process with transport through a aol-
gel film. This approach is general and may be extended to the study of transport
through aol-gel based membrane films.
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SOL-GEL PROCESSED INORGANIC AND ORGANICALLY MODIFIED COMPOSITES FOR
NONLINEAR OPTICS AND PHOTONICS

PARAS N. PRASAD*
'Photonios Research Laboratory, Department of Chemistry, State University of
New York at Buffalo, Buffalo, N.Y. 14214

ABSTRACT

The newly emerging field of Nonlinear Optics and Photonics offers
tremendous opportunities for material scientists. In this paper, chemical
processing using the sol-gel method is described for the preparation of new
composite materials of both a silica glass and a V2 0 gel with a v
conjugated polymer poly-p-phenylene vinylene up to 58% by weight. The
composite films show highly improved optical quality with large third-order
nonlinear optical coefficients, the latter from the conjugated polymer.
Optical waveguiding through the film has been achieved. Nonlinear optical
studies using femtosecond degenerate four wave mixing and power dependent
waveguide coupling have been successfully performed. Also, to Investigate
the use of such films for optical recording, a two-dimensional grating
structure has successfully been produced.

INTRODUCTION

Photonics has been labelled by many as the technology for the 21st
century. It is a multidisciplinary field which has captured the
imaginations of scientists and engineers worldwide. In my view, this field
offers tremendous opportunities for materials scientists. Chemical
processing can provide new ceramic composite materials with
multifunctionalities needed for photonlcs applications. In this article I
hope to highlight this point.

Photonics describes the technology In which a photon Is used to
transmit, process and store information with an obvious gain in speed,
bandwidth and density of information processing. The technology, therefore,
deals with high density optical data storage, optical processing of
Information and Image analysis. In addition, there is a need for devices to
provide sensor protection against laser threat.

Some of the needed operational functions are frequency conversion,
light modulation and optical switching. For these functions one needs
nonlinear optics which describes processes occurring under the influence of
a laser pulse. The resulting polarization in the medium can be written In
the form of a power series expansion in the electric field strength as £13

Sx(1).g x(2) +( (1)

The term X(, the linear susceptibility, describes the linear optical
effect such as absorption, refraction, etc. under ordinary light intensities
and Is related to the refractive index of the medium as

I + 4wX - n
2  (2)

The terms X(2) and X(3) called second and third order nonlinear
susceptibilities, respectively, quantify the second and third order
nonlinear optical processes. For all optical processing of information, the
important nonlinear process Is third order, the manifestations of which are
third-harmonic generation and Intensity dependence of refractive index. It
Is the latter which provides the method of light control by light and can be
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used to produce nonlinear optical output-input relations for optical
Information processing (Figure 1). Conjugated polymers with extensive

Grm IN l '
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Figure 1: Nonlinear Optical input-output relations

s-electron delocalization have emerged as an important class of third-order
nonlinear optical materials because the n-electrons make a large
contribution to optical( nlinearity. In addition to having a large
nonlinear coefficient X needed so that a nonlinear component can be
switched with low energy pulses, the materials must also have mechanical
strength, environmental stability, high optical damage threshold and low
optical losses. Organic polymeric materials are, in general, optically
lossy. Inorganic glasses, particularly silica, are excellent photonic
media; high quality fibers and films with extremely low optical losses can
be prepared. However, the nonlinear optical coefficients of these glasses
are extremely low. TheU)is a need, therefore, to optimize both the
nonlinear coefficient X and the optical losses. An obvious approach will
be to make a composite of a conjugated polymer and an inorganic glass. The
preparation of such composites run into two difficulties (1) High
temperature processing of glass cannot be used as most polymers decompose by
300-3500 C. (ii) Because of the incompatibility of the organic polymeric
and inorganic glass structures, phase separation often occurs at higher
compositions.

We have recently developed such composites using the sol-gel chemical
processing method [4]. In our opinion, this approach opens up an important
avenue to produce novel composite structures for applications in both
photonlcs and electronics. In this paper, the merits of the sol-gel
processing technique-for photonics are briefly discussed. Then, the
characterization of these composites, their nonlinear optical studies and
optical wave guide experiments are presented.

MERITS OF THE SOL-GEL PROCESSED COMPOSITES

Sol-gel processing of composite structures offers the following
advantages for photonics:

a) tremendous flexibility to introduce multifunctionality desired for
device applications. This flexibility enables: (i) preparation of numerous
composite structures incorporating various inorganic and organic spectes
because of the sol-gel low temperature chemical processing, (Mi) use of
infiltration to incorporate molecular species Into the pores and layers,
(iII) conducting chemistry in the pores and layers before densification,
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(iv) making novel unusual molecular composites of the sol-gel glass and a
third-order nonlinear optical polymer.

b) opportunity to make various guided-wave structures such as planar
waveguides, channel waveguides and fibers.

c) electric field poling, during gelation, for dipole alignment needed
for second order effect, as poling is more effective due to increased
molecular mobility of the structure.

d) oppcrtunities to prepare composites with unusual electronic and
optical properties by using heterostructures consisting of mixed valence
inorganic semi-conductors and p-type organic semiconductors.

THE NEW COMPOSITE GLASS-POLYMER MATERIALS

Using the sol-gel processing technique we have prepared several
inorganic oxide: conjugated polymer composites in which the two components
are homogeneously mixed. Up to 50% by weight polymer could be 'noorporated
without phase separation. The conjugated nonlinear optical po 'ier is poly-
p-phenylene vinylene (abbreviated as PPV, shown below). In our approach we
start with a water soluble sulfonium salt polymer precursor of PPV which
when cast in the film form and heated above 2300 C undergoes the following
elimination reaction to produce the conjugated polymeric structure of PPV
[5).

(cI. 7.20C

Precursor polymer Ply

To prepare the new composites, the PPV polymer precusor is homogeneously
mixed with the Sol-gel precursor in a common solvent. The film is cast and
during the heat treatment the polymer precursor converts into the final
conjugated polymer. The result is an optically transparent film of wave
guiding quality (i.e., very low optical losses). The formation of this
compatible blend is due to a synergistic effect occurring during the
chemical transformation of each component. We do not know at this stage if
they are molecularly mixed. However, the excellent optical quality clearly
indicates that if phase-separated regions exist, they are much smaller than
the wavelength of light.

We have prepared composites of the PPV polymer with the sol-gel
processed silica glass and V 0 gel. In both cases optical quality films
were obtained. The U.V. visible absorption spectra of both silica:PPV and
V 0 gel:PPV composites indicate quantitative conversion of the PPV
precursor to the conjugated PPV structure.

At this stage, only the sillca:PPV composite has been characterized in
more detail. Both DSC and TGA thermal analysis have been performed on this
composite material. The results Indicate that the conversion of the PPV
precursor to the final conjugated Prv structure is indeed facilitated in the

AA!
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composite structure. The conversion temperature shifts from 230* C, found
for the pure PPV precursor, to 140* C in the composite structure [(4].

A number of linear and nonlinear optical studies have been performed on
the composite films. A film of about one micron thickness was used to
conduct optical waveguide studies. At 1.06um, propagation distances of up
to 2 cm through the film were readily achieved. An estimation of the
waveguide loss is about -4

dB/cm. We believe that by optimizing the
processing variables, this loss can be greatly reduced. The waveg'lide prism
coupling experiment also yielded informatlJ.n on the refractive indices of
the TE and TH modes at 1.06wm. These two modes of proppgation differ In the
polarization of the wave. In the TE mode, the electric field vector of the
propagating waveguide mode lies in the plane of the film, while for the TH
mode it is outside the plane of the film [6]. The refractive indices are
1.72 and 1.60 for the TE and TM modes at 1.06urm indicating a birefringence
even in the as-cast film. The higher refractive index for the TE mode may
be the result of a preferential alignment of the polymer chains in the plane
of the film. In the optical waveguiding arrangeuent with the prism coupler
we have also obtained the Raman spectra of the film; the vibrational bands
due to the PPV polymer correlate nicely with those obtained for the pure PPV
material.

Nonlinear optical studies have been carried out in both the bulk
configuration and the waveguide geometry. A conm~ient method to measure
the third-order nonlinear optical coefficient, X , and its time-response
Is degenerate four wave mixing (D:WM) which has been described in detail
elsewhere [7]. The method can best be understood by using a grating
picture. Two coherent beams of same frequency interact in a medium such as
the silica: PPV film and set up an intensity modulation pattern due to
interference. Since for a third order material the refractive index is
dependent on the intensity, a refractive index modulation (grating) results.
A third beam, the probe beam, of the same frequency is diffracted from this
grating to mSduce the signal, the intensity of which is proportional to the
square of X . The decay of the signal intensity as a function of the time
delay of the probe beam with respect to the interfering beams gives direct
information on the response time of the third-order optical nonlinearity.
We have conducted this study using 400 femtosecond pulses(•om a Nd:Yag
laser pulse 1 ompressed amplified system at 602 nm. The x 5" value obtained
is -3 x 10 esu for a -50:50 composite; this value is fairly high [8].
The response time is limited by the pulse width of the laser. We have also
conducted the DFWM studies using 50 femtosecond pulses from an amplified
colliding-pulse mode-locked laser system [9]. The nonlinearity in the
composite responds on this time scale, and the response is again limited by
the pulse width. We therefore observe ultrafast nonlinear response in
femtoseconds for this composite material.

In the waveguide arrangement, we have investigated the third-order
optical nonlinearity by investigating the power dependent coupling angle at
1.06Lum using a grating coupler arrangement [6]. The film of the silica:PPV
composite is deposited on a quartz substrate on which input and output
grating couplers have been fabricated using the ion milling technique. The
input wave couples through the grating at a specific angle which is
determined by the refractive index of the film. As the intensity of the
beam is increased, the refractive index of th• film changes leading to a
change of the coupling angle. We have success3ully observed this intensity
dependent coupling angle behavior [10]. This phenomenon is also of interest
from device application point of view as It can be used for optical
switching and optical power limiter operations.

From device application perspective, we have also investigated the
films of the silica:PPV composite for the fabrication of two-dimensional
gratings (11]. Crossing of two femtosecond pulses at 602 nm was used for
this fabrication. For a two dimensional grating, the film is rotated by 90*
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and the crossing angle is changed. The result Is optical recording of a two
dimensional grating of two different periods. Our preliminary investigation
indicates that the grating is not formed by laser ablation but is a result
of intensity dependent two-photon absorption which Induces chemical changes
in the polymer precursor and/or produces laser densification of the
composite. Figure 2 shows the diffraction pattern of a He-Ne laser beam

140 '

Figure 2: Diffraction pattern from a two-dimensional grating
fabricated in the sliiia:PPV film

from the grating. It clearly exhibits the two different grating spacing in
the two transverse directions. Such composite films, therefore, can also be
uaeful for optical recording.
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INCORPORATION OF POLYANILINE INTO A SILICA GEL VIA THE SOL-GEL
TEQINIQUE
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ABSTRACT

The sol-gel process has been used to incorporate a conjugated polymer, polyamiline, in
silica gel. The emeraldine base farm of the polymer is partially solubility in aprotic polar solvents
which are compatible with the sol. The effect of sol environment on the emeraldine base form of
polyaniline was investigated. The soluble emetakline base form is maintained at pH • 2.4 enabling
good optical quality gels to be synthesized. The type of alkoxysilane and the water ratio used in
preparing the sol influence the solubility of the emeraldine base.

INTRODUCTION

The use of the sol-gel process to incorporate optically active organic molecules is well
established. A number of optical properties have been demonstrated including luminescence,
photochromism, laser action and optical gain [1-31. From these studies it is evident that the gel
serves as a chemically and thermaly stable host material with good optical properties. In the work
to date, the sizes of the incorporated guest molecules have been in the range of the gel pore
diameter (or smaller). The molecules are likely to be encapsulated by the gel matrix and there is
evidence that the optical properties are influenced by interaction with the matrix (41. The present
"investigation extends this work on the synthesis of organic-doped gels by considering the
incorporation of a polymeric species which is substantially larger than the pore diameter. In
particular, polyaniline-doped gels have been synthesized to take advantage of the nonlinear optical
properties of conjugated polymm.

Conjugated polymers are promising candidates for nonlinear optical materials due to their
extended network of delocalized pi-electrons. Recent work on conjugated polymers such as
polydiacetylene [51 and polythiophene [6] have demonstrated large third order nonlinear
susceptibilities, XM). These conjugated polymers, however, generally exhibit poor processing
characteristics. They ae environmentally unstable and somewhat intractable. As a result, attempts
to fabricate optical devices using conjugated polymers have been impeded.

The conducting polymer, polyaniline, is an exception to this behavior as it is both
environmentally stable and processible, The emeraldine base form of polyaniline exhibits partial
solubility in aprotic polar solvents such as dim&yl formamide (DMF) and N-methyl PYrrolidnone
(NMP). We have used this characteristic to synthesize silica gel monoliths containing 2-ethyl
polyaniline [7. Degenerate four-wave mixing measurements of these materials indicate that XM
fo the doped gel was approximately 30% of the value obtained for CS2 at 1.06 jtm
(i.e., 5 x 10" 3 esu).

In the present study, details of the synthesis of polyaniline-doped silica gels am reported.
An important consideration in this work is the use of a solvent for polyaniline that is compatible
with the gel. The effects of different synthesis variables including water concentration, pKL and
alkoxysilane composition on the solubility of the emeraldine base form of polyaniline and gel
formation me discussed.
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BACKGROUND-POLYANILINE

Polyaniline has recently generated considerable interest due to its relatively high electrical
conductivity and inherent stability with regard to oxygen and moisture. Polyaniline can exist in
five different oxidation states depending on the conditions employed for synthesis. Emeraldine
base, ideally, is a form of polyaniline which is exactly half oxidized with y = 0.5 in the following
formula:

Of polyaniline's five oxidation states, emeraldine exhibits the widest range of electrical
conductivity spanning from the insulating regime (Y 5 10-10 al-t cm-) to the metallic regime (F -, 5
Q-t cm- 1) following treatment with protonic acid [8,9]. The conductivity can be varied
continuously by controlling the degree of acid doping. While other conjugated polymers undergo
changes in oxidation state following doping with an oxidant or reductant, emeraldine is unique
since conductivity is produced by treatment with acid. There is no formal change in the oxidation
state of the polymer. The chemical reversibility of this acid/base reaction is described as follows:

H ~2X NCI

Magnetic, optical, and transport exper•ments suggest that ereraldine salt is a metallic
conducto with a finite density of states at the Fermi energy level [91. The electrical conduction in
emeraldine salt is believed to occur by a polaron conduction mechanism [9,101. The acid doping
of emeraldine base to emeraldine salt results in formation of bipolarons as illustrated above.
Subsequently, an inmranolecular redox reaction is believed to occur which results in the creation of
separated polarons:

The increased charge delocalization in the electrically conductive state is partculary interesting for
nonlinear optics.

The change in electronic structure induced by protonation of emeraldine base alters the
absorption property of the polyaniline [10,111. The characteristic absorption peaks of emeraldine
base are at 3.5 eV (354 nm) and 2.0 eV (620 nm) and solutions appears deep blue in color. The
620 nnm absorption is thought to be related to formation of an exciton. The formation of emeraldine
salt is accompanied by a disappearance of the peak at 620 nm due to the rearrangement of the
quinoid ring system to the benzenoid system of the polaron structur The appearance of two new
peaks at 3 eV (420 nm) and 1.5 eV (830 nm) are also associated with polaron formation. This
results in a green color for the emeraldine salt, which rapidly precipitates from most solutions.
Consequently, conversion from emeraldine base to emeraldine salt in sol can be probed by
monitoring these absordtion peaks.

The most siAgfcant feature of polyaniline from sol-gel chemistry considerations is its
solubility in organic solvents. 7Te solubility affords an opportunity to incorporate this conducting
polymer (albeit in its insulating form) in a sol-gel matrix. The solubility of the emeraldine base can
be improved further by either of two methods. The first is to incorporate long, flexible
aubstituents onto the polymer backbone. Alkylation of polyaniline improves solubility and even
pves some solubility in alcohols. The solubility of the unsubstituted emeraldine base may also be
increased by successive treatments with acid and base followed by exposure to tetrahydrofuran
(THIF). Treatment with THF appears to swell the polymer and increase its surface area, resulting
in a larger fraction of soluble amorphous polyaniline.



740

EXPERIMENTAL PROCEDURES

An ememaldine salt form of polyaniline was chemically synthesized by the acid catalyzed
oxidative polymerization of aniline [8]. The solubility of the polyaniline was increased by
repetitive treatments with 0.lM NH4OI THF, and L.OM Ha in that order [12]. A final NH4OH
txtent converted emeraldine salt to emeraldine base before storage.

Approximately 0.15 g of polyaniline (PANi) were ground to a fine powder in an agate
mortar and pestle, followed by swelling with THF. After the TIF evaporated, the powder was
added in small portions to 7 ml of NMP in a glass mortar while stirring and grinding the miture.
The solution was then vacuum filtered through a 0.7 mm glass fiber filter (Whatman GF/F) of
known weight. Three additional milliliters of NMP were used to wash the mortar, pestle, and filter
(total of 10 ml NMP). The filter was vacuum dried at 950 C to evaporate NMP, then weighed to
determine the weight of polyaniline dissolved. The concentration of polyaniline was approximately
3.7 ± 0.2 mg/cc.

The solubility of polyaniline was investigated in various compositions of silica soL Sols
were prepared by the sonogel method [131 using tetramethoxysilane (TMOS: Aldrich Chemical
98%) and/or tetraethoxysilane (TEOS: Fisher reagent grade), 0.04N HCO, and distilled water.
Mixed TMOS-TEOS sols were prepared by initially hydrolyzing a small portion of TMOS, and
subsequently adding the remaining constituents slowly.

The solubility of emeraldine base was studied in a series of samples which independently
considered variations in both the precursor to water ratio and the TMOS-TEOS ratio. The effect of
water content was investigated in TMOS and TMOS-TEOS sols (1:1 mole ratio) at 1:1, 1:2.5, 1:4,
and 1:10 mole ratio of alkoxysilane to water. For these samples, a constant 4 v/o of 0.04N HCI
was used (this gave pH= 2.4 ± 0.2 when mixed with 7 parts sol and 3 parts NMP). The sols
prepared for determining the effect of different precurso (TMOS vs TEOS) contained 25,50,75,
and 100 m/o TMOS and used the same 1:2.5 mole ratio of precursr.water and 4 v/o of 0.04N
HCI. Finally, the effect of pH was investigated by prepaing sols with 1:2.5 mole ratio of water at
2, 4, 8, 12, and 16 v/o of 0.04N HC. In all cases sols were mixed first with NMP, then with the
polyaniline solution in 7:1:2 volume ratio of sol:NMP:PAN solution. The final mixtures were
filtered through 0.7 mm filter paper and cast into polystyrene cuvettes to form thin monoliths. By
employing standard cuvettes, optical absorption measurements were used to monitor the
concentration of the polyaniline in the sol.

RESULTS AND DISCUSSIONS

The concentration and, therefore, the solubility, of emeraldine base in TMOS and TMOS-
TEOS (1:1) sols was monitored by measuring the magnitude of the characteristic absorption at 630
nna. Figure I indicates that the solubility increases sharply as the water ratio reaches 2.5, and then
remains relatively constant. This behavior is somewhat surprising since polyaniline is insoluble in
water and yet the lowest optical density (OD) is observed in the sol containing the lowest water
content. The results suggest that the emeraldine base has a greater affinity for hydroxyl groups
than alkyl groups since a high concentration of the hydrolyzed product occurs at the greater water
content.

The effect of precursors and the TMOStrEOS ratio on the solubility of the emeraldine base
is not yet clearly established. As suggested in Fig. I (at the lowest water content) there is a trend
towards increasing optical density at greater TMOS contents. This behavior is probably associated
with the higher hydrolysis rate for TMOS and the faster formation of the favorable hydroxyl-silane
environment for the emeraldine base.

The acid content of the sol has a decided effect on the synthesis and formation of
polyaniline-doped gels. The pH was varied in a series of samples from pH 1.7 to pH 2.8 by
increasing the volume pament of 0.04N HCO in in the sol-NMP mixture. The data for the sols fall
into three regimes (Figure 2 ). At pH k 2.4, polyanifine exists primarily in the emeraldine base
form and gels of good optical quality are readily prepared. The principal absorption peak at 630
run is dominant, although it is interesting to note that there is a small shoulder at 420 nm which
suggests a small amount of emeraldine salt present in the sol. At pH S 1.8 another regime is
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observed. In this case the characteristic peaks of emueradine salt at 420 rnm and 800 rn are clearly
visible, While the peak at 630 urn has completely disa... e...... This indicaes that the emesaidme
base is no longer present in the sol. in these low PH maeias the polymer precipitates gradually
with time and gelation is severely hindered if not altogether suppressed. The third regiime 1.8 <
pH < 2.4, is intermediate and there is evidence for both emeraldine sask and base; there ame peaks at
630 rnm, 420 urn and a shoulder at 800 urn. In this PH range, gel form slowly. Several days are

reurdand peipiatci occurs during gelaticn. The resultig gels are of poor optical quality.
The chemical changes which occur during the sol-to-gel transition for pH 2.4 are indicated

in ft OPtabortin spectraof Fgure 3.TeNI ouinof the wmeakline base swame as a

absorption band of the emeraldine bsfomfPA isobserved. In the PAN-doped siia ol,
the sam peak dominates, although the e radnsltis evident by the slight shoulder at 420 unn
and by the reduced transmission above 750 unm. lTterb effect would arise from the presence of
the 8W0 urn peak of the emeraldine salt form. The aged gel (Fig. 3) exhibits a greater concentration
of the eaneraldine saIlt The shoulder at 420 urn is more pronounced and the transmission in the
infrared is reduced further

The various PH dependent results observed in PAN-doped sobsca be exlined by
considering charging effets on gel surfaces. Colloidal silica has an isoelectic pit at p;H 21.2 (14]
and for the current study involving silicon oxide based structures, only relatively small deviations
from this value would be expected. At low pH (eg.p 1.8) the net charge of the silica network
isexpectedatbe poiiedertersnc fS-H ruso the surface of the gel particles.

Incnrs~ tpnHPabov the 2.2 range. (e.g., PH 2.4), the presence of Si-0O anionic groups is
expected to prdc a n .hre

VM ~ f= urog haresleads to interaction between PAN and the gel matrix
an ifuew~ hefrmofplynlie rsetin sband gels.pm a lngeo Hvles used or
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positive surface charges as indicated by the absorption spectrum in Fig. 3. As prier work has
shown, aging of the gel formes the guest species to be in greater contact with the gel surface and
thus diminishes screening effects of the solvenL[41 In general, the pH dependence shown for
PAN-doped gels is consistent with that observed for dye-doped gels. In the latter systems, surface
charges stabilized different luminescent species in the gel depending upon pH [4].

CONCLUSIONS

The solubility of the emeraldine base form of polyaniline enables one to use the sol-gel
method to prepare silica gels doped with this conjugated polymer. An important aspect of the
synthesis is the requirement that the solvent for the polymer be compatible with the gel. In the
present study the aprotic solvent, NMP, was employed and gel synthesis was investigated as a
function of water ratio, different alkoxysilanes, and the amount of acid present in the sol. It was
found that the solubility of emrenrdine base was higher in ads containing more hydrolyzed species,
and in sols prepared from smaller alkoxysilanes. The pH of the starting sol has a profound effect
on gel formation. The role of the pH is to effectively charge the surface of the gel paicles and to
alter the local chemical environment of the guest species. Good optical quality gels were formed
when the emeraldine base form was stabilized, while the presence of emeraldine salt at pH < 2.0
led to precipitaton and hindred gelaton.
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OPTICAL SWITCHES BASED ON VANADIUM DIOXIDE
FILMS GROWN BY THE SOL-GEL PROCESS

Richard S. Potember and Kenneth R. Speck
The Johns Hopkins University Applied Physics Laboratory
Laurel, Maryland 20723, USA

ABSTRACT

Vanadium dioxide thin films have been grown from vanadium

tetrakis (t-butoxide) by the sol-gel process. A new method for

the synthesis of the vanadium precursor was also developed. Films

were deposited by dipcoating glass slides from an isopropanol

solution, followed by post-deposition annealing of the films at

6000 C under nitrogen. The properties of these films, to a high

degree, were a function of crystalline boundaries and crystalline

grain size. These gel-derived V0 2 films undergo a reversible

semiconductor-to-metal phase transition near 72 0 C, exhibiting

characteristic resistive and spectral switching comparable with
near stoichiometric V02 films prepared on non-crystalline

substrates by other techniques. Films were doped with hexavalent

transition metal oxides to demonstrate lowering of the transition

of the transition temperature.

INTRODUCTION

Vanadium dioxide is known to undergo a reversible thermally-

induced semiconductor-to-metal phase transition at 68 0 C [1,2].

Associated with this transition, the material exhibits large

changes in its optical, electrical, and magnetic characteristics

with respect to temperature [3,4]. This anomalous behavior has

prompted considerable interest in the fabrication of vanadium

dioxide thin films for scientific investigation and for use in
various technological applications [5,6]. Recently, V0 2 has been

studied for use as an energy-conserving coating for windows and

walls. Other applications include electro- and photo-chromic

devices, thermal sensors and transparent electrical conductors.

There have also been numerous studies involving the

incorporation of various transition metal ions into the V02

lattice. It was observed that the transition temperature may be

raised or lowered, depending on the valence of the dopant ion.

Met. teg. Smc. Symp. Proc. Vol. 160. 01905 M.eftfts Remeh Socet

AI



II

754

Tungsten, molybdenum, and tantalum ions are known to decrease Tt

with increasing concentration, with tungsten having the largest

effect per atomic percent added [6-9]. In each case, the

resistance ratio before and after the transformation decreases

quickly for low dopant levels. However, large changes in the

infrared transmission are observed even when the resistance ratio

is small [7].

Processing of these V02 films is shown schematically in

Figure 1. Thin films of V0 2 were deposited by dipcoating glass

slides from an isopropanol solution. Dopant ions were placed into

the crystal structure of the vanadium dioxide by combining

isopropanolic solutions of the vanadium tetrakis (t-butoxide) with

those of tungsten or molybdenum (VI) oxytetrachloride (Alfa).

Tungsten and molybdenum were chosen as dopants because of the very

large effects they have on the transition temperature (7-9]. The

overall reaction leading to V0 2 formation is

nV(OR) 4 + 2 nH20- -- VO2)n + 4nt-buOH (1)

where M - MoO, WO. The molar ratio of metal ions in the film is

assumed to be the same as the molar ratio of metal ions in

solution from which the films were grown [7]. Slides were often

coated more than one time to build up the desired thickness. To

convert the films into the V02 phase, they were annealed under

nitrogen to achieve complete dehydration, residual solvent

removal, and crystallization.

130'C un-r N2  8lvW 8a g 600C d mdurN 2

-40 @R1M * W. og)H2.

Figu=e 1: Preparation of •. a thin films by the sol-gel muthod.

A pressure versus temperature equilibrium diagram for the V-O

system is plotted in Figure 2 [10]. Vanadium dioxide is easily

A
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Figure 2: Pressure versus temperature phase diagram,

Ref. [10].

oxidized by heating near 600*C in air. Conversely, it is known

that V205 loses oxygen on heating in high vacuum at 600*C [11]. It

is clear from this figure that isobaric heating at 10-19 torr near

6000 C transforms V2 0 5 -4 V6 0 1 3 -+ V0 2 . Isothermal decompression at

6000 C and lower oxygen partial pressures causes the same

transformation. Note that V20 5 melts at 660°C.

The partial pressure of oxygen required for the reduction of

V20 5 to V02 is not as low as indicated in Figure 2. A eutectic

point exists in the vanadium-oxygen system at 600 0 C. At 600*C,

the equilibrium oxygen pressure for V02 is 10-20 torr. Loweringr the oxygen pressure, isothermally, is necessary to reduce V02 . The

partial pressure required to do this is orders of magnitude higher

than can be achieved in the best vacuum systems available.

Therefore, at 600*C and 1 mtorr, V2 0 5 is reduced while V02 is not

[10]. This type of reduction can also be achieved in a nitrogen

atmosphere.
The electrical and optical properties of the gel-derived V0 2

films were measured when heated through the transition

temperature. The experimental setup was the same as previously

described [14,15). The arrangement allowed for the concurrent

measurement of the electrical resistance and optical transmission

at 2400 nm of the film as a function of temperature.

_ I
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RESULTS

The near-IR transmittance at 2400 nm of 1000 A thick film on

glass is plotted in Figure 3A. There was an abrupt decrease in

transmission near 65*C, beginning slightly before the change in

resistance occurs as expected. Large spectral switching occurred

when the resistive switching was between two to three orders of

magnitude. The usual hysteresis effect caused the transmission to

increase 10 degrees lower on cooling. The cooling portion of the

curve shows an anomalous hysteresis due to a (210) texturing of

the film (12].

The switched and unswitched transmittance spectra shown in

Figure 3B is typical for these gel-derived vanadium dioxide films.

The observed transmission changes between 400 to 2500 nm are

consistent with that reported for V0 2 [13]. Above Tt, the

transmission is low at wavelengths longer than 1000 nm. The film

thickness was measured to be 1000 A for Figure 3B.

= a=

C,.... C
= 'A

20 25 303540OS 0SS 60 GS 20 S 80OS 90 Sjg 100

TirfERRURE 10 Wavelength (pm)

Figure 3A: Temperature dependence of Figure 38: Spectral transmission of a
optical transmission at 1000 A thick V02 film above
2400 nm for a vanadium and below the transition
dioxide film 1000 A thick temperature on glass.
on glass.

The optical transmission of a 250A thick V0 . 9 8Mo0 . 0 2 0 2 film at

2400 nm is shown in Figure 4 (a) . It was assumed that the

concentration of the dopant in the film was the same as that in

solution. The transition temperature, taken as the inflection

point of the heating curve, is near 56 0 C. Resistance changes were

minimal, and therefore not included here.

-a--
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The results obtained for a 500 A thick V0 . 9 9 W0 . 0 1 0 2 film are

shown in Figure 4(b). The phase transition occurred over a larger

range of temperatures, but the transition temperature (Tt = 35 0 C)

was significantly lower than the undoped or molydenum doped films.

Although the dopant ions greatly influenced the transition

temperature of vanadium dioxide, they had little effect on the

observed spectral transmission (3,71. The results were similar to

other work involving doping vanadium dioxide.

l 1tI II I I ,I
10 45g u60 6 6

Figure 4: (a) Temperature dependence of the transmission at

2400 nm for 250 A thick V0 .9 8 Mo0 . 0 2 02 film and for
(b) 500 A thick V0 .9 9 W0- 0 1 2 film.

CONCLUSION

Doped and undoped vanadium dioxide thin films were deposited

on glass slides by dipcoating from an isopropanol solution of

vanadium tetrakis (t-butoxide). A new method was discovered for
the synthesis of the vanadium precursor.

The sol-gel process provides a versatile way of making doped

vanadium dioxide devices. This technique permits mixing of the

constituents at the molecular level, which leads to a more
homogeneous product. It has been demonstrated that the addition

of tungsten and molybdenum depresses the switching temperature

with increasing concentration.
Potential advantages of this new approach for producing

vanadium dioxide thin films via the sol-gel process are numerous.

The process does not require an expensive vacuum system to grow

films, and the instrumentation that is reqired is rather simple.

Large surface area may be coated with a homogeneous thickness, and

, I
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gel process affords the possibility of coating substrates which

have a variety of sizes, shapes, and thicknesses. In many areas,

the sol-gel method is an attractive alternative to the vapor

deposition of vanadium dioxide.
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VANADIUM PEN/OXIDE GELS. STRUCTURAL DEVIMLPMENT AND RHEOLOGICAL
PROPERTIES

JK. BAILEY, T. NAGASE, G.A. POZARNSKY, and M.L. MECARTNEY

Department of Chemical Engineering and Materials Science, University of Minnesota,
Minneapolis, Minnesota 55455

ABSTRACT

Cryogenic transmission electron Microscopy (cryo-TIM) and theological characterization
were conducted in order to understand structural development of vanadium pentoxide gels during
processing. Sols were prepared by ion exchange from sodium metavanadate solutions. Cryo-
TEM revealed that fine threads about l.5nm wide initially form and grow into ribbons
approximately 25nm wide and at least 10Onm long. The threads appear to self assemble into
the ribbons. During this structural development. the dynamic viscosity increased Upon steady

shearing of the sols, the system exhibited thixotropy, i.e. the viscosity decreased with time under
constant shear sess and subsequently rheopexy, the viscosity increased with time. Comparison
of the structure before and after shearing indicated that during the rheological experiments
aggregation of small particles or fragments was occurring.

INTRODUCTION

Vanadium pentoxide gels have several useful applications such as anti-static coatings and
switching devices. The production of these materials by a sol-gel route is suitable for novel
processing applications such as extrusion and thin film coatings. This study investigates the

development of microsmicture in vanadium pentodde gels produced from ion exchange of
sodium metavanadate solutions through cryogenic transmission electron microscopy and

rheological characterization.

Some of the earliest work on characterizing the structure of vanadium pentoxide sols was
performed by Heller, Watson, and Wojetowicz [I]. The resulting gel structure, examined by
viewing dried gels in the TEM was composed of V20 5 ribbons 6.5 nm wide by over 500nm

long 12]. Recently Livage and coworkers (3,41 have performed extensive studies on the

sructure and electrical properties of vanadium pentoxide gels produced by ion exchange of
sodium metevanadate solutions and have determined by X-ray and electron diffraction that dried
gels (xeaogc) form layered sheets comprised of V20 5 ribbons. While thenr have been studies

which characterize the structure of the xerogels, there has been relatively little work on

chareactizing how the structure forms and how the processing affects the suiacture. We report

4Wt. a".. amc. Spmp. Pftc. Vol. 1SO.5l0 MaUm1t.sl 0CWY SieIy
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here preliminary results on direct observation by cryo-TEM of the developing structure in the
liquid state and the changes that the material undergoes during prolonged shearing.
EXPERMNENTAL

The vanadium pentoxide sols were made by first preparing a solution of sodium
metavanadate 0.35M - 0.5M in deionized water. The solution was nm through an ion-exchange
column containing Dowex 50W-X2 resin which had been thoroughly washed with HCl and
subsequently rinsed with deionized water [6]. The vanadium concentrations studied varied from
0.35 to 0.5M Vanadium. The effluent sols contained 3-100mM residual Na in this column
deteamined by atomic emission spectoscopy.

The cryo-TEM was performed by placing a drop of the sol at the desired point in the
reaction on a holey carbon grid and blotting the grid to produce a thin liquid film spanning the
grid holes. The sample was rapidly frozen by plunging into liquid ethane which vitrified the
liquid trapping the sol structure in place. This technique is described fully in reference [5].

Rheological characterization was performed on a Rheometrics Fluids Rheometer. The
Couette rheometer fixtures consisted of a titanium bob and a hardened aluminum cup. Both
dynamic and steady shear tests were performed. The shear rate varied from a 0.03 to a 0.3s-1

RESULTS

The prepared solution is a deep yellow solution of vanadic acid. As it gels, it darkens to
an orange-yellow and subsequently red precipitates form which are visible to the unaided eye.
These precipitates continue to form and settle until the entire container is filled with the
precipitateL At this point, the precipitates form the dominant phase in the material and the sol
again becomes apparently homogeneous to the unaided eye, but a deep blood red color. The red
sol is initially liquid but over time it gels into an elastic solid gel. The time that the solution
requires to gel is strongly dependent on both the vanadium concentration and the residual sodium
concentration, and ranged from 1 to 14 days for the concentrations used in this work.

The development of the fibrous microstructures can be seen in Figures la-c which are
cryo-TEM micrographs for sols at various points along the way to gelation. Because the cryc-
TEM solutions were taken from various solutions which took slightly differing times to gel, the
times are scaled to a reference time, which is the time at which the solution became the
homogeneous blood red sol, i.e. when the precipitation of the red precipitates had been
completed. Figure la shows the structures present in the sol at a time t/tr of 0.2, shortly after the
solution had just started to form red precipitates The structures seen are fine wispy threads of
V2 0 5. These threads are separate from each other and are unaggregated. Figure lb shows the
microstructure of the sol at t/tr - 1.0 when the sol is almost finished the precipitation. The
micrographs shows thicker strands, which we have called fibers, are approximately 25 nm wide
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mm

Figure 1: Stages in the formation of a 0.5M Vanadium pentoxide
gel observed by cryo-TEM.

(a) fast-frozen sol at t/tr = 0.2
(b) fast frozen sol at t/tr = 1.0
(c) fast frozen sol at t/tr = 2.0
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and over 1000 nm long. They are now of significant length and overlap with one another in the

solution. Notice that some of the fibers split along their length and appear to be comprised of

several smaller fibers aligned together Figure Ic shows the microstructumre of the sol at t/tr - 2.0

when the sol has turned into a homogenous red sol. The viscosity of the sol at this stage in the

reaction was too high to successfully blot on the grid, so the solution was diluted approximately

10:1 by volume with deionized water. The microstructure appears similar to that shown in

Figure lb, however in this figure the fraying is less evident; however, longitudinal striations

along the fiber length are visible.
Rheological characterization was conducted on the sol after it had become homogeneous

and red. A steady shear test was conducted on the material at a strain rate of 0.3s-1 and the

results are shown in Figure 2. Initially, the material is thixotropic, i.e. the viscosity decreases as

a function of time. The viscosity then reaches a lower bound after which it begins to rise again,

or become rheopexic. The material was examined using cryo-TEM in both the sheared and

unsheared state. Figure 3a shows the V2 0 5 sol before shearing, corresponding to point a on

Figure 2. Figure 3b shows the V2 0 5 sol after shearing, corresponding to point b on Figure 2.

The V2 0 5 solutions were diluted approximately 100.1 before the cryo-TEM samples were

prepared. The unsheared solution was a thick solution at approximately t/tr - 2, while the

sheared sample had the appearance of a brown muddy solid. In some samples, up to 1.5 wt%

Al contimination from the rheometer fixtures was found.

DISCUSSION

The fibrous nature of the vanadium pentoxide sols has previously been determined;

however, the growth process that leads to the formation of these fibers has not been investigated

in detail. Figures Ia through lc give a preliminary indication of this process. Initially small

threads form which are on the order of 2un wide by lOOnm long. These threads grow

lengthwise, but subsequent self assembly of these threads into ribbons is indicated by Figure lb

showing that the ribbons are comprised of individual threads which in places have become

frayed to show the constituent threads. It appears from the micrographs that the threads self

assemble edge to edge, probably due to the surface charges on the edges.
Figures 3a and 3b show the structure of a sol (at t/t, - 2) before and after shearing. The

unsheared material is comprised of the fibers similar to Figure Ic. In the sheared material one
can see agglomerates of smaller particles which have formed in the mats of the V20 5 fibers. The

small particles may be fragments of the larger ribbons or aluminum vanadate particles formed

from acidic vanadium oxy-hydroxides reacting with the aluminum contaminants.

Unbroken fibers may undergo shear alignment (detangling) as the material is sheared.

This shear alignment may give rise to the viscosity decrease with time. The fiber fragments or

particles that form appear to be unstable to aggregation. When they aggregate, they trap

____ I
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Figure 2: Viscosity vs. time for a 0.5M vanadium pentoxide
gel at a constant shear rate of O.03s

Figure 3: Unsheared and sheared vanadium pentoxide gel
structures observed by cryo-TEM.(a) unsheared - corresponds to point A in Figure 2.(b) sheared - corresponds to point B in Figure 2.
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unbroken fibers in the aggregate and a network structure begins to build. The junctions in the

network are large aggregatesof the smaller particles.

CONCLUSIONS

We have directly observed the structural development of vanadium pentonide gels in the

liquid state using cryo-TEM. The V2 0 5 gels first form small threads which grow into fibers.

Some evidence of edge to edge self assembly of these threads is seen in the structure of frayed

ribbons. The final ribbons appear to be comprised of many of thes threads.

Upon steady shearing, the V2 0 5 sots first showed rheopexic behavior and subsequently$ became thixotropic. The cryo-TEM results indicate that during shearing, aggregation of small

particles occurrs. It is postulated that the time thinning behavior is due to shear alignment, and

the time thickening behavior is due to aggregation of the small particles which create

entanglement points for the remaining unbroken ribbons.
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PREPARATION OF PHENYLSILOXANE
FILMS VIA SOLUTION DEPOSITION TECHNIQUES

E.W. Burkhardt*, R.R. Burford**, and J.H. Deatcher*

*MAkzo Chemicals Inc., Livingstone Ave., Dobbs Ferry, NY 10522"Chisholm Institute of Technology, Department of Chemistry, East

Caulfield, Victoria, Australia, 3145

ABSTRACT

Thin films (I-i31 thick) can be spin coated on a variety of
substrates from f..r-ulations containing polyphenylsiloxanes and
alkylsilicates. The-- films may be cured either thermally or
photochemically, yielding films with good adherence to the
substrate. The combination of photolysis and thermolysis results
in changes in the film hardness characteristics. The use of a
mask during photocuring results in films which may be developed
i.n either a positive or negative fashion. The preparation of
various formulations along with film curing processes will be
discussed.

INTRODUCTION

Silsesquioxanes (R-SiOl 5 ) are interesting materials in that
they possess both organic'and inorganic properties. These
materials have been the object of investigation for use in areas
such as interlayer dielectrics [1-31, modifiers for glassy
materials [4,5], and protective coatings for low earth orbit
environments [6-8]. The solubility of silsesquioxane oligomers
is dependent in part upon the nature of the organic group
present, the size of the polymer chain, and also the degree of
crosslinking (free hydroxyl content). We have found
polyphenylsilsesquioxane (Wacker brand SY-430) to be a useful
component in formulations for the spin deposition of siloxane
films. Our goal was to develop systems which would exhibit film
characteristics such as good adhesion to a variety of substrates,
planarity, increased thickness without cracking, flexibility, and
variable curing methods.

EXPERIMENTAL

Description of reagents and systems prepared

The systems consist of mixtures of SY-430 with a variety of
alkylsilicates. SY-430 [9] is a phenylsilsesquioxane oligomer
with an average molecular weight of 1700, containing -5 wt% free
hydroxyl groups and a softening point of 506C. SY-430 is known
to react with a number of functional organic groups through its
free -OH groups and is thermally stable up to temperatures of
450 0 C. Alkylsilicates used includ" tetraethylorthosilicate
(TEOS), triethoxyvinylsilane (TEVS), and triethoxyphenylsilane
(TEPS). A nomenclature system has been developed in order to
quickly identify the systems as to their composition. In some
cases, SY-430 is dissolved in an organic solvent such as toluene
or l-methoxy-2-propanol, followed by addition of
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tetraethylorthosilicate (TEOS). This system is given the
designation "a". The weight ratio of SY-430 to TEOS can vary
from 10:1 to 3:1, with a 6:1 ratio giving the best results. The
weight ratios of solvent to SY-430 and TEOS can vary depending on
the film thickness desired. A minimum solvent:SY-430:TEOS ratio
for good films is about 10:6:1, generally a ratio of 15:6:1 is
used.

Systems can also be prepared without organic solvent by
dissolving SY-430 directly into an alkylsilicate. These systems
are designated by a number followed by either a "B", -r", or "N".
The number represents the weight ratio of SY-430 to alkylsilicate
and B, r, 6 represent TEOS, TEVS, TEPS respectively. For
example, 1.25 B represents a system in which thq weight ratio of
SY-430 to TEOS is 1.25:1. Photolysis of these Lystems have been
carried out in 1" diameter quartz tubes using a water cooled Ace
Hanovia mercury vapor lamp (type L, 450 watt).

Suin deposition and curing methods

Spin coating of substrates was carried out using a Headway
Research photoresist spinner (EC 101 D). Films are prepared by
flooding a substrate with the solution followed by spinning for a
period of 60 seconds, at a speed of 2000 rpm. The film can then
be cured either thermally or photochemically. Thermal curing is
generally accomplished by passing the coated substrate through an
Intex belt furnace (3500C, 20 minutes). Photocuring is
accomplished by exposure to UV light (254 nm) from a medium
pressure Hg lamp for up to 1.5 hours followed by heat treatment
at 1000C for one hour. Using these conditions, films can be spin
deposited on substrates such as Si, glass, Al03, and Kapton.
Thicknesses of from 1 to 10 A as measured by profiiometry (Dektak
model 3030) or ellipsometry (Gaertner model L116A) on Si wafers
are attainable. Film thickness was found to vary no more than
1.7%.

By using a photomask, the film may be develoied in either a
positive or negative fashion. Treatment with solvent removes the
masked portion (negative image), while treatment with buffered HF
removes the exposed portion (positive image). Cured films adhere
well to all substrates tested. Films applied to rigid substrates
pass the standard cross hatch Scotch tape test (ASTM-D3359). A
combination of photolysis followed by thermolysis results in
films that are harder and thicker than films cured in the reverse
order.

RESULTS AND DISCUSSION

Zffect of photolvsis on siloxane systems

Systems containing only SY-430 and alkylsilicate are viscous
solutions, with viscosity increasing as the weight ratio of SY-
430 to alkylsilicate increases. For example, the viscosity of a
1.0 B system is 43 cp., while the viscosity of a 1.5 B system is
199 cp. The r and 6 systems show similar viscosity
characteristics.

Upon photolysis, the viscosity of the solutions, and
resulting film thicknesses increase (Figure 1). Continued
photolysis results in systems which yield cracked films.

GC analysis of a photolyzed 1.25 8 system indicated that
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free ethanol is generated, while TEOS is consumed. This process
continued after photolysis had ceased (Table I), as evidenced
when solutions were analyzed 15 hours later. Heating these
solutions alone does not result in significant amounts of ethanol
production. Species such as ethyl silicate dimers and trimers
were not detected. Ethanol is the byproduct of the condensation
between the ethoxy groups on TEOS and silanol moieties with
formation of Si-O-Si bonds. The observed increase in the amount
of free ethanol in these systems after photolysis, and the
increased film thickness obtained from these systems suggest that
condensation between the free -OH groups of SY-430 and the -OEt
ligands in the alkylsilicates is occurring.

20
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Figure 1: Thickness of cured films as a function of photolysis
time.

Table I: Ethanol and TEOS Levels Photolyzed 1.25 B Systems

Photolvsis Time Wt% Free EtOH Wt.% TEOS

as prepared 0.12 44.5
2 hrs. 1.13 41.7

2 hrs. (15 hr. delay) 3.20 34.8
4 hrs. 2.10 39.6

4 hrs. (15 hr. delay) 4.10 32.4

While solid state 29Si NMR analysis of resins obtained from
the photolysis of SY-430 with TEOS did not reveal the presence of
any "D" type Si species (Si bound to t wo C atoms), a weak
resonance at ppm corresponding to a Q (Si with four Si-O-Si
linkages) was observed (Figure 2). The formation of a Q4 Si
would suggest that multiple condensation reactions can occur
between TEOS and SY-430. The participation of the phenyl groups
of SY-430 in photocnemically induced coupling reactions is not
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believed to occur. GC-MS of 1.5 8, r, and 6 systems do qqt
indicate the presence of any benzene or biphenyl. Likewise, IC
NMR analysis of photolyzed 8 systems do not indicate the presence
of biphenyl moieties or any perturbation of the phenyl rings.

T

'Q4

Figure 2: Solid state 29Si KMR spectrum of photol zed resin.
Integrated relative intensities of the TI:T2 :Q 4 are
1.0:0.73:0.17.

Effect of photolvsis and thermolysis on film curing

The hardness of a system siloxane films was tested using a
Nano Instruments mechanical properties microprobe (nano
indenter). The effect of various curing methods on the hardness
characteristics was examined. A series of 3 g thick films were
prepared and cured either by photolysis only, photolysis followed
by thermolysis, thermolysis followed by photolysis, or
thermolysis only. Thermolysis temperatures of 2700, 3300, and
4009C were employed. Films were photolyzed in all cases for 1
hour, while thermolysis was carried out for 16 hours. Absolute
hardness was measured at a depth of 1p and hardness relative to
an uncured film at a depth of 0.25 A were determined. The
relative hardness values were obtained by dividing the hardness
of the cured film by the hardness of the uncured film. The
results obtained are shown below (Table II).

6
,I;
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Table II: Hardness Measurements of Cured Films

Curing conditions Hardness Relative Hardness
lu. GPa) (0.25u)

uncured 0.12 ---
1 hr. UV no heat 0.10 0.88

no UV , 16 hr. 2709C 0.20 1.0
1 hr. UV bht, 16 hr. 2700C 0.30 1.6
1 hr. UV aht, 16 hr. 2700C 0.28 1.9

no UV , 16 hr. 330-C 0.18 1.0
1 hr. UV bht, 16 hr. 3300C 0.28 1.3
1 hr. UV aht, 16 hr. 330 0 C 0.24 1.4

no UV , 16 hr. 400-C 0.21 1.4
1 hr. UV bht, 16 hr. 400 0 C 9.20 112.5
1 hr. UV aht, 16 hr. 400 0 C 0.32 1.8

bht = before heat treatment aht = after heat treatment

Solids obtained from a systems which were photolyzed
followed by thermal drying and from thermal drying without prior
photolysis were examined by TGA. At 4006C the photolyzed material
retained 94.5% of its original weight, while the non-photolyzed
material retained only 87.7%. Between 4000 C and 8000C the weight
loss is the result of removal of the phenyl rings. At 8000C the
residual weight of the photolyzed material is 75.9%, while the
non-photolyzed material had a 66.8% residual. The differences in
the weights during elevated heat treatment is most probably the
result of TEOS incorporation during photolysis which is then
converted into S1C2 at elevated temperature.

The curing procedure also has an effect on the final film
thickness. Using an a system with an 11:6:1 ratio, thicker films
are obtained when cured by photolysis followed by thermolysis as
compared to treatment in the reverse order (Table III).

Table III: Effect of Cure Process on Film Thickness

Cure Order Thickness (ul % Loss
uncured 3.6 --

UV, no heat 3.5 3
UV, 2700C 3.4 6
270-C, UV 2.0 44
UV, 330-C 2.8 22
3300C, UV 1.4 61

The dominant factors controlling the thickness of an uncured
film during spin deposition are the viscosity of the solution and
the spinning speed. The shrinkage of sol-gel derived films is
generally due to the removal of volatile species along with
network consolidation dvring film curing. The hardness of a film
will be determined, in part, by the rigidity of the film matrix.
With organosiloxane systems, an increase in the SiC2 content
would result in a more rigid matrix. With a boiling point of
1680C, any free TEOS present in a thin film would be volatilized
during thermal curing steps. The increased thickness for films
obtained from photo/thermal curing is most likely the result of
retention of TEOS moieties via photo-induced condensation
reactions with SY-430. This conclusion is also supported by the
hardness and TGA studies. With TEOS incorporated into the
network, the overall inorganic (SiO2 ) content of the film is
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increased when temperatures are high enough to result in the
removal of the -OEt ligands (400 0 C), resulting in harder films
and greater weight retention.

CONCLUSIONS

The preparation of new systems for the spin deposition of
siloxane films has been investigated. The mixture of a variety
of alkylsilicates with polyphenylsilsesquioxane results in
materials which exhibit interesting photocuring properties.
Photolysis of these systems prior to or after spin deposition
results in increased film thickness. The incorporation of
alkylsilicate into the polyphenylsilsesquioxane network during
photolysis is believed to be responsible for the observed film
characteristics.
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SYNTHESIS AND STRUCTURAL CHARACTERISTICS OF POLYCERAMS

J.M. Boulton, H.H. Fox, G.F. Neilson and D.R. Uhlmann,
Department of Materials Science and Engineering,

University of Arizona, Tucson, AZ 85721.

ABSTRACT

Sol-gel techniques are readily applicable to the
preparation of Polycerams. These hybrid materials uniquely
combine organic and inorganic functionalities at the molecular
level. Polycerams have here been prepared from
tetraethoxysilane and modified, functionalized polybutadiene,
polyethylene oxide urethane and polyethyleneimine. The
structures and physical characteristics of the materials are
herein reported.

INTRODUCTION

Conceptually there are many ways to create organically
modified ceramics (Polycerams). Various precursors can be used
to tailor both the type and degree of organic modification. For
example, organo-alkoxy silanes can be used effectively to
prepare organically modified silicates [e.g. 1,2]. An
alternative approach is the entrapment of monomers in a porous
gel followed by subsequent polymerization; as an example, PMMA
has been incorporated into silica gels [e.g. 3]. One attractive
approach is the use of reactive, functional polymers which can
co-condense with hydrolyzed alkoxides resulting in the formation
of three-dimensional structures. Reactive polymers incorporated
into silica-based Polycerams include polydimethylsiloxane,
either silanol [4,5] or triethoxysilyl [6] terminated;
triethoxysilyl terminated polytetramethylene oxide [7] and
trimethoxysilyl functionalized polyimides and polyarylene ether
ketones [8]. Inorganic networks are not restricted to silica:
e.g., polytetramethylene oxide has been incorporated into
networks prepared from chelated Al alkoxides [9]. In this work,
novel silica-based Polycerams have been prepared from
functionalized organic polymers, namely triethoxysilyl modified
1,2-polybutadiene (MPBD), (N-triethoxysilylpropyl) o-
polyethylene oxide urethane (MPEOU) and trimethoxysilylpropyl
substituted polyethyleneimine (MPEI).

EXPERIMENTAL

Tetraethoxysilane (TEOS) and modified polymers were
obtained from Petrarch (Bristol, PA). The MPBD was received as
a 50 wgt. pct. toluene solution; the MPEI was 50 wgt. pct. in
iso-propanol (IPA); and the MPEOU was neat. All other reagents
were reagent grade. The first step in preparing MPBD and MPEOU
Polycerams was the same: TEOS and H20 (acidified with 0.19 M p-
toluene sulfonic acid) were reacted by refluxing at a 2:1 H20:
TEOS molar ratio for 15 min. in tetrahydrofuran (THF) with ig
TEOS: 3 ml THF. The MPEI reactions were similar except IPA was
the solvent (MPEI is insoluble in THF). Next the modified
polymer was added. With MPBD and MPEOU, the reaction mixture
was refluxed for 30 min., whereas with MPEI the solution was
cooled to room temperature. This was due to the short gelation
times of MPRI solutions. The reaction mixtures were poured into
polyproplene beakers and loosely covered with foil. The MPBD
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and MPEOU solutions all gelled within 36 hours, while those of
MPEI gelled within an hour. Polycerams were formed from all
three modified polymers, with weight ratios of reactants, TEOS:
polymer of 1: 0.25, 0.5, 1 and 2.

RESULTS AND DISCUSSION

Monolithic materials, in the range 2.5 to 20g, were
obtained from all the compositions explored. All the samples
were highly transparent. Those of MPBD were pale yellow, while
those of MPEI and MPEOU were clear (e.g., Fig. 1). A variety of
techniques were employed to investigate the structural
characteristics of the materials. These included SEM, BET,
density measurements, FTIR and SAXS. SEM examination of the
fracture surfaces of the Polycerams indicated that the samples
appeared similar, even at a magnification of 0,O00OX. The
fracture surfaces were smooth and pore-free within the
resolution of the microscope. Little contrast was observed,
suggesting little or no variation in composition within a
resolution of - O. ljm.

Fig. 1. A transparent Fig. 2. SAXS profiles of
TEOS-MPEOU Polyceram Polycerams

(1 division - 1 cm)

The pore-free character of the Polycerams was confirmed by
BET measurements, in which no specific surface areas could be
detected. This characteristic of organically modified materials
is quite remarkable, and has been observed by other workers
[e.g., 10].

Room temperature densification was assessed by density
measurements using displacement methods. Theoretical densities
were calculated from the density values of the individual
components of the gels: MPBD, 0.90 g/cm3 ; MPEI, 0.91 /cm3 ; and
MPEOU, 1.13 g/cm3 . The density of the silica component was taken
to be 2.05 //cm3 , a value reported for the skeletal density of
SiO2 gels prepared under acidic conditions E11]. The Polycerams
had theoretical densities of 80 to 100%. Higher theoretical
densities were obtained with increasing polymer volume

____ ____ ___ ____ ____ ___ ____ ___ i
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fractions. The MPEI and MPEOU gels had higher theoretical
densities compared to materials of similar polymer contents
containing MPBD. organic modification therefore results in very
different densification behavior compared to inorganic gels
where high temperature treatment is necessary to achieve
anything like full density. The organics allow the network to
relax at low temperature, resulting in a dense, pore-free body.

FTIR analysis of the MPEOU Polycerams showed shifts in the
vibrational frequencies of the organic species upon
incorporation into the silicate network. Specifically, the
carbonyl stretching frequency shifted to a lower wavenumber in
the gel (1730 to 1700 cm"), indicating a weaker bond, most
likely due to hydrogen bonding between the carbonyl and other
hydroxyl groups. No major shifts were observed for the MPBD and
MPEOU Polycerams.

Homogeneity of the Polycerams was investigated by SAXS.
Clear, free-standing films were cast from solution with the
composition lg TEOS: 0.5 g polymer. This composition
corresponds to 79.8%, 79.6% and 75.9% volume fractions of
polymer for the MPBD, MPEI and MPEOU systems respectively. A
high degree of homogeneity was anticipated (at least for sizable
spatial scales), sine even bulk samples were transparent and
large differences exist between the refractive indices of the
organic and inorganic phases.

The SAXS intensities, corrected for background and
absorption, are shown in the form of Guinier plots in Fig. 2.
As shown there, the scattering was in the order
MPBD>MPEI>>MPEOU. The scattering from the MPBD and NPEI
Polycerams was notable higher than that from homogeneous
silicate glasses; while that from the MPEOU Polyceram was
comparable to but somewhat larger than that from silicates. The
slopes of the curves in Fig. 2 are proportional to R2, where R
is the radius of the inhomogeneity (assumed to be spherical in
shape).

For MPBD, the data indicate a range of particle diameters
from 66-44A; while for the MPEI Polyceram, data indicate a
diameter of 34A. The maximum in intensity at low angles in this
system very likely reflects a correlation distance resulting
from nanophase separation. The absence of such a maximum in the
HPBD data may simply reflect the dispersivity in sizes of the
inhomogeneities.

The horizontal intensity vs. M2 plot for the NPEOU Polyceram
may reflect the asymptotic scattering from simple compositional
fluctuations (similar to that seen in homogeneous melted glasses
but higher because of the higher compressibility of the
Polycerams compared with inorganic glasses. The overall
scattering from the MPEOU Polyceram is consistent with a
material having a high degree of chemical homogeneity.

The structures of Polycerams are expected to depend on a
number of factors relating to the precursors and synthesis
conditions. Several are pertinent to the reactive modified
polymer. Molecular weight is of considerable importance, and
influences directly the level of homogeneity that can be
obtained.

The type and number of reactive functional groups are also
expected to have important effects on the final structural
characteristics. Alkoxysilyl modification provides almost -
ideal functional groups for incorporation into alkoxide-derived
gels due to the similarity in reaction rates which they provide.
Silyl functions on the polymer would also increase the mutual

____________
_ _ _ _ _ _
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solubility of the polymer and the alkoxide, thereby promoting
homogeneity. The number of reactive groups would affect the
number of tie-points of the polymer into the inorganic network,
thus affecting its relaxation behavior.

Polarity is a key concern, since inorganic oxide networks
are polar while most organic polymers show a range of polarities
depending on the type of functionality. Note in this regard
that NPEOU is the most polar, and MPBD the least polar, of the
organics used in the present study. Similar polarities and
mutual solubility seem required for forming chemically
homogeneous Polycerams. The pH of the polymer in solution can
also dramatically affect the network structure, as demonstrated
for alkoxide-derived silica gels prepared under acidic and basic
conditions (12].

The properties of the modified polymers used in this study
are compared and contrasted in Table I. The properties of the
modified polymers are consistent with the results obtained in
this work. Shorter gelation times were obtained with MPEI due
to its basic nature and the presence of trimethoxysilyl compared
with triethoxysilyl groups. The effective pH's of the solutions
before gelation were 9.2 for the MPEI, 3.2 for the MPBD and 3.6
for the NPEOU. Homogeneity was dependent both on the molecular
weight and polarity of the polymer. The highest homogeneity was
obtained with MPEOU due to its low molecular weight and high
polarity. The higher molecular weight and lower polarity
polymers, MPEI and MPBD, formed Polycerams exhibiting microphase
separation on a nanoscale.

These considerations illustrate the capability of wet
chemical processing for tailoring the structures of organic-
modified inorganics on a scale of nanometers. By control of
chemistry and processing, Polycerams can be formed as ncvel
hybrid materials with considerable potential for providing new
combinations of functionality.

Table 1. Properties of Modified Polymers

MPBD MPEI MPEOU

Structure - - +

Approximate 3500-4000 J500-2000 300-400
M.W.

Chain Length -74 -32 -4
(no. of
monomers)

Modification triethoxysilyl trimethoxysilyl triethoxylsilyl

Degree of One silane for every One silane for every One silane for
Modification 20 monomers 20 monomers every 4

monomers

Polarity Non-polar (insoluble Relatively polar Relatively polar
alcohol) (soluble in alcohol) (soluble in

Apparent__pH__7.2_9.4 alcohol)

Apparent pH 7.2 9.4 7.6

HII

_...._._ I
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CONCLUSIONS

New hybrid materials have been prepared by the
incorporation of polybutadiene, polyethylene oxide urethane and
polyethyleneimine into silica gels. Large-sized transparent
monoliths could readily be obtained for all three systems. The
structures of the Polycerams were consistent with the
characteristics of the polymers and ranged from chemically
homogeneous to microphase separated materials.
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ABSTRACT

Oxidative coupling of primary alkylsilanes catalyzed by Group IVB

metallocene complexes leads predominantly to linear polysilanes, as first

reported by Harrod. We have investigated the polymerization of ethyleIlane

and vinylsilane using diaethyltitanocene In order to determine the

suitability of such polymers as precursors to SI-C based ceramics for

application as coatings or composite matrices. A photochemical procedure

for initiation of polymerization Is described. Ethylsilane forms

polysilanes (which contain a -Si-SI-SI-Si- backbone) by a step growth

mechanism. Vinylsilane shows some SI-Si formation; however, polymerization

by several different routes, including formation of polycarboellanes (which

contain a -Si-C-Si-C- backbone) by hydrosilation reactions and crosslinking

via metathesis, predominate. The carbosllane polymer has high char yield

(60-75%) and appears advantageous for conversion into silicon carbide, as

determined by X-ray diffraction.

INTRODUCTION

Polymerization of primary alkylsilanes (R-SIH3 ) by dimethyltitanocene

(cp 2 TIMe 2 ) and related catalysts was discovered by Harrod several years ago

[1]. Linear polysilanes with n - 10 (Eq. 1) were reported to form by a

process which occurs In two stages. In the first stage, step-growth

polymerization proceeds visa radical process. Following an induction

period, a second stage, characterized by formation of bimetallic Ti(III)

species, proceeds to form the linear polymer without indication of short

chain oligoners (2].

R R R
cp2 TINe 2  I I I

n R-SI--- -> H-1i- [-Si-]no -Si-f + (n-I) H2 (1)I /I I
H h H

Our goal in this study was to determine the suitability of polysilanes

produced in this manner for use as precursors to silicon carbide coatings
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and composite matrices [3]. An immediate problem associated with

characterization of the polymers concerns the variable nature of the

Induction period preceding the second stage of the polymerization.

Different polymers apparently result during each of the two stages [2].
The properties of bulk polymer would be expected to depend upon the extent

of polymerization which occurs during each stage. Therefore, a means of

initiating the second stage of polymerization was sought initially In order

to provide more uniform and reproducible polymerization.

Furthermore, crosslinks generally confer enhanced structural Integrity

to polymers. Features which promote crosslinking would be expected to
benefit char yield, by reducing loss of small silane fragments on

pyrolysis, and thus enhance the conversion of polymer Into silicon carbide

[3]. Alkenyl functional groups may form crosslinks by several pathways

[4]. Consequently. the polymerization of vinylsilane (CH2 =CH-SiH3 ) was

examined. The polymerization of ethylsilane (CH 3 -CH 2 -SiH3 ), a saturated

alkylsilane, also was selected for comparison In this study.

RESULTS AND DISCUSSION

Initiation

Dimethyltitanocene, prepared from reaction of dichlorotitanocene and

methyllithium, forms yellow crystals in hexane at -77*C (5]. Warming the

pure solid above O*C can result in sudden and dramatic decomposition. The
material Is more stable In hexane solution, and cp 2 TiKe 2 is conveniently

stored (in the dark at -30*C for at least one month) and dispensed In this

form.

Addition of cP 2TI~e 2 to ethylsilane or vinylsilane in hexane or THP
solvent results in polymerization following an Induction period. The onset

of polymerization is characterized by a dramatic change In color from
yellow to brown, and then to dark green or blue. Earrod has found that the

species responsible for the dark color correspond to TI(III) complexes

related to the active catalyst [2]. The length of the Interval preceding
the color change depends upon, among other things, the catalyst,

temperature, and exposure to light. Thus, higher concentrations of

catalyst, as well as use of catalyst of lower purity, or heating to 40-
50'C, all serve to accelerate the onset of polymerization.

Each of these methods has attendant disadvantages. Catalyst is

difficult to separate from polymer, and, at high concentration, remaining

catalyst contaminates the polymer. Impure catalyst may behave

inconsistently and will incorporate impurities into the polymer. The

polymerization of alkylmilanes Is exothermic and liberates hydrogen gas, so

that heating to initiate reaction can be hazardous, particularly when the
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polymerizations are run on a large scale.

Photochemical initiation proved to suffer none of these limitations.

Beating Ia not required; initiation say be effected safely in an Ice-water

bath. Relatively low (M) concentrations of catalyst may be employed.

Typically, a thick-walled Pyrex Schlenk flask with Teflon stopcock

containing silane monomer, catalyst and airless solvent Is freeze-thaw

evacuated and placed 5-10 cm from a 450 W medium pressure Hanovia mercury

lamp housed Jn a water-cooled quartz Immersion well. Brief (10-60 min.)

Irradiation using catalytic amounts of cP 2TiMe 2 causes an Initial change In

color from yellow to brown, and eventually to dark green or blue over a

longer period. No polymerization is evident before these color changes

occur. The progress of polymerization was found to be identical regardless

of whether initiation was accomplished photochemically or thermally.

Prolonged irradiation after the onset of polymerization ana color cnange

affected neither the rate nor the course of polymerization. Furthermore,

Irradiation of the silanis alone resulted in no reaction [6]. These

results Indicate that the role of light is solely to activate the catalyst,

presumably Involving labilizing a Ti-C bond. Apparently the same active

catalyst (represented as "cp2 Ti" [2]) Is produced regardless of the method

of initiation, and the same polymer forms (see below).

The photochemical method for initiation also was found to be

applicable when dimethylzirconocene (cP2 ZrMe 2 ) was used as catalyst.

Zirconocene catalysts are effective in polymerizations of alkylsilanes

[2,7]. We have found that cp 2ZrMe2 reacts stoicbiometrically with

vinylsilane and is not an efficient catalyst for polymerization, however.

Polvethslsilane

Use of the milder conditions attending photochemical initiation

facilitates mechanistic studies. Polymerization of ethylsllane (0.6 N

ethylsilane and 0.014 M cP 2 TIMe 2 In ThF with 20 min. Irradiation) was

examined. After i d., spectroscopic analysis (GC/MS and 
1

H, 
13

C and 29Si

NM) revealed a distribution of short ollgomers with n - 1-7,
predominantly of the type Indicated In Eq. 1 (R - CH2 CH3 ), as expected for

a step-growth polymerization. After longer times (30 d.), or with higher

concentration of catalyst (0.06 M), the distribution of oligomers shifts

toward higher molecular weight (predominantly n - 5-12) as Identified by

GC/MS. Sensitivity for detection of the higher polymers (n > 10) Is

reduced due to lower volatility and the presence of a large number of

stereolsomers. The liberation of gaseous hydrogen was evident from

pressurization of the reaction vessel concurrent with polymerization.

One apparent discrepancy between these results and reports by Harrod

(1,2] concerns the step-growth nature of the polymerization. Differences

S.. . . ii imm =, , • _ ":"•_' _--
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In catalyst concentration may be resptesible. The active catalyst may

depend upon concentration; for exampi dimeric metal comple-es say be

involved at high concentration. Alternatively, high concentrations of

catalyst and elevated temperature may lead rapidly to formation of polymer
of higher molecular weight, and the lower molecular weight ollgomers say be

overlooked. Experiments to further address these possibilities are in

progress. In any event, the polymers are mostly linear, possessing a

backbone of -SI-SI- bonds and pendant alkyl substituents.

Polyvvinlsilane

Polymerization of vlnylsilane under Identical conditions proceeded

efficiently. The reaction vessel was not pressurized during the

polymerization, indicating that significant liberation of hydrogen gas was

not occurring. Analysis by GC/MS suggested that vinylsilane also

polymerizes by a step-growth mechanism, and the molecular weight

distribution of polyvinylsllane resembles that of polyethylsllane with a

similar history. The molecular structue of polymer derived from

vinylsilane. however, differed significantly from that of polyethylsilane,

Most revealing were differences In the spectroscopic properties (NMR

and IR) of the two polymers. The polymer of vinylsilane exhibited a higher

proportion of protons attached to SI (Si-f•) compared to C (C-4_). The ratio
SI-H / C-H Is 1.0 in vinylsilane (compared to 0.42 in the polymer) and 0.60

in ethylsilane (compared to 0.17 in polyethylsilane). Vinyl groupu are
observed spectroscopically (NMR and IR) In the polymer at very early times

(or at longer times using lower concentration of catalyst), but the centers

of unsaturation are consumed rapidly as polymerization progresses. The

mature polymer contains only saturated hydrocarbon groups. These groups

are of three basic types, (a) CH3 -CH 2 -SI, (b) CH3 -CH(SI) 2 and (c) SI-CH2 -

CH2 -Si, with the latter two predominating. Such substituents apparently

arise from the reactions indicated in Eqs. 2, 3 and 4. Hydrogenation (Eq.

/ hydrogenation /
(a) CH2 -CH-Si- + H2  - - - - - - - - - - - - - - > CH 3 -CH2 -Si- (2)

SiH2 -R
/ bydroeilation -

(b) CH2 -CH-Si- + R-SIH3 -------------- > CH 3 -CH / (3)

Si-

metatbesis/
/ hydrogenation /

Wc) 2 CH 2 -CH-SI ------------------> -Si-CH2 -CH 2 -Si- (4)
\ or hydromllation /

iI



2) Is a relatively minor pahwy. presumably because little. If any,

gaseous 12 Is produced by dehydrogenative coupling (Eq. 1). Olefin
metathesls (Eq. 4) Is evident by GUMS analysis. Hydrosllation (Eq. 3)

appears to be facile, and this reaction affords a polycarbos11a•e

(-SI-C-St-C- backbone). Details of the spectroscopic assignments willlb

reported elsewhere [8].

Thermogravimetric analysis Indicates that the polycarbosilae derived

from vinylailane Is pyrolyzed more efficiently than Is polvethylsilane

(-SI-SI-SI-Si- backbone) [9]. Thus, the char yield of vliylsilane polymer

was found to be 60% compared to a char yield of 10% for ;olyethylsilane

formed under the same conditions (see above). Longer reaction times (or

higher concentratiods of catalyst) give more viscous materials and higher

char yields for both polymers. Analysis by X-ray diffraction of materials
pyrolyzed to 1200"C In argon demonstrates a greater tendency for SIC

formation from the vinyl polymer than from polyethylsilane. Application to

the preparation of ceramic coatings and matrices currently is under
investigation.
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HIGH RESOLUTION TEM OF ORGANIC AEROGELS
AND INORGANIC AEROGELS

GEORGE C. RUBEN AND *RICHARD W. PEKALA
Department of Biological Sciences, Dartmouth College, Hanover, NH 03755
*Chelstry & Materials Science Department, Lawrence Livermore National Laboratory, Livermore,
CA 94550

ABS'TRACT

A base catalyzed silica ae•cgel and three base catalyzed resorcinol-formaldehyde (RF) aerogels were
imaged with a new --itical platinum-carbon (Pt-C) replication technique. In deep gels single
molecular chains can be visualized with transmission electron microscopy (TEM) with 9-10 A thick
Pt-C replicas backed with 110-130 A of carbon [2]. The three RF aerogels produced with
[Resorcinol]/[Catalyst] ratios (RWV) of 50, 200, and 300 had densities of 0. 103, 0.063, and 0.065
gm/cc and had surface areas of 905, 580, and 390 m2/gm, respectively. The el connectors and
junctions in RF 300 and RF 200 were composed of 210±30 A and 140-±10 Abeads which were
joined by polymeric chains covering an area less than half the bead's diameter and within a bead
diameter's distance. The gel connectors and junctions in RF 50 were frequently composed of beads
of about 120±10 A joined over an area larger than half the bead's diameter. Similar to the silica
aerogel (0.065 gm/cc, 113±10 A beads), the beads were frequently connected over several bead
diameter's distance from each other.

INTRODUCTION

The ultrastructure of resorcinol-formaldehyde (RF) and silica aerogels largely depends upon the
catalyst conditions used in their respective sol-gel polymerizations. Silica gels are usually produced
from the hydrolysis and condensation of tetramethylorthosilicate (TMOS) or tetraethylorthosilicate
(TEOS) in the presence of an acid or base catalyst. Under acidic conditions, linear or slightly
branched siloxane chains are formed which entangle and then crosslink to form a gel. Under alkaline
conditions, highly branched "clusters" are formed. These "clusters" eventually crosslink through
their surface silanol groups (Si-OH) to produce a gel Each of the above reaction pathways has been
mapped onto a simple physical growth modeL Under acid catalyzed conditions, reaction limited
cluster-cluster growth is favored and leads to aerogels that are mass fractals. In contrast, monomer-
cluster growth is promoted under alkaline conditions, leading to aerogels of compact interconnected
particles.

Organic aerogels formed from the polycondensation of resorcinol with formaldehyde can only be
produced under base catalyzed conditions. The [Resorcinol]/[Catalyst] ratio (R/C) is the major factor
that controls the size of RF "clusters" generated in solution. These "clusters" contain surface
hydroxymethyl groups (-CH2 OH) that condense to form a gel. [Resorcinoljl[Catalyst] ratios of 50-
300 provide an acceptable rage in which transparent gels can be produced.

The particle size, surface areas, cell size, density, and mechanical properties of the resultant RF
aerogels depend upon the RX ratio [I]. Organic aerogels are generally composed of interconnected
spherical particles (30-200 A diameter) that are derived from the "clusters" generated in solution. At
R/C=300, predominantly large particles are lightly fused together giving a "string of pearls"
appearance and a low surface area (-400 m2/g). At R/C=50, predominantly small particles are tightly
fused together giving a fibrous appearance and a high surface area (-900 m2/g). As expected, the
mechanical properties of these aerogels are quite different At equivalent densities, RF 50 aerogels
prepared at R/C=50 are -7X stiffer in compression than RF 300 aerogels prepared at R/C=300.

Although bulk material properties (e.g., modulus) are a function of aerogel ultrastnrature,
previous efforts directed at unaging aerogels at the molecular level have not been successful until
now. In this study, three RF aerogels (R/W=50; 20W;, 300) and a base catalyzed silica aerogel similar
to RF aerogel, R/C=50, were fractured and surface replicated with 9-10 A of platinum-carbon (Pt-C).
High resolution transmission electron microscopy (HRTEM) was used to examine the surface
replicas in stereo with a tilt series at 104-105. nu. fication though no stereo-images appear in this
report. Individual polymer chains and crosslinking junctions were visualized in all the aerogels
although only representative images will be presented in this article.

Met. Res. Sm. Symn. Proc. Vol. 160. D1M Materls Res•erch Society
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EXPERPIENTAL

Gel preparation has been previously described [1]. Briefly, rsorcinol and formaldehyde were
mixed in deionized an distilled water at a mole ratio of 1:2. Sodium t e wa n as the
base catalyst. The RF solution was poured into 23 x 85 nun glass vials which were tightly sealed and
placed into an oven to cure at 85-95*C. Depending upon the percent solids and catalyst level, gel
times varied from several hours to days. Typically, the RF gels were cured for seven days and then
removed from their glass containers and placed in a 0.1% trifluoroacetic acid solution at 45*C. The
acid treatment increased the modulus of the gels through additional crosslinking provided by the
condensation of hydroxymethyl groups to form ether bridges.

In preparation for supercritical drying, the gels were exchanged into an organic solvent which was
compatible with liquified carbon dioxide, such as acetone, methanol, or isopropanol. The solvent
filled gels were placed into a jacketed pressure vessel (Polaron Equipment Ltd., Wateford, England)
which was then filled with carbon dioxide. After the Larton dioxide was completely exchanged for
the solvent in the pores of the gels, the vessel was heated 150C above the critical temperature
(T=3 10 C). The samples were maintained at 460C for a minimum of four hours, and then the pressure
was slowly released through an exit valve. At atmospheric pressure, the samples were removed and
held in front of a light source to ensure that the aerogels were transparent.

The RF aerogels were prepared for HRTEM by first facing them with a razor knife while
submerged in a liquid nitrogen bath. In a few cases the aerogels fractured spontaneously in liquid
nitrogen without mechanical application of the knife. Unlike the RF aerogels which are a dark wine
color, the silica aerogel was transparent and very difficult to see. Because liquid nitrogen could
shate the silica aerogel and it was invisible in liquid nitrogen, the nitrogen bath was avoided and the
silica aerogel was fractured with tweezers at rom temperture. Aerogel pieces were then loaded onto
the stage of the Bakers 300, evacuated to 5x10-8 torr.and cooled to -18?5C. The specimens were
platnum-carbon (Pt-C) replicated at an almost vertical angle (800) and backed with a rotary deposited
carbon film at a 1000 angle. The silica and RF aerogel samples were replicated as follows:

silica 0.06
RF 50 0.103 9.3A 123A
RF 200 0.063 10.0 121A
RF 300 0.065 9.3A 121A

The silica replica was removed with dilute hydofluoric acid and the RF replicas were removed from
the RF aerogel with full strength chlorox bleach. The replicas were floated (washed) on distilled
water and then picked up on 300 or 400 mesh copper grids The replicas were imaged in the JEM
lOOCX TEM with a 2625A depth of field and with a 6.6A resolution [2]. Kodak 4489 film was used
and image reversals and prints were made as previously described [2].

From previous work a 9.3A thick Pt-C film increases the average polysiloxane chain of -4.1A
[3,4] by roughly 5.6A to a Pt-C coated average chain thickness of 9.7A [2). It is assumed that the
average unbranched RF chain thickness is between 3-7A and its width is increased ba 9.3 or a 10A
thick Pt-C film by 5.6 or 6A. A Pt-C coated RF chain should average between 9-13 which is the
chain size found in all the Pt-C replicated RF aerogels.

RESULTS

aUAMrAW
The aerogel filaments or connectors contain many small beads. The bead diameters measured in
stereo-images range from 86-132A. The average bead diamneter was approximately 113±10A
assuming a spherical bead shape . Frequently the connectors had a beads on a string morphology. It
was not uncommon to find adjacent beads separated by 1-5 bead diameters and connected with 2-4
Pt-C coated polymeric filaments which each hod a -10A width. A representative image of the silica
aerogel is shown in Fig. 1. Unlike the RF aerogels (Figs. 2-4) which we of good contrast, this silica
aerol replica still contains unremoved silica which is probably responsible for its lower contrast
While low contrast does not affect image resolution, it makes the beads and polymeric filaments
harder to see.

I
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This aerogel (Fig. 2) is more like the silica aerogel (Fig. 1) than either RF 200 (Fig. 3) or RF 300
(Fig. 4). The beads are not always evident in this aerogqL Nonetheless, the bead size; measured
when viewing this aerogel in stereo range from 93-166A, and average about 120±OA. In the areas
where beads are difficult to find, it appears that either polymeric chain growth without intervening
beads or molecular chain growth connecting the beads has made them indistinguishable. In
consequence these aerogel connectors often look like grouped polymeric chains or segmented
worms. The aerogel connectors in RF 200, RF 300 and the silica aerogel frequently look more like
beads on a string, which suggests that the connections between beads are generally not thicker than
a bead radius whereas in RF 50, the bead connections generally appear to be larger than the bead
radius. The aerogel connectors in RF 50 often appear thicker than those in the silica aerogel and the
connectors appear to occur with euivalent frequency per area in both gels. There also appear to be
junctions of up to five connectors in RF 50 wheras in the silica aerogel we have seen no more than
three connectors forming a junction. The vey high surface area in this aerogel is probably an
indication tha the polymeric chain growth connecting the beads is of lower density than the
individual beads. Since the bead size increases respectively, from RF 50, RF 200, to RF 300, and
since the amount of polymeric lower density chain growth mass connecting the beads decreases in
this series, the "lower density polymeric chain bead connectos-higher density bead" hypothesis is
consistent with the trend of decreasing surface area measured by the BET method.

!
I
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This aerogel (Fig. 3) when viewed in stereo demonstrates that the connectmo have a string of
beads appearance. The beads range from 130-150A in diameter (140±10A average) within a
connector with fine chains connecting them together. The polymeric connections between beads
average 40-60A in width, generally less than the average bead radius of 70A, and this polymeric
material can sometimes extends 3-4 bead diameters to the next bead. The c9nnector diameters are
dominated by the bead diameters and have an average diameter of 130±30A. The beaded connectors
in this aerogel are rarely straight In RF 50 the connectors tend to be thinner and less nonlinear.

!
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RE 300 Aero, l

This aerogel (Fig. 4) is more obviously particulate than either RF 50 (Fig. 2) or RF 200 (Fig. 3).
There appears to be a maximum of 10-12 beads before a connector joins ajuncion. The connectors
look like beads on a string which are sometimes only joined by a few chains. The polydisperse
bead sizes, measured perpendicular to the connectors, range from 160-300A and average 210±30A•.
Strings with the same maximum number of 10-12 beads have also been seen in RF 200. The
appearance of the connectors in RF 200 is different from RF 300. In RF 200 the beads appear to
be fused together with a lumpy appearance and with good polymeric chain connections. In RF 300
the beads in each chain are more prominent and the connection diameter between beads is a smaller
fraction of the bead diameter than in RF 200.

CONCLUSIONS

We have shown that vertically Pt-C replicated silica and RF aerogels can be visualized with
HRTEM. The images have been correlated with density, surface area and compressive modulus
measurements. The images and measurements help explain the properties of the aerogels.

iI
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A NEW SYNTHETIC ROUTE TO ORGANIC AEROGELS

R.W. PEKALA AND C.T. ALVISO, Department of Chemistry & Materials Science,
Lawrence Livermore National Laboratory, Livermore, CA 94550

ABSTRACT

The aqueous, sol-gel polymerization of melamine with formaldehyde, followed
by supercritical extraction, leads to the formation of a new type of organic aerogel.
Synthetic conditions (e.g. reaction time, pH) affect the density, transparency, and
microstructure of the resultant aerogels. Unlike previous organic aerogels based
upon resorcirtol-formaldehyde, the melamine-formaldehyde aerogels are both
colorless and transparent. Low densities (0.1-0.8 g/cc), high surface areas (-1000
m 2 /g), and optical clarity are only a few of the promising characteristics of this new
material.

INTRODUCTION

Aerogels are a special class of low density, open-cell foams. These materials
have continuous porosity, ultrafine cell/pore sizes (< 500 A), and a solid matrix
composed of interconnected colloidal-like particles or polymeric chains with
characteristic diameters of 100 A. This microstructure is responsible for the unusual
acoustic, mechanical, optical, and thermal properties of these materials [1,21.

The hydrolysis and condensation of metal alkoxides (e.g. tetramethoxy silane)
is the most common synthetic route for the formation of inorganic aerogels [3-51.
Our research has focused on sol-gel polymerizations that lead to organic aerogels.
The reaction pathway, microstructure, and properties of these new materials are
analagous to their inorganic counterparts. Furthermore, our organic aerogels are
distinctly different from the 'aerogels' that Kistler prepared from nitrocellulose,
cellulose, agar, and egg albumin (6].

Previous work has shown that organic aerogels can be formed from the base
catalyzed, aqueous polymerization of resorcinol (1,3 dihydroxy benzene) with
formaldehyde [7-101. Although resorcinol-formaldehyde (RF) aerogels exhibit
minimal light scattering, these materials are dark red in color and have a large
absorption coefficient within the visible spectrum. The color centers in RF aerogels
result from oxidation products (e.g. quinones) formed during the sol-gel
polymerization. Their presence has limited the use of these materials ixk certain
optical applications where an aerogel is required to be both colorless and
transparent.

In order to circumvent this problem, we are forming colorless gels from the
aqueous polycondensation of melarnine (2,4,6 triamino s-triazine) with
formaldehyde. Synthetic conditions (e.g. pH, reaction time) affect both the
transparency and microstructure of the resultant melamine-formaldehyde (ME)
aerogels. This paper describes in detail the synthesis and characterization of these
new organic aerogels.

Met. Re. Sc. SMP. Proc. Vol. ISO. 01"o0 Ifleili Retee Soiet $*o
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EXPERIMENTAL

The polycondensation of 3-6 moles of formaldehyde (37.6 %; methanol
stabilized; J.T. Baker) with 1 mole of melamine (99+ %; Aldrich Chemical) was
carried out in deionized and distilled water using 10-100 millimoles of sodium
hydroxide as a base catalyst. The above slurry was heated for 10-15 mins. at 70 CC to
form a clear solution. This solution was allowed to cool to 45 *C, at which time,
concentrated hydrochloric acid (36.5%) was added. If the solution was heated too
long at 70 °C or the pH was not properly adjusted, a white precipitate was formed
and a gel could not be obtained. To form transparent gels, the pH of the MF solution
was required to be 1.5-1.8 when measured at 23 IC. Outside of this range, translucent
or opaque gels were formed.

The pH adjusted, melamine-formaldehyde solution was poured into 23 x 85
mm glass vials, sealed, and cured under various conditions. Solutions containing t
20 % reactants gelled in less than 24 hours at room temperature, while solutions
containing 7 % reactants gelled in approximately 4 weeks at a cure temperature of
85-95 *C. As the reaction progressed, all formulations acquired a light blue haze.

In preparation for supercritical drying, the crosslinked gels were removed
from their glass vials and placed in an ammonium hydroxide solution to neutralize
the HCI within the pores. The gels were then exposed to a 50:50 mixture of
acetone:water, followed by a 75:25 mixture, and finally 100% acetone. Multiple
exchanges with fresh acetone were used to remove residual water from the gels.

The acetone-filled, MF gels were dried in a jacketed pressure vessel (Polaron
Equipment Ltd., Watford, England) using carbon dioxide as the supercritical fluid
(Tc= 31 *C; Pc= 1100 psi). Details of this procedure have been described elsewhere
[7,81. MF aerogels removed from the pressure vessel were transparent, indicative of
the ultrafine cell size (< 500 A) of these porous solids. All samples were stored in

desiccators to inhibit moisture adsorption and prevent cracking.

RESULTS AND DISCUSSION

Melamnine is a hexafunctional monomer capable of reaction at each of the
amine hydrogens. Under alkaline conditions, formaldehyde adds to the above
positions to form hydroxymethyl (-CH 2OH) groups. In the second part of the

polymerization, the solution is acidified to promote condensation of these
intermediates, leading to gel formation. The principal crosslinking reactions
include the formation of (1) diamino methylene (-NHCH2 NH-) and (2) diamino

methylene ether (-NHCH 2OCH 2NH-) bridges [11,121. Figure I outlines the MF

reaction and depicts the formation of a crosslinked polymer network.

At present, the role of solution pH (acidification) and its effects upon gel
clarity are not totally understood. All melamnine-formaldehyde solutions develop a
blue haze as they cure. This phenomenon is associated with Rayleigh scattering
from MF "clusters" generated in solution. These "clusters" contain surface
functional groups (e.g. -CH2OH) that eventually crosslink to form a gel. We believe

that the aggregation and crosslinking processes are strongly pH dependent. Thus,
only a small pH window exists for the preparation of transparent gels.

!
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Figure 1. A schematic diagram of the reaction of melamine with formaldehyde.

Figure 2. A 17 mm thick, transparent MF aerogel with density equals 0.3 g/cc.

Melamine-formaldehyde aerogels have been synthesized with densities
ranging from 0.1-0.75 g/cc. Figure 2 shows an MF aerogel after supercritical drying.
The aerogel is both colorless and transparent. The latter property indicates that the
cell/pore size and characteristic particle size (referred to as "cluster" size in solution)
are less than 1/20th the wavelength of visible light. The optical clarity of
melamine-formaldehyde aerogels is equivalent to that of many silica aerogels.

A1
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Figure 3. Scanning electron micrograph of a melamine-formaldehyde aerogel.

The fracture surface of an MF aerogel is shown in Figure 3. SEM reveals that
the aerogel is composed of interconnected particles with diameters < 500 A. At this
magnification, it is difficult to tell if the particles are composed of even smaller
subunits. BET nitrogen adsorption measurements give a surface area of 970 m2 /g.
Further evaluation of the aerogel microstructure is under investigation using
transmission electron microscopy and small angle x-ray scattering.

SUMMARY

Organic aerogels that are both colorless and transparent have been prepared
from the aqueous, sol-gel polymerization of melamine with formaldehyde. These
aerogels have low densities, high surface areas, continuous porosity, and ultrafine
cell/pore sizes (< 500 A). Their organic composition provides these materials with
many potential advantages over conventional inorganic aerogels (e.g. insulating
properties).
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CRYSTAWZATION OF PYROLYZED POLYSILAZANES

Roger L. K. Matsumoto, Hercules Incorporated, Research Center, Wilmington,
DE 19894

ABSTRACT

Polysliazanes are inorganic polymers which convert to a ceramic material
when pyrolyzed. Initial pyrolysis results in a solid, amorphous material. Further
heating transforms the amorphous structure to a crystalline material. In addition
to the SI-N linkages in the polymer backbone, polysilazanes generally contain
appreciable amounts of carbon In side groups. Consequently, pyrolysis can
result In mixed S13N4 - SIC crystalline materials. It will be shown that either SIN 4
or SIC could be selectively crystallized depending upon processing conditions.

INTRODUCTION

Polysilazane compounds are defined by SI-N linkages In the polymer
backbone. Although polysliazanes containing no SI-C bonds have been shown
to pyrolyze to silicon nitride exclusively (1), most polysilazanes of practical
interest have organic groups attached to silicon. Figure I shows a generalized
polysilazane structure. These polysilazanes may produce mixed SISN, - SIC
ceramics upon pyrolysis (2-4).

EXPERIMENTAL PROCEDURE

Polysilazanes of the CH
composition (SI1•N1 .oClAHBA were [
pyrolyzed under either nitrogen I
or argon. Materials were Si - N
f Yrolyzed from 12000C to 16000C
n 100 0C intervals under nitrogen I |
and at 12006C and 1600I C under L R
argon. The polysilazanes were R X
filled with an alpha silicon nitride
powder (UBE SN-E10) to 20
weight percent (w/o) and were
pyrolyzed under nitrogen to R, R'= H, CH3
12000C and 16(00C. They were
also filled with alpha silicon
carbide powder (Starck A-10) to Liguu.e 1 G(awslasd Pol~yilazane Stmehu-0
50 w/o and pyrolyzed under
argon to 12000C and 16000C. A
polyuliazane filled with 50 w/o beta silicon carbide whiskers (American Matrix)
was pyrolyzed under argon to 1600IC. in all cases the heating rate used was
10CC/mm and the time at maximum temperature was 2 hours. AN pyrolysis
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products were examined by X-ray diffraction (XRD).

RESULTS

The evolution of crystallinlty A A&

In the pyrolyzed unfilled A

polysilazane fired under nitrogen A A

is shown by XRD patterns in E

Figure 2. Up to 14000C, the L A
pyrolysis product remains i 'L Aamorphous. By 15000C, It has
crystallized to both the alpha Do

and beta forms of silicon nitride.
The relative Intensities of the " C
alpha and beta polymorphs do
not change upon further heating B
to 16000C.

The XRD patterns of the , _,_---_ _ A

pyrolysis products of unfilled 2 i 68 4 5

polysilazanes under argon are OEGREES20

shown in Figure 3. At 1200[C, the
material Is completely Figure2 X)D Patterns of Polysiazaes
amorphous. It has completely Pyrolyzed to; (A) 1200°C; (B) 1300°C; (C)
crystallized by 16000C, however 14000C; (D) 1500°C; and (E) 1600°C Under
this time mostly beta silicon Nitrogen.
carbide (3C polytype) has (a) Denotes Alpha Silicon Nitride Peaks, (o)
formed. Denotes Beta Silicon Nitride Peaks.

Riling the polysilazane with
alpha silicon nitride powder
results In differences In the
pyrolysis product (Figure 4)
compared to the product of the
unfilled polysilazane. At 12000C,
the filled sample shows alpha
silicon nitride peaks over the B

amorphous background of the
pyrolyzed polysilazane. By F
1600[C, the crystallinity Is well A
pronounced, but unlike the
unfilled material which 20 29 36 44 2 0
contained substantial beta OEGRM20
phase, the filled material consists
largely of the alpha phase.

Using alpha silicon carbide Figure 3 XRD Patterns of Pol0YWlZane
powder In polysliazane and PyrolVZd to (A) 12000C and (B) 16000C
pyrolyzing in argon, a high Under Argon.
degree of crystallinity to the
alpha phase is reached by 12000C as shown in Figure 5. Crystallization Is
complete by 160[0C with no change in the relative Intensities of the various
alpha silicon carbide polymorphs.

The pyrolysis of the beta silicon carbide-containing polysilazone results in
complete crystallization to beta silicon carblde as shown in Figure 6.

I
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DISCUSSION

Pyrolysis of unfilled A

polysilazanes in the two LjA AA
atmospheres to 12000C resulted Z B
In block, amorphous bodies.
These amorphous bodies

crystallized Into different ajAA

structures depending upon the"A
atmosphere when pyrolyzed to 2

the higher temperature of oeGREsES2

16000C. The evolution of
crystallization shown in Figure 2 Figure 4 XRD Patterns of Alpha Silicon
demonstrates that this happens Nitride-Fl'led Polysilazanes Pyrolyzed to (A)
over a relatively narrow 12000C and (B) 1600(C Under Nitrogen.
temperature range. (a) Denotes Alpha Silicon Nitride Peaks,

Filling the polysilazanes (o) Denotes Beta Silicon Nitride Peaks.
prior to pyrolysis results in
crystallization at lower
temperatures. This would be
expected since the fillers act as
seeds so that the crystallization
can proceed epitaxially. The
epltaxial nature of this growth is
demonstrated by comparing B
Figures 2 and 4 for the case of
silicon nitride. The addition of a J
95% alpha phase powder results A
In the suppression of the beta
phase formation during 20 26 36 5 52 60

crystallization. The effect is also DEGREES20

seen with silicon carbide. The
phase that crystallizes from
unfilled polysilazane when Figure 5 XRD Patterns of Alpha Silicon
pyrolyzed in argon is beta silicon Carbide-Filled Polysilazanes Pyrolyzed to (A)
carbide (Figure 3), but when 12000C and (B) 16000C Under Argon.
alpha silicon carbide powder is
added to the polysilazane, only
alpha silicon carbide results after
crystallization (Figure 5). In r
contrast, when beta silicon
carbide whiskers are added, the
crystallization produces only beta
silicon carbide (Figure 6).

CONCLUSION 20 DEGREES

Despite the fact that most Figure 6 XRD Pattern of Beta Silicon
polysilazanes have both SI-N and Carbide-Filled PoyilaMn Pyrolyzed to
SI-C bonds, the crystallized 16000 Under Argon.

I



pyrolysis product contains only one ceramic material by XRD. Thus.
crystallization after pyrolysis in nitrogen results in silicon nitride, while in argon the
result is silicon carbide. This shows that the other possible phase Is a minor
component of the product. Providing seeds In the form of crystalline powders
reduces the temperature at which the crystallization of the pyrolyzed
polysliazane occurs. The growth of the crystalline material from the amorphous
pyrolysls product is shown to be epitaxial. The crystal structure of the product
depends upon the structure of the seeds.
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PRE-RESONANCE RAMAN CHARACTERIZATION OF METAL-ORGANIC

FILMS FROM TITANIUM ALKOXIDE CARBOXYLATE COMPLEXES

CHARLES D. GAGLIARDI, DILUM DUNUWILA, AND KRIS A. BERGLUND
Michigan State University, Department of Chemical Engineering and Center for Fundamental

Materials Research, Eas Lansing, Ml 48824.

ABSTRACT

Metal-organic films were produced at ambient temperatures and pressures by the controlled
hydrolysis of carboxylic acd and titanium isopropoxide mixtures. Pre-resonance Raman
spectroscopy was used to study the effect of the organic acid chain length upon the nature of the
resulting film. Propionic, butyric, valeric, hexanoic, and octanoic acids were studied, resulting in
a proposed correlation between film quality and certain spectroscopic features of the alkoxide
carboxylates. The choice of the carboxylic acid and the presence of an appropriate amount of water
were shown to be critical in the development of a good film.

INTRODUCTION

Coating materials produced from the controlled hydrolysis of titanium alkoxide carboxylates
offer additional versatility and performance over standard sol-gel films. Two patents exist for the
manufacturing of acyl-group-containing polymeric titanium compounds from titanium alkoxide and
carboxylic acid precursors [1]. In the first of these patents 12], the alkoxide and carboxylic acid
mixture is heated under reflux, followed by the removal of alcohol and alkyl ester by distillation.
Under these conditions the only water present is that produced by the generation of the alkyl ester,
and the resulting polymer is dependent upon the molar ratio (Ra) of alkoxide to acid [ 1,2]. Thus,
[-o-'ri(oRXoCoR)-]n, (-oTi(ORXOCOR')-O-Ti(OCOR)2-1n, and -O-Ti(OCOR)2-1n represent the
polymeric structures resulting from Ra values of 2.0, 2.5, and 3.0, respectively. In the second
patent [3], the alkoxide is first reacted with the carboxylic acid, and is then hydrolyzed with
additional water. The byproducts of the reaction are removed by distillation as in the first patent,
and the polymeric product is reported to have the structur [-O-(OH) (OCOR')-]n. The materials
produced by these methods have found wide application as highly refractive coatings for glass and
other substrates, and water-resistant, protective films

The mateals currently under investigation do not require mfluxing at elevated temperatures or
the removal of reaction byproducts by distillation; the procedure is thus more direct and cost
effective. The resulting films are likewise optically transparent and water resistant. In the two
patents previously referenced, longer chain length carboxylic acids are prefeired. In the current
work, relatively short chain length acids ar the objects of study.

MATERIALS AND INSTRUMENTATION

The titanium isopropoxide and the carboxylic acids (propionic, butyric, valeric, hexanoic,
and octanoic) were obtained from the AldriWch Chemical Company and used without further
purification. The microscope slides, which were used as substrates for the films, were standard.
pre-cleaned slides manufactured by VWR Scientific Inc.. All water was de-ionized, with a
resitance of 18 Mohb.

Raman spectra were collected with a Spex 1877 triple spectrometer equipped with a diode
array detector using the 363.8 nm line from an argon Iaser. Samples were held in quartz cuvettes
fitted with Teflon caps.
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EXPERIMENTAL PROCEDURE

The liquid carboxylic acid (propionic, butyric, valeric, hexanoic, or octanoic) and the
titanium isopropoxide were first combined in a glass scintillation vial and thoroughly mixed with a
vortex mixing device. The samples were made with the molar ratios described in Table I such that
each sample had a total volume between 3 and 5 ml. For those samples requiring water, the water
was added next and the sample was again thoroughly mixed. Films were then spin-cast on glass
substrates by wetting the top surface of the glass and then spinning it about an axis perpendicular
w the wetted surface. The glass slides were always centered about the axis of rotation, and they
were allowed to spin for at least 5 minutes for sufficient drying.

Lauric acid and titanium isopropoxide mixtures were also studied to determine the effect of
adding small amounts of lauric acid to the coating solutions previously described. In this study,
varying amounts of lauric acid were added to the alkoxide, and Raman spectra were taken of the
resulting solution.

TABLE I. Composition of coating solutions and description of resulting filmsa.

Acid Rab Rwc Film Description

Propionic 2.5 0.0 extensive cracking, flaking
rpimonic 10.0 0.0 extensive crackin_- flaking

Butyric 2.5 0.0 extensive cracking, flaking
Butyric 10.0 0.0 moderate cracking, flaking on edres
Valeric 2.5 0.0 extensive cracking, flaking
Valeric 10.0 0.0 moderate crack-nu, flakin on edges
Hexanoic 2.5 0.0 extensive cracking, flalkng
Hexanoic 10.0 0.0 slight crackin slight shrinkase at edges, soft
Octanoic 2.5 0.0 slight cracking, moderate shrinkage at edges, soft
Octamoic 10.0 0.0 never hardens, evapomats over time

Propi~onic 2.5 1.4 extensive cracking, flaking
Pmioic 10.0 1.4 mEderate cracking, slight f;akin on edes
Butyric 2.5 1.4 extensive crackin flaking
Butvric 10.0 1.4 no crackineg uniformity and adhesion
Vakric 2.5 1.4 extensive cracking
Valerie 10.0 14 no cracking, very= rd unifimnily and adhesion
Hexanoic 2.5 1.4 no cracking, extensive shrinkage at edges, soft
Hexanoic 10.0 1.4 never hardens, evaporaes over time
Octanoic 2.5 1.4 slight cracking, moderate srinage at edges, soft
ctanoic 10.0 1.4 never hardens. ep over time

aThe described characteristics appear much moem quickly for the solutions without water. bRa

is the molar ratio of carboxylic acid to alkoxide. CRw is the molar ratio of wate to alkoxide.

RESULTS AND DISCUSSION

The pre-r-sonance Raman spectra presented in Fig. I show the results of adding small
quantities of lauric acid to TiPT. The vibrational band assignments for Tiff have been discussed
in several previous papers [4.5A6. Howeve, due to coupling between C-0 and C-C vibrational
modes, the band assignments have been difficult to make 161. The sumgest -tT1r peaks occur at
1026cm-u and 1182 cmr-. The ak at I026 cul has been associated with the (C-O)Ti shuching
vibration [4). The infrared assignment for this stretch was given as 1005 cm-t 16]. The band at
1182 cm"1 has been taken as predominantly a skeletal stretch simila to the IR peak reponed at
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1170 cm-1 [5]. It is likely that both the 1026 cur1 and 1182 cm-' bands represent coupled
vibrational modes; therefore, they should not be expected to agree exactly with literature values for
the pure vibrational modes. Discrepancies between the JR and Raman peaks can also be expected
due to the different selection rules. The peaks of intermediate intensity at 565 cmrl and 612 cm-1
may be taken as the symmetric and
antisymmetric stretch of Ti-O,
respectively [4A6. The weak
peaks at 1129 car' and 852 cm-1  

>

agree closely with the JR reported E-' A
values of 1131 cm-1 and 851 cm-1

for a coupled C-0 stretch and z
skeletal vibration, and a pure W
skeletal stretch, respectively. The E-4
band at 1182 car1 diminishes with -
increasing amounts of acid, and the
isopropanol peak at 819 cm-1
begins to appear as the iPr-O- c
groups on the titaniumn are displaced
by carboxylate ligands. The
symmetric M1-0 stretch at 565 cur1  20 60 10 40 10
also decreases, leaving the other 20 60 10 40 10
Ti-O stretch at 612 cm- 1  

-1EUBEC

undiminished. The relative peakMBRC
intensities of the 565 car1 and 612 Figure. 1. Raman spectra showing the effects of
cmt1 vibrations appear to change increasing concentrations of lauric acid on titanium
more with the addition of lauric acid imoproxide (PTi). (A Pure TiPT, Rea 0, (B)
than with shorter chain-length TiFT + lauric acid, Itsa 0.12, (C) TiFT + laurie acid,
acids. This could account for the
stabilizing effect of adding small R& 0.62. (Its a the molar ratio of acid to alkoxida.)
amounts of lauric acid to the other

&ot a *ting solutions and
descriptions of the resulting films
ame psnted in Table 1. The best

fimwithout water resulted from >4
hexanoic acid, Ra =10.0. With E-
water the best film resulted from U)
valeric acid, also with Ra- 10.0. 14
The film solutions containing no E-
added water produced less stable z
films, in general, than those from H C:::
solutions with added water. z
However, a particular acid at a
given R& may produce a better film
without water than with water as
exemplifiedl by hexanoic acid at Ra
- 10.0. In general, itmight also be 200 600 1000 1400 1800
said that higher Ra values produce -

better films than lower Ra values, WAVENUMBER, CM
yet octanoic acid produces better
films at the lower Ra ,with or Figure 2, Raman spectra of coating solutions having

wthou Rwonw. ef a low acid molar ratio (Eta - 2.6) and no water. at,
free' coating solutions, shown in 0.0.). Acids used: WA proplonle, (B) buty'ric, (C)
Figures 2 and 3, looli veysmlr valerie, (D) hexanole, and (9) ogtanoic. CR, a the
ltain doat all of these cwoyi molar ratio of acdd to alkoxide anA Rw the molar
ackis interact with the TiPT in a ratio of water to alkoxids.)
similar way. The lower R&



solutions are distinguished from the
higher Ra solutions by different
relative peak intensities for the band
a" 1182 cm-1 . This band is
generally less dominant at the
higher Ra values. However, there Z S

are no features which strongly E-4

distinguish between the different z c
carboxylic acids, which shows the
great similarity of their reactions z D
with the TiPT1.

In Fig. 4, the higher Rw
(molar ratio of water to alkoxide)
solutions are clearly distinguished
from those of the other solutions. 200 600 1000 1400 1800
In the 'wate-free' mixtures there is
a fairly symmetrical, broad band WAVENUMBER, CM
near 600 cm-1 which contains both
the 565 cm"1 and 612 cm"1 Ti-O
stretching vibrations. After the Figure . Raman spectra of coating solutions having
addition of water, this broad band a high god molar ratio (ta = 10.0) and no water. (R,
becomes highly unsymmetrical as = 0.0.). Acids used: (A) propionic, (B) butyric, (C)
the 612 cm"1 vibration dominates valeric, (D) hexanoic, and (3) octanoic. (Ra = the
the 565 cm-1 vibration. This result molar ratio of acid to alkoxide and R, =the molar
shows the dramatic impact that ratio of water to alkoxide.)
water has on the alkoxide
carboxylates and demonstrates part
of the role of water in creating a
stable film. The band near 600
cm-1 appears increasingly unsym- E--
metrical as the chain length 9
decreases, except for the mixture z
containing propionic acid, which
had the least asymmetry. The band E

appearing near 430 cma1 is also
interesting. It appears that the
integrated intensity of this band is

greatest for butyric and valeric acid
mixtures. Thus, the bands near 430 .
cm-1 and 600 cm- 1 may both be
correlated with film quality. The
development of these bands may 200 600 1000 1400 1800
also indicate the degree of -C
polymerization. Another band of WAVENUMBER, CM

nterest is the isopropanol band at
819 cm"1 . This band appears Figure 4. Raman spectra of coating solutions having
slightly larger in the butyric and a high acid molar ratio (Re = 10.0) and added water
valeric acid coating solutions, (Rw z 1.4). Acds used: (A) propicail, (B) buyc, (C)
indicating that the alkoxide
casxylate colplex~es formed from valerie, (D) hexanoie, and (9) octanoic. (Ot = the
these acids may have a greater molar ratio of acid to alkozide and Rw = the molar

tendency to release isoppanol, ratio of water to -iexkide.)
perhaps through gretr polymer-
ization. It is also possible that the

iPt-O- groups n thse complexes
am moan easily removed by hydrolysis. Thus, it appears that the complexes fanned from differnmt
carboxylic acids differ in cern-aia~ct of their reaction with water, and these spectroscopically
observble d5iffasaces may by c wedi fil m quality.



CONCLUSIONS

Pre-resonance enhanced Raman spectroscopy is very useful in studying the differences in the
alkoxide carboxylates since it emphasizes the chemistry of the complex over the differences in the
vibrational bands of the individual acids. Although the reactions between the acids and the TiPPT
are very similar, greater differences among the complexes appear after the addition of water. The
film-making quality of the solution may be correlated with the asymmetry of the broad band near
600 cm-1 and with the integrated Intensity of the band near 430 cm-n. The results demonstrate the
-Atical choice of the carboxylic acid and the role of water in achieving good film quality.
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STABILITY OF BORON NITRIDE COATINGS ON CERAMIC
SUBSTRATES

ABHAYA K. DATYE*, XIAOMEI QUI*, THEODORE T. BOREK*, ROBERT T. PAINE* AND
LAWRENCE F. ALLARD#
*Center for Microengineered Ceramics, University of New Mexico, Albuquerque. NM
87131.
#High Temperature Materials Laboratory, Oak Ridge National Laboratory, Oak Ridge,
TN 37831.

ABSTRACT
When BN is synthesized via polymeric precursors and applied to ceramic

substrates, tough adherent coatings of hexagonal-BN (h-BN) are obtained after
annealing at 1200°C in N2. The study of these coatings is facilitated by using
nonporous oxide powders containing single crystal particles of submicron size (e.g.
cubes of MaO) as model ceramic substrates. These oxide powders permit high
resolution TEM examination of the BN coatings with no further sample preparation.
In this study, san~ples of i'N/MgO cubes containing 50 wt% BN were heated in air at
elevated temperatures for 16 hours to study the oxidation resistance of BN coatings.
The BN coating was found to be stable at 6000C, but the 7000 C-treated sample showed
evidence for partial amorphization of the coating and reaction with MgO. A
significant fraction of the MgO in the 800*C-treated sample had transformed to
Mg 2 B205. The reaction of MgO with the BN coating under oxidizing ambients leads to
loss of the cubic morphology in the precursor powder.

INTRODUCTION
Ceramic coatings represent an important means to modify interfaces in

composite materials. Boron nitride coatings can be used to prevent reaction at the
fiber-matrix interface and to improve fiber pullout, which is important for attaining
high toughness in these composites. Fiber coatings can also protect the fibers from
mechanical damage and chemically isolate the fiber from the matrix during
processing. Little is known about the high temperature oxidation resistance of
ceramics such as BN. The oxidation of bulk BN powders [1] and acrogels [2] at elevated
temperatures has been reported in the literature. However, thin films of BN on
ceramic substrates may behave differently and should be investigated before these
coatings can be incorporated in composite materials. This study is part of a larger
program aimed at examining the applicability of BN coatings to oxide and nonoxide
ceramic substrates. Since the coatings of interest are only applied as thin films, it is
necessary to use transmission electron microscopy (TEM) to observe changes caused
by oxidation. Cross-section TEM of thin coatings is fraught with the difficul'ics in
preparing thin sections and associated artifacts due to samplr preparation. Hence,
we have used nonporous oxide powders as model ceramic substrates to facilitate study
of these materials [3-51. The sample was similar to that reported earlier [4-5] and was
prepared by physically mixing equal weights of MgO smoke cubes and a preceramic
BN polymer, and heating under N2 at 1200 0C for 12 hours. The TEM samples were
prepared by simply dipping a holey carbon TEM grid into the powder and dusting off
the excess. Details of the BN polymer synthesis have been reported elsewhere [6].

RESULTS
Figure I shows a micrograph of the BN/MgO sample after heat treatment in N2

at 1200 0C. A thick film of crystalline h-BN is seen on the surface of the MgO crystals.
Similar films were seen also on the model A1203 and TiO2 substrates with the film
thickness decreasing with increasing surface area of the precursor powder. In all
instances, the (002) lattice fringes in the BN are locally parallel to the oxide surface.
While the BN coating completely envelops the MgO particles, the BN lattice fringes
can be only be seen at the edges of the MgO particles (Fig. 1). This is because the BN
is turbostratic and the BN sheets are disordered with respect to each other. Hence,
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Figure 1. Low magnification TEM image of BNIMgO sample
Figure 2. Higher magnification view of BN/MgO showing the crossed MgO (200)

lattice fringes (2.1 A) and the BN (002) 3.45 A lattice fringes. The (002)

planes in BN are always locally parallel to the oxide surface.

Figure 3. BN/MgO heated in air at 600*C for 16 hours.
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Figure 4. BN/MgO heated in air at 700 *C for 16 hours. Portions of the BN coating
appear amorphous. The altered shape of the surface of the particle
indicates transformation from the cubic morphology of the precursor
powder due to reaction of MgO with the BN coating.

Figure 5. BN/MgO heated in air at 8000C for 21 hours. While much of the BN
coating is still intact on this particular grain, the substrate lattice
fringes indicate that it is no longer MSO but has transformed to
Mg2B2O5.
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the BN imaged along the [001] direction does not interfere with the MgO lattice image
(Fig. 2). The (002) interplanar spacing in the BN coating is approx. 3.45 A which is
larger than the 3.3 A spacing in crystalline h-BN. The larger interplanar spacing is
consistent with its turbostratic nature. In the BN-coated sample, the MgO retains its
cubic morphology but develops well-defined (110) and (111) microfacets. The BN
appears to be quite mobile at the treatment temperature of 1200 OC since it tends to
spread on the MgO leading to almost complete coverage of the MgO surface.

The sample of BN/MgO was heated in air for 16 hours at 5000 C, 600°C, 700CC and
8000C. No change in the BN coating was detected in the sample heated up to 6000C.
Figure 3 shows a low magnification view of the 600°C-treated sample where the MgO
powder can be seen to have retained its cubic morphology and the thin BN coating is
still intact. The sample treated at 700 0C, however, showed several elongated crystals
that looked distinctly different from the cubes in the precursor powder. In addition,
portions of the BN coating appeared amorphous and did not exhibit the characteristic
(002) lattice fringes of h-BN (Fig. 4). Most of the BN coating had disappeared in the
800 0 C-treated sample. Only few of the grains showed the BN coating originally
present on the MgO surface. Figure 5 shows one such grain where part of the
surface is still covered by crystalline BN, however the elongated shape of this crystal
clearly indicates that the substrate is no longer MgO. Indeed, the larger lattice
spacings seen in this crystal correspond to Mg2B20s. Other grains in the 800°C-
treated sample exhibit an amorphous coating similar to that seen in figure 5.
Thermogravimetric analysis shows negligible weight gain (due to oxidation) in the
8000 C-heated sample confirming that oxidation of the thin BN films is nearly
complete in 16 hours at 800SC.

CONCLUSIONS
The work presented here shows that BN coatings on oxide substrates such as

MgO are stable to treatment in air at temperatures up to 600 OC. At higher
temperatures, the BN presumably transforms to B2 0 3 which reacts with MgO to form
Mg 2 B20 5 . At 800 *C, a substantial fraction of the MgO has transformed to Mg2B205
and only small patches of the BN coating are left behind. It is remarkable that the
patches of BN left behind in the 800 0C-heated sample adhere to the substrate despite
the pronounced changes in the shape of the underlying substrate particles. This
indicates that the h-BN must be held quite strongly to the substrate and is not easily
dislodged, the sheet-like structure allowing it conform to the contours of the
substrate.
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Abstract
Polymer precursors for Si-C, Si-Ti-C-O and Si-Al-C-O systems have

been obtained from polycarbosilane and the corresponding metal alkoxides. X-
ray Photoelectron Spectroscopy (XPS) has been used to follow the structural
evolution of these preceramic compounds during the pyrolysis process.

Introduction

In recent years many efforts have been devoted to obtain high-tech non-
oxide ceramics from polymer precursors [1]. This process is particularly
attractive for its potential use in fabricating difficult to shape forms, like fibers,
or coatings of highly refractory ceramics such as SiC, Si3 N4, BN, AIN, TiC and
B4C. According to this route, the starting metal-organic polymer is converted
into the final ceramic material by a pyrolysis process in an inert atmosphere.
The first product that appears after the decomposition of the organic
components is usually an amorphous solid that transforms into a
microcrystalline material by further rising the firing temperature [2]. A
detailed characterization of the ceramic structures at various stages of the firing
process should bring important information to better understand the
relationship between the precursor polymers and the final ceramic product. In
this field, the most studied system is silicon carbide obtained from
polycarbosilane (PC) following the process developed by Yajima [3]. It has
already been shown that the same polymer can be modified by reacting with Ti,
Al and Zr alkoxides to form precursors for Si-Ti-C-O [4], Si-Al-C-O [51 and
Si-Zr-C-O [6] ceramics. In this paper the pyrolysis processes of PC and
modified polycarbosilanes containing Ti (PTC), and Al (PAC) have been
followed by X-ray Photoelectron Spectroscopy (XPS). It will be shown that,
XPS analysis can bring useful and complementary information for the structural
characterization of the ceramic products.

Experimental section

Ti-modified PC has been obtained reacting a commercially available
polycarbosilane (Dow Coming X9-6348) with titanium n-butoxide in xylene
following a published procedure [4]. PAC samples were prepared following the
same route using Al sec-butoxide. Chemical analysis gave an atomic ratio
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(M/Si) of 0.15, and 0.24 for Ti, and Al, respectively. Thermogravimetric
analysis (TGA) has shown that for all the systems the decomposition of organic
components is almost complete around 800°C. According to these results the
precursor polymers have been fired in Ar flow at 10°C/min at various
temperatures from 8400C up to 1500*C.
In order to minimize surface contamination, the fired samples were ground into
fine powders and pressed to form thin pellets just before XPS measurements.
VG ESCALAB MKII spectrometer operating at 10-9 mbar with Al-Kca
radiation (hv=1486.6 eV) was used to record XPS spectra. To evaluate the
presence of charging effects, XPS spectra were also recorded for dilute samples
obtained by embedding small quantities of the powders into indium foils. Only
small differences were generally found between the two sampling methods and
the reported B.E. values were corrected accordingly.

Results and discussion

Si-C system, Selected Si(2p) and C(ls) spectra of PC and its pyrolysis
products are reported in Figure 1. The B.E. of Si(2p) in the precursor polymer
(101.3 eV) is typical of silicon atoms in silanes [7]. The corresponding C(ls)
spectrum of PC shows a peak at 284.6 eV assigned to the organic groups,
mainly CH3 and CH2, bonded to the silicon atoms of the polymer chains.
At 8400 C the Si(2p) peak shifts to 100.7 eV and in the C(ls) spectrum a
shoulder appears at 283 eV. These values are typical of SiC ceramics and show
that the silicon carbide network is formed at this stage of the firing process. In a
previous work it has been shown that an amorphous homogeneous silicon
carbide phase with excess of carbon (C/Si=1.6) is formed at 840*C [8]. The
local environment of Si atoms in this disordered phase seems to be very close to
that of crystalline SiC materials; actually, the Si(2p) spectrum does not show
any relevant difference in the sample fired at 1500°C, where a microcrystalline
SiC based ceramic is formed [7].
A quite different behavior is evident from the analysis of the C(ls) region: at
840*C a very broad peak which spans both the B.E. regions typical of SiC (283
eV) and graphite (284.4 eV) is present.

SiC SiCLChit

scSi (2p) 
sc 

rpie C (Is)

100 105 eV 280 284 288 eV

Figue 1. Evoluton with the firing uemperaure of the XPS Si(2p) and C(is) peaka for PC.
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Therefore, the local environment around the carbon atoms seems to be more
complex than the corresponding silicon one: while Si atoms are present only in
SiC 4 sites, C atoms form analogous CSi4 units together with CSi4-xCx (l<x<3)
units. Graphite-like sites, where no Si atom is surrounding the C atoms are also
present in the amorphous phase. Our XPS data are consistent as well with some
residual C-H bonds, as revealed by chemical analysis [6]. In the C(ls) XPS
spectra of the sample fired at 1500'C some high temperature induced
reordering process on the carbon sites is evident: two components
corresponding to SiC and graphite phases are now highly predominant and we
suggest that the intermediate CSi4-xCx units are negligible in the final cerunic
product.

Si-Ti-C-O system [9]. Selected Ti(2p) and Si(2p) spectra of PTC at
various stage of the pyrolysis process are reported in Figure 2. Ti(2p) spectrum
of PTC precursor shows a spin doublet 2 pl/2-2p3/2 (at 465.2 and 459.5 eV,
respectively) typical of Ti-O bonds. At 840°C a new component appears at
455.4 eV, to be assigned to the Ti(2p31 2) peak of TiC. This suggests that Ti-C
bonds start to be formed at this stage of the pyrolysis. By raising the firing
temperature the Ti-O component decreases and the Ti-C one increases. At
15000C Ti-O bonds almost disappear and the formation of the TiC phase is
completed.

sic SiO 2( Si(2p) Tic zOý Ti(2p)

Figure 2. Evolution with the firing temperature of the XPS Si(2p) and Ti(2p) peaks for PTC.

With respect to PC, the Si(2p) peak of PTC (101.7 eV) shows a small shift

toward higher B.E. values, in agreement with the formation of new SiC3O sites
in the polymer chain 110].
At 840°C the peak broadens and its maximum shifts at 102 eV. A detailed
analysis of the band envelope has shown .that this peak has to be fitted with three
components: the SiC (ca.101 eV), Si0 2 (ca.103 eV) and an intermediate one (ca.
102 eV) that could be assigned to SiC4-xO1 (1<x<4) units, where Si atoms form
both Si-O and Si-C bonds. When the temperature is increased up to 1500°C a
microcrystalline SiC/TiC ceramic is formed and the Si(2p) XPS pattern shows,
as expected, the predominant contribution of the SiC phase.

Si-AC-O system. Si(2p) peak of PAC precursor does not show
significative difference of B.E. (101.4 eV) and linewisth compared to PC: the
reaction with Al alkoxide does not form new Si sites in the polymer chain, in

4t'0Ctepa raen n t aiu hft t12e.Adtie
analsisof he bnd nveope as how~tha ths pak hs t befittd wth hre
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agreement with 29Si MAS-NMR studies [5]. Going on with the pyrolysis, the
B.E. value of Si(2p) peak progressively shifts toward the value of SiC ceramics.
Similarly, the evolution with the firing temperature of the C(ls) spectra does
not show any relevant peculiarity with respect to that found for PC.
On the contrary, quite informative is the analysis of the evolution of Al(2p)
reported in Figure 3.

Al Oxides
Al (2p)

72 74 76 78 eV
Figure 3. Evolution with the firing temperature of

XPS AI(2p) peak of PAC

It is quite clear that the pyrolysis of PAC up to 14000 C does not destroy the
existing AI-O bonds. This evidence is in tune with 27A1 MAS-NMR data which
reveal that only a limited amount of AI-O bonds have been transformed into Al-
C bonds at this temperature [5]. Actually, preliminary x-ray diffraction data
suggest that in the final ceramic the Al containing phase is composed by a solid
solution of A12OC in SiC 2H [6].
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ABSTRACT

Several polymetallocarbosilanes, pre-ceramics precursors for Si-M-C-O systems, have

been prepared from polycarbosilane and metallic alkoxides, M(OR)n with M = Ti, Zr and Al.

Polymers have essentially been characterized by Magic Angle Spinning Nuclear Magnetic

Resonance (MAS-NMR). The pyrolysis process has been followed for each system with X-Ray

Diffraction (XRD) and MAS-NMR. The role of the metallic element M on the transformation

process of these systems will be discussed.

INTRODUCTION

Among the new methods for processing non-oxide ceramics with improved properties,

pyrolysis of metal-organic polymers is taking an increasing important role, especially for the

production of fibers I1]. One of the most attractive and challenging features of this process is the

possibilities to control the microstructure and the properties of the final ceramic material by

chemically modifying the polymer composition and/or its structure. Reacting a polycarbosilane

precursor for SiC fibers with a titanium alkoxide, a new polymer is obtained that gives, after

pyrolysis, ceramic materials in the Si-Ti-C-O system [2]. Commercially available TYRANNO

fibers produced from this polytitanocarbosilane, display superior tensile strength compared with

SiC NICALON fibers [3].
Similar procedures can give the opportunity to modify the polycarbosilane with different

elements just by changing the nature of the metal alkoxide. Using this strategy, a large variety of

new metal-organic polymers, precursors for Si-M-C-O systems, can be prepared. This paper

will present results concernint Si-Ti (PTC), Si-Zr (PZC) and Si-Al (PAC) systems.

EXPERIMENTAL SECTION

The polymers PTC, PZC and PAC have been prepared from polycarbosilane and metal

alkoxides (Ti(OBun)4 , Zr(OBun)4BuOH and AI(OBus) 3 ) according to a procedure already

publishedf2]. Chemical analysis (M/Si) gives the following results for PTC (0.15), PZC (0.12)

and PAC (0.24).The MAS-NMR spectra have been recorded on Bruker MSL 300 and 400

spectrometers and the XRD patterns on a Philips equipment using a CuKot radiation.

EXPERIMENTAL RESULTS AND DISCUSSION

Characterization of modified polycarbosilanes

The problem in this characterization was to understand how the metallic element was

Mat. Iee. Soc. SyMp. Preo. Vol. 180. elm0 MOIalert Remidh Society

___- __



; -- - -- .,!

816

incorporated into the new PC based polymer. Previous works[2] suggested the formation of

Si-O-M bridges between the PC chains and the alkoxide part.

The 2 9Si CPMAS-NMR spectrum of pure PC (Figure la) shows two peaks at -0.8 ppm

and - 17.6 ppm assigned respectively to SiC 4 units in which Si atoms are bonded with four C

atoms and SiC3H units in which Si atoms are bonded with three C atoms and one H atom [4]. In

the spectra of Ti and Zr modified polycarbosilanes (PTC and PZC), the intensity of the peak

around -18 ppm decreases and a new absorption appears around 10 ppm, assigned to SiC30

units [5]. Therefore the reaction between PC and Ti or Zr alkoxides seems to occur via the

consumption of Si-H bonds of the polycarbosilane and the formation of new Si-O bonds.

2 9Sicr (a) C13C CP (b)

PZC

PAC
I I . . . _. . .. . I _ - i

50 0 ppm -50 OO ppm 0

Figure 1: 29Si (a) and 13 C (b) CP MAS-NMR spectra of PC, PTC, PZC and PAC precursors.

1 3 C CPMAS-NMR spectra of PTC and PZC samples (Figure lb) display one broad band

centred around 5 ppm due to C atoms of the PC chains and several common peaks at 14.6, 19.8,

35.7 and 62.3 ppm that can be assigned to the C atoms of the butoxy groups. The peak at 62.3

ppm due to the CH2 groups bound with the 0 atom, i.e. M-O-.CH2, is quite sensitive to the

nature of M. A comparison between the chemical shift values for Ti(OBun)4 (74.4 ppm),

Zr(OBun) 4 (67.4 ppm), Si(OBun)4 (63.0 ppm) and n-butanol (61.4 ppm), show that the

residual alkoxy groups are mainly bound with a Si atom of the PC chain: the cleavage of M-OBu

bonds and the formation of Si-OBu seems to occur during the preparation of these samples. The

small peak at 78.9 ppm in the PTC spectrum could indicate however, that few OBu groups are

still bound to Ti atoms.

This study seems to show that the formation of Si-O bonds in PTC and PZC is related to

the presence of non hydrolyzed Ti and Zr alkoxides which afford Si-OR bonds in the modified

PC. The results on the Si-Al system agree with this assumption: no Si-O bonds appear in the
29 Si NMR spectrum of PAC where extensive hydrolysis of the butoxy groups occurred during

the preparation as shown by the 13C NMR data. It seems that in these PC modified polymers, no

chemical bonds exist between the PC chains and the M containing part.

Characterization of the pyrolysis process
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XRD study: Pyrolyzed PC is known to crystallize in SiC 3C at around 10000C [4]. The

three modified PC samples exhibit quite different crystallization processes (Figure 2). The PTC
system does not show any pattern due to TiO2. It starts to crystallize around 1200*C in a
SiC 3C / TiC mixture. The PZC system first shows the crystallization of ZrO2 at 700*C. Then
by increasing the temperature up to 1200WC, the SiC 3C and ZrC phases starts to appear leading

a mixture of these two well-crystallized phases at 1500 0C. At this temperature, the SiC 3C phase
appears to be better crystallized in PTC and PZC samples than in pure PC sample. As for the
PAC system, the first crystalline phase to appear is SiC 3C around 1200*C. But in this case, an

other polytype of SiC seems to be formed at 15000C, corresponding to SiC 2H. No other phase

seems to be present, but SiC 2H is known to form a solid solution with AI2OC. Such a solid
solution can be present in this material.

The nature of M seems to play a key role in the transformation process of these pre-
ceramics polymers. In order to get a better understanding of this phenomenon, the evolution of

the local environment of Si atoms during the pyrolysis has been followed by 29Si MAS-NMR in
the various systems.

PTC PZC .11 PA

p200T 1200T
I 500OC

1200• 1940"T

30o 2 fo 'o 70 30o -030 30 20 50 70

Figure 2: XRD patterns of PTC, PZC and PAC fired at various temperatures.

29Si MAS-NMR study: Pyrolyzed PC samples are known to give a peak characteristic of

SiC4 units that is continuously shifting during the pyrolysis from 0 to -16 ppm . The spectrum at
high temperature (Ml1500'C) reveals three components at -16, -20 and -24 ppm whose

assignments have been discussed in a previous paper [6]. The evolution of the linewidth of this
peak reveals a disordering of the system up to 8400C, and then an ordering leading to the
crystallization of the SiC phase. A detailed NMR study on the PTC system has already been
published and has shown the formation of SiC4xOx up to 1000*C and then a consumption of the

Si-O bonds (Figure 3) certainly by reaction with the excess carbon[5]. In this case a Ti K-edge
X-ray Absorption Near Edge Spectroscopy (XANES) and Extended X-ray Absorption Fine
Structure (EXAFS) study, as well as X-ray Photoelectron Spectroscopy) XPS experiments,

show the presence of Ti-C bonds at 840C. The behaviour of the PZC system is different : the

evolution of the local environment of Si atoms is similar to the one in the PC system, with no

formation of Si-O bonds. The NMR spectra of both PTC and PZC samples at 15000C display a
very similar features which are almost identical to those found for PC. Up to 1200(C, the

A -. . : .. . . . .i



BIB

evolution for the PAC system is similar to that of PC. but at 1500WC, a broad peak centered on -

20 ppm is present The broadness of this peak is due to a distribution of Si sites in the sample.

The range of chemical shift values corresponds more to a polytypes. This spectrum agrees with

the assumption that a sulid solution between SiC 2H and AI2 OC exists in this sample.

PTC PZC PAC

150.C15001C 15001C,•oo'50-c ,)oo' .•c 0--X 1200TC20 101

700 J 4 J 8t40 TC
opp1 -100 0 ppm -100 0 ppa -100

Figure 3: 2 9 Si MAS-NMR spectra of PTC, PZC and PAC samples fired at various temperatures

CONCLUSION

The reaction between polycarbosilane precursor for SiC and a metallic alkoxide,

M(OR)G, with M=Ti, Zr or Al can lead to new polymers which are precursors for Si-M-C-O

systems. The characterization study performed on these polymers, using mainly MAS-NMR,

does not seem to show any chemical bonding such as Si-O-M bridges between the PC chains

and the M-containing part. The alkoxy groups seem to hydrolyzed during the preparation,

partially for the PTC and PZC systems and almost totally for the PAC system. The formation of

some oxide based particles can thus be assumed inside the PC chains matrix. This study also

shows that the nature of M has a great influence on the transformation process of these polymers

during their pyrolysis: in the case of PTC, the Ti-C bonds are formed in the amorphous state

around 800 0C, by reaction of Ti-O bonds with the Si-C bonds present in the pyrolyzed PC

chains, while for PZC, Zr-C bonds are formed above 1200*C by a carbothermal reduction of

crystalline ZrO2 particles with the carbon rich silicon carbide matrix. The PAC system illustrates

the influence of M on the kind of SiC polytype formed at high temperature.
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ABSTRACT

A three-dimensional transient modal for heat conduction in silica
glass is developed. The model simulates a three-dimensional temperature
distribution in a silica glass irradiated by a moving CO2 laser. Both the
reflectivity of the glass surface and the strong attenuation of the laser
energy in the glass medium are accounted for by a detailed radiation
analysis. The energy absorbed by the glass is determined to be confined
in a 10 pm thickness; the laser irradiation is thus treated as a boundary
condition. The heat diffusion equation is solved by an alternating-
direction-implicit method.

INTRODUCTION

Many models have been developed for predicting the temperature
distribution inside materials treated with laser heating (1-3]. In this
paper the temperature rise is analyzed. The results are useful to
determine the effect of applying a CO2 laser on a porous gel silica glass
monolith. Previous papers report the processing and properties of the
alkoxide derived gel silica investigated in this paper [4-6].

The laser energy is assumed to be absorbed and totally transformed
into heat. Based on high absorption coefficient [7] of the glass, the
laser energy is determined to be absorbed primarily within a very thin
layer (-10 pm ) into glass surface. The Gaussian distribution of this
energy is integrated within the absorption layer, and the absorbed energy
is treated as a boundary condition in the analysis.

The model developed in this paper simulates the three dimensional
heat transfer in the silica glass irradiated by a moving CO2 laser.
Relative temperature distributions at various laser power settings and
travelling velocities are evaluated numerically. Parametric studies for
the effects of the heat transfer coefficient on the glass surface and the
thermophysical properties of the glass medium are also investigated. It
is well known that the properties of gel silica glasses are strongly
related to their processing temperature. The results presented in this
paper can thus be used to evaluate the property changes due to the
temperature rise in the gel silica glass.

FORMULATION OF THE PHYSICAL MODEL

The physical system under investigation is shown in Figure 1. A
focused CO2 laser been is travelling in the x direction. The thickness of
the glass substrate is in the z direction, and because of the motion of
the beam, the temperature distribution in glass is symmetrical with
respect to the x-z plane; only one half of the medium is thus needed for
analysis.

Meo. asea. Sec. s..p. Proc. Vol. US. elM mals Researh 8o0e8y



82 0

Travelling

xFocused --...•_

Ib lager beam a-- -7

Beat b

affect, !$
zone I -

d

Z

Figure 1. Physical system under investigation

Table I. Calculational Variables and Values

a Sme length Values

a Sample lenith 0.4 cm
b Sample width O,.2 cm

c Specific heat [12] 10.5 J/g*C
d Sample thickness 0.3 cm
D Heat diffusivity 6.5 x 10-4 (-k/pc).cm

2
/sec

h Heat transfer coefficient 7.1 x 10-3 w/cm
2
*C

I. Laser intensity 3.3 x 10' w/cmý
k Thermal conductivity [13] 1.5 x 10-2 w/cm*C

q Heat flux
Q Absorbed laser power density 107 (-q/Az) w/cm

3

0 Absorbed laser power
R Reflectivity 0.17
t Time
At Time step
T Temperature
T. Room temperature 240C
v Travelling velocity 0.04 cm/sec
w Half width of laser beam 0.01 cm
AZ Depth
a Absorption coefficient 6.5 x 10-'pW-
p Density 2.2 g/cm

3

The thermal conductivity of the glass is small; the heat affected
zone is highly localized and represented by the shaded lines in the
figure. The irradiated energy is transformed into heat and diffused into
the glass medium by conduction, while the surface of the glass dissipates
heat by convection and radiation to the surroundings [8].

The thermal effect of the laser irradiation can be evaluated by a
detailed radiation analysis. Accounting for both the reflectivity of the
glass surface and the absorption of the glass medium, the heat generated
by the laser beam can be derived as

0- J Io(l-R) exp (-2r
2
/•2) [1-exp(-aAz)]2wrdr (1)

Here all notations have been defined in Table 1. For the CO2 laser (10.6

____



jim) used in this work, the generated heat is determined to be confined to
a glass thickness of 10 /am, at which depth the laser ener is attenuated
to 0.151 of its surface value. This depth is small n hto permit the
laser heating to be treated as a boundary condition. On the back side
(z-d), an adiabatic condition is imposed because of the small thermal
conductivity of glass. The problem can then be formulated mathematically
as follows: 19]

Governing Equation:
O~x<a

pceT/It - V - (kVT), T(x,yz,t) ,-b<y<b , t>O (2)
O<z<d

Initial Condition:

T(x,y,z,O) - T. (3)

Boundary Conditions:

k•T(O,y,z,t)/fx - h[T(Oy,zt)-T.] (4)

T(a,y,z,t) - T. (5)

T(x,±b,z,t) - T. (6)

q(vty,O,t)+k[BT(vt,y.O,t)/az]-h[T(vty,O,t)-T,] - 0 (7)

aT(x,y,d,t)/az - 0 (8)

The problem as given can only be solved exactly for a special case
in which the laser beam has travelled a long distance to the extent a
quasi-steady state is reached. At that time the glans temperature is
invariant with time in a coordinate system that is travelling along with
the beam. For the general case of small time or sample size in a fixed
coordinate system, the temperature is time dependent, and the problem must
be solved numerically. [10]

For the present work, a finite-difference, alternating-direction-
implicit (ADI) method is used to solve the problem. [111 The intense heat
from the laser beam requires the use of a very thin surface layer together
with small time steps in order to assure a convergent solution. The
criterion for stable solution is found to be DAt/(Az)Z<0.5,which governs
the selection of time steps and spatial increments in the numerical
solution. An IBM Converted Monitor System (C0() was used for the
computation.

RESULTS AND DISCUSSION

Values of the parameters used in the computation are summarized in
Table I. Of those listed in the table, the values of D, h, Q, and v are
also changed in order to examine their effects on the temperature changes.
For graphical presentation of results, composite diagrams (see Figures 2
through 5) are constructed so that the temperature profiles in both x and
jyj directions can be viewed simultaneously. All temperatures are plotted
for the distributions at the surface (z-O), and they are normalized by
using the peak values evaluated at the beam center; in all instances those
evaluated with the tabulated parameters are used for control. It is
noted that in each of these plots, the laser beam has moved to x equal to
0.32 cm, and the temperature profiles in the y direction are those of T
evaluated at this x position.
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coefficients
As shown in Figure 2, a reduction of the thermal diffusivity by one

half has a small effect of lowering the peak temperatures. For the
temperature distributions in the x direction, the temperature gradients at
the leading sides (x>0.32 cm) are always greater than those at the
trailing sides (x<0.32 cm), a typical phenomenon for the problem
investigated. In fact, the trailing side temperatures are practically
unchanged with the diffusivity changes. Physically, the temperature
decreases at small thermal diffusivities can be attributed to the large
heat capacitance, which permits more heat to be stored in the glass
medium.

Doubling the heat transfer coefficient (u) nas a negligible effect
in changing the surface temperatures; see Figure 3. The h value quoted in
the table accounts for both free convection and radiation. Notice that,
while the peak surface temperature at the beam center is high, the area
over which this temperature is found is small. As a result, the heat
transfer coeffic'ent has negligible effect on the surface temperatures.
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Figure 6. Three-dimensional Figure 7. Three-dimensional
temperature distribution temperature distribution
on X-Z plane on Y-Z plane

We expect that a reduction of laser power and an increase of the
laser velocity would lower the peak temperatures found on the surfaces;
see Figures 4 and 5. The major difference between Figures 4 and 5,
however, is in the trailing sides. A reduction of the power is shown to
have a dominant effect in lowering the trailing side temperatures.

The temperature attenuation in the z direction are shown in Figures
6 and 7. In these figures, the values of the parameters are listed in
Table I. Those peak temperatures at z-0 correspond to peak curves
presented earlier in the composite plots in Figures 2 through 5.

To complete this study, a numerical experiment was performed to test
the convergence of the numerical solution. The time steps were
successively reduced by half and the peak temperatures are compared for
convergence. As shown in Figure 8, the temperatures converged to within
0.41 for time steps changing from 0.002 to 0.001 second. The results
presented in this paper were obtained by using a time step of 0.002
second, a compromise between accuracy and economy.
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S0.96
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Figure 8. Coneorgence of the solution
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CONCLUSIONS

Parametric effects on the calculated temperature distribution In the
silica Class are investigated. The results show that the laser irradiated
area is highly localized. The results presented in this paper are useful
to correlate the laser treatment with the property changes in the
irradiated area of the gel silica glass.
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THE USE OF SOLUBLE METAL-POLYSELENIDE COMPLEXES
AS PRECURSORS TO BINARY AND TERNARY SOLID METAL
SELENIDES

S. Dhingra and M. G. Kanatzidis*

Department of Chemistry and Center for Fundamental Materials Research, Michigan State
University, East Lansing MI 48824 USA

ABSTRACT

The use of several soluble metal polychalcogenides to prepare solid state materials is
presented. Thermal gravimetric analysis (TGA) data, under inert atmosphere, of the molecular
compounds (Ph4P)2[Cd(Se4)21, (Ph4P)4[Cu2Sei4], (PhsP)2[Cu4Scl], (Ph4P)411n2Se2• 1 and
(Et4N)3[M3SC 5], (M=fn, TM), show that the corresponding binary solid state compounds are
formed as single phases at temperatures as low as 530 oC. We have grown films of CdSe, Cu2.
xSe, A-In2Se3, TISe and CuInSe2 using these complexes as precursors. The films were
prepared by pyrolysis of green precursor films, cast from DMF solutions. CuInSe2 was
prepared by co-thermolysis of Cu/Sex and In/Sex complexes. The chemical, X-ray,
spectroscopic and electron microscopic characterization of these molecular precursor-derived
films as well as their charge transport characterization is reported.

INTRODUCHON

Compared to the extensive investigations into the chemistry of molecular precursor
materials for the synthesis of metal oxide ceramics and semiconductors, little work has been
carried out in the area of chalcogenide solid state materials, particularly involving the heavier
chalcogens. Of the molecular chalcogenides, sulfides are the most studied. The work on
sulfides has concentrated on volatile species primarily for metal-organic chemical vapor
deposition (MOCVD) work (e.g synthesis of ZnS and CdS).1 The volatility of molecular metal-
chalcogenides decreases rapidly from S to Te. The task of producing stable volatile M/Q
(Qf.Se,Te) compounds for MOCVD is extremely difficult. On the contrary it considerably easier
to synthesize pure non-volatile complexes of metal-chalcogenides, and thus it would be highly
desirable if methods were developed to fabricate chalcogenide films of comparable quality to
those obtained by MOCVD. The molecular chalcogenide chemisty we have been developing in
our laboratory, places us in an advantageous position to explore the possibilities for the synthesis
and film fabrication of solid state binary or ternary sulfides, selenides and tellurides from the
corresponding molecular complexes. Solid state chalcogenides enjoy such practical applications
as IR detection and imaging2, electroluminescent devices2,3, optoelectronics4 , solar cells5 and
high energy density rechargeable batteries. 6 Todate, most of these materials are made at
temperatures greater than 700 OC. Here we report our preliminary results on the use of soluble
metalypolyselenides as precursors to prepare films of important solid state binary and ternary
selenides.

EXPERIMENTAL SECTION

The precursor polyselenide complexes were prepared as described previously.7A The X-
ray powder diffraction patterns of all materials were recorded with a Phillips XRG-3000
computer controlled powder diffractometer. Ni filtered, Cu radiation was used. Thermal
gravimesric analyses were performed on a Cahn TG System 121 under flowing nitrogen. A
typical heating rate of 5 0C/min was used. Infrared spectra were recorded as KBr and CsI pellets
on a Nicolet 740 Fr-IR spectrometer. Scanning electron (SEM) and transmission electron
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(TEM) microscopy was done using a JEOL 35CF and JEOL 1OOCX respectively. Green
precursor films were cast from concentrated dimethylformamide solutions onto hot (-150-160
OC) substrates of pyrex glass, quartz, stainless steel, carbon and copper. The various substrates
were studied in order to evaluate their influence on film quality and homogeneity. The coated
substrates were then placed inside a tube furnace which was heated at 550 OC and were
pyrolyzed under flowing nitrogen. The resulting films were examined with X-ray diffraction.
SEM and TEM microscopy and IR spectroscopy.

RESULTS AND DISCUSSION

The structures of polyselenide complexes (Ph4P)2[Cd(Se4)2] 7 , (Ph4 P)2 [Cu4 Sel2]a,

(Ph4 P)4[Cu2 SeI4]8b, (Ph4P)4[In 2 Se2 1]8 cAd and (Et4N) 3 [M 3SCeS]8d (M=In, TI), are shown in
figure 1. Thermal gravimetric analysis (TGA) data, under inert atmosphere, of these compounds
show that the corresponding binary solid state compounds are formed as single phases at
temperatures as low as 530 OC. The TGA diagraris, figure 2 of the compounds show that the
onset temperature for weight-loss correlates with the stability of the organic counterion i.e
Ph 4 P+>Et4N+. This implies that the rate determining step for the decomposition is the
nucleophilic attack of a coordinated Se1 2- ligand in the anion on the alkyl (or aryl) group of a
cation to form an alkylated Se species.

S C 
I S

\ ove \ v'so /
Cd . •S,

S6o -l sso-lso•so
In 'So le-Mn

Se , 6 "Se.ICu Se..S
S.+

Se--In S

so Se 1

SI S e

\ ~~S \' SOj..~..U S

Filure 1. The schematic stncrucres the pdo yseklide Vee cmplexes

We have grown solid films of CdSe, Cu2.xSe, P-In2Se3, TiSe and CuInSe2 using these
complexes as precursors. The films were prepared by pyrolysis of green precursor films, cast
from DMF solutions. CulnSe2 was prepared by co-thermolysis of Cu/Sex and In/Sex complexes
in the proper stoichiometry. In a typical experiment (Et4N)3[1n3Sel51 and P)2[Cu4Sel21 or
(Ph4 P)4[Cu2Sel 4 ] were dissolved in DMP in a 4:3 and 2:3 molar ratio respectively. These

proportions result in a Cu:In ratio of 1:1. Better P-In2Se3 films were obtained from the

(Ph~P)4[1n2Se21] complex.

The decomposition reaction for CdSe and Cu•nSe2 are shown in eq. 1 and eq. 2.

(Ph4P)[Cd(Se4)2] - > CdSe + Ph2Se + Pb3P + Ph3PSe eq. I



13(EBUN)3[ln3SO15] + 1/4(Ph4P)2fCu4Sel2] -> CuInSe2 + Et2Se+Ph2Sc+Ph3P+Et3N+
Ph3PSc eq. 2

S€ • ll a~m ,oas • , . .... ......................

SFigure 2. MOA dam for da pmcm polyr• kide cpkm

All precursor complexes gave the corresponding crystalline binary phases (i.e. CdSe,
Cu2-xSc, P-In2Se3, TISe) in pure form as evidenced by X-ray diffraction. 9 Typical X-ray
diffraction patterns at shown in figur 3. Examination of these films by selected area electron
diffraction (SAD) with a TEM also confirmed dte identity of the phases. An example SAD
pattern for "-In2Se3 and CulnSe2 is shown in figure 4. The IR spectra of the films showed no
residual hydrocarbon peaks (from the organic counterions).
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FIgure 3. X-My WiactiOn pOWN of films of (A) CutnSe2, (3) CdSe, (C)TlSe od (D) C"2.xSe

At this stage only relatively thick films (-25-35 1Am) were made in order to evaluate the film
forming ability of the precr•m Thin films should be fabricable with the use of a special spin-
coa•r equipped with a substrate heater. Significant preferential orientttion was not observed in
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the films of CdSe, P-In2Se3 and CuInSe2. However, films of TISe showed considerable
preferential orientation regardless of substrate. In TISe the hOO and hhO class of reflections are
greatly enhanced while hOl reflections are diminished. This indicates that the c-axis of the
tetragonal unit cell9 of the TISe crystallites is parallel to the substrate This may be due to partial
melting of TIlSe during film formation at 530 OC. The quality of the CuInSe2 films depended on
the substrate. In general, the best quality films in terms of smoothness and contiguity were
obtained on carbon and pyrex substrates. The quality of the precursor green films (smoothness
and thickness homogeneity) was reflected in the quality of the final chalcogenide film. Often
films showed cracks or pinholes arising from the relatively large shrinkage associated with the
pyrolysis of the precursor complexes. It should be noted for example that (Ph4P)2 [Cd(Se4 )2j
will lose 86.5% of its mass to yield the final CdSe product. For CuInSe2 the weight-loss is
70%. In order to improve the quality of the final films complexes with higher M/Se ratio are
needed which will not require such a drastic weight-loss thus reducing the extent of shrinkage.

The morphology of CuInSe2 films on various substrates was examined by SEM. Figure
5 shows several micrographs of films of this material on several substrates. The films have a
granular microcrystalline nature with an average crystallite grain size of-I pim. The conductivity

of CuInSe2 produced from the co-thermolysis reaction ofeq. 2 is -104 (I t cril. Thermoelectric
power (TP) measurements show that the CuInSe2 films are p-type degenerate semiconductors.
This is consistent with heavy doping with nitrogen and/or phosphorous.10

In the case of CdSe films, we detected (by X-ray diffraction) both hexagonal (major) and
cubic (minor) polytypes. Since there is significant overlap of the low angle diffraction peaks of
the hexagonal and cubic forms, the presence of cubic CdSe is suspected from the high angle
data. The conductivity of the CdSe films is of the order of 10-7 2-1cm-1 . The very low
conductivity did not allow for reliable TP measurements to be made. Corresponding data for
Cu2.xSe, TISe and •-In2Se3 are not available at this time. SEM photographs of CdSe, TISe, f-
In2Se3 and Cu2.xSe are shown in figure 6. Further details and complete characterization of all
the films will given elsewhere.

Figure 4. SAD iaemts obtained for P-In2Se3 (eft) mNd CuInSe2 (right).
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Figure 5. SEM photographs of CulnSe2 fdlms on (A) quartz, (B) Pywx, (C) stainless steel and (D) carbon

substrates.

A ,B
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Figure 6. SEM pho offibus of (A)CdSe on carbon, (D) We on quaMz (C) P'In2SO3 on qum

uid (D) Cu2.xSc on carbon.
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CONCLUSIONS

Single phase binary and ternary chalcogenide films of CdSe, Cu2.xSe, P-In2Se 3 , TiSe and
CuInSe2 have been prepared at 530 OC using molecular precursor polyselenide complexes. For
CU2 .Se, -In2Se3, "ISe and CuInSe2 this is the first time these materials have been made by
molecular precursor methods. Prepared by this method, CuInSe2 is p-type. One of the
limitations of the molecular precursor method is the large weight-loss associated with pyrolysis
which can result in cracked and discontinuous films. Although this could be avoided by
preparing good green precursor films, molecular precursors with high M/Se ratio are desired to
help solve this problem.
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CHEMICALLY DERIVED YTTRIA-STABILIZED ZIRCONIA
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10522
**State University of New York at Stony Brook, Department of
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ABSTRACT

Yttria-stabilized zirconia powders were prepared by
three chemical routes utilizing emulsion hydrolysis
techniques. Metal alkoxides, acetates and mixtures of
alkoxides and acetates were used as starting materials. Under
controlled hydrolysis conditions, particles with different
morphology and size were obtained. Spherical or granular
particles in the range of 20-60u in diameter were formed. The
grain size varied from 0.1-0.2u. The powders were applied
successfully as plasma spray coatings. The chemical
uniformity was demonstrated by the presence of 100%
non-transformable tetragonal zirconia in the powder and in the
coating.

INTRODUCTION

Although extensive studies were carried out on the
chemical synthesis of ceramic oxide powders[l], only moderate
efforts have been directed towards preparing chemically
uniform oxide powders for plasma spray coating[2]. A number
of chemical methods developed in the past decade were utilized
to achieve high purity and phase uniformity. Phase uniformity
is essential for durable coatings in thermal barrier applica-
tions. One example is the yttria partially stabilized
zirconia.

The goal of this work is to demonstrate that
chemically produced yttria-stabilized zirconia powder, under
proper synthesis condition, mainly contains the
non-transformable tetragonal zirconia crystalline phase needed
for the plasma spray coating applications. Most commercial
plasma-spraying powders are usually made by blending the
individual oxides, melting, thermal spraying or rapid
solidification. These processes often result in molecularly
non-uniform compositions, with variable mixtures of cubic,
tetragonal and monoclinic zirconia.

EXPERIMENTAL

Three chemical processes were carried out. Each
process depended upon the raw materials used:

Mat. Re.. soc. Symp. Proc. Vol. 180. 01360 Ia6"tals ReoeMh Socety
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From Yttrium Acetate and Zirconium n-Butoxide-A

Commercial yttrium acetate tetrahydrate was
dehydrated at 110"C/4hrs. Anhydrous yttrium acetate (69.6g)
was mixed with 1215g of zirconium n-butoxide butanol complex
in a five-liter flask under nitrogen. The mixture was
refluxed at 130°C until the yttrium salt went into solution.
A liquid (250g) was then distilled at 114"C from the
solution. The residue was cooled down to room temperature,
2200g of toluene was added, and the resulting solution was
stirred vigorously. Water (213cc) was then added and the
stirring of the resulting emulsion was continued until
gelation occurred. The gel was filtered and dried in air at
125"C for four hours, then milled gently until all powder
passed through a 140-mesh screen. The powder was calcined at
200-C, 400-C, 800"C, and 1100°C, each for two hours. The
weight of powder was 356.8g. The powder was classified by
sieving through a 500-mesh screen using an Alpine air jet
sieve. The yield was 260g.

From Yttrium and Zirconium Alkoxides-B

A solution of yttrium isopropoxide in toluene, 21.3
wt.%, was refluxed with a solution of zirconium n-propoxide in
propanol, 73.6 wt.% under nitrogen. The free propanol was then
distilled off at 93°C. The mixture was diluted with n-heptane
to give final concentrations of (Y]=0.07M and fZr]-0.69N. 12
moles of water were added in a few seconds and the two phases
were stirred vigorously until a gel formed. The gel was aged
4 hrs., filtered, air dried, and oven dried at 125"C/4 hrs.
The powder was gently milled and sieved through a 140-mesh
screen (100u). It was then calcined and classified as above.

From Yttrium Acetate and Zirconium Acetate-C

An aqueous solution containing 2.13 moles of zirconyl
acetate and 0.37 moles of yttrium acetate was emulsified with
three times its volume of n-heptane using Span 80 as an
emulsifier. Ammonia was then introduced into the emulsion.
The precipitate was filtered, water washed, dried, calcined
and classified as above.

POWDER EVALUATION OF PLASMA SPRAY COATING

The powders from the above three chemical routes were
evaluated for plasma spray coating and compared to a
commercial 8% wt. Y201 zirconia powder[3]. The properties
of the powders are given in Table I. The plasma spray
parameters used were similar to a typical Metco 3MB gun
operation.

.



DISCUSSION

Ester Elimination - Precedure A

Butyl acetate elimination(4] was accomplished by distil-
ling off the vapors from the reaction mixture at 130"C-
200"C. The reaction can be represented by equation (1):

Y(OCOCH3 ) 3 + Zr(OC4HgCH---• a! 3COOC4 H9
+C4H8 + (CH3 COO) 2Y-O Zr-(OC4 ng) 2 ]O-

The commercial zirconium n-butoxide butanol complex was
used. In addition to the one mole ester collected per one
mole yttrium acetate, the free butanol corresponding to the
complex was also distilled off. Both butanol and butyl
acetate formed a distillable azeotrope. The composition of
the azeotrope was quantitatively identified by GC analysis.
The elimination of the ester and the free butanol suggested
the condensation of Y with Zr in one compound. Further
identification of this compound will be discussed in a
separate paper.

The DTA of the hydrated powder, Figure 1, shows the
initial endotherm at about 125"C due to water and toluene
evaporation. The exotherm at 380.7°C is due to combustion of
acetates. The very sharp peak at 470"C indicates the
crystallization of amorphous zirconia. The effect of
increasing calcination temperature from 600"C to 1600"C on
powder properties was investigated. At the low temperature of
600°C, the nontransformable tetragonal zro was detected by
X-ray diffraction. The microstructure at 8Oi°C and 1600"C is
shown in Figure 2.

Condensation of Double Alkoxides - Procedure B

This condensation reaction is known[5], e.g. for aluminum
and zirconium[6]. Controlled hydrolysis in non-aqueous sol-
vents gave a hydrated powder with residual alkoxides which
could be detected by thermal analysis. The DTA shown in Fig 1
describes two combustion exotherms at 276"C & 351"C. In addi-
tion, the very sharp peak at 4701C for ZrO2 crystallization
was similar to the hydrated product obtained from the acetate
and alkoxide. The microstructure is similar to that shown in
Figure 2.

TABLE I
Properties of Powder

Procedure A a C Commercial
Raw Material All Alkoxido Acetate/Alkoxide All Salts Hetco 2043S

orphoIloqy Granular Granular Spherical spherical
Bulk Density,q/cc 1.99 2.08 2.6 2.5
Flow, cc/see. 1.8 1.7 1.1 1.0
Nedian Particle Siso,u 55 50 53 41

% <24U 2.4 3 4 20
Crystal Structure 100% T71) 100% T.1) 100% T) 67%T',

33Tr
1

)
17 ', Non Tranaformable Tetraqonal ZrO2 phase K, Nonoolinic

I
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Emulsion Coorecinitation - Procedure C

In this system, yttrium acetate and zirconyl acetate
dissolved in water were emulsified with heptane using Span 80
according to the procedure described by Akinc[7]. The emul-
sion was treated with ammonia gas and the basic acetate-hy-
droxide formed as spheres. The size of the spheres was
decreased with reducing agitation and increasing emulsifier
concentration. Thermal analysis of the powder formed by this
route showed the acetate decomposition at 2761C and 397*C. In
addition, a broad zirconia peak at 550°-650°C is obtained as
shown in Figure 1. Crystallization of ZrO2  must have
occurred in this range, which is much higher than that using
zirconium alkoxide hydrolysis in nonaqueous systems.

Plasma Spray Coatinal

The most significant differences between chemically
prepared powders and the commercial product were phase
uniformity and particle size. The chemically prepared coat-
ings contained 100% nontransformable tetragonal zirconia, T'.
The commercial coating contained 97% T' and 3% monoclinic.
This monoclinic may enhance macrocracking as it appears to
exceed the smaller micro amounts responsible for
transformation toughness.

Particle morphology did not appear to affect deposition
efficiency (DE). However, particle size did. For example,
powder C with median particle size of 53u gave 69% DR, while
the commercial powder size of 41u gave 53%. Furthermore,
powder C contains only 4% <24u fines while the commercial
powder contains 20% as shown in Table I.

__ _ _ __ _ __ _ _ __ _ _ __ _________,_ I
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Figure 2. Microstructure of YSZ powders calcined at
A, 800*C and B, 1600"C

CONCLUSION

Yttrium and zirconium alkoxides, acetates and alkoxide-
acetate mixtures were hydrolyzed in water/oil emulsions under
controlled conditions to produce three 8% yttria-stabilized
zirconia powders. The powders performed satisfactorily as
plasma spray coatings. The powders and the coatings contained
100% nontransformable tetragonal zirconia, a property not
found in a commercial physically prepared powder containing
the same concentration of yttria.
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EMULSION PRECIPITATION AND CHARACTERIZATION OF ZIRCONIA
Lieh-Jiun Shyu* and Frank M. Cambria*
* Akzo Chemicals Inc., Livingstone Ave., Dobbs Ferry, NY 10522

ABSTRACT

Zirconia and yttria-stabilized zirconia (YSZ) powders were
prepared from water/oil emulsions followed by high temperature
calcination. The morphology and particle size were correlated
with several variables such as composition of emulsions, concen-
tration of starting materials and surfactants, stirring rate,
hydrolysis rate and calcination temperature. The powders were
characterized according to crystalline phase, particle size
distribution, and flow rate. Emulsion precipitation typically
yielded spherical zirconia particles which were either solid or
hollow. Particle size could be controlled from submicron to a few
hundred microns depending primarily on the composition of the
emulsion and stirring rate during hydrolysis. SEN/BDX results
showed that yttria was uniformly distributed throughout the
zirconia particles. The crystalline phase of the powders after
calcination at 8000C was entirely non-transformable tetragonal.
The flow rate increased with increasing particle size and with
increasing sphericity.

Zirconia powder is useful in many advanced structural and
electrical ceramics applications. Because of its low thermal
conductivity and relatively high thermal expansion coefficient,
it has been considered a good thermal barrier coating in heat en-
gines [1,2]. The powder is typically coated on the engine parts
by plasma spray techniques. This technology requires that the
powder has good flow and large particle size. The performance of
the thermal barrier coating is dramatically influenced by the
initial powder size distriLution and chemical homogeneity [3].

It is known that zirconia can be stabilized by alloying it
with CaO, NgO or Y20 3 (4]. In this paper, we have studied yttria
stabilized zirconIa powders which were prepared by emulsion
hydrolysis.

The emulsion hydrolysis technique has been used to prepare
ceramic powders with spherical morphology [5,6,7]. This technique
allows precipitating powders with a controlled particle size
distribution and shape. The emulsion droplets serve as microreac-
tors during hydrolysis. However, most of the research in this
area has focused on the preparation of fine particles. Our inten-
tion in this work was to prepare powders with a particle size
range of about 30 to 80 microns suitable for plasma spray coating
applicatics.

Yttria-stabilized zirconia powder was prepared from zirconi-
um compounds, such as zirconium oxyacetate or zirconium oxychlo-
ride premixed with yttrium acetate or nitrate in a water-in-oil
(w/o) emulsion. The organic phase was heptane, hexane, toluene,
or mineral oil. The emulsifier used was either cationic or non-
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ionic surfactant, such as alkyl quaternary ammonium chloride or
sorbitan monooleate. The emulsion was agitated in a round bottom
flask with a mechanical stirrer and precipitation took place when
a base compound, such as alkyl amine, ammonia or ammonium hydrox-
ide was introduced. The precipitates were centrifuged, washed
with water and heptane, dried at 110 0 C, and then calcined in
accordance with following heating cycle:

Temp. ( 0 C) Time (hrs) Temp. (°C) Time (hrs)

25-200 2 800 2
200 2 800-1100 2
200-400 2 1100 5
400 2 1100-25 5
400-800 2

The precipitated and calcined powders were analyzed for
chemical compositions, crystalline phase, particle size distribu-
tion and morphology. The zirconium and yttrium were analyzed by
proton induced X-ray emission. The crystalline phase was deter-
mined by X-ray diffraction (XRD). The particle size was analyzed
using laser diffraction. The morphology was studied by optical
microscopy and scanning electron microscopy.

RESULTS AD DISCUSIO

In this work, the yttria level incorporated in YSZ was
typically 8% by weight. SEM/EDX mapping of yttrium and zirconium
reveals that yttria is uniformly distributed in the YSZ particles
(Fig. 1).

(a)

V .- ".•. 4 ","" : ""

(b) .(o)

Fig.1 - SEN/EDX mapping of YSZ, (a) particles examined,
(b) Zr mapping, (c) Y mapping.
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The XRD scans show that pure zirconia powders precipitated in the
w/o emulsion are amorphous; after calcination at 12000C the
material is monoclinic. YSZ, precipitated under the same condi-
tions and calcined at 8000C, is non-transformable tetragonial, tl
(8] (Fig. 2). Apparently, yttria-doped zirconia powder converts
at a such lower temperature from the monoclinic to the tetragonal
phase than pure Zr02 powder.

s,(a) 1M(b)

4W

ABU

5-40 parti11.l1s U." 311.11 .

Fig. 2 - XRD patterns (a) YSZ tetragonal, (b) zro2 monoclinic

YSZ artilesprepared from w/o emulsions with a suitable sur-
facantarespherical. The irregularly-shaped YSZ particles are
formd intheabsence of surfactant (Fig. 3).

(a) (b)

(C)

Fig. 3 -YSZ precipitated from w/o emulsions. (a) No surfactant
was used, (b) with surfactant SilO - slow hydrolysis (pH increased
from 3 to 8 in 2 hr.), (c) with surfactant SilO - fast hydrolysis

(pH increased from 1 to 9 in 30 min). SilO- sorbitan monooleate
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The particle size of YSZ depends on stirring rate during hydroly-
sis and the composition of the emulsions. When ultrasonic vibra-
tion was applied during hydrolysis, submicron particles formed.
In general, the slower the stirring, the larger the particles
formed. The more surfactant used, the smaller the particles tend
to be. However, the size of the precipitate is governed by the
size of the water droplets in the emulsions (Table I).

Table I. The effect of emulsion compositions and stirring
Rates on the particle size of the precipitates

heptane/water surfactant stirring mean size
vol. ratio (vol. %) (rpm) (microns)

9.0 0.1 320 90
3.0 1 320 68
3.0 1 450 53
1.0 2 320 55
1.0 2 450 30
3.0 8 320 31

Starting materials: ZrO(Ac) 2 : 2.31 M, Y(Ac) 3 : 0.22 M,
surfactant: sorbitan monooleate, shape of particles: spherical

Fast hydrolysis yielded hollow spheres of YSZ, while slow
addition of base resulted in solid spheres. The hollow spheres
are very fragile and tend to break (Fig. 3). Chemical analysis
indicates that the precipitate is Zr(OH),(CH3COO) 3 _, where x
varies from 0.3 to 3 when ZrO(CH3 COO) 2 was used as a starting
material. Calcination at 800 0 C or above is sufficient to remove
the acetate group and form the t' phase. Calcination also reduced
the particle size by about 20%. The starting materials and sol-
vent chosen did not seem to significantly affect the particle
size and morphology. In order to obtain spherical particles, a
relatively stable emulsion has to be formed during hydrolysis.
The following surfactants were found suitable: quarternary ammo-
nium chloride and sorbitan fatty acid esters, such as sorbitan
monooleate or monolaurate. The flow rates are higher for the
spherical powders than those of irregularly shaped materials. It
was also observed that the larger the particles, the better the
powder flow (Table II).

Table II. The relationship of particle size and morphology
with flow rate of YSZ powders

Mean Size Particle Flow Rate
(microns) Shape (cc/sec)

31 spherical 1.3
44 spherical 1.6

72 spherical 2.1
84 irregular 1.6
63 irregular 0.9

----
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Yttria-stabilized zirconia with a controlled particle size
and spherical morphology can be prepared by emulsion precipitation
technique. This powder calcined at 800 0 C only exhibits the non-
transformable tetragonal phase. Due to chemical homogeneity,
desirable particle size range and good flow features, this powder
is suitable for plasma spray coatings applications.
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TRANSPIRATION COOLED POROUS TYPE VI SILICA ROCKET WINDOWS

ALBERT G FOSMOE I AND LARRY L. RENCH
Advanced Materials Research Center, University of Florida, One

Progress Blvd., #14, Alachua, Fl 32615

ABSTRACT

A novel use of sol-gel derived porous Type VI silica for high
performance rocket guidance system windows is evaluated. The
samples produced for this study were optically transparent
hydrofluoric and/or nitric acid catalyzed tetramethylortho-
silicate (THOS) xerogel monoliths with average pore radii of 1.2,
5.0, and 8.Onm. Maximum He transpiration velocities of up to 3
cm/sec, 3 times the velocity needed for transpiration cooling, are
measured for a 5.0 nm sample at 3.2 MPa. Transpiration velocities
of 0.6 cm/sec result in cooling effects as large as 44*C from
1600 C.

INTRODUCTION

The sol-gel method provides many unique possibilities in the
design of modern optical materials not available by the
traditional melt methods[i-3]. Of interest here is the
ultraporous structure of Type VI silica, an intermediate product
of Type V fully dense gel-silica[3]. Recent advances at the
Advanced Materials Research Center (AMRC) in the development of
sol-gel technology has made possible the reliable production of
Type VI ultra-pure silica monoliths with a wide controllable range
of porosity and pore morphology[4-6].

This porosity may potentially be used and modified
advantageously for rocket window applications. Specifically, the
transpiration of gases through the interconnecting permeable
structure should provide a significant cooling effect, thus
increasing the working performance of hypersonic (mach > 5) rocket
guidance system windows. The properties needed in the severe
operating conditions of optically transmitting rocket windows
include: structural strength, high temperature stability, thermal
shock resistance, and broad band optical transmission over wide
temperature ranges.

Previous work in this area by the authors concentrated on the
first steps in proving the concepts[l]. These steps included the
demonstration of UV transmission at elevated temperatures and
determination that transpiration flow is possible through
optically transparent monoliths. UV transmission was
qualitatively shown to exist at temperatures >10000 C.
Transpiration data was also presented, however, velocities were
incorrectly reported low by a factor of ten. It is the intent of
this work to evaluate samples with average pore radius in the low
mesopore range, approximately 5 nm, in an attempt to increase
transpiration velocities to well above the approximately 1 cm/sec
needed for transpiration cooling(7]. Cooling effects resulting
from He transpiration will also be explored.

Mgt. PAW Ooc. 8ymW. Prc. Vol. 130. 01,3D Mftedle fCt Socety
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The shock wave preceding a rocket under high mach conditions
involves an intense thermal boundary next to the exterior surface
of the rocket[8]. If this exterior surface is an optical
transmission window with a temperature dependant bandpass, the
increased temperature resulting from radiant and conductive heat
from this boundary layer to the window will dramatically affect
its optical throughput. Radiant transfer can be decreased with a
reflective surface. A reflective surface will not however, reduce
the large amount of heat transfered by conduction. A very
effective method for lowering the conduction involves
transpiration cooling. This is the flow of fluids, in this case
a gas, through a porous exterior surface which effectively reduces
the boundary layer temperature gradient with respect to distance
from the surface. This lowers the conduction transfer rate.
Transpiration velocities as low as I cm/sec lead to a significant
cooling effect. Higher transpiration velocities bring more
significant results[7].

EXPERIMENTAL PROCEDURE

The sol-gel monoliths used in this study were produced by the
hydrolysis and polycondensation of the alkoxide precursor TMOS
followed by aging, drying and stabilization (thermal treatment) at
ambient pressures. Discs were sectioned from dried(180OC) rods
before additional thermal treatment. After stabilization, samples
were polished to a 18 pm surface and a thickness of 2.00 mm.

Transpiration measurements as well as the cooling tests were
obtained using the set-up in Fig. 1. All samples were outgassed
by heating in vacuum before flow and cooling measurements. Flows
were determined at a range of operating pressures for each sample
using a soap bubble flow meter with graduations of 1, 10, 100 ml
and 99.99% purity He. This generated a calibration curve for each
sample of flow versus pressure. This calibration curve was used
in the cooling measurements to determine the flow rate, given the
operating pressure throughout the run.

The cooling effect was also measured using the same
apparatus(Fig. 1). A Campbell Scientific CR10 datalogger was used
to monitor the five K-type thermocouples and the pressure
transducer. Thermocouple 1, inside the system, measured the
temperature of the internal face of the window. Thermocouple 2,
made of fast response 0.01 inch diameter wires, measured the
temperature at the external face of the window. Thermocouple 3
measured the ambient temperature of the surroundings to get a base
temperature. Thermocouple 4 measured the temperature of the heat
source and thermocouple 5 measured the temperature of the sample
mount for safety concerns.

The heat source was an Omegalux CIR series high watt
density heating cartridge capable of heating to 500*C. The test
runs for cooling were started at set elevated flow velocities with
heat impinging upon the surface. The system was allowed to
equilibrate to a steady state equilibrium under these conditions.
At this point the flow was reduced to zero and held until a second
steady state equilibrium was reached at which point the flow was
increased back to the initial rate. The temperature changes of
all the thermocouples and simultaneous pressure of the system were
recorded.

I
I
I
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Transducer
SWater Cooling Jacket

,gRefractoryGas Inlet Shield

Sample
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Heat
Source

Couples

F Datalogger -

Figure 1. Test apparatus for transpiration and cooling tests.

The pore morphology, i.e.,, average pore radius, multipoint
BET surface area, and volume fraction porosity were determined
using isothermal nitrogen adsorption-desorption isotherms obtained
on a Quantachrome Autosorb-6.

RESULTS

Fig. 2 shows transpiration flow velocities verses
differential pressure through samples of 1.2, 5.0 and 8.0 nm
average pore size.Each sample has been stabilized to 180 0C. The
maximum flow rate observed during this study was 2.9 cm/sec at 3.2
MPa (-460 psi) for a 5000C stabilized 5.0 nm average pore radius
sample.

Figs. 3 and 4 demonstrate a cooling effect due to the
transpiration of helium through a sample, 180°C heat treated, with
an average pore radius of 5.Onm. Fig. 3 shows that an initial
increase in flow to a steady state of 0.38 cm/sec results in a
drop in the temperature to 46*C at the heated face of the window
at which point it stabilizes. When the flow rate is decreased
from 0.38 to 0.0 cm/sec over a period of 2 minutes, the
temperature increases by 25*C from 46°C to 71*C. Fig. 4 shows
that a flow rate of 0.52 cm/sec maintains the temperature at the
face of the window in an approximate steady state equilibrium
value of 1160C. When the flow rate is reduced to 0.0 cm/sec in a
period of 100 seconds, the temperature at the face of the window
increases to 147 0C and finally reaches a high of 160*C. This
440C increase is shown to be completely reversible to the initial
value of 116 0C when the transpiration is resumed.

ii
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Figure 2. Transpiration flow verses pressure for three different
average pore radius samples stabilized to 180*C.
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Figure 3. Change in temperature verses transpiration flow and
time.

DISCUSSION

It is apparent from the observed transpiration flows that the
permeability of the porous glasses to He flow is quite high. As
permeability is a limited descriptive value, it is necessary to
determine the type of mean value it represents. Porous media can
be divided into two distinct categories, consolidated and
unconsolidated[9]. Unconsolidated media is composed of discrete
particles. Porosity in this media is dependant upon particle size
and type of packing. A consolidated media is one which the solid
structure forms a continual and generally permanent network.
Processes of making consolidated media include sintering,

ItI
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Figure 4. Change in temperature verses transpiration flow and
time.

deposition from solution, polymeric growth and selective dis-
solution. Type VI silica is a consolidated porous media. It has
been shown to possess virtually total interconnectivity[4].

The Reynolds numbers calculated for the He flow velocities
encountered in this study are on the order of 1 X 10-7 at low
pressures to 1 X 10-3 at higher pressures(10]. These values
indicate that the flow is laminar in nature[ll]. In addition,
since the flow speed of the gas is low throughout the system
compared to the speed of sound in the gas, the flow can be treated
as incompressible flow [11). If the length scale of the
transpiration gas flow is large compared to the mean free
molecular path, the gas can be treated as a continuum(ll]. If the
mean free path of the molecules is larger than the pore radius,
then Knudsen flow becomes a factor[12]. The pore size distribution
will become an important factor in any attempt at a complete
analysis of flow. Thus it appears for the most part there is an
incompressible laminar flow through a highly porous consolidated
medium of a gas which can be treated as a continuum.

These conclusions are supported by examining the flow data.
For this type of flow it is expected that the flow rate will
increase proportional to the pressure gradient across the sample.
Figure 2 shows that this is the case for the velocities reported
here and in fact is true for all values measured to date.
Scheidegger points out that for turbulent flow, the pressure
relates to throughput by a quadratic function[12]. Our results
appear to rule out turbulent flow in these samples.

CONCLUSIONS

We have presented evidence of transpiration through porous
Type VI sol-gel silica optical windows at rates higher than those
necessary for transpiration cooling in the proposed application
environment. In addition, there is evidence of convection cooling

I!
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due to gas transpiration through the window. Therefore, the
passage of gas through the window does have a cooling effect.
However, the experimental set-up does not permit achieving the
conditions necessary to prove that the flows and convective
cooling observed are sufficient for transpiration cooling as
generally defined. Additional studies are in progress to
determine the effects on the thermal boundary under conditions
closer to practical applications.
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PLASMA SYNTHESIS OF FINE CERAMIC POWDERS BY A NOVEL
COUNTER-FLOW LIQUID INJECTION METHOD.

P. Kong, T.W. Or, L. Stachowicz and E Pfender. Center for Plasma-Aided Manufacturing,
Dept. of Mech. Eng., University of Minnesota, Minneapolis, MN 55455, USA.

ABSTRACT

Ceramic powders of carbides, oxides, solid solutions of oxides, magnetic and
non-magnetic spinels, superconductors and composites have been successfully synthesized
in a thermal plasma jet reactor using a novel counter-flow liquid injecion plasma synthesis
(CF LIPS) method developed to overcome the problems associated with solid injection and
to realize the benefits of gas phase reactions and coumer-flow injection. Standard material
characterization techniques have been used for powder analysis.

INTRODUCTION

Liquid Injection Plasma Synthesis (LIPS) has been developed for achieving the
benefits of gas phase reactions and avoiding the problems associated with powder injection.
Although gaseous precursors are preferable they are severely limited for metals. LIPS offers
a number of significant advantages over solid injection plasma synthesis: (1) The availability
of liquid precursors for ceramics is extensive; (2) The reaction is essentially gas phase, fast
and complete; (3) The time required for complete evaporation of liquid droplets is
substantially shorter than for solids; (4) Complete control of the molar concetrations of liquid
reactants results in products with precise chemical compositions.

There are two types of LIPS, the parallel-flow [1,2] and counter-flow injection
[3,4,5.6]. A new approach, the counter-flow LIPS, provides additional advantages over the
parallel-flow LIPS method: (1) The heat transfer between the plasma and the liquid droplets
is substantially higher due to the higher relaive velocities between droplets and the plasma,
(2) The residence time for the liquid droplets in plasma is much longer (>lOOms). This
ensures complete evaporation of the liquid precursors, i.e. a gas phase reaction; (3) Large
recirculation zones are observed in the reactor which is important for particle size control;
(4) Long high temperature ddgs (>>2500K) exist in the reactor.

EXPERIMENTAL PROCEDURE

The experimental setup for the counter-flow LIPS reactor is shown schematically in
Fig.l. The reactor consists of a high power, swirl stabilized DC plasma torch operated with
Ar at atmospheric pressure. The typical power input for pure Ar plasma ranges from 9 to 30

sol. ga
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Fig. I DC counter-flow LISreactor and its operation.
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kW and incrase to hbghe values if diatonic gase awe added to the nm flow. Precursors
together with atomi-in guses ame iuietd against the plasma, flow for vaporization. A well
defined stagnation region is formed at the confluence of the two flows as shown in FIg. 1.
At the outflow of the confluence fine paricls nucleate from the supersatuated vapor.
Precurso preparsition, make use of soluble, metal nitrates for oxides and liqui Phane
uretal-organics such as alkoxide for carbides. The atomizizng gas is either 01 or compressed
air for oxides and Ar for carbides. The excess amount of carbon is controlled by using
Ar/CO 2 as atoniiing pies.

RESULTS AND DIISCUSSION

Tab" I is a summary of the powders made by the present methd.x Matreial
characterizations include X-ray diffraction, electrom microscopy, EDX. thrngavimetric
analysis for carbides, partcl sin analysis by centrifugal sedimentatio and BET. T,
measurements for superconductors and vibrating sample magnetonieter (VSM) for magnetic..
Some of the results are shown in FIgs. 2 to 4.

Table 1. SUMMA-RY OF VC COUNTER-LOW LIPS.

CARBDESB4C ,SiC and ZiC
OMMS A1203, M9O, NirO. COO, ?Zr,

Y2 %3. and C~eO
SOLID SLUDl1Q3 Y20 3 & CCOi:Y203 stabilized ZaO2

Co. Mg, Ni. and 7n aluminates
SPROMCo, Mg, Ni. Cu, and Zn frriftes

Co. Mg, Ni and Cu chrolnitesl
SUMCOMMCTORSa"Cu3s7i., Bi-Sr-Ca-Cu-Ox

( 2212 and 2223 phases)

The X-ray line profiles (ft. 2) indicate that the particle samn iscomparable for

different product gmop of powders. The particle morpholog as well a particle ain analysis

X-RAY PROFILES

-L I- L h-I2 ,I

....................

t0. 20. 30. 40. 50. Go. 70. 90. 90. 100

P~.2 X-ray line profle for variou comnpoinds.
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confrm the above. SEM analysis (Fig. 3) reveals that die majority of the particlesar
Spherical and have a narrow size distribution ranging from 0.5 to 1.5 Am. The roundness and
smoothunes of the surfaces for some of these particles suggest a liquid phase, growth process.

Beside$ spherically smooth particles, some condensed particles have also been observed
indicating that the newly formed particles act as nucleation centers for the incoming vapor.

FMg. 3 SEM micrographs for (a) ZjC, (b) 9 Y203:j0 2 (c) COAJ2O4 and (d) NiA 2O4.

T. measurements (Fig. 4) for Bi-Sr-CA-CuA0 superconducors indicate multiple phase
formation. Both type of the superconductors has substantial lower room temperature
electrical resuitivity than the reference standardi materials and both reach zeo resistance at
a slightly higher temperatur than the standards. The research on this group of materials is
still in progress.

000 SINTERED Bi2Sr2CaCuI2OX SINTERED Bi2Sr2CO2Cu3OX

0.009 
004

LJ0.00B 0i
0,007 REF. STANDRD001 O.STNDR

Z 0.*006
0.005 -

~20.00 0.00

En 0.0032- 004

0.000--4SM

-000) -

0 50 100 so0 200 220 30 0500 1;O 150 200 250 300

TEMPERATURE K TEMPERATURE K

Fig. 4 T measurements for the Bi-Sr-Ca-Cu-0. superconductors.

T7he magntic propertie meaurements performtred show that somne spinel behave likre
paramagnetic materials, others as a soft or hardI ferromagnetis. The saturation magnetirstion
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as a function of the applied magnetic fild is shown in Fg. 5.

0.023 omu w53 emu

COA1204 O@0

NIFeCO4

10000

Fig. 5 Magnetic measurements for the spinels.

SUMMARY

Counter-flow LIPS is a new prmuising process for powder synthesis. This process
holds substantial advantages over both the parallel flow UPS and the solid injection plasma
synthesis. Synthesis of carbides., oxides, magnetic and non-magnetic spinels, superconductor,
solid solutions and composites has been demonstrated. The powders synthesized by this
method will be used in future plasma sintering studies.
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MORPHOLOGY CONTROL IN PRECURSOR CERAMIC POWDER
PRODUCTION BY THE ELECTRICAL DISPERSION REACTOR

Michael T. Harris, Timothy C. Scott, Osman A. Basaran
and Charles H. Byers
Chemical Technology Division, Oak Ridge National Laboratory, Oak Ridge, Tennessee

ABSTRACT

The Electrical Dispersion Reactor (EDR) allows the continuous production of com-
posite oxide ceramic precursor materials. Silica particles in the form of highly porous
shells are produced by the hydrolysis of tetraethylorthosilicate as the continuous phase
and water-ammonia as the disperse phase, reflecting the diffusion of the silicon moiety into
the dispersed phase. Alternately, denser silica particles result when aqueous solutions of
sodium metasilicate are dispersed in a continuous phase containing acetic acid in 2-ethyl-
1-hexanol. Additionally, spherical particles in the size range 0.1 to 2 microns are produced
from the dispersion of aqueous solutions containing cupric chloride or a mixture of cupric
chloride, yttrium nitrate, and barium nitrate (3:1:2 molar ratio) into a continuous organic
phase containing ammonia.

INTRODUCTION

The dispersion of liquid drops by an intense electric field has been investigated for
many years (1,2). In recent years, this technique has been used to develop electrically
driven solvent extraction devices which produce controlled emulsions consisting of micron-
size drops in a continuum (3). Likewise, the electrostatic atomization of liquid droplets into
air to form micron-size ceramic powders has also been investigated (4). It is the purpose
of this study to investigate the formation ceramic precursor particles in a liquid-liquid
system where the drops are highly conducting aqueous solutions and the continuous phase
is a non-conducting organic solvent (e.g. 2-ethyl-l-hexanol). The device in which this
occurs is called the Electrical Dispersion Reactor (EDR). This device was investigated for
synthesizing micron size porous shells and dense spherical particles of single component
and mixed hydrous oxide particles in organic solvents. Particles synthesized in organic
solvents tend to form soft agglomerates which are easily redispersed by ultrasonication.

EXPERIMENTAL

Figure 1 shows a schematic of the EDR. The basic concept of the EDR involves the
creation of a microreactor in the form of micron-size droplet within a liquid continuous
phase. A drop containing an aqueous solution is introduced between electrodes on which
is imposed an intense, pulsing, dc electric field (6 to 10 kV/cm and pulsing frequencies
between 1 to 3 kHz). Under properly selected conditions the drops are shattered, creating
an emulsion consisting of micron-size droplets in a close size range. This is used as the
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basis for a reactor, with some of the reactants present in the continuous phase and some
in the drops.

POWER POWER PUTRAII CO.IWUOUS DISPERSE
SUPPLY SUPPLY PHASE PHASE

Figure 1. Configuration of the Electrical Dispersion Reactor, which incorporates an
electrostatic filter on the continuous phase recycle stream.

Two modes of operation have been tested. In the first mode, the continuous phase was
an alkoxide (tetraethylorthosilicate, TEOS) and the drops contained 0.7 MI NH, OH . The
second mode involved placing the precipitation agent (acetic acid for sodium met asilicate,
or ammonia or oxalic acid for metal salts) in the continuous organic phase (2-ethyl-i-
hexanol) and the metal, in the form of a metal salt (sodium metasilicate, cupric chloride,
yttrium nitrate, barium nitrate, or aluminum nitrate) in the aqueous drop.

After the particles had formed, the particles were removed by centrifugation and
washed several times with ethanol. The particles were then dried for 24 hours. The
particles were imaged before and after the washing and drying steps by either scanning or
transmission electron microscopy.

RESULTS AND DISCUSSION

Figure 2 shows the particles produced from the diserion of aqueous drops consisting
of 0.7 MI NH4 OH into the TEOS continuous phase. Thes particles are the result of the
collapse of porous spherical shells. Initially, TEOS reacts with the surface of aqueous-
ammonia drops to form silica. Since TEOS is immiscible with water, the diffusion of the
TEOS into the interior of the particle is inhibited and a silica shell is formed. When the
particles are dried without washing or are washed with ethanol, the water is removed from
the interior of the drop and it collapses. These particles are similar to powder aerogels
with respect to their high porosity. Particle diameters were a few tenths of a micron.

Denser particles are formed when the metal is put into the aqueous phase, as is
shown in Figures 3 and 4. Silica particles are formed from the reaction of aqueous sodium
metasilicate in drop, with acetic acid in a 2-ethyl-l-hexanol congirnuous Phase (Figure
3). In Figure 4, cupric chloride, yttrium nitrate, and barium nitrate salts contained in
aqueous drops react with hydroxide ions, which ane formed when ammonia diffuse from

A-_____



the continuous phase (2-ethyl-l-hexanoi:ethanol) into the droplets. Since all reactants are
very soluble in the aqueous phase, diffusion is fast and precipitation occurs throughout the
microdroplets. In most cases, the precipitated hydroitý metal oxides remain in the aqueous
phase since they are insoluble in the continuous organic phase. This is very attractive for
the synthesis of mixed metal oxide particles because there is homogeneity on the Micron
to subzmcron level.

4uox

Figure 2. Silica particle produced in the EDR 10.7 NH4 OH (dispersed phase) and
TEOS (continuous phase)].

Figure 3. Silica particle produced in the EDR Isodiam, metasilicate in water (dispersed
phase) and acetic acid in 2-ethyl-1-hexanol (continuous phasefl.

ta



Figure 4. Particles produced in the EDR containing hydrous oxides of Y-Ba-Cu (approx.
1:2:3 molar ratios).

CONCLUSIONS

These tests have shown that the synthesis of submkron- to micron-size hydrous metal
oxide ceramic precursor particles can be formed by imposing intense, pulsing, dc electric
fields on a conducting liquid drop suspended in a nonconducting liquid. The characteristics
of the particles can be changed by strategically locating the reactants in the proper phase.
Future experimental work will involve larger-scale synthesis of powders in the EDR and
comparing the sinterability, composition, and the ability of these powders to produce
improved ceramics to precursors produced by other methods. Moreover, theoretical work
is underway to shed light on the mechanisms of drop/particle formation from orifices in
electric fields by finite/boundary element analysis (cf. 15]).
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DC Plasma Synthesis of Aluminum Nitride Ceramic Powders

ZL.P..Lu and E. Pender

Department of Mechanical Engineering
University of Minnesota

Minneapolis, Minnesota 55455, U. S. A.

A novel Triple DC Torch Plasma Reactor (TrPR) has been developed for the plasma
synthesis of fine ceramic powders. The reactor consists of three identical plasma torches. The
plasma jets from these torches form a converging plasma volume into which the starting
powder is fed. The"mxldynamic equilibrium calculations have been performed for predicting the
behavior of an aluminum-nitrogen system. Aluminum nitride has been synthesized by using the
TrPR operating in the non-transferred mode. Product characterizations indicate that single
hexagonal phase AIN ceramic powder has been obtained.

INTRODUCTION

AIN ceramics have a relatively high thermal, but very low electrical conductivity [ 1], and
they have approximately the same thermal expansion coefficient as silicon [2]. Because of these
properties this material is attracting increasing attention in the electronic packaging industry [3].
This man-made ceramic material has been synthesized by carbothermal reduction of alumina.
Thermal plasma synthesis of AIN has been studied over the past decades because the unique
features of thermal plasmas, such as high energy content and controlled atmosphere, are useful
for producing a high purity product A brief review of the history of thermal plasma synthesis
of AlN has been given in a previous paper [4].

In the present work, AIN has been synthesized in a novel Triple Torch Plasma Reactor.
The characterizations of the product agree with the predictions from the equilibrium
thermodynamic considerations. Single hexagonal phase AIN is confirmed by X-ray powder
diffraction and TEM micrographs. Both TEM and centrifugal sedimentation reveal that the
powder produced has a submicron median size (number-wise).

EQUILIBRIUM MODELING OF THE SYNTHESIS

A computer program, SOLGASMIX-PV 10
[5], was used for calculating the chemical I Mole Al + 0.5 Mole N2 P = tm.1
equilibria of a nitrogen-aluminum system 1( 9,•
with various aluminum to nitrogen ratios. NAG2(O)
The results show that for the system with an
aluminum to nitrogen mole ratio smaller than t E-(G)
0.5, the reaction 2 Al + N2 -4 2 AIN is . (S) AI+(G)
complete. One of the computational results is • 1
shown in Fig. 1. The results also show that AN
AIN is the only solid phase product below I
2700 K, i.e. complete conversion is possible.
Because there is no liquid phase of AIN, gas 1000 2000 3000 4000 5000 6000
phase AIN begins to sublimate at a Temperature (K)
temperature of 2700 K and a proper
quenching temperature around 2500 K is Fig. 1: Equilibrium Composition
suggested. of an AI-N System

EXPERIMENTAL SETUP AND RESULTS

Due to the short residence time in the plasma region, full evaporation of the solid
particles, which is essential for vapor phase reactions requires small particle sizes (micron
size). However, feeding of such small powder of raw material represents a severe problem due
to the high viscosity of thermal plasmas. To improve penetration of culates into a thermal
plasma, the TTPR [4) has been developed for the synthesis of fine ceramic powders.
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The heart of the system consists of three
identical DC plasma torches each of which can
operate at a power level of 3 - 30 kW. These iIud " Maws

three torches are connected to a linkage which
provides tilting as well as longitudinal motion. Prturw
The linkage system is mounted on a water
cooled flange which sits on top of a vacuum
chamber (Fig. 2). The torches penetrate into
the chamber through three flexible welded
metal bellows, which offer the necessary Fading T•be• .TW Mlm,

flexibility for changing the orientation of the r. •,I
torches, ensuring at the same time vacuum
tightness of the chamber. The operating
conditions were as follows: for each torch,
current I = 300 A, voltage V = 60 V. argon
flow rate = 6 liters/min, nitrogen flow rate = 7
liters/min. The carrier gas and sheath gas for
the powder feeding were nitrogen with flow
rates of 3.5 and 5 liters/min, respectively. The
reactor vessel was evacuated to 10-2 torn and

back filled with argon before starting the CUP
plasma torches. The reaction was performed at
atmospheric pressure. The powder feed rate
was far below the stoichiometric value to & ,
ensure a nitrogen-rich environment for the
completion of the reaction.

AIN ceramic powder has been produced
using the TTPR system operating in the non- Fig 2: The Linkage and the Reactor Vessel
transferred mode. The plasma jets were
coalescing forming a temperature valley in the center (Fig. 3). The aluminum powder was fed
through a water cooled feeding tube into this region. The powder used is ALCOA aluminum
powder with a median size of I to 2 pm. Nitrogen was used as the carrier and sheath gas for
introducing the powder into the plasma.

The product was collected from a quartz tube downstream of the plasma jets. The powder
was white and very fluffy. X-ray diffraction was used to identify the phases in the final

product. The result is shown in Fig. 4 and this
result was compared with standard X-ray
diffraction data. Figure 4-a corresponds to the
sample collected from the quartz tube which is
located 15 cm downstream from the
converging point of the plasma jets. Except for
the hexagonal phase with peaks at 33.20,
36.00, 37.90, etc, the X-ray results also show
the existence of the cubic AIN which has peaks
at 45.80 and 66.90. The characteristic aluminum
peak (at 38.50) is very low compared to the
AIN peaks indicating that only very little
aluminum remains unreacted in the final
product. Figure 4-b corresponds to the sample
collected from the quartz tube which is located
5 cm downstream from the converging point of
the plasma jets. It can be seen that the ultrafine
particles ae greatly reduced as indicated by the
low base line intensity of the diffraction
pattern. The cubic phase of AIN is basically
eliminated due to the lower quenching rate
caused by the relocation of the quartz tube. The
close distance between the quartz tube and the

Fig. 3: Three Coalescing Plasma Jets plasma region keeps the quartz tube red hot.

____I



S.... " .... '.... The unreacted aluminum'' Product COb.d ktm" content is also eliminated
=.=5 cn Down- in this case.

stTOM of#* tFigure 5 shows the
U!TEM micrographs of the
I If product. Figure 5-a

shows a singlef hexagonal shapedparticle. The size of this

,,- . i particle is about 370 nm.
* | 1 Figure 5-b shows an

hexagonal platelets while
Fig. 5-c reveals some of
the sintered hexagonal

""... " ' platelets. This is

.probably due to
IProdWc coilecWtom ~ otnosepsure of

4=+3 Ouwm Tube 5 em Down- particles deposited on the
b) stream of ft P a quartz tube to high

temperature for a

13.03 relatively long period of
time. Figure 6 shows the

I |powder size distribution
j ~ obtained by centrifugal

23.o0. 1 sedimentation. It shows
both distibutions by size• !; as well as by mass. Ile

I inumber-wise median is
about 0.3 pm while the
mass-wise median is

about 21Lm. This result
m0o o 0, 3 40M •,• m• 7OBD WW S matches the visual

observation from TEM.
Fig. 4: X-Ray Diffraction Profiles of Products

(a) (b) (c)
(a) A Single Particle;
(b) An Assembly of Particles;
(c) Partially Sintered Particles;

Fig. 5: TEM Micrographs of AIN Powder
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Fig. 6: Size Distributions of AIN Powder

CONCLUSIONS

Plasma synthesis of AIN with the ITPR has been demonstrated. Both X-ray diffraction
and TEM show that the hexagonal phase AIN was obtained. A nitrogen-rich atmosphere is
crucial for the completion of the reaction. The positioning of the collection surface has a large
effect on the phase composition of the final product. Hotter surfaces reduce the formation of
the cubic phase of AIN due to the reduced quenching rate. The TEM and centrifugal
sedimentation reveal that the powder produced has a submicron median size (number-wise).
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EFFECT OF NITROUS OXIDE GAS ON CVD DIAMOND FILM DEPOSITION

H. KOINUMA, M. YOSHIMOTO, Y. TAKAGI, A. B. SAWAOKA, T.HASHIMOTO*, T. NAGAI**, and T. SHIRAISHI**

Research Laboratory of Engineering Materials, Tokyo Institute of
Technology, 4259 Nagatsuta, Midori-ku, Yokohama, 227 JapanDepartment of Industrial Chemistry, Faculty of Engineering,
Tokyo University, 7-3-1 Hongo, Bunkyo-ku, Tokyo, 113 Japan

Department of Communications, Faculty of Engineering, Tokai
University, 1117 Kitakaname, Hiratsuka, Kanagawa, 259-12 Japan

ABSTRACT

The addition of nitrous oxide (N2 0) gas in the hot-filament
chemical vapor deposition of carbon film from mixtures of me-
thane and hydrogen was found to increase remarkably the content
of diamond structure in the film. Increased particle size and
crystal orientation parallel to the (111) direction were also obtained by the
N20 addition. Mass spectrometry revealed that the vapor phase reaction was
scarcely affected by the N2 0 addition.

INTRODUCTION

Diamond film preparation from the gas phase has been achi-
eved by various chemical vapor depositions using rf plasma[l],
microwave plasma[2], dc arc[3] and hot filament[4]. Among them,
hot-filament CVD is a simple and low cost prc'-s and can be a
practically useful method if the formation of adiamond phase
could be accelerated and purified by a catalytic effect of addi-
tives. Kawato and Kondo reported that the addition of oxygen to
a mixture of methane and hydrogen was effective for increasing
the diamond phase fraction in the film, although significant
amount of amorphous phase still remained(5]. In this study, the
effect of nitrous oxide gas (N2 0) addition was examined in thehot-filament CVD of carbon films from mixtures of methane and
hydrogen. The oxygen radical which could be easily generated by
the decomposition of N2 0 was presumed to be more effective
than molecular oxygen for the production of diamond phase. N2 0
has the N-O bond dissociation energy (197.6kJ/mol) lower than
the 0-0 bond dissociation energy (490.4kJ/mol) of molecular
oxygen. An attempt was made to investigate the gas phase reaction
by mass spectroscopy.

EXPERIMENTAL

Figure 1 shows the schematic diagram of hot-filament CVD
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Figure 1 Schematic diagram of Figure 2 Raman spectra of the
"hot-filament CVD apparatus. films prepared at various

N20/CH4 ratios.

apparatus used in this study. Typically, a mixture of 1.5sccm of methane and

50sccm of hydrogen was introduced to the chamber. The molar ration of N20 to

CH4 was varied from 0 to 10Z. The temperature of tungsten filament was kept

at 2300 C, as measured by a two-color bend-type pyrometer (Chino Works, Ltd.,

IR-AQ model). The substrate, Si(lll), was placed .2ms below the filament and

heated at 750*C. The reaction was carried out at 100 Torr for 4 hours. The

gas phase species between the substrate and filament can be introduced into a

quadrupole mass spectrometer (SKK Vacuum Engineering Co., Ltd., model

SELECTOR 100) through a 0.Ma diameter orifice. The amounts of diamond and

amorphous carbon in the films prepared were evaluated by Raman spectroscopy,

using a JASCO-NR1 100 model. The crystal structure, morphology, and com-

position of the films were analyzed by x-ray diffraction (XRD: MAC Science

MXp3 ), scanning electron micrography (SEK: JEOL JSM-l00), and x-ray photo-

electron spectroscopy (XFS: JEOL JPS-80), respectively.

RESULTS

Figure 2 shows the Raman spectra of films prepared at various N2 0/CH4

ratios. The peak at 1333cm-
1 

is assigned to diamond and the broad peak

around 1500cm-
1 

to amorphous carbon. At the 32 addition of N2 0, the maximum

intensity of the diamond peak and the minimum intensity of the amorphous peak

were observed. Figure 3 shows SEK images of the film prepared in the absence

_ _ _



(a), and in the presence of 3% N2 0 (b) and 6% N2 0(c). Ball-like
grains with diameters near 40um were observed in the film
prepared without N2 0 addition, whereas diamond-like crystalswith
an 800m diameter were clearly observed when 3% N2 0 was added.
a further increase of N2 0 concentration to 6% decreased the dia-

meter of the particle to about 5OJm. When the CH41H 2 ratio was in-
creased to 6%, graphite was preferentially obtained even in the
presence of N2 0. XRD analysis verified that the intensity of the
diamond (111) peak was remarkably increased by the 3% N2 0 addi-
tion. The contamination of nitrogen in the films was not ob-
served by XPS measurement.

DISCUSSION

In order to evaluate the relative concentration of diamond
to amorphous carbon semi-quantitatively,the area ratio of Raman
peak of diamond to that of amorphous carbon was measured.
Figure 4(a) shows the dependence of both the peak area ratio and

0 1.0 (a) 80
-A4 70 4~0.8 N

60
• 0.6 A

406 50~
-0.4-u

- A 400.2 
0.3

4.4I I I I I I I

S 0 23 4 6 8 1o

N2 0/C54 il)

Figure 4 (a) Dependence of the
area ratio of the Raanpeak for dia-

mond to that for amorphous carbon(0) and the particle size (A) on
N2 0/CH4 ratio. The results of 02
addition are also shown by open
circle (area ratio) and open tri-
angle (particle size).

(b) Dependence of partial pressure

Figure 3 SEM image* of the of species detected by quadrupole
mass spectroscopy on N20/CH4 ratio.films prepared with N20,CH4  Mass numbers are 2(0), 1 5WA), andratios of (a) 0, (b) 3%, and 16(C3).

(c) 6%.

S... ... . • .. .i



864

the particle size, estimated from SEM image, on the N2 0/CH4 ratio

in feed. Increasing the N2 0/CH4 ratio up to 3% increased both

the diamond concentration and the particle size of the depo-

sition. However, further addition of N2 0 decreased the diamond

concentration and particle size. As is also shown in Fig.4(a),
3% 02 addition was less effective for increasing diamond content

than N2 0 addition. To explain this, a modification of gas
phase reaction or an activation of surface reaction such as
etching of amorphous carbon can be considered. Quadrupole mass
spectrometry was conducted to check the former possibility.
Figure 4(b) shows the partial pressures of mass number 2(H 2 ),
15(CH3 : cracking pattern of CH 4 ), and 16(CH4 ). The amounts of
these species were almost unchanged in the reaction systems of

various N2 0/CH4 ratios, indicating no visible change in the
vapor phase. It is more probable that N2 0 and/or its decomposed

species activate a surface reaction reducing the amorphous car-
bon content.

Thus, N2 0 additions were found effective for increasing dia-
mond phase in the films prepared from a mixture of CH 4 and H2 by
hot-filament CVD method.
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SUPERCONDUCTING FIBERS FROM ANHYDROUS METAL CARBOXYLATES
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Engineering, University of Washington, Seattle, WA 98195

ABSTRACT

A variety of anhydrous Y, Ba and Cu carboxylates were synthesized and screened for utility

as spinnable precursors to 123 superconducting fibers. Simple extrusion studies demonstrate

that THF solutions of mixtures of Y, Ba and Cu isobutyraws with some Ba 2-ethyl- hexanoate

can be used to form 70 pim dia. precursor fibers. Following a curing at 150 0 C for 24-48 h,

pyrolysis of these fibers in air to 900°C, with controlled heating rates, gives dense, flexible

ceramic fibers 15-20 jim in dia. These fibers have the appropriate orthorhombic phase. Flux

exclusion measurements indicate the fibers are superconducting; but ATc is not optimal.

INTRODUCTION

The rush to develop practical applications for the new, high Tc superconducting ceramic

oxides has led to tremendous advances in thin film processing with respect to reproducibility,
phase purty and high "c- 1'2 By comparison, bulk materials lag far behind. There are many

reasons for this, but the need to develop high J0 bulk materials is the primary obstacle.3

In principle, the development of superconducting fibers or wires should offer a transition

between thin films and bulk because the dimensions required to obtain flexibility and mechanical

strength in ceramic fibers are within an order of magnitude of the dimensions of the thin films.

Unfortunately, there are no generally accepted or straightforward methods for the fabrication of

thin, oxide ceramic fibers of any type. Consequently, progress in this realm is relatively slow by

comparison with the processing technologies being developed for thin film applications. 4 -9

One major objective of our research program is to develop standard processing methodology

for the design, syntlesis and processing of organometallic preceramic polymers into oxide and

non-oxide ceramic fibers. In this paper, we present an overview of our recent efforts to develop

anhydrous metal carboxylate precursors to the YBa2 Cu3O7 .,, 123 superconducting oxide

ceramic. More detailed studies will be presented in a series of papers published elsewhere1 0 -12

RESULTS AND DISCUSSION

We have examined the utility of metal carboxylates as precursors to 123 fibers because they
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offer several advantages over aol-gel processing approaches. In particular. their rheological
properties are controlled by electrostatic and mechanical crosslinking intractions rather than

hydrolyticafly induced crosslinling. These same crosslinking mechanisms permit effective

atomic mixing of the metal components in the Fwcso polymrs. In contrst, atomi mixing
in sol-gel processing, especially of multicomponet oxides, is often difficult to obtain because

the hydrolysis rates of the various alkoxide speces frequently differ by orders of magnitude.1 3-1 5

Furthermore, close control of drying does not play a role in carboxylate processing of ceramics.

Metal carboxylates offer additional advantages including: (1) ease of synthesis, (2) stability to
02 and H20, (3) structural diversity for manipulating precurso rheology and, (4) the possibility

of forming multimetallic clusters, e.g. CuSr2(HC2)6-8H20 and CuSr(HCO2)4.16.17

Mixed-rmetal carboxylates are potentially valuable for synthesizing 123 preceramics wherein a

portion of the multimetallic oxide superstructure of the superconductor product is preformed.
These precursors should greatly facilitate conversion to the final ceramic product. Indeed, Sauer

et al have recently reported a related complex that may offer just such utility.18

Finally, a number of research groups have already demonstrated tht the metal carboxylate
'soaps" can be used very successfully to make thin films. Unfortunately, the simplest soap
system, the all octanoate or 2-ethylhexanoate system does not provide access to intact ceramic

fibers; although, it permits drawing of thin self-supporting precursor fibers. The primary
problem appears to be the excessive volume changes that occur during pyrolytic conversion. It is

these changes that lead to complete destruction of the precursor fiber during pyrolysis.
Consequently, we have sought to prepare metal carboxylate precnrsors that offer the excellent

spinnability of the 2-ethy/hexanoete system but with higher density and higher ceramic yields.

Higher densities and ceramic yields will reduce volume changes and thereby reduce the stresses

that are incurred during the densification processes. The end result should be intact ceramic

fibers.-
19-2

Syntlhes
The first step in the process was to develop clean synthetic routes to anhydrous carboxylates

of all of the metals involved in the 123 system. Although, all of the carboxylates are stable to

water, the anhydrous requirement stems from the desire to avoid "melting". The hydrates, when

heated to the point of dehydration, generate sufficient quantities of free H20 which partially
dissolves some of the carboxylates. 21 This dissolution gives the appearence of "melting" and

causes segregation.22
The following routes are extremely effective for the one-pot synthesis of metal carboxylates:

Ba + 2RCo 2 H t-ce WEO C- > H2 + Ba(O2CR)2 (1)

Y + 3RCO2H trU= HaQJ2/F reflux - 1.5H2 + Y(O2CR)3  (2)

I
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CuO + 2RCO2H + (RCO 20 &YIMC&Guy RCOýH + Cu(o 2CR)2  (3)

Cu(O2CR)2 + Cu Foil CH3CN/flu > RCO2 H + 2Cu(O2 CR) (4)

Preparation directly from high purity metal permits the synthesis of pure carboxylates and

offers the opportunity to prepare very pure 123.

pbydsicheia * -aateiTn of CarbXvlate

Although, we have prepared upwards of 30 different complexes, 10-° we will focus here on

the metal isobutyrates as these complexes offer nearly optimal properties for processing

precursor fibers and then superconductor fibers. Purity of the complexes was established by

chemical analysis and confirmed by thermogravimetric analysis (TGA, Table 1).

We have assessed a variety of carboxylate mixtures as to ceramic yield, solubility and

"spinnability" and find that the following 11:1:3 stoichiometric mixtures provide the best

properties:

Y(O2 0CHMe2)3 : Ba(O2 CMe2)2: Ba[I 2 CCH(EtXCH 2)3CH3] 2 : 3Cu(O2 CCHMe2)2

Y(O2CCHMe2)3: Ba(O2 CHMe)2: Ba[O2CCH(Et)(CH2)3(' 3]2 :3Cu(0 2  Ne,2)

C~alaa~d Ceanc il Deco ..~mm " Po tProduct

Wt. % (Theory) % Metal (Theory)

Ba(O2CCHMe2)2 61.4(63.4) 70.6(69.6) BaCO3

Ba[O2CCH(Et)(CH 2)3 CH3 ]2  45.9(46.6) 70.4(69.6) BaCO3

Y(O2 CCHMe2)3  32.2(32.2) 78.8(78.7) Y20 3

Cu(O2CCHMeC) 2  29.5 (33.5) 78.5(79.9) CuO

Table 1. TGA results for Selected Metal Carboxylates Heating rates used were

SOCmin in air to 9000C. a. Determined by chemical analysis.

We actually extrude rather than spin mixtures of these complexes dissolved in THF.

Typically, 5 g of a stoichiomutrically correct mixture of the various monomers will dissolve in 4

ml of THF if a few drops of isobutyric acid are added. Fibers for this study were exmaded using
the high pressure extruder shown schematically in Figure 1. Extrusin rate is controlled by

________I



controlling the gas pressure at the top of the extruder (normally 200-300 psig).
The extruded fiber leaves 140 pm diameter spinneret and undergoes self-drawing such that

at 0.5 m below the spinneret hole, a 70 ipn dia. fiber can be "collected" across a square dowel
framework with a spacing of approximately 10 cm. Thicker or thinne fibers can be collected by
carefully choosing the distance from the spinneret.

The extruded fiber is allowed to "dry" for several hours to days at room temperature prior
(see Figure 2) and then "cured" at 150*C. The curing process crosslinks the fibers prior to
pyrolysis.

.0 Swagelok

* 

6 6 2 .5 
m m 

I n l e t

Brass Tube, 26 mm 0D.

25 cm
Teflon Plug

Spinnable polymer

.74 ....... 0 W~~0*

A Orifice

Standard
Swagelock Cap

Figure 1. High Pressure Extruder Made From Swagelock Fittings.

FIgure 2. 123 Metal Carboxylate Precursor Fibers. 70 pam dia. fibers, extruded from a
Y(O2CCHMe2): Ba(O2 CCýe: Ba[O2CCH(EtXCH2)MeJ 2: 3Cu(0 2CCHMe2)THF

solution.
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Coincident with the spinning studies, studies were conducted to establish the decomposition
patterns of the individual components of the two spinnable systems as a function of temperature

and reaction atmosphere. The decomposition ranges for the various compounds are shown in

Table 2. The Cu (U) system TGA is shown in Figure 3.

CA11onnsI1 02 (°C) AI.(°C) D12 (0c)

Y(O2CCHMe2)3  230-270 230-290 300-420

Y[O2CCH(Et)(CH 2)3CH 3]3  170-230 230-300 350-480

Ba(O2CCHMe2)2  260-315 250-340 250-510

Ba[O2CCH(Et)(CH 2)3CH3]2  240-270 250-335 300-480

Cu(02CCHMe2)2 190-240 220-250 245-270

Table 2. Decomposition Range for Selected Metal Carboxylates. Heating rates were
50C/min to final temperature of 9000C. Cu(O2CCHMe2)2 decomposes to CuO and the Ba

carboxylates decompose to BaCO3 even in N2.

100.0.

90.0.

60.0.
- 70.0,

60.0-

40.0- 37.3%

100.0 200.0 300 400.0 M0.0 600. 700. 600. 900.
Temperature (OC)

Figure 3. TGA of Cu (11) Spinning Mixture in Air. Heating rate 50C/min to 950*C.
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The TGAs of Ba isobutyrate and 2-ethyihexanoate are similar. Both convert in air, to

BaCO3 at 230-350'C, but never convert to the oxide even at 9000 C, as expected. The yttrium

isobutyrate TGA is clean, it decomposes in air over the range of 240-2900 C. However, in 02,

yttrium isobutyrate literally bums as was confirmed by DTA studies.1I

The Cu isobutyrates behave quite differently. The Cu (U) derivative decomposes at

180-2300C and the Cu (1) derivative decomposes at -130-190*C. In each case, initial weight loss

is followed by a sizable weight gain. This behavior is indicative of initial reduction to copper

metal followed by reoxidation to CuO or Cu2O. The formation of Cu metal is consistent with the

XRD results for pyrolysis of the Cu (UI) system in N2. In the latter case, no oxygen is available

and copper metal is observed at as low as 300*C. In contrast, the XRD of a sample heated in air

(Figure 4) shows no sign cf copper crystallites nor is there evidence for extraneous phases.

KI0S
2.50

2.25

2.00

I1 1.76

j! 1.50

1.26

"n.oo0 1.6 32.0 3-2 4:. o 34.6 35.0

0.76

0.50

20.0 20.0 30.0 26.0 40.0 46. W0.0 S5.0 g0.0

20

Figure 4. XRD of Cu (H) Spinning Mixture Heated to 950VC in Air at 10 CPnin.

The Figure 4 XRD displays a standard splitting at 32.50 20 indicative of an orthoricnmbic

phase. As discussed elsewhere,1011 this is insufficient proof of superconducting properties.

We rely on flux exclusion and conductivity measrements for proof of superconductivity.

Eyigy Of Fibers. Following extrusion and cure, the fibers can be heated slowly

(0.2-0.50Cranin) to 5O00C to remove the major portion of the organics. The 5000 C fibers appear

dense and do not exhibit any microsinicir. Final heating so 90OPC provides a relatively dense

fiber- 15-20 jAm in diameter with grain sizes <1 pm (Figure 5). If heating is too rapid or too

high (930TC), then one obtains fibers that exhibit large voids, melting or excessive grain growth.

Thus, precise control of pyrolysis conditions is necessary to ensure high quality fibers.

The fibers obtained in this fashion exhibit superconductivity with onset at 90K and zero

resistance at approximately 77K.23.24 Fibers of 10 lim diameter can be produced with lengths of

_ _ _ _ _ _ _ _ _ _
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up to 5 cm. These fibers can be bent 90P. Reproducibility remains a very significant problem as

it is difficult to control the beating rates at the appropriate limes and temperatures.

Figure S. SEM Image of Precursor Fiber Heated to 9WC. Heating rate 0.50C/ain to

5000C and 10C/rin to 9000C.
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FABRICATION OF SUPERCONDUCTING Bi-Sr-Ca-Cu-O OXIDE FILMS USING
THE METAL ALKOXIDE METHOD

SHINGO KATAYAMA AND MASAHIRO SEKINE
Colloid Research Institute, 350-1 Ogura, Yahata-higashi-ku,
Kitakyushu 805, Japan

ABSTRACT

Superconducting films in the Bi-Sr-Ca-Cu-O system were
fabricated using metal alkoxides. To make a mixed alkoxide
solution into a dip-coating solution, insoluble Cu alkoxide
was modified with 2-dimethylaminoethanol and insoluble Bi
alkoxide was dissolved in the presence of Ca and/or Sr
alkoxides. The structures of these alkoxide derivatives were
studied by FT-IR, IH-NMR, and EXAFS. The film with Te(zero)
=115K was fabricated using the alkoxide solution with a r.ominal
composition of Bi:Sr:Ca:Cu=2:2:3:4.

INTRODUCTION

Bi-Sr-Ca-Cu-O films have been fabricated using the metal
alkoxide methodtl,21, because of advantages for obtaining shaped
materials such as bulks, films, and fibers, as well as pure
and homogeneous products. For applying this method for
fabricating Bi-Sr-Ca-Cu-O films, a homogeneous solution of
alkoxides is first prepared as the starting solutiot. However,
it is difficult to prepare this solution due to the insolubility
of Cu and Bi alkoxides in common organic solvents. In the case
of Cu alkoxides, there are some reports that Cu alkoxide is
chemically modified so that it can be dissolved in organic
solvents[3-5], but little is known of the structure of modified
alkoxides and the effects of modifiers. In the case of Bi
alkoxides, the preparation of an alkoxide solution in the
Bi-Sr-Ca-Cu-O system has been reported[l,2], but without any
discussion on the solubility in,:rease of Bi alkoxides.

In this paper, a solution of Bi, Sr, Ca, and Cu alkoxides
was prepared and the mechanism of solubility increase of Cu
and Bi alkoxides is discussed Furthermore, Bi-Sr-Ca-Cu-O films
fabricated using alkoxide solutions with various compositions,
and their superconductivities were characterized.

EXPERIMENTAL

I mol of Cu(OCH3)2 was modified using 2 mol of 2-dimethyl-
aminoethanol to dissolve in ethanol. The structure of the
modified Cu alkoxide was investigated using 1H-NMR and EXAFS.
Bi(O-iC3 H7 ) 3  was dissolved into an ethanol solution of
Ca(OC2Hs)2 or Sr(OC2H5)2. The clear homogeneous alkoxide
solution obtained at a (Ca or Sr)/Bi molar ratio of 0.5 was
isolated by evaporating the solvent under reduced pressure
to give a solid product. These alkoxide derivatives were
analyzed by FT-IR.

Fig.l shows the process for the fabrication of
Bi-Sr-Ca-Cu-O films. The fired films were examined using XRD
and SEM. The resistivity of the films was measured by the
conventional four-probe method.

Met. Res. Sm. Symp. Proc. Vol. 180. 01M Meterials Research Society
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lee.
CaoCfS, i-SrCa-),Cu-.OH f.(Oims. ECSspctaO+4u(/H)

and modified Cu Calkoxide
15 %

The phase shift was not
considered.

RESULTS AND DISCUSSION

Preparation of homogeneous alkoxide solution

Cu(OCH3)2 is insoluble in common organic solvents, but
the addition of 2-dimethylaminoe ~hanol to an organic solvent
made it soluble. The results of 'H-NMR spectra of the modified
Cu alkoxide revealed the formation •f Cu[OCH2CH2 N(CH3 ) 2] 2 by
an OR-substitution reaction of Cu(OCH3)2 with2-dimethylaminoethanol. Fig.2 shows the Fourier transform of
the EXAFS spectrum of Cu(OCH3 )2 and that of the modified Cu
alkoxide. Cu(OCR3 ) 2  had two distinct peaks, one located atthe same position as that of CuO and corresponding to the
nearest oxygen atoms of Cu neighbors, and another corresponding
to the nearest copper atoms of Cu neighbors because of the
highly polymeric structure of Cu(OCH3)2(6m. In the modified
Cu alkoxide, however, only a single peak appeared at the same
position as the first peak for Cu(TCH3)2. These results mean
that the modified Cu alkoxide exists in a monomeric form as
a result of the OR-substitution and can dissolve in a solvent.

Bi alkoxides are also insoluble in organic solvents and
usual chemical modifiers such as a-diketones, #-keto esters,
and alkanolamines are ineffective for increasing its solubility.
Addition of Ig of Bi(O-iC3 H7 ) 3 to 50ml of an ethanol solution
of Ca(OC2HS)2 or Sr(uC2tu)2 gave a clear solution at a (Ca
or Sr)/Bi molar ratio of 0.5 or above, although a suspension
was otained less than a (Ca or Sr)/Bi molar ratio of 0.5.
A possible explanation for this is as follows: double alkoxides
are generally much less associated in organic solvents than
the component alkoxides, and thus show a fair amount of
soludility in a solvent[7]. Also, the association of
Bi(O- iC3 H7 ) may be destroyed by the formation of a double
alkoxide(MBi2(OR)8 H-Ca or Sr). The a -IR spectra of te Bi-Ca
alkoxide derivative had an absorption band at 62hcm"u which
was not found in the spectra of Bi(O-iH)3, Bi(Ol r Ht) 3 , and
Ca(oC2Hs) 2 . Also in the case of to Bi-s : a doxde rivatlive,
a new band was observed at 559cms. It is assumed that these
new bands are due to the formation of a double alkoxide of
Bi with Ca or So.

__ _ _ ___a Awas ot oundin he secta o Bi(-iC.H7), B(OCý5)3 an
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Fig.3 XRD of Bi-Sr-Ca-Cu-O Fig.4 Temperature dependence of
films. (a):2223, (b):2234, electrical resistivity for
(c):2245. Bi-Sr-Ca-Cu-O films.

Characterization of Bi-Sr-Ca-Cu-O films

Fig.3 shows XRD of Bi-Sr-Ca-Cu-O films and their
temperature dependence of resistivity is shown in Fig.4.

The 2223 film, same composition as the high-Tc phase,
had mainly the low-Tc phase, but a small amount of the high-Tc
phase was also observed. The temperature dependence of
resistivity of this film showed two drops, first a little drop
near 120K corresponding to the high-Tc phase and a second drop
with Tc(zero)-80K corresponding to the low-Tc phase.

To increase amount of the high-Tc phase, an addition of
excess Ca and Cu[8] was investigated in this process. Although
the high-Tc phase was not observed in the 2245 film, thi 2234
film mainly had the high-Tc phase with a strongly preferred
orientation to the c-axis perpendicular to the substrate. Also,
in this process, an addition of excess Ca and Cu was effective
to increase amount of the high-Tc phase. Although XRD of the
2234 film exhibited the high-Te and low-Tc phases, this film
had one drop transition in resistivity with the Tc(onset)-122K
and Tc(zero)=115K corresponding to the high-Tc phase. The
single-step transition is related to a continuous high-Tc phase
superconducting path.

SEM photographs of 2234 films before firing(a) and after
firing(b) are shown in Fig.5. The film before firing had flat
surface with a film thickness of about 1 pm. The crystals of
the fired film show a two-dimensional plate-like orientation
with a film thickness of about 0.5 ym.

CONCLUSIONS

(1) Insoluble Cu(OCH 3 )2 was modified using 2-dimethylamino-
ethanol to be dissolved. The modified Cu alkoxide was formed
by the OR-substitution reaction of the alkoxide with 2-dimethyl-

N .
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Fig.5 SEM micrographs of Bi-Sr-Ca-Cu-O(2234) films before
firing(a) and after firing(b).

aminoethanol and possessing a monomeric form dissolved in
ethanol.
(2) Bi(O-iC3H7)3 was completely dissolved in the presence of
Ca(OC2Hs)2 or Sr(002H5)2 and the formation of a double alkoxide
of Bi with Ca or Sr was suggested.
(3) The Bi-Sr-Ca-Cu-O film on MgO(100) with Tc(zero)=115K was
fabricated using an alkoxide solution with a nominal composition
of 2:2:3:4.
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POLYFUNCTIONAL CARBOXYLIC ACIDS AS COPRECIPTrATING AGENTS FOR
BARIUM, YTTRIUM, AND COPPER

Robert B. Hallock, P.O. Rexer, M.S. Jolly, W.E. Rhine, and MJ. Cima
Ceramics Processing Research Laboratory, Massachusetts Institute of Technology,
Cambridge, MA 02139

ABSTRACT

The suitability of several polyfunctional carboxylic acids as coprecipitating agents for
Ba, Y, and Cu was investigated. Essentially complete precipitation from alcoholic solutions
was achieved for all three metals when tartaric acid was employed as the precipitating agent.
I' " amorphous precipitate formed under these conditions was composed of uniform particles
about 50 nm in diameter, and was converted readily to high purity Ba2YCu3O7,.

INTRODUCTION

The formation of Ba2YCu30 7, from copreciptated oxalate salts has been claimed to
offer several advantages over solid state reaction between the oxides, including improved
homogeneity, lower temperature synthesis, better superconducting properties, and sintering to
nearly theoretical density [1-4]. The main disadvantage encountered in oxalate coprecipitation
is the incomplete precipitation of one or more of the metals, resulting in loss of control over
the stoichiometry of the precipitate (1-4]. We have investigated the use of several
polyfunctional carboxylic acids as precipitating agents for Ba, Y, and Cu. The extent of
precipitation of all three metals was monitored by inductively coupled plasma emission
spectroscopy (ICP) analyses of the filtrates from the coprecipitation reactions. None of the
acids investigated gave complete precipitation of all three metals from aqueous solution.
However, in a mixed solvent system (ethanol/water), the use of tartaric acid allowed the
isolation of a highly reactive amorphous precursor to Ba2 YCu3O7.x.

EXPERIMENTAL PROCEDURE

Solubillt Studies

The carboxylic acids were dissolved in a minimum amount of water and added to
aliquots of a stock aqueous solution of Ba, Y, and Cu acetates (0.1175 M Ba, 0.0579 M Y,
0.1762 M Cu) such that the mole ratio of reagents was 2Ba: 1Y: 3Cu : 7acid. The resulting
precipitates were isolated by filtration and their morphologies examined by scanning electron
microscopy (SEM). The filtrates were diluted 1:100 and analyzed for Ba, Y, and Cu by ICP
(Laboratory for Special Analysis, Randolph, MA). In several cases, crystals formed from the
filtrate over a period of days or weeks. These crystalline products were isolated and
characterized.

Mto. R"s. "oc. Syrp. Proc. Vol. 160. 01990 Materwl. Remech Society
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Tartaric Add Conredoitation from Ethanol/Water Mixtures

Barium acetate (7.67 mrool), yttrium acetate (3.83 mmol), and copper acetate (11.50
mmol) were dissolved at room temperature in a mixture of 400 mL ethanol and 200 inL water.
The acetate solution was added over a period of about 30 s to a solution of the tartaric acid in
600 mL ethanol. A blue gelatinous precipitate formed upon mixing. The precipitate was
isolated by filtration and dried overnight at 450C.

Formation of BaY A07.. from CoRoe itated Tatrate Precuro

The coprecipitated powders were fired in BaZrO3 crucibles. For reduced pressure
firing, the tube furnace was continuously evacuated with a mechanical pump while the total
pressure was adjusted by bleeding oxygen into the system. All samples were cooled under 1
atrn 02. The resulting Ba2 YCu3OT.1 was characterized by X-ray diffraction and carbon
analyses (E+R Microanalytical Laboratory, Corona, NY). A variety of firing schedules were
investigated.

RESULTS AND DISCUSSION

The solubilities in water of the Ba, Y, and Cu derivatives of several carboxylic acids, as
determined by ICP, are listed in Table I. No attempt was made to adjust pH, and in all cases
the pH of the filtrate was 4.0-5.0. The tartaric acid derivatives had the lowest solubilities of
the acids which were investigated as well as the most promising morphologies; therefore,
further work on this system was pursued. In addition to the precipitates which formed initially,
crystals slowly formed in the filtrates from the tartaric and adipic acid reactions. The former
was identified as the known compound Cu(tartrate)-3H 20 [5] on the basis of thermal
gravimetric analysis (TGA). The crystalline product isolated from the adipic acid filtrate was
shown to be a previously unreported mixed metal compound of the formulation
BaCu(adipat)4 on the basis of TGA and analytical data [calculated (found) %: Ba, 17.57
(17.56); Cu, 8.13 (8.17); C, 36.89 (36.85); H, 4.13 (4.36)]. It is not possible to distinguish
between the two possible formulations, BaCu[OOC(CH2)4COOH]4 and
BaCu[OOC(CH2)4 CO0O 2.2[HOOC(CH 2)4COOH], on the basis of the available data.
Although the crystals appeared to be single tetrahedrons (Fig. 1), Laue photographs of

Table I. Concentration (mol/L) of Metals Remaining in Aqueous Filtrates from
Coprecipitation Reactions.

Acid Ba Y Cu
Succinic 7.2 E-2 2.8 E-3 1.6 E-2
HOOC(CH2)2COOH
Adipic .27 2.1 E-3 4.7 E-3
HOOC(CH2)4COOH
Tartaric 2.6 E-4 5.0 E-4 2.4 E-4
HOOC-CH(OH)CH(OH)-COOH
Polyacrylic 5.6 E-2 3.9 E-2 6.2 E-3
[-CH(COoH)C -Hri

i
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Fig. 1. Crystals of BaCu(adipate)4. Fig. 2. Amorphous Ba, Y, Cu tartrate
precipitate from ethanol/water mixture.

apparently single tetrahedrons show multiplet crystal patterns. The formation of a Ba-Cu

compound has also been observed in our laboratory as a product of oxalate coprecipitation,
and we have recently reported the synthesis and crystal structure of the related compound

BaCu(C20 4)2>6H 20 [6]. Maleic acid caused only the slow crystallization of Cu(maleate).H20

and was not investigated further.

Cogrecipitation with Tartarc Acid in Ethanol/Water Mixtures

Although coprecipitation with tartaric acid was the most promising of the precipitating

agents initially investigated, the solubilities of the three metals in aqueous solutions were still

significant (2-5 x 104 M). In order to achieve complete precipitation of all three metals, the

addition of ethanol was investigated as a method for reducing solubility. Some water was

necessary to dissolve the acetates since it was not possible to dissolve them in pure ethanol. A

similar approach has been applied successfully to oxalate coprecipitation [4]. Initially, the

reaction was run at elevated temperature (-800 C) under saturated conditions. Tartaric acid

dissolved in a minimum of alcohol was added to a saturated solution of the acetates in 4:1

ethanol:water (final solution 5:1 ethanol:water). ICP analysis of the filtrate showed that

complete precipitation had occurred with only trace amounts of Ba (1 ppm). Y (<I ppm), and

Cu (5 ppm) remaining in solution. The precipitate was not uniform; rather, two different

morphologies were observed by SEM. Once it had been established by ICP that the tatates

had essentially no solubility in 5:1 ethanol:water, the reaction was run under more dilute

conditions. The precipitate which formed under these conditions was composed of

agglomerated spherical particles about 0.05 pm in diameter and was very uniform in

appearance (Fig. 2). X-ray powder diffraction shows that the precipitate is amorphous.

Fm'matio of BaXCO, ro orditdTrtts

The precipitates from both experiments described above were fired under various

conditions in order to determine the lowest temperature required for complete conversion to

high purity Ba2YCu3O7ix. A summary of the firing schedules and purity of the resulting

Ba 2YCuSOT.• is given in Table 11. As residual BaCO3 may remain undetected by X-ray



Table I. Firing Schedules and Conversion of Tartrates to Ba2 YCu3O7 1,.

Sample P,2 (torr) Temp (°C)fTrmt %C (found) % Conversion Phase(s)
2RH57 760 850/16 h 0.496 84.4 r
2RH57 760 add. 900/1 h 0.019 99.4 0
3RH4 2.5 850/1 h 0.054 98.3 0
3RH6 2.5 800/2 h 0.044 98.6 0
3RH-8 1 775/10 h 0.193 93.9 0
3RHI0 0.4 700/5 h 0.562 82.4 0, BaCuO 2
3RH17 -. 03 700(14.5 h 0,?

The same batch of tartrates was used throughout. % conversion = 100 - (mol C0 2 remaining
in sample/mol Ba in sample). r = tetragonal phase; 0 = orthorhombic phase.

powder diffraction, the Ba2YCu30-, formed in this work was characterized by carbon
analysis in addition to X-ray powder diffraction. Firing of the precipitate obtained from dilute
solution for 16 h at 8500 C resulted in the isolation of a tetragonal phase ('1 as observed by
other workers [7]. The carbon content of this phase was quite high (0.496 wt%), which if
present as carbonate ion would correspond to a stoichiometry of Ba 2YCu3(CO3)3 10.
Additional firing of this material for I h at 9000C resulted in the formation of the
superconducting orthorhombic phase Ba2YCu30-.2 with low carbon content (0.019 wt%).

Data obtained by firing the same batch of coprecipitated tartrates (from dilut^- solution)
at reduced pressures are given in Table Hl. The pressure of oxygen was maintained within the
stability limits of Ba2YCu3OT.0 as defined by Bormana and NOlting [8]. It is interesting that
firing under reduced pressure (with subsequent cooling in 1 ann oxygen) yielded the
orthorhombic phase, even at temperatures as low as 7W00C (Fig. 3). This is in marked contrast
to firings at atmospheric oxygen pressure where the T' phase formed at temperatures below
9000c

14240

11392

(C)

2 THITA

Fig. 3. X-ray diffraction pattern of BaaYCu3Oi., obtained from tartrate precursor and fired
under the following conditions: (a) 16 h 850WC, I h 90(0C, 760 torr 02; (b) 1 h 8000C, 760
torr 02; and (c) 14 h 7000C, -. 03 torr air.

-
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CONCLUSIONS

Essentially quantitative coprecipitation of Ba, Y, and Cu has been achieved using
tartanc acid in a mixed ethanol/water solvent. The resulting amorphous precipitate has a
uniform morphology composed of agglomerated spherical particles about 0.05 Am in diameter.
This precursor is converted readily to orthorhombic Ba2 YCu3O7 ., by 9000C at atmospheric
pressure, and at temperatures as low as 7000 C under reduced pressure; however, the
morphology of the tartrate precursor is not preserved upon conversion to Ba2YCu3O7.x. The
low (0.019 wt% C) carbon content of the Ba2YCu3O7., obtained via this coprecipitation route
is in marked contrast to the solid state synthesis of Ba2YCu3O7 -.. In our laboratory, the solid
state process (BaCO3 + Y20 3 + CuO), typically leads to Ba2YCu3O7-x with 0.3-0.6 wt% C and
requires initial milling followed by three firings of 20 h each at 9500C with intermediate
grinding.

ACKNOWLEDGMENTS

The authors would like to acknowledge the contributions of Bill Davis and Simon Bott
for attempting crystallographic studies of BaCu(adipate) 4 and the experimental assistance of
Jonathan Lee through the UROP program at MIT. This work has been generously supported
by DARPA under contract #MDA972-88-K-0006.

REFERENCES

1. P. Peshev, 0. Gyurov, L Khristova, K. Petrov, D. Kovacheva, Y. Dimitriev, N. Nencheva,
and E. Vlakhov, Mat. Res. Bull. 21, 1765 (1988).

2. S. Vilminot, S. E Hadigui, A. Derory, M. Drillon, J.C. Benier, J. Kappler, R. Kuentzler,
and Y. Dossmann, Mat. Res. Bull. 21531 (1988).

3. X.Z. Wang, ML Henry, J. Livage, 1. Rosenman, Solid State Comm. 64. 881 (1987).
4. T. Yamamoto, T. Furusawa, S. Hideaki, K. Park, T. Hasegawa, K. Kishio, Y. Kitazawa,

and KL Fueki, Supercond. Sci. Technol. 1. 153 (1988).
5. W.F. Linke, Solubilities of Inorganic and Metal OrMnic Comnounds (D. Van Nostrand,

New York, 1958), p. 915.
6. R.B. Hallock, W.E. Rhine, M.J. Cima, SJ. Bott, and I.L. Atwood in Sunerconductivitv and

Ceminc Supercndwors. edited by K.M. Nair (American Ceramic Society, Westerville,
OH, 1990), in press.

7. See for example X.G. Wang, M. Henry, J. Livage, and L Rosenman, Solid State Comm. 64
(6), 881 (1987).

8. R. Bormann and J. No1ting, J. Appl. Phys. Lett. 5 (21), 2148 (1989).

__ A



SiN 'l]MM OF SUPERCO1NDUCTNG THIN FRALM8 BY OGNMTL/
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1) INTRODUCTION

The discovery of high critical temperature superconducting oxides 1.2

has stimulated intensive research activities aimed not only at
understanding the physical mechanisms of superconductivity, but also
developing techniques to produce these ceramics in useful forms. A
promising application for superconductors is in electronic components
industry which has given rise to an Interest in the various ways of
producing thin films of superconducting materials.

Physical depositions techniques have been successful in producing
films with the desired physical characteristics (i.e. high Tc and Jc), but
these processes are expensive and do not allow any versatility in the
substrate geometry. Chemical deposition techniques such as the spray. dip,
and spin coating of a solution onto a substrate, are attractive because they
avoid these problems. This is why we have focused our attention on the
deposition of solutions by these techniques to produce the superconducting
thin films of YBa2Cu3O7-x. also known as the 1:2:3 phase.

Out of the many chemical routes for producing superconducting thin
films 3-8, the process that we have found to show the most promise is the
dipping-pyrolysis procedure for a carboxilate solution of yttrium, barium
and copper in chloroform. The solution chemistry, drying. pyrolysis, and
high temperature treatment of the film will be discussed in detail.

2) EXPERIMENTAL PROCEDURE

Various organic salts 9-14, differing by the carbon chain length, have
been used to prepare solutions for a dip (or spin) and pyrolysis process.
The following precursors were used in our experiments: 1) copper 2-ethyl
hexanoate, 2) barium 2-ethyl hexanoate, anl 3) •ather yttrium naphtenate
or yttrium 2-ethyl hexanoate. These three compounds are mixed in the
desired 1:2:3 stoichiometric ratio in chloroform to make homogeneous
viscous solution. In reality this 1:2:3 stolchiometric ratio was not achieved
exactly. The elemental analysis of the precursors showed an inaccurate
assay (as provide by the supplier) which had lead us to a 1:2:3.1 in the
(Y+Ba+Cu) 2-Ethyl hexanoates solutions.

The solutions were then slowly deposited on an appropriate substrate
by dlpcoating. Because of the low surface tension of those solutions, any
number of ceramic substrates can be used. The rheological properties of
these solutions were studied in order to control film thickness during the
dipcoating procedure.

Thermal analysis of the different solutions was used to define the
parameter of the heat treatment specifically. The results of this analysis
suggested the steps for the heat treatment. The final films were then
analyzed by X-ray diffraction. EDX, SEM and four point resistivity
measurements. The results are presented below.
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3) RESULTS AND DISCUSSION
3.1 Solutions Chemistry

The solution obtained by the mixing of copper 2-ethyl hexanoate.
barium 2-ethyl hexanoate and yttrium naphtenate in chloroform has a
transparent green color. By photon correlation spectroscopy and chemical
analysis, we have discovered particles of yttrium naphtenate in the solution
with an average diameter of 0.1 ljm. The presence of these particles is
important because they produce inhomogenelties in the film during the
thermal decomposition. This was avoided by using yttrium 2-ethyl
hexanoate which is completely solube in chloroform.

3.2 Solutions rheology

Figure 1 shows how the viscosity of the solution is related to the
concentration of the precursors in chloroform. At working concentration
and shear rates (<50 s-l), these solutions exhibit Newtonian behavior. At
high concentrations these solutions became rheologically plastic. This
means that for a constant dipping speed, the solution viscosity will
determine the film thickness. Solution viscosities ranging between 0.2 and
I Pa s give thicknesses between 20-30 pn. on a dry film basis. If the film
is too thin, "Islands" of material will be formed and another deposition is
needed to fill the gaps between the islands. On the other hand, if the film
is too thick, solvent or organic matter will be trapped and the film will
crack during the heat treatment.

3.3 Thermal analysis results

Thermogravimetric Analysis (TGA) of the film dried at room
temperature shows a weight loss below I50MC and Differential Scanning
Calorimetry (DSC) shows an endothermic peak at the same temperature
which indicates solvent being evaporated. Therefore, some chloroform
remains inside the film after room temperature drying and its effect can be
disastrous for the film during the heat treatment. Because the top layer of
film dries faster than the interior, a crust of dried material is formed which
traps the solvent inside the film. When the temperature is increased, the
chloroform vapor expands and pushes this gas-tight crust upwards and we
obtain a weak and open structure resembling a "souffle". To bypass this
vroblem, we dry the samples slowly (12 h from 250C to 1500C) to allow the
diffusion of solvent out of the film without breaking the film.

Thermogravimetric analysis MTGA), in an oxygen atmosphere, was also
used to study the decomposition of organometallic molecules into metal
oxides. A comparison between the decomposition curve of the 1:2:3
solution and the curve for each of the precursors (FIgure 2) can be used to
assign a chemical reaction to each step. The first weight loss step at 2700C
after the solvent loss is due to the pyrolysis of the Cu 2-ethyl hexanoate into
CuO. The second (3500 C) and third steps (400*C) are the weight losses
corresponding to the transformation of Ba 2-ethyl hexanoate into BaCO3
and Y naphtenate into Y203, respectively. The last step (800C to 9000C)
correspond to the transformation of BaCO3 into BaO. If the pyrolysis is
done under a nitrogen atmosphere, then decarbonation occurs at lower
temperature (7000C to 8000 C). This removal of BaCO3 is important since it
has a drastic effect on the physical characteristics (Tc and Jc) of the final
material.
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3.4 Analysis of fired films

From thermal analysis data. the following heat treatment was
established:

- drying at room temperature about 1 h
drying from 50°C-150*C In oven 12 h (air)

- pyrolysis from 300C to 910C at 51/min in pure oxygen
- firing at 800-910°C for 1-12h in oxygen
- cooling to room temperature (cooling rate of the furnace= 10 h)

in oxygen

Films have been synthesized on either A1203 or MgO substrates. The
contribution of substrates to the final films resistivity is shown figure 3
(samples a and b). The onset of resistivity goes from 900K (on MgO) to
600K on alumina. X-ray diffraction showed the 1:2:3 phase as well as some
other unidentified peaks which might belong to a mixed oxide of yttrium.
barium and aluminium. EDX revealed grains containing Ba and Al together.
These results suggest that aluminium atoms do diffuse from the substrate
into the film and explain the decrease in Tc(onset).

Solutions with various stoichiometries have been Investigated to study
the influence of composition on the properties of the final films. If the
solution stochiometry Is copper defficient (i.e. 1:2:2.9), BaCuO2 and
Y2BaCuO5 insulating phases are formed which reduce the Tc of the film to
29M. If the solution contains excess copper (i.e, 1:2:3.1). an insulating
phase of CuO will be formed; however its effect on Tc Is of less importance
(i.e. Tc reaches 50010. The presence of CuO, generally in liquid phase,
promotes the grain growth and increase the sintering rate of the samples.
When a film containing excess copper is fired at 9100C for I hour and then
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cooled slowly to room temperature without an annealing step, the film
changes its semiconducting behavior (Figure.3: Samples a.b,c) to a
conducting one (Figure 3: Sample d). The amount of CuO, detected in this
film by X-ray diffraction, is apparently large enough to provide good
densification but yet still small enough not to disturb the superconducting
behavior of the film.

Figume 3: Superconducting transition for films
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Films produced. on MgQ. by this "off stoichiometry process" are
crack-free, with a thickness between 1 and 21Lm and they have a Tc(R<10-3
0)=720K These films are composed mainly of the 1:2:3 phase and is highly
oriented along the C-axis. The highly oriented texture is not visible under
SEM investigation, as shown in Figure 4 (a]. This apparent contradiction
between the two analysis techniques can be explained by the following
hypothesis: the film contains two layers, a thin highly oriented layer
underneath a thick randomly oriented one. The top, randomly oriented,
layer is the only one visible under SEM and the thin highly oriented one is
seen with the texture sensitive X-ray diffraction. The presence of these two
layers is revealed by SEM investigation on a film scratched with diamond
(Figure 41b]). Critical current measurement were performed on a film
deposited on a silver substrate and annealed at 9100C 15. This Investigation
found a value of 104 A/cm2 in at 770K. This high value of Jc indicates a well
oriented structure which consequently agrees with the X-ray diffraction
results.
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(a) (b)
Figure 4: S.E.M micrograph of films on MgO fired at 910°C for lh a) top-
view :.nd b) side-view of the scratched film

4 CONCLUSION

The process used is a simple dipping and pyrolysis of carboxilate
solution on an appropriate substrate. By careful drying and pyrolysis,
smooth crack-free films with a thickness of 1-2 pm were obtained. After
appropriate firing, films are synthesized on MgO with a superconductive
transition starting at 900K and ending at 720 K [Tc. R<10-3 Q). This low Tc
value could result from an imbalance stoichiometry in the precursor
solutions which promotes the formation of insulating impurity phases.
These films have a highly oriented crystallographic structure which results
in high critical current value (Jc=13000 A/cm2 at 770K). Films have been
also synthesized on polycrystalline alumina with a superconducting
transition from 600K to 290KY This decrease in the transition temperature
is a result of the diffusion of aluminium into the film.

From this study. the stoichiometry of the precursors, temperature of
firing, and time of firing, appear to be the predominant processing
parameters. A careful study of their relative importance on the final
characteristics of the films is needed to produce films with characteristic
approaching those of physical deposition.
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CHEMICAL PREPARATION OF SUPERCONDUCTING OXIDES
USING CONVENTIONAL CHELATING AGENTS

Cyril Chiang and C. Y. Shei
Materials Research Laboratories, Industrial Technology Research Institute,
Hsinchu, 31015, Taiwan, ROC.

ABSTRACT

Samples of BiEL4Pb0 .6Sr 3 Ca 2Cu'O, were prepared by sol-gel technique. The
formation of polymeric chelate was made possible by oxalic acid in whichmetal cations are homogeneously distributed. The functional groups in the
chelating agent determine the cation absorption rate that pH value is no more
critical. XRD and SQUID showed that the compound has a nearly pure 2223
phase and T. was measured at 110 K. The synthesis is reproducible and the
process is amenable for scaling up.

1. INTRODUCTION

It is known that there are two Bi-Sr-Ca-Cu-0 superconducting phases with
critical temperature of 110 K (2223 phase) and 80 K (2212 phase).[l)
Conventional solid state reaction of oxides with nominal composition of
Bi 2 Sr2 Ca2 Cu3 O, does not guarantee the formation of a single high-T, phase.
Takano et al. discovered that the partial substitution of Pb for Bi may
stabilize the 2223 phase.[2] It was also revealed that additional Ca and Cu
could accelerate the 2223 phase formation. (3]

Solid state reaction has slow kinetics because of the diffusion length.
In order to prepare mainly high-T, phase, the use of chemical precursors is
essential in order to reduce the path between particles. The sol-gel
technique generates ultrafine precursor powders permitting to lower the
processing temperatures. Based on the formation of citrate complexes, the
sol-gel process has been reported to prepare ceramic superconductors in the
Y-Ba-Cu-O system. 14]

Sol-gel was not considered practical for the Bi-Sr-Ca-Cu-O system because
of the low solubility of bismuth salt. Scientists reported that EDTA
(ethylene-diamine-tetre-acetic acid) is capable of retaining bismuth cationsin aqueous solution but the acidity has to be carefully normalized.[5J This
paper describes a chelate of mixed cations, regardless of the bismuth, with ahydroxycarboxylic acid. The synthesis allows us to prepare pure 110 K phase
without being required to monitor the pH in a small range.

In our study, sol is suppressed since bismuth cations are not completelycomplexed and the process is more likely a gelation step. Oxalic acid
(HOOC-COOH) was used to chelate metal cations from corresponding metal
nitrates. The exclusion of bismuth from the complexed precursor reduces the
bismuth-loss during the sintering step, which consequently helps to form 110
K phase more accurately. The amount of the chelating agent has an impact onthe organic decomposition, which determines a "clean* reaction. The molar
ratio of oxalic acid to total nitrate anions from the metal salts was fixed
at one half, in contrast to the claimed amount of two.16J The following
sections explain the advantages of the synthesis.

2. EXPEIMENTAL

The gel preparation was carried out with BL(NO3 )3 -5H2 O, Pb(NO3 )2 , Sr(NO3 )2 ,
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Ca(NO3 )2 '4H20, and Cu(NO3)a'3•O0. Based on 3 grems of copper nitrate, 5.1
grams of oxalic acid was added for the composition of (Bi 1 .4Pbo0 .)Sr2Ca2Cu 3O0.
After stirring for two hours, we titrated the solution with a 25% ammonium
hydroxide solution from pH - 0.8 to pH - 5.6, 6.7 and 7.8, respectively. The
solution was then placed In an 120°C oil bath for gelation. The gel color,
reflecting the copper complex, increased along with the pH from light to deep
blue, The gel was put into an open furnace for organic decomposition at
250'C/2 hrs and 300°C/1 hr. Calcination was done at 800'C for 12 hours in
air. Powders obtained were then pelleted and air-sintered at 865"C for 54
hours.

The structure was determined by X-ray diffraction using a Ni-filtered
Philips APD-1700 diffractometer (CuKl. A - 1.5418 A). A Quantum Design SQUID
magnetometer was used to record magnetization curves in a field of 10 Oe
between 5 K and 130 K. Differential Thermal Analysis (DTA) of calcined
powder was carried out in air using a ULVAC 7000 thermoanalyzer. Particle
morphology was monitored with a Hitachi scanning electron microscope (SEM)
and a JEOL 2000FX transmission electron microscope (TEN) operating at 200 kV.

3. RESULTS AND DISCUSSION

It was suggested that the molar ratio of oxalic acid to total nitrate
anion should be fixed at two.[6] Our results showed that too much chelating
agent would destroy the BPSCCO 2223 stoichiometry to a poorly performed 80 K
phase. We reduced the oxalic acid to only one half mole of the existing
nitrate anions. Figure 1 depicts the resistivity of Bil.,Pb0 .sSrzCaaCu 3O,,
which shows a sharp, clean decline regardless of the solution acidity. Zero
resistance was reached at 111 K, 109 K, 110 K for pH - 5.6, 6.7, 7.8,
respectively. Unlike the large 110 K resistivity transitions reported with
insignificant amount of 2223 phaseJ7-9] 110 K phase dominates in our XRD
results (Figure 2). SQUID measurements confirmed the phase distribution
(Figure 3). The calcined powder reveals the advantages of precursor
synthesis. Figure 4 displays TEN photograph for the powders after complete
organic decomposition at 800°C/12 hrs. Powders obtained are rod-like with
particle size in the range of 0.2 pm. DTA result exhibits an evident
endothermic peak around 865°C. This is important for the 110 K phase
stabilization, by which the sintering condition was determined. Morphology
of the sintered pellet samples are given in Figure 5.
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We have demonstrated that when the right amount of organic catalyst is
used, the reaction becomes clean and under control. Since the bismuth cation
cannot be well complexed, this work shows no significant reduction for
sintering temperature. This has been overcome when the stoichiometry is
enriched by Ca and Cu.[10,11] By the sol-gel technique, pure 110 K single
phase can be prepared within 20 hours at a lower temperature. Details will
be published elsewhere.

In conclusion, we have revised the novel sol-gel technique by more
careful control of the carboxyl agent. Homogeneous precursor powders are
highly reactive, ready for use, and requiring no more milling. With the
problems encountered by other synthetic methods for Bi-Sr-Ca-Cu-0 system,
this study shows the possibility to obtain 110 K superconductive ceramics in
large quantity via the most economical use of chemicals.
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SYNTHESIS OF SUPERCONDUCTING PEROVSKITE BY COPRECIPITATION OF HYDROXIDES

I. Valente-Campion, P. Barboux, L. Hazerolles, D. Michel, R. Morineau

and J. Livage

Chimie de la Mati~re Condensde, UniversitC P. et M. Curie, 4 Place Jussieu

75005 Paris, France

ABSTRACT

The synthesis of the superconducting perovskite YBa 2 Cu 3 0 7 using hydroxides as

starting precursors has been investigated. Hydroxides are homogeneously

coprecipitated from mixed alcoho1-water solutions without loss of barium. Upon

heat-treatment the perovskite phase rapidly forms around 750*C. However, it

remains tetragonal even after long time annealing in oxygen ambient. This is

related to an unusual microtwinning in the (ac) plane.

INTRODUCTION

The superconducting properties of the YBa 2 Cu3 O0 perovskite are very

sensitive to the microstructure of ceramicsi. Experience has shown that

grain alignment is necessary to increase the superconducting links between

the grains of the ceramics. A simple way to achieve this is the synthesis of

textured films supported by a substrate that is commonly an oxide such as

SrTiO3 , ZrO2 or MgO. In order to obtain large critical currents both reaction

with the substrate and shrinkage have to be avoided by lowering the reaction

temperature.

This can be achieved by solution techniques through a better mixing of

the starting reagents at a molecular level. Moreover, controlled

precipitation or "sol-gel" techniques yield solutions whose rheological

properties allow thin film deposition via spin-coating or dip-coating

procedures 2 . However, most of these techniques use carbon containing

chemical species as the starting precursors (acetates, carbonates...). Upon

heat treatment a phase separation into CuO, Y2 0 3 and barium carbonate,

BaC0 3 , occurs. This latter is quite unreactive and slowly decomposes to

react with other elements between 900-950'C, a temperature range where

substrate reaction and particle growth simultaneously occur.
We report on the precipitation of hydroxides as a way to low temperature

synthesis of textured films or ceramics. Precipitation of hydroxides may be

simply done through addition of a base to an aqueous solution. Yttrium and

copper hydroxides have a similar precipitation range(pH-7) but the less

polarizing Ba2 * cation requires a too high pH in order to obtain complete

precipitation.

3.t. Ress. 8. Symp. Proc. VOL 180. Olt" uhsuaem Remarh sodely
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EXPERIMENTAL

The synthesis procedure has already been discussed2 . The three

hydroxides are coprecipitated from the nitrates in a mixed alcohol-water

solution by addition of NaOH 2N in ethanol. The precipitate is then filtered

and washed two times with 200 ml of a 70% volume acetone and 30% water

mixture. Samples are handled under argon ambient to avoid adsorption of GO2

(leading to BaCO3 ). After washing, the precipitate is dried at 120°C under

vacuum. The resulting powders are pressed into pellets under a 12t/cm2

pressure before to be heated under oxygen flow for 12 hours at different

temperatures ranging from 750°C to 950"C. Samples are then slowly cooled down

to room temperature at a rate of 60*C/h.

006200602 RESULTS
200 020 For all the temperatures described here, the x-

ray pattern corresponds to the pure triperovskite.

950OO This can even be achieved upon heating only 20 minutes

at 850°C. However, for processing temperatures between

750*C and 850'C the resulting phases are apparently

tetragonal even after longer oxygen annealings at

90 500"C. A tetragonal to orthorhombic transition is

900 observed when the processing temperature is

increased above 850" (Fig.l). Similar results have

already been described3.

8800C Since the tetragonality of the YBa 2 Cu307 compound
is often related to a loss of oxygen we analyzed the

oxidation state using iodometric titration. Results
are shown in Figure 2a and 2b. Indeed, the tetragonalz

8500 orthorhombic transition that we observe is related to
"a low oxygen content of the phases of 6.65+-0.03 and

the transition can be associated to a sudden increaso
80000 of the oxygen composition to its common value of 6.93

in the YBa 2 Cu3 06 . 9 3  superconducting material.

50 48 46 44 However, some questions remain since our

2theta tetragonal phase cannot recover oxygen. Moreover,
Figure 1: x-ray Fig.2c shows the evolution of the a and b parameters
diffraction pattern with the oxygen contents of our phases as compared to
for ceramics heat- the same parameters observed when oxygen is removed

treated at different from a cristallized structure4 (Fig.2d). Note also

temperatures. that our tetragonal phases have an average oxidation

state larger than 6.50

LI
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which is contrary to results observed elsewhere in well cristallized samples.

Fig. 3 shows a high resolution electron micrograph taken on a

tetragonal phase heated at 8000C for 12 hours. We observe very small

particles that are microdomains of twins, about 20 nm large. These twins are

characteristic of stackings along the c axis that are perpendicular to each

other. This can be observed on the diffraction pattern as well. Diffraction

spots with a tripling of the cell (since c*-aý/3) along both perpendicular

directions are clearly observed. They are thus related to twins in the (ac)

planes. Such a stacking fault may explain why a full recover of the oxygen

content is not possible. Indeed, the oxygen conducting planes are suddenly

interrupted by non equivalent sites. Upon heat treatment above 850"C these

(a,c) plane twins are replaced by the usual twins in the (a,b) plane

characteristic of the orthorhombic phase.

DISCUSSION

The use of hydroxide coprecipitation allows the synthesis of a pure

superconducting phase at 750*C. However, even after oxygen annealing, the

3,90 7,0

388 a% b"• i~ 6,9'

_ 3,86- 0
6.,a
8 3,84

32 0 6,7-U•2

3,80 , •6,6

750 800 850 900 950 750 80o 850 900 950
Synthesis temperature (°C) Synthesis temperature (-C)

3,90- C 
3,90- d

3,88- 3,84

3,82 3,82

3,80 3,80
6,3 6,4 6,5 6,8 6,7 8,8 8,9 7,0 6.3 6,5 6,7 6,9

Oxygen content Oxygen content

Figure 2: Analysis of YBa 2 Cu 3 0, ceramics from hydroxide precipitates.

a) cell parameters as a function of the synthesis temperature.

b) oxygen content y as a function of the synthesis temperature

c) a and b parameters as a function of the oxygen content

d) a and b parameters as a function of oxygen content for well cristallized

phases. From Mc Kinnon et al.
4

.
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Fiture 3: High resolution Electron Microscopy of YBa2Cu 3 06 .,5 obtained from a

precipitate of hydroxide after 12 h at 800%C in oxygen ambient.

phase remains tetragonal with poor superconducting behavior. This can be

attributed to a microtwinning in the (a,c) plane that blocks the oxygen

stoichiometry at 6.65.

Such twins are usual in perovskite families and they relate to the cubic

nature of the perovksite building blocks(AB03 ). During a very rapid synthesis

at low temperature, the buildings blocks may stack on each other along the

three possible directions. As a result, since the tetragonal phase is

associated here to a cationic disorder better than to the usual oxygen

disorder, higher temperatures are required to displace the cations and obtain

the orthorhombic structure. This may be an additional difficulty in ceramic

processing from solutions.
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SUPERCONDUCTING YBa2Cu3O7-x FIBERS FABRICATED BY THE SOL-GEL
METHOD USING METAL ALKOXIDES

SHINGO KATAYAMA AND MASAHIRO SEKINE
Colloid Research Institute, 350-1 Ogura, Yahata-higashi-ku,
Kitakyushu 805, Japan

ABSTRACT

Superconducting YBa2Cu3O7-x fibers were fabricated by the
sol-gel method using modified metal alkoxides. To prepare
precursors of a homogenous and viscous sol, Y and Cu alkoxides
were modified with ethyl acetoacetate(EAA) and
ethylenediamine(en), respectively. Their structures were
determined by FT-IR and EXAFS. The sol prepared from modified
alkoxides was spun into gel fibers by the spinning apparatus.
They were subsequently fired to obtain superconducting fibers.

INTRODUCTION

The sol-gel method using metal alkoxides is of interest
as means to fabricaLe superconducting oxide fibers because
many ceramic and glass fibers have been produced successfully
by this method. To fabricate YBa2Cu3O7Tx fibers by this method,
a homogeneous and viscous solution from metal alkoxides must
be used for spinning. However, preparation of such a solution
is difficult owing to the insolubility of Y and Cu alkoxides
and high reactivity of Ba alkoxide with water. Although a
viscous sol has been prepared by the hydrolysis of modified
alkoxide[l], structures of modified alkoxides have yet to be
determined.

In this paper, alkoxide precursors were designed for
preparing a homogeneous and viscous sol through a Y-Ba-Cu
complex alkoxide and the structures of alkoxide precursors
were confirmed. The sol was continuously spun into gel fibers
using a spinning apparatus and the fired fibers were
characterized.

EXPERIMENTAL

1 mol of Y(O-iC 3H7 ) 3 was modified with i mol of LAA and
1 mol of Cu(OCH3)2 with 2 mol of ethylenediamine. Their
structures were confirmed by FT-IR and EXAFS. To prepare a
Y-Ba-Cu complex alkoxide, the modified Cu alkoxide in ethanol
was partially hydrolyzed with equimolar water and mixed with
Ba and Y alkoxides at a Y:Ba:Cu molar ratio of 1:2:3. Further
hydrolysis was conducted at a H20/alkoxide molar ratio of I
and the system was concentrated under reduced pressure to a
viscous sol. This was spun into gel fibers using with a 12
hole-nozzle (diameter-16O0m) spinning apparatus. The gel fibers
were fired at 900*C for lh in 02 and characterized by SEM and
XRD. Superconductivities were determined from AC susceptibility.

RESULTS AND DISCUSSION

Y(O-iC3 H7 ) was modified with EAA to increase its solubility
and reduce the reactivity of one of OR groups. The FT-IR
spectruw of the modified Y alkoxide showed peaks at 1620 and
1515cm- which were assigned to C-O and C-C vibrations at the
yttrium chelate link with EAA, respectively[2]1. There are also

Mat. Rev. oc. Symp. Proc. Vol. 180. 01990 Matetam ReaSrh SoIety
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Fig.l1 FT-IR sprectra of Cu(OCH3 ) 2 , Fig. 2 Fourier transforms of
ethylenediamine, and modified EXAFS spectra of Cu(OCH3 ) 2
Cu alkoxide. and modified Cu alkoxide.

peaks due to iso-propoxy groups. It is thus evident that
the iso-propoxy group is partially substituted by EAA to from a
chelate compound of Y(O-iC3 HT) 2 (EAA).

Cu(OCH3)2 was modified with ethylenediamine so as to make
it soluble. Its structure was confirmed by FT-IR and EXAFS.
The FT-IR spectra of Cu(OCH3 )2, ethylenediamine, and modified
Cu alkoxide are shown in Fig.l. The spectrum of ethylenediamine
showed peaks of N-H stretching vibration between 3250 and
3400cm-I, but these peaks in the modified Cu alkoxide shifted
to a lower wave number where Cu(OCH3 )2 had no peak, due to
coordination of ethylenediamine with Cu(OCH3 )2. The FT-IR
spectru• of the modified Cu alkoxide also showed a peak at
10 50cm-' corresponding to C-O vibration of the methoxy groups.

Fourier transforms of the EXAFS spectra of Cu(OCH3 )2 and
modified Cu alkoxide are shown in Fig.2. Cu(OCH3)2 indicated
two distinct peaks, located at the same position as the nearest
o atoms around Cu of CuO and the other at the nearest Cu atoms
of Cu neighbors owing to highly polymeric structure of
Cu(OCH3 ) 2(3]. The modified Cu alkoxide had only one peak
corresponding to the nearest 0 or N atoms. The modified Cu
alkoxide thus exists in a monomeric form of Cu(OCH3)2(en) 2
by coordination of ethylenediamine with Cu(OCH3)2, as in the
case of Ti, Al, Zr, and Ta alkoxidesl4].

Ba(OC2Hs) 2 is soluble in ethanol, but precipitation occurs
by hydrolysis in spite of the addition of alkylaminoalcohols[5]
or 8-diketones[6] often used to decrease alkoxide reactivity.
Accordingly, Ba(OC2Hs) 2 was reacted with partially hydrolyzed
Cu(OCH3)2(en) 2  in the presence of the modified Y alkoxide.
The possible reactions are as follows:

Cu(OCH3 ) 2 (en) 2 + H2 0 --- •Cu(OCH3)(en) 2 (OH) + CH3 0H
Cu(OCH3)(en) 2 (OH) + M(OR)n -- (CH30)(en)2Cu-O-M(OR)nI. + ROR

where M-Y, Ba.

a

i
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Fig.3 Photograph of gel fibers through 12 holes-nozzle
(hole-diameter: 160om).

-100.m sopm

gel fibers fired fibers
Fig.4 SEM photographs of the gel fibers and fibers fired

at 900*C for lh in 02.

The above Y-Ba-Cu complex alkoxide was hydrolyzed without
precipitation. The formation of the Y-Ba-Cu complex alkoxide
requires reactive alkoxy groups such as methoxy groups in the
form of Cu(OCH3)2(en)2 even after modification. Other modifiers
such as 2-dimethylaminoethanol, also effective for increasing
the solubility of Cu(OCH3 )2 were not suitable owing to the
very low reactivity of OR-substituted Cu alkoxide with water[7].

The hydrolyzed Y-Ba-Cu complex alkoxide was concentrated
to a viscous sol which was subsequently spun easily into gel
fibers as shown in Fig.3. SEM photographs of the gel fibers
and fibers fired at 900 0 C for lh in 02 are shown in Fig.4.
The gel fibers were about 100Mm in diameter. The surface of
the gel fibers had many wrinkles due to shrinkage during
evaporation of the solvent after gelation of the surface. The
fired fibers were about 50•m in diameter and a porous and
polycrystal structure with a grain size of 0.5,um. Shrinkage
of 507Z occurred as a result of firing the fibers. XRD of the
fired fibers mainly showed the YBa2Cu3O7.x phase, as indicated
in Fig.5. The AC magnetic susceptibility of the fired fibers
had a Tc onset - 65K as shown in Fig.6.
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Fig.5 XRD of the fibers fired Fig.6 Temperature dependence
at 900*C for lh in 02 of AC magnetic susceptibility

of the fibers fired at 900*C
for lh in 02.

CONCLUSIONS

Y(O..iC3H7)3 and Cu(OCH3)2 were modified by the formation
of a che late compound with EAA and ethylenediamine.
respectively, to prepare the Y-Ba-Cu complex alkoxide as a
starting material of a spinnable sol. The sol through this
complex alkoxide was successfully spun into gel fibers by a
spinning apparatus. The fired fibers showed superconductivity
with Tc(onset).=65K.
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SOL-GEL PROCESSING OF THE Tl2CalBa2Cu2Os+x HIGH Tc
SUPERCONDUCTING PHASE I

M. R. Teepe, D. S. Kenzer, G. A. Moore, and G. Kordas
Department of Materials Science and Engineering, Ceramics Division, and Science and
Technology Center for Superconductivity, University of Illinois at Urbana-Champaign, 105 S.
Goodwin, Urbana, IL 61801

Abstract

An alkoxide Sol-Gel system was developed to produce bulk powders of the
TI2CaIBa2Cu2O8+x high Tc superconducting phase. Methoxyethoxide and Cu(I1) ethoxide
precursors were used for the formation of homogeneous sols. Solubility of the Cu(II) ethoxide
was aided by using a 2-methoxyethanol/methyl ethyl ketone/toluene solvent system. The sols
were characterized by small angle x-ray scattering (SAXS) and TEM. Powders were produced
by rotary evaporation followed by thermal treatment in a closed container with thallium metal
present at 900 oC for various calcination times. Powders were characterized by x-ray
diffraction, resistivity and magnetic susceptibility measurements, and chemical analysis.
Samples exhibited transition onsets between 100 and 110K depending upon the processing
conditions.

Since the discovery 1-3 of superconductivity in the TI-Ca-Ba-Cu-O system, much work
has been done to determine the structure and properties of the superconducting phases in this
system. These phases can be summarized as TlmCan-lBa2CunCm+2(n+l)4 with n=l, 2 and 3

and m=2 exhibiting Tc values of 90 K 1,2, 108 K 5 , 125 K 5, respectively. The n-, in-, and
Tc- values depend strongly on the synthesis conditions 5,6. Typical preparation conditions
involve thorough mixing of T1203, CaO, BaO, and CuO in the desired ratios and firing at
temperatures ranging from 880 to 950 OC in sealed containers 5-7. An alternative preparation
method has been reported 8 which utilizes single phase CaBa2CuO4 as the Ca and Ba source to
avoid the use of the corrosive and hygroscopic CaO and BaO materials.

Previous work in this field has shown that superconducting powders and films can also
be produced by the sol-gel technique . Using the spin or dip coating processes, for example,
thin films can be produced which are uniform and highly oriented 9. Using the sol-gel process
for these types of materials may therefore prove to be quite useful for a variety of applications.

In this paper, we report a newly developed sol-gel route for the formation of the
TI2CaIBa2Cu2Os+x superconducting phase.

Experimental Procedure

Figure I outlines the procedure for sample preparation in the T1-Ca-Ba-Cu system by
the sol-gel method. This process begins with the solubilization of the individual metal
components to form alkoxide precursors. For this process, Cu(lI) ethoxide was used and
synthesized as follows:

Cu(II)Cl2 + 4Li(C2H5O) ------ > Cu(ID(C2H5O)2 + 2LiCI + 2Li(C2H5O)

The formation of the undesirable copper chloride ethoxide was avoided by using excess lithium
ethoxide. t 0 The copper ethoxide was separated from solution by means of a pressurized

filtration device utilizing a 5 gim PTFE membrane. Pure ethanol was forced through the
resulting cake to remove residual lithium chloride and lithium ethoxide. Rinsing continued until
no chloride was detected in the ethanol upon reaction with an aqueous silver nitrate solution.
The copper ethoxide cake was then oartiallv solubilized in an ecual mixture of 2-

Mat. Res. Soc. Symp. Proc. Vol. 180. e1990 Matedals Research Society
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methoxyethanol/ methyl ethyl ketone (MEK)/ and Toluene by ultrasonication and continued
mechanical stirring.

2-methoxyethanol 2-methoxyethanol 2-methoxyothanol 2-rr, thoxyethanol,
(reflux in flowing (direct reaction) (direct reaction) MEK, Toluene,

oxygen) I(alcohol exchange
Ios in the with Cu(ll) ethoxide)

Desired Ratios not completely
I soluble

Hydrolysis ReactionA Llt
Botary Evaporate Sol Stir For Approximately Spray Or Spino m at

m to Form a Gel 7 Days Sol Onto Suher ate

Dry Gel in Fumace Fore strwcu
f t a d After Each

ef Application
1 Calcine Powder [t0

I in Flowing Oxygen

Figure 1. Flow chart of sample preparation in the Tl-Ca-Ba-Cu-s system by Sol-gel
methods.

Barium methoxyetooxide was produced by direct reaction of barium metal in 2-methoxyethanol to form a clear stable solution. This reaction is highly exothermic and was

carried out in an inert argon atmosphere. Calcium methoxyethoxide was formed by direct
reaction as well in an argon dry box. ITis produced an opaque purple solution which upon
filtering through a disposable 0.5 jim flter became clear with a slight yellowish tint.

Synthesis of thallium methoxyethoxide was accomplished by two separate methods.
The first method utilized 99.9999% pure thaltium netal and was synthesized via the followtng
series of reactons as was reported by Bradley ingg t lthallium(d) ethxdscc: is

271 + 1/202 ---- > 1120

T120 + 2CH3OC2H-4OH ---- > 2T1(C[`3OC2H4O) + H20

A bar of thallium metal was placed in a reflux of 2-methoxyethanol under flowing oxygen. A
templmtme of 120 oc was used to eliminate as much of the water as possible. This produced a
clear yellow soluton with a soft precipitate forming on the sides of the container. This
prcipitate is thought to be either a t thpally soluble elrmi e. A ratio ofealkoxide with residual water, or simply precipitated thallium methoxyethoxide due to limited

solubility in the parent alcohol. The resulting solution was filtered with a 0.5 air filter toremove any suspended particulates.
An alternative method of forming thallium methoxyethoxide was accomplished by

refluxing thallium trioxide with 2-methoxyedhanol in air. This produced a clear orange-yellow
%olutiou which was filtered to remove any unreacted powder particles. This alternative method
was investigated in an attempt io form al 73+ precursor.

Four component slos were produced by adding the thallium, calcium, and barium
precursors in the desired ratios to the partially soluble copper mixture. A staring ratio of
2:2:2:3 was invesfiafated. Stable turee sls; were obtained afte extiosine the solution to air ftr a

____ _ _ _______ _ __ ___ ____ _______ ___ __
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period of approximately six days. Exposure to the air enabled the alkoxide precursors to react
with moisture in the atmosphere, thus producing a network of metal-oxygen bonds through a
series of hydrolysis and condensation reactions. The average particle size of the stable sols was
determined by placing a drop of solution on a carbon coated copper grid, allowing it to dry, and
analyzing with TEM. The fractal dimension of a typical four component sol was also
determined by using small angle x-ray scattering (SAXS) techniques.

Gel powders were produced from the final sols through a rotary evaporation process
which strips away the solvent and leaves a gel powder with the desired metal ratios. Gels were
dried at 180 oC for four hours prior to calcination to remove residual solvent groups. Due to the
high volatility and toxicity of the thallium component, special firing procedures were required.
Two alumina boats (I x .5 x .125 in.) were used as a sample holder, one of which contained
the powder while the other served as a cover. The boats were tied together tightly with
thermocouple wire. In most runs, a 0.1 gram shot of thallium metal was placed in the sample
holder to help prevent thallium loss in the sample. The sample was placed inside of a quartz
tube with oxygen flow supplied through one end. The entire tube was then slowly inserted into
a round ended quartz tube furnace set at 800 oC. A ramp rate of 20OC/min was used to heat the
sample to 900 oC and held for varying times. The furnace was then cooled down to 800 oC at
a rate of 20 OC/min and the sample tube was slowly taken out of the furnace.

X-ray diffraction was used to determine the phases present in the resulting powders.
Magnetic susceptibility measurements were then performed on the powders with a Quantum
Design SQUID device to determine the magnetic response, and the transition temperature. A
conventional four point probe measurement was done on a pressed pellet using a 0.5 mA
current source to further study the transition region. Chemical analysis (ICP) was also done to
evaluate the thallium loss in the samples.

Results and Discussion

An inductively coupled plasma (ICP) technique was used on gels produced from each
of the two types of thallium precursors to determine if processing conditions may have had any
effect on the valence state of the thallium. The mass percent ratios for Th(OCH2CH2OCH3)
and TI(OCH2CH2OCH3)3 were calculated as 73 TI, 12.9 C, 2.53 H and 47.6 TI, 25.2 C, 4.9
H, respectively. Experimental values for precursors produced from metal and oxide powder
were 84.72 TI, 4.28 C, .26 H and 87.95 TI, 3.95 C, .07 H, respectively. These results
suggest the formation of TI(OCH2CH2OCH 3 ) rather than the formation of
TI(OCH2CH2OCH3)3. Slight differences in calculated and observed values can be attributed
to the possible formation of 7W-O-TI bonding.

The typical particle size of a stable four component sol was determined using TEM.
From this, the average particle size in solution was estimated at 50 nm. The shape of the
particles was highly irregular as can usually be expected for polydisperse polymer networks.

The fractal dimension of these particles as determined by SAXS techniques was found to be
1.8. In an oversimplified view, this indicates a hybrid particle (fractal) structure demonstrating
2 dimensional planar and linear growth. Such information can be useful when studying the
structurJ development of the sol to gel transition. This development has a major effect on such
characteristics as sol theology, drying characteristics, and thermal decomposition and
consolidation. 1 2 A 2-dimensional planar/linear structure was expected for this system due to the
presence of divalent and monovalent metal cations. Trivalent cations generally constitute a
structure which involves three dimensional cross-linking, thus giving a fractal dimension
between 2 and 3.

Figure 2 shows x-ray data for a TI-Ca-Ba-Cu gel powder with starting ratios of 2:2:2:3.
Samples were fired at 900 OC for 30 min, 60 min, and 180 minutes with T1 metal present in the
sample chamber. Each spectra shows strong evidence of the 2122 high Tc phase as determined
from JCPDS. Samples fired for 30 and 60 minutes contain the least amount of impurity
Phases. Nearly every peak can be attributed to the 2122 phase. At 180 minutes, 2122
becomes less dominant as other phases begin to appear. Chemical analysis cf each of the final
powders showed an increase in thallium loss with firing time. After 60 minutes of calcination
at900oC, a10%TIlogwasobserved. After 180 minutes, this value jumped to 50%. No
change in TM content was observed in die 30 minute sample. For comparison, another 30
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Figure 2. X-ray diffraction data of a sol-gel derived Ti-Ca-Ba-Cu powder with
starting ratios of 2:2:2:3.

minute sample was prepared without the addition of extra thallium in the sample chamber. In
this sample, 80% of the thallium was given off.

0.1-

0.0-
(a)

-0.1-

(b)
E -0.3-

:t--0.4 , . , . , . , . ,
4.

0.0"

-0.3- (d)

-0.4-
o 20 40 W 80 1( 0 12o 140

Temperatur (K)

FIwe 3. Susceptibility curves for smnples with 2:2:2:3 initial ratios fird at 9W00
a) wedwithout tand with Ti metal fr 30 min, cd) with M mettl for 60 and 180
mrin

-i iif• a . . l li ! _- . . • i •



906

Magnetic susceptibility measurements were performed on each of these samples todetennine the effect of firing time and TI1 concentration on the transition region. Figure 3 shows
susceptibility curves for the 2:2".2:3 samples fired with and without TI pre~ssure for 30 minutes.
A dramatic difference in the two responses is observed. A much larger response value was

obtained for the sample fired with TI metal present. As seen fnn the chemical ratios of the two
final powders, a considerable TI loss occured in the powder from curve (a). This undoubtedly
lead to a reduction in the percentage of superconducting phase in the overall sample leaving
various oxides of the other three components. Although the response of curve (a) is much
lower than (b), the transition temperature appears to be approximately 10 K higher than (b),
giving it an initial drop-off at 110 K. ATc is however much larger due to the additional
presence of non superconducting phases.

The susceptibility curves for the samples fired for 60 and 180 minutes are also given in
figure 3. Curve (d) has a drop-off beginning at 100 K which is even steeper than the 30 minute
sample given as curve (b). This was quite unexpected because of the multiphase nature of the
180 minute sample as seen from the additional peaks in the x-ray pattern. A much broader
transition region is normally observed for samples exhibiting multiphase behavior. Curve (c)
differs from the 30 min sample as well even though the x-ray patterns are nearly identical. The
transition begins at I10K which is normally expected for the 2122 phase and the transition
region appears slightly broader.

The presence of secondary phases in these samples is likely since the ratios of the
reactants is different than the stoichiometry of the final structure. Therefore, the broadness of
these transitions is expected. Others have shown that for this system, the 2122 and 2223 high
Tc phases are produced most readily from powders with ratios different from the final
phase.5 ,13, 14 Therefore, unreacted oxide phases will necessarily form, reducing the percentage
of superconducting phase. The transition regions for these materials are therefore expected to
be broader than those normally observed for the YBCO system.

7.

6.

-e

°2

'1:

0-

50 70 90 110 130 150 170 190
Temperature (K)

Figure 4. Resistivity vs. Temp curve for TI-Ca-Ba-Cu pellet with 2:2:1:3
starting ratios fired at 900 0C

Figure 4 shows a resistivity curve for a TI-Ca-Ba-Cu pellet with 2:2:1:3 starting ratios.
Here, a sharp transition is observed at 100 K followed by an additional leg which drops to zero
resistance at 86 K. This leg is again due to the presence of residual non superconducting
phases in the sample.



The formation of the T12Ca1Ba2Cu2O8+x high Tc phase was observed in bulk
powders produced by sol-gel methods using metal alkoxides as precursors. An appropriate
solvent system was established to produce stable four component sols with an average particle
size of 50 nn. The fractal dimensions of these particles was found to be 1.8, suggesting a 2-
dimensional/ linear network structure. A firing temperature of 900 oC was sufficient to
produce powders dominant in the 2122 high Tc phase. Firing the samples with I1 metal
present in the sample chamber proved an effective means of reducing the thallium loss in the
samples. This loss was found to increase with calcination periods greater than 30 minutes.
Susceptibility curves show transition temperatures as high as 110 KL However, zero resistance
was observed at 86 K due to the presence of residual unidentified phases.

Funding for this project was provided by the NSF-funded Science and Technology
Center for Superconductivity under Grant No. DMR-88-09854. Special thanks to B.M. Moon
for his help and guidance.
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PREPARATION OF SUPERCONDUCTING YBaSCuS07-. COW,•U1[4DS

BY WATER EXTRACTION VARIANT OF SOL-GEL PROCESS

A. DEPTkA. kADA. T. OLCZAK. T. 2LTOWSCI A. DI BARTOLOI4EO
me

e Institute of Nuclear Chemistry and Technology, Dept. of
Structural Research. Warsaw, Poland

wENEA.C.R.E Casaccia,Italy

ABSTRACT

The starting sols were prepared by addition of amnmonium
hydroxide to acidic solutions of Y-Ba-Cu acetates or by dis-
solving solid BaCOs or CuCOa.CuC.OH.•2"0 in acetates of the
remaining components. The sols wore then gelled to spherical
particles with diameter below SOI•m by extracting water with
2-ethyl-l-hexanol or to shard by evaporation of water. After
thermal treatment of both powders amorphous and then
crystalline YBaaCusO?-x were obtained. Formation of these com-
pounds is strongly improved by aging the gel at 200•0 C.
Green and sint3,red pellets exhibit excellent superconductivity
properties.

I NTROOUCTION

The classical sol-gel process was elaborated at Oak Ridge
National Laboratory .USA t1.21 and used for the fabrication of
uranium and thorium oxides microspheres for High Temperature
Gas Cooled Reactors. In this process drops of concentrated
metal hydroxide sol are formed in an organic solvent and water
is extracted from the drops with this solvent. Since the
discovery of superconductivity above 77K of the compound
YBa•Cu9Ow-x[32 a large number of studies have been carried out
on various sol-gel methods of the preparation of this
compound. So far the water extraction sol-gel process has not
been investigated presumably due to the lack of concentrated
hydroxide sols for barium and copper 4]. Only yttrium forms
sols of this type because of its ability to form polynuclear
cations.

This work has been undertaken with two principal objecti-
ves: to obtain spherical particles of the gel with diameter
below 9Ojam using other than hydroxide sols in the water
extracting process and to determine conditions of their
thermal decomposition to YBaxCu907-x with conservation of the
spherical shape. It should be noted that some attempts have
been made to synthesize spherical or rounded YBazCuuO7-x
powders but all of them were limited to preparation of very
small Cbelow 2&m3 particles using e.g. freeze-drying technique
[5].ho•ageneoua precipitation C(] and aerosol decomposition
[7.8.03. Ho1"ver . the practical applications of spherical
powders with higher particle sizes (41 seem to be more
important. for example as free flowing feed for an automatic
pellet prestfor preparation of layers by plasma spraying
technique and finally for low energy packing to a density
of S6fl in rods by vibration. This last possibility can
facilitate production of wires of ceramic superconductors.
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EXPERI MENTAL

Mixtures of Y-Ba-Cu acetates as starting solutions were
used in work EiG]. In the present work instead of stoichio-
metric acetates *acidic solutions were prepared by dissolving
yttrium hydroxide Cfreshly precipitated from yttrium nitrate
solution and washed by decantation) , BaCOs and CuCOs-CuCOW)2,
HzO in an excess of acetic acid. The compositions of these
solutions are given in Table I.

For the sol preparation three methods were used:CA)mixing
of the solutions indicated
in Table i; CB) addition of

TABLE I. Composition of the solig BaCO* to the solution
starting solutions of Y- and Cu 2

÷;(C)addition
of solid CuCO8.CuCOH)z2H2O

Metallic MetalCMe) CHaCOOCAM) to the solution of yttrium
cation concn. me and barium.In the last case

M molar ratio addition of some quantity

of acetic acid(about 15% of
Y 3+ 0.33 iO.9'x the total amount)was neces-
Ba2+ 1.00 4.0 sary to ensure complete
Cu 0.28 8.1 dissolution of the solids.

These solutions were alca-
x in this solution nitrates and lized with NH4OH to various

ammonia were presentCO.45 and pH values and gelled by :
0.03 mole.respectively.per IM CWEV:) evaporation of water
of yttrium), as in (102 and CWEE)

modified water extraction
variant of the sol-gel process [4,113. First, emulsion of the
sol was formed in 2-ethyl-i-hexanol with an addition the
surfactant SPAN-80 CEH). Drops of the emulsion were formed by
introducing the sol (by means of vibrating capillaries ) under
the surface a vigorously stirred sotvent-EH at 50 0

C. At the
same time the dehydrated EHC4g HaO/dm') in the amount of about
100 volumes per I volume of the sol was introduced to the
reactor. A part of the water ,contained in the emulsion drops,
was extracted to EH and the suspension of the gel particles in
EH passed to sedimentation columns. The supernatant liquid CE_
saturated up to 10-14 g Hz0/dm ) was succed into a vacuum
regeneration system and the water was evaporated at 70°C. The
dehydrated EH was recycled. The gelled particles were periodi-
cally removed from the bottom of the sedimentation column and
washed with petroleum benzin C35-80C).

The thermal decompositionCTG, DTA) of the gels was studied
using a Hungarian WOM Derivatograph. X-ray diffraction measure-
ments Cusing CoK-ad radiation) were carried out with a Philips
diffractometer PWI720 and SM measurements with a Cambridge
280W instrument.

Some calcined porders, after grinding in a hand mortar.
were pressed (3 ton/cm ) and sintered for 4h at 91OPC. Super-
conductivity was demonstrated by observation of the levitation
phenomenon of the pellets cooled in liquid nitrogen
Electrical resistance measurements were carried out at various
temperatures.

RMPLTS AND DISCUSSION

The sols prepared by various techniques are characterized
in Table II.Ae can be seen all the *ols with pH values between

• • m m ~ m• -- • , .. . . . . . . rl i Ill i .. . . ... . . _ [__ Rill III f "
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FIGS.i1,2.3. Thermal decomposition of the gels Csee Table I).

TABLE II. Characterration of Y----Cu

an~d the gels prepared tfrom them. [ :,•• ta• **m.•o€ .•

101

Techn. Molar ratio Gefation _
No of pH AC NHW004 techni qe

40p.adpodc 540

1 A 4. 8. 4 0 " +tEVCu
a 4.4 4.8 0 1 cystals

3 A 5.0 8.4 1.0 J +

4 8 5.4 4.8 1.8 VEV,,gel Sh. W S,
S A5.8 8.5 3.8 Cea

8 B 5.8 4.8 1.8
8-i .,
Cin gel 100C)1.8 0.7 WEV.gel sh.

Cmn gel 2000o 1.9 0.5 WEE.gel :p.
7 C 5.6 4.0 1.5 WEV. gel sh.
8 A 8.0 8.4 3.2 ".
9 B 8.0 5.1 2.3
10 C 8.0 4.0 1.8. ....... _

11 A 7.0 8.5 3.9 40 Go so 40 X.0606

12 B 7.0 5.0 3.1
13 C 7.0 4.0 1.8 FIG. 4. XRD patterns
14 A 8.0 8.4 5.0 for gel-derived
15 B 8.0 5.0 4.3 products heated for
16 C 8.0 4.0 3.7 24h at the indica-
in all gels 10.88- 0.004- ted temperatures
WEV.dried at, -0.78 -0.03 Cso. Table II).Th*
20OPC for 24hJ principal peak at

•o88 is also shown
Ssh. -shard sp. -spheres separately.
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5.4 and 8 can be successfully gelled in contrast to [10] where
gelation was limited to pH 5.8-0. This can be explained by the
fact that in the present work an excess of acetates was used.
whea in [103 only stoichiometric salts with molar ratio
AC: 14e2.17 were used. This low molar ratio was not attained

in all the sols presented in Table 2. Attempts to reduce it be-
low 4 using technique "C" were unssuccesful . because of in-
complete dissolution of CuCO, CuCOliD H2O in the starting
Bant-y 2+ solution.

The courses of the thermal decomposition of the gels are
shown in Figs. i and 2. The compositions of the gels prepared by
water evaporation at 10

0 
CCNo 8-1i and water extraction (No 6-

2) are similar. It seems that in the first step up to aoo0 C
water and ammonia escape from the gel. Then in a very distinct
exothermic process some weakly bonded Cprobably to Y and/or
Cu ÷) acetates are removed. The last part of acetates starts
to decompose above 300°C. The molar ratio with respect to Ba 2
is 1.08-2.28 . which confirms the previous conclusion. Fi?.3"shows thermal decomposition of all gels aged for 24h at 200 C.
As can be seen the acetates are decomposed in two nearly equal
steps with maximum exotherms denoted as I and II. It means
that two molecules of acetates*bonded to Ba ,÷are successively
decomposed. Some of them react with barium forming BaCO.. The
existance of this compound is confirmed by a very distinct
endotherm near 800C without weight changes. The presence 9_
residual BaCOm.indicated by the small endothermic dip at 830 C
was also observed for the gels prepared using alkoxide[133 and
citrate [141 precursors. Because in [121 this effect is attri-
buted to reversible rhombic-hexagonal BaCOn transformation, in
this work DTA curves during cooling were recorded. As can be
seen in Fig. 3 a small exothermic effect, shifted towards lower
temperatures by i0-35 0

C. is observed. The quantity of BaCOs is
much higher in the gels aged at 200OC than in the unaged CFig.
I and 2). All these informations suggest than under conditions
of the thermal analysisCrelatively high heating rate-iO 0

C.'min)
not all carbonates are decomposed even at SO

0
C.

In Fig.3 also a large exothermic effect III without a we-
ight change and IV Cas a shoulder located on III) with a small
increase of weight can be seen. From the XRD patterns shown in
Fig.4 it can be seen that in this temperature range as well as
during long annealing formation of crystalline YBaaCu*07-x
does not take place. However the always present exotherms III
and IV undoubtly indicate the reactions between the components
of the sample, with some reoiddation effect. This last effect
can be attributed to reoxidatjon of Cu" or even Cu. which can
be formed by reduction of Cu with organic components of the
gels. The probable interpretation of these phenomenon seems to
be the formation of some kind of amorphous cuprates. This
process seems to be strongly activated when temperature aging
is employed Clack of the III and IV effects in undried gels
- Fig. 1, weaker effects shifted to lower temperatures for gels
preheated at 100°C-Fig.• _.

Before the production of the gels in the form of spherical
particles by the water extraction process, the sol, were con-
centrated by evaporation of water to maximum 1.8 N Ie. It was

shown in the preliminary experiments that the EH changed its
colour from honey yellow to blue. The an lysis confirms that
during the gellation the extraction of Cu in the amount of

__- -- -
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FIG.5 Microphotographs of spherical gel particles CNo 5-2)

calcined at indicated temperatures.

FIG.8.SEM micrograph of FIG.7 SEM micrograph of fra-
YBaaCusa•-x spheres (No cture surface of sintered
8-2) calcined for 24h YBazCusO?-x pellets (TD g92).
at 900°C. prepared from powder No 5.

about 800 mg/din takes place. For this reason before the
gelation experiments EH was saturated using normal gellation
procedure for Y-Ba-Cu sols. Analysis of the product of routine
runs (No 8-2•) shows that the molar ratio of Y:.Ba:Cu approaches
to 1:2:3. Unfortunately the blue gel particles of diameters
from several to several tens of microns CFig.5) stick together
during routine drying Calso under vacuum at room temperature)
to form a rigid cake. This phenomenon never observed for sphe-
rical gels of other elements (43 indicates very high reactivi-
ty of the studied gels. However by using a very slow heating
rateCO.3

0
C/h) the spheres were dried to 300 0 C and then.without

any special precautions,calcined for 24h at 900 0 C. The micro-

spheres preserved spherical shapes(Fig. 5 and 8). Spherical .dark
brown, powders predominately consist of tetragonal phase of
YBa2CusO?-X while sharp powders obtained by water evaporation
methods and fired under the same conditions show nearly perfect
orthorhombic structure CFig.4). The high content of carbon in
the spherical powder C3.65) derived from surfactant or/and
solvent probably retards the formation of the superconducting
phase. The detrimental influence of carbon on superconducting
properties of YBazCuuO7-x was observed in £153. It seems that
application of oxygen atmosphere during heating as used nearly
in all other works , can improve the properties of spherical
powders.

Sintered pellets prepared from irregularly shaped powders
have densities 0-921TDX . desirable microstructure (Fig. 7) and
show very good superconducting properties for example I 94K
for the compact shown in Fig.7. It should be noted th2 the
strong levitation effect . exhibited by the green compacts
C62-78%D) ,has never been observed before.

• ,- -I p -IA. -•
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CONCLUISION*S

The water extraction variant of the sol-gel process
together with special heat treatment can be applied to the
preparation of spherical powders of YBazCuaOw-x compounds with
diameters ranging from several to several tens of microns. The
superconducting properties can be improved by heating in
oxygen atmosphere. These treatment is not necessary if irregu-
lar powders are prepared from highly complexed and partially
hydrolysod sols CpH 6.4-8) by evaporation of water. In that
case the sintered pellets prepared from them exhibit very good
superconducting properties CTCo =4K ). The transformation of
the amorphous cuprates phase C formed at 475-780'C ) to
crystalline YBa2CuaOi-x compounds is strongly improved by
aging the gels at 20OPC.
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METALLO-ORGANICS DERIVED TRACTABLE RESINS FOR YBCO
SUPERCONDUCTING FIBER FABRICATION

K.C. Chen, A. Y. Chen and K. S. Mazdiyasni
General Atomics, PO Box 85608, San Diego, CA 92138-5608

ABSTRACT

Soluble resins were prepared by controlled hydrolysis of yttrium isopropoxide, barium
isopropoxide and copper ethylhexanoate. The resins were converted to cohesive, viscous, fluid
and precipitated states by the addition of different combinations of binary polar and non-polar
organic solvents. Viscosity and spinnability of the resins were critically dependent on the solvent
constituents. Continuous pre-ceramic fibers were spun from these resins and single phase
YBa2 Cu3Oy superconducting fibers with Tc=91.5K and AT=1.5K have been obtained.

INTRODUCTION

The magnetic applications of a superconducting cable require high critical currents,
strengths and modulus of the superconducting fibers. To meet these requirements, the fiber must
have the following features: chemical stoichiometry, phase purity, high density, crystallographic
orientation in the c direction, uniform fine microstructure and clean grain boundaries.

There are few known methods for fabricating superconducting fibers of 20-100 &m in
diameter without an outer cladding or center wire as support. These methods include metal-
alloy, powder-in-binder [1], powder in sol [2], sol-gel and metalo-organics [3-7]. In order to
spin fibers directly from the metallo-organic derived resins, the rein not only has to meet the
requirements for the final ceramic fiber, but must also have high viscosity, viscoelasticity,
cohesiveness, green strength, low shrinkage and high oxide content. In this paper, we discuss
the preparation of rneta]]o-organic derived tractable resins that possess several key parameters of
the aforementioned properties for continuous spinning of single phase YBa2 CuO, fibers.

EXPERIMENTAL PROCEDURE

Yttrium isopropoxide/isopropanol solutions, barium isopropoxide/isopropanol solution
and copper ethylhexanote~1sopropanol stock solutions were prepared as described previously [81.
Solutions containing stoichiometric (YBa2 Cu3 Oy) amounts of required elements were prepared
by pipetting the calculated volume from each stock solution into a 500 ml three-neck round
bottom flask. First, barium isopropoxide and yttrium isopropoxide were mixed, and a clear
yellowish solution was obtained. A green precipitate formed when copper ethylhexanoate

solution was later introduced. This solution was refluxed gently in a dry nitrogen atmosphere for
2 hours. This precipitated solution was then hydrolyzed by adding a mixture of

water/isopropanol, using 10 equivalents of water per mole of ytr~ni i•opr"cpox' w•'.i!e the
solution temperature was kept at 50-600 C. The greenish precipitate dissolved after adding water
and a clear dark green solution formed. This solution was concentrated and initially dried in a
rotary evaporator, was further dried in a vacuum oven and was then ground into powder for
storage. Suitable viscosity could be achieved when the dried powder was dissolved with the

proper amounts of several binary solvent mixtures, such as benzene-isopropanol, hexane-
isopropanol, toluene-isopropanol and xylene-isopropanol. The fibers were then prepared by
mechanical spinning from the cohesive mass.

RESULTS AND DISCUSSIONS

Behavior of the resin in different binary_ solvent

SA number of processing parameters, including the amount of water added, temperature
and tme were critical to the formation of viscous resin d Low wat ratios and low bath

MInt. Res, Soc. Syrp. Proc. Vol. 150. 01560 Mn•e•ri 2 igmo.hg Soaiety
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Figure 1. The characteristics of Y123 resins in binary solvent systems, (a) benzene-isopropanol;
(b) bexane-isopropanol; (c) toluene-isoprpanol and (d) xylene-isopropanol

temperatures prolonged the time needed for dissolving the green precipitate. Prolonged heating
or refluxing after water addition caused precipitation in the solution that resulted in composition
fluctuation within the resin.

The resins were stored in dry powder form that extended their shelf life and provided
flexibility for processing. The dry resin powder was readily dissolved or "softened" by using
proper ratios of benzene-isopropanol, hexane-isopropanol, toluene-isopropanol and xylene-
isopropanol. The behaviors of the resin in these binary solutions are shown as a function of
weight percentage in the ternary diagrams. (Figures 1 (a)-(d)). There are several regions of
interest in these ternary diagrams.

In general, the viscosity of the resin solutions decreased with increasing amounts of
either benzene or isopropanol in regions 1, 11, and MI. In low benzene, low isopropanol region
I, the resin became highly viscous and did not immediately flow when the glass vial was
inverted. Fibers could be prepared by hand-drawing only within a small area in region I.
Similar behavior was also observed in region I of the other systems. In regions i and ll, the
solutions instantaneously flowed when glass vials were tilted. Therefore, regions TI and m
were described as fluid regions in contrast to the non-flowing region I (viscous region). Region
II had a very small amount of precipitation. The viscosity at the boundary between region I and
III was approximately 106 mPa-s. Stable solutions were obtained throughout region MI.

In region IV, which contained more isopropanol, massive precipitation occurred. The
amount of the precipitation increased with increasing isopropanol. The resins were cohesive ip
region V and on the tie-line between resin and non-isopropanol solvents, except in hexane-
isopropanol system. The resins did not stick to lass vials. This property enabled them to be
molded or extruded into different shapes. The resin had a tendency to expel excess solvents that
could co-exist as clear solution with the cohesive resin mass. The critical solvent contents for
solvent separation were around 60-70 w% of benzene, toluene or xylene. In region VI, there
was an insufficient amount of solvent to completely wet the resin. The transitions across the
regional boundaries were gradual, but the transitions between the regions were reversible and
culud be done by solvent addidon or removal. This reversibility gready simplified the preparation
of resins with optimal fiber sphinaMity.
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Table 1. Characterisdcs of resins in benzene-isopropanol binary solvents.

Test Resin constituents (wt%) Resin Characteristics
Run C6"6 i-PrOH Dry Resin Cohesive Surface Die Flexibility Collapse

Smoothness Swell
BI 26.8 0.0 73.1 yes no slight some no
B2 48.3 2.6 49.1 yes yes slight yes yes
B3 39.6 2.2 58.3 no yes large yes yes
B4 25.4 1.4 73.2 yes* yes large yes yes
B5 30.3 1.1 68.5 yes* yes no yes yes
B6 20.0 1.0 78.9 yes* yes large yes yes
B7 18.8 1.0 81.2 yes* yes no yes slight
B8 17.8 1.0 80.2 yes yes no yes no

* Slightly tenacious.

Spinning of precursor fibers

The viscosity of the resins was adjusted by mixing the dry resin powder with the required
amounts of the solvents immediately before spinning. The resins could be dry-spun because of
their cohesiveness, viscoelasticity and high viscosity. The elongational viscosity rapidly
increased after extrusion from the nozzle as a result of solvent evaporation.

The viscosity of the viscous resins in the fiber drawing regions (regions I and V) was at
least 106 mPas. Because of the cohesive property of the resins, the fiber retained the shape of the
spinneret and readily wound onto the pick-up wheel. The viscoelasticity enabled the resin to be
drawn to 1/10 to 1/3 of the opening of the nozzle. The viscosity, cohesiveness and
viscoelasticity of the resin were very sensitive to the solvent constituents. Solvent contents in the
resin also greatly influenced other fiber spinning properties, such as die-swelling, surface
smoothness, flexibility, modes of fractumre (brittle vs. ductile), collapsing and extrusion
pressures. Table I gives the resin characteristics as a function of solvent contents in benzene-
isopropanol systems. Figure 2 shows the effect of the solvent content on die-swelling and
collapsing. With proper solvent composition, precursor fibers of 50-1000 pam in diameter were
easily spun (Figure 3). Thin fibers were flexible and had sufficient green strength for handling.

Conversion of the resin into su=erconductine ceramic fibers

The dry resins and as-drawn fibers were X-ray amorphous. Calcination of the resin at
400-750*C resulted in mixed phases of Y2CuO5 , BaCO3 and CuO. YBa2Cu3O phase appeared
at 7500 C. After I to 4 hours at 800WC, there were substantial amounts of YBa2 dusO, with small
amounts of Y2BaL'uO5 and BaCuO2 phases present. At 9000C for I to 8 hours, single phase
YBa 2Cu3O, was obtained. DTA run in dry nitrogen showed no low melting impurity phases at
950*C in these fibers [8]. Fibers having T, =91.5K with &T=l.5K were obtained after heat
treatment of 950*C for 15 hours followed by a 24-hour anneal at 400CC (Figure 4).

CONCLUSIONS

Suitable metallo-organic precursors were synthesized and processed to prepare tractable
resins for YBCO fiber fabrication. These resins became cohesive, viscous, fluid or precipitated
in several binary solvent systems. The spinnability of the resins was controlled by the amount of
solvent constituents. Continuous precursor fibers were successfully spun from the resins.
Superconducting fibers with T, =91.5K and AT=l.5K were obtained.

ACKNOWLEDGEMENTS This research was supported by DARPA/ONR. The electrical
properties were measured by Ms. isa Paulius and Dr. Patti Tsai of Physics Department, UCSD.
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Figure 2. Precursor fibers morphology with different degrees of die-swelling and collapsing;
(a) sample BS: no die-swelling, large collapsing; (b) sample B6: large die-swelling,
medium collapsing; (c) sample B7: no die-swelling, medium collapsing and
(d) sample BS: no die-swelling, no collapsing.
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Figure 3. Continuous precursor fiber was Figure 4. Resistivity of superconducting fiber
prepared by dry-spinning of the calcined at 950°C for 15 hours and
resins, annealed at 4000C for 24 hours.
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PREPARATION OF Bi-Pb-Sr-Ca-Cu-O SUPERCONDUCTOR
BY THERMAL DECOMPOSITION OF AN EDTA COLLOID

H.S.Koo*, C.K.Chiang, Y.T.Huang' and G.C.Tu*
* Materials Research Laboratories, Industrial Technology Research Institute,

Hsinchu, 31015, Taiwan, R.O.C.
* Institute of Materials Science and Engineering,

National Chieo-Tung University, Hsinchu, 30049, Taiwan, R.O.C.

ABSTRACT

High-Tc superconducting Bi-Pb-Sr-Ca-Cu oxide with zero resistance
temperature at above leOK has been synthesized via the use of ethylene-
diamine-tetra-acetate(EDTA) colloid and corresponding metal nitrates.
Remarkable sinterability of the precursor requires shorter time to achieve
superconducting phases than conventional solid-state reactions.
Superconducting properties were measured electrically and magnetically. The
thermal decomposition, X-ray diffraction and microstructural characteristics
of the precursor and the sintered samples were also discussed.

INTRODUCTION

Since the reports on the occurrence of the superconductivity at about
30K in the Ba-La-Cu-O[1] and 90K in the Y-Ba-Cu-0[2] systems, researchers
are encouraged to investigate mechanism, higher-Tc superconductors and
appropriate processing techniques for application interests. More recently,
superconductivity at above lOOk in the new Bi-Sr-Ca-Cu-O and Tl-Ba-Ca-Cu-O
systems were discovered by Maeda et al.[3] and Sheng at al.[4],

respectively. Although the highest-Tc superconductor is found in the
Tl-based Tl2BaaCaaCu3O,(5], the Bi-based superconductors are still regarded
as the most potential materials because of the stable moisture resistance
and its nontoxic character.

At present, most superconducting oxides are prepared by solid state
reaction through the mechanical/manual mixing of oxides and carbonates.
Compare to chemical synthesis routes, this traditional way is difficult to
achieve a precise control for powder characterizations such as homogeneity,
particle size, particle distribution and morphology. The characteristics of
the synthesized powder will impact the physical/mechanical properties of the
final sintered products. The object of this search is to develops a
chemical synthesis route for the preparation of Bi-Pb-Sr-Ca-Cu-O
superconductors through the thermal decomposition of an EDTA colloid, in an
attempt to have a better control over the final products.

EXPERIMENTAL

The initial step in our process was the preparation of a nitrates-
ethylene glycol solution with stoichiometric metal molar ratio
(Bi:Pb:Sr:Ca:Cu) - 1.68:0.32:1.75:1.85:2.80. Reagent-grade metal nitrates
were individually dissolved in ethylene glycol end stirred to obtain a

transparent light blue solution. Separately, ethylone-diafine-tetra-acetic
acid was added to another ethylene glycol and the pH was adjusted to above
7.0 with ammonium hydroxide to dissolve the RDTA powder.

The metal nitrates-IDTA solution was prepared by mixing the nitrates-
ethylene glycol solution and ZDTA-ethylene glycol solution, which yielded a
mixture in deep blue. The resulting solution was heated to vaporize the
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solvent for gelation. Product obtained was dried at 170-200"C for 5h and
grinded into the precursor powder. The thermal decomposition mechanism of
the precursor was investigated by the differential thermal analysis (DTA)
and thermogravimetry (TGA). The structure of the crystal phases existed in
the calcined and sintered samples were examined by a Philips 1700 APD X-ray
diffractometer (XRD). The morphology of colloidal samples were observed by
transmission and scanning electron microscopy (TEm/SEM). Finally, the
superconducting characteristics of the sintered samples were measured
electrically and magnetically.

RESULTS AND DISCUSSION

The DTA/TGA data of the dried precursor powder are given in Fig. 1 as
a function of temperature, which indicates various temperature regions for
thermal decomposition. The 2% weight drop during the temperature range of
I00-250"C reflects the loss of water and adsorbed gases. A sharp weight
loss, 15%, accompanied with an exothermic peak was seen aroung 300*C, which
corresponds to the organic decomposition. On the other hand, a gradual
weight loss In the temperature range of 300-500"C was also observed, and a
very large exothermic peak took place in the vicinity of 400-500"C. They are
contributed to the decomposition of the remaining EDTA and nitrates.
Finally, two endothermic peaks occurred around 820*C and 8401C, which were
considered the partial melting. Results are consistent with the XRD
patterns of the precursor powders which were heat-treated at various
temperature ranges [6].

0 .. .. . ...' .

TVVWERATL"M (M1

Fig. 1 The DTA/TGA data of the dried precursor powder.

Transmission electron micrographs of the as prepared colloid and the
precursor powder calcined at 800"C are shown in Fig.2. A flocky structure of
colloidal particles is observed in Fig.2(a) with a 10 to particle site.
Fig. 2(b) shows the grain morphology after calcination at 800"C for lOh.
Grain size is between 0.1 pa to 0.2 ga with a platy mica-like shape.{a

Fig. 2 TIM photographs of the as prepared colloid(a)and the precursor
powder calcined at $O0"C for lOh(b).
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There are three superconducting phases in the Bi-Sr-Ca-Cu-O system,
namely Bi 2Sr 2CuO,(2201,Tc-20K), Bi 2 Sr 2 CaCu2O,(2212, Tc-80K) and
BtzSrzCazCu30O(2223,Tc-l10K)[7]. X-ray diffraction patterns are displayed in
Fig. 3 for powders after 800"C/lOh calcination (a) and after 850"C/60h
sintering (b). The pattern for the calcined powder exhibits major
Bi 2 SrzCaCu2 O7 (2212) and minor Ca2PbO4 phases. In the sample sintered at 850"C
for 60h, the XRD pattern depicts the coexistence of high-Tc(2223), low-
Tc(2212) and Ca 2 Pbo4 . Recently, Huang ot al.[8] reported that the optimal
sintering conditions for B 1*.7 PbO.4 Sr1 .6CaZ.4 Cu 3 .eO, can achieve a nearly single
high-Tc phase and the phase content increases with increasing sintering
time. The microstructural morphologies of the samples sintered at 850"C for
20h(a) and 60h(b) are shown in Fig. 4. The size of plate-like grains,
associated with the high-Tc phase[9], was observed to increase gradually
against the sintering time. When the sintering temperature is raised up to
855"C, the severe melting phenomenon occurrs.

(b) - Hgh -TcOw

G o M W 30 AO So -N
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20 (Door")

Fig. 3 XRD patterns for the precursor calcined at 800"C for lOh(a)
and the sample sintered at 850'C for 60h(b).

Fig. 4 SEK photograph of the samples sintered at 850"C for 20h(a) and
60h(b).

Relations between the electrical resistance and the temperature for
the sample sintered at 8501C for 20h. 40h, 60h and 80h are shown in Fig.

5(a-d), respectively. A remarkable resistance drop around 110K was seen for
each sample. Zero resistance temperatures increase when the sintering time
is lengthened. The samples sintered at 850°C for 60h and 80h have zero
resistance temperatures of 108K. Fig. 6 shows the temperature dependence of
the magnetic susceptibility for the sample sintered at 850aC for 60h. The

measurement was performed in the zero field cooling(ZFC, Shielding effect)
and field cooling(FC, Neissner effect). The diamagnetim-onset temperature
was about 11OK and similar to the onset of the resistance drop. A step
transition around 80K was also observed, this indicated that the sintered
sample as shown in the XRD data is a multiphase and the volume fraction of
perfect superconductivity was estimated to be about 20.
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Fig. 5 Temperature dependence Fig. 6 Temperature dependence
of the electric resistance of the magnetic
for the samples sintered susceptibility for the
at 8506C for 20h(a), sample sintered at 850-C
40h(b), 60h(c) and 8Oh(d). for 60h.

CONCLUSIONS

A chemical route to prepare high-Tc superconducting Bi-Pb-Sr-Ca-Cu-
oxide powder with particle size of 0.1-0.2 pa has been achieved by thermal
decomposition of an EDTA colloid. XRD patterns revealed the coexistence of
the high-Tc, low-Tc and Ca2PbO 4 phases. The sample sintered at 850*C for 60h
and 80h showed that the onset and zero resistance transition temperatures
were 115K and 108K, respectively.
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SOLUBNZ AND VOLATILE PRCUIRSORIS FOR Te PRNPARLT!OU or
SUPXRCONDUCTXNG rILXES

NANCY N. SAUER, EDUARDO GARCIA, AND ROBERT R. RYAN
Isotope and Nuclear Chemistry Division, Los Alamos National
Laboratory, Los Alamos, New Mexico 87545

ABSTRACT

Attempts to identify intermediates in an alkoxide-based
solution route to films of the high temperature superconductor
YBa2Cu3O7 reported by Fahrenholtz et al.(1] have led to the
isolation of the first molecular barium-copper cluster,
Ba 2 Cu2(OR)4(acac)4*2 HOR, R - CH2CH2OCH3. The extension of this
route to the preparation of the bismuth superconductors has
necessitated the investigation of bismuth alkoxide chemistry.
Two separate routes to bismuth alkoxides have been examined:
the metathesis of the metal halides with NaOR, (R - t-butyl, and
diisopropylphenoxide) and the alcoholysis of bismuth amides,
Bi(NR2)3, [R - N(SiMe3)2] The alcoholysis preparation gives
high yields of several alkoxides suitable as precursors to the
high Tc materials. A monomeric bismuth phenoxide, which is
targeted as a volatile precursor, and a bismuth t-butoxide
cluster have been isolated and stucturally characterized.
Solubility and volatility studies have also been undertaken.

INTRODUCTION

Thin films of the new high temperature superconductors, are
needed for a range of technological applications. The primary
goal of this work is the identification of compounds that are
suitable for solution or vapor deposition of the ceramic
superconductors. To achieve this end, we have focused our
research on two areas: the isolation and characterization of
intermediates from proven solution routes to superconducting
materials, and the design and synthesis of discrete molecular
precursors to the superconductors. While a large number of
reports on solution routes to superconducting films have
appeared in the literature, few describe attempts to isolate and
characterize intermediates. Studies have shown that critical
temperature (Tc) and the critical current (Jc) in the films are
highly sensitive to processing conditions. Clearly, if solution
techniques are to be of value as a source of these materials,
better understanding and control of the chemistry occuring in
the processes will be necessary. A natural extension of this
work on solution intermediates and precursors is the
identification of compounds suitable for precursors for chemical
vapor deposition, (CVD).

RESULTS

This work was begun by examining a route reported by
Fahrenholtz et al.[l] which uses a dimeric copper-
acetylacetonate-alkoxide and barium and yttrium alkoxides as

- & S



soluble precursors. Attempts were made to isolate intermediates
at key stages of the precursor solution preparation. One result
of these studies was the isolation and structural
characterization of the ýlkoxide cluster Ba2Cu2(acac)4(OR)4* 2
HOeR, R = CH2CH2OCH3, from solutions in the first stage of the
thin film preparation.[2] To our knowledge this cluster
represents the first example of a discrete molecular barium-
copper complex.

Preparation of Bismuth Alkoxides.

Two routes to bismuth alkoxides have been examined:
metathesis of the metal halides, (chloride and iodide), and the
alcoholysis of bismuth tris-trimethylsilylamide. In order to
maximize the solubility and/or volatility of the product
compounds, sterically demanding R groups such as t-butyl and
substituted phenols were used to deter the formation or
condensation of large metal alkoxide clusters.

Metathesis of commercially obtained anhydrous bismuth
trichloride with lithium or sodium alkoxides gives alkoxide
products of low solubility. Trace amounts of water in the
commercially obtained chlorides results in the formation of
condensed oxo-alkoxides, which cannot be readily separated from
the halide salts formed as a side product. This low solubility
renders these materials unsuitable for use as precursors. In an
attempt to eliviate these problems, BiI3 was choosen as the
starting metal halide. Anhydrous BiI3 can be prepared by the
reaction of freshly cut bismuth metal with 12 in THF at -20 CC,
(rxn 1). Bright oran-'• needles of BiI3-THFx fall out of

Bio + 2/3 12 -- > BiI3THFx (1)
-20 OC

solution upon concentration, however the THF is only weakly
coordinated, and is lost during filtration. A black powder of
the anhydrous iodide results. Metathesis of this halide with
potassium alkoxides would be expected to cleanly give the target
alkoxides, and a highly insoluble precipitate of KI. In the
reaction of Bi3 with KOtBu, the soluble metal alkoxide was
isolated after removal of an insoluble canary yellow
precipitate, (not KI) by filtration. Proton NMR of the
colorless alkoxide showed only one alkoxide containing product.
The yellow precipitate was identified as a mixture of K2BiI5 and
K3BiI6, which form as a result of a side reaction between Bi13
and KI. Similar chemistry was seen with several other potassium
alkoxide salts. Consumption of the BiI3 starting material in
this reaction leads to unacceptably low yields (typically <30%)
of the bismuth alkoxides, and an alternate synthesis was sought.

Alcoholysis of metal amides is an established route to
metal alkoxides. The extremely soluble bismuth tris-
trimethylsilylamide is prepared by metathesis (rxn 2), and can
be separated from less soluble impurity salts by sublimation.

BiCI3 + NaN(SiMe3) 2 - > Bi(N(SiMe3)213 + NaCl (2)

1 
A
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This compound Is believed to be a pyramidal monomer analogous to
the structurally characterized Bi(N(Ph)213.(3] For a typical
alcoholysis reaction, the amide is dissolved in a minimum of
hexanes or nenzene, and the dry alcohol added. The less soluble
alkoxide forms and precipitates out of the hexane solution.
Yields of the t-butoxide and diisopropylphenoxide (Dipp)
obtained in this manner are >90%. Both can be recrystallized
from hexanes or toluene at -40*C to give x-ray quality crystals.
The Bi(Dipp)3 was shown to be a monomer by single crystal x-ray
diffraction.

The structure of the bismuth t-butoxide, shown in Figure 1,
is much more complex. It is a tetramer, held together by two

C33
C9

C17

03 B3/05 010

B11

Figure 1

triply bridging oxo ligands. The four bismuth atoms are in a
very nearly planar diamond shaped array. Two alkoxide ligands
bridge over two faces of the Bi4 diamond. This tetramer
crystallizes in P 2 1/c; a-12.372(2), b-19.833(2), c-22.182(2).
A final R factor of 12.1% was obtained. We are currently
attempting to isolate higher quality crystals for an additional
x-ray structure analysis. Some pertinent distances and angles
are given in Table 1.

TaMAe I. Selected bond lengths and angles for B14O2(OtBu)7.

Bi3-01 - 2. '(4) A Bil-Oy - 2.10(4) A 01-Bil-06 - 72(1)*
B1 3 -0 5 - 2.12(4) A Bi 2 -0 1 - 2.09(4) A Bi 1 -Og-Bi 4 - 94(1)*
Bi3-06 - 2.17(3) A Bi4-06 - 2.11(3) A Bil-0 1 -Bi 2 - 125(1)0
Bij-Og - 2.39(4) A 0 1 0 -B1 4 -08 - 145(1)*

This bismuth tetramer is fluctional in solution; one type
of alkoxide is seen in the proton NMR down to - 50C. Reactions
where less than 1 eq. of t-butanol per alkoxide was used lead to

-01 - --.- -i-i--i
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the formation of a product of incomplete alcholysis,
Bi 3 (OtBu)7(NSiMe 3 ). This compound, which has been structurally
characterized, has a triply bridging alkoxide above one side of
the Bi3 triangle, and a triply bridging silyl imide on the other
side, and is the first example of a bismuth imide.

Hydrolvsis Studies

Hydrolysis studies were undertaken on both the t-butoxide
and phenoxide compounds. Both materials were found to be highly
moisture sensitive. Immediate precipitation of the hydrated
metal oxides occurs upon the addition of even small amounts of
distilled-deionized water (0.25 eq/OR) to NMR tubes containing
the bismuth alkoxide. The hydrolysis of the t-butoxide compound
appears to occur catalytically in the presence of small amounts
of water. This compound was exhaustively hydrolyzed on a large
scale. The resulting white powder dried, and fired at 8500 C.
Microprobe analysis of the resulting material showed that is was
Bi2O3 of varying grain sizes, but free from carbon impurities.
Proton NMR studies on Bi(Dipp)3 showed that this material is
less hydrolytically sensitive that the t-butoxide. No
intermediate products of hydrolysis have been seen by the NMR
for either of these aikoxides in these preliminary studies.

Volatility Studies.

The bismuth amide and phenoxide were examine for
volitility. Both compounds sublimed under 1500 C, and decomposed
below 200*C. Under CVD conditions, the amide can be decomposed
onto glass slides, however, silicon nitride may be formed.
Oxygen plama deposition may be necessary to put down clean
Bi203. While the Bi(Dipp) 3 seems to decompose more cleanly than
the amide, partial discoloration of the solid Bi 2 O3 formed
suggests that carboneceous impurities may also be present.
Carbon impurity levels will be determined by nuclear reaction
analysis.
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KINETIC STUDY OF HIGH Tc Bi-Pb-Sr-Ca-Cu-O SYSTEM
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ABSTRACT

By studying the Bi-Pb-Sr-Ca-Cu-O system, we have found
that the sintering time to form high Tc Bi-Pb-Sr-Ca-Cu-O
systems was quite different as the compositions of the
starting materials varied. Especially, the ratio of Sr/Ca
played an important role in determining the sintering time.

DTA study already showed that partial melting occurred
during the reaction. The temperature of the partial melting
was also related to the ratio of Sr/Ca. Our results supported
the existence of a reactive liquid phase in sintering process.

INTRODUCTION

In the Bi-Sr-Ca-Cu-O system, two phases always coexisted;
Bi Sr2 Ca Cu 0 (Tc 5 84 K and Cenoted as 2212) and
BiSr C2a & ux3Oa(Yrc - 10K and denoted as 2223) [1,2]. It is
difficult to obtain a pure 2223 phase. A couple of methods
were developed to yield the 2223 phase without the disturbance
of 2212 including; varying the nominal compositions [3], using
reduced oxygen atmosphere [41 and substituting part of the Bi
with Pb (5]. Neverthaless, it always took more than sixty
hours to complete sintering process [6). We have found that
the sintering time can be reduced down to twenty hours to form
2223 by varying the Sr/Ca ratio as Pb substitution is adopted
and extra CuO added [7]. The real cause in shortening the
sintering time was believed to be related to formation of a
transient liquid phase during the 2223 formation process. In
this paper, the thermal analysis of a series nominal
compositions with different Sr/Ca ratio was conducted to
reveal the influence in sintering time and liquid phase
formation.

EXPERIMENTAL

A series of samples Bi1 7Pbo 4Sr2-XCa2-Cu3.60 (x - 0. 0, 0. 2,
0.4, 0.6, 0.8) were prepared by'mixing and grinding
stoichiometric Bi 0 PbO, SrCo, CaCO3 and CuO together. After
calcined at 810"C ?n air for 31 hours with one intermediate
grinding, the samples were pressed into disk like pellets.
The sintering temperature was set within 840'C to 870"C
(±0.5CC).

X-ray diffraction patterns were taken using a Phillips
APD1700 diffractoseter with Cu Ka radiation to identify
calcined or sintered products and estimate the relative yields
between the 2212 and 2223 phases. For ease of comparison, the
(0010) reflection of 2223 (occurred at 20 - 23.9" and
abbreviated as H(oo0g)) and the neighboring (008) reflection
of 2212 (appeared at 20 - 23.1" and abbreviated as L(008))
were utilized to evaluate the relative yield between these two
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phases. Differential Thermal Analysis (DTA) study of the
calcined samples was carried out using a ULVAC 7000
thermalanalyzer. The density of the pellets was also measured
by using absolute ethanol as solvent.

RESULTS AND DISCUSSION

To accurately determine the optimal condition as x
increased from 0.0 to 1.0, sintering temperature altered with
the increment 2.5"C per sample from 840"C to 855"C except for
x - 0.8. From 855'C to 870-C, the increment was set to 5"C per
sample. Figure 1. shows the ratio of H(0OQ)/H(0010)+L(O08)
vs. various sintering temperature as sintering time was fixed
to 20 hours. Apparently, the highest yield of 2223 in these
samples could be obtained at 850'C with x equal to 0.4 or 0.6.
Moreover, the optimal yield of 2223 was quite dependent on the
x values. The dashed line in Fig. 1. indicated the optimal
temperature forming 2223 shifted from 865"C down to 845'C as x
varied from 0.0 to 0.8. That is, the increment of Ca
depressed the optimal sintering temperature, but the highest
yield of 2223 was observed when x was in the range 0.4 - 0.6
range.

JX=ODO,
S1.0 0.20SOA V

0.64
z. 0.8 0.80

gO.6

00D.2

840 845 850 855 860 865 870

Sintering Temperature ("C)
Fig. 1. The H(00O)/H(OO0j)+L(008) vs. sintering temperatures.

DTA was conducted in air to monitor the influence of
different Sr/Ca ratio on the reactions. The DTA results are
represented in Fig. 2. T temperatures for the endothermic
peaks were the same arounX-¶35"C while the T temperatures
were raised as x decreased. A close examina!!-on suggested the
T temperature were almost the same as optimal temperatures
o;s'erved in Fig. 1. This could be explained if T was a
eutectic like temperature and T corresponded to the
formation temperature of 2223. We details of the peak
analysis will be reported in another paper (8].

The formation mechanism of 2223 is quite complicated and
is still not clear since it is composed of six elements. An
intermediate or reactive liquid phase (this is called partial
melting phenomenon) was proposed while Ca^,bO was reported to
be the source of the liquid phase [9]. Our recent results
confirmed the formation of liquid phase which should be

I . .I- - -e
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Tempature (6)

Fig. 2. DTA curves of 810C/30h calcined Bij.,Pb0.4Sra•Ca2a1 CU3..O 7
powders.

composed of at least three components - Ca2PbO4 , 2212 and CuO
[10]. The enhancement of the formation of 2223 by lowering
Sr/Ca ratio provides additional evidence that Ca2PbO, did
participates in liquid phase formation. The density study of
the sample pellets also supported the liquid phase aided
mechanism. As displayed in Fig. 3, the density decreased down
to the optimal temperature as Ca substitutent increased. This
could be attributed to the more liquid phase presence as more
Sr component replaced by Ca component.

4.00

Si s.s,

4.10
4.0

85S 84 5 86 0 8$S 890 a SS 370 $IS

2AatmtWu Tmpeustut.
0 A V 0 a

Fig. 3. Dnsity of sinterea pellets vs. sintering temperature.
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The presence of the liquid phase not only acts as a flux
to raise the contact frequency between different components
but also reacts with the rest of components to form 2223.
Therefore, there would be a optimal nominal composition to
provide suitable amount liquid phase to form 2223. This is
consistent with the results in Fig. 1. With x larger than
0.6, the yield of 2223 is lowered, although the grain growth
did increase.

CONCLUSION

In this paper, the enhancement of formation of 2223 was
demonstrated by varying Sr/Ca ratio. Also, the optimal
sintering temperatures were consistent with the DTA results.
This phenomenon supported the reactive liquid phase mechanism.
The liquid phase or partial melting phenomena acted as a flux
as well as reactants. Therefore, it is quite important to
choose a suitable starting composition ( 0.2< x < 0.8) and
appropriate sintering temperature to form 2223.
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SOLUTION-DERIVED YBA2CU3 07.6 THIN FILMS AND BARRIER LAYERS
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Akzo Chemicals Inc., Akzo Research Laboratory Dobbs Ferry
Livingstone Ave., Dobbs Ferry, NY 10522

ABSTRACT

Hydrolyzed metal alkoxide solutions were spin-coated on Si substrates with
subsequent thermal processing. Barrier layers of alkaline earth oxides, perovskites,
Y20 3 , ZrO2 and others were produced. Charactertizaion was performed via SEM,
XRD, ESCA, Auger depth profiling and resistivity measurements. Barrier layer films
were fairly smooth with some cracking and pitting present Si migration was severe for
alkaline earth thin films on Si wafers. Some perovskite films on Si showed formation of
Ba-Si-O phases at the Si interface. Thin films of 1-2-3 on barrier layers of SrTIO3 or
ZrO2 on Si showed Ba pileup at the Si interface and were not superconducting. 1-2-3
layers deposited on single crystal ZrO2 were superconducting and showed onset
temperatures of 90 K with zero resistance reached at about 55 K.

INTRODUCTION

Producing thin films for high Tc superconductor applications requires control of film
stoichiometry, crystallinity, and substrate intractions. Some of the film forming
techniques that have been reported to date are: evaporation (11, sputtering methos
[2], and laser ablation [3]. These methods suffer from one or all of the following
drawbacks: need for high vacuum conditions, differential sputtering rates, limitation to
small areas, and line-of-sight access. Applications of high Tc materials such as
antennas, magnetic shielding, waveguides, and printed circuit board tass would not
be easily produced by the previous methods.

Spin coating/pyrolysis methods [4-6] have several advantages such as easy
modification of stoichlometry and chemical conposition, large and iregular sam
handling via dipping or spraying, and inexpensive apparatus. Disad,,antages include
difficulties in producing the proper crystalkte size and orientation, and achieving good
film density and thickness. Spin coating of superconductor precursors in solution
followed by pyrolysis has been used to produce high Tc thin films with acceptable
onset temperatures (4-61, albeit broad t [4]. Lower than optimal film densities
have been postulated as a reason for this.

This paper discusses the sol-gel synthesis of barrier layers and 1-2-3 thin films on Si
and single crystal zirconla using hydrolyzed alkoxide solutions. These not orny provide
good viscosity and spinning characteristics, but the solution precursors are left in a
hydrated ga-assooated state which facilitates pyrolysis. Since prvous literature
results have suggested that avoiding fomrmaon of tefacla Bea reactio products and
St migration on Si substrates Is Wnportant [7-9]. a variety of potential barrier yers on Si
were synthesized. Synthesis of 1-2-3 superoonKuctors on these barrier layers and
substrates such as Si and single Oysta ZrO2 were also tied. The resulting thin im
systems were analyzed by SEM for observation of morphology, XRD for crystallidty
and phase Identification, ESCA for near surface Interface chemistry, Auger depth
profiling for interface reactions and four-point probe resistivity measurements for
verification of superconductivty.
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EXPERIMENTAL

Strontium and barium methoxypropoxides were both prepared by the same direct
reaction [10] of the metals with 1 -methoxy-2-propao; details are given below for the
strontium reaction. Strontium metal (70g) was treated with anhydrous 1-methoxy-2-
propanol (974 ml) for 7 hours at room temperature and the resulting product was
filtered. Ytblum methoxypropoxide was prepared by reaction of yttrium metal (2.0 g)
with anhydrous 1-methoxy-2-propanol (75 mI) and HgC12 (40 mg). The solution was
heated to 100- C for 24 hours, and the resultant product was filtered.

Copper aninoethoxide wis prepared from copper(ll) chloride and sodium
aminoethoxide in ethanol. Freshly cleaned sodium metal (3.83g) was reacted with
anhydrous ethanol (200 ml). A reagent solution was prepared from that solution (167
"ml) and ethanolamine (9.05 ml). A portion (67 ml) of this solution was added to
anhydrous CuCI2 (4.0 g) in ethanol (75 ml). The solution was filtered and the solvent
removed under vacuum. Titanium n-butoxkle and zirconium n-buoxid-butao
complex were used as received.

Binary and ternary solutions of the metal alkoxides were prepared in 1-methoxy-2-
propanol. The mixed alkoxdde solutions were treated with 1 eq H2 0 (5% in 1-methoxy-
2-propanol) per each two alkoxide groups at room temne . The hydrolysis
solution was added over 20 mrns with stirring, and the solution was further stirred for 2
hours.

Thin films were spun on 3" silicon wafers or 1" zirconia substrates. For systems
containing alkaline earth metals, spinning was conducted in a nitrogen atmosphere.
Typical spinning conditions were 2000 rpm for 30 secs which gave films of 25-100 nm
thickness as determined by profilometry. Multilayered filrs of from 0.2 - 1 Am in
thickness were made by multiple spinning depositions. An intermediate, partial cure
was achieved by heating at 200- C for 5 min on a hot plate. Barrier layer firing was
done over a period of 10 hours by heaWtng in a water vapor-saturated N2 atmosphere,
holding at 750" C for two hours and then cooling to room temperature in an 02
atmosphere. 1-2-3 firing was similar except that the peak temperature of 850" C was
held for 15 minutes, and the total firing time was 20 hours.

Resistivity measurements were done using standard four-point probe techniques.
Kelthley model 181 nanoobteter and model 224 current source were used. An APD
cryostat was used for cooling the samples. The cooling and measurement procedures
were controlled by a PC/AT clone using in-house written routines.

Scanning electron microscopy was performed on an Amray 1830T digital SEM.
Samples were sputter-coated with approximately 15 nm of gold before examination. X-
ray diffraction data was collected on a Rigaku D/Max II powder diffractometer with Cu
Ka radiation at25 kV and 15 mA. Step size was 0.01*, with a counting time of 4 sec
per step. Typical scan times were 4-7 hours. Samples were mounted flush with the
samp holder surface with double sded tape and rotated during analysis. Severe
films were examined at the Rigaku/USA applications lab in Danvers, MA. The films
were analyzed using Rlgak*s thin film dlffractometr with glacn angle geometry.
The samples were held at an incidence angle of 1 * while 2D was scanned.

ESCA and Auger spectra were collected on severtl different instruments. These
included a PhI 550 ESCA/SAM spectrometer, a VG ESCALAB 200A muti-technq:Lue
instument, and a VG 310D Auger spectrometer. Mg Ka radiation was used for XPS in
all cases.

A!
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RESULTS AND DISCUSSION

BarierLaMA list of samples along with various ana1ys1s results is shwnM in Table I.
SEM examination of barrier layers on SI showed them to be fairly smooth, with

some surface cracking and pitting present Povwder diffracton defta were mostly
Inconclusive, probaibly due to the fact that the films were thIn. A BaZrO3 film on SI.
extamined by thin film XRD, was successfully identified. An additional phase was
detected, near the SI substrate, when the incidence angle was Increased to 2.5*. This
phase could niot be identified via XRD. Auger analysis; suggests tha this phase is
B828104, a reaction product of the SI substrate with the barrier laerW.

The near surface interface chemistry of the alkaline esith-contalning~ systems is
dominated by the formation of stable catbonetes. For GaO, C9O, and SrO, severe
reaction and diffuiokn of S#Iinto the thin film result In formalioni of the respective
silicate. The CuO film showed significant CuSIO3 formnation. M102. A1203, ZrO2, Y903and the Y203-stabillzed ZrO2 films; showed sharply defined interfaces on Si with no
evidence of reaction. However, the Y203, ZrQ2, and A1203 films showed subsurface
C contamnination which most likely results from inadeuate pyrolysis.

AN of the perovsklte barrier layers exceW SrTlO 3 and Ba28104 reacted with Si to
form an oxidized SI-alkaine earth phase. For BaAlgO4, BsTIO~. and BaZrO3, Be
pileu occurred at the S Iinterface with formation of what Is most liel 8a2S104. No
evidence of SI migration into the thin film was observed. SrTI 3 and B82SiO4 exhibited
a sharp Interface with no diffusion of metalli SI observed.

Table 1: AnalsIs Results - Barrier Layer Systems

system ESCA Auger XRD
Ba0 BeCO3, silicate Si diffusion, Si ox, 982S!04 BaMCO3
coo COC0 3  SI diffusion, SI ox CaO ND/Si
SrO SrCO3, SrSiO3 Si diffusion, SI ox SrSiO3
CuO CuSIO 3  severe Si diffusion CuO
1102 T10 2  sharp interfac ND
Z1`0 2  ZrO2, Si subsurface C, no SI diffusion ND
A1203 A1203 C *spilc, no Si diffusion ND/Si

Y23Y 203  C contamnination, no SI diffusion ND/SI
Y203 stab ZrO2 Y203/Zr02  no Si diffusion NA
Y23 23 C contamination, no SI diffusion NA

SM3 S0,SrCO3  sharp interface, no SI diffusion NA
B"~204  BaAI 2O4, BC103  Be pileup at interface, 882S104 BaAI 2O4
8aZrO3  BaZr03. 98003 Ba pileup at Interface, no Sl ND/SI
B&28104 BaCO 3- 98128104 sharp kflerWc 8102
BaITl03 BWC03* DaTl03 Ba pileup at inftefc ND/S.
SrZrO3 SrC03 Be pAILeup at interfac, 9828104 NA

*ND(/SI) - no crystailine phases detete (exep SI substrate); NA - not a~nalzd



1-2-3 MMM A Nos of samples and analsi results for several 1-2-3 high Tc
compositions is given in Table II.

Thin Eim XRD patterns of 1-2-3 Urn on Si showed the prge=ec of BaCO3 and
CuO. The some film deposited on a zrO2 barrie laye on Si Yielded a very sWong 1-2-3
diffraction pattern with no other phases detected. Morphological awninatlon of the 1-
2-3/bariar iayer/Sl and 1 -243/SI samples showed discontinuous lim, with lWWg gaps
allowing the substrate to be v~isible. At higher magnifications, the 1-243/barrier layer/Si
and 1-2-3/Si samples appeared to consist of submicron rounded nodules, givin the
appearance of a melted phae. 1-2-3 Ems on singl crystal ZrO2 were less porous
and more coherent with columnar cryswate and founded nodules. SkniAr
morphologies observed usin TEM have been reported for 1-2-3 on onddized Si usin a
ZrO2 buffer laye [13]. This Sample appears to be a transitional material with
morphological traits of both the amorphous and crystalline 1-2-3 phgases.

The 1-2-3/SI thin Eim reacted with the SI substat to form Ba2SiO4 at the Si
Interface along with a Ba-depleed Cu-Y-O ovedayer in agreement with previously
reported results [9,11). in some 1-2-3/SI samples, SI was observed at the surface
perhaps due to cracking. Cheung at al [7] have postuaited tha the 1-2-3 phase initially
reacts with SI to form Ba2SiO4, a 2-1-1 phwe, end Cuo with Subsequent difusion of
Ba and Cu to continue the process. Althyoug we do not directly observe the 2-1-1
phase or CuO, we believe tha the formation of the Ba2sio4 interface phase most "kl
proceeds by the pathway tha the suggesL tosie they observed no reaction products
with 1-2-3 and SI UP to 800 C, direct application of a spin-coated sol-gel film to SI
should be Possible If pyrolysis could be Completed satisfactorily at temperatures lower
than Soo, C.

Table 11: Analysis Resuits -1-243 Systems

System ESCA Auger XRD

Si BSCO31 Cu+ 2  Ba pileup, V-Cu Be depleted/ CUO.
Ba2SIO4/Si, Si migration BaCO3

SrTIO3/Si BaCO3, no Si V-Cu Ba depleted/SrTi~Ji NA
diffusion Ba2SIO4/Si

ZrO2/Sl BaCO3, CU+ 2  V-Cu Ba deplete/ZrO2/ 1-2-3
Ba2Sl 4/Si

Single crysta BaCO3, Cu+ 2  uniform Eim, Cu depletion 1-2-3,

*NA - not analyzed

We Observed three layers for 1-2-3 compositions Spun on ZrO2 or Srfl03 barrler
layers/SI. The uppermost laye consisted of a Ba-depleted 1-2-3 composition. The
next &%ye consisted of the barrier laye (811103 or zrog) while the third laye (closes to
the S'hISitrfc) consisted Of Ba2Ml4. The Ba diffusion observed In our systems
Seems to leave the barrier layers Intact. Both of these Samples Were non-conductive at
room tempeUIratr. Even though XRD detected 1-2-3 in the 1-2-3/ZrOJSI nsaml, the
extensive cracking most likely Imited conduction.



Cheung at ml have observed replacement of Sr by Ba in &VT%/~1-2-3 systems
along with formation of a Y-Ba-Cu-T1 phase, and Holloway at al [1113 have See smiler
results for 1-2-3 Unse an SeTIO!3JSL For 1-243/ZrO 2 couples, Cheung at al observed
Inward diffusion of Ba towards the Zr(b? particles along with BaNrO3 formation. The
ionic SIMe of BaS2 (D135 rnm) and Sr'x (0. 112 nm) are simila arnd Be and Sr titerates

hav th sene rysalstructure aslowing complete sol solution oftee1omaterials.
Thus Ba diffusion through the titanate barrier layers with subsequent fonriation of
B82SIO4 seems plausible. on the other hand, the ion* rai of Ba+2 an Zr+ (0.080
nr) are significantly diferen as are the crystal structures for ZrO2 and 811103. This
would tend to discourage intergranuier diffusion of Ba arid suggests that Ba diffusion
around grain boundaries may be occurring. (Our barrier layers are relatively thin and
show significant microcracking) Reaction of Ba in a 1-2-3 film with a Ca-sablized ZrO2
susrate to form BaZrO3 has been reported [12], but direct diffusion of Ba through the
ZrO 2 laye in our samiples does niot seemi likely. No evidence of BaZrO3 formation was
observed for our 1-2-3fZrO2JSI sample. SI migration Into either Srl1O3 or ZrO2 barrie
layers or fth overlying 1-2-3 laye was not observed.

A supercondutin 1-2-3 layer was successfully deposited on single crystal ZrO2.
This film had a low room temperature resistance, and onset temperature of 90K and
peoor~k adhso aboth5KE siniat cracingo most lel thmpe reseale of0 mimtched timheral
poero rdesistivityhatiabouticantSEcrcainamotioneoy thisnpe revealedo fftnhat therfimhad

CONCLUSIONS

We haem shown tho thin films of a variety of materials may be successfully
deposited by spinning hydrolyzed sod-gel precursors with subsequent pyrolysis on Si.
Some of these thin firns may have applications for use as barrer layers in high Tc thin
film systems. In each instance, reaction thermodynamics will determine the
predominant phases formed. For solution-deposited alkaline earth oxide thin films on
Si, significant reaction with Si occurs to give silicates at 750* C. T102, AJ203, ZrO2.
Y203 and Y203-stablilzed ZrO2 thin films show good Interfacial properties on Si.
However, subsurface C must be eliminated. Smooth, relatively crack-tree Sr'TIO3 thin
firns on SI can be produced via this method. Ba-containing perovskite thin ffilms show
high reactivity on Si with formation of the respective silicte. Control of film cracking in
these systems is important to increase sadheio and mi*nimze Potenia diffusion
procmess.

1-2-3 films directiy deposited on Si showed similar reactivity as reported previously
in the literature. 1-2-3 thin films on SfTIO3 or ZrO2 barrier layers on Si showed
formation of a three layer system: V-Cu. Ba depleted/barrier laye/Ba2i4/Si
Interface. Microcracking in ZrO2 border layears and compatible solid state stucture for
SrTIO3 barrier layers Is most likely responsible for enhaced Ba diffusion in thes
systems. A 1-2-4 superconducting thin film was successfully deposited on a single
crystal zirconia substrate; however, there was severe cracking present.
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ABSTRACT
Solutions of Y, Ba and Cu nitrate were spray-frozen. Very small particles consisting of atomic
mixtures of these salts remained after the water was sublimed. These YBCO precursors were

characterized and their behavior was studied in detail while they were thermally decomposed
by a variety of techniques. Kilogram size batches are routine. The final YBCO products were
obtained as powders and sintered bars. Sintered materials exhibited excellent phase purity
(>99%) and super-conducting characteristics (Tc - 92 K), while powdered materials had
secondary phases present. Some of these samples having high percentages of second phases

exhibited sudden drops in resistivity to a few micro-ohms at 200 or 240 K followed by a zero
resistance transition at 92 K. Coincident with this drop in resistance was a discontinuity in the

magnetization.

I. INTRODUCTION
Freeze drying technology has been applied to the fabrication of ceramic materialsh4l]

and more recently it has been applied to the production of YBa5Cu5 O1,, (YBCO)42,3] Usually
the starting components are dissolved in a liquid medium and quickly frozen; subsequently the
medium is sublimed. A solution or liquid phase will allow the components to mix on an
atomic scale and by quickly freezing the solution, the components are immobilized in this

disordered state. Sublimation of the medium leaves behind the components trapped in a solid
solution which for the most part has the mixing and disorder of the parent aqueous solution.
The advantages of freeze drying techniques are several, for example, contaminants, from
grinding surfaces used in the ceramic method, are eliminated since the mixing of the

components is achieved by solution. Contamination from reaction vessel material is minimized
since the reaction times and temperatures will be shorter and lower respectively. The
production of extremely dilute homogeneously dispersed impurity doped materials are readily
achieved, where this is virtually impossible using more conventional methods.

In this paper we give details for optimum powder preparation and discuss the
mechanism of YDCO formation from nitrate precursors. The purpose and ultimate goal of this

process is to produce a finely divided precursory material composed of yttrium, barium and
copper nitrates which is mixed and remains mixed at the atomic scale. Such a precursor is

subjected to a variety of thermal treatments depending on the desired form of the final

product. Phase separation of the dissolved components is avoided by producing a fine aerosol
dispersion of the solution and freezing it rapidly. Fine powders are produced as a result of
combining the use of a small aerosol droplet and dilute parent solution.

Mat. RMe ma. "ymp. Prot. Vel. IGO. 01m mIel I temeb• Society
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II. EXPERIMENTAL METHOD
Sample Preparation:. Solutions were prepared from the oxides of yttrium and copper

dissolved in nitric acid and barium nitrate and diluting to 0.03 M in yttrium using distilled

deionized water. The pH of the solutions were between 2.20 to 2.80 and were
filtered/degassed. An narosol of the nitrate solution was produced using an ultrasonic spray

nozzle (Sono Tek, 8700-120M5/PS-AS). The aerosol was frozen by allowing it to fall into
stirred liquid nitrogen. The frozen aerosol was freeze-dried using a modified[41 commercial

laboratory freeze dryer (FTS Systems, FD6-54A-O / TD-2A). Typically a rates of sublimation

were 750 g d-1 . The freeze-dried product, referred to here the precursor, was dehydrated in a
vacuum box furnace by slowly raising the temperature to 150 C. This material was denitrated

by plunging it into a quartz lined tube furnace preheated to 600 C. under nitrogen and soaking
at that temperature for 2 h. Denitrated powders were either directly heated from 600 to 900 C

(I C min-') under flowing nitrogen, or pressed pellets (I kbar) and then heated to 900 C, (I C
min-). After a 2 h soak at 900 C the materials were cooled to 520 C (3 C m-1 ), soaked for 2

h then cooled to room temperature at 4 C m-1 . The flowing gas was switched from nitrogen to

oxygen at 525 C during the decent from 900 C.
Product Characterization: YBCO precursors and oxide products were analyzed by a

variety of methods. XRD was used to determine the quantitative phase composition.

Resistivity measurements were made to determine the transition temperature and the
magnetization was measured to determine the supenonducting volume fraction. Scanning

electron micrographs (SEM) were obtained from some YBCO oroducts.

Thermal Behavior Characterization:. To elucidate the mechanism of product formation
portions of YBCO precursor were heated to various temperatures for various lengths of time
under oxygen. Samples were heated to 600, 700, 750, 800, 900 or 925 C for either 2, 8 and

24 h, under oxygen, and were analyzed using XRD. DSC, TGA and evolved gas analysis
(EGA)X4] were used to identify the phase transformations and chemical reactions occurring
during the thermal decomposition process. The heat of solution was determined using an

apparatus described elsewherej4] to assess the extent of atomic mixing in the precursor

material.

III. RESULTS
The freeze dried YBCO precursors consisted of a very light, fine, hydroscopic, pale

blue, completely homogeneous (30x magnification) powder. The as prepared precursor
appeared to melt or dissolve in the waters of hydration when heated to 102-108 C. XRD

patterns of the precursor materials, have a high broad baseline which accounted for <99% of

the total scattering intensity. The heat of solution for the freeze dried nitrate precursor was in

excess of 10 kcal mol-1. Upon dehydrating the precursors described above, the appearance

became pale green and the volume had been deceased by about one third. TGA thermograms

and EGA analysis indicated that these materials behave in a manner identical to those of the
non-dehydrated precursor except below 150 C where only slight weight losses were observed

and, as indicated by DSC, no phases changes were observed. After 2 h at 600 C and a slow
cool under N2, the denitrated product appears homogeneous and black and were slightly

agglomerated. SEM micrographs of denitrated materials reveal the existence of featureless

agglomerates of 3-5 um sized particles. XRD analysis of the denitrated materials indicates that

I
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FIG. I XRD pattern after 900 C, 2 h, and 2 h oxygen anneal at 515 C. The
orthorhombic splitting of the most intense peak for these materials is on
an average 0.021 A.

this material is almost exclusively composed of BaCusO,+1 (023) and Y2 03 (100). No barium

nitrate diffraction peaks were observed. After 2 h at 900 C under N2 slow cool to 515 C for a

2 h annmal at under O0, YBCO products formed appeared to consist of rme black powder,

although, some sintering had occurred. Densities for compacted materials (I kber pressure),
were 3.8 S mi"I or -70% theoretical density.

A typical XRD pattern from materials processed as powders, shown in FIG. 1,
indicated that the scattering intensities originating from second phases were less than 1% of the
total. Due to the low intensities and overlap of the diffraction peaks of the many possible

secondary phases in the 25 - 30 20 range, the identification of the secondary phases were
difficult. But the most likely candidates were 211, 011 and possibly 023 characterized by the

observed intensities at 3.055 and 3.025 A. Materials which were processed as compacts
exhibited higher purity (99% scattering intensity from 123). The orthorhombic splitting of the

compacted materials was 0.026 A. Unit cell calculations on the XRD patterns from these
products give a - 3.8189, b = 3.8891 and c - 11.6738 A for powders and a - 3.8193, b - 3,856

and c = 11.6693 A for the sintered compacts.
SEM micrographs obtained from powdered samples (FIG. 2) reveal agglomerates of 1-2

pm sized crystallites. Resistivity measurements on bars cut from sintered compacts typically

show a pre-transition slope of 1.8 x 10- mal cm K-1 , where perfect metallic behavior for a
material with identical room temperature resistivity would exhibit a slope of about 2.1 x 10-

mG cm K-1. Te,o was typically 90 K, while Tc~nd and T¢,,, were = 94 (1.7 x 10-1 on cm)

and 98 K. respectively. Meissner volumes of 45% were measured on materials processed as
sintered bars (using a density of 3.8 g ml-'). In general Meissner volumes were very sensitive

to the thermal processing and pressure used to prepare the compact.
Two samples which contained high amounts of secondary phases, exhibited a very high

transition temperature (240 K) resistivity anomaly. At 240 K a sharp drop in resistance from
24 to about 2 mQ cm was observed. The pretransition and post transition slopes were virtually

flat as would be expected from impure samples. Following this drop in resistivity the material

went superconducting at the normal transition temperature, (-90 K). This anomaly cannot be

explained; however, other reports for this type of resistivity behavior have appeared in the

II
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FIG. 2,SEM of a) YBCO product (see FIG. I for XRD) 160x, (bars 1 10 Am),
b) same material at SO00x (bar - I pm).

literature.[5-7] Coincident with the anomalous drop in resistivity at 240 K seen in two very

phase-impure samples was a discontinuity in the magnetization.

IV. DISCUSSION

According to the models for freezing a 10 ism diameter spherical droplet aerosols of pure

water will freeze in about 10-5 s or less.[41 As discussed in [4), the rate of freezing is

sufficient to avoid solute phase separation. Melting was avoided by dehydrating the material

as described above. By doing this, no melting occurred during further increases in

temperature. The XRD patterns strongly indicate that the freeze dried YBCO precursor

material lacks long range order while the high heat of solution indicates that the material lack

short range order. These results are indicative of an atomic mixture.
By combining the measurements of TGA, DSC and EGA decomposition reactions can be

distinguished from isogravametric phase transitions. Measurements such as these were
necessary to determine the appropriate heat treatment schedules for the preparation of final

products. The individual, weight-normalized, TGA decomposition curves for yttrium, barium

and copper nitrates are superimposed into a TGA thermogram for the freeze dried precursor,
(FIG. 3a). Copper nitrate apparently undergoes dehydration and denitration independent of the

nmmuHi l d I I~llM H
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FIG. 3, a) Mole ratio normalized TGA of freeze dried precursor (o),
Cu(NOs),.xHpO (V), Y(NOs)s (A), and Da(NO)2 (a), b) DSC and c) EGA
NO2 absorbance of the same material measured as a function of temp.

other materials present. Thermograms (both TGA and DSC) of the precursors indicate that the
thermal decomposition behavior of the precursors are unlike mechanical mixtures of the parent

salts. As shown in FIG. 3, TGA indicated that the material had complete denitration had
occurred by 600 C, while DSC (FIG. lb), shows that isogravimetric phase transitions occur

beyond this point. Nitrogen dioxide, which is a decomposition product of the nitrate ion, was

most strongly detected by EGA in the range of 300 - 500 C (FIG. 3c) and by 600 C

insignificant quantities were detected. It also appears that the yttrium and barium are

decomposing simultaneously and decomposition is complete at a 600 C. XRD patterns obtained
from the denitrated material do not indicate the presence of any barium nitrate. From these

_____ ______
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data, it was apparent that barium nitrate, which normally decomposes in the 600 - 750 C

temperature range, is decomposing at a much lower temperature. XRD patterns obtained from

materials heated to 600 show the presence of 023 and 100 phases and no barium nitrate. As

the temperature increases the ratio of 023 to 123 decreases.

A mechanism for the formation of YBCO from freeze dried nitrate precursor can be

postulated. When the precursor material is plunged into the hot furnace, the decomposition of

all the nitrates occur simultaneously. The atomic mixing of the reactants suggests that

individual component molecules decompose in a environment of unlike components and in such

a state are extremely reactive. Decomposition of barium nitrate, which in its pure form does
not decompose until temperatures <600 C, is promoted at lower temperatures by the formation

of a barium rich product with lower activity1S] Barium nitrate apparently reacts with the
highly reactive copper oxide forming a Ba2CuSOa+, phase49] The most thermodynamically

stable phase Y203, forms in isolation in an semi-amorphous state as indicated by the lack of
intense diffraction intensities. As the temperature is increased towards 900 C, BasCusOs+.

reacts with the amorphous Y 203 to form YBCO. It is evident from the small crystallite size

and the random distribution and orientation of crystallites in the product after 2 h at 925 C,
that these processes are occurring at sites homogeneously distributed throughout the reaction

milieu. These conclusions will be further justified in a forthcoming more comprehensive

report4lo[
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ABSTRACT
High quality bulk YBasCusO3.r7 was synthesized by fusing stoichiometric amounts of

yttrium and copper nitrates and barium hydroxide, in air, using an ordinary Bunsen burner.

The starting materials go through a short-lived liquid phase yielding a solid black product

which was subsequently heat treated, (900 C, 18-24 h, in air, followed by 500 C, 5 h., in 0,).

These materials were greater than 99% phase pure with CuO as the only other phase and they

exhibited a transition temperature of 92 K, a 15.5% perfect diamagnetic response (field

cooled), 76% (zero field cooled). This synthesis represents an improvement over the much more

labor and time intensive conventional methods in that it allows high quality materials of

various compositions to be prepared quickly.

I. INTRODUCTION

The use of fused hydroxides for the synthesis of YBaCus O 7 .= (YBCO) [1] and related

materials[2) has been reported and those methods eliminated the need for multiple

grinding/calcine cycles. However, these syntheses necessarily involved the use of water to

remove the hydroxide which ultimately interfered with the direct synthesis of YBCO. It was

also shown, in the case of YBCO, that the precise stoichiometry of the products was difficult

to control.[3] In this paper, barium hydroxide is used as both flux and reactant. The liquid

phases of barium hydroxide, described below, allow the products to mix in solution while the

flux itself is consumed as a reactant. A YBCO product is directly formed, and the preparation

time of bulk material is a very small fraction of any methods previously reported elsewhere.

Although barium hydroxide had been used previously in the synthesis of YBCO`[41 it was used

in that case as an alternative source of barium in the ceramic method. Here, the fact that

barium hydroxide has two hydration states which differ greatly in their melting points is

exploited. The low melting octahydrate (m.p. - 78 qS]) acts as a solvent for the nitrates of

copper and yttrium, while the higher melting anhydrous form (m.p. - 408 C(61) serves as a

medium and reactant which allows the mixing and subsequent reaction of the three metal ions.

Complete decomposition and solid state reaction occur during subsequent thermal processing.

This method has an advantage over many existing methods in that the pre-calcine

processing takes ten minutes; while others, for example, the ceramic,[71 coprecipitation`[8] sol-

gel49) or freeze-drying[10] methods, require investments of time on the order of hours or days.

Calcine sintering, necessary to completely form the orthorhombic phase, takes an additional IS-

24 hours which is also typical for the procedures mentioned above. In addition, this method,

through the existence of an intermediate liquid phase, allows the homogeneous doping with

minute amounts of impurities. The study of doped materials, such as these, are essential for

the fundamental understanding of the superconducting properties these materials exhibit.[ II)

KUL Re.. Som. Symp. Proc. Vol. 1SO. a190o Utteala Research Society
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Many of the methods cited above are not easily adapted to accommodate homogeneous doping.

II. EXPERIMENTAL METHOD

All reagents were, as stated by the supplier (Johnson Matthey), 99.99% pure or better.

Copper and yttrium nitrates were analyzed by TGA to determine the actual ratio of metal ion

concentration. Barium hydroxide was determined to be anhydrous by TGA. YBCO was

prepared by combining Y(NO 3 )3-6H20, anhydrous Ba(OH)2 and Cu(N0 3 )2 -3H2 0 in a mole

ratio of 1:2:3 with 0.005 mol yttrium in a open ceramic crucible (Coors). They were first

gently heated to allow uniform and complete melting of the reactants and then they were

heated more intensely until the reactants underwent complete reaction as indicated by the

formation of a black red-hot solid. The heat was applied, in air, from an ordinary Bunsen

burner. For some samples, the temperature as a function of time was recorded from a

thermocouple placed directly within the center of the reactants. Fusion and resolidification of

the reaction milieu took no longer than three minutes although the sample was continuously

heated for a total of ten minutes. The crucible was then cooled in air and the product

removed. The product was either lightly crushed and processed as a powder or pressed into a

pellet (12 x 3 mm, 1-3 kbar) and processed as follows in bulk. The crushed or pressed product

was heated to 900 C in air for 4-24 h, cooled, and then heated to 500 C under a stream of

oxygen for 5 hours. The material was cooled to room temperature while under oxygen.

Crucibles were cycled through the reaction procedure several times so that a residual

coating was allowed to build up on the crucible walls; these crucibles were used to prepare

samples for characterization.

The products formed at the end of the ten minute reaction and after the heat treatment

were characterized by powder xray diffraction (XRD) and scanning electron microscopy

(SEM). The calcined products were characterized by measuring the resistivity and magnetic

susceptibility as a function of temperature, and by XRD. The unit cell parameters for the
orthorhombic YBCO prepared by the above method was calculated from the XRD data using

software by Appleman.112] The resistivity (10-300 K) was measured using the standard four

probe method on bars (1.5 x 1.5 x 10 mm) cut from sintered pellets. The Meissner volume was

obtained by measuring the magnetic susceptibility x, versus T, using a SQUID magnetometer

(Quantum Designs) in a field of 1.00 x 10Q- T and cooled from above the superconducting

transition temperature (field cooled). A measurement of the magnetic shielding was obtained

by ooling the material to 4 K and measuring the magnetic susceptibility while raising the

temperature through the transition temperature in a field as stated above.

HI. RESUL7S AND DISCUSSION

Octahydrated Ba(OH) 2 melts in the water of hydration at 78 C. In this process, the

water comes from yttrium and copper nitrates which lose their water to the matrix of the

reactants as they are heated. As heat was applied to the reaction mixture, a temperature

plateau at about 165 C was observed where water and to a lesser extent NO2 were evolved; the

melt appeared blue-green and thickened toward the commencement of the temperature rise

following this plateau. At about 450 C the reactants began to resemble a true, however short-

lived, melt and concomitantly there was a more copious evolution of NO2 with the

* _______________________________L _
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Fig. I. a) X-ray powder diffraction intensity versus scattering angle (20) of the

product precursors obtained after reacting the starting reagents for ten
minutes. b) X-ray powder diffraction intensity versus scattering angle

(29) of the orthorhombic superconducting phase. The diffraction pattern

suggests a phase purity of -99%, with the only identified impurity to be

CuO.

simultaneous appearance of a black solid at the hottest regions of the crucible. The entire mass

eventually solidified completely and the evolution of NO2 ceased. The black products

appeared granular and completely homogeneous when magnified 25x.

A typical XRD pattern is shown in FIG. la for the products after the ten minute

reaction. Analysis of this pattern reveals that yttrium oxide and barium nitrate dominate the

scattering intensity by contributing 26% and 35%, respectively; while YBa2 Cu3 O7, CuO,

Ba(OH) 2 and BaY2 0 4 contribute about 10% each. The line broadening seen in the pattern

indicates the material to be largely composed of very small crystallites.[13j The presence of

yttrium and copper oxides are not unexpected since the temperature of the reaction exceeds the

nitrate decomposition temperatures. The presence of barium nitrate indicates that a true

solution is achieved during the short lived liquid phase and its presence is not surprising since

barium nitrate does not fully decompose until temperatures are in excess of 750 C. In

addition, barium nitrate melts at 592 C and it may contribute to the mixing of the reactants;

however, the quantities of barium nitrate present are insufficient to completely dissolve the

reactants. There exist several accounts of the appearance of YDCO and related materials at

temperatures in the 750 C region;[14] its presence here is most likely the product of the result

of the direct reaction between highly reactive yttrium, barium and copper species, rather than

the solid state reaction between crystallites. The mechanism for the formation of the YBCO



944

Fig. 2. SEM of YBCO after a) 24 h at 900 C, b) after 24 h 940 C.

component in the ten minute product may be related to the mechanisim of formation of similar

materials synthesized by related methods.[21 There is no evidence of impurities from the

crucible material in the XRD pattern, although some black material appeared to coat the

crucible after several preparations. FIG. 2 is a SEM of the orthorhombic oxygenated phase

obtained after 24 h at 900 and 940. As seen in this micrograph, the compacts are composed of

crystallites on the order of 3 pm. Sintering at higher temperatures (940 C, 24 h), resulted in

the growth of crystallites on the order of 30 pm. Analysis of the XRD pattern from the

orthorhombic oxygenated phase, (FIG. Ib), indicates that the calcined product was greawr than

99% pure orthorhombic YBCO with the only measurable impurity being CuO. There appeared

in this pattern some diffraction intensities in the vicinity of 30 - 33 020 region; however, in

attempting to identify them, only very poor and unreliable matches could be made to either

BaCuO2 or Y2 BaCuO5 . The lattice constants obtained from these measurements were a -

3.868, b - 3.810 and c - 11.679 A, and are similar to those previously reported.J15) Analysis

of the resistivity data show (FIG. 3a) zero resistivity was obtained at 91 K; the midpoint of the

transition was 92 K with an onset of about 95 K. The magnetization measurements show a

sharp superconducting transition at 91 K and a susceptibility extrapolated at 0 K of -1.23.

The diamagnetic response, shown in FIG. 3b, was 15.5.k that of a perfect diamagnet (Xdia -

1/4w emu/cms); howevc., in obtaining this value we assumed the density of the sintered

material was 100% of the theoretical density and we neglected the demagnetization factor,

which accounts for the geometry of the sample. Both of these assumptions tend to lower the

value of the diamagnetic response. The magnetic shielding as measured by applying a field of

1.00 x 10- T to a sample cooled to 4 K and warmed through its transition temperature was
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Fig. 3. a) The resistivity (ma-cm) versus temperature (K) shows Tc onset at 95

K, midpoint at 92 K and zero resistance at 91 K. b) Coincident with

the resistivity transition is a drop in the magnetic susceptibility x
measured by cooling the sample in a field of 1.00 x 10-l T. The sample
exhibits 76% shielding when X is obtained while the sample was cooled

in zero field.

76% perfect shielding. The high onset and sharpness of the transition temperature obtained

from the resistivity measurements as well as the magnetization behavior are considered typical

for samples prepared as sintered pellets.f161

This synthesis is not without its limitations. Because the high temperature liquid state

exists briefly before products begin to solidify, it is necessary that the sample be heated

uniformly. In this manner, the reactants completely mix and the development of concentration

gradients or phase separation is minimized. On the laboratory scale, where batch sizes are

small and the applied heat is distributed throughout the reaction medium within the lifetime of

the liquid phase, thorough mixing and phase homogeneity is not difficult to achieve.

However, on a larger scale, uniform heating and complete fusion of the reactants will be more

difficult. The appearance of solid products in hotter regions will affect the uniform

distribution of heat and impair mixing of the reactants and consequently produce an inferior

product. Other heating methods where the heat is evenly distributed throughout the entire

batch will be required for scale up to large batch processing. While this synthesis may not

immediately lend itself to mass production it does represent a valuable method for quickly

preparing high quality laboratory-sized samples of various compositions.

In conclusion, these findings indicate that the method presented here can produce

quality materials of various compositions whose physical properties are equivalent to those

obtained by the much more labor and time intensive conventional methods.
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EVALUATION OF Y1a2Cu3O7-8 SOL-GEL DERIVED FILMS ON SAPPHIRE
SUBSTRATES PRODUCED FROM DIFFERENT Cu(II) ALKOXIDE GROUPS.

D.S. Kenzer, M.R.Teepe, G.A. Moore, and G.Kordas
Science and Technology Center for Superconductivity, Materials Research
Laboratory, Department of Materials Science and Engineering, Ceramics Division,
University of Illinois at Urbana-Champaign, 105 S. Goodwin, Urbana, IL 61801

ABSTRACT

Yttrium methoxyethoxide, barium methoxyethoxide and various copper(Il) alkoxide
groups were used as precursors for the formation of YBa2Cu3O7-8 stable sols in a 2-
methoxyethanol / methyl ethyl ketone / toluene I diisopropyl ketone solvent system. Sol fractal
dimensions were varied with the sol concentration and with the addition of pyridine. Strong
correlation was found between the wettability and the fractal dimensions of the various
precursors as determined by contact angle measurements. YBa 2Cu3OT.. thin films were

deposited on sapphire substrates using a dip-coating technique. The films were fired at 850 oC
under flowing oxygen or an ozoneloxygen mixture. Although the ozone treatments helped in
the formation of single YBa2Cu307- phase, they contributed to extensive cracking in the films.
The different copper([[) alkoxide precursors had lihle effect on final film microstructure.

INTRODUCTION

The formation of single phase YBa2Cu307-8 superconducting thin films is
of major importance to both device fabrication and research studies. YBa2Cu3O7-
8 thin films have been produced using vacuum deposition techniques such as
sputtering [1,21, molecular beam epitaxy [31, and pulse laser deposition [41. Sol-gel
processing has also been used as an alternative for YBa2Cu307-8 film deposition

[5,6]. Sol-gel processing has several advantages that warrant a closer study of the
technique. The sol-gel method allows for the processing of thin films which
exhibit ultrafine structure, homogeneity, and alignment [5,61. A wide range of
microstructural modifications can be achieved through variation of sol-gel
processing variables such as solvent concentrations, acidity/basicity of the system,
water content and impurity distributions. Lower firing temperatures and shorter
annealing times may also be achieved through the sol-gel technique.

In the present paper, we will evaluate the formation of YBa2Cu307-8 thin
films on sapphire substrates using different Cu(IW)-alkoxides and firing
conditions.

MWt. Res SM. Soymp. Prec. Val. 180. 01N9 MIdmiks RPAW SoMfty
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EXPERIMENTAL PROCEDURE

Copper(IO-methoxide, Copper(Il)-ethoxide and Copperal1)-1-propoxide
were prepared.from a copper chloride and lithium alkoxide exchange reaction:

Cu(fl)C12 + 8Li(OR) -+ Cu(IX(OR)2 + 2LiCI + 6Li(OR) (1)

where R is a methyl, ethyl or I-propyl group. The insoluble copper alkoxide was
then separated from the other molecules by filtration and dispersed in a solvent
"system of 2-methoxyethanol / methyl ethyl ketone / toluene / diisopropyl ketone
in ratios of 30/30/30/10 percent. Batches of CuOl)-methoxide, Cu(I)-ethoxide,
and Cu/O)-1-propoxide were formed in this fashion. Ba-methoxyethoxide and Y-
methoxyethoxide were added to each system and stable YBa2Cu3Ox sols were

formed from each precursor system. Fractal dimensions of the three systems were
measured using Small Angle X-ray Scattering (SAXS) techniques. Fractals were
measured at various solvent concentrations and after the addition of pyridine for
the three precursor systems. Contact angle measurements were taken to
determine the wettability of various substrates by sols of different content and
concentration. The sols were then either gelled to form fine powders or applied
as thin films to sapphire substrates. Films were produced using a dip-coating
technique at a dipping angle of 100. Polished single crystal (0001) sapphire
substrates were used. Each green coat consisted of five dips in the sol followed by
firing at 4000 C - 5000 C for 60 seconds. This produced a dry and uniform coating.
After 7- 25 dip coating applications, the layers were then fired at 8500C for 2.5
minutes and slowly cooled to 4500C. The substrate was annealed at 4500C for 4-
12 hours. All firing, drying and annealing procedures were done either under
flowing oxygen or an oxygen / ozone (10%) mixture. X-ray diffraction (XRD) was

performed on the films to determine phase formations. Scanning electron
microscopy (SEM) techniques were used to evaluate adhesion, continuity and
uniformity in the films.

RESULTS AND DISCUSSION

Figure 1 shows a SAXS plot of a YBa2Cu30-8 sol derived from a Cu(OD) I-
propoxide precursor system. This is a typical SAXS porod plot which shows a
fractal dimension, D, of 2.47. Table 1 displays the variation of fractal dimension
with concentration for a Cu(H) ethoxide derived YBa2Cu3O7-8 sol. Trends in D

of sols with a 10 wt% addition of pyridine (an organic base) can also be seen.
These results indicate that the fractal dimension of the sol decreases with
increasing concentration. The addition of pyridine to the sol has little effect on D
at lower concentrations. However, at higher concentrations the addition of



pyridine causes the fractal dimension, D, to decrease to a more two dimensional-
planar structure.
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Figure 1. SAXS porod plot of Yla2Cu307-8 sol derived from a Cu(n)-1-

propanol precursor system.

Concentration(mo/af) 0.01 0.2 0.03 0.10

CuID.ethoxide sol 2.39 2.24 2.18 2.19
+10% *frdine 241 2.15 2.04 2.03

Table 1. Mass fractal dimensions determined from SAXS porod plots.

Table 2 summarizes the fractal dimensions of the different YBa2Cu3O7T8

sols synthesized using different Cu(II)-alkoxide precursors. It appears that the
fractal dimension is affected by the kind of the Cu(I)-alkoxide precursor used for
sol formation. As the precursor alkoxide chain length increases, the fractal
dimension decreases indicating that a more polymeric network is favored. The
Cu(ID-1-propoxide precursor exhibits a flat two dimensional planar network at
this concentration, while the Cu(II)-methoxide precursors has something

between a planar and spherical network structure.
Table 3 shows contact angle measurements for three Cu(Nl) alkoxide

precursors at different YBa2Cu3O7-8 sol concentrations. Table 4 summarizes the

= . . . . .__ -. .. . . ._.. . IJ
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fractal dimension measurements versus contact angle for sols derived from
Cu(II)-1-propoxide precursors. These measurements dearly suggest a relationship
between contact angle (wettability) and fractal dimensions of the sols. A highly
branched polymeric structure (table 2) exhibits a greater contact angle (table 3).
Thus, it appears that as fractal dimension decreases the wettability increases.
Similarly, the fractal dimension is affected by the concentration of the sols (table
1) which in return influences the wettability of the sols (table 4). In conclusion,
the behavior of the sols on the substrate can be controlled through the variation
of their fractal dimension which are determined by the sol chemistry. This
allowed us to optimize the desired film quality oni sapphire. Sol concentrations
of 0.02 molar and higher were used since lower concentrations gave very high or

complete wettability. The films were fired in either flowing (0.5 cu.ft./mm)
oxygen or a flowing mixture of 10% ozone / 90% oxygen.

Figure 2 shows a comparison between the XRD patterns of the ozone and
non-ozone fired films.

TABLE 2

PRECURSORS D

Cu(I-methoxide 2.51

Cu(IID-ethoxide 2.39

C•-(]l)-l-propoxide 2.07

Table 2. Mass fractal dimensions of YBa2Cu3O7- sols with concentration .01

moW synthesized by us different C I)-alkoxide rso.

CONCENTRATION CUMCI- CuO)- Cu(I)-1-

0.3 8_9D 140 210

0.02 5.,50 6.50 70

0.01 2D 0o 0 j

Table 3. Contact angle measurements taken on single crystal [1001, polished

sapphire substrates.

CONTACT ANGLE D
210 2.47
70 222

rio2.04

Table 4. Fractal dimension vs. contact angle for sols derived from Cu(I) 1-
propoxide precursors

The films fired under ozone showed much stronger XRD patterns with

sharp well defined peaks. The films fired under flowing oxygen exhibited weaker
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patterns, in general, with more impurities. Each film fired under a slight ozone
atmosphere was found to have virtually no impurities while some films fired
under oxygen had a few impurity phases. These results lead one to believe that
ozone treatments yield better films. SEM results showed little difference between
the films produced from various precursors or between those of different
concentrations. On the other hand, major variations in the films were obtained
between films fired in ozone and those fired in oxygen. Figure 3 shows SEM
micrographs of three .03 molal sol films fired an sapphire A Cu(W)-1-propoxide
precursor film fired in oxygen (3a), Cu(l)-methoxide precursor film fired in

-A
b 0

U"C 04, Ila..

Figure 2- X-ray diffraction patterns of YBa2Cu3O7-8 thin films on [100] single

crystal sapphire substrates (substrate peak omitted) fired at 850 oc and annealed

for 8 hours in oxygen (a) and 10% ozone / 90 %6 oxygen gas mixtures.

oxygen (3b) and a CuOID-1-propoxide film fired under ozone. Figure 3 reveals that

the ozone treated films exhibited severe cracking. Films fired in oxygen showed

less cracking.
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Figure 3. SEM nicrographs of three 0.03 molal sol films fired on sapphire: A)
Cu(I)-l-propoxide precursor fired in oxygen; B) Cu(U)-methoxide precursor fired
in oxygen; and C) Cu(H)-l-propoxide precursor fired in ozone. The bars
correspond to 20 tim.
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CONVERSION FOR SOL-GEL PRODUCED YIBa2Cu3O7-x.
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Department of Material Science and Engineering, Ceramics Division, Materials
Research Laboratory, and Science and Technology Center for Superconductivity,
University of Illinois at Urbana-Champaign, 105 S. Goodwin, Urbana, IL 61801

ABSTRACT

Alkoxide sol-gel processing of YIBa2Cu3O7-x was performed using copper(I
ethoxide, barium methoxyethoxide, and yttrium methoxyethoxide precursors in a
methoxyethanol/methy ethyl ketone/toluene solvent system. In situ neutron
diffraction experiments were performed on individual precursors and mixed
component gels during heat treatment. Phase development and consumption was
observed for both the calcination and annealing segments of the heat treatment.
Formation of YiBa2Cu3O7-x was observed as early as 700 oC. CuO, Cu20, BaCuO,
YCu205, BaCO3, BaCO4, and YlBa2Cu3O7-x were observed during the

conversion/consolidation reactions to 850 oC.

INTRODUCTION

The processing of single phase YIBa2Cu3 70x superconducting powder and

thin films is paramount to basic materials research studies as well as commercial
product developments. Initially, single phase superconductors were produced by
the solid state reactions of yttrium oxide, barium carbonate, and copper oxide

powders [1]. A severe draw back of this process is the 950 °C processing
temperature for several hours and then the annealing process in oxygen near 450
°C to yield the orthorhombic superconducting phase. The high calcination
temperature usually results in extensive microstructural grain growth [21 and
interaction of the superconducting film with the substrate [3, 41.

Sol-gel processing techniques offer an alternative to the traditional ceramic
processing methods for superconductors. For example, Hirano et al. [61 has

produced single phase Y1Ba 2 Cu3O 7 _x superconducting powder at 750 °C using

yttrium isopropoxide, barium isopropoxide, and copper(I1) 2-ethoxyethoxide.
Kramer et al. [71 has produced Y1Ba 2Cu 3 OT7x sol-gel superconductor powders

using Y methoxyethoxide, Ba methoxyethoxide, and copper{I) ethoxide. Kramer et
al. [81 has also demonstrated that epitaxial films can also be produced on SrTiO 3

via sol-gel routes. Therefore, the sol-gel technique can lead to high quality
superconductors that can be used for physical property measurements as well as
technological applications.

In the present paper, we discuss the conversion of our amorphous
YIBa2Cu3 gel to the corresponding superconducting oxide occurring through a
complex structural development process which has been characterized using
neutron diffraction. The chemical processing aspects of this YiBa2Cu3O7.x system

have been extensively described in a number of previous publications [8,9,10). The

Mat.not.e. smc. Symp. Proc. Val. 1S0. 01550 Mateuiala Reeaarch Society
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neutron diffraction experiments were performed on the Special Environment and
General purpose Powder Diffractometer, at the Intense Pulsed Neutron Source
(IPNS) [11].

Results and Discussion

Figure la shows DTA results for the copper(I) methoxyethoxide precursor
powder. This measurement reveals a large exothermic reaction between 200-270
OC and two smaller exothermic peaks between 350-450 OC. Based on this result,
room temperature, 275 oC, 475 OC, and 675 oC were chosen as the temperatures for
acquisition of neutron diffraction data for the copper(I) methoxyethoxide sample.
These diffraction spectra for the copper(H) precursor pellets are shown in figure lb.
The room temperature data indicate the major constituent to be amorphous, with
minor constituents being CuO, Cu2O, and Cu metal. The presence of crystalline
phases is attributed to the 120-200 OC temperature used during sample drying. The
copper gel sample appears completely crystalline by 275 OC, with CuO being the sole
copper constituent.

A

U~~~t MEa Msa sa.a s

B

d-SPACM A

Figure 1. a) Differential thermal analysis of Copper(II) alkoxide.
b) Neutron diffraction patterns for Copper(II) alkoxide

consolidation.

Thus, the large exothermic reaction observed just below 275 OC is attributed to the
formation of CuO and the elimination of it's corresponding organic byproducts.
Neither Cu metal or Cu2O were observed in the 275 OC powder pattern. No

S-a-.



apparent crystallographic structure variation was observed in the 475 oC or 675 OC
spectra indicating that the smaller exothermic reactions occurring between 350-450
OC were most likely due to a second stage of organic byproduct oxidation. Our

single phase formation of CuO by 275 oC can be compared to work by Hirano et al,
in which the presence of both Cu2O and CuO were observed up to 475 oC as
determined using x-ray diffraction techniques (121.

In addition to the copper-containing phases, the neutron diffraction patterns
recorded above room temperature revealed the presence of A120 3. As discussed
previously, the sample pellets were positioned between two alumina dyes in the
neutron beam. As a result of sample pellet shrinkage during the copper(I)
precursor run, the upper alumina positioning cap entered the neutron beam.
Thus, the spectra above room temperature showed the presence of alumina.
However, this interference did not limit the identification of the copper oxide
phases.

A : I

B

d-SWAOC A

Figure 2. a) Differential thermal analysis of YICu3 gel.
b) Neutron diffraction patterns for YlCu3 gel consolidation.

Figure 2a shows the DTA curve for the YICu3 gel sample. The data indicate
a sharp exothermic reaction below 275 OC followed by a gradual exothermic rise
between 300 OC and 550 OC. Neutron diffraction data were therefore taken at room
temperature, 275 OC, and 550 OC. The diffraction data are shown in figure 2 b.

, I
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A
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Figure 3. a) Differential thermal analysis of Ba2Cu3 gel.
b) Neutron diffraction patterns for Ba2Cu3 gel consolidation.

The data indicate CuO is the dominating phase in the 275 oC and 550 oC spectra
and that YCu2O5 is a minor constituent The presence of yttrium oxide was not
observed in the patterns, indicating the direct formation of the yttrium copper
oxide.

Figure 3a shows the DTA curve for Ba2Cu3 gel powder. The curve exhibits
three exothermic peaks between 150 oC and 525 oC, and a small endothermic dip at
800 OC. The latter is repor,-d to corresponded to a reversible BaCO3 polymorphic
transformation [13]. Howeve-r, this data was not confirmed using diffraction
techniques. We believe that for our system this transformation may yield BaCO 4,
also a reversible transformation which when cooled returns to BaCO3. Figure 3b
shows neutron diffraction patter of samples heat treated at 325, 800, and 850 oC.
The first spectrum recorded at 325 oC shows CuO and BaCO3 as the predominant
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phases. The 800 OC and 850 OC sample spectra contained a large alumina
contribution from the positioning cap. For these two samples additional neutron
diffraction data were obtained after partially cooling the furnace and masking the
portion of the neutron beam impinging the positioning cap.
The spectra representative of the 800 oC sample, recorded at 450 OC, indicates the
presence BaCuO2 and CuO. These phases were also detected in the 850 oC sample,
recorded at 200 oC. In the 850 oC sample the BaCuO2 phase is much more
developed than in the 800 "C sample.

Figure 4a shows the DTA analysis of the YiBa2Cu3 gel powder produced
using Alfa Cu(E) ethoxide and processed using the methoxyethanol/ methyl ethyl
ketone/ toluene The DTA curve shows two exothermic peaks at 200 oC and 500
Oc. The BaCO3 to BaCO4 conversion endotherm occurred at 795 Oc. This DTA
measurement closely resembles that of the Ba2Cu3 gel. For example, the large
exothermic peak between 400-500 oC appears to have similar intensities and widths
in both plots, indicating that the barium and possibly copper constituent reactions
are taking place. Figure 4b shows the neutron diffraction data of the YIBa2Cu3 gel
heat treated from 200-850 OC. From figure 4a it is observed that the BaCO3 peaks do
not change appreciably in intensity from 325-750 oC, but at 800 oC the phase has
been completely replaced by BaCO4. Thus, the BaCO3 phase appears to be very
inert up to the conversion temperature, approximately 790-800 oC. The Ba2Cu3
results indicate that two hours at 800 OC was sufficient to completely react the
newly formed BaCO4 with the copper oxide phases to form BaCuO3. The presence
of Ba2CuO3 has been observed by Wang et al. 1141 at 950 OC in 2Ba:3Cu specimen

~a

p. . .m po p a P

A B

Figure 4. a) Differential thermal analysis of YlBa2Cu3O7.x gel.
b) Neutron diffraction for YlBa2Cu3O7-x annealing treatments.

prepared using the solid state method. Ba2CuO3 was not observed at any
temperature in our Ba2Cu3 samples. From the room temperature acquired
diffraction data shown in figure 4b, it is apparent that the Y1Ba2Cu3 gel sample was

-A



completely amorphous prior to heat treatment. The hump-like nature of the
scattering intensity is representative of the under-moderated Maxwellian neutron
distribution, characteristic of a pulsed spallation neutron source. The spectra
appear quite complex due to the three component nature of the gel. However,
with the aid of the previously discussed diffraction patterns, the data can be
adequately interpreted. Two main phases were observed at 325 oC, CuO and
BaCO3, with a minor amount of YCu205 being present. Free Cu metal and Cu20
were not observed at any temperature. The YCu205 peak intensities increased
through the 750 OC acquisition, at which time the phase appeared to readily react
with the other constituents to form tetragonal YIBa2Cu307-x. The BaCO3 phase
was very stable through the 750 oC acquisition, but at 800 oC had been converted to
BaCO4. The BaCO4 was observed to readily react with CuO and YCu205 forming
tetragonal YIBa2Cu307.x and a small amount of BaCuO2. After two hours at 850
oC only small traces of the BaCO4 phase remained. Residual impurities after four

hours at 850 OC were YCu2Os, CuO and BaCuO2.
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ABSTRACT

For the synthesis of composites on a nano or molecular
level, chemical or physical methods have to be used since me-
chanical procedures cannot be employed for these systems. If
organics have to be included, low temperature processing has to
be used for the synthesis of the inorganic component in order
not to damage the organic component. Sol-gel techniques are an
appropriate means to synthesize oxidic networks by soft che-
mistry, and various systems of organically modified ceramics
(ORMOCERs) have been developed so far. It has been shown that
the synthesis parameter can be used to tailor the material pro-
perties in a wide range. A review over the chemistry and che-
mical properties of ORMOCERs and several examples of material
developments will be given.

INTRODUCTION

The aim of this paper is to point out special chemical
aspects of organically modified ceramics of the ORMOCER type,
mainly developed in the Fraunhofer-Institut fUr Silicatfor-
schung in Wfurzburg, FRG. Due to the limited amount of space and
with respect to the review, in several cases details were not
reported here, but are foreseen for later publication or are
found in the cited literature.

In numerous cases of materials application in technology
one-component systems do not meet the complex practical re-
quirements and, therefore, composites have to be used. The vast
majority are so-called macroscopic composites like laminates or
fiber reinforced materials. The lower limit of the component
size in these cases is the pm range and is limited by mecha-
nical processing (e.g. mixing, coating, blending). For coat-
ings, layer thicknesses in the nano range can easily be achiev-
ed by deposition techniques and, as shown in [1], composites
consisting of several hundreds of thin layers can be prepared
by microwave assisted chemical vapor deposition. That means
layered composites with one very small dimension can be obtain-
ed. Particulate phases, e.g. ceramic phases in ceramic ma-
trices, are obtained by nucleation and crystallization pro-
cesses at high temperatures. It is difficult to obtain very
small grain sizes if one starts from conventional crystalline
raw materials like oxides. Amorphous gels, however, can be
transformed into ceramics with extremely small particle sizes
[2]. If growth and agglomeration processes can be controlled

Met. ItN. sm. SmP. PImo. Vol. ISO. e1m1ir uslms 1e6ereh Soe•ey
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particulate raw materials for ceramics in the nano range can be
prepared (3]. In controlled sol-gel reactions, fine particles
can be formed by a controlled growth mechanism in solution.

To obtain glasses or ceramics from gels or from ultrafine
particles, the material has to be densified by heat treatment
during a sintering process. The densification mechanism can
either be a viscous flow, e.g. in glasses, as described in [4]
or a diffusion controlled mechanisms, similar to sintering me-
chanisms of ceramics [5]. In ceramic multicomponent composi-
tions, the diffusion paths can be extremely short if the par-
ticle size is small, leading to reduced crystallysation tempe-
ratures [6]. The high temperatures necessary for densification
are a result of a molecular property of the inorganic units.
They form a three-dimensional network since the number of bonds
per unit, as a rule, is > 3. Lower network connectivity numbers
enhance densification as known from organic polymers. The
organic modification in sols and gels should have the same
effect. This idea was used for an improvement of the processing
properties for fiber drawing from SiC sols in [7]. In this
case, a sSiOC2•H grouping represents ihe determining function.
Other examples Jor chemical modifications are shown in [a]. In
this case, the complexation of Al-alkoxides leads to ultrafine
particles, suitable for fiber drawing or coating. In these
examples, the organic modification is only used to overcome
disadvantages of the three-dimensional crosslinking in process-
ing steps before densification and afterwards the organics are
burnt out. But if organics are carriers of special functions it
might be of interest to keep them within the final product. In
this case, hybrid materials with inorganic backbones and or-
ganic components are obtained and the organic component may act
as a chemical or structural modification of the inorganic net-
work. Therefore, the sol-gel process provides a means for thepreparation of ultrafine dispersions f or the inorganic phase
and, in addition to this, organic groups can be included which
enhance relaxation and densification of the network.

GENERAL ASPECTS OF ORGANIC MODIFICATION OF ORMOCERS

Various material syntheses by sol-gel techniques in combi-
nation with organic groups have already been described [9-14].
Different basic types of ORMOCER materials can be distinguish-ed:

- organic groups act as non-reactive network modifiers, e.g.
alkyl or aryl groups covalently bond to Si. There is a
strong effect on Tg shown in fig. I (x, with phenyl groups
as an example).

This type can be considered as a modified glass structure with
organic groups as network modifiers instead of alkali ions.
Curve (o) represents the case of a second type of structure:

organic groups are linked together and can stabilize the
"gel network" mechanically by forming flexible links.
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Fig. 1. Effect of organic groups on Tg in organically modified
ceramics according to [10].

In this case, a steeper slope (o, fig. 1) results, as pointed
out in [10]. No Tg can be determined if the ratio of network
modifier carrying groups to network modifier-free groups be-
comes 0.7. Naterials with r > 0.7 can be easily densified to
bulks without cracking.

If one considers this behavior from the organic polymer
point of view, it can be explained as a structure stabilizing
effect of the inorganic components, too. Stabilized structures
like this do not only show higher Tg, but show also special
chemical properties like reduced diffusion for e.g. organic
molecules. In fig. 2, the permeation rates P - S.D (S = solu-
bility; D = diffusion coefficient) of coated and uncoated high
density polyethylene (HDPE) are compared with a standard test
gasoline fraction as permeate (15].

Another aspect of structural stabilization in combination
with special properties is described in [16] in materials de-
rived from (CH 3 O) 3 Si-(CH2 ) 3 NH . Hydrolysis and condensation
results in transparent monoliýhic condensates stable up to
150 @C. Doping with HClO4 or CF 3 SO H leads to protonit. solid
state electrolytes with no change In conductivity by ageing
time or temperature influences, indicating a high structural
stability compared to organic polymers like polyethylene oxide.
It is assumed that the inorganic backbone stabilizes structures
according to fig. 3.

The proton transport can be explained by a chain motion
mechanism, since the conductivity rises sharply at the glass
transition temperature. Both findings, low permeation rates as
well as stable conductivity behavior support the thesis of a
structural stabilization effect of the inorganic backbone. From
the ceramic point of view and according to fig. 1, the Tg va-
lues are substantially lowered compared to corresponding inor-
ganic compositions (the inorganic backbone with the organics to
be removed) and the densification behaviour should be affected,
too.

_NO.
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100
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Fig. 2. Permeation of hydrocarbons through coated and uncoated
HDPE. I = uncoated HDPE; II = coated with a polymer obtained
from Al(OBus) 3 :(CH30) Si-(CH2 ) 20COCH(CH3} )CH 2 : (C2H5 O) Si-
(CH2 ) CH1 :(CH2 0) 3 S'-(&•)•,NH2 = 20:50:3a:4 (molar ratio) by
hydkofysis ana condensa ion and photocuring after coating with
IRGACURE 184 (commercial photoinitiator from Ciba Geigy com-
pany); III = same polymer, but methacrylate grou in substi-
tuted by the epoxy grouping (CH 0) Si-(CH2 ) OC32II2 0,
thermally cured after coating ai 98 -C. Coating thickness: 5
Am.
P: equilibrium rates after 50 hrs.

1 0"• Si~ Si Si "

I I I

..NH NH2 NHI Fig. 3. Model of a proton
I:~2 M :N2 I.conductive modified glass

according to (17].
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As shown in various examples [16,18], dense and crack-free
bulk materials can be prepared very easily with ORNOCERs and
especially by use of a two step process including organic poly-
merization (fig. 4). The advantage of the two step processing
results from the separation of the sol-gel reaction (mainly
controlled by H20 and catalysts) from the organic polymeri-
sation reaction (thermally activated or photoactivated). The
organic crosslinking affects the chemical properties, too.
Whereas structures with mSi-O-bonds as backbones and without
polymeric crosslinking are sensitive to alkaline or hydrolytic
attack, polymerized materials are chemically much more stable.
This behavior can be used for pattern development by photo-
lithography (fig. 5) (19]. Without stabilization by polymeri-
zation an ORMOCER film can be removed after drying at room
temperature completely by diluted NaOH. By this, patterns can
be developed after UV light exposure with appropriate masks.

FMt,(OR), -. (ROhSiR'. IRO),ISiR" - ~ oing".,m'.odf~ing gm. l,,'ng

hydrolysis and condensation

-- e--0-Si-O-0•N-- vio~u lkMf
I I R I + Sor peSWsSI I I

R*-Si-O-Si-O-Me-
I R"

intermediate product

I poung o Mno.ds
moulding step e0nVUBWoScoatin pco9 •

curing step #hrnl cu"

I I I

-Me-Si-C-Si
I I coatW UPl tO 100 .im)
R' R"I t I I ibers

R~_Si_ OSi _OM._ 'Oft
I I patfmd fisIl (adseqmt

ou,,iso.d me, u.sed)

final product

Fig. 4. Typical two step processing of organically crosslinked
ORMOCERs; R': alkyl, aryl; R": vinyl, methacryl.

The sensitivity against NaOH decreases with increasing
degree of organic polymerisation and can be affected by compo-
sition, too. If epoxy-free compositions are used and the metha-
crylate is substituted by vinyl, one can synthesize "silicates"
extremely stable against alkaline attack, as shown in (20,21].
In additon to this, for example, coatings of the system
SiO2 /(C 6 H ) ,Sio/CH3 -vinyl-SiO - 5:35:60 (molar ratio) show a
low permigtivity constant 8 of about 2.7 (which does not change
after wheathering due to a very low H2 0 take up), and a high

-_ _ _ _ _ _ _
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stabilization.
a) ORMOCER composition:
SiO3 / 2 (CH 2 ) 3 0COCH(CH3 )=CH2 : 38.6 )
SO3/2 (CH)30CH CHCH0-: 38.6 ) molar ratiosSiO /.•CH=gH• - 1.9 HiO : 3.9 )
Phoiofnitia~or: IRGACUR& 184 (Ciba Geigy)
b) Developed patterns; UV exposure by direct laser writing.
chemical stability against concentrated bases, which is quite
unusual for silica based materials. The material can be used
for dielectric coatings.

In opposition to a high chemical stability, a high sensi-
tivity for special compounds can be useful, too. As pointed out
in the introduction, organofunctional groups can dominate the
chemistry of ORMOCERs in a wide range. The use of aminogroups
as charge carriers for solid state electrolytes already hast. been shown in fig. 3. They also can be used for complex for-
mation for SO2 [22]. In this case, secondary or tertiary amino
groups react reversibly with gaseous 602 (1)

-CH2 + so CH2-CH2 *-SO2 (1)

2-C 2 ..... (
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The complex formation is a function of the SO2 partial
pressure. The ORMOCER is dense, but S02 can diffuse into the
structure. The adsorption process can be monitored by IR as
shown in fig. 6 but more efficently by other techniques. In
fig. 7a and 7b the response of a coated piezo quartz and of an
interdigitated capacitor is shown [23]. The frequency shift of
the quartz is linear to the vapor pressure of S02. The capaci-
tance device shows an extremely high sensitivity (<< 1 vpm SO2 )

10 -
~ 5

5 unloaded ORMOCER
50_

"too s A

Fig. 6. Adsorption of SO on
so- 15 hr.'after soexposur- a tertiary amine. The amine

is covalently bond to a si-
lane: (CHOCH) 2 N(CH)) 3 Si(OR)3

100o -- •and incorporated into the
ORMOCER NND (34/1) according

1S to [22].

"1 day in N2 after S02 exposure
$50 ; , , • " ' F "

4000 3400 2600 2200 1100 1000
wvaenumber cm"K

spectro of a NNO (34/tI lager en Klr-crystal

top: before SO%-treatment

niddle: loaded with SO.
betote after SO%- trtetment

10 00 

-

U' ACQOa6 pF
> 500-

50 
0 2

SO2 concentration in vpm time in h

Fig. 7a-7b. a) Frequency shift of an ORMOCER coated piezo
quartz as a function of the S02 partial pressure. b) Capaci-
tance shift of an interdigitat6d capacitor coated with an
ORMOCER by exposing 1 vpm S02 in N2'
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The examples described above demonstrate some special che-
mical properties of ORNOCERs. These properties are related to
structural features and, in this connection, it seems to be of
importance that the materials are of high homogeneity and no
resolution of phases can be observed in the TEN (c 1 na resolu-
tion). That does not necessarily mean that the homogeneity is
on a molecular scale, but no correlation between the size of
inorganic and organic domains could have been drawn so far.

CHEMICAL PROCESSING OF ORMOCERS

In the previous chapter mainly the question of chemical
properties was discussed (on the basis of composition). But
independent on composition, the properties are influenced by
processing, too. In the following, several synthesis processes
for different types of ORMOCERs and the influence on properties
are described. As published elsewhere [91, a family of scratch
resistant coatings was developed from an aRMOCER contact lens
composition. The hardness of these materials was attributed to
the inorganic backbone. These materials have to be prepared by
a special condensation process according to (24] in order to
obtain sufficent homogeneity. r-glycidyloxipropyltrimethoxy-
silane (epoxy silane) was used as organic modifier, which is
able to form a polyethylene oxide chain by polymerization. One
disadvantage of these materials is their brittleness, which
prevents their application on flexible substrates like rubber
or thin foils to be bent with small curvature radii. The
elongation limit of these coatings is in the range of about
1 - 2 %. The question arises, whether flexibility can be im-
proved by reducing the concentration of inorganic units without
loosing scratch resistance.

The simplest way to reduce the amount of inorganic back-
bone is the elimination of pure inorganic network formers and
to start with the one-component system "epoxy silane". The
synthesis process is described in details in [25]. For the
hydrolysis of the epoxy silane two diffl rent concentrations of
water were used: 1.5 mole H2O/mole silan., and 3.0 mole H 0/mole
silane. In fig. a the residual H 0 concenýration after 18, 50
and 200 minutes hydrolysis at pH 9 after 16 hrs prehydrolysis
at pH 5.5 is shown (at pH 5.5 only a small fraction of water is
consumed).

The analysis of the epoxy groups shows that with 3.0 mole H20
the residual epoxy group content is remarkably lower. After
pH 9 hydrolysis, % 30 % of the epoxy groups are changed to
glycol groups indicating that a part of H2 0 is used for the
epoxy ring opening instead of hydrolysation. With 1.5, almost
no glycols are formed. This should have a serious effect on the
epoxy crosslinking: For the 3.0 system, a weaker crosslinking
and a more hydrophilic matrix is expected.

Coating experiments on metal and PET foils show signifi-
cant differences. The 1.5 system shows after an amino-catalysed
curing (- epoxy polymerization to PEO chains) a surprising
flexibility compared to the 3.0 system, as indicated in fig. 9,
which is attributed to the higher PRO chain content of this

n inI
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Fig. 8. Comparison of the hydrolysis kinetics of 3.0 and 1.5
mole H2 0 concentration of the epoxysilane at pH 9; 16 hrs at
pH 5.5.

r- 0.1 mm

coating Scoating: 5;Lm

substrate • / substrate

1.5 system 3.0 system

Fig. 9. Differences in flexibility of the 1.5 and the 3.0
system.

chain content of this system. Humidity tests confirm the re-
sult: The 3.0 system shows crack formation after 14 days treat-
ment at 40 °C in 100 % r.h. due to its higher water take up,
whereas the 1.5 system remains unchanged. The results clearly
show the strong impact of hydrolysis and condensation condi-
tions on the material properties.

These materials can be easily employed as thick coatings
(up to 50 gm) without cracking. Cracking in general occurs
during the thermally induced condensation step by shrinkage
due to the loss of H2 0 (2) or closing of pores.

-Si-OH + HO-Men mSi-O-Xem + H2 0 (2)

If no pores are present, shrinkage is only based on the loss
of H2 0 if the precursor is solvent-free and hydrolysis is com-
plete. The elimination of aSi-OH groups should lead to an
improvement of the shrinkage behavior. Therefore, in a

i
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composition with 30 SiO (from TEOS), 30 C6H SiO•3 1  (fromC H Si(OEt)3) and CH12=CýCH3)COO(CH2)3sio 3,, ?from ihe

1h5xide), an average of 1.5 --Si-O bonds 3 &i the phenylsilane
was substituted by F (fig. 10). This was carried out by in-
troducing C6 H5 SiF3, which hydrolyses to an average of 1.5 F
during hydrolysis and condensation [26]. In fig. 11, the NIR
spectra shows the dissappearance of the SiOH groups by the
introduction of F.

Thermal treatment shows remarkable differences between the
two systems. The fluorinated system (after photocuring the MMA
groupings) undergoes a weight loss of only a few % between 100
and 280 °C with almost no shrinkage, whereas the non-fluori-
nated system loses already remarkable weight accompanied by
crack formation in 10 gm thick coatings. Employed as coatings,
the fuorinated materials can be used up to 250 OC without
shrinkage

/0 /F F

0-- 0- 0--

1.5 F

Fig. 10. Substitution of sSi-o- by =_Si-F.

Z.50-

. 00t 100-

0.00

wavetength in nm

Fig. 11. NIR spectra of SiOH groups of the fluorine-free (a)
and the fluorinated system (b).

and cracking. They are highly transparent and show a good
scratch resistance, too. They are not effected by humidity in
the wheathering test. The behavior can be explained by the lack
of thermally activated condensation of SiOH groups in the
flexible network.

d
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Another interesting variation by chemistry can be used to
incorporate metal oxides into polymers on a moleiular or nano
scale by complex formation. For example, Zr(prop )4 complexed
with methacrylic acid (MA) can be used for polymerizing the
acid with olefins to form ZrO containing polymers. The complex
formation can be followed by iR (fig. 12), excess of MA
(r/ZrO2 : MA > 2) leaves uncomplexed acid. Polycondensation and
polymerization of the complexed Zr(OR) 4 with methacryloxysilane
(1:9 molar ratio) leads to bulk materials with interesting
mechanical properties [27]: Solid rods can be prepared with a
bending strength up to 80 MPa. This can be interpreted by an
internal reinforcement of the modified PMNA crosslinked
ORMOCER.

1.8

C

1:2.3;

C"2 Fig. 12. Consumption of MA-•by complex formation with
Zr(prop1)4; MA:Zr = 1:1.8
(upper curve) and 1:2.3
lower curve, molar ratios).
x a C=O vibration of com-
plexes, o C=O vibration of

f the free acid.

I I

2 000 18M0 1600 1.00 1200
wvenumber in cm"1

CONCLUSIONS

Sol-gel chemistry in combination with organic modification
can lead to new materials with interesting properties. Chemical
properties can be changed in a wide range. But for the under-
standing of the properties, the understanding of the synthesis
chemistry is necessary. This can be difficult, especially if
multicomponent systems with differences in the reactivity of
the different components occur. Investigations in many cases
are only at its beginning but show already very hopeful re-
sults. The second point necessary to be investigated is the
size effect of the inorganic-organic domains on the properties
of the materials.
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ARYL-BRIDGED POLYSILSESQUIOXANES - NEW MICROPOROUS
MATERIALS.
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*DIeparftmeu of Chemistry. University of California, Irvine, Irvine, California, 92717.

**Central Research & Development, El. duPont de Nemours & Company, Experimental
Station, Wilmington, Delaware, 19898.

ABSTRACT

The first representatives of a new family of microporous, aryl-bridged polysilseaquioxanes
have been prepared by sol-gel processing of bis-l,4-(triethoxysilyl)benzene la, bis-4,4-
(triethoxysilyl)biphenyl 2a, bis-4,4'-(triethoxysilyl)terphenyl 3a, and bis-9,10-triethoxysilyl
anthracene 4a. The bis(bichlorosilyl) analogs of la and 2a (lb and 2b, respectively) were also
examined. The materials produced by hydrolysiq and condensation of the monomers provide an
opportunity to fully condense to a network with rigid-rod organic spacers interspaced at regular
intervals in the silicate-like framework. The xerogels produced upon subsesquent processing of
the gels have extremely high surface areas (256-1100 m2/g; BEM) with porosities confined to the
micropore domain (< 200 nm). Solid state (CP MAS) 13C and 29Si NMR were used to evaluate
the extent of hydrolysis and degree of condensation in the x-erogels. The porosity and thermal
stability of the aryl bridged polysilsesquioxanes may lead to applications as chromatographic
absorbents. The tranrparent materials may also have optical applications arising from both the
gels' high refractive indices and the covalent incorporation of ultraviolet chrnmphores.

INTRODUCTION

Synthetic silicates (Figure 1, A) prepared by sol-gel processing of alkoxysilanes (eq. 1) allow
for the preparation of amorphous materials (xerogels) that are precursors to high purity glasses.
ceramics, coatings, and fibers [1]. In a similar fashion, organically modified silicates can be
prepared by condensing tetraethoxysilane (TEOS) with hydroxy terminated
poly(dimethylsiloxanes) 12] or replacing an ethoxy substituent with an alkyl or aryl group
(polysilsesquioxanes or T-resins) [31.

,0 0 / 00 0 Pr0

-OO O

sok•-% Io/ SoI .1 - :

0 0\

/0

,e ,. ;.f 0
0 0/

A B

Flxmr 1. Amorphous Silica (A) and Aryl-bridged Polysilsesquioxane (B).
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n Si(OEt) 4  + 2n H20 P0- Si 2)n + 4n EtOH (1)

We report the preparation of a new class of microporous materials, aryl-bridged
polysilsesquioxanes [4), through the wil-gel processing of bis(triethoxysilyl)aryl 1a&4a and
bis(trchloroilyl)aryl 1b, 2b monomers (Figure 2). These materials incorporate aryl groups in
silsesquioxane networks with hexacoordinate connectivity (Figure 1, B). The xerogels would
retain the useful optical properties of tri-coordinate poly(arylsilsesquioxanes) in a more uniform,
close packed network [71 The rigid aryl spacers [8] between the silicon atoms in the monomer
may also provide control of the microarchitecture of the network, influencing properties such as
inicroporosity. Such an effect has been proposed in layered metal aryi-bispbosphonates [91 and
was anticipated but, as yet, not realized in related approaches using vinyl-functionalzed
splierouilicates [10], and carbon-based molecular level building blocks [ill.

na X %%%%$% S'X _P2

Iaala, X = ORt Ix-4x
Ilb,2b X z CI

12 3 4

FFIgure 2. HydrolysWcondensation of monomers 1-4.

EXPERIMENTAL

Monomers la and 2a were prepared by a Barbier-Grfignard reaction of l,4-dfibromobenzene
and 4,4'-dibromobiphenyl with TEOS (Figure 3) [12]. Monomers 3a and 4& could not be
prepared by Grignard chemistry; lithium-halogen exchange followed by treatment with
chiorotriethoxysilane afforded 3a and 4a in moderate yields [121. Hexachloride derivatives lb
and 2b were prepared from la anid 2a, respectively, by tmsunnent with SOC12 in the presence of a
catalytic amouint of DMF

The hexaethoxide monomers la-4a were hydrolyzed/condensed under both acidic and basic
conditions. In a typical acid-catalyzed polymerization, monomer la (0.2-0.4 M in THF or EtOH)
was mixe with 3 equiv H20 and HE (0.10 equiv) as catsayst. The solutions generally gel within
several hours. Using the asam concentrations of monomer and water, the base-catelyzed
polymerization required weeks to reach gelation. To facilitate rapid gelation, an excess ofH2 1
equivJJZ) adN 40H (5.7 equiv) were used. polymerization of the hexachioride monomers lb and

ib(.2)were performed in THW with 3 equiv H20. The transparent gels were allowed to cure
for 48 hours before drying.

The solvent could be removed from theet eld m oliths wihlittle or no fractures by slow
a ir drying (for months) or by lamtneruing gel ~insa senuence owfi iovents [ 13] with decreasing

dilcrcconstant and then allowing ftem In air dry (2 days) Alternatively, monolithic xerogels
(Fur 4) could be prepared from 1a using forunamide as a drying control chemical agent

(r-) [14]. Tim xeatigs woregpound and dried under dynamic vacina.

.... ... --- - -



RESULTS AND DISCUSSION

The xerogels Ix and 2x were colorless, transparent solids. The xerogels 3a and 4a were
transparent yellow and red solids due to the absorption characteristics of the terphenyl and
anthracene spacers. The materials were thermally stable (DSC, TGA; N2) to 500 0C. Scanning
electron micrographs of both acid and base-catalyzed Ix revealed smooth surfaces with glasslike
fractures and no macropores. Transmission electron micrographs showed the composition more
clearly (Figure 5). The amorphous characteristics bear striking resemblance to electron
micrographs of condensed polymeric-type silica gels produced by acid catalyzed
hydrolysis/condensation of TEOS [161. These features are in constrast to colloidal gels, which
consist of aggregates of discrete, dense particles [17].

Br-OCiB -5--. iam..-0(EO) 3SfrjQJSi(OEtQa b - ClaSi-{()f-SiC4

la, 2a lb, 2b

3$a

Br Si(OEt)3

4a

Figure 3. Conditions: (a) Mg0 , THF, TEOS, reflux for 3 days, n= 1,2; (b) SOC12 , DMF
catalysis, reflux for 5 days; (c) 4 equiv of t-buLi, Et2O, -78 0C for 30 min, 25 0C for 3 h, n=3; (d)
2.5 equiv of chlorortiethoxysilane, -78 °C for 30 mi, 25 *C for 4 h.

Figure 4. Dried transparent monoliths prepared by acid catalyzed hydrolysis/condensation
(61FH20, focmamide, and HC, catalyst) ofCEOS (right) and Ia (left).
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Pore analysis (N2, BET) of 1x and 2x prepared by both acid and base-catalysis confirm the
absence of macropores, but showed micropores with mean pore diameters at or below 2 nm.
Argon adsorption/desorption (BET) studies of the base-prepared 1x and 2x found mean pore
diameters of 0.8 nm and 0.6 nr, respectively; the pore diameters of these materials appears to beindependent of the length of spacer. Porous 3x has been prepared and the mean pore diameter will
be determined in the near future. The materials Ix, 2x, and 4x have extremely high surface areas
(256-1150 m2/g) [181.

Solid state 13C and 29Si NMR were the most useful tools for the characterization of these
materials. 13C NMR, in conjunction with Fl-IR, was valuble for determining the extent of
hydrolysis. The 13C CP MAS NMR of 1x clearly shows the aryl-carbon resonances at 135 ppm
and the ethoxysilane resonances (minor) at 59 and 17 ppm. Interupted deoupling experiments
were used to distinguish between mobile ethanol (and other adsorbd solvents) and those arising
from bound etboxysilanes [211. Under the acidic polymerization conditions, the residual etboxy
residue ranged from approximately 19 to 0%. Under basi conditions hydrolysis was complete-
no residual bound ethoxy peaks are observed fro the ethoxy precursors.29Si CP MAS NMR of lx (Figure 6) prepared under acidic hydrolysis conditions of la
followed by solvent replacement [14] and vacuum chying shows three resonances at -59, -68, and
-76 ppm, respectively. The peaks correlate with the substructures PbSi(OH) 2(OSi) (TIPh),
PhSi(OH)(OSi) 2 (T2Ph), and PhSi(OSi)3 (T3Pb) 122, 23]. The silicon resonances were
deconvoluted, and the areas, after correction for contact times, were integrated. Xerogels prepared
by acid-catalyzed hydrolysis/condensation of la-4a indicate the degree of condensation to be

ely 60-%. Hydlysi of te hs lb as�rie to materials with
proxi ly 70-75% condeati".on. Base-catal.yzed. hydrolyis/conde on produces materials

wih a higher degree of condensation (approximately 85%). Although quantitative conclusions
regarding the calculated degree of condensation must be interpreted with caution [23c], the
mat ehib an en ofc e on s t t fou in pu l xerogels.

uson, it is shown that organic spacers can be i d at regular intervals into the Si-O-
Si silicate structur.. Sol-gel processing allows for the preparation of aryl-bridged
polysilsesquioxanes, hig surface area materials that have certain morphological properties in
common with both silicates and simple poly(arylsilsesquioxanes), but with added opportunities for
sysanatic modification.

FigureS. Transmisason electron micrograpih of lx (THF, H20, HCI catalysis; bar 100
am).
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~OSI 0OSi

Ti T3

0 50 ~ - 10 15, PPM

Figure C. 29S1 CP IMAS NMR spectrum of Ix (prepared by acdd catalysis, EtOKH.120) at 39.74
Uz. Experimental conditions: S Ita 90* pulses, 5 Its cross polarization time. 25.65 ms
acquisifmo time 3.9 KHz spin speed. 1776 scans.
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RUBBERY ORMOSILS

Young J. Chung, Su-Jen Ting and John D. Mackenzie
Department of Materials Science and Engineering,
University of California, Los Angeles, CA 90024

ABSTRACT

A new technique which permits the successful preparation of ORMOSILS
(Organically Modified Silicates) with rubbery elasticity has been developed.
Common alkoxides were reacted with polydimethyl siloxane (PDMS) and the
microstructures were carefully controlled. Large monoliths of the porous
rubbery ORMOSILS have been prepared. Gelation process was studied by 

2
9Si

liquid NMR spectroscopy. A structural model for rubber elasticity of ORMOSILS
was proposed.

INTRODUCTION

Inorganic materials, such as glasses and ceramics, although they have
high temperature stability, are brittle and not easily fabricated into large
or complex shapes. Recently, oxide glasses and ceramics have been fabricated
at relatively low temperatures by a new technology known as the "sol-gel"
process [I,2]. Although the fabrication temperatures have been significantly
lowered, the resulting materials, because they have all oxide bonds, are
still brittle. Also, these materials tend to fracture during drying and heat-
treatmentbecause of the porosity of gels.

More recently, pure oxide gels have been modified by the incorporation
of organic groupL; to improve the ductility . Some of these materials are
known as ORMOSILS (Organically Modified Silicates)[31, and "Ceramers"[4].
ORMOSILS are less brittle and show less tendency to fracture, because some of
the bonds are terminated by organic side groups.

Although ORMOSILS are less brittle than pure oxides, rubbery behavior of
ORMOSILS has not been reported. In this paper, a new technique which permits
the successful preparation of rubbery ORMOSILS will be discussed.

EXPERIMENTAL

Tetraethoxysilane (TEOS) was used as inorganic component and polydimet-
hyl siloxane (PDMS) was used as the polymeric component. The appropriate
amount of TEOS (Alfa Products) and silanol terminated PDMS oligomer with
MW - 1700 (Petrach System) were mixed with organic solvents, distilled water
and acid catalyst.

The solutions were reacted at elevated temperatures (7
0

°C - 100 C) and
cooled to room temperature. The solutions were cast into molds and sealed.
After gelation, the wet gels were dried. Gelation time was measured by the
tilt method.

Sample densities were measured by the Archimedes method. 
2 9

Si liquid
NMR spectroscopy was performed to study the reaction process. Solution samp-
les were transferred, during the reaction, into the NMR sample tube and
quenched immediately in liquid nitrogen. Frozen samples were melted just
before the NMR spectroscopy was performed. 2 9

Si NMR spectra were recored on
a AM 360 BRUKER spectrometer. A pluse width of 1Os was applied with a rela-
xation delay of 6s. TMS was used as a reference. The microstructure of the
gel was studied by scanning electron microscopy (SEM). The mechanical

Mot. Res. SMc symp Proc. Vol. ISO. 01990 Mutta Research Socety



properties were measured usiT n Istron Model 1122.

RESULTS AND DISCUSSION

There are several requirement for rubbery elasticity. Materials should
have long flexible chain-like molecules. These long chains should be lightly
cross-linked. Also, atoms or segments should be able to rotate to one another
upon application of stress. For this rotation, "free volume" is needed. The
control of the microstructure which in turn governs the rubbery behavior
involves many interdependent factors (Figure 1). However, despite the compl-
exity, successful results have been obtained in the present study.

ORGANIC COMPONENT

TYPES OF POLYMER
MOLECULAR WEIGHT (ORGANIC) I (INORGANIC]

CHAIN END GROUP CATALYST

WATER

SOL VENT ATMOSPHEBiRE I
INORGANIC COMPONENT TIME

TYPE OF PRECUSOR TEMPERATURE

PRETREATMENT

OTHER ADDITIVES

STARTING MATERIAL SOLUTION STAGE GELATION STAGE ORMOSILS

Fig. 1. Factors governing rubbery behavior of ORMOSILS.

The rubbery behavior of the ORMOSILS is shown in Figure 2. The compres-
sion - release cycles were performed 500 times and there was no change of
the state of the ORMOSILS. The rubbery ORMOSILS prepared are shown in
Figure 3. Large monolithic ORMOSILS with different shapes were successfully
prepared without cracking. The bottom sample measured 19cm x 12cm x 1.3cm.

Figure 2. Rubbery behavior of O(JNOSILS. Fig. 3. ORMOSILS prepared.

Wi__________ _______________________________________________________________ ___________________________
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The effects of concentration on the gelation time and bulk density of
the ORMOSILS are shown in Figure 4 and Figure 5 respectively. Gelation time
increased rapidly as the solvent content increased (Figure 4). Initially,
bulk density decreased as the solvent content increased. Density, however,
incresed again as the solvent content increased beyond a certain level
(Figure 5).

50 1.0

40 .0.8

30- °.,, -

10' 0.2- C
aa

A U

0 , 0.., .0 " i
2 4 6 a 10 0 2 4 6 a 10

[Solvent] (TEOSI (Mole Ratio) [SolventI [TEOSI (O]olo Ratio)
Fig 4. Effect of concentration on Fig. 5. Effect of concentration on

gelation time. bulk density of gel.

The microstructures of the corresponding gels discussed above (A, B,S,D
of Fig-re 5) are shown in Figure 6. The changes of microstructure match to
the bulk density changes. At high concentration, PDMS and TEOS can copolyme-
rize easily due to high probability of mutual collision Figure 6-A). When
concentration decreases, the probability of collision decreases and self
condensation increases. The resulting microstructure consists of fine parti-
cles of silica gel surrounded by the porous copolymer matrix (Figure 6-B).
This porous structure provided "free volume" needed for the rubbery elastic-
ity. As the concentration decreased further, self condensation of TEOS

U...

Fig 6. Effect of [Solvent]/[TEOS] on Fig 7. Effect of reaction time on
microstructure of gel microstructure of gel
(A) 2.72 (B) 3.63 (A) 30 mn (B) 40 min
(C) 4.53 (D) 6.35 (C) 50 min (D) 60 min

L -
i. I m_ _ _ _ _ I m
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became dominant resulting in the large spherical particles of silica gel
surrounded by the layer of the copolymer (Figure 6-C). Even though the free
volume increased due to the high porosity, these ORMOSILS are weak because
of the small amount of copolymer available to provide rubbery elasticity.
When the concentration is very low, the nucleus of the silica gel particle
cannot grow rapidly. After gelation, the microstructure consists of fine
particles surrounded by the copolymer matrix with small pores. The effects
of concentration have been treated in detail for the TEOS system [7,8].
Also, the reaction time has a large effect on the gel microstructure (Figure
7). The self condensation of TEOS was enhanced by the pre-gelation treatment.
As a result, microstruct es of the gel are also influenced.

The results of the LSi NMR study are shown in Figure 8. In the soluti-
on without water/catalyst additions, MOH (unit with Si atom in the hydroxyl
terminated dimethyl siloxane), D (unit with Si atom in the dimethyl siloxane)
and Qo (unit with Si atom in TEOS before any reaction) were present. As soon
as water and acid were added at 20'C, MPH and Qo unit disappeared and Q2 (Si
atom with two oxygen) and Q3 (Si atom with three oxygen) units appeared due
to the hydrolysis/condensation reaction.

A REACTION TIME B
240 Mia

JCIHaI/ ITEOSI

0.3
120 MIN .

D~i 30 Mia Q4
D __ 

0.2

J REACTION AT 200CQ21
SOLUTION BEFORE REACTION Q3

*M RON -e - n - -S* - . e - m

Fig. 8. Effects of reaction time (A) and catalyst (B) on
gelation process.

As the reaction at elevated temperature proceeded, new DQj (unit with Si
atom in the PDMS-TEOS copolymer) unit appeared and grew until gelation
(Figure 8-A). As the acid content increased, copolymerization proceeded
further. Also, hydrolysis and self condensation of TEOS increased (Figure 8-
B). The resulting microstructures are shown in Figure 9. Similar microstruc-
tural changes due to the catalyst were reported for silica gel [8].

A structural model for rubbery elasticity is shown in Figure 10.
ORMOSIL (A) has short chain length due to the high degree of copolymerizati-
on between PDMS and TEOS. The microstructure of ORMOSIL (B) consists of a
matrix with medium chain length, fine silica gel particles and medium size
pores. The microstructure of ORMOSIL (C) consists of large silica gel parti-
cles surrounded by a matrix with long chains and large pores. The ORMOSIL (B)

S~i

J[I
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shows the best rubbery elasticity.

AB

Fig. 9. Effect of catalyst content on gel microstructure.
[HCI]/[TEOSI : (A) 0.1 (B) 0.3

Matrix Chain [CH 3]

Length FRZJ

E SHORT LOW

KI MEDIUM MEDIUM

B l LONG HIGH

* SILICA GEL PARTICLE

U Fig. 10. Structural model for rubbery
elasticity of ORMOSILS

Some comparision of the properties of RTV silicone rubber and ORHOSILS
in this work are shown in Table I. Silicone rubber has very high molecular
weight compared to the ORMOSILS. Also, silicoe rubber has large elongation
cknd high strength. However, silicone rubber has high organic content compar-
ed to the ORMOSILS.

SUM1ARY

1. ORMOSILS with rubbery elasticity has been developed.
2. Large monoliths of porous rubbery ORMOSILS have been prepared.
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Table I. Comparision of properties of silicone rubber and ORMOSILS.

SILICON RUDER ORMOSILS
- (THIS WORK)

PDMS M.W. 26,000 - 200,000 1,700

S2,900 - 21,600 3.74
[silThos

BULK DENSITY (gtcm3) I .1 0.57

OPEN POROSITY (%) 0 52

6 (1,) 400a) 6 hb)

o (Mpa) 26 -338) 12 .5 b)

B (Mpa) 2 .6 b)

a) TENSION

b) COMPRESSION

3. Gel microstructures were controlled by processing variables.
4. Gelation process was studied by 9Si liquid NMR spectroscopy.
5. A structural model for rubbery elasticity of ORMOSILS was proposed.
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NON-LINEAR ORGANIC DYES IN POLYCERAM HOSTS
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ABSTRACT

Non-linear organic dyes, such as 2-methyl-4-nitroaniline
(MNA) and p-nitroaniline (pNA), have been incorporated in
Polyceram monoliths and thick films prepared by the hydrolysis
and co-condensation of tetraethoxysilane and
trimethoxysilylpropyl substituted polyethyleneimine. Strong
second harmonic generation was observed.

1. INTRODUCTION

Sol-gel derived materials offer exciting potential as hosts
for dye molecules [1,2]. For example, films containing laser
dyes have been extensively studied (3-8], as well as materials
incorporating dyes capable of hole burning [e.g., 9-11].
Organically modified silica gels containing spiropyranes show
long-acting photochromic behavior [12]. Gels based on EtSi(OEt) 3exhibit normal photochromic behavior (colorless to color), while
Polycerams based on Si(OMe)4 and poly(dimethylsiloxane) give
reversed photochromism due to differences in cage properties.

Sol-gel derived materials have been investigated as hosts
for non-linear organics. For example, composites of silica and
poly(p-phenylenevinylene) gave promising third order waveguiding
films [13]. Organic dyes, such as 2-methyl-4-nitroaniline (MNA)
have high values of second harmonic generation, but a necessary
criterion for second order generation is that the molecular
environment must be non-centrosymmetric. There has been some
investigation into the effect of enclosing KNA in a gel network,
with either a host material of silica gel [14,15] or a silica
gel-PMOA composite [15, 16]. The silica gel host was
inadequate, since the acidic surface allowed for the oxidative
decomposition of the MNA, changing from yellow to brown (15].
PMKA incorporation provided a method for sealing and coating the
pores to protect the dye. The changed porosity reduced
scattering effects as well. The electro-optical DC Kerr effect
of the composite has been studied [16].

The present authors have been investigating the properties
of organically modified oxides (Polycerams) [17,18]. These
unique, hybrid materials offer many advantages over conventional
alkoxide-derived gels. Advantages include the ability to tailor
the chemical and physical properties and the ability to form
thick films and monoliths relatively easily. The present paper
reports the results of incorporating nitroanilines in these
materials.

Met. 1e0. Soc. SyMp. Pmo. Vol. 190. elm Nuedele m~ch Society
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2. EXPERIMENTAL

2.1 Preparation of Materials

Tetraethoxysilane (TEOS) and trimethoxysilylpropyl
substituted polyethyleneimine (MPEI), (50 wgt. pet. in iso-
propanol m.w. 1500-2000) were purchased from Petrarch (Bristol,
PA). KNA and pNA were obtained from Aldrich Chemical Co.
(Milwaukee, WI). All other reagents were reagent grade.

Sample preparation consisted of refluxing TEOS and H20(acidified to 0.15K HCl) in iso-propanol (IPA) at a H20:TEOS
molar ratio of 2:1 for 15 mine. The reaction mixture was
cooled, and PEI and organic dye were added. In all cases, the
weight ratio of PEI solution to added IPA was 1:4. Solutions
were passed through a 0.8 Am syringe filter and coated onto pre-
cleaned glass slides by spin-coating at 1000 rpm for 10 sec.
The coatings were dried in air for 5 mine. before coating again.
Multiple coatings were applied to give the desired thickness.
Thickness measurements were obtained using a Dektak 11A
profilometer. The remaining solution was cast into
poly(propylene) beakers and allowed to gel and dried slowly at
room temperature. Films dried in air for 48 hours were
investigated for second harmonic generation.
2.2 Investigation of Second Harmonic Generation

Second harmonic generation was investigated by the Maker
fringe method [19], shown schematically in Fig. 1. The Nd/YAG
laser was operated at 15 amps and 1500 Hz. Samples were first
washed in IPA and then mounted on a computer controlled Oriel
rotation stage and rotated through 3600. Filters, admitting only
green light at 530-540 nm preceded the photomultiplier tube
(Hammamatsu 1P28A), which converted the harmonic light to direct
current. The signal was amplified (Stanford Instruments) and
integrated (EGG 4100 boxcar integrator). A number of strong
narrow peaks in intensity were observed as the sample was
rotated. The maximum SHG intensity occurred when the beam hit
the sample edge.

A SC D

E 3: COLOR FILTERS
C: POLARISER
D:MIRROR

F K:IRIS
G F:SAFLK

N H G:ROTATOR
R:TRANSLATION STAGE
I:DIKLE CTR.IC FILTERS

N -E J.:PROTCONLTIPLIKR TUBE

K:MAXPLIFPIR
T L:BOXCAR I=TEGRATOR

- :IM IT COMPUTER
N.ROTATOR CONTROLLER

L

FIGURE 1. Schematic of the Maker Fringe SHG Experiment.
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3. RESULTS AND DISCUSSION

Sol-gel derived organic-inorganic systems (Polycerams) are
logical host materials for organic dyes. The organic component
can act as a solvent phase in the network, increasing the
solubility of the dye and also protecting the dye from acidic
silica surfaces. The inorganic component of the Polyceram would
improve the stability of the material by providing structural
support and protecting the organic groups from inter-reaction.
The poly(ethylene imine) coupled organic polymer system was
selected in this case primarily because of the compatibility
between the imine groups of the polymer and the amine groups of
the dyes, both groups being basic in nature. Protonation of the
amine group would be undesirable.

A further advantage is that the organic modification of the
gel network minimizes the cracking problems associated with
conventional alkoxide-derived gels. In this work, film
thicknesses of about 30 Am were readily obtained and much
thicker films could be formed. Additionally, under slow drying
conditions monoliths could be prepared: a typical example of a
1 TEOS: 1 MPEI: 0.1 MNA (wgt. ratio) doped Polyceram is shown in
Fig. 2.

Figure 2. Monolithic I TEOS: 1 MPEI: 0.1 MNA Polyceram.

Initially, the effect of the TEOS: MPEI ratio on SHG was
investigated. As can be seen in Table I, significant SHG
signals were observed. By comparison, crystalline MNA powder
(approx. 100o mthick) gave an SHG signal of around 1100 mW under
these experimental conditions. All the coating compositions
listed in Table I resulted in optically clear, crack-free, X-ray
amorphous films.

rI
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TABLE I. Effect of TEOS: MPEI Vgt. Ratio on SHG (NNA: EPEI =
0.1)

TEOS: P1I Thickness/Microns Max. SHG Signal/mV

0 28.2 62.4

1 32.3 167

2 27.6 224

3 25.8 374

The intensity of the normalized SHG signal (SHG signal
divided by thickness) is plotted in Fig. 3 vs. the TEOS: MPRT
ratio at a constant MNA: MPEI ratio of 0.1. An increase in
TEOS: MPEh ratio is seen to produce a dramatic increase in the
SHG signal, despite the fact that since the NNA: MPEI ratio is
constant, an increase in TROS: PEI serves effectively to dilute
the MNA. This suggests there is interaction between the silica
surfaces in the Polyceram and the MNA molecules producing local
orientation.

9 • •12-

U

-4

'-4

Oq0 2.13 -- JCI

TEOS:MPEI wgt rario

Figure 3. Effect of TEOS: MPEI ratio on normalized SHG signal
(MIA:MPEI -0.1)

In the next stage of the investigation, the effect of the
NRA: MPEI ratio on SHG was determined at a constant NNA: TEOS
ratio of 2. SHG signals obtained from optically clear, crack-
free and X-ray amorphous film are shown in Table II.
Normalized SHG signals are shown in Figure 4.
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TABLE II. Effect of INA: MIPEI Wgt. Ratio on SHG (TEOS: XPEI -

mWA: PEI Thickness/Kicrons Kax. SHG Signal/mV

0.1 27.6 224

0.15 26.1 390

0.2 27.6 660

0.24 31.0 953

0

3C

0

U

'.4

MNA:IPE1 wgt ratio

Figure 4. Effect of MNA: UPEI ratio on normalized SHG signal
(TEOS :NPEI -0.2)

An increase in the HNA: 14PEI ratio resulted in a linear
increase in the normalized SHG signal. At higher MNA: MPEI
ratios, substantial crystallization of the NNA occurred. An
MNA: IMPI ratio of 0.28 resulted in an X-ray amorphous film. At
the higher ratio of 0.284, substantial crystallization of MNA on
the free surface of the film was observed; however, the
characteristic PNA diffraction peaks could be removed by washing
the film in IPA. Increasing the ratio to 0.3 resulted in
substantial crystallization, both on the free surface and in the
bulk.

The principal question arising from this work is whether
the high SHG signals obtained from the clear films arose from
the presence of microcrystalline NNA regions in the film, or
whether alignment of the XNA molecules had occurred resulting in
a non-controsy~mmtric structure, or possibly both of these
phenomena. As stated earlier, the results presented in Tables
I and 2 were derived from optically clear, X-ray amorphous
films. Investigation by cross-polarized optical microscopy

LU
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revealed small crystals at the film-glass slide interface; a
typical micrograph is shown in Fig. 5.

Fig. 5. Optical Micrograph Fig. 6. Optical Micrograph
(Cross-Polarized) of (Cross-Polarized) of
2 TEOS: 1 MPEI: 0.2 MNA heated 2 TEOS: 1 MPEI:
film (bar=100A) 0.2 MNA (bar=l100m)

While crystalline MNA was present on the surface of the
Polyceram films, the small size and number of crystals would not
be expected to give rise to such strong SHG signals.

To elucidate further the basis of the observed second
harmonic generation, a film with the composition 2 TEOS: 1 MPEI:
0.2 MNA was heated at 150C for 5 minutes, substantially higher
than the melting point of MNA (131-133C). Heating resulted in
substantial loss of the MNA due to its high volatility.
Investigation of the heat-treated film showed the disappearance
of the crystalline regions (see Figure 6). However, the sample
still showed significant SHG; signals of approximately 287mV
were obtained, which strongly suggests that MNA alignment had
occurred in the film.

One final experiment was performed to confirm this finding:
a 26pm film with the composition 2 TEOS: MPEI: 0.24 pNA was
prepared. pNA undergoes centrosymmetric crystallization,
whereas MNA undergoes non-centrosymmetric crystallization [20).
Therefore, when pNA crystallizes, the oppositely charged
molecular ends align in the crystal, cancelling the net dipole
moment and leading to zero quadratic hyperpolarizability, i.e.,
no SHG. The pNA-doped polyceram film showed a SHG signal of 547
mV, which is very strong evidence for molecular alignment in the
sample.

4. CONCLUSION

Polycerams prepared from tetraethoxysilane and
trimethoxysilylpropyl substituted polyethyleneimine have been
shown to be excellent hosts for non-linear organic dyes. Strong
SHG signals were obtained from both RNA and PNA, suggesting
molecular alignment of the dye molecules in the samples.
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ABSTRACT

Enhanced integration, faster signal transmission and
reduced size of mounting devices in components for microelec-
tronics requires new patternable materials. Inorganic-organic
copolymers (ORMOCERs a ORganically MOdified CERamics), prepa-
red by sol-gel techniques have been developed for intercon-
nection technologies in microelectronics. Photopolymerization
is enabled by unsaturated hydrocarbon or epoxide substituents
and UV-sensitive initiators. Using a frequency doubled Argon-
ion laser at 257 nm for direct laser writing, patterned lay-
ers with high edge quality have been realized. In combination
with high breakthrough voltages, low permittivity constants
and high bulk resistivities they open interesting aspects for
very large system integration techniques (VLSI).

INTRODUCTION

The potential of new generations of ram and rom chips,
especially processors, cannot be fully utilized without en-
hanced integration and multilayer technology (1]. Therefore
microelectronics requires tailormade materials and new tech-
niques for interconnection. Multilayer technology demands
patternable dielectric materials with especially high elec-
trical resistivity for high density of conducting paths, low
permittivity constants for minimum signal deformation and
good adhesion to substrate material and to active and passive
components.

At the present state of the art dielectric materials
like polyimide or polyimide/polyamide blends are well estab-
lished [2]. For higher integration, however, the permittivity
constant should be as low as possible, and water take up has
to be minimized. As shown in (3], ORMOCERs could be synthesi-
zed with low E values, good adhesion to substrates like alu-
minum, extremely low H 0 take up and curing temperatures as
low as 280 *C. In (4] ihe possibility of the development of
photolithographic patterns was investigated and it was shown,
that ORMOCERs with polymerizable groups can be patterned. The
objective of the present investigation was to develop ORMO-
CERs able to be patterned by direct laser writing techniques.
This technique provides a flexible tool for microelectronic
design. Therefore several types of ORMOCERs have been synthe-
sized and tested for direct laser writing.
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Three compositions have been developed:
I: 0.45 mol 3-inethacryloxypropyltrimethoxysilane, 0.30 mol
phenyltrimethoxysilane, 0.25 aol aluniniumtri-sec.-butylate
II: 0.39 aol 3-(glycidoxypropyl)trimethoxysilane, 0.39 mol
3-methacryloxypropyltrimethoxysilane, 0.18 mol vinyltrimeth-
oxysilane, 0.04 Rol tetraethoxysilane.
III: 0.39 mol 3-(glycidoxypropyl)trimethoxysilane, 0.39 mol
3-methacryloxypropyltrimethoxysilane, 0.18 mol diphenylsi-
lanediol, 0.04 mol tetraethoxysilane.

The components were mixed together without solvent and
refluxed under air up to 6 hours. 50 % of the water necessary
for a stoichiometric hydrolysis was added successively. The
clear, viscous liquid was cooled to room temperature and sto-
red in closed bottles. ,

For coatings, IRGACURE 184 (photo initiator from Ciba
Geigy) is added and the materials are applied onto the sub-
strates (glass, silicon or thin film quality Al 0 ) by spin
coating and a coating thickness of 10 pm is obtiied. Before
photo curing, the coatings were dried at room temperature for
30 min. Photo curing can be carried out by UV radiation (1000
W high pressure mercury lamp) or by using a frequency doubled
Ar ion laser (for patterning). After polymerization, the
final curing has to take place at T > 120 *C for one hour.
Patterned samples are developed before post baking with ace-
tone/ultrasonic treatment. System II can be developed with
0.1 N NaOH within 10 seconds, too.

For laser writing a frequency doubled Ar ion laser
yielding up to 100 mW at 257 nm was used.

_ _ _ 1. electro optic modulator
2. polarizer

6 5 3. mirrors
4. Gallilei telescope
5. lens (fused silica)

laser beam 6. window (fused silica)
7. target holder and target
8. motor driven stages

optical table 9. reactor

Figure 1: Scheme of the laser writing equipment

The set up is shown in fig. 1. The laser beam is direc-
ted towards the horizontal target via several mirrors. To
achieve a minimum laser spot size the beam passes through a
gallilean telescope expanding the beam by a factor of 2. A
mechanical shutter or an electro optic modulator are used to
turn the beam on and off by computer control. Finally the la-
ser beam is focused by a quartz lens onto the target. The
target itself is placed onto two motor driven stages provid-
ing the horizontal xy-movement. To adjust the focus on the
target the lens position can be varied. The positioning sy-
stem can be placed completely inside a vacuum vessel to ope-
rate under oxygene free conditions. To achieve the required
flexibility in creating various patterns the positioning

I
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system as well as the lens position are controlled by a com-
puter. The resolution of the system is 100 nm at a maxium
velocity of 20 mm/s.

For controlling focus diameter and profile the laser
spot radius is measured using the scanning knife edge method
[5]. A razor blade is placed on the target and while scanning
the edge through the laser spot the intensity is monitored.
The laser spot diameter is determined by differentiating the
intensity profile. So far the smallest spot size thus obtai-
ned is 8 gm.

The kinematic viscosity of the ORMOCER lacquors has been
measured by Ubbelohde method. Kinetic measurements have been
performed by IR transmission spectroscopy of ORMOCER coated
silicon wafers. Adhesion is tested by grid test (DIN 53151)
combined with tape test. Shape and quality of the structures
are documented by scanning electron microscopy and profilome-
tric measurements. The thermochemical behaviour is investiga-
ted by DTA and TGA coupled with mass spectroscopy (TGA-MS)
using a heating rate of 10 K/min. Dielectric strength is mea-
sured using an ORMOCER coated metal substrate and a metal
brush as counter electrode. Permittivity constant and bulk
resistivity are measured using a 10 KHz ac voltage. A humi-
dity test was carried out according to DIN 50017, where
ORMOCER coated substrates have been exposed to 100 % rel.
humidity at 40 *C for 14 days. Subsequently the adhesion and
the quality of the coating have been checked visually by
polarized light microscopy.

RESULTS AND DISCUSSION

General material nrocerties

For the applicability of coating systems, their vis-
cosity and their shelf life is important. The kinematic
viscosities of all three systems are in the range of
< 10 m /s after synthesis and it is possible to obtain
coating thicknesses of about 10 Mm with very good surface
qualities. System I shows a sharp rise in viscosity after
three days storage. The viscosity/storage time dependence for
system II is given in fig. 2. System III has a shelf life
around three months. That means that system II is the most
suitable system for carrying out coating experiments from the
same batch and therefore, this system was chosen for the ma-
jority of the laser writing experimental investigations.

The comparison of the adhesion of the three systems is
given in table 1.

Table 1 Adhesion of the ORMOCER systems

Substrate material system I system II system III

aluminumoxide ceramic 0-1 0-1 (200'C) 0-1 (2600c)
glass 0-1 (150°C) 3-4 1-2
silicon wafer 1-2 2-3 1-2

!I
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Figure 2: Time dependence of viscosity of system II.

In this test 0 corresponds to very good adhesion while
5 indicates no adhesion at all. Values in brackets indicate
the temperature for the beginning of a reduced adhesion. All
systems show very good adhesion to aluminumoxide ceramic. On-
ly a poor adhesion to glass and silicon is found for system
II. System III exhibits good adhesion on aluminumoxide cera-
mic even at high temperatures.

TGA-MS analysis shows the beginning of decomposition at
T > 200 * C for system II and T > 270 "C for system III. Thus
system III fulfills the temperature requirements imposed by
the soldering process.

All systems passed the humidity resistance test accor-
ding to DIN 50017. Furthermore all systems are resistant to
organic solvents like alcohols and acetone for at least a few
minutes. Long time immersion of system III in acetone causes
only a weight loss less than 0,5%.

The electrical properties have been determined for sy-
stem 111 nd III. They both show a bulk resistivity larger
than 10 nlcm and low permittivity constants depending on
sample preparation and curing history. The permittivity con-
stants are varying between 3 and 6, but at the moment for
both systems there cannot be given clear dependencies. The
dielectric strengths for systems II an III are determined
(100 V/mm for system II and 400 V/pm for system III).

UV-curina of ORMOCERs

The behavior was investigated for system I. It is simi-
lar to the polymerization of MKA. In fig. 3 the decay of the
C - C bond concentration, measured by IR, of the methacryl
groups of system I is shown. As one can see, about 20 % of
the C - C bonds remain unreacted, probably due to the increa-
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sing stiffness of the network due to polymerization. The
effect on the long term stability of the olefinic residual
groups has to be investigated.

For laser writing experiments, system II was coated onto
glass, silicon and Al substrates. During the.curing step
at 120 *C, a substant1al reduction of SiOH groups occurs,
which could be followed by IR spectroscopy. A shrinkage of
about 5 % by volume takes place.

The performance of the patterned layer depends on the
material properties, the polymerization conditions (mainly

30

,20

10

0
0 50 100 150

time (min)

Figure 3j Time dependent absorbance of C 2 C vibration at
1630 cm (Hg low pressure lamp, 3 mW/cm2 , 2 mass% IRGACURE
184)

the laser parameters and the initiator) and the development
conditions. Of special interest are parameters like laser
beam intensity and initiator concentration. For laser polyme-
rization radiation density, adsorption of the matrix, radia-
tion time, quantum yield, radical yield and lifetime are the
important parameters. It is extremely difficult to estimate
these parameters in a laser scanning process, and further-
more, there is a high probability of uncontrolled polymeriza-
tion by scattered light or reflected light from the substrate
surface. Therefore it is necessary to control the width of
the patterns as a function of processing parameters. In
fig. 4, the dependence of width of the structure on laser
beam intensity is shown. One can see a broadening of the
width of the structure in rising the laser intensity. In-
creasing the initiator concentration at higher laser power
causes more drastic broadening.

Fig. 5 shows the log dependence of the width on the
initiator concentration for a laser intensity of 0.7 mW and
2.1 mW. The influence of the laser intensity on structure
broadening seems to be lower compared to the initiator influ-
ence.

I
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width of structure on of width of structure
laser beam intensity on initiator concen-
-0 0.05 mass% initiator trations
-O 0.1 mass% initiator -0 at 0.7 mW
-A 1.0 mass% initiator -D at 2.1 mW

An incomplete polymerization process will cause structures
containing reaction time dependent concentrations of oligo-
mers soluble in developing processing solvents. Eluation of
these oligomers will cause a shrinkage of structure in height
and width. This effect is severe at low initiator concentra-
tion as shown in fig. 6 (initiator concentration: 0.01 wt.%).

Fig. 7 verifies good structure quality it optimized pro-
cessing conditions (system II, IV = 120 W/cm , stepping rate
around 20 mm/s and [I] = 0,2 wt. ). The broadening of the
structures from a laser spot size of 8 pm in diameter results
in a width of 15 pm.

Figure 6: Patterned system II Figure 7: Patterned system II
at initiator concentration of at more optimized processing
0.01 wt.%.
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CONCLUSIONS

ORMOCERs are patternable by UV-radiation and UV-sensiti-

ve initiators. A process to pattern ORMOCERs via laser direct
writing could be established. First experiments show very in-
teresting material data and good quality of structure. Fur-
ther investigation of the correlations between system compo-
sition, exposure to UV-radiation for polymerization and etch-
ing process have to be carried out to optimize patternable
ORMOCER layers for electronic applications.
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Abstract
We report on the rapid thermal processing (RTP) of YBa 2 Cu 3O7 (Y-123)

fibers. Unsintered fibers are densified by RIP. We show that fibers which were
originally semiconducting and tetragonal before RTP form normal twinned
orthorhombic material after processing for 2-4 seconds above l00°*C with a 3 min.
cool down in oxygen. They subsequently show Tc to 90K and magnetization
indicative of substantially shielding. We present the effects of varying the
RTP parameters on the morphology, phase, and superconducting properties of a
number of tetragonal and orthorhombic Y-123 fibers.

Introduction
We have previously reported that Rapid Thermal Processing (RIP), using heat

treatments as short as one second at temperatures around lO00C, is an effective
processing technique for high temperature superconductors [1,2]. RTP of YBa 2 Cu 3O7
(Y-123) fibers has produced material with Tcr..Of up to 90K and self field Jc
to 1200 A/cm

2
. RTP rapidly densifies unsintered material, creating a

microstructure characteristic of the fiber composition, RTP temperature and time.
Of particular interest is the fact that RTP annealed Y-123 is superconducting
immediately after the RTP anneal, without requiring the 500*C oxygen anneal which
is conventional for Y-123. Indeed, conventionally sintered Y-123 fibers, which
are semiconducting in their as-sintered state, become superconducting after an
RIP treatment, indicating that very rapid oxygenation occurs during RTP.

In this paper we discuss the development of the microstructure when
sintering occurs by RIP and characterize the phenomenon of rapid oxygenation by
examining superconducting properties of pre-sintered Y-123 after RTP treatment.

EXPERIMENTAL PROCEDURE

Fabrication of Fibers
Fibers were produced using a proprietary process in which Y-123 powders

are compounded with a thermoplastic resin so they can be spun into continuous
"green" fibers usirg a conventional textile fiber spinning machine. Most fibers
used in this study had a green diameter of 125 microns. The powder was a phase
pure Y-123 with 1.6 micron average particle diameter. Copper oxide-rich fibers
were prepared with a 5 wt% admixture of CuO. Fibers which were RIP annealed in
the unfired state had undergone a binder burnout in which the fibers were heated
in air at 20"C/minute to 500"C, held for 10 minutes, then cooled to room
temperature at 10*C/minute. This treatment removes most of the organic material,
but does not allow any sintering of the Y-123. Pre-sintered fibers received a
binder burnout and a 945"C/30 min sintering anneal in a continuous furnace,
yielding a sintered density about 90% of theoretical.

Rapid Thermal Processing
Burned-out unsintered fibers and presintered fibers were RTP annealed in

an ADDAX-AET model R-1000 rapid thermal annealer. The fibers were supported on
a 4" Si wafer coated with I micron of silicon nitride. The system was equipped
with two low mass thermocouples with one or both in direct contact with the
fibers. Before during each run the system (100 cc chamber volume) was purged
with high purity oxygen at 3 liters/sec. Typical run conditions (all under 1
atm. oxygen) were: i) a 10 second wait period, 1i) 4 second ramp to peak
temperature, iii) hold at peak temperature 1-4 seconds, iv) cooling ramp to 600"C
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in 96 seconds, v) ramp to room temperature in 180 seconds. The programmed
measured temperature agreed within 1%, except when below 300*C where the actual
cooling rate lagged the program. The coated Si wafer was an effective substrate
in cases reported here, with no apparent reaction with the fibers during the
brief RTP anneal. At higher temperature, fibers reacted with the substrate.

Characterization
After RTP, specimens were characterized in the as-fired condition, with

no oxygen anneal. Oxygen anneals, though not discussed here, did improve the
superconducting properties in some cases. Fibers were examined by X-ray
diffractometry had patterns indicative of well formed orthorhombic Y-123,
although in some cases the lines were not as sharp as our best material.
Precession photographs indicated no preferred orientation. The microstructures
were characterized by optical microscopy, scanning electron microscopy, and
transmission electron microscopy. Transport properties were determined with
standard 4-probe techniques. Magnetization measurements down to 5K were
performed in a SQUID magnetometer at 100 Oe, and AC susceptibility at 10 0e was
measured down to 75K.

RESULTS
Microstructure Development

Green Y-123 fibers sintered by RTP develop a sequence of microstructures
depending upon time, temperature, and composition. It was generally observed
that very rapid grain growth, suggestive of liquid phase formation, occurred in
a narrow +/-25*C temperature window. Below the window there is local sintering
of grains into dense patches, but no grain growth so the grain size remains 1-
2 microns. As the window is approached, rapid grain growth creates distinctive
blocky grains as large as 10 microns. At higher temperature, there is a profound
change in grain morphology, creating locally oriented patches of elongated grains
as large as 50 microns. Figure 1 is a series of SEM micrographs illustrating
the evolution of microstructure with temperature and time for Y-123+5% CuO
fibers. Figure 1A illustrates the fracture surface after a 1025°C/2 sec RTP
anneal at, showing the blocky grain morphology. This microstructure is uniform
throughout the cross-section of the fiber. A 4-sec RTP anneal at the same
temperature creates the elongated grain structure shown in Figure lB. Lower
magnification views of this specimen, not shown here, show that the elongated
grains form in circular patches with the grains radiating from a central nucleus.
This suggests that recrystallization occurs by formation and growth of
spherulites. The transition from blocky to spherulitic elongated grain
morphology occurs more quickly at higher temperature. Figures 1C and 1D show
blocky grains after a I050°C/l sec RTP anneal and elongated grains after a
1050°C/2 sec treatment. We find that similar microstructures develop in
stoichiometric Y-123 fibers at about 25"C higher temperaturesl.

Both the blocky- and elongated-grain microstructures consist primarily of
orthorhombic Y-123. This is confirmed by TEN of crushed fragments of fibers.
Figure 2 is a bright field TEM of a fragment of a stoichiometric Y-123 fiber
after an RTP anneal at 1025'C for 1 sec. The obvious twins indicate that the
material is orthorhombic Y-123, a fact confirmed by electron diffraction.

Rapid Oxygenation
Green Y-123 fibers sintered by RTP are superconducting with zero resistance

near 90K immediately after the rapid anneal [1]. We have also observed that Y-
123 fibers pretreated with a conventional (eg., 925°C/30 min.) air sintering
anneal to produce dense, largely tetragonal semiconducting fibers, can be
rendered superconducting by RTP, suggesting that ultra-rapid oxygenation occurs
in RTP. To investigate the rapid oxygenation effect, we prepared a series of
stoichiometric Y-123 fibers by sintering fibers 30 minutes at 945"C in an
atmosphere of flowing nitrogen. These N2 -sintered samples were semiconducting
before RTP, but became superconducting after RTP treatment at 1000°C.

lI
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Figure 1 SEM Micrographs showing grain morphology in unsintered Y-123 + 5 wt%
CuO wires, after RTP anneals of; A) 1025*C, 2 sec; B) 1025°C, 4 sec;

C) 1050°C, 1 sec; D) 1050"C, 2 sec

Figure 2 Transmission electron micrograph of twinned orthorhombic Y-123 from
a stoichiometric Y-123 wire sintered by RTP at 1025*C
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Figure 3, a plot of resistivity vs. temperature, illustrates that the N2 -
sintered fibers had a resistivity above 2000 j43-cm, with no hint of a resistive

transition. A 1-second RTP treatment reduces the normal state resistivity below

300 pQ-cm, with a partial transition near 90K. After a 2-second RTP treatment,
the specimen displays a broad transition with onset at 87K and zero resistance
at 78K. The 4-second RTP treatment sharpens the transition, so that onset occurs
at 92K with zero resistance at 87K.

Figure 4 shows the real and imaginary volume AC susceptibility down to 75K
for the N2 -presintered fiuers after 1000lC/l see RTP. No diamagnetism could be
detected at 77K with this technique in the es-sintered specimen. The 2-second
RTP sample has a small diamagnetic signal, reaching only -0.05 at 77K, while the
4-second sample has a diamagnetic susceptibility as high as -0.40 at 77K.

Table I displays the SQUID data for volume static susceptibility
(diamagnetic shielding) in 100 Oe at 5K. Like other ceramic Y-123 samples, these
RTP fibers have weak-link behavior, so in a 100 Oe field the grains are
decoupled, allowing volume susceptibility to be estimated from the measured mass
susceptibility. Completely superconducting grains would have a volume static
susceptibility of -1/4w. We assume that the 5K data can be used as a rough
indication of the extent of oxygenation of the Y-123. A more quantitative
estimate would require corrections for the magnetic penetration depth and grain
morphology. At 5K, the N2 sintered sample had a measurable diamagnetic
susceptibility, demonstrating that small fraction of orthorhombic phase exists
after N2 sintering. The susceptibilities of the 1000lC RTP samples cooled at the
standard rate of 4*C/sec were similar when the dwell time was varied from 1
seconds to 4 seconds, indicating that little further oxygenation occurs after
the first second. The peak temperature of the RTP treatment seems to be
important, since heating to 850°C reduced the 5K susceptibility.

It runs counter to intuition to suggest that 1-4 second dwells at peak
temperature causes oxygenation, since the equilibrium oxygen content at I00OC
is known to be in the non-superconducting tetragonal range. A more likely
explanation would seem to be that the material oxygenates during the rapid cool.
To test this, a series was run with constant dwell time, but cooling rates either
twice as fast (8*C/sec) or twice as slow (2°C/sec) than the standard rate. This
would have a decisive affect if the reoxygenation occurred during the rapid cool.
The data of Table I, however, show that the volume susceptibility is not affected
by the cooling rate. Thus we reach the surprising conclusion that RTP increases
the oxygen stoichiometry at 1000* to levels high enough to create orthorhombic
90K material. The mechanism for this is unclear.

Transmission electron microscopy of the N2 sintered Y-123 before RTP shows
that most of the grains are tetragonal. A few grains are partially converted to
orthorhombic, often with twins growing inward from the grain boundaries. This
is consistent with partial reoxygenation by 02 impurities, and is the origin of
the small diamagnetic signal at 5K. Figure 5 is a series of bright field images
from ion-milled foils. Figure 5A shows one of the more partially orthorhombic
grains in the as-sintered material. The twins are poorly developed and a large
number of (as yet uncharacterized) lattice defects are visible. The twins
boundaries are not crisply defined, an indication of oxygen depletion. The
1000°C-1 sec. RTP reduces the population of tetragonal grains and improves the
quality of the orthorhombic grains. Figure 5B shows "cleaner" twin boundaries
and fewer lattice defects. After the I000lC-2 sec. RTP, most of the
microstructure is similar to Figure 5C, with minimal defects and the sharp twin
boundaries which are a sign of high oxygen content.

Summary
Rapid thermal processing, involving 2-4 sec. around 1000*C with a 3 min.

cool down in oxygen, forms the dense sintered fibers of orthorhombic Y-123.
Green fibers are rapidly densified, displaying microstructures characterized by
large grains with distinctive blocky or elongated morphology. Presintered Y-
123 fibers do not undergo drastic microstructural change after RTP, but are

.. I
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TABLE I

DIAMAGNETIC SHIELDING DATA AT 5K FOR NITROGEN-SINTERED Y-123

RTP PROCESS CONDITIONS VOLUME SUSCEPTIBILITY
AT 100 Oe

AS- SINTERSD, NO RTP -0.10/4wr

1000"C - 2 see hold - 2C/aec cool -0.21/4w

1000"C - 2 sec hold - 4C/sec cool -0.23/4vr

1000C - 2 see hold 8"C/sec cool -0.24/4w

1000"C - 1 sec hold - 4C/sec cool -0.25/4w

1000*C - 4 sec hold - 4C/8ec cool -0.26/4w

850"C - 2 see hold - 4C/eeC cool -0.15/4w
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Figure 5 Bright field transmission electron micrographs of the nitrogen sintered
series: A) as-sintered state, no RTP; (B) 1000°C/I sec RTP; (C) 1000°C/2 sec RTP

rapidly oxygenated by the treatment. Presintered fibers,semiconducting and
tetragonal before RTP, form twinned orthorhombic material after RTP with Tc to
90K and magnetization indicative of substantially shielding.

Experiments with RTP of tetragonal Y-123 fibers made by pre-sintering in
N2 show that re-oxygenation by RTP in oxygen occurs during the 1-4 second
isothermal hold at 1000*C, rather than during the 3-minute cooling ramp. Twinned
orthorhombic Y-123 grows predominantly from grain boundaries, suggesting grain
boundary diffusion of oxygen during the RTP anneal.
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PREPARATION OF POROUS OXIDE BEADS USING POLYMERIC BEADS TO
CONTROL BEAD SIZE AND SHAPE

Anne B. Hardy, Wendell E. Rhine, and IH Kent Bowen
Ceramics Processing Research Laboratory, Massachusetts Institute of Technology,
Cambridge, MA 02139

ABSTRACT

A method was developed for preparing silica gels by silicon alkoxide hydrolysis using
water-swellable polymers to control the shape. A variety of polymer beads with different
water absorbencies and different bead sizes were used. Silica beads in a wide range of sizes
were prepared from polymer beads. The final bead size was dependent on the size and water
absorbency of the beads, on the extent of reaction, and on the final density. It was shown that
porosity could be formed in two regions. The silica beads contained pos of 3-4 nm that were
attributed to the intrinsic gel structure. In addition, when large amounts of polymer were
remnoved, additional porosity on the scale of 20-50 rm was formed. It was also shown that
surface areas varied dramatically with calcining. For beads containing only small pores,
surface areas varied from 400 m2/g to less than 0.2 m2/g as the calcining temperature was
increased from 6000 C to 10000 C. Beads containing porosity formed by removal of the
polymer remained porous even after calcining at 1000PC.

INTRODUCTION

In ceramics applications, control of morphology is often of critical importance.
Because ceramics are solids with high melting points, many of the processing approaches used
to control morphology in metals or polymers are not feasible. In this paper a method is
presented for controlling the shape and porosity of silica gels using water absorbable polymers
as a template for the final gel shape. Silicon alkoxide (TEOS) was reacted with water
absorbed in the beads to form a silica gel within the polymer. Previous research has shown
that acidic water droplets in a water-in-oil emulsion react with TEOS and that the silica
gelation appears to take place in the water phase [1]. This method incorporates the processing
flexibility of polymers into the prepmaapion of ceramics. Water absorbable polymers are
available in a variety of shapes. Polymer beads were used because the regular shape simplified
comparison between the original polymer and the silica beads and also because silica gels in
spherical bead form are desirable for some applications.

Polymer fibers and other absorbent fibers have been used to prepare oxide fibers. In a
typical formulation (21, cellulosic fibers such as Rayon imbibe an aqueous salt solution. The
fibers are then heated to remove the polymer and convert the salt to the oxide. The oxide
retains the shape of the original fiber. In addition to cellulose derivative fibers, a variety of
novel fibers have been used including carbon fibers [3. 4J and intercalated graphite fibers [5].
Typically in these techniques absorption of the oxide precursor solution is relatively low, and
when the precursor is convened to the oxide and the polymer is removed, the overall oxide
yield is low. By contrast, in the technique presented her, by combining highly water
absorbent polymers with silicon alkoxide hydrolysis, it was possible to obtain high
oxide-to-polymer yields.
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EXPERIMENTAL PROCEDURE

Several water absorbing polymeric beads wee used including Dowex9 MSC-I (Dow
Chemical Co, Midland, MI), a series of crosslinked dextrans (Sepadex G-25 and LH-60),
and Sephasorbe (Pharcia Biotechnology Products, Piscataway, NJ) and a superabsorbing
polymer, Quaim (supplied by Bcrnard Obeaski and Co., Berwyn. PA). The Sephadex and
Quat wer preswelled in deionized water at various pHs. Hydrochloric acid was used as an
acid catalyst (pH - 2-4), and either NaOH or NH4OH was used as a base catalyst (pH =
10-12). The crosslinked dextrans wer swelled for 1-3 h; the Quat was swelled for 5 min.
Excess water was removed by filtering and then rinsing the beads with isoamyl alcohol. The
Dowex beads contained 50 wt% water as received and were used without further swelling.

The water-swelled beads wefe tranferred to a TEOS in hexane solution MEOS:hexant
ratio was either 1:1 or 1:2 by volume). Dowex beads were reacted for 5 h; Quat beads were
reacted for 6-20 h. Reaction times for the crosslinked dextrans were dependent on the catalyst
concentration and ranged from 12 h to 7 days. The reacted bads were recovered by filtering
and rinsing with isopropanol to remove unreacted TEOS. They were dried at room
temperature overnight before being heated to remove the polymer. A standard heating
schedule was as follows: samples were heated at 2rC/min to 4000C with a 2 h isothermal hold

Table 1. Some Properties of the Polymer Beads.

Polymer Commercial Use Physical Structure Characteristics

Dowex MSC- I ion exchange resin sulfonized styrene rigid beads
divinylbenzene 300-850 gm
copolymer

Sephadex Sephasorb gel-filtration medium crosslinked dextran range of
crosslinking
particle size
ranges:

10-23 Ium
20-50 tun
40-120 rp

Quat superabsorbent quaernay ammonium lightly crosslinked
compound 5-1001i (dry)
Donomer:

CH 2=CCH2 • X /R

CHz-CCH2  R

Table 1. Amoumt of Water Absorbed.

Polymer Absorbency (i water/k dry polvme)
Dowex MSC- 1 1.0
Sephadex LH-60 4-5
Sephadex 0-25 1-2
Sephasorb 0.4
ount 50-70

A
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and were then heated at 50 C/Ain to the final temperature followed by a 2 h isoth1mal hold.
Final temperatures ranged from 6001C to 10000C. Bead morphology was observed by both
optical microscopy and scanning electron microscopy (SEM) (Model S-530, Hitachi Ltd.
Tokyo, Japan). Shrinkage of individual Quat beads after reaction was followed by optical
microscopy using a hot stage attached to an optical microscope. Pore size disiributions and
densities were measured by mercury porosimetry (Autopore 9220, Microieretics, Norcross,
GA). Pore sizes were also measured by nitrogen adsorption (Quantasorb, Quantachrome,
Syosset, NY) using 15 different nitrogen partial pressures. Surface areas were measured by the
single point BET method.

RESULTS AND DISCUSSION

1ýremgaron

Several different types of water-absorbing beads were used to provide a range of
polymer types, bead sizes, and water absorbencies. Table I summarizes some of the physical
properties of the polymers which were used. Measured absorbencies are reported in Table H
and were found to vary by almost two orders of magnitude from the Sephasorb beads (0.4 g

Fig. 1. Silica beads fomred from Fig. 2. Silica beads formed frm Sephadex
Sephasorb (original bead diameter = 10-23 G-25 (original bead size f 20-50 pzm).

Fig. 3. Silica beadls formed from super- Fig. 4. Silica beads formed from Dowex
absorbing Quat MSC-l.
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Fig. 5. Silica yield after polymer removal as a function of pH and reaction time.

water/g dry polymer) to the superabsorbing Quat beads which absorbed up to 70 g water/g dry
polymer.

Figures 1-4 show some of the silica beads that were formed and illustrate that it was
possible to produce silica beads in a wide range of sizes by using polymer beads with different
sizes. The alkoxide reaction was catalyzed by the polymer for the Dowex and Quat polymers
which have acidic groups in the polymer structure. For the crosslinked dextrans, both acid-
and base-catalyzed hydrolysis was successfully used. Silica yields were very dependent on the
pH of the absorbed water as shown in Figure 5. Weight losses (Table EIl) ranged from
-20 wt% for the Quat-derived silica beads to 70 wt% for the Dowex beads. Weight losses
were attributed to the removal of polymer and umucted water and the further conversion of
unreacted hydroxyl groups and alkoxy groups to the oxide. After heating, the Dowex and
crosslinked dexuran products were white; the Quat products were either white or transiucent.
Silica to polymer ratios ranged from -15-20 g oxide/g polymer for the Quat-derived silica to
-0.1 g oxidelg polymer for the Sephasorb-derived silica beads. Reaction times were limited
because long reaction times caused beads to form hard agglomerates.

Quat-derived silica particles rapidly shrank 10-15% (inear shrinkage) while drying-, the
beads then shrank another 10% as they were heated. For the crosslinked dextran jieived
beads, the final bead size was compared to the initial (dry polymer) bead size using SEM
micrographs. The final bead size was dependent on the initial absorbency and on the extent of
reaction. Ratios of the final silica bead size to the initial polymer size ranged from -0.5
(Sephasorb) to 1.5 (Sephadex LH-60).

Table III. Weight Losses and Oxide/Polymer Ratios for Different Silica Beads.

Polymer Weight Loss (%) Silica/Original Polymer (Wka)
Dowex MSC-l 70 0.2
Sephasorb 90 0.1

(pH=2, 24 h)
Sephadex LH-60 -- 8

(pH-4, 36 h)
Ouat 20-25 15-20

,_______,______-_.. . .I
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Table IV. Surface Areas as a Function of Calcination Temperature.

Temperature (T) Dowex MSC- l Surface Area (m2/k) Ouat Surface Area t 2 /)
uncalcined 0.6 400-450
600 250-300 410-450
800 180-230 160-250
1000 100-130 0.14-0.15

Presumably the reaction either began at the TEOS/water interface or some TEOS was
transferred into the water phase (TEOS has a limited solubility in water [6]) where the reaction
then began. Intermediate hydrolysis products were water soluble and further reacted within
the water phase to form the hydrous oxide. As the reaction progressed, ethanol was produced
which is preferentially soluble in the water phase [7]; the alcohol would increase the TEOS
solubility in the water phase.

Surface properties and pore sizes are important properties for many applications of
silica gels (e.g, see [8, 9]). The surface area and pore sizes of silica beads prepared from
Dowex and from Quat were measured to investigate how the pore structure was affected by
removing different amounts of polymer. Dowex beads contained relatively little water (1 g/g
dry polymer) and this was reflected in the product; the oxide-to-polymer ratio was low,
indicating large amounts of polymer were removed on heating. Mercury porosimetry
measurements showed that before removing the polymer, the bead had essentially no
measurable porosity, which was reflected in the low surface areas for unheated beads (see
Table IV). After removing the polymer, pores in the range of 20 to 50 nm formed and the
surface areas increased substantially. Upon further heating to 1000*C, the surface area
decreased but the pore size range remained about the same (see Fig. 6). The bead density after
heating to 1000*C varied but was typically 0.8-0.9 g/cm3. SEM micrographs (Fig. 7) show
that the porosity appears to take the form of interstices between discrete particles (corpuscular
type porosity [8]) rather than interconnected channels.

By contrast, beads formed from the Quat polymer and the Sephadex LH-60 polymers
had very high surface areas before polymer removal (Table IV). After heating to 1000°C the
surface area corresponded to essentially nonporous, smooth-surface beads which indicated

40.0 30.0 50.0 70&0 IODA

Fig. 6. Pore size for Dowex-derived silica Fig. 7. Interior structure of broken silica
beads as a function of calcination. bead (Dowex-derived).

-
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most of the surface accessible porosity was removed. Mercury porosimetry measurements
showed almost no measurable porosity (lower measurement limit was 5 nm). Nitrogen
adsorption measurements showed sharp pore siz distributions around 4-5 nmn which are
consistent with reported pore diameters for alkoxide-derived silica gels [10].

It was assumed in the Dowex-derived silica beads that the porosity measured by
mercury poroimetry was dominated by pores created by the removal of polymer. However,
for the Quat-derived silica it appeared that removal of the polymer had little effect on the
porosity and that tie porosity was intrinsic to the silica gel. The measured pore size and
surface area for the Quat and Sephadex beads were within the range of porosity reported for
other alkoxide-derived silica gels.

CONCLUSIONS

It was shown that water absorbed within polymer structures could be reacted with
TEOS to form silica gels and that the gel retained the shape of the polymer. Silica beads were
formed in a range of sizes from 5-10 Im up to -0.5 mm depending on the size of the initial
polymer bead. The oxide to polymer ratio was dependent on the absorbency of the polymer
and the extent of reaction and ranged from -0.1 g silica/g polymer to -20 g silica/g polymer.
It was possible to form pores in two size ranges. When large amounts of polymer were
removed (e.g., Dowex MSC- 1), 20-50 run pores were formed, apparently due to the removal of
polymer. These beads retained significant porosity on heating to 1000*C. When little polymer
was removed (e.g., Quat), the pores were -3-4 em and were attributed to the intrinsic gel
structure. Surface porosity could be eliminated by heating to 1O00°C.
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ABSTRACT

After a brief introduction on how the differing properties of H20 and NH3

may effect the strategies used to synthesize metal nitrides, an overview of our

use of azides to produce aluminum nitride thin films will be presented. The

effect of changing the nitrogen source to one which contains at least one N - C

bond is to increase dramatically the carbon content of the films. Replacing the

alkyl groups attached to the aluminum with hydride ligands removes the final

carbon source and forms what appears to be a promising new class of

precursors. This is demonstrated by the study of the reaction of Me3NGaH 3 with

NH 3 to produce the novel trimer, IH2GaNH 2 ]3 . This fully characterized molecule

converts at 150*C into gallium nitride. Surprisingly, it yields GaN having the

sphalerite structure instead of the known wurtzite phase. A discussion of the

reasons for this unusual route to a new crystalline phase of GaN is included.

IN1TODUCTION

Just as water is the most common oxygen source in the preparation of

oxide ceramics from molecular precursors, ammonia is the most frequently used

nitrogen source for metal nitrides[1]. We would like to focus momentarily on

some of the differences between these two compounds that have made the

development of a nitrogen-based sol-gel process so difficult. The first difference

is the much higher acidity of H20 compared to NH3. For removal of the first

proton their respective pKa values are 15.7 and 35. The high value for the pKa of

NH3 places restrictions on the type of metal precursor that can be used in the

reaction. Equilibrium constants for reaction of metal alkoxides with ammonia

will be far less favorable. Some reactions will undoubtedly occur, but the

general use of this process for complete ammonolysis is unlikely. More basic

ligands such as dialkylamides (R 2 N') should serve this purpose and examples of

using these complexes for the preparation of nitrides from ammonia as well as

oxides from water are known[2). Reactive metal alkyls such as AIMC3 have also

Mat. Res. Soc. Symp. Proc. Vol. 110. 01930 MatWials Remarch Society
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been used to deprotonate NH3. and in some cases the rates of the first and second

eliminations of alkane differ enough to allow isolation of the product.

Interrante and coworkers have found that the cyclic trimer. [R2AINH2] 3 where R

- Me. Et, i-Bu. and t-Bu, is formed at low temperatures from the reaction of AIR 3

and NH3 and can be pyrolyzed to give AIN at relatively mild temperatures[3.4].

Less-reactive alkyls, such as those bound to silicon, are more reluctant to

undergo this type of reaction; a feature that has allowed the synthesis of a

variety of polysilazanes which are valuable as precursors to silicon nitride[5,6].

One of the most valuable features of the sol-gel process is that

intermediate stages of polymerization lead to more or less controllable viscosities

thereby aiding the processing for a wider variety of applications. Whereas

oxygen is reasonably stable when bridging a minimun of two metals, nitrogen

will require at least three in most systems. This preference will lead to much

more extensive crosslinking in the polymeric network and in most cases

formation of powders at an early stage in the reaction. Although this has been

observed in many systems, there are exceptions that occur because of the

kinetically slow second deprotonation. The preparation of polymers having

formulas such as (EtAINH)0. 7 6(Et 2 AINH 2 )0. 2 4 (AIEt3)0.Olg by Tebbe and

coworkers[7] is one such case. These polymers are stable and fusible at approx.
1000C allowing them to be extruded into fibers prior to pyrolysis to give AIN.

Most of our research has focused on the formation of metal nitride thin

films by chemical vapor deposition[g-10]. In this paper we will first review our

results using azides and various organonitrogen species as sources for nitrogen.

This will be followed by a presentation of results showing the value of metal

hydrides as sources for aluminum and gallium.

ALTERNATIVE SOURCES OF NITROGEN FOR ALUMINUM NITRIDE

Azides. We have previously reported that azide (N3O) is effective at

donating one nitrogen to a growing film(8-10J. Our most extensive work has
involved the preparation of aluminum nitride films in the temperature range of
400 - 8000 C. Studies of the overall growth kinetics of the compound, (Et2AIN 3 ]3.

fit the following kinetic scheme(1O].

ka Is
[Et2AIN3] 3 (gas) [ [Et2 AIN 3 ]3 (surface) - AIN + N2 + H2 + C2H4

kd

The overall activation energy for the reaction that occurs on the surface (ks) is

26.1 kcal/mol. Although ks is a rate constant that includes several elementary

4
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reactions, it agreed remarkably well with the results of the microscopic rate

constants obtained from surface studies using temperature programmed reaction

spectroscopy and related methods. Scheme I shows one of the possible scenarios

for the mechanism of the reaction.

Scheme I.

-N2  1-C\

Et2 AIN 3 (g) - Et 2 AIN 3 (s) - IN (S)/
Et

4 -C 2 H4

H HH\ .C24 %

AIN (s) 4 AIN (s)

H H2 C

-H2  -CH -H2

AIN (s)

It is noteworthy that a paper describing the use of [Et2GaN3]3 to prepare thin

films of GaN has recently appeared[llI].

Nitromen Sources Containing N-C Bonds. Both azide (N3) and amide (NH2)

are comparably effective as sources for nitrogen in the deposition of AIN. It was

of interest to explore how much the variation in structure of the N-source would

influence the AIN deposition, and we were particularly interested in

determining the effect of incorporating a N-C bond into the precursor. The
precursors studied included [Me2AI(NMe2)12[12], [Me2AI(Azir)13 (Azir =

aziridine)[13], Et3AINH2(t-Bu)[141, and (Et2AI[NH(t-Bu)])2r14I. All of these

structures contain direct Al-N bonds, and with the exception of Et3AINH2(t-Bu),

all exist as cyclic four- or six-membered rings. The structures differ from the

azide and amide precursors primarily due to the presence of the N-C bond. The

substantial impact made by the presence of the N-C bond is highlighted in Table

1. All of these films contained large concentrations of carbon, and one contained

only small amounts of nitrogen. In the case where the nitrogen source is the t-

butylamine-triethylaluminum donor acceptor complex, the small concentrations

-I1
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Table 1. Atomic Compositions of Thin Films Using XPS after Ar+ sputtering.

Precuso Reactor Temp. (@C1 %AI %N %C

(Et2AIN3]3 quartz 500 43 45 10 2

[Et 2 AIN3]3 metal 480 44 45 10 1

[MC2AIN3]3 quartz 500 43 44 11 2

[Et2 AI(NH2)13 quartz 550 44 41 7 8

[Me 2AI(NMe2)] 2  quartz 700 42 19 38 1

[Mc2AI(Azir)13 quartz 500 34 18 33 15

[Et 2 AI(NH-t-Bu)] 2  quartz 700 44 36 15 4

Et3AINH2(t-Bu) quartz 500 30 2 5 63

a) azir = NCH2CH 2; Me = CH 3; Et = CH2CH3; t-Bu = C(CH 3 )3

of N indicate that a facile Al-N cleavage is operative. e. g. simple dissociation of

the donor-acceptor bond. The high oxygen content is due to oxidation of the poor

quality aluminum films that result from this precursor. It should be noted that

[Me2AI(NMe2)]2, which also gave films with low N values, was the most stable of

all the precursors examined. Even at oven temperatures of 450
0

C, this precursor

would pass through the hot tube unchanged. The lower N content of the film

may be the result of an Al-N bond cleavage process involving P-hydrogen

elimination of the NMe2 ligand. The intermediate case of [Et2AI(NH-t-Bu)12 is

interesting because it contains no P-hydrogens on the amido ligand. It is also

related to lMe2Ga(As-t-Bu2)J2 which was recently reported to give GaAs films[15].

The results show that most of the nitrogen is incorporated into the film;

unfortunately, the carbon content is also high. The compound containing the 3-

member, highly strained aziridine ring, (Me2A1(Azir)13. gave results similar to

those found for [Me2AI(NMe2)12.

A new development in this area involves the use of the trimethylsilyl

(TMS) group bound to nitrogen. Because of the strong affinity of Si for halogens,

reaction schemes using [CIBNHJ 3 and (TMS)2NH have been successful at

producing boron nitride[161.

METAL HYDRIDES AS SOURCES OF ALUMINUM AND GALLIUM

Aluminum Nitride. Despite the success of these organometallic precursors

to form the nitrides at low temperatures, top quality films are difficult to grow

because of the carbon left over from degradation of the organic ligand bound to

the metal. One solution to the problem involves removing the carbon-

containing substituent. Among the most promising replacements for the alkyl

_ __
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group is the hydride ligand. Early studies of many of the main group metal

hydrides was conducted by Wiberg[17], and he reported that the stepwise
reaction of alane (AIH3) with ammonia ulti'nately leads to AIN. Unfortunately

this work contained no characterization of the final powders. Some more recent

work has appeared making use of various donor-acceptor complexes of alane to

form AIN by reaction with NH 3 . Although details of the actual experiments differ

Mayajlg] and Ochi and coworkers[19] independently have converted (Et2O)AIH 3

into powdered AIN. We have found that simply passing a stream of NH3 over

solid Me3NAIH 3 at low temperature followed by pyrolysis at 400*C gives white to

slightly gray powders of AIN. It is noteworthy that in the absence of NH 3

trimethlyamine alane is an excellent source of growing thin films of high

quality aluminum at temperatures as low as 80*C[20].
Cubic Gallium Nitride. Like Me3NAIH 3 , Mc3NGaH3 is a volatile white

crystalline solid. We were interested to see if we could extend the use of metal
hydrides to gallium and form GaN by the reaction between Mc3NGaH3 and NH3 .

As a II1-V semiconductor having a band gap of 3.5 eV,[211 there is interest in

using gallium nitride in various optoelectronic devices. The known syntheses of

bulk powders of GaN involve reactions of various gallium sources (Ga203[221

Ga[23], or [NH 4 13[GaF6I[24]) with ammonia conducted at high temperatures

(>900°C) and result exclusively in gallium nitride having a wurtzite (hexagonal)

structure. Reports of epitaxial thin films of cubic gallium nitride grown by

molecular beam epitaxy or organometallic vapor phase epitaxy on substrates

such as GaAs[25]. MgO[261, or cubic SiC[271 have appeared. We describe the

synthesis and structure of the novel trimer, cyclo-trigallazane, and its reaction

to give the first bulk samples of cubic GaN.

The only previous report of the reaction between (Me3N)GSH3 and NH3

suggested the uncharacterized product was polymeric[28J. In our hands

[H2GaNH2]3 was prepared in 75% yield simply by passing gaseous NH3 over solid

(Me3N)GaH3 (29] at room temperature for I h. The less-than-quantitative yield

results from losses of the volatile gallane starting material, and higher yields
can be achieved by condensing liquid ammonia directly on (Me3N)GaH3. Even

without further purification, elemental analysis of the white powder indicated
the formula H2GaNH2. and the lack of measurable carbon confirmed the

quantitative displacement of trimethylamine.[30] The highest mass peak

observed using El mass spectrometry (20 eV ionizing voltage) was 262 amu

corresponding to the parent ion of the trimer minus one hydrogen. The

extremely limited solubility of cyclo-trigallazane in all common organic solvents

precluded us from obtaining a lH NMR spectrum. The infrared spectrum of the

powder dispersed in n-undecane reveals vN-H vibrations at 3297 and 3247 cm- 1

_ _-_



and V(a-H vibrations at 1890. 1865, and 1832 cm"1 . Careful sublimation yielded

clear, colorless crystals which were shown by single crystal x-ray

crystallography to consist of a six-membered rings in a chair conformation, 1,

similar to that observed in [H2BNH2]3.[311

H H

H

HH
1

Thermogravimetric analysis (Figure 1) of cyclo-trigallazane shows an

abrupt weight loss (typically 4.5 -5.5%) at 150 0C. A smaller, more gradual

weight loss occurs between 210 and 500C. Mass spectral studies showed that the
first weight loss was due to H2 accompanied by a small amount of sublimation.

102

98-

• 96

94-

92~
tempoerature (C)

Figure 1. Thermogravimnetric analysis of cyclo-trigulazant (12.41 mag) heated

at 20*C/min in a ceramic pan under a flowing argon atmosphere.

The losses at higheT temperatures Involved H2 only. Such a precipitous loss of

hydrogen from cyclo-trigallazane could be facilitated by its crystal structure in

dI
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which the nearest intermolecular contact to each hydride ligand is a nitrogen-

bound proton.

During the overall conversion, the white starting material is transformed

to a dark gray solid. Figure 2 illustrates the x-ray powder diffraction patterns

obtained after treating three separate samples of cyclo-trigallazane for 4 h

under argon at the specified temperatures. Surprisingly, the onset of

crystallinity is evident even in the sample treated at 180*C. Figure 2 also

includes a graphical representation of the known diffraction pattern for

hexagonal GaN. The notable absence in our patterns of several reflections of h-

GaN [32] coupled with the similarity to the patterns of GaP and other cubic

(sphalerite) structures[331 suggested that we had formed cubic GaN. Our

calculated powder diffraction pattern for cubic GaN (a = 4.50 (2) AL) agrees well

with the experimental results. The lattice constants of the various thin films of

cubic GaN range from 4.52 to 4.55 A. [25-27]

30. 40. 0. 60. 70. 80. 90. 00. 0. t20.

2E

Figure 2. X-ray powder diffraction results. Patterns a. b. and c were obtained

on powders heated for 4 h at the specified temperature under argon.

In c, the shoulders on either side of the (Il1) reflection indicate the

presence of a small amount of h-GaN. Patterns d and e are the

calculated pattern for c-GaN and the experimental diffraction pattern

for h-GaN, respectively.

.alla i
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Figure 3 shows a series of powder diffraction scans of c-GaN heated to

9000C for as long as 120 hours. Although quite slow the cubic form is converting

to hexagonal GaN. Even after 120 hours, however, only 50% conversion has

occurred.

m. 45. 3o. so. 75. 3. U. S. 11. Is,

Figure 3. X-ray powder diffraction patterns showing the gradual conversion of

c-GaNC into h-GaN.

Why does the cubic phase of Gal form using gallazane? On the one hand

this GaN synthesis is conduct, at temperatures well below those typically used,

perhaps in a temperature range where the cubic phase is thermodynamically

favored. Alternatively the synthesis may well lead to a kinetically-trapped,

metastable phase. To answer this question we attempted to repeat one of the

early GalN preparations as 600eC. Gallium oxide (Ga2 O3) was loaded onto a host

which was placed in a furnace operated at 6000 C. Ammonia was passed over the
i oxide at atmospheric pressure for 22 hours (the original report used 900°C for 1

c-GII

A. . , so. IM. ..... . .m

Fiur 3. X-a pode difato pattern showing thm grda covrino
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how f221). Only a very small amount of reaction took place, but the x-ray,

diffraction study (Figure 4) indicates that hexagonal GaN is formed. This
strongly suggests that the pyrolysis of [H20aNH2]3 Produces a metastable cubic

CaN phase.

~bb

30. 31. 32. 33. 34. 35. 36. 37. 36. 39. 40.

Figure 4. X-ray powder diffraction results showing the formation of k- CaN
from the reaction of Ga2 O3 with NH3: a) pure Ga203, b) after reaction
22 hours at 6000C under NH3 (I atm), and c) pattern b - patterh a. The

peaks at 32.6, 34.7 and 36.90 (20) correspond in position and relative

intensity to the (100), (111), (102) reflections of h-GaN.
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BORON NMIRDE AND) COMPOSiTE AEROGES FROM BORAZINE BASED POLYMERS

David A. Lindquist*, Douglas At Smith", Abiiaya I. Dazye", Gregory P. Johnston**,
Theodore T. Borek' Riley Schaeffer*, and Robert T. Paine', *Departments of Chemistry and
Chemical Engineering, and **UNM/NSF Center for Mficro-Engineered Ceramics, University of
New Mexico, Albuquerque, NU 87131

ABSTRACT

Poly(borazinylarniines) have been processed in THP and toluene solvents and aerogel forms
produced by superctrutcal drying methods. The polymer aerogels have been pyrolymd and porous
amorphous and crystalline BN monoliths have been produce&L These have been characterlized and
effects of processing factor on surface area sand powe structure are described.

INTRODUCTION

Oxide materuils ane commonly produced in dense forms, however, in recent years a number
of oxides including silica, boria, magnesia and timmna have been fashioned into unique, low
density, porous bodies by using aeropi processingtechniques 146. Such porous oxides have
potential applications as thermal burniers, catalysts supports, radiationi detectors, memabranes,
adsorbents and composite matrices. For some applications it would be useful to have a porous
non-oxide; however, very few attempts have been reported describing formation of porous non-
oxide bodies. Syiwester aNd co-.wodoer 7 have~ low density carbonized foam from a
polyacrylonitrile polymer and Nkala and Kog =have pproduced carbonized &=rgels from
condensation of resorcinol and formaldehyde Orgamic polymers and cas'oosilane polymer 10

have also been superntibcally sprityed and fine powders produced after pyrolysis
Our group has recently reported the lbrmnation of a boron-nitrogen containing polymer

based upon cross-linked borzine rings as shown in equation Ill1. We have also briefly reported
thad this polymer forms a gel in some organic solvents and the solvent may be removed by
supemcitica C020l) extraction The resulting highly porous bodies may be thermally processed
leaving stable, low density amrpu or crystalline boron astride12. In the present report we
outline more recent studies of processing variablea wn formation of boron-mutnde aerogels.

C1

H m~~dv H N I

14L HH H H]i

EXPERIMENTAL

Polybonazlnylamine) was prepared as described previouly Iand wet gel monoliths
(dimension typically 2.5cm x 1.8cm) were formed from either mteahydrofuran or toluene. Critical
point extractions, with C02(I) were parlortzad described previously 2 except as noted in the
Results and Discussion. pyrolysis chemistry was accomrplished in controlled atmosphees (N2,

MaL t. e SMe. orm*. Proe. Val. 1W. m1sW I- tuh $" ~aMh Sadly



NH3) with use of standard tube fwiiaces Surface area and poffe stucuren analyses wene performcd
by standard met&2

RESULTS AND DISCUSSION

I. Variation in Solvent Content

Durng; the course of dhe initial BN aeroge 12 TlW was employed as dhe
polymer gelation solvent. and it was qualitatively n hatftheamount of solvent afected die

inegit o de ryadithrmally processed moooliths. In this study three gels wa rprdWith
costuant amounts of trichkroboirazne, (3.8 nmmol) and hexamthlduiann (5.7uil u
different quantities of '11W (3ml, 4ml, and 7mL). The gels wen formed at 2M0C solvent
exchanged in C02 (i) and supercritcaily dried. The monoliuth were heated at 12000C under NH3
and die surface areas and pore volumes analyzed by N2 adsorption and condensation. As shown in
Figure 1, the pore volume was found to increase afnirflcandy with increasing amount of solvent
while the surface area varied between'300-600mL/&. This provides aguideto future studies of
"Pore-timn".

2. Gel Shrinkage

The ini"a BN aerogel preparations revealed that die wet gels wemo~n o s~ to considrable
shrinagme during C02 solvent exchange, superoriical drying. and pyro -Thi has been
examined in greate detail for this study. For exaznp a wet gel plug (2.5cm x 1.8cm) prepared in
7mnL THF from 3.81 mmol (HNBC1)3 and 5.71 umnol hx etydsanewas solvent
exchanged and supencritically dried. The reulting plug had dimensions 1.5cm x 1cm. Assumidng
isotropic shrinkage this correponds to a linear shrinkage of MJAL*=0A2.. Treatment at 12000C
resulted in further shrinkage: plug dimensions 1.2cm x 0.65cm; AIA.L0=O.8.

In OW 10rICSes for solvent effects 0n shrinkage & posnIabuy lt neracs n - Solvent was
soughL Toluene provides relatively good solubility for the boirazine monomer; therefore, it was
employed to obtain gpl simAla to those prpared in T[W. Fian 7 ml of toluene, after supetcritical
drying, a plug of dimensions 2.2cm x, 1.cm was obtained and after pyrolysis at 12000C a plug of
size 1.6cm x 1cm was achieved. These correspond to linea shirinkages of 0. 17 and 0.40,

respctiely.Altoughthecontraction is still high, it is apparent that the effect is less when toluene
is utilized in die polymer preparation. We should nom that die wet gel solvent content is
sufficiently high such that a ponsity of 0.98 would be obtained if no shrinkage ocomied. Further
studies of these solvent effects are in progress.

3. Surface Area arnd Pore Structure Variations

In die pesn stady aerogels were seon in toluene asadescribed above and the surface
ma and pore volume were characterized. Data for amWge plugs heated at 12000C for 12 howrs
under NH3, at 1SSOC for 8 hours under N2, and at 16W00C for 24 hours uider N2 are
summarized in Figure 2. As found for ascrgels preqare by using THW, the surface are and pore
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volume decrease with in the range 120DOC-16000C. We hive attributed this
effect to micmprope sintering bycrystallization at increauing; tempeatuire, and indeed at
16000C XRD analyses show evidence fcm hexagmza BN (ligin 3). A similar trend in dcesn
surface area and pore volume was found for the aeregelI PFepmdfrom THFalthough theabsolute
values at each areperaterefor the= p Wfmoun

raw pelle at l00COC for 12 hours under ammnonia and then 16500C (beating rate 300C/min) for g
hours under argon. Powder x-ray diffraction analysis showed the 002 reflection centered at 0335
run and the aryutallive size was estimated at 10 rnm fim the Scherer elation. Nitrogen adsorption
showed a surfsace area of 100 As/. a pore volume of 1.21 cm3lg and an average Pam radius of 24
run. TEM micrograps (ffgure 4) reveal an approximately minxdal distribution o rsaln

partclesat ~a 0 a and600nm. The smaller two crystallize aizes am grouped in clusters of
approximately die same dimension as the 60D nm crystallhses, and they appear to be aintering
Spotty diffraction patterns originatin fim the 600 rnicyn lussget htte nsnl
crstls whereas the rngs obtained mthsmall crystallimte. 6indicates thyen ysam*niy The
large surface areas reported stove can be largely attrbuted to the abundance of the smaller
crystallites.

4. Preparation of Wet Gels in C0 2 (l)

Given the solvent effects described above, it was of interest to deternmin if the
polymerization an"usqets~tcldyn could he accomnplished toally in the critical

Point solvent C02 01). Indee, ri bosuxine and heaehlilaaewere separately
dissolved in C02(1) mnd the wo souton combind After thoroughi mixing, the C0 2 was slowly
released at the critical point. A white fluffy polymer was obtained rather than a ninowlithic gel. The
polymer was pyrolyzed under NH3 at 12000C and amorphous BN was obtained. The surface are
of the BN was 472 m2/g and this is comparable with the surface ama of materials obtained fior
organic solvent exchanged gels However, the average pore radius, 2.5 rnm, and pore volume of
0.60 cm3/g are markedly smaller in the C(}2(l) derived samples. Micropore analysis indicates a
micropore area of 97m2/g and rrtsopore ama of 375 m2 g.

5. BN-SIC Composites

It is well known that fibers may be used to strengthen both dense and serogel cearamic
bodies. In an effort to improve the physical strength of the BN aerogeis produced here we have
added SiC whiskers to the gel mixture. Typically, 00O7Sg (30% wlw) of SiC whiskers (American
Matrix) and a small quantity (<I%) of a conmnercial surfactant for nonaqueous solvents (Cievro
OLOA- 1200) were added to trichloroborazine (3.8 imnol) in 4ml, of toluene. Hexamethyldlisilazene
(5.7 mmol) was added at -780C and the mixture warmed to 250C with periodic agitation. The
resulting gel was aged for 2 days and the solvent exchage and superciitically drie with Co2(l).
Mwe porous gel was then heate under NH3 for 12 hours at 12000~C The resulting aerogel plug
was qualitatively much stonger than aerogeS withou Whisker reinforcement. 7he surfac are And
pore volume am essentially unchanged. Fmnlly, optical microscopy show that the whiskers ar
uniformnily distributed throughout the sample.



Figure 4 TEM for a BN Acnogel Samnple Prepared at 16500C
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CONCLUSION

We have demoanstrated th at poly-(borarinylataine) cman b utilized to farn low density,
hig srfaemuam sePI iuipihs of anierpiw-bus or crystalline buro. nitride. Aerogels prepard in

kbwam esiyhondled~da thoe. projuduced in 7WF mad thytpcly have higher surface
areas and poevolumes at given imqsepersu We have also =qualicaiely observed that die

scro airn~ b Pw~mbyincusonof sic whiskers and=sude of applcatons for

Acnw is nde to dweUNMdNF b for blictiaBngineemd Ceamics for
inania- t sup~pored by dwNational Science Foundation (CMR-8O512), dhe

LOS Alamoas and Sandia N-ational I.Aboratries, eNwMowRsacalDvlpmn
institut, and die ceramics industry.
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SPscrEoscoFic CKARAcntERZiOnm OF A PRE-CERAMIC POLYMER, FOR Siciri SYSTEM.

FLORENCE BABOMIEAU*, PATRICE BARRE* ,JACQ=E 1JVAGE* AND MICHtEL VERDAGUEe*

Laboratoire de Chimle de Ia Matic Condvase and * Laboratoire de Otimle de, Md6taux de
Transition, Unlverslte Pierre et Marie Curie, 4 place Juuslar, 75005 Paris, France.

ABSTRACT

Polytltanocarbosllane precursor for SiCfTC ceramics was charackteized by various
spectroscopic techniques (29Si and 13C CP MAS NMR, Ti K-edge XANES and EXAFS) in

order to follow how titanium ions are incorporated into the polycsibosilane-bssed polymer. This
polymer has been fired in argon atmosphere, and the evolution of the local environments of Si
and TI atoms, during the pyrolysis process, have been followed Using 295j MA-M and Ti
K-edge X-ray absorption . this study reveals the formation of S1-0 bonds above 50OC, while
TI-C bonds clearly appear around W00C. Above IOW0C, Si-O bonds are consumed by reaction
with excess carbon and the system finally crystaillzs into SIC#TC mixur above 1200*C.

Wn~ovuciN~

The polymer route to non oxidde ceramics has been greatly developped after the pioneering
work of Yajima, who prepared SIC fibers from polycarbosilane (PCX I]. This route offers a
main advanitsg fibers of refractory ceramics can easily been prepared. But other advantages
have to be considered:- soluble polymeric precursors can be chemically modified in order to get
new systems with different properties. This point can be Illustrated by the work of Yajim on
polytitanocarbosllanel2l. 'By reactin a tilsolum alkioxide with polycabosilane a new polymer is
obtained that can be used to produce Sl-Ti-C-O fibers with higher mechanical properties

compared to the usual SIC flbersf3j.
Several metallic atoms M such as Ti, Zr, Al or Nb, have been reacted with

polycarbosilane, via a metallic alkoxide in order to get new polymeric precursors for Si-M-C-O
systems. Spectroscopic characterizations of the preursor and of samples pyrolyzed In argon

atmosphere have been undertaken with two main goals: (I) a better understanding of the
reactions ccuring during the preparation procedure between PC and the metallic alkoxlde, (2) a
study of the influenc of M on the conversion process of the polymer into the final crystalline

phases. This paper presents the spectroscopic study done on the SI-TI-C-0 system, mainly using
29S1 Magic Angle Spinning Solid State NAM (MAS NMR) and TIn K-edge X-ray absorption.

EXPERIMtENTAL S~cfoN

The polytltanocarbasilane, PTC, was prepared by refluxing polycarbosilane
(Dow Coming) with titanium n-butoxlde (Fluka) in toluene for 2 hours under argon. The
solvent wa distilled and then the temperature was raised up to 300*C to complete the crows
link~ing procedure. Chemical analysis gives SIC3.24TiO.IH 7.S7Ol.I& TheC polymer WasG then
fired under argo up to a given temperature with a heatin rafte of IOC/min.

MAS-NMR spectre were recorded on MSL 300 (29S1) and MSL 400 (29s1 CP and
No. Ass. Se. symp. Prae. Vol. 100. g1550 metsissRsseha "Somaigoal
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13C CP) Bnisker spectrometers. The Ti K-edge X-ray Absorption spectra wene recorded at room

temperature, at LURE (Orsay, France) using dhe EXAPS Ml spectrometer with a Si 311 two
crystals monochromator. Powdered samples were just put an adheaive tape while the liquid
samuples were introduced In 0. 15mtur thick cells. A titanium metallic foil wa swed to calibrate
the energy. the fiast mnaximum of the absorbance was taken as a reference at 4964.2 WV. The
energy was scanned from 4950 to 5050 eV for XANES data and from 4760 to 5760 eV for
EXAFS data. Data analysis have akeady been described[4l.

UlsuLas AmD Discussmo

Chmeftadafzlof tlwpay"Donat !111~

T7he main interest of this study is to understand bow the titanium watos are retained in the
PC based polymer. The presence of Si-O-TI bonds fonmed fronm the reaction of the TI-OR bonds
with the SI-H groups of PC chains was postulated in several papers, especially from JR data
[2,5J. Such a bridge is known to give a strong absorption band around 900 cnrt .

T'he preent study was started to characterize the local environment of Si and Ti atoms at
various stages of the preparation procedure. After distillation of the solvent, the cross-linking

procedure was stopped at 15VC, 2000C, 2506C and 290C, when the final PTC is obtained.
29SI and 1 3C CP MAS NMR as well as infrared data have already been published (6].

The Infrared spectra clearly show the consumption of the SI-H bonds during the cross linking
and the presene of butoxy groups In the polymer. No evidence for any SI-O-Ti bonds was
found, but PC presents a broad band in this frequency range. Figure I represents the 29Sj and
13C CP MAS NMR of the samples heated up to 15VC and 2900C.

29SI13

40 20 0 -20 -40 100 50 0
CHEMICAL SHIFT (PPM)

FgRom 1: 295 aOW 13 C (7 Ki4 S AMf of PTC samples prqnsred at I150C; after evapondatn of
the solvent (a)and at 20C after crcssý-hiuking(b).

At 150*C, fth ftS NMR spectrum shows no differec with the spectrum of pure PC, with two
peaks at -0.8 and -18. 1 ppm corresponding to SiC, and SiC3H units. At 2000C, the spectrum
reveals a new signal around 10 ppm due to SIC30 sites and a decrease of the peak due to SIC 3H1

-A-
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sites. S1.0 bonds are formed during the crass-luinkn procedure with consumption of Si-H

bonds.
At 1306C, the 13C CP MAS-NMR spectrum shows a broad peak due to the C satms of

the PC chains around 5 ppm as well as peaks at 14-.5 19.6, 35.3 and 76.7 ppm due to C ao

of a butoxy chain. The chemical shift of X-O-CH2 grouph is quite sensitive to the nature of X. A
value of 76.7 ppmo agrees with butoxy groups bonded to titanium atoms (74.4 ppm, for
TI(OBU)O. Above 200*C, a new peak appears at 62.2 ppmu assigned to butoxy groups bonded
to silicon atoms (63.0 ppm In Si(Olu')4 ). The intensity of this peak increases with temperature
while the one at 76.7 ppm is decreasing. At the sam time, the solution turns blue: TI"' km w

reduced into Ti3*. These experiments show evidencie for the cleavage of TI-Olin bonds and the

formation of SI-OBu bonds.

The local environment of the Si atoms seems to be modified during the crass-linking stage and
not during the reflux. Above 200C, Si-0 bonds are clearly formed, and seem closely related to

the transposition of OR groups from the Ti atoms to the Si atoms.
Ti K-edge XANES (X-Ray Absorption Near Edge Structure) and EXAFS (Extended X-

Ray Absorption Fine Structure) spectra of PTC, cross linked at 2900C, ame compared to the

spectra of pure Ti(O&un)4 in Figure 2.

PTC

PTC

TI(OOBun)4

4970 5014 0 2 4 8 8
ENERGY (sV) DISTANCE (A)

Flgure2: 7TiK-edge XANES specta and k3 Fobur nransforms of the EXA FS spectr of

71(OBUG)4 &ad PM

Titanium n-butoxlde Is known to be a trimer with TIn atoms In aS5 fold coordination 14):
the XAIIES spectrumn presents one pee-edge peak at 4971.3 eV, and the EXAMS analysis gives

two TI-0 distances (terminal OR groups at 1.85 A.sod bridging OR groups at 2.0&A) and one Tn
Ti distance at 3.o9A. The local environment of Ti atoms in FTC is completely modified. The
XANES spectrumi shows a complex structure with two pre-peaka at 4968 and 4972 eV as well as
two maxima at 4987 and 5000 eV. These features are quite similar to those found for T102

anatase (a triplet at 4966, 4969 and 4971 eV and two maxima at 4994and 5001 eV). A

preliminary analysis of these EXAFS data shows a strong modification in the Ti-a distances



compared to the prcossor Tl(OBun)4: two distances around 1.95 and 2.10A are present that
could be assigned respectively to oxo and OR or OH brgdeL. More surprising seems to be the
presence ofsa very shor TI-O distance found around 1.50A and a very long one around 2.65A.

The first one could be related to the presence of some tlanyl bonds TI-O, and the long distance
to the preenc of some slvent molecules, for example n-butanoL Some Ti-Ti distances aound

3.06A seem aiso to be presen.

A description of the local envitonment ofTi atoms is not obvious from these first reults
and can only be speculated. It is nevertheless dear dht Ti atoms me no mor- 5 coodiated, a in

the precarsor, but now 6 coordinated. A Ti-O distance of 1.95,A agrees with the presence of oxo

bridges, such as in anatase (1.93 and 1.96k), but the distribution of distances show a morm

complex covlrenmeat
This spectroscopic characterization cannot lead to a very precise description of the

polytitanocanbouilane. However, it seems dear that no reaction occurs during the reflux
procedure between PC and the titanium alkoxide. The titanium atoma e retained inside the

polymer, certainly due to a slight hydrolysis of the moisture-sensitive alkoxide dat leads to the

formation of small oxide-besed particles. During the cros-linking procedure, Ti-OR bonds me
cleaved, leading to a reduction of Ti ions. OR groups react with SI-H bonds ofthe PC chains to
form Si-OR bonds. At the end of the preparation procedure, Tl3 ÷ Ion me re-oxidized by reacting

with air. The chemical reactions occurring during the preparation of this polymer are quite

compilx However no chemical bonds between the PC chains and the Ti-containing particles

seem to be formed.

Evolution of the loadl envhinments of Si and Ti atoms dn the pyrdysi process

The pyrolysis of PTC under argon leads to the crystallization of SIC and TiC above
1200°C. Using an alkoxide as titanium precursor, it was interesting to understand how the TiC

phase could be formed. Local environments of Si and Ti atoms were respectively characterized

by 298 MAS-NMR and TI K-edge X-ray absorption.
The local environment of SI atoms in the pyrolyzed PTC samples has already been

studied by 29Si MAS-NMR [7]. Above 500°C, new peaks appear around -30, -70 and -110

ppm, assigned to SiC 4.xOz units with x - 2, 3 and 4. S1-O bonds are formed up to 1000C, and

then disappear certainly by reaction with excess carbon present in the sumple.
The local environment ofTi atoma in FTC pyrolyzed samples has been characterized by

X-ray absorption spectroscopy (Figure 3). Below 700C, the XANES spectra are characteristic

of an octahedral environment for Ti atoms, close to the one found in T0 2 . At 840"C, the
XANES spectra drastically change. The local symmetry remains octahedral, but the spectrum

now presents two pre-edge peaks at 4964 and 4969 eV and two maxima at 4982 and 4995 eV.

These values me clse to those corresponding to crystalline TIC: pro-edge peaks at 4965, 4968
and 4970 eV and maxima at 4982 and 4994 eV. The energy shifts and the general shape of the

edge structures am in agreement with a change from short TI-O to longer TI-C distances in an

octahedral symmetry. TI manos are Iwa carbide environment. The EXAFS data ae in complete
agreement with this assumption. At 700"C, the Fouder tansform shows a peak characteristic of



Ti-O disances. The peak is broader, compared to FTC, certainly because of an Increasing

disorder In the local environment of the TIn atoms. At W40C, tdo Fourier tVAmfoan IS completely
modified. The peak dure to TIC- distances is drastically reduced. The spectum shows an Intns
peak around 3A and three other peaks around 3.8, 5 and 5.8 A, tha seem to be the signature of

the crystalline TIC phase. The very interns peak is due Io the TI-TI distances (3.oSA in Tic). The

intensity of these pedas are regularly Increasing: with the temperatuen revealing a growth of the

* cyetanwtalze.

(a) TIC
(4) 1500-C

(C) 840-C

(b) 700-C

(a) PTCd

4962 4091 502 0 2 4

ENERGY COV) DISANCE (A)

Figue 3: TI K-edge X4ANES spectrum andkV Fourier ras foiims ofEXAF Vectms
ofpy=olyzedPTCsaqples.

This spectroscopic study revealed Interesting feature concerning the conversion process

of FTC Into ceramics, and especially the formation of the TiC phase. In the precunso, the fitst
neighbor are oxygen atoms, while Si atoms are mainly sturrounded by carbon atoms During a
first step of pyrolysis that coresponds to the decomposition of the omanic parts (T<800C), both

NMR and EXAMS experiments show a disordering ' the local en.,ionmeats of SI and TI atom&.

S1-0 bonds are fanned, leading to SIC4.xO1 units. The formation of some TI-C bonds at this

stage can also be assmed with the presence of TiOs..3 Cy units. At S40C, the Ti atoms seem

really to be insa carbide environment.: thte radial distribution function shows peaks up to 6A that

are the signature of TIC crystallites. Such structure at long distances unusual in EXA1A are

clearly due to the foccussing effect allowed by the cubic structure of TIC and thus Ti-C-TI

alignments. XANES and EXAMS experiments show the formation of TIC particles at this

tanperature, while the crystallization of TIC only appears in the XRD pattern, at 1200*C. Above

1000*C, S1-0 bonds are consumed via carbothermal reduction leading to the crystallization of

SIC.

AI
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CON~CLU~SM
The polymer mute appears quite attractive for the synthess of new ceramics system. This

process allows to tailor a larg variety of new pre-ceramics precursors, especially to prepare
multlcomponent systems. However, to getsa better control on thie structure of the final ceramics,
a detailed characterization of the precursor and of the conversion process seems absolutely
necessary. Polytitanocarbosllane precurfor for SIC-TIC system, has been studied in this poper

A spectroscopic investigation wa undertaken using two powerfisl techniques to characterize local

environments. 29SI MAS-NMR and Ti K-edge X-ray absorption. Same interesting results were
obtained concerning the environment of TI stoma in the precursor and the formation of the
titanium carbide phase

The study performed on the precursor, does not show any chemical bond between the PC
chains and the Ti-containing part. The presence of Si-O bonds was assigned to Si-0-Ti brigdes

in previous works 12,51. In fact, they seem closely related to the transposition of OR groups
from Ti to SI atoms and thus to the formation of SI-OR bonds. Titanium atoms are certainly

retained inside the polymer because of a partial hydrolysis of the alkoxide during the preparation,

that lead to the formation of oxidde based particles.
The affinity of Si atoms to form Si-O bonds, compared to Ti atoms to ibmi Ti-O bonds,

seems to playsa key role in the conversion process. It certainly avoids the crystallization of T1O2

at low temperature, and thus a carbothermal reduction of the oxidde phase to form the carbide at

high temperature. The most interesting feature comes from the EXAFS data that clearly show at

840C structures due to long range ordering. Part of the TI stoma are already in a crystalline TiC

environment at this temperature even if the crystallization only appears in the XRD pattern at

12000C. Above 1000*C, NMR spectra show the consumption of SI-0 bonds, while EXAFS
reveal a growth in the TIC crystallite size. Finally, at 1200@C, the XRD patterns present the
diffraction peaks of SIC and TIC phases.
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CHIEICAL REACTIONS DURING THE THERMAL PROCESSING OF BORAZENE POLYMERS

R. Rye*, T. T. Borek", D. A. Lindquist", and R. T. Paine

4andia National Laboratories, Albuquerque, NK 87185
Department of Chemistry, University of New Mexico, Albuquerque, NM

Abstract

A class of borazene polymers has been developed which consist of a two-
dimensional array of six-membered borazene rings with the borons of adjacent
borazene rings separated by -NH- groups. Pyrolysis of these polymers above
w1000 C leads to crystalline graphite-like boron nitride (h-BN). The
thermal chemistry of thin films of one polymer deposited on KOH etched Al
has been examined by thermal decomposition mass spectroscopy (TDMS) and
thermal gravimetric analysis (TCA), and the gas evolution chemistry is found
to be essentially complete by temperatures of less than 400 C. All products
desorb with the same temperature profile and the major desorbing species are
NH and N consistent with a loss of excess nitrogen and hydrogen in the
polymer, an HC1 from decomposition of by-products of the synthesis step.
Isotope labeling shows that complete exchange occurs below 400 C between the
ring and amino bridge nitrogens. Since the formation of ordered crystalline
h-BN films requires heating to temperatures of the order of 1000 C, whereas
the gas evolution and ring opening chemistry is complete by roughly 400 C,
it is concluded that gas evolution chemical nrocesses are not rate limiting
in BN ceramic production.

Introduction. W. W-N. . .A!r-

Soluble or fusible polymers offer
benefits over powder processing and
gas phase deposition schemes for the
formation of ceramic materials, and
they furnish a systematic framework ' "

with which to probe the mechanistic !
aspects of ceramic formation. In
addition, polymers provide access to
forms such as fibers, foams and some
coatings not available from classical A w b3A---P*-

synthesis routes (1-3). Several
groups have recently reported
that preparations of polymers suitable
for production of boron nitride (4-12)
and polyborazinyl amines (5-7),
prepared by cross-linking borazenes,
are particularly useful. The
polyborazinyl amine used here is.
schematically illustrated by the 9 m * m -
insert in Fig. 1. am -M- (am)

Figure 1. Mass spectra at the
In the present report thermal maximum decomposition rate. Spectrum

decomposition mass spectroscopy A: •torazene amin• polymer. Spectrum

(TDKS), thermal gravimetric analysis B: N labeled polymer.
(TGA) and X-ray photoelectron
spectroscopy (XPS) are used to identify the major thermal decomposition

Met 1e4. SMc. SYap. Prc. Vo. IN. @e111 M1010106 Reseee Society
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products produced from thin polyborazinyl amine coatings and to explore the
pyrolysis mechanism. The pyrolysis chemistry is apparently complete below
400 C and this implies that the gas evolution orocesses are not rate
limiting in the thermal conversion of borazeno oolymera to the eranhite-
like form of BN (noted here as h-BN).

Experimental.

The Al substrate (0.76 m thick) was etched in hot KOH. XPS analysis of
the Al substrate prior to polymer deposition showed it to be oxidized with
Ols the dominant XPS peak. As described in the literature (13), samples
were prepared by combination of trichloroborazene and hexamethyldisilazane
(1:1.5 ratio) in diethyl ether at -78 C. The solution was warmed to 20 C,
and transferred under dry nitrogen to a flat bottom vessel containing the
substrateo to be coated. After 12 hrs the coated substrates were removed
and placed in a transfer tube. These samples are referred to as reacted
samples.

The UHV system used for XPS and TDMS studies has been described
previously (14) and will only be summarized here. It consists of an UHV
system with a double-pass cylindrical-mirror analyzer (operated at 50 eV
pass energy), a Mg/Al X-ray source for XPS, and a quadrupole mass
spectrometer mounted in a separate snouted container for direct line-of-
sight TDMS measurements. The quadrupole is computer controlled allowing
collection of complete mass spectra at near the maximum scan rate.
Individual samples are mounted on a transportable sample plug-in assembly
containing a heater and thermocouple. The samples are clamped against the
surface of the heater block with the thermocouple spot welded to the block.
As a result the temperatures reported here are those of the heater block;
the actual polymer temperatures are expected to be somewhat lover due to
heat transfer limitations. Typical heating rates were roughly 0.9 C/sec.
All sample loading and transfer steps were done in an Ar filled glove bag in
order to minimize air exposure. Despite these precautions, XPS spectre
always gave an appreciable Ole peak,

Thermal gravimetric analyses were performed on a Perkin IElmer Model
3700 analyzer: sample sizes 5-20 mg, heating rate, 10 C min"• and argon
flow rate 25 cc mn .

Results

XPS spectra show the complete absence of Al substrate peaks at
approximately 75 and 119 eV. By using the peak intensities and the reported
sensitivity factors (15), the N:B ratio is estimated as 1:1; the ratio
expected from the polymer stoichiometry is 1.5. Also present are peaks from
Si, C1 and C, probably from the trimethylsilyl chloride polymerization co-
product. The only major change that occurs in the XPS spectra on heating is
the complete loss of the C1 peaks.

Figure IA contains representative mass spectra obtained near the
maximum decomposition rate for reacted polymers on Al. The major products
are in order: Mil3' identified from the mass 16 to 17 ratio; N2 , identified
from the isolated maes 28 peak; and HUl, identified from the mass 36 to 38
ratio. Other possibilities for the fragment at 28 amu are CO or a BNH x
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species such as aminoborane (H B-NH ), but the fragment at mass 12 is at
least a factor of two too small ior CO and the anticipated fragments around
mass 28 are missing for species such as aminoborarn (16). Unidentified,
much less intense fragments are observed at higher mass.

Figure 13 is the same as except that the nitrogens of e borazene
ring have been labeled with N and the amine bridge with N. As is
obvious from Fig. 13 the nitrogen containing products all show complete
statistical mixing during pyrolysis. For example, as siiclometry of the
polymer would predict a value of 2/3 for the ratio N/( N+ N) while the
ratio from the mass 28, 29 and 30 intensities is 0.62. If the contribution
from CO to the mass 28 intensity is removed using the fragmentation masses
at 12 amu for CO and 14 amu for N the ratio becomes 0.71. Clearly there
is complete exchange between &s amine bridge and the borazene ring
indicating very facile ring opening reactions.

The gas release process for potb.o~Iele. pMVina
these products can be more clearly
seen from the TDKS spectra of the
individual mass fragments. By
recording mass spectra and the ,,

sample temperature as a function of ------- at
time, the intensity variation of a ISO" so)
single mass species as a function of - MCI
temperature can be extracted. For (US s)
an as reacted polymer film on Al,
Fig. 2 contains the change in mass e

spectrometer ion signal for NH11
(mass 17), N2 (mass 28) and 'H

(mess 36) from mass spectra such as
in Fig. IA. In this case the
product distribution is NH3 > N2 - a3 2
HCi, and all products are generated I
over the same temperature range /
(-125 - 350 C) with some variation
in the relative amounts of the two
peaks. All other products appear at
much lower intensity levels. While 0 1oo see a" 4"

the use of ion currents instead of Tesels I"
calibrated partial pressures is a Figure 2. Thermal decomposition
source of possible error, this is spectra for NH 3, N2 and HCi.
not expected to change the relative
product distributions. We estimate from the information given by UTI, Inc.
on ionization efficiencies and multiplier gain for the model 1OOC Quadrupole
mas analyzer that, relative to MH (mass 17), the N 2 (mass 28) curve in
Fig. 2 could be decreased by a fa2tor of 1/2 and the HCI (mass 36) by a
factor of 1/3.

Figure 3 contains the mass 17 TDKS spectrum from Fig. 2 directly
compared to the TGA data for an as reacted polymer sample. The data are
comparable in that both show two sharply differentiated decomposition steps
at relatively low temperature. Furthermore, the TCA data show that the
majority of the weight loss occurs below 350 C; nearly 90% of the total
weight loss (52%) achieved by 1000 C occurs below 350 C while only 10%

________
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occurs between 350 C and 1000 C. &at"eaui, a. w
Thus, one can draw the same
conclusions from both the TDKS and w
TGA data; gas evolution from
pyrolysis of films directly
deposited onto Al occurs in two
distinct states at temperatures Is
below approximately 400 C.

Discussion A I

It has been demonstrated S
previously that the polyborazinyl I I
amines form amorphous boron nitride
upon pyrolysis at 900 C and
crystalline h-BN at higher

temperatures (12). It is of
interest to determine how the cross-
linked, nitrogen and hydrogen rich
polymer is converted to the final
solid state ceramic material. The

present data clearly demonstrate see am e e ee sae Iee
that the majority of gas evolution T"Wsw ,e tap
and ring opening chemistry occurs in Figure 3. Comparison of NH3 TDMS
a low temperature range, 25 - 400 C. (Fig. 2) and TCA results.

The low temperature gaseous
product release has important
mechanistic implications. It can be concluded that the conversion of the
polyborazinyl amine to h-BN is not limited by chemical steps (removal of
excess nitrogen and hydrogen and ring opening) since the present data shows
theme to be mainly over by 400 C, a temperature at which crystalline h-BN is
not identified (12). There is a small additional loss of hydrogen at high
temperature, but this is unlikely to be a limiting factor in
crystallization. Simple removal of "excess" nitrogen and hydrogen from the
polymer would yield a material with the stoichiometry of BN but a greatly
expanded volume without the continuous N-B-N bonding characteristic of the
graphitic structure. Formation of crystalline h-B3 would appear to require
additional volume reduction steps in order to produce the extended
napthalenic structure and not a biphenyl-like structure that would result
from simple free radical coupling of hexagonal rings. With the chemical
reaction steps occurring at such low temperatures, growth of crystalline h-
BN requires a diffusion controlled volume reduction step. This diffusion
step is clearly expected to be a high temperature, limiting process. If the
solid phase diffusion step could be by-passed, for example, by step-by-step
chemical addition from the gas phase of hexagonal rings to a nucleated h-BN,
it should be possible to produce h-3N chemically at such lower temperatures.

Further conclusions cannot be drawn from present data. We currently
have no direct information as to the chemical nature of the solid phase
species at 400 C. The fact that both NH and N are observed means that the
partially decomposed films at 400 C still contain an appreciable quantity of
hydrogen (8-10); the slow release of this hydrogen at higher temperatures is
probably the basis of the small additional weight loss that occurs between

I
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400 C and 1000 C.

Summary.

Using a combination of thermal decomposition mass spectrometer, thermal
gravifetric analysis and X-ray photoelectron spectroscopy we have
investigated the pyrolysis of polyborazinyl amine polymers with the
following conclusions:

1) All gaseous products form over the same temperature range below 400 C.

2) Decomposition products are NH , N. and HC1: NH3 and N2 from
decomposition of the polymer and AC1 from by-products or from
incompletely reacted starting material.

3) Isotope labeling shows complete exchange occurs between bridging amine
and ring nitrogens.

4) Conversion of the polyborazinyl amine polymer to h-BN probably
involves deamination, ring opening reactions, and diffusion controlled
volume reduction steps. Diffusion is the most likely thermal limiting
step.

Acknowledgments.
This work was supported by the U. S. Department of Energy under

Contract No. DE-ACO4-76p00789, and the National Science Foundation (CHE-
8503550).

References.

(1) R. W. Rice, Am. Ceram. Soc. Bull., 62, 889(1983).

(2) K. J. Wynne and R. W. Rice, Ann. Rev. Hater. Sci., 14, 297(1984).

(3) D. Seyferth, 'Transformation of Organometallics into Common and
Exotic Materials: Design and Activation", Laine, R. M. Ed, M. Nijhoff
Publ., Dordrecht, 1988, p. 133.

(4) K. J. L. Paciorek, D. A. Harris and R. H. Kratzer, J. Polym. Sci.
Polym. Chem. 24, 173(1986).

(5) K. J. L. Paciorek and R. H. Kratzer, Ceram. Eng. Sci. Proc., 9, 993
(1988).

(6) K. J. L. Paciorek, W. Krone-Schmidt, D. H. Harris, R. H. Kratzer,
K. J. Wynne, ACS Symp. Ser., 360, 392(1988).

(7) M. G. L. Mirabelli, L. G. Sneddon, Inorg. Chem., 27, 3271(1988).

(8) A. T. Lynch, L. C. Sneddon, J. Amer. Chem. Soc., 109, 5867(1987).

(9) W. S. Rees and D. Seyferth, J. Amer. Ceram. Soc., 71, C194(1988).

(10) C. K. Narula, R. T. Paine and R. Schaeffer, Proc. Mat. Res. Soc., 73,



-FI

383(1986).

(11) C. K. Narula, R. T. Paine and Rt. Schaeffer. ACS Symp. Ser., 360, 378

(1988).

(12) C. K. Narula, R. Schaeffer, R. T. paine, A. K. Datye and W. F.

Hametter, J. Am. Chem. Soc., 109, 5556(1987).

(13) R. R. Rye, T. T. Borek, D. L. Lindquest and R. T. Paine. J. Amer.

Ceram. Soc., in press.

(14) R. R. Rye, Polymer Sci.: Part B: Polymer Physics, 26, 2133(1988).

(15) C. D. Wagner, W. M. Riggs, L. E. Davis, J. F. Moulder and G. E.

Muitenberg, "Handbook of X-ray Photoelectron Spectroscopy", Perkin-

Elmer, Corp. Eden Prairie, Minnesota, 1979.

(16) C. T. Kwon and H. A. McGee, Jr., Inorg. Chem., 9, 2458(1970).

(17) R. H. Toeniskoetter and F. Rt. Hall, Inorg. Chem., 2, 29(1963).

I

- -i...-.'-.e-.------.--.-------



1047

LASER DENSIFICATION OF SOL-CEL COATINGS

D.J. TAYLOR, B.D. FABES and M.C. STEINTHAL

University of Arizona, Department of Materials Science and Engineering,
Tucson, Arizona 85721

ABSTRACT

Alkoxide-derived silica coatings were deposited on fused silica by dip
coating. The samples were covered with a metal film to absorb the infrared
radiation from an Nd:YAG laser. Coupling the laser power to the coating
produced localized surface heating on the samples. By scanning the sample
across the beam's path, channels in the coating were formed. The channels
varied from 150 pm to 600 pm wide and from 200 A to 1000 A deep depending on
the laser power and the translation speed. The size and shape of the
channels also depended on the composition of the sol-gel coating. Optical
microscopy showed that there were no cracks in either the substrate or in the
coating on the micron scale. SEN revealed cracks on the nanometer scale in
the laser fired coatings and no cracks in the unfired coatings. Ellipsometry
showed that the index of refraction increased with increasing depth of the
channels.

INTRODUCTION

Sol-gel methods can be used to make glass and ceramic materials of high
purity, novel compositions, and novel microstructures. Sol-gel derived
coatings offer outstanding opportunities because the attractive features
offered by such processing can be obtained without many of the problemsS~associated with the formation of bulk pieces 111. In nearly all applications

of sol-gel coatings, the control or elimination of porosity in the coating is
key to obtaining the desired properties. Dense coatings are usually desired

because they have a higher index of refraction, higher hardness, increased
abrasion resistance, and other desirable properties. Unfortunately, the high
temperatures (typically > 1000" C) required to densify the coatings often
place severe restrictions on the choice of substrate material. In addition,
unwanted diffusion between the substrate and the coating can occur during the
firing process [2].

The goal of the present research is to densify highly refractory
compositions on soft, less refractory substrates. We want to control
densification not only normal to the substrate, but also in the plane of the
coating. This type of process could open the door to many other
applications, such as planar waveguides.

The main issue to be addressed is how to heat the coating sufficiently
to densify it without melting or warping the substrate. The approach taken
here is to densify the sol-gel derived coating with a laser. Hench reported
using a CO2 laser to form densified channels in bulk sol-gel samples [3]. The
wavelength of the CO2 laser (10.6 pm) would be absorbed by an oxide substrate
if proper care were not taken. Hence, using a CO2 laser to denasify coatings
might work if the power and modulation of the laser were closely controlled.
However, it would be ideal to have a coating that absorbs at the wavelength

met. Rae. ae. ft". Pme. Vel. 1W aim Msta Raee sety
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of the laser and a substrate that does not. This might be accomplished by
using an Nd:YAG laser (1.06 pm) and doping the coating to absorb at 1.06 pa,
if the change in composition did not adversely affect the properties of the
coating. Another approach might be to sputter a thin metal film onto the gel
coating to absorb the laser power and provide localized heating at the
surface of the coating. Here, we report on this latter approach.

There are likely to be many differences between densifying a sol-gel
coating in a furnace versus with a laser. Two fundamental considerations
would appear to be rapid burnout of organics and high thermal gradients. In
a furnace, the organics can burn out on the order of several minutes. When
the heating is done with a laser, burnout will probably have to occur in
small fractions of a second due to the intense localized heating of the
focussed laser beam. Therefore, the possibility of cracking and/or bloating
of the film should be considered.

Unlike firing in a furnace, where the temperature of the sample is
uniform, laser heating a coating would seem to produce high temperatures at
the point (or line) of incidence, while the rest of the sample remains
unchanged. Such thermal gradients could induce cracking in the coating
and/or in the substrate. Here we report on initial experiments which were
carried out to see if these issues present problems in densifying sol-gel
derived coatings with an Nd:YAG laser.

EXPERIMENTAL PROCEDURE

The substrates used in these experiments were 25 x 38 x 1 ma fused
silica slides. They were agitated in and scrubbed with a mild solution of
glass soap and distilled water. The soapy water was washed off with
distilled water, ethanol, and the substrates were dried with compressed air.

The coatings were made by dip coating the cleaned slides with an
alkoxide solution. Tetraethoxysilane (TEOS) was mixed in a 1:4 ratio with
ethanol. Both acid-catalyzed and base-catalyzed solutions were prepared.
The acid-catalyzed solution contained a 2:1 mole ratio of water to TEOS. HC1
was added to bring the solution pH to 2. The base-catalyzed solution
contained a 2:1 mole rdtio of water to TEOS. 12M NHOH was added to bring the
solution pH to 11.

In order to form a uniform coating, the samples were extracted at a
constant velocity of 4 au/s. This extraction rate produced unfired coatings
of about 1900 A for the acid-catalyzed solution and 1500 A for the base-
catalyzed solution. Some of the samples were heat treated to 400' C prior to
laser treatment to burn out the organics. A 400 A layer of 60%Au-40*Pd was
deposited onto each of the TEOS coatings by plasma sputtering using a 10 s
plasma in a 75 millitorr argon atmosphere.

After sputter coating, the samples were held individually in a mount on
a computer-controlled translation table. The samples were translated across
the laser beam at speeds between 1 and 12 mm/s using laser powers between 1
and 8 V in single mode operation. A power meter was placed behind the sample
to monitor the laser's output before, during, and after each experiment.

After each experiment, the trace made by the laser was examined under
the optical microscope to check for damage and cracking. The metal film was
then washed off using aqua regia (3:1 HCl:H0O). Separate experiments showed
that this treatment had no discernable affects on the sol-gel coatings. The
depth, width, and shape of each laser trace was measured using a mechanical
surface profilometer. SEK was used to examine the morphology of the coated
samples. Ellipsometry ,as used to confirm the change in coating thickness
and to determine the index of refraction of the coating.

II II
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FIGURE 1: Surface profile
of an acid catalyzed sol-
gel coating that was laser
heated at 8 watts with a
3 am/s translation speed. ---
(The depth of the channel .. - 6

is in angstroms, and the
width is in microns.)

-1.50

6 266 466 66M 6e I 2.6

RESULTS AND DISCUSSION

It was observed that most of the metal film was removed from the
surface of the coating by scanning the laser across the sample. The amount
of the metal film remaining on the surface of the coating decreased as the
power was increased or the scan speed was decreased. Under the optical
microscope, neither the coating nor the substrate appeared cracked in any of

the experiments. The profilometer traces showed that higher power, or slower
scanning speeds, produced wider channels, Generally, as the power increased
or the scanning speed decreased, the depth and width of the channels
increased. A typical profilometer trace is shown in figure 1. The change in
depth of the channel with laser power for both the acid-catalyzed and base-
catalyzed coatings (figure 2a) was similar to the change in shrinkage with
temperature for furnace firing (figure 2b).

At high laser powers, it is possible that the coatings were ablated.
The surface profilometer showed depth of the channels, which does not
necessarily mean an increased density of the laser heated coating. However,
ellipsometry showed an increase in index of refraction with increased

a) b)
so 0 0...

4c -

2t G. o

0 4 4 0 t0 0 •40 04 44 - 4 - w OW 0es

Poyer (w) Temperctr (VC)

FIGURE 2: a) Shrinkage vs. laser power for acid catalyzed and
base catalyzed TEOS solutions, and b) shrinkage vs.
temperature for the same two solutions.
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shrinkage. The index of refraction of the unfired gel was 1.424. A region
of 25% shrinkage had an index of refraction of 1.431, and a region of 40%
shrinkage had an index of 1.466. The amounC of shrinkage that was measured
with the ellipsometer closely agreed with that measured by the surface
profilometer. The rise in index of refraction with increasing shrinkage of
the coating indicates that the gel coating is densified and not simply
ablated by the laser. The unusually high index of the laser treated material
(1.466 vs. 1.456 for fused silica) indicates that carbon was probably trapped
in the laser fired gel.

The morphology of the densified and undensified regions was examined
using SER, as shown in figure 3. The dark regions in figure 3a are the
undensified areas, and the light strip is the laser densified channel.
Figure 3b shows the morphology inside a laser heated channel. Figure 3c
shows the morphology of the unfired coating at the same microscope
parameters. While no cracks were seen at the micron level in the optical
microscope, cracks were apparent in the laser fired regions on the nanometer
scale. These small cracks may be due to weak bonding between the coating and
the substrate at the time of laser firing, or could be due to the rapid burn
out of the organics under laser irradiation.

CONCLUSION

We have shown that sol-gel derived coatings can be densified by
coupling the radiation of a Nd:YAG laser into a thin metal surface film. At
low laser power or high translation speeds, the laser had little affect on
the coatings, especially the base-catalyzed coatings. However, increasing
the laser power produced an increase in the amount of shrinkage. The power
versus shrinkage data agreed with that of temperature versus shrinkage from
firing the coatings in a furnace. Ellipsonetry measurements showed an
increase in index of refraction with increased shrinkage, indicating that the
coatings were densified by the laser heating. It was also shown that the
base-catalyzed solution required more power to densify than the acid-
catalyzed solution. Although the method of laser firing is substantially
different from furnace firing, the results appear to be quite similar.
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FIGURE 3: SEN micrographs of a) a laser densified channel in a base-
catalyzed TEOS solution, b) the surface morphology of the

laser heated region, and c) the surface morphology of an
unfired region in the coating.
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ELEC•RODEPOSMrON OF NANOMODUIATED CERAMC THIN FILMS

Ja A. Switzer* . Michael J. Shane, and Richard J. Phillips, University of Pittsburgh,
Department of Materials Science and Engineering, Pittsburgh, PA 15261.
*Present Address, University of Missouri.Rolla, Department of Chemistry and
Graduate Center for Materials Research, Rolla, MO 65401

Electrochemistry can be used for the atomic-level architecture of ceramic
materials. In this report, ceramic superlattices based on the T.Pb OJTI.Pb.O, system
were electrodeposited with individual layer thicknesses as thin as 3nm. The
superlattices were deposited from a single aqueous solution at room temperature, and
the layer thicknesses were galvanistatically controlled. Substitution of TInO, into
PbO1 appears to stabilize a face-centered cubic structure with an average lattice
parameter of 0.536nm. The lattice parameters for the Tl.Pb O. mixed oxides vary by
less than 0.3% when the PbtfT ratio is varied from 0.84 to 7.3. Because the
modulation wavelengths are of electron mean free path dimensions, this new class of
degenerate semiconductor metal-oxdde superlattices may show thickness-dependent
quantum optical, electronic, or optoelectronic effects.

We have recently demonstrated that it is possible to electrodeposit nanomodu-
lated ceramic superlattices based on the TlbOATIfPb.O, system [I]. An idealized
superlattice structure with square-wave modulation of composition and/or structure
is shown below in Figure 1. The thicknesses of the A and B layers are not necessarily
equal, as long as the structure is periodic.

A

Subsari

Figure I Idealized superlattice structure with square-wave modulation of
composition and/or structure.
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The idea of electrochemically depositing nanomodulated superlatties is not
new, but it has not been applied previously to the deposition of nonmetallic materials.
Several research groups have shown that compositionally modulated metallic alloys
can be electrochemically deposited from a single plating bath by cycling either the
potential or current [2-5]. The interest in nanomodulated metallic systems stems
from their enhanced mechanical and magnetic properties [3,6].

We have chosen the TI.PbO/lI, Pb.0 system for our study for several reasons:
(1) during our previous work on the electrochemical and photoelectrchemical
deposition of thallium (Ell) oxide films we found that it was possible to deposit highly
oriented films [7-91, (2) the deposition of PbO, [10,11 ] and Pb.T•0. (12,131 are well
documented, (3) the anhydrous oxides deposit directly at room temperature and
require no heat treatment, (4) there is a nearly isomorphous series of mixed
thallium/lead oxdes that should grow epitaxially, and (4) the device applications of
these types of materials have not been studied previously.

We expect that these materials will prove to have very interesting optical and
electrical properties. The end members of the series, PbO2 and TI0,, are both
degenerate n-type semiconductors. They have the high electrical conductivity of
metals, with the optical properties of semiconductors. Because of their high majority
carrier concentrations (>10'/cmn) they also have high reflectivity in the near-IR.
Thallium (I1) oxide, for instance, is a degenerate n-type semiconductor with a
bandgap of 1.4eV and a room temperature resistivity of only 70 pohm-cm [14]. Lead
(IV) oxide has a larger bandgap of approximately 1.8eV 110]. These materials are,
therefore, the metal oxide analogs of semiconductors such as GaAs and AIGAAs, and
they may function as multiple quantum wells when the modulation wavelength is in
the nanometer range (15,16].

Electrochemical depositions were performed using either a Princeton Applied
Research (PAR) potentiostat/galvanotat, or a system consisting of a Stonehart BC
1200 potentiostat/galvanostat, PAR Model 175 universal programmer, and PAR
Model 379 digital coulometer. Superlattices were deposited onto polycrystalline 430
stainless steel diskL The disks were housed in a PAR Model K105 flat specimen
holder, so that only the front surface was exposed to the solution. The final polish
on the stainless was 0.05#im alumina. Films were deposited from aqueous solutions
of 0.005M TINO, and 0.IM Pb(NO• in 5M NaOH. The strong base is necessary to
dissolve the Pb(NO,), which precipitates in IM NaOH as PbO. The superlattices
were deposited by galvanostatically puling between either 5mA or imA and a lower
current such as 0.O5mA. Each layer thicknes was proportional to the product of
current and time. Elemental analysis was done by EDS on a JEOL 35CF scanning
electron microscope. The L lines of thallium and lead were used for the analysis
because of the overlap of the K lines.

IL



1056

RESULTS AND DSUL SSION

Since T710, and PbOi can both be electrodeposited from alkaline solution, and
there is considerable overlap of the deposition iV curves, it is possible to electrodep-
oit TI.Pb.O. films with compositions that are a function of applied potential or
current [1]. We have carefully chosen the reactant concentrations so that it is
possible to vary the PbfTI ratio over a wide range. Since the TINO) concentration
is only 0.005M, and the Pb(NO,), concentration is O.1M, the deposition becomes
mass-transport-limited in [T] when the current is raised over about ImA. The Pb/T!
ratio was varied from 0.84 to 7.3, when the current was increased from 0.05mA to
5.OmA (See Table I).

Table I Composition and values of the cubic lattice parameters for
electrodeposited TI.PO. films as a function of applied current (from
Reference 1)

Applied Current Measured Pb/TI Cubic Lattice
(mA) Potential mole ratio Parameter

(V Vs SCE) (nm)

0.05 0.06 0.84 0.536

0.5 0.12 1.9 0.535

1.0 0.14 2.5 0.537

5.0 0.27 7.3 0.535

The X-ray diffraction patterns of the TI.PIO. films are very similar to the
TlO, pattern. An important difference between the patterns is that mixed-index
reflections such as (211) are not observed for the mixed oxide, but they are present
for Tn0p The systematic absence of mixed index reflections is consistent with an fcc
structure. This is in agreement with the assignment of Sakai et al. [121, of
electrodeposited Pb,%7Om, as an fcc fluorite-type structure with a cubic lattice
parameter of 0.53331nm. For comparison, TIIO, has a bcc bixbyite structure with
a - 1.05434nm, and PbO, has either an orthorhombic or tetragonal structure [17].
The lattice parameters that we measure for our mixed oxides vary by only 0.3% over
the entire composition range listed in Table I. Hence, these oxides are ideal for the
epitaxal growth of nanomodulated superlattices.

A modulated structure was prepared for SEM studies by alternately pulsing
the electrode at 0.05mA for 8772 seconds and at 5.OmA for 88 seconds. The layers
were intentionally made quite thick, so that they could be easily imaged in the SEM.
Cross sections of a fractured film are shown in Figure 2 for two different magnifica-
tions. The lower magnification micrograph (top) shows the strong preferred

, -- W - WAN
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orientation of the film. We have previously reported similar columnar growth for
electrodeposited thallium (RD oxide films. The higher magnification micrograph
(bottom) dearly shows that the composition is modulated within each columnar gram.

Samples with much shorter modulation wavelengths and layer thicknesses re
prepared by using shorter dwell times during the double-pulse galvanostatic
deposition. The superlattices with modulation wavelengths in the nanometer range
were characterized by X-ray diffraction. The periodicity of the superlattice manifests
itself in two ways in the X-ray diffhraton pattern. Bragg reflections are observed at
low angles which correspond to the modulation wavelengthL These peaks at low
angles would be observed even with a modulated amorphous material. At high
angles the periodicity is seen as satellites around the main Bragg reflections for the
material. The analysis of our superlattices was done at high angles. The modulation
wavelength, A, can be calculated from Equation 1, where I is the X-ray wavelength
used, L is the order of the reflection, and 0 is the diffraction angle. In Equation 1,
L = 0 for the Bragg reflection, while the first satellite at low angle has the value L

-1, and the first satellite at higher angle has the value L = + 1.

A (LI -L) I(A=2(sin,- sine,()

The modulation wavelengths for several superlattices are listed in Table H1.
The X-ray modulation wavelength, A, was calculated from Faraday's law. For the
Faraday's law calculation we used p = 10.353g/cm', n = 2, and M = 228gImoL This
is only an approudmation since the density and formula weight varies somewhat with
composition. We have found, however, that for all of the compositions in Table I,
approximately 1.1 to 1.274m of material are deposited per coulomb of anodic charge
that is passed. There is remarkably good agreement between A, and A. in Table I
considering the approximation used for A,. Superlattice satellites were not observed
for modulation wavelengths less than 5.9nm.

The effect of quantum confinement on the optical and electrical properties of
these material is unknown. Quantum confinement should produce thickness-
dependent blue-shifting of the optical absorption spectra, and the development of
excitonic features. We are presently studying the optical and electrical properties
of these nanomodulated materials. Another important area of future research will
be to study epitaxial growth in these systems by measuring nucleation and growth rate
constants by tramsient potential-step expernment, for varying degrees of lattice
mismatch. These inhlita studies should provide valuable information to architects of
future superlattice stuctures.

-- -- i-
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Figure 2 Scanning electron micrographs of modulated TI.PbOjTIPb.O, films.
Micrographs are low (top) and higher (bottom) magnifications of a
cross- sectional view of a fractured film. Film was deposited by
cycling electrode between 0.05mA and 5mA in a solution of 0.005M
TINO, and O.1M Pb(NO1,) in 5M NaOH. Layer thicknesses are
intentionally quite thick (-0.51m) so that SEM imaging is possible.

I
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Table II Comparison of modulation wavelengths calculated from Faradays law
(Q) and from X-ray satellite spacings (Q f ceramic s rattices
deposited at various currents and dwell times. iuJ. electrode area
ranged from 0.78 to 083cm'.

i. t. k t, A, A,
(mA) (s) (mA) (s) (nm) (nm)

0.05 40 5.0 0.4 5.9 5.9

0.05 50 5.0 0.5 7.4 7.4

0.05 60 5.0 0.6 8.3 8.0

0.05 70 5.0 0.7 9.7 9.9

0.05 80 5.0 0.8 11.5 11.6

0.05 90 5.0 0.9 12.3 12.9
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ABSTRACT

A new application area for sol-gel processing biomaterials and implant
devices, is presented. The concepts of bioactive fixation of implants is
reviewed. Conventional processing methods for bioactive materials are
compared with low temperature chemical processing. Advantages of sol-gel
processing include new bioactive compositional ranges of ultraporous CaO-P 20,-
SiS2 blogel-glass powders. Clinical applications of bloactive implants are
discussed.

INTRODUCTION

The scientific understanding of chemical processing of ceramics, glasses,
and composites has matured [1,2] and several applications have reached
commercialization. Sol-gel processing is now successfully used for films,
powders, fibers, and even for as-cast net shape precision optical components
[1.2]. This paper reviews a new application area for sol-gel processing;
biomaterials or prosthetic (implant) devices. These new materials take
advantage of the intermediate ultraporous state of gel processing. As
summarized in Fig. I, the thermal processing schedule used has six processing
steps which lead to ultraporous matrices, without going to the seventh, full
densification stage. Stabilization temperatures of pure silica components
used for optics range from 650'C to 1000°C depending on pore size [2]. In
contrast, the multicomponent biogel-glass systems are stabilized at lower
temperatures of 400-600*C in order to avoid crystallization. As silica
content of the biogel-glasses increases crystallization is suppressed and a
broader range of stabilization treatments can be utilized (Fig. 1). In this
paper the structural features of these porous gel systems and their potential
applications are summarized. In addition, a brief review of the behavior of
bioactive glass, glass-ceramic and ceramic implants is included to compare
with the behavior of the new gel derived bloactive powders recently developed
by Li at al. [3) and Whang at al [4].

Bioactive Ceramics

Until the seventies, when the reality of the term "bioactive" applied to
implant materials entered the consciousness and the literature of the field
acceptable implant materials were those considered inert. There are, of
course, no such materials. All materials elicit a response when implanted in
tissues. There are four main types of material/tissue response 15,6].

1) If a material is toxic, surrounding tissue dies.
2) If a material is not toxic but is resorbable the material is slowly

replaced by tissues.
3) If the material is not toxic but is also inactive (formerly termed

inert) the material is isolated by a thin, nonadherant fibrous
capsule.

Mat. Ro.. Sec Symp. Proc. Vol. 1IO. €•1M Matadels Research Soclely

~A-j



1062

4) If the material is not toxic but bioactive, it becomes attached to
the adjacent tissue by an interfacial bond.

Examples of implant materials in the first category are understandably few but
polymers stabilized with toxic materials have produced this effect.
Degradable sutures and tricalcium phosphates are well known examples of the
second, and medical grade silicone rubber, dense alumina ceramic, and
stainless steel are widely used examples of the third group [5]. Examples of
materials in the fourth category have been mainly ceramics which have been
developed worldwide for use in hard tissue replacement (6,7] although recent
publications have shown that certain co-polymers are bioactive [8] and certain
ceramics are useful in both hard and soft tissue applications (9].

Bioactive ceramics have been prepared and tested in many different
compositional ranges and forms. All contain calcium phosphates and all are
able to form a bond with bone. Bioglass*, the original bioactive material
(10), is a transparent glass which contains silica and oxides of sodium,
calcium and phosphorus. Ceravital@, developed in Germany, is a glass-ceramic
based on Bioglass* which contains, in addition small quantities of the oxides
of potassium and magnesium (11]. A third glass-ceramic (developed in Kyoto,
Japan) is named A/W glass-ceramic to indicate its apatite-wollastonite
structure [12]. Another machineable bioactive material which comes from Jena
in E. Germany contains apatite for bioactivity and fluorophlogopite for
machinability and thus introduces fluoride and aluminosilicate to the
composition (13].

SOL-GEL PROCESS SEQUENCE

12M 1 N1dng Type V
2 Cas~ng Dense Gel-Silic

- 3 Gdedwim

1000 s Drying6 PWMl Deroftstion

I-.I I '

- !eT!pe /

I I 1 /

200 I '!. I ,

RELATiVE TIME

Fig. 1. Comparison of aol-gel processing schedules for Types V and VI gel-
silica optics with bioactive gel-glasses.
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Common to all of these glens and glass-ceramic materials is the delivery
to the interface with bone calcium phosphate in the form of hydroxylapatite
crystallites, which matches the natural host bone mineral. Inclusion of other
elemnts may enh~ance other properties of the material but the essential
requirement for bonding remain the hydroxylapatite crystallites. Silica and
alkaline oxides affect the biochemistry of the interface as well as the
chemistry of the materials and their fabricability and machinability.

An a consequence of the identification of the pivotal role of
hydroxylapatite in bone bonding. a very large number of researchers have
synthesized and optimized mineral hydroxylepetite as implantable materials
[14-16]. These implants may be micro or macroporous and have been produced as
solids end powders and, via a replanieform process, reproduce the elaborate
structure of species of marine corals (17]. However, none of the
hydroxylepatite materials contains silica, which is a vital component of the
materials being discussed herein.

However the calcium phosphate is presented or accumulated at the tissue
interface, the presence of mixed hydroxy carbonate apatite as crystallites is
the essential first step in the development of the bonded interface. These
crystallites nucleate and bond to interfacial metabolites in the tissues, such
as mucopolyseccharides, glycoproteins and collagen. The rate at which these
reactions occur and the time needed for the bonded interface to mature and
acquire sufficient strength to function varies with the composition of the
material, as does the eventual thickness of the bonded area across which
stress must be transferred [18].

The presence of calcium phosphate is essential to bioactivity, the
nucleation within the glass which converts a glass to a glass-ceramic does not
affect bioactivity, althoug~h effects on long term stability may occur
depending on the proportion of glassy to crystal phase in the glass-ceramic.
Multivalent cations are known to affect bioactivity adversely, especially Al+

3
,

Zr
4
÷ and Ta'+ which effect the glass structure as well as the intercellular

mineralization mechanisms in cells (11,19]. The inclusion of relatively high
concentrations of A1

3
÷ in the machineeble bioactive materiel from Jena [13] is

possible only becaUse the cells in the tissue are protected from the ions
which are bound tightly in the phlogopite phase.

The compositional effects which control bioectivity appear to be a
complex interdependence of physics chemical and biological factors that depend
on interfacial cationic and anionic concentration kinetics and solubility
limits. By changing these kinetic reactions the rate at which hard tissue
forms at an implant's interface can be altered and measured. The index of
bioactivity of a material is defined as the inverse of the time required for
more then 501 of the interface to be bonded [18].

It- lO0/to.

The 501 bonding criterion is selected since the interface between implant and
bone is irregular. The essential contact between implant surface and the
cells which colonize it, osteoblasts, chondroblasts end fibroblasts, varies
with the fit of the implant and the preparation of the implant site. All
bioactive implant materials require an incubation period before bonding occurs
and the In vivo Is value for different materials varies over a very wide range,
as shown in Ref. 18. The compositional limit of bioactivity for soda-lime-
phosphate-silica systems with constant 61 wtl P205 is shown in Figure 2 (5].
Inside the boundary marked A are all of the bioactive glaasses and glass-
ceramics currently studied. The data presented in Ref. 18 indicate that there
are Iso - Is contours within the bioactivity boundary. Comparative data from
the literature and extrapolation based on relative reaction kinetics suggest
that the In vivo iso I| contours rer as shown in Fig. 2. There is a sharp
decrease in 13 as the ratio of SiO2 to (1e3 O + CeO) approaches the boundary.
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sl . Bioglass® 45S5
V Ceravitale
o 5564.3A-WGC B -__ Soft Tissue

(High P2O 5 ) g:8a'- Ie-10: Bonding

0

CaO"........... Na2O
Fig. 2. Compositional dependence of tissue bonding. All compositions in the

center have a constant 6 weight P P905 .

Addition of very small amounts of mulltivalent cations have been shown to
reduce bioactivit-y [11] thus, even minimal contamination of compositions close
to the I# boundary can eliminate bioactivity. Attempts to develop bioactive
coatings on high strength substrates, in order to avoid the mechanical
weakness of bioactive glasses, are compromised by this contamination effect.

Vithin Zone A in Fig. 2 a smaller zone within which soft tissue bonding
can occur has now been identified. Compositions within this zone have only
been identified for Bioglass@ materials with very high bioactivit-y.
Compositions which do not bond to soft tissue, CeravitalS and A/V glass-
ceramics, are outside this area. The interaction of glass-ceramics, such as
these are, with soft tissue is complicated by the occurrence of preferential
dissolution of the glassy phase when in contact with cellular enzymes and
other products of the cells found in connective tissue. This causes a
roughening of the materials surface and eventual disintegration of the
crystalline phase which then prolongs and increases the cellular interaction
[11]. Use of bone pate at the interface with soft tissue has been promoted to
protect such materials from the tissue [20].

APolications of Bioactive Ceramics

The ability of bioactive materials to bond to hard tissues was first seen
as a potential solution to the problems associated with loosening of
orthopaedic devices, such as hip and knee prostheses. Although the concept of
bioactive bonding as a replacement for bone cement hae been proven many times
in many animal species the development of devices in which chemical rather
than mechanical fixation is used, is still in process. In orthopaedic
applications hydroxylapatite has been used to improve mechanical fixation but
not yet to substitute for it.

Successful application of bioactive materials as space-filling implants
after tumor resection has taken place in tyoto, Japan and in Dresden, Germany
[7]. In dental surgery bloactive materials have been used in many
applications, in alveolar ridge maintenance (21] and ridge aumentation (16]
cnd as coatings on loadbearing implants [5,221. As povders they have been
used to treat the bone loss which occurs in periodontal disease b 7].
bioaetive materials can be used to make anchors for orthodontic treatment
which allow teeth to be moved in situations where no suitable anchor teeth are
available (23]. Iioactive materials as powders have proven effective as pulp
capping agents in animal stu dies.

crysallne has whih ten rolngsand ncrase th celula ineratio
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The ability of BioglassO to coat metal has been used to coat electrodes
which are immobilized in the mastoid bone as an essential component of
cochlear prostheses used to treat profound deafness. Treatment of conductive
deafness has been more successful since the development of middle ear
prostheses made from bioactive materials (7,20,24].

The identification and application of the soft tissue bond to certain
Bioglass* compositions has videned the field in which these materials may be
used clinically. The middle ear device must attach to the remains of the
stapes, which forms the critical interface with the oval window and fluids of
the inner ear. A bone bond is essential at that junction. The other end of
the device must attach to the soft tissue of the eardrum so that the
vibrations received by the outer ear may be transmitted across the implant.
Unfortunately, the interaction of materials which do not bond to soft tissues,
(that is those made from inert materials or bioactive materials outside the
deshed region E in Fig. 2) usually results in extrusion, due to interfacial
movement. The extrusion through the eardrum destroys the eardrum itself and
replacement with another prosthesis is made more difficult. With soft tissue
bonding the bonded interface has no interfacial movement and extrusion does
not occur. It has also been shown clinically that this bond can be made with
a grafted, that is repaired, eardrum (24].

Another area in which interfaces with soft and bony tissue are normally
present is the maxillofacial area. After trauma or surgery as well as for
cosmetic reasons space filling materials with bony hardness are needed which
must be immobilized in hard and soft tissues. Comparison of Bioglass@
implants with all other available materials showed that they were superior to
those made from bone or porous inert materials which are presently available
[25].

Processing of Bioactive Ceramics

Many alternative methods of processing of bioactive ceramics have been
developed, as sumsarized in Table I. Most of these methods involve high
temperatures and tend to be specific for an individual material. Often
multiple process steps are required. Consequently, there is considerable
potential for use of chemically based processing to improve the preparation of
presently developed bioactive ceramics. There is also the exciting
"possibility of achieving new bioactive ceramics by use of low temperature
chemical processing.

Potential Advantages of Chemical Processing of Biomaterials

Many of the advantages of sol-gel processing observed for porous optical
matrices are also relevant for implant applications. They divide into three
general areas: 1) Net Shape Casting, 2) Molecular Chemistry Processing, and
3) Control of Ultrastructural Porosity. The features of these areas
applicable to biomaterials are summarized in Table II.

At present only a very few features listed in Table II have been
demonstrated for bioceramics. However, the incentive certainly exists to
explore these potential advantages. As one example, a composite of Bioglass
powders and a resorbable polymer is being tested for use in controlling
urinary incontinence [261. The rheology of the composite, which must be
injected through a fine needle, is very important and spherical powders are
advantageous. Sol-gel processing offers a much easier and less expensive
route to producing spherical bioactive powders than does a high temperature
molten glass shot tower.

! I
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Table II
Table I

P(YTENTIL ADVANTAGES
PRESENT METHODS OF THE
for SOL-GEL PROCESS

PROCESSING FOR
IIOACTIVE MATERIALS DIOMATEDIALS

Melting, Casting to Shape rfeis
Bioglas

Productioin of Small Devices
Melting. casting. Caroming,
Machining to Shape Production of Smal Quantities
Cerny"o

Surface Replication of Morphological
Melting.Fritting. mixing. Fixation Features;
Hot Pressing to Shape
M1W Glass-Ceroanic Casting of internal Smiteuctes,

Meltingffitting. GeindfingSnevmng
Bioactive Glass PowdersMoeua hrit E M

Sointion-Precipitation. Grinding. Calcination
TriCaklwnPhosphoteALCAP Powders HgErW Purity

Solution-Ppt. Grinding. Greater Honiogeneity
Pressing to Shape, Sintering
Hy~x)pa~e Fewer Defects

Flame Spray comting Contriolled Powder Sizes WAD Grinding
Bioglasson Meta and sieving

Glaze Coaling Powdser Shape Control
Bioglass on Aluwmna

Enamel Coaming
Bioaco Glass on MeW nial ~wvt
Plasmna Spray Coating Controlled Chemical Doping
Hydroxyiip.'jde on Metal

Controlled Surflce, Hydrimio States
Melt Impregnation of Sintered Metal Fibers
Staialsrs Stimi or Titanlimm Fiber Reinorced Bloglaj Controlled! Surface, Oxidation Swaes

Hot Priessed Glass-Ceramic with Metal Powders lmpregandoin with Second Hum.
CeraisyAl and Tuanfwn

Lower Deasficaton Temperatures
Hot ree Gluss-Ceranic
with TAnnaloemadon Toughene Zirconia Powders Laser Assisted Demsification
7lrcoria ModpjedAffW Glas-C ea4PWc

Coating of Polymers
Bioective Powders with Polymers
H)i0ydzWsr$alt with Collage Costing of Maetls
Hydroryeapatlete with BMP

Coating of Ceramics
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Rioactive Gel-Classes

Recent developments by Wdhang et &1. [41] how that it is possible to sake
four component Na 2 O-CaO-P 2 O5 -SiO2 bioactive gel-glass powders using sol-gel
processing methods. The thermal schedule used for stabilization and
densification of these low SiO2 compositions is summarized in Fig. 1.

As discussed above, the principal criterion for bioactivity is
development of a hydroxylapatite (HA) layer on the material when exposed to
a physiological solution. The more rapid the development of the HA layer,
the higher is the Is value. Infrared reflection spectroscopy can determine
the formation of the HA layer. Figure 3A compares Na 20-CaO-P 2 05 -SiO2 melt-
derived BioglassO FTIR spectra before and after reaction to a simulated
physiological solution. The IR peaks characteristic of HA are present after
reaction at 37'C for 4 days. See Kim et al. [27] for a detailed discussion
of peak assignments of HA layers grown on bioactive glasses. Figure 3B, from
Whang et al, compares a 52S9.1 bioactive Na 2 O-CaO-P 2 05 -SiOz gel-glass before
and after reaction in simulated physiological solution (tris-buffer solution)
for 4 days after 37"C. The P-0 stretching vibrations characteristic of a HA
surface layer are present. The sharpness of the peaks indicates that the HA
has crystallized. These results show that sol-gel processing can produce
bioactive materials that form HA layers.

Studies of Li et al [3] have shown thpt it is possible to produce gel-
glasses that are bioactive with only CaO-Pz05-SiOz in the composition. Figure
3C compares the FTIR spectra of one of these bioactive gel-glasses before and
after reaction at 37"C in a simulated physiological solution. The rate of
HA film formation is so rapid after only 4 hours the surface of the particles
is completely covered with HA. X-ray diffraction confirms the formation of
hydroxyapatite crystallization for the powders [3].

In addition to the increased rate of HA film formation, the sol-gel
processing of the CaO-P 20 5 -SiO2 glass powders increases the compositional
range of bioactivity by a significant amount. The now compositional field
of bloactivity is Illustrated in Fig. 4 on a four component NazO-CaO-PzOs-SiOz
diagram. Bioactive gel-glasses can contain as much as 90 mole % Si12 with
4 mole Z P203 and 6 mole % CeO and still show formation of a HA layer within
7 days reaction of 37"C. The previnus composition limit of bioactivity was
established at 60Z, as shown in Fig. 2. Thus, the important potential
advantage of low temperature solution processing of yielding new
compositions, Table II, has been realized. The mechanism proposed for the
enhanced bioactivity and the larger compositional region of bioactivity is
the heterogeneous nucleation of HA on the very small pores of the sol-gel
derived gel-glasses [3]. Consequently, the ability to produce and control
a residual pore network in the bioactive materials is as important in
biological applications as it is in optical applications.

It has been established for many years that a critical concentration of
biologically fixed silicon is essential for the mineralization of bone [28].
Experiments have shown that there is an enrichment of silicon ahead of the
calcium-phosphate mineralization front during ossification. However, the
mechanisms of biological fixation of silicon, the metabolic pathways for
silicon fixation, and the role of silicon in the cellular or acellular
processes of mineralization are still not understood. There is also growing
evidence that the loss of biological silicon from arterial walls is
associated with the accumulation of plaque and the onset of atherosclerosis
[29]. The mechanisms are still uncertain.

The successful development of gel-glasses that contain as much as 90
mole Z Si 2 and still form HA layers indicates that the presence of silanol
condensation reactions in an aqueous environment may be catalytic in the
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Fig. 3. Comparison of FTIR spectra before (dashed lines) and after (full
lines) exposure to simulated physiological solution. (A) malt
derived 45S5 Bilogless* (He layer developed after 4 days reaction);
(3) Sol-gal derived 52S9.1 Bioglasse (HA layer developed after 4
days reaction); (C) 55 mole Z SiOe-41 mole % CaO-4 sole % PaPs
Biogal-g1ass (HA layer developed after 4 hours reaction).
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nucleation and crystallization of hydroxylapatites from amorphous calcium
phosphate solutions. The seminal paper on bioactive bone bonding [10] showed
that a melt-derived 4555 Bioglaass surface acted an a heterogeneous catalyst
for HA formation. However, it has been assumed for many years since that
early work that the critical step was the alkali-proton ion exchange leading
to a localized increase in hydroxyl concentrations that accelerated the
calcium phosphate precipitation and crystallization. The recent discovery (3]
that alkali-free microporous CaO-P20S-SiO2 gel-glasses have even more rapid
rates of HA formation suggest that the exothermic condensation of surface
silanols may be involved in nucleating HA crystallites. If this can be proven
in subsequent experiments It may provide the basis for an understanding of the
role of biologically fixed silicon in In vivo mineralization and prevention of
the lose of biologically fixed silicon and corqequent prevention of
atherosclerosis.

. _ _ _ _ I .....
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MAGNETIC RESONANCE AS A STRUCTURAL PROBE OF A
URANIUM (VI) SOL-GEL PROCESS

Charles M. King*, R. Bruce King**, A. Ronald Garber***, Major C. Thompson* and Bruce
R. Buchanan*
*Westinghouse Savannah River Company, Aiken, SC "Department of Chemistry,
University of Georgia, Athens, GA ***Department of Chemistry, University of South
Caroln, Columbia, SC

ABSTRACT

Nuclear Magnetic Resonance (NMR) investigations on the Oak Ridge National Laboratory
process for sol-gel synthesis of micrspherical nuclear fuel (UO,2), has been extremely useful
in sorting out the chemical mechanism in the sol-gel steps. 13C, 15 N, and 1H NMR studies on
the HMTA gelation agent (hexamethylenetetranine, C6H12N4) has revealed near quantitative
stability of this adamantane-like compound in the sol-gel process, contrary to its historical role
as an ammonia source for gelation fron the worldwide technical literature. 170 MAR of
uranyl (UO2++) hydrolysis fragments produced in colloidal sols has revealed the selective
formation of a uranyl trimer, [(UO2 )3 (13-O)(12-OH)3]+, induced by basic hydrolysis with
the HMTA gelation agent Spectroscopic results will be presented to illustrate that trimer
condensation occurs during sol-gel processing leading to layered polyanionic hydrous uranium
oxides in which HMTAH+ is occluded as an "intercalation" cation. Subsequent sol-gel
processing of microspheres by ammonia washing results in in-situ ion exchange and formation
of a layered hydrous ammonium uranate with a proposed structural formula of (NH4)2
[(UOO)g 04 (OH)IOz • 8H12 . This compound is the precursor to sintered U02 ceramic fuel.

INTRODUCTION

Beginning in the late 1950s, sol-gel processes were developed for the preparation of nucicar
reactor fuels of U, Th, and Pu in the form of microspheres required for high-temperature, gas-
cooled reactors. These fuels are commonly coated with pyrolytic carbon or other ceramics to
serve as "pressure vessels" to contain fission products. The sol-gel processes for nuclear fuel
were developed at Oak Ride National Laboratory (ORNL) [1-3) and were based on the
gelation of colloidal sols by "internal" gelation methods previously developed for nuclear fuel
synthesis in the Netherlands [4]. In this process, hexamethylene tetramine (HMTA) is mixed
at about 00 C, in the presence of urea, with a uranyl nitrate solution causing hydrolysis of the
uranyl cation to a hydrous uranium oxide network. HMTA functions as a weak base for
hydrolysis and is also assumed to decompose to ammonia and formaldehyde. Ammonia is
assumed to be produced in-situ or "intmmally" during the gelation process and is assumed to
be the key component causing gelation of the hydrous uranium oxide. All of these steps are
conducted in equipment (ie., ca•nulae) to form spherical drops [5] which are converted to
geladnous microsphemes by suspension in a hot organic liquid (i.e., trichlomethylene). The
ydrous uranium oxide in microspherical form is eventually converted to ceramic U0 2 by

sinterng.

EXPERIMENTAL

The rate of hydrolysis of HMTA was monitored by 13 C NMR and ion chromatography as a
function of pH, emerautre, urea and uranyl concentration. 15N and 1H NMR wer utilized
to provide structuril information on hydrolysis products, Uranyl gels were prepared by
methods published by the ORNL [1, 2]. 170 NMR was utilized to monitor the hydrolysis
fragments of the umnyl cation with 170 exchange with labeled water induced by photolysis.
The details of 170 labeling and NMR results are described in a companion publication [6].
NMR spectra were obtained on Broker instrumentation (IH, 13AM300; 170, 15N:AMSO)
in the Chmisy Department at the University of South Carolina. Chemical shifs are reported

Met. Fie. Soc. Symp. Proc. Vol. 130. 01990 Materials Research Society
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relative to TMS for 1H and 13 C spectra and relaLive to 170 water referenced to an external
D20/H20 standard. Concentrated (1.0 to 3.9M) aqueous stock solutions of uranyl nitrate and
uranyl chloride were prepared in water enriched to 5 to 10% 170 from the 0.037% natural
abundance using commercial 28% 170 water from ICON Services, Inc. (Summit, New
Jersey). NMR peak areas were obtained by spectral integration, md were calibrated by
reference to a set of standard HMTA solutions. NMR temperature control was obtained via
heat input fron a variable temperatur controller in 10-200 C inczemental steps from ambient to
permit equilibration. Calibration was obtained using the protan spectra of ethylene glycol in
DMSO-d6 and correlating the difference (Av) in chemical shift of the methylene and alcohol
resonances with TOK =466 - 1.694 Au, based on Bruker procedures.

Conditions of chemical composition, pH and temperature for gelation studies were ob.ained
from the work of Collins et. al. [2] of ORNL, who very thoroughly demonstrated coiditions
for gelation of uranyl compositions in the temperature range of 62-92?C. Collins, eL aL,
demonstrated in detail that variable pH is observed in gel synthesis but pH never decreased
below 3.0 under a wide variety of U02+/HMTAMjrca compositions. The pH generally
varied from 3.4 to 5.2 during gelation with extreme of 3.0 to 6.0 from the Collins, et. al,
work. This range is very important in quantifying HMTA stability to hydrolysis during
gelation. Gelation induction periods were generally found to be <1 minute, and, in many
cases, on the orier of seconds (2]. Temperature extremes in pilot scale gelation columns at the
WSRC never exceeded 85°C and this temperature was chosen as the upper limit for HMTA
and uranyl hydrolysis/gelation studies.

Fourier Transform Infrared spectra (FWIR) were recorded with a Nicolet 20-DX Fourier
Transform Interferometer after preparation of dried gels and solids in a potassium bromide
matrix compressed to 10.000 psig. X-Ray powder diffraction (XRPD) patterns were
recorded on a Siemans Diffrac-500 X-Ray Diffractometer using CuKa radiation and a
scintillation detector. Uranium samples were handled in a completely contained Siemans
apparatus. X-Ray d�n patterns of experimental samples were compared to reference
patterns ing the Interationl Cent for Diffraction Data (Swarthmore, Pa,) Joint Committee
on Powder D Sandards (JCDS) files for graphic pattern evaluation including phase
identification and"d" spcing.

RESULTS AND DISCUSSION

1H and 13C NMR of HMTA Solutions wid Gels

The piron NMR spectra of HMTA for a uranium gel-forming systm was first reported by
Soviet workers in the Russian Journal of Inorganic Chemistry [11] for the uranyl (VI).
nitraWteH TA/urea/water system. The Soviet workers report "the formation of a gel probably
proceeds via hydrolysis of uranyl ions with the subsequent formation throuhNout the solution
of a hydroen bonded skeleton throtgh hydroxyl bridges". Uranyl hydrolysis occurred due to
the increase in solution pH resahung from HUTA pmsonation. The Soviets also reported no
evidence for the formation of ammonia or formaldehyde due to HMTA decomposition during
uranyl gel synthesis by IH NMR monitoring. Our results are consistent with Soviet [111 and
British [10] reports. 13C NMR was found to be very instructive of structural modifications
during hydrolysis and gelation. Figure la is the 13C NMR ofa 3M HMTA solution atpH 8.9
and 75°C. The nonprotonated form exhibits a single resonance at 75.6 ppm-confirming
thechemical and magnetic equivalence of the six methylene carbon atoms of the adamantane-
like srucr (inset). Area integration of the signal over oe hour showed no change (±+%)
and no new resonance--implying complete stability. The 1 3C NMR spectrum was monitored
as a functi of pH time, tempeature, urea, and uranium concentration to test for hydrolytic
instability under gelation ditions. Some observations are also presented in Figure 1 to
illustrate the tends. At 835C and pH 3.2, three new resonances appear at 46.4, 73.6, and
83.4 ppm and increase with time (stack spectra) in an approximate ratio of 11213. HMTA is
converting slowly to a highly symmet new product whose carbon framework is similr to
HhflTA. The weak 46.4 ppm resonance is consistent in chemical shift with a carbon aijacewt

lI1I
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to a primary amnine (iLe., 012 - NH2) and the laner resonances reflect a carbon environment
similar in structure to HMTA. The 13C NMR of a uranyl gel structure containing urea and
HMTA is significantly broadened due to increased gel viscosity but the same pattern is
discrnable. The aol-to-gdl transition can be observed. in a magnetic filed. Formaldehyde or
polyoxy methylene oligoensw resonances of aqueous formaldehyde polymers, expected at -.90
ppm [121, were never observed in die pH range of 2.0 to 8.9 even at high gelation
temperatures. This was confirmed by recording the 13C NMR spectrum of 30% aqueous

formaldehyde whinch clearly showed a distinct but very complex pattern in the low field (-90

ORNL experience [1, 2]. Ocearly, HMTA under these conditions is nearly quantitatively
stbebased upon NMR signal integration.

170 NMR of Uranyl Hydrolysis Fragmiensa Under Gelation Cond~tlons

170 NMIR was utilized ID monitor uranyl wspeition under aol-gel conditions [6]. Specifically.
in the ORN~L flowaheet "Acid Deficient Ur=y Nitrte (DUN) is prepared as the "aol" and

pHajustmenot with HMTA is conducted to prepare the feed for the gelation stpunder
mc peefrmaing conditions. The composition of ADUN hasamn~ beeneuidtd Prior

170 NMdR Work by Japanes [15] &and Soviet (16] re~seachers had illustrated the utilty of 170
NMR in charactafriaton of urny hydrolysis products as a futictioof pH. Veprau and
ligand complexation by monsitoring the 170 resonance of the axal urayl oXygMn TIs& pri
work was used to assist in makin assignments of uranyl hyr=yi oigomers based upon
chemical shift measurements and dynamic modification of oerdrsocsas a function
of pH adjustment. 170 has a spin of 512 and an associated nuclear quadrapole moment (71
which MAY induce line broadeaing particularly in viscous gels. Figure 2a ilustrates the 170
NhIR resonances of the axial uranyl oxyge"afor synthetic ADUN cmoiin nue
extraction of the counter ion by vl--deyMuln in xylene-a k nonmtdfrsyhei
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Figure 2. '70 NMR of U0,- hydrolysis fragments
in the axial oxygen region

a colloidal sol [1-6]. The spectr clearly show the monomer, UO2OH+; the dim (1102)2
(OH)2+ and the ftimer, (U02)3 (OH)5+. at approximately 11 19.4,1121.2Z and 1127.7 ppm
respectively [6,151. When a tertiary amine base, such as HMTA, is used tD induce hydrolysis,
(Figure 2b) fth spectra are simila but greatly modified with preferential formation of nimer
(95%) in the presence Of the gelazon Agent. These results also provide a clue for the role of
the urea in the ORNL flowaheet. Urea complexes probably by a~e mon pardoa iony
the carbonyl functionality, to ýtheequatria coordination speeteuranyl oligomes [17].
This was observed as minor donfel shifts of all the resonances, as reported by Japanese
worker [15, 17], due to increasing base strengt of the equatorial ligands of the uranyl. ion.
Urea promote solution stability of the uranyl hydrolysis fragments and prev ents premature

prcptton of the "s0"oroliomer upon addition of a base-such as HMTA. Hence, urea
=A are both integral in the lzpreartion of a stable wanyl geL Urea prmtscolloidal

ulranyl oigomer stshw1tl hv igand cooMdination and prevents peaueuaimpeiiain
HM~Aproide thepi(acNstment necessary fort gel network In form, induces uranyl trime

foMato, an proaly proamoe the formation ofa stable gel network by intra-molecular and
inter-molecular hydrogen bonding.

A schematic of the proposed molecular complex of the uranyl trimer, ureva, and HMTA is
shown in Figure 3. Each rayl geouPisnentagonal bipymmida coordination [18-211 withthe equatorial coordinsatin numesatisfied by urea or water complexation as aligand (L).
The tria ofuranl groups is stabilized by a lL-oxo bridg [19-21] and p2-OH bridging [181.
Intra-moeMlr. hydrogen bondinj with HMATA occurs via hydroxyl bridges with proton
donation to a lone pair nitrogen HT.The other nitroge lone pairs can participate in
inter-molecular hydrogen bonding establishin a gel network. Further support for this
represen -tationi was found by observation of the =~ie Transform Wnmaed Spectra (FMl) of
HMTA in the gel structure (Figure 4). HMTA exists in the gel structure as HMTAH+
characterized by the splitting of degenerate C-N vibraionsia (1030 cmrl) due to nitrogen
proto0nation and &Mdisoto of the cape structure [131 causing a change of moaeu~w synuetty
from Td to cjY. In addition, a complex pattern around 2500 cur1 is charateistic of the
quaemahy a- n-lu species. This gel form was further substanttiated by FjlR comparison
with the simple hydrochloride: salt of HMTA (H~dTA -HQ) [30J.

The S&Utruur Of the Hydrous Uranium Oxide Pirewara= to Sinitered Ut)2

In the ORNlL flowshees gelatinous microspheres arn washed with o.5M NH4OEI, which is
asarumd to leach impuritie Such as urea, formaklehsyde and nitrate The resulting pH inc=as
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als causes additional uranyl trimer condensation to hydrous uranium oxide polymers. The
nature of the poiynier in the post-washed gel formed in dhe internal gelation process has been
studied by Lloyd, et. al., [22] unde vanous chemical conditions and was found to be
consistent with a complex composition of U0 3 -2H20, 4 U0 3 -NH3 -71120 and 2U03
N113, -3H20 based upon X-ray diffraction analysis. Our results compliment the Lloyd.
etl.a, intarpretadon and provide additional insight on the structure of the hydrous Uranium
oxide polymer And the mechanism of die washing step.

The. ammnonia washing treatment has been shown to be an ion exchsange step in which the
occluded HMTA molecule in protonated form ""M-AH) is exchanged for the ammonium
cation. At the same time, further condensation of the uranyl trimer occurs to polyanionic
hydrous uranium oxide in a layered configuration. HMTfAH* andjfor N144 are incorporated
as "intercalation" cations to balance the negative charge of the hydrous uranium oxide layer.
This was confirmed by XRPD and Fn'R measurements on uranyl gels and synthetic
compositions. In addition, a very inanusting structural analogue in the uranium minersl family
[23] has been extremely useful in praiiding a structural interpretation of the hydrous uranium
oxide netwod

Figue -4 is an XRPD patern of a synthetic sa~mple from ammnonia treatment of a uranyl
sltoatpH 4.5. The yellow crystallfine compound had an approximate stoichiametry of 4

U0 3 - NH3 -7 H20 and is in good agreement with the literature pattern of Glarner [24].
XRPD on washed gel samples pvm broader, more amorphous, patterns but were similar to

Figue 5LIU G m coposiionwas classified in the orthorombic system as a layered
strutur wih a 02 r bW relecionof 7.55 A, the distance between the layers, but the

awicaranf wIere undefined. Recently, crystal structures of a series of

and the Smithsonian Institute [231. A XMP pattern comparison with our synthetic
anunonlu, el-like, derivative is shown in Figure 5b for doe natural mineral Miledice (SaO -
6 U03 - 111120), whose atomic aagmenu(~m ) aft shown from the Pagoaga, et.
al., work. Dillietite i"s a naturally occurring barium-containinp hydrous uranium
oxidepolynier in which the uranyl moity is rtine in L3-T bridging mnan acype layer and
the barium cations maintain the laye dimensions (75 along with interstitial water in
hydrogen bonding. Hence, baimis the "insercdalato cation betwee hydrous uranium
oxide layers. Billieft~ contains quasi-linear (U02)+2 gopcoordinated by five oxygen
atoms to form A Pentagonal bipy11mid Of [(t(U0i(OHT~)3]. This Polyhedron sharesj
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pentagonal edges to form sheets of [(U )2)a04(0H~gn -, which awe parallel and a= bonded
together by intercalation bariumn cations aid water molecules.

The Pagoaga. etal., work [23] confirms the predictions of Evans [25] that hydrous uranium
oxides would show mainly penta~onal coordination around the uranyl ion-allowing the
equatorial oxygen atoms to remain in lane orthogonal to the uranyl species without
crowding. The urnmium-oxygen sheet =in the uranyl oxide hydrate minerals is simila in
structure to the sheets in a and P-U30g[17]. In a-U3Og. each of the quasi-uranyl ions is
coordinated to five oxygen atoms in the uranyl equatorial plane-a upenagna bipyramidal
"ary. In Pý-U30g, two of the quasi-uranyl ions are=e=aiial five coordinate, but one uranyl
ion is only four coordlinate equatorially and hence *xhbits tetragonal biyad = or "distorted
octahedral symmextry. Billietite; is simila to the a-U3Og structure but=i itre towards O-
U308 with coordination around two uranyl ions in the uranium-oxygen sheet being almost
fourfold [23]. U30S is also a significant structure and composition in unuclear fuel synthesis.

It is instructive to note that the uranyl equatorial coordination number of five, and the
oxygen/hydroxy bridging framework of th uranyl tmrof Aberg [19] and the uranyl
tetramer of A~g [20] and Perrin. etal., [211 exhibit the pentagonal bipyamdal
configurations and oxygen bonding patterns of the infinite chain hydrous urnium oxid
minerals (23]. It isour contention that dhe uranyl trimer, as observed by 170 NMR. is in fact
the prcunao to condetnstion of an Infinite chain polymer of uraniu-m-indced by basic

hyrlsswith HMTAH+ or NH.+. The remarkabi agreinment between synthetic and natural
mnrlpattens (Figure 5b), both in "d" spcing and intenisities, provides additional
stutainformation. For a serles of natural urn=u minerals, including Miledite, structural

formulae have been calculated from emipirical formulae and x-ray patterns [30]. We have
proposed a structural formula for the synthetic ammonium derivative to be: (NIU)2 ((UO2Jg
04 (0OH)IO]-8W2, a layered hydrous uranium oxide with ammonium ions as intercalation
catious. The Intercalation of umnmonum and alkcyl-amuianium cations (HMTfAH 4 ) (Figre 5d)
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proved to be a general phenomenon of hydrous uranium oxide condensation. Seven alyld
aimmonium derivatives have been prepared and shown to be isostructural by XRPD and solid
state 170 NMR. The intercalation canons can be observed and structurally characterized by
FnIR and TGA/Mass Spectroscopy [30]. The basal or layer dimension is controlled by the
size of the intercalation cation, similar to the known intercalates of hydrogen uranyl phosphate
[26]. All are precursor to ceramric nuclear fuel (U02) and exhibit ion exchange properties.
Structural characterization and properties will be described in furture publications [27-3 11.

CONCLUSIONS

HMTA is stable in the internal gelation process for urania microsphecre synthesis as the
protonated cation and plays a structural role in gel formation, probably U0rough hydrogen
bonding. The colloidal "sol" was shown to be a mixture of uranyl oligomers. The uranyl
trimer is predominant in the "gel" structure with urea in the uranium equatorial coordination
sphere and HMTAH 4-promoting uranyl minmer formation and the gel network. The trimer
condenses to a layered hydrous uranium oxide polymer in which ammonium or HMTAH+
cations stabilize the layer configuration as "intercalation" caotios. A structural concept of the
layered configuration was obtained from natural uranium mineral analogues. Thec layered
network serves as the structural precursor to Ceramic nuclear fulel (UJ02).
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ABSTRACT

Hydrolysis and gelation processes in uranyl solutions are observed using the strong

sharp uranyl oxygen- 17 resonance.

INTRODUCTION

The hydrolysis and subsequent gelation of uranyl ion is of both fundamental and
practical interest. From a fundamental point of view the uranyl and other actinyl ions are
unusual in having inert strong multiple bonds to the axial oxygen atoms and labile weak bonds
to the equatorial ligands. From a practical point of view the hydrolysis and subsequent
gelation of uranyl ion is important in connection with the manufacture of U02 microspheres
for nuclear fuel applications [1].

This paper describes our efforts to follow the hydrolysis and gelation of uranyl
derivatives by using oxygen-17 NMR spectroscopy of the axial oxygens as a probe. The
oxygen-17 resonance of the axial uranyl oxygens, which was first observed by Rabideau [2],
is very narrow and thus very easy to observe relative to other types of resonances of the
quadrupolar oxygen- 17 nucleus. In addition the position of the oxygen resonance in uranyl
derivatives is vry sensitive to the equatorial ligands [3] and even to isotopic substitution of the
npposite uranyl oxygen atom [4]. Furthermore the kinetic inertness of the axial uranyl oxygen
to oxygen exchange [5] allows distinct resonances for different types of uranyl groups to be
observed in mixtures of uranyl 'species rather than a single uranyl resonance at an average
chemical shift for the components of the mixture.

EXPERIMENTAL

Oxygen-17 NMR spectra were obtained at I1.7T (67.8 MHz) on a Bruker AM-500 at
the Chemistry Department of the University of South Carolina. Data were acquired at a sweep
width of 125 kHz following excitation by a 6.2 msec pulse (-66o). Each scan consisted of
65,536 (64KP data points. Minimum relaxation delays were used giving a 0.262 sec recycle
time. The resulting FID' s were zero filled to 128K before transformation yielding a digital
resolution of 1.9 Hz/point The spectra in the Figures are the sum of 4096 individual scans.
Chemical shifts are reported relative to H20 and were referenced to an external D20/H20
standard. All samples were run in 5 mm NMR tubes and spectra were acquired at ambient
temperature. Concentrated (1.8 to 3.9 M) aqueous stock solutions of uranyl chloride and
uranyl nitrate were enriched photolytically [5] to 5 to 10% oxygen-17 using commercial 28%
enriched oxygen-17 water purchased from Icon Services, Inc. (Summit, New Jersey).

RESULTS

Figure I shows the oxygen-17 NMR spectra in the uranyl region obtained by the
hydrolysis of uranyl chloride by the addition of 10% aqueous Me4NOH in 0.25 OH-/JO22 +
increments. The final spectra clearly show the monomer, the dimer (UO2)2(OH)2 2 +, and the
trimer (UO2)3(OH)5+ at approximately 1119.4, 1121.2, and 1127.7 ppm, respectively.
These assignments are consistent with the increases and decreases in peak intensities upon
additions of successive increments of base. Similar spectra were obtained in an analogous
hydrolysis of uranyl chloride using extraction with increments of a 0.5 M solution of tri-n-
decylamine in xylene as the base [6]. Analogous hydrolysis experiments using uranyl nitrate
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rather than uranyl chloride resulted in the production of less trimer and led to broader
resonances indicating a significant dependence of the course of hydrolysis on the
counteranion.

A question of interest is whether this hydrolysis pattern would be modified if a base was
selected to promote gelation. In this connection hexamethylenctetrainine, (CH2)6N4
(HMTA), was selected as a base in view of its role as a gelation agent in the internal gelation
process for the production of U02 microspheres [1]. Figure 2 shows the oxygen-17 NMR in
thueousanyl region obtained by hydrolysis of uranyl, chloride by the incremental addition of

aqueous HIA. T7he hydrolysis pathway using HUTfA (Figure 2) is seen to differ markedly
from that using MC4OH (Fgure 1) or amine extraction by leading selectively to production
of trimer at HMTA1UO2 2+ ratios above 0.6. If the hydrolysis of uranyl chloride is carried out
by adding increments of an equimrolar HMITA/irea mixture, thus mome closely approximating
the conditions of the internal gelation process [1], a series of uranyl oxygen-l7 NMR spectra
essential identical to that in Figure 2 is obtained indicating that addition of urea in such
quantites dos not have a sgificant effect on the uranyl hydrolysis by HMITA. IH the
hydrlysis of uranyl chloride with an equimolar HMTA/urea mixture was carried out to a
ba eU 22+ ratio of 111 and the resulting NMR sample is allowed to stand overnight at
amrbicat temnperature, the solution became a gel. 1Ui oxygen- 17 NMR spectrum of the gel was
essentially identical to that of the same sample before gelation indicating that no significant
change had taken place during the gelation process.

OK/U = 0.75

0.42

OfJ*0".25 0.2

114 130 1120 ;1110 14 130 11,20 11,10
ppmn ppmn
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0.11UOC1 b ads, fkn fmuta fI0% 0UN U0,CI, by addle ehof Incrontsalo
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Intmrrupted ov- Iii hn ine No UTAAU09
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Gelation of a uranyl system was also studied in a strongly alkaline medium maldkg use
of the reported [7] appreciable solubility of actinyl salts in aqueous MC4NOH. Photolysis of
an approximately 0.1 M yellow solution of uranyl nitrate in 10% aqueous Mc4NOH (OH-
/UO 2

2 + = 9) caused gelation. The oxygen-17 NMR spectrum of this gel exhibited a sharp
resonance at 1114.4 ppm indicating directly for the first time the stability of the uranyl ion in
stngly alkaline media in accord vwth reported [81 potentiometric and spectrometic studies.

DISCUSSION

The ability to follow the hydrolysis of uranyl salts by observation of the sharp uranyl
oxygen- 17 resonance provides a clear indication of the dependence of uranyl hydrolysis on the
counteranion (nitrate versus chloride) but not on the means of introducing hydroxide into the
solution (Me4NOH versus R3N extraction). In addition, two different pathways for gelation
are suggested. In the first pathway the uranyl hydrolysis is conducted with a base (HMTA in
these studies) which preferentially forms trimeric (UO2)3 (Q3-O) units which can then
condense into the polymeric U0206/3 layers of a gel based on the hexagonal structure of
-UO2(OH)2 [9]. In the second gelation pathway a uranyl derivative is treated with excess
hydroxide in the absence of a metal or hydrogen-bonding ammonium cations which form
insoluble solids uranates. Consensation of the resulting solution of soluble UO2(OH)n2 -n
anions can then lead to a similar polymer UO204/2 or U0206/3 structure of a gel
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MECHANICAL PROPERTIES OF SIUCA ALCOGELS AND AEROGELS.
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34095 Montpellier Cedex 05, France; and G.W. SCHERER, E.I. DuPont de Nemours &
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ABSTRACT

The mechaniui properties of silica oels (alcoaels and aeroelsm) are measured
by three point bending. The elastic moduli (E,G) and the fracture strength (a) are
investigated as finctions of the concentration of silicon precursor, the catalysing
conditions, and the aging time.

Elastic moduli and strength follow scaling laws as a function of the bulk density
of the solid. The scaling exponents are discussed in terms of percolation theory.

The evolution of the mechanical properties is also followed during the steps of
the gel to glass transformation:

- hyperritical drvng
- oxidation of the organic groups
- densification heat treatment
At each step of the process the increases of the elastic moduli and a are related

to the gel structure. During the hypercritical drying flexible 'dead ends' in the network
can condense and form new links. The connectivity Is also enhanced by the removal
of the organic groups creating siloxane bonds. Finally densification leads to a material
having mechanical properties identical to those of conventional vitreous silica.

I - INTRODUCTION

One of the most important problem studied during this last decade in the sol-
gel-glass process is the synthesis of bulk monolithic dry gels. Cracks can appear
during syneresis, which expels liquid from pores and creates stresses in the network.
The tendency of the gel to crack during drying is attributed to the capillary forces
generated in the fragile structure of the gel. Knowledge of the mechanical properties
of the aicogel is thus necessary to predict the cracking of the material.

Silica aerogel, which is obtained by hypercritical drying (HCD) of the alcogel, is
a good candidate as precursor of pure silica glass. This solid material is extremely
porous and brittle but only a few studies mention measurements of the strength of a
such material. Studies have been performed either on alcogels [1-4] or on aerogels
(5-8]. The shear modulus G and the modulus of rupture a of the alcogel increase
during aging [2-4] ; in aerogels, Young's modulus E [5-8] and a [8] show a power-law
dependence on the bulk density.

In this work we want to focus our experiments on:
- the modification of the mechanical properties G, E and a induced by HCD.
- the influence of the experimental conditions, such as concentration of

tetramethoxysilane, pH of the hydr-lyzing solution, and aging at near ambient
temperature on E, G and a for both alcogels and resulting aerogels. All of these
parameters induce structural changes,

- the evolution of the mechanical properties during the heat treatments leading
to the aerogel-glass transformation.

II - EXPERIMENTAL PROCEDURE

The alcogels are prepared by hydrolysis and polycondensation reactions of
tetramethoxysilane (TMOS). The TMOS is dissolved in various amounts of methanolthereby adjusting the oxide content of the sol (and the final bulk densitY of the
aerogels). The so4Mtions are hydrolyzed under neutral, basic (NH 4OH, 5.10"2 N) or
acidic (HNO.•, 10" N) conditions and aged at 650C for up to two weeks.

The aTcogels are transformed into aerogels by hypercritical evacuation of the
solvent. In an autoclave, the alcogel is treated at a temperature and a pressure higher

8
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than the critical point of the solvent in the pores. Then, the solvent is vented from the
autoclave. This procedure allows the monolithicity of the gel network to be preserved.
For several samples the hypercritical heat treatment is not followed by the evacuation
of the superfluid, so the solvent reimpregnates the gel during cooling. The interest of
this procedure is to prepare material full of solvent for which the solid network has
undergone the same heat treatment as for classical aerogel.

The densification of the aerogels is obtained by a heat treatment at a
temperature of 1050"C. Depending on the duration of the heat treatment the density of
the material may become as high as that of the vitreous silica. A preliminary heat
treatment in the temperature range 250-5000C is necessary to oxidize the residual
organic groups.

The bulk density of the aerogels is determined by weighing samples of known
dimensions. The bulk density of the solid network of the alcogel is calculated from the
bulk density of the aerogel and the shrinkage measured after the autoclave treatment.
This shrinkage was observed to be isotropic within experimental accuracy.

The elastic moduli and the modulus of rupture of the samples were measured
by the 3 point bending technique using an Instron testing machine with a 2000 g load
cell; the precision of the measurement was 1 g. The experiments were performed on
parallelepipedic samples with a thickness of about 1 cm (measured on each sample)
and a span of 7 cm; the cross-head speed is 0.5 mm/min. Similar values of the elastic
moduli were found on loading and unloading. Crosshead speeds ranging from 0.05 to
5 mm/min were used; they lead to the same elastic values. It was established that the
buoyancy force acting on the moving upper part of the equipment plays a minor role
on the elastic values. The reported a values are averages of results for at least 3
measurements.

The Small Angle Neutron Scattering (SANS) experiments were performed on
the PACE Spectrometer at the L•on Briliouin CEA - NVRS laboratory in Saclay,
France. Scattering vectors q ranging from 0.0018 to 0.3 A- 'were ex.ed (q = 4
I sin e/X, 2e is scattering angle). A standard analysis of data including detector
efficiency correction, background substraction and relative amplitude calibration
allows a deterynination of the density-density correlation function in the length scale
from 3 to 500 A.

III - RESULTS

All the materials studied show mechanical behaviour characteristic of a brittle
material. The load displacement data are linear, indicating purely elastic behaviour
and the appearance of the fracture surface of aerogel is identical to that of glass.

In analyzing the results, it must be recognized that the beam bending test gives
two different kinds of elastic modulus when the sample is an aerogel or an alcogel.
For aerogels the test yields the Youna's modulus which is classical for solid samples.
However, for the alcogeis the situation is more complicated because of the presence
of liquid. Scherer [3] has shown that, due to the low permeability of the gel, the liquid
cannot escape during the course of the moulus measurement. The volume of the bar
is unchanged by the deformation which means that the network is in a state of pure
shear, providing a measurement of the shear modulu of the network. Thus to
compare data measured on aerogel and alcogel the shear modulus of aerogel is
calculated from the E determination with the following relation:

E

2(1+n)

where the Poisson's ratio n has been previously measured close to 0.2 by Brillouin
Scattering [6,10]. This value is in agreement with another determination obtained by
sound velocity propagation [9].

I
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III - a) Alcogel-aerogel transformation

It is generally accepted that HCD is gentle compared to classical drying and
preserves the fragile network of the solid part of the Acogel. It is dear that the
shrinkage of the xerogel is larger than that of the aerogel, which macroscopically
looks like an alcogel without solvent. However, during HCD a shrinkage 2 to 25 linear
percent occurs, depending on the aging time, the concentration, and the catalysis
conditions [11] . Textural and structural variation during HCD have also been
observed[ 12-14]. Thus, we can expect a modification of the stiffness and the strength
of the solid network.

Figure 1 shows the evolution of the elastic and rupture moduli for a set of gels
with different silica concentrations. As expected, E, G and a increase with % TMOS
over almost two orders of magnitude. What is more interesting is the increase at each
concentration of G and a by a factor 20 after HCD. However, it is obvious that the
mechanical properties depend on the load-bearing fraction of gel. It has been shown
[111 that HCD induces a shrinkage of the material and thus an increase of the volume
fraction of solids (bulk density) in the gel.

In Figure 2 the mechanical properties have been plotted as functions of the
bulk density of the solid network. Nevertheless, G and a of the aerogels are around a
factor of 5 higher than for the alcogel set. The known effect of HCD on the structure of
the gel is a methoxylation reaction which replaces the OH surface by methoxy groups
[14,15]. However this reaction cannot explain the increase of the mechanicalpropertes and rather would induce a weakening of the network if siloxane bonds were
broken by the methoxylation [15]. The increase of G and a must be related to new
siloxane bonds created between "dead ends" in the alcogel (i.e. branches of the
network linked at only a few points to the spanning duster). These dead ends
contribute to the mass of the network but not to its stiffness (and strength). During
HCD, these dead ends covered with SiOH groups come into contact and new
siloxane bonds are formed. This condensation reaction between SiOH groups must
take place in the temperature range 250C - 20000 before the methoxylation reaction.
The consequences of HCD (condensation reactions, shrinkage and mechanical
evolution) are comparable to those of a long aging.
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Ill-b) Influence of the catalyzing medium.

As shown in figures 3 and 4 the elastic and rupture moduli of basic and acidic
sets of material follow the same evolution as that observed for the neutral set. For the
reasons previously explained, the results are plotted as a function of the bulk density.

In the case of the acidic set we can invoke a process identical to that described
for the neutral sets. Acid-catalyzed silica gel is expected to consist of relatively flexible
polymeric chains [16]. The flexibility of the chains allows motion, contacts and
condensation of SiOH between chains. This process increases the connectivity of the
network.

What is more surprising is the strengthening observed for the basic set during
HCD. Gels made in basic conditions consist of a network of particles or dense
clusters [163 and exhibit little shrinkage during aging or HCD [11]. The branched parts
are more widely spaced than in the neutral and acidic sets. We could assume thEat a
large increase of the reticulation by condensation of SiOH is possible without
shrinkage of these network. Another explanation seems more realistic : the relatively
high solubility of silica permits dissolution - reprecipitation and transfer of material to
the neck between particles. These reactions are favoured at high temperature in the
autoclave We propose that the strengthening of the basic set during HCD is not due
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Figure 5 : Comparison between Figure 6 Comparison between
acidic and basic sets. measured and calculated G values.

to an increase of the reticulation in the network but rather to the growth of the necks
between "particles".

Now, if we compare the mechanical properties of the alcogels obtained from
the acidic and the basic hydrolysis we observe a result previously shown for aerogels
[8]. The basic system shows G values slightly lower than the acidic alcogels (Figure
5). This result can be related to the smaller connectivity of the basic network
compared to that of the acidic one. The difference in the structure is reflected in the
lower fractal dimension, as we will see later.

It has been supposed above that Poisson's ratio for the different gels is close
to 0.2. This value of n was obtained by the measurement of the transverse and
longitudinal sound velocities of neutral [6,10] and basic [9] aerogels. The G values of
aerogels measured with the liquid inside the pores (reimpregnated aerogel) are
plotted in Figure 6. The measured and calculated values of G are shown to be in
close agreement for the different kinds of material.

-
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Ill-c) Influence of the aging time.

It is well known that silica alcogels shrink during aging [18]. It has also been
shown that the shear modulus and the modulus of rupture of an alcogel increase
during aging [2,3,19]. The increase is around one decade for a and 2 decades for G in
the case of alcogels made in acidic conditions [3] and less than a factor 5 [19] for gels
made according a two-step procedure, described by Brinker et al. [16] with the
second step performed under basic conditions.

It is not obvious however that the effect of aging performed at near ambient
temperature would be preserved after the severe thermal treatment experienced by
the gel during supercritical drying. Figure 7 shows the evolution of a and E of aerogels
after aging over a two week period. For the aerogels aging prior to HCD increases E
and a by only a factor 4 over the two week period, compared to the factor 10 or 100
for the alcogels. That means that aerogels retain some memory of the aging in their
alcogel state. In fact the increase of the mechanical properties is associated with a
residual shrinkage observed in the aerogel.
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Figure 7 Influence of aging time

Illl-d) Aerogel - glass transformation

Since the pioneering work of J. Phalippou and coworkers [20] aerogels can be
transformed into pure silica glass by simple heat treatments. Two kinds of
transformation happen during the aerogel-qlass transformation :

- Structural transformation by an oxidation heat treatment in the range 250'C-
5000C which replaces the O-CH.q residual groups by hydroxyls.

- Textural transformation by the elimination of the pore volume in a temperature
range higher than 900*C.

On Figures 9 and 10 are plotted the E and a values after the oxidizing heat
treatment for a neutral set of aerogels (Figure 8) and during the densification (Figure
9). After the oxidation heat treatment there is no significant change in the bulk density,
but Young's modulus increases by a factor of two. The transformation of SiOCH into
silanol and siloxane bonds increases the connectivity of the network and its stie.
Strength data show greater scatter. In fact a depends on the connectivity but is also
related to the existence of flaws in the material. During densification the aerogel
hardens strongly and E and a increase continuously (about 3 decades) due to the
large decrease of the porosity. Finally the mechanical properties of the fully dense
material are identical to those of the silica glass.

. __,_



1003

. -- . . .

0 OXIDIZED b bI

0 7
10 

107 10 / ,1,0

0 
01 1

1. 10-
__o 1 2

6 g(ac
3

0.1 0.2 0.3 OA
po,/ o

Figure 8 : Influence of the oxida- Figure 9 Influence of the densi-
tion heat-treatment. fication heat-treatment.

IV - DISCUSSION

IV - A) Percolation -gelation analogy

It has been proposed that an analogy could exist between a gel and a
percolation cluster 121]. As a consequence the mechanical behaviour of a gel would
agree with the prediction of the percolation theory.

This theory treats the random occupation of sites by entities (or the creation of
bonds) on a fixed lattice, leading to the appearance of a coherent network at the
percolation threshold. In this theory, physical properties such as viscosity,
conductivity or mechanical properties are expected to scale as

Phys. Prop. . (P - pc)A

here P is the probability for a site to be occupied (or a bond to be created), P is the
percolation threshold (defined as the value of P above which an infinite cluster %xists),
and A is the critical exponent characteristic of the physical property.

Experimental studies on 9~els or polymers [22-25] have been analyzed with this
analogy. The most important difficulty deals with the choice of the physical variable
which can replace the unknown mathematical variable (P'Pc) Various variables such
as concentration of monomer [23,25] or time [22,241 were proposed, assuming
implicitly a proportionality between the variables and the P scale. It has been
proposed that for silica aerogels a good approximation is to identify P with p and to let

= 015] (since a network can form with an arbitrarily small solids content).
The log-log plot in Figures 10 demonstrates a power law dependence of E

[5,6,8,11] and a [8] for the set of aerogels. Identical results have been found for
organic aerogels [26]. On the assumption that P - PC a p we find that the critical
exponent of the elastic constant r is equal to 3.7 which is in excellent agreement with
the analytical work and simulations on a discrete lattice [27,28].

While the behaviour of the elastic constant of the percolating object has been
the focus of a number of theoretical investigations, very little attention has been paid
to the fracture properties of such solids [29,30]. Also a power law dependence of the

I
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strength is predicted and Ray et at. [31] have proposed a lower bound for the scaling

exponent t:

a a (P - P)t

1
t - (r + (D - DB v)

2

7 is the elasticity exponent, D the dimensionality of space, DR the fractal dimension of
the percolative backbone (the set of sites which carry the stress) and Y the correlation
length exponent. Inserting the values v = 3.7 127, 28] D = 3, DB = 2 [32], v = 0.8 [21]
we find that t 2.5 which is in a good agreement with our experimental result t = 2.6.

These results would suggest that the aerogel structure is a percolative medium.
This conclusion is not so clear after a thorough analysis. The comparison between the
experimental determination and the percolation exponents is based on the
assumption that p is equivalent to P - Pc This hypothesis assumes implicitly that all
the occupied sites (monomers having reacted) belong to the infinite cluster (gel
network). In fact in the straightforward gelation percolation analogy [21], the physicalproperties of the gelifying solution (such as number of macromolecules, degree of
polymerization and gel fraction) scale with the percolation parameter P - Pc and with
critical exponents. The gel fraction (and thus the bulk density) is associatedl with the
percolation probability G•(P) (the probability for a site to belong to the infinite cluster)

and scales with the exponent :

p f G(p) (P - Pc)/i

10 . ,

07 '06

6,4

3.7±0.to * .
SMf0 /= b.

105 10 10

10... 0 20 40 60,o'P (o+., 0C (%.)

Figure 10 Power-law dependence Figure 11 Power-law dependence
of E and a on p in neutral aerogels. of G and a on monomer concentration

for basic aerogels

The experimentally determined values would not be direct!y 7 or t but 7/P and
t/0. Using a p value equal to 0.4 (the theoretical prediction [331 in a 3 dimension
model), we find 7 and t respectively equal to 1.5 and 1.05, far from the predicted
exponents. The value 0.4 for 0 takes into account the fact that in a pe.rcolation model a
part of the occupied sites belong to finite clusters and do not participate in the infinite
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backbone. The ambiguity of the simple analogy is that in the course of the autoclave
treatment, diffusion in the sol allows the microclusters to stick to the infinite duster
and one expects a larger 9 value tending towards 1. In any case, either t and 7, or 0
would be different from the prediction of the percolation gelation analogy and an
identification of the aerogel structure with the infinite dluster of percolation can only be
an approximation.

We have shown that the shrinkage during HCD is detrimental for the analysis in
terms of the gelation - percolation analogy. It increases the mechanical
modifies the bulk density, and leads to ambiguous conclusions for the P exponent To
avoid the problem of the shrinkage, the gelation-percolation analogy can be t- on
the alcogel sets.

The gelation process is compared to a site-bond percolation model with two
probabilities:

1) the probability of bond formation Pb is a function of H20 concentration,
catalyst, duration and temperature of the polymrization reaction.

2) The probability of occupied sites P. is proportional to the concentration of
monomers in the solution.

The completion of the gelation reaction could transform the site-bond
percolation model into a simple site percolation process where the P5 scale is
replaced by the monomer concentration 0.

Gels prepared in basic conditions offer the most appropriate test of this idea
because:
bonds.1) the polycondensation reaction in basic condition favours the formation of

2) the syneresis phenomenon is very weak and almost no shrinkage is
observed [11].

Figure 11 shows the log log plot of G and o as a function of the monomer
concentration. - c The value of Oc has been estimated experimentally in the range 0
- 2%, which corresponds to the critical concentration to obtain a gel. With this
assumption we find the exponent 7 = 4. The t value is around 3 but a precise
determination is difficult because of the scatter of the data. These exponents could be
in a rough agreement with the percolation predictions.

Thus, the initial choice for the physical variable which is thought to correspond
to P - P is highly important since the different choices drawn from the literature lead
to conit8dictory conclusions. This result points out the difficulty of finding the "correct*
physical variable to describe a supposedly percolating system. Another difficulty is
that the critical exponents are expected to apply near the percolation threshold, and in
our case we are not In the vicinity of the gel point.

The analysis in terms of the percolation theory can also be discussed
considering the structure of the material and the comparison between the fractal
dimensions Df. Thus, the fractal dimension of the percolation infinite cluster is 2.5
althou.h D it around 1.7 for alcogeis in basic catalysis [34] and 2.2 in neutral
conditions 1351. Such Df values suggest that the gelation under basic conditions
corresponds to a Diffusion Umited Cluster-Cluster Aggregation (Df = 1.8) [36,37] and
for the acidic and neutral sets to a Reaction Umited Cluster-Cluster Aggregation (D =
2.1) [36,37]. The percolation theory could only give a qualitative description for the
last stage of the gelation when the clusters became nearly immobile, so that further
bonding involves a percolative process with the sites being filled by the dusters.

IV-B) Relation between mechanical properties and structure.

In section III, the evolution of the mechanical properties has been explained by
the transformation of the gel structure induced by HCD, catalyst, aging or heat
treatment. Now we will quantify the structural evolution by means of the fractal
description.

Fractal geometry constItutes a novel base for describing the disordered and
porous structures of the gel network and scattering techniques (SANS, SAXS, Ught)

J1
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are efficient tools to measure the fractal characteristics (fractal dimension Df and
fractal range) of such material. The SANS data obtained for different aerogels are
shown in Figure 12. For each sample three regions can be reconized on the wave
vector dependent scattering curves S(q). At arge q (Porod region) the experiment
senses te particles suraces and gives information on te roughness (surface tractal
dimension) of the beads. In the intermediate regime S(q) is dependent on the fractal
dimension of the network, while at very small q (Guinier region) the material becomes
homogeneous. The position of the two crossover points between the Porod and the
fractal regimes ýnd between the fractal and the Guinier regimes are related
respectively to a and "' where a is a radius of gyration of the structural units and
corresponds to the size of the fractal cluster.

It must be noted that the analysis of the SANS data can only give precise
information on the structure in the fractal range. However, the structural
transformations pointed out in the fractal range are the signature of an overall
evolution of the gel network. For example, during the autoclave treatment no
shrinkage and no variation of Df are noted for the basic set. The fractal dimensions
measured on alcogels [35] and aerogels [38] of the same concentration are close to
1.7. On the other hand the macroscopic shrinkage observed for the A and N sets is
related to the modification of the fine structure, indicated by the increase of Df from
2.2 [35] to 2.4 [38]" This variation of Df (of about 0.2) indicates densification of the
structure. The fractal dimension describes the mass distribution but if one needs
information on the connectivity, one must define the "spreading dimension" d [39]:

m(L) - Ld

m(L) is all the mass visited on a walk of length L, whatever is the path. d depends only
on the manner the masses are connected. However, there exists a relation between d
and Df : d = Df/,A where X, the exponent of the tortuosity, (or fractal dimension of the
minimum path) defines the circumparambulations necessary fo go from one point to
another. For a percolation cluster, X = 1.34; [40] for DLCCA, X = 1.25 [41].
Since I is expected to decrease or to be constant during HCD an increase of Df
signifies increased connectivity in the gel network and can explain the strengthening
of the material.

An identical conclusion can be drawn for the influence of the catalyst, between
the basic sets and the acidic set. Bale catalyzed materials are composed of large and
generally smooth particles, (a = 12 A) [38]. They are fractal over a smaller range of q
and their Df value is low compared to the neutral or acidic set (Figure 12). If we
consider the spatial arrangement of the different networks, N and A materials can be
described as highly branched polymers where the chains are formed by small and
rough particles. B materials are a random assembly of larger particles with a lower
connectivity. However, the increases of G, E and a between B sets and A or N sets is
less than during the alcogel-aerogel transformation (a factor about 2 instead of 5),
although the increase of Df is larger (about 0.4 instead of 0.2). Other parameters than
the spatial arrangment, such as the size of the necks between particles, can play an
important role.

During the aerogel to glass transformation two kinds of structural development
are observed.

1) Surface microporosity forming the fractal roughness is removed during the
oxidation heat treatment. The fractal dimension of the surface falls from ', to 2 [8]. The
elimination of the organic compounds and the formation of new siloxane bonds is
accompanied by a diffusional process causing little densifcation, and the increase of E
is apparently due to the growth of the necks between particles.

2) After the heat treatment carried out at higher temperature (> 10000 C) the
solid network shrinks by a viscous flow process. The considerable densification
eliminates the fractal structure. Figure 13 shows that at a bulk density 0.7 a fractal
description is meaningless. The large increase of E and i is then related to the strong
increase of the fraction of solid and of the necks.
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International Meeting on Advanced Materials
Sunshine City, Ikebukuro, Tokyo, Japan

May 30-June 3, 1988
Executive Editors

Masao Doyama, Shigeyuki S6miya, Robert P.H. Chang

Volume 1-Ionic Polymers/Ordered Polymers for High Performance
Materials/Biomaterials, Senior Editors: Norio Ise, Eishun Tsuchida/Shohei
Inoue, Minoru Matsuda/Hideki Aoki, Yohji lmai, Ishi Miura, 1989,
ISBN: 1-55899-030-5

Volume 2-Hydrogen Absorbing Materials/Catalytic Materials, Senior Editors:
Shuitiro Ono, Yasuo Sasaki, Seijirau SudalYoshihiko Moro-oka, 1989,
ISBN: 1-55899-031-3

Volume 3-Powder PreparationlRapid Quenching, Senior Editors: Kazuo Akashi,
Yoshiharu Ozaki, Tohoru Takeda,/Akihisa lnoue, Tsuyoshi Masumoto,
Takeyuki Suzuki, 1989, ISBN: 1-55899-032-1

Volume 4-CompositeslCorrosion-Coating of Advanced Materials, Senior Editors:
Shiushichi Kimura, Akira Kobayashi, Sokichi UmekawalKazuyoshi Nii,
Yasutoshi Saitn, Masahiro Yoshimura, 1989, ISBN: 1-55899-033-X

Volume 5-Structural Ceramics/Fracture Mechanics, Senior Editors:
Yoshiteru Hlmano, Osami Kamigaito/Teruo Kishi, Mototsugu Sakai,
1989, ISBN: 1-55899-034-8

Volume 6-Superconductivity, Senior Editors: Koichi Kitazawa, Kyoji Tachikaw-i
1989, ISBN: 1-55899-035-6

Volume 7-Superplasticity, Senior Editors: Masaru Kobayashi, Fumihiro Wakai, 1989,
ISBN: 1-55899-036-4

Volume 8-Metal-Ceramic Joints, Senior Editors: Nobuya Iwamoto, Tadatomo Suga,
1989, ISBN: 1-55899-037-2

Volume 9-Shape Memory Materials, Senior Editors: Kazuhiro Otsuka,
Ken'ichi Shimizu, 1989, ISBN: 1-55899-038-0

Volume 10-Multilayers. Senior Editors: Ryoichi Yamamoto, Tomeji Ohno, 1989,
ISBN: 1-55899-039-9

Volume 11--Microstructure-Property Relationships in Magnetic Materials, Senior
Editors: Motofumi Homma, Yasuo Imaoka, Masuo Okada, 1989,
ISBN: 1-55899-040-2

Volume 12-Photoresponsive Materials, Senior Editor: Shigeo Tazuke, 1q89,
ISBN: 1-55899-041-0

Volume 13-Advanced Cements and Chemically Bonded Ceramics, Senior Editors:
Masaki Dairnon, Shigeyuki S6miya, Giichi Sudoh, Kunihiro Takemoto.
1989, ISBN: 1-55899-042-9

Volume 14-Biosensors, Senior Editor: isao Karube, 1989, ISBN: 1-55899-043-7

,SAP-MRS INTERNATIONAL CONFERENCE ON ELECTRONIC MATERIALS
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June 13-15, 1988

Proceedings of First International Conference on Electronic Materials, Editors: Takuo
Sugano, Robert P.H. Chang, Hiroshi Kamimura, Izuo Hayashi, Takeshi Kamiya, 1989,
ISBN: 1-55899-044-5
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