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FOREWORD

This report has been prepared by the FluiDyne Engineering
Corporation, Minneapolisp Minnesota, in satisfaction of the re-
quirements of Air Force Contract No. AF 33(616)-2152. This work
was accomplished under Project No. 3064, "Fuel and Propellant
Component Integration." The work was administered under the di-
rection of the Power Plant Laboratory, Wright Air Development
Center, with Mr. E. Rowland acting as project engineer.

The authors were assisted in various phases of the work
by members of the technical staff of FluiDyne Engineering Cor-
poration. Several valve companies and industrial organizations
furnished information pertinent to various phases of the study.
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ABSTRACT

The performance characteristics of valves suitable for
shutoff use in 4 to 20 inch aircraft and missile fuel and pro-
pellant lines were evaluated. The nine most promising types
were selected in a preliminary study and representative designs
were prepared for each type. Weight, dimensions, actuating
requirements, sealing and pressure drop characteristics were
evaluated for each type for 60 and 600 psi application. An
operating temperature range from -650 to 450uF was considered.
Estimated weight and dimensional characteristics of the various
valves vary widely, underlining the importance of type selec-
tion for large valves. When compared on the basis of equal
pressure drop characteristics for equal flow capacity, the
relative weight differences are very pronounced. The large
weight of the valve bodies and their complex shapes produces
a need for extensive experimental structural analysis to deter-
mine the lightest design of a given type.

Three valve types are recommended for use in the 600 psi
range and four types for use in the 60 psi range.

PUBLICATION REVIEW

The publication of this report does not constitute approval
by the Air Force of the findings or the conclusions contained
therein. It is published only for the exchange and stimulation
of ideas.

FOR THE COMMANDER:

R ~ OL D
Colonel, USAF
Chief, Power Plant Laboratory
Directorate of Laboratories
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INTRODUCTION

Fuel requirements of large jet and rocket engines have
seriously complicated fuel systems and their components. As a
result, the problem of equipment selection has been greatly
accentuated and a definite need has arisen for adequate infor-
mation concerning large size fuel shutoff valves. This report
presents the results of an engineering study to evaluate the
performance characteristics of valve types when used as fuel
shutoff valves in aircraft and missile fuel and propellant lines.

The aircraft industry has been mainly concerned with small
valve sizes, under 4-inch diameter. Large size valves have been
designed for use in industrial applications where the require-
ments are quite different. For aircraft and missile fuel systems,
factors of weight, dimension, power requirements, sealing ability,
and pressure losses are of a great deal of importance. Since air-
craft valves are selected to meet these different requirements,
consequently their design is materially affected. The purpose
of the study was to evaluate and compare the performance charac-
teristics, pertinent to aircraft and missile fuel shutoff applica-
tions, of various valve types in the size range of 4 to 20 inches
in diameter. Preliminary investigation indicated that for the
purpose of this study it was not necessary to differentiate be-
tween fuel and propellant valves, only on a basis of pressure
class, 600 or 60 psi. The valve types on which further develop-
ment work could most profitably be concentrated were to be
recommended.

After a preliminary study phase, nine representative valve
types, Figs. I through 9, were selected for more detailed study
and evaluation. The following performance characteristics were
determined and compared for these valves: weight, actuating
requirements, dimensions, sealing and pressure drop. These
various characteristics were compared for valves operating at
60 and 600 psi over a temperature range from -650 to +450 0 F.
The design and fabrication of the valve types that indicated
low weight trends were investigated in more detail by consider-
ing use of more efficient materials and methods of fabrication
in an endeavor to determine their extent of weight reduction
possible. Consideration was also given to investigating methods
and techniques which could produce more refined and detailed
structural analysis of valve components. The design methods
and calculations used in determining weights, actuating require-
ments, and dimensions are included in the appendix.

WADCTR64-562 -1-



SECTION I

VALVE TYPES STUDIED

A survey was made of existing aircraft fuel shutoff valves
and standard industrial type valves. Their characteristics were
studied and evaluated as to their applicability for use as large
size fuel shutoff valves. Manufacturers were contacted for in-
formation concerning their valves and comments concerning the
study were invited. Characteristics of the basic valve types
(gate, globe, plug, and butterfly) were also studied and evalu-
ated for fuel shutoff application.

A number of valve types and modifications have been con-
sidered and preliminary layouts made and studied for those that
indicated desirable characteristics. Some of these have been
discussed in the progress reports. Nine types were selected for
a more detailed study and evaluation. These nine types are re-
presentative of the basic valve types and possess certain advan-
tages and characteristics that warranted their inclusion in the
study. The design of each of these nine types could undoubtedly
be improved upon for a specific application; however, their
design is representative of a type of valve for the purpose of
the study.

Pivoted Gate Valve

Design of the pivoted gate valve with actuator is shown in
Fig. 1. Actuation is accomplished by means of a double acting
piston type hydraulic actuator mounted as shown. The same basic
design was used for the 60 psi class valves as for the 600 psi
class with the exception that the rib construction was omitted in
the smaller sizes for the 60 psi class valves. The flat areas
and construction of this valve were ideally suited for the use of
ribs. The two part flexible gate is moved by means of a carriage
arm fastened to the shaft and 600 rotation is required from open
to closed position.

Y Pattern Globe Valve

- The design of the Y pattern type globe valve is shown in
Fig. 2. The design of this valve is based on a liquid oxygen
valve currently being manufactured and is characteristic of globe
type valves in general. The valve is operated by means of line
pressure using a pilot operated solenoid of the same design as
the valve itself. In the smaller sizes a direct acting solenoid
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is used. When the solenoid is energized the line pressure is
admitted to the top of the actuating piston. Since the area of
the piston is larger than the poppet (25% larger), sufficient
force is created to open the poppet against line pressure. The
area ratio is sufficient to keep the valve open with the pres-
sure differential across the valve. When the solenoid is de-
energized, the inlet pressure is cut off from the actuating
cylinder and the poppet closes. Dash pot action is provided by
the small orifice in the piston to minimize and control pressure
shock.

Slide Gate Valve

The design of the slide gate valve with actuator is shown
in Fig. 3. This valve is similar in design to smaller size
valves manufactured by several aircraft equipment companies. A
vane type hydraulic motor was selected for use with this valve
because of its adaptability and compact design. The actuator
mechanism is of the scotch yoke type. The resisting torque is
a minimum at the position of maximum force requirements, when
the slide is in the closed position with full line pressure
drop across the slide, because the moment arm of the resisting
force is a minimum.1800 crank rotation is required to move the
slide from fully open to closed position. The housing plates
for the 600 psi valves are curved to reduce the wall thickness
and hence the weight.

Angle Valve

The design of the angle valve with actuator is shown in
Fig. 4. Some design modifications have been incorporated in the
design of this valve in comparison to ordinary industrial types
of angle valves. For example, the poppet and seat are remove-
able by means of a snap ring from the bottom, resulting in a
saving in weight and producing a more compact design. The poppet
is guided by means of three guides which are cast integrally
with the body and actuated by means of a piston type hydraulic
actuator mounted directly to the valve. The actuator can be
double acting or single acting, as shown, with the pressure drop
across the poppet assisting the spring in providing a closing
force.

Poppet Valve

The design of the poppet type valve Is shown in Fig, 5.
This valve is similar in design to a type developed by the
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Zuelsdorf plant in Germany for rocket units (Ref. 10). The
valve is designed for line pressure actuation; however, external
hydraulic or pneumatic pressure can be used to actuate the valve.
A four-way control valve is used to control the sequence of opera-
tions, the pressurized port would be open to the upstream pres-
sure and the exhaust port open to the downstream pressure. The
line pressure operation is dependent upon the pressure drop
through the valve. The internal structure is supported by six
supports integral with the body and equally spaced as shown in
sections B-B and C-C of Fig. 5. The flow passage area is con-
stant throughout the valve.

Butterfly Valve

The design of the butterfly valve with actuator is shown in
Fig. 6. It has long been recognized that the characteristics of
the butterfly type of valve result in minimum weight. It is used
extensively for throttling applications but sealing of the vane
is a major problem when used for shutoff applications. The design
of the valve is affected by the sealing arrangement used and in
the design shown, an expandable type of seal was selected because
it is one of the more promising types. The sealing membrane is
Teflon (well confined),which is suitable for use over the tem-
perature range indicated, and operated with air pressure greater
than operating line pressure. The seal is pressurized after the
vane is in the closed position and depressurized before the vane
is moved to the open position. This is accomplished by means of
a three way air valve which might be controlled by the hydraulic
pressure of the actuator. With the vane and offset shaft arrange-
ment shown, the problem of sealing the shaft is minimized; the
shaft is downstream of the vane and seal. This split shaft
arrangement has been successfully employed by North American in
the development of a 5 inch butterfly valve for liquid oxygen
shutoff. A vane type hydraulic actuator was selected for use
with the valve because of the mounting problems and resulting
light weight and compact design.

Diaphragm Valve

The diaphragm valve shown in Fig. 7 is similar in design
to a valve currently being manufactured. The valve is actuated
by means of line pressure which is admitted to the chamber above
the diaphragm through an orifice by means of a bleed passage.
An outlet bleed passage connects the chamber to the downstream
side of the valve. When de-energized, a small control valve
closes the outlet bleed passage and line pressure holds the valve
in the closed position. The control valve shown is pneumatic;
however, an electric solenoid could be used depending on the
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source of power available. With the control valve energized,
the orifice in the inlet passage maintains a pressure differen-
tial across the diaphragm and line pressure holds the valve in
the open position.

Eccentric Plug Valve

The design of the eccentric plug valve similar to an
industrial type valve with actuator is shown in Fig. 8. There
is a transition in the flow passage from round to a somewhat
rectangular opening. The plug is not a solid cone but a seg-
mental type and the center of curvature for the seat and plug
are eccentric with the valve body, thus allowing a positive
seating force in closing. The design requires a horizontal and
a vertical rib to keep the body sections from becoming excessive.
A piston type hydraulic actuator mounted as shown in used to
actuate the valve.

Cone Valve

Design of the cone valve is shown in Fig. 9. The valve
as designed is actuated by line pressure; however, with some
modifications it could be actuated by external pneumatic or
hydraulic means. Operation is dependent upon the pressure drop
through the valve and a four way solenoid operated pilot valve
is used to control the sequence of operations. One cone is in-
tegral with the valve body and the other cone is rotated by means
of vanes on its periphery. Only a few degrees of rotation are
required from open (slots aligned) to closed position.

SECTION II

WEIGHT DETERMINATIONS

A. Relative Weight Comparisons

Weights of the various valves depend on their design and
construction. The scope of the study did not allow determination
of the optimum design and fabrication for each valve considering
all the requirements. To accomplish this would require a thor-
ough analysis and design of each valve accompanied with a test-
ing and development program. Therefore, an endeavor was made to
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place the valves on a common basis, giving no special considera-
tion to any one valve type, and by this means obtain good rela-
tive comparisons of the various performance characteristics.
Such an approach serves the purpose of this study by providing
the necessary information for comparisons, evaluations, and
recommendations. As a result it was necessary to standardize
design in certain areas.

B. Method

The following design conditions were standardized and used
for determining valve weights:

1. Body Construction -- a flanged type of cast body con-
struction was used for each valve over the complete size range
and for both pressure classes.

2. Valve Size -- the valve size was standardized as the
line OD allowing the ID to be determined by the required wall
thickness.

3. Design Line Pressures -- 1200 psi for 600 psi operating
pressure; 120 psi for 60 psi operating pressure.

4. Design Temperature -- 450 0F.

5. Materials -- Body, 356-T6 aluminum alloy; poppets,
slides, pistons, stems, shafts, seats, etc., 4130 or 4340 HT
steel.

6. Material Stresses -- the material stresses used in
design are their yield strength at 450 0 F. The following tensile
values were used for the various materials:

356-T6 cast aluminum 7500 psi
24-ST4 wrought aluminum 20,000 psi
61-ST6 wrought aluminum 7500 psi
4340-HT steel 65,000 psi

The ten-inch size was selected as the size to design and
lay out in detail. For reliable comparison purposes, it was
necessary to consider the complete design of each valve. Design
procedures and techniques were developed for the components that
contributed the major portion of the valve weight. For weight
comparison with line pressure actuated valves it was necessary
to consider actuators. The same basic valve design was used for
both the 600 and 60 psi pressure classes and generally over the
complete size range, 4 to 20 inch diameter. Some modifications
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in material and construction were employed in the smaller sizes
of the 60 psi valves. Standard design techniques and methods
were adhered to as much as possible with special emphasis given
to aircraft design techniques. The assumptions and design methods
employed for each valve are presented in the appendix along with
a sample calculation. The design techniques and methods developed
for the 10 inch valves were employed in determining the weight
of the 4, 16, and 20 inch valves for both pressure classes. By
plotting a curve through these four weights, weight vs. size is
obtained over the complete size range of 4 to 20 inch diameter.
Dividing the size range in this manner places an emphasis toward
the lighter end of the size range which is the range of most
concern.

C. Results

Estimated weights of the nine 600 and 60 psi valve types
are compared over the size range in Figs. 10 and 11, respectively.
Weights vs. size are also compared on logrithmic coordinates in
Figs. 12 and 13 for the 600 and 60 psi valves, respectively.
The plots are straight lines of approximately the same slope
which indicates the exponent of the equation relating weight
and diameter is essentially constant for a particular valve
type and similar for all the types. The relationship can be
expressed as follows:

W = KD n  where W = valve weight, lbs.
K = constant depending on

des i gn
D = valve diameter, inches
n = exponent

If the exponent "n" is a constant, the log plot of W vs. D re-
sults in a straight line. Table 1 gives a comparison of the
exponent "n" determined from the log plots for the nine valve
types. It is interesting to note the uniformity of the exponent
in each pressure class. The maximum variation in "n" for the
600 psi valves is 9.63% while for the 60 psi valves it is 11.34%.
The average valUe of the exponent for the 600 psi valves is
higher than for the 60 psi valves which indicates a greater
effect of diameter on weight for the 600 psi valves. The 600 psi
valves are designed mainly for strength, while the 60 psi valves,
especially in the smaller sizes, have such thin sections that
other design factors than strength determine the sections in
many cases. It seems reasonable to assume that for any design
of a particular type of valve similar to one of the nine types,
that these exponents can be used to estimate weights for various
sizes (over the size range from 4 to 20 inches) if one weight is
known or determined. The logrithmic plots also clearly reveal
the weight differences between the smaller size valves which is
important.
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The relation between the various weight curves Is fairly
uniform over the size range even though the variations in slope
of the log curves is about 10%. The reason for this is the
large spread in weight. In the 600 psi pressure class the
butterfly valve indicates the lowest weight over the complete
size range. The pivoted gate and angle types follow with the
pivoted gate indicating lower weight In the larger sizes. In
the 60 psi pressure class the angle and butterfly types indicate
the lowest weight trends over the size range. Around the 10
inch size there is a reversal in weight trends, the angle type
having lower weight above 10 Inches and the butterfly type below
10 inches. The poppet and pivoted gate types follow with the
pivoted gate having lower weight above the 9 inch size and the
poppet having lower weight below the 9 Inch size. The other
types in both pressure classes are grouped reasonably close
together.

The weight curves indicate considerable weight differences
between the various valve types. In the 600 psi pressure class
there is approximately 300% variation in weight between the
lightest and heaviest valves over the size range and in the 60
psi pressure class 250% variation. This is significant and
places an emphasis on the choice of a valve type for minimum
weight neglecting other requirements.

Since the valves are three dimensional objects, it was
expected that their weights would vary as the diameter cubed.
The average exponent for the 600 psi pressure class valves is
2.81 and for the 60 psi class, 2.55. As a result, any change
in diameter greatly influences the valve weight. Regardless of
design or valve type, large valves will be heavy. Since the
valve weight varies approximately as the diameter cubed and
flow rate as the diameter squared (for equal velocities), for a
given flow rate one large valve would weigh approximately twice
as much as four valves of half the diameter. As an example, one.
20 inch diameter valve could be replaced by four 10 inch valves
providing equal flow area at approximately half the weight. The
problem of substituting several smaller valves for one large
valve to conserve weight introduces numerous other problems and
will depend on the system requirements.

As previously mentioned, these weight curves represent
relative weight comparisons and should not be used as optimum
weights for the various types. Design and construction of a
particular type could alter these weights by possibly as much
as 25% but would not alter the results to any extent because of
the large spread in weights. By a thorough design analysis and
proper choice of materials and fabrication techniques, the weight
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of any of these types could be reduced. In Section III, Materials,
the valves that indicated low weight trends were investigated
in an endeavor to determine the extent of weight reduction pos-
sible considering use of more efficient materials and design.
As noted, these valve weights include the weight of the actua-
tors. For the hydraulic type of actuator selected, the actuator
weight is generally small in comparison to the valve weight.
Table I compares the weights of the various valve types with
and without actuators and percentages of actuator weight to
valve weight. The weight of the actuators includes weight of
all necessary mountings and supports. In the 600 psi pressure
class the percentage of actuator weight to valve weight varies
from 12 to 20% in the smaller sizes to 10 to 15% in the larger
sizes. For the 60 psi class the percentages vary from 3 to 18%.

The larger valves are heavy and their design will be
critical. A savings of only a few percent In weight will be
important. The bodies of these valves constitute a major por-
tion of their weight. A comparison of the percentages of body
weight to valve weight for the various valve types is given in
Table 1. In the 600 psi class the percentages vary from 50%
to over 70% for the butterfly and slide gate types.

The analytical design of a valve body is difficult if not
impossible because of the varying shapes, all integrally attached.
Stresses occurring in one section influence stresses in adjacent
sections. Minimum body section thicknesses were determined using
the modified Barlow j/ equation with a shape factor of 25% Instead
of 50%. This equation is universally used for valves and fittings
and has proven acceptable. The equation is basically the funda-
mental hoop stress equation for thin walled cylinders with a
shape factor of 50%. The application of the equation in deter-
mining body section thicknesses for the various valves is pre-
sented in Appendix B. The body section thickness thus determined
was used as a minimum section thickness over the complete body.
The bodies of the various valves have different degrees of com-
plexity and it is obvious that the same section thicknesses are
not required for each valve type; also, the same section thick-
nesses are not necessarily required over the body. By proper
distribution of material, considerable weight savings could be
realized in many cases, especially in the larger sizes.

jJ/Modified Barlow formula of the A.S.M.E. Boiler Construction
Code for cylindrical sections and adding 50% to the thickness
thus determined to compensate for the shape of the fittings..
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For optimum distribution of material some method of experi-
mental stress analysis is required. Valve companies interested
in good distribution employ experimental stress analysis and
several models are built and tested before the final design is
arrived at.

Use of ribs and waffle type construction could be definitely
used to advantage in conserving weight in valve bodies. Analyt-
ical design is extremely difficult due to the complex shape o.f
the bodies. Considerable development and testing is being done
at the present time by several aircraft companies on waffle type
of construction for fuselage and wing panels. The pivoted gate
valve was ideally suited for the use of ribs with its flat
surfaces. By employing the rib construction shown, Fig. 1, it
is estimated that a saving of 7 to 10% in body weight resulted.

Design conditions, particularly the upper temperature
limit (450°F), influence the weight. Strength of the various
metals drops rapidly with an increase in temperature, As in-
dicated in Table 2 which compares yield strength for various
wrought and cast materials at room temperature and 4500F. The
strength of the cast aluminum alloy (356-T6) selected for the
body material at 450°F is roughly 1/4 of its strength at room
temperature. This increased the weight of the bodies approxi-
mately fourfold. Steel and titanium are not affected in this
temperature range to the same extent as aluminum. Our choice
of materials may not have been the best from a minimum weight
standpoint; however, for relative weight comparison it was not
too important. The use of more efficient materials to reduce
the weight of the valves will be discussed in Section III.

SECTION III

MATERIALS

A. Purpose

Different construction techniques and use of more effi-
cient materials have been considered for the valve types that
have indicated low weight characteristics in an endeavor to
determine what their actual minimum weight might approach. The
various valve types lend themselves to different methods of con-
struction and design, and, as previously discussed, it was neces-
sary to standardize design in certain areas for relative comparison
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purposes. The scope of the study did not allow a detailed
analysis of the valve types In an endeavor to determine their
optimum design and construction. Consequently, it was felt
that it would be of value to the study to investigate the
effect of higher strength materials and different fabrication
methods on valve weight.

B. Efficiency Comparisons

A comparison of yield strength, modulus of elasticity
and strength-density ratios for various cast and wrought
materials at room temperature and 450°F is given in Table 2.
This table is representative of a few of the more important
materials that could be used in valve construction. The yield
strength-density ratio is a measure of the efficiency of a
material on a strength-weight basis. Of the cast materials
fiberglass and steel have the highest strength efficiency and
of the wrought materials, steel and titanium are highest and
approximately equal at 450 0F. By employing the more efficient
wrought titanium or steel instead of the cast 356-T6 aluminum
alloy for a body material, considerable weight savings could be
realized in many cases. It must be kept in mind, however, that
other factors than strength alone enter into the design of valve
bodies, and for some body types it is questionable whether a
weight saving can be realized. At 450 0 F wrought titanium and
steel are almost eight times more efficient than the 356-T6
cast aluminum and are by far the most efficient of all the
materials. The strength of aluminum and magnesium drop rapidly
with temperature and consequently their efficiencies are low at
450 0F. The final selection of a material for a particular
application will depend on additional requirements beside strength
alone.

C. Results

Results of the weight determinations revealed that the
valve bodies are a large percentage of the weight and use of the
low strength cast aluminum resulted in heavy body weights. Con-
sequently the design and construction of the bodies were studied
for the possibility of employing a type of construction and fabri-
cation utilizing the higher efficiency wrought materials. To use
wrought materials the bodies may either be forged, machined from
stock, or fabricated of simple geometric shapes welded together.
Since wrought titanium indicated the highest strength efficiency,
its use for valve bodies was considered.
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Titanium is a relatively new metal and its development Is
progressing so rapidly it is difficult to keep abreast of the
latest developments. It can be forged and welded under suitable
conditions but as yet it cannot be cast in large sections. It
has excellent corrosion and fatigue resistance to acids, especially
at high temperatures. It possesses poor seizing and galling
properties, but by proper design these can be minimized.

The designs of four promising valve types, the angle,
pivoted gate, butterfly, and poppet valves, were reviewed in
the light of these considerations of types of material and
fabrication.

1. Angle Valve

A modified design of the 10 inch, 600 psi angle valve
employing a wrought titanium body of welded construction
is shown in Fig. 14. The body is fabricated from tubing
or rolled plates with the different sections welded to-
gether. A different poppet arrangement was utilized, the
poppet is a cylinder which telescopes into another cylinder
upon opening. This arrangement is similar to that used
for the poppet valve, Fig. 5, and eliminates large pressure
loads on the poppet which results in small operating forces.
The spring and small lip on the end of the poppet cylinder
provide the necessary sealing forces. The valve is com-
pletely fabricated from titanium except for the actuator,
spring, seat and rod. The titanium poppet and containing
cylinder are plated to minimize seizing and galling or
they can be fabricated from steel. The piston type hydraulic
actuator could be mounted directly to the top cover plate
with the spring inside the body if necessary.

The valve has the same 10 inch OD line size as before,
but the thinner wall sections resulting from use of the
higher strength titanium increased the flow passage area
equivalent to that of a 12.5 inch OD valve having a cast
aluminum body. This modified design resulted in a weight
saving of 60% based on equivalent flow capacities (equal ID),
comparing the weight of the modified 10 inch angle valve
to that of a 12.5 inch cast aluminum body angle valve. The
large weight saving was not entirely due to the use of
titanium, but partially gained by employing a different
design utilizing a cylindrical body and poppet. The
actuator was also smaller due to the low operating force
requirements of the cylindrical poppet.
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2. Pivoted Gate

The basic design of the pivoted gate valve was not
altered, but the body was redesigned to be fabricated from
machined titanium plate stock with the various components
welded together. A modified design of the pivoted gate
valve is shown in Fig. 15. This valve has a flow passage
area equivalent to that of a 10 Inch valve having a cast
aluminum body and since its OD was reduced to the equiva-
lent of an 8 inch aluminum body valve, it is spoken of as
an 8 inch valve. A weight saving of 32% resulted based
on a comparison with the 10 inch aluminum body pivoted
gate valve. With the same ID as the standard 10 inch valve,
the gate, shafts, and actuator are identical; therefore,
the entire saving in weight resulted from the use of titanium
in the body.

3. Poppet Valve

Substitution of titanium for the cast aluminum in the
design of the body of the 10 inch, 600 psi poppet valve,
Fig. 5, resulted in a weight saving of 39%. The internal
structure remained the same and the body was considered to
be fabricated from a cylinder and two truncated cones
welded together with welded on flanges. The flow passage
area remained the same and the OD was reduced to the
equivalent of an 8 inch cast aluminum poppet valve. As
with the pivoted gate valve, the entire saving in weight
resulted from the use of titanium in the body.

Similar results can be expected for other valve types when
bodies are designed primarily on a strength basis. Since the
design requirements for the body of the butterfly valve were not
primarily based on strength, consideration was not given to sub-
stituting a more efficient material for the aluminum. Substituting
more efficient materials would have varying effects on the differ-
ent valve types, but it is doubted that the effect would alter
the relationship between the weight curves to any great extent.
As previously pointed out, the reason for the large weight saving
for the angle type valve was partially due to the change in design
and construction. The weight savings can be substantial and
indicate what to expect; however, the design will have to be proven
through testing and development. Each valve is an individual
problem and must be handled *as such.
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SECTION IV

ACTUATING REQUIREMENTS

A. Actuators

For weight comparison purposes between line pressure
actuated valves and valves requiring an external actuator, it
was necessary to consider actuators. Preliminary investigations
indicated that hydraulic actuators were the most feasible for
the high power requirements of the larger valves. Hydraulic
actuators are simple in construction, reliable, possess low
weight characteristics in the larger sizes, and are adaptable
to a variety of mounting conditions. It was hoped that standard
manufactured types could be applied, but this proved impractical
due to the high power requirements of the larger valves and
mounting problems. Consequently, it was necessary to design
the actuators. For simplicity the same type of actuator was
used over the complete size range and for both pressures, An
endeavor was made to incorporate in their design minimum weight
consistent with good design techniques. A thorough analysis may
have revealed that some other type of actuator might have been
more practical in the smaller sizes, but for relative weight
comparison, this was not important. Valve weights are presented
with and without actuators, Table 1, for comparison purposes
with other actuator types if desired.

Two types of hydraulic actuators were employed: (1)piston
type, and (2) vane type. The piston type is illustrated in Figs.
1, 4, and 8,and the vane type is illustrated in Figs. 3 and 6.
Selection of either type depended on mounting problems, space
requirements and the required actuation motion. Their design
was based on an operating hydraulic pressure of 3000 psi with a
design hydraulic pressure of 2.5 times the operating pressure.
For the smaller sizes the operating pressure was reduced to
1500 psi. The actuators were designed for maximum force or torque
requirements and since the design line pressure was twice the
operating line pressure, they are capable of producing double
the maximum operating requirements, which should be adequate for
low temperature operation. Their design and weight determination
are presented in the appendix along with each valve type.
Estimated weights of the actuators are compared in Table 1 and
a percentage of actuator weight to valve weight is also presented
for the various sizes. Actuator weights include the weight of
all necessary mountings. The percentage of actuator weight to
valve weight is highest in the smaller sizes and varies from 19
to 10% in the 600 psi class and 18 to 3% in the 60 psi class.
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The vane type hydraulic actuator Is very flexible and
possesses small size for large torque outputs. It can easily
be adapted for any rotation from a few degrees to a full 360'.
A small four way solenoid valve controls the sequence of opera-
tions allowing pressure to be admitted to either side of the vane
causing rotation through the desired angle. Operating time and
pressure shock can be controlled by variable restrictions In
the line.

B. Actuating Force and Torque Requirements

Maximum actuating requirements for all valves except the
butterfly valve were assumed to occur during the initial stages
of opening with full line pressure across the closure member.
With the closure member in the seated position, the combination
of pressure forces and coefficient of friction are a maximum.
For relative comparison purposes, a metal-to-metal seating
arrangement was assumed in all cases with a static coefficient
of friction (p) of 0.25. Maximum torque requirements for the
butterfly valve are produced by aerodynamic flow forces similar
to those on an airfoil and were assumed to occur at an angle of
700 from the closed position. Actuating requirements were also
determined for the poppet and cone valves which were designed
for line pressure actuation since they can be actuated by external
means without modification if desired. Actuating requirements
for the Y pattern globe and diaphragm valves were omitted, since
their design was based on line pressure actuation to a great
extent. The assumption and methods used in determining the
actuating requirements for each valve are presented in Appendix B.

Opening time is governed by a number of time factors in-
volved in supplying hydraulic fluid to the actuating mechanism
in sufficient quantities to cause movement of the closure member.
The time factors involved for the line pressure actuated valves
are similar to those for valves with actuators. These time fac-
tors are governed by: (1) hydraulic supply pressure, (2) size
of hydraulic lines, (3) volume behind piston or vane, (4) leakage
past piston or vane seals, (5) spring forces to be overcome,
(6) time cycle of control valve, and (7) overall friction. These
factors can usually be varied within limits through actual test
data to give a desired time cycle. Reasonable operating times
would be as follows:

4 inch 1-2 seconds
10 inch 2-3 seconds
20 inch 4-8 seconds

It is impossible to establish a definite operating time for a
particular valve type and size by an analytical analysis alone.
These values are an indication of the operating times that can
be expected in these size ranges.
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Maximum estimated actuating torques for the butterfly,
slide gate, pivoted gate, eccentric plug, and cone valves are
compared over the size range in Figs. 16 and 17 for the 600 and
60 psi valves, respectively. The butterfly, slide gate, and
plug types indicate lower torque requirements over the size range
in both pressure classes. The reason for the high torque require-
ments for the pivoted gate in comparison to the slide gate is due
to the lever arm of the resisting force. The scotch yoke mech-
anism of the slide gate valve results in a minimum resisting lever
arm at the position of maximum resisting force, closed positionj/
The gate carriage arm of the pivoted gate valve is considerably
larger and remains constant. The high torque requirements of the
cone valve are due to the taper of the cone which results in
large normal forces and hence, large resisting friction forces.

Maximum estimated actuating force requirements for the
poppet and angle valves are compared over the size range and for
both pressure classes in Fig. 18. The actuation requirements
for the poppet valve are considerably less due to the small area
of the poppet exposed to the pressure differential in the seated
pos it ion.

SECTION V

DIMENSIONS

In the design of the various valves, dimensions were kept
to a minimum consistent with good design practice. Relationships
were determined for the various dimensions from the layout and
design of the 10 inch valves and were used in estimating the
dimensions for the 4, 16, and 20 inch valves for both pressure
classes. The following dimensions were determined for each valve:
"A", flange to flange; 'B", overall height (maximum dimension
perpendicular to pipe axis -- includes actuator where necessary);
C", overall width; and "D". The relationships of the dimensions

to the various valves are indicated in the valve layouts, Figs. 1
through 9. Dimension "A" for the angle and diaphragm valves is

j, See torque determinations for the slide gate valve in
Appendix B.
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not a flange to flange dimension because of the angle configura-
tion. The various dimensions are compared over the size range
in Figs. 19 through 22 for the 600 and 60 psi pressure classes.
Standardizing the descriptive dimension of valve size as the out-
side diameter resulted in very small dimensional differences be-
tween the two pressure classes. The butterfly and gate type
valves have minimum flange to flange dimensions (dimension "A")
as expected, and the gate types have large dimensions perpendi-
cular to the pipe axis (dimension "B"). The butterfly valve
which indicates the lowest weight trend also has minimum dimen-
sional characteristics. The flange to flange dimension ("Al) has
an influence on the overall system weight. A large dimension "A",
which is characteristic of some valve types, takes up more length
along the pipe and consequently less pipe is needed. This could
conceivably influence the selection of a valve, but would depend
on the system requirements.

It should be emphasized that these dimensions are estimated
dimensions based on the designs shown and can be affected by
change in construction or use of a different actuator; but, as
with the weight computations, they represent good relative
comparisons.

SECTION VI

SEALING INVESTIGATION

Three general types of sealing problems were posed in the
design of the large size aircraft valves and investigated during
this study. Included are static seals -- where the seal is used
to prevent leakage across a joint in which there is no relative
movement between the members involved, such as line joints or
bonnets and cover plates; dynamic seals used to prevent the flow
of fluid between members that move relative to one another. The
problem of the dynamic seal affects all valves using a shaft,
stem, or rod to move the shutoff member. The third problem con-
cerns the sealing action between the moving valve closure member
(gate, poppet, or plug) which obstructs the flow and the surface
or seat on which this member rests.

Static Seals

The "0" ring is in general proposed for use as a static
seal. There is a good deal of published information regarding
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its principle of operation and efficiency when so applied. It
offers a cheap, simple, effective, and re-usable type seal that
does not require excessive bolting and consequently smaller
flanges.

A possible disadvantage might be in obtaining a suitable
material to operate satisfactorily consistent with the design
considerations. The silicone rubbers give good indication of
satisfying the temperature range requirements, but react un-
favorably with all of the fluids except liquid oxygen and liquid
ammonia.

The fluoro-plastics (Teflon and Kel-F) seem well suited
for application with all of the fluids and Teflon possesses
adequate temperature resistance through the range of interest.
An important aspect of design and possibly worthy of develop-
mental effort is the matter of proper groove dimensions that
the mechanical properties of the "0" ring materials might impose.

Dynamic Seals

All of the valves with the exception of the diaphragm
valve require some sort of rod seal. The motions involved are
intermittent and either reciprocating or rotary. Since the
shaft or rod speeds are relatively low, a satisfactory solution
might apply to both. From a mechanical standpoint, the "0" ring
presents a satisfactory answer.; however, difficulties arise in
proper selection of materials. No known elastomer compatible
with any or all of the fluids would be suitable for prolonged
use at the upper limit of the design temperature. Teflon is
suitable as a material but certain mechanical properties such
as a "cold flow" tendency and low resiliency reduce its sealing
efficiency. A-N type "0 rings (BUNA) have been used in hydraulic
components tested at 450°F (ref. 30) but the testing time was
relatively short (one hour) and deterioration and permanent set
had taken place in the "0" rings. They were not re-usable. 11011

rings using a silicon rubber core and Teflon coating might yield
a satisfactory solution. Other methods of rod packing that
might be used to better utilize the advantages of "Teflon" are
vee or chevron packing, lip or flange seals, and "U" packing.

Vee Ring

Vee packings are illustrated in Figs. 6, and 8 and are
generally stacked with the number of rings depending upon the
internal pressure (3 for 600 psi). The legs face the pressure.
Rings bear against adjacent rings and exert pressure on the
valve stem. Force is applied by movement of a gland not against
the ring set. Spring loading of "Teflon" packing is suggested
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for gland seals that must operate over large temperature ranges.
The spring will accommodate the large thermal expansion of the
"Teflon" without exerting excessive pressure against the shaft
or stem.

Lip or Flange Seals

Lip seals are illustrated in Figs. 2, 4, and 10. The lips
face in the direction of the applied pressure and the pressure
forces the lips to hug the surface causing a seal.

'luff Packing

The U-packing also is installed with lips facing the applied
pressure and expanders are used to keep the lips in contact with
the stem.

Valve Seats

A. Desirable Qualities

The third and most important sealing problem is that of
valve seating. In general, a type of seating would be selected
to provide the benefits chiefly desired for each application.
However, there are certain common qualities that a satisfactory
seat should possess with regard to the following:

1. Shutoff -- Due to the toxic and/or explosive nature
of the fluids involved, zero or small leakage only can be
tolerated. Leakage is caused (disregarding material fail-
ure) by misfitting of mating parts. Such misalignments
may be caused by unequal thermal expansions and contrac-
tions, vibrations, or improper installation. If pressure
forces drop below minimum values, leakage may occur between
seat and closure member due to improper sealing forces.
In any event, to compensate for such variation, some
flexibility must be designed into the seating arrangement
by use of a relatively soft resilient material, by the
use of springs, or by the use of joints in which some
movement is allowed.

2. Service Life -- Common to all of the large fast
operating valves to a somewhat varying degree are large
seating forces and impact loads; choice of tough durable
materials of constructi.on is most desirable for extended
service. Rugged construction will reduce deflection and
reduce to some extent the necessity for flexibility.
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3. Repair and Maintenance -- Possibly in compromising
durability to obtain flexibility and tight shutoff, seat
service life will be affected to a point where frequent
replacements will be a necessity. Seats should be readily
accessible for rework or replacement.

B. Seat Types

Valve seats can be divided basically into two types: soft
seat and hard seat. For flexibility and tight shutoff the soft
seat is the best (Ref. 36); however, materials available for its
application consistent with design pressures, temperatures, and
fluids are very limited. "Teflon" is the only material that
could be utilized as a soft seat and remain serviceable through-
out the temperature range. It also has excellent resistance to
all of the fluids, with a limited flexibility in the presence of
liquid oxygen as its only disadvantage in this respect. "Teflon"
must be kept confined or supported as much as is practicable to
combat an inherent "colf flow" or thermo-plastic condition that
becomes increasingly worse at high temperatures. Soft seat types
are illustrated In Figs. 2, 3, and 7. Metal-to-metal or a hard
seat Is the other classification. High strength durable materials
are available for use throughout the temperature range and suit-
able for use with all of the fluids. Without exception, excel-
lent machine finished (ground and polished) and very close tolerances
in hard seat applications would be required. It is doubtful whether
tight shutoff could be effected with this seating method for ex-
tended periods of time because of wear accompanying valve opera-
tion and tending to damage the well machined surfaces, especially
for the gate and plug types.

C. Seating Methods

1. Gate Valves -- There are four basic configurations for
the "gate" or flow obstructing member in this valve. Either a
soft seat or hard seat could be utilized. The following advan-
tages and disadvantages are characteristic of gate valves in
general:

General Advantages

(1) Seals equally well in either direction
(2) Tendency for errosion of seating surfaces is small

General Disadvantages

1) Tendency for seizing and galling
2) Seating surfaces subjected to wear by nature of

movement
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a. Single Slide -- This is the simplest of the gate
designs and Is illustrated with the sliding gate valve
(Fig. 3). This design employs a hardened steel slide
seated on "Teflon" ring seals. The "Teflon" seals are
used with a metallic contour ring and a resilient backing.
The backing could be either a single flat metal spring or
a number of small helical springs spaced around the cir-
cumference of the seal ring. This type seating arrange-
ment would also be adaptable to the pivoted gate valve
shown in Fig. 1.

Advantages

(1) Flexibility over the temperature range. Lends
itself reasonably to seat angle change. This would
be contingent upon the resiliency of the backing.

(2) Although wear due to abrasion is definitely a dis-
advantage, the good lubricity of "Teflon" would
reduce this effect.

(3) Teflon minimizes seizing and galling
(4) Seals are easily replaceable, although valve would

have to be removed from the line to replace them.

Disadvantages

(1) There is some question as to length of service life.
Although the "Teflon" is used with a contour ring
and confined to some extent in a groove, the abrading
and twisting action Incited during opening and closing
coupled with large loads transmitted by gate to
seals could be detrimental.

b. Two Piece Slide -- The pivoted gate valve, Fig. 1,
incorporates a two piece slide with a cast in hardened
steel seat. The slides are free to rotate during opening
and closing and also to move independently of the carriage
arm. Line pressure provides the sealing force with a spring
assisting at low pressures.

Advantages
(1) Should compensate for misalignments due to tempera-

ture variation, line strains, and vibrations.

Disadvantages

(1) Seats not too accessible for regrinding.
(2) Nicks and scratches on seating surfaces would cause

leakage. Use of "Teflon" insert in the seating
surfaces of the gates could enhance the sealing
ability but would require larger seating faces due
to the lower compressive strength of the softer
material. In the event of failure, replacement of
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the entire disc would be a possibility as a
permanent bond between the disc and insert
would be required in order to avoid extrusion
of the insert.

(3) Disc chatter during opening and closing is a
possibility with high line velocities.

c. Solid Wedge Gate -- A metal-to-metal method of
seating. Consists of a single gate machined to a wedge
shape with seats arranged to receive it. This type of
construction offers good performance if not subjected to
transverse loads, which-would destroy proper seat contact.

d. Split Wedge Gate -- The two faces of the disc are
separate pieces and are forced into a proper closing by a
suitable spreading arrangement which is loaded by the valve
actuating mechanism; in opening, the spreading force is
released, permitting disc halves to collapse slightly.
Any change in seat angle is readily followed by the split
wedge disc. The split wedge like the solid wedge is
adaptable only to valves having a straight path of open-
ing and closing as the sliding gate. The wedge arrange-
ments would improve the gate valve hard seat life because
of a decided reduction in wear, due to the disc pulling
away from the seat at the time of opening. Seizing and
galling would be a tendency and quite likely breakout loads
would be greater than with the parallel arrangements.

2. Globe Valves -- The globe valves employ three basic
methods of seating. They are: flat disc, plug or semi-plug,
and bevel type seating. All could utilize either a soft or
hard seat with the possible exception of the bevel type. The
following advantages and disadvantages are characteristic of
globe valves in general:

General Advantages

1) Little wear
2) No tendency toward seizing and galling
(3) Tight shutoff (small leakage)

General Disadvantage

(1) Seating surfaces subjected to errosion by fluid flow.

a. Flat Disc -- The "Y" pattern globe valve (Fig. 2)
and diaphragm valve (Fig. 7) incorporate flat disc seating
arrangements. The Y pattern globe valve employs an all-
metal disc with a removable metal seat ring containing a
"Teflon" insert. The diaphragm valve employs an insert
in the disc.
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Advantages:

(1) Seats more readily than metal-to-metal contact.
In closing the soft seat yields and adjusts itself
to a small projection on the upper face of the
disc or seat ring as applicable.

(2) Foreign matter on the seat which might cause leak-
age in a metal disc valve often will imbed itself
in a soft material without impairing seat tightness.

(3) Seat can be removed, repaired, and replaced with-
out removing valve from the line.

Disadvantage

(1) The "Teflon" insert offers a source of early seat
failure.

b. Plug or Semi-Plug -- This method of seating is
analagous to the action of a glass bottle and stopper. The
semi-plug is differentiated from the plug by a shallower
cne depth. The former is shown on the line pressure actuated
poppet valve (Fig. 5). Either soft or hard seats can be
utilized. In the case of a soft seating, the soft member
can be contained in either the poppet or the seat ring.
The plug tvpe seat offers the most favorable application
of "Teflon as a soft seat.

Advantage
(1) Nicks and scratches compensated for by large seat-

ing area.

Disadvantage

(1) The design shown does not indicate a great amount
of flexibility; however, dimensional instability
in the axial direction should be adequately com-
pensated for due to the flexibility of poppet move-
ments in this direction. This type seating arrange-
ment could be used with any of the globe type
valves and in a valve using a stem more flexibility
could be obtained by using a joint, stem to poppet,
that would allow some movement.

c. Bevel Type Seat -- This seating arrangement is a
modification of the ball disc providing a virtual line con-
tact between seat and disc. Various angles of bevel can
be used. This method is used on the angle valve shown in
Fig. 4.

Advantages

(1) High unit sealing pressures developed because of
small area of contact.
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(2) Seats easily replaced or reworked; however, valve
must be removed from line.

Disadvantages

(1) Little flexibility
(2) Nicks and imperfections will cause leakage. This

seating method could be used with any of the globe
type valves.

3. Plug Valves -- There are various methods now in use
for seating plug valves. The seating method is dependent upon
the valve design. The following advantages and disadvantages
are characteristic of plug valves in general:

General Advantages

1) Seating surfaces usually not in contact with fluid
2) Seals equally well in either direction

General Disadvantages

(1) Tendency for seizing and galling
(2) Poor sealing without use of lubricants
(3) Accurate fit of plug to seat requires close tolerances

and excellent surface finish

a. Cone Plug -- This is the method commonly used for
plug valves. A cone shaped plug cock seats directly
against the inside surface of revolution of the body.
Essentially, this is the type seat shown for the cone
valve in Fig. 9.

Disadvantages

(1) Multiple ports to be sealed offers more chance
for leakage.

(2) Not much flexibility. The only alternative would
be to heavily rib the body to minimize distortion
of the taper bore.

b. Segmental Plug -- Another application of cone plug
seating is in the eccentric plug valve (Fig. 8). The valve
has a segmental eccentric plug and an eccentric raised seat
in the body; being eccentric the plug contacts the seat
only in the full closed position.

Advantages

(1) Slight opening rotation of the plug totally re-
leases the face from contact with the body seat,
eliminating to some extent binding, seizing, and
scor i ng.

(2) Ultimate wear is compensated for by plug taking a
more advanced position.
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Disadvantages

(I Little flexibility.
(2 Seats subjected to errosion by fluid flow.
(3) Difficult to machine perfectly matched pairs.

To combat the inherent seizing and galling in conical plug
valves a lift-turn-reseat operating principle Is used, in which
the plug Is cam lifted from the seat, rotated to the desired
open or closed position, and then reseated by the cam mechanism.
One plug valve manufacturer, to Improve sealing without the use
of viscous lubricants, incorporates a "floating" seat which is
independent of the body. The seat amounts to a metal liner sealed
against the inside surface of revolution of the body by an "0"
ring at each port. A primary metal-to-metal seal between plug
and seat is accomplished by a wedge fit. Pressure forces add to
tightness by forcing the liner into more intimate contact with
the plug. This arrangement has an advantage of flexibility but
is limited as to service by the use of the "0" rings.

Another alternative on the plug cock or conical plug design
is the use of a reinforced "Teflon",sleeve to separate plug and
body. This method has been utilized successfully in small sized
valves, and has furnished positive sealing requiring no lubrica-
tion. There is some question as to the adaptation to large sizes
and high pressures because of the characteristics of "Teflon".

"Teflon" ball seals have been successfully used with
spherical plug valves at the temperatures and pressures stipulated
for the design study, but again there is no data available to
indicate their use in larger sizes.

4. Butterfly Valves -- Four methods are indicated as
possibilities for the seating of the shutoff member or vane on
this valve. Two of the methods, expandable gland and lip seal,
have been successfully used with pressures in excess of 600 psi
and temperature limits of -3000 to 165 0F (Ref. 8).

a. Expandable Gland -- This design is incorporated on
the butterfly valve shown in Fig. 6. When the vane is
moved to the closed position, the gland is pressurized and
forced against the vane for shutoff. Before the valve is
to be opened, the pressure in the gland is relaxed.

Advantages

(1) Can be fabricated from materials compatible with
all fluids and serviceable throughout the tempera-
ture range.

(2) Seal does not contribute any resistance to valve
opening.
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(3) Should be flexible enough to compensate for nicks
and scratches In the vane.

Disadvantages

1) Problem of adequately containing the "Teflon"
2) Since the seat depends upon pressurization, any

susceptibility of the pressurizing system to mal-
function introduces more of a chance for valve
failure.

b. Lip Seal -- Also developed for the valve mentioned
in Ref. 8 was a plastic type (Kel-F) lip seal. Presumably
the seal is of a "Z" cross section, with one leg of the
"zee" fixed in the body and the other leg overlapping the
vane as a lip on the pressure side. Pressure forces cause
intimate contact of the lip with the gate. In opening,
half of the vane withdraws from the lip, half passes through
it, and deformation occurs at the axis of rotation. This
type seat allows a greater deflection In the vane without
loss of sealing efficiency.

There are other methods of butterfly valve seating, but
they have limiting factors due to pressure, temperature, or
nature of fluid handled. Use of an "0" ring in either the vane
or the body is limited by materials to approximately 350 0 F. By
proper groove design the likelihood of "0' ring "blowout" can be
minimized but indications are that maximum pressure is about
300 psi. Use of a soft resilient liner in the body has proved
successful for efficient seating, but again the service would be
in the lower pressure class and upper temperature limit well below
the 4500 F.

In general it is not possible to predict the service life
of a given seating arrangement nor its sealing efficiency without
proper testing. Due regard must be paid to proper choice of
materials, quality of workmanship, and proper installation.
Cognizance of these factors could probably produce tightness in
all of the valves at the time of manufacture; however, operating
conditions would impair the seating surfaces until leakage
developed. Some seating designs would be adversely affected more
quickly than others. The globe valves quite possibly would give
the tightest seating and longest service life. They particularly
offer better opportunity for the use of "Teflon" as a soft seat.
A table summary with a generalized comparison relative to shut-
off, fabrication and maintenance, and expected service life is
presented in Table 4. Shutoff considerations include effects due
to variations in pressure and temperature and effect of distortion
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due to vibration and other means. Fabrication and maintenance
might include difficulty of fabrication due to complexity of
shape or tolerances and material finishes required; and diffi-
culty of maintenance due to inaccessibility and tools required.
Service life encompasses the tendency toward wear and how it
might effect shutoff and consequently repair and maintenance.

SECTION VII

PRESSURE DROP

Pressure drop characteristics of valves are difficult to
analyze and compare without actual testing of the valves.
Approximate comparisons can be achieved by employing use of a
valve resistance coefficient or equivalent length. Experiments
have shown that the pressure drop caused by a valve can be re-
presented by an equation of the form:

v2

hL= K -2 (2)

where hL = pressure drop in feet of fluid

v = mean velocity in pipe, fps
g = acceleration of gravity

The coefficient "K" is known as the valve resistance coefficient
and is practically constant for any given valve over a large
range of Reynolds number, providing the flow is turbulent. In
general, the higher the resistance of the valve, the more nearly
independent the coefficient is of valve diameter. A comparison
of the valve resistance coefficient "K" for the various valve
types gives a good approximation of pressure drop characteristics.

Valve resistance coefficients have been determined and
estimated for the various valves and are compared in Table 4.
Actual flow data were available for determining "K" values for
the pivoted gate, slide gate, butterfly, and eccentric plug
valves; and K" values for the other valve types were determined
from handbook data or estimated. These "K" values in some cases
may not be representative of our exact design but are reasonably
close enough for comparison purposes. Test results indicate
that globe type valves with a stem angle of 600 have "K" values
about 4, which is in the same range as for angle type valves.
Since the diaphragm valve (Fig. 7) has a larger total deflection
angle for the fluid path, its resistance coefficient is higher
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than for the angle valve. A plug valve with a straight through
concentric flow passage having a minimum flow resistance, equiva-
lent to that of the pipe, and a weight approximately the same as
the eccentric plug valve, is used as a standard for pressure
drop comparison purposes.

Using these "K" values, a diameter was calculated for
each valve type based on equivalent flow capacity and pressure
drop as for the 10 inch plug valve having minimum pressure drop
characteristics. Valve weights were determined and estimated
for these various diameters using the 600 psi weight curves.
Ratios of the various valve weights to the weight of the plug
valve having minimum pressure drop characteristics are compared
in Table 4 and provide a basis for comparison of valve weights
based on equivalent pressure drop and flow. The gate types
(slide and poppet), poppet, and butterfly types indicate low
weight for a given flow and pressure drop. Assuming a line
velocity of 30 fps and a hydrocarbon fuel (s.g. 0.8), the addi-
tional pumping horsepow-er required by the flow loss through the
valve was determined for the various 10 inch valve types and
compared in Table 4. These horsepower values are directly pro-
portional to the "K" values and consequently the valve types
having low "K" values require low pumping power.

The pressure drop characteristics of the valve designs
represented in Figs. 1 through 9 could be improved upon without
weight penalty in several instances by rounding off sharp corners
on the poppets and seats and applying more efficient aerodynamic
shaping of the flow passage and flow obstruction member.

SECTION Vill

SUMMARY

Characteristics of nine types of valves suitable for shut-
off use in 4 to 20 inch aircraft and missile fuel lines have
been evaluated. Nine types for detailed investigation were
selected in a preliminary study and representative designs were
prepared for each type. Weight, dimensions, actuating require-
ment , sealing and pressure drop were evaluated for 60 and 600 psi
application with an operating temperature range from -65°to 450UF.
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This study indicates that the weight of a 10 inch, 600 psi
valve can be expected to vary between approximately 85 and 260
pounds, depending on the type of valve selected. Weight varia-
tion of a similar magnitude may be expected between types in
other sizes or when designed for 60 psi service. The body
weights alone amount to 50% or more of the total valve weight.
Design methods for analyzing the strength of complex shapes such
as valve bodies are very Inadequate and use of experimental
stress techniques is indicated for large size aircraft valve
development. A means of estimating the weight of a valve of
given type when the weight of a different size is known is
presented.

The adverse temperature conditions associated with high
speed flight make material selection and type of construction an
important factor.. When designing for the upper temperature
limit weight reduction of as much as 30% can be realized through
material and fabrication selection.

The type of seal to be employed on various types of valves
has been investigated; however, there is very little information
available on the quantitative behavior of the various seal
arrangements and only qualitative conclusions can be drawn.

The butterfly, pivoted gate, and angle types of valves
are superior for both pressure classes of service. The butter-
fly type valve is far superior in most respects and warrants
considerable attention to the problem of effective sealing at
higher pressures and temperatures.

SECTION IX

CONCLUSIONS

1. The butterfly, pivoted gate, and angle type valves
indicate lower weight trends in the 600 psi pressure class.
These three types, together with the poppet type, indicate
lower weight trends in the 60 psi class. In both pressure
classes large weight differences exist between the various
valve types.

2, The weight of the valve bodies constitutes from 50
to 80% of the total valve weight. In the development of specific
valves substantial weight savings may be obtained by applying
experimental stress analysis techniques.
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3. The upper operating temperature limit should be very
carefully selected because of the great effect of temperature
on weight and material selection. For example at 450°F calcu-
lations indicate that a wrought titanium valve body will be as
much as 30% lighter than the same article in cast aluminum.

4. To handle a given fuel flow four valves will produce
a lesser total valve weight (and probably cost) than one valve
of twice the diameter. For example, four 10 inch, 600 psi valves
might weigh approximately 560 pounds; in contrast one 20 inch,
600 psi valve which would handle the same flow might weigh
1000 pounds.

5. The globe and poppet type valves offer the most pro-
mising sealing characteristics. However, available seal in-
formation is sketchy and at best qualitative. A. definite need
exists for the development of quantitative seal information.

6. Pressure drop appears to be important primarily as it
influences the valve size and therefore weight of a given in-
stallation, i.e., different sizes of various valve types will
be necessary if a given system and therefore valve pressure drop
is to be maintained. Comparing all valves to the minimum pos-
sible pressure drop indicates an extremely wide variation in
weight.

7. Hydraulic actuators appear to be the most feasible
for large power requirements and are not a determining factor
in the valve weight (Table 1). The vane type hydraulic actua-
tor as illustrated in Figs. 3 and 6 is very flexible and pos-
sesses small size for large torque outputs.

SECTION X

RECOMMENDATIONS

1. Results of this study have indicated that future develop-
ment work can most profitably be concentrated on the butterfly,
pivoted gate, and angle type valves for both 600 and 60 psi
pressure classes of service over the size range of 4 to 20 inch
diameter. The poppet type valve should also be considered for
60 psi application. For a specific application, various design
configurations of these types should be thoroughly investigated
in order to obtain the optimum configuration resulting in best
overall performance.
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2. Body design and fabrication of the various valve
types should be thoroughly investigated for application of
wrought materials to conserve weight.

3. Since accurate analytical design of valve bodies Is
difficult if not impossible in most cases, it is recommended
that experimental stress design techniques be applied. Better
material distribution and lower valve weights should result
where these techniques are feasible.

4. In order to provide a basis for evaluating and com-
paring the sealing characteristics of the various seating arrange-
ments for the basic valve types, it is recommended that infor-
mation on leakage and service life be developed for various
operating pressures and temperatures. The effects of material,
surface finish, hardness, and other similar variables should be
considered.

5. Since the butterfly valve is definitely superior in
most respects, the problems connected with sealing the vane at
high pressures and temperatures should receive concentrated
attention.

6. The problems arising from substituting several smaller
valves for one large valve to conserve weight should be care-
fully investigated and evaluated.

7. The use of high line velocities in order to reduce
line and valve size seems worthy of investigation.
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SYMBOL LIST

A Area of cross section, square inches
b Width of sections; subscript "bending"
c Fixity coefficient for columns; distance from neutral

axis to extreme fiber; subscript "compression"
D Diameter
d mathematical operator denoting differential
E Modulus of elasticity in tension; average ratio of stress

to strain for stress below proportional limit
F Allowable stress
f Internal (or calculated) stress
Fsu Ultimate stress in pure shear. This value represents

the average shearing stress over the cross section.
Fty Tensile yield stress at which permanent strain equals

0.002 (from tests of standard specimens)
G Modulus of rigidity
I Moment of inertia
J Torsion constant (=Ip for round tubes)
K A constant, generally empirical
L Length; subscript "lateral"
M Applied moment or couple, usually a bending moment
P Applied load (total, not unit load)
psi Pounds per square inch
r Radius
T Applied torsional moment torque
t Thickness
w Specific weight, lb cu. in.
Z Section modulus, I/y
5 Deflection
p Radius of gyration

Poisson's ratio
$Coefficient of friction
m Reciprocal of pL (Poisson's ratio)
ct Coefficient of torque
Ap Pressure drop, psi
W Flow rate, lb/sec
cf Coefficient of flow
p Unit load, psi
m.s. Margin of safety
i Inside
o Outside
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APPENDIX A

GENERAL DISCUSSION OF VALVE STRUCTURAL ANALYSIS

It will be noticed that the stress analysis utilized in
the design of the various valve parts for weight investigation
exhibits considerable variation in exactness from part to part.
In the design of the actuators and of the internal parts of the
valves, for the most part the expressions used may be expected
to give stress values quite close to the true values for the
design conditions. It is true that in certain cases, the exact
boundary condition was somewhat in doubt; in such an instance,
the more conservative of the limiting conditions was used.
However, with this reservation, the bulk of the expressions
may be said to be exact.

However, in the case of the valve body itself, the same
cannot be maintained. In a rather large number of cases, the
cause of inexactness may be said to be twofold. In the first
place, the various surfaces of the valve body were short enough
so that very few parts may be said to be free from the effects
of relatively distant parts, which added to the uncertainty con-
cerning the boundary conditions. The principal difficulty arose
from the fact that in general, the valve bodies are a complex
of geometrical shapes for which exact theoretical stress expres-
sions simply do not exist. In particular, such expressions are
unavailable which describe the stress conditions near and at
the intersection of two such shapes.

The reason for the absence of such expressions is of course
the mathematical complexity involved. Industrial valve companies
go as far as they can in the design of the valve body by util-
izing the few relatively simple equations that do exist and then
resort to some form of experimental stress analysis to complete
-the design.

As a result, in the design of the valve bodies for weight
comparisons in the present study, simplifying assumptions were
necessarily made for some cases; the resulting expressions are,
however, sufficiently accurate for weight comparison purposes.

In a very few cases, more or less common to all the valves,
more exact expressions than those used above do exist; it remains
to check the results obtained by the use of these equations with
those obtained from the simpler expressions actually used in the
valve design.
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F langes

Bolted flanged connections contribute significantly to
valve total weight (10 to 20% for the valves studied) Indicating
a need for a relatively accurate design method. Methods have
been developed (1) for flange design in which the gasket or
contacting flange surfaces are entirely within the bolt circle.
However, the flat-faced flange with the accompanying "0"-ring
gasket was adopted for use in the design of the valves studied
and when surface contact occurs beyond the bolt circle, the
resulting moment tends to help prevent the flange ring from
rotating, and smaller flange dimensions may be used.

As yet no acceptable solution has been developed for this
particular case. One approach Is to consider the case of the
full face gasket with flat flanges (35). The results may also
be expected to be on the conservative side.

For comparison purposes, design of the flanges was effected
using this method, and was compared with the results of the
method actually used in the valve design. Such comparisons in-
dicated that the percent deviation between results of the two
methods increased with increasing valve size. As an illustra-
tion, for the 10 inch, 600 pound valve flange, a ring thickness
of. 1.66 inches was determined using the actual design method.
By the full-faced gasket method, a ring thickness of 1.80 inches
was required.

Since the latter method is known to be conservative, the
actual design method, although less rational, is felt to be
approximately correct.

It may be mentioned that other approaches to the problem
of flange design exit (37) (38) but none are directly applicable
to the actual design used.

Cylinder Wall Thickness

In nearly all the valves, there occur one or more body
parts which may be considered as basically a cylindrical pres-
sure vessel with a circular section. In the design of these
parts the modified Barlow equation was used with an additional
factor of 25% as compensation for the shape effect of adjacent
parts.
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Computations were carried out to determine the true shape
factor, using a more rational expression for cylindrical pres-
sure vessel thickness than that afforded by the modified Barlow
equation. For a 10 inch, 600 pound valve, the arithmetic mean
of the values for thickness determined by the Lami, maximum
strain-energy (Ref. 39) and maximum distortion energy (Ref. 40)
methods was 0.74 inches; the design thickness of 1.12 inches
therefore included a true shape factor of 50%. Similarly, for
a 20 inch valve, the true shape factor was also 50%, while for
a 4 inch, 600 pound valve, the true shape factor was 83%. Thus,
50% rather than 25% represents the minimum factor allowed to
provide for the largely indeterminate end condition, local
stress concentration, and corrosion effects.

Pressure Vessel Closure

It should be mentioned that one of the few parts of a
valve body for which relatively exact theoretical expressions
exist is that of a flat head closure to a cylindrical pressure
vessel. Watts and Long (41) have obtained expressions for
stresses in such a case, applicable however, only to relatively
thin-walled vessels. A similar group of expressions appears in
Roark (42). A check of the results obtained in the above design
of the valves for weight comparison reveals that for the given
condition, including cylinder wall thickness, design by the
assumption of a clamped uniformly loaded plate give results
approximating those of the more exact method. An accurate
comparison cannot really be made, however, due to the unknown
thick-wall effect.

It might also be mentioned that a number of the plate
equations used in the above design have been verified experi-
mentally. In (43), (44), and (45), normally loaded clamped
edge rectangular plates, circular plates without, and circular
plates with central holes, respectively, were tested; the re-
sults were found to agree within a few percent of the corres-
ponding theoretical values.

It has been mentioned previously that little theoretical
information is available concerning stress conditions at the
junctures of complicated shapes such as are found in the valve
bodies of the present study. For the purposes of weight com-
parison, it was deemed unnecessary to attempt to uti1ize the
experimental information obtained by industrial valve companies,
particularly since the valve designs of the present study
differed from their commercial counterparts, sometimes markedly,
rendering such information of, at best, only qualitative value.
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It was recognized from relatively idealized studies (46),
(47), that stress concentration factors of the order of 4 or 5
or perhaps even larger may be present at the intersection of
surfaces; in the weight design of the valve bodies, generous
fillets and rounds were employed to relieve the unfavorable
stress conditions while adding negligibly to the weight.

It was also realized that certain other factors exist,
dependent upon service requirements, which will influence valve
design to a more or less indeterminate extent. For the most
part, insufficient data on service conditions has prevented a
real evaluation of the extent of the influence of each. Never-
theless, in the design of a particular valve for a particular
set of conditions, these factors, listed below, may each play
a part.

Thermal Stress

For the temperature range given by the design conditions,
thermal stress may or may not be important, depending upon
resulting temperature gradient and end restraint which is it-
self partly a function of temperature. In all probability,
lateral restraint will be slight, depending to a large extent
upon the method of valve support. Axial restraint, however,
is a decided possibility and in valve design for a particular
system, would have to be considered.

Cyclic Loading and Fatigue

All parts of each of the valves are to some extent subjected
to cyclic loading by repeated operation of the valve, hence the
possibility of fatigue failure must be considered.

The nature of the loading varies from part to part. It
may be stated that for the most part, complete stress reversal
occurs in only a relatively small number of the valve components,
i.e., moving parts of the actuators and some actuating shafts.
For the rest of the valve there is stress repetition but not
reversal. Also, the range of stress varies from a very small
value in the case of the valve body to an appreciable magnitude
in the case of parts of the actuators.

Fortunately, those paris most subject to fatigue failure
have been designed, for the most part, by considerations other
than strength, resulting in a generous allowance for repeated
stress. As a result, a detailed analysis of the loading cycle
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for such parts has been unnecessary, particularly in view of
the relatively few number of design cycles (100,000).

As a final note, it may be stated that cyclic loading
(vibration) may conceivably occur in the valve installed in the
system, due to outside forces, and set up large stresses in any
part of the valves.

Creep

No allowance was made for creep in the selection of the
allowable stress in the above design of valves for weight for
the following reasons:

Creep for a given material is basically dependent upon
duration of loading and temperature. Now the maximum duration
of loading is unknown; it would appear to be no more than per-
haps a few hours. With respect to temperature, it was felt
that for the metallic materials used, the maximum design tem-
perature (450 0F) was not large enough to produce, in conjunction
with the above assumed duration of loading, a creep problem.
For the non-metallics used, creep can unquestionably occur.
However, if the questionable material is carefully confined,
creep should be no problem, even for this case.

Corrosion Fatigue

Corrosion fatigue failure not only requires that a metal
be subjected to repeated alternate loading, but also be exposed
to a corrosive environment. Although producing a failure similar
to ordinary fatigue, this failure can be produced at a much
lower stress than the endurance limit of the material due to
the added influence of corrosion. Corrosion fatigue cannot
always be minimized by elimination of radical changes in shape
and avoiding areas of stress concentration because pitting
which can accompany corrosion can provide enough discontinuity
in geometry to initiate stress concentration and ultimate
fatigue failure.

Valve stems, bolts, poppets, and other load bearing com-
ponents are more susceptible to this type failure than the valve
walls. Adequate corrosion fatigue endurance limit information
will be required in the design of these large valves.
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Surge Pressure

Pressure increase due to valve closure is not dependent
upon working pressure, but upon velocity. Maximum increase in
pressure will occur when the total flow is stopped within a
period of time equal to that required for the pressure wave to
travel from the point ofclosure to the opposite end of the line
and return. This time can be expressed

t = 2L (3)a

where t = time in seconds for valve closure
L = length of line in feet
a = wave velocity, fps

The wave velocity is determined by

a = 12 (4)

g ( +  _F-)

where g = acceleration due to gravity
w = fluid density
D = ID of pipe
c = thickness of pipe wall
k = voluminal modulus of elasticity of fluid
E = modulus of elasticity of pipe material
v = fluid velocity

and the maximum pressure rise in psi:
P = aV x .433 (5)

Using the 10 inch line used in this study for the 600 psi range
and assuming the fluid to be water, the maximum pressure rise
above static is equal to 1870 psi. The time of valve closure
required to produce this rise, assuming a length of line of 5
feet is t = .0022 seconds. It can be seen that to produce a
maximum pressure rise the valve closure must be virtually in-
stantaneous. Valve closure in time greater than 2L/4 may also
cause pressure surges, but the magnitude is much less than with
instant closure. Moreover, surges can arise from the opposite
action of acceleration such as valve opening or pump starting.
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APPENDIX B

DESIGN CALCULATIONS

The design calculations and assumptions used in the
design of the various valves for determining weights and
actuator requirements are presented for the more important
components of each of the nine valve types. These calculators
are representative of how the various parts were analyzed;
however, for brevity, many incidental calculations are omitted.
Parts common to the valves that were analyzed in the same
manner (bodies, flanges, and plates) are presented in a general
section.

The sample calculation for the 10 inch, 600 psi angle
valve presented in Appendix C is representative of the type
of analysis used for each valve.

I. GENERAL

A. Body

1. Minimum shell thickness, t: modified Barlow
formula as specified by the American Standards Associa-
tion Bl6e (1939) for flanged fittings including valves.

for diameters less than 5 inches

t = 2 .. + 0.065 (6)

for diameters greater than 5 inches
t = + .1 (7)

where D = outside diameter, inches
p = design pressure, psi

To the thickness thus determined a factor of 25% was
added to compensate for shape. This calculated thick-
ness is used throughout the body unless otherwise noted.

B. Flanges

1. Bolt number and size

a. Number of bolts, N -- same as the number of
bolts in a standard ASME flange of comparable size
and pressure class.

b. Assumed m.s. allowable load -1 5 (8)design load
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2

c. Hydrostatic end load P = r (9)

d. Allowable load per bolt = (10)

e. Standard AN bolt size selected

2. Dimensions

where DF = flange OD

Do = valve OD

Di = valve ID

e = 2 x bolt diameter
c = 1/2 bolt head +

wrench clearance +
fillet radius

DF = DBC + 2e (11)

3. Determination of flange thickness, tf

a. Assumptions -- the following conditions
exist on the flange ring: (1) full fixation at the
bolt circle; and(2) P distributed uniformly about Di.

b. /' 3- '2mri 2  - 2ri 2(m+l)ln ro/rI 
L ro (m-l) + ri (m+l)

(12)
Unless otherwise noted, this method is used for all flanges.

C. Circular Flat Plates

Case 1. Edges simply supported, uniform load over
entire surface.

a. Maximum tress at center

t - (3+u) (13)

b. Maximum deflection at center

L- r4 (14)

Case 2. Uniform load over entire surface, edges
fixed (Note: The assumption was made that bolting as
well as integral construction produced fixity)
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a. Maximum stress at edge in the radial direc-
tion:

Ft (15)

b. Maximum deflection at center

Sr (16)

D. Circular Flat Plates with a Hole at the Center

Case 3. Inner edge simply supported, uniform load
over entire actual surface.

Case 4. Inner edge fixed, uniform load over entire
actual surface.

Case 5. Outer edge simply supported, uniform load
over entire actual surface.

Case 6. Outer edge fixed, uniform load over entire
actual surface.

All of the foregoing involve rather lengthy expressions
for minimum thickness and deflection determination, but
are characterized by the general forms

a. t = K prQ 4  (17)
Fty

b. 5 - Klprn 4  (18)

Numerical values for K and K1 for various values of the
ratio ro/ri and u = 0.3 for the different conditions were
obtained from Ref. 38 either from tables or by evaluating
the appropriate expression. For Case 4, K and K1 were
evaluated using an expression to be found in Ref. 42.

II. VALVES

PIVOTED GATE (Figure 1)

A. General Assumptions -- valve overall dimensions were
established by gate travel from open to closed, with the radius
of rotation of the midpoint of the gate equal to the valve OD.

B. Components

1. Gates -- gate thickness was established by con-
sideration as a circular plate uniformly loaded with edges
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supported, Case 1. Maximum load conditions occurring
with valve in closed position.

2. Gate Carriage Arm
moment at sec ion 1-1, M = PL' (19)

where P = r x p x 0; DG = gate OD (20)

maximum stress at section 1-1

Mc (21)

approximate maximum stress in ring section 2-2
f +Mc (22)

A I

where M = PID2

A = cross-sectional area of ring
Pt = P/2

3. Shaft
torsional moment: T = PL

Round section: D = " 16T (23)

Square section: b = 4.8T (24)

where b = length of side of square

4. Body Sections: The lateral flange on the body
is assumed to divide it into two distinct parts. A strip
section is taken at the center of the bonnet and assumed
to act as a beam uniformly loaded and fixed at both ends.
The maximum moment is obtained by the expression

M= PL2  (25)12

where L = unsupported length of the strip. Ribs were
added to gain a more economical distribution of material.
The strip then has a "T" cross section and is designed to
resist the maximum moment

I= z (26)
Y .Fty
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The ribs were spaced alternately with bolts in the
lateral fla.nge.

C. Maximum Operating Torque -- Maximum resistance is
experienced at the point of breakout or Initial opening of the
valve with full pressure drop across the gate. The coefficient
of static friction ($) is assumed to have a value of .25. The
torque may be expressed:

T = PL (27)
where P and L have the same values as in item B-2.

D. Actuator

1. With the torque known and selection of suitable
lever arm consistent with other valve dimensions, the
thrust for the actuator can be determined

p = (28)

2. Piston area: (assuming 3000 psi operating
pressure) P1

Ap = l.l(3-o--)(lO allowance for friction) (29)

3. Piston diameter: Dp = 4A- (30)

4. Cylinder wall thickness

-- where PB = burst pressure (31)

5. Piston rod cross-sectional area
p = F (32)

6. Cylinder closures -- Assume as circular plates
fixed and supported at edges both with and without a hole
in the center.

Y-PATTERN GLOBE (Figure 2)

A. General Assumptions
Poppet lift -- 50% of valve OD
Poppet diameter -- 10% greater than valve OD
Piston area -- 25% greater than area of poppet

B. Components

1. Poppet -- analyzed as a circular plate with a hole,
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Case 3. Maximum stress occurs at inner edge just as pop-
pet leaves seat against full line pressure. Thickness
determined using equation (17) and deflection checked
using equation 18).

2. Piston -- analyzed as a circular plate with a hole,
Case 2. Thickness determined using equation (15).

3. Stem -- analyzed as a short column with L/e : 100.
Maximum stress occurs when hydraulic force on piston
balances pressure load on poppet.

a. Diameter determined from equation (32).

4. Cylinder Cover Plate -- analyzed as a uniformly
loaded circular plate with a hole, Case 4. Same number
of bolts used as for a comparable flange and bolt size
determined from pressure load with a m.s. of 2.

a. Cover Plate OD = bolt circle diameter +
2 x 15 (bolt diameter)

b. Thickness determined using equation (17).

5. Spring

a. Assumptions:
mean coil diameter, Dmc = 2.75 inches
500 lb. spring force in the open position
50 lb. spring force in the closed position
material -- chrome silicon alloy steel
design stress -- Fs = 130,000 psi

b. Wire diameter Dw 3 2.55xPxDmc (33)V Fs

c. Number of coils N = x G x Dmc (34)

SLIDING GATE VALVE (Figure 3)

A. General -- Line flange dimensions were determined by
the method described in Section I-B with the exception of thick-
ness. The total flange thickness or dimension "A was held con-
sistent with the height of the curved portion of the valve.
This radius of curvature was assumed equal in all cases, to the
line diameter. The chord length of the arc was numerically equal
to the slide width.
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B. Components

I. Slide -- Maximum lobed ing condition occurs with
slide in closed position wifth full pressure differential
across it. Although not a Cxircular plate, it is loaded
over a circular area and is losely approximated by using
the expressions for a circuTlar plate uniformly loaded and
simply supported, Case 1.

2. Crank -- Analyzed as a canti lever beam with maxi-
mum moment expressed by equaat ion (19) and minimum section
determined from equation (26-6).

3. Body Section Thicknsess -- A section thickness was
determined for the curved al-raas by consideration of only
the tensile or so calied menml>rane stresses by:

t = P r -( 3 5 )
Fty

where r = radius of curvatuilre.
This thickness was maintaintlec for the body flanges. The
method is strictly an approoximation as bending stresses
occurring at the change in airvature at the flange are
disregarded and assumed to be compensated for by an in-
crease in section thicknessathrough the addition of a
generous fillet.

4. Shaft -- The shaft was proportioned through the
use of expression (23).

C. Maximum Operating Torquue -- The torque on this valve
is measured as the product of gatte resisting force times and
effective length of the crank. C0onservatively, a crank rotation
of 300 is chosen as the maximum p0 int. Since full pressure drop
still exists across the slide (fw;r-ther rotation would increase
the lever arm but decrease the presure drop and the slide resis-
tance), the conservatism arises frcm the choice of the coefficient
of friction as being that at breukcut. The resisting force can
be expressed by equation (20). TMThe length of effective lever
arm: LE = Lcsing (36)

where 9 is the angle of rotation.,

D. Actuator -- Analyzed tithe same as the vane type actua-
tor for the butterfly valve with t he exception of top and bottom
plates. These plates were approxxi nated by considering them as
rectangular flat plaIes with fixeedl edges

Mmax = BpL (37)
where B is a numerical factor delpLnding upon the ratio of the
sides of the rectangle.
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POPPET VALVE (Figure 5)

A. General Assumptions -- The flow passage area is con-
stant throughout the valve. The piston area Is 25% greater than
the area of the poppet exposed to line pressure.

B. Components

1. Body -- Analyzed as a thick walled cylinder. The
Barlow equation (7) was used in determining the wall
thickness without the 25% shape factor.

2. Inner Cylinders -- Analyzed as cylinders subjected
to external pressure.

a. Thickness

p = L (38)
1+4 F_ x

3. Inner Cones -- Analyzed as cylinders subjected to
external pressure.

4. Pistons -- Design determined by sealing requirements.

C. Actuating Force -- Although designed for line pressure
actuation, external hydraulic or pneumatic means could be used.
The maximum force occurs in the closed position with full line
pressure drop across the poppet.

P = 1 (D12-D22 ) x p (39)

BUTTERFLY VALVE (Figure 6)

A. General Assumptions -- The offset split shaft arrange-
ment was patterned after a design developed by North American for
an oxygen fuel shutoff valve. The offset shaft minimizes the
problem of shaft sealing and simplifies the sealing of the vane.

B. Components

1. Vane -- Analyzed as a circular flat plate uniformly
loaded and supported at two points on periphery. Maximum
stress occurs at supports with vane in the closed position.
An allowable deflection was assumed at outer edge of vane
for efficient sealing. 0.371 pr 4(2)(lI. 2)

a. Thickness t - E6 (40)

Maximum stress checked for this thickness.

WADC TR 54-562 - 55 -



2. Shaft -- Analyzed as a cantilever beam with one
end fixed in the bearing and supporting half the vane
load.

3
a. Diameter D = 0982 x Fty (41)

b. Shear Stress -- check shear stress in shaft
due to torque f = (42)

C. Actuating Torque -- Sum of the aerodynamic and bearing
friction torques (plus an additional 25%). Maximum aerodynamic
torque assumed to occur at a vane angle of 700 from the closed
pos it i on.

1. Aerodynamic Torque TA = CtD 3Ap (43)

A flow velocity of 60 fps was assumed for determining Ap.
Ct for a vane angle of 700 = 0.2

W = 75.5 CtD 2 VW-Ap (44)

2. Bearing friction torque TBf = PxrbxO
A coefficient of running friction equal to 0.1 was used.

D. Actuator (vane type) -- A mechanical efficiency of
60% was assumed for this type of actuator. A design torque of
twice the operating torque and a hydraulic design pressure of
2-1/2 times the operating pressure was used in design.

1. Vane size T = pbdLL (45)
r 1

2. Vane thickness -- analyzed as a cantilever beam
uniformly loaded

t F P- (46)

3. Body -- The body and cover plates analyzed as
plates with fixed edge conditions.

a. Side Plates -- analyzed as flat rectangular
plates. The maximum bending moment occurs at the
middle of the longer sides and is determined from
equation (37).

t = m x 6 (47)
L xF
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b. Bottom and Cover Plate -- analyzed as a tri-
angular plate with fixed edge conditions. The maximum
bending moment is somewhat less than half that for a
square plate.

DIAPHRAGM VALVE (Figure 7)

A. General -- An assumed proportioning of the diaphragm
established a maximum diameter through the valve. With this
diameter and the Barlow equation a maximum body thickness was
determined.

B. Components

1. Flange -- Flange dimensions determined by the
method described in Appendix B-l.

2. Poppet -- Assumed that the poppet takes all of the
load with the valve in the closed position. Analyzed as
a circular plate uniformly loaded and simply supported at
the edges, Case 1.

3. Cover Plate -- Considered as a circular plate with
clamped edges, Case 2.

4. Diaphragm -- Little is known about the analytical
approach to sizing this member. Experimental development
is used by manufacturers. The diaphragm is subjected to
pressure on both surfaces at all times with the maximum
differential being at the instant the valve is to be
opened. Since experimental development would be required
on this member, a thickness is approximated within prac-
tical limits for flexibility and strength. This member
could very well establish the maximum practical size for
this type valve.

ECCENTRIC PLUG VALVE (Figure 8)

B. Components

1. Valve Body -- With ribs as shown in Fig. 8, central
horizontal strip analyzed as uniformly loaded T-beam with
fixed ends, with a span length equal to one-half the
horizontal distance, flange to flange.

2. Cover Plate -- analyzed as a uniformly loaded cir-
cular plate with a hole in the center, clamped at the
outside edge, Case 6.
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3. Valve Barrel -- Check assumed thickness, con-
sidering as thin-walled circular cylinder, clamped at
ends and subjected to internal pressure.

f ~6 #2X2(2z)J+p (8
fmax= t2  2t (48)

where = U , 1/4 (49)

2a =L

X2 (2a) = trigonometric function of 2a

4. Bottom of Valve Barrel -- Analyze as a uniformly
loaded circular plate, clamped at the edges, Case 2.

C. Maximum Operating Torque -- Maximum resistance is
experienced at instant of valve opening with full pressure drop
across plug. Coefficient of static friction ($) is assumed to
have a value of 0.25. Torque may be expressed: T = PLO (50)
where P = p x (area of port opening + area of seating surface)

L = radius, plug shaft center to seating surface

1. Plug shaft -- Design criteria are bending and
torsion; considered as acting independently.

a. Bending -- Consider plug and shaft as uni-

formly loaded beam with edges fixed at bearing edges

32 ( )
7 = (51)

where L = distance, edge to edge, of shaft bearing
surfaces

P = p x projected area of plug body and ends
D = shaft diameter

b. Torsion f = (52)7rD 3

2. Plug Body Ends -- Design criteria: bending with
bending moment same as PL/12 in (a) above.

3. Plug Body -- Design criteria: assumed as uniformly
loaded beam with fixed ends

f = (53)
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where t = plug body thickness
P = p x projected area of plug body
L =length of plug body

Deflection 6 (max. at center)

PL3  (54)Oma x = 94(54

where P and L are same as in 3 above.

D. Actuator -- Assumed a torque efficiency of 80%

Design Torque = - where PLO as in C above (55)

Piston, piston rod, cylinder, wall, and cylinder closures
designed as in D-2, 3, 4, 5, and 6, Pivoted Gate Valve. Connec-
tion between piston rod and crank arm -- pin diameter assumed
and checked for double shear. Crank arm considered as twin-
cantilever beam with concentrated force acting at end. Pivot
point bracket designed as shown in Fig. 8. Checked for bending
at critical section (double T-beam).

CONE VALVE (Figure 9)

A. General Assumptions
Slot area = pipe area
Cone height assumed equal to 1.865 base diameter

(valve ID)
Assume 8 equal slots, each of 150 arc in width, equally

spaced around conical surface; seating surface is
this 7-1/20 of arc.

Assume minimum seating width = 1/8 inch.

B. Components

1. Inner cone bars (solid sections between slots) --
Most critical of several conditions checked occurs when
slot in outer cone is just covered. Condition approximates
that of a uniformly loaded rectangular plate with two
opposite edges simply supported, a third edge free, and
the fourth edge clamped.

f = 6(DpL )  (56)

where L = length of longer side
= factor dependent on a/b

I = length of shorter side

Since plate is actually tapered, maximum value of for
any condition was selected, to be on conservative side.
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Check for deflection max  (57)

where 5 = deflection
y = factor dependent on b/a

For same reason as above, maximum value of y was used.

2. Outer cone bars -- analyzed by considering as a
uniformly loaded, simply supported trapezoidal beam (valve
is completely closed).

f = 6(0.078 bpL 2 )/Fty (58)
where b = maximum width of be m

L - beam span
In order to avoid excessive weight, a rib was added,
making in effect a "T"-beam. Deflection was checked by

5PL 3

6 = - (59)

where P = total load on beam
L = beam span

3. Vane Chamber Endwalls -- Can roughly approximate
as containing an elliptical hole subjected to internal
pressure. With outer boundaries at an infinite distance,

p (a _) Id2+ (a/2) 2

f 7 (60)max b d 2_(a/2) 2

with a, b, and d as shown in sketch.

4. Vane Chamber outerwall -- analyze as a short
fixed-ended cylinder subjected to internal pressure.
Check for tangential stress by Barlow equation.

5. Limit Stops (statronam vanes) -- consider just as
uniformly loaded fixed ended beam.
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fmax t2  (61)

where t = thickness of stop
L = span

Consider also as uniformly loaded rectangular plate simply
supported on two opposite sides, fixed on the third and
free on the fourth

f 6(pL2 ) (62)
max t2

where L = span of plate (direction normal to "a")
p= factor dependent on b/a

The first consideration gives the thickness at the free
edge; the second, that at the clamped edge opposite to
the free edge.

C. Maximum Operating Torque -- Maximum resistance is
experienced at instant of valve opening with full pressure drop
across cone. Coefficient of static friction (0) is assumed to
have a value of 0.25. Torque may be expressed:

T = (ro+t)3+27r(ro+t)2 pL (63)2 sina

where a = one-half the cone angle
ro = radius of base of inner cone
t = thickness of inner cone
L = length of cylindrical portion of inner cone.
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APPENDIX C

SAMPLE DESIGN CALCULATION -- 10 INCH, 600 PSI ANGLE VALVE

Design Conditions

600 psi operating pressure
1200 psi design pressure
450°F design temperature

Design Calculations

I. Body

Material: 356-T6 cast aluminum alloy
Design stress: Fty at 450°F = 7500 psi

A. Determine minimum body thickness

t =pD + 0.1 (modified Barlow equation) (64)=2Fty

where p = design pressure, psi
Do = actual outside diameter, inches

t = 1200 x 10
2 x 7500 + 0.1 = 0.9 inches

Add a 25% shape factor 1.25t = 1.125 inches
This calculated thickness is used throughout the body for weight
estimations.

II. Flanges

Material: 356-T6 cast aluminum alloy

A. Determine flange thickness tf

tf 73P 2mri 2 -2r2.m (65)
t V wF ty L ro2 (ml)+ri2 (m+1)

where P = hydrostatic end load, r/4 D1 2p, pounds
ri = inside flange ring radius, inches
ro = bolt circle radius, inches

tf 2
tf = X 7x4 x 7500 _ (2 x33.33 x 15 - x 5x4.33xO.482

2 rj4xj 39.7x2.33 + 15 x 4.33

= 1.66 inches

B. Determine size of bolts
Assume 16 bolts 2
Pressure force = 7r/4 (7.75) x 1200 = 56,600 lbs.
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56,6005 = 3540 lbs/bolt16 =

A safety factor of 6 is used for line flanges
6 x 3540 = 21,240 lbs/bolt
Use 16 - 9/16 AN bolts (23,600 lbs/bolt)

C. Determine flange dimensions
Assume bolt edge distance (e.d.) = 1.5 x bolt diameter

= 1.5 x 0.56 = 0.84
Flange OD = 10 + 2(e.d. + 1/2 bolt head + wrench clearance +

fillet radius)
= 10 + 2(0.84 + 0.46 + 0.25 + 0.56) = 14.22 inches

111. Poppet

Material: S.A.E. 4340 steel
Design Stress: Fty at 450°F = 165,000 psi
Poppet diameter -- The poppet will be beveled at a 450

angle to rest on the seat (Fig. 3). Minimum poppet diameter has
been assumed the same as the valve ID. The maximum poppet diameter
then becomes:

D max = Valve ID + 6.5% Valve ID
= 1.065 (7.75) = 8.25 inches

A. Determine thickness -- analyze as a uniformly loaded
circular plate with a hole in the center, simply supported at
inner radius ri

t2  Kpr (66)
Fty

t = thickness, inches
p uniform load, psi

ro = outer radius, inches
K = factor depending on ro/r i and Poisson's ratio

Assume for the moment r i = 0.62
Then ro/ri = 4.1/0.62 and K = 5.9

2  5.9 x 1200 x (4.1)2- 1651000 = 0.72

t = 0.85 inches

B. Check deflection in closed position (seated) -- Can be
conservatively analyzed as a uniformly loaded circular plate
with a hole supported at the outer radius, ro .

K LLn4 (67)5max = (67)
mmax = maximum deflection (at ri)

E = modulus of elasticity, psi
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t = poppet thiockness, inches

K, = factor dependi ng on ro/ri
and Poissormvi? ratio

for ro/ri - 4.1/0.62, K1 = 0.80

0.8 x 1200 x (41)4 0
5max - 29 x 10 x (0.85) = 0.0153 inches

This deflection should not prevent good seating..

IV. Piston

Material: 4340 steel

A. Determine diameter., d
Pressure force on poppet = 7r/4 (8.25)2 x 1200 =164-.200 lbs.
Assume a 10% friction force due to packing. NowvaLssume use of
3000 psi hydraulic pressure.

1.1 x 64,200 = 3000 x - (d 2 (1.24 )2)

d2 = 31.44

d = 5.61 inches -- use 5.7 inchees

B. Determine thickness, t
Analyze same as poppet -- ro/ri = 2,85/0.62 4.06; K = 4.75
Assume 2.5 times the working pressure as the desiign pressure
for hydraulic actuators

2.5 x 3000 psi = 7500 psi

t2  4.75 x 7500 x (2.85)2 1.76- ]65,000 . .17

t = 1.33 inches

V. Cover Plate

Material: 4340 steel
Design Stress: Fty at 450°F = 165,000 psi

A. Determine size of bolts and bolt radiusaFR 2
Pressure force on plate (conservative) = r/4 x (56,7) x 1200

= 30,700
30,700/12 = 2560 lbs/bolt 10,200
Use 12 - 3/8 AN bolt m.s. 26601

R = 2.85 +0.25 +,4_,375 +0.25 +0.19
- 3.96

Use R = 4.0 inch0es;
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B. Determine cover plate OD
OD = 2R+2(l.5d) = 2 x 4.0 + 2(1.5 x 0.375) = 9.125

C. Determine thickness, t
Analyze as a uniformly loaded circular plate with a hole in
the center, fixed at the outer radius ro

ro/ri = 4.0/0.62 = 6.45; K = 1.4

t2 Kprn 2 = 1.4 x 7500-1200) x (4.0)2
Fty - 65,000 = 0.855 (68)

t = 0.925 inches Use 0.95 inches

VI. Cylinder Housing

Material: 4340 s teel
Design Stress: Fty at 450 F = 165,000 psi

A. Determine Wall thickness, t
Assume OD = 6 inches

t 22a = 7500 x 6 - 0.136 inches (69)2Fty -2x 165,000-

Use t = 0.15 inches
Actual OD = 5.7 + 2(0.15) = 6.0 inches

B. Determine height
Height = bottom clearance + piston thickness + lift + shaft
offset thickness + clearance on top.

= 1 + 1.33 + 5 + 0.45 + 0.12 = 7.90 inches
Note: all values except piston thickness assumed

VII. Cylinder Cover Plate
Material: 4340 steel

A. Determine size of bolts and bolt radius, R
Cover plate is sized for actual 3000 psi hydraulic pressure.

Pressure force = 7r/4 (5.7)2 x 3000 = 76,600 lbs.
76,600/16 = 4780 lbs/bolt 6500
Use 16 - 5/16 AN bolts m.s. - 4780 1 = 0.36

R = 2.85 +0.15 +0.12 +0.31 +0.12 '0.15 = 3.70 inches

B. Determining cover plate OD
OD = 2 x 3.7 + 2(1.5 x 0.31) = 8.33 inches

C. Determine thickness, t
Analyze as a uniformly loaded circular plate fixed at outer
radius, ro .
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,2= 3 Pro = 3 3000 x (3.7) = 16, v 2 (o
300-t T ]00 0.8 (70)

t = 0.433 inches Use 0.45 inches
Note: No hydraulic fluid above piston -- allowance of 3000 psi
for leakage.

VIII. Stem

Material: 4340 steel
Maximum load occurs with valve fulls opened
Total load on piston = 7500 x 7r/4 (5.7)2 - (1.24) 2 J=

= 182,500 lbs.

A. Determine stem diameter, d -- ssuming d = 1.24 inches
Tension on stem = P/A = 182,500/ (1.24) - 150,500 psi
Since 150,500 psi < 165,000 psi, use diameter = 1.24 inches.

B. Determine stem offset thickness, t

Design Stress: Fsu at 450°F = 105,000 psi

7rDt x 105,000 psi = 182,500 lbs.

t = ~ 182,500
1 x .24 x 105,000 = 0.445 inches

IX. Stem Guide and Stop

Material: 4340 steel

A. Determine wall thickness, t
Analyze as a compression member

w/4 (OD2 - stem diameter 2 ) x Fcy = 182,500 lbs.

OD2 = 4/7- x 182 500 + (1.24)2 = 2.945

OD = 1.72 inches

t = 1.72 - 1.24 0.24 inches Use 3/8 inch to

give adequate bearing and support
for stem.

X. Spring

Material: chrome silicon - alloy steel
Design Stress: Fsy = 130,000 psi
Assumptions: mean coil diameter, Dmc = 2.5 inches
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500 lbs. spring force in the open position and
50 lbs. force in the closed position

A. Determine wire diameter, Dw
3 2.55P x Dmc = 2.55 x 500 x 2.5 0 0

= Fsy = 130,000 = 245 (71)

Dw = 0.29 inch

Nearest standard gauge -- 0.307 Inch

B. Determine number of coils, N

N = 6GD 5.55 x 11 500,000 x (0.307)4  .08 (72)
=8PmcJ8 x 560 x (2.5)J

500-50 90bsnh
Spring index = 5 - 90 lbs/Inch

5 = 500 = 5.55 inch total deflection

Use 10 active coils
Assume one dead coil on each end, giving a total of

12 coils.

Weight

Based on the design calculations presented, the weight
of the component parts contributing the major portion of the
weight for the 10 inch, 600 psi valve are:

Body and flanges 72.98 lbs.
Poppet 13.04 lbs.
Seat 3.73 lbs.
Cover Plate 22.00 lbs.
Piston 11.67 lbs.
Actuator 16.40 lbs.
Stem 5.30 lbs.
Spring & Stem Guide 3.81 lbs.

148.93 lbs.
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