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PREFACE 

This  report,  DMIC Report  136B,  is the second of a series on 
the effects of alloying elements in titanium.     The first,  DMIC Report 
136A,  dealt with the constitution of binary and ternary alloys.    A 
subsequent volume,  to be designated DMIC Report 136C, will be con- 
cerned with mechanical properties of titanium alloys. 

ADDENDUM TO DMIC REPORT 136A 

During the preparation of DMIC Report 136A,  the magnifi- 
cations of several photomicrographs were inadvertently omitted. 
Specifically, the photographs shown in Figures 32 and 93 (pages 61 
and 146,   respectively) were taken at a magnification of 250X while 
the photograph shown in Figure 94 (page  147) was taken at a magni- 
fication of 7500X. 

■ 
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THE EFFECTS OF ALLOYING ELEMENTS 
IN TITANIUM 

VOLUME B.     PHYSICAL AND CHEMICAL PROPERTIES, 
DEFORMATION AND TRANSFORMATION 

CHARACTERISTICS 

SUMMARY 

Considerable data on the physical,  electrical,   and chemical proper- 
ties of titanium alloys  have been generated.     However,  few systematic 
studies of the effects of alloying additions on these properties of titanium 
have been made.     This  report reviews the pertinent data and attempts to 
correlate changes in these properties, where they have been observed, 
with alloy content. 

Information on the diffusion of interstitial elements in titanium is 
reasonably complete and reliable diffusion data on the more important sub- 
stitutional alloying additions  are also  available. 

An analysis of the effects of alloying additions on the deformation 
mechanisms and textures,   recovery,   recrystallization,   and grain-growth 
characteristics of this metal is presented. 

A considerable amount of information concerning the reaction 
kinetics of titanium alloys has been developed.     These data are  reviewed 
in terms of the effects of alloying additions  on the martensitic ,  beta-to- 
alpha, beta-to-omega,   and/or eutectoid transformation temperatures. 



INTRODUCTION 

This is the second in a series of reports which is intended to  sum- 
marize the state of the art in the development of titanium alloys as of the 
year I960.     The first report (DMIC Report  136A),  dealing with the consti- 
tution of titanium alloys, was issued on September  15,   I960.    A third re- 
port,  devoted exclusively to mechanical properties,  is now in preparation. 

The purpose of these  reports is twofold.     First,  they will provide an 
up-to-date review for those already familiar with the properties of titanium. 
Also,  for those unfamiliar with the metal,  these reports  should provide a 
good basis for understanding the capabilities as well as the limitations of 
this metal and its alloys. 

The over-all objective is to promote the most effective use of ti- 
tanium and its alloys in solving both current and future materials problems 
in defense applications. 

PHYSICAL PROPERTIES 

Density 

Obviously, the densities of titanium alloys are proportional to both 
the amount and density of the individual alloying metals.     This is apparent 
in Figure   1 which shows the  experimentally determined densities in a num- 
ber of binary titanium-alloy  systems  as  a function of alloy composition. 

It is of interest to note that aluminum is the only element which is 
capable of forming  structurally useful titanium-base  alloys of significantly 
lower density.     Because alumiwwm also imparts other useful properties to 
titanium,  it is a common alloy addition in most of the present commercial 
alloys.     The importance of aluminum as a light-weight strengthener for ti- 
tanium is  shown in Table   1 -which lists the compositions of most of the 
known commercial alloys in order of increasing density. 

Thermal Properties 

Heats of Formation 

The titanium-aluminvum system is the only binary alloy system for 
which the exothermic heats of reaction have been published over the entire 
alloying range.     The  results of this work are  shown graphically in Figure  Z 
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FIGURE  1.    DENSITY OF BINARY TITANIUM-ALUMINUM^1) 
-MANGANESE(2)^   -TANTALUM^), -VANADIUM^) 
AND -TUNGSTEN^) ALLOYS AS A FUNCTION 
OF COMPOSITION 

Values given in parentheses in figure represent 
densities, in g/cm3, of the alloy addition elements. 



TABLE 1.    DENSITIES OF COMMERCIAL TITANIUM ALLOYS 

Density, 
lb/in. 3 

Nominal Alloy- 
Content, 

weight per cent Manufacturers Designation 

MST-8Al-2Cb-lTa 

•C-120AV,  MST-6AI-4V,  RS-120A, 
Ti-6A1-4V 

A-110AT,  RS-110C,  Ti-5AI-2. 5Sn 

C-135AMo,  RS-135,   Ti-7Al-4Mo 

Various 
1.5A1,   3Mn RS-110BX 
4A1,   4Mn C-130AM,  MST-4Mn-4Al,,  RS-130 
5A1,  2.75er,   1. 25Fe      RS-140 

C-I15AMoV,  RS-115,  Ti-4Al-3Mo-lV 

MST-2Al-2Fe 

MST-3Al-5Cr 

0. 159 8A1,   2Cb,   ITa 

0. 160 6Al, 4V 

0, 161 5Al,  2. 5Sn 

0. 162 7A1, 4Mo 

0. 163 lOOTi 

4A1,  3Mo, IV 

0. 165 2A1,  2Fe 

0. 166 3A1,   5Cr 

0. 167 2.8Cr,   l.f iFe 
2. 5Fe,  2. 5V 
12Zr,  4. 5Al(a) 

0. 168 2. 5A1,   16V 
3Cr,   1.5Fe 

0. 169 2. ICr,   2. 2Fe,   2Mo 

0. 171 8Mn 

0. 175 13V,   llCr,  3A1 

0. 199 30Mo 

Ti-150A 
MST-2. 5Fe-2. 5V 
A-120ZA 

C-105VA, MST-16V-2,5A1 
RS-110 

Ti-140A 

C-110M,  MST-8Mn,  RS-110A 

B-120VCA,  RS-120B,  Ti-13V-1 lCr-3Al 

(b) 

(a) Composition not finalized. 
(b) Alloy patented,  but not yet commercially manufactured,  by Crucible Steel. 
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FIGURE 2.   HEATS OF FORMATION IN THE SYSTEM 
TITANIUM-ALUMINUMC
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and are tabulated in Table 2.     As indicated by these data,  the minimum 
heat of formation occurs for the 7(TiAl) phase  saturated with aluminum. 

In this  same study,  Kubaschewski and Denchf4''5 observed a heat of 
formation for TiFe of -4850 cal/g-atom,  as indicated in Table 2.     Attempts 
to determine the heat of formation of alloys with higher iron contents were 
unsuccessful due to the inability to complete the alloying action of powder 
samples within the calorimeter.     Similarly,  very little alloying was ob- 
served in attempts to react compacts of titanium containing  10,   20,  and 30 
per cent tin at temperatures up to  1000 C (1832 F).    On the basis of this 
latter observation,  Kubaschewski and Dench conclude that the heats of 
formation of titanium-tin alloys are probably much less than that of "any 
other alloys" investigated. 

Kubaschewski and Cotterall^5) also reported the heats of formation of 
three titanium-silicon compounds as   shown below: 

Compound H^ggj  cal/g-atom 

Ti5Si3 -17,300 ±  1000 
TiSi -15,500 ± 1000 
TiSi2 -10,700 ±700 

Free Energy and Activity Coefficients 

The free energies and activity coefficients of beta-titanium solid 
solutions in the titanium-chromium and titanium-iron systems have been 
calculated by Herosymenko and Winters(°) and are given in Figure  3. 

The  activity coefficient of titanium in the beta phase of titanium- 
chromium alloys is practically equal to unity up to about 4. 5 atomic per 
cent chromium.     Thus,  the beta phase may be  regarded as nearly an ideal 
solution in this composition range.     Above 4. 5 atomic per cent chromium, 
the activity coefficient reaches  a maximum value,  then decreases to values 
less than unity at about 8. 5 atomic per cent.     In the titanium-iron system, 
the activity coefficient of titanium in the beta phase increases above unity 
at the smallest addition of iron. 

These workers point out that the activity coefficient of titanium in 
beta phase can be taken as an approximate measure of the tendency to form 
alpha titanium.     Alloys having a low activity coefficient are more likely to 
retain beta on quenching from high temperatures than alloys -with a^j^-l. 
Some experimental evidence  supporting this hypothesis was obtained. 

"References are given on page 137. 



TABLE 2.     HEAT OF FORMATION OF VARIOUS TITANIUM- 
ALUMINUM AND TITANIUM-IRON ALLOYS(4) 

Alloy Content 
Weight Atomic 

Per Cent Per  Cent 

5A1 8. 55A1 
10 Al 16.45A1 
10 Al 16. 45A1 
15A1 23. 85A1 
20A1 30. 75A1 
20A1 30. 75A1 
24A1 35.9AI 
25A1 37. 2A1 
3 5 Al 48. 9Al 
3 5 Al 48. 9Al 
40A1 54. 2A1 
40A1 54. 2A1 
43. 8A1 58.05A1 
45A1 59. 25A1 
45A1 59. 25A1 
62. 8A1 75A1 
62. 8A1 75A1 

53. 82Fe 50Fe 
53.82Fe 50Fe 
53.82Fe 50Fe 
53.82Fe 50Fe 

Heat of Formation^ 
cal/g-atom 

-2260 ± 240 
-4390 ± 230 
-4030 ± 230 
-5 720 ± 240 
-6940 ± 220 
-7130 ± 210 
-7380 ± 230 
-7870 ± 200 
-9410 ± 240 
-9730 ± 240 
-9600 ± 230 
-9540 •*- 240 
-9620 ± 200 
-9980 ± 220 
-9600 ± 240 
-8950 ± 260 
-8680 ± 260 

-4840 dt 280 
-4870 ± 290 
-4600 ± 290 
-4900 ± 280 
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10 

Thermal Conductivity 

Except for various grades of commercial titanium and a number of 
commercial alloys,,  the thermal conductivity of titanium has not been sys- 
tematically studied as a function of alloy content and temperature.    Never- 
theless,  Mendelssohn and RosenbergVw have shown that,  at low tempera- 
tures, the thermal conductivity of pure titanium is quite sensitive to 
impurities.     Thus,  values of 11.2 and 6.6 Btu/(hr)(ft2)(ft)(F) were obtained 
on two grades of titanium as. .aying 99. 99 and 99. 9 per cent pure, 
respectively. 

The available thermal-conductivity data for various titanium alloys 
have been summarized in Figure 4.     The large crosshatched area across 
the top of this  figure illustrates  the facts that (1) the thermal conductivity 
versus temperature curve for pure titanium has not been established,   and 
(2) impurities  contained in the commercial grades have a significant effect 
on thermal conductivity at least up to about  1400 F. 

Alloying additions  tend to lower the conductivity of titanium at low 
temperatures.     While little can be  said regarding the  specific effects of the 
various  alloying elements,   it appears that,   on an equivalent weight basis, 
aluminum causes a greater decrease  in conductivity than does manganese. 
It is further noted from Figure  4 that,  at temperatures  of 800 to   1400 F, 
the thermal-conductivity curves for all of the commercial titanium-base 
alloys tend to  converge and to be  slightly below the curve for the unalloyed 
metal. 

The work of Deem,   Wood,  and Lucks(13) indicates that the thermal 
conductivities  of titanium alloys can be calculated,  with a fair degree of 
accuracy,  from their electrical conductivities  using the relationship 

K = 0. 626 a Tx 10-8 + 0. 00497, 

where K is the thermal conductivity (in cal/{sec)(cm2)(cm/C),    a is the 
electrical conductivity (in ohm-cm),   and T is temperature  (K). 

Thermal Expansion 

Various  investigators have  studied the thermal-expansion character- 
istics of titanium alloys  as  a function of temperature over the range of 70 F 
to about  1600  F.     These data can be  summarized as illustrated in Figure 5 
which shows that,   generally,  alloy additions decrease the coefficient of ex- 
pansion of titanium in this temperature interval.     This  appears clearly to 
be the case for both interstitial and substitutional alpha stabilizers,  as 
shown by the  separate alloy curves in Figure 5. 

As indicated by the crosshatched area in this  figure,  the expansion 
coefficients of commercial alpha-beta alloys lie in a broad band below the 
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curve for unalloyed titanium.    However,  the expansion coefficients of these 
and other beta-stabilized alloys can change appreciably when the alloys are 
heated to temperatures where phase transformations occur.     This is illus- 
trated by the data below which were obtained on the MST 3Mn complex alloy 
(nominally containing 3Mn,   ICr,   1 Fe,   IMo,  and IV) after three conditions 
of heat treatment: 

Mean Linear Coefficient of Expansion 
Between 68 F and Indicated Temperature, 
  in. /in. /F x 10^(9)  

Heat Treatment 400 F     600 F     800 F     1000 F     1200 F      1400 F 

Annealed bar  stock        4.7 4.8 5.0 5.1 6.6 9.0 

Heated to  1600 F, 
held 10 minutes, 
and water 
quenched 

3. 6 3.9 12.9 11. 8 12. 5 12. 0 

Heated to  1600 F, 
held 10 minutes, 
water quenched, 
aged 26 hours 
at 1000 F 4. 7 4.8 5. 1 5. 2 4. 8 5. 2 

Also,  as illustrated by Figure 6,  the thermal-expansion curve of beta- 
stabilized alloys is not always  reproducible on heating and cooling. 

0.6 

200 600 1000 1400 1800 
Temperature, F A-37571 

FIGURE 6.    DILATOMETER CURVE ON HEATING AND COOLING 
OF A Ti-15Cr ALLOY(15) 

Sample quenched from beta field prior to test,  heated 
and cooled at same rate of 1  F per min. 
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TABLE 3.    MEAN LINEAR COEFFICIENTS OF THERMAL EXPANSION OF 
BINARY TITANIUM ALLOYS AFTER A STABILIZATION 
HEAT TREATMENT(

15
) 

Mean Linear Coefficient of Thermal Expansion >       .   . 
Alloy Content, in. /in./F> . 10 °, Between 68 F and Temperature Indie ated(a) 
weight per cent 400 F 600 F 800 F 1000 F 1200 F 1400 F 

Iodide  Ti 4. 80 4. 95 5. 16 5. 29 5. 41 5.53 

lOCb 4. 78 5. 01 5. 26 5. 29 5. 28 (5.25) 
5Cr 4. 83 5. 08 5. 34 5. 52 (5. 48) (5.62) 

lOCr 5. 07 5. 27 5. 56 5. 74 (6. 40) (5.73) 
15Cr 5. 15 (5. 09) (5. 90) (6. 22) (6. 87) (6.38) 
40Cr 4. 64 4. 79 5. 38 5. 47 (6. 24) (5.85) 

5Cu 5. 06 5. 13 5. 26 5. 45 5. 58 5.78 
5Mo 4. 77 4. 93 5. 09 5. 25 5. 34 5.40 
2.5Ni 4. 60 4. 82 5. 04 5. 23 5. 45 (5.48) 
7. 5Ni 4. 82 5. 01 5. 21 5. 45 5. 79 (5.85) 

lONi 4. 92 5. 08 5. 23 5. 38 (5. 49) (5.43) 
ISi 4. 99 5. 04 5. 27 5. 40 5. 51 5.64 
3Si 4. 81 4. 97 5. 16 5. 34 5. 50 5.69 

(a)   Parentheses indicate that a phase transformation is taking place at the indicated temperature and that the 
measured coefficient is of doubtful value. 
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Generally,  however,  the expansion coefficients of commercial alpha-beta 
alloys after a stabilization heat treatment are fairly consistent and fall 
within the area indicated in Figure 5.     Further,  as shown by the data of 
Table 3,  the expansion coefficients of a wide variety of experimental, 
beta-stabilizer-addition alloys also fall in the  same area after similar heat 
treatment. 

Specific Heat 

The effect of alloying elements on the  specific heat of titanium has 
not been investigated.     However,  the  specific heats of commercial titanium 
and several commercial titanium alloys have been determined over the 
range of 32 to  1600 F.     These data,  given in Table 4,  indicate that various 
alloy additions in amounts up to  10 per cent,  have no significant effect on 
the  specific heat of titanium over this temperature interval. 

TABLE 4.    SPECIFIC HEAT OF TITANIUM AND TITANIUM ALLOYS 

Nominal Alloy  Specific Heat, Btu/F/lb, at the Indicated Temperatures 

Composition Designation 32 F    68 F 200 F 400 F 600 F 800 F 1000 F  1200 F  1400 F  1550 F 1600 F References 

CommercialTi A-55,A-70      - 0.125(a) 0.130 0.136   0.143 0.151 0.160 

Commercial Ti Ti-75A           - 0.125(b) 0.126 0.130  0.138 0.150 0.166    0.186   0.186    (1,209       -           11 

4AI-4Mn C-130AM 0.128 0.130(c) 0.133 0.139   0.148 0.157 0.158 

5AI-2.5Sn A-110AT 0.126 0.128(c) 0.131 0.137   0.145 0.153 0.161 

6AI-4V Ti-6AI-4V      - 0.135 0.135 0.137   0.144 0.154 0.167    0.184   0.205       -      0.229        12 

2.8Cr-1.5Fe Ti-150A         - 0.120(b) 0.121 0.125   0.133 0.145 0.161    0.181   0.204       -         -          11 

8Mn C-110M 0.112 0.120(c) 0.130 0.141   0.147 0.153 0.166    0.192   0.236    0.286      -          15 

(a) At 77 F. 
(b) At 70 F. 
(c) At 100 F. 

0.171 0.183 0.193 

0.186 0.186 0.209 

0.181 0.195 0.207 

0.170 0.180 0.188 

0.184 0.205 - 

0.181 0.204 _ 

Heat Capacity 

Mah ,  et al. ^      ',   have determined the heat capacity of high-purity 
titanium and titanium-oxygen alloys at low temperatures.     These data are 
summarized in Table 5.    At the lowest temperature  studied (50 K),  oxygen 
lowers the heat capacity of titanium appreciably.     However,   as the tem- 
perature is increased,  this effect of oxygen is  reversed.     Thus, between 
150 and  175 K,  oxygen in amounts up to 9.95 per cent has no  significant 
effect on the heat capacity.     At higher temperatures,  up to 298 K (room 
temperature),  oxygen in the   same  amount increases the heat capacity of 
titanium by a small amount. 
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TABLE 5.     HEAT CAPACITY OF HIGH-PURITY TITANIUM 
AND TITANIUM-OXYGEN ALLOYS AT LOW 
TEMPERATURES (! 6) 

Temperature, Heat Capacity  (Cp),   cal/mole/K 

K Titanium Ti-1.90Wt%O Ti-9^ 95 Wt% O 

50 1.136 1.031 0.683 
75 2.402 2.271 1.750 

100 3.434 3.310 2.831 
125 4. 155 4. 074 3. 780 
150 4. 684 4. 650 4. 564 
175 5.043 5.067 5.141 
200 5.321 5.380 5.697 
225 5. 539 5. 627 6. 101 
250 5.713 5.822 6.429 
275 5.864 5.991 6.703 
298. 15  5. 976 6. 130 6. 930 

Electrical Properties 

Resistivity 

The electrical resistivity of titanium is  sensitive  to impurity content 
and ranges,  at room temperature,   from a value of about 42 /iohm-cm for 
the pure metal to values of 48 to  61 fiohm-cm for the commercially pure 
grades.     These values  of resistivity are high for a metal,   although the  re- 
sistivity of titanium is  comparable with that of zirconium and hafnium 
which are the  other Group IV-A transition metals. 

The temperature  dependence of the  resistivity of titanium is unusual 
in that it increases linearly up to about 750 F (400 C),   after which it begins 
to decrease and then shows a sharp drop at the alpha/beta transformation 
temperature.     These features are illustrated in Figure  7.     As part of a 
study of the effect of alloying elements on the  resistivity of titanium,  Ames 
and McQuillan(17) determined resistivity versus temperature curves for 
binary alpha-titanium alloys containing up to   1  atomic per cent columbium 
and copper,   1.45 atomic per cent oxygen,   8 atomic per cent aluminum and 
tin,  and 50 atomic per cent zirconium.     The curves  determined for the 
aluminum and zirconium alloys  are  representative of those obtained and 
are reproduced in Figures  8 and 9-     Generally,  these  authors observed 
that the  effect of these  alloying additions was to increase the magnitude of 
the high-temperature deviation of the  resistivity-temperature curve from 
linearity. 

The room-temperature  resistivities of the various alloys were 
plotted as  shown in Figure   10.     As pointed out by Ames  and McQuillan, 
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FIGURE 8.     THE EFFECT OF TEMPERATURE ON THE 
RESISTIVITY OF A SERIES OF a-PHASE 
TITANIUM-ALUMINUM ALLOYS(17) 
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FIGURE 9. THE EFFECT OF TEMPERATURE ON THE 
RESISTIVITY OF A SERIES OF TITANIUM- 
ZIRCONIUM ALLOYS(17) 
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FIGURE  10.    THE EFFECT OF VARIOUS ADDITION ELEMENTS 
ON THE RESISTIVITY OF a-TITANIUM AT 
ROOM TEMPERATURE(1'7) 
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the increase in resistivity of alpha titanium on aiioying bears little or no 
relationship to the usually accepted valence of the added metal.     They made 
the further observation that solute elements which lie close to titanium in 
the periodic table (i.e. ,  zirconium and columbium) result in a relatively 
small increase in the resistivity of titanium.     On the other hand,  the non- 
transitional elements appear to have a much greater effect. 

In a similar study on binary alpha titanium-aluminum,  titanium- 
gallium,  and titanium-silver alloys,  Denny(19) observed discontinuities in 
the room-temperature resistivity curve for dilute solutions of aluminum 
and gallium in titanium.    Neither Ames and McQuillan nor Sagel,  et al.(2^) 
(who also studied the resistivity of titanium-aluminum alloys containing up 
to Z2 per cent aluminum),  observed the change in slope of the titanium- 
aluminum resistivity curve found by Denny.     The latter,  however,  also ob- 
served similar discontinuities in the magnetoresistance and lattice parame- 
ters of the titanium-aluminum and titanium-gallium alloys near the  same 
composition range  (2. 3 to  3 atomic per cent).     On the basis of this  study, 
Denny concluded that titanium has approximately two electrons in anti- 
ferromagnetic coupling between neighboring atoms and about two electrons 
per atom in the conduction band.     However,  as discussed by Ames and 
McQuillan,  the present state of knowledge of the electronic  structure of 
titanium is  still not sufficient to explain satisfactorily the anomalous effects 
of alloying on the resistivity of titanium. 

The low temperature coefficient of beta titanium is also unusual.    In 
normal pure metals,  the resistivity approaches zero at absolute zero tem- 
perature.     However,  extrapolation of the beta-titanium resistivity curve to 
low temperatures indicates that this behavior would not be  shown by ti- 
tanium.    A study of beta-stabilized titanium-columbium alloys by Ames and 
McQuillanC^l) tends to  support this conclusion.     Still later work(22) by the 
same authors on beta-stabilized titanium-hydrogen alloys  showed that the 
resistivity of beta titanium decreased from the transition temperature 
(1620 F) to a minimum of about 140 /iohm-cm at 1290 F,  and then increased 
as the temperature was lowered to 750 F.     The unusual electrical behavior 
of beta titanium is further demonstrated by the fact that,  within certain 
composition ranges,  the temperature coefficient of resistivity is negative 
in the titanium-molybdenumUS)^  titanium-vanadium(24)^  and titanium- 
columbiuml^l) alloy systems. 

An excellent compilation of the available resistivity data for com- 
mercial as well as experimental titanium alloys appeared in an earlier 
Defense Metals Information Center report. (9) 

Magnetoresistance,  Hall Coefficient, 
and Magnetic Susceptibility 

Denny!19) has  studied the effects of small alpha-solute additions of 
aluminum,   gallium,  and silver on the magnetoresistance of titanium and of 
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aluminum and silver on the Hall coefficient and magnetic susceptibility of 
titanium. The results of this work are given in Tables 6 and 7 which also 
include data from other sources. 

Denny found a sharp drop in the magneto resistance of the aluminum 
and gallium (which are both trivalent elements) alloys at compositions of 
between 2 and 3 atomic per cent of each.     Additions of silver,  which is 
monovalent,  depressed the magnetoresistance of titanium in a smooth, 
continuous curve.     Neither aluminum nor silver,  in amounts up to about 
2.5 and 10.8 per cent,   respectively,  had any  significant effect on either 
the Hall coefficient or magnetic  susceptibility of alpha titanium. 

Denny believes that the discontinuities in the  slopes of the magneto- 
resistance curves of the titanium-aluminum and titanium-gallium alloys 
are related to the effect of solute valency.    No explanation was offered as 
to why solute valency has no effect on the Hall coefficient or magnetic 
susceptibility of titanium. 

However,  at higher aluminum contents,   Munster,  et al. ,(28) ob- 
served several peaks and valleys in the magnetic  susceptibility versus 
titanivim-aluminum composition curve.     The values obtained from this 
work are also listed in Table 7.     While no interpretation of these anoma- 
lous effects could be given,  these changes in slope of the curve were later 
presented(20) as partial evidence for the  existence of an ordered structure 
in the titanium-rich alpha solid solutions. 

Trzebiatowski and Stalinski{26) investigated the effects of hydrogen 
and deuterium on the susceptibility of titanium. These workers found the 
susceptibility approximately proportional to hydrogen concentration in the 
range of (1) alpha solid solution and (2) alpha plus TiH. The properties of 
the titanium deuterides appeared quite similar to those of the correspond- 
ing hydrides. This work and that of Wohlfarth(31) suggest that TiH2, like 
titanium,  is also antiferromagnetic. 

CHEMICAL PROPERTIES 

Corrosion Resistance 

For most applications where corrosion is a prime factor, titanium is 
normally used in the unalloyed condition. In this form, it is outstanding in 
applications for marine and brine service. It has found application in han- 
dling the following media because of its superior resistance: (l)wet chlorine 
gas and solutions containing chlorine, (2) bleach solutions containing hypo- 
chlorous acid and hypochlorites,   (3) nitric acid in the more concentrated 
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TABLE 6.     MAGNETORESISTANCE AND HALL COEFFICIENTS OF 
TITANIUM ALLOYS 

Alloy Content, 
weight per cent 

Magneto re si stance 
Coefficient, 

Bt x 1013/oersted2 
Hall Coefficient, 

volt-cm/amp/oersted x 10" ■'■3 

Iodide Ti 
0. 26A1 
0. 83A1 
1.0 7 Al 
1. 25A1 
1. 5 2 Al 
1. 80A1 
1. 99A1 
2. 51A1 
3. 97A1 

6.6 
7. 0 
8. 6 
8. 8 
9. 2 
8. 8 
3. 9 
2. 5 
1. 4 
1. 5 

1. 82 

1. 90 

1. 73 
1. 51 

0. 40Ga 
0. 91Ga 
0. 95Ga 
1. 52Ga 
1. 54Ga 
2. l6Ga 
2. 35Ga 
2. 64Ga 
2. 94Ga 

6.8 
7. 2 
7. 0 
7. 2 
7. 5 
6. 9 
5. 6 
2. 6 
1. 4 

1. 19 Ag 
2. 42Ag 
3. 38Ag 
4. 27Ag 
5. 55Ag 
6. 45Ag 
7. 57Ag 
8. 46Ag 

4. 0 
1. 9 
1. 6 
1. 1 
1. 7 
1. 4 
1. 5 
1. 4 

1. 68 

1. 44 
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TABLE 7.   MAGNETIC SUSCEPTIBILITY OF TITANIUM AND TITANIUM ALLOYS 

Composition,        Magnetic Susceptibility, cgs units x 106, at Indicated Temperature, F 

weightpercent -300     -100       32       68 77        81       400      800      1200      1600~lÖoÖ"    Reference 

Iodide Ti - - -        -      3 17 3.36 
lod'deTi - - ~ -      3.31       - -        _        _ _ _ f9 

-       3.39       -        - _ _ 26 
Sponge Ti (99.5%)      3.03 3.09 - 3.18 
Ti 1.70 1.25 1.25 1.25 - -         -        _         _          _ 
Ti-0-83AI -         - -        - 3.27 ---..I jo 
Ti-LOAI -         - _ 2.75 - - _        _        _         _                     H 
Ti-1-52AI -         - -        _ 3.24 ___._: ° 
Ti-^SAI -         - -        - 3.22 ----__ 
Ti-2.51AI -         _ _        _ 3.2! _ L9 

Ti-3AI 
Ti-7AI 
Ti-8AI 
Ti-9AI 

2.50 
2.25 
4.00 
2.35 

19 
28 
28 
28 

i.JJ —                 —                  —                —                __ 00 

Ti-12AI -         -         -      2.25 ----__ 
Ti-18AI -         -          _       4.60 -         -         _        _        _                      " R 
Ti-20AI -          _         _       4.40 ______" ? 
Ti-22AI -         -         -       5.00 ---___" oo 
Ti-30AI -         -         -      3.50 -         _         _        _        _                     ~ 11 
Ti-3GAI -          -          -       3.95 --____ 
Ti-40AI "         -         -      3.15 ---,__: 28 
Ti-2-42Ag -         -         -         . 3.11       ______ 19 
Ti-7-57Ag -         -          -         _ 3.14       ______ a 
Ti-10-5Ag -         -         -        - 3.02       -         -        -        _          _ J9 

Ti-2-5H-2Si ----- 3.78       _____ 29 
Tjll U       3-2         "       3.3 -         -       3.4       3.7      4.0        4.5       5.2 30 
"■2S| -----3.2__-__ 29 
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range at elevated temperatures and including boiling dilute aqua regia,  and 
(4) food processing solutions containing tomatoes and pickles. 

Titanium has fair resistance to  some of the mineral acids.    Among 
the comparatively few substances capable of causing severe attack on 
metallic titanium are the mineral and organic acids,  including hydrofluoric 
sulfunc, hydrochloric, oxalic,  and formic,  and the extremely corrosive       ' 
compound aluminum chloride.     As pointed out by A.   D.   and M.   K. 
McQuillan(32), in each case the corrosive action of the above named media 
can be traced to their ability to attack the otherwise extremely tenacious 
protective film covering the titanium surface.     Frequently,  the corrosive 
effects of these media are minimized or even prevented by the presence of 
oxidizing agents which maintain the passive oxide film on the metal.     For 
example, the presence of ferric ions will noticeably reduce the attack of 
titanium in hydrochloric and sulfuric  acid solutions.     Under  similar condi- 
tions,   stainless  steel would be severely corroded.    It is of practical inter- 
est here, however,   to  review how alloying additions to titanium affect its 
corrosion behavior in these media in the absence of inhibiting additions. 

A good general picture of these  alloying effects is possible  due to the 
very extensive studies of Yoshida,  Okamoto,  and Araki. (33, 34, 35)    These 
workers prepared binary alloys of aluminum,   tin,  copper,   silver,   chro- 
mium,  molybdenum,  tungsten,  manganese,   iron,   cobalt,  nickel,   and silicon 
with titanium.     Each of the alloys was prepared in the  same manner (hot 
rolled and finished as cold-rolled sheet) and tested in the  same media under 
identical conditions.     The general results of this work are  summarized in 
Table 8 which also contains  some data on titanium-zirconium,  titanium- 
vanadium,  titamum-columbium,  titanium-tantalum,   and titanium-beryllium 
alloys from the work of Rüdiger,   et al. (36)    Representative curves   showing 
the effect of alloy composition in various concentrations of selected acids 
are given m Figure   11.     Similarly,  typical corrosion rates for a variety of 
alloys m boiling  10 per cent HC1 and/or   15 per cent H2S04 are listed,  for 
purposes of comparison,  in Table  9 and Figure   12. 

Of the various alloy additions,  only molybdenum,   platinum,   and 
palladium are known to improve the corrosion resistance of titanium to 
both hot and cold solutions of H2S04 and HC1.     Molybdenum also appears 
to be the only addition element which affords protection of titanium to 
saturated oxalic acid solutions.     As indicated by the curves in Figure   11 
a minimum of about 30 per cent molybdenum is required for optimum cor- 
rosion resistance to H2S04 and HC1.     On the other hand,  additions of as 
little as  0. 1 per cent of platinum or palladium appear almost as effective 
in improving the corrosion resistance of titanium to boiling HC1 (compare 
data of Table  9 with Figure  12). 

Aqua regia is  about the only solution in which the   Ti-30Mo alloy 
appears  less  corrosion resistant than titanium.     Here,   as  shown in Fig- 
ure  11,  chromium additions appear most effective.    From  Table 8,  it 
appears that nickel is the only addition element effective in improving the 
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TABLE 8.    EFFECTS OF VARIOUS BINARY ALLOY ADDITIONS ON THE CORROSION 
RESISTANCE OF TITANIUM^ 

Saturated 
H9S0,, 10-80%   HCI, 10%, 20% nYa,:r Ariri    . 

Alloy Content,    J  .1 At]ua Regia,    uxallcflclf,    Saturated AlCI3,    Formic Acid, 
weight per cent     RT   Boiling       RT    Boiling Boiling       RT   Boiling Boiling 25% Boiling    References 

Alpha Stabilizers 

1-5 Al 

5-15Sn 

l-50Zr 

Ü 0 

.(b) 

33 

35 

36 

4-8CU - + - - 
4-8Ag 

1-50V 

2-10Cb 

2-10Ta 

}b) 
Jb) 
0(b) 

+{c) 

_(c) 

Jc) 

5-15Cr - + - - 
5-30MO ++ ++ ++ 4+ 

5-10W - - 0 - 
4-8Mn - + - - 
^15Fe - + - - 
4-8C0 - - - - 
l-10Ni - - - - 

2-10Be Jb) _(c) 

0.5-1.5Si _ 0 _ - 

Beta Stabilizers 

_             _      _ 0 0 35 

0 + Ü 35 

36 

36 

36 

4+                0 ++ 0 34 

-             +       ++ 44- 0 34 

_      _ 4- 0 35 

+             -      - 44- 0 34 

0              -      - 0 - 35 
_      _ 0 - 35 

G 4- 4- 33 

Compound Formers 

36 

4-             -      - 44- 0 34 

(a) Terminology: ++■ Corrosion resistance much improved 
+ Corrosion resistance improved 
0 Corrosion resistance not significantly changed 
-  Corrosion resistance decreased. 

(b) 10 per cent solution only. 
(c) 15 per cent solution only. 
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50 

40^- 

30 

20 

10 

0 

lAqua   regia 

eOVoHNO, 

15% HNO3 

60 

50 - 

40«- 

30 

20 

lAqua   regia 

A. 

-60%HN0j 

I5%HN03 

5        10 15       20 

Cr, wt % 

-I- I 

50 - 

4^ Nflqua regia 

30 -^-^ 

20 
60%HN03 

10 s^ 

r-it 
0 -    15% HN5S 

1         1 
O 4 8 10 0      0.5 15    20        0    5    10   15 20       30      40 

Mr,wt% Si,wt% Mo, wt% 

A-37576 c. In HN03 and  Aqua Regia at Boiling   Temperature 

FIGURE  11.    COMPARATIVE CORROSION RESISTANCE OF TITANIUM- 
CHROMIUM,  TITANIUM-MANGANESE,   TITANIUM- 
SILICON, AND TITANIUM-MOLYBDENUM ALLOYS TO 
MINERAL ACIDS(34) 
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TABLE 9.     CORROSION RESISTANCE OF SELECTED ALLOYS TO 
10 PER CENT HC1 AND 15 PER CENT H2S04(36) 

Rate of attack,  mm/yr 

Alloy Composition, 
weight per cent 

Pure titanium 
2-lOCu .    . 
l-10Ag .    . 
6Ag,   3A1 .    . 
4Ag,   6 Al .    . 
2-10Be .    . 
1-10A1 .    . 
4A1,   4V ... 
6AL  4V 
l-50Zr .    . 
1-50V  
2-10Cb .    . 
2-10Ta .    . 
l-10Cr .    . 
5Cr,   3A1 ... 
20Mo  
30Mo  
2-10Fe .    . 
2-lOCo .    . 
2-10Ni .    . 
Hastelloy C .    . 

10 Per Cent 
Hydrochloric 
Acid (Boiling) 

230 to > 250 
70-190 

140 
115 

>  200 
70 to > 150 

50-5 
65-20 

80-200 
60-50 

90-165 
140 
0. 2 

<0. 1 
> 200 

235 to > 300 
170 to > 200 

40 

15 Per Cent 
Sulfuric 

Acid  (Boiling) 

95 
95-20 

130-180 
180 
160 

> 200 
120 to > 150 

90 
70 

90-8 
100-15 
105-230 

95-50 
130-215 

200 
0. 2 

<0. 1 
> 200 

200 to > 270 
> 200 

1-5 
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1000 

10 % H Cl 

5 % H CI 

J. 
0.2 0.4 

Alloy   Addition , per cent 

0,6 
A - 37577 

FIGURE  12.    EFFECT OF PLATINUM AND PALLADIUM ADDITIONS 
ON CORROSION RATE OF TITANIUM IN BOILING 
HYDROCHLORIC ACID SOLUTIONS(37) 
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resistance of titanium to boiling 25 per cent formic acid.    On the other 
hand, most of the binary addition elements investigated improved the re- 
sistance of titanium to AICI3, the most effective of these being chromium 
molybdenum, manganese,  and silicon. 

Generally,  those metals which are most noble against acid attack are 
also those which improve the corrosion resistance of titanium to these 
same media (e.g. ,  zirconium, tantalum, molybdenum,  platinum,  and 
palladium).    Also, excepting platinum and palladium,   appreciable amounts 
of these alloying additions appear to be required to effect a significant de- 
gree of improvement in the corrosion resistance of titanium.    It is of in- 
terest to note that,  of the beta-isomorphous elements  studied,  only vana- 
dium and molybdenum were used in amounts large enough to obtain 
single-phase beta alloys.    Columbium and tantalum,  which are also iso- 
morphous with beta titanium,  also  show good resistance to acid solutions, 
particularly HC1.     Presumably, therefore,   single beta-phase titanium- 
columbium and titanium-tantalum alloys might be expected to show a de- 
gree of corrosion resistance   similar to that obtained in the  Ti-30Mo alloy. 

The influence of alloy microstructure on the corrosion resistance of 
titanium alloys has not been  studied in any detail,   and the  results which 
have been obtained are  largely negative.     Thus,   Battelle(38) found that 
additions of manganese to commercial titanium increased its corrosion 
rate in HC1 regardless  of the  relative  amounts of the alpha and beta phases 
present.     Nevertheless,   selective attack on either the beta phase or the 
alpha-beta interface has been observed in several instances of stress- 
corroded titanium alloys. (^9) 

Unalloyed titanium and most,   if not all,   of the commercial titanium 
alloys are  susceptible to stress corrosion by certain media.     Solid sodium 
chloride and red fuming nitric acid (containing less than I. 5 per cent water) 
appear especially detrimental and can cause failure of titanium and such 
alloys as  Ti-5Al-2. 5Sn,   Ti-6A1-4V,  and Ti-2Fe-2Cr-2Mo under certain 
conditions of stress and temperature.     Also,  instances  of stress corrosion 
in the  Ti-5AL-2. 5Sn alloy by hydrochloric acid solutions and in the  Ti-8Mn 
and Ti-4Al-4M;n alloys by molten cadmium have been encountered.     Simi- 
larly,  unalloyed titanium and several commercial alloys (including 
Ti-6A1-4V,   Ti-5Al-2.5Sn,   Ti-2Fe-2Cr-2Mo,   and Ti-8Mn) are also sus- 
ceptible to a spontaneous, pyrophoric,  explosive reaction in red fuming 
nitric acid.    Catastrophic failure of an unalloyed titanium part in a uranyl 
sulfate  solution under an oxygen atmosphere has also been reported.     A 
detailed account of these case histories was given in two earlier Defense 
Metals Information Center reports. (38,40) 

In regard to  selective chemical attack,  the possibility exists that 
alloying additions may produce a significant potential difference between 
the alpha and beta phases which may,  in turn,   be quite helpful in explaining 
the corrosion and stress-corrosion behavior of alpha-beta alloys.     An 
electrochemical theory along these lines has been proposed by Sterns(37) 



29 

to explain the role of platinum and palladium additions in providing passivity 
to titanium exposed in reducing corrosive environments.    According to this 
theory,   the noble metal is essentially insoluble in the corrosive environ- 
ment and has a high exchange current for the hydrogen-ion reduction proc- 
ess.    When added to titanium,  the noble-metal addition appears at the alloy 
surface to create  a galvanic couple which acts as  a site with a low hydrogen 
overvoltage.     This results in passivity with a marked decrease in corrosion 
rate 

The commercial application of some of these alloying effects is in the 
process of development and evaluation. 

Gas-Metal Reactions 

Oxygen,   Nitrogen,   and Air 

The   reactions of unalloyed titanium with oxygen,   nitrogen,   and air 
have been studied in some detail and a great deal is known concerning the 
kinetics  and mechanisms involved in these  reactions.     For background pur- 
poses,  this information is  summarized briefly in the following paragraphs 
on the basis of a review by Albrecht. (41) 

Unalloyed titanium reacts  readily with oxygen at all temperatures. 
At temperatures from Z5 to  350 C  (75 to  660 F),   this  reaction follows  a 
logarithmic  rate law which changes to a cubic  rate law at a temperature 
around 350 C (660 F).     At higher temperatures,   650 to  8Z5 C (1200 to 1515 F] 
the oxidation follows a parabolic  rate  law.     With increasing time at  650 C       ' 
or increasing temperatures above  825 C,  the reaction is  best described bv 
a linear law. ' 

The thin,   self-healing oxide film which forms at temperatures up to 
about 550 C  (1020 F) is quite protective  and results in decreasing weight 
gains with continued exposure.     Because the diffusion rate of oxygen is low 
at these temperatures,   the  reaction is limited to  a thin  surface layer under 
most practical conditions of heat treatment or exposure.     At temperatures 
m the  range of 550 to 650 C,   the  surface oxide becomes more porous and 
nonadherent.     Further,   since the diffusion rate of oxygen increases  rapidly 
with temperature,   the inward diffusion of oxygen through the  scale becomes 
a  serious problem. 

The  reactions of unalloyed titanium with nitrogen and air are   similar 
to those which occur with pure oxygen.     Although titanium reacts with nitro- 
gen,  the reaction is  considerably slower than that with oxygen. (42)    For 

these and other reasons,   the  reaction of titanium with oxygen is  regarded 
as the rate-controlling process in hot-air reactions,  and it has  generally 
been assumed that the  same laws apply to the oxidation of titanium in air 
as m pure oxygen. 
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Surprising as it may seem, no systematic study has been published 
on the effects of alloying on the kinetics or mechanisms involved in the 
reactions of oxygen,  nitrogen,  or air with titanium.     However,   several 
laboratories have conducted preliminary-type oxidation tests on a large 
number of titanium alloys.    In all of this work,  air has been the oxidation 
medium.     The results of this work are summarized as follows. 

Binary Alloys With Alpha Stabilizers  (Aluminum,  Antimony,   Tin, or 
Zirconium).    Increasing additions of aluminum to titanium improve its re- 
sistance to oxidation in hot air,  both in terms of reducing its  scaling rates 
as well as increasing its  resistance to oxygen penetration.     Unfortunately, 
however, the degree of improvement obtained by aluminum in the workable 
range of alloys (a maximum of about 8 per cent aluminum) is only slight. 
Thus,  as indicated by the  data in Figure  13, the oxidation behavior of alloys 
containing up through 2 per cent aluminum is not significantly different 
from that of the unalloyed metal.     However, the oxidation resistance of the 
single gamma-phase titanium-aluminum alloy (containing from 33 to 46 per 
cent aluminum) is the most outstanding of all known binary titanium-base 
alloys.     As  shown by the data in Figures  14 and 15,   such alloys not only 
have low scaling rates but also resist inward diffusion of oxygen after ex- 
posures up to 24 hours at a tennperature up to  1920 F (1050 C).     Work by 
McAndrew and Kessler(43) has indicated that small amounts of various 
ternary additions  result in further slight improvements in the oxidation re- 
sistance of the single-phase-gamma alloy.     Unfortunately,  however, 
neither the  single-gamma-phase binary alloys nor any of the ternary alloys 
based on this phase are hot workable. 

As shown by the data in Table  10,  additions of 5 to  15 per cent of 
antimony or tin to titanium increase the weight gained upon exposure to 

TABLE 10.    OXIDATION DATA FOR ALLOYS HEATED 4 HOURS AT 
1050 C (1920 F) IN AIR AND FURNACE COOLED^46'47) 

Increase 
Composition Weight Metal Depth of in VHN 

(Balance Titanium),     Gain,        Thickness       Contamination, 5 Mils 
per cent g/dm2     Loss,  mils mils Below Surface 

lOOTi                        3.5                  10                             60 240 

60 200 
40 110 
Nil Nil 

40 60 
Nil Nil 
Nil Nil 

5Sb 4. 7 5 
lOSb 4. 4 4 
15Sb 7. 0 7 

5Sn 15.5 18 
lOSn 13.5 19 
15Sn 11.9 18 
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1050 C (1920 F) in air.     While these titanium-antiimony alloys show slightly 
lower metal losses than unalloyed titanium,  the titanium-tin alloys  show 
appreciably higher metal losses.     The most important observation regard- 
ing both antimony and tin additions,  however,  is that,  with alloy contents 
above about 15 per cent antimony or 10 per cent tin,  no significant con- 
tamination hardening occurs. 

Binary alloys of titanium and zirconium apparently show much poorer 
resistance to oxidation than is  shown by either of these metals alone.    Thus, 
Hayes,  et al. ,(44) have observed that the resistance of titanium-zirconium 
alloys becomes  "progressively worse as the 34.5  (50 atom) per cent com- 
position is approached".     Alloys containing 25 to 45 per cent titanium were 
reduced to powder after  24 hours in air at 1200 F. 

Binary Alloys With Beta Stabilizers  (Columbium,   Cobalt,   Chromium, 
Iron,  Manganese,   Molybdenum,   Nickel,   Tantalum,   Vanadium,   and Tungsten. 
The effects of a number of beta-stabilizing alloying additions on the scaling 
rate  of titanium in air  at various temperatures are  summarized in Figure  16, 

Of the various alloys depicted,  only those containing   1   to 4. 5 per cent 
of columbium,  tantalum,   and tungsten or  1. 19 per cent molybdenum show 
significantly lower weight losses than titanium at temperatures above 
1400 F.*    As indicated by the weight-gain curves in Figure   17 for the 
titanium-tantalum alloys,  the beneficial action of these elements probably 
results from an alteration in the characteristics of the  surface oxide which 
forms.     Both the titanium-tantalum and titanium-tungsten alloys  form  sur- 
face oxides which are partially protective to titanium at temperatures  above 
1400 F,  while the unalloyed metal oxidizes  at a nearly linear  rate.     It is 
important to note,  however,   that even though these elements  (columbium, 
tantalum,  tungsten,   and molybdenum) reduce the   scaling rate of titanium in 
air,   apparently none of them is effective in  reducing the diffusion rate  of 
oxygen into titanium.     This is evident from hardnes s-contamination data 
obtained on oxidized samples of both titanium-tantalum (see  Figure  18) and 
titanium-tungsten alloys. \^l 

Additions of 1  to  4 per cent of cobalt,   nickel,  manganese,   vanadium, 
iron,   or chromium (in  the approximate  order listed) generally result in 
increasing the  scaling losses of titanium.     At higher alloying levels,  the 
same approximate order of effect of these elements on scaling rate exists, 
as  shown in Figure   19.     The  effect of small binary chromium additions 
appears exceedingly detrimental to the weight loss of titanium heated in 
air,   as originally shown by McPherson and Fontana.l^o) 

'The effect of silicon is described in the following section of this report. 
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FIGURE  16.    A COMPARISON OF THE SCALING RATES IN AIR OF VARIOUS 
EXPERIMENTAL BINARY TITANIUM ALLOYS^4*?) 
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FIGURE  17.     WEIGHT-CHANGE DATA FOR IODIDE TITANIUM- 
TANTALUM ALLOYS IN STILL AIR AT 900 C 
(1652 F)(2) 
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Binary Alloys With Miscellaneous Elements (Silicon and Rare Earths). 
On the basis of weight-gain data,   silicon appears to be the most effective 
single binary addition element in reducing the oxidation rate of titanium. 
This is indicated by the comparative data given in Figure 16.    Further 
Sutcliffe(51) has  shown (Figure 20) that the addition of as little as 0. 28 per 
silicon substantially reduces the weight gained by titanium in flowing air 
at 800 C (1470 F) over periods up to 250 hours.    Increasing the silicon con- 
tent to 4. 6 per cent resulted in further lowering of the weight gains and 
appeared to improve the adherence of the surface oxide which formed at 
1000 C (in 3-hour exposures) as well as that which formed at 800 C.     As in 
the case of binary tantalum and tungsten alloys,   silicon additions appear to 
promote the formation of a protective  scale. 

The effects of cerium,  lanthanum,  neodymium,   and thorium,  at 
alloying levels around 1 per cent,  on the air oxidation rates of titanium in 
the  range of 650 to 980 C (1200 to  1800 F) have been investigated. (49) 
Generally, binary additions of these elements result in a slight lowering of 
the  scaling  rate of titanium at temperatures up through 1600 F.     However, 
none of these additions appear so effective as  silicon,   columbium,  tantalum, 
or tungsten. 

Ternary and More Complex Alloys.     The scaling rates of a large 
number of ternary and more complex alloys,  including several commercial 
alloys,  have been investigated in air from 650 to 980 C (1200 to  1800 F).{49) 
Generally,  this work indicates that those elements which reduce the scaling 
rate of titanium as binary additions are even more effective  in ternary or 
more complex combinations.     Thus,  as indicated by comparisons of Figure 
21 with Figure  16,  alloys containing combinations of tantalum, columbium, 
silicon, tungsten,  aluminum,  and molybdenum  show weight losses which 
are among the lowest observed for any workable titanium-base alloys. 
Conversely,  ternary alloys containing combinations of iron,  manganese, 
chromium, or vanadium (which are not effective,   as binary additions,   in 
lowering weight losses) showed no better,  or worse,  behavior than un- 
alloyed titanium. 

It is again pertinent to mention that in the above-described work, 
weight change alone was used as the criterion of alloy behavior. 

A more intensive investigation of the hot-air oxidation behavior of 
commercial titanium and two commercial alloys  (Ti-5Al-2. 5Sn and Ti-4A1- 
4Mn) has  shown that,  of the three materials,  the  Ti-5Al-2. 5Sn alloy has the 
greatest resistance to contamination at temperatures above  870 C 
(1600 F).(52)   Below this temperature,  commercial titanium and the  Ti- 
5A1-2. 5Sn are about equal in this respect.     Figure 22 illustrates the com- 
parative behavior of these materials.     The contamination resistance of the 
alpha-beta Ti-4Al-4Mn alloy is inferior to that of the two alpha alloys up 
to about 925 C (1700 F) where its oxidation resistance improves over that 
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of unalloyed titanium but not over that of the Ti-5Al-2. 5Sn alloy.     Although 
the latter alloy shows the greatest resistance to contamination hardening, 
it also shows appreciably higher scaling losses above about 980 C (1800 F). 
This free-scaling behavior apparently results from the tin addition which is 
also believed to be instrumental in limiting the contamination of the alloy. 
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FIGURE 22.     A COMPARISON OF THE CONTAMINATION OF 
COMMERCIAL TITANIUM,   Ti-5Al-2. 5Sn,   AND 
Ti-4Al-4Mn AFTER A HYPOTHETICAL EX- 
POSURE OF  10 HOURS IN AIR(52) 

The criterion for each alloy is a hardness 
increase of 75 Knoop points. 

Several ternary  Ti-(5 - 1 5 )Sn-base alloys containing 2.5 to  15 per cent 
of tantalum,   tungsten,   colurnbium,  vanadium,   aluminum,  molybdenum, 
iron,  chromium,  or manganese  were found to display the  same high degree 
of contamination  resistance to  1050 C  (1920 F) air as did binary titanium- 
tm alloys. 1*0    All of these alloys  were relatively free-scaling with the ex- 
ceptions of a Ti-5Sn-2Al and the   Ti-(5 - 1 5 )Sn-1 OCr alloys.     The oxidation 
resistance of the latter alloys was  outstanding; not only did they have an 
adherent scale  (after 4 hours'  exposure in 1050 C),  but they also suffered 
little loss by oxidation and no noticeable  contamination as measured by 
hardness. 

Alloy Oxidation Behavior Summarized.     Within the  range of workable 
titanium alloys,   about six alloy additions have been found which significantly 
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improve the scaling resistance of titanium to air at 650 to 980 C (1200 to 
1800 F).     These include silicon,  columbium,  tantalum,   tungsten, molyb- 
denum,  and aluminum (Group A) listed in approximate order of decreasing 
effectiveness.     Most of the other binary addition elements investigated 
were not effective in reducing the weight loss of titanium or actually in- 
creased it.     These elements  (Group B) include cobalt,  nickel, manganese, 
vanadium,  iron,   and chromium (increasing weight gains in the order 
listed) as well as tin,   antimony,  and zirconium which,   as binary additions, 
result in free-scaling alloys with very high weight losses. 

Ternary or more complex alloys appear to show oxidation resistance 
(in terms of weight gains) which is  roughly additive on the basis of the 
effect of individual alloy constituents as binary additions.     Thus, the lowest 
weight gains are observed in ternary or more complex alloy combinations 
of the Group A (see above) elements,   each of which by themselves is bene- 
ficial.     Also,  the combination of Group A with Group B elements tends to 
improve the  scaling resistance over that shown by the Group B elements 
alone or in combination with each other.     The most notable exception to this 
rule is the behavior  shown by ternary alloy combinations of Ti-(5-15)Sn- 
lOCr,  which not only show low weight losses but,  perhaps more  significantly, 
also appear to be highly resistant to contamination hardening. 

Hydrogen 

A considerable  amount of information has been obtained concerning 
the  reaction of hydrogen and its effects on the properties of titanium and its 
alloys.     This information is discussed in detail in TML, Report No.   100. 
For the purposes of this  report,  the effects of alloying on the  reaction of 
titanium with hydrogen are briefly  summarized below. 

Absorption From Pure Hydrogen.     Unalloyed titanium reacts  readily 
with hydrogen at all temperatures.     The  rate of absorption is basically de- 
pendent on the  surface  absorption and subsequent inward diffusion of the 
hydrogen into the bulk material,  and varies markedly with a number of 
factors including: 

(1) The partial pressure of hydrogen 

(2) Temperature 

(3) Surface cleanliness 

(4) Micro structure. 

The amount of hydrogen entering titanium or any alloy at a given 
temperature is governed by the partial pressure of hydrogen surrounding 
the material.     The  solubility of hydrogen in titanium varies considerably 



43 

with alloy content,  as previously discussed in DMIC Report 136A.    Gen- 
erally ^  however,  at elevated temperatures, both titanium and its alloys 
show a nearly linear dependence of absorption upon the  square root of the 
hydrogen pressure,  indicating that the dissociation of molecular to atomic 
hydrogen occurs at the  surface. (53)    The rate of absorption is,  01 course, 
also dependent on surface area,  the total amount absorbed increasing as 
the ratio of surface area to volume increases. 

In unalloyed titanium,  the absorption of hydrogen at room tempera- 
ture and at quite low pressures has been reported. (54)   Generally,  however, 
at temperatures up to about 250 C (480 F),  hydrogen absorption occurs very' 
slowly.    Certain alloying additions appear to affect the minimum tempera- 
ture at which hydrogen can be absorbed.    It has been reported that the  Ti- 
4Al-4Mn alloy absorbed hydrogen at 1 00 C (212 F) in 8 months,  whereas the 
Ti-5Al-2. 5Sn alloy did not absorb hydrogen at either  100 or 230 C 
(450 F). (55)    The presence of an oxide  surface film could explain these 
data.     It has been shown(53^ 54)^  for example,  that an oxidized surface con- 
siderably  retards the  absorption of hydrogen on unalloyed titanium,  and 
there is no  reason to  suspect that titanium alloys will behave differently in 
this  respect.     If this is  so,  the  alloying effects could be  secondary, merely 
controlling the  rate of absorption through the oxide film. 

At temperatures above about 300 C (570 F),  the  rate of absorption in 
titanium and its  alloys becomes quite  rapid.     As  an example.   Figure 23 
illustrates  the hydrogen-absorption-rate curves for two grades of titanium 
and two commercial alloys.     For each material,  the curves level off 
rapidly,  indicating an approach toward the  equilibrium concentration of 
hydrogen.     As indicated,  the absorption is most rapid for the  Ti-8Mn alloy 
and slowest for the  Ti-4Al-4Mn.     The diffusion coefficient of hydrogen in 
these materials varies in the decreasing order iodide titanium,   Ti-4Al-4Mn, 
commercial-purity titanium,  and Ti-8Mn.     Hence,   some factor other than 
composition,  possibly microstructure ,   is affecting the  results  shown in 
Figure  23. 

Similar studies(56) at 600 C (1110 F) indicate that the  rate of absorp- 
tion decreased in the following order:    iodide titanium,   Ti-4A1-4V,   Ti-3A1- 
5Cr,  and Ti-5A1,     These  results are  substantially in agreement with those 
given in Figure 23.     Aluminum apparently  retards the absorption of hydro- 
gen quite strongly. 

The  significance of microstructures in the absorption of hydrogen by 
titanium is indicated by studies in which cathodically charged samples 
were examined. (57)   In predominantly alpha alloys,   hydrogen absorption 
was limited to a thin surface layer of hydride.     When a beta network was 
present,  hydrogen penetrated much more deeply into the alloy.     Acicular 
structures having a more continuous beta network showed greater absorp- 
tion than did equiaxed structures,  as indicated in Figure 24.     Large 
amounts of hydrogen were absorbed in alloys containing moderate amounts 
of beta with no evidence of hydride at the  surface or in the alloy.     One 
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FIGURE 23.    REACTION RATES OF TITANIUM ALLOYS WITH Hz 
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alloy {Ti-8Mn) absorbed 12,100 ppm (37  atomic per cent) during cathodic 
charging without producing visible  signs of the hydride phase. 

Absorption From Gases or Vapors Containing Hydrogen.     Titanium 
and its alloys can absorb hydrogen from atmospheres containing water 
vapor(56),  ammonia(32)>  and propane(58),  and it is probable that hydrogen 
can also be absorbed from most other hydrocarbons,  as well.     Very few 
quantitative data have been obtained relating the rate of hydrogen absorp- 
tion from these media to alloy content,  the data below being typical of 
those available. 

Hydrogen Analyses of 1/2-Inch Bars of Various Titanium 
Alloys Exposed 6 Hours at 1010 C (1850 F) in an 
 Argon-1/2 Per Cent Propane Mixture^8) 

Hydrogen Content,  ppm 
 Alloy  Before  Treatment After  Treatment 

Commercial Ti (Ti-75A) 75 590 

RC-130A (Ti-8Mn) 59 540 

RC-130B (Ti-4Al-4Mn) 40 430 

The  rate of absorption has been somewhat academic  since  sufficient hydro- 
gen to impair the properties of all commercial titanium alloys can be ab- 
sorbed from improperly controlled atmospheres containing these gases. 

Fortunately,  as pointed out previously,  the presence of an oxide 
surface film hinders hydrogen absorption considerably.    Since an oxide 
film is formed quite  readily,  trouble with hydrogen absorption is  seldom 
encountered in neutral or oxidizing atmospheres.     Thus,  it has been estab- 
lishedP-^ that no significant hydrogen pickup occurs during the heating of 
unalloyed titanium in ordinary air or in neutral gas-fired-furnace atmos- 
pheres for times up to 4 hours at 700 C (1290 F). 

Limited data indicate that the hydrogen pickup in reducing atmospheres 
at this (700 C) temperature is not so great as might be anticipated.     Thus, 
a cylindrical 5/8-in.   diameter titanium bar (surface-to-volume  ratio of 
10:1) heated 4 hours in an atmosphere containing 2 per cent hydrogen and 
0.5 volume per cent methane increased its bulk hydrogen content from 10 
to only 26 ppm.     A sheet sample (surface-to-volume  ratio of 65:1) of the 
same material under identical conditions increased its hydrogen content 
from 8 to 60 ppm, indicating the importance of surface-to-volume ratio in 
the reaction. 

The  rate of hydrogen absorption from reducing atmospheres  rises 
sharply with increasing temperatures.     For this reason,  electrically heated 
air atmospheres  are preferred for commercial heating furnaces or,  when 
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gas-fired furnaces are used, the flame is adjusted to 
conditions. 

produce oxidizing 

Absorption From Liquid Media.    Titanium and its alloys can appar- 
ently absorb hydrogen from any liquid media in which nascent hydrogen is 
formed as one of the reaction products.    This is evident from early ex- 
periences with descaling and pickling procedures that led to a considerable 
increase in the hydrogen content of the commercial metal and its alloys 
In this work, either fused salts, based on NaOH,  or aqueous pickling solu- 
tions containing HF were used,  since titanium is  relatively inert to most 
other reagents.     Fortunately,  effective means of controlling hydrogen 
pickup from these media are available. 

So far as fused salts are concerned,  unalloyed titanium (and,  pre- 
sumably, most titanium-base alloys) absorbs a very large amount of hydro- 
gen in pure NaOH at elevated temperatures.    Du Pont, for example, has 
shown that titanium exposed 15 minutes in NaOH at 900 F picks up from 
3400 to 4000 PPm of hydrogen. (59)   However,  by the addition of smlll 
amounts of such oxidizing salts as NaNOs,  NaN02, and NaCl, the rate of 
hydrogen absorption can be  reduced to insignificant levels.     This is appar- 
ent from the data of Table  11 which lists the hydrogen pickup observed for 
commercxa ly pure titanium and several commercial alloys in various oxi- 

fvaSfble        C SeVeral pr0Prietary deling batlJof this type are 

TABLE 11. HYDROGEN PICKUP IN COMMERCIALLY PURE TITANIUM 

CA^I^BA^HS^r1^ ALLOYS IN VARIOUS OXimz^O 

Composition, 
weight 

per cent 

lOOTi 

Ti-8Mn 
Ti-5Al-2. 5Sn 

Bath Composition, 
weight 

per cent 

Hydrogen Pickup, 
in ppm.   Under 

Exposure Conditions Cited 
30 '   ~T5 30 

Minutes     Minutes      Minutes 
at 800 F   at 900 F     at 900 F 

lOONaOH 
90NaOH, 5NaN03, 5NaN02 
BONaOH, 10NaNO3, 10NaNO2 
60NaOH, 10NaNO3, lONaNO-,, 
ZONaCl 

BONaOH, SNaNOs, 5NaN02, 
10 NaCl 

Ditto 
Ditto 

-6to+15 

■11 to+20 
-25 

4000 
0 
5 
4 

20 to 120 

5 to 15 
0 
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Fused NaOH solutions containing a small amount (1 to 2 per  cent) of 
NaH have also been used to descale titanium and its alloys with good suc- 
cess.     The reducing bath of this type which has been most commonly used 
is the sodium hydride descaling process(60).    in this process,  the NaH 
attacks and reduces the titanium scale.    Attack of the metal continues after 
the scale is removed,  and the large hydrogen concentration leads to rapid 
contamination.    Results of studies(6l) of hydrogen contamination occurring 
in alloys descaled with the sodium hydride process have shown that hydro- 
gen contamination can be quite severe.     Contamination appears more 
severe in alpha-beta alloys (Ti-8Mn) than in unalloyed titanium.    Also, 
contamination increases with time but at a lower rate as time increases. 
Although a number of factors control the pickup of hydrogen,  the time of 
immersion is generally the most important.    If the material to be descaled 
is  removed as soon as the oxide is dissolved,  contamination is virtually 
eliminated. 

Additions of Ti02 to the hydride bath markedly decrease the amount 
of hydrogen absorbed by unalloyed titanium. (62,63)   Optimum performance 
is obtained when the bath is  saturated with the alkali-metal titanates formed 
when the TiOz reacts with the melt.     This point is reached when the melt 
contains the equivalent of about 0. 30 to 0. 35 per cent TiO?. 

In acid reactions,  the concentration of hydrogen atoms at the metal 
surface may reach an effective pressure of many atmospheres,   so that 
absorption can occur with ease at the low temperatures normally involved. 
However,   relatively few acids attack titanium rapidly enough to be of con- 
cern as  sources of hydrogen contamination.     Hydrofluoric  acid is,  of 
course,  one of the most potent solvents for titanium,  and hydrogen absorp- 
tion data from this media have been observed,  as will be discussed below. 
Several other acid solutions,  including fluoroboric,  hydrochloric,  and 
sulfuric also attack titanium and may be potential sources of hydrogen 
pickup for the metal.     While each of the above acids have been used to de- 
scale and/or pickle titanium and its alloys,  no hydrogen absorption data 
are available from these investigations. 

Work by Crucible Steel(64) has indicated that atomic hydrogen is 
generated by the  reaction of titanium with HF.     The data in Figure 25, for 
various alloys pickled in a 2 per cent HF solution,   show that the  amount of 
hydrogen absorbed increases for these materials in the following order: 
Ti-5Al-2. 5Sn,  commercially pure titanium,   Ti-6A1-4V,   Ti-8Mn,  and Ti- 
4Al-4Mn.     Thus, hydrogen absorption is more rapid for the alpha-beta 
type alloys than for the alpha types.    It has been shown that hydrogen pickup 
m predominantly alpha alloys is characterized by the formation of thin 
surface layers of hydride.     The presence of small amounts of beta (as in 
Ti-bAl-4V) results in more hydrogen pickup and deeper hydrogen penetra- 
tion.    Hydrogen pickup in alloys containing a continuous beta-phase network 
(as in Ti-8Mn and Ti-4Al-4Mn) is characterized by a lack of a hydride 
layer,  rapid penetration,  and a tendency toward a higher hydrogen content 
than with alpha alloys. 

■:"";''-   - ■'   ■      ,--..:■:--    : ...      .,■...,      .-.■     .     ■     •       ■   .,■-;.«..-...«-• 
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FIGURE 25.    HYDROGEN PICKUP VERSUS NITRIC ACID CONTENT 
FOR COMMERCIALLY PURE TITANIUM AND 
FOUR ALLOYS(65) 
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As indicated by the data of Figure Z5, the rate of hydrogen absorption 
from HF solutions can be greatly retarded by the addition of nitric acid in 
s uffic ie nt amo unt s. 

DIFFUSION 

Despite the intensive research effort that has been applied to 
titanium-alloy development,  comparatively few diffusion data have been 
reported.     Until recently, the lack of data has been particularly noticeable 
for the diffusion of substitutional elements into titanium and its alloys. 
The  self-diffusion coefficient for titanium has not been determined experi- 
mentally (although various estimates have been made),  mainly because no 
satisfactory radioactive isotope of titanium is  available.     In addition to 
diffusion data,  information is available on hydrogen degassing coefficients, 
and on the air contamination coefficients for titanium and a few of its alloys, 

All of the work reported has been done using non-steady-state 
methods.    In most instances,  the diffusion rates of the  substitutional ele- 
ments were determined using diffusion couples,  with analysis of the con- 
centration data by the Grube(66) or Matano^7) method.    A few measure- 
ments using radioactive tracer methods have been reported.     The diffusion 
rates of oxygen and nitrogen into beta titanium were determined from gas- 
metal exposures; the diffusion rates of these elements into alpha titanium 
were determined by more indirect methods.     The diffusivity of carbon into 
alpha and beta titanium was determined from diffusion couples of pure ti- 
tanium and a titanium-carbon alloy,  the analysis being that developed by 
Jost and Wagner. (^8) 

Interstitial Elements 

The important elements which dissolve interstitially in titanium are 
carbon,  oxygen,  and nitrogen as alpha stabilizers and hydrogen which 
stabilizes the beta phase.    Some work has been done in the USSR on the 
diffusion of boron into titanium(69)^ but the diffusion coefficients were not 
reported in a form suitable for inclusion here. 

Hydrogen 

Hydrogen diffuses  rapidly in both alpha and beta titanium.     Diffusion 
(degassing) coefficients have been reported by Wasilewski and Kehl(70), 
Albrecht and MalletC™),   and Kusamichi,  et al. (72)   Diffusivities were 
calculated from data obtained by the infusion or effusion of hydrogen in a 
specimen of simple  geometry; thus,  it must be assumed that diffusion 
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(not surface effects) is the limiting factor in the rate at which hydrogen is 
absorbed or extracted from the  specimen.     Figure 26 summarizes the 
Arrhenius plots for the diffusion of hydrogen in alpha titanium and in one 
alpha-titanium alloy (Ti-5Al-2. 5Sn).     With the exception of the two lower- 
temperature data points,  obtained for high-purity titanium by Albrecht and 
Mallett,  the activation energies are in good agreement,   ranging from 
12,380 to 14,200 cal/mole.     This also is  shown by the numerical data pre- 
sented in Table  12. 

TABLE 12.     SUMMARY OF EXPERIMENTAL DATA FOR THE 
DIFFUSION OF HYDROGEN IN ALPHA TITANIUM 
AND AN ALPHA-TITANIUM ALLOY 

Temperature 
Solvent Range,   C        D0,   lO"2 cm2/sec    Q,   cal/mole   References 

Iodide titanium 650-850 
Iodide titanium 650-850'a) 
Commercial 600-800 

titanium 
Commercial 700-900 

titanium 
Ti-5Al-2. 5Sn 600-700 

1 
1 
0. 

8 
45 
86 

0. 27 

1. 22 

12,380 
12,750 
12,400 

14,200 

12,700 

70 
71 
71 

72 

71 

(a)   Two additional points at 600 and 620 C lie below the line extrapolated from these data.  See Figure 26. 

The diffusion rates of hydrogen in beta titanium and in several beta- 
stabilized alloys have been reported;  data are  shown in Figure 27  and in 
Table  13.     Activation energies are  low,   ranging from 6640 to  8920 cal/mole. 
Alloying appears to   slow the  diffusion of hydrogen,  possibly by the blocking 
of interstitial sites in the bcc beta-titanium lattice. 

TABLE  13. SUMMARY OF EXPERIMENTAL DATA FOR THE 
DIFFUSION OF HYDROGEN IN BETA TITANIUM 
AND TWO BETA-STABILIZED ALLOYS 

Solvent 
Temperature 

Range,   C Do. lO"3 cm 2/ sec Q. cal/mole Re ferences 

Iodide titanium 
Iodide titanium 
Ti~4Al-4Mn 
BMn 

900-1020 
900-1020 
600-800 
600-800 

1. 95 
3. 75 
1. 68 
0. 405 

6460 
8440 
8920 
7170 

70 
71 
71 
71 
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An internal-friction peak was observed by Köster,  et al.^^)    in 
quenched alpha titanium; the magnitude of the peak was directly propor- 
tional to the hydrogen content.     If this is interpreted to be the result of 
stress-induced interstitial diffusion of hydrogen,  the activation energy of 
15,000 cal/mole is in reasonable agreement with the activation energies 
reported for the diffusion of hydrogen in alpha titanium. 

Oxygt 

Oxygen is a common contaminant in titanium,  and its diffusivity has 
been studied by several investigators.     The earliest work reported was 
that of Pratt,  et al. (74), who studied the internal-friction behavior of an 
alloy of titanium containing 0. 10 atomic per cent iron.     An activation en- 
ergy of 48,000 cal/mole was  reported,  from which the diffusivity of oxygen 
in alpha titanium could be calculated using the  Langmuir-Dushman equation. 
This work was followed by that of Wasilewski and Kehl(75),  who determined 
a similar (48,200 cal/mole) activation energy for- the diffusion of oxygen in 
beta titanium. 

Later studies \76 ;> 77) have indicated widely varying diffusivities and 
activation energies.     These are listed in Table  14 and plotted in Figure 28. 
In addition to those  shown in Table  14,  Gupta and Weinig(78)^  using 
internal-friction techniques  similar to those used by Pratt,  et al. ,  have 
reported activation energies  ranging from 34,000 to 67,000 cal/mole.    The 
data reported for air-contamination rates are discussed in a later section, 
but these generally are within the range of oxygen diffusivities  shown here. 

TABLE 14.  SUMMARY OF EXPERIMENTAL DATA FOR THE DIFFUSION 
OF OXYGEN IN ALPHA AND BETA TITANIUM 

Temperature 
Solvent Range,   C Do,   cm2/sec       Q,   cal/mole       References 

Alpha titanium -- 0. 427(a) 
Alpha titanium 700-850 5. 08 x 10"3 

Beta titanium 1127-1377 8.3x10-2 
Beta titanium 950-1414 1.6 
Beta titanium 930-1150 3. 14 x 104 

(a)   Calculated from Langmuir-Dushman equation. 

48,000 74 
33,500 76 
31,200 77 
48,200 75 
68,700 76 

Carbon 

The diffusion rate of carbon in titanium was reported by F.   C. 
Wagner, et al. (79),  who used diffusion couples consisting of high-purity 
titaniiom in contact with titanium-carbon alloys.     The concentration 
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gradients were established by diffusion anneals at temperatures  ranging 
from 700 to 1200 C.     The  specimens were  sectioned,  and slices were ma- 
chined off for carbon analysis by combustion.     The data are presented in 
Figure 29; the diffusion coefficients can be  represented by the Arrhenius- 
type equations: 

Da = 5. 06 exp(--43,500/RT) (700-880 C) 

Dß = 108 exp(-48,400/RT)    (920-1200 C). 

Nitrogen 

The diffusivity of nitrogen in beta titanium has been reported by 
Wasilewski and Kehl(75).     The equation Dß = 3.5 x lO-2 exp(-33, 800/RT) 
was found to describe the data between 900 and 1570 C.     Using a somewhat 
indirect method of calculation,  the approximate values for diffusion of 
nitrogen in alpha titanium also were determined from the  same data and 
for the  same  range of temperatures.     The diffusivity was given as: 
Da =  1. 2 x lO"2 exp(-45,250/RT).     These data are  shown in Figure 29.    It 
should be noted,   of course, that the alpha phase in pure titanium is  stable 
only up to 882 C,  whereas all the data were obtained from tests made at 
higher temperatures. 

Air Contamination 

Two studies have been reported on the air contamination of titanium 
alloys,  in both of which diffusion coefficients associated with the contami- 
nation process were computed. (52,80)   jn all the tests,   specimens were 
exposed in air for various times and temperatures.     Using the assumption 
that hardness is a linear function of the concentration of the contaminant, 
an analysis of the Van Ostrand-Dewey type can be made,   and the  resulting 
data can be used to determine contamination coefficients.     The temperature 
dependency of the contamination coefficients can be expressed by the usual 
Arrhenius equation.    Results of tests on a number of titanium alloys are 
listed in Table  15,   and are plotted in Figure  30. 

TABLE 15.    SUMMARY OF EXPERIMENTAL DATA FOR THE AIR 
CONTAMINATION (DIFFUSION) OF TITANIUM AND 
TITANIUM ALLOYS 

1 'emperature 
Composition Range,   C D0,   cm2/sec Qj   cal/mole References 

Commercial 815-1149 2. 03 x 105 75,300 52 
titanium 

Ti-5Al-2. 5Sn 815-1149 92.4 58,800 52 
Ti-4Al-4Mn 815-1093 74. 9 55,500 52 
Ti-6A1-4V 815-1093 388 59,500 80 
Ti-4Al-3Mo-lV 760-1038 388 59,500 80 
Ti-13V-llCr-3Al 815-1038 0. 348 38,700 80 
Ti-2. 5A1-16V 760-125 2.0 x 104 60,700 80 

. 
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Activation energies for the air-contamination process  range from 
38,700 cal/mole for the  Ti-1 3V-11 Cr-3A1 alloy to  75,300 cal/mole for 
unalloyed titanium.     There may be a trend toward lower activation energies 
for the alloys containing increasing amounts of beta,   although this is by no 
means  definite.   Except for the Ti-2. 5A1-16V and Ti-1 3V-11 Cr-3A1 data    all 
the points lie within a reasonable scatter band,   as shown in Figure  30. 

A comparison of these  results with previously reported oxygen- 
diffusion data reveals that D-values are of the  same order of magnitude. 
The agreement between activation energies for oxygen and air contamina- 
tion is not  so good,   and the value for air contamination of unalloyed titanium 
(75,300 cal/mole) appears particularly high.     It was  speculated that a proc- 
ess other than the diffusion of oxygen through titanium (i. e. ,   a surface re- 
action or diffusion through an oxide layer) might be the  rate-controlling 
p roce s s. 

Substitutional Elements 

Of the metallic elements that dissolve   substitutionally in titanium, 
comparatively few are of importance  in present commercial alloys.     The 
most important elements  include  aluminum,   tin,   zirconium,   chromium, 
iron,  manganese,  molybdenum,   and vanadium.     Until recently,   only a few 
scattered tests had been conducted on the diffusivitie s of these elements in 
titanium,  and most of the  reported diffusion constants were based upon a 
minimum number of experiments.     Despite the fact that the early data re- 
ported by Schwope(81) were of questionable  accuracy,  they were widely 
reproduced in the literature for the lack of more  comprehensive  values. 

Recent publications  have provided a more complete coverage of the 
diffusivitie s of substitutional elements in titanium and its dilute alloys. 
Included are most of the more important alloying additions,  plus  a few of 
the less common elements  such as  scandium and uranium. 

A number of studies  relating to diffusion of titanium have been re- 
ported in the  Russian literature  during the past decade.     With a few ex- 
ceptions, most of these contributions  are concerned with the  diffusion of 
various elements in nickel-base or iron-base alloys that contain relatively 
small amounts of titanium. (82-85)    These results  are not included here] 

Aluminum 

Aluminum is one of the more important alloying additions to titanium, 
imparting strength,   stability,  and resistance to oxidation.     Aluminum 
stabilizes the alpha phase,  and introduces an alpha-plus-beta region be- 
tween the two phases.     The diffusion rates of aluminum in dilute  titanium- 
aluminum alloys were  reported in a recent publication by Goold(86). 
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Diffusion couples were exposed at temperatures up to  1250 C,  in both the 
alpha- and beta-phase regions.     The couples were sectioned,  analyzed 
chemically,  and the diffusivities calculated using the Matano analysis for 
the higher temperature data and the Grube method for the lower tempera- 
ture data. 

The  results showed a pronounced increase in the diffusivity as the 
aluminum concentration of the alloy was increased up to about 12 atomic 
per cent.     At a constant composition,  the diffusion coefficients varied with 
temperature in accordance with the usual Arrhenius-type law,  as illus- 
trated in Figure 31.     The results are summarized in Table 16. 

The activation energies reported are relatively low (21,900 to 
25,500 cal/mole).     The over-all diffusivity of aluminum in titanium appears 
to be of a magnitude  similar to that of many other metallic elements. 

Chromium 

Unlike aluminum,  chromium dissolves preferentially in the beta 
phase of titanium,  and the beta-transus temperature is decreased with in- 
creasing chromium concentration.     A total of five diffusivities have been 
reported,  three for unalloyed (or dilute alloys of) titanium,  and two for 
alloys containing up to  18 per cent chromium.     The early work reported 
by Schwope,  et al. (81), Was based on measurements made on three dif- 
fusion couples at 800,  900,  and 1000 C.     Concentrations were determined 
by sectioning and chemical analysis,   and the data were  reduced to diffu- 
sivities using the Grube method.     Mortlock and Tomlin(89) USed sandwich- 
type diffusion couples prepared with a layer of radioactive chromium 
(Cr51) between layers of unalloyed or alloyed titanium.     The penetration 
curves were determined by autoradiography using a microdensitometer to 
measure the distribution. 

The results of the various determinations are  shown as Arrhenius 
plots for log diffusivity versus reciprocal temperature in Figure 32.     The 
reported frequency factors and activation energies are included in Table   16. 

The results show activation energies  ranging from 23,300 to 44,000 
cal/mole,  with the higher values reported for the two alloys.    From the 
low activation energy for diffusion of chromium in titanium compared with 
that expected for  self-diffusion of titanium,  Mortlock and Tomlin proposed 
a modified vacancy mechanism for the diffusion process.     This was sug- 
gested in view of the lack of agreement between the solute and self-diffus ion 
activation energies usually observed.     Schwope (whose activation-energy 
value was much lower than those determined by Mortlock and Tomlin) sug- 
gested the possibility of more rapid grain-boundary diffusion,  although 
relatively large grain sizes must have resulted from the diffusion anneals. 
Mortlock and Tomlin reported beta-grain diameters of 0. 2 to 2 millimeters. 
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TABLE 16.    SUMMARY OF EXPERIMENTAL DATA FOR THE DIFFUSION OF SUBSTITUTIONAL 
ELEMENTS IN TITANIUM AND TITANIUM ALLOYS 

Element 
Alloy 

Composition 

Temperature 
Range,            D0, 

C            cm2/sec 
Q, 

cal/mole Remarks References 

Titanium Titanium -- 0.66(a) 77,000 Estimated from melting- 87 

Titanium 

Aluminum 
Aluminum 
Aluminum 

Titanium 

Ti-2 at. 70 Al ^3) 
Ti-12 at. % Al (ß) 

Ti-10 at. % Al (j3) 

983-1250 
983-1250 
834-900 

0.515(a> 

1.4 X 10"5 

9.0 x 10"5 

1.6 x IQ-5 

60,000 

21,900 
25,500 
23,700 

point data 

Estimated from stress- 
rupture-data correlation 

88 

86 
86 
86 

Chromium 
Chromium 
Chromium 
Chromium 
Chromium 

Ti-(0-5)Cr 
Ti (Commercial) 
Ti (iodide) 
Ti-10Cr 
Ti-18Cr 

800-1000 
980-1178 
926-1193 
926-1177 
925-1178 

7.8 x lO-5 

0.005 
0.010 
0.02 
0.09 

23,300 
35,300 
37,700 
40,200 
44,500 

From three measurements; 
radioactive tracer- 
method used 

81 
89 
89 

89 

Iron Ti-(0-5)Fc 800-1000 0.01 31,000 From three measurements 81 
Manganese Ti-8 at. 70 Mn (/3) 830-1190 1.0 x 10'3 35,200 86 

Molybdenum 
Molybdenum 

Ti-(0-5Mo(/3) 
Ti-1 at. % Mo (0) 

900-1100 

938-1248 
6.43 x 10"7 

1.0 x 10"5 
13,700 
24,000 

From three measurements 81 
86 

Scandium Ti(/3) 1000-1200 0.003 25,290 From radioactive-tracer 
methods 

90 

Tin 
Tin 

Tin 

Ti-1 at. 70 Sn(ß) 
Ti-8 at. 70 Sn (ß) 
Ti-4 at. 7oSn(/S!) 

1004-1250 
1090-1250 

834 

8.4 x 10"7 

2. 7 x 10"4 

0.5 x 10-10 

15,300 
29,800 

Diffusivity ("DQ) 

86 
86 

86 

Uranium Ti-5 at. 7o U (ß) 950-1075 4. 6 x 10"4 30, 200 Microanalyzer technique 91 

Vanadium Ti-2 at. 7o V (ß) 900-1248 6.0 x lO-3 39,600 86 

Zirconium 

Zirconium 
Ti-15 at. 7o Zr (ß) 

Ti-30 at. 7" Zr (ß) 
0.00706 

0.00171 
27,640 

24,280 
92 

92 

(a)   Calculated from the Langmuir-Dushman equation. 
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Iron 

Iron, like chromium,   stabilizes the beta phase of titanium and has a 
relatively low solubility in the alpha phase.    Iron is not widely used as an 
alloying addition to titanium,  although it frequently is present as an im- 
purity in rather small concentrations. 

The only diffusivity data available for iron in titanium are those re- 
ported by Schwope,  et al. (81)   Couples were prepared and exposed at 800, 
900,  and 1000 C.     The concentration gradients were determined by section- 
ing and chemical analysis,   and the diffusion coefficients were calculated 
using the Grube method.     The results are plotted in Figure  33 and listed in 
Table  16. 

The activation energy reported (31,000 cal/mole) is low for a 
vacancy mechanism; however,  the value was taken from a plot based on 
only three data points.     The general order of magnitude of the diffusivity 
appears  reasonable in comparison with values  reported for similar 
elements. 

Manganese 

Like chromium and iron,  manganese is a beta-stabilizing element 
forming a eutectoid alloy system.     Solubility in the alpha phase is limited 
to less than 0. 5 per cent manganese.    Manganese was one of the additions 
used in several early commercial titanium alloys; however,  none of the 
more recently developed alloys contain manganese as an intentional 
addition. 

One determination of the diffusivity of manganese in titanium has 
been reported by Goold(86^   using diffusion couples exposed at tempera- 
tures in the beta field (830 to  1190 C).     The diffusivities were calculated 
from data obtained by analysis of turnings from sections of the exposed 
couples,  using the Matano analysis.    Because manganese volatilizes readily 
at high temperatures,   radial as well as longitudinal concentration gradients 
were measured and analyzed. 

The results showed a comparatively slight dependence of diffusivity 
on alloy content for compositions up to  14 atomic per cent manganese. 
The diffusion constants calculated for a concentration of 8 atomic per cent 
manganese are presented in Table  16 and plotted in Figure  34.     The acti- 
vation energy reported (35,200 cal/mole) is  similar to the values presented 
for chromium and iron by other workers.     Although the results show only a 
slight composition dependence,  it appears that the diffusivity does increase 
slightly with increasing manganese content. 

■ 
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Molybde num 

Molybdenum is a beta-isomorphous alloy addition to titanium, having 
a relatively low solubility in the alpha phase and complete solubility in the 
beta phase.    Molybdenum is a moderate strengthener,   and has been used in 
a few commercial alloys. 

Th/«MiffUSi0n ratel 0f molybdenuin in titanium have been reported by 
Schwope(«i) and Goold(86).     Both workers used couples of titanium and a 
titanium-molybde num alloy,  with exposures at temperatures above the beta 
transus.     The penetration curves were determined by chemical analyses of 
turnings taken from longitudinal sections of the couples after exposure. 
Schwope determined the diffusion coefficients by the Grube method, whereas 
Goold used the Matano analysis. 

The earlier results  reported by Schwope^81) indicated an activation 
energy of 13,700 cal/mole,   a very low value for a substitutional solute. 
This value was,  however,  based on points at only three temperatures and 
thus may be subject to considerable error.     Goold(86) reported an activa- 
tion energy of 24,000 cal/mole,  a value also lower than might be expected. 
The results obtained by Goold also showed a slightly decreasing rate of 
diffusion as the molybdenum concentration in the alloy was increased up to 
about 6 atomic per cent.     Both results are included in Table   16,   and are 
shown in Figure  35. 

Scandium 

The  diffusion of radioactive  scandium  (Sc46) into a  series of titanium- 
columbium alloys was   studied at two temperatures by Grum-Gyzhimailo(90). 
Values for the diffusion coefficient at 1000 and 1200 C,   and the activation 
energy,  were  reported for titanium-columbium alloys at 10 atomic per cent 
intervals.     Peaks in the activation energy-composition curve were  attrib- 
uted to the  formation of the compounds  Ti2Cb3 and ^Cb,  although these 
compounds are not shown in the presently accepted equilibrium diagram. 
Also,  inconsistencies between the tabulated diffusion data and the plotted 
values indicate that the tabular values  are incorrect.     The data for the 
diffusion of scandium in unalloyed titanium are included in Table   16 and 
Figure  33. 

Tin 

Tin dissolves extensively in both the alpha and beta phases of titanium. 
It is a moderate  strengthener and is used in conjunction with aluminum to 
form the commercial all-alpha alloy,   Ti-5A1-2. 5Sn. 

Data for the diffusion of tin in titanium have been reported by Goold(86). 
Diffusion couples were prepared and exposed at temperatures within both 
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the alpha and the beta fields.     Chemical analyses of sections were used to 
obtain penetration curves,  and the  resulting data were reduced to diffusion 
coefficients by the Matano or Grube analysis. 

A pronounced composition dependency was observed, with the diffusion 
rate of tin in beta titanium increasing markedly as the concentration of tin 
in the alloy was increased.     Diffusivities in the lower temperature alpha were 
slow,  so that the temperature dependency was not determined.     The activa- 
tion energy increased from 15,300 to  29,800 cal/mole with a composition 
change from  1 to 8 atomic per cent tin.     The data are listed in Table  16 and 
plotted in Figure  36. 

Uranium 

The diffusion of uranium into alloys of titanium with uranium was 
studied by Adda and Philibert(9 1 ).     Diffusion couples were prepared between 
uranium and titanium,   and exposed in vacuum at temperatures from 950 to 
1075 C.     The penetration-time curves were established by use of an X-ray 
microanalyzer,  and the resulting data were reduced to diffusion coefficients 
by means of the Matano analysis.     The diffusivity of uranium in a titanium- 
5 atomic per cent uranium alloy is  shown in Figure  34 and listed in Table  16. 

The activation energy (30,200 cal/mole) and the diffusivity are both 
similar to those found for many of the other metallic substitutional elements. 
The diffusivity was found to be temperature dependent,  with a minimum at 
about 40 atomic per cent uranium.     Thus,  uranium additions up to this 
amount decrease the diffusivity of uranium in titanium alloys. 

Vanadium 

Vanadium is a beta-isomorphous alloying element with respect to ti- 
tanium.    It is characterized by a somewhat larger solubility in alpha phase 
than most beta stabilizers,  and by complete solubility in beta.     Vanadium, 
like molybdenum,  is a moderate strengthener in titanium.    It is a constituent 
of several of the more  recent and widely used commercial alloys,  and may 
be considered as one of the more important alloying elements. 

The diffusivity of vanadium in titanium has been reported by Goold(86). 
Diffusion couples were exposed at 900 to  1248 C (in the beta field),   and the 
penetration-time curves determined from chemical analyses of turnings for 
longitudinal sections.     The diffusivities were calculated using the Matano 
analysis. 

The resulting diffusion coefficients are presented in Figure 34 and 
Table  16.     A comparatively slight composition dependency was observed, 
with the diffusivity decreasing slightly with increasing concentration up to 
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about 12 atomic per cent vanadium.     The activation energy,   39,600 cal/ 
mole,  and the over-all diffusivity show that vanadium and manganese be- 
have  similarly. 

Zirconium 

Zirconium,  a Group V-A metal, is completely soluble in both the 
alpha and beta phases of titanium.     Zirconium is a moderate  strengthener, 
and has been used as an auxiliary strengthener in alpha-titanium alloys. 

The only data reported for the diffusion of zirconium in titanium are 
the preliminary values given by Martens(92).     This work was conducted 
using a sandwich of radioactive zirconium (Zr95) between two layers of 
titanium.     The diffusion anneals were made at temperatures in the beta 
field.     Concentration curves were made from measurements of residual 
radioactivity,   and the resulting penetration-time curves were analyze'd by 
means of the Matanp method.     The  resulting data are plotted in Figure  33 
and are listed in Table  16. 

The  results  show relatively high diffusion rates,  with only a slight 
dependency on concentration.     The activation energy was  shown to decrease 
slightly as the zirconium-titanium ratio was increased from 0. 15 to 0. 30. 

DEFORMATION MECHANISMS AND TEXTURES 

When a material is deformed beyond its elastic limit, major internal 
structural rearrangements occur.     These rearrangements,  which are not 
eliminated when the  stress is removed,  take place primarily by the proc- 
esses of slip and twinning.     Since the ease with which the material can de- 
form is related to the mechanisms by which the rearrangement occurs, 
while the properties of the material after deformation are  related to the 
final internal arrangement or texture of the material,   studies of deforma- 
tion mechanisms and textures are of considerable interest.     As  a result, 
several studies of the effects of alloying upon the  deformation mechanisms 
and texture formation of titanium have been made.     These  studies are de- 
scribed below. 

Deformation Mechanisms 

Unalloyed titanium exists in a hexagonal close-packed crystal struc- 
ture at temperatures below 1620 F.     Above this temperature,  a body- 
centered cubic  structure is observed.     The c/a ratio at room temperature 
for the hexagonal modification of titanium is  1. 587,   2. 81 per cent less than 
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the ideal value of 1. 633.     As a result of the low c/a ratio,  a number of slip 
and twinning systems are observed. 

Both slip and twinning^ systems are operative at room temperature. 
Slip is observed on the   [1010],   {l 011 ] / and [OOOlJ planes_in the <1120> 
directions, while twinning is observed on the  [1121],   [1122],  and [lOlZ] 
planes.    In special cases, twinning is also observed on the  [1123] and 
[1124] planes.     The six major slip and twinning systems are  shown dia- 
grammatically in Figure 37. 

The relative importance of these deformation elements varies with 
temperature,  grain size,  and crystal orientation.    Increasing temperature 
tends to favor slip at the expense of twinning,  while at very low tempera- 
ture  slip is of negligible importance.     Twinning is favored by a coarser 
grain size,  as is slip on the   {0001 } planes.    Orientation of the crystal with 
respect to the stress axis is also of considerable  significance.    A more 
complete discussion of these effects may be found in TML Report No.   30.(93) 

The effect of alloying upon the deformation mechanisms has not re- 
ceived a large amount of attention.     Interstitial contamination is known to 
cause major changes in the relative importance of the active  slip systems, 
as  shown in Table  I7.     It is seen that,  in high-purity material,   [lOTO]  slip 
was predominant.    Slip on the   [0001] planes occurred only at certain highly 
favored orientations, while   [lOTl] slip was not observed.    In material hav- 
ing a higher interstitial content, the three slip systems were more equally 
favored.    Itjvould appear that interstitials are much more effective in in- 
hibiting  [lOTO]  slip than  [OOOl] or  [lOTl^  slip.     It has been reported that 
twinning occurs with about the  same frequency in iodide- as in sponge-base 
titanium{95).     However,  this  same investigation failed to observe any dif- 
ference in the importance of the various  slip systems in iodide- and sponge- 
base titanium,  apparently as a result of the limited number of crystal 
orientations studied. 

TABLE   17,    CRITICAL RESOLVED SHEAR STRESS FOR SLIP 
IN TITANIUM AS A FUNCTION OF PURITY (94) 

Oxygen Plus Nitrogen, Hardness, Slip Critical Resolved 
weight per cent VPN Plane Shear Stress,  psi 

Hardness, Slip 
VPN Plane 

90 IOTO 
0001 

160-170 ioTo 
1011 
0001 

0.01 90 1010 2000 
9000 

0. 1 160-170 1010 13,075 
14,075 
15,500 

■ ■■ 
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G H 
Slip Planes 

(0001) ABCDEF 
{ lOTO) ABHG 
( ION ) GHK 

Slip Direction 
(1120) EKB    (of the type AB,BC,CD,etc.) 

Twin  Planes 
(I0j2 ) GHL 
( 1121 ) GMK 
(1122)     GML A-37602 

FIGURE 37.     LOCATION OF MAJOR SLIP AND TWINNING SYSTEMS 
IN THE CLOSE-PACKED HEXAGONAL TITANIUM 
LATTICE 



74 

Solid-solution alloying would be expected to affect deformation me- 
chanisms to some significant degree,  but information in this area is lim- 
ited.    Deformation markings  similar to those in unalloyed titanium are 
known to occur in alloyed titanium.    Some interesting examples of such 
markings are shown in Figures  38 and 39-     The structure  shown in Fig- 
ure  38 shows twinning apparently being transmitted quite freely through the 
beta phase to successive alpha particles in an alpha-beta Ti-4Al-4Mn alloy. 
The final twin configuration shown is typical of the observed  [1012]   twinning 
in unalloyed titanium, but no analysis of the twinning systems was made. 
Deformation markings observed in two titanium-manganese alloys are shown 
in Figure 39.    Deformation was observed to be restricted to a large extent 
to the beta phase in this  study except when a very large alpha grain size 
was produced as illustrated in the right-hand photomicrograph of Figure  39a. 
Pitting of the alpha phase may have obscured fine slip lines, however.     The 
markings observed in the beta phase were identified as  representing both 
slip and twin traces.    It is probable that the latter identification is errone- 
ous,  however,  and that the structures identified as twins were actually 
strain-induced martensite.     The origin of the slip traces in these alloys 
was not identified. 

Studies of the  slip mechanisms in an all-beta Ti-26V alloy have sug- 
gested that noncrystalline  slip of the (112)-(123) type is occurring. (98)   It 
is not known whether slip of this type also occurs in unalloyed beta titanium. 
Measurements of the critical resolved shear stress for eight single crystals 
at the  Ti-26V composition gave values  ranging from 27,550 to 56,150 psi. 

Deformation Textures 

The deformation textures of unalloyed titanium have been described 
in considerable detail in a previous  Titanium Metallurgical Laboratory 
report(93)_     The textures developed may be summarized as follows: 

Compression texture - 0001 planes inclined 17-1/2 to 30 degrees 
from the axis of compression 

Wire (tension) texture  —  1010 direction parallel to wire (tension) 
axis 

Cold-rolled texture  —  10T0 direction parallel to the rolling direc- 
tion with the 0001 plane inclined 30 degrees 
from the  rolling plane toward the trans- 
verse direction 

Hot-rolled texture - Similar to cold-rolled texture except that 
angle of inclination of 0001 planes may ap- 
proach 40 degrees and the  1120 direction 
shows some tendency to parallel the rolling 
direction. 
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FIGURE 39.    DEFORMATION MARKINGS IN COMPRESSED 
Ti-Mn AL,L,OYS(97) 

Alpha is the heavily pitted phase. 
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Interstitial content has not been found to affect the texture developed 
by cold rolling to any appreciable extent,  although the development of a 
tendency for 0001 rotation toward the rolling direction as well as the trans- 
verse direction has been observed in an isolated case. (99)   Solid-solution 
additions to alpha titanium do alter the texture developed by cold rolling, 
however, as shown in Figure 40.     The major change in texture was ob- 
served in the titanium-aluminum alloy, where the tendency for rotation of 
the 0001 plane in the transverse direction (double maxima in other 0001 
pole figures) was not present.     Instead,  the 0001 plane tended to be parallel 
to the rolling plane.     The other three alloy systems  - titanium-zirconium, 
titanium-tantalum,  and titanium-columbium - were not greatly different 
from unalloyed titanium.    However,  differences in the degree of preferred 
orientation and the angle of rotation of the 0001 planes were evident.    The 
angle of rotation is indicated in parentheses for each alloy in Figure 40. 
The texture developed in a Ti-0. 38Mo alloy on cold rolling has also been 
found to be similar to that of iodide titanium. 

An all-beta Ti-31.8Mo alloy has been found to develop a {100}  <1I0> 
texture on cold rolling. (100)    This is the texture commonly observed in 
rolled body-centered cubic metals.     A Ti-7Mn alloy hot rolled at 1380 F 
showed traces of both the   [112] <110> and  [ill } <112> textures, but none 
of the   {100} <110> texture. 

Alpha-beta alloys would be expected to show textures resulting from 
deformation of both the alpha and beta phases.     In two alloys examined, 
Ti-5Cr-3Al(101) and Ti-14. 3Mo(100), this has been found to be the case. 

RECOVERY, RECRYSTALLIZATION, AND GRAIN GROWTH 

The changes in properties or structure which occur in an alloy during 
annealing heat treatments are  separable into three categories:    recovery, 
recrystallization,  and grain growth.     The characteristics of these three 
processes can be best described by reference to the  schematic drawing 
shown in Figure 41. 

The recovery process does not generally produce a visible micro- 
structural change.    Although differences in the rate of etchant attack during 
metallographic  sample preparation often permit the onset of recovery to be 
observed, this is not a true structural difference.    As shown in Figure 41, 
anneals in the recovery range result in decreased internal (residual) stress 
levels in the alloy.     This is apparently accomplished by small atomic re- 
arrangements.     Strength properties are only slightly affected by the re- 
covery process. 
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FIGURE 41.     SCHEMATIC REPRESENTATION OF RECOVERY, 
RECRYSTALLIZATION,   AND GRAIN GROWTHUOS) 

At annealing temperatures  slightly above those which result in re- 
covery,  a major  structural rearrangement may occur.     New grains are 
formed within the metal by a process of nucleation and growth,  completely 
removing the  structure previously present.     This is accompanied by major 
changes in the  strength properties,   removal of remaining internal stresses, 
and changes in a number of other mechanical and physical properties.    Re- 
crystallization can occur only when the metal or alloy is initially in a de- 
formed or otherwise unstable condition. 

On completion of recrystallization,  further annealing may result in 
grain growth.     Grain growth may be either continuous,   such that a uniform 
and gradual increase in grain size occurs,  or discontinuous,  in which a few 
grains grow quite rapidly at the expense of the remainder.     In both cases, 
a slight reduction in strength will occur.     Grain growth is  detrimental pri- 
marily through the tendency for large-grained material to be of marginal 
formability and to respond unevenly to further heat treatments of a strength- 
ening nature.     Discontinuous  grain growth may also occur in wrought alloys 
insufficiently strained to induce  recry stallization. 

Two-phase titanium-base alloys are often given an annealing treat- 
ment referred to as a stabilization anneal.     The purpose of this treatment 
is to distribute the alloying additions between the alpha and beta phases in 
such a manner as to prevent further transformation in service.     This type 
of annealing treatment,  not intended primarily to  soften the alloy,  is de- 
scribed in the Reaction Kinetics  section of this report. 
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In the following sections,  the effects of annealing treatments on re- 
covery,   recrystallization,  and grain growth in titanium are described and 
the changes in the response to annealing treatments brought about by alloy- 
ing are outlined.    In general, information on the effects of alloying is quite 
limited at the present time. 

Recovery 

Annealing treatments designed to produce recovery in titanium alloys 
are of considerable industrial importance.     Those treatments,  generally 
referred to as stress-relief anneals,  are universally used to remove form- 
ing or assembly stresses in fabricated parts and high residual stresses in 
mill products.    As a result,   a considerable amount of data has been col- 
lected regarding the effects of various annealing conditions on recovery in 
the more common titanium alloys. 

Since the recovery process is dependent on annealing time and the 
amount of internal stress initially in the alloy,  as well as on the annealing 
temperature,  it is necessary to know all three factors before a comparison 
of the effects of various alloying additions can be made.     The  removal of 
residual stress in annealed commercial-purity titanium (A-55) as a func- 
tion of annealing time and temperature is  shown in Figure 42.     These 
curves show the  reduction in the residual stress level of a material ini- 
tially containing stresses equal to the elastic limit at room temperature 
(50,000 psi).    Removal of all but 10 per cent of the initial stress (reducing 
the  stress level to 5,000 psi) can be accomplished in about 5 minutes at 
1100 F (590 C),  2 hours at 1000 F (540 C),  or in 50 hours at 900 F (480 C). 
The major part of the internal stress is  removed in the first portion of the 
stress-relief anneal.     Temperature is therefore a much more effective 
variable than time in stress-relief annealing.     The importance of initial 
stress concentration is shown in Figure 43.     Although the final stress level 
after a given treatment is  somewhat dependent on the initial stress level, 
this dependency is quite temperature sensitive and becomes less significant 
as temperature is increased.    At 1100 F,  for example, the final stress 
level is practically independent of the initial stress. 

From these data,  it is  seen that unalloyed titanium in the annealed 
condition will be completely stress  relieved in about 30 minutes at  1050 F 
(565 C).     This treatment will cause recrystallization in titanium containing 
moderate amounts of cold work,  as will be pointed out later.    As a result, 
recrystallization and recovery occur concurrently in worked unalloyed ti- 
tanium.    In severely rolled iodide titanium,  it has been reported that sig- 
nificant amounts of recovery are measurable even after recrystallization 
is complete. (104) 

Alloying would be expected to affect the recovery process to an ap- 
preciable extent.     The recovery temperatures of several annealed or 
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stabilized titanium alloys are given in Table  18.     Two alloy effects are 
apparent in these data.    Alpha alloys  (unalloyed titanium and Ti-5Al-2. 5Sn) 
respond more sluggishly to stress  relief than do alpha-beta alloys (Ti-8Mn 
and Ti-6A1-4V),  and aluminum increases the sluggishness of both alpha 
and alpha-beta alloys. 

TABLE  18.    STRESS-RELIEF TREATMENTS FOR 
SEVERAL TITANIUM ALLOYS (105) 

Stress-Relief Treatment(a) 
 Anoy  Temperature,   F Time,  hours 

Unalloyed titanium  (A-55) 1050 
Ti-8Mn 1000 
Ti-6A1-4V 1100 
Ti-5A1-Z. 5Sn 1400 

1/2 
1/2 
1/2 
1/2 

(a)   To remove 90 per cent of residual stress in alloys in the annealed or stablized condition containing 
stresses equal to the elastic limit at room temperature. 

Data comparing the effectiveness of two  stress-relief treatments in 
promoting  recovery in titanium alloys are  shown in Table   19.     These 
studies also  show the greater sluggishness of alpha alloys  as compared 
with alpha-beta alloys  and of high-aluminum alloys as compared with 
aluminum-free alloys.    In both investigations it was  found that recovery 
behavior was closely related to creep behavior.     Grain size,  for example, 
affected recovery in much the same manner as it affects creep,   stress 
relief in a coarse-grained material occurring more  sluggishly than in a 
fine-grained material,  particularly at higher annealing temperatures. (105) 

TABLE  19.    EFFECTIVENESS OF TWO STRESS- 
RELIEF TREATMENTS IN PROMOTING 
RECOVERY IN TITANIUM ALLOYS 

Per C ent of Initial Stress Remaining 
After   1000 Hours (a) 

Alloy 600 F 800 F References 

Unalloyed titanium (A-70) 
Ti-5Al-2.5Sn 

Ditto 
Ti--3Mn- IFe- IMo- ICr- IV 
Ti-4Al-4Mn 

Ditto 

74 
88 
85 
75 
89 
90 

17 
70 
80 
13 
18 
33 

105 
105 
106 
106 
105 
106 

(a)   Alloys initially stressed to approximately 80 per cent of the yield strength at the stress-relief 
temperature.   Annealed or stabilized condition. 
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The observation that recovery rate was closely related to creep rate sug- 
gested that recovery might be affected by heat treatment or cold work. 
Samples of Ti-4Al-4Mn and Ti-3Mn-lFe-lMn-ICr-l V were examined after 
solution heat treating and aging,  and were found to vary only slightly from 
stabilized samples in rate of recovery. (lOo)   Cold working increased the 
rate of recovery in Ti-5A1-Z. 5Sn with the difference in rate of recovery 
becoming greater at higher temperatures. (lOe) 

Stress-relief anneals on alpha-beta alloys should be conducted at or 
below the final temperature of the stabilization anneal,  usually 1050 to 
1100 F,  to prevent changes in the structural configuration of the alloys. 
It would appear from Tables  18 and 19 that this requirement can be met in 
present alpha-beta alloys without difficulty. 

Recrystallization 

Recrystallization in unalloyed titanium occurs considerably below the 
alpha-beta transformation temperature (882 C or  1620 F) and is a function 
of both annealing time and temperature.     The amount of prior deformation 
is also  significant.     The effect of the amount of deformation by cold rolling 
on the recrystallization process in unalloyed titanium (146 Bhn) is shown 
in Table 20.     It is seen that recrystallization temperature can vary appre- 
ciably with per cent reduction.     Grain size of the  recrystallized material 
also varies with amount of reduction,   as  shown in Figure 44.     Grain size is 
relatively independent of amount of reduction beyond about 20 per cent,  but 
increases rather markedly with recrystallization temperature.     Some grain 
growth may have occurred in these studies.     At reduction of less than 20 
per cent,  grain size increases as amount of reduction decreases.     The 
effects of amount of deformation on recrystallization temperature and re- 
crystallized grain sizes have been confirmed by separate investigation of 
commercial-purity titanium. (108, 109)   It was also reported in one of these 
studies that recrystallization between 5 and 20 per cent deformation did not 
occur by a nucleation and growth process,  but by grain-boundary migra- 
tion. U0^)   If so,  this represents discontinuous grain growth rather than 
recrystallization.     It has been reported that grain size after recrystalliza- 
tion is independent of initial grain size. (107) 

Increased purity decreases the recrystallization temperature.    Re- 
crystallization is evident in heavily worked iodide titanium after short 
annealing treatments at 750 F. (! 10> ! ! ! )   As shown in Table 20,   recrystal- 
lization is not observed in commercial-purity titanium until annealing at 
around 880 F.     Complete recrystallization in iodide titanium also occurs 
at lower temperatures. (112)   At equivalent amounts of deformation,  iodide 
titanium will apparently show complete recrystallization with an annealing 
treatment about 100 F lower than that needed for commercial-purity ti- 
tanium.     Recrystallized grain size is not greatly affected by purity.     The 
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grain size of iodide   titanium is comparable to that for commercial titanium 
shown in Figure 44. (113) 

TABLE 20.    EFFECT OF DEFORMATION ON 
RECRYSTALLIZATION OF 
UNALLOYED TITANIUM (107) 

Reduction by Cold 
Rolling,   per cent 

Recrystallization Temperature 
 Range,  FU)  
Initiation Completion 

10 
20 
30 
40 
50 
65 
80 

1065- 1110 
1020-1065 
930-1020 
930-1020 
840-930 
840-930 
840-930 

1200-1290 
1155-1200 
1155-1200 
1 155-1200 
1 155-1200 
-1155 

1110-1 155 

(a)   Annealed 30 minutes at indicated temperature. 

Comparisons of the effects of alloying on the  recrystallization of ti- 
tanium may be made by determining the time for  recrystallization at a 
single annealing temperature or by determining the temperature for re- 
crystallization at a single annealing time.     Both methods have been used 
in studies of titanium alloys. 

The effects of six alloying additions on the time  required to complete 
recrystallization of alpha or near-alpha sponge-base alloys at 895 F are 
shown in Table 21.     Cobalt,   aluminum,  and iron additions  retard recrystal- 
lization only slightly according to this investigation.     The most effective 
addition studied from the  standpoint of retarding  recrystallization was 
chromium.     Tantalum and tin were intermediate in their effect on recrystal- 
lization.     Another comparison of the effects of alloying on recrystallization 
of titanium is   shown in Table 22.     In this  study,   the temperature at which 
recrystallization was first evident after annealing  1/2 hour was measured 
for fourteen binary titanium-alloy  systems prepared from iodide titanium. 
If the effects of the additions in alpha or near-alpha alloys are considered, 
it is  seen that the more effective additions in raising recrystallization 
temperature of alpha are,  in decreasing order,  as follows:    aluminum 
(4.5%),  tin (8.9%),   rhenium (3.7%),  vanadium (2.5%),   oxygen (0.827%), 
nitrogen (0.236%),  and carbon (0. 54%).     These additions raised the  re- 
crystallization temperature from 45 to 225 F.     Alpha-soluble amounts of 
cobalt (0. 37%),  chromium (0. 66%),  and manganese (0. 46%) had no effect 
on recrystallization temperature,   while columbium (3. 0%) lowered the re- 
crystallization temperature.     The effectiveness of aluminum in raising the 
recrystallization temperature of alpha titanium has been confirmed by two 
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other investigations^45'115) in which the  recrystallization temperature of 
alpha titanium was raised by 220 to 370 F by 4 to 5 per cent aluminum. 
The relatively small increase in recrystallization temperature resulting 
from alloying with oxygen has also been confirmed. (H^) 

TABLE 21. EFFECT OF ALLOY COMPOSITION ON RECRYSTALLIZATION 
OF TITANIUM(

110
) 

Alloying Addition 
Time for Complete Recrystallization 

at 895 F, hours(a) 

None (sponge-base titanium) 
0. Z-0. 5Co 
0. 2-1, QFe 
0. 2-1. QAl 
0. 2-0. 4Ta 

2-1.OSn 0. 
0.2-0. 5Cr 

10 
20 
30 
40 

130 
130 

<1000 

(a)  Cold rolled 50 per cent before annealing. 

Because of the differences in base-metal purity and methods of 
measuring recrystallization,  a direct comparison of the data in Tables 21 
and 22 is not possible.    However,  it is apparent that the results in Table 21 
are in disagreement with those in Table 22 in two instances,  the relative 
effectiveness of aluminum and of chromium.     The slight effect of aluminum 
reported in Table 21 may be due to the smaller amounts of alloy addition 
studied.     The reason for the differences between the  studies relating to the 
effectiveness of chromium additions are difficult to rationalize,  however, 
and further study of the effect of chromium upon recrystallization tempera- 
ture would appear desirable. 

The data in Table 22 also  show that two-phase structures retard re- 
crystallization.     This is true both for alpha-beta structures [ rhenium 
(5. 8%), vanadium (10. 3%), manganese (3. 58%),   and iron (5. 0%)] , where 
the recrystallization temperature was raised by  180 to 450 F,   and for 
alpha-compound structures [boron (0.25%), oxygen (0.8%),  and beryllium 
(1. 0%)] , where recrystallization temperature was raised by 80 F.     One 
alpha-beta alloy, 7. 7 per cent columbium,   and one alpha-compound alloy, 
4. 05 per cent cobalt,  showed a reduced recrystallization temperature. 

The recrystallization temperature of betta alloys appears to be less 
than that of the two-phase alloys,  as  shown by the results  reported in 
Table 22 for Ti-30V.    A decreased recrystallization temperature at higher 
alloy contents is also seen in the titanium-chromium system.    Other work 
has shown a Ti-15Mo beta alloy to be completely recrystallized in 3.5 min- 
utes at 1380 F (750 C) after 50 per cent reduction. (117) 
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TABLE 22.    EFFECT OF ALLOY COMPOSITION UPON THE INITIATION 
OF RECRYSTALLIZATION IN TITANIUM(114) 

Alloy Addition 

None (iodide titanium) 

Temperature at Which Recrystallization 
is Initiated in 1/2 Hour, F(a) 

1020 

0 .82V 
2 .55V 

10 . 3V 
30V 

0 . 13Cb 
3 . OCb 
5 . OCb 
7 . 7Cb 

0 . 49Re 
0 . 96Re 
3 7Re 
5 8Re 

0 66Cr 
2. 98Cr 
4. 64Cr 
9. 47Cr 

0. 2Fe 
1. 3Fe 
5. OFe 

0. 46Mn 
1. OMn 
3. 58Mn 

0, 37Co 
1. 52Co 
4, 05Co 

0. 2Be 
0. 5Be 
1. OBe 

0. 04B 
0. 11B 
0. 25B 

1020 
1150 
1380 
1200 

1020 
975 
975 
975 

1065 
1155 
1200 
1470 

1020 
1150 
1380 
1110 

1020 
1020 
1200 

1020 
1065 
1200 

1020 
1020 
975 

1065 
1155 
1200 

1065 
1065 
1110 
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TABLE 22.     (Continued) 

Alloy Addition 
Temperature at Which Recrystallization 

is Initiated in 1/2 Hour,  F(a) 

0. 03C 
0. 54C 
0.80C 

1065 
1065 
1110 

1. 3 Al 
2. 7Al 
4. 5Al 

1200 
1110 
1245 

0. 8Sn 
1.8Sn 
5. 9Sn 
8. 9Sn 

1020 
1110 
1155 
1245 

04 O 
1 O 
25 O 
82 O 

1065 
1065 
1110 
1110 

0. 05N 
0. 134N 
0. 236N 

1065 
1065 
1065 

(a)   Cold rolled 40 per cent before annealing. 
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The annealing treatments  recommended for use with commercial ti- 
tanium alloys are shown in Table 23.     These treatments are of two types: 
either a simple recrystallization anneal or,  in the case of more complex 
alloys,  a recrystallization anneal followed by a stabilization anneal to re- 
turn the alloy to a stable configuration. 

Although a moderate amount of information on the effects of alloying 
additions upon the recrystallization temperature (or time) of titanium 
alloys is available,  the effect of alloying on recrystallized grain size has 
received little attention.    It has been reported that certain compound- 
forming additions reduce the grain size of alpha. (118, 119)   Whether these 
additions are effective by inhibiting grain growth or whether they also re- 
duce  recrystallized grain size has not been determined.    It seems likely 
that both recrystallized grain size and grain growth would be affected, 
however. 

Grain Growth 

The importance of grain size has resulted in a fairly large number of 
studies of grain growth in titanium alloys.     The type of behavior observed 
is  shown in Figure 45.     The constant grain size observed on annealing at 
1560 F (850 C) has been related to the presence of impurities located in the 
original grain boundaries of the material before cold rolling.    Grain-growth 
data for commercial-purity titanium are  shown in Figure 46.     The absence 
of grain growth at 1830 F in this  study was  related to the precipitation of a 
nonmetallic phase at high temperatures.     These curves also differ from 
those shown in Figure 45 by showing a decreased slope at lower tempera- 
ture,  which has been tentatively related to the presence of impurity- 
stabilized beta in the alloy. 

Grain growth in an alloy is related to the grain size by an equation of 
the following type(H9): 

dD        K 

dt        Dm 

where dD/dt is tfie linear rate of grain growth,   D is the grain size,  and K 
and m are constants.     Thus,  grain-growth rates  should be compared at a 
constant grain size.     The rates of grain growth of unalloyed titanium at 
several temperatures for two different grain sizes are given in Table 24. 

The rate of grain growth at an initial grain size of 0. 1 mm is  shown 
in Figure 47,  using the data from Table 24.     The two studies made with 
iodide titanium are in general agreement,  and show a progressive increase 
in the rate of grain growth with temperature.     The results of studies with 
commercial-purity titanium show a similar dependence of grain growth on 
annealing temperature.     At low temperature,  the difference in rate of grain 
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TABLE 23.    ANNEALING TREATMENTS FOR COMMERCIAL 
TITANIUM ALLOYS^O) 

Alloy Composition Annealing Treatment(a) 

Unalloyed titanium (A70) 1 hr  1250 F, A.C. 

Ti-5Al-2. 5Sn 1/2 hr 1500 F, A. C. 

3Mn-1.5Al 1/3 hr  1350 F, A.C. 

3. 25Mn-2. 25A1 Ditto 

6A1-4V 1/2 to 2 hr   1500 to 1300 F,  F. C. 
to  1100 F, A, C. 

4Al-4Mn 1 hr  1300 F, A.C. 

5A1-2. 75Cr-l. 25Fe 1 hr  1450 F,  F. C.   to  1100 F, A. C. 

3Al-5Cr i hr   1300 F, A.C. 

8Mn 1 hr  1300 F,  F. C.   to  1050 F,A.C. 

SAl-lMo-lV 24 hr  1400 F, A. C. ; or  1 hr 
1650 F,  A. C. ,   24 hr  1100 F; or 
1 hr  1850 F, A.C. ,   24 hr  1100 F 

8Al-2Cb-lTa 1/3 to 1 hr  1650 F, A.C. 

8V-5Fe-1.33Al 1/2 hr  1250 F,  F. C.   to 900 F, 
A.C. 

13V-llCr-4Al 1/4 to  1/2 hr  1400 F, A.C. 

(a)   A.C. = air cool, F.C. = furnace cool. 
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growth between iodide and commercial-purity titanium observed in one of 
the studies(H^) was quite large.     As indicated above,  this was believed 
due to the presence of significant amounts of stabilized beta in the alloy. 
As the annealing temperature was increased, the difference became less. 

When the transformation temperature was exceeded (>1620 F, . x 10'* = 
T(R) 

4. 81),  commercial-purity titanium exhibited a rate of grain growth similar 
to that for iodide titanium.     The rate of grain growth observed in 
commercial-purity titanium in the  second studyOO^) was similar to that of 
iodide titanium.     The material used in this  study -was relatively free of 
second-phase material.     The data on the grain growth in beta titanium is 
quite meager.    It would appear, however, that,  for iodide titanium, the 
rate of grain growth is not greatly different in beta titanium at 1700 F 
(925 C) than that which alpha titanium would show at that temperature if it 
were stable.    In commercial-purity titanium,  the alloy shows an appre- 
ciably greater grain growth rate at  1650 F (900 C) than would have been 
estimated from the growth rates of alpha.    As pointed out previously,  this 
is the result of inhibited grain growth in commercial-purity alpha titanium. 

TABLE 24.   RATE OF GRAIN GROWTH IN UNALLOYED TITANIUM 

Annealing 
Rate of Grain Growth, -nm/hr 

Initial Grain Initial Grain 
Material Temp, F Size, 0.1 MM Size, 1.0 MM References 

Iodide titanium 1020 3.5 x 10-1 7.9 x lO"10 104 
1155 5.3 x 10"6 8.3 xlO-9 104 
1290 7.2 x 10"5 5.9 x lO"8 104 

1560 6.8 x 10-4 2,7 x 10-6 104 

Iodide titanium 1550 3.4 2.0 x 10-6 121 
1700 2.9 5.0 x lO"4 121 

Iodide titanium 1605 1.1 xlO"2 1.1 x lO'6 113 

Commercial-purity titanium 1110 6.9 x 10"27 8.9 x IO-44 117 
1200 4.9 X  lO"12 1.5 x lO-18 117 

• 1290 1.4 xlO"10 2.2 x 10-16 117 
1380 1.8 x 10-8 9.1 x 10-13 117 
1515 3.0 x lO-7 1.1 x 10-10 117 

, 1605 2.2 xlO-6 2.1 xlO-9 117 
1650 7.4 x 10-2 7.8 x 10-6 117 

Commercial-purity titanium 1470 7.2 x 10-3 1.4 x 10-8 107 
1560 6.2 x IQ-2 3.6 x IO-3 107 

Discontinuous grain growth has been observed in both iodide and 
commercial-purity titanium strained less than the amount necessary to 
induce recrystallization. ' ^ 1 *)   In this case, the grain-growth rate did not 
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decrease as grain size increased,  but was constant at each annealing tem- 
perature,   such that very large grains were developed.     The rate of growth 
of iodide titanium at  1380 F (750 C),  for example,  was 9- 4 x 10-2 milli- 
meters,   resulting in a grain size of about 0.50 millimeters after only 
6 hours at temperature. 

The results of grain-growth measurements  on four binary titanium- 
molybdenum alloys  are  shown in Figure 48.     All of these alloys were 
annealed in the beta region.    It is  seen that the  Ti-3Mo and Ti-7Mo show 
slightly more  rapid grain growth,   Ti-llMo  about the  same rate of growth, 
and Ti-15Mo a lower rate of growth than iodide titanium (based on the ex- 
trapolated curve in Figure 47).     A similar plot of the  results of a study of 
grain growth in ternary titanium-molybdenum-chromium alloys is  shown 
in Figure  49.     In the  Ti-Z. 5Cr-2. 5Mo alloy,  the  rate of grain growth is 
quite retarded up to the beta transus  (-1600 F or 870 C).    Above this tem- 
perature,  the  rate of growth is  slightly less than that for iodide titanium. 
The  Ti-7. 5Cr-7. 5Mo alloy shows a rate of grain growth only slightly less 
than that of iodide titanium,   and about the  same as that described in Fig- 
ure 48 for  Ti-lSMo.     The  rate of grain growth of both of these alloys ap- 
peared to be less affected by high temperatures than iodide titanium or 
binary titanium alloys. 

These results  suggest that the  rate of grain growth of titanium alloys 
is not greatly affected by compositional changes  so long as a new phase is 
not introduced into the  structure.     A study of a number of alloying addi- 
tions in small amounts in iodide titanium gave a similar result, v '    This 
study also included an examination of the grain-refining action of additions 
which formed a second phase.     Several of these were  effective in reducing 
grain size,  notably combinations of boron and carbon,  beryllium and car- 
bon,  or boron and silicon.     Sulfur(1Z1) and carbon^122' are also known to 
act as grain refiners in titanium.     An indication of the amount of grain re- 
finement observed in beta titanium  alloys when a finely dispersed second 
phase is present is   shown in Figure  50.     Although the dispersion may act 
to reduce the  rec ry stallized grain size as well as  grain growth,  the data 
given in Table 25 indicate that the  rate of grain growth in these alloys has 
been reduced by a considerable amount.     As already pointed out, the 
presence of small amounts of alpha in beta has a  similar retarding effect 
on grain growth. 

It would appear that the rate of grain growth in titanium alloys is 
affected much more  strongly by the presence of a dispersed second phase 
than by solid-solution alloy modification.     Pending discovery of a solution 
addition which retards the rate of grain growth,  therefore,   grain-refining 
additions  should be those which form a reasonably stable,   low-solubility sec- 
ond phase.    Alternately,   a dispersion of either alpha or beta titanium can be 
used to prevent grain growth in suitably alloyed materials.     This procedure 
is used quite extensively both during fabrication and during heat treatment 
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of alpha-beta alloys by controlling the maximum temperature of the treat- 
ment slightly below the beta transus of the alloy. 

TABLE 25. EFFECT OF CARBON ON THE RATE 
OF GRAIN GROWTH (122) 

Rate of Grain Growth ,  mm/hr, 
at a Grain Size of 0. 1 Mm 

Ti-UMo 
Temperature,   F Ti-llMo + Carbon 

1470 5. 1 x  10-3 5_9 x 10_8 

1650 1.2 x  IQ"1 2. 1 x 10-4 

1830 3.7 5.7xl0-5 

REACTION KINETICS 

Among the alloy systems of practical interest,  the alloys of titanium 
produce a wide variety of microstructural types.     With continued progress 
in the interpretation of these microstructures ,  it becomes more possible 
to predict how mechanical properties are  affected by changes in structure. 
It is known that the final structures and the corresponding properties are 
determined not only by the transformations or reactions that may be in- 
volved but also by the  rates  at which these reactions take place,   and by 
their degree of completion.     It further is v/ell established that the reaction 
kinetics are influenced by variations in alloy content,  the presence of im- 
purities,   stresses,   and conventional time-temperature effects. 

In a sense,  these effects are evaluated whenever the results of a 
heat-treatment procedure are considered.     However,  a better understand- 
ing of the individual variables is needed so that they may be controlled 
properly and used to produce the desired mechanical properties.    Mechanical 
properties are established by alloy composition and by structure; the latter 
is determined largely by the thermal history,  and thus by the reactions that 
occur during fabrication and heat treatment.     This  section is concerned 
with the transformations that occur in titanium alloys,  how their rates are 
affected by the variables of interest,   and how the final structures are af- 
fected by these reactions.     The related subject of grain growth has been 
discussed in the preceding section. 
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Transformations occur in titanium alloys either under isothermal 
conditions or during heating and cooling.    Of particular interest are those 
reactions which occur in the final steps in fabrication or heat treatment, 
and therefore are more important in determining the final microstructure 
and mechanical properties of the alloy.     Transformations that occur on 
heating are of interest (to the fabricator or heat treater, for example), but 
are less easily controlled and thus far have not received much attention 
from research workers. 

The  representative types of constitution diagrams included in Figure 
51  show that transformations during cooling may occur with initial struc- 
tures of beta,   alpha,  or a mixture of the two.     Transformations from an 
initial alpha-plus-compound or beta-plus-compound structure are possible, 
but these are of less interest from a practical point of view because most 
useful alloys do not fall in this range of compositions. 

The reactions that take place during transformation may produce 
stable structures that appear on the constitution diagram, or metastable 
structures that do not appear on the constitution diagram.     The latter are 
not self-evident and cannot be interpreted in terms of the equilibrium dia- 
grams alone.     In titanium alloys,  these include the alpha-prime, or 
martensite  structure,  and the omega phase.     The former usually is easily 
recognizable metallographically from its acicular appearance.     The omega 
phase particles cannot be observed metallographically,  although evidence 
of omega phase can be  seen in electron micrographs.     Positive identifica- 
tion of the omega phase usually requires an X-ray diffraction pattern, 
although abnormally high hardness values frequently are  sufficient evidence 
of the presence of omega. 

The transformations that occur during fabrication or heat treatment 
of commercial alloys frequently do not start with a single-phase  structure. 
Usually, both alpha and beta phases are present.     For simplicity, however, 
most of the experimental studies on reaction kinetics have been made  start- 
ing with an all-beta or all-alpha structure.     The results of these tests may 
be used in conjunction with the constitution diagrams to infer the reaction 
that would occur with an initial alpha-beta structure. 

Included under the general heading of alpha alloys are unalloyed ti- 
tanium,  and alloys of titanium where the alpha phase is in equilibrium at 
room temperature.     These are represented by Figure 51a.     The trans- 
formations of interest that may occur during cooling include (1) ß -* a, for 
pure unalloyed titanium,   (2) ß - a+ß — a, for the composition indicated 
at  @   ,  and (3) a -♦ a+TiX,  for the composition indicated at  ® .    It may be 
noted that the latter is a precipitation or aging type of reaction,  and that it 
also may occur in some alloys of the beta-eutectoid type,  provided that the 
alloy composition is low enough.     The transformation of beta to alpha for 
pure titanium is very rapid,  and occurs by a martensitic,  or nucleation 
and shear process. 

. 
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In beta-stabilized alloys,   four types of transformations have been 
observed.     These are (1) martensite transformation,   (2) transformation 
from beta to alpha,   (3) transformation from beta to omega,  and (4) trans- 
formation from beta to eutectoid.     Two of these.  Items  (2) and (4),  are 
transformations to the  stable reaction products represented on the equi- 
librium diagram.     The other two.  Items  (1) and (3),  are transformations 
to metastable reaction products,  which do not appear on the equilibrium 
diagram. 

The transformations from the beta phase to its reaction products 
may be described graphically by the time-temperature-transformation or 
TTT diagram.    In the following sections,  examples of these diagrams are 
used to illustrate the various types of transformations and some of the 
important effects of alloying.     Table 26 lists the systems for which TTT 
diagrams are available. 

In ferrous metallurgy,  additions of alloying elements are used to 
control the austenite transformation.     In a similar way,  the beta trans- 
formation in titanium alloys can be modified by changes in alloy composi- 
tion.     The alloy additions affect the final mechanical properties in two 
ways:    first,  by solid-solution strengthening of the alpha and beta phases, 
and second,  by controlling the rates at which transformations occur. 
These,  in turn,  determine the mechanical properties of the heat-treated 
alloys. 

The Martensite  Transformation 

The general characteristics for a martensite reaction have been 
summarized by Troiano and Greninger(!32) as follows: 

(1) The transformation is diffusionle ss and involves no change 
in chemical composition. 

(2) The transformation is independent of time and depends for 
its progress only on the decrease in temperature. 

(3) The temperature range of formation of martensite is char- 
acteristic of a given alloy and cannot be lowered by in- 
creasing the cooling velocity. 

(4) The martensite transformation is reversible below the 
equilibrium temperature  (considerable hysteresis may be 
involved; also,  in some instances,  tempering of the 
martensite on reheating may prevent reversal). 

(5) All metastable phases that have an Mf appreciably below 
room temperature will also produce martensite during 
deformation at room temperature. 
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(6) In general,,   the  structure can be considered as a transition 
between the unstable phase  and the final equilibrium condi- 
tion.    More than one transitional (martensitic) structure 
may exist at the same time. 

(7) The martensitic structure always has a greater hardness 
than the parent solid solution from which it is formed. 
However,   extreme hardnesses are associated with marten- 
sitic only in steel that contains appreciable amounts of 
carbon. 

(8) The martensite plates always form parallel to a given 
crystallographic plane of the parent lattice,   and there is 
always a unique  relationship between the lattices of marten- 
site and the parent phase. 

Although some of these characteristics are open to question (the 
time independence,   for example),   the  studies made thus far on titanium 
alloys  show generally good conformity to these rules.     It is necessary, 
however, to point out that the martensite (alpha prime) in titanium metal- 
lurgy is not strictly  analogous to the martensite of ferrous metallurgy. 

The transformation from beta to martensite may or may not involve 
a supersaturated end product.     No change in composition,  of course, 
occurs with unalloyed titanium.     In alpha alloys,   and in low-alloy-content 
beta alloys,   the transformation product lies within the  alpha solubility 
limit,   so that no  supersaturation is involved.     In the majority of the beta- 
stabilized alloys,   however,  the martensite contains more  alloy addition 
than can be dissolved in the alpha phase,   so that the martensite  (alpha 
prime) is  supersaturated.     Diffuse  diffraction patterns  are observed,   indi- 
cating that the observed hexagonal lattice of the alpha-prime- stTrrcture has' 
been strained during transformation. 

Because martensite is not an equilibrium phase,   it will decompose 
to the normal equilibrium products on reheating.     These products normally 
would be alpha plus beta or alpha plus compound (in a eutectoid system), 
depending on the temperature of decomposition. 

The temperatures at which the transformations to martensite begin 
(Ms) and are completed (Mf) are dependent upon alloy composition.     Al- 
though the Ms temperatures are reasonably well established as functions 
of alloy content for most of the binary alloys,   few reliable determinations 
of Mf have been made.     It has been shown that the Ms temperature for un- 
alloyed titanium is depressed by increasingjhe rate of cooling.     For alloys 
of titanium,  however,  no effect of cooling rite on Ms has been observed. 

The appearance of martensite plates in a metallographic  structure 
suggests that a definite orientation exists between the martensite plates 
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and the parent beta phase.     The family of crystallographic planes of the 
matrix on which the platelets are formed are called the habit planes.     A 
relationship also exists between the crystal structures of the parent beta 
and the martensite phases,  and some experimental and theoretical re- 
search has been done to determine this relationship. 

Isothermal transformation of beta to martensite by deformation has 
been observed for a number of titanium alloys.     These frequently are 
called "mechanically unstable" alloys.    In at least one system, the trans- 
formation has  resulted in an exceptionally high uniform elongation. 

Ms  Temperature 

Although the general conditions for a martensite transformation in- 
cluded the stipulation that the transformation be independent of time, ex- 
periments have shown that the beta to alpha transformation in titanium is 
affected by cooling rate. Duwez(133)^ using very small samples, employed 
the thermal-arrest technique to detect the transformation temperature at 
very high cooling rates. For unalloyed titanium, it was found that the 
transition temperature could be lowered from about 882 to 855 C (1620 to 
1570 F) by an increase in cooling rate from  10 to  10,000 C per minute. 

In the beta-stabilized alloys,  the Ms temperature is decreased by an 
increase in the  alloy concentration.     In general,  the  rate at which the Ms 

temperature is lowered corresponds roughly to the  rate at which the beta 
transus temperature is decreased by that element.     The alloy composition 
at which the Ms is at room temperature marks the lower limit for retaining 
the beta phase during rapid cooling.     At lower compositions,   sonne marten- 
site will be formed during a quench. 

The principal methods used experimentally to determine the Ms tem- 
perature include metallographic ,  electrical-resistance,  and thermal- 
arrest techniques.     The latter has been used extensively by Duwez^1 33'^ 34r/, 
who reported Ms temperatures as functions of composition for a number of 
beta-stabilized alloys.     The results of these experiments are presented in 
Figure  52.     No effect of cooling rate on the Mg temperature -was observed 
for the  alloys.     This is in contrast with unalloyed titanium where the trans- 
formation temperature was depressed 30 C by increasing the cooling rate. 
The thermal-arrest techniques are effective at temperatures  as low as 
about 300 C. 

The composition limits for retained beta phase (room-temperature 
Ms) may be located by metallographic observation.     Table 26 lists these 
compositions for a number of beta-stabilized alloy systems.     Included also 
are the eutectoid compositions and temperatures for those alloy  systems 
in which a eutectoid is observed.     Comparison with the curves in Figure 52 
shows that the Ms-composition curves may be extended to the room- 
temperature values without difficulty. 
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MINIMUM COMPOSITIONS FOR RETAINING BETA PHASE IN 

QUENCHED BINARY TITANIUM ALLOYS 

Minimum Alloy Content 
to Retain Beta After 

Eutectoid Eutectoid Composition, Quenching, weight 

Alloy Element Temperature, 

550 

C weight per cent per cent 

Manganese 20 6.4 

Iron 590 16 3.5 

Chromium 670 15 6.3 

Cobalt 685 -9 7 

Tungsten 715 28 22.5 

Nickel 768 5.5 ~9 

Copper 787 8.1 13 

Gold 832.5 15.9 (a) 

Silver 852 19.8 (a) 

Molybdenum 
■K r          3 

Vanadium * 
Beta-isomorphous i4.9 

Columbium alloys \         36 

Tantalum J *>-    ~45 

(a)   Systems in which /? phase cannot be retained on quenching. 

Another useful method for locating the Ms temperature is through the 
examination of microstructures.     The procedure originally proposed by 
Greninger and Troiano for steels has been modified slightly and used in 

titanium-alloy  studies.     This modified procedure was described by 
DeLazaro,  et al.^3^  for  studies of binary titanium-molybdenum alloys. 

Specimens are quenched to progressively lower temperatures,  encom- 
passing the Ms temperature,  and then transformed isothermally to alpha 
plus beta at a higher temperature.     This is usually taken near the nose of 
the  TTT curve,  where the transformation to alpha is most rapid.     The Ms 

temperature then is located at the highest temperature to which the alloy 
can be quenched to produce visible martensite.     This method requires that 
the isothermal transformation of the untransformed beta proceed rapidly 
enough so that the martensite needles  are not decomposed during the reheat 
and isothermal anneal.     It also requires that the martensite does not revert 
to beta on reheating.     The results of the Ms determinations on titanium- 
molybdenum and titanium-copper alloys using this procedure  are shown in 

Figure 5 3. 

A few data are available which show the effects of alpha-stabilizing 
additions on the Ms temperature of the titanium-molybdenum alloys.     Early 
work reported by Kessler,  et al. (136)^   showed that the Ms temperature of 
titanium-molybdenum alloys was lowered by aluminum additions.    Work by 
Kehl and Riccardo(1 37), on the other hand,   showed an increase in Ms tem- 
perature with increasing oxygen content for two titanium-molybdenum 
alloys,   as shown in Figure 54.     These effects are not well understood at 
present.     Both aluminum and oxygen raise the beta-transus temperature. 
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and thus might be expected to raise the Ms temperature.    On the other 
hand,  these two elements  are known to behave oppositely in their effects 
on the transformation from beta to omega,  as will be discussed later. 

Mf Temperature 

The temperature at which the transformation from beta to martensite 
is complete is called the Mf temperature.    For pure titanium,  the Ms and 
Mf temperatures coincide  at the single allotropic transformation tempera- 
ture of 882 C (1620 F).    With the addition of beta-stabilizing alloying ele- 
ments,  the Ms and M£ temperatures diverge. 

Although curves of Ms and Mf as functions of composition frequently 
are presented in schematic diagrams,  the experimental determination of 
Mf is difficult and few good data have been reported.     The difficulty is that 
of determining the degree of completion of the martensite reaction.     This 
problem is common to many transformations; frequently,   a 50 per cent or 
a 95 per cent completion curve is used to describe the degree of complete- 
ness.     The  relative amounts of martensite and retained-beta-phase present 
m a quenched structure are difficult to measure metallographically.     By 
using measurements of diffraction-line intensities in quenched alloys 
Parr and co-worker s( MO, 141, 1 42 , 143) have estimated the amount of alpha 
prime.     Figure  55 is a plot of their results.    It should be noted that this 
work was conducted using powder specimens,   and that the results obtained 
are not generally in agreement with data obtained using more massive 
specimens.     An example is the observation that martensite was found,  on 
quenching,   in alloys containing  up to   14 weight per cent iron,  whereas the 
limit usually reported is at about 4 weight per cent. 

Habit Planes 

The habit planes for the formation of martensite in /3-titanium and 
titanium alloys have been investigated by several workers.    Experimental 
determinations for unalloyed titanium, based on surface trace methods, 
were  reported by Newkirk and Geisler{144) as   [8,8,11],  by McHargue« 145) 
as   [331],  and by Williams,  et al. (146),   as   (8,9,121.     The positions of 
these planes in the ste reographic triangle are  shown in Figure 56      This 
diagram also  shows the position of   {334}ß and   [112]«,  which is the habit 

IT- Pnli\Cted by the  Burgers' mechanism(147) for Itanium.     As noted 
by LiuU48) and by Gaunt and Christian(149),  it is convenient to refer to 

the two martensite habit planes  observed in titanium alloys as the [334]« 
and 1344]^,  although there is considerable  scatter of the experimental 
points about these poles.     The habit plane for unalloyed titanium appears 
to be close to the   [334]«. 
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IN BETA TITANIUM 

The habit planes for a number of beta-stabilized titanium alloys 
have been reported by l_iu(148) and by Liu and Margolin(150).     The  stereo- 
graphic triangles illustrating the location of poles of martensite habit 
planes for  several binary alloy systems are presented in Figure 57.     Fol- 
lowing a series of studies on four binary titanium-alloy systems,   Liu 
concluded that in two of these, the titanium-chromium and titanium-iron 
alloys,  only the  {334"! A habit was observed.     It should be pointed out that 
the  sole formation of (334"  martensite in water-quenched titanium-iron 
alloys was inconclusive,   since a sufficient number of tests were not 
made to ensure the  absence of the   {344}g habit plane in this  system.    In 
water-quenched titanium-molybdenum and titanium-manganese alloys, 
both the  {334] 3 and  {3441ß habit planes were observed, with the former 
being more prevalent.    It further was noted that the martensite produced 
in the titanium-molybdenum alloys,  either by subzero treatment or by 
deformation at room temperature,  occurred in the  [3441 Q habit.    As a 
result of his work on titanium-molybdenum alloys,   Liu further concluded 
that the martensite habit plane is determined not by the  stresses but by 
the temperature  at which the martensite forms in those  systems where 
two martensite habit planes are possible.     This idea was illustrated 
schematically in a plot of Ms temperature versus weight per cent molyb- 
denum.     At low alloy contents,  the curve  showing the start of the marten- 
site transformation of the   [334] ß habit is above that for the   [344] ß habit. 
The intersection occurs at room temperature in the vicinity of 12 weight 
per cent molybdenum.     These results were not confirmed by more  recent 
work done by Gaunt and Christian( 149).     In their studies,  only the   {344]A 

martensite was produced in the titanium-12. 5 per cent molybdenum alloy, 
in agreement with the data reported by Liu.     However,  in an alloy contain- 
ing  11 per cent molybdenum,  both types were formed by stress,  with the 
[334]^ type being predominant.     This difference in behavior was attributed 
as possibly being a result of the formation of   [334] ß martensite during 
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quenching to room temperature in Liu's work.     However,  it should be noted 
that the results do not support the hypothesis that th.3 martensite habit plane 
is dependent only on tennperature of formation.     Gaunt and Christian con- 
cluded that the potential nuclei on different habit-plane variants may be 
made to grow by the application of stress,  and that the choice of habit plane 
depends on the stress axis.     However,  it should be pointed out that the re- 
solved shear stress in the shear direction of the   [344Jo system of the  Ti- 
UMo alloy was greater than that in any of the   {334 Iß systems,  although 
only one out of five  sets of habit planes was in fact  [344] a.     The conclusion 
was that,  in this alloy,  the  {334} o nuclei either are more numerous or are 
more readily capable of growing under stress. 

Orientation Relationships 

A characteristic of the martensite transformation is that a unique 
relationship exists between the lattices of the newly formed martensite 
and that of the parent (beta) phase.     Like the determinations of habit 
planes,  these orientations have been studied both for high-purity unalloyed 
titanium and for four binary titanium alloys.     The orientation relationship 
in unalloyed titanium has been established by Williams,  et al. (146)^  as: 

(0001)a||   {1101^ 

[I120]a: [lll]ß 

This corresponds to the  Burgers'  relationship for zirconium with a slight 
modification required in the mechanism.     The orientation relationship be- 
tween martensite and the matrix beta phase has been studied by  LiuU^S, 150) 
in high-purity titanium-manganese,   titanium-molybdenum, titanium- 
chromium, and titanium-iron alloys.     For martensite of the   {334}« habit, 
the relationship: 

(0001)a     (110^ 

[I120]a:   [ 111]^ ~  0 - i degrees 

was established.     This corresponds closely with the  Burgers' orientation 
relationship and was found to be valid for all four alloys  studied.     For 
martensite of the  {344jß habit,   the orientation relationship between the 
matrix and martensite was found to be of two types.     In the first, 

(110)ß||  {001)a-  ~  14 degrees 

[110]^ : [1010]^  ~  1 degree; 
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for the  second specimen, 

(110)^11 (0001)^ 

[llljß : [1120]a' ~ 1 degree. 

The results of Weinig and Machlin(151) also agree with the second set 
of relationships reported above.     These are based on measurements of 
strain-induced martensite made on an alloy containing 11 per cent 
molybdenum. 

In work reported by Polonis and Parr<152),  orientation relationships 
in a titanium-8 atomic per cent nickel alloy were  reported as follows: 

     Observed Parallelisms 
Reflections From ß Phase Reflections From a" Phase 

(Oil) (0002) 
(200) (1012) 
(222) (2120) 
(211) (1013) 

Again,  the conclusion was made that the  shear transformation in titanium- 
nickel alloys probably is  similar to that suggested for zirconium by 
Burgers. 

Decompo sition 

Martensite in titanium alloys,   similar to the martensite in steels, 
is a metastable transformation product.     Thus,  further decomposition of 
this structure may be effected by tempering heat treatments.     The trans- 
formation may result in an equilibrium structure of a + ß or a structure of 
a + compound,  depending upon the type of alloy system being investigated. 
For example,  in a titanium-molybdenum alloy system,  a beta-isomorphous 
type,  the  stable reaction products would be a + /3.     On the other hand,  in 
the beta-eutectoid system,  titanium-chromium, the  stable equilibrium 
product at high temperatures would be a + ß;  at lower temperatures,   that is 
below the eutectoid temperature, a + TiCrz compound would be formed. 
Thus,  the reaction products that may be expected will depend upon the type 
of system.    Among the earlier studies on this phenomena was the work of 
Domagala and RostokerÜ"^ who investigated titanium-molybdenum and 
titanium-chromium alloys as representative of the two alpha-beta alloy 
types.    As a result of their studies, three types of mechanisms were 
postulated for the decomposition of martensite in a Ti-13Mo alloy:    (1) re- 
jection of a dispersion of alloy-rich beta of the composition characteristic 
of the tempering temperature,  causing depletion of the  solute content of a'; 
(2) rejection of alloy-poor a, enriching the  remaining a' until it reverts to 
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an enriched beta;  (3) mass transfer of solute and solvent atoms across the 
a.7/3 interface,  causing no essential change in the configuration. 

In the titanium-chromium alloys,   a fourth possibility is the rejection 
of TiCr-, from the a'.     From metallographic observations,  they concluded 
that, when the  Ti-6Cr alloy was tempered at 700 C (1290 F),  the most fre- 
quent mechanism was the transfer of atoms across the a'/ß interface,  as 
in Item (3) above.     In some instances,  an oriented growth of beta within the 
a' needles also was observed as in Item (1). 

For the  Ti-13Mo alloy,  tempering at 700 C resulted principally in 
the rejection of alpha particles as in Item (Z) above,  with diffusion across 
the O,"/ß interface as a possible  second mechanism.     The observations re- 
ported by Domagala and Rostoker were followed by studies made by Polonis 
and Parr(°'),   Brotzen,  et al. (154)^   ancj more  recently by Gomez and 
Polonis'•'■■^-,'.     These workers studied the decomposition of a' and,  from 
the  resulting data,   determined the  rate constants at which the reaction 
occurred.     In the work of Polonis and Parr,  X-ray techniques were used 
to  study the decomposition rate of a' in a Ti-6Ni (atomic per cent) alloy. 
The reaction from a' to a +  Ti2Ni was found to occur at a rate governed 
by an activation energy of 84,000 cal/mole.     The compound phase  Ti^Ni 
was observed to form in platelets during tempering at the lower tempera- 
tures  (450 to 525 C or 840 to 975 F) and in spheroidal shapes  at higher 
tempering temperatures.     It was  suggested that the rate-controlling me- 
chanism was the  self-diffusion of titanium.     In the work reported by 
Brotzen,  et al. *     4',  the decomposition of a' in titanium-vanadium alloys 
was  studied by measuring changes in electrical resistance during temper- 
ing.     The rate at which the  resistivity changed was assumed proportional 
to the amount of transformation.     Their  results  showed a reaction in which 
the activation energy for the a' to a + ß reaction was approximately 
15,000 cal/mole.     However,   as later noted by Gomez and Polonis^^)^ 
for purposes of comparison with other data,  the activation energy for the 
tempering in the titanium-vanadium system would be approximately 
44,500 cal/mole.     This is of the order of magnitude that might be antici- 
pated for the activation energy for diffusion of vanadium in titanium; this 
might then be the  rate-controlling process in the  reaction.     The results 
obtained by Brotzen,  et al. ,   show that the tempering of martensite in a 
Ti-7. 5V alloy follows the  same  rate law as the first stage of tempering of 
martensite in steels.     The mechanism was  described as the precipitation 
of equilibrium beta from  supersaturated alpha titanium or martensite. 

The work reported by Gomez and Polonis(155) involved the decom- 
position of martensite formed by quenching a Ti-7Cu alloy.     Resistivity 
data were used to describe the degree of transformation.     Up to approxi- 
mately 60 per cent of the transformation,  the tempering of martensite was 
found to have the characteristics of a log autocatalytic reaction.     Beyond 
this point,   a Cohen-type equation represented the transformation more 
closely, particularly at higher temperatures.     The following mechanism 
was  suggested for the tempering reaction.     At the  start of tempering,  two 
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processes occur:    (1) precipitation inside the prior beta grains with an ini- 
tial increase in hardness,  and (^precipitation at a faster rate at the prior 
beta boundaries.     Both microstructure and resistivity data indicated that 
during the initial part of the reaction, the precipitation at prior beta grain 
boundaries will have a greater effect on the over-all reaction than the pre- 
cipitation within the grains.     As a result,  it was suggested that the nuclea- 
tion of Ti2Cu within prior beta grains contributed only slightly to the activa- 
tion energy of the process.     The activation energy reported for the 
controlling reaction at 50 per cent transformation was 45,000 cal/mole 
Again, this is of the same order of magnitude as the value that might be 
expected for the diffusion of copper in titanium. 

Transformation From Beta to Alpha 

In most of the commercial titanium-base alloys in use today,  both the 
alpha and beta phases are present in the microstructure.     These alloys 
contain beta-stabilizing elements,  either the isomorphous types,   such as 
vanadium and molybdenum, or the eutectoid types,   such as chromium and 
manganese.     These alloys are almost invariably heat treated to produce a 
final structure in the alpha-plus-beta field.     Fabrication and heat treat- 
ment involve transformations between the high-temperature beta phase 
and the alpha-plus-beta structures that are in equilibrium at lower tem- 
peratures.    In a few instances,  transformations to other stable reaction 
products such as the eutectoid alpha-plus compound or the omega structure 
may be encountered. 

The reaction involved in the transformation from beta to alpha plus 
beta is controlled by nucleation and growth processes.     It,  therefore,  is 
convenient to describe the progress of this transformation in terms of   ' 
time-temperature-transformation or TTT curves.     These have been devel- 
oped by numerous workers for many of the binary titanium-alloy systems, 
and for several of the commercial alloys. 

The morphology of the alpha-beta structures is determined by the 
alloy composition and its prior mechanical and thermal history.    It has 
been found that the mechanical properties are affected to a considerable 
degree by the way in which the alpha and beta phases are distributed in the 
microstructure.     Accordingly,   several investigations have been made to 
study these effects. 

TTT Curves 

f   ■   ,   T^l,
tir?e"temperatUre"transformationcurves  showing the  start and 

finish of the beta-to-alpha reaction have the characteristic C shape in 
time-temperature coordinates.     This  results from the fact that nucleation 
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rates are low at the higher temperatures and growth rates are low at the 
lower temperatures;  thus ^   a maximum reaction rate occurs at some inter- 
mediate temperature.     The minimum time required for the start of the 
beta-to-beta plus alpha reaction usually is  short.    In most of the published 
curves^  for example.,  the transformation begins from 0. 1 to 1 minute after 
quenching to the  reaction temperature.    Most of the curves that have been 
presented in the literature were obtained for isothermally transformed 
specimens.     That is,  the  specimens were quenched from the solution- 
annealing temperature in the beta field to a transformation temperature in 
the alpha-beta field,   and held for various periods of time.     The  start and 
finish of the transformation at the isothermal holding temperature then may 
be established,  for example,  from observations of the microstructure of 
specimens held for various times.    In a few instances,   similar curves have 
been prepared for specimens quenched to room temperature and subse- 
quently heated to the  reaction temperature.     These curves show the same 
general form,  but are not coincident with those obtained by quenching di- 
rectly to the transformation temperature.     It is  reasonably well established 
that the application of stress during an isothermal exposure in the alpha- 
beta field will accelerate the precipitation of alpha from beta; thus, it is 
possible to construct a TTT diagram using the degree of deformation as a 
frame of reference. 

The transformation from beta to alpha usually is easily observed 
microstructurally.     Thus, metallographic procedures to determine the 
various degrees of transformation can be developed.     In addition,  tech- 
niques  such as measurements of resistivity and changes in dimensions 
have been used to determine the degree of transformation.     Some of these 
techniques  involve transformation of a specimen at a specified tempera- 
ture followed by rapid cooling or quenching to room temperature; after this 
the  specimen is examined,  either by metallography or by measurement of 
resistance.     The dilatometer procedure,  on the other hand,  measures the 
change in length of the  specimen at temperature during the transformation. 
Measurements of resistivity likewise may be made at the transformation 
temperature,   rather than after cooling to room temperature. 

It should be noted that the  TTT curves usually found in the literature 
have been determined for  specimens heated initially into the all-beta field. 
On the other hand,  most of the commercial heat treatments involve trans- 
formations  from a temperature  high in the alpha-beta field,   so that both 
alpha and beta are present in the initial microstructure.     The  resulting 
morphologies,  or the way in which the alpha and beta phases are distribu- 
ted in a specimen following these two treatments can differ considerably. 
The  specimen cooled from the all-beta field shows  a transformation struc- 
ture having the characteristic Widmanstätten or basketweave appearance. 
On the other hand,   specimens in which the initial  structure contained both 
alpha and beta phases  show a more nearly equiaxed structure.     The latter 
structure usually is considered more desirable from the viewpoint of me- 
chanical properties. 
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Figure 58 shows the effect of isothermal holding temperature on the 
microstructure of a titanium-molybdenum alloy quenched from the beta 
field and held for 60 minutes at various temperatures.    It is apparent from 
the microstructures that those specimens held at the higher temperatures 
(above approximately 1100 F or 590 C) are not completely transformed, 
whereas those held at temperatures near the nose of the curve are trans- 
formed completely.    At these temperatures, nucleation is rapid,  so that a 
fine dispersion of alpha particles results.    Nucleation at beta grain 
boundaries in preference to sites within the grains is apparent in the speci- 
mens transformed at the higher temperatures.    At lower temperatures, 
the dispersion appears fairly uniform over the entire structure.    The de- 
creased rate of nucleation at the higher temperatures results in an in- 
crease in the coarseness of the  structure,   as may be noted in the micro- 
structures of the specimens transformed at the higher temperatures. 

In Figure 59 the  sequence of isothermal transformation in the  Ti-3Mo 
alloy is  shown.     At the indicated isothermal holding temperature,  the trans- 
formation starts at less than 1 minute,  and is completed in less than 100 
minutes.     The first photomicrograph shows the structure resulting after a 
transformation time of 5 minutes.     The preferential formation of alpha at 
the prior beta grain boundaries is apparent.     The final photomicrograph 
shows the completely transformed structure.     It may be noted that a 
martensitic  structure appears in the background for those  specimens in 
which the transformation to alpha is not completed.     The martensite is 
formed during the quenching from the transformation temperature,  as in- 
dicated by the two horizontal lines in the  TTT diagram. 

The transformation of beta phase into proeutectoid alpha and eutectoid 
or proeutectoid TiCr^ and eutectoid were studied in titanium-chromium 
alloys by Aaronson, et al. (124' 125, 126)    These workers studied two com- 
positions of TiCr alloys,  established TTT diagrams,   and conducted a com- 
prehensive  study of the resulting morphologies.     The latter were classified 
in a manner similar to that developed by Mehl and Dube(156) for the pro- 
eutectoid ferrite reaction in steels. 

The alpha precipitate usually occurs as a Widmanstätten array of 
platelets.     Although few data have been published,  Hahn(157) has deter- 
mined the habit plane of isothermal alpha and beta for a titanium-iron alloy 
as the   {334} ß.    It appears probable from this  result that isothermal alpha 
and the martensitic a'  are oriented similarly with respect to the apparent 
beta phase in titanium alloys. 

Effects of Alloy Composition 

Increasing amounts of the beta-stabilizing elements tend to lower the 
temperature at which beta phase is transformed to alpha.     An increase in 
beta-stabilizer content,  either by increasing the amount of a single alloy 
addition or by adding a second beta-stabilizing element will correspondingly 
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lower the temperature at which the maximum rate of transformation occurs. 
Because the nucleation and growth process is  strongly dependent on the rate 
of diffusion,  this decrease in the transus temperature results in a decreased 
reaction rate of the beta to beta-plus-alpha reaction.     Figure 60 shows the 
results of increasing molybdenum content on the start of the beta-to-alpha 
transformation in a series of titanium-molybdenum alloys.     As might be 
expected, the curves show that the minimum time required to form alpha 
is increased with increasing molybdenum content.    Further, the nose of 
the  TTT curve is progressively lowered as the molybdenum content is 
raised from 1 to 11 per cent. 

The rate of the beta-to-alpha transformation is increased with addi- 
tions of the interstitial alpha stabilizers, oxygen, nitrogen,  and carbon. 
This was demonstrated first by DeLazaro and Rostoker(158) for a Ti-llMo 
alloy.     As  shown in Figure 6l,  the time  required to start the transforma- 
tion is decreased with increasing oxygen content.    Further, the nose of the 
C curve appears at higher temperatures.     The  same effect also has been 
observed by Kehl,  et al.U3?),  for  Ti-5Mo,   -9Mo,  and -HMo alloys. 
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TRANSFORMATION IN Ti-llMo ALLOYS WITH 
VARIOUS OXYGEN CONTENTS(i58) 

Although the effects of metallic alpha-stabilizing conditions on the 
beta-to-alpha transformation are not so clearly established,   aluminum has 
been shown to increase the beta-transus temperature and to decrease the 
time required to start the formation of alpha. (159) 

Additional TTT diagrams for binary and ternary titanium-base alloy 
systems may be found in the references cited in Table 27. 

■   ■ 
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TABLE 27.   LIST OF AVAILABLE TTT DIAGRAMs(a) IN TITANIUM-BASE ALLOYS 

Alloy System References Remarks 

Titanium -chromium 

Titanium-copper 

Titanium-iron 

Titanium-manganese 

Titanium-molybdenum 

Titanium-nickel 

Titanium-vanadium 

Binary Alloys 

123, 124,  125, 126, 127, 128 

123 

123 

123 

123,  127 

123 

123, 129 

Ternary Alloys 

Titanium-aluminum-chromium 123 

Titanium-aluminum-copper 123 

Titanium-aluminum-iron 123 

Titanium-aluminum-manganese 123 

Titanium-aluminum-molybdenum 123 

Titanium-aluminum-vanadium 123 

Titanium-chromium-iron 123 

Titanium-chromium-molybdenum 123 

Titanium-manganese-carbon 123 

Titanium-molybdenum-carbon 123 

Titanium-molybdenum-oxygen 123 

Quaternary Alloys 

Effect of stress on TTT curves, 
Reference 128 

Both isothermal and quench- 

temper diagrams shown for 
Ti-15V alloy 

Titanium-aluminum-copper-tin 130, 123 



Alloy System 

Ti-8Mn(RC130A) 

Ti-4Al-4Mn(RC130B) 

Ti-2.7Cr-1.3Fe(Til50A) 

1Z4 

TABLE 27.   (Continued) 

References 

Commercial Alloys 

123 

123 

123 

Remarks 

Ti-2.5Al-16V 131 

Ti-4Al-3Mo-lV 131 Transformation diagrams are 
shown both for isothermal and 

Ti-6A1-4V 131 quench-temper treatments 

Ti-13V-llCr-3Al (B120VCA) 131 

(a)  Isothermal transformations are used except where otherwise indicated. 
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Transformation From Beta to Omega 

In many of the earlier studies on titanium-base alloys^   specimens 
apparently composed of beta-phase were found with anomolously high hard- 
ness and strength.     These  structures,  in contrast with the  softer retained 
beta phase, were designated beta prime to distinguish them from the nor- 
mal structures of identical appearance.     Beta prime usually was observed 
in alloys having a composition at or near that at which beta phase could be 
fully retained during a quench to room temperature.     This effect, which 
generally was accepted as a preprecipitation phenomenon,  was  shown by 
FrostlloO.» I"].) to be caused by the presence of a metastable transition 
phase,  designated omega.     Frost's original work was done on titanium- 
chromium and titanium-molybdenum alloys.     Since that time,  the presence 
of the omega phase has been established in binary alloys of titanium con- 
taining copper,  nickel,  iron, manganese,  vanadium,  and probably 
columbium. 

The presence of the omega phase  results in a structure with high 
hardness,   high strength,   and very low ductility.     Further, the omega phase 
is difficult to identify micro structurally because the fineness of the parti- 
cles does not permit identification by the usual microstructural procedures. 
Much work has been done to identify the phase,   to determine its crystal 
structure,   and to study the effects of its formation on the resulting me- 
chanical properties. 

Structure of the Omega Phase 

The identification of the omega phase in titanium alloys from X-ray 
diffraction patterns has been a subject of considerable controversy.     Vari- 
ous workers have identified the patterns as cubic(l°^),   orthorhombicv-'-"^), 
and hexagonal( 1"4, lci5).     Austin and DoigV^"^)^  basing their results on 
single-crystal Weissenberg X-ray diffraction procedures,   showed the 
structure of omega to be in space group  143 m,  with 54 atoms per unit 
cell.     The  structure is a complex body-centered cubic unit cell encom- 
passing Z7 of the original beta unit cells.     Atoms of the alloying element 
were located at the center and corners,  making a total of two atoms per 
unit cell.     A [100]   direction of omega is paraillel to the [100]   direction of 
the parent beta phase.    More recent work by Silcock,  et al. (164, 165)^  has 
shown that the cubic  structure reported by Austin and Doig could be re- 
duced to a simpler hexagonal unit cell.     The hexagonal cell showed atoms 
at positions 000,   1/3 2/3  1/2 and 2/3   1/3  1/2.     This corresponds with 
space group A'^n,   P6/mmm with the orientation relationship 
{0001)a || (111)«,   and (I210)a || (lT0)ß.     The  study of the omega phase made 
by Spachner(lo3) showed that the lines could be indexed to an orthorhombic 
lattice pattern.     The fit was described as tentative however,   and, because 
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the work was conducted using powder samples,  it may be considered 
somewhat less authoritative than that of Silcock,  et al. 

Although the omega phase is too fine to be resolved under the light 
microscope,  evidence of the presence of a second phase has been obtained 
by use of an electron microscope.     A series of titanium-manganese alloy 
specimens was quenched from the beta field and reheated to various tem- 
peratures for  1 hour.    Microstructures of the as-quenched and aged speci- 
mens are  shown in Figure 62.     The presence of the omega phase,  as re- 
vealed by the high hardness and characteristic X-ray diffraction lines given 
in Table 28, correlated with the presence of a fine dispersion of pits in the 
structure.    Aging at higher temperatures resulted in the formation of alpha 
as noted in the last two photomicrographs. 

TTT Curves 

Omega,  like alpha,  is formed by a process of nucleation and growth. 
Thus,  the kinetics of the transformation can be described in time- 
temperature coordinates by the conventional TTT diagram.     Because 
omega cannot be detected by conventional metallographic procedures,  the 
transformation was not detected in much of the early work.     Thus,  many 
of the earlier  TTT diagrams do not show the presence of the omega trans- 
formation.    More recent studies have used dilatometry,   resistivity meas- 
urements,  elastic modulus changes,  and X-ray diffraction procedures to 
show the presence of the omega phase in other alloy systems; these include 
titanium-vanadium,  titanium-chromium,  and titanium-molybdenum.    Ex- 
amples of the  TTT curves for selected alloys in these systems are  shown 
in Figures 63,   64,  and 65. 

In general,  the omega transformation curve is C shaped like that of 
the beta-to-alpha transformation,  with the nose of the curve appearing at a 
temperature lower than that for the beta-to-alpha transformation.    A char- 
acteristic of the omega transformation in many alloys is that the time re- 
quired for the start of the reaction is  short.    In many instances, partial 
transformation occurs during quenching to room temperature.     This ac- 
counts for the high hardness observed in the quenched structures that 
formerly were denoted as beta orime. 

Effects of Alloy Composition 

The  shape and position of the  TTT curve  showing the  start of the 
beta-to-omega transformation are determined by alloy composition.     An 
increase in the beta-stabilizing alloy content decreases the rate at which 
omega is formed.     This was demonstrated by Brotzen,   et al. (154)^   for a 

series of titanium-vanadium alloys.    At  15 per cent vanadium,  the omega 
transformation occurred on quenching, whereas at 20 per cent vanadium. 

■ 
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10,0O0X E5253E 
a.   Ti-6.4Mn as quenched (very small 

specimen) 

10, 000X E5142C 
b.   Ti-6.4Mn as quenched 

10,000X E5131B 
c.   Ti-6.4Mn beta quenched and aged 

1 hour at 570 F 
■ - ■ -   -      - 

■ 

- 

10, 000X E5134B 
e.   Ti-6.4Mn beta quenched and aged 

1 hour at 930 F 

10,000X E5133C 
d.    Ti-6.4Mn beta quenched and aged 

1 hour at 750 F 

10,000X E5135E 
f.    Ti-6.4Mn beta quenched and aged 

1 hour at 1110 F 

FIGURE 62.    ELECTRON MICROGRAPHS OF A Ti-6. 4Mn 
ALLOY BETA QUENCHED AND AGEDU66) 
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800 

-•o 

O  Beginning of ß~*a+ß reaction (metallography) 
•  Beginning of ß-^a + ß reaction {(lilatometer) 
A  End of ß+a+ß reaction ( dilatometer) 
O  Beginning of ß-^u+ß reaction (dilatometer) 

200 
0.1 I 10 100 

Time at Temperature, minutes 

1000 

FIGURE 63.    TTT DIAGRAM FOR A TITANIUM ALLOY 
CONTAINING 15 PER CENT VANADIUM(

154
) 
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the reaction was slowed sufficiently so that the beta phase could be re- 
tained during quenching.     The  same effect has been demonstrated more in- 
directly by observations on the effect of cooling rate on hardness; thus,  as 
the alloy content of titanium-manganeseU^?) and titanium-iron(l°8) alloys 
is increased,  lower cooling rates are  required to reach peak hardness. 
This implies that the rate of omega formation, this being the hardening 
mechanism, is decreased with increasing manganese or iron content. 

Measurements of the hardness of quenched and aged specimens, 
although indirect, provide a convenient means for observing the effects of 
alloy additions on the omega-transformation rate.    Comparatively few 
TTT diagrams have been prepared to include the omega-transformation 
curves.    Most of these have been for binary-titanium alloys,  and none 
provide information that shows clearly the effects of interstitial or other 
alpha-solute additions on the reaction kinetics.    From the quench and 
aging data, however, information can be interpreted to show effects of 
these additions on the rate of omega formation.     The hardness data dis- 
cussed here are a reasonably good measure of omega formation, because 
the aging data were obtained close to the temperature (750 F or 400 C) at 
which the transformation rate is maximum. 

The data obtained from the series of experiments^"'' in which inter- 
stitial (nitrogen, carbon) and substitutional (aluminum) alpha additions 
were made to a series of titanium-manganese alloys showed that (1) the 
interstitial alpha stabilizers increase the rate of omega formation, 
whereas (2) aluminum decreases the rate of omega formation.    The latter 
conclusion is particularly important because aluminum additions improve 
the heat treatability (i.e. ,  the  "hardenability") of commercial alloys.     For 
example, the Ti-2. 5Al-6Mn alloy can be quenched to a soft retained-beta 
structure,  whereas the binary Ti-6Mn alloy is hard,  indicating the pres- 
ence of omega.    The increase in the rate of omega formation imparted by 
the addition of the interstitial alpha stabilizers (nitrogen, oxygen,  and 
aluminum) is shown by the increased rate at which high hardness is at- 
tained in specimens aged at 750 F (400 C). 

As shown by Brotzen,  et al. (154)^  ^Q normal low-temperature  se- 
quence of transformations would be ß -*• ß+u^ "♦ ß+uH-O, -*■  ß+a.     Other work- 
ers have proposed slightly different mechanisms for different temperature 
and composition ranges; for example,  Spachner and Rostokerv-"-^ ' > ^o^) 
proposed the presence of two slightly differing forms of the omega phase 
for a Ti-8Cr alloy.    One of these was found after transformation in the 
region below 400 C (750 F),  and the other at temperatures in the vicinity 
of 600 C (1110 F). 
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The Eutectoid Transformation 

In many of the common and useful titanium alloys,  a transformation 
of the beta phase by a eutectoid reaction is indicated.     The eutectoid com- 
positions and reaction temperatures known for nine binary titanium alloy 
systems were listed previously in Table 26. 

The eutectoid commonly is composed of a mixture of alpha plus an 
intermetallic compound; for example, a + TiFe in titanium-iron alloys, 
or a + TiCr2 in titanium-chromium alloys.    In at least one instance (Ti-W), 
the eutectoid is composed of alpha plus a solid solution of the  second ele- 
ment (tungsten).     The eutectoid temperatures and compositions vary 
widely,   ranging from the titanium-manganese  system (550 C) to the 
titanium-silver alloys  (852 C).     Similarly,  the activity of the eutectoid 
reaction increases roughly with temperature.     For example,  the trans- 
formation to the eutectoid in the titanium-copper alloys is very rapid, 
whereas the eutectoid transformation in titanium-manganese is so sluggish 
that it has never been observed in hypoeutectoid alloys.     The three least 
active of the eutectoid-forming beta stabilizers (manganese,  chromium, 
and iron) have been used frequently as alloy additions in commercial alloys. 
Although the eutectoid reaction offers a possible basis for heat treatment, 
thus far no alloys which contain significant amounts of active eutectoid 
forming elements have been used commercially.     For this reason, the 
eutectoid reaction generally is not employed in current heat-treatment 
procedures,  although it may become important when considerations of 
thermal stability are made. 

The transformation from beta to eutectoid proceeds by a nucleation 
and growth process.     Like the transformation from beta to alpha,  its prog- 
ress can be mapped by means of a conventional TTT diagram,  and many of 
the available diagrams in the literature  show this  reaction (see  Table  26). 
The ranges of composition and temperature in which the direct transforma- 
tion from beta to eutectoid decomposition products may be expected is 
shown schematically in Figure 66.    At compositions and temperatures to 
the left of this shaded range, proeutectoid alpha would be expected.     To 
the right of the shaded range, proeutectoid compounds would be precipi- 
tated.     The amount of proeutectoid alpha rejected should decrease as the 
alloy content is increased toward the  range indicated by the crosshatched 
area.     For hypoeutectoid alloys, the time required to start the eutectoid 
decomposition should decrease with increasing alloy content.     This is 
illustrated in Figure 67 by a series of titanium-chromium alloys.     Although 
the curves  showing the transformation for the  Ti-5Cr and Ti-7Cr alloys 
are not completely consistent, the time generally is  seen to decrease as 
the chromium content is increased. 
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Quench products 

+ <!>), i+w) 
•4»-(i'+ß—• 

A U-Composition range -—1 B 
,\v  "X^     of commercial alloys 

Per Cent Beta Stabilizer 

FIGURE 66. SCHEMATIC EQUILIBRIUM DIAGRAM FOR A TYPICAL 
BETA-STABILIZED TITANIUM ALLOY 

The eutectoid transformation may cause embrittlement of a struc- 
tural member under stress at moderately elevated temperatures.     The 
reaction can be accelerated further by the application of stress.     Thus, 
studies of the thermal stability of commercial alloys frequently are made 
using stressed specimens.    Goldenstein,  et al. (1^8) have  shown the in- 
creased transformation rate under stress for a series of titanium- 
chromium alloys.     The TTT curve shown in Figure 68 illustrates this 
effect for a Ti-7. 5Cr alloy. 

i 
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