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ABSTRACT

This report contains the results of an investigatiui into

the lubrication of gears and bearings for use i" ; vacuum

environment by using dry powders as a lubricant, and dry self-

lubricating materials in the bearing retainer.

The report is divided as follows:

PHASE I: The wear and friction characteristics of various

dry powders and dry self-lubricating materials for use in ball

bearings were evaluated and screened in a dry inert atmosphere

in laboratory test apparatus under rotating speeds and loads

similar to that found in 2 to 7 h.p. electric motors. The

materials evaluated included reinforced thermosetting plastics,

dry lubricant filled and unfilled thermoplastics and dry

lubricant filled sintered alloys.

PHASE II: Dry powder and self-lubricating materials were

subjected to the vacuum conditions in the range of 1 x 10- 6 to

1 x 10- 9 mm Hg, and at temperatures in the range of -600 F to

10000 F to determine the rate of the outgassing and/or decom-

position of each material.

PHIASE III: Dry ball bearing (204 size, 22 mm bore) soak-

ing and operating tests were conducted using retainers fabri.-

cated from the most promising materials determined in Phase II.

The bearings were operated at a speed of 1800 rpm, radial load

of 75 lbs., axial load of 5 lbs., and tested under the vacuum

and temperature conditions described in Phase II. Special

bearings and retainer materials w,ere used for exploratory tests

up to 1500 F.
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I. INTRODUCTION

Handling facilities are required in the positioning and
testing of space vehicles and other equipment in the large ground
vacuum chambers contemplated for the Arnold Air orce Station,
Tennessee. This program concerns the study of bearings and lubricant
systems for use in electric hoist motors operating in these ground
vacum chambers under vacuum conditions similar to those of space
operation.

The initial program was divided into three phases. In
Phase I the wear and friction characteristics of various dry powders
and dry self-lubricating materials suitable for use in ball bearing
components were evaluated in a dry inert atmosphere. In Phae II
the selected materials from Phase I will be subjected to a vacuum
environment to determine the rate of outgassing of each material. In
Phase III the most promising self-lubricating materials of Phase II
will be fabricated into retainers and evaluated along with dry powders
in 20 mm ball bearings operating in a vacum chamber at pressures in
the range of 1 X 10 to 1 X 10-9 =n of Hg. Starts will be made at
-600F with actual bearing operation at temperatures ranging from ambient
to 10006F. All tests will be made with a radial bearing load of 75 lbs,
and an axial bearing load of 5 lbs.

At the extremely low pressure levels encountered in space and
also contemplated for simulation in a ground test facility, conventional
bearing lubricants evaporate or sublimate causing lubricating films
to disappear with a resultant tremendous increase in surface friction
and wear of the ball bearings. Under such conditions clean surfaces,
when rubbing on one another in laboratory tests with apparently the
last monomolecular film layer removed, have been known to cold weld.
In addition, in an ultra-high vacuum environment, the only natural
mechanisms of heat dissipation from a bearing are by radiation or con-
duction to contacting surfaces. This heat reservoir effect compounds
the problem, as lubricant evaporation is accelerated at higher bulk
temneratures. Some bearing materials have poor heat transfer character-
istics and will not dissipate the thermal energy over the entire bearing
surface but retain it at the localized areas where the asprities of
each material make contact.

in ball bearings, rubbing occurs between the ball surface and
ball pockets of the retainer and between the retainer surface and the
corresponding guide lands of the inner or outer race. In the evaluation
of lubricants of Phase I, the object was to obtain or develop solids,
powders or self-lubricating structural materials that would provide
low friction and minimum wear when rubbing against bearing steels or
when used to lubricate bearing steels rubbing against each other. The
rubbing velocities selected were similar to that of the retainer rubbing
the bearing race and the balls when rubbing the retainer pocket.
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II. WEAR AND FRICTION STUDIES ON PLASTIC MATERIALS

A. Screening Tests

Prior work by various investigators indicated that plastic
materials are the best of the many solid materials now used or considered
for use as bearing components for dry lubricating applications. As a
result, the wear and friction characteristics of selected plastic materials
were evaluated to determine if any would be satisfactory for use as
bearing components operating dry in a space environment.

Initial evaluation of the plastic materials was performed
using a modified Hohman Model A4 wear and friction tester. Figure I is
a photograph of the test apparatus used. The tester embodies the same
principles used in the MacMillan and Falex testers. A test disk or plug
is attached to the end of a horizontal shaft which is rotated at a
selected constant speed. The shaft assembly which incorporates a torque
bearing arm is supported in the pedestal by a front and rear bearing.
The test specimens in the form of 1/2" x 3/4" xO. 25" test blocks are
held in shoes and mounted on the torque bearing arm and can pivot in a
concentric arc about the shaft. The load is applied to the blocks through
a parallelogram arrangement of levers by means of an air cylinder. The

cylinder located above the rotating disk)is attached to the upper end of
two vertical levers that hold the shoes. An oven surrounds the test blocks
to permit conducting evaluations at elevated temperatures. A bell jar was
used to cover the entire assembly for conducting the test in a nitrogen

atmosphere. During operation of the unit, the friction torque of the disk
rotating against the test blocks was indicated by the use of a strain gage
and associated equipment connected to the torque bearing arm. During the
elevated temperature tests, two water jackets shielded the forward pedestal
bearing.2 load dynamometer ring and loading cylinder against the radiated
heat from the test oven. In order to obtain an inert atmosphere environment
of nitrogen, the test chamber was evacuated to 1 m of' Hg, and then returned
to ambient pressure by admitting dry nitrogen. This process was repeated
several times prior to each test run. During the test, the chamber was held
at a pressure slightly above the ambient pressure to insure no leakage of
oxygen into the test area.

The tests were run using rubbing velocities of 460 ft./min. (1280
rpm) and 230 ft./min. (640 rpm) and temperatures of 86

0 F and 1600F. The
load on the test blocks was three pounds (equivalent to a pressure of 100-
300 psi between the block and disk). M-1O tool steel was used as the
rotating disk material for all screening tests of all the plastic materials.
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B. Selection of Materials

Plastic materials that were known to exhibit good wear
and friction characteristics necessary for unlubricated bearing com-
ponents were selected for screening. Since polytetrafluoroethylene
(Teflon) and nylon have many of the desirable properties for unlubricated
bearings, they were among the first to be considered for the severe
application of operating dry in a vacuum environment. In order to
obtain optimum wear and friction values when rubbing against a metal
surface, various powder lubricant and fillers were incorporated in
these thermoplastic materials.

Other plastics were also evaluated and were compared to
polytetrafluoroethylene and nylon. These plastics were unfilled
polypropylene, a chlorinated polyether and carbon-graphite solid
impregnated with polytetrafluoroethylene. The fillers contained in
the various plastic materials included graphite, molybdenum disulfide,
glass clot4 random glass fiber, and powdered ceramic. Table I lists
all of the plastic and carbon materials evaluated.

C. Test Results

The average wear and friction values for the plastic materials
evaluated are shown in Table II. The variations in friction during
the test runs are shown by the curves in Figures 2 to 13. Figure 14
shows a comparison of the average coefficient of friction and wear for
the twelve plastic materials. The two polytetrafluoroethylene impregnated
carbon materials exhibited the lowest friction and best wear characteristics.
Of the remaining plastic materials, polytetrafluoroethylene filled with
glass fibers and molybdenum disulfide powder exhibited the lowest co-
efficient of friction values and lower than average wear* Low friction
values are extremely desirable because of the poor thermal conductivity
of the plastic or carbon material in the bearing during operation under
load in the space environment. The unfilled plastic materials were
unsatisfactory as bearing components under the specific conditions of
load, speed and environment for the application stated in this program.
Little difference was noted between the friction values of wear rates
determined in the two test conditions of temperatures or speeds.

1. Nylon

Wear of the nylon materials containing various fillers van
low and was due most likely to the high hardness of the nylon. Nylon
which did not contain a lubricant filler was unsatisfactory. The nylon
material with 40% molybdenum disulfide filler is preferred over nylon
with 20% carbon-graphite (even though the friction is higher) because
of the expected poor lubricating qualities of graphite in a space
environment.
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2. Polytetrafluoroethylene

Duroid 5813, polytetrafluoroethylene containing glass fiber
reinforcement and molybdenum disulfide powder filler, exhibited low
friction values and average wear. The polytetrafluoroethylene containing
mica or glass cloth filler had significantly higher wear. Polytetrafluoro-
ethylene can withstand higher temperatures than the other thermoplastic
materials and by use of optimum fillers may be useful in bearings at
elevated temperatures.

3. Carbon-Graphite

The carbon-graphite blended materials impregnated with polytetra-
fluoroethylene exhibitedthe loest friction and wear values. Unfortunately,
additional tests indicated that the carbon-graphite materials do not have
the necessary mechanical strength for ball bearing retainers. These
materials will continue to be evaluated for lubrication in bearings but
not as a structural member such as a ball bearing retainer.

4. Other Thermoplastic Materials

Polychlorotrifluoroethylene, polypropylene and chlorinated poly-
ether exhibited excessive friction values because of the lack of a
lubricant filler.

III. FRICTION AND WEAR STUDIES ON DRY POWDERS

A. Test Procedure For Dry Powders

The wear and friction characteristics of dry powders were
evaluated by using them as lubricants between two rubbing specimens
made of bearing steels. Prior work had sho.n that graphite and moly-
bdenum disulfide powders provided effective lubrication between metal
surfaces under certain dry conditions. If these presently used dry
powders or new improved powders could lubricate effectively at high tem-
peratures in an inert atmosphere they could be used directly as lubricating
powders or be incorporated in sintered or powdered metals to provide self-
lubricating bearing components. These components would have the necessary
mechanical strength as well as being thermally stable.

For the dry powders to provide lubrication of metal surfaces,
the particles must adhere tenaciously to the metal surfaces and the
particles must also slide or shear easily in the direction of motion. To
evaluate the ability of the powders to lubricate, screening tests were
conducted in the Hohman tester using the test procedure similar to
that for the evaluation of the plastic materials. All powders
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were tested in a nitrogen atmosphere as lubricants between an M-10 tool

steel rotating disk and an M-10 tool steel or BG 42 stainless steel test
block at a sliding velocity of 230 ft./min. (640 rpm) and a load of three
pounds (approximately 150 psi for a scar width of two mm). Tests were

conducted at 1000OF and/or 160°F and were of 10 minutes duration under
stabilized conditions.

The test powder was contained in a reservoir and was fed by
gravity flow through a 1/8" O.D. tube to the area of contact of the disk

and block. Continuous flow of the powder was obtained by using a solenoid

operated agitator in the powder reservoir. The flow rate of powder was
approximately .005 cc/minute. The test was of sufficient duration to
determine the friction and lubricating characteristics of each material.
In some cases, two minutes were required before the test readings became
stable. Higher flow rates of powder provided an excess that would pack

in the wedge formed by the disk and block and tend to produce erratic
.friction values.

B. Selection of Materials

The properties of approximately 200 compounds described in the

:.iterature or studied by previous investigators were reviewed and 35 of
the most promising dry powders on the basis of melting point temperature,
hardness and crystalline structure were selected for further study. Prior

-.o test, calculations were made to find the amount of energy released in
.he hypothetical reactions of these 35 promising dry powders with iron,
nickel and cobalt to determine the probability of forming a desirable
reaction product on the metal surface. Of these promising materials, a
group of 27 was selected for testing. These 27 materials are listed in

Table III.

C. Test Results

Significant differences existed in the ability of the various

powders to provide low friction and prevent high wear of the metal surfaces.
The average wear and friction values for the powders evaluated are shown in

Table III. The variations in friction during the test runs are shown by

the curves in Figures 15 to 34. A comparison of the data is presented in
the summary chart on Figure 35. Molybdenum disulfide, graphite, antimony

trisulfide, tungsten diselenide, and molybdenum diselenide powders were

found to be the b-,it lubricants. All the five powders exhibited low wear

except graphite at lOO0OF and all exhibited low friction except graphite
at 1000OF and antimony trisulfide at both temperatures. Each of these

lubricants except graphite provided the same respective degree of lubrication
for either combination of M-1O tool steel or BG 42 stainless steel rubbing

against the M-1O disk under each test condition.
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I. Molybdenun Disulfide

Molybd,'nir disulfide exhibited a range of friction values when
used as a lubricant between the two rubbing metal surfaces at 1600F. It
was noted that even without a continuous film between the metal surfaces,
the coefficient of friction ranged between .03 and .09. Wear on the metal
surface of the test block was in the form of a polished area rather than
a scar area. Little difference was noted in performance of the powder at
10000F or 1600F. Several tests were made in air at 10000F and 1600F. At
10000F, the coefficient of friction was .50 with a corresponding wear value
of 1.0 mm. During these tests the delivery tube was not cooled and most of
the MoS2 had been converted to MOO2 .: Tests at 1600F in air gave equivalent
values to those tested in the nitrogen atmosphere at the same temperature.
During all of the tests, the molybdenum disulfide powder had a greater
tendency to pack in the reservoir and delivery tube than any of the other
powders.

2. Carbon

The carbon was in the form of graphite powder and had similar
friction and wear values when compared to MoSD at 1600F but both higher
friction and wear values when compared to MoS., at 10000F. Even though
graphite is known to cause hig:her values of friction and wear of rubbing
metal surfaces in a dry environment, it was included in these tests as a
comparison with the other powders. Graphite later was used as a lubricant
in the sintered composites.

3. Antimony Trisulfide

Antimony trisulfide exhibited higher friction values with wear
rates almost equivalent to 1"o2 under similar test conditions. The powder
melted at 10000F and formed an adherent silver colored film on the metal
surfaces. It was found that an extremely small amount of powder, less
than any of the other powders tested, provided adequate lubrication.
Additional tests showed no difference in friction or wear values at 1600F
whether the antimony trinulfide was used as a powder or as a coating on
the test block. The antimony trisulfide later was used to impregnate
porous cobalt alloy tost blocks.

h. Tungsten Diselenide and Molybdenum Diselenide

These powders exhibited extremely low friction and wear values in
the sliding testE, in both the 160°F and 10000F test runs. A thii? tenacious
fibs was formed on each of the rubbing surfaces which provided excellent
lubrication under all conditions of test. The annealed WSe 2 powder exhibited
slightly different friction values than the unannealed powder. The unannealed
WSe2 powder (Figure 30) was heated in an oven in an inert atmosphere to make
the annealed WSe2 powder by changing the structure from turbostratic to
crystalline. The oxidation stability and melting point of WSe2 are not clearly
defined, but they appear to have better properties than those of MoS2.

5. Silver Iodide

Silver iodide exhibited low wear but rather high friction values
in the 1000OF and 1600F test runs. At 10000F, the silver iodide melted and
etched the tool steel but not the stainless steel test block.

J-6



were tested in a nitrogen atmosphere as lubricants between an M-10 tool
steel rotating disk and an M-l0 tool steel or BG 42 stainless steel test
block at a sliding velocity of 230 ft./min. (640 rpm) and a load of three
pounds (approximately 150 psi for a scar vidth of two mm). Tests were
conducted at 1000OF and/or 160OF and were of 10 minutes duration under
stabilized conditions.

The test powder was contained in a reservoir and was fed by
gravity flow through a 1/8" O.D. tube to the area of contact of the disk
and block. Continuous flow of the powder was obtained by using a solenoid
operated agitator in the powder reservoir. The flow rate of powder was
approximately .005 cc/minute. The test was of sufficient duration to
determine the friction and lubricating characteristics of each material.
In some cases, two minutes were required before the test readinge became
stable. Higher flow rates of powder provided an excess that would pack
in the wedge formed by the disk and block and tend to produce erratic
friction values.

B. Selection of Materials

The properties of approximately 200 compounds described in the
:iterature or studied by previous investigators were reviewed and 35 of
the most promising dry powders on the basis of melting point temperature,
hardness and crystalline structure were selected for further study. Prior
-o test, calculations were made to find the amount of energy released in
,he hypothetical reactions of these 35 promising dry powders with iron,
nickel and cobalt to determine the probability of forming a desirable
reaction product on the metal surface. Of these promising materials, a
group of 27 was selected for testing. These 27 materials are listed in
Table III.

C. Test Results

Significant differences existed in the ability of the various
powders to provide low friction and prevent high wear of the metal surfaces.
The average wear and friction values for the powders evaluated are shown in
Table III. The variations in friction during the test runs are shown by
the curves in Figures 15 to 34. A comparison of the data is presented in
the summary chart on Figure 35. Molybdenum disulfide, graphite, antimony
trisulfide, tungsten diselenide, and molybdenum diselenide powders were
found to be the best lubricants. All the five nowders exhibited low wear
except graphite at 1OO0OF and all exhibited low friction except graphite
at 1000 F and antimony trisulfide at both temperatures. Each of these
lubricants except graphite provided the same respective degree of lubrication
for either combination of M-l0 tool steel or BG 42 stainless steel rubbing
against the M-10 disk under each test condition.
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6. Miscellaneous Powders

Many of the other compounds exhibited fair wear characteristics
but excessively high friction characteristics when used to lubricate
the rubbing metal surfaces. Materials such as boron nitride, potassium
titanate, and rubidium diantimonide exhibited both poor wear and friction
characteristics at the 1000OF test runs.

D. Crystal Structures

The symbols and nomenclature of the dry powder crystal struc-
tures used in this discussion and Table Il are described in W. B. Pearson's
book, "A Handbook of Lattice Spacings and Structures of Metals and Alloys".

Graphite is composed of parallel sheets of closely grouped
carbon atoms. The distance between the sheets is rather large as a
result of weak bonding forces. One theory of graphite lubrication
based on experiments dealing with intercalation compounds and the
effect of vapors on lubricating properties, suggest that-7 electrons
that are not used in the valence bonds between a carbon atom and its
three close neighbors may also be involved in interplanar bonding.
Such electrons can react with materials to form graphite intercalation
compounds with grossly extended interplanar distances. Water vapor or
certain other gaseous materials are required for graphite to be a
lubricant. These materials react with graphite with a resultant
lessening of interplanar bonding and lower shear resistance or abrasive-
ness of the graphite. Molybdenum disulfide does not suffer this dis-
advantage and will lubricate in a dry atmosphere. Molybdenum disulfide
has a planar structure but all the electrons are accounted for in bonding.
The structure perpendicular to the planes of sulfur atoms and parallel
to the hexagonal c axis may be represented as shown in Figure 36.

Around each Mo atom is a trigonal prism of sulfur atoms

resulting from the d}sp hydridization completely filling the Mo d
shell. The Mo atoms are stacked in the sequence AB AB or the hexagonal
sequence. Each sulfur plane is in closest packing (i.e., each sulfur
is surrounded by six sulfur neighbors in the plane; only two sulfur
neighbors are shown on the figure).

A few other materials have the MoS2 C7 structure - MoSe2,

MoTe2 , WS2, WSe2 and all should have good lubricating properties.
Several of these materials made by the Chemical Department of the
Westinghouse Research Laboratories as part of another development
program were tested in Phase I. MoSe2 and WSe2 were shown to have

superior lubricating properties to MoS2 , heretofore the best per-
forming solid lubricant. Since the lubrication results are, in fact,
identical for MoSe2 and WSe2 it appears that the improvement comes
about as a result of the substitution of Se for S rather than as a

result of the tungsten substitution.
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When WSe2 and MoSe2 are formed at low temperatures (70000)
an irregular structure results. The x-ray patterns of these materials
show sharp hkO and 001 lines, but extremely diffuse hkl reflections.
This indicates well ordered planes stacked in a parallel manner above
one another, but in which there was otherwise little order between one
plane and the next. The effect is that of a spilled deck of cards.
The extreme case of this type of disorder is the turbostratic structure,
typical of low temperature carbons where hkl lines are completely absent.
A less extreme situation would be a large concentration of stacking
faults where both hexagonal AB AB and rhombobedral ABC ABC stacking co-
exist. More refined measurements would be needed to completely clarify
the state of disorder. When tungsten diselenide is annealed at 12000C
ordering of the crystal lattice of the normal C7 structure results as
indicated by sharp x-ray lines. The ordered material viewed under the
microscope could be seen to be made of typical plate-like hexagons vhile
the disordered material is amorphous to columnar.

These materials have compa-pble stability limits to MoS2 which
melts at 118500. WS2 is reported to decompose at 12500C and WSe 2 was

found to be stable to at least 12000C. WSe2 is reasonably stable in
vacuum as evidenced by the lack of a mirror dgposit from a sample heated
at 5200C for 5 minutes in a vacuum of 1 x 10" mm Hg. Platinium and

nickel telluride, PtTe2 and NiTe2 , (CdI2 structure) were tested and
found to be poor lubricants. This is in spite of the fact that a double
Van der Waal's layer is present in these crystal structures. The stacking
arrangement is shown in Figure 36. The non-metal double layers across
which Van der Waal's force% which are operative are identical to the MoS2
case. There are, however, two differences between the Cd12 , C6 structure
and the MoS2, C7 structure. The metal is octahedral coordinated in the
C6 case and surrounded by a trigonal prism in the C7 case. The stacking
sequence of metals is A-A-A in the C6 case and A-B-A in the C7 case.

The NbSe2 structure was originally expected to be of the C19
type in analogy to NbS 2. Instead it was found to be of the C27 type
analogous to TaS2 B structure. The parameters for the hexagonal cell
were found to be a = 3.443 A0 and c = 12.54 A0 . Here the stacking of
the metals are AB AB like MoS2, but the coordination of the metal is
octahedral like Cd12. Since the material was found to be a good lubricant,
the conclusion is that coordination of the metal is unimportant but that
the A-A-A chain-like stacking of metals is unfavorable to lubrication.

A new class of lubricants of the type GaTe have been found.
Their properties are explainable in the same terms. Included in this
class are GaSe, GaS, InSe, and InS. In GaTe the net +2 charge per Ga
comes through a (Ga - Ga)+4 single bond. The structure is believed to
be related to the MoS2 type with each Mo being replaced by a Ga - Ga
pair directed along the c axis.



IV. FRICTION AND WEAR STUDIES ON COMPOSITES AND ALLOYS

A. Test Procedure

Self-lubricating materials other than plastics must be con-
sidered for ball bearing retainers when the operating temperatures in
the space environment exceed 500 F. As part of Phase I therefore,
screening tests were made on various material composites and selected
alloys to determine their wear and friction characteristics when
sliding on bearing steels. The tests were conductai in a Hohman tester
using the same test procedure as that for the evaluation of the plastic
materials, except for the test temperature. Most of the tests were made
at a sliding velocity of 230 ft./rin. (640 rpm) with approximately 70%
of the tests being repeated at a sliding velocity of 46o ft./min (1280
rpm). A temperature of 1000 F was selected for all runs for t'.o reasons:
(1) the materials should be capable of operating, if only for short
periods of time, at this elevated temperature, (2) the amount of mcisture
or water vapor be a minimum on or in the vicinity of the block surfaces.
The dry nitrogen reduced formation of oxides and thus the wear debris
formed during the test would be somewhat similar to that occurring in
bearings at elevated temperatures in a space environment. It may be
possible that a nitride was formed, minor difference in work hardness
of thp debris occurred, or a small amount of oxide was formed due to
oxygen traces in the commercially obtained liquid nitrogen used to provide
N2 gas. The flow rate of nitrogen through the Hohman tester was two
liters per minute. The amount of oxygen contained in 120 liters of
nitrogen during the one hour test run was approximately 0.001 liter.
Since these were screening tests, only the bulk effect of friction and
wear properties was being determined for selection of materials to be
evaluated in ball bearings in the space chamber.

B. Selection of Materials

Many composites were made using various powdered lubricants
and powdered metals. The lubricants used were carbon-graphite, antimony
trisulfide, iron sulfide, zirconium chloride and zinc sulfide. The
powdered metals used were iron, nickel, stainless steel, and cobalt
alloys. A ceramic material, zirconium boride, was also included in this
test series.

Some of the composites were impossible to make and others
were made with extreme difficulty. Composites made by various organizations,
and shown in the following list, were not successful because of cracking
or formation of gas in the specimens. The specimens were pressed green
at various pressures and then partially sintered at different temperatures
for various periods of time. Some were coined, others vere not.
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Lubricant By Vol.) Meta l By Vol.)

Sb2S3 20 Fe 80
Sb2s310 Fe 90
FeS 20 Ni 8o
SrCI 10 Fe 90
ZnS 20 Ni 80
C 40 Fe-Cr Alloy 60

(Type 30L)
C 20 Fe-Cr Alloy 80

(Type 304)
C 10 Co Alloy 90

(Stellite 31)
C 15 Co Alloy 85

(Stellite 31)
C 30 Co Alloy 70

(Stellite 31)
None CrCo Alloy 100

(Rexalloy 33)

C 35 CrCo Alloy 65
(Rexalloy 33)

CdS 16 FeCr Alloy 84
(Type 316)

CdFI 16 FeCr Alloy 84
(Type 316)

The composites which were successfully made by various organizations
for test are listed in Table IV. The list also includes the sintered,
wrought and cast alloys which were evaluated and compared to the com-
posite materials. Both 3/8" diameter x 1" long and 2" diameter by 2"
long cylinders were made. The Ford materials contained a small percent
of calcium-silicide additions to decrease the surface tension of the
liquid metal and improve the v.tting of graphite.

Cylinders of varying porosities (54% to 87% of theoretical density)
were made using Stellite alloy No. 1 powder. These materials were
pressed at various pressures into green specimens and sintered successfully
using large size particles and a modified processing technique.

C. Test Results

The wear and friction characteristics determined for the various
composite and alloy materials rubbing against M-10 tool steel or Lesco
BG42 stainless steel are listed in Table V. The variations in the friction
values during the test runs are shown on Figures 37 to 60. A comparison
of t., e wear and friction characteristics of the composites and alloys
are shown in the summary chart, Figure 61.

1. Iron Composites

The iron-graphite composites exhibited a range of coefficient3
of friction that varied with the iron and carbon content and 5peed. At a
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sliding velocity of 4'0 ft..min. the friction value wos lower than that
at 230 ft.'min. No apparent explanation is available because only the
iron-graphite composites and Fe-Mo-Co (Clevite 300HT) exhibited a signifi-
cant difference in friction when evaluated at two different sliding
velocities. In general, the friction force was lowest when the iron-
graphite composite contained 40 to 60'1 graphite uy volume. The iron
comlposite materials did not exhibit constant friction values during
the 6o minute tests. No conclusive correlation could be made between
the variation of friction and of wear. Clevite 300HT, primarily in-
tended for use in an oxygen atmosphere, exhibited friction values at
460 ft.imin. and wear values at both 460 ft.,min. and 230 ft.imin., in

the same range as those of the iron-graphite composites.

2. Nickel Materials

The friction values of nickel-graphite composites varied more with
a change in graphite content than did the iron-graphite materials. Both
the plain and coined 30 nickel. - 70% graphite composites along with the
coined 20, nickel - 30k graphite composite exhibited friction values
consistently below .03. Uter a few minutes run in, friction was
steady indicating continuous lubrication for the remainder of the test.
This includes tests which were conducted at a temperature of 1600F.
Wear for the three best nickel-graphite composites was rather high
but comparable to some of the iron-graphite composites. As the nickel

content increased, a corresponding increase was noted in the rubbing
friction value.

The addition of other materials such as zirconium chloride or
zinc sulfide to the nickel powders was attempted even though these
materials were unstable or reactive with the nickel at the high coining
temperature. ZrCl was chosen because it had been used as a powder lubricant
at temperatures below 3000 C. ZnS was selected because of the low hard-
ness of the Zn and the possible lubricating film ohtained from the sulfide,
similar to the film formed in extreme pressure fluid lubrication.

Friction tests showed that the composites made with ZnS or ZrCl
adversely affected the coefficient of friction and also produced nigh
wear. Analysis of the test specimens using x-ray diffraction revealed
that the Ni-ZrCl composite contained 5 to 10% ZrO2 . The Ni-ZrS 2 com-
posite contained 5 to 106 ZnS 2 , Trace amounts of unknown compounds
were also found which must have resulted from a reaction of the com-
posite and the container used in melting the sample in the furnace.

Pure nickel and two nickel alloys, Inconel X (Ni-Cr alloy with
aluminum and titanium used for precipitation hardening) and Nicrotung,
were evaluated for frictional and wear characteristics, .nd compared
to the nickel composites. A coefficient of friction of .'(0 was obtained
when the Inconel X block was tested rubbing against the M-1O disk.
The friction value of Nicrotung was .32 and was similar to that of pure
nickel. Wear of the nickel and the nickel alloys was comlporable to wear of
the best composites of nickel-graphite.
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Several of the nickel-graphite composites were tested at 160F
for a comparison with results at 1000'F. Friction was observed to be
similar at a sliding velocity of 230 ft./min. for composites shown in

Figures 44a, 4 5a and b and 4 6 a and b. ilowever, wear was significantly
reduced to general values between 4i.0 and 5.5 am, a significant reduction
when compared to the same materials tested at 1000'F.

3. Cobalt Materials

Although cobalt comp osites containing graphite were difficult
to produce, separate test specimens of 30 ,, 19, and 50% graphite were
made along with other specimens containing 85 or 93,' of zirconium borlde.
Cobalt sintered alloys wLth different porosities were made. Two of the
sintered porous cobalt alloys after grinding to size were impregnated
with antimony trisulfide. The results of all the cobalt block tests
showed that the Co-alloy (317) imprelnated with antimony trisulfide
exhibited the lowest friction values and an equivalent wear value when
compared to the other cobalt materials. The coefficient of friction of
the Co-alloy 317 "as sintered" was twice that of the impregnated 317
material. Porosity of the "as sintered" materials had little effect on
friction or wear. The 50,, Co-50,j Carbon compositeFigure 54,had the
lowest friction and was equivalent in wear rate to the other cobalt
composites. A similar composite 51% Co alloy 49, Carbon)Figure 54,
made by a different technique had a high coefficient of friction but a
similar wear rate. Wear of all the cobalt materials vas rimilar and
was lower than any of the other materials tested except the stainless
alloys. The best cobalt-graphite composites had higher friction values
than the best of thI Ni-graphite composites (30/, Ni - 70, C and 2% Ni -

04 C) and the Fe - C composites (tested at 230 ft./min.). The cobalt
composites containing 80,o or 90/, of zirconium boride had a high co-
efficient of fricLion but low wear. The cobalt alloy, Stellite 31,
Figure 56b had a higher friction value than iany of the sinfoered alloys
or sintered composites materials excepting sintered alloy 150-1 and
the cobalt-sirconium boride composites.

4. Stainless Steels

A group of 84, Fe-Cr alloy 1, graphite Figure 57a, 58O Fe-Cr
alloy - 42", potassium titanate composites were made and compared to
four Fe-Cr alloys, Lesco BG42, Lesco ]3Flo, Lesco BOll, and type 304
stainless. The friction values for the steel-graphite composites were
similar to that of the best stainless steel wroughPt alloy, BG42. The
fri-,.tion of the stainless steel-potassium titanate was extremely high.
During storage after test, a whitish-ycllow dust continued to exude from
the test specimen. An analysis of the powder using x-ray diffraction
techniques revealed the materIal to be elemental potassium. The friction
and wear of BGh2 in an Argon atmosphere waas similar to the values obtained
in a nitrogen atmosphere.
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V. CONCLUSIONS

1. Solid dry materials were successfully evaluated for wear and
friction characteristics in a dry nitrogen atmosphere under loads and
sliding velocities simulating the conditions of retainer components or
dry powder lubricants used in ball bearings for 2 to 7 HP electric
hoist motors.

2. Of the thermoplastic and carbon materials evaluated, the poly-
tetrafluoroethylene impregnated carbon-graphite and the polytetrafluoro-
ethylene reinforced with glass fiber and filled with molybdenum dLsulfide
powder exhibited the most satisfactory friction and wear characteristics.
However, the impregnated carbon-graphite materials mist be excluded from
consideration as bearing retainer components in this program because of
insufficient impact strength.

3. Molybdenum disulfide, molybdenum diselenide and tungsten
diselenide powders exhibited satisfactory friction and wear character-

istics when used to lubricate bearing steels sliding on each other.
Graphite was also a satisfactory lubricant but exhibited higher wear
than the three aforementioned powders at 1000F. Metal surfaces lubricated
with an antimony trisulfide exhibited low wear and friction characteristics
when either the dry powder or the powder in the molten state or solidified
state was used.

4. Many composites were found to have either desirable wear or
friction characteristics but no one composite exhibited both low wear
and low friction values. Of the iron, nickel cobalt or iron-chrome
metal based composites a 40% iron - 60% carbon (carburized), a 20% nickel -
80% carbon (coined) and porous cobalt base alloy impregnated vith antimony
trisulfide show sufficient promise for further evaluation in Phase III
bearing tests. A modified stainless steel alloy Lesco BG 42 shows sufficient
merit to also be included in the bearing evaluation.

Prepared By m

P.H. Bowen
Project Engineer

Supervised By

E. S. Bober
Supervisory Engineer

Approved. By

H.'R She d,
emical A 1. S c.
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TABLE III

WEAR AND FRICTION CHARAC1194ISTICE OF
POWDERS IN A NITROGEN ATMOSPHERE

Powders used as lubricant between BG 42 or M-10 block rubbing
on M-10 disk at eliding velocity of 230 feet per minute

Curve Powder Ave. Ave.
Reference Test Melting* Crystal Test Coef. of Wear** Block
(Fig. No.) Powder Point (°C) Structure Temp.(aC) Friction (mm) Material

4
15a MoS2  1185 Hex. D6h 1000 .05 P M-IO

4
15a MoS 2  1185 Hex. D60 Io0 .o4 P BG 42

15b MoS2  1185 Hex. Dh 160 .03 P M-10

!5b M082 1185 Hex. D4h 160 .03 P BG 42

16a Graphite 3652S Hex. D4h iO00 .10 0.5 BO 42

16b Graphite 3652S Hex. Dlh i6o .u4 0.2 BG 42
Oh

ITa C'S0 4  685 Rhombic V17  1000 .54 0.2P M-10

17R CaSO 4  685 Rhombic Vi 000 .52 O.2P BG 42

17b Ca60 4  '685 Rhormbic V 7  160 .47 0.2P BG 42

.05 Rui'mbic V17  160 .35 0.2P M-10

13a RiSb2  - OrLho D .O 1000 42 1.2 BG 42

lib BN <1000 Hex. D~h 100 .67 2,0 BG 42

ija PuCrO4  D2h 1000 .25 0.5 M-iO

19a PbCrO4  844 Monocl. D5 1000 .31 0.6 BG 422h
19b PbCro4  844 Monocl. D5  160 .21 0.2P M-10

19b P~r042h

19b PbCrO4 844 Monocl. D5h 160 .21 0.2P BG 42

h20a PbS 1120 Cubic D5 i000.8 0. -I

20a PbS 1120 Cubic D5 1000 .28 1.3+ BG 42
h

20b PbS 1120 Cubic D5  16o .37 012? M-10
h

20b PbS 1120 Cubic D5 i60 .42 0.5 BG 42
h 16

21a Sb S 550 Rhombie D2h 1000 .12 0.2? M--I

21a Sb2 s3  550 Rhombic 6  1000 .10 0.2? BG 42
16

21b Sb2 S3  550 Rhombic D16 160 .14 0.2? M-10
16

21b Sb2S3  550 Rhombic D2h 160 .17 0.2? BG 42
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TABLE III (Continued)

Curve Powder Ave. Ave.
Reference Test Melting* Crystal Test Coef. of Wear" Block
(Fig. No.) Powder Point ('C) Structure Temp±(OF) Friction (=) Material

22a MW04  1124 Rhombic 1000 .5 0.2 M-10

22a MgSO4  1124 Rhombic 1000 .45 0.6 BG 42

22b MgSO4  1124 Rhombic 160 .31 0.2P M-10

22b MgSO4  1124 Rhombic 160 .5 0.3 BG 42

23a BaF2  1280 Cubic 0 1000 .53 1.1 M-10

23a Ba 2  1280 Cubic 05 1000 .50 0.9 Bo 42
h

23b BaY2  1280 Cubic 0 160 .25 0.6 M-10

23b Ba?2  1280 Cubic Og 160 .21 0.6 BG 42

24a AgI 552d Hex. CV 1000 .22 0.2P++ M-10

24a AgI 552d Hex. CV 1000 .19 0.2P++ BG 42

24b AgI 552d Hex. C 4V16o .17 0.2P M-10

24b AgI 552d Hex. Ov 160 .42 0.2P+ Bo 42

25a AgBr 434 Cubic Og 1000 .31 0.2P BG 42

25b KTiO3  - 1000 .84 2.4 BG 42

426a MnTe 500 Hex. D6h 1000 .28 1.2 Bo 42

26b MnSO 700 Cubic 05 1000 .31 1.7 BO 42
h

27a NiTe2  700 Hex. D3  1000 .20 1.4 BG 42
3d

27b PtTe 700 Hex. D3  1000 .47 0,7+++ BG 42
2 3d

28a FeTe 2  700 Ortho D12  1000 .31 1.3 BG 42
2h

28b GaTe 824 Hex. 1000 .21 0.2 BG 42

29a OsTe2  600 Cubic T6 1000 .33 2.1 BG 42

29b CdC12  Cubic 1000 .17 0.6+ BG 42

30a WSe2(519P) 1200 Hex. D~h 1000 .03 P M-10

30a WSe2(519P) 1200 Hex. D4  1000 02 P B 42D6h i0 0 G4

30b WSe2(519P) 1200 Hex. D6h 160 .02 P M-10

30b WSe2 (519P) 1200 Hex. Dgh 160 .03 P+ BO 42
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TABLE III (Continued)

Curve Powder Ave. Ave.
Reference Test Melting Crystal Test Coef. of Wear*-* Block
(Fig. No.) Powder Point (c) structure Temp.(F) Friction (mm) Material

31a GaTe(6 19P) 824 Hex. 1000 .13 P M-10

31a GaTe( 619P) 824 Hex. 1000 .14 P Bo 42

31b GaTe(619P) 824 Hex. 160 .35 P M-10

31b GaTe(619P) 824 Hex. i6o .13 P Bo 42

32a MoSe 2(551Y) 1200 Hex. D4 1000 .03 P M-10

32b MoSe2(551Y) 1200 Hex. D 160 .02 P M-10
6h

33a NbSe2(54,tm) 800 Hex. 1000 .07 0.2? M-10
annealed

33b NbSe 2 (547M) 800 Hex. 160 .06 P M-10
annealed

34 a WSe2 (544J) 1200 Hex. D h 1000 .04 P M-10
annealed

34b WSe 2 (544J) 1200 Hex. D 4 160 .06 P M-10
annealed 6h

+Powdcr ceased to flow during test run
++Powder melted

+++Test ended after five minutes

*Letter "S" indicates material sublimes rather than melts
**Letter "P" indicates surface was polished rather than scarred
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TABLE V

WEAR AND FRICTION CHARACTERISTICS OF C0Ct4PITES
AND ALLOYS IN A NITROGEN ATMOSPHERE

Materials evaluated as test blocks rubbing against
a rotating M-I tool steel disk for a one hour test period

Curve Material Sliding Ave. Total
Reference Compositions Velocity Coef. of Wear
(Fig. No.) (% by Vol.) (ft/min) Friction (M)

37a 84 Fe - 16 C 460 .28 7.2
37a 84 Fe - 16 C 230 .32 7.4

37b 70 Fe - 30 C 460 .19 7.0
37b 7O Fe - 30 C 230 .23 6.6

38a 70 Fe - 30 C 460 .22 5.9
38a 70 Fe - 30 C 230 .24 6.0

38b 65 Fe - 35 C 460 .18 3.0
38b 65 Fe - 35 C 230 .21 2.8

39a 50 Fe - 50 C HT 460 .14 4.0
39a 50 Fe - 50 C HT 230 .20 3.6

39b 50 Fe - 50 C 460 .14 4.0
39b 50 Fe - 50 C 230 .17 3.6

4Oa 40 Fe - 6o c HT 460 .09 3.4
40a 40 Fe - 60 c T 230 .18 3.7

40b 4O Fe - 6o C 460 .12 4.o
40b 4O Fe - 60C 230 .20 3.7

41a 30 Fe - 70 C HT 460 .13 4.2
41a 30 Fe - 70 C i4T 230 .28 4.0

41b 30 Fe - 70 C 460 .21 4.2
41b 30 Fe - 70 C 230 .25 3.9

42a 68Fe - 18Mo - 18 Coc -'* 460 .24 3.4
42a 68 Fe - 18 Mo - 18 Co- HT* 230 .44 2.9

42b 68 Fe - 18 Mo - 18 Co (in Argon)* 460 .20 2.8
42b 68 Fe - 18 Mo - 18 Co (in Argon)* 230 - -

43a 65 Ni - 35 C 460 - -

43a 65 Ni - 35 C 230 .33 10.2

43b 60 Ni - 4o c 460 .28 14.3
43b 6o Ni - 4C 230 .30 15.8

44a 50 Ni - 50 C (C) 460 .25 10.0
44a 50 Ni -50 C (C) 230 .25 11.0

44b 50 Ni - 50 C 460 .30 17.1
44b 50 Ni - 50 C 230 .28 15.2
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TABLE V (Continued)

Curve Material Sliding Ave. Total
Reference Compositions Velocity Coat. of Wear
(Fig. o.) (% by Val.) (ft/min) Friction (L

45a 40 Ni - 60 C (c) 46o .20 31.0
458 4o wi - 6o c (c) 230 .18 9.4

45b 4o Ni - 6c C 46o .23 14.1
45b 40 Ni - 62 c 230 .22 12.0

46a 30 Ni - 70 C (C) 460 .10 11.0
46a 30 Ni - 70 C (c) 230 .07 6.5

46b 30 Ni - 70 C 460 .12 9.0
46b 3O Ni - 70 C 230 .07 6.9

47a 20 Ni - 80 C C 460 .O6 5.3
47a 20 Ni - 80 C C 230 .05 6.0

47b 20 Ni - 80 C 460 .07 6.1
47b 20 Ni - 80 C 230 .09 6.6

48a 81 Ni - 19 Zn S 460 .45 10.7
48a 81 Ni - 19 Zn S 230 - -

48b 65 Ni - 35 Zn S 460 .42 9.6
48b 6 5 Ni - 35 Zn S 230 - -

49a 4 Ni - 26 Zr C1 460 .42 10.2
49a 74 Ni - 26 Zr Cl 230 - -

49b Ni** 460 .31 2.6
49b Ni** 230 - -

50a 76 Ni - 15 Cr Alloy* 460 .70 5.1
50a 76 Ni - 15 Cr Alloy* 230 - -

50b 61. Ni - 12 a- Alloy 460 .27 4.0
SOb 61 Ni - 12 Cr Alloy* 230 .31 3.4

51a Co Alloy 313 - Porous 460 - -
51a Co Alloy 313 - Porous 230 .'34 2.9

51b Co Alloy 313 - Porous Sb 2 3 Coating 460 - -
51b Co Alloy 313 - Porous Sb.2 3 Coating 230 .28 3.0

52a Co Alloy 150 C - Porous 460
52a Co Alloy 150 C - Porous 230 .46 2.4

52b Co Alloy 317 - Porous 460 
52b Co Alloy 317 - Porous 230 .38 2.1

53a Co Alloy 317 - Porous Sb2 8 3 Coating 460 .
53a Co Alloy 317 - Porous Sb2 S3 Coating 230 .15 2.1

53b 70 Co Alloy - 30 C 460 .28 2.5
53b 70 Co Alloy - 30 C 230 .28 3.3
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TABLE V (Continued)
Curve Material Sliding Ave. TotalReference Compositions Velocity Coef. of Wear(Fig. No.) ( b Vol. (ft/mi) Friction (M

54a 51 Co Alloy - 49 C 460 .30 2.854a 51 Co Alloy - 49 c 230 - -

54b 50 Co Alloy - 50 C 460 .22 2.254b 50 Co Alloy - 50 C 230 .22 2.5

55a 15 Co - 85 ZrBr 460 - -55a 15 Co - 85 2rBr 230 .48 1.2

55b 7 Co - 93 ZrBr 46055b 7 Co - 93 ZrBr 230 .49 1.6
56L Co Alloy** 46o -37 2.956a Co Alloy** 230 .38 2.7

56b Co Alloy* 460 .38 1.956b Co Alloy* 230 .39 1.9

57a 60 Fe-Cr Alloy - 40 C 460 .21 5.157a 6o Fe-Cr Alloy - 40 C 230 .23 4.6

57b 58 Fe-Cr Alloy - 42 XTiO3  460 - -57b 58 Fe-Cr Alloy - 42 KT103  P30 .31 2.7

58a Fe-Cr Alloy B016** 460 .39 1.758a Fe-Cr Alloy Bo16** 230 .44 1.7

58b Fe-Cr Alloy BGII** 460 .31 5.i58b Fe-Cr Alloy BGI1** 230 .27 4.2
59a Fe-Cr Alloy B342** 460 .23 1.559a Fe-Cr Alloy B042** 230 .28 1.2

59b Fe-Cr Alloy BG42** (Argon) 460 .24 2.359b Fe-Cr Alloy B042** (Argon) 230 .21 1.5

6Oa Fe-Cr Alloy (Type 304)** 460 .7 - 1.0 7.7

*Composition on a % by wt. basis
**Deposited, cast or wrough alloy
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FIGURE I

CLOSE UP OF WEAR AND FRICTION TESTER USED
TO EVALUATE DRY MATERIALS
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SUK4RY OF WEAR ANDO FRICTION DATA ON PIASTICS

Plasties evaluated as test blonks rubbing against
arotating M4-10 tool steel disk in a dry nitrogen

atmosphire,

Cure Tat Sliding Coefficient of Friction Average Wear/aCurveTest Ve..
Ref. Test Temp. (ft./ 0 .1 .2 .3 .14 .5 0 1.0 2.0 3.0 4.0
(Fig. No.) Material OF mn) . . . . * * ________

2a Nylon + 40% M082 160 46o
2a Nylon + 40% Mo2  86 460 SEM

2b Nylon + 40% Me'82 160 230 -no isie
2b Nylon + 40% M082 86 230 aVse
3a Nylon +20% C 160 146o
36 Nylon + 20%C 86 460 Vese
3b Nylon +20% C 160 230 www
3b Nylon +20% C 86 20 mese
14& Nylon 16o 460 .6 - Failure
1L Nylon 86 46o Iosom'.6 - Failure

4b Nylon 160 230 EMMN .6 w Failure
4b Nylon 86 230 1>6 V Failure

59 Pj'FR* +. Mica 160 140 -.
5a PiYE + Mica 86 460o______
A. PTFE + Mica !60 230 ________ MINE___
5b pmE+ Mica 86 230
6& PMF 4 Ceramic 160 46o
6a6 PIPE + Ceramic 86 4.60 m
6b PMT + Ceramic 3.6o 230
6b PMF + Ceramic 86 230-
7a F P E+ Or-+ NOS2  160 460o
7A PTFE+GOF + O82  86 4~6o
7b PTE+OF + M02 160 230 WE
7b pTPE+ OF+NMoS 2  86 230 -M

as P1'? + Glass Cloth 160 460o__________
8e PTFZ +. Class Cloth 86 46o
8b PMP' + Glass Cloth 160 230__________
8b PTFX! +Olass Cloti: 8.6 e %
91% PTFCE* 5 I 160 460 mseos.6 w .
9b PI'PCE 86 230 w ~ m7.3 V

COI c(Hard) + PIT! 160 460o
101 C (Hard) + 'P'! 86 460o
1b C (Hard) +PTFE 160 230 U

10b C( Hsrd) + P'F d6 230
Ila C Had. S + PTFE 16o 460 i
11A C (Med. S + PTFZ 86 460 -
llb C Mod. S5 + PTFE 160 230 Is
llb C (Med. 8) + PTFE 86 230 a
126, Polypropylene 160 146o m ~6 w Failure
12a Polypropylene 86 46o U alr
L2b Polypropylene 160 230 6 me Failure
12b Polypropylene 86 23 6 vm Failure
13a Chior. polyether 160 460 -.6 - Failure
13a Chior. polyether 86 46o -- mm.6 - Failure
13b Chlor. polyether 160 230 >6 in Failure
13b Chior. polyether 86 230 - --6 Failure

*P TFE designates polytetrafluoroethylene.
*OF designates glass fiber.

**PYCE designates polychlorotrifluoroethylene.
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SUMMP.ARY 0F WEAR AND HU{CTION DATA WITH DRY PCMDERS

Powders were eV~]u.L(-d a lubricants rubbing against
various block iuterials and an M4-10 tool steel disk
at a sliding V Iocity of 230 ft./min. In a dry nitrogen
atmosphere.

CreTest coefficient or Friction Average Wear/m
Reference Test Temp. BlockC 0 .1 .2 .3 .4 .5 0 0AI 0.6 1.2 1.6 2.0 2.4
(Fit. No.) Material OF R,.4t 1-L - I I I I........ ISI l I IlI

15& P4082 1000 B042 - P
15a P4082 1000 io NOU P
15b P4082 16o 2042 m-
15b wag2 16o P410 - P
16 Graphite 1000 --
16b Graphite 160 1110 NO so P
17a c&SO4 1000 B042 .54 10000 m P
17a Ca80 4  1000 P410 .52 -omm O p
17b Ca80i4 160 B042 m p
17c CaBSi4  160 P410 m P,
18. Rhb 1000 BG42-
18b Bi 1000 3042 .67 11001
19. PbCrCh 1000 M.10
196 PbCrC0i 1000 BG42
19b PbCrCh 160 P410 m P
.9b FbCrCga 160 BG42 me P

20a, PbS 1000 1410 m p
206, PbS 1000 3042
20b PbS 16o P410 ai
20b, PbS 160 B042
21a Cb23 1000 RIO -p
21.L Bb 2 3  1000 BG42 -P
21b 8b2 8 3  160 Ri10 me p
21b 6b2 83  160 B042 Np
22a Meg0' 1000 P41 OW
22a M001I. 1000 BG42-
22b, P4N0 160 I e P40 _____

22b MON3 16o B042 -
23& 3672 1000 w41 .5310041
23& BIL72 1000 B042
23b 2a%'2 160 M.10
23b 3SF2 160 B042-
24s, AgI 1000 1410 -o p
24.L AgI 1000 B042 m P
24b Agl 160 mo -P
24b AgI 16o 2042 -p
25a #.g~r 1000 B042 -P
25b M10 3  1000 2G42 .84 moe
26a HMlT. 1000 B042
26b IMoSO 1000 B042
27& NtTe2 1000 BG42-
27h PtTe2 1000 B042-
28ft PeTe 1000 3042m
28b OaT. 1000 2042 SO
29& GaTe 1000 3042
29b CdCl2 1000 B042-
30a W8e2 100.0 w41 SO OF
30a lJseg 1000 2042 * s p
30b W862 160 1410 0 *
30b W84,2 16o 2042 - P
31a Gae 1000 Rio0 Op
31a GaTe 1000 B042 s
31b Gave 160 P410 OF
31b Gale 160 BG42 u p
32& P408.2 1000 1410 - p
32b 1408.2 160 P410 .
33a NbSe2 1000 P410 MENE mp
33b ftb~e2 160 K410 SP'
34., Wfe2  1000 P410 lip
34b WSe2  16o P410 Op

FIGURE 35
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OIWAY OF WAR ARit 111T1'T70 CiTA rio 2OCTI70 Ol-n AtL.05

Yteritgl evaluated a. teat bi.rc rbbtng agaln . a rots IgM-IO tool itolol d1ik it, o .1. 11cc i~' cooore It 1C 0 P.

Cumn Noat V olfco of Frictio., Aic;0sc 11.a
Referoe. Material (ft./ 0 .1 .3 . 5 0 0.2 0.4 0.6 0.8 1.0
(FLA. 0.)( I I I I IIIIIIIiii

376 8h F. .16 ' .60
37a 8k.- 16 C 2j)
371 70 F. -30 C 1.1 -
31 701 -# 30 C I
38 70 F. - 30 C a

701 e 30 C 230 -3 ~ 6 r-3sc 1.o -I a

O 65 Fe- 33 20 -0
39 30 re - 0 C T 4 0I
39% 50 e 50 C Wr 230
39. 50 51. 0 10- -I
39 50 .- 50 230 -
k.s ho 'e - 6o C t 160 warn
1.0 10 F. - ir OF 230 i
ho 10 Fe . 60 c h601
40 h 1.. 6o C 230 -
1.1 30 e -70 C If 460
k1.1 30 , - C70 HT 230
hi11 30 FL 70 C 560 -
1lb 30 e -70 C 030
:24 68 F. 18 Ro i8 i0 T 5? 6 0
4.2 68 18 l - 18 0Ht -3
.6t 

6 8 
Fe 18 No - 18 o (Argon) 460 -

k3a 65 91 35 C 230 10.2 -
131 60o. .oc X6o

50N: 40 C U 60 i4. "n1.3b 6o 4o c 230 C 0 . 15.0
"a. 50 -50 CC 16o
4" >0 Ni ?0 C C 2u . - 13.

01.4.1 5u, i, - vn C o
6

,-- 17.1
44b 5 N5 01 0 OC 230 1 0 2
1. 5 0 .- 60 CC 06c i 0 vom
4.5 1.0 .60 1.460 wassa ..s 1.
1. 31 0 xi 6o c 230 12.
.6. 30 Ni 10 r C 160 L.0
1(6 30N 1 70 C C 23U
.61; 30 "1 70 C 30
17. 00 01t -0 C 0 1.60 u1.7 01 7!0 C C v0

176 20 i 8 , C 1.0
.b6 20 1i 80 C 03u
1.M 81 11 19 Zn 1.60
4 9a 71, bi ;6 zril i o 10.2, imi
49b Ni 4r~ _

5C T6 Mt - 15 Cr alloy- 46o s 7.0 -s
50b 61 NI - 10 Cr . 1 1 .oy 60
50b 61 111 12 r ,11.y-' 230
51& Co alloy (313) Pn-o,
51b Co allcy (313) Porouo 1,283 30
$2. Co I1ICY 150-1 230
52

b  
Co :lloy 317 230 -

535 Co olloy (317) . Sb 113 230
531, 70 Co 1loy - 30 C 160
53b 70 Co alloy 30 C 230
5"1 51 Co alloy- h C 46o54b 50 r. :lloy 5 0 C 46c il sa

5.1. 50 Co loy .50 C P3,.
5 5* 1 5 C o - 8 5 Z ro r 23 -- -- a
55

b  
7 C. - 93 ZBr 23: ))

56. Co aoy 1.60 46
38. Co olloy 233 -
56b CO .ll1c ,1 X.O -60
56b Co alloy X 230 23
57- 60 FeC :1107.y hO C 160
5TS 6o F., alloy .1 .0 230
71b 58 20Cr alloy - 42 K

2
10

3  200
58. 1e-Cr alloy Ba16- 160 -
508 1,-Cr alloy 2G16. 230 -
511 Fe-er alllo PdillO 460
58b Fe-Cr alloy GII- 230 -2
59- Fe-Cr alloy BG02.. 160
59- Fe-Cr alloy B012- 230
59b Fe-Cr I1ll 2012 (Ar.o)o 160
591 Fe-Cr alloy 801.2 (Argon)" 230 .
60. Te-Cr alloy (Type 3C1t)s 460 vasas seswsmms-s

Coy-oPitlono on a per cent by r Ight bl.In
"epo ulted , ca t or w rou gh t .1105

0)0310; C.I
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I. INTRODUCTION

Handling facilities are required in the positioning and
testing of space vehicles and other equipment in the large ground
vacuum chambers contemplated for the Arnold Air Force Station,
Tennessee. This program concerns the study of bearings and lubricant
systems for use in electric hoist motors operating in these ground
vacuum chambers under vacuum conditions similar to those of space
operation.

The initial program was divided into three phases. In
Phase I the wear and friction characteristics of various dry powders
and dry self-lubricating materials suitable for use in ball bearing
components were evaluated in a dry inert atmosphere. In Phase II
the selected materials from Phase I were subjected to a vacuum environ-
ment to determine the rate of outgassing of each material. In Phase
III the most promising self-lubricating materials of Phase II will
be fabricated into retainers and evaluated along with dry pov'ders in
20 mm ball bearingsg pcrating in a vacuum chamber at pressures in
the range of 1 x l0- to 1 x 10-9 mm of Hg. Starts will be made at
-600F with actual bearing operation at temperatures ranging from ambient
to 1000F. All tests will be made with a radial bearing load of 75 lbs.
and an axial bearing load of 5 lbs.

At the extremely low pressure levels encountered in space and
also contemplated. for simulation in a ground test facility, conventional
bearing lubricants evaporate or sublime causing lubricating films
to disappear with a resultant tremendous increase in surface friction
and wear of the ball bearings. Under such conditionq clean surfaces
when rubbing on one another in laboratory tests with apparently the
last monomolecular film layer removed have been known to cold weld.
In addition, in an ultra-high vacuLm environment, the only natural
rechanisms of heat dissipation from a bearing are by radiation or con-
duction to contacting surfaces. This heat reservoir effect compounds
the problem, as lubricant evaporation is accelerated at higher bulk
temperatures. Some bearing materials have poor heat transfer character-
istlaC and will not dissipate the thermal energy over the entire bearing
surface but retain it at the localized areas where the asperities of
each material make contact.

In selecting satisfactory dry self-lubricating materials and
dry lubricants for use in ball bearings, a knowledge of the vapor
pressures or outgassing characteristics is often of great importance. It
is especially important to know the outgassing characteristics of lubricating
materials that may find possible use in bearings over a wide temperature
range in ground space chambers vhere the vacuum environment must be
produced to simulate ultra-high vacuums that exist beyond the earth's
recognized atmosphere. To be useful, the ottgassing rate of the materials
must not exceed the provided punpinf speed of the chamber at the desired
operating pressure.
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V

II. 'EST PROCEDURE

The object of the outgassing study was not only to find the
rate of gas evolution of the materials but also to determine both
the molecular structure and quantity of each gas evolved. The data was
obtained over the known useful temperature range for the materials and
also at temperatures at which soe, of the materials exhibited large
thermal degradation rates. Several groups of materials were tested in
the "as received" state and again immediately after a twenty-four hour
"ba!ke out" in vacuum at an elev.ated temnernt'.ire.

The outgasoing tests ;ere carried out in a zirconia-quartz
vacuum furnace tube in which the sample was heated. The gases evolved
from the sample were collected in a three liter flask, cooled to standard
conditions and t'len measurcd. ' ter deternining the total gas volume,
the gases x'nre transferred to a mass spectrometer. The outgassing data
output from the spectrometer was processed through a Datatron computer
to provide the calculated r.l ,i of each gas For the gases evolved from
each material. Figure 1 is a photograph showing the mass spectrometer
cubical housing containiig tie electronic components. the spectrometer
magnet and tube, and the sample pumping system. Figure 2 shows the
zirconia-quartz tube with the vacuum valve.

To conduct each test the sample was placed in the quartz end
of the yacuum furnace tube. The tube was evacuated to a pressure of
1 x 10" r) im of !g and the zirconia end was placed in the furnace. The
zirconia tube was heated to 12000 F-13000 F while pumping continued until
a negligible background was observed dui,' n'eriodtc sn Ic. f geses
from the tube. By containing the soample in the cool quartz end of the
tube and by heating only the zirconia end, all background contamination
of the tube could be removed. After a satisfactory background determ-
ination, the zirconia end of the tube was cooled a:wd the sample was
transferred to the zirconia end by tippin, the tube. 'iic tube was again
placed in the furnace and the furnace adjusted to the test temperature.
The sample was held at temperature in the furnace for 20 minutes. The
gas build-up in the zircouja tube at the end of a 20 minute period was
transferred to the three liter flask, measured an:d then analyzed using
the mass spectrometer. In conducting the outgassing run at the next
higher temperature, the sample was returned to the quartz end of the
vacuum tube, and the zirconia end again heated to 1200F-1300OF until
the background was brought below the sensitivity of the mass spectrometer.
The tube .was removed from the furnace, cooled and the test sample moved
to the zirconia end and heated to the next highter temperature and the
outgassing of the sample at that tenperature wa,.s detennined. The
temperature level at each outgasusin-, test was increased in increments
of 1000 F to 300°F until the mv2imLu test tempcrature .,as reached or
the samplc dcconposed as cvidenced by relatively large amounts of
outgar sing.

IH-2



Selected plastic materials, dry powders and metal composites
were also evaluated in the outgassing tests to determine what gases
would be evolved from these materials after extended sooking periods in
a vacuum. The materials were given a "pre-bake out" at a specified
temperature for a period of 24 hours in the zirconia tube prior to
obtaining the outgassing data.
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III OUTGASSING DETEIINATION OF PLASTICS

1. Selection of Materials

Most of the plastic materials screened in Phase I to determine
their respective friction and wear characteristics were selected for
further evaluation in the outgassing tests. The materials evaluated
in Phase II are listed in Table I. Two materials not run in Phase I
were included in the outgassing studies. The first material, unfilled
PTFE, was selected to give a comparison with that of the filled PTFE
material. The 56HT carbon-graphite material (containing no PTF) was
selected because of the possible indirect improvement in wear and
friction properties that the impregnants were known to add to the carbon-
graphite. The test temperatures selected for the studies ranged from
160*F to 1260eF or a value where the thermal degradation of the material
occurred.

2. Test Results

Large amounts of gases were evolved from all the plastic
materials that were studied in the "as 'received" condition. The test
data is showm in Table I. Each of the gases is reported in mol o of
the total gas evolved at each of the different temperatures. The
total quantity of gases evolved at 160*F from each of the materials
was below 0.03 cc/gram of sample for all except ceramic filled PTFE,
glass fiber-1oS2 filled PTFE, and impregnated carbon-graphite. As
the temperature increased, contaminant gases were evolved in sufficient
quantity to mask the normal outgassing expected of the material during
prolonged exposure to a vacuum.

Significant amounts of water vapor were evolved from each of
the materials except PTFCE. This is especially true of the filled PTI
and the filled and unfilled nylon materials, where the mol ', of water ranged
between 90%, and 99% at temperatures up to 360 0 F. The PTFE, carbon-graphite,
and polypropylcne had a mol $ of water vapor ranging between 1t; and 70'
at temperatures up to 3600F.

All of the materials evolved carbon dioxide or carbon monoxide
gas. Only PTFE, PTFCE, graphite filled nylon and glass filled PTFE
contained nitrogen and/or oxygen. All of the materials except unfilled
PTFE exhibited traces of one or more gases that were entrapped in the
material during processing (molding of shapes). In the ceramic filled
PTFE, traces of sulfur dioxide, sulfur fluoride and methane were found. A
trace of unidentified hydrocarbons was found during outgassing at 760 0F and
860'F. Glass fiber filled PTFE evolved traces of S02 , nitrogen and unident-
if ied hydrocarbons. PTFCL evolved a significant amount of nitrogen with
traces of oxygen, argon & Lvidcntificd hydrocarbons. The Carbon-graphite
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material evolved nitrogen, oxygen and unidentified hydrocarbons. Poly-
propylene released unidentified hydrocarbon and possibly nitrogen. A
sccond Purecarbon material containing an impregnant, released traces
of hydrogen, unidentified hydrocarbons, sulfur dioxide and possibly
nitrogen.

More meaningful outgassing measurements were obtained on the
plastic materials after they were dcgassed or "prebaked out" prior to
the outgassing determination. In each of the tests for which data is
shown ig Table III, the materials were baked in a vacuum aL6 a pros iuc of
1 x 10 m of Hg for 24 hours at temperature of 360°F, 560°F or 760oF.
The nylon materials were baked at 360 *F to prevent thermal degradation
prior to the outgassing tests. The glass cloth filled PTFE was degassed
at a temperature of 7600F. All other materials were degassed at 560*F.

The volume of gases evolved from each of the selected plastic and
carbon-graphite materials in the degassed condition was extremely low.
As noted in Figure 3, the rate of evolution of gas over the temperature
range of 160OF to 360OF for any of the six materials did not exceed 0.0020
cc/gram of sample. At temperatures up to 560T the outgassing rate
was still less than 0.0090 cc/gram for each material.

In a comparison of the outgassing rate of the unfilled PTFE
with the filled PTFE materials, the filled materials had lower outgassing
rates at 160OF and 360 0F. The best self-lubricating filled PTFE material,
which contained glass fiber and molybdenum disulfide, had the highest
outgaosing rate of all the materials tested a; temperatures of 560'F
and above. The unfilled PTFE and the glass cloth filled PTFE, were
stable at 760OF and did not show evidence of thermal degradatioh until
outgassed at the next higher temperature of 960?F. The graphite filled
nylon material appeared to be stable at 760*F but showed evidence of
thermal degradation at 860*F. The carbon-graphite material evolved
large quantities of gases at 7600F.

The gases evolved from the plastic materials were mostly water
vapor with varying amounts of carbon dioxide or carbon monoxide in all
with the possible exception of PTFCE which evolved carbon monoxide and
nitrogen gas.

All materials, including the carbon-graphite, released unidentified
hydrocarbons at a temperature where thermal degradation of the plastic
materials occurred.
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1
IV. OUTOASSIHG DLIYEYUJITATE01 OF DRY POIDERS

i. Selection of 1.aterials

Ten of the original tweonty-seven powders evaluated in Phase I
for wear and friction charuacteristics were selected for outgassing
studies. Most of the powders selected had low wear rates. However,
the coefficient of friction was not considered as critical and as a
result, several of the powders selected had friction values as high as
0.4 when rubbing between steel surfaces. The powders selected were:

No. Material No. Material

12 Molybdenum disulfide MoS2  17 Silver iodide AgI
13 Graphitic-carbon C 1.8 Gallium telluride GaTe
14 Lead chromate PbCrO 19 Tungsten diselenide WSe 2
15 Lead sulfide PbS 20 Tungsten diselenide (purified) WSe2
16 Antimony Grisulfide Sb0 S3  21 Molybdenum diselenide MoSe2

The range of temperatures selected for cutgassing tests of the
dry powders was 160OF to 11600F. All powders except molybdenum diselenide
were studied in the "as received" condition. Only the following six
powders were studied in a degassed or "Pre-boked out" condition.

No. Material No. Material

12 Molybdenum disulfide N.oS 2  10 Galliin telluride GaTe
15 Granhitic -carbon C 20 Tungsten diselenide WSe 2
16 Antimony trisulfide Sb2 S3  21 Molybdenum diselenide Mose2

2. 'Pest Resultzts

Nine different "as received" dry powder lubricants were studied
for outgasoi.ng cLaracteristics. The test results are shown in Table IV.
To samples of tungsten diselenide were subjected to outgassing tests.
One saiple was "purified" for the "as received" tests. These two con-
ditions reflecet the worst and average amouit of contamination that might
be found in poiders considered as candidate lubricants. Tle method of
reportilig thu results in el , of the total gas evolved is similar to
that used in the study of' plastic materials.

All of the "as received" po.,ders evolved a major amount of water
vapor a::d varyi:ng minor amounts of carbon dioxide and carboni monoxide. In
addi ti oi, molbdenlum disulfide, graphite, lead ciromate, antimony tri-
sulfide and gallium telluride evolved a small amotut of sulfur dioxide
gas. Small amounts of hydrogen and unidentified hydrocarbon gases were
released from the graphite, lead chromate, a.timony trisulfide, lead
snlfid, gallium telluride and tungsten diselenide. Other gases evolved
from only one or a few of the poders included: acetic acid from lead
sltide, nitric oxide from silver iodide, and methane from ttngsten
discele'ide. The "purified' tingsten selenide powder ex1ibited a signifi-
ca.._.y lo',er outgassing rate than the "as miaz'0" pow1der. T-e outgassing
of tie purified powrder 'as only one-third that of the uncleaned powder
over the range of 160L01 to 56OF. Of the other poders only ttugsten
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diselenide and silver iodide appeared to be "clean" powders without

significant contamination. In general the contamination in the form of
gases released from materials were apparently in the powders from the

time of their original processing.

Test results of the degassed powders are shown in Table V.
All these powders that were degassed exhibited low outgassing rates at
7U"OF except for the antimony trisulfide. Antimony trisulfide apparently
underwent a physical chaige. At the higher temperatures the outgassing
rate was significantly lower than the rate at 760°F. Molybdenum disulfide
exhibited an extremely low outgassing rate at a temperature of 760'F but
increased rapidly at 960OF and 1260°F. The tungsten diselenide had a con.-
sistently low outgassing rate at temperatures of 760F, 9600F and 1160 0 F.
The tungsten exhibited a lower outgassing rate than molybdenum when each
was evaluated as a selenide compound. A review of the vapor pressure
data for metals indicated that tungsten at a pressure of 1 x lO 7 M of
Hg has a higher vaporization temperature (2480°K) than molybdenum (19700K).

At a temperature of 1160°F only tungsten diselenide, gallium
tealurlide, antimony trisulfide and molybdenum diselenide exhibited low
outgassing rates. All of the -ompositet evolved carbon dioxide gas.
All but gallium telluride evolved carbon monoxide gas. Graphite evolved
water vapor at only one temperature (960*F). Hydrogen gas was released
from the graphite, antimony trisulfide, gallium talluride and molybdenum
diselenide. At the high temperatures, both of the sulfide compounds
and molybdenum diselenide evolved sulfur dioxide gas.
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V. OUTGASSING DETERMINATION OF CO1OSITES

1. Selcction of Materials

The six composites and alloys that cxhibitcd the most desirable
properties of low wear and low friction when rubbing against metal in
Phase I tests were selected for outgassing study. A description of
each material is given in Table VI. The 84% Fe - 3.6, C and the 2%, Ni -

80 C composites were the only materials of the group not subjected to
heat treating or annealing by the supplier.

All of the test samples wcre given a 24 hour "bake out"
immediately prior to the outgassing tests. The "bake out" and test
procedure was similar to the procedure used in evaluating the dry powders.
Gas evolution from the composites was determined over a twenty minute
period for each of three temperatures: 76oF, 9606F and l160F. One
material, 84,' Fe - 16, C was heated for one hour at temperature rather
than 20 minutes.

2. Results of Tests

The results of outgassing of the composite materials are shom in
Table VII. The outgassing rates in genteral of these materials were low
at 760 0 F and 960 0F, but significantly higher at the temperature of 11600F.
All of the composite materials evolved a major amount of hydrogen, carbon
monoxide and carbon dioxide gases. !atnr vwpor, 1!hich 1,an released in
copious quantities by the plastic and Powder materials, was not evolved
from the composite materials except for the 20,j Ni - 80,) C composite at
960°F. The 64 Fe - 16 C composite evolved iuidentificd hydrocarbon
gases at all three temperatures. The 50, Fe - 50,) C heat treated
composite evolved some unidientified hydrocarbon gas. These hydrocarbon
gases i-:ere probably the result of Inavy uocs or other petroleum products
used as binders in grec, przssing the composites.

Although the outgassing rate of 50, Fe - 5q C and 20, Ni - 80% C
mat, rials was low, at a temperatutre of 760°F, large amotunts of carbon monoxide
and c -Io'" dioxide gases werc released at 960'F. The rate of hydrogen
gas released increased with tempcraturc of all the composites except the
..... 2 & -- Uco"nDosite. At 1l60°F the rate of outgassing was low for
only tie 40,% T!i - 60, C composite.

:,o correlation vas fotund rcgarding the cmount of lubricant or
type o, metal in the composite and the rate of outgassing at the three
test temnel atucs.

The hydrogen gas :as evolved from both the metal and lubricant.
Thc =mount of nitrogen evulveo fro. the graplite powder at 9600 F was
.007 ceigr.-n of saunple. is a significant amount when compared to

the nitrogen gas released From each of the composites at 960F. At a
temrcrature of ll600 F, the outgas, si.- rate is high for all materials
except the ):0, hi - 60' C carburizud raterial. Hoever, this method of
mxi!in,, tize ma.terial was similar to" 'at of 30% Ci - 70, C carburized.
I.o relatio-shin e:isted bctwccn the method of madng the composite or
the ano-.n"t of r;C-coitc inoorpo-'atcd in each material.
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VI . DIOCUSSION

The vapor pressure of the materials had little or no e.ffect
on their outgassing rates because the gases that were observed were
primarily contaminants or decomposition products. It was important to
determine what contaminants were evolved from the materials and the
mol %, of each fraction. In the plastic materials, the Nylasint yielded
carbon monoxide, carbon dioxide and ammonia along with the other heavy
molecular weight materials. The water, although tightly associated
with the nylon, hydrolized the nylon to form carboxylic acid and an
amine. The end product of this breakdown reaction would give carbon
monoxide, carbon dioxide and ammonia gas. The polytetrafluoroethylene
did not fractionate but appeared to start to depolymerize. If decomposition
of the low molecular weight polymer occurred, fluorine Las would be
formed. In the outgassing tests of plastic materials, a distillate was
generally formed from all the samples at an elevated temperature.

Contaminants were also found during the outgassing of powders
and, in addition, metallic films were deposited in the cooler part of the
quartz tube which indicated. fractionation of the material had occurred.
Most noticeable was the film formed during the outgassing of antimony
trisulfide.

Other variables could also influence the rate of outgassing
of the candidate lubricant materials. Such variables include porosity,
particle size, surface area, and density.

A comparison of outgassing rates was made on all the materials
at 760*F. The bar chart, Figure 6, shows the outgassing rate of the
materials after a 24 hour bake out. Unfilled PTFE had outassing rates
similar to that of most of the metal composites. Nylasint containing
20,) graphite had an outgassing rate similar to that of graphite powder.
The outgassing of Duroid 5313, glaG* fiber 114oS filled PTF-, is not due
to the PTFE or the MoS2 powder as noted by each of the materials in
separate tests. Since Glass is not believed to have a high outgassing
rate, the gas must have been evolved because of a reaction of the
materials during the molding process. Additional pretreatment of Durold
5313 may further reduce evolution of water vapor, carbon monoxide,
carbon dioxide, and sulfur dioxide gases.

The fact that plastic materials do not have a true vapor
pressure make them desirable for use in a vacuum environment where temper-
ature and strength requirements permit. Tensile strength tests of the
glass fiber molybdenum disulfide filled PTFE in accordance with ASTM
D638-53T, show that the material retains approximately GG'; of the room
temperature lengthwise and crosswrise strength at 250'F and 33' of the
room temperature strength at 500F. The strength of unfilled PTFE would
be slightly less at all temperaturcs.

IH-9



With regaid to radiation, P'IM"E has been shown to be stable
in a vacuum when exposed to ultraviolet radiatio equivalent to 2-1/2
times the solar constant (4 or 5 calories per cm per min.) for periods
up to approximately 100 hours. Additional tests made in Materials
Laboratories show that PTFE can be used in applications in a vacuum
where the (material is exposed to ionizing radiation dosages as high as
lO ° to 10 rads.

The data from the mass spectrometer was programed into the
Datatron' 205 computer to identify and obtain the mol of each of the Gases
evolved from thc candidate lubricating materials.

The mass spectrum of the gases evolved during each outgassing
test was represented in the mass spectrometer by a peslt intensity of the
ion current at each mass to charge (m/e) value. The relative intensities
of the ion current wcre used in the computational procedure with the
Datatron 205. A calibration record of spectrum from a large number of
knoinm pure compounds, expressed in terms of pattern and sensitivity
coefficients computcd for each m/c value, was obtained ai.d used as the
basis for the calculation of the mixture spectrum. The record consisted
of pure compounds related to the expected gases that might be evolved
from the test materials in these and previous tests.

The mixtre spectrum was the sum, or linear superposition, of
the spectra contributed by its components. The pattern and sensitivity
coefficients obtained in the calibration runs could be applied to a
component whether it was alone or in the mixture.

Mass spectral data was obtained by solving simultaneous linear
equations. It was necessary to use one equation for each unknon in
the mixture of gases.

After the simultaneous equations were solved, the partial
pressures were obtained. Mo1 percentage composition was determined by
dividing each partial pressure by the total pressure, which was the sum
of the partial pressures.
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VII. CONCLUSIONS

1. Candidate dry lubricants and self-lubricating materials
were evaluated for outgassing properties at various temperatures. The
outgassing data were determined for materials in the "as received"
condition and for materials which had been degassed prior to the out-
gassing determination.

2. Most of the materials in the degassed condition are more
suitable for use in a vacuum than is generally believed. The gases
evolved were from contaminants and were not the result of evaporation
of the lubricant materials.

3. The major gas constituents evolved from the plastic and
dry powder materials were water vapor, carbon dioxide and carbon monoxide.
Duroid 5813, the best candidate plastic self-lubricating material from
Phase I, exhibited a low outgassing rate at temperatures from 1600F to
3600F. Molybdenum disulfide and tungsten diselenide exhibited low
outgassing rates at a temperature of 760°F.

4. The major gas constituents evolved from the composite
materials were hydrogen, carbon monoxide and carbon dioxide. The 40%
Ni - 60 C carburized composite material exhibited the lowest outgassingrate at 760°F.
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I. INTRODUCTION

Handling facilities are required for use in positioning and
testing space vehicles and other apparatus in the large space environ-
ment test chambers contemplated for the Arnold Air Force Station,
Tennessee. Many items of rotating equipment will be required to operate
in the chamber prior to and during the test of each space vehicle. The
program reported herein concerns the study of lubricants in bearings for
use in electric hoist motors, large gimbal mounts and rail cars, as well
as lubricants for both gears and bearings of 100 ton overhead travelling
cranes. It is required that these lubricated gear and bearing systems
be capable of operation in an environment where the pressures are in
the range of 1 x 10"0 to 1 x 10-9 mm of HF and the temperatures range
from -300"F to 300F. In addition, some of the hoist motor bearings
may be operated under certain conditions at temperatures up to 1000°F.
The stress on the test bearings and gears in this study will be of the
same order of magnitude as that which will be experienced in the actual
equipment.

The initial program was divided into three phases but was
later extended to include seven phases. In Phase I the wear and
friction characteristics of various dry powders and dry self-lubricating
materials suitable for use in ball bearing components were evaluated in
FL dry inert atmosphere. In Phase II selected materials from Phase I
were subjected to a vacuum environment to determine the rate of outgassing
of each material. In Phase III the most promising self-lubricating
materials of Phase II were fabricated into retainers and were evaluated
in 20 mm ball bearings operating in a hard vacuum at temperatures from
-60°F up to 450°F with limited operation at temperatures above 1000F.
Tests were made with a radial bearing load of 75 pounds and an axial load
of 5 pounds.

In the forthcoming Phases IV through VII, the program will cover
wear and friction studies of improved self-lubricating materials for use
at higher bearing loads, additional outgassing studies, additional screening
evaluation of wear and friction characteristics in a vacuum, and tests on dry
lubricated, heavily-loaded, prototype gears and bearings operating in a
hard vacuum.

At the extremely low pressure levels encountered in space and
also contemplated for simulation in a ground test facility, conventional
bearing lubricants evaporate or sublime causing lubricating films to
disappear with a resultant tremendous increase in surface friction and
wear of the ball bearings. Under such conditions clean surfaces, when
rubbing on one another in laboratory tests with apparently the last
monaolecular film layer removed, have been known to cold weld. In
addition, in an ultra-high vacuum environment, the only natural mechanisms
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of heat dissipation from a bearing are by radiation or conduction to
contacting surfaces. This heat reservoir effect compounds the problem,
as lubricant evaporation is accelerated at higher bulk temperatures.
Some bearing materials have poor heat transfer characteristics and will
not dissipate the thermal energy over the entire bearing surface but
retain it at the localized areas where the asperities of each material
make contact.

In the ball bearing tests of Phase III, rubbing occurred
between the ball surface and ball pockets of the retainer and between
the retainer surface and the corresponding guide lands of the inner
race. Self lubricating materials were used as retainers or as lubricating
rings to lubricate the bearings. Dry powders were also used as lubricants.
To accomplish satisfactory operation in an ultra-high vacuum it was necessary
that the dry materials provide a film on the rubbing and rolling surfaces
of the bearing to prevent galling or abrasive wear.
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II. LUBRICANT SELECTION

The lubricant materials selected for evaluation in actual
bearing tests were those that appeared promising on the basis of the
results from PhasesI and I. In addition, several new materials were
also considered for evaluation in bearings. A description of the dry
powders, self-lubricating plastic composites and alloy materials
evaluated in this Phase is contained in Table I.

A. Plastic Materials

Duroid 5813 (a molybdenum disulfide-filled, glass fib, -
reinforced Teflon) exhibited the most satisfactory wear and friction
characteristics of all the plastic compositions screened. Since Teflon
was one of the lubricating materials in Duroid 5813, Armalon (Teflon
impregnated glass cloth) and Fluorosint (mica filled Teflon) were then
reconsidered for test in bearings. In addition, retainers were made of
Nylasint M4 and Nylasint 20 even though it was recognized that they may
not possess the required strength at the bearing operating temperature.

Several phenolic resin base materials containing molybdenum
disulfide powder as a filler were used to fabricate specimens.

i , w~i cousidered as a retainer material and
also a material for fabrication of lubricating rings. These rings werc
used to evaluate a new lubricating device which could atilize good
lubricating materials that in themselves did not possess sufficient
strength for their use as a retainer. Cne carbon lubricating ring
contained small quantiti es of molybdenum disulfide or various oxidation
inhibitors and metallic salts in addition to carbon-graphite.

B. Powders

Molybdenum disulfide was used as a lubricant in two bonded
dry films, M1284 and M-20, and as a slurry with a volatile carrier. The
carrier was evaporated from the slurry before the bearing was placed in
the test chamber.

C. Composite and Alloy Materials

Sinetex (Teflon-molybdemun disulfide impregnated sintered bronze)
showed considerable promise as a candidate self..lubricating material in
screening tests. None of the other sintered materials exhibited optimum
lubricating properties. The BG42, M-lO and Inconel X alloy materials were
used with their surfaces coated. Only Inconel X was tested as a retainer
without a coating.

IMl-3



-1

III. BEARING SELECTION CRITERIA

A. Configuration

Proper lubrication is essential to provide satisfactory bearing
life. As the lubricants become marginal in their ability to provide a
film between the rubbing surfaces, the configuration of the bearing
components becomes more critical. Conventional ball bearings intended
for use with oils or greases are not satisfactory for use with dry
lubricants. The loads imposed by the centrifugal forces on the retainer
and also the unpredictable loads resulting from thermal distortion, mis-
alignment of the rolling elements and vibration all tend to rapidly
destroy any dry lubricant film on the metallic parts and permit irear or
metallic adhesion. All these factors serve to increase the severity of
the retainer lubrication problem when using dry lubricants in a vacuum
environment.

Several methods of reducing the severity of the lubrication
problem are available. These include changes in bearing configuration,
varying material of construction and imposing limitations on the speed
and/or load performance of the bearing.

Although many ball bearing configuration changes can be con-
sidered, the changes with the most significant effects on life are those
involving increase in radial clearance and retainer type used. The
bearings used in this study were deep groove Conrad type 20 mn light
series ball bearings of ABEC-3 grade. Standard bearings are made to
tolerances outlined in Anti-friction Bearing Engineers Coimnittee grade
1 (ABEC-l). Bearings o. higher quality are manufactured with smaller
tolerances and progressively better race finish, as well as less
variation in ball size. The final design configuration of the bearing
and retainer is shown as Figure 1. One land of the outer race was
ground to provide a counterbore race shoulder and still retain a non-
separable bearing. The shoulder height (depth of the race groove
measured from the shoulder to the bottom of the groove) was 16% of the
ball diameter. An inner-race riding, one-piece retainer was used. The
rubbing velocity of the retainer on the OD of the inner race would be
slightly higher for a 20 mm 204 size bearing than the rubbing velocity
of the retainer on the ID of the outer race. However, it was decided
to have the retainer rub on the inner race since that design offered
more of a variety in retainer modifications and also permitted use of
novel dry stick lubrication techniques. The rubbing velocity of the
retainer on the inner race when the inner race is free to rotate is
as follows:
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Ve - 0.2618 (va) 5 Boa (1 - d cosL)Bd 2 PDJ

Where Ve = linear velocity in FPM

Va, velocity of inner race 1800 rpm
Bod, OD of inner race = 1.065 inches
Sbi ID of retainer = 1.080 inches
d, ball diameter - 0.3120 inches
PD, pitch diameter = 1.765 inches
4C contact angle = 30 481
Cost = 0.9978
Sod, OD of retainer* = 1.495 inches

V = 0.2618 x 1800 L.065 - 2 (1 - 3120 x 0.997 )!

V = 292 in./min.

*Assumed (based on inner race riding designed retainer)

The formula for calculating the rubbing velocity of an outer
race riding retainer would be:

Ve = 0.1309 Sod (Va PD

Ve - 290 in./min.

B. Materials

The type of bearing material used for the balls and races
greatly affects the stresses present at the ball and race contact point.
The harder the material, the greater the stress. For a given load applica-
tion the mean compressive stress in the contact area is approximately 60
per cent greater for materials having a modulus of elasticity of 60 x l6
1b./sq. in,. (carbides) as compared to materials with a modulus of elasticity
of 30 x 10' lb./sq. in. (steels). It was desirable to use a material having
a relative low modulus of elasticity as the structural cmponents of the
bearing, provided good wear resistance still could be achieved. When the
material is extremely hard and brittle, chipping and cracking can occur
because of differences in coefficient of expansion and thermal distortion
of the housing and shaft material used in the bearing system.

Four types of bearing construction materials were used for the
bearing and lubricant tests in the vacuum chamber. A tool steel, M-10,
was used in all tests run at temperatures up to 900 0F. A cobalt-chromium-
tungsten alloy, Haynes Stellite 19, was used for tests run in the temperature
range of 1000OF to 1200*F. The balls for the high temperature tests were

M11-5



7

made of tungsten carbide and the races of Stellite 19. A nucleated glass
ceramic material, Pyroceram 9606, was used in the exploratory tests at
15000F. Properties of these materials are noted below.

Material Coef. of Thermal Expansion Mod. of Elasticity Hardness

M-10 6.5 x 10-6 (78-400°F) 32.0 x 106 psi Rockwell C 66
Stellite 19 7.9 x 10-6 (67-1112*F) 36.6 x 106 psi Rockwell C 55
Tungsten Carbide 3.5 x 10

-6 ( 12000F) 80.0 x 106 psi Rockwell A 92
Pyroceram 9606 2.6 x 10-6 (68-600°F) 17.5 x 106 psi

The hardness of the metals at elevated temperatures was also considered in
selecting the candidate bearing material. For M-10 steel the hardness ranges
from Rc 64 at room temperature to approximately Re 52 at 900*F. For Stellite
19 the hardness ranges from Rc 55 at room temperature to Rc 42 at 12000F.
Tungsten carbide was selected over titanium carbide for the ball material
because of its higher hardness. Oxidation of the tungsten carbide waE; not
a problem since the bearings were to operate only in a high vacuum. The
analysis of the tool steel and cobalt-chromium-tungsten alloy was as
follows:

Composition in Percent by Weight
Material C Cr Ni V W Mo Co Fe

M-10 Steel 0.90 4.0 - 2.00 1.0 max. 8.00 - Bal

Stellite 19 1.90 31.0 - - 10.5 - Bal 3.0 max.

C. Load Conditions

If the load on an oil or grease lubricated bearing is reduced,
a significant increase in the life of the bearing will result. The life
of the bearing is based on the following cubic relation:

(C\ 3
Ln i V

Where: L. = life, 1 x 106 revolutions
C = specific dynamic capacity*
W = load on bearing

*represents the load which a bearing can carry for one million
revolutions with only a 10% failure rate.

Reducing the load on fluid lubricated bearings to one-half
increases the life eight times. In the case of dry lubrication, a change
in load would be expected to have even a greater effect on the life of the
bearings, or on the wear of the self-lubricating component in the bearing.

A reduction of bearing speed will affect a corresponding linear
increase in bearing life. For applications where speed varies considerably
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the life, in terms of number of revolutions, is the most practical one to
consider.

The life-load and speed-life factors are approximations of complex
relationships and depend on a certain extent upon the exact choice of con-
figuration by each bearing manufacturer.

In this series of tests, ultimate bearing life was not determined
but the rate of wear per unit time was established, and this rate of wear
can provide an indication of expected bearing life.
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IV. ULTRA-HIGH VACUUM TEST APPARATU

The test apparatus used in this phase of the contract permits
operation of bearing systems in a hard vacuum (cown to 8 x 10-9 mm of Hg
at temperatures up to 1500*F under radial loads up to 75 pounds and
axial loads up to 25 pounds. The loaded test bearing can be driven at
speeds up to 15,000 rpm. The test bearing can be observed while under
test;and frictional torque in the bearing can be measured and recorded
during the test run. The test apparatus consists of the vacuum chamber,
test spindle assembly, bearing loading device and torque-indicating
system, drive motor, pumping system, leak detection system and pressure
monitoring system. An overall view of the test apparatus and control
consoles is shown in Figure 2.

A. Vacuum Chamber

The vacuum chamber housing the test spindle is roughly the
shape of a cube approximately two cubic feet in volume. The chamber
is constructed of stainless steel with all internal surfaces smooth
and free from pits and scratches to facilitate removal of air from
the surfaces. All blind holes inside the chamber are vented to eliminate
virtual leaks. Gold wire seals are utilized at all flanges to permit the
use of high temperature bake outs as well as high temperature operation
of the chamber and test spindle assembly.

B. Tect Spindle Assembly, Bearing Loading Device and Torque Indicating
System

A cross section view of the test chamber showing the spindle
assembly, test bearing, bearing loads, heater assembly and torque system
is shown in Figure 3. The test bearing is mounted on the end of the
spindle. The radial load is obtained with a 75 lb. weight, 12 inches in
diameter and 3 inches thick, which surrounds the bearing and forms an
integral part of the housing. A 5 lb. axial load is applied to the
bearing by means of a wire fastened to the bearing housing and extending
forward over a pulley on which the weight is supported. This wire,
fastened by a set screw at the top of the pulley, also acts as a torsion
member and restoring force for any rotational movement of the housing.
The force of friction developed in the bearing causes the housing to
rotate until the reactive torque in the wire is equal to the friction
torque in the bearing. This degree of rotation can be cbserved through
the sight port, and the values can be used to calculate the inch-ounces
of frictional torque.

The test spindle assembly is supported in a pedestal that can
be cooled with water or liquid nitrogen. The spindle assembly contains
the spindle, three bearings and a housing tube. The rear bearing as

111-8



well as the front-aft and front-forward bearings are 204 size 20 mn
bearings with the same configuration as the test bearing. An exploded
view of the test spindle assembly, test bearing in the housing weight,
bearing heater assembly and torque indicating devLce is shown as
Figure 4.

C. Drive Motor

Vie rotating source for the spindle is a canned-rotor electric
motor. The bearings, rotor and shaft are located inside the can with
the stator and field windings located outside the can. One end of the
can has a flange that is bolted to a corresponding flange of the chamber,
exposing the bearings and shaft assembly to the vacuum environment. A
gold "0' ring is used as a seal in the bolted flange. An outer water
cooled shell covers the stator and acts as a support for the thin wall
can. The motor ,me deeigned to operate on either 60 cycle or 500
cycle current.

D. Pu~ing and Lead Detection System

The chamber pumping system consisted of three pumps; a gas
ballast roughing pump, a small oil diffusion pump and a 1500 liters/
sec. oil diffusion pump. Two traps were used; a dry trap of Zeolite
pellets and a water cooled liquid trap. The pumping speed of the
system was approximately 300 liters/second. The small diffusion pump
was used to help prevent contamination by the mechanical pump oil of
the large diffusion pump. The pellets or the dry trap, along with the
liquid trap, prevented back streaming of the diffusion pump oil in
the test chamber. The test chamber containing the racility equipment
was capable of reaching pressures as low as 8 x i0 ' mm of Hg after a
normal bake-out period.

The entire system could be checked for leaks using a helium-
type mass spectrometer leak detector. The system was so designed that
all of the gases from the chamber could be pumped through the detector.
A mylar bag was made that provided an enclosure around the chamber and
piping to contain the helium. The leak detector could with this system
sense 100% of the helium tracer and provide sensitivity of 1 x 10"7
std. cc air/sec.

E. Pressure Monitoring System

The preesure sensi~ro -ind indivating ny~ tr conciIted. of two
thermocouple vacuum gages, one ionization gage control and a Bayard-
Alpert ionization gage.

The thermocouple vacuum gage was capable of measuring
pressures from 1 mm of Hg to 1 x lO-i mm of Hg. The ionization gage
was capable of measuring pressures from 1 x 10-3 m of Hg to 1 x 10-10
mmof Hg-.
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The ionization gage mounted on the top of the chamber was located
near the test bearing. The connecting tubing was 8 inches long with an
inside diameter of 0.62 inches. The time constant of the pressure measuring
system war less than 1 second.

The thermocouple vacuum gage in conjunction with a meter relay
was used to control the operation of the diffusion pump so that the pump
would go on and stay on at pressures below 6 x 10-2 m of Hg and would
shut off when the pressure rose above 10 x 10-2 mm of 11g.
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V. BEARING SCREENING TESTS

A. Test Procedure

Most of the retainer materials were screened in 20 sm ball
bearings in a conventional MRC Bearing Tester under an inert atmosphere
prior to being evaluated in tests in the vacuum chamber. Figure 5 is a
cross-section view of the tester showing the test bearing, spindle,
support bearing and housing atructure.

The tester was operated at a speed of 1800 rpm with an axial
load of 75 pounds on the test bearing unless otherwise noted. A flow
of dry nitrogen was passed into the forward spindle area, through the
test bearing and out the rear of the spindle through the oil lubricated
support bearing. The duration of each test run was 100 hours.

Both the bearing components and retainer materials were cleaned,
weighed and measured prior to assembly. The bearings were assembled by
heating the outer race to approximately 300F and at the same time forcing
the race over the assembled inner race, balls and retainer. After the
internal clearance on the bearing was measured ~he bearing was again
cleaned with alcohol and installed on the test spindle.

B. Results

The screening tests were used to evaluate retainers of self-
lubricating materials that were considered questionable for use in the
vacuum environment. The seven retainers eliminated from further tests
by this type of screening are shown in Table II. The glass cloth fiber
in the Armalon material was abrasive and not only prevented the formation
of a Teflon film on the metal surfaces but also abraded the metal surface.
Figure 6a is a photograph of the Armalon retainer before test. The two
phenolic plastic retainers, 1B1 and EB2, containing molybdenum disulfide
did not have sufficient strength and broke during the screening test.
Figure 6b is a photograph of one of the phenolic retainers before test.

The carbon-graphite retainer did not have sufficient strength.
A metal retainer using carbon inserts in the ball pockets was also found
unsatisfactory. Figure 6c is a photograph of the metal retainer after
test and shows the broken inserts. A retainer of porous sintered
Stellite No. 1 alloy was made. However, a crack was found in the re-
tainer before being impregnated with a molten powder, snd as a result it
was not tested. Figure 6d is a photograph of the Stellite No. 1 alloy
retainer.

The 2G Nylasint retainer ran successfully in the screening
tests. A check of the strength and outgassing characteristics of
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Phase II indicated the material may not be satisfactory at temperatures
of i6oF to 200eF.

A series of screening tests at increasing loads were made to
determine the bearing load that would cause a Duroid 5813 retainer to
fail. One retainer completed a 100 hour test run under a 75 pound axial
load, a second 100 hour test run under a 150 pound load and then operated
for 56 hours under a 225 pound load before it broke.

In addition to the above tests at ambient temperature, a bearing
utilizing Pyroceram 9606 races and tungsten carbide balls was assembled
for initial tests. The assembled bearing was placed in a furnace with
an inert atmosphere and was heated to 1500*F to determine if the bearing
could still rotate at the high temperature. Although the bearing was in
an inert atmosphere some oxidation of the balls did occur. Titaniun
carbide balls have greater oxidation resistance and would be used on
any further high temperature tests at 1500*F.
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VI. ULTRA-HIGH VACUUM BEARING TESTS

A. Test Procedure

Each bearing used in the tests was assigned a number and then
was disassembled, inspected and cleaned. Both veight and linear measure-
ments were made on all bearing components including the one piece retainer.
The bearing and retainer were assembled following the same technique as
that used during the screening tests.

The radial clearance of the bearing was measured in 12 different
positions using a Sheffield gage. The values were averaged to obtain the
nominal internal radial clearance. The assembled bearing after all the
measurements were made was installed in the housing assembly. Information
was also obtained on each of the facility bearings. The spindle and motor
bearings were inspected, measured and assembled and then the radial
clearance determined in a process similar to that used on the test bearing.
(This operation was performed only when the facility bearings were changed.)

The components of the spindle unit and the drive motor were
assembled and installed. The noise level, coasting time and drive motor
power input were determined on the spindle assembly.

The test bearing and radial weight assembly were installed on the
spindle shaft, the cover plate assembly was bolted in position and the
torque wire connected. The thermocouple, heater assembly and electrical
lead wires were installed eand the spindle assembly checked to insure free
movement of the bearing weight. After installation of the components as
complete, the interior of the chamber was thoroughly cleaned with ethyl
alcohol. In some of the tests, a stainless plate (check for oil back
streaming) was installed in front of the pump outlet duct in the chamber.
The lid with a new gold Oring gasket was placed in position and the lid
bolts installed.

The test chamber was covered with an asbestos blanket and
heat was slowly applied to the chamber. The temperature of the dry trap
was controlled at 530*F. The temperature of the chamber was approximately
100F lower. For the tests where metal retainers were to be evaluated,
the bakeout temperature of the dry trap was held at 700OF and the chamber
was 6000F. The 8 chamber was cooled and the tests started when the pressure
reached the 10 mm of Hg range with the exception of the last three teets.
Immediately after the spindle started to rotate, the chamber pressure
increased by 0.5 to 1 order of magnitude. This increase was not so
pronounced during the tests using the metal retainers. In tests at
elevated temperatures, the test bearing beater was used during the bakeout
procedure.
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During each test measurements of the chamber pressure, test
bearing and spindle bearing temperatures, torque, test time, and motor
power were made as well as the bearing heater current when the heater
was used. Most of this data is recorded in Table III. The torque values
were obtained by observing the angle through which the 75 lb. weight
assembly rotated as the bearing was started and continued on test. Each
time the test was stopped, the "zero" position of the rotating weight was
checked to insure no shifting of the torque wire or housing connectors
had occurred. The glass sight port on the chamber provided a good view
of the weight assembly and heat source, which made rapid detection
possible of any malfunction of the test bearing or facility equipment.

After test, the chamber lid was removed and the test assembly
inspected. In tests where bearing operation was marginal, the motor drive
shaft was slowly rotated by hand before and after the test bearing was
removed to be sure that no malfunction of the test equipment had occurred.
The test bearing was removed from the test weight assembly and the radial
clearance determined. The bearing was disassembled, inspected, cleaned
and weighed. Linear measurements of the components were also made. The
bearing was then reassembled and a check of the radial clearance was again
made.

The inspection procedure was modified so that additional operating
time could be accumulated on the spindle and motor bearings. A visual
observation determination of spindle coasting time and vibration analysis
was sufficient to insure continued operation of the facility bearings.

During the test program, frequent inspections were made to
insure no backstreaming of oil occurred in the chamber. A cleaned stain-
less steel specimen, whose surface was capable of being wetted with
distilled water, was placed in the chamber and located in front of the

dry trap. The method of inspection was to determine if the surface of the
specimen was still capable of being wetted after the 100 hour bearing test.
No oil backstreaming was observed during the prograi,.

B. Results

The results of the 20 mm bore bearing runs in an ultra-high
(hard) vacuum for 100 hours or less with various dry self-lubricating
retainers and a new lubricating technique are shown in Table III and IV.
The detailed data observed during each test are shown in Table III and
include bearing temperature, bearing torque and chamber pressure measure-
ments. The observed test data aze plotted as curves and are included in
this report. The bearing and re.ainer materials, test time, average
conditions of test, along with weight change of bearing components, and
calculated coefficient of friction for each of the fourteen tests are
listed on summary Table IV.
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Test No. 1

The first test was a preliminary test to check the operation of
the facility bearings and facility bearing cooling system as well as the
test bearing (Number 1). The forward heater assembly for the test bearing
was not installed and it was poubible to obseire the bearing through the
chamber sight port. The test run was started after the thermal insulation
was removed from the chamber and the test bearing temperature cooled to
approximately 150OF after the high temperature "bakenut". After 27 hours
of test operation, water was circulated through the pedestal to cool the
spindle bearings to approximately 850F. The corresponding test bearing
temperature was approximately 95*F. After 37 hours of operation, the test
was stopped, the bearing removed for inspection and reinstalled. The
bakeout cycle was rerun and then the test was rcscumed. Inspection of the
bearing after the full 100 hours of test indicated that the amount of wear
of the retainer was low (0.2373 grams) and that the bearing was capable of
much longer operation. The 20 nm facility bearings, both the motor and
spindle bearings, during this test run incorporated one piece plastic
retainers of Fluorosint material.

CuTrves indicati-rig the bearing temperature and chamber pressure
during this test are shown as Figure 7. Torque was not measured.

Test No. 2

The bearing (Number 28) with the Duroid 5813 retainer success-
fully completed the 100 hour test run. Figure 8 is a photograph of the
retainer and bearing disassembled after test showing each of the components.
The bearing after the 100 hour test was in excellent condition and capable
of much longer operation. Wear of the balls and races was not evident and
wear of the Duroid retainer was only 0.1654 grams. The balls and races
exhibited an increase in weight, indicating that a film existed on the
surfaces of the bearing components which came in contact with the retainer.
The average internal bearing clearance decreased 0.0007 inch over the
100 hour test period. If the film was evenly coated on the raceways and
balls, it would average approximately 0.0001 inch in thickness.

The conditions of test are shown on the curves of Figure 9. The
chamber pressure was slightly lower than that obtained in Test No. 1. The
torque was higher but still comparable to that of an oil lubricated ball
bearing. After two hours of operation, the test bearing was stopped for a
period of 16 hours and then restarted to determine if the film would
lubricate during a transient speed condition and after remaining in a
static condition for a period of time. No increase in torque or noise
level was noted and the test continued without incident.
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The Fluorosint retainers of the spindle and motor bearings had
been replaced with Duroid 5813 reLainers prior to this test. In addition,
the bearng heater and the torsion wire torque device were installed and
were used duriug this test.

Test No.3

Operation of the test bearing (18) with the Fluorosint retainer
was terminated after 43.3 hours because of the fluctuation in torque, an
increase in noise level, and a gradual increase in chamber pressure.
Figure 10 is a photograph of the bearing cononents and the broken
Fluorosint retainer after test. Four starts were made during the test to
determine the degree of retainer malfunction. Wear not only of the
retainer, but of the balls and both races had occurred. Based on an average
increase of 0.0002 inch in radial clearance and an average loss of 0.0001
inch on the ball diameters, little or no wear occurred on each raceway
sirface and wear of approximately 0.00005 inch occurred on each ball surface
for the 43.3 hour test period. An analysis of the wear debris using x-ray
diffraction techniques indicated that it contained iron and a significant
quantity of amorphous material, which appeared to be carbon. This large
volume of carbon was formed only when mica was present in the PTFE. It did
not form with the glass fiber-MoS2 Duroid 5813 material. The high wear of
the retainer in the test bearing was similar to the wear in the facility
bearings when Fluorosint was used as the retainer in both the spindle and
motor bearings. Although wear did occur on the test retainer, the torque
values were low during the test.

The test conditions are shown as curves in Figure 11. The torque
wts erratic during the first 14.9 hours of test. The bearing was stopped
three times during this period. After the last restart, the torque
gradually increased along with the noise level and the bearing test was
terminated after 43.4 hours.

Test No. 4

The test bearing (17) with the coated BG42 stainless steel
retainer failed after 23.1 hours of operation. The coating on the retainer
was Surf-Kote M1284. Figure 12 is a photograph of the disassembled bearing
showing the galling that occurred on the retainer and the lands of the inLer
race. The mat finish on the balls and raceways indicated metallic wear had
occurred. The average loss in ball diameter was 0.0037 inch and the average
increase in radial clearance was 0.0098 inches. The average wear of the
ball surface was 0.0018 inch and the raceway surface ear averaged 0.0006
inch.
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Figure 13 is a curve showing the test conditions. The torque
fluctuated throughout the test. The noise level was low during the first
few hours of test but eradually increased as the test progressed. After
4.7 hours, the bearing temperature slowly increased from 158OF to 175"F.
In an effort to reduce the noise level, heat was applied to the bearing
until a temperature of 200*F was reached. The noise however continued.
The test was stopped after 16.5 hours and the bearing was allowed to soak
for a short period of time. When the test was resumed, the noise level
continued to increase even though the bearing temperature was lowered by
increasing the flow of cooling water n the pedestal. The torque
fluctuated during the entire test. The sudden fluctuations did not appear
to be related to the sudden and short "grinding" noises that occurred in
the bearing. The frequency of the "grinding" noise continued to increase
until the test was terminated.

Test No. 5

The bearing (3) with an uncoated Inconel X retainer and a special
carbon-graphite lubricating (PS) ring was used in Test No. 5. The bearing
seized after 0.. hour of operation causing the torsion wire to break at
the housing weld. Figure 14 is a photograph showing the bearing components
and the broken P5 carbon ring after test. An exploded schematic of the
lubricating ring device is shown in Figure 15 and discussed later in the
report. The bearing failure was probably caused by the P5 ring breaking
and becoming wedged between the race and the retaiimr. Slight galling
occurred on the inner surface of the retainer and the lands of the inner
race. No galling and little wear was observed on the surfaces of the
balls or the pockets of the retainer. The wear and galling pattern
n-dicated that rubbing of the retainer on the race lands is more critical
than rubbing of the ball in the retainer pocket. The test conditions were
not observed during this short test.

Test No. 6

The same combination of bearing, retainer and ring material that
1diled so qu.ickly in Test I O. 15wuz-v- -''"t-:d. Hcvve' in thIis test
the Inconel X retainer was coaLed with a dry lub.ricant costing, Surf-Kote
M1284. The operation of the bearing (22) with the .oated retainer and
lubricant ring combination 'was terminated after 71.0 hours because of a
failure of the test bearing heater, Figure 16 is a photograph showing the
bearing components and lubricating ring after test. Excossive wear of all
the bearing components had occurred. An average increase of 0.0167 inch
occurred in the radial clearance and an average reduction of 0.0009 inch
occurred in the ball diameter. Average wear of each race surface was 0.0037
inch, while the ball wear was approximately 0.0004 inch for each surface.
This indicated a much greater wear rate on the raceway than that which
occurred on the balls.
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The curves indicating the conditions of test are shown in Figure 17.
The bearing temperature was 3460F at the start of the test but gradually
dropped to approximately 275 *F. The initial torque was high but began to
decrease after 7 hours. The bearing noise gradually increased but after
24.5 hours of test the noise level was reduced and torque further lowered
by increasing the bearing temperature to approximately 450F. The noise
level gradually increased and a stop and start were made at 55.5 hours to
determine if any change would occur in the noise level or torque value. No
change was noted. After 70.0 hours of test, the bearing temperature was to
be increased to 900F but the heater for the test bearing failed and the test
was terminated. During this test, it was significant to note that although
wear did occur in the bearing the torque was extremely low. The use of the
coating on the retainer increased the bearing life some over that of the
uncoated retainer but did not prevent excessive bearing wear.

Test No. 7

Operation of the bearing (24) with the M-20 coated races, M-20
coated B04 2 steel retainer and the P2W lubricating ring was terminated after
1.0 hour of operation because of an equipment malfunction. A special ceramic
insulator used as the hub of the disk weight assembly fractured. A 75 pound
radial weight made of chromium plated copper was fastened to the insulator
and was installed for this test so that the bearing could be tested at higher
temperatures. This method of fastening the disk to the insulator was found
unsatisfactory.

A photograph of the bearing after test is shown in Figure 18.
The components were in excellent condition, however the M-20 coating had
flaked in the raceway area, indicating poor adhesion to the raceway
surface. This had been the first time that this coating had been applied
to ball bearing surfaces. Perhaps with a refined processing technique,
this coating may have satisfactory bonding characteristics. No data was
recorded during this test.

Test No. 8

The test bearing (18) using Surf-Kote M-1284 coated races and
BG42 retainer with an electrographic carbon P2W ring completed the 100
hour test. Figure 19 is a photograph showing the bearing components and
lubricating ring after test. Wear of both the bearing and the retainer was
excessive. The average increase in the radial clearance was 0.0220 inch
and the average decrease in the ball diameters was 0.0064 inch. The average
wear of each race surface was 0.0023 inch while the average wear of each
ball surface was 0.0032 inch.
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Lubrication of the bearing was provided not only by the lubri-
cating ring but also by two P2W carbon lubricating sticks that were
contained in two stagered holes in each inner race land. The holes were
placed in such a position that they were in static and dynamic balance and
also permitted the sticks to lubricate the retainer over the full width of
each land.

The conditions of test are shown by the curves in Figure 20.
The torque was extremely high at the start of the test and after 4 hours
dropped to a low value and remained constant during the remaining. period
of test. The temperature at the beginning of test was 125*F, but was raised
with the aid of the heater to approximately 170OF after 1 hour of test and
then lowered to 140GF after 24 hours of test. The temperature was held at
140OF until the 100 hour test was ~mmpleted. The chamber pressure remained
constant at approximately 2.0 x 10-7 m of Hg.

The original clearance on this bearing was small because of the
M-1284 coating on both the inner and outer race. The coating was rather
heavy, having an average thickness of 0.0007 inch on each metal surface.
The normal thickness of coating would be approximately 0.0003 inch.

Test No. 9

The Sinetex retainer was operated in test bearing 12 for 100 hours.
Figure 21 is a photograph of the bearing and retainer after test. The
retainer broke into 4 pieces and apparently had operated for approximately
19 hours in the broken condition. Extremely light wear was noted on the
outer race and balls -ith no wear occurring on the inner race. Light wear
was noted on the retainer. A lubricating film was detected on the inner
raceway and balls. This film will be discussed later in the report. The
Sinetex retainer, even though broken sometime during the test, had lubricated
the bearing without significant wear during the 100 hours.

The conditions of test are shown in the curves of Figure 22. The
temperature of the test bearing was maintained between 130OF and 1600 F
during the entire test. The torque was rather high but dropped and remained
constant at a value of 4 in. oz. after 4 hours of test. The pressure
averaged 1.7 x 10-7 mm of Hg for the entire test. The bearing noise level
was extremely low except for a small but significant increase after the 81st
hour of test. The retainer may have broken during this period of time.
No change in bearing torque or temperature was observed.

Test No. 10

The bearing (9) with a BG42 coated retainer and P2W lubricating
ring was tested at temperatures above 400*F and was stopped after 72 hours
of operation to determine wear at the three-quarter point of the test.
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Figure 23 is a photograph shoving the bearing and lubricating ring. The
bearing components shoved considerable wear and, except for the retainer,
the amount of wear was proportional to the corresponding components of the
bearing in Test No. 8. The average increase in the internal clearance was
0.0191 inch and the average loss in ball diameters was 0.0042 inch. The
average wear on each raceway was 0.0027 inch, while wear of ench ball
surface was 0.0021 inch. Again the area of greatest wear on the retainer
was the ball pockets. Abrasive wear could be observed on the bore of the
retainer and corresponding outer lands of the inner race.

The conditions of test are shown in the curves of Figure 24.
The bearing temxpraturc at the start of the test wa 200*F. Appro;Umatcly
6 hours was required to reach the operating temperature of 400eF-450F.
The torque dropped from the original value but gradually rose again after
the bearing reached the operating temperature. No change in torque was
observed when the bearing was stopped and restarted after 17.5 hours of
test. The average pressure of the chamber during the test was 6.0 x lo"7
mm of Hg.

Test No. 11

The inetex retainer, reinforced with a thin band of M-10 tool
steel, completed the 100 hour test without incident. Figure 25 is a
photograph which shows the bearing (5) components after test. Only
slight wear can be seen in the ball pockets and the bore of the retainer.
The average internal clearance of the bearing decreased 0.0003 inch,
indicating an average film on the raceway and ball surfaces of approximately
0.00004 inch. This film resulted in a gain of weight for the outer race,
inner race and balls. A better film was obtained in this test than that
obtained with the unbanded Sinetex retainer (Test No. 9) as shown by a
greater weight loss of the retainer and greater weight gain of the bearing
components.

The conditions of test are shown in the curves of Figure 26. The
bearing operated without noise or vibration during the entire test. No
increase in the torque or noise level was noted when heat was supplied to
the bearing to raise the operating temperature after 20 hours of test.
Although the torque was steady, the retainer had a higher rubbing friction
than that of the Duroid 5813 retainer bearings operating at a comparable
load and speed. The average chamber pressure was 3.3 x 10-7 of Hg.

The expected life of a self-lubricated bearing with either Duroid
5813 or Sinetex retainer would be much greater than 100 hours. The operating
temperature range of the Duroid 5813 material is approximately 1600F, while
the Sinetex retainer operated satisfactory at a temperature of 4500F.
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Test No. 12

Operation of the test bearing (11) using a coated BG42 steel
retainer and a SK278 carbon lubricating ring containing a high percentage
of MoS 2 was terminated after 33 hours, Figure 27 is a photograph of the
bearing and lubricating ring. The bearing components exhibited excessive
wear. The average increase in radial clearance was 0.0302 inch and the
average decrease in ball diameters was 0.0117 inch. The average wear of
the raceway surface was 0.0017 inch while the wear of each ball surface
was 0.0058 inch. The major part of the wear occurred on the balls rather
than on the retainer, a pattern different than that experienced in Test
No. 8 and Test No. 10. This high wear of the balls may be attributed
to the large amound of carbon-graphite particles worn from the soft lubri-
cating ring material.

The conditions of test are shown in the curves of Figure 28.
The bearing temperature was raised from 325*F at the start of the test
to approximately 400*F in the first hour and held at that value for the
remaining portion of the test period. The torque started at a low value
and climbed at a rapid rate until reaching 9 in. oz. after 19.0 hours of
test and then leveled off and remained constant for the remaining part
of the test. The noise level gradually increased with the torque value
during the first 20 hours and finally became severe after 30 hours of
operation. The test was terminated 3 hours later.

Test No. 13

Operation of the test bearing (7) using a coated M-10 retainer
and M-10 bearing with a P2W carbon ring was terminated after 6 hours of
test because of a malfunction of the test equipment. Figure 29 is a
photograph of the bearing and lubricating ring. The bearing components
are in excellent condition but some wear was evident on the balls and
raceways as indicated by the mat surfaces. All the bearing components
lost weight apparently indicating wear, but the average increase in
internal clearance was less than the average decrease on the diameter
of the balls. The exact reason for this wear pattern is not known unless
a film formed on the raceways faster than wear occurred in the balls.

The conditions of test are shown in the curves of Figure 30.
The test was started at a temperature of 825*F and within two hours
reached a value of 9000F. After 5 hours of operation, the 900OF temperature
could not be maintained. The test was stopped and the temperature was
lowered to 400*F. After 16 hours, the test was resumed but again stopped
one hour later. The torque remained constant at a low value during the
entire test.

This was the first bearing test scheduled for temperatures above
1000F.
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Test No. 14 and 14A

The test bearing (A) using a coated M-10 steel retainer, Stellite
19 races, tungsten carbide balls and 56HT lubricating ring was operated for
24.0 hours at a temperature of ll00OF (Test 14). Later in the same teat,
as both the test and facility bearing temperatures were decreased, the
forward spindle bearing (25) using Sinetex retainers was operated at a
temperature of -300OF for 3.6 hours (Test 14A).

Figure 31 is a photograph of the Stellite test bearing after 24.0
hours test at a temperature of 1100OF and 3.6 hours at temperatures below
200*F. Wear of the bearing components was low. The increase in the average
radial clearance was 0.0002 inch and an average reduction in the ball
diameters was 0.0001 inch. The wear of each raceway was extremely small
with almost all wear occurring on cach ball surface. Wear of the lubri-
cating ring was small, indicating that having less carbon-graphite in the
bearing than in previous tests may provide better lubrication. Some
reduction in wear may be due to the composition of the carbon ring. The
56HT material contained a metallic salt and oxidation inhibitor. This
same material when used as the retainer in a 204 bearing in another test
program, provided excellent dry lubrication at a temperature of 972OF in
a dry nitrogen atmosphere under a 5 lb. radial load.

The conditions of test for the Stellite high temperature
bearing with the coated M-10 retainer is shown in the curve of Figure 32.
The torque was low and uniform after an initial fluctuation period during
the first several hours of test. The noise level was lov and Lhe bearing
appeared to be capable of operating fur a much longer period of time when
the test bearing was stopped and all the bearings cooled for the low
temperature start and operation.

In Test 14A, only the forward bearing of the two front spindle
bearings was instrumented. The aft-front spindle bearing was probably
at or near the same temperature as the forward bearing during most of the
test. Figure 33 is a photograph of the spindle bearing with a banded
Sinetex retainer after the 24.0 hour operation at temperatures above 100OF
and the 3.6 hour operation at -300F. The bearing components and retainer
are in excellent condition. The average radial clearance decreased 0.0002
inch and the average diameter of the balls increased 0.0001 inch. This
indicated that a film was on the balls but probably only a light film on
the raceways. A weight increase of the inner and the outer race did
indicate an extremely light film on the raceway. The spindle bearing was
operated intermittantly as the liquid nitrogen was circulated through the
pedestal to lower the temperature to -300*F. The bearing components and
retainer are in excellent condition.

The bearing test conditions at the cryogenic temperature are
shown in the curves of Figure 34. The bearing started and operated at
-300OF without incident. Although the torque measurement could not be
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made at the low temperature, no surge of power or change in the low noise
level was observed. The amperes drawn by the drive motor, as measured by
a polyphawe ammeter, remained relatively uniform for both the high temp-
erature (14) and low temperature (14A) tests. The temperature of the
motor and test bearing range from OF to 200eF. The approximate load on
each of the two front spindle bearings was 50 lbs.

C. Facility Bearings

Test data was also obtained on the Duroid 5813 retainers used in
the bearings of the drive motor and test spindle assembly. This information
was used to prepare curves showing the relationship of load and retainer
wear with bearing life. The bearings were in the chamber and operated at
the same average pressure as the test bearings. The operating temperatures
were controlled within the range of 860F to 2000F. The location and
calculated radial load for each bearing is shown below:

Bearing Location Radial Load, Lbs.

Front Motor Bearing 1.8
Rear Motor Bearing 1.
Rear Spindle Bearing 30.0
Front-Forward Spindle Bearing 51.0
Front-Art Spindle Bearing l.0

'T .; .-" o f the motor and spindle bearings using the
Duroid 5813 retainers are shown in Table V. Bearings No. 10, 20, 25 and 27
were removed, measured and reinstalled during the test program. The
remaining bearings were only removed at the time of replacement. All of
the bearings ere in good operating condition when they were replaced
during the tent program.

Wear of the Duroid 5813 retainers in the facility bearings and
the two test bearings is plotted as a function of operating time and load
in the curves of Figure 35. The wear of the Sinetex retainers used in
two test bearings is also included. Wear of the Duroid retainers in the
test bearings (Test i and d) althOugh dxtremely low,, was. a larger wear
per cent of total retainer weight than wear in any of the facility bearings
The Sinetex retainers, one banded the other unbanded, had a less wear
(per cent of total retainer weight) than the Duroid 581.3 retainers in the
two test bearings. It appears that Sinetex retainers would give the longer
life both at 160*F and 460OF as compared to the Duroid 5813 retainer which
was tested at 130 to 1600F. Considerable spread in retainer wear was noted
for the two front spindle bearings. This is understandable since the two
bearings operated at different temperatures and different thrust loa&.
If both bearings evenly support the load in the test facility, the load on
each would be 51 lb. Bearings, No. 15 and No. 23, operated at conditions
less severe than bearings No. 25 and No. 27.
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The retainer wear of the motor bearings was extremely low under
their light loads. These bearings operated under almost constant conditions
of temperature and load for all the tests.

D. Discussion

The measurement of wear of the bearing components by weight gain
or loss is somewhat inaccurate. The retainers were inner land riding and
if the self-lubricating retainer provided effective lubrication, as did
only the Duroid 5813 and the Sinetex material, a film occurred not only in
the ball path but also in the race land. If the retainer exhibited wear
on the contact surface, a weight gain by galling or a weight loss by
abrasion or a combination of weight gain and loss could occur on the inner
race. Wear of the raceway of both races was considered as an average even
though wear of the outer race was concentrated in the area of the load
zone only.

The wear was calculated from the reduction in ba.L. diamter and
the increase in internal clearance as noted:

Raceway wear of each surface - (RC - F*) -2 (dd

Ball wear of each surface = 2 (d-d 1 )

I4

AC = Initial Radical Clearance in Inches

11,= Final Radical Clearance in Inches
d = Initial Ball Diameter

d1 = Final Ball Diameter

Other methods were also used to determine effective lubrication
of the two satisfactory self-lubricating material. Photo micrographs (20X)
were taken of the raceways showing a "buildup" of the film. A view of a
typical spot on the raceway of an mused inner race is shown in Figure 36a.
The grinding marks are easily distinguishable running parallel to the race
groove.; The photograph on Figure 36b is of the inner race of the bearing
used in Test 9 after 100 hours operation and shows the Teflon film formed.
The thickness of this coating is more than sufficient to provide adequate
bearing lubrication and may be as much as a thousand times the thickness
of the film of an oil lubricated bearing. The photograph on Figure 37a is
a view of the outer race of an unused bearing and the photograph on Figure
37b is a view of the outer race of the bearing used in Test 11 after 100
hours of operation. The coating on a ball used in Test 11 is shown in the
photograph on Figure 38a. A light was directed at the ball in the center
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of the photograph. The dark area surrounding the center of the photograph
is caused by the light reflection. The Teflon film covers the grinding
marks and is streaked as if caused by weaving a paint brush along on a newly
painted surface. The large dark spots are a mixture of Teflon, Molybdenum
disulfide and bronze. The photograph shown on Figure 38b is a view of a
Sinetex retainer pocket. At the bottom of the figure can be seen the edge
of the steel band. Above the band is the wear area caused by rubbing of
the ball in the pocket. Above the wear area is the surface of the porous
filled Sinetex material.

No attempt was made to determine the life of the two types of
self-lubricating retainers that provided satisfactory lubrication of 204
size 20 mm bore bearings operating in an ultra-high vacuum. Sufficient
information has been obtained to indicate that life is much greater than
the 100 hours that the materials were operated in the test chamber.

The test results of the facility bearings give some indication
of wear vs. life for various bearing loads. Although a small weight loss
of some of the racea and balls was observed, no measureable wear of the
ball or ivnceway diameters could be detected.

The unit (Hertz) stress has been calculated for the test bearing
at various loads and plotted as a curve in Figure 39. Wear can be compared
to variou: levels of unit stresses within the range of loads tested and
should givc some indication of wear of different size of bearings if the

Some information was obtained with regard to bearing speeds.
Test bearings with Sinetex retainers were operated in the vacuum chamber
at DN values up to 220,000 for 50 hours at light loads of 1.8 lb.

The internal radial clearance of a bearing should not have an
effect on bearing life if sufficient clearance is provided for the dry
lubricant film. The motor bearings had an internal clearance of .0010
inches and operated satisfactory at light loads. The test and spindle
bearings had an internal radial clearance of .0035 inches and operated
satisfactory. It is recommended that .0010 inch be considered as the
minimum internal clearance for 204 size 20 m bore bearings.

It also became apparent during the tests of self-lubricating
retainers in the bearings that no direct relationship existed between wear
and friction. This was especially noted in the tests where the carbon
graphite was used as a lubricant. The carbon proved to be an ineffective
lubricant. An X-ray diffraction analysis of the wear debris removed from
bearing tests No. 8, 12 and 13 were all alike and identified as a metallic
carbide (opp 47C ) and a minor unidentified phase. The metallic carbide
may have any combination of Fe, Cr, Mn, V and Mo and carbon.

III- 25



VII. CONCLUSIONS

1. Conventional 204 size, 20 mm tool steel ball bearings have
been adapted, with the aid of self-lubricating retainer materials, for
use in an ultra-high vacuum environment.

2. Bearings incorporating dry lubricants were operated under
a radial load of 75 pounds and an axial load of 5 pounds oer a temperat re
range of 130 to 450°F in a vacuum environment of 1.7 x 10-rto 3.7 x 10- mm
of Hg pressure for 100 hours with no measurable wear occurring on the races
or balls.

3. The feasibility of operating 20 im bore bearings at temper-
atures above 1000F in a vacuum environment was demonstrated.

4. A bearing Incorporating a dry lubricant vas succcss±uUly
started and operated at c. tcmpatLu-e of -300OF in a vacuum environment.

5. Sufficient test data has been obtained to verify that other
bearing sizes in addition to 204, 20 mn bore bearings nan be adapted for
use in a vacuum environment where the maximum load, unit stress and speed
for each bearing can be specified.

6. Of the two satisfactory self-lubricating retainer materials,
Duroid 5813 (filled Teflon) exhibited slightly higher wear and lower
friction than did the Sinctcx iip±gnabed aintered bronze).

Prepared By/, . ,

P. H. Bowen
Project Engineer

Supervised By

E. S. Bober
Super4?ory Engineer

/.H. R Sheppy' Mgr
Ch cal Ap Sec./

111-26



+3J

4)

Yr. D.

Lai 0 0 o .4 4 0 .) .
w u 00 W1 +

-F 4j Cuo

to u

$4 600

1 0 4.o
to 0 0 0 $

4.'.1

~ I~:I
111-47



4-r

4) 0 0

4.-4

4-

ta 4.) 8
~0 to

43 p

toH
to 0LIN

0 g I I

Hlc 4u i

10442

4A-)

h I.
w H

S-9 04 804.)

a 
0i 4 \

111-2 8



TABLE III

ULTRA-HIGH VACUUM BEARING TEST DATA

Test 1 - Duroid 5813 Retainer Test 2 - Duroid 5813 Retainer

Time Pressure Bearing Bearing Time Pressure Bearing Bearing
Hrs. mn of Hg. Temp. Torque Hra. =n of Hg. Temp. Torque

X 1x1O1  OF In.-Oz. X _iO" _ OF In.-Oz.

0.0 0.7 150 - 0.0 0.2 150 -

1.0 5.4 160 1.0 4.0 169
3.0 5.6 165 2.0 3.5 17 2.0

10.0 6.5 160 2.0* 0.3 123 -

17.0 4.7 118 4.5 3.6 126 -
27.0 4.5 95 6.6 6.0 127 2.5
34.0 2.6 95 8.0 4.0 120 2.0
37.0 2.5 95 24,o 3.4 134 2.0
37.0* 0.8 175 29.4 5.0 132 2.0
39.0 4.4 176 48.0 2.2 128 -
54.5 4.2 120 54.0 2.4 131 2.0
58.0 3.4 o10 64.o 2.2 130 2.0
63.0 3.5 100 79.0 3.4 135 2.0
79.0 4.2 95 1 100.0 2.0 135 2.0
83.6 3.4. 90
102.0 2.8 90 Ave. 3.2

Ave. 3.7

Test 3 - Fluorosint Retainer Test 4 BG-4 Steel Retainer

Time Pressure Bearing Bearing Time Pressure Bearing Bearing
Hrs. m of Hg. Temp. Torque Hrs. it of 11S. Temp. Torque

x1X1041 OF In.-Oz. X 1xl0" F In. -Oz.

0.0 0.1 160 0.0 0.3 152 -
1.0 9.0 122 4.0 1.0 2.9 165 5.5
3.0 6.7 147 2.0 2.5 2.9 162 6.0
3.0* 0.2 150 - 3.0 2.3 164 4.0
4.o 5.1 150 1.0 4.7 1.9 158 4.o
7.3 7.5 136 1.0 9.0 1.9 175 4.o
7.3* 0.4 - - 11.0 0.9 175 6.0

8.6 2.5 129 2.0 13.7 0.9 195 5.0
12.8 4.3 130 - 15.7 1.0 195 4.5
14.9 5.0 130 2.0 16.5 1.0 195 4.5
14.9* o.4 - 2.0 16.5* 0.6 160 -
16.0 4.1 122 2.0 19.0 2.0 175 4.0
39.0 6.9 125 3.0 21.0 2.8 175 4.0
43.3 7.0 127 3.5 23.0 2.8 175 4.0

Ave. 4.7 Ave. 1.7
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TABLE III (Continued)

ULTRA-HIGH VACUUM BEARING TEST DATA

Test 5 - Data Not Observed Test 7 - Data Not Observed

Teat 6 - Coated Inconel X Retainer Test 8 - Coated BG-42 Steel Retainer

Time Pressure Bearing Bearing Time Pressure Bearing Bearing
Hrs. us of H. Temp. Torque Hrs. n of Hj. Temp. Torque

X lxlO "  F In.-0z. x ixlo" 0F In.-0.

0.0 0.8 346 0.0 0.7 125 -
1.0 7.0 310 4.0 1.0 2.3 172 8.0
2.0 2.3 275 4.5 2.0 2.9 170 7.0
10.0 2.2 267 2.0 4.0 2.7 178 -
20.0 2.6 260 2.0 24.0 1.8 140 3.0
24.5 3.7 260 2.0 57.0 2.0 140 -
24.5* 0.9 490 3.0 67.0 2.0 135 2.0
26.0 5.8 455 1.0 72.0 2.3 142 -

30.0 1.8 447 1.0 73.0 2.3 145 2.0
38.0 2.0 450 1.0 77.0 2.3 142 -

43.0 0.9 435 1.0 91.0 2.3 145 2.0

48.o 1.7 430 1.0 93.0 1.5 145 -

55.5 1.7 41o 96.0 1.6 1.45 2.0
55.5* 0.2 420 1.0 99.0 1.7 145
58.0 2.0 417 1.5 100.0 i.6 145 2.0
6h.0 2.5 IL30 1.5
70.0 2.1 4,20 1.0 Ave. 2.0

Ave. 2.9

Test 9 - Sinetex Retainer Test 10 - BG.112 Steel Retainer

Time Pressure Bearing Bearing Time Pressure Bearing Bearing
No. =s of H8 . Temp. Torque Kra. = of H. Temp. Torque

X xlO1" OF In.-Oz. X ixlOr OF In.-Oz.

0.0 0.7 160 - 0.0 0.5 200

1.0 2.0 16o 5.0 2.0 6.8 275 4.0
2.0 2.1 160 5.0 3.0 7.0 310 -

4.0 2.1 160 .0 4.5 8.8 380 2.0

5.0 2.0 155 6.0 9.0 4oo -
8.0 1.5 155 4.0 7.5 9.3 450 -

23.5 1.2 135 4.0 16.0 4.o 450 3-0
26.0 1.5 135 4.0 17.5 4.2 420 -
47.0 1.9 125 4.0 17.5* 0.7 350 3.0
52.0 1.9 130 4.o 20.5 7.4 4o0 4.0
55.0 1.8 130 4.0 22.5 5.0 450 4.0

72.0 1.7 130 4.0 38.0 6..} 450 4.0

74.0 1.8 130 4.o 58.0 6.5 446 4.0
80.0 1.8 130 - 63.5 6.3 44o 4.o
95.0 1.0 130 4.o 72.0 6.3 440 4.0
100.0 1.7 130 4.o

Ave. 6.0
Ave. 1.7
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TABLE III (Continued)

ULTRA-HIGH VACUUM BEARING TEST DATA

Teet 11 - Banded Sinetex Retainer Test 12 - Coated BG-42 Steel Retainer

Time Pressure Bearing Bearing Time Pressure Bearing Bearing
Hrfi. = of Hi. Temp. Torque Hrs. = of H. Temp. Torque

X 1zXO" OF In.-Oz. x___O_ _ F In.-Oz.

0,0 0.9 370 0.0 0 -
120 1.0 375 200 1.0
2.5 1.8 370 - 16.5 5.1 385 6.0
18.0 2.0 375 4.5 19.0 3.6 400 9.0
20.0 6.0 4oo - 21.5 5.4 400 9.0
23.5 6.0 420 4.0 23.5 4.9 400 9.0
26.0 5.0 430 4.0 25.0 4.6 400 9.0
27.0 3.5 400 33.0 5.4 40o 9.0
50.0 2.9 390 4.0
67.0 3.1 390 4.0 Ave. 4.7

100,0 2,8 390 4.0

Av. 3.3

Test 3 - M-10 Steel Retainer Test 14 - Coated M-10 Steel Retainer

Time Pressure Bearing Bearing Time Pressure Bearing Bearing
'ris. = of Hi. Temp. Torque Hrs. = of Rg. Temp. Torque

X lxlO' @F In.-Oz. _ X___O OF In.-0.

0.0 2.0 825 - 0.0 20.0 1050 2.0
1.0 9.3 830 1.0 0.9 26.o 1100 -
2.2 28.0 935 1.0 1.5 20.0 1100 1.0
3.0 20.0 940 1.0 2.0 20.0 1100 2.0
5.0 15.0 900 1.0 2.5 34.0 1100 -
5.0* 0.9 400 - 6.o 34.0 1100 2.0
6.0 9.4 4OO 1.0 8.3 30.0 1100 2.0
7.0 9.0 4o0 1.0 20.1 20.0 1100 2.0

Ave. 15.3 25.0 8.0 -

24.4 11.0 1070 2.0

Ave, 22.6

Test 14A - Banded Sinetex Retainer - Ped. Erg.

Tim Pressure Bearing **motor Brg t-* ied. Rrg.
Hre. -=I of H. Temp. Temp. ,emp.

x _XO- OF OF OF

0.0 38.0 250 -300 *Indicates Restart
1.0 41.o - -300
2.0 27.0 185 - -303 **75 lb. loaded Erg. Retainer
3.0 40.0 135 -10 -280 Coated MIO
3.0* 16.0 130 5 -310
3.3 16.o 130 - -310 *+*Mtor Brg. Retainer Durold 5813
3.6 22.0 150 13 -280

A-v. 28.5
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36,,. SALLPA i H BEFORE TEST - MAG. 20X

.36n BALI-PATH AFTER TEST -MAG. 2CX

INNER RACE DALLPATH B3EFORE AND AFTER T EST - TEST 9
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37u BALLPATH AFTER TEST -- ;A G. 2 0V

FIGURE 37

OUTER RACE BALLPATH BEFORE AND AFTER TEST -TES:T 11
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38,\ BALL AFTER TEST MAC. -OX

381 SALL POCKET AFTER TEST -MAG. 20X

F!GURE 318

BALL AND RETAINER POCKET AFTER TEST -- TEST 1 I
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