NEW LIMITATION CHANGE

TO
Approved for public release, distribution unlimited

FROM
Distribution authorized to U.S. Gov’t. agencies and their contractors;
Administrative/Operational Use; SEP 1964. Other requests shall be referred to Office of Naval Research, Arlington, VA 22217.

AUTHORITY
ONR ltr, 16 Feb 1979
September 22, 1964

BEHAVIOR OF PIEZOELECTRIC CERAMICS UNDER VARIOUS ENVIRONMENTAL AND OPERATION CONDITIONS OF RADIATING SONAR TRANSDUCERS

by

Don A. Berlincourt and H. H. A. Krueger

Clevite Corporation
Electronic Research Division
Cleveland, Ohio

Engineering Memorandum 64-27

Presented at U.S. Navy Seminar on Piezoelectric Ceramics, Washington, D. C.
September 24-25, 1964

Work reported herein supported by Office of Naval Research Contract Nonr 3958(00).
Behavior of Piezoelectric Ceramics under Various Environmental and Operation Conditions of Radiating Sonar Transducers

by

D. A. Berlincourt and H. H. A. Krueger

Electronic Research Division, Clevite Corporation,
Cleveland 8, Ohio

ABSTRACT

Design of transducers for lower frequency, high power density, and deeper submersion puts increasing demands on piezoelectric transducer materials. It has been demonstrated that appropriate lead titanate zirconate ceramics can operate under high bias stress and at high power levels without failure. However, changes in physical properties, especially in permittivity as a result of a change in static compressive stress and changes in permittivity and tan δ with drive amplitude, have become increasingly of concern.

The mechanisms whereby the nonlinear characteristics of ferroelectric ceramics bring about dependence of physical properties on electric and mechanical stress are discussed. The basic differences in behavior under high electric and mechanical stress of alkaline earth-substituted lead titanate zirconate ("hard") and Sm-doped lead titanate zirconate ("soft") are outlined. Data are given also for a new "very hard" lead titanate zirconate, FZT-8. Stabilizing treatments which tend to minimize pressure effects are described.
Emphasis on behavior under environmental and operating conditions is placed on the following:

1) Variations in the piezoelectric constant $d_{33}$ and permittivity with static compressive stress parallel to the polar axis.
2) Changes of permittivity with time under maintained stress.
3) Changes of permittivity and $\tan \delta$ with electric field at various levels of compressive stress parallel to the polar axis.
4) Variations in permittivity and $d_{33}$ with stress cycling (stress parallel to the polar axis).

I. INTRODUCTION

To understand the behavior of piezoelectric ceramics under various environmental and operation conditions it is necessary to develop an understanding of the origin of nonlinearities in these materials. The very existence of a piezoelectric effect in these ceramics depends upon a very nonlinear process termed poling, and yet the term "piezoelectric" infers a linear relationship between an applied electric field or charge and a generated mechanical stress or strain or vice versa.

With a nonferroelectric piezoelectric crystal such as quartz or ammonium dihydrogen phosphate these relationships are strictly linear except for weak higher order effects which can occur in significant amounts only at input signals greater than the dielectric or mechanical
strength. With ferroelectric ceramics nonlinearities result from domain effects,\(^1\) and in fact the linear piezoelectric effect is generally enhanced by reversible domain wall motion.

In radiating sonar transducers nonlinearities of the piezoelectric ceramics result in amplitude dependent dielectric and mechanical losses (heat power) and in distortion of the output acoustic signal. In general significant distortion occurs only at input electric fields well beyond those at which dielectric or mechanical losses become a limiting factor. This is related to the fact that the strain-electric field relationship remains reasonably linear to considerably higher electric fields than does the charge-electric field relationship.\(^2\)

In this paper the behavior of piezoelectric ceramics under various environmental and operating conditions will be discussed with special emphasis on nonlinear effects, since these not only directly affect the performance of transducers but also because their onset marks a sort of elastic or electric limit on the amplitude to which these materials may be driven.

II. ORIGIN OF NONLINEARITY

The polar axis of a perovskite ferroelectric may be oriented parallel to an edge (tetragonal), a body diagonal (rhombohedral), or a face diagonal (orthorhombic) of the pseudocubic perovskite cell. The polar direction is elongated with respect to its length in the reference cubic phase. In each case $180^\circ$ domain reorientation can take place. This will here be termed "electrical" domain reorientation, since this is the main type of orientation which occurs with high electric drive, and since reorientation
of this type takes place with no nonpiezoelectric mechanical strain. The other type of domain reorientation is termed "mechanical" since it involves dimensional changes. This is by 90° in a tetragonal perovskite, by 120° or 90° in an orthorhombic perovskite, and by 109°-71° in a rhombohedral perovskite.

The distortion from the reference cubic phase in barium titanate is tetragonal in a range near room temperature, and its value is about 1%. Lead titanate zirconates may have either tetragonal or rhombohedral distortion, and their values are about 2% and 0.7% respectively. Very roughly it may be stated that coercive electric fields are higher with larger distortion, and that there is also a relationship to mechanical coercivity. The rhombohedral lead titanate zirconates generally have smaller linear ranges, for instance, than do the tetragonal lead titanate zirconates. An important exception to this rule occurs with the donor type additives \( \text{Nb}^{5+} \) for \((\text{Ti}, \text{Zr})^{4+}\) or \(\text{La}^{3+}\) for \(\text{Pb}^{2+}\) to lead titanate zirconate. These do not have a major effect on the distortion but they severely reduce mechanical and electrical coercivity.\(^3\) The alkaline earth substitutions for lead also have relatively little effect on distortion, but they tend to increase slightly mechanical and electrical coercivity.

Piezoelectric ceramics which will be discussed here are PZT-4, PZT-5A, barium titanate with calcium substitution for barium, and barium titanate with calcium and cobalt or calcium and lead. PZT-4 is characteristic of the "hard" lead titanate zirconates with alkaline earth substitution for lead and PZT-5A is characteristic of the "soft" lead titanate zirconates with donor type additives. Data will also be given for a
newly developed "very hard" lead titanate zirconate, PZT-8.

III. BEHAVIOR AT HIGH ELECTRIC INPUT

Figure 1 shows tan δ as a function of electric field for several piezoelectric ceramics at 25°C. The increase in dielectric loss is due to nonlinearity in the dielectric displacement-electric field relationship (hysteresis) caused primarily by electrical (180°) domain reorientation. Figure 1 shows also the variation of the free permittivity ($\varepsilon_{33}$) with electric field for these same compositions at 25°C. The increase of dielectric loss with increasing electric field lowers electromechanical or electroacoustic efficiency and generates heat. The change of permittivity with electric field upsets inductive tuning of the clamped capacitance in sonar transducers.

Figure 2 shows similar data at elevated temperatures for the same ceramic compositions. The superiority of the "hard" lead titanate zirconate compositions is even more pronounced here than at 25°C. These data are, of course, not identical for every specimen of a given composition, and for a given specimen the value of tan δ at each level of electric field is lower the longer the elapsed time between poled and electric field exposure. Figure 3 shows permittivity and tan δ vs electric field for PZT-4 specimens from a single batch, but poled at different times. The upper curve in each case is typical 24 hours after poled; this is generally the standard for comparison of various materials and 24-hour data were plotted in Fig. 1. It should be emphasized that a major disturbance, such as exposure to a temperature of 150 to 200°C or a stress of 10,000 to 20,000
psi, acts to de-age the ceramic. Permittivity and tan δ vs electric field plots on aged specimens so exposed are more nearly like those for relatively freshly poled specimens. This is shown in Figs. 4 and 5 for PZT-4 and PZT-8 respectively. Note that the effects of exposure to 150°C for five minutes are considerably more severe than those of exposure to 10,000 psi parallel stress for ten minutes.

These data, however, do not in themselves constitute a criterion for high power applications, since the different materials have widely different piezoelectric constants and therefore provide different mechanical amplitude at a given electric field. One should instead compare materials on the basis of dielectrically dissipated heat power as function of acoustic power. The dielectrically dissipated heat power density (watts/m³) is given by:

\[ P_{DE} = \omega E^2 \varepsilon_{33} \tan \delta, \]

where \( E \) is rms electric field in V/m. The acoustic power density (watts/m³) in a simple mass-loaded transducer exclusive of any mechanical losses is given by:

\[ P = \omega E^2 k^2 \varepsilon_{33} Q_M, \]

where \( Q_M \) is the effective \( Q \) of the transducer.

Figures 6 and 7 show dielectrically dissipated heat power (calculated using the tan δ-field curves of Figs. 1 and 2) as a function of acoustic power (watts/cm³ kcps) with a transducer \( Q \) of three for several compositions.* With \( P_{DE} \) limited to 0.2 watts/cm³ kcps, acoustic powers are 1.3, 2.8, 4.1, 10, and 17.5 for the five compositions at 25°C.

*For the parallel mode (\( k_{33} \)).
In general depolarization of ceramic compositions as a result of high dynamic electric fields occurs at amplitudes well beyond any used in sonar transducers. Figure 8 shows effects of exposure to high electric fields at 60 cps. Temperature was externally controlled, so these effects are independent of dielectric heating. Depolarization results from the one-half cycles in which the field is directed such that it causes 180° domain negative reversals. Effects of dc electric fields are much more drastic, but since sonar transducers are not exposed to such operating conditions, this will not be discussed further.

IV. BEHAVIOR UNDER HIGH MECHANICAL STRESS

The effects of high mechanical stress are in general dependent upon the orientation of the stress with respect to the polar axis of the ceramic, the electrical load, and frequency. For sonar one is not concerned with electric response to large amplitude static or dynamic stress, although this is an important consideration in high voltage generating systems. This discussion will be limited to consideration of the effects of static or dynamic stress on the electroelastic constants of piezoelectric ceramics. Static stress is provided either by a mechanical biasing arrangement or deep submer- sion or generally by a combination of both. Dynamic stress is piezoelectrically generated and static mechanical bias is provided in order to eliminate or at least to reduce tensile stress.

A. Dynamic Stress

Figure 9 shows mechanical Q and Young's Modulus (1/s_{11}) of three ceramics as functions of dynamic stress. These measurements were made
using the circumferential mode of a ring in order to have uniform stress and
the measurements were carried to mechanical failure. Neglecting all
mechanical losses other than in the ceramic, heat power due to mechanical
losses in a simple mass-loaded transducer is given approximately by:

$$P_{\text{IM}} = \frac{Q_M}{Q_C} = \frac{\omega^2 k^2 \sigma T}{3 \mu^2 / Q_C},$$

where $Q_C$ is the mechanical $Q$ of the ceramic. Figure 10 shows $P_{\text{IM}}$ and
$P_{\text{DE}}$ for PZT-4 as functions of acoustic power for a loaded $Q$ of three
(dashed curves). With this value of loaded $Q$, heat power due to mechanical
losses is roughly comparable to that due to dielectric losses. With higher
loaded $Q$, $P_{\text{DM}}$ becomes predominant and with lower values $P_{\text{DE}}$ is predominant.
Data are not yet available on the variation of $Q_C$ with stress amplitude for
PZT-8, but the low amplitude value is over 1000 with one week’s aging,
roughly twice that for PZT-4. Figure 10 also shows $(P_{\text{DE}} + P_{\text{DM}})$ as function
of acoustic power with $Q_M = 3$ for PZT-4, PZT-8, and 95% BaTiO$_3$, 5% CaTiO$_3$.
Values of $P_{\text{DM}}$ for PZT-8 are estimated. Limiting the total dissipated power
to 0.2 watts/cm$^3$ kcps, values of acoustic power are respectively 11, 5, and 6
for PZT-8, PZT-4, and 95/5 BCT. Figure 11 is a plot of these same data to a
linear scale, properly emphasizing differences in power handling capacities.
All losses in the ceramic except those due to piezoelectric phase angles are
included. Losses due to piezoelectric phase angles are probably also highest
for materials with lowest electrical and mechanical $Q$. It is thought that
power dissipated due to piezoelectric phase angles, $P_{\text{DE}}$, is somewhat less
than $P_{\text{DE}}$ or $P_{\text{IM}}$.

*The $Q_C$ stress characteristic for the parallel mode is assumed the
same as that for the lateral mode (Fig.9).
B. Static Stress

In operation a deep submersion sonar transducer is subject to a constant static stress (bias) plus a slowly or periodically variable additional compressive stress provided by the sea water load. One is concerned then with changes in physical properties, especially permittivity and piezoelectric constant,* with time under maintained stress and with changes due to variable stress. Effects are dependent on orientation of stress with respect to the polar axis.5-10) Effects are also much different for different compositions. In order to prevent unnecessary complexity in this discussion a brief review of the different types of behavior will be made and then specific data will be given for PZT-4 and PZT-8 for parallel compression only.

There are in general two types of lead titanate zirconate compositions, as mentioned earlier, those with donor type substitutions ("soft") and those with alkaline earth substitutions ("hard"). As a general rule the latter are used in radiating transducers, the former in hydrophones. The "soft" materials generally suffer degradation with stress which is much more dependent upon the number of stress cycles than upon total period of stress exposure. They should generally therefore not be used with variable static stress. The "hard" materials are not subject to this limitation, but their properties are functions of the magnitude of the stress.

Compression parallel to the polar axis reduces the perfection of domain alignment by mechanical (other than 180°) reorientation, as it tends to force polar axes into the allowed position closest to the plane perpendicular

* Changes in Young's modulus are less important in low-Q radiating sonar transducers.
to the compressive stress. Since the permittivity of perovskites parallel to the polar axis of a domain is less than that perpendicular to the polar axis, this causes an increase in the dielectric constant $\varepsilon_{33}^T$ and a decrease in $\varepsilon_{11}^T$. The reorientation tends to reduce the piezoelectric effect since it reduces the volume of material contributing directly to this effect. This is countered by an increase in the number of domain walls and their contribution to the piezoelectric effect, so that the piezoelectric coupling factors are affected much less by stress than is the permittivity. The increase in the number of domain walls tends also to increase compliance and permittivity, and these domain wall contributions are lossy. Mechanical and electrical Q's both degrade.

Stress perpendicular to the polar axis also causes mechanical domain reorientation, tending to force polar axes into the allowed position closest to the plane perpendicular to the stress. Since most of the domains have their polar axes fairly close to this plane as a result of poling, there is less domain switching with lateral stress and change in permittivity and compliance are less severe than with longitudinal compression. The piezoelectric constants are, however, severely affected by lateral compression, since the domain reorientation itself subtracts from the loaded piezoelectric constant ($d_{31}$ with bias stress $T_1$) and adds to the unloaded piezoelectric constant ($d_{32}$ with bias stress $T_1$).

Two-dimensional compression in the plane perpendicular to the polar axis is effective in mechanically orienting polar axes of domains into the allowed direction most nearly parallel to the polar axis. This stress therefore acts only on domains not oriented during poling; it must be noted that the improved orientation by stress is nonpolar (random $\frac{1}{2}$). This has a
strong effect in decreasing permittivity, but should have little effect on piezoelectric coupling. Hydrostatic compression has relatively little effect on domain configuration, and therefore effects on piezoelectric and dielectric constants are less severe than with any other compressive stress configuration. 6)

In this discussion effects of parallel stress will be considered in detail, and methods to increase stability will be described. For a variety of reasons this mode of operation has become predominant in sonar transducers, with bias stress, mechanical displacement, and driving electric field all parallel to the polar axis.

Figure 12 shows permittivity as function of slowly varying parallel compressive stress for PZT-4. Permittivity first increases sharply and then decreases slightly with stress increase, and there is pronounced hysteresis with stress decrease. It is thought that this peculiar behavior is associated with the fact that PZT-4 is just on the tetragonal side of the rhombohedral-tetragonal phase boundary. For comparison data for a "PZT-4" with 1% more Ti$^{4+}$, and therefore safely tetragonal, are shown in Fig. 13. This instability found with PZT-4 is here absent. The data in Figs. 12 and 13 illustrate the stabilizing effect of the stress (note increase in tan $\delta$ as a result of this 1st stress cycle). The stabilizing effect of the first stress cycle is much more effective.

A much more effective method is to anneal titanate zirconate ceramic for future stress cycles in air at about 200°C for an hour or so. The effect on the tan $\delta$ and permittive electric field characteristics (see Figs. 4 and 5) should, however, be increased. Figure 14 shows permittivity as function of parallel stress for PZT-1.
stabilized. For comparison the characteristic is also shown for material only mechanically prestabilized (copy of the fourth cycle data of Fig. 12). The thermal prestabilizing treatment results in a decrease of about 10% in the coupling factor and an increase of 10% or more in permittivity, but it substantially reduces changes in permittivity and piezoelectric constant with stress.

Figure 15 shows the variation of $d_{33}$ with parallel stress for PZT-4 with and without temperature prestabilization. For comparison the variation of $d_{33}$ with parallel stress is shown also for unstabilized tetragonal "PZT-4". The effectiveness of the prestabilizing treatment is clearly shown.

Figures 16 and 17 show $c_{33}^T$ and $d_{33}$ as functions of parallel stress for stabilized PZT-8. Behavior is superior to that shown in Figures 14 and 15 for PZT-4.

One is, of course, concerned with the changes of parameters not only with changes in static stress, but also with time at a given static stress. As discussed briefly earlier, a change in static stress, a large change in temperature, or exposure to a high ac or dc electric field starts a new aging cycle. Strictly speaking the aging rate in this new cycle depends upon history, such as the length of time since poling, previous exposure to high stress, etc. Because of the logarithmic nature of the aging process, however, the influence of past events is somewhat obscured, particularly when the subsequent event is a major one.

Figure 18 shows permittivity as function of the log of time for PZT-4, the upper curve with 10,000 psi and the lower curve with 20,000 psi parallel stress maintained. Aging rates are respectively
-1.3 and -2.6% per time decade. For comparison the typical aging rate for freshly poled PZT-4 under ambient conditions is -5.8% per time decade. The aging data of Fig. 18 were obtained on specimens poled about one month earlier; under ambient conditions 100 hours additional aging corresponds to only about 0.06 decade and a change of only about -0.35%. Total changes in the period 0.1 to 100 hours were -4.2% at 10,000 psi and -8.4% at 20,000 psi. The data of Fig. 18 do, however, show that continued exposure to high parallel stress does not create a runaway situation.

Figure 19 shows aging of the piezoelectric constant $d_{33}$ with maintained 10,000 psi parallel compression. There is an upward drift and then a leveling off; with greater exposure time $d_{33}$ would begin to decrease. Figure 19 also shows aging of the lateral d-constants ($d_{31}, d_{32}$) with maintained lateral stress ($T_1$). As mentioned previously, the stress acts to decrease the loaded constant ($d_{31}$) and increase the unloaded constant ($d_{32}$), but both age downward, the former very sharply.

V. EFFECTS OF SIMULTANEOUS EXPOSURE TO HIGH STATIC STRESS AND HIGH ELECTRIC FIELD.

So far this discussion has been limited to consideration of effects individually of high electric field and high static or dynamic stress. In actual operation one encounters a combination of all three. Actually high ac electric field under nonresonant conditions creates dynamic strains not very far removed from those encountered in operation of sonar radiating devices with loaded $Q$ generally less than five. A nonresonant electric field of 5 kV/cm rms, for instance, creates an rms strain of about $1.5 \times 10^{-4}$ in PZT-4.
Behavior with combined high ac electric field and high static stress has been studied only quite recently. One would be inclined to expect the tan δ vs electric field characteristic to degrade under high static stress. It has been shown that static stress exposure starts a new aging cycle, and also that the tan δ vs electric field characteristic improves with time after a major disturbance. Figures 4 and 5 show the degradation in the characteristic resulting from previous stress or high temperature exposure.

Figure 20 shows tan δ and permittivity as functions of ac electric field at various levels of parallel compressive stress for well aged (about one month) PZT-4. Degradation of the tan δ-electric field characteristic is immediately evident at 5,000 psi, and there is very little further deterioration up to 20,000 psi. Comparison of Figures 4 and 20 shows that the tan δ vs field characteristic is about the same for an aged specimen immediately after a short exposure to 150°C or with maintained compressive stress in the 10,000 to 20,000 psi range. It is interesting to note that there is immediate partial recovery upon release of the compressive stress (Figs. 4 and 5). This immediate recovery does not occur upon cooling after a temperature cycle.

Figure 20 also shows the deterioration of the permittivity-electric field characteristic under stress. Total changes with stress are decreased by a prestabilizing treatment.

Figure 21 shows tan δ and permittivity as functions of ac electric field for PZT-8 at various levels of parallel compressive stress. In this work combined effects of high electric field and parallel static stress are discussed. See reference 6) for a discussion of combined effects of hydrostatic pressure and high electric field.
Behavior is similar to that shown for PZT-4, with tan $\delta$ at each value of electric field approximately doubled by axial stress in the range 5,000 to 20,000 psi. The originally superior characteristics of PZT-8 are especially important in that these characteristics remain superior by about the same margin under static compression.

It should be noted that with strongly piezoelectric materials (those with piezoelectric coupling greater than about 0.50) there is a strong correlation between dielectric and mechanical losses. Under circumstances in which one is increased the other in general also increases; this is a natural result of strong electromechanical coupling. The deleterious effects on dielectric losses as a result of mechanical bias (Figs. 20 and 21) must be accompanied also by similar effects on mechanical losses. Thus the mechanical loss-stress characteristics (converse of Fig. 9) must worsen under mechanical bias. This characteristic must also degrade as a result of a disturbance which acts to de-age the ceramic. Such disturbances are, again, exposure to high electric field, mechanical stress, and/or a temperature cycle.

SUMMARY

Some of the effects of high static and dynamic stress and electric field on the characteristics of piezoelectric ceramics have been described. It was demonstrated that with lead titanate zirconate ceramics changes in physical characteristics with these parameters are a more serious problem than depolarization or permanent degradation of the piezoelectric effect. It was also shown that heat power losses due to the active element in radiating transducers are dependent upon past thermal,
electrical, and mechanical history and bias mechanical stress as well as driving electric field and dynamic mechanical stress. Proper choice of piezoelectric ceramic and use of a simple stabilizing technique are effective means of reducing variation of physical characteristics with static stress and high electrical and mechanical drive.
FIGURE CAPTIONS

Fig. 1. \( \tan \delta \) and \( \varepsilon_{33}^T / \varepsilon_0 \) vs electric field for several piezoelectric ceramics at 25°C.

Fig. 2. \( \tan \delta \) and \( \varepsilon_{33}^T / \varepsilon_0 \) vs electric field for several piezoelectric ceramics. The data are for 100°C for the lead titanate zirconate ceramics, 80°C for the barium lead calcium titanate, and 75°C for the barium calcium titanate.

Fig. 3. \( \tan \delta \) and \( \varepsilon_{33}^T / \varepsilon_0 \) vs electric field for PZT-4 specimens from a single batch poled at different times. The uppermost curve of each set is typical 24 hours after poling; the lowest curve of each set is typical one or more months after poling.

Fig. 4. \( \tan \delta \) and \( \varepsilon_{33}^T / \varepsilon_0 \) vs electric field for PZT-4. The lowest curve of each set is for an aged (over one month) specimen. The upper curve of each set is for a fragment of the same specimen which was exposed to 150°C for five minutes just prior to this test. The other curve of each set is for a similar fragment exposed to 10,000 psi parallel stress for ten minutes just prior to this test.

Fig. 5. Same as Figure 4, but for PZT-8.

Fig. 6. Dielectrically dissipated heat power \( p_{de} \) as function of acoustic power for several ceramic compositions. A simple mass-loaded transducer with loaded \( q_m \) of three is assumed. The numbers beside each point give the driving electric field in kV/cm. Temperature 25°C.
Fig. 7. Same as Figure 6, but temperature is 100°C for the lead titanate zirconate composition and 75-80°C for the barium titanate compositions.

Fig. 8. Depolarization resulting from about 30 minutes' exposure to indicated values of 60 cps electric field and temperature for PZT-4 and barium titanate ceramic.

Fig. 9. Dependence of internal mechanical Q ($Q_{MC}$) and Young's modulus $1/s_{11}$ on dynamic stress amplitude for PZT-4, PZT-5A, and 95 wt% BaTiO$_3$ with 5 wt% CaTiO$_3$. Dynamic stress perpendicular to polar axis.

Fig. 10. Internal heat due to dielectric and mechanical losses ($P_{DE} + P_{DM}$) as function of acoustic power for several ceramic compositions. A simple mass-loaded transducer with loaded Q of three is assumed. The dashed lines show $P_{DM}$ and $P_{DE}$ separately as functions of acoustic power for PZT-4. Temperature 25°C.

Fig. 11. Same as Figure 10, but a full linear scale is used rather than log-log. This allows rapid comparison to scale of power handling capacities.

Fig. 12. $\varepsilon_{33}^T/\varepsilon_0$ and tan $\delta$ vs slowly varying parallel compressive stress for PZT-4 (not stabilized). Data are shown for the first and fourth stress cycle.

Fig. 13. Same as Figure 12, but data are for a strongly tetragonal "PZT-4" (not stabilized).

Fig. 14. $\varepsilon_{33}^T/\varepsilon_0$ vs slowly varying parallel compressive stress to 20,000 psi for thermally stabilized and unstabilized PZT-4. Data are shown for the fourth stress cycle. A fifth cycle to 10,000 psi is also shown for stabilized PZT-4.
Fig. 15. $d_{33}$ vs slowly varying parallel compressive stress to 20,000 psi for thermally stabilized and unstabilized PZT-4, and unstabilized tetragonal "PZT-4." The three lower curves are each for the fourth stress cycle to 20,000 psi. The upper curve is for a cycle to 12,000 psi after four cycles to 20,000 psi.

Fig. 16. Permittivity vs parallel compressive stress to 20,000 psi for thermally stabilized PZT-8. Data are shown for the fourth cycle to 20,000 psi and for a cycle to 10,000 psi after 50 cycles to 20,000 psi.

Fig. 17. $d_{33}$ vs parallel compressive stress to 20,000 psi for thermally stabilized PZT-8. Data are shown for the fourth cycle to 20,000 psi and for a cycle to 10,000 psi after 50 cycles to 20,000 psi.

Fig. 18. $\varepsilon_{33}^T/\varepsilon_0$ vs time for unstabilized PZT-4 with 10,000 and 20,000 psi parallel compressive stress. Stress maintained.

Fig. 19. Aging of $d_{33}$ with 10,000 psi compressive stress ($T_3$) parallel to the polar axis and aging of $d_{31}$ and $d_{32}$ with 10,000 psi compressive stress ($T_1$) perpendicular to the polar axis for PZT-4. Stress maintained.

Fig. 20. Tan $\delta$ and $\varepsilon_{33}^T/\varepsilon_0$ vs ac electric field at various levels of parallel compressive stress for well aged (about one month) PZT-4.

Fig. 21. Same as Figure 20, but for PZT-8.
REFERENCES

Fig. 1 $\varepsilon_{33}^T$ AND TAN $\delta$ vs. ELECTRIC FIELD, 25°C
Fig. 2 $\varepsilon_{33}'/\varepsilon_0$ AND TAN $\delta$ vs. ELECTRIC FIELD, $100^\circ C$
Fig. 3 $\varepsilon_{33}^T/\varepsilon_0$ and TAN $\delta$ vs. Electric Field; Specimens of PZT-4
**Fig. 4** $\varepsilon_{33}/\varepsilon_0$ and TAN $\delta$ vs. ELECTRIC FIELD, PZT-4

- AFTER 10 MIN. AT 10,000 PSI (PARALLEL)
- AFTER 5 MIN. AT 150° C.
Fig. 5 $\tau_{33}/\gamma_0$ AND TANθ vs. AC ELECTRIC FIELD PZT-8
Fig. 6 ACOUSTIC POWER, $Q_M=3$, IN WATTS/cm$^3$ kcps
Figure 7. $P_{DE}$ vs. $P$, with $Q_M = 3$, WATTS/cm$^3$ kcps.

- $12\%$ BT
- $8\%$ CT
- $750\,^\circ C$
- $100\,^\circ C$
- $PZT-4$
- $PZT-8$
- $950\,^\circ C$
- $750\,^\circ C$

$P_{DE}$, WATTS/cm$^3$ kcps
FIG. 8. DEPOLARIZATION RESULTING FROM ABOUT THIRTY MINUTES EXPOSURE TO INDICATED VALUES OF 60 CPS ELECTRIC FIELD AND TEMPERATURE FOR PZT-4 AND BaTiO₃ CERAMIC.
Fig. 9: Dependence of internal mechanical $Q (Q_{mc})$ and Young's modulus $1/E_{11}$ on dynamic stress amplitude for PZT-4, PZT-5, and 95% $\text{BaTiO}_3$ with 5% $\text{CaTiO}_3$. Dynamic stress perpendicular to polar axis.
Fig. 10 ACOUSTIC POWER WITH $Q_M = 3$, WATTS/cm³ kcps
Fig. 12 $\varepsilon_{33}/\varepsilon_0$ vs. PARALLEL STRESS, PZT-4 (NOT STABILIZED)
Fig. 13 $\varepsilon_{33}/\varepsilon_0$ vs. PARALLEL STRESS, PZT-4T (TETRAGONAL)

NOT STABILIZED
Fig. 14: $\varepsilon_{33}^*/\varepsilon_0$ vs. PARALLEL STRESS

PZT-4
Fig. 15  $d_{33}$ vs. PARALLEL STRESS
Fig. 16 $\varepsilon_{33}^I / \varepsilon_0$ vs. PARALLEL STRESS

STABILIZED PZT-8
Fig. 17 $d_{33}$ vs. PARALLEL STRESS
STABILIZED PZT-8
Fig. 18 $\varepsilon_{33}^T / \varepsilon_0$ vs. TIME, PZT-4
FIG. 19. AGING OF $d_{31}$ AND $d_{32}$ WITH 10,000 PSI COMPRESSIVE STRESS PERPENDICULAR ($T_1$) TO THE POLAR AXIS AND AGING OF $d_{33}$ WITH 10,000 PSI COMPRESSIVE STRESS PARALLEL ($T_3$) TO THE POLAR AXIS FOR PZT-4. ALL MEASUREMENTS MADE WITH STRESS MAINTAINED.
FIG. 20: $\frac{t_{33}}{e_0}$ AND TAN $\delta$ VS. AC FIELD; PARAMETER:

LONGITUDINAL STRESS ($T_3$) PZT-4

ERD 5889
$\varepsilon_{33}/\varepsilon_0$ AND TAN $\delta$ vs. AC ELECTRIC FIELD AT VARIOUS LEVELS OF PARALLEL STRESS, PZT-8 (NOT STAB.)
Behavior of Piezoelectric Ceramics Under Various Environmental and Operation Conditions of Radiating Sonar Transducers

Berlincourt, Don A. and Krueger, Helmut H. A.

September 22, 1964

Engineering Memorandum 64-27

Qualified requesters may obtain copies of this report from DDC

Department of the Navy
Office of Naval Research

Abstract: Design of transducers for lower frequency, high power density, and deeper submersion puts increasing demands on piezoelectric transducer materials. It has been demonstrated that appropriate lead titanate zirconate ceramics can operate under high bias stress and at high power levels without failure. However, changes in physical properties, especially in permittivity as a result of a change in static compressive stress and changes in permittivity and tan δ with drive amplitude, have become increasingly of concern.

The mechanisms whereby the nonlinear characteristics of ferroelectric ceramics bring about dependence of physical properties on electric and mechanical stress are discussed. The basic differences in behavior under high electric and mechanical stress of alkaline earth-substituted lead titanate zirconate ("hard") and donor-doped lead titanate zirconate ("soft") are outlined. Data are given also for a new "very hard" lead titanate zirconate, PZT-8. Stabilizing treatments which tend to minimize pressure effects are described.

Emphasis on behavior under environmental and operating conditions is placed on the following: 1) Variations in the piezoelectric constant d₃₃ and permittivity with static compressive stress parallel to the polar axis. 2) Changes of permittivity with time under maintained stress. 3) Changes of permittivity and tan δ with electric field at various levels of compressive stress parallel to the polar axis. 4) Variations in permittivity and d₃₃ with stress cycling (stress parallel to the polar axis).
### PIEZOELECTRIC CERAMICS

**Sonar Transducers**

---

**INSTRUCTIONS**

1. ORIGINATING ACTIVITY: Enter the name and address of the contractor, subcontractor, grantees, Department of Defense activity or other organization (corporate name) issuing the report.
2a. REPORT SECURITY CLASSIFICATION: Enter the overall security classification of the report. Indicate whether "Restricted Data" is included. Marking is to be in accordance with appropriate security regulations.
3b. GROUP: Automatic downgrading is specified in DoD Directive 5200.10 and Armed Forces Industrial Manual. Enter the group number. Also, when applicable, show that optional markings have been used for Group 3 and Group 4 as authorized.
4. REPORT TITLE: Enter the complete report title in all capital letters. Titles in all cases should be unclassified. If a meaningful title cannot be selected without classification, show title classification in all capitals in parenthesis immediately following the title.
5. AUTHOR(S): Enter the name(s) of author(s) as shown on or in the report. Enter last name, first name, middle initial. If military, show rank and branch of service. The name of the principal author is an absolute minimum requirement.
6. REPORT DATE: Enter the date of the report as day, month, year. If more than one date appears on the report, see date of publication.
7a. TOTAL NUMBER OF PAGES: The total page count should follow normal pagination procedures, i.e., enter the number of pages containing information.
7b. NUMBER OF REFERENCES: Enter the total number of references cited in the report.
8a. CONTRACT OR GRANT NUMBER: If appropriate, enter the applicable number of the contract or grant under which the report was written.
8b. 8c. & 8d. PROJECT NUMBER: Enter the appropriate military department identification, such as project number, subproject number, system number, task number, etc.
9a. ORIGINATOR'S REPORT NUMBER: Enter the official report number by which the document will be identified and controlled by the originating activity. This number must be unique to this report.
9b. OTHER REPORT NUMBER(S): If the report has been assigned any other report numbers (either by the originator or by the sponsor), also enter this number(s).
10. AVAILABILITY/LIMITATION NOTES: Enter any limitations or further dissemination of the report, other than those imposed by security classification, using standard statements such as:

- Qualified requesters may obtain copies of this report from DDC.
- Foreign announcement and dissemination of this report by DDC is not authorized.
- U.S. Government agencies may obtain copies of this report directly from DDC. Other qualified DDC users shall request through
- U.S. military agencies may obtain copies of this report directly from DDC. Other qualified users shall request through
- All distribution of this report is controlled. Qualified DDC users shall request through

If the report has been furnished to the Office of Technical Services, Department of Commerce, for sale to the public, indicate this fact and enter the price, if known.

11. SUPPLEMENTARY NOTES: Use for additional explanatory notes.
12. SPONSORING MILITARY ACTIVITY: Enter the name of the departmental project office or laboratory sponsoring (paying for) the research and development. Include address.
13. ABSTRACT: Enter an abstract giving a brief and factual summary of the document indicative of the report, even though it may also appear elsewhere in the body of the technical report. If additional space is required, a continuation sheet shall be attached.

It is highly desirable that the abstract of classified reports be unclassified. Each paragraph of the abstract shall end with an indication of the military security classification of the information in the paragraph, represented as (C), (S), (C/S), or (S/C).

There is no limitation on the length of the abstract. However, the suggested length is from 150 to 225 words.

14. KEY WORDS: Key words are technically meaningful terms or short phrases that characterize a report and may be used as index entries for cataloging the report. Key words must be selected so that no security classification is required. Identifiers, such as equipment model designations, trade names, military project code names, geographic location, may be used as key words but will be followed by an indication of technical context. The assignment of links, sales, and weights is optional.